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(57) A wall shape of a cavity 30 consists of an inward
protruding portion 32 located at the periphery of an open-
ing 31, a center portion 34 projecting toward a fuel injector
17, and a peripheral portion 33 connecting the inward
protruding portion and the center portion. The fuel injector
and the cavity are configured so that fuel injected from
fuel injector directs to the proximity of the border between
the inward protruding portion and the peripheral portion.
The peripheral portion consists of a first portion 33a lo-
cated farthermost from the fuel injector, a second portion

33b located between the inward protruding portion and
the first portion, and a third portion 33c located between
the first portion and the center portion. The radii of arcs
of the peripheral portion decrease from the second por-
tion to the first portion and increase from the first portion
to the third portion. The first, second and third portions
33a, 33b and 33c are formed with constant radii respec-
tively. The first through third portions 33a, 33b and 33c
are made with arcs having their centers O1, O2 and O3
on the inner side of the cavity 30.
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Description

[0001] The present invention relates to a diesel engine,
a piston for a diesel engine and a method of manufac-
turing or operating a diesel engine. In particular, the in-
vention relates to a combustion chamber structure of the
diesel engine which can restrain the soot emission.
[0002] In the direct-injection type of diesel engine, in
which fuel is injected from the fuel injector which is ar-
ranged approximately at the center of the combustion
chamber at around the top dead center of compression
of the piston, the cavity is formed on the top of the piston
and the combustion chamber is defined by the top of the
piston including the cavity, the cylinder, and the face of
the cylinder head which faces the top of the piston, which
is disclosed in Japanese Patent Laid-Open Publication
No. 2003-254066, for example.
[0003] The above-described cavity is formed in a cir-
cular shape with its center at the fuel injector and is con-
caved away from the cylinder head. Its wall shape on the
cross section including the center axis of the cylinder
consists of, as shown in FIG. 12, for example, an inward
protruding portion 2 which is located at the periphery of
the opening of the top of the piston for a cavity 1, a center
portion 3 which projects toward a fuel injector 5 and is
located at the bottom of the cavity 1, and a peripheral
portion 4 which connects the inward protruding portion 2
and the center portion 3 and is made with arcs having
their centers on the inner side of the cavity.
[0004] Herein, the fuel injected from the fuel injector 5
at around the top dead center of compression of the pis-
ton directs to the proximity of the border between the
inward protruding portion 2 and the peripheral portion 4
of the cavity 1. After colliding with the wall surface of the
cavity 1, the fuel spreads along the wall surface of the
peripheral portion 4 and toward the center portion 3.
Thus, the fuel mixes with the air in the combustion cham-
ber and starts its combustion.
[0005] If the mixing of the fuel spray from the fuel in-
jector and the air in the cavity was so insufficient that the
air-fuel ratio of the mixture did not become properly uni-
form (homogeneous), the soot would be generated at an
over-rich area inside the combustion chamber, so that
the soot would be exhausted to the outside without suf-
ficiently oxidizing (purifying).
[0006] It is preferable that the fuel spray be mixed with
the air so well in the cavity that the whole part of mixture
can become properly uniform (homogeneous) in the lean
state of air-fuel ratio in order to restrain the generation
of the soot or promote the oxidization of the generated
soot. Thus, as shown in FIG. 12, it may be necessary
that the flowing direction of the fuel spray A which is in-
jected from the fuel injector 5 and directs to the proximity
of the border between the inward protruding portion 2
and the peripheral portion 4 of the cavity 1 is smoothly
changed, as shown by an arrow a, along the wall surface
of the peripheral portion 4 toward the center portion 3.
Further, it may be necessary that the fuel spray A flowing

toward the center of the cavity 1, which is shown by an
arrow b, is mixed with the air sufficiently.
[0007] Accordingly, an object of the present invention
is to provide a diesel engine, a piston and a method of
manufacturing or operating a diesel engine which can
provide the sufficient mixing of fuel spray with air, thereby
restraining the exhaustion of soot toward the outside.
[0008] The object is solved by the features of the in-
dependent claims. Preferred embodiments of the present
invention are subject of the dependent claims.
[0009] According to a first aspect, there is provided a
diesel engine comprising:

a cylinder;
a piston which reciprocates in said cylinder;
a cylinder head;
a fuel injector which is arranged on said cylinder head
and injects fuel substantially radially approximately
from a center of said cylinder;
a substantially circular cavity which is formed on a
top of said piston; and
a combustion chamber which is defined by said top
of said piston including said cavity, said cylinder, and
a face of said cylinder head that faces said top of
said piston,
wherein a wall shape of said cavity on a cross section
including a center axis of said cylinder and/ or said
piston comprises an inward protruding portion locat-
ed at the periphery of an opening or opening area of
said top of said piston for said cavity, a center portion
projecting toward said fuel injector, and a peripheral
portion which connects said inward protruding por-
tion and said center portion and includes arcs having
their centers on the inner side of said cavity,
wherein said fuel injector and said cavity are config-
ured so that fuel injected from said fuel injector di-
rects to a proximity of the border between said inward
protruding portion and said peripheral portion,
wherein said peripheral portion consists of a first por-
tion located farthermost from said fuel injector or a
fuel injector hole among the entire peripheral portion,
a second portion located between said inward pro-
truding portion and said first portion, and a third por-
tion located between said first portion and said center
portion, and
wherein radii of arcs of said peripheral portion de-
crease from said second portion to said first portion
and increase from said first portion to said third por-
tion.

[0010] According to a preferred embodiment, there is
provided a diesel engine comprising a cylinder, a piston
which reciprocates in the cylinder, a cylinder head on
which an intake valve and an exhaust valve are arranged,
a fuel injector which is arranged on the cylinder head and
injects fuel radially approximately from a center of the
cylinder, a circular cavity which is formed on a top of the
piston and is concaved away from the cylinder head, and
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a combustion chamber which is defined by the top of the
piston including the cavity, the cylinder and a face of the
cylinder head that faces the top of the piston, wherein a
wall shape of the cavity on a cross section including a
center axis of the cylinder consists of an inward protrud-
ing portion located at the periphery of an opening of the
top of the piston for the cavity, a center portion projecting
toward the fuel injector and located at the bottom of the
cavity, and a peripheral portion which connects the in-
ward protruding portion and the center portion and is
made with arcs having their centers on the inner side of
the cavity, wherein the fuel injector and the cavity are
configured so that fuel injected from the fuel injector di-
rects to a proximity of the border between the inward
protruding portion and the peripheral portion, wherein the
peripheral portion consists of a first portion located far-
thermost from the fuel injector among the entire periph-
eral portion, a second portion located between the inward
protruding portion and the first portion, and a third portion
located between the first portion and the center portion,
and wherein radii of arcs of the peripheral portion de-
crease from the second portion to the first portion and
increase from the first portion to the third portion.
[0011] According to the present invention, after the fuel
spray radially injected from the fuel injector at around the
top dead center of compression of the piston collides with
the wall surface at the proximity of the border between
the inward protruding portion and the peripheral portion
of the cavity formed on the top of the piston, its flowing
direction is changed along the above-described second
portion of the peripheral portion toward the bottom of the
cavity.
[0012] Herein, since the arc of the second portion hav-
ing its centers on the inner side of the cavity has a rela-
tively large radius of curvature, the angle between the
fuel-injection direction and the tangential line of the wall
surface where the fuel spray collides can be made prop-
erly small. Thereby, the fuel spray can be prevented from
spreading improperly widely when colliding with the wall
surface, so that the fuel spray can be smoothly guided
along the second portion of the peripheral portion.
[0013] The fuel spray then flows to the first portion and
changes its flowing direction from the outside of the piston
to the inside of the piston. Herein, since the radii of cur-
vature of the arcs of the peripheral portion decrease from
the second portion to the first portion, the fuel spray flow-
ing along these portions is accelerated in speed without
spreading improperly widely, so that the fuel spray moves
to the third portion, substantially maintaining its power at
the injection.
[0014] Further, while part of the fuel has already started
its combustion at this point and therefore some amount
of combustion gas is generated, since the fuel spray
mixed with this combustion gas is accelerated in its speed
at the first portion as described above, the fuel on the
wall surface of the peripheral portion of the cavity can be
blown off surely, so that the generation of soot, which
may be caused by a local over-rich area generated by

the fuel remaining on the wall surface, can be restrained
properly.
[0015] Moreover, since the radius of curvature of the
third portion is larger than that of the first portion, the
flowing direction of the fuel spray or the gas in the half-
combustion state which are introduced to the third portion
is so prevented from changing suddenly that the fuel
spray or the gas in the half-combustion state can be re-
strained from being off the wall surface of the cavity to-
ward the opening of the cavity. Accordingly, any improper
interference of these fuel spray or gas with the fuel spray
injected from the fuel injector which has not reached the
wall surface of the cavity can be avoided. As a result, the
fuel spray is guided properly and flows toward the center
of the bottom of the cavity without spreading improperly
widely, so that the fuel spray can mix with the sufficiently
large amount of air properly.
[0016] Thus, the generation of over-rich area due to
the mixture being not uniform (homogenous) in the com-
bustion chamber and the generation of soot due to the
combustion of the fuel in the over-rich area can be prop-
erly restrained. Further, since the whole part of mixture
can be made properly uniform (homogenous) in the lean
state of air-fuel ratio, even if the soot may be generated
at the initial stage or the middle stage of combustion, the
oxidization of the soot can be promoted at the late stage
of combustion, thereby restraining the soot from being
exhausted to the outside.
[0017] Moreover, the above-described mixture and
part of combustion gas ride on a reverse-squish flow
which is generated by the piston lowering toward the bot-
tom dead center of the piston and spread smoothly and
widely in the combustion chamber expanding. As a result,
the proper mixing of the fuel with the air in the whole part
of combustion chamber can be achieved, and thereby
the power can be generated efficiently.
[0018] According to an embodiment of the present in-
vention, the radii of arcs of the peripheral portion contin-
uously change from an end of the second portion on the
side of the inward protruding portion through the first por-
tion to an end of the third portion on the side of the center
portion. Thereby, the fuel spray can be smoothly accel-
erated in its speed as it flows from the second portion to
the first portion, and its flowing direction can be changed
smoothly toward the center of the bottom of the cavity at
the third portion. Thus, the above-described advantages
of the present invention can be more effectively achieved.
[0019] According to another embodiment of the
present invention, the second portion and the third por-
tion are formed substantially symmetric with respect to
a line connecting a point in the first portion located far-
thermost from the fuel injector and an injection hole of
the fuel injector. Thereby, the flow of the above-described
gas in the half-combustion state becomes symmetric with
respect to the above-described point in the first portion,
so that the flowing direction from the outside to the inside
of the piston can change smoothly and surely without
improperly spreading.
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[0020] According to another embodiment of the
present invention, the inward protruding portion is formed
with an arc having its center on a side opposite to or
outside of the cavity on the cross section including the
center axis of the cylinder. Thereby, part of the fuel spray
which collides with the wall surface at the proximity of
the border between the second portion of the peripheral
portion and the inward protruding portion can be smooth-
ly guided toward the second portion of the peripheral po-
tion, without spreading improperly. As a result, most part
of fuel injected can be properly introduced into the cavity.
[0021] According to another embodiment of the
present invention, the first, second and third portions are
formed with constant radii respectively. Thereby, manu-
facturing of the cavity can be facilitated compared to a
case in which these radii change continuously, so that
the above-described advantages of the present invention
can be achieved with properly low costs.
[0022] Preferably, there is provided at least one intake
valve and one exhaust valve on said cylinder head and
said injector is positioned approximately in the middle
between said valves.
[0023] Further preferred, an angle between a fuel in-
jection direction and a tangential line of a wall surface
where the fuel spray collides is between 10° and 40°,
preferably between 15° and 30°, at the best between 20°
and 25°.
[0024] Preferably, the wall shape of the cavity periph-
eral portion is shaped as a Cartesian oval curve defined
by L1 + mL2 = a, wherein L1 and L2 are distances from
focal points of said oval curve and m and a are constants.
[0025] Further preferred, a center line of the oval curve
connecting the focal points of said oval curve is substan-
tially matched to said line connecting said point in said
first portion located farthermost from said fuel injector
and an injection hole of said fuel injector and/or an inter-
section of the oval curve and the center line is positioned
substantially at said point.
[0026] According to a further aspect, there is provided
a piston for a diesel engine comprising a substantially
circular cavity which is formed on a top of said piston,
wherein a wall shape of said cavity on a cross section
including a center axis of said piston comprises an inward
protruding portion located at the periphery of an opening
of said top of said piston for said cavity, a center portion
projecting toward said opening or toward a top side of
the piston, and a peripheral portion which connects said
inward protruding portion and said center portion and in-
cludes arcs having their centers on the inner side of said
cavity,
wherein said peripheral portion consists of a first portion
located farthermost from a intersection between said
center axis and said opening or an opening area of said
top of said piston among the entire peripheral portion, a
second portion located between said inward protruding
portion and said first portion, and a third portion located
between said first portion and said center portion, and
wherein radii of arcs of said peripheral portion decrease

from said second portion to said first portion and increase
from said first portion to said third portion.
[0027] According to a further aspect, there is provided
method of manufacturing or operating a diesel engine
comprising the steps of:

providing a cylinder;
providing a piston which reciprocates in said cylin-
der;
providing a cylinder head;
arranging a fuel injector on said cylinder head and
injecting fuel substantially radially approximately
from a center of said cylinder;
forming a cavity on a top of said piston; and
defining a combustion chamber by said top of said
piston including said cavity, said cylinder, and a face
of said cylinder head that faces said top of said pis-
ton,
forming a wall shape of said cavity on a cross section
including a center axis of said cylinder such that it
comprises an inward protruding portion located at
the periphery of an opening of said top of said piston
for said cavity, a center portion projecting toward said
fuel injector, and a peripheral portion which connects
said inward protruding portion and said center por-
tion and includes arcs having their centers on the
inner side of said cavity,
configuring said fuel injector and said cavity such
that fuel injected from said fuel injector directs to a
proximity of the border between said inward protrud-
ing portion and said peripheral portion,
providing said peripheral portion with a first portion
located farthermost from said fuel injector among the
entire peripheral portion, a second portion located
between said inward protruding portion and said first
portion, and a third portion located between said first
portion and said center portion, and
wherein radii of arcs of said peripheral portion de-
crease from said second portion to said first portion
and increase from said first portion to said third por-
tion.

[0028] Other features, aspects, and advantages of the
present invention will become apparent from the follow-
ing description which refers to the accompanying draw-
ings.

FIG. 1 is a sectional view of a combustion chamber
according to a first embodiment of the present inven-
tion.
FIG. 2 is a sectional view of a cavity which defines
the combustion chamber.
FIG. 3 is a plan view of a piston on which the cavity
is formed.
FIG. 4 is an explanatory diagram showing a com-
bustion state at an initial stage of combustion.
FIG. 5 is an explanatory diagram showing a com-
bustion state at a middle stage of combustion.
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FIG. 6 is an explanatory diagram showing a com-
bustion state at a late stage of combustion.
FIG. 7 is an explanatory diagram of an oval curve
which is used in a second embodiment.
FIG. 8 is a sectional view of a cavity which uses the
above-described curve.
FIGS. 9A-9C are a gas’s flowing-speed distribution
diagram, an equivalent ratio distribution diagram,
and a temperature-equivalent ratio characteristics
diagram, which show results of analyses of the cavity
shown in FIG. 8 at the initial stage of combustion,
along with a comparative example.
FIGS. 10A-10C are, likewise, a gas’s flowing-speed
distribution diagram, an equivalent ratio distribution
diagram, and a temperature-equivalent ratio charac-
teristics diagram, which show results of analyses of
the cavity shown in FIG. 8 at the middle stage of
combustion, along with the comparative example.
FIGS. 11A and 11B are, likewise, an equivalent ratio
distribution diagram and a temperature-equivalent
ratio characteristics diagram, which show results of
analyses of the cavity shown in FIG. 8 at the late
stage of combustion, along with the comparative ex-
ample.
FIG. 12 is a sectional view showing a structure of a
conventional combustion chamber.

[0029] Hereinafter, preferred embodiments of the
present invention will be described referring to the ac-
companying drawings. Although the embodiments are
described separately, it should be understood that single
feature(s) of one embodiment may be combined with the
other embodiment and vice versa.

EMBODIMENT 1

[0030] FIG. 1 shows a structure of a combustion cham-
ber of a diesel engine according to the present embodi-
ment. A combustion chamber 11 of an engine 10 com-
prises a cylinder 12a which is formed at a cylinder block
12, a top 13a of a piston 13 which reciprocates in the
cylinder 12a, and a lower face 14c of a cylinder head 14
at which an intake valve 15 to open or close an intake
port 14a and an exhaust valve 16 to open or close an
exhaust port 14b are arranged. The lower face 14c faces
the piston top 13a.
[0031] Further, a circular cavity 30 is formed on the top
13a of the piston 13 in such a manner that it is concaved
away from the lower face 14c of the cylinder head 14. A
space of this cavity 30 defines the above-described com-
bustion chamber 11 as well. A fuel injector 17 is attached
to the cylinder head 14 so that its tip is positioned at the
center of the cavity 30 or the combustion chamber 11.
[0032] Next, a wall shape of the cavity 30 on a cross
section including a center axis X-X of the cylinder will be
described referring to FIG. 2. The cavity 30 comprises
an inward protruding portion 32 which is located at the
periphery of an opening 31 of the piston top 13a and has

the diameter which is smaller than that of the inside of
the cavity, a peripheral portion 33 which extends from
the inward protruding portion 32 toward the bottom of the
cavity 30, and a center portion 34 which extends from
the inward protruding portion 32 toward the center of the
cavity 30. This center portion 34 projects toward the fuel
injector 17.
[0033] A plurality of injection holes 17a...17a is formed
at the periphery of the tip of the fuel injector 17. Herein,
the injection holes 17a of the fuel injector 17 are formed
so that the fuel is injected radially toward the cavity pe-
ripheral portion 33 at around the top dead center of com-
pression of the piston 13 and a fuel spray A directs to
the proximity of the border between the peripheral portion
33 and the inward protruding portion 32 of the cavity on
the cross section including the center axis X-X of the
cylinder, as shown in FIGS. 2 and 3.
[0034] Further, as shown in FIG. 2, the cavity periph-
eral portion 33 comprises a first portion 33a which is lo-
cated farthermost from the fuel injector 17 among the
entire peripheral portion, a second portion 33b which is
located on the side of the inward protruding portion 32
relative to the first portion 33a, and a third portion 33c
which is located on the side of the center portion 34 rel-
ative to the first portion 33a. These portions 33a, 33b,
33c are made with arcs having their centers O1, O2, O3
on the inner side of the cavity 30.
[0035] Herein, the radius R2 of the arc of the second
portion 33b is set to be substantially equal to the radius
R3 of the arc of the third portion 33c, and the radius R1
of the first portion 33a is set to be smaller than the radius
R2, R3. Accordingly, the wall shape of the cavity periph-
eral portion 33 having the above-described portions 33a,
33b, 33c is configured so that the second portion 33b
and the third portion 33c are formed substantially sym-
metric with respect to a line Y-Y which connects the cent-
er of the first portion 33a which is located farthermost
from the injection hole 17a and the injection hole 17a of
the fuel injector 17.
[0036] The inward protruding portion 32 is formed with
the arc having its center O4 on a side opposite to or out-
side of the cavity on the cross section including the cyl-
inder center axis X-X.
[0037] Hereinafter, the operation of the present em-
bodiment will be described.
[0038] At first, the state of the initial combustion stage,
which is before the timing the direction of the fuel spray
A radially injected from the fuel injector 17 at around the
top dead center of compression of the piston is changed
from the outside of the piston to the inside of the piston
at the peripheral portion 33 of the cavity 30 formed on
the piton top 13a as shown in FIG. 4, will be described.
[0039] The fuel spray A collides with the wall surface
of the proximity of the border between the inward pro-
truding portion 32 and the peripheral portion 33 of the
cavity 30, and then is changed in its direction along the
second portion 33b of the cavity peripheral portion 33
toward the bottom of the cavity 30.
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[0040] Herein, since the arc of the second portion 33b
having its centers O2 on the inner side of the cavity has
the relatively large radius R2 of curvature, the angle be-
tween the fuel-injection direction and the tangential line
T-T of the wall surface where the fuel spray A collides
can be made properly small. Thereby, the fuel spray A
can be prevented from spreading improperly widely when
colliding with the wall surface, so that the fuel spray A
can be smoothly guided along the second portion 33b of
the peripheral portion.
[0041] Further, since the inward protruding portion 32
is formed with the arc having its center O4 on the side
opposite to or outside of the cavity on the cross section
including the center axis X-X of the cylinder, part of the
fuel spray which collides with the wall surface of the prox-
imity of the border between the second portion 33b of
the peripheral portion 33 and the inward protruding por-
tion 32 can be smoothly guided toward the second portion
33b of the peripheral potion 33, without spreading im-
properly.
[0042] The fuel spray A then flows from the second
portion 33b to the first portion 33a, and changes its flow-
ing direction from the outside to the inside of the piston
3. Herein, since the arc radius R1 of the first portion 33a
is smaller than the arc radius R2 of the second portion
33b, the fuel spray A flowing along these portions is ac-
celerated in speed without spreading improperly widely,
so that the fuel spray A moves to the third portion 33c,
substantially maintaining its power at the injection.
[0043] While part of the fuel has started its combustion
at this point and therefore some combustion gas is gen-
erated, since the fuel spray A mixed with this combustion
gas is accelerated at the first portion 33a, the fuel on the
wall surface of the cavity peripheral portion 33 can be
blown off, so that the generation of soot, which may be
caused by a local over-rich area generated by the fuel
remaining on the wall surface, can be restrained properly.
[0044] Further, since the second portion 33b and the
third portion 33c are formed substantially symmetric with
respect to the line Y-Y connecting the point P in the first
portion 33a which is located farthermost from the fuel
injector 17 and the injection hole 17a of the fuel injector
17, the flow of the above-described gas in the half-com-
bustion state becomes symmetric with respect to the
above-described point P in the first portion. Consequent-
ly, the direction of the flowing from the outside to the
inside of the piston 13 can change smoothly and surely
without improperly spreading.
[0045] Next, the middle combustion stage, which is be-
fore the timing the half-combustion gas which has been
changed in its flowing direction toward the inside of the
piston 13 mixes with the air in the cavity center portion
34, will be described. As shown in FIG. 5, the flow of the
half-combustion gas B is guided by the third portion 33c
of the cavity peripheral portion 33 toward the center por-
tion 34 which projects at the cavity bottom.
[0046] Herein, since the arc radius R3 of the third por-
tion 33c is larger than the arc radius R1 of the first portion

33a, the flowing direction of the fuel spray introduced to
the third portion 33c is so prevented from changing sud-
denly that any improper interference of the fuel spray with
the new fuel spray A injected from the fuel injector which
has not reached the wall surface of the cavity can be
avoided.
[0047] As a result, the half-combustion gas B flows to-
ward the center portion 34 of the cavity 30, substantially
maintaining the power at the injection without spreading
improperly, and mixes properly with a large amount of
air of the center portion of the combustion chamber 11,
thereby producing the proper uniform (homogenous) and
lean mixture. Thus, the generation of soot due to the com-
bustion of the fuel in the over-rich area can be restrained.
Further, since the whole part of mixture can be made
properly uniform (homogenous) in the lean state of air-
fuel ratio, even if the soot may be generated, the oxidi-
zation of the soot can be promoted.
[0048] The late combustion stage where the combus-
tion gas which has been produced as described above
starts driving the piston 13 will be described. As shown
in FIG. 6, when the volume of the combustion chamber
11 increases as the piston lowers, a reverse-squish flow
is produced. This reverse-squish flow is a flow of gas
which moves from the inside of the cavity 30 into a pe-
ripheral space of the combustion chamber 11 between
the piston top 13a and the lower face 14c of the cylinder
head.
[0049] Meanwhile, there exists a combustion gas D
generated described above at the center portion of the
combustion chamber 11. The combustion gas D may ride
on the above-described reverse-squish flow and spread
smoothly and widely in the combustion chamber 11 ex-
panding. As a result, the air in the whole part of combus-
tion chamber 11 can be efficiently used for the combus-
tion, and thereby the high efficient combustion can be
obtained. Thus, the appropriate combustion of the fuel
can be promoted and the properly large drive force can
be applied to the piston 13.
[0050] Then, the gas which has been combusted in the
combustion chamber 11 is exhausted to the outside in
the engine’s exhaust cycle. Herein, since the generation
of the soot can be properly restrained and also the oxi-
dization of even the soot produced can be properly pro-
moted as described above, the exhaustion of soot to the
outside can be effectively prevented.

EMBODIMENT 2

[0051] Next, a second embodiment of the present in-
vention will be described.
[0052] The present embodiment uses the so-called
Cartesian oval curve as the wall shape of the cavity pe-
ripheral portion. This oval curve M is shown as gathering
of points defined by L1 + mL2 = a (L1, L2 are respectively
distances L1, L2 from its focal points S1, S2; m and a are
a constant, respectively) as shown in FIG. 7. Its radius
is the largest at an intersection p of a center line y-y which
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connects the focal points S1, S2 and the curve M, and its
radius gradually decreases toward the both sides from
the intersection p.
[0053] Herein, as shown in FIG. 8, the above-de-
scribed center line y-y of the oval curve M is substantially
matched to the line Y-Y connecting a point P of a periph-
eral portion 133 of a cavity 130 which is located farther-
most from an injection hole 177a of a fuel injector 177
and the injection hole 177a, and the intersection p of the
oval curve M and the center line y-y is positioned sub-
stantially at the above-described point P. Further, the arc
of an inward protruding portion 132 at the periphery of a
cavity opening 131, which has its center on the side op-
posite to or outside of the cavity 130, and the curve form-
ing a cavity center portion 134 which projecting toward
the fuel injector 117 are formed to be continuous from
part of the above-described oval curve M including the
intersection p.
[0054] Like the above-described first embodiment, the
peripheral portion 133 comprises a first portion 133a
which has its center substantially at the above-described
intersection p, a second portion 133b which is located
on the side of the inward protruding portion 132, and a
third portion located 133c which is located on the side of
the center portion 134. Herein, the radii of arcs of the
peripheral portion 133 decrease from the second portion
133b to the first portion 133a and increase from the first
portion 133a to the third portion 133c.
[0055] Herein, a computer analysis model for the
above-described cavity 130 of the present embodiment
was created, and then analyses on a distribution of gas
flowing-speed, a distribution of the equivalent ratio of fuel
and air, and characteristics of temperature-equivalent ra-
tio of the gas in the cavity 130 after the fuel injection were
conducted by using various parameters relating to the
fuel injected from the fuel injector 117 and the air in the
cavity 130 and specified equations. Further, an analysis
for another model of the cavity with a curve M’ of the
peripheral portion having a constant radius, which is il-
lustrated by a two-dotted line in FIG. 8, was conducted
as a comparative example.
[0056] The result of the analysis on the distribution of
gas flowing-speed at the initial stage of combustion is
shown in FIG. 9A. Regarding the comparative example,
the gas flow exfoliated from the cavity wall surface half-
way from a peripheral portion 133’ to a center portion
134’, and then spread and directed toward a cavity open-
ing 131’. Meanwhile, regarding the model of the present
embodiment, the smooth gas flow along the cavity wall
from the peripheral portion 133 to the center portion 134
occurred.
[0057] Further, the result of the analysis on the distri-
bution of the equivalent ratio at the initial stage of com-
bustion is shown in FIG. 9B. Regarding the comparative
example, an area having a large equivalent ratio (rich
area) remained around a third portion 133c’ of the pe-
ripheral portion 133’. Meanwhile, regarding the model of
the present embodiment, that distribution showed a mov-

ing state along the cavity wall from the third portion 133c
of the peripheral portion 133 to the center portion 134.
Thus, it was found that the mixing of the fuel spray and
the air according to the present embodiment were prop-
erly prompted compared with the case according to the
comparative example. In this figure, the darkest illustra-
tion area shows the area with the maximum equivalent
ratio, and lighter illustration areas show areas with small-
er equivalent ratios.
[0058] Moreover, the result of the analysis on the char-
acteristics of temperature-equivalent ratio of the gas at
the initial stage of combustion is shown in FIG. 9C. Re-
garding the comparative example shown by a two-dotted
broken line, part of the distributed gas belonged to the
HC, CO generation area (incomplete combustion area),
and the rest of considerably large part of the distributed
gas belonged to SOOT area (soot generation area).
Meanwhile, regarding the model of the present embodi-
ment, the gas part belonging to the HC, CO generation
area was extremely small, and the part belonging to the
SOOT area was relatively small compared with the case
according to the comparative example. That is, it was
found that the generation of HC, CO and soot properly
reduced compared with the comparative example.
[0059] Meanwhile, the results of the analysis at the
middle stage of combustion are shown in FIGS. 10A,
10B and 10C. Regarding the comparative example, as
shown in FIG. 10A, the gas flow almost fully exfoliated
from the cavity wall surface at around the boarder be-
tween the peripheral portion 133’ and the center portion
134’, and then directed toward the cavity opening 131’
from the cavity bottom portion, so that the flowing power
toward the cavity center portion 134’ weakened. Mean-
while, regarding the model of the present embodiment,
the gas accelerated along the wall surface at the periph-
eral portion 133 reached the center of the center portion
134. That is, it was found that the improper spreading of
the gas flow was restrained and the power of the gas
flowing was properly maintained compared with the com-
parative example.
[0060] Further, the result of the analysis on the distri-
bution of the equivalent ratio at the middle stage of com-
bustion is shown in FIG. 10B, which was influenced by
the result of the gas flow distribution at the initial stage
of combustion. Regarding the comparative example,
since the gas flow exfoliated from the cavity wall surface
and spread at the initial stage of combustion, the rich
area of the equivalent ratio remained at around the border
between the cavity peripheral portion 133’ and the center
portion 134’. Meanwhile, regarding the model of the
present embodiment, since the gas flow did not spread
very much and thus was a rather smooth flow along the
wall surface from the peripheral portion 133 to the center
portion 134 at the initial stage of combustion, the rich
area was brought up to the cavity center portion 134.
Further, the leanest area was smaller than that of the
model of the comparative example. Thus, the mixing of
fuel and air of the present embodiment was promoted.
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[0061] Moreover, depending on these results, the re-
sult of the analysis on the characteristics of temperature-
equivalent ratio of the gas at the middle stage of com-
bustion is shown in FIG. 10C. Regarding the comparative
example, likewise, part of the gas belonged to the HC,
CO generation area, and the rest of considerably large
part of the distributed gas belonged to SOOT area. Mean-
while, regarding the model of the present embodiment,
there exits no area belonging to the HC, CO generation
area, and the part belonging to the SOOT area was ex-
tremely small. That is, it was found that the generation
of soot properly reduced compared with the comparative
example.
[0062] The results of analyses of the distribution of the
equivalent ratio and the characteristics of temperature-
equivalent ratio at the late stage of combustion are shown
in FIGS. 11A and 11B. In the distribution of the equivalent
ratio, regarding the comparative example, the gas flow
almost fully exfoliated from the cavity wall surface at
around the boarder between the peripheral portion 133’
and the center portion 134’, and thus the power of the
flow directing toward the cavity center portion 134’ weak-
ened. Accordingly, the richest area of the equivalent ratio
remained at around the border between the peripheral
portion 133’ and the center portion 134’. Meanwhile, the
leanest area of the equivalent ratio remained largely at
the central portion of the combustion chamber. Thus, the
mixing of fuel and air was insufficient.
[0063] However, regarding the model of the present
embodiment, since the gas flow properly rode on the pow-
erful flow from the peripheral portion 133 to the center
portion 134 which was held until the middle stage of com-
bustion, the richest area and the leanest area of the
equivalent ratio became small, so that the mixing of the
fuel spray or the combustion gas and the air was properly
promoted. Moreover, the combustion gas rode on the
reverse-squish flow and thereby spread properly around
the peripheral portion of the combustion chamber.
[0064] Thus, as shown by the results of the character-
istics of temperature-equivalent ratio of FIG. 11 B, the
model of the present embodiment showed a properly
large lean and uniform (homogeneous) distribution as a
whole, compared with the model of the comparative ex-
ample. In particular, the area belonging to the OH area
(oxidization area of soot) was larger, so that the soot
which had been generated at the initial or middle stages
of combustion was effectively oxidized at the late stage
of combustion. The present disclosure also includes to
the following items:

Item 1. A diesel engine 10 comprising: a cylinder
12a; a piston 13 which reciprocates in said cylinder
12a; a cylinder head 14; a fuel injector 17; 177 which
is arranged on said cylinder head 14 and injects fuel
substantially radially approximately from a center of
said cylinder 12a; a substantially circular cavity 30;
130 which is formed on a top 13a of said piston 13;
and a combustion chamber 11 which is defined by

said top 13a of said piston 13 including said cavity
30; 130, said cylinder 12a, and a face 14c of said
cylinder head 14 that faces said top 13a of said piston
13,
wherein a wall shape of said cavity 30; 130 on a
cross section including a center axis X-X of said cyl-
inder 12a comprises an inward protruding portion
32; 132 located at the periphery of an opening 31;
131 of said top 13a of said piston 13 for said cavity
30; 130, a center portion 34; 134 projecting toward
said fuel injector 17; 117, and a peripheral portion
33; 133 which connects said inward protruding por-
tion 32; 132 and said center portion 34; 134 and
includes arcs having their centers on the inner side
of said cavity 30; 130,
wherein said fuel injector 17; 117 and said cavity 30;
130 are configured so that fuel injected from said
fuel injector 17; 117 directs to a proximity of the bor-
der between said inward protruding portion 32; 132
and said peripheral portion 33; 133,
wherein said peripheral portion 33; 133 consists of
a first portion 33a; 133a located farthermost from
said fuel injector 17; 117 among the entire peripheral
portion, a second portion 33b; 133b located between
said inward protruding portion 32; 132 and said first
portion 33a; 133a, and a third portion 33c; 133c lo-
cated between said first portion 33a; 133a and said
center portion 34; 134, and
wherein radii of arcs of said peripheral portion 33;
133 decrease from said second portion 33b; 133b
to said first portion 33a; 133a and increase from said
first portion 33a; 133a to said third portion 33c; 133c.
Item 2. The diesel engine 10 as described in item 1,
wherein said radii of arcs of said peripheral portion
33; 133 continuously change from an end of said
second portion 33b; 133b on the side of said inward
protruding portion 32; 132 through said first portion
33a; 133a to an end of said third portion 33c; 133c
on the side of said center portion 34; 134.
Item 3. The diesel engine 10 as described in item 1
or 2, wherein said second portion 33b; 133b and
said third portion 33c; 133c are formed substantially
symmetric with respect to a line Y-Y connecting a
point P in said first portion 33a; 133a located farther-
most from said fuel injector 17; 117 and an injection
hole 17a; 117a of said fuel injector 17; 117.
Item 4. The diesel engine 10 as described in any one
of items 1 through 3, wherein said inward protruding
portion 32; 132 is formed with an arc having its center
on a side outside of said cavity 30; 130 on said cross
section including said center axis X-X of said cylinder
12a.
Item 5. The diesel engine 10 as described in any one
of items 1 through 4, wherein said first, second and
third portions 33a, 33b, 33c are formed with constant
radii respectively.
Item 6. The diesel engine 10 as described in any one
or more of the preceding items, wherein there is pro-

13 14 



EP 3 260 680 A1

9

5

10

15

20

25

30

35

40

45

50

55

vided at least one intake valve 15 and one exhaust
valve 16 on said cylinder head 14 and said injector
17 is positioned approximately in the middle between
said valves 15, 16.
Item 7. The diesel engine 10 as described in any one
or more of the preceding items, wherein an angle
between a fuel injection direction and a tangential
line T-T of a wall surface where the fuel spray A
collides is between 10° and 40°, preferably between
15° and 30°, at the best between 20° and 25°.
Item 8. The diesel engine 10 as described in any one
or more of the preceding items, wherein the wall
shape of the cavity peripheral portion is shaped as
a Cartesian oval curve M defined by L1 + mL2 = a,
wherein L1 and L2 are distances from focal points
S1, S2 of said oval curve M and m and a are con-
stants.
Item 9. The diesel engine 10 as described in any one
or more of the preceding items, wherein a center line
y-y of the oval curve M connecting the focal points
S1, S2 of said oval curve M is substantially matched
to said line Y-Y connecting said point P in said first
portion 133a located farthermost from said fuel in-
jector 17; 117 and an injection hole 17a; 117a of said
fuel injector 17; 117 and/or an intersection p of the
oval curve M and the center line y-y is positioned
substantially at said point P.
Item 10. A piston 13 for a diesel engine comprising
a substantially circular cavity 30; 130 which is formed
on a top 13a of said piston 13,
wherein a wall shape of said cavity 30; 130 on a
cross section including a center axis X-X of said pis-
ton 13 comprises an inward protruding portion 32;
132 located at the periphery of an opening 31; 131
of said top 13a of said piston 13 for said cavity 30;
130, a center portion 34; 134 projecting toward said
opening 31; 131, and a peripheral portion 33; 133
which connects said inward protruding portion 32;
132 and said center portion 34; 134 and includes
arcs having their centers on the inner side of said
cavity 30; 130,
wherein said peripheral portion 33; 133 consists of
a first portion 33a; 133a located farthermost from a
intersection between said center axis X-X and said
opening 31 of said top 13a of said piston 13 among
the entire peripheral portion, a second portion 33b;
133b located between said inward protruding portion
32; 132 and said first portion 33a; 133a, and a third
portion 33c; 133c located between said first portion
33a; 133a and said center portion 34; 134, and
wherein radii of arcs of said peripheral portion 33;
133 decrease from said second portion 33b; 133b
to said first portion 33a; 133a and increase from said
first portion 33a; 133a to said third portion 33c; 133c.
Item 11. A method of manufacturing a diesel engine
10 comprising the steps of:

providing a cylinder 12a;

providing a piston 13 which reciprocates in said
cylinder 12a;
providing a cylinder head 14;
arranging a fuel injector 17; 177 on said cylinder
head 14 and injecting fuel substantially radially
approximately from a center of said cylinder 12a;
forming a cavity 30; 130 on a top 13a of said
piston 13; and
defining a combustion chamber 11 by said top
13a of said piston 13 including said cavity 30;
130, said cylinder 12a, and a face 14c of said
cylinder head 14 that faces said top 13a of said
piston 13,
forming a wall shape of said cavity 30; 130 on
a cross section including a center axis X-X of
said cylinder 12a such that it comprises an in-
ward protruding portion 32; 132 located at the
periphery of an opening 31 of said top 13a of
said piston 13 for said cavity 30; 130, a center
portion 34; 134 projecting toward said fuel injec-
tor 17; 117, and a peripheral portion 33; 133
which connects said inward protruding portion
32; 132 and said center portion 34; 134 and in-
cludes arcs having their centers on the inner side
of said cavity 30; 130,
configuring said fuel injector 17; 117 and said
cavity 30; 130 such that fuel injected from said
fuel injector 17; 117 directs to a proximity of the
border between said inward protruding portion
32; 132 and said peripheral portion 33; 133,
providing said peripheral portion 33; 133 with a
first portion 33a; 133a located farthermost from
said fuel injector 17; 117 among the entire pe-
ripheral portion, a second portion 33b; 133b lo-
cated between said inward protruding portion
32; 132 and said first portion 33a; 133a, and a
third portion 33c; 133c located between said first
portion 33a; 133a and said center portion 34;
134, and
wherein radii of arcs of said peripheral portion
33; 133 decrease from said second portion 33b;
133b to said first portion 33a; 133a and increase
from said first portion 33a; 133a to said third
portion 33c; 133c.

[0065] The present invention should not be limited to
the above-descried embodiments, and any other modi-
fications and improvements may be applied within the
scope of the present invention, as defined by the append-
ed claims.

Claims

1. A diesel engine (10) comprising:

a cylinder (12a);
a piston (13) which reciprocates in said cylinder
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(12a);
a cylinder head (14);
a fuel injector (17; 177) which is arranged on
said cylinder head (14) and injects fuel substan-
tially radially approximately from a center of said
cylinder (12a);
a substantially circular cavity (30; 130) which is
formed on a top (13a) of said piston (13); and
a combustion chamber (11) which is defined by
said top (13a) of said piston (13) including said
cavity (30; 130), said cylinder (12a), and a face
(14c) of said cylinder head (14) that faces said
top (13a) of said piston (13),
wherein a wall shape of said cavity (30; 130) on
a cross section including a center axis (X-X) of
said cylinder (12a) comprises an inward protrud-
ing portion (32; 132) located at the periphery of
an opening (31; 131) of said top (13a) of said
piston (13) for said cavity (30; 130), a center
portion (34; 134) projecting toward said fuel in-
jector (17; 117), and a peripheral portion (33;
133) which connects said inward protruding por-
tion (32; 132) and said center portion (34; 134)
and includes arcs having their centers on the
inner side of said cavity (30; 130),
wherein said fuel injector (17; 117) and said cav-
ity, (30; 130) are configured so that fuel injected
from said fuel injector (17; 117) directs to a prox-
imity of the border between said inward protrud-
ing portion (32; 132) and said peripheral portion
(33; 133),
wherein said peripheral portion (33; 133) con-
sists of a first portion (33a; 133a) located far-
thermost from said fuel injector (17; 117) among
the entire peripheral portion, a second portion
(33b; 133b) located between said inward pro-
truding portion (32; 132) and said first portion
(33a; 133a), and a third portion (33c; 133c) lo-
cated between said first portion (33a; 133a) and
said center portion (34; 134),
wherein radii of arcs of said peripheral portion
(33; 133) decrease from said second portion
(33b; 133b) to said first portion (33a; 133a) and
increase from said first portion (33a; 133a) to
said third portion (33c; 133c),.
wherein said first, second and third portions
(33a, 33b, 33c) are formed with constant radii
respectively, and
wherein said first through third portions (33a,
33b, 33c) are made with arcs having their cent-
ers (O1, O2, O3) on the inner side of said cavity
(30; 130).

2. The diesel engine (10) as described in claim 1,
wherein said radii of arcs of said peripheral portion
(33; 133) continuously change from an end of said
second portion (33b; 133b) on the side of said inward
protruding portion (32; 132) through said first portion

(33a; 133a) to an end of said third portion (33c; 133c)
on the side of said center portion (34; 134).

3. The diesel engine (10) as described in claims 1 or
2, wherein said second portion (33b; 133b) and said
third portion (33c; 133c) are formed substantially
symmetric with respect to a line (Y-Y) connecting a
point (P) in said first portion (33a; 133a) located far-
thermost from said fuel injector (17; 117) and an in-
jection hole (17a; 117a) of said fuel injector (17; 117).

4. The diesel engine (10) as described in any one of
claims 1 through 3, wherein said inward protruding
portion (32; 132) is formed with an arc having its
center on a side outside of said cavity (30; 130) on
said cross section including said center axis (X-X)
of said cylinder (12a).

5. The diesel engine (10) as described in any one of
claims 1 through 4, wherein the depth of said cavity
(30; 130) gradually becomes shallower from said
third portion (33c; 133c) toward said center portion
(34; 134).

6. The diesel engine (10) as described in any one or
more of the preceding claims, wherein there is pro-
vided at least one intake valve (15) and one exhaust
valve (16) on said cylinder head (14) and said injector
(17) is positioned approximately in the middle be-
tween said valves (15, 16).

7. The diesel engine (10) as described in any one or
more of the preceding claims, wherein an angle be-
tween a fuel injection direction and a tangential line
(T-T) of a wall surface where the fuel spray (A) col-
lides is between 10° and 40°, preferably between
15° and 30°, at the best between 20° and 25°.

8. The diesel engine (10) as described in any one or
more of the preceding claims, wherein the wall shape
of the cavity peripheral portion is shaped as a Car-
tesian oval curve (M) defined by L1 + mL2 = a, where-
in L1 and L2 are distances from focal points (S1, S2)
of said oval curve (M) and m and a are constants.

9. The diesel engine (10) as described in any one or
more of the preceding claims, wherein a center line
(y-y) of the oval curve (M) connecting the focal points
(S1, S2) of said oval curve (M) is substantially
matched to said line (Y-Y) connecting said point (P)
in said first portion (133a) located farthermost from
said fuel injector (17; 117) and an injection hole (17a;
117a) of said fuel injector (17; 117) and/or an inter-
section (p) of the oval curve (M) and the center line
(y-y) is positioned substantially at said point (P).

10. A piston (13) for a diesel engine comprising a sub-
stantially circular cavity (30; 130) which is formed on
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a top (13a) of said piston (13),
wherein a wall shape of said cavity (30; 130) on a
cross section including a center axis (X-X) of said
piston (13) comprises an inward protruding portion
(32; 132) located at the periphery of an opening (31;
131) of said top (13a) of said piston (13) for said
cavity (30; 130), a center portion (34; 134) projecting
toward said opening (31; 131), and a peripheral por-
tion (33; 133) which connects said inward protruding
portion (32; 132) and said center portion (34; 134)
and includes arcs having their centers on the inner
side of said cavity (30; 130),
wherein said peripheral portion (33; 133) consists of
a first portion (33a; 133a) located farthermost from
a intersection between said center axis (X-X) and
said opening (31) of said top (13a) of said piston (13)
among the entire peripheral portion, a second portion
(33b; 133b) located between said inward protruding
portion (32; 132) and said first portion (33a; 133a),
and a third portion (33c; 133c) located between said
first portion (33a; 133a) and said center portion (34;
134),
wherein radii of arcs of said peripheral portion (33;
133) decrease from said second portion (33b; 133b)
to said first portion (33a; 133a) and increase from
said first portion (33a; 133a) to said third portion
(33c; 133c),
wherein said first, second and third portions (33a,
33b, 33c) are formed with constant radii respectively,
and
wherein said first through third portions (33a, 33b,
33c) are made with arcs having their centers (O1,
O2, O3) on the inner side of said cavity (30; 130).

11. A method of manufacturing a diesel engine (10) com-
prising the steps of:

providing a cylinder (12a);
providing a piston (13) which reciprocates in said
cylinder (12a);
providing a cylinder head (14);
arranging a fuel injector (17; 177) on said cylin-
der head (14) and injecting fuel substantially ra-
dially approximately from a center of said cylin-
der (12a);
forming a cavity (30; 130) on a top (13a) of said
piston (13); and
defining a combustion chamber (11) by said top
(13a) of said piston (13) including said cavity
(30; 130), said cylinder (12a), and a face (14c)
of said cylinder head (14) that faces said top
(13a) of said piston (13),
forming a wall shape of said cavity (30; 130) on
a cross section including a center axis (X-X) of
said cylinder (12a) such that it comprises an in-
ward protruding portion (32; 132) located at the
periphery of an opening (31) of said top (13a) of
said piston (13) for said cavity (30; 130), a center

portion (34; 134) projecting toward said fuel in-
jector (17; 117), and a peripheral portion (33;
133) which connects said inward protruding por-
tion (32; 132) and said center portion (34; 134)
and includes arcs having their centers on the
inner side of said cavity (30; 130),
configuring said fuel injector (17; 117) and said
cavity (30; 130) such that fuel injected from said
fuel injector (17; 117) directs to a proximity of
the border between said inward protruding por-
tion (32; 132) and said peripheral portion (33;
133),
providing said peripheral portion (33; 133) with
a first portion (33a; 133a) located farthermost
from said fuel injector (17; 117) among the entire
peripheral portion, a second portion (33b; 133b)
located between said inward protruding portion
(32; 132) and said first portion (33a; 133a), and
a third portion (33c; 133c) located between said
first portion (33a; 133a) and said center portion
(34; 134),
wherein radii of arcs of said peripheral portion
(33; 133) decrease from said second portion
(33b; 133b) to said first portion (33a; 133a) and
increase from said first portion (33a; 133a) to
said third portion (33c; 133c),
wherein said first, second and third portions
(33a, 33b, 33c) are formed with constant radii
respectively, and
wherein said first through third portions (33a,
33b, 33c) are made with arcs having their cent-
ers (O1, O2, O3) on the inner side of said cavity
(30; 130).
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