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Description

BACKGROUND

[0001] The present invention relates to surgical instru-
ments and, in various embodiments, to surgical cutting
and stapling instruments and staple cartridges therefor
that are designed to cut and staple tissue.

SUMMARY

[0002] According to a first aspect of the invention there
is provided a staple cartridge assembly as illustrated in
Figs. 42 to 46. The staple cartridge assembly comprising:
a cartridge body, comprising: a deck; and a plurality of
staples movable between unfired positions and fired po-
sitions. The staple cartridge assembly further comprising
a layer, wherein said staples are configured to at least
partially capture said layer when said staples are moved
between said unfired positions and said fired positions;
and a cushioning member at least partially extending
around a peripheral portion of said layer such that the
cushioning member provides a pliable edge that is con-
figured to contact tissue.
[0003] According to a second aspect of the disclosure
there is provided a staple cartridge assembly as illustrat-
ed in Figs. 55A, 55B and 61 to 63. The staple cartridge
assembly, comprising: a cartridge body, comprising: a
deck; and a plurality of staples movable between unfired
positions and fired positions. The staple cartridge assem-
bly further comprising a layer, wherein said staples are
configured to at least partially capture said layer when
said staples are moved between said unfired positions
and said fired positions, said layer comprising: a first por-
tion; and a second portion at least partially surrounding
said first portion, wherein said second portion is more
flexible than said first portion.
[0004] According to a third aspect of the disclosure
there is provided a staple cartridge assembly as illustrat-
ed in Fig. 61. The A staple cartridge assembly, compris-
ing: a cartridge body, comprising: a deck; and a plurality
of staples movable between unfired positions and fired
positions. The staple cartridge assembly further compris-
ing a layer, comprising: a first layer, said first layer com-
prising an outer periphery, wherein said staples are con-
figured to at least partially capture said first layer when
said staples are moved between said unfired positions
and said fired positions; and a second layer positioned
over said first layer, said second layer configured to ex-
tend beyond said outer periphery of said first layer.
[0005] According to a fourth aspect of the disclosure
there is provided a staple cartridge assembly as illustrat-
ed in Figs. 47 to 55. The staple cartridge assembly, com-
prising: a cartridge body, comprising: a deck; and a plu-
rality of staples movable between unfired positions and
fired positions. The staple cartridge assembly further
comprising a layer, wherein said staples are configured
to at least partially capture said layer when said staples

are moved between said unfired positions and said fired
positions, said layer comprising a plurality of pieces sep-
arably bound to form a continuous structure, wherein said
pieces comprise atraumatic outer peripheries, and
wherein said pieces are configured to separate from each
other after implantation.
[0006] According to a fifth aspect of the disclosure
there is provided a staple cartridge assembly as illustrat-
ed in Figs. 33A to 39. The staple cartridge assembly,
comprising: a cartridge body, comprising: a deck; and a
plurality of staples movable between unfired positions
and fired positions. The staple cartridge assembly further
comprising a layer comprised of a biocompatible mate-
rial, wherein said staples are configured to at least par-
tially capture said layer when said staples are moved
between said unfired positions and said fired positions,
said layer comprising a plurality of portions designated
by an embossed pattern, wherein said embossed pattern
is configured to guide a separation of said portions after
implantation of said layer in a patient.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The features and advantages of this invention,
and the manner of attaining them, will become more ap-
parent and the invention itself will be better understood
by reference to the following description of exemplary
embodiments of the invention taken in conjunction with
the accompanying drawings, wherein:

FIG. 1 is a perspective view of an end effector as-
sembly attached to a distal end of a surgical instru-
ment in accordance with one non-limiting embodi-
ment of the present disclosure
FIG. 2 is a perspective view of an end effector as-
sembly including at least one piece of buttress ma-
terial, wherein the end effector assembly is in an
open configuration in accordance with one non-lim-
iting embodiment of the present disclosure
FIG. 3 is a perspective view of a staple cartridge of
the end effector assembly of FIG. 2, wherein the but-
tress material is releasably retained thereto;
FIG. 4 is a partial perspective view of an end effector
assembly with some components removed, wherein
the end effector assembly includes a retractable
member configured to releasably retain at least one
piece of buttress material;
FIG. 5 is a perspective view of an anvil of the end
effector assembly of FIG. 2, wherein the anvil has at
least one piece of buttress material releasably re-
tained thereto;
FIG. 6 is an exploded view of an end effector assem-
bly including a staple cartridge and an anvil in ac-
cordance with one non-limiting embodiment of the
present disclosure
FIG. 7 is an exploded view of the end effector as-
sembly of FIG. 6 with some components removed;
FIG. 8 is an exploded perspective view of a staple
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cartridge and a piece of buttress material, wherein
the piece of buttress material includes a plurality of
members extending therefrom;
FIG. 9 is a cross-sectional view of a piece of buttress
material including members engaged with staple
cavities of a staple cartridge in accordance with one
non-limiting embodiment of the present disclosure
FIG. 10 is an exploded view of FIG. 9 illustrating the
members separated from the staple cavities of the
staple cartridge in accordance with one non-limiting
embodiment of the present disclosure
FIG. 11 is an exploded perspective view of a handle
assembly of a surgical stapling instrument;
FIG. 12 is a side cross-sectional view of the surgical
stapling instrument shown in FIG. 11 illustrating the
handle assembly in a non-actuated position;
FIG. 13 is an exploded perspective view of a portion
of the surgical stapling instrument shown in FIG. 11;
FIG. 14 is an enlarged view of the indicated area of
detail shown in FIG. 12;
FIG. 15 is a perspective view of a non-articulating
disposable loading unit usable with the surgical sta-
pling instrument shown in FIG. 11;
FIG. 16 is a perspective view of an articulating dis-
posable loading unit usable with the surgical stapling
instrument shown in FIG. 11;
FIG. 17 is a perspective view of a disposable loading
unit usable with the surgical stapling instrument of
FIG. 11;
FIG. 18 is another perspective view of a disposable
loading unit usable with the surgical stapling instru-
ment of FIG. 11;
FIG. 19 is an exploded perspective view of an end
effector for use with the surgical stapling instrument
of FIG. 11;
FIG. 20 is an enlarged perspective view of the distal
end of a staple cartridge for use with the surgical
stapling instrument shown in FIG. 11;
FIG. 21 is a side cross-sectional view taken along
the section line indicated in FIG. 20;
FIG. 22 is a bottom perspective view of the staple
cartridge shown in FIG. 20;
FIG. 23 is an enlarged perspective view of the actu-
ation sled, the pushers and the fasteners shown in
FIG. 21;
FIG. 24 is an enlarged perspective view of the mount-
ing assembly of the disposable loading unit shown
in FIG. 17 mounted to a distal end portion of the
proximal housing portion;
FIG. 25 is an enlarged perspective view of the prox-
imal housing portion and the mounting assembly of
the disposable loading unit shown in FIG. 17 with
the upper housing half removed;
FIG. 26 is a perspective view of the proximal housing
portion and the mounting assembly of the disposable
loading unit shown in FIG. 17 with the upper housing
half removed;
FIG. 27 is a perspective view with parts separated

of an axial drive assembly;
FIG. 28 is a perspective view of the surgical stapling
apparatus shown in FIG. 11 with the disposable load-
ing unit of FIG. 17 detached therefrom;
FIG. 29 is another perspective view of the surgical
stapling instrument of FIG. 1;
FIG. 30 is an exploded view of an end effector as-
sembly for use with the surgical stapling instrument
of FIG. 29;
FIG. 31 is a perspective view of a staple cartridge
portion of the end effector assembly of FIG. 30;
FIG. 32 is a partial perspective view of an end effector
for use with the surgical stapling instrument of FIG.
29;
FIG. 33 is a partial detail view of the end effector of
FIG. 32;
FIG. 33A is an exploded perspective view of an end
effector of a stapling instrument comprising a staple
cartridge and a tissue thickness compensator ac-
cording to various embodiments;
FIG. 34 is a perspective view of tissue thickness com-
pensators fastened to tissue according to various
embodiments;
FIG. 35 is a partial cross sectional view of a tissue
thickness compensator including a plurality of open-
ings and a plurality of cavities according to various
embodiments;
FIG. 36 is a perspective view of a tissue thickness
compensator including pyramid-shaped cleats ac-
cording to various embodiments;
FIG. 37 is a cross sectional view of the tissue thick-
ness compensator in FIG. 36;
FIG. 38 is a perspective view of a corrugated tissue
thickness compensator according to various embod-
iments;
FIG. 39 is a cross sectional view of the tissue thick-
ness compensator in FIG. 38;
FIG. 40 is a perspective view of a tissue thickness
compensator including a scalloped outer edge ac-
cording to various embodiments;
FIG. 41 is a perspective view of a tissue thickness
compensator including a scalloped outer edge ac-
cording to various embodiments;
FIG. 42 is a perspective view of a tissue thickness
compensator including a cushioning member ac-
cording to various embodiments;
FIG. 43 is a cross sectional view of the tissue thick-
ness compensator in FIG. 42;
FIG. 44 is a cross sectional view of the tissue thick-
ness compensator of FIG. 42 fastened to tissue ac-
cording to various embodiments;
FIG. 45 is a perspective view of a tissue thickness
compensator including a rolled outer edge according
to various embodiments;
FIG. 46 is a partial cross sectional view of the rolled
outer edge in FIG. 45;
FIG. 47 is an exploded perspective view of an end
effector of a stapling instrument comprising a staple
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cartridge and a tissue thickness compensator ac-
cording to various embodiments;
FIG. 48 is a cross sectional view of the tissue thick-
ness compensator in FIG. 47 according to various
embodiments;
FIG. 49 is a top view of a tissue thickness compen-
sator including a plurality of circular pieces according
to various embodiments;
FIG. 50 is a top view of a tissue thickness compen-
sator including a plurality of circular pieces according
to various embodiments;
FIG. 51 is a cross sectional view of a tissue thickness
compensator according to various embodiments;
FIG. 52 is a top view of a tissue thickness compen-
sator according to various embodiments;
FIG. 53 is a top view of a tissue thickness compen-
sator including a plurality of hexagonal pieces ac-
cording to various embodiments;
FIG. 54 is a top view of a fastened tissue thickness
compensator including a plurality of pieces accord-
ing to various embodiments;
FIG. 55 is a top view of a tissue thickness compen-
sator including a plurality of slits according to various
embodiments;
FIG. 55A is an exploded perspective view of an end
effector of a stapling instrument comprising a staple
cartridge and a tissue thickness compensator ac-
cording to various embodiments;
FIG. 55B is a cross sectional view of tissue thickness
compensators fastened to tissue according to vari-
ous embodiments;
FIG. 56 is a perspective view of a tissue thickness
compensator according to various embodiments;
FIG. 57 is a detail view of the tissue thickness com-
pensator in FIG. 56;
FIG. 58 is a plan view of two layers at least partially
overlapping with each other;
FIG. 59 is a perspective view of a staple cartridge
utilizing one of the layers illustrated in FIG. 58;
FIG. 60 is a perspective view of a layer configured
to be used in connection with a staple cartridge;
FIG. 60A is a perspective view of the layer of FIG.
60 attached to a staple cartridge;
FIG. 60B is a detail view of adjacent layers at least
partially overlapping with each other;
FIG. 61 is an exploded view of a staple cartridge
assembly including a cartridge body and a layer as-
sembly which includes a first layer and a second lay-
er;
FIG. 62 is a side view of tissue T captured between
layer assemblies by fired staples from the staple car-
tridge assembly of FIG. 61;
FIG. 63 is a cross-sectional view of the layer assem-
bly of FIG. 61 showing the first layer and the second
layer;
FIG. 64 is a perspective view of a fastener cartridge
assembly for use with an end effector assembly ac-
cording to various embodiments of the present dis-

closure, depicting a layer of material released from
a cartridge body of the fastener cartridge assembly;
FIG. 65 is an elevation view of the fastener cartridge
assembly of FIG. 64 with various elements removed
therefrom, depicting the layer of material secured to
the cartridge body by a proximal connector and by
a distal connector, and further depicting a firing as-
sembly in an unfired position;
FIG. 66 is an elevation view of the fastener cartridge
assembly of FIG. 64 with various elements removed
therefrom, depicting the layer of material secured to
the cartridge body by the distal connector, and fur-
ther depicting the firing assembly in a partially fired
position;
FIG. 67 is a perspective view of a fastener cartridge
assembly for use with an end effector assembly ac-
cording to various embodiments of the present dis-
closure, depicting a layer of material released from
a cartridge body of the fastener cartridge assembly;
FIG. 68 is a perspective view of the fastener cartridge
assembly of FIG. 67, depicting the layer of material
secured to the cartridge body by a proximal connec-
tor and by a distal connector;
FIG. 69 is a cross-sectional, perspective view of the
fastener cartridge assembly of FIG. 67 taken along
the plane indicated in FIG. 68, depicting the layer of
material secured to the cartridge body by the proxi-
mal connector;
FIG. 70 is a cross-sectional, elevation view of the
layer of material of FIG. 67 taken along the plane
indicated in FIG. 68;
FIG. 71 is a cross-sectional, elevation view of a layer
of material for use with an end effector assembly
according to various embodiments of the present dis-
closure;
FIG. 72 is a perspective view of a fastener cartridge
assembly for use with an end effector assembly ac-
cording to various embodiments of the present dis-
closure, depicting a layer of material released from
a cartridge body of the fastener cartridge assembly;
FIG. 73 is a perspective view of the fastener cartridge
assembly of FIG. 72, depicting the layer of material
secured to the cartridge body by a first connector
and by a second connector;
FIG. 74 is a cross-sectional, perspective view of the
fastener cartridge assembly of FIG. 72 taken along
the plane indicated in FIG. 73, depicting the layer of
material secured to the cartridge body by the proxi-
mal connector of FIG. 73;
FIG. 75 is a cross-sectional, elevation view of the
layer of material of FIG. 72 taken along the plane
indicated in FIG. 73;
FIG. 76 is a perspective view of a fastener cartridge
assembly for use with an end effector assembly ac-
cording to various embodiments of the present dis-
closure, depicting a layer of material released from
a cartridge body of the fastener cartridge assembly;
FIG. 77 is a perspective view of the fastener cartridge
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assembly of FIG. 76, depicting the layer of material
secured to the cartridge body by a proximal connec-
tor and by a distal connector;
FIG. 78 is a perspective view of a fastener cartridge
assembly for use with an end effector assembly ac-
cording to various embodiments of the present dis-
closure, depicting a layer of material released from
a cartridge body of the fastener cartridge assembly;
FIG. 79 is a cross-sectional, elevation view of the
fastener cartridge assembly of FIG. 78, depicting the
layer of material secured to the cartridge body;
FIG. 80 is a cross-sectional, perspective view of the
fastener cartridge assembly of FIG. 78, depicting the
layer of material secured to the cartridge body;
FIG. 80A is a perspective view of a layer of material
for use with an end effector assembly according to
various embodiments of the present disclosure;
FIG. 80B is a perspective view of the layer of material
of FIG. 80A;
FIG. 81 is a partial, perspective view of a jaw of an
end effector assembly according to various embod-
iments of the present disclosure, depicting a layer of
material secured to a cartridge body by a distal con-
nector, and further depicting an actuator in a pre-
actuated position;
FIG. 82 is a partial, perspective view of the jaw of
FIG. 81, depicting a firing assembly against a release
stop of the actuator, depicting the actuator in an ac-
tuated position, and further depicting the distal con-
nector broken by the actuator;
FIG. 83 is a partial, perspective view of the jaw of
FIG. 81, depicting the release stop of the actuator
broken by the firing assembly, and further depicting
the foot of the firing assembly distal to the release
stop;
FIG. 84 is a detail, perspective view of the release
stop of FIG. 83 broken by the firing assembly;
FIG. 85 is a perspective view of a jaw of an end ef-
fector assembly according to various embodiments
of the present disclosure, the jaw having various el-
ements removed therefrom, depicting an actuator in
a pre-actuated position, and further depicting a distal
connector;
FIG. 86 is a partial, perspective view of the jaw of
FIG. 85, depicting the actuator in an actuated posi-
tion, and further depicting the distal connector bro-
ken by the actuator;
FIG. 87 is an exploded view of a staple cartridge and
a tissue thickness compensator in accordance with
at least one embodiment;
FIG. 88A is a cross-sectional view of the staple car-
tridge and the tissue thickness compensator of FIG.
87 showing unformed staples supported by staple
drivers;
FIG. 88B is a cross-sectional view of the tissue thick-
ness compensator of FIG. 87 captured by formed
staples;
FIG. 88 is a cross-sectional view of a tissue thickness

compensator in accordance with at least one em-
bodiment;
FIG. 89 is a cross-sectional view of a tissue thickness
compensator in accordance with at least one em-
bodiment; and
FIG. 90 is a cross-sectional view of a tissue thickness
compensator in accordance with at least one em-
bodiment.

DETAILED DESCRIPTION

[0008] Certain exemplary embodiments will now be
described to provide an overall understanding of the prin-
ciples of the structure, function, manufacture, and use of
the devices and methods disclosed herein. One or more
examples of these embodiments are illustrated in the ac-
companying drawings. Those of ordinary skill in the art
will understand that the devices and methods specifically
described herein and illustrated in the accompanying
drawings are non-limiting exemplary embodiments and
that the scope of the various embodiments of the present
invention is defined solely by the claims. The features
illustrated or described in connection with one embodi-
ment may be combined with the features of other em-
bodiments only to the extent that those features are com-
patible, rather than alternative, features. Such modifica-
tions and variations are intended to be included within
the scope of the present invention.
[0009] The terms "proximal" and "distal" are used here-
in with reference to a clinician manipulating the handle
portion of the surgical instrument. The term "proximal"
referring to the portion closest to the clinician and the
term "distal" referring to the portion located away from
the clinician. It will be further appreciated that, for con-
venience and clarity, spatial terms such as "vertical",
"horizontal", "up", and "down" may be used herein with
respect to the drawings. However, surgical instruments
are used in many orientations and positions, and these
terms are not intended to be limiting and/or absolute.
[0010] Various exemplary devices and methods are
provided for performing laparoscopic and minimally in-
vasive surgical procedures. However, the person of or-
dinary skill in the art will readily appreciate that the various
methods and devices disclosed herein can be used in
numerous surgical procedures and applications includ-
ing, for example, in connection with open surgical proce-
dures. As the present Detailed Description proceeds,
those of ordinary skill in the art will further appreciate that
the various instruments disclosed herein can be inserted
into a body in any way, such as through a natural orifice,
through an incision or puncture hole formed in tissue,
etc. The working portions or end effector portions of the
instruments can be inserted directly into a patient’s body
or can be inserted through an access device that has a
working channel through which the end effector and elon-
gated shaft of a surgical instrument can be advanced.
[0011] In various embodiments, a surgical stapling in-
strument, such as instrument 10, for example, can com-
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prise a handle, a shaft extending from the handle, and
an end effector extending from the shaft which can be
configured to treat the tissue of a patient. Referring to
FIG. 1, handle assembly 12 of instrument 10 can be at-
tached to a first, or proximal, end 13 of an instrument
shaft 16 and, additionally, an end effector assembly 14
can be configured to be attached to a second, or distal,
end 15 of instrument shaft 16. In various embodiments,
end effector assembly 14 and at least a portion of instru-
ment shaft 16 can be configured to be positioned within,
and inserted at least partially through, a cannula, or tro-
car, in a patient’s body during a minimally invasive sur-
gical procedure. Various surgical instruments are de-
scribed in further detail in U.S. Patent Application Ser.
No. 11/329,020 (Publication No. US 2007-0158385 A1),
entitled SURGICAL INSTRUMENT HAVING AN ARTIC-
ULATING END EFFECTOR, which was filed on January
10, 2006; U.S. Patent Application Serial No. 11/343,321
(Publication No. US 2007-0175955 A1), entitled SURGI-
CAL CUTTING AND FASTENING INSTRUMENT WITH
CLOSURE TRIGGER LOCKING MECHANISM, which
was filed on January 31, 2006; and U.S. Patent Applica-
tion Serial No. 11/529,935 (Publication No. US
2008-0078803 A1), entitled SURGICAL STAPLES HAV-
ING ATTACHED DRIVERS AND STAPLING INSTRU-
MENTS FOR DEPLOYING THE SAME, which was filed
on September 29, 2006.
[0012] In various embodiments, further to the above,
the end effector assembly 14 can include a first jaw mem-
ber 20 and a second jaw member 424 wherein at least
one of the first and second jaw members can be config-
ured to be moved relative to the other jaw member such
that the tissue of a patient can be clamped therebetween.
Referring to FIGS.1-3 and 5, first jaw member 20 can
include staple cartridge 422 and, additionally, second jaw
member 424 can include anvil 426. In at least one em-
bodiment, staple cartridge 422 can include a deck having
a plurality of staple cavities defined therein. Anvil 426
can include an anvil cover 427 and an anvil face, wherein
the anvil face can have a plurality of anvil pockets defined
therein. In various embodiments, each staple cavity can
be configured to removably store a staple therein and
each anvil pocket can be configured to deform at least a
portion of the staple as the staple is deployed. In various
embodiments, at least one of the staple cartridge and the
anvil can comprise one or more gripping features, or ridg-
es, 435 which can be configured to hold the tissue within
the end effector.
[0013] Further to the above, end effector assembly 14
can include at least one piece of buttress material 436
and/or 436’ which can be configured to be positioned
intermediate the first and second jaw members and can
be releasably retained to one of the cartridge deck and/or
the anvil face, for example. In at least one embodiment,
a surface on the piece of buttress material can be con-
figured to contact tissue as the tissue is clamped between
the first and second jaw members. In such an embodi-
ment, the buttress material surface can be used to dis-

tribute the compressive clamping force over the tissue,
remove excess fluid from the tissue, and/or improve the
purchase of the staples. In various embodiments, one or
more pieces of buttress material can be positioned within
the end effector assembly. In at least one embodiment,
one piece of buttress material 436 can be attached to
staple cartridge 422 and one piece of buttress material
436’ can be attached to anvil 426. In at least one other
embodiment, two pieces of buttress material 436 can be
positioned on the cartridge deck and one piece of buttress
material 436’ can be positioned on the anvil face, for ex-
ample. In other various embodiments, any suitable
number of pieces of buttress material can be situated
within an end effector assembly. In any event, in various
embodiments, the piece(s) of buttress material can be
comprised of a material such as, a bioabsorbable mate-
rial, a biofragmentable material, and/or a dissolvable ma-
terial, for example, such that the buttress material can
be absorbed, fragmented, and/or dissolved during the
healing process. In at least one embodiment, the piece(s)
of buttress material can be at least partially comprised
of a therapeutic drug which can be configured to be re-
leased over time to aid the tissue in healing, for example.
In further various embodiments, the piece(s) of buttress
material can include a non-absorbable and/or non-dis-
solvable material, for example.
[0014] In various embodiments, an end effector as-
sembly can include at least one connection member or
fastener, such as connection members 38, for example,
which can be utilized to releasably retain a piece of but-
tress material to at least one of an anvil and a staple
cartridge, for example. In various embodiments, connec-
tion members can be configured to be released from an
end effector and deployed along with a piece of buttress
material. In at least one embodiment, head portions of
the connection members can be configured to be sepa-
rated from body portions of the connection members
such that the head portions can be deployed with the
piece of buttress material while the body portions remain
attached to the end effector. In other various embodi-
ments, the entirety of the connection members can re-
main engaged with the end effector when the piece of
buttress material is detached from the end effector. In
any event, in at least one embodiment, the connection
members can be at least partially comprised of at least
one of a bioabsorbable material, a biofragmentable ma-
terial, and a dissolvable material such that the connection
members can be absorbed, fragmented, and/or dis-
solved within the body. In various embodiments, the con-
nection members comprised of a therapeutic drug which
can be configured to be released over time to aid the
tissue in healing, for example. In further various embod-
iments, the connection members can include a non-ab-
sorbable and/or non-dissolvable material, for example,
such as a plastic.
[0015] In various embodiments, the connection mem-
bers can be arranged in any suitable pattern or configu-
ration. In at least one embodiment, the connection mem-
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bers can be situated around the outer perimeter of piece
of buttress material 436, for example. In at least one em-
bodiment, the connection members can be positioned
proximate to one or more sides and/or ends of the piece
of buttress material, for example, to prevent, or at least
assist in preventing, the buttress material from peeling
away from the staple cartridge deck and/or the anvil face
when the end effector is inserted through a trocar or en-
gaged with tissue. In various embodiments, the connec-
tion members can be used in conjunction with any suit-
able adhesive, such as cyanoacrilate, for example, to
releasably retain the piece of buttress material, or at least
a portion of the buttress material, to the end effector. In
at least one embodiment, the adhesive can be applied
to connection members prior to the connection members
being engaged with the apertures in the piece of buttress
material, staple cartridge, and/or anvil.
[0016] Referring to FIG. 4, a retention member can be
configured to be moved within an end effector between
a first position and a second position to releasably retain
a tissue thickness compensator to the end effector. An
end effector assembly 214 can include a first jaw includ-
ing staple cartridge 222 and a second jaw including anvil
226 wherein retention member 262 can be moved rela-
tive to staple cartridge 222 and anvil 226. For example,
retention member 262 can be moved between a first, or
extended, position near distal end 264 to a second, or
retracted, position near proximal end 263. In its extended
position, retention member 262 can hold a tissue thick-
ness compensator such as, for example, tissue thickness
compensator 236 in position as end effector 214 is in-
serted into a surgical site. Thereafter, end effector 214
can be closed onto tissue, for example, and staples can
be deployed through the compensator 236 into the tissue.
Retention member 262 can be moved into its retracted
position such that retention member 262 can be operably
disengaged from compensator 236. Alternatively, reten-
tion member 262 can be retracted prior to the staples
being deployed. In any event, as a result of the above,
end effector 214 can be opened and withdrawn from the
surgical site leaving behind the stapled compensator 236
and tissue.
[0017] In various embodiments, referring to FIGS. 6
and 7, at least one resilient member can be utilized to
releasably retain a piece of buttress material to a staple
cartridge and/or anvil of an end effector. Similar to the
above, a first jaw 520 of the end effector can comprise a
staple cartridge 522 and a second jaw 524 can comprise
an anvil 526. In at least one embodiment, at least one
resilient member, such as resilient members 550 or 550’,
for example, can include a first end, such as first ends
552 or 552’, configured to be attached to, or integrally
formed with, at least one of first and second jaw members
520 and 524. In at least one embodiment, each resilient
member 550 can include a second end, such as second
ends 554 or 554’, for example, configured to contact and
releasably retain a piece of buttress material, such as
piece of buttress material 536, for example, to at least

one of the first and second jaw members. In various em-
bodiments, second end 554 can include tip 558 which
can be configured to grip at least a portion of piece of
buttress material 536, for example. In various embodi-
ments, tip 558 can be contoured and/or configured to
include a rough or ribbed surface, for example, in order
to frictionally engage the piece of buttress material. Sim-
ilarly, each second end 554’ can comprise a tip 558’con-
figured to engage and hold a piece of buttress material
to the anvil.
[0018] In various embodiments, referring again to
FIGS. 6 and 7, a plurality of resilient members can be
provided on at least two sides of a jaw member to retain
side portions of the piece of buttress material to the jaw
member. In at least one embodiment, first ends 552 of
each individual resilient member 550 can be attached to
one another by a connecting member, such as connect-
ing member, or bar, 556 or 556’, for example. In various
embodiments, connecting member 556 can be attached
to second jaw member 524 such that connection member
556 can provide support to resilient members 550. In
other various embodiments, a plurality of resilient mem-
bers 550 can be attached to at least one of the first and
second jaw members without the use of a connecting
member. In such an embodiment, the first ends of the
resilient members can be attached directly to one of the
first and second jaw members, for example. In at least
one embodiment, resilient members 550, for example,
can be configured to release buttress material 536 after
staples have been deployed through the buttress mate-
rial and/or when the buttress material is disengaged from
the end effector. In at least one embodiment, the resilient
members can be comprised of an elastic material such
as metal or plastic, for example.
[0019] As outlined above, an end effector assembly
can include a staple cartridge, an anvil, and at least one
piece of buttress material positioned intermediate the sta-
ple cartridge and the anvil. In at least one embodiment,
referring to FIG. 8, a piece of buttress material, such as
buttress material 336, can be configured to be snap-fit
to at least one of staple cartridge 322 and/or an anvil to
releasably retain the piece of buttress material within the
end effector. The staple cartridge 322 can include first
side wall 302 and a second side wall opposite the first
side wall 302, wherein at least one of the first and second
side walls can include a lip 306 extending outwardly
therefrom. In various embodiments, buttress material
336 can include first edge, or side, 308, second edge, or
side, 310, and at least one lip 312 extending at least
partially along the length of edges 308 and 310. In at
least one embodiment, lips 312 can be configured to en-
gage lips 306 in a snap-fit fashion in order to releasably
retain buttress material 336 to staple cartridge 322.
[0020] Further to the above, buttress material 336 can
include surface 316 which can be configured to be posi-
tioned adjacent to or against deck 328 of staple cartridge
322. In at least one embodiment, side edges 308 and
310 can comprise sidewalls which can extend in a per-
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pendicular or transverse direction relative to surface 316.
In such embodiments, lips 312 can extend from these
sidewalls such that lips 312 can be interlocked behind
lips 306 of staple cartridge 322. In various embodiments,
lips 312 of buttress material 336 can be disengaged from
lips 306 of staple cartridge 322 when the staples are de-
ployed from staple cartridge 322. More particularly, when
the staples are deployed, the staples can contact buttress
material 336, apply an upward force to buttress material
336, and dislodge buttress material 336 from staple car-
tridge 322. Advantageously, as a result, buttress material
336 may be automatically disengaged from staple car-
tridge 322 when the staples are deployed therefrom
and/or when the end effector is opened as described
above.
[0021] In various embodiments, a piece of buttress ma-
terial can include at least one member extending there-
from which can be configured to releasably retain the
buttress material to one of a staple cartridge and/or an
anvil. In at least one embodiment, one or more members
318 can extend from buttress material 336 in a direction
which is perpendicular or transverse to surface 316. In
various embodiments, each member 318 can be en-
gaged with a staple cavity 320 defined in the deck 328
in a friction-fit or press-fit manner to releasably retain the
piece of buttress material 336 to the staple cartridge. In
certain embodiments, a piece of buttress material can
comprise members which engage pockets in the anvil.
Similar to the above, in various embodiments, staples
deployed from staple cavities 320 can apply an upward
force to buttress material 336 and disengage members
318 from staple cavities 320. In various embodiments,
the staples can pierce projections 318 and/or buttress
material 336 to secure the buttress material to the tissue
as outlined above.
[0022] As illustrated in FIG. 8, a piece of buttress ma-
terial can include more than one member, or projection,
extending therefrom to retain a piece of buttress material
to one of a staple cartridge and an anvil. In various em-
bodiments, referring to Figs. 9 and 10, more than one
member 318’ can extend from piece of buttress material
336’, for example. In at least one embodiment, members
318’ can be can press-fit into staple cavities 320’ of staple
cartridge 322’, and/or into anvil pockets of an anvil (not
illustrated), such that the members can frictionally retain
the piece of buttress material to the staple cartridge
and/or the anvil as outlined above. In various embodi-
ments, a staple cartridge can include slots or apertures
therein in addition to the staple cavities defined in the
staple cartridge which can be configured to frictionally
receive the members 318’. Likewise, in various embod-
iments, an anvil can include slots or apertures therein in
addition to the staple forming pockets defined therein
which can be configured to frictionally receive the mem-
bers 318’.
[0023] FIGS. 11 and 28 illustrate one embodiment of
a surgical stapling instrument. Briefly, the surgical sta-
pling instrument includes a handle assembly 12 and an

elongated shaft 14. A disposable loading unit or DLU 16
is releasably secured to a distal end of the shaft 14. Dis-
posable loading unit 16 includes a tool assembly 17 hav-
ing a cartridge assembly 18 housing, a plurality of surgical
staples, and an anvil assembly 20 movably secured in
relation to cartridge assembly 18. Disposable loading unit
16 is configured to apply linear rows of staples measuring
from about 30 mm to about 60 mm in length. Disposable
loading units having linear rows of staples of other lengths
are also envisioned, e.g., 45 mm. Handle assembly 12
includes a stationary handle member 22, a movable han-
dle member 24, and a barrel portion 26. A rotatable mem-
ber 28 is mounted on the forward end of barrel portion
26 to facilitate rotation of elongated body 14 with respect
to handle assembly 12. An articulation lever 30 is also
mounted on the forward end of barrel portion 26 adjacent
rotatable knob 28 to facilitate the articulation of tool as-
sembly 17. A pair of retraction knobs 32 are movably
positioned along barrel portion 26 to return surgical sta-
pling apparatus 10 to a retracted position, as will be de-
scribed in detail below.
[0024] Handle assembly 12 includes a housing which
is formed from molded housing half-sections 36a and
36b, which forms stationary handle member 22 and bar-
rel portion 26 of handle assembly 12 (See FIG. 1). Mov-
able handle member 24 is pivotably supported between
housing half-sections 36a and 36b about pivot pin 38. A
biasing member 40, which is a torsion spring, biases mov-
able handle 24 away from stationary handle 22. An ac-
tuation shaft 46 is supported within barrel portion 26 of
housing 36 and includes a toothed rack 48. A driving pawl
42 having a rack engagement finger 43 with laterally ex-
tending wings 43a and 43b is pivotably mounted to one
end of movable handle 24 about a pivot pin 44. A biasing
member 50, which is also a torsion spring, is positioned
to urge engagement finger 43 of driving pawl 42 towards
toothed rack 48 of actuation shaft 46. Movable handle
24 is pivotable to move engagement finger 43 of driving
pawl 42 into contact with toothed rack 48 of actuation
shaft 46 to advance the actuation shaft linearly in the
distal direction. The forward end of actuation shaft 46
rotatably receives the proximal end 49 of a control rod
52 such that linear advancement of actuation shaft 46
causes corresponding linear advancement of control rod
52. A locking pawl 54 having a rack engagement member
55 is pivotably mounted within housing 36 about pivot
pin 57 and is biased towards toothed rack 48 by biasing
member 56, which is also a torsion spring. Engagement
member 55 of locking pawl 54 is movable into engage-
ment with toothed rack 48 to retain actuation shaft 46 in
a longitudinally fixed position.
[0025] A retraction mechanism 58, which includes a
pair of retractor knobs 32, is connected to the proximal
end of actuation shaft 46 by a coupling rod 60. Coupling
rod 60 includes right and left engagement portions 62a
and 62b for receiving retractor knobs 32 and a central
portion 62c which is dimensioned and configured to
translate within a pair of longitudinal slots 34a formed in
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actuation shaft 46 adjacent the proximal end thereof. A
release plate 64 is operatively associated with actuation
shaft 46 and is mounted for movement with respect there-
to in response to manipulation of retractor knobs 32. A
pair of spaced apart pins 66 extend outwardly from a
lateral face of actuation shaft 46 to engage a pair of cor-
responding angled cam slots 68 formed in release plate
64. Upon rearward movement of retractor knobs 32, pins
66 can release plate 64 downwardly with respect to ac-
tuation shaft 46 and with respect to toothed rack 48 such
that the bottom portion of release plate 64 extends below
toothed rack 48 to disengage engagement finger 43 of
driving pawl 42 from toothed rack 48. A transverse slot
70 is formed at the proximal end of release plate 64 to
accommodate the central portion 62c of coupling rod 60,
and elongated slots 34 (See FIG. 1) are defined in the
barrel section 26 of handle assembly 12 to accommodate
the longitudinal translation of coupling rod 60 as retrac-
tion knobs 32 are pulled rearwardly to retract actuation
shaft 46 and thus retract control rod 52 rearwardly. Ac-
tuation shaft 46 is biased proximally by spring 72 which
is secured at one end to coupling rod portion 62 via con-
nector 74 and at the other end to post 76 on actuation
shaft 46.
[0026] Further to the above, handle assembly 12 in-
cludes a firing lockout assembly 80 which includes a
plunger 82 and a pivotable locking member 83. Plunger
82 is biased to a central position by biasing springs 84
and includes annular tapered camming surfaces 85.
Each end of plunger 82 extends through housing 36 ad-
jacent an upper end of stationary handle 22. Pivotable
locking member 83 is pivotably attached at its distal end
between housing half-sections 36a and 36b about pivot
pin 86 and includes a locking surface 88 and proximal
extension 90 having a slot 89 formed therein. Locking
member 83 is biased by spring 92 counter-clockwise (as
viewed in FIG. 11) to move locking surface 88 to a position
to abut the distal end of actuation shaft 46 to prevent
advancement of shaft 46 and subsequent firing of the
stapling apparatus. Annular tapered camming surface 85
is positioned to extend into tapered slot 89 in proximal
extension 90. Lateral movement of plunger 82 in either
direction against the bias of either spring 84 moves ta-
pered camming surface 85 into engagement with the
sidewalls of tapered slot 89 to pivot locking member 83
clockwise about pivot pin 86, as viewed in FIG. 11, to
move blocking surface 88 to a position to permit advance-
ment of actuation shaft 46 and thus firing of stapling ap-
paratus 10. Blocking surface 88 is retained in this position
by recesses which receive the tapered tip of camming
surface 85 to lock locking member 83 in a counter-clock-
wise position. Operation of firing lockout assembly 80 will
be further illustrated below.
[0027] Further to the above, handle mechanism 12 al-
so includes an anti-reverse clutch mechanism which in-
cludes a first gear 94 rotatably mounted on a first shaft
96, and second gear 98 mounted on a second shaft 100,
and a slide plate (not illustrated) slidably mounted within

housing 36. The slide plate includes an elongated slot
dimensioned and configured to be slidably positioned
about locking pawl pivot pin 57, a gear plate configured
to mesh with the teeth of second gear 98, and a cam
surface. In the retracted position, the cam surface of the
slide plate engages locking pawl 54 to prevent locking
pawl 54 from engaging toothed rack 48. Actuation shaft
46 includes a distal set of gear teeth spaced from the
proximal set of gear teeth positioned to engage first gear
94 of actuation shaft 46 during movement of actuation
shaft 46. When actuation shaft 46 is advanced by pivoting
movable handle 24 about pivot pin 38, the distal gear
teeth on actuation shaft 46 mesh with and rotate first gear
94 and first shaft 96. First shaft 96 is connected to second
shaft 100 by spring clutch assembly such that rotation of
first shaft 96 will cause corresponding rotation of second
shaft 100. Rotation of second shaft 100 causes corre-
sponding rotation of second gear 98 which is engaged
with the gear plate on the slide plate to cause linear ad-
vancement of the slide plate. Linear advancement of the
slide plate is limited to the length of elongated slot. When
the slide plate has been advanced the length of the slot,
the cam surface releases locking pawl 54 such that it is
moved into engagement with toothed rack 48. Continued
advancement of actuation shaft 46 eventually moves the
distal gear teeth into engagement with the gear plate.
However, since the slide plate is longitudinally fixed in
position, the spring clutch is forced to release, such that
continued distal advancement of actuation shaft 46 is
permitted.
[0028] When actuation shaft 46 is returned to the re-
tracted position (by pulling retraction knobs 34 proximal-
ly, as discussed above) the distal gear teeth engage first
gear 94 to rotate second gear 98 in the reverse direction
to retract the slide member proximally within housing 36.
Proximal movement of the slide member advances the
cam surface into locking pawl 54 prior to engagement
between locking pawl 54 and toothed rack 48 to urge
locking pawl 54 to a position to permit retraction of actu-
ation shaft 46.
[0029] Referring again to FIG. 11, handle assembly 12
includes an emergency return button 112 pivotally
mounted within housing 36 about a pivot member 114
supported between housing half-sections 36a and 36b.
Return button 112 includes an externally positioned
member 116 positioned on the proximal end of barrel
portion 26. Member 116 is movable about pivot member
114 into engagement with the proximal end of locking
pawl 54 to urge rack engagement member 55 out of en-
gagement with toothed rack 48 to permit retraction of
actuation shaft 46 during the firing stroke of the stapling
apparatus 10.
[0030] As discussed above, during the clamping por-
tion of advancement of actuation shaft 46, the slide plate
disengages pawl 54 from rack 48 and thus actuation of
return button 112 is not necessary to retract the actuation
shaft 46. FIGS. 12-14 illustrate the interconnection of
elongated body 14 and handle assembly 12. Housing 36
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includes an annular channel 117 configured to receive
an annular rib 118 formed on the proximal end of rotation
member 28, which is formed from molded half-sections
28a and 28b. Annular channel 117 and rib 118 permit
relative rotation between rotation member 28 and hous-
ing 36. Elongated body 14 includes inner housing 122
and an outer casing 124. Inner housing 122 is dimen-
sioned to be received within outer casing 124 and in-
cludes an internal bore 126 which extends therethrough
and is dimensioned to slidably receive a first articulation
link 123 and control rod 52. The proximal end of housing
122 and casing 124 each include a pair of diametrically
opposed openings 130 and 128, respectively, which are
dimensioned to receive radial projections 132 formed on
the distal end of rotation member 28. Projections 132 and
openings 128 and 130 fixedly secure rotation member
28 and elongated body 14 in relation to each other, both
longitudinally and rotatably. Rotation of rotation knob 28
with respect to handle assembly 12 thus results in cor-
responding rotation of elongated body 14 with respect to
handle assembly 12.
[0031] An articulation mechanism 120 is supported on
rotatable member 28 and includes articulation lever 30,
a cam member 136, a translation member 138, and the
first articulation link 123. Articulation lever 30 is pivotably
mounted about pivot member 140 which extends out-
wardly from rotation member 28 and is formed integrally
therewith. A projection 142 extends downwardly from ar-
ticulation lever 30 for engagement with cam member 136.
The distal end of translation member 138 includes arm
160 which includes an opening 162 configured to receive
a finger 164 extending from the proximal end of articula-
tion link 123. A pin 166 having a housing 168 constructed
from a non-abrasive material, e.g., Teflon, is secured to
translation member 138 and dimensioned to be received
within a stepped camming surface. In an assembled con-
dition, proximal and distal stepped portions 150 and 152
of cam member 136 are positioned beneath flanges, such
as flange 170, formed on rotation member 28 to restrict
cam member 136 to transverse movement with respect
to the longitudinal axis of stapling apparatus 10. When
articulation lever 30 is pivoted about pivot member 140,
cam member 136 is moved transversely on rotation
member 28 to move stepped camming surface 148 trans-
versely relative to pin 166, forcing pin 166 to move prox-
imally or distally along stepped cam surface 148. Since
pin 166 is fixedly attached to translation member 138,
translation member 138 is moved proximally or distally
to effect corresponding proximal or distal movement of
first actuation link 123.
[0032] A disposable loading unit sensing mechanism
extends within the stapling instrument from elongated
body 14 into handle assembly 12. The sensing mecha-
nism includes a sensor tube 176 which is slidably sup-
ported within bore 26 of elongated body 14. The distal
end of sensor tube 176 is positioned towards the distal
end of elongated body 14 and the proximal end of sensor
tube 176 is secured within the distal end of a sensor cyl-

inder 178 via a pair of nubs 180. The distal end of a sensor
link 182 is secured to the proximal end of sensor cylinder
178. Sensor link 182 has a bulbous end 184 which en-
gages a camming surface on pivotable locking member
83. When a disposable loading unit is inserted in the distal
end of elongated body 14, the disposable loading unit
engages the distal end of sensor tube 176 to drive sensor
tube 176 proximally, and thereby drive sensor cylinder
178 and sensor link 182 proximally. Movement of sensor
link 182 proximally causes bulbous end 184 of sensor
link 182 to move distally of the camming surface to allow
locking member 83 to pivot under the bias of spring 92
from a position permitting firing of stapling apparatus 10
to a blocking position, wherein blocking member 83 is
positioned to engage actuation shaft 46 and prevent firing
of stapling apparatus 10. Sensor link 182 and locking
member 83 function to prevent firing of surgical stapling
apparatus 10 after a disposable loading unit has been
secured to elongated body 14, without first operating fir-
ing lockout assembly 80.
[0033] Further to the above, cam member 136 can in-
clude a recess defined in the bottom portion thereof. A
locking ring 184 having a nub portion 186 configured to
be received within this recess can be positioned about
sensor cylinder 178 between a control tab portion 188
and a proximal flange portion 190. A spring 192 posi-
tioned between flange portion 190 and locking ring 184
urges locking ring distally about sensor cylinder 178.
When an articulating disposable loading unit having an
extended insertion tip 193 (FIG. 16) is inserted into the
distal end of elongated body 14 of stapling apparatus 10,
insertion tip 193 causes tab portion 188 to move proxi-
mally into engagement with locking ring 184 to urge lock-
ing ring 184 and nub 186 proximally of recess 154 in cam
member 136. With nub 186 positioned proximally of the
recess in cam member 136, the cam member 136 is free
to move transversely to effect articulation of stapling ap-
paratus 10. A non-articulating disposable loading unit
may not have an extended insertion tip. As such, when
a non-articulating disposable loading unit is inserted in
elongated body 14, sensor cylinder 178 is not retracted
proximally a sufficient distance to move nub 186 from
recess 154. Thus, cam member 136 is prevented from
moving transversely by nub 186 of locking ring 184 which
is positioned in the recess defined in the cam member
136 and articulation lever 30 is locked in its central posi-
tion.
[0034] Referring to FIGS. 15-18, a disposable loading
unit, such as disposable loading unit 16a and/or 16b, for
example, includes a proximal housing portion 200 adapt-
ed to releasably engage the distal end of body portion
14. A mounting assembly 202 is pivotally secured to the
distal end of housing portion 200, and is configured to
receive the proximal end of tool assembly 17 such that
pivotal movement of mounting assembly 202 about an
axis perpendicular to the longitudinal axis of housing por-
tion 200 effects articulation of tool assembly 17 about
pivot pin 244. Housing portion 200 of disposable loading
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unit 16 can include, one, engagement nubs 254 for re-
leasably engaging elongated shaft 14 and, two, an inser-
tion tip 193. Nubs 254 form a bayonet type coupling with
the distal end of shaft 14. A second articulation link is
dimensioned to be slidably positioned within a slot 258
formed between housing halves of housing portion 200.
[0035] Referring to FIGS. 19-27, tool assembly 17 in-
cludes anvil assembly 20 and cartridge assembly 18. An-
vil assembly 20 includes anvil portion 204 having a plu-
rality of staple deforming concavities 206 and a cover
plate 208 secured to a top surface of anvil portion 204 to
define a cavity 210 therebetween. Cover plate 208 is pro-
vided to prevent pinching of tissue during clamping and
firing of the surgical stapling apparatus. Cavity 210 is
dimensioned to receive a distal end of an axial drive as-
sembly 212. A longitudinal slot 214 extends through anvil
portion 204 to facilitate passage of retention flange 284
of axial drive assembly 212 into the anvil cavity 210. A
camming surface 209 formed on anvil portion 204 is po-
sitioned to engage axial drive assembly 212 to facilitate
clamping of tissue 198. A pair of pivot members 211
formed on anvil portion 204 are positioned within slots
213 formed in carrier 216 to guide the anvil portion be-
tween the open and clamped positions. A pair of stabi-
lizing members can engage a respective shoulder 217
formed on carrier 216 to prevent anvil portion 204 from
sliding axially relative to staple cartridge 220 as camming
surface 209 is deformed.
[0036] Cartridge assembly 18 includes a carrier 216
which defines an elongated support channel 218. Elon-
gated support channel 218 is dimensioned and config-
ured to receive a staple cartridge 220. Corresponding
tabs 222 and slots 224 formed along staple cartridge 220
and elongated support channel 218 function to retain sta-
ple cartridge 220 within support channel 218. A pair of
support struts 223 formed on staple cartridge 220 are
positioned to rest on side walls of carrier 216 to further
stabilize staple cartridge 220 within support channel 218.
Staple cartridge 220 includes retention slots 225 for re-
ceiving a plurality of fasteners 226 and pushers 228. A
plurality of spaced apart longitudinal slots 230 extend
through staple cartridge 220 to accommodate upstand-
ing cam wedges 232 of actuation sled 234. A central lon-
gitudinal slot 282 extends along the length of staple car-
tridge 220 to facilitate passage of a knife blade 280. Dur-
ing operation of the surgical stapler, actuation sled 234
translates through longitudinal slots 230 of staple car-
tridge 220 to advance cam wedges 232 into sequential
contact with pushers 228, to cause pushers 228 to trans-
late vertically within slots 225 and urge fasteners 226
from slots 225 into the staple deforming cavities 206 of
anvil assembly 20.
[0037] Further to the above, the shaft of the surgical
stapling instrument can include upper and lower mount-
ing portions 236 and 238. Each mounting portion includes
a threaded bore 240 on each side thereof dimensioned
to receive threaded bolts 242 for securing the proximal
end of carrier 216 thereto. A pair of centrally located pivot

members 244 extends between upper and lower mount-
ing portions via a pair of coupling members which engage
the distal end of housing portion 200. Housing portion
200 of the disposable loading unit can include upper and
lower housing halves contained within an outer casing
251. A second articulation link 256 is dimensioned to be
slidably positioned within a slot formed between the
housing halves. A pair of blow out plates 254 are posi-
tioned adjacent the distal end of housing portion 200 ad-
jacent the distal end of axial drive assembly 212 to pre-
vent outward bulging of drive assembly 212 during artic-
ulation of tool assembly 17. The second articulation link
256 includes at least one elongated metallic plate. Pref-
erably, two or more metallic plates are stacked to form
link 256. The proximal end of articulation link 256 includes
a hook portion 258 configured to engage first articulation
link 123 and the distal end includes a loop 260 dimen-
sioned to engage a projection 262 formed on mounting
assembly 202. Projection 262 is laterally offset from pivot
pin 244 such that linear movement of second articulation
link 256 causes mounting assembly 202 to pivot about
pivot pins 244 to articulate tool assembly 17.
[0038] The distal end of drive beam 266 is defined by
a vertical support strut 278 which supports a knife blade
280, and an abutment surface 283 which engages the
central portion of actuation sled 234 during a stapling
procedure. Surface 285 at the base of surface 283 is
configured to receive a support member 287 slidably po-
sitioned along the bottom of the staple cartridge 220.
Knife blade 280 is positioned to translate slightly behind
actuation sled 234 through a central longitudinal slot 282
in staple cartridge 220 to form an incision between rows
of stapled body tissue. A retention flange projects distally
from the vertical strut and supports a cylindrical cam roller
286 at its distal end. Cam roller 286 is dimensioned and
configured to engage cam surface 209 on anvil body 204
to clamp anvil portion 204 against body tissue.
[0039] In various embodiments, referring now to FIGS.
30 and 31, an end effector of a surgical stapling instru-
ment can comprise a first jaw 680 including a staple car-
tridge assembly and a second jaw 670. The first jaw 680
can include a pan 680a, a cartridge body 682 positionable
in the pan 680a, and a sled 690 which is movable through
the cartridge body 682 to lift drivers 692 toward deck
682a of cartridge body 682 and eject the staples 684
removably stored in staple cavities defined therein. The
cartridge body 682 can further comprise a plurality of
slots 682b which can each be configured to receive a
cam of the sled 690, such as cams 690a-690c, for ex-
ample, which can be configured to engage and lift the
drivers 692. The staple cartridge assembly can further
comprise a layer B2 which can be attached to the car-
tridge body 682 utilizing connectors S3 and S4. In various
embodiments, each connector S3 and S4 can comprise
a suture which ties the layer B2 to the cartridge body 682.
For instance, the connector S3 can mount the distal end
of the layer B2 to the distal end 682f of the cartridge body
682 while the connector S4 can mount the proximal end
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of the layer B2 to the proximal end 682e of the cartridge
body 682. In use, a cutting member, such as cutting mem-
ber 660, for example, can be advanced through the car-
tridge body 682 and incise, or otherwise deactivate, the
connectors S3 and S4. For instance, the cutting member
660 can comprise a body 662, flanges 664a and 664b
which are configured to engage the second jaw 670 and
the first jaw 680, respectively, and a cutting member 66
which is configured to traverse a longitudinal slot 682c
defined in the cartridge body 682a. The cutting member
660 can be advanced distally through the cartridge body
682 by a firing member assembly 650. The firing member
assembly 650 can comprise a shaft 652 comprised of a
plurality of layers including a distal end 654 engaged with-
in the cutting member body 662 and a proximal end 656
configured to receive a firing force applied thereto.
[0040] When the firing force is applied to the firing
member 650, further to the above, the flange 664a can
engage the second jaw 670 and pivot the second jaw
670 downwardly toward the first jaw 680. The second
jaw 670 can comprise an anvil assembly 623 which can
include a frame 672 and an anvil plate including a plurality
of anvil pockets defined therein. As the firing member
650 is being advanced distally, the cutting member 660
can pass through a longitudinal slot 670b defined in the
anvil plate. Similar to the above, the second jaw 670 can
further comprise a layer B1 attached thereto by one or
more connectors, such as connectors S1 and S2, for ex-
ample. Also similar to the above, the connectors S1 and
S2 can each comprise a suture, wherein the connector
S1 can be configured to releasably hold the distal end of
the layer B1 to the distal end 670e of the anvil assembly
623 and wherein the connector S2 can be configured to
releasably hold the distal end of the layer B2 to the prox-
imal end 670c of the anvil assembly 623. In various em-
bodiments, the anvil assembly 623 can comprise a distal
nose 676 assembled to the frame 672 and can include
a slot 676a defined therein which is configured to receive
the connector S1. Similarly, the proximal end of the frame
672 can include a slot 672a defined therein which is con-
figured to receive the connector S2. In either event, in
various embodiments, the connectors S1 and S2 can ex-
tend around the entirety of the anvil frame 672 while, in
other embodiments, the connectors S1 and S2 can en-
gage the sides of the anvil assembly 623. When the cut-
ting member 660 is advanced distally through the anvil
assembly 623, the cutting member 660 can transect, or
otherwise deactivate, the connectors S1 and S2 to re-
lease the layer B1 from the anvil assembly 623. More
particularly, in various embodiments, the layer B1 can be
positioned on one side of the patient tissue and the layer
B2 can be positioned on the opposite side of the patient
tissue, wherein the staples 684 can then be fired through
the layer B2, the patient tissue, and the layer B1 when
the firing member 650 is advanced distally. As the firing
member 650 is advanced distally, the cutting member
660 can progressively transect the connectors S1-S4 as
the layers B1 and B2 are progressively transected by the

cutting member 660. For instance, the cutting member
660 can transect connectors S2 and S4 at the beginning
of the stroke and connectors S1 and S3 at the end of the
stroke. In various embodiments, referring now to FIGS.
32 and 33, an end effector 716 can comprise a first jaw
718 and a second jaw 720 wherein a connector 774 can
be embedded within a slot 770e defined in an anvil 772
of the second jaw 720.
[0041] Referring to FIG. 33A, an end effector of a sur-
gical stapling instrument can comprise a first jaw and a
second jaw, wherein at least one of the first jaw and the
second jaw can be configured to be moved relative to
the other. The end effector can comprise a first jaw in-
cluding a staple cartridge channel 1050 and a second
jaw including an anvil, wherein the anvil can be pivoted
toward and/or away from the staple cartridge channel
1050, for example. In various alternative embodiments,
the first jaw including a staple cartridge thereto can be
pivoted toward and/or away from the second jaw includ-
ing the anvil. In either event, the staple cartridge channel
1050 can be configured to receive a staple cartridge
1060, for example, which can be removably retained
within the staple cartridge channel 1050. The staple car-
tridge 1060 can comprise a cartridge body 1062, a car-
tridge deck 1064, and a tissue thickness compensator
1000 wherein, as illustrated in FIG. 33A, tissue thickness
compensator 1000 may be removably positioned against
or adjacent cartridge deck 1064. Similar to other embod-
iments described herein, referring now to FIGS. 33A and
34, the cartridge body 1062 can comprise a plurality of
staple cavities 1066 and a staple 1002 positioned within
each staple cavity 1066. Also similar to other embodi-
ments described herein, the staples 1002 can be sup-
ported by staple drivers positioned within the cartridge
body 1062 wherein a sled and/or firing member, for ex-
ample, can be advanced through the staple cartridge
1060 to lift the staple drivers upwardly within the staple
cavities 1066 and eject the staples 1002 from the staple
cavities 1066.
[0042] Referring to FIG. 34, tissue thickness compen-
sators, such as tissue thickness compensators 1000 and
1000’, can be fastened to tissue T in order, for example,
to provide support for fastened tissue T. As illustrated in
FIG. 34, tissue thickness compensators 1000 and 1000’
can be fastened to opposite sides of tissue T. A tissue
thickness compensator such as, for example, tissue
thickness compensator 1000, may comprise an inner
portion 1004 and an outer portion 1006 which may form
an outer perimeter at least partially surrounding the inner
portion 1004. The outer portion 1006 may be more flex-
ible than the inner portion 1004. In various circumstanc-
es, the outer portion 1006 may comprise sufficient flexi-
bility to provide an atraumatic tissue contacting surface
for tissue T, and the inner portion may comprise sufficient
rigidity to provide adequate support for fastened tissue T.
[0043] Referring again to FIG. 34, the outer portion
1006 of tissue thickness compensator 1000 may include
an outer edge 1008. To improve its flexibility, the outer
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portion 1006 may include multiple slits 1010. In addition,
pieces of the outer edge 1008 and the outer portion 1006
can be cut or removed to improve the flexibility of the
outer portion 1006. As illustrated in FIG. 34, slits 1010
can begin at the outer edge 1008 and can follow various
paths terminating within the outer portion 1006. For ex-
ample, a slit, such as slit 1010A, may begin at the outer
edge 1008 then follow a path substantially perpendicular
to the outer edge 1008 terminating within the outer portion
1006. In another example, a slit, such as slit 1010B, may
also begin at the outer edge 1008 then follow a path at
an acute angle with the outer edge 1008, also terminating
within the outer portion 1006. Tissue thickness compen-
sator 1000 can be manufactured with slits 1010 in the
outer portion 1006. Alternatively, tissue thickness com-
pensator 1000 can be manufactured without the slits
1010, which can be incorporated into the outer portion
1006 prior to the implantation thereof, for example.
[0044] As described above, and as illustrated in FIG.
34, staples 1002 can be configured to at least partially
capture tissue thickness compensator 1000 when the
staples 1002 are moved from their unfired positions to
their fired positions. Furthermore, staples 1002 can be
fired in rows and each row may include multiple staples
1002. A row of staples 1002, for example row 1012, can
be fastened onto the outer portion 1006 of tissue thick-
ness compensator 1000 such that slits 1010 may be po-
sitioned between the staples 1002 of row 1012 to allow
for sufficient support for the staples 1002 while maintain-
ing an adequate flexibility within the outer portion 1006.
Alternatively, under certain circumstances, slits 1010 can
be positioned within the staples 1002, for example, to
provide flexibility within the staples 1002.
[0045] Referring now to FIG. 35, tissue thickness com-
pensator 1000 may include a plurality of openings 1014
extending therethrough. As illustrated in FIG. 35, the
openings 1014 may comprise generally cylindrical
shapes. Alternatively, openings 1014 may comprise
cone shapes which can be narrow on one side and wide
on the other side of tissue thickness compensator 1000.
Other geometrical shapes for openings 1014 are con-
templated within the scope of this disclosure. Tissue
thickness compensator 1000 may also include multiple
cavities 1016. As illustrated in FIG. 35, cavities 1016 may
comprise generally cylindrical shapes, sometimes with
tapered outer portions. Other geometrical shapes for cav-
ities 1016 are contemplated within the scope of this dis-
closure. For example cavities 1016 can include closed
ended cones. Openings 1014 and/or cavities 1016 may
provide regions of localized flexibility within tissue thick-
ness compensator 1000 and can be positioned within the
outer portion 1006, the inner portion 1004 and/or both
portions 1004 and 1006 to enhance the flexibility of the
tissue thickness compensator 1000. Furthermore, as il-
lustrated in FIG. 35, tissue thickness compensator 1000
can include combinations of slits 1010, openings 1014,
and/or cavities 1016 to yield a desired degree of flexibility.
[0046] Referring now to FIGS. 36-39, to improve its

flexibility, the thickness of the tissue thickness compen-
sator 1000 can include patterns that may provide regions
of localized flexibility. Such patterns can be embossed
patterns which can be molded or carved into the tissue
thickness compensator 1000. As illustrated in FIG. 36,
tissue thickness compensator 1000 can include a pattern
1020 comprising a plurality of pyramids 1018 which can
be arranged, for example, in rows. Pyramids 1018, as
illustrated in FIG. 37, can be separated from each by a
distance "D." The degree of flexibility of tissue thickness
compensator 1000 can, in part, be controlled by increas-
ing or decreasing distance "D" between pyramids 1018.
Pyramids 1018 can be arranged in other pattern arrange-
ments which are contemplated within the scope of the
present disclosure. In addition, other geometrical
shapes, cones for example, and combinations thereof
can also be used and are contemplated within the scope
of the present disclosure. As illustrated in FIG. 38, tissue
thickness compensator 1000 may comprise a corrugated
pattern 1022. FIG. 38 shows a cross sectional view of
corrugated pattern 1022 of tissue thickness compensator
1000 which may include multiple peaks 1024 and multiple
valleys 1026. The various patterns illustrated herein and
combinations thereof can be positioned within the outer
portion 1006 and/or the inner portion 1004 to enhance
the flexibility of the tissue thickness compensator 1000.
[0047] Further to the above, referring to FIGS. 40 and
41, the outer edge 1008 of tissue thickness compensator
1000 can comprise a generally atraumatic profile which
can minimize an impact upon tissue T, for example, dur-
ing and/or after the capturing of the tissue T and the tissue
thickness compensator 1000 by staples 1002. For exam-
ple, as illustrated in FIGS. 40 and 41, outer edge 1008
can comprise a generally scalloped profile. Other atrau-
matic profiles such as a feathered profile, for example,
for the outer edge 1008 are also contemplated within the
scope of the current disclosure. In addition, tissue thick-
ness compensator 1000 may also comprise an atraumat-
ic nose portion 1028 and/or an atraumatic tail portion
1030. As illustrated in FIGS. 40 and 41, atraumatic nose
portion 1028 can comprise, for example, a generally
curved shape and atraumatic tail portion 1030 may, for
example, comprise a split tail with flexible ends 1032.
Other atraumatic shapes for the nose portion 1028 and/or
the tail portion 1030 are also contemplated within the
scope of the current disclosure.
[0048] Referring again to FIGS. 40 and 41, tissue thick-
ness compensator 1000 can comprise a gripping mem-
ber 1034, which can reduce slippage between the tissue
thickness compensator 1000 and the cartridge deck 1064
when the tissue thickness compensator 1000 is placed
against the cartridge deck 1064. As illustrated in FIG. 40,
gripping member 1034 can comprise multiple cylindrical-
ly shaped protrusions 1036, for example, which can be
joined with corresponding recesses in the cartridge deck
1064. Gripping member 1034, as illustrated in FIG. 41,
can comprise an arrow head shaped protrusion 1038
which can be matted with a corresponding recess in the
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cartridge deck 1064. Other gripping means for gripping
tissue thickness compensator 1000 to cartridge deck
1064 are contemplated within the scope of the present
disclosure. Gripping member 1034, as illustrated in FIGS.
40 and 41, can be positioned in the nose portion 1028.
Alternatively, gripping member 1034 can be positioned
in other portions of tissue thickness compensator 1000
such as, for example, tail portion 1030.
[0049] Referring now to FIGS. 42-44, outer portion
1006 of tissue thickness compensator 1000 can com-
prise a cushioning member 1043 which can provide a
pliable edge that contacts tissue T, for example, during
and/or after the capturing of the tissue T and the tissue
thickness compensator 1000 by staples 1002. In at least
one embodiment, as illustrated in FIG. 44, cushioning
member 1043 may comprise sufficient structural elastic-
ity to collapse and/or bend when compressed against the
tissue T. As illustrated in FIG. 43, cushioning member
1043 can partially extend over the outer edge 1008 and
may be attached to outer edge 1008 by an adhesive, for
example. Other attachment means for attaching cush-
ioning member 1043 to outer edge 1008 are contemplat-
ed within the scope of the current disclosure. Alternative-
ly, cushioning member 1043 can be an integral part of
tissue thickness compensator 1000 that may be manu-
factured therewith. Cushioning member 1043 may com-
prise a biocompatible foam which can be comprised of
a biodegradable material such as, for example, PGA,
PCL, PLLA, and/or combinations thereof, for example.
Furthermore, cushioning member 1043 may be com-
prised, at least in part, of alginate and/or oxidized regen-
erated cellulose (ORC). For example, cushioning mem-
ber 1043 may include a plurality of alginate and/or ORC
beads which may soften upon implantation in a patient
which may increase the softness of cushioning member
1043.
[0050] The outer edge 1008 of the compensator 1000
may comprise a thickness greater than the thickness of
the outer portion 1006. The greater thickness of the outer
edge 1008 may provide an atraumatic surface that con-
tacts tissue T. Referring to FIGS. 45 and 46, outer portion
1006 of tissue thickness compensator 1000 can com-
prise a rolled outer edge 1046 which can be at least par-
tially extended around outer portion 1006 and inwardly
rolled towards the inner portion 1004. Similar to the
above, rolled outer edge 1046 can provide a pliable outer
edge that contacts tissue T, for example, during and/or
after the capturing of the tissue T and the tissue thickness
compensator 1000 by staples 1002.
[0051] Referring to FIGS. 47-49, as described above,
the staple cartridge channel 1050 can be configured to
receive a staple cartridge 1060 which can comprise a
cartridge body 1062, a cartridge deck 1064. In addition,
a tissue thickness compensator such as, for example,
tissue thickness compensator 1100 may be removably
positioned against or adjacent cartridge deck 1064, as
illustrated in FIG. 47.
[0052] Referring again to FIGS. 47-49, a tissue thick-

ness compensator may be configured to be absorbed
after implantation in a patient. The absorption process
may initially reduce the tissue thickness compensator in-
to smaller pieces which may include rough edges that
may have undesirable effects on surrounding tissue T.
To mitigate these effects, tissue thickness compensator
1100 may be at least partially assembled from a plurality
of pieces 1140, which each may have atraumatic outer
peripheries and may be joined together to form a single
structure, as illustrated in FIG. 48. Pieces 1140 can be
joined to form tissue thickness compensator 1100 in a
manner such that the absorption process may first reduce
tissue thickness compensator 1100 into pieces 1140
thereby minimizing the presence of rough edges. For ex-
ample, pieces 1140 may comprise circular profiles and
may be joined together by thermal bonding to form tissue
thickness compensator 1100. Other profiles and other
means for joining pieces 1140 are contemplated within
the scope of the present disclosure. In one example, piec-
es 1140 can be joined together by an adhesive 1143 (See
FIG. 48) configured to be absorbed faster than pieces
1140 to allow separation of the pieces 1140 in an initial
stage of the absorption process. As illustrated in FIG. 48,
pieces 1140 can be arranged in an overlapping array
wherein an end portion of one of the pieces 1140 may
overlap with an end portion of another one of the pieces
1140 such that the two end portions of the pieces 1140
are releasably attached to each other, for example, by
an adhesive. Under certain circumstances, pieces 1140
can be arranged in another overlapping array wherein
one of the pieces 1140 can be positioned over and re-
leasably attached to a plurality of pieces 1140, as illus-
trated in FIG. 49.
[0053] Referring to FIGS. 50-53, as described above,
a tissue thickness compensator may be configured to be
absorbed after implantation in a patient and the absorp-
tion process may initially reduce the tissue thickness
compensator into random smaller pieces. Guiding the
absorption process to yield small pieces with atraumatic
outer edges can be achieved, as described above, by
starting with small pieces having atraumatic outer edges.
Another approach may include modifying the tissue thick-
ness compensator in such a manner that allows its sep-
aration into smaller pieces having atraumatic peripheries
in an initial stage of the absorption process. For example,
as illustrated in FIG. 50, a tissue thickness compensator
1200 may comprise a pattern such as pattern 1212, for
example, which can be molded or carved into the tissue
thickness compensator 1200 to yield, for example, a plu-
rality of circular shaped portions 1210. The portions 1210
may be defined by reducing the thickness of tissue thick-
ness compensator 1200 along circumferences 1214 of
the circular shaped portions 1210, as illustrated in the
cross-sectional view in FIG. 51. In result, a faster absorp-
tion along the circumferences 1214 of circular shaped
portions 1210 may occur which may lead to a separation
of the circular shaped portions 1210 from each other in
an initial stage of the absorption process. Patterns com-
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prising portions with other geometrical shapes with at-
raumatic outer peripheries are contemplated within the
scope of the current disclosure. For example, as illustrat-
ed in FIG. 52, tissue thickness compensator 1200’ may
comprise a pattern 1216 comprising portions 1218 which
may include profiles that extend longitudinally in a wave-
like profile along a length of tissue thickness compensa-
tor 1200’. In another example, as illustrated in FIG. 53,
tissue thickness compensator 1200" may comprise a
pattern 1220 which may include hexagonal shaped por-
tions 1222.
[0054] Referring to FIG. 54, as described above, a tis-
sue thickness compensator, such as tissue thickness
compensator 1250, may be captured along with tissue T
by staples, such as staples 1002, for example, and may
be configured to be reduced into atraumatic pieces, such
as pieces 1226, for example, in an initial stage of the
absorption process after implantation in a patient. Upon
separation, pieces 1226 can move and/or slide relative
to each other which may impact surrounding tissue T. To
minimize relative motion between pieces 1226, fired sta-
ples 1002 can be spatially arranged onto tissue thickness
compensator 1250 such that a staple 1002 may capture
multiple pieces 1226, as illustrated in FIG. 54. This may
also aid in maintaining tissue thickness compensator
1250 in a substantially singular structure even after piec-
es 1226 are separated from each other in the initial stage
of the absorption process. As such, the tissue thickness
compensator 1250 may continue to provide support for
tissue T captured by staples 1002 after pieces 1226 are
separated from each other in the initial stage of the ab-
sorption process.
[0055] Further to the above, referring now to FIG. 55,
yet another approach can be taken to guide the absorp-
tion process of a tissue thickness compensator to yield
small pieces with atraumatic outer edges. For example,
as illustrated in FIG. 55, a tissue thickness compensator
such as tissue thickness compensator 1300 may com-
prise a plurality of slits 1310 which can be strategically
positioned to improve the flexibility of tissue thickness
compensator 1300, as described above. In addition, slits
1310 may partially divide tissue thickness compensator
1300 into a plurality of portions 1312 which may separate
from each other during an initial stage of the absorption
process. Slits 1312 can reduce the width of tissue thick-
ness compensator 1300 along outer peripheries 1314 of
portions 1312, as illustrated in FIG. 55. This reduction in
width may lead to faster absorption along the outer pe-
ripheries 1314 of portions 1312, which can result in re-
ducing tissue thickness compensator 1300 into separate
portions 1312 during the initial stage of the absorption
process.
[0056] Referring generally to FIGS. 55A-57, as de-
scribed above, the staple cartridge channel 1050 can be
configured to receive a staple cartridge 1060, for exam-
ple, which in at least one embodiment, can be removably
retained within the staple cartridge channel 1050. In var-
ious embodiments, the staple cartridge 1060 can com-

prise a cartridge body 1062, a cartridge deck 1064, and
a tissue thickness compensator 1400 wherein, in at least
one embodiment, as illustrated in FIG. 55A, tissue thick-
ness compensator 1400 may be removably positioned
against or adjacent cartridge deck 1064 and may com-
prise protrusions (not shown), as described above for
mating engagement with recesses 1402.
[0057] Referring again to FIGS. 55A-57, compensator
1400 may comprise a plurality of layers. For instance,
compensator 1400 may comprise a first layer 1400A, and
a second layer 1400B, which can be positioned over the
first layer 1400A. In addition, an outer periphery 1418 of
the second layer 1400B may be at least partially extended
beyond an outer periphery 1420 of the first layer 1400A.
Furthermore, the first layer 1400A and the second layer
1400B may comprise different degrees of stiffness. For
example, the second layer 1400B may be configured to
be more flexible than the first layer 1400A. As illustrated
in FIG. 55B, this arrangement may provide tissue thick-
ness compensator 1400 with a sufficiently rigid inner re-
gion, comprised from the first layer 1400A and the second
layer 1400 B, which may be suitable to provide adequate
support for staples 1002, and a sufficiently flexible outer
region, comprised from the second layer 1400B, which
may be suitable to provide sufficient flexibility to soften
the impact upon tissue T, for example, during and/or after
the capturing of the tissue T and the tissue thickness
compensator 1400 by staples 1002. Layers 1400A and
1400B can be joined together, for example, by an adhe-
sive. Other attachment means for attaching the first layer
1400A to the second layer 1400B are contemplated with-
in the scope of the current disclosure.
[0058] Further to the above, referring again to FIG.
55A, the first layer 1400A may include an inner portion
1404 and an outer portion 1406 at least partially sur-
rounding the inner portion 1404, wherein the outer portion
1406 may be configured to be more flexible than the inner
portion 1404. For example, as illustrated in FIG. 55A, the
outer portion 1404 may comprise a plurality of slits 1410,
which as described above, may increase the flexibility of
the outer portion 1404. Furthermore, as described above,
the second layer 1400B may be configured to be more
flexible than the first layer 1400A. This arrangement may
provide tissue thickness compensator 1400 with three
regions of different rigidity including a first inner region
having the most rigidity, the inner region being comprised
of inner portion 1404 of first layer 1400A and second
layer 1400B, a middle region having an intermediate ri-
gidity, the middle region being comprised of outer portion
1408 of first layer 1400A and the second layer 1400B,
and a third outer region having the least rigidity, the third
region being comprised solely of the second layer 1400B.
[0059] Referring now to FIGS. 56 and 57, the second
layer 1400B of tissue thickness compensator 1400 can
comprise a woven structure 1440, which may include a
plurality of fibers 1442 which may be woven into woven
structure 1440. The woven structure 1440 may provide
the second layer 1400B with sufficient flexibility to soften
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the impact upon tissue T, for example, during and/or after
the capturing of the tissue T and the tissue thickness
compensator 1400 by staples 1002. Furthermore, the
outer periphery 1418 can be comprised of fibers 1042
which can provide an atraumatic tissue contacting sur-
face to minimize impact upon tissue T, as described
above. Woven structure 1440 and fibers 1042 can be
comprised of biocompatible materials. Furthermore, wo-
ven structure 1040 and/or fibers 1042 can be comprised
from a bioabsorbable material such as PLLA, PGA, PCL,
and/or combinations thereof, for example.
[0060] Referring now to FIGS. 60-60B, as described
in greater detail below, a tissue thickness compensator
11050 can comprise a proximal end 11053 and a distal
end 11055 wherein the proximal end 11053 and/or the
distal end 11055 can comprise one or more strain relief
portions which can reduce the rigidity of the tissue thick-
ness compensator 11050 and the rigidity of the tissue
being stapled. The distal end 11055 of the tissue thick-
ness compensator 11050 can comprise one or more slots
11058 defined therein. The slots 11058 can comprise
cuts and/or notches, for example, defined in the tissue
thickness compensator 11050. The slots 11058 can de-
fine projections, or tabs, 11056 which can be configured
to at least partially move and/or flex relative to one an-
other and/or the body portion of the tissue thickness com-
pensator 11050. Stated another way, the slots 11058 can
provide localized strain relief to the tissue thickness com-
pensator 11050 and the underlying tissue. In certain cir-
cumstances, the tabs 11056 of a first tissue thickness
compensator 11050 can be overlapped with a proximal
end 11053 of a second tissue thickness compensator
11050. In various circumstances, the slots 11058 can
permit the first tissue thickness compensator 11050 and
the second tissue thickness compensator to pivot relative
to one another. In certain circumstances, referring pri-
marily to FIG. 60B, the tabs 11056 of a first tissue thick-
ness compensator 11050 can be overlapped with the
tabs 11056 of a second tissue thickness compensator
11050. In various circumstances, the slots 11058 in the
overlapped distal ends 11055 can further reduce the ri-
gidity within the underlying tissue. Although the illustrated
embodiment of tissue thickness compensator 11050 only
comprises an arrangement of tabs 11057 and slots
11058 on one end thereof, a tissue thickness compen-
sator may comprise an arrangement of tabs 11056 and
slots 11058 on both ends thereof, for example.
[0061] In certain embodiments, further to the above,
each tab 11056 can comprise a tapered profile. For in-
stance, each tab 11056 can comprise a base attached
to the body of the tissue thickness compensator 11050
having a base width and a free end on the opposite end
thereof having an end width, wherein the base width can
be wider than the end width. In certain embodiments, the
end width can be wider than the base width. Referring
primarily to FIG. 60B, an end 11055 can comprise a plu-
rality of tabs 11056 having different configurations. For
instance, the tabs 11056 can have different lengths. As

illustrated in FIG. 60B, an end-most tab 11056a can have
a first length, a second tab 11056b can have a second
length which is longer than the first length, a third tab
11056c can have a third length which is longer than the
second length, a fourth tab 11056d can have a fourth
length which is longer than the third length, a fifth tab
11056e can have a fifth length which is longer than the
fourth length, and a sixth tab 11056f can have a sixth
length which is longer than the fifth length, for example.
In such an embodiment, the tabs 11056 can become pro-
gressively shorter toward the distal end of the tissue thick-
ness compensator 11050. In other embodiments, the
lengths of the tabs 11056 can be arranged in any other
suitable arrangement.
[0062] In various circumstances, further to the above,
a layer can comprise edges which define the perimeter
of the layer. These edges may be straight, substantially
straight, linear, and/or substantially linear, in certain cir-
cumstances. In some such circumstances, the layer edg-
es may impinge on and/or otherwise affect the surround-
ing tissue. Also, in some such circumstances, the edges
may be rigid and may rigidly support the tissue. In effect,
certain portions of the tissue may be unsupported by the
layer which are adjacent to other portions of the tissue
which are rigidly supported by the layer without transition
therebetween. Referring to FIGS. 60-60B once again,
the perimeter of the tissue thickness compensator 11050
can include a contoured configuration which can provide
a region of transitional rigidity to the underlying tissue.
The perimeter of the tissue thickness compensator
11050 can comprise a plurality of notches or recesses
11059 defined therein which can define tabs 11057. Sim-
ilar to the above, the tabs 11057 can extend from the
body of the tissue thickness compensator 11050 and can
move relative thereto. Also similar to the above, each tab
11057 can comprise a base end attached to the body of
the tissue thickness compensator 11050 and free end
which is movable relative to the base end. In certain cir-
cumstances, the free end of a tab 11057 can have a width
which is narrower than the width of the base end of the
tab 11057 while, in other circumstances, the free end of
a tab 11057 can have a width which is wider than the
width of the base end of the tab 11057. The tabs 11057
can comprise any suitable configuration such as a semi-
circular, or an at least partially arcuate, configuration, for
example. As a result of the above, the tissue underlying
and/or fastened to the body portion of the tissue thickness
compensator 11050 can be rigidly supported by the body
portion, the tissue underlying and/or fastened to the tabs
11057 can be less than rigidly supported by the tabs
11057, and the tissue adjacent to the tabs 11057, but not
underlying the tabs 11057, may be unsupported by the
tissue thickness compensator 11050.
[0063] Referring now to FIGS. 58 and 59, a staple car-
tridge assembly 11100 can comprise a cartridge body
11110 and a tissue thickness compensator 11150 at-
tached to the cartridge body 11110. The cartridge as-
sembly 11100 can further comprise one or more attach-
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ment members 11160 configured to releasably hold the
tissue thickness compensator 11150 to the cartridge
body 11110. In at least one circumstance, each attach-
ment member can comprise a strap which extends
around the cartridge body 11110 and the tissue thickness
compensator 11150. In use, further to the above, a firing
member 10030 can be advanced through the staple car-
tridge 11100 to incise the tissue thickness compensator
11150, fire the staples at least partially stored in the car-
tridge body 11110, and sever the attachment members
11160. The tissue thickness compensator 11150 can
comprise a first, or proximal, end 11157 and a second,
or distal, end 11155. The distal end 11155 can comprise
an elongate projection 11156 extending from a body por-
tion 11153 of the tissue thickness compensator 11150.
As illustrated in FIG. 58, the elongate projection 11156
can extend distally with respect to the distal-most attach-
ment member 11160. In at least the illustrated embodi-
ment, the cartridge body 11110 can comprise a deck
11113 within which staple cavities of the cartridge body
11110 can be defined. In various circumstances, the
body 11153 of the tissue thickness compensator 11150
can be configured and arranged such that it covers the
deck 11113 and the staple cavities defined in the car-
tridge body 11110. In at least some circumstances, as
also illustrated in FIG. 58, the elongate projection 11156
can extend distally from the deck 11113 and extend dis-
tally with respect to the staple cavities defined in the deck
11113.
[0064] In use, further to the above, the tissue thickness
compensator 11150 can be fastened to tissue and can
provide tissue thickness compensation properties, as de-
scribed herein. Similar to the above, the tissue underlying
the tissue thickness compensator 11150 may be rigidly
supported by the tissue thickness compensator 11150
and the staples securing the same whereas the tissue
surrounding the tissue thickness compensator 11150
may be unsupported by the tissue thickness compensa-
tor 11150 and may be flexible. In such circumstances,
the tissue between the flexible unsupported tissue and
the rigidly supported tissue underlying the tissue thick-
ness compensator 11150, i.e., the transition tissue, can
undergo an undesirable amount of strain. Such strain
may negatively impact the transition tissue. For instance,
when a tissue thickness compensator is secured to pul-
monary, or lung, tissue, for example, the tissue immedi-
ately surrounding the perimeter of the tissue thickness
compensator, i.e., the perimeter tissue, may tear in cer-
tain circumstances, especially the perimeter tissue adja-
cent to and/or surrounding the distal end of the tissue
thickness compensator, i.e., the end perimeter tissue.
The distal projection 11156 of the tissue thickness com-
pensator 11150, however, can support the end perimeter
tissue. Stated another way, the distal projection 11156
can provide transitional support to the end perimeter tis-
sue. Such transitional support can be less than the sup-
port provided by the body of the tissue thickness com-
pensator 11150 and can mitigate the change in strain

between the unsupported tissue and the fully supported
tissue underlying the tissue thickness compensator
11150. In various circumstances, the distal projection
11156 can provide an enlarged area in which force can
be transmitted between the unstapled tissue and the sta-
pled tissue. The distal projection 11156 can be config-
ured to flex and move with the unsupported tissue and
the tissue thickness compensator 11150. In various cir-
cumstances, the distal projection 11156 can move rela-
tive to the body portion of the tissue thickness compen-
sator 11150 and/or the unsupported tissue.
[0065] The tissue thickness compensator 11150, re-
ferring again to FIGS. 58 and 59, can further comprise a
notch 11157 defined in the proximal end 11153 thereof.
The notch 11157 can be defined between two distally
extending projections 11158. The notch 11157 can com-
prise any suitable shape, such as a parabolic shape, for
example. Similar to the above, the distally extending pro-
jections 11158 can provide transitional support to the
proximal end perimeter tissue. Such transitional support
can be less than the support provided by the body of the
tissue thickness compensator 11150 and can mitigate
the change in strain between the unsupported tissue and
the fully supported tissue underlying the tissue thickness
compensator 11150. In various circumstances, the prox-
imal projections 11158 can provide an enlarged area in
which force can be transmitted between the unstapled
tissue and the stapled tissue. The proximal projections
11158 can be configured to flex and move with the un-
supported tissue and the tissue thickness compensator
11150. In various circumstances, the proximal projec-
tions 11158 can move relative to the body portion of the
tissue thickness compensator 11150, each other, and/or
the unsupported tissue. Various alternative embodi-
ments are envisioned in which more than two projections
extend from the proximal end and/or distal end of a tissue
thickness compensator.
[0066] As illustrated in FIG. 59, two or more tissue
thickness compensators 11150 can be implanted in an
end-to-end manner along a path. In such circumstances,
the distal end 11155 of a first tissue thickness compen-
sator 11150 can overlap with the proximal end 11153 of
a second tissue thickness compensator 11150. Similarly
the distal end 11155 of the second tissue thickness com-
pensator 11150 can overlap with the proximal end 11153
of a third tissue thickness compensator 11150. In various
circumstances, the distal projection 11156 of the first tis-
sue thickness compensator 11150 can be aligned, or at
least substantially aligned, with the recess 11157 of the
second tissue thickness compensator 11150. Also, in
various embodiments, the distal projection 11156 and
the proximal recess 11558 can be sized and configured
such that they have substantially the same size and/or
shape. In various circumstances, a distal projection
11156 can be configured to be positioned within a prox-
imal recess 11157 of an adjacent tissue thickness com-
pensator 11150.
[0067] In various embodiments, referring now to FIG.

31 32 



EP 2 764 832 B1

18

5

10

15

20

25

30

35

40

45

50

55

61, a staple cartridge assembly 16000 can comprise a
cartridge body 16010 and a layer assembly 16020. The
cartridge body 16010 can comprise a deck 16011 and a
longitudinal slot 16012 defined in the deck 16011 which
can be configured to slidably receive a cutting member
16030 therein. The cartridge body 16010 can further
comprise a plurality of staple cavities defined therein
which can each be configured to removably store a staple
therein. The staple cavities can be part of two or more
groups. For instance, the staple cavities can be divided
into a first group of staple cavities 16015 and a second
group of staple cavities 16016. In various circumstances,
the groups of staple cavities can be organized in rows
while, in other circumstances, the groups of staple cav-
ities can overlap, or be inter-dispersed, with each other.
In either event, the layer assembly 16020 can comprise
a plurality of layers which can extend over the staple cav-
ities. In use, as described in greater detail further below,
the staples, when ejected from the staple cavities, can
capture at least a portion of the layer assembly 16020
therein. The layers of the layer assembly 16020 can be
configured such that only certain layers of the layer as-
sembly 16020 extend over certain staple cavities. For
instance, the layer assembly 16020 can comprise a first
layer 16050 which can extend over the first group of sta-
ple cavities 16015 and the second group of staple cavities
16016 and, in addition, a second layer 16040 which can
extend over the second group of staple cavities 16016
but may not extend over the first group of staple cavities
16015.
[0068] In use, as a result the above and referring pri-
marily to FIG. 62, certain staples deployed from the staple
cartridge 16000 may capture only the first layer 16050
of the layer assembly 16020 while other staples may cap-
ture only the second layer 16040 of the layer assembly
16020. For instance, one or more outer rows of staples
16061 may capture only the first layer 16050 while one
or more inner rows of staples 16063 may capture both
the first layer 16050 and the second layer 16040. In var-
ious embodiments, one or more intermediate rows of sta-
ples 16062 can include some staples which capture only
the first layer 16050 and other staples which capture both
the first layer 16050 and the second layer 16040. In at
least one embodiment, the second layer 16040 can com-
prise a plurality of tabs 16043 which can be configured
to be captured within the staples 16062 of the interme-
diate row. The tabs 16043 can be separated by slots
16044 which can permit the tabs 16043 to move and flex
relative to one another. For instance, the arrangement
of slots 16044 and tabs 16043 can introduce flexibility
within the staple tissue. In certain embodiments, the tabs
16043 can be sufficiently spaced apart such that some
of the intermediate staples 16062 may capture a tab
16043 therein while others may not. Referring primarily
to FIG. 61 once again, the second layer 16040 can in-
clude a longitudinal projection 16042 extending there-
from which can be configured to extend into the longitu-
dinal slot 16012 defined in the cartridge body 16010. In

various circumstances, the longitudinal projection 16042
can be releasably secured or within the longitudinal slot
16012. In at least one embodiment, the longitudinal pro-
jection 16042 can fit snugly within the longitudinal slot
16012 via a press-fit engagement, for example. In any
event, the engagement between the longitudinal slot
16012 and the longitudinal projection 16042 can maintain
the alignment between the second layer 16040 and the
cartridge body 16010. Moreover, the first layer 16050
can be mounted to the second layer 16040 such that the
projection 16042 can also hold the first layer 16050 in
position.
[0069] Further to the above, the first layer 16050 of the
layer assembly 16020 can cover a first group of staple
cavities and the second layer 16040 can cover a second
group of staple cavities. Stated another way, the first layer
16050 of the layer assembly 16020 can have a different
footprint than the second layer 16040. In various embod-
iments, the first layer 16050 of the layer assembly 16020
and the second layer 16040 can be comprised of different
materials. In at least one such embodiment, the second
layer 16040 can comprise a rigid material and can be
configured to support the first layer 16050. The first layer
16050 can be comprised of a flexible material, or at least
a material which is more flexible than the material com-
prising the second layer 16050. Referring primarily to
FIG. 62, the flexible first layer 16050 can extend laterally
beyond the second layer 16040. In such circumstances,
the first layer 16050 can provide for a more flexible lateral
edge of the layer assembly 16020. After the layer assem-
bly 16020 has been implanted against the tissue T by
the staples and transected by the cutting member 16030,
referring primarily to FIG. 62, the second layer 16050 can
support the tissue T located adjacent to the transection
line while the first layer 16040 can extend laterally away
alongside the tissue T. In various circumstances, the first
layer 16040 can provide a flexible transition between the
tissue T supported by the second layer 16050 and the
tissue T unsupported by the layer assembly 16020. In
various circumstances, the first layer 16050 can com-
prise a tissue thickness compensator and the second
layer 16040 can be comprised of a laminate material, for
example.
[0070] In various embodiments, referring primarily to
FIG. 61, the layer assembly 16020 can be attached to
the cartridge body 16010. In at least one embodiment,
the cartridge assembly 16000 can comprise at least one
tie, or connector, which can releasably hold the layer as-
sembly 16020 to the cartridge body 16010. For instance,
the cartridge assembly 16000 can comprise a first con-
nector releasably holding a distal end 16021 of the layer
assembly 16020 to a distal end of the cartridge body
16010 and a second connector holding a proximal end
16022 of the layer assembly 16020 to a proximal end of
the cartridge body 16010. As the firing member 16030 is
advanced from the proximal end to the distal end of the
cartridge body 16010 to deploy the staples therefrom and
incise the layer assembly 16020, the firing member
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16030 can also transect and/or otherwise defeat the con-
nectors holding the layer assembly 16020 to the cartridge
body 16010.
[0071] Referring now to FIGS. 64-66, an end effector
assembly 5400 can include a first jaw, illustrated else-
where, and a second jaw 5402. In various embodiments,
the second jaw 5402 can include a fastener cartridge
body 5450 and a layer of material 5458 releasably se-
cured to the fastener cartridge body 5450 and/or to the
second jaw 5402. The fastener cartridge body 5450 and
the layer of material 5458 releasably secured thereto can
comprise a fastener cartridge assembly, for example. In
various embodiments, the layer of material 5458 can
comprise a piece of buttress material and/or a tissue
thickness compensator, for example. In certain embod-
iments, the layer of material 5458 can be a piece of but-
tress material releasably secured to the fastener car-
tridge body 5450, for example. The second jaw 5402 can
have a proximal portion 5404 and a distal portion 5406.
In various embodiments, the second jaw 5402 can have
a proximal connector 5480a (FIGS. 65 and 66) at the
proximal portion 5404 and a distal connector 5480b (FIG.
66) at the distal portion 5406. The proximal connector
5480a and the distal connector 5480b can secure the
layer of material 5458 relative to the cartridge body 5450.
The connectors 5480a, 5480b can comprise bands
and/or cords, for example.
[0072] Referring primarily to FIG. 64, the cartridge
body 5450 can include a deck 5452. A slot 5456 can
extend from the proximal portion 5404 toward the distal
portion 5406 of the second jaw 5402, for example, and
can be defined in a portion of the deck 5452, for example.
In various embodiments, fastener cavities 5454 can also
be defined in the deck 5452. Further, the second jaw
5402 can include fasteners, such as surgical staplers,
for example, removably positioned in the fastener cavi-
ties 5454. For example, a fastener can be ejectably po-
sitioned in each fastener cavity 5454 of the cartridge body
5450. In various embodiments, the fasteners can be
ejected from their respective fastener cavities 5454 by a
sled 5434 (FIGS. 65 and 66) during a firing stroke.
[0073] Referring primarily to FIGS. 65 and 66, a firing
assembly 5430 can include a firing bar 5432, a cutting
edge 5436, and a foot 5438. The cutting edge 5438 can
cut tissue and/or the layer of material 5458, for example,
and the foot 5438 can guide the firing assembly 5430
along the slot 5456 in the cartridge body 5450 (FIG. 64),
for example. In various embodiments, the firing assembly
5430 can move along the slot 5456 in the cartridge body
5450 during a firing stroke. The firing assembly 5430 can
engage the sled 5434 in the cartridge body 5430 and can
drive the sled 5434 at least partially through the cartridge
body 5450, for example. In certain embodiments, the sled
5434 can have a camming surface or ramp 5442, which
can engage drivers in the fasteners cavities 5454 during
the firing stroke. When the ramp 5442 engages a driver
in a fastener cavity 5454, the ramp 5442 can cam the
driver and the corresponding fastener toward the car-

tridge deck 5452, and can eject the fastener from the
fastener cavity 5454, for example. In certain embodi-
ments, referring primarily to FIG. 65, at the beginning of
the firing stroke, the firing assembly 5430 can be posi-
tioned at a proximal portion 5404 of the second jaw 5402.
In such embodiments, referring primarily to FIG. 66, the
firing bar 5432 can drive the firing assembly 5430 distally
during the firing stroke. In various embodiments, the cut-
ting edge 5436 can cut the proximal connector 5480a
and the distal connector 5480b during the firing stroke.
The cutting edge 5436 can cut the proximal connector
5480a at or near the beginning of the firing stroke, for
example, and can cut the distal connector 5480b at or
near the end of the firing stroke, for example.
[0074] Referring still to FIGS. 64-66, the layer of ma-
terial 5458 can be secured to the deck 5452 of the car-
tridge body 5450 (FIG. 64) by the proximal connector
5480a (FIG. 65) and by the distal connector 5480b (FIGS.
65 and 66). Furthermore, the layer of material 5458 can
include at least one mount 5460. The mount 5460 can
be integrally molded with the layer of material 5458, for
example. In certain embodiments, when the layer of ma-
terial 5458 is secured to the deck 5452, the mount 5460
can extend from the layer of material 5458 into the slot
5456 of the cartridge body 5450. Referring primarily to
FIG. 65, the mount 5460 can extend into the slot 5456
(FIG. 64) between the proximal connector 5480a and the
distal connector 5480b, for example. In other words, the
mount 5460 can extend from an intermediate portion
5468 of the layer of material 5458. In various embodi-
ments, the mount 5460 can be sized to fit in the slot 5456
when the layer of material 5458 is positioned on the deck
5452 cartridge body 5450. Furthermore, the mount 5460
can be sized for unforced removal from the slot 5456
when the layer of material 5458 is lifted and/or peeled
away from the cartridge body 5458. For example, the
mount 5460 may not be friction fit in the slot 5456 and,
in certain embodiments, when the mount 5460 is posi-
tioned in the slot 5456, a clearance or gap can exist be-
tween the mount 5460 and the slot 5456. The clearance
can be approximately 0.12 mm, for example. In certain
embodiments, the clearance can be up to approximately
0.24 mm, for example. In some embodiments, an inter-
ference of approximately 0.01 mm to approximately 0.12
mm can exist between the mount 5460 and the slot 5456,
for example, such that the mount 5460 is compressed
when positioned in the slot 5456, for example.
[0075] Referring still to FIGS. 64-66, the mount-slot en-
gagement can prevent and/or limit lateral shifting and/or
buckling of the intermediate portion 5468 of the layer of
material 5458. For example, when the end effector as-
sembly 5400 is placed and/or moved relative to tissue at
a surgical site, the mount 5460 can remain positioned
within the slot 5456 (FIG. 64) to hold the intermediate
portion 5468 in position relative to the cartridge deck
5452. Some shifting of the layer of material 5458 may be
possible owing to the clearance defined between the
mount 5460 and the slot 5456, for example. In various
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embodiments, the mount 5460 may not resist lifting
and/or peeling of the layer of material 5458 away from
the cartridge body 5450. For example, the mount 5460
may not be friction fit in the slot 5456, and the mount
5460 can be easily removed from the slot 5456 when the
layer of material 5458 is lifted away from the deck 5452
of the cartridge body 5450, for example, after the cutting
edge 5436 cuts the proximal connector 5680a and the
distal connector 5680b. For example, as the firing as-
sembly 5430 is driven distally during the firing stroke, an
element of the firing assembly 5430 can contact the
mount 5460 within the slot 5456. Referring primarily to
FIG. 66, the sled 5434 can contact the mount 5460 when
the sled 5434 is driven distally by the firing assembly
5430. Further, the sled 5434 can flex the mount 5460 out
of the sled’s path and out of the slot 5456. In other words,
the sled 5434 can flex the mount 5460 to remove the
mount 5460 from the slot 5456.
[0076] In various embodiments, the layer of material
5458 can include multiple mounts 5460, which can ex-
tend from the layer of material 5458 into the slot 5456
(FIG. 64) in the cartridge body 5450. The mounts 5460
can be spaced along at least a portion of the length of
the slot 5456, for example. In certain embodiments, at
least one mount 5460 can be positioned in the proximal
portion 5404 of the second jaw 5402, and at least one
mount 5460 can be positioned in the distal portion 5406
of the second jaw 5402. Further, the mounts 5460 can
be positioned intermediate the proximal and distal con-
nectors 5480a, 5480b (FIG. 65), for example. As the firing
assembly 5430 (FIGS. 65 and 66) is fired distally during
the firing stroke, the sled 5434 can sequentially engage
each mount 5460 in the slot 5456 to flex and remove
each mount 5460 from the slot 5456. When each mount
5460 is released from the slot 5456 and the proximal and
distal connectors 5480a, 5480b are cut or otherwise over-
come, the layer of material 5458 can be unsecured rel-
ative to the deck 5452 of the cartridge body 5450.
[0077] Referring still to FIGS. 64-66, a mount 5460 can
include a flexible stem 5462 and a head 5464. The flexible
stem 5462 of the mount 5460 can flex when an element
of the firing assembly 5430, such as the sled 5434, push-
es against the head 5464 during the firing stroke. In cer-
tain embodiments, the head 5464 can have an enlarged,
rounded shape to minimize the clearance between the
head 5464 and the slot 5456 of the cartridge body 5450.
In various embodiments, the head 5464 can fit within the
slot 5456, and can be easily and smoothly removed from
the slot 5456 when the layer of material 5458 lifted and/or
peeled away from the cartridge body 5450.
[0078] Referring now to FIGS. 67-70, an end effector
assembly 5500 can include a first jaw, illustrated else-
where, and a second jaw 5502. In various embodiments,
the second jaw 5502 can include the cartridge body 5450
and a layer of material 5558 releasably secured to the
cartridge body 5450 and/or to the second jaw. The car-
tridge body 5450 and the layer of material 5558 releas-
ably secured thereto can comprise a fastener cartridge

assembly, for example. In various embodiments, the lay-
er of material 5558 can comprise a piece of buttress ma-
terial and/or a tissue thickness compensator, for exam-
ple. In certain embodiments, the layer of material 5558
can be a piece of buttress material releasably secured
to the cartridge body 5450. Further, the second jaw 5502
can have a proximal portion 5504 and a distal portion
5506. In various embodiments, the second jaw 5502 can
have a proximal connector 5580a (FIGS. 68 and 69) at
the proximal portion 5504 and a distal connector 5580b
(FIG. 68) at the distal portion 5506. The proximal con-
nector 5580a and the distal connector 5580b can secure
the layer of material 5558 relative to the cartridge body
5450. In various embodiments, the layer of material 5558
can include a ridge 5560. The ridge 5560 can be integrally
molded with the layer of material 5558, for example. Re-
ferring primarily to FIG. 67, the ridge 5560 can extend
longitudinally along at least a portion of the length of the
layer of material 5558.
[0079] Referring primarily to FIG. 69, when the layer
of material 5558 is secured to the cartridge body 5460,
the ridge 5560 can extend into the slot 5456 in the car-
tridge body 5450. The ridge 5560 can extend into the slot
5456 between the proximal connector 5580a and the dis-
tal connector 5580b, for example. In various embodi-
ments, the ridge 5560 can be sized to fit in the slot 5456
when the layer of material 5558 is positioned on the car-
tridge body 5450. Furthermore, the ridge 5560 can be
sized for unforced removal from the slot 5456 when the
layer of material 5558 is lifted and/or peeled away from
the cartridge body 5458. For example, the ridge 5560
may not be friction fit in the slot 5456 and, in certain em-
bodiments, when the ridge 5560 is positioned with the
slot 5456, a clearance or gap can exist between the ridge
5560 and the slot 5456. The clearance can be approxi-
mately 0.08 mm, for example. In certain embodiments,
the clearance can be up to approximately 0.24 mm, for
example. In some embodiments, an interference of ap-
proximately 0.01 mm to approximately 0.06 mm can exist
between the ridge 5560 and the slot 5456, for example,
such that the ridge 5560 is compressed when positioned
in the slot 5456, for example.
[0080] In various embodiments, the ridge-slot engage-
ment can prevent and/or limit lateral shifting and/or buck-
ling of the layer of material 5558 relative to the deck 5452
of the cartridge body 5450. For example, when the end
effector assembly 5500 is placed and/or moved relative
to tissue at a surgical site, the ridge 5560 can remained
positioned in the slot 5456 to hold the layer of material
5558 in position relative to the cartridge deck 5452. Some
shifting of the layer of material 5558 relative to the car-
tridge body 5450 may be possible owing to the clearance
defined between the ridge 5560 and the slot 5456, for
example. In various embodiments, the ridge 5560 may
not resist lifting and/or peeling of the layer of material
5558 away from the cartridge body 5450. For example,
the ridge 5560 may not be friction fit in the slot 5456, and
the ridge 5560 can be easily and smoothly removed from
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the slot 5456 when the layer of material 5550 is lifted
away from the deck 5452 of the cartridge body 5450, for
example, after the cutting edge 5436 cuts the proximal
connector 5680a and the distal connector 5680b. In var-
ious embodiments, the cutting edge 5436 of the firing
assembly 5430 can cut the layer of material 5558, as well
as the ridge 5560, for example, when the cutting edge
5436 is driven distally during the firing stroke.
[0081] Referring primarily to FIGS. 68-70, the layer of
material 5558 can include a reinforcement feature 5570,
which can extend along at least a portion of the length
of the layer of material 5558. The reinforcement feature
5570 can extend from a proximal portion 5504 of the sec-
ond jaw 5502 toward the distal portion 5506 of the second
jaw 5502, for example. The reinforcement feature 5570
can be integrally molded with the layer of material 5558,
for example. In various embodiments, the reinforcement
feature 5570 can increase the moment of inertia of the
layer of material 5558 such that the reinforcement feature
5570 can reinforce, support and/or rigidify the layer of
material 5558. For example, when the cutting edge 5436
(FIGS. 65 and 66) traverses the layer of material 5558
during the firing stroke, the reinforcement feature 5570
can prevent and/or limit shifting and/or buckling of the
layer of material 5558 relative to the cartridge body 5450.
Further, the reinforcement feature 5570 can engage tis-
sue clamped between the first jaw and the second jaw
5502 of the end effector assembly 5500. In certain em-
bodiments, the reinforcement feature 5570 can prevent
and/or limiting shifting of the clamped tissue relative to
the cartridge body 5450, for example. In various embod-
iments, the layer of material 5558 can include multiple
reinforcement features 5570, which can extend along at
least a portion of the length of the layer of material 5558.
The reinforcement features 5570 can be parallel, for ex-
ample, and can extend on either side or both sides of the
ridge 5560, for example. In various embodiments, the
reinforcement feature 5570 and/or the ridge 5560 can
extend along a portion of the length of the layer of material
5558 and can stop before reaching the distal portion
thereof. The absence of the reinforcement feature 5570
and/or the ridge 5560 at the distal portion can lend flex-
ibility to the distal portion of the layer of material 5558.
[0082] Referring now to FIG. 71, a layer of material
5588 for use with an end effector assembly can have a
longitudinal ridge 5590, similar to the ridge 5560, for ex-
ample. In various embodiments, the layer of material
5588 and/or the ridge 5590 can be a piece of buttress
material and/or a tissue thickness compensator, for ex-
ample. The ridge 5590 can extend along at least a portion
of the length of the layer of material 5588. Further, the
ridge 5590 can be received within a slot in the end effec-
tor, such as the slot 5456 in the cartridge body 5450 (FIG.
67), for example. In certain embodiments, the ridge 5590
can provide sufficient reinforcement, support, and rigidity
to the layer of material 5588, without the addition of sup-
plementary reinforcement features, for example.
[0083] Referring now to FIGS. 72-75, an end effector

assembly 5600 can include a first jaw, illustrated else-
where, and a second jaw 5602. In various embodiments,
the second jaw 5602 can include the cartridge body 5450
and a layer of material 5658 releasably secured to the
cartridge body 5450 and/or to the second jaw 5602. In
various embodiments, the cartridge body 5450 and the
layer of material 5458 releasably secured thereto can
comprise a fastener cartridge assembly, for example.
The layer of material 5658 can comprise a piece of but-
tress material and/or a tissue thickness compensator, for
example. In certain embodiments, the layer of material
5658 can be a piece of buttress material releasably se-
cured to the cartridge body 5450, for example. Further,
the second jaw 5602 can have a proximal portion 5604
and a distal portion 5606. In various embodiments, the
second jaw 5602 can have a proximal connector 5680a
(FIGS. 73 and 74) at the proximal portion 5604 and a
distal connector 5680b (FIG. 73) at the distal portion
5606. The proximal connector 5680a and the distal con-
nector 5680b can secure the layer of material 5658 rel-
ative to the cartridge body 5450. In various embodiments,
the layer of material 5658 can include a ridge 5660. The
ridge 5660 can be integrally molded with the layer of ma-
terial 5658, for example. Referring primarily to FIG. 72,
the ridge 5660 can extend longitudinally along at least a
portion of the length of the layer of material 5658. In var-
ious embodiments, the ridge 5660 can be a folded portion
of the layer of material 5658. For example, the layer of
material 5658 can be crimped, creased and/or folded
over itself to form a thicker portion, which can be the ridge
5660. Referring primarily to FIGS. 74 and 75, the ridge
5660 can be folded into a U-shape, for example, and can
include a rounded tip 5662.
[0084] Referring primarily to FIG. 74, when the layer
of material 5658 is secured to the cartridge body 5460,
the ridge 5660 can extend into the slot 5456 in the car-
tridge body 5450. In certain embodiments, the slot 5456
can be structured to receive the ridge 5660. The ridge
5660 can be sized to fit in the slot 5456 when the layer
of material 5658 is positioned on the cartridge body 5450.
Furthermore, the ridge 5660 can be sized for unforced
removal from the slot 5456 when the layer of material
5658 is lifted and/or peeled away from the cartridge body
5458. For example, the ridge 5660 may not be friction fit
in the slot 5456 and, in certain embodiments, when the
ridge 5660 is positioned within the slot 5456, a clearance
or gap can exist between the ridge 5660 and the slot
5456. The clearance can be approximately 0.12 mm, for
example. In certain embodiments, the clearance can be
up to approximately 0.24 mm, for example. In some em-
bodiments, an interference of approximately 0.01 mm to
approximately 0.18 mm can exist between the ridge 5660
and the slot 5456, for example, such that the ridge 5660
is compressed when positioned in the slot 5456, for ex-
ample.
[0085] In various embodiments, the ridge-slot engage-
ment can prevent and/or limit lateral shifting and/or buck-
ling of the layer of material 5658. For example, when the
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end effector assembly 5600 is placed and/or moved rel-
ative to tissue at a surgical site, the ridge 5660 can re-
mained positioned in the slot 5456 to hold the layer of
material 5658 in position relative to the cartridge deck
5452. Shifting of the layer of material 5658 relative to the
cartridge body 5450 can be limited by the clearance. For
example, some sifting of the layer of material 5658 may
be possible owing to the clearance defined between the
ridge 5660 and the slot 5456. In various embodiments,
the ridge 5660 may not resist lifting and/or peeling of the
layer of material 5658 away from the cartridge body 5450.
For example, the ridge 5660 may not be friction fit in the
slot 5456, and the ridge 5660 can be easily removed from
the slot when the layer of material 5658 is lifted away
from the deck 5452 of the cartridge body 5450, for ex-
ample, after the cutting edge 5436 cuts the proximal con-
nector 5680a and the distal connector 5680b. In various
embodiments, when the firing assembly 5430 (FIGS. 65
and 66) is fired along the slot 5456 during a firing stroke,
the sled 5434 and/or another element of the firing as-
sembly 5430 can easily and smoothly release the ridge
5660 from the slot 5456, for example, to release the layer
of material 5658 from the cartridge body 5450. The cut-
ting edge 5436 of the firing assembly 5430 can cut the
layer of material 5658, as well as the ridge 5660, for ex-
ample, when the cutting edge 5436 is driven distally dur-
ing the firing stroke.
[0086] Referring primarily to FIGS. 73-75, the layer of
material 5658 can include a reinforcement feature 5670,
which can extend along at least a portion of the length
of the layer of material 5658. The reinforcement feature
5670 can extend from the proximal end of the second
jaw 5602 to the distal end of the second jaw 5602, for
example. The reinforcement feature 5670 can be inte-
grally molded with the layer of material 5658, for example.
In various embodiments, the reinforcement feature 5670
can be a folded portion of the layer of material 5658. For
example, the layer of material 5658 can be creased,
crimped and/or folded over itself to form a thicker portion,
which can form the reinforcement feature 5670. Referring
primarily to FIGS. 74 and 75, the reinforcement feature
5670 can be crimped into a V-shape, and can include a
pointed tip 5672, for example. In various embodiments,
the reinforcement feature 5670 can reinforce, support
and/or rigidify the layer of material 5658. In some em-
bodiments, the reinforcement feature 5670 can be con-
figured to bend along the tip 5672 thereof to resist a lateral
force applied along the edge of the layer of material 5658
such that the layer of material 5658 remains positioned
on the cartridge body 5450. For example, when the cut-
ting edge 5436 (FIGS. 65 and 66) traverses the layer of
material 5658 during the firing stroke, the reinforcement
feature 5670 can prevent and/or limit shifting and/or
buckling of the layer of material 5658 relative to the car-
tridge body 5450. Further, the reinforcement feature
5670 can engage tissue clamped between the first jaw
and the second jaw 5602 of the end effector assembly
5600. For example, the reinforcement feature 5670 can

prevent and/or limiting shifting of the clamped tissue rel-
ative to the cartridge body 5450. The pointed tip 5672
can engage the tissue, and can hold the tissue in place
relative to the layer of material 5658 during the firing
stroke, for example. In various embodiments, the layer
of material 5658 can include multiple reinforcement fea-
tures 5670 which can extend along at least a portion of
the length of the layer of material 5658. The reinforce-
ment features 5670 can be parallel, for example, and can
extend on either side or both sides of the ridge 5660, for
example.
[0087] Referring now to FIGS. 76 and 77, an end ef-
fector assembly 5700 can include a first jaw, illustrated
elsewhere, and a second jaw 5702. In various embodi-
ments, the second jaw 5702 can include a cartridge body
5750 and a layer of material 5758 releasably secured to
the cartridge body 5750 and/or to the second jaw 5702.
In various embodiments, the cartridge body 5750 and
the layer of material 5758 releasably secured thereto can
comprise a fastener cartridge assembly, for example.
The layer of material 5758 can comprise a piece of but-
tress material and/or a tissue thickness compensator, for
example. In certain embodiments, the layer of material
5758 can be a piece of buttress material releasably se-
cured to the cartridge body 5750, for example. The sec-
ond jaw 5702 can have a proximal portion 5704 and a
distal portion 5706. In various embodiments, the second
jaw 5702 can have a proximal connector 5780a (FIG. 77)
at the proximal portion 5704 and a distal connector 5780b
(FIG. 77) at the distal portion 5706. The proximal con-
nector 5780a and the distal connector 5780b can secure
the layer of material 5758 relative to the cartridge body
5750.
[0088] Referring primarily to FIG. 76, the cartridge
body 5750 can include a deck 5752. A slot 5756 can
extend from the proximal portion 5704 toward the distal
portion 5706 of the second jaw 5702, and can be defined
in a portion of the deck 5752, for example. In various
embodiments, fastener cavities 5754 can be defined in
the deck 5752. The second jaw 5702 can also include
fasteners, such as surgical staplers, removably posi-
tioned in the fastener cavities 5754. For example, a fas-
tener can be ejectably positioned in each fastener cavity
5754 of the cartridge body 5750. In various embodi-
ments, the fasteners can be ejected from their respective
fastener cavities 5754 in the cartridge body 5750 by a
sled, similar to sled 5434 (FIGS. 65 and 66) during a firing
stroke.
[0089] Referring still to FIGS. 76 and 77, a firing as-
sembly, such as the firing assembly 5430 (FIGS. 65 and
66) can move along the slot 5756 in the cartridge body
5750 during the firing stroke. As described previously,
the firing assembly 5430 can include a firing bar 5432, a
cutting edge 5436, and a foot 5438 (FIGS. 65 and 66),
for example. In various embodiments, the firing assembly
5430 can engage the sled in the cartridge body 5730 and
can drive the sled at least partially through the cartridge
body 5750 during the firing stroke. In certain embodi-
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ments, the sled can have a camming surface or ramp,
which can engage drivers in the fasteners cavities 5754
during the firing stroke. When the ramp engages a driver
in a fastener cavity 5754, the ramp can cam the driver
and corresponding fastener toward the cartridge deck
5752, and can eject the fastener from the fastener cavity
5754, for example. In various embodiments, the cutting
edge 5436 can cut the proximal connector 5780a and
the distal connector 5780b (FIG. 77) during the firing
stroke. The cutting edge 5436 can cut the proximal con-
nector 5780a at or near the beginning of the firing stroke,
for example, and can cut the distal connector 5780b at
or near the end of the firing stroke, for example.
[0090] Referring still to FIGS. 76 and 77, the layer of
material 5758 can be releasably secured to the deck 5752
of the cartridge body 5750 by the proximal connector
5780a and by the distal connector 5780b (FIG. 77). In
various embodiments, the cartridge body 5750 can in-
clude at least one notch 5748a (FIG. 76), which can be
defined in the deck 5752, for example. The notch 5748a
can be positioned between the proximal connector 5780a
and the distal connector 5780b, for example. Further, in
various embodiments, the layer of material 5758 can in-
clude a mount 5760a (FIG. 76), which can be integrally
molded with the layer of material 5758, for example. In
certain embodiments, when the layer of material 5758 is
secured to the deck 5752, the mount 5760a can extend
from the layer of material 5758 into the notch 5748a of
the cartridge body 5750. The mount 5760a can remain
positioned within the notch 5748a to hold the layer of
material 5758 relative to the deck 5752 of the cartridge
body 5750. The mount 5760a can be sized to fit in the
notch 5748a when the layer of material 5758 is positioned
on the cartridge body 5750. Furthermore, the mount
5760a can be sized for unforced removal from the notch
5748a when the layer of material 5758 is lifted and/or
peeled away from the cartridge body 5758. For example,
the mount 5760 may not be friction fit in the notch 5748a,
and, in certain embodiments, when the mount 5760a is
positioned in the notch 5748a, a clearance or gap can
exist between the mount 5760a and the notch 5748a.
The clearance can be approximately 0.08 mm, for exam-
ple. In certain embodiments, the clearance can be up to
approximately 0.24 mm, for example. In some embodi-
ments, an interference of approximately 0.01 mm to ap-
proximately 0.06 mm can exist between the mount 5760a
and the notch 5748a, for example, such that the mount
5760a is compressed when positioned in the notch
5748a, for example.
[0091] In various embodiments, the mount-notch en-
gagement can prevent and/or limit lateral shifting and/or
buckling of the layer of material 5758 relative to the car-
tridge body 5750. For example, when the end effector
assembly 5700 is placed and/or moved relative to tissue
at a surgical site and/or when the cutting edge 5436
(FIGS. 65 and 66) cuts the layer of material 5758, the
mount 5760a can remain positioned in the notch 5748a
to hold the layer of material 5758 in position relative to

the cartridge deck 5752. In certain embodiments, shifting
of the layer of material 5758 relative to the cartridge body
5750 can be limited by the clearance defined between
the mount 5760a and the notch 5748a. For example,
some shifting of the layer of material 5758 may be pos-
sible owing to the clearance. Further, after the cutting
edge 5436 cuts the proximal connector 5780a and the
distal connector 5780b, the mount 5760a can smoothly
disengage and/or be removed from the notch 5748a as
the layer of material 5758 is lifted and/or peeled away
from the cartridge body 5750.
[0092] Referring primarily to FIG. 76, the cartridge
body 5750 can include at least one pair of notches 5748a,
5748b, and the layer of material 5758 can include a pair
of mounts 5760a, 5760b. The first notch 5748a can be
positioned on a first longitudinal side of the cartridge body
5750, for example, and the second notch 5748b can be
positioned on a second longitudinal side of the cartridge
body 5750, for example. In other words, each notch of
the pair of notches 5748a, 5748b can be positioned on
opposite sides of the slot 5756 in the cartridge body 5750.
In certain embodiments, the second notch 5748b can be
a mirror image reflection of the first notch 5748a across
the slot 5756, for example. Further, when the layer of
material 5758 is secured to the cartridge body 5750, each
mount of the pair of mounts 5760a, 5760b can be aligned
with a notch of the pair of notches 5748a, 5748b such
that the first mount 5760a extends into the first notch
5748b and the second mount 5760b extends into the
second notch 5748b. In various embodiments, the pair
of notches 5748a, 5748b in the cartridge body 5750 can
be positioned at the perimeter of the cartridge body 5750.
Further, in certain embodiments, the pair of mounts
5760a, 5760b can be positioned at the perimeter of the
layer of material 5758.
[0093] In various embodiments, the mount-notch en-
gagement on both sides of the cartridge body 5750 can
further prevent and/or limit lateral shifting and/or buckling
of both longitudinal sides of the layer of material 5758.
For example, when the cutting edge 5436 of the firing
assembly 5430 (FIGS. 65 and 66) cuts the layer of ma-
terial 5758, the pair of mounts 5760a, 5760b can remain
positioned in the pair of notches 5748a, 5748b to hold
the perimeter of the layer of material 5758 in position
relative to the perimeter of the cartridge deck 5752. In
other words, the pair of mounts 5760a, 5760b can prevent
at least a portion of the layer of material 5758 from slip-
ping laterally relative to the cartridge deck 5752. Further,
as the layer of material 5758 is lifted and/or peeled away
from the cartridge body 5750, for example, after the cut-
ting edge 5436 cuts the proximal and distal connectors,
the pair of mounts 5760a, 5760b can be easily and
smoothly removed from the pair of notches 5748a,
5748b. In various embodiments, the layer of material
5758 can include multiple pairs of mounts 5760a, 5860b,
and the cartridge body 5750 can include multiple pairs
of notches 5748a, 5748b. When the layer of material
5758 is secured to the cartridge body 5750, each pair of
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mounts 5760a, 5760b of the layer of material 5758 can
be aligned with a pair of notches 5748, for example. In
such embodiments, the mount-notch engagement along
a length of the perimeter of the lower jaw 5702 can further
prevent and/or limit lateral shifting and/or buckling of a
length of the layer of material 5758 relative to the car-
tridge body 5750.
[0094] Referring now to FIGS. 78-80, an end effector
assembly 5800 can include a first jaw, illustrated else-
where, and a second jaw 5802. In various embodiments,
the second jaw 5802 can include a cartridge body 5850
and a layer of material 5858 releasably secured to the
cartridge body 5850 and/or to the second jaw 5802. In
various embodiments, the cartridge body 5850 and the
layer of material 5858 releasably secured thereto can
comprise a fastener cartridge assembly, for example.
The layer of material 5858 can comprise a piece of but-
tress material and/or a tissue thickness compensator, for
example. In certain embodiments, the layer of material
5858 can be a piece of buttress material releasably se-
cured to the cartridge body 5850, for example. The sec-
ond jaw 5802 can have a proximal portion 5804 and a
distal portion 5806. In various embodiments, the second
jaw 5802 can have a proximal connector, similar to prox-
imal connector 5780a (FIG. 77), at the proximal portion
5804 and a distal connector, similar to distal connector
5880b (FIG. 77), at the distal portion 5406. The proximal
connector and the distal connector can secure the layer
of material 5858 relative to the cartridge body 5850.
[0095] Referring primarily to FIG. 78, the cartridge
body 5850 can include a deck 5852. A slot 5856 can
extend from the proximal portion 5804 toward the distal
portion 5806 of the second jaw 5802, and can be defined
in a portion of the deck 5852, for example. In various
embodiments, fastener cavities 5854 can be defined in
the deck 5852. The second jaw 5802 can also include
fasteners, such as surgical staplers, removably posi-
tioned in the fastener cavities 5854. For example, a fas-
tener can be ejectably positioned in each fastener cavity
5854 of the cartridge body 5850. In various embodi-
ments, the fasteners can be ejected from their respective
fastener cavities 5854 in the cartridge body 5850 by a
sled, similar to sled 5434 (FIGS. 65 and 66) during a firing
stroke.
[0096] A firing assembly, such as firing assembly 5430
(FIGS. 65 and 66) can move along the slot 5856 in the
cartridge body 5850 during the firing stroke. The firing
assembly 5430 can include a firing bar 5432, a cutting
edge 5436, and a foot 5438, for example. In various em-
bodiments, the firing assembly 5430 can engage the sled
in the cartridge body 5850 and can drive the sled at least
partially through the cartridge body 5850 during the firing
stroke. In certain embodiments, the sled can have a cam-
ming surface or ramp, which can engage drivers in the
fasteners cavities 5854 during the firing stroke. When the
ramp engages a driver in a fastener cavity 5854, the ramp
can cam the driver and the corresponding fastener to-
ward the cartridge deck 5852, and can eject the fastener

from the fastener cavity 5854, for example. In various
embodiments, the cutting edge 5436 can cut the proximal
and distal connectors during the firing stroke. The cutting
edge 5436 can cut the proximal connector at or near the
beginning of the firing stroke, for example, and can cut
the distal connector at or near the end of the firing stroke,
for example.
[0097] Referring still to FIGS. 78-80, the cartridge body
5850 can include at least one notch 5848, which can be
defined in the deck 5852 (FIG. 78), for example. The
notch 5848 can be positioned between the proximal con-
nector and the distal connector, for example. Further, in
various embodiments, the layer of material 5858 can in-
clude a pair of mounts 5860a, 5860b. The pair of mounts
5860a, 5860b can be integrally molded with the layer of
material 5858, for example. In certain embodiments,
when the layer of material 5858 is secured to the deck
5852, the pair of mounts 5860a, 5860b can extend from
the layer of material 5858 into the notch 5848 of the car-
tridge body 5850. The pair of mounts 5860a, 5860b can
be positioned the notch 5848 to hold the layer of material
5858 relative to the deck 5852 of the cartridge body 5850.
In various embodiments, the pair of mounts 5860a,
5860b can be sized to fit in the notch 5848 when the layer
of material 5858 is positioned on the cartridge body 5850.
Furthermore, the pair of mounts 5860a, 5860b can be
sized for unforced removal from the notch 5848 when
the layer of material 5858 is lifted and/or peeled from the
cartridge body 5858. In certain embodiments, when the
pair of mounts 5860a, 5860b are positioned within the
notch 5848, a clearance or gap can exist between each
mount 5860a, 5860b and the notch 5848. The clearance
can be approximately 0.12 mm, for example. In certain
embodiments, the clearance can be up to approximately
0.24 mm, for example. In some embodiments, an inter-
ference of approximately 0.01 mm to approximately 0.18
mm can exist between the each mount 5860a, 5860b
and the notch 5848, for example, such that each mount
5860a, 5860b is compressed when positioned in the
notch 5848, for example.
[0098] In various embodiments, the mount-notch en-
gagement can prevent and/or limit lateral shifting and/or
buckling of the layer of material 5858. For example, when
the cutting edge 5436 (FIGS. 65 and 66) cuts the layer
of material 5858, the pair of mounts 5860a, 5860b can
remain positioned in the notch 5848 to hold the layer of
material 5858 in position relative to the cartridge deck
5852. Shifting of the layer of material 5858 relative to the
cartridge body 5850 can be limited by the clearance de-
fined between each mount 5860a, 5860b and the notch
5848, for example. For example, some shifting of the
layer of material 5858 may be possible owing to the clear-
ance. In various embodiments, the mounts 5860a, 5860b
may not resist lifting and/or peeling of the layer of material
5858 away from the cartridge body 5850. For example,
the mounts 5860a, 5860b may not be friction fit in the
notch 5848, and the mounts 5860a, 5860b can be easily
and smoothly removed from the notch 5848 when the
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layer of material is lifted away from the deck of the car-
tridge body 5850, for example, after the cutting edge 5436
cuts the proximal and distal connectors.
[0099] Referring primarily to FIG. 78, the notch 5848
can extend from the slot 5856 in the cartridge body 5850,
and can intersect the slot 5856, for example. In such em-
bodiments, when the pair of mounts 5860a, 5860b ex-
tends into the notch 5848, the mount 5860a can be po-
sitioned on a first side of the slot 5856 and the mount
5860b can be positioned on a second side of the slot
5856, for example. In certain embodiments, the mount
5860b can be a mirror image reflection of the mount
5860b across the slot 5856, for example. Further, refer-
ring primarily to FIG. 79, the pair of mounts 5860a, 5860b
may not overlap the slot 5856, for example. In such em-
bodiments, the cutting edge 5436 of the firing assembly
5430 (FIGS. 65 and 66) can transect the layer of material
5858 during the firing stroke without cutting the mounts
5860a, 5860b, for example. In other words, the firing as-
sembly 5430 can pass between the pair of mounts 5860a,
5860b during the firing stroke. In such embodiments, the
mount-notch engagement on both sides of the slot 5856
can further prevent and/or limit lateral shifting and/or
buckling of both longitudinal sides of the layer of material
5858, for example. Referring primarily to FIG. 78, the
cartridge body 5850 can include multiple notches 5848
spaced along a portion of the length of the cartridge body
5850. Further, the layer of material 5858 can include mul-
tiple pairs of mounts 5860a, 5860b. When the layer of
material 5858 is secured to the cartridge body 5850, the
pairs of mounts 5860a, 5860b of the layer of material
5758 can be aligned with the notches 5748, for example.
In such embodiments, the mount-notch engagement
along a portion of the length of the lower jaw 5802 can
further prevent and/or limit lateral shifting and/or buckling
of a length of the layer of material 5858.
[0100] Referring now to FIGS. 80A and 80B, a layer of
material 5958 for use with an end effector can have a
perimeter 5970 that defines the edge of the layer of ma-
terial 5958. In various embodiments, the layer of material
5958 can be a piece of buttress material or a tissue thick-
ness compensator, for example. Further, the perimeter
5970 can include contours 5974 and indentations 5972.
In various embodiments, an indentation 5972 can be po-
sitioned intermediate each contour 5974 to form a scal-
loped edge along at least a portion of the perimeter 5970.
In various embodiments, the perimeter can be a scal-
loped perimeter. In certain embodiments, a portion of the
perimeter 5970 can be a scalloped perimeter, and a por-
tion of the perimeter can be a non-scalloped perimeter.
The scalloped edge of the perimeter 5970 can prevent
and/or limit abrasions and/or other damage to tissue that
contacts the perimeter 5970 while the layer of material
5958 is positioned relative to the surgical site.
[0101] Referring still to FIGS. 80A and 80B, the layer
of material 5958 can include a top surface 5962 (FIG.
80A) and a bottom surface 5966 (FIG. 80B). The top sur-
face 5962 can be positioned relative to the first jaw or

anvil of an end effector, for example, and the bottom sur-
face 5966 can be positioned relative to a second jaw or
fastener cartridge of the end effector, for example. In var-
ious embodiments, the layer of material 5958 can include
a proximal portion 5904 and a distal portion 5906. In cer-
tain embodiments, the layer of material 5958 can include
a mount 5960, 5964 extending from the top surface 5962
and/or the bottom surface 5966 thereof. In various em-
bodiments, the mount 5960, 5964 can be positioned in
an indentation or notch in the end effector 5902, such as
a notch in the cartridge body and/or in the anvil. In certain
embodiments, the mount 5960, 5964 can support, rein-
force and/or rigidify the layer of material 5958. For ex-
ample, when the cutting edge 5436 (FIGS. 65 and 66)
traverses the layer of material 5958 during a firing stroke,
the mount 5960 can prevent and/or limit shifting and/or
buckling of the layer of material 5958 relative to the car-
tridge body. Further, one of the mounts 5960, 5964 can
engage tissue clamped between the first jaw and the sec-
ond jaw of the end effector 5902, for example. In such
embodiments, the mount 5960, 5964 can prevent and/or
limiting shifting of the clamped tissue relative to the car-
tridge body, for example. Referring primarily to FIG. 80A,
the mount 5960 can be at the distal portion 5906 of the
layer of material 5958. The mount 5960 can include mul-
tiple projections or buttons extending from the top surface
5962, for example. In various embodiments, the buttons
of the mount 5960 can be arranged in a triangle, for ex-
ample. Referring primarily to FIG. 80B, the mount 5964
can extend from the bottom surface 5966 of the layer of
material 5958, for example. The mount 5964 can be at
the distal portion 5906 of the layer of material 5958, and
can be V-shaped, for example.
[0102] Referring now to FIGS. 81-84, an end effector
assembly 5000 can include a first jaw, illustrated else-
where, and a second jaw 5002. In various embodiments,
the second jaw 5002 can include a fastener cartridge
assembly comprising a fastener cartridge body 5050 and
a layer of material 5058 releasably secured to the fas-
tener cartridge body 5050. In various embodiments, the
layer of material 5058 can comprise a tissue thickness
compensator and/or piece of buttress material. For ex-
ample, the layer of material 5058 can be a piece of but-
tress material releasably secured to the fastener car-
tridge body 5050. Referring primarily to FIG. 81, the fas-
tener cartridge body 5050 can have fastener cavities
5054 defined therein. Further, the second jaw 5002
and/or the fastener cartridge body 5050 can include fas-
teners, such as surgical staples, for example, which can
be removably positioned in the fastener cavities 5054.
For example, a fastener can be ejectably positioned in
each fastener cavity 5054 of the cartridge body 5050. In
certain embodiments, the cartridge body 5050 can in-
clude a slot 5056, which can extend from a proximal por-
tion 5004 of the second jaw 5002 toward a distal portion
5006 of the second jaw 5002. In various embodiments,
a firing assembly 5030 can translate along the slot 5056
of the cartridge body 5050. For example, the firing as-
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sembly 5030 can translate within the slot 5056 during a
firing stroke, and can eject the fasteners from the fastener
cavities 5054 during the firing stroke.
[0103] Referring still to FIGS. 81-84, the firing assem-
bly 5030 can include a firing bar, a cutting edge 5036
(FIGS. 81 and 82), a crossbar 5038 (FIGS. 81 and 82),
a nose 5040 (FIG. 81) and a foot 5034. The cutting edge
5036 can cut tissue and/or cut the layer of material 5058
as the firing assembly 5030 is fired through the second
jaw 5002 during a firing stroke. The crossbar 5038 can
engage the first jaw, such as a slot in the anvil thereof,
to hold the first jaw relative to the cartridge body 5050,
and the foot 5034 can engage the second jaw 5002, such
as the slot 5056 (FIG. 81) in the cartridge body 5050, to
hold the firing assembly 5030 relative to the cartridge
body 5050, for example. In various embodiments, the
firing assembly 5030 can engage a sled in the cartridge
body 5050 during the firing stroke. An element of the
firing assembly 5030, such as the nose 5040, for exam-
ple, can engage the sled and push the sled distally during
the firing stroke to eject fasteners from the fastener cav-
ities 5054, for example.
[0104] Referring primarily to FIG. 81, the layer of ma-
terial 5058 can be releasably secured to the cartridge
body 5050 by at least one connector. In certain embod-
iments, multiple connectors can secure the layer of ma-
terial 5058 to the cartridge body 5050. For example, a
proximal connector can secure the layer of material 5058
to the cartridge body 5050 at the proximal portion 5004
of the second jaw 5002, and a distal connector 5080 can
secure the layer of material 5058 to the cartridge body
5050 at the distal portion 5006 of the second jaw 5002.
In various embodiments, a mount 5064 can extend from
the layer of material 5058 at the distal portion of the sec-
ond jaw 5002. The distal connector 5080 can extend or
wrap around at least part of the second jaw 5002 and/or
the cartridge body 5050, as well as the mount 5064 to
hold the layer of material 5058 relative to the cartridge
body 5050, for example. In certain embodiments, addi-
tional connectors can secure the layer of material 5058
to the cartridge body 5050. In such embodiments, the
additional connectors can be spaced along at least a por-
tion of the length of the cartridge body 5050, and can be
positioned between the proximal connector and the distal
connector 5080, for example. In various embodiments,
a connector can be a band, a tie, and/or a suture, and
can include braided and/or intertwined fibers, for exam-
ple. The end of a cut and/or severed connector may be
sharp, for example, and may pierce and/or lacerate ad-
jacent tissue as the surgeon removes the end effector
assembly from the patient’s tissue. However, the end of
a braided connector can be less sharp than the end of a
non-braided connector. For example, the cut end of a
braided connector may fray, which can result in a less
sharp end. With braided connectors, puncturing and/or
lacerations to the tissue by the cut and/or severed end
of the connector can be reduced and/or substantially
eliminated. In various embodiments, a braided connector

can have at least substantially the same tensile holding
strength as a non-braided connector, for example. Fur-
ther, in certain embodiments, when cut and/or severed,
a braided connector can have substantially less com-
pressive strength than a non-braided connector, for ex-
ample.
[0105] Still referring primarily to FIG. 81, the distal con-
nector 5080 can hold the layer of material 5058 relative
to the cartridge body 5050. The layer of material 5058
can be released from the cartridge body 5050 when the
distal connector 5080, as well as any additional connec-
tors, are broken, cut, dislodged or otherwise overcome.
In certain embodiments, the firing assembly 5030 can
overcome the distal connector 5080 as the firing assem-
bly 5030 translates along the slot 5056 in the fastener
cartridge 5050 during a firing stroke. For example, during
the firing stroke, the firing assembly 5030 can cut tissue
clamped between the first jaw and the second jaw 5002,
and can also move the fasteners from the fastener cav-
ities 5054 into the clamped tissue and the layer of material
5058. In various embodiments, the firing assembly 5030
can push the sled distally during the firing stroke. The
sled can have a camming surface or ramp, for example,
which can engage drivers in the fastener cavities 5054.
When the ramp engages a driver, the ramp can push the
driver toward the layer of material 5058 to eject the fas-
tener from the fastener cavity 5054. Further, the firing
assembly 5030 can cut the layer of material 5058 and/or
the distal connector 5080 during the firing stroke.
[0106] Referring still to FIGS. 81-84, in various embod-
iments, the second jaw 5002 can overcome the connec-
tor or connectors, such as or including the distal connec-
tor 5080, at or near the beginning of the firing stroke. In
other words, an element of the second jaw 5002 can over-
come the distal connector 5080 at or near the beginning
of the firing stroke. The second jaw 5002 and/or the fas-
tener cartridge assembly can include an actuator 5010,
for example, which can overcome the distal connector
5080 before the fasteners are ejected from the fastener
cavities 5054. The actuator 5010 can overcome the distal
connector 5080, and the layer of material 5058 can be
released from the cartridge body 5050 even when the
firing stroke terminates prematurely, i.e., before the firing
assembly 5030 reaches the distal portion 5006 of the
second jaw 5002, for example. In various embodiments,
the actuator 5010 can include a bottom side 5016, side-
walls 5018, and/or rims 5026. The sidewalls 5018 can
extend from the bottom side 5016 and around at least a
portion of the cartridge body 5050. The rims 5026 can
extend from the sidewalls 5018 and around at least a
portion of the cartridge body 5050. In various embodi-
ments, the rims 5026 can extend into slits 5052 in the
cartridge body 5050, for example. The bottom side 5016,
the sidewalls 5018, and/or the rims 5026 can extend past
and/or around the cartridge body 5050 and the fasteners
positioned in the fastener cavities 5054 thereof. Further,
the actuator 5010 can be moveably held relative to the
cartridge body 5050. For example, the actuator 5010 can
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move from a pre-actuated position (FIG. 81) to an actu-
ated position (FIG. 82). In certain embodiments, the rims
5026 of the actuator 5010 can slide in the slits 5052 in
the cartridge body 5050 when the actuator 5010 moves
relative to the cartridge body 5050. When the actuator
5010 moves relative to the cartridge body 5050, the ac-
tuator 5010 can slide relative to the fasteners positioned
in the fastener cavities 5054 of the cartridge body 5050.
For example, the actuator 5010 can slide past and/or
around the fasteners positioned in the cartridge body
5050.
[0107] Referring primarily to FIGS. 81-84, the actuator
5010 can include a slot 5012, which can extend from the
proximal portion 5004 toward the distal portion 5006 of
the second jaw 5002 when the actuator 5010 is posi-
tioned relative to the cartridge body 5050. The slot 5012
in the actuator 5010 can correspond to and/or be aligned
with the slot 5056 (FIG. 81) in the cartridge body 5050,
for example. Further, the firing assembly 5030 can trans-
late within the slot 5012 in the actuator 5010 as the firing
assembly 5030 translates within the slot 5056 in the car-
tridge body 5050 during the firing stroke. In various em-
bodiments, the firing assembly 5030 can engage the ac-
tuator 5010 to move the actuator 5010 distally when the
firing assembly 5030 is at or near the beginning of the
firing stroke. In such embodiments, the firing assembly
5030 can actuate the actuator 5010 at the proximal por-
tion 5004 of the second jaw 5002. When the actuator
5010 is actuated and moves distally, a distal end of the
actuator 5010 can cut or otherwise overcome the distal
connector 5080, for example. In other words, the proxi-
mal actuation of the actuator 5010 can effectuate the
distal release of the layer of material 5058 from the car-
tridge body 5050. In various embodiments, the actuator
5010 can merely shift distally to overcome the distal con-
nector 5080. In at least one embodiment, the actuator
5010 can shift approximately 1.0 mm before overcoming
the distal connector 5080. In certain embodiments, the
actuator 5010 can shift approximately 0.5 mm to approx-
imately 5.0 mm before overcoming the distal connector
5180.
[0108] Referring primarily to FIGS. 81 and 82, the ac-
tuator 5010 can move from the pre-actuated position
(FIG. 81) to the actuated position (FIG. 82) when the
firing assembly 5030 moves between an unfired position
and a partially fired position during part of the firing stroke.
In various embodiments, the slot 5012 in the actuator
5010 can include a release stop 5014. The release stop
5014 can include a frangible bridge across the slot 5012,
for example. Referring primarily to FIG. 82, an element
of the firing assembly 5030 can push against the release
stop 5014 as the firing assembly 5030 translates along
the slot 5056 (FIG. 81) during the firing stroke. The firing
assembly 5030 can push against the release stop 5014
at or near the beginning of the firing stroke, for example.
In certain embodiments, the release stop 5014 can be
near the proximal end of the slot 5012, and an element
of the firing assembly 5030, such as the nose 5040, can

abut the release stop 5014 upon the initiation of the firing
stroke. When the nose 5040 is positioned against the
release stop 5014, the nose 5040 can push against the
actuator 5010 and move the actuator 5010 distally. In
certain embodiments, referring primarily to FIG. 82, the
actuator 5010 can be moved distally until it reaches a
hard stop 5060, for example. The hard stop 5060 can be
at the distal portion 5006 of the second jaw 5002, and
can prevent further distal movement of the actuator 5010,
for example. In various embodiments, the actuator 5010
can abut the hard stop 5060 before the firing assembly
5030 ejects the fasteners from the fastener cavities 5054.
In certain embodiments, the actuator can abut the hard
stop 5060 as the firing assembly 5030 ejects at least one
fastener from a fastener cavity 5054 and/or after the firing
assembly 5030 ejects at least one fastener from a fas-
tener cavity 5054.
[0109] Referring still to FIG. 82, when the actuator
5010 is pushed distally by the firing assembly 5030, the
actuator 5010 can cut or otherwise overcome the distal
connector 5080 to release the layer of material 5058 from
the cartridge body 5050 at the distal portion 5006 of the
second jaw 5002. In certain embodiments, the actuator
5010 can include a notch 5024 for receiving and holding
the distal connector 5080. The notch 5024 can hold the
distal connector 5080 as the actuator 5010 shifts distally
toward the hard stop 5060. Further, the actuator 5010
can include a cutting edge 5020, for example, along a
portion of the notch 5024. In certain embodiments, when
the actuator 5010 moves toward the hard stop 5060, the
distal connector 5080 can be pushed between the hard
stop 5060 and the cutting edge 5020 of the actuator 5010.
In various embodiments, the cutting edge 5020 can cut
the distal connector 5080 when the cutting edge 5020 is
pushed into the hard stop 5060. In such embodiments,
the distal connector 5080 can be cut by the cutting edge
5020 of the actuator 5010 at or near the beginning of the
firing stroke and before the fasteners are fired from the
fastener cavities 5054. In various embodiments, the ac-
tuator 5010 can overcome the distal connector 5080 with-
out cutting it. For example, the actuator 5010 can dis-
lodge or stretch the distal connector 5080 out of position
such that the distal connector 5080 no longer holds the
layer of material 5058 relative to the cartridge body 5050.
In various embodiments, distal movement of the actuator
5010 can overcome or unlock a restraint, such as a cam-
lock, that locks and/or tightens the distal connector 5080
around the layer of material 5058. For example, referring
to FIG. 30, a restraint 694 can be positioned in the lower
jaw 680 and, for example, can be positioned between
the pan 680a and the cartridge body 682. In various em-
bodiments, the restraint 694 can be used when assem-
bling the end effector, and the connector S3 can be con-
nected thereto. When the restraint 694 is pushed and
secured in place, the restraint 694 can tighten the con-
nector S3 around the layer B2, and can be adjustably
positioned to adjust the tightness of the connector S3
around the layer B2. In various embodiments, referring
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again to FIG. 82, the actuator 5010 can unlock a restraint,
such as restraint 694 (FIG. 30), for example. The actuator
5010 can cam the restraint, such that the restraint loos-
ens and/or releases the distal connector 5080.
[0110] In various embodiments, additional connectors
along the length of the cartridge body 5050 can be cut
or otherwise overcome by the actuator 5010 at or near
the beginning of the firing stroke. For example, a proximal
cutting edge on the actuator 5010 can cut an additional
proximal connector, and/or an intermediate cutting edge
on the actuator 5010 can cut an additional immediate
connector. The various cutting edges and/or portions of
the actuator 5010 can cut or otherwise overcome each
of the connectors at and/or near the beginning of the
firing stroke. Additionally or alternatively, the cutting edge
5036 of the firing assembly 5030 can cut or otherwise
overcome the additional connectors. For example, the
cutting edge 5036 of the firing assembly 5030 can cut a
connector at the proximal portion 5004 of the second jaw
5002 and the cutting edge 5020 of the actuator 5010 can
cut the distal connector 5080 before the fasteners are
ejected from the fastener cavities 5054 of the cartridge
body 5050. In certain embodiments, the actuator 5010
can over the distal connector 5080 as at least one fas-
tener is ejected from a fastener cavity 5054 and/or after
at least one fastener is ejected from a fastener cavity
5054.
[0111] Referring primarily to FIGS. 83 and 84, when
the actuator 5010 is blocked from further distal movement
by the hard stop 5060, the firing assembly 5030 can push
through the release stop 5014 in the slot 5012 of the
actuator 5010. For example, the nose 5040 of the firing
assembly 5030 can break the frangible bridge of the re-
lease stop 5014 to continue moving distally along the slot
5012 during the firing stroke. The frangible bridge can be
sufficiently rigid to withstand the force of the firing as-
sembly 5030 as the actuator 5010 shifts distally toward
the hard stop 5060, and can be sufficiently frangible to
break when the actuator 5010 reaches the hard stop 5060
without requiring excessive force by a motor and/or an
operator. The actuator 5010 and/or the frangible bridge
thereof can comprise stainless steel, titanium, aluminum,
liquid crystal polymer (LCP), nylon and/or ultem, for ex-
ample. In certain embodiments, the actuator 5010 can
comprise stainless steel and the frangible bridge can
comprise a thin piece of stainless steel. In certain em-
bodiments, the frangible bridge can include a perforation,
which can increase the frangibility thereof. The size and
shape of the perforation can be selected such that the
frangible bridge is appropriately breakable. In various
embodiments, the actuator 5010 can overcome the distal
connector 5080 before a fastener is fired from the fas-
tener cartridge 5050. In certain embodiments, at least
one fastener can be fired from a fastener cavity before
or while the actuator 5010 overcomes the distal connec-
tor 5080. Upon breaking through the release stop 5014,
the firing assembly 5030 can continue to move distally
along the slot 5056 (FIG. 81) in the cartridge body 5050

and along the slot 5012 in the actuator 5010 to eject fas-
teners from the fastener cartridge 5050 during the re-
maining portion of the firing stroke. Stated differently, the
firing assembly 5030 can actuate the actuator during a
first stage or portion of the firing stroke, and can fire fas-
teners from the fastener cavities 5054 and/or cut tissue
and/or the layer of material 5058 during a second stage
or portion of the firing stroke.
[0112] Referring now to FIGS. 85 and 86, an end ef-
fector assembly can include a first jaw 5102 and a second
jaw, illustrated elsewhere. In various embodiments, the
first jaw 5102 can include an anvil frame 5170 and a layer
of material releasably secured to the anvil frame 5170.
The layer of material can comprise a tissue thickness
compensator and/or a piece of buttress material, for ex-
ample, similar to the layer of material 5058 (FIGS. 81-84).
For example, the layer of material can be a piece of but-
tress material releasably secured to the anvil frame 5170.
In certain embodiments, the anvil frame 5170 can include
a slot 5172, which can extend from a proximal portion
5104 of the first jaw 5102 toward a distal portion 5106 of
the first jaw 5102. In various embodiments, a firing as-
sembly 5130 can translate along the slot 5172 of the anvil
frame 5170. For example, the firing assembly 5130 can
translate along the slot 5172 during a firing stroke. The
translation of the firing assembly 5130 along the slot 5172
can correspond to the translation of a firing element
through the second jaw of the end effector assembly. As
the firing element translates through the second jaw, for
example, the firing element can eject fasteners from the
second jaw into the layer of material and the tissue
clamped between the first jaw 5102 and the second jaw.
Referring primarily to FIG. 85, the firing assembly 5130
can include a firing bar 5132 and a nose 5136. In various
embodiments, the nose 5136 of the firing assembly 5130
can include a cutting edge for cutting tissue and the layer
of material clamped between the first jaw 5102 and the
second jaw.
[0113] Referring primarily to FIG. 85, the layer of ma-
terial can be releasably secured to the anvil frame 5170
by at least one connector. In certain embodiments, mul-
tiple connectors can secure the layer of material to the
anvil frame 5170. For example, a proximal connector can
secure the layer of material to the anvil frame 5170 at
the proximal portion 5104 of the first jaw 5102, and a
distal connector 5180 can secure the layer of material to
the anvil frame 5170 at the distal portion 5106 of the first
jaw 5102. In certain embodiments, additional connectors
can secure the layer of material to the anvil frame 5170.
In such embodiments, the additional connectors can be
spaced along at least a portion of the length of the anvil
frame 5170, and can be positioned between the proximal
connector and the distal connector 5180, for example.
[0114] Still referring primarily to FIG. 85, the distal con-
nector 5180 can hold the layer of material relative to the
anvil frame 5170. The layer of material can be released
from the anvil frame 5170 when the distal connector 5180
and any additional connectors are broken, cut, dislodged
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or otherwise overcome. In certain embodiments, the fir-
ing assembly 5130 can overcome the distal connector
5180 as the firing assembly 5130 translates along the
slot 5172 in the anvil frame 5170 during a firing stroke.
In various embodiments, an element of the first jaw 5102
can overcome the connector or connectors, such as or
including distal connector 5180, at or near the beginning
of the firing stroke. In other words, the first jaw 5102 can
overcome the distal connector 5180 at or near the be-
ginning of the firing stroke and before a fastener is ejected
into the clamped tissue. In various embodiments, the first
jaw 5102 can include an actuator 5110, for example,
which can overcome the distal connector 5080 at or near
the beginning of the firing stroke. The actuator 5110 can
overcome the distal connector 5180, and the layer of ma-
terial 5158 can be released from the anvil frame 5170
even when the firing stroke terminates prematurely, i.e.,
before the firing assembly 5130 reaches the distal portion
5106 of the first jaw 5102, for example. In various em-
bodiments, the actuator 5110 can comprise a longitudinal
plate that extends along a length of the anvil frame 5170.
In certain embodiments, the plate can include a longitu-
dinal portion on one side of the anvil slot 5172, another
longitudinal portion on another side of the anvil slot 5172,
and a distal bridge 5174 extending between the longitu-
dinal portions to reinforce the distal end of the actuator
5110. The actuator 5110 can extend through the first jaw
5102, and can be positioned between a fastener forming
surface and an outer surface of the first jaw 5102, for
example. Further, the actuator 5110 can be moveably
held relative to the anvil frame 5170. For example, the
actuator 5110 can move from a pre-actuated position
(FIG. 85) to an actuated position (FIG. 86).
[0115] Referring primarily to FIG. 85, the actuator 5110
can include a slot 5112, which can extend from the prox-
imal portion 5104 toward the distal portion 5106 of the
first jaw 5102 when the actuator 5110 is positioned rel-
ative to the anvil frame 5170. The slot 5112 in the actuator
5110 can correspond to and/or be aligned with the slot
5172 in the anvil frame 5170, for example. Further, the
firing assembly 5130 can translate along the slot 5112 in
the actuator 5110 as the firing assembly 5130 translates
along the slot 5172 in the anvil frame 5170 during the
firing stroke. In various embodiments, the firing assembly
5130 can engage the actuator 5110 to move the actuator
5110 distally when the firing assembly 5130 is at or near
the beginning of the firing stroke. In such embodiments,
the firing assembly 5130 can actuate the actuator 5110
at the proximal portion 5104 of the first jaw 5102. When
the actuator 5110 is actuated and moves distally, a distal
end of the actuator 5110 can cut or otherwise overcome
the distal connector 5180, for example. In other words,
the proximal actuation of the actuator 5110 can effectuate
the distal release of the layer of material from the anvil
frame 5172. In various embodiments, the actuator 5110
can merely shift distally to overcome the distal connector
5180. In at least one embodiment, the actuator 5110 can
shift approximately 1.0 mm before overcoming the distal

connector 5180. In certain embodiments, the actuator
5110 can shift approximately 0.5 mm to approximately
5.0 mm before overcoming the distal connector 5180
[0116] Referring still to FIGS. 85 and 86, the actuator
5110 can move from the pre-actuated position (FIG. 85)
to the actuated position (FIG. 86) when the firing assem-
bly 5130 moves between an unfired position and a par-
tially fired position during part of the firing stroke. In var-
ious embodiments, the slot 5112 in the actuator 5110
can include a release stop 5114. The release stop 5114
can have a narrower width than the portions of the slot
5112 adjacent to the release stop 5114, for example.
Referring primarily to FIG. 85, an element of the firing
assembly 5130 can push against the release stop 5114
as the firing assembly 5130 translates along the slot 5172
during the firing stroke. The firing assembly 5130 can
push against the release stop 5114 at or near the begin-
ning of the firing stroke, for example. In certain embodi-
ments, the release stop 5114 can be near the proximal
end of the slot 5112, and an element of the firing assembly
5130, such as the nose 5136, can abut the release stop
5114 upon the initiation of the firing stroke. When the
nose 5136 is positioned against the release stop 5114,
the nose 5136 can push against the actuator 5110 and
move the actuator 5110 distally. In certain embodiments,
the actuator 5110 can move distally until it reaches a hard
stop 5160, for example. The hard stop 5160 can be at
the distal portion 5106 of the first jaw 5102 and/or the
anvil frame 5170, and can prevent further distal move-
ment of the actuator 5110, for example.
[0117] Referring primarily to FIG. 86, when the actuator
5110 is pushed distally by the firing assembly 5130, the
actuator 5110 can cut or otherwise overcome the distal
connector 5180 to release the layer of material from the
anvil frame 5172 at the distal portion 5106 of the first jaw
5102. In certain embodiments, the actuator 5110 can in-
clude a notch 5124 for receiving and holding the distal
connector 5180. The notch 5124 can hold the distal con-
nector 5180 as the actuator 5110 shifts distally toward
the hard stop 5160. Further, the actuator 5110 can in-
clude a cutting edge 5120, for example, along the notch
5124. In certain embodiments, when the actuator 5110
moves toward the hard stop 5160, the distal connector
5180 can be pushed between the hard stop 5160 and
the cutting edge 5120 of the actuator 5110. In various
embodiments, the cutting edge 5120 can cut the distal
connector 5180 when the cutting edge 5120 is pushed
into the hard stop 5160. In such embodiments, the distal
connector 5080 can be cut by the cutting edge 5120 of
the actuator 5110 at or near the beginning of the firing
stroke. In various embodiments, the actuator 5110 can
overcome the distal connector 5180 without cutting it.
For example, the actuator 5110 can dislodge or stretch
the distal connector 5180 out of position such that the
distal connector 5180 no longer holds the layer of material
relative to the anvil frame 5170.
[0118] In various embodiments, additional connectors
along the length of the anvil frame 5170 can be cut or
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otherwise overcome by the actuator 5110 at or near the
beginning of the firing stroke. For example, a proximal
cutting edge on the actuator 5110 can cut an additional
proximal connector and/or an intermediate cutting edge
on the actuator 5110 can cut an additional intermediate
connector. The various cutting edges and/or portions of
the actuator 5110 can cut or otherwise overcome each
of the connectors at and/or near the beginning of the
firing stroke. Additionally or alternatively, a cutting edge
of the firing assembly 5130 can cut or otherwise over-
come the additional connectors. For example, the firing
assembly cutting edge can cut a connector at the proxi-
mal portion 5104 of the first jaw 5102 and the cutting
edge 5120 of the actuator 5110 can cut the distal con-
nector 5180 before the fasteners are ejected from the
cartridge body of the second jaw. In certain embodi-
ments, the actuator 5110 can overcome the distal con-
nector 5180 as at least one fastener is ejected from a
fastener cavity and/or after at least one fastener has been
ejected from a fastener cavity. When the actuator 5110
is blocked from further distal movement by the hard stop
5160, the firing assembly 5130 can push through the re-
lease stop 5114 in the slot 5112 of the actuator 5110.
When the firing assembly 5130 pushes through the re-
lease stop 5114, the firing assembly 5130 can widen the
width of the slot 5112 to permit passage of the firing as-
sembly 5130 therethrough. For example, the nose 5136
of the firing assembly 5130 can widen the release stop
5114 such that the firing bar 5132 can extend through
the release stop 5114 and translate along the slot 5112.
In various embodiments, the release stop 5114 can be
sufficiently rigid to withstand the force of the firing as-
sembly 5130 as the actuator 5110 shifts distally toward
the hard stop 5160, and can be sufficiently flexible to
widen when the actuator 5110 reaches the hard stop
5160 without requiring excessive force by a motor and/or
an operator. The actuator 5110 and/or the release stop
5114 thereof can comprise stainless steel, titanium, alu-
minum, liquid crystal polymer (LCP), nylon and/or ultem,
for example. In various embodiments, the actuator 5110
can overcome the distal connector 5180 before a fasten-
er is fired from the fastener cartridge of the second jaw.
In certain embodiments, the distal connector 5180 can
be overcome after and/or while at least one fastener is
ejected from a fastener cavity. Upon extending through
the release stop 5114, the firing assembly 5130 can con-
tinue to move distally along the slot 5172 in the anvil
frame 5172 and along the slot 5112 in the actuator 5110.
[0119] In various embodiments, an actuator can shift
proximally when actuated by the firing assembly. The
proximally-shifting actuator can overcome a proximal
connector, for example. In certain embodiments, a first
piece of an actuator can shift distally when actuated and
a second piece of the actuator can shift proximally when
actuated. The first and second pieces of the actuator can
simultaneously overcome the connectors. For example,
the first piece of the actuator can overcome a proximal
connector as the second piece of the actuator overcomes

the distal connector.
[0120] In various embodiments, an end effector as-
sembly can include a first jaw and a second jaw. In certain
embodiments, a layer of material can be releasably se-
cured to the first jaw and another layer of material can
be releasably secured to the second jaw. For example,
a first layer of material can be releasably secured to a
first jaw and/or an anvil frame, and a second layer of
material can be releasably secured to a second jaw
and/or a fastener cartridge assembly. In certain embod-
iments, an actuator, such as actuator 5010, for example,
can release the first layer of material from the first jaw,
and a second actuator, such as actuator 5110, for exam-
ple, can release the second layer of material from the
second jaw. The release of the first layer of material by
the first actuator and the second layer of material by the
second actuator can be timed. For example, the actua-
tors can be arranged and/or configured such that the first
and second layers of material can be released from the
end effector assembly simultaneously and/or consecu-
tively.
[0121] Referring generally to FIGS. 87-90, an end ef-
fector of a surgical stapling instrument can comprise a
first jaw and a second jaw, wherein at least one of the
first jaw and the second jaw can be configured to be
moved relative to the other. The end effector can com-
prise a first jaw including a staple cartridge channel and
a second jaw including an anvil such as, for example,
anvil 2030 (FIG. 88A) which may include a plurality of
forming pockets 2032 (FIG. 88A), wherein the anvil 2030
can be pivoted toward and/or away from the staple car-
tridge channel. The staple cartridge channel can be con-
figured to receive a staple cartridge 2010 (FIG. 87) which
can be removably retained within the staple cartridge
channel. Tissue T can be captured between anvil 2030
and staple cartridge 2010, for example, when anvil 2030
is pivoted toward the staple cartridge channel.
[0122] Referring primarily to FIG. 87, a staple cartridge
assembly such as, for example, staple cartridge assem-
bly 2000 can comprise a tissue thickness compensator,
such as tissue thickness compensator 2020 and a staple
cartridge, such as staple cartridge 2010, for example,
which may comprise a cartridge body 2012 and a multi-
step cartridge deck 2014. As illustrated in FIG. 87, car-
tridge deck 2014 may comprise a slot 2016 extending
longitudinally therethrough, wherein the slot 2016 can be
configured to receive a cutting member which can be
slidably moved through slot 2016.
[0123] Further to the above, as illustrated in FIG. 87,
cartridge deck 2014 may comprise a plurality of surfaces
2018a-c extending longitudinally along slot 2016, where-
in surface 2018a may lie closer to slot 2016 than surface
2018b which may lie closer to slot 2016 than surface
2018c. For example, surface 2018b may be laterally off-
set from surface 2018a in a direction away from slot 2016
and surface 2018c may be laterally offset from surface
2018b also in a direction away from slot 2016. In addition,
surfaces 2018a-c can be vertically offset from each other.
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For example, surfaces 2018a-c may each lie, or at least
substantially lie, in a separate plane wherein the planes
of surfaces 2018a-c can be vertically offset from each
other.
[0124] Further to the above, referring again to FIGS.
87-88B, the cartridge 2010 can comprise a plurality of
staple cavities 2022 within cartridge body 2012, wherein
cavities 2022 may comprise openings in surfaces 2018a-
c of cartridge deck 2014. A staple can be positioned within
each staple cavity 2022. For example, staples 2024a-c
can be positioned within cavities 2022 and can be sup-
ported by staple drivers 2026a-c within cartridge body
2012. A sled and/or firing member, for example, can be
advanced through the staple cartridge 2010 to lift the
staple drivers 2026a-c upwardly within the staple cavities
2022 and eject the staples 2024a-c from cavities 2022
through the openings in the surfaces 2018a-c, respec-
tively. The staples 2024a-c may be formed by advancing
the staples 2024a-c against corresponding forming pock-
ets 2032 defined in the anvil 2030 while the anvil 2030
is in the closed position.
[0125] As illustrated in FIG. 88A, drivers 2026a-c can
be positioned at different unfired distances from corre-
sponding forming pockets 2032 defined in the anvil 2030
when anvil 2030 is in a closed position. For example, as
illustrated in FIG. 88A, drivers 2026a can be positioned
a first unfired distance from their corresponding forming
pockets 2032, drivers 2026b can be positioned a second
unfired distance from their corresponding forming pock-
ets 2032, and drivers 2026c can be positioned a third
unfired distance from their corresponding forming pock-
ets 2032, wherein the first distance may be shorter than
the second distance, and wherein the second distance
may be shorter than the third distance, for example. Re-
ferring now to FIG. 88B, the staple drivers 2026a can
drive the staples 2024a supported thereon to a first
formed height 2021a, staple drivers 2026b can drive the
staples 2024b supported thereon to a second formed
height 2021b, and staple drivers 2026c can drive the sta-
ples 2024c supported thereon to a third formed height
2021c, wherein the first formed height 2021a may be
shorter than the second formed height 2021b and the
second formed height 2021b may be shorter than the
third formed height 2021c, for example. Staples 2024a-
c can comprise the same, or substantially the same, un-
formed or unfired height. Alternatively, the drivers 2026a-
c can support staples having different unformed heights.
In addition, as illustrated in FIG. 88A, the tips of the un-
formed staples 2024a-c can lie, or at least substantially
lie, in different planes in their unfired positions. Alterna-
tively, staple cartridge 2010 may include unformed sta-
ples comprising staple tips that may lie, or at least sub-
stantially lie, in a single plane. Other embodiments are
envisioned in which the staples 2024a-c can be formed
to any suitable formed heights and/or any relative formed
heights.
[0126] Referring again to FIGS. 87-88B, the tissue
thickness compensator 2020 may include a plurality of

portions, such as portions 2020a-c (See FIG. 87) which
can be captured by staples 2024a-c, respectively. Por-
tions 2020a-c, as illustrated in FIG 88A, can be laterally
offset from each other. For example, portions 2020b can
be laterally offset from portions 2020a in a direction away
from slot 2016 and portions 2020c can be laterally offset
from portions 2020b also in a direction away from slot
2016. Furthermore, Portions 2020a-c, as illustrated in
FIG 88A, may include deck contacting surfaces 2036a-
c, wherein compensator 2020 can be positioned against
cartridge deck 2014 such that deck contacting surfaces
2036a-c may be removably positioned against or adja-
cent surfaces 2018a-c of deck 2014, respectively. Similar
to surfaces 2018a-c, the deck contacting surfaces 2036a-
c can be vertically offset from each other. For example,
as illustrated in FIG. 88A, surfaces 2036a-c may each
lie, or at least substantially lie, in a separate plane, where-
in the planes of surfaces 2036a-c can be vertically offset
from each other. In other words, surface 2036a may lie
in a first plane, surface 2036b may lie in a second plane,
and surface 2036c may lie in a third plane, wherein the
first plane is closer than the second plane to a datum and
the second plane is closer than the third plane to a datum
such as, for example, datum 2031 at anvil 2030. As illus-
trated in FIG. 88A, datum 2031 may comprise a plane
that passes through anvil 2030 when anvil 2030 is in the
closed position, wherein datum 2031 may be parallel, or
substantially parallel, to surfaces 2036a-c.
[0127] Further to the above, as illustrated in FIG. 88A,
the distance between the planes of surfaces 2036a and
2036b can be the same, or at least substantially the same
as the distance between the planes of surfaces 2036b
and 2036c. Alternatively, the distance between the
planes of surfaces 2036a and 2036b can be different
from the distance between the planes of surfaces 2036b
and 2036c. For example, the distance between the
planes of surfaces 2036a and 2036b can be smaller than
the distance between the planes of surfaces 2036b and
2036c.
[0128] Referring again to FIGS. 87-88B, portions
2020a-c may comprise tissue contacting surfaces
2034a-c which can be positioned against or adjacent tis-
sue T. Similar to surfaces 2018a-c, as illustrated in FIG.
88A, the tissue contacting surfaces 2034a-c may be ver-
tically offset from each other. For example, as illustrated
in FIG. 88A, surfaces 2034a-c may each lie, or at least
substantially lie, in a separate plane, wherein the planes
of surfaces 2034a-c can be vertically offset from each
other. In other words, surface 2034a may lie in a first
plane, surface 2034b may lie in a second plane, and sur-
face 2034c may lie in a third plane, wherein the first plane
is closer than the second plane to a datum and the second
plane is closer than the third plane to datum 2031, where-
in datum 2031 may be parallel, or substantially parallel,
to surfaces 2036a-c.
[0129] Further to the above, the distance between the
planes of surfaces 2034a and 2034b can be the same,
or at least substantially the same as the distance between
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the planes of surfaces 2034b and 2034c. Alternatively,
the distance between the planes of surfaces 2034a and
2034b can be different from the distance between the
planes of surfaces 2034b and 2034c. For example, the
distance between the planes of surfaces 2034a and
2034b can be smaller than the distance between the
planes of surfaces 2034b and 2034c.
[0130] Referring to FIGS. 88-90, portions 2020a-c of
compensator 2020 may comprise a uniform, or substan-
tially uniform uncompressed thickness. For example, as
illustrated in the cross-sectional view in FIG. 88, portions
2020a may comprise a first uncompressed thickness be-
tween surfaces 2034a and surfaces 2036a and portions
2020b may comprise a second uncompressed thickness
between surfaces 2034b and surfaces 2036b, wherein
the first uncompressed thickness can be the same or
substantially the same as the second uncompressed
thickness. In addition, portions 2020c can comprise a
third uncompressed thickness between surfaces 2034c
and 2036c, wherein the third uncompressed thickness
can be the same, or substantially the same as the first
uncompressed thickness and/or the second uncom-
pressed thickness.
[0131] Alternatively, compensator 2020 may comprise
portions having different uncompressed thicknesses,
wherein all or some of portions 2020a-c may comprise
different uncompressed thicknesses. For example, as il-
lustrated in FIG. 89, the third uncompressed thickness
of portions 2020c may be greater than the second un-
compressed thickness of portions 2020a while the first
uncompressed thickness of portions 2020a may com-
prise the same, or substantially the same, uncompressed
thickness as the second uncompressed thickness of por-
tions 2020b. Under certain circumstances, the second
uncompressed thickness can be greater than the first
uncompressed thickness and the third uncompressed
thickness can be greater than the second uncompressed
thickness thereby forming a thickness gradient. Accord-
ingly, compensator 2020 may comprise a thickness gra-
dient, wherein the uncompressed thickness of certain
portions of compensator 2020 may depend on the rela-
tive position of these portions. For example, compensator
2020 may comprise central portions having a minimum
uncompressed thickness, peripheral portions having a
maximum uncompressed thickness, and intermediate
portions having a medium uncompressed thickness. Al-
ternatively, the central portions may comprise a maxi-
mum uncompressed thickness and the peripheral por-
tions may comprise a minimum uncompressed thick-
ness. The reader will appreciate that the thickness of
portions 2020a-c and their relative positions within the
compensator 2020 can be configured to provide a de-
sired thickness compensation for the tissue T within the
formed staples 2024a-c.
[0132] Further to the above, as illustrated in FIG. 88B,
formed staples 2024a-c may capture tissue T and/or
compensator 2020, wherein captured tissue T and cap-
tured compensator 2020 may compete for space within

formed staples 2024a-c. Accordingly, tissue T and/or
compensator 2020 can be compressed under compres-
sion forces applied thereto by formed staples 2024a-c
which may depend, at least in part, on the formed heights
of the staples 2024a-c, compressibility of tissue T, com-
pressibility of compensator 2020, tissue T thickness,
and/or compensator 2020 thickness. Accordingly, some
or all of these parameters can be manipulated to yield a
desired compression in the tissue T within the formed
staples 2024a-c.
[0133] Further to the above, the compressibility of the
tissue T may depend, at least in part, on the modulus of
elasticity of the tissue T and the compressibility of com-
pensator 2020 may depend, at least in part, on the mod-
ulus of elasticity of compensator 2020, wherein a greater
modulus of elasticity may result in greater compressibil-
ity. For example, as illustrated in FIG. 88B, staples 2024a
may capture corresponding portions 2020a of compen-
sator 2020 and corresponding tissue T which may result
in a competition for space between the portions 2020a
and corresponding tissue T within the formed staples
2024a. In the example illustrated in FIG. 88B, the tissue
T may comprise a greater modulus of elasticity than the
corresponding portions 2020a. Accordingly, formed sta-
ples 2024a may compress tissue T to a greater degree
than corresponding portions 2020a. Furthermore, as de-
scribed above and as illustrated in FIG. 88B, the formed
height 2021a of staples 2024a may be shorter than the
formed height 2021b of staples 2024b and the formed
height 2021b may be shorter than the formed height
2021c of staples 2024c. Accordingly, the space available
within formed staples 2024a may be less than the space
available within formed staples 2024b which may be less
than the space available within formed staples 2024c. In
result, the tissue T within formed staples 2024a may be
compressed to a greater degree than the tissue T within
formed staples 2024b which may be compressed to a
greater degree than the tissue T within formed staples
2024c.
[0134] Further to the above, portions 2020a-c of com-
pensator 2020 may comprise different moduli of elasticity
which may result in different degrees of compressibility
across compensator 2020. For example, portions 2020a
may comprise a greater modulus of elasticity than the
portions 2020b and the portions 2020b may comprise a
greater modulus of elasticity than the portions 2020c. In
result, a modulus of elasticity gradient may exist across
the compensator 2020 wherein a central portion, for ex-
ample one of the portions 2020a, may comprise a greater
modulus of elasticity than a peripheral portion, for exam-
ple one of the portions 2020c. In addition, an intermediate
portion, for example one of the portions 2020b, may com-
prise a greater modulus of elasticity than the peripheral
portion and a lesser modulus of elasticity than the central
portion. Accordingly, tissue T within the formed staples
2024a-c may be configured to experience a desirable
compression force by manipulating the modulus of elas-
ticity of the corresponding portions 2020a-c.
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[0135] Referring again to FIG. 88B, as described
above, the compression forces experienced by the tissue
T and the compensator 2020 may depend, at least in
part, on the heights 2021a-c of the formed staples 2024a-
c which may determine the total space available within
formed staples 2024a-c for the tissue T and the corre-
sponding portions 2020a-c of compensator 2020 to com-
pete therein. For example, as illustrated in FIG. 88B, the
space available within formed staples 2024c may be
greater than the space available within formed staples
2024b and the space available within formed staples
2024b may be greater than the space available within
formed staples 2024a. In result, tissue T and correspond-
ing portions 2020a may experience greater compression
forces within staples 2024a than that experienced by tis-
sue T and corresponding portions 2020b within formed
staples 2024b. In addition, tissue T and corresponding
portions 2020b may experience greater compression
forces within formed staples 2024b than that experienced
by tissue T and corresponding portions 2020c within
formed staples 2024c. Accordingly, a tissue compression
gradient can be established, wherein tissue T within
formed staples 2024a may experience a greater com-
pression than tissue T within formed staples 2024b and
tissue T within staples 2024b may experience a greater
compression than tissue T within staples 2024c. Other
embodiments are envisioned in which a tissue thickness
compensator and formed staples can be made to induce
a suitable compression through the tissue T within the
formed staples.
[0136] Further to the above, referring to FIG. 89, a tis-
sue thickness compensator 2020’ may comprise a plu-
rality of portions 2020’a-c. The compression forces ex-
perienced by tissue T and the compensator 2020’ upon
being captured by staples 2024a-c can depend, at least
in part, upon the thickness of portions 2020’a-c of com-
pensator 2020’. The portions 2020’a-c may comprise dif-
ferent uncompressed thicknesses. For example, as illus-
trated in FIG. 89, the portions 2020’c may comprise a
greater uncompressed thickness than the portions
2020’a and 2020’b which may result in a greater com-
pression in the tissue T captured by staples 2024c than
the tissue T captured by staples 2024a and 2024b. Under
certain circumstances, the compression forces experi-
enced by captured tissue T and captured compensator
2020’ may be directly proportional to the thickness of
compensator 2020’.
[0137] Referring now to FIG. 90, a tissue thickness
compensator composite such as, for example, composite
2060 can comprise multiple tissue thickness compensa-
tors. For example, composite 2060 may comprise tissue
thickness compensator 2020 and tissue thickness com-
pensator 2080, wherein compensator 2080 can be posi-
tioned, at least in part, adjacent or against compensator
2020. For example, compensator 2080 can be selectively
positioned over certain portions of compensator 2020 to
provide, for example, a desirable thickness and/or com-
pliance. As illustrated in FIG. 90, compensator 2080 may

comprise portions 2080c which can be positioned over,
for example, portions 2020c of compensator 2020.
[0138] Further to the above, compensator 2080 and
compensator 2020 can be joined together, for example,
by an adhesive. Other attachment means for attaching
compensator 2020 to compensator 2080 are contemplat-
ed within the scope of this disclosure. Similar to compen-
sator 2020, the portions of compensator 2080 may com-
prise various thicknesses, moduli of elasticity, and/or rel-
ative spatial arrangements. Furthermore, the portions of
compensator 2080 and the corresponding portions of
compensator 2020 may comprise the same or different
uncompressed thickness and/or moduli of elasticity. For
example, portions 2080c may comprise a higher modulus
of elasticity than portions 2020c to provide and may pro-
vide a compliant tissue contacting surface on a peripheral
region of composite 2080.
[0139] Further to the above, compensator 2020 and/or
compensator 2080 may be comprised of biocompatible
materials. In addition, compensator 2020 and/or com-
pensator 2080 may be comprised of biodegradable ma-
terials such as, for example, PGA, PCL, PLLA, and/or
combinations thereof, for example. Compensator 2020
and compensator 2080 may be comprised of the same
material or different materials to yield a desired localized
compressibility across composite 2080.
[0140] As described herein, a tissue thickness com-
pensator can compensate for variations in the thickness
of tissue that is captured within the staples ejected from
a staple cartridge and/or contained within a staple line,
for example. Stated another way, certain staples within
a staple line can capture thick portions of the tissue while
other staples within the staple line can capture thin por-
tions of the tissue. In such circumstances, the tissue
thickness compensator can assume different heights or
thicknesses within the staples and apply a compressive
force to the tissue captured within the staples regardless
of whether the captured tissue is thick or thin. In various
embodiments, a tissue thickness compensator can com-
pensate for variations in the hardness of the tissue. For
instance, certain staples within a staple line can capture
highly compressible portions of the tissue while other sta-
ples within the staple line can capture portions of the
tissue which are less compressible. In such circumstanc-
es, the tissue thickness compensator can be configured
to assume a smaller height within the staples that have
captured tissue having a lower compressibility, or higher
hardness, and, correspondingly, a larger height within
the staples that have captured tissue having a higher
compressibility, or lower hardness, for example. In any
event, a tissue thickness compensator, regardless of
whether it compensates for variations in tissue thickness
and/or variations in tissue hardness, for example, can be
referred to as a ’tissue compensator’ and/or as a ’com-
pensator’, for example.
[0141] The devices disclosed herein can be designed
to be disposed of after a single use, or they can be de-
signed to be used multiple times. In either case, however,
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the device can be reconditioned for reuse after at least
one use. Reconditioning can include any combination of
the steps of disassembly of the device, followed by clean-
ing or replacement of particular pieces, and subsequent
reassembly. In particular, the device can be disassem-
bled, and any number of the particular pieces or parts of
the device can be selectively replaced or removed in any
combination. Upon cleaning and/or replacement of par-
ticular parts, the device can be reassembled for subse-
quent use either at a reconditioning facility, or by a sur-
gical team immediately prior to a surgical procedure.
Those skilled in the art will appreciate that reconditioning
of a device can utilize a variety of techniques for disas-
sembly, cleaning/replacement, and reassembly. Use of
such techniques, and the resulting reconditioned device,
are all within the scope of the present application.
[0142] Preferably, the invention described herein will
be processed before surgery. First, a new or used instru-
ment is obtained and if necessary cleaned. The instru-
ment can then be sterilized. In one sterilization technique,
the instrument is placed in a closed and sealed container,
such as a plastic or TYVEK bag. The container and in-
strument are then placed in a field of radiation that can
penetrate the container, such as gamma radiation, x-
rays, or high-energy electrons. The radiation kills bacteria
on the instrument and in the container. The sterilized in-
strument can then be stored in the sterile container. The
sealed container keeps the instrument sterile until it is
opened in the medical facility.
[0143] Various embodiments described herein are de-
scribed in the context of staples removably stored within
staple cartridges for use with surgical stapling instru-
ments. In some circumstances, staples can include wires
which are deformed when they contact an anvil of the
surgical stapler. Such wires can be comprised of metal,
such as stainless steel, for example, and/or any other
suitable material. Such embodiments, and the teachings
thereof, can be applied to embodiments which include
fasteners removably stored with fastener cartridges for
use with any suitable fastening instrument.
[0144] Various embodiments described herein are de-
scribed in the context of tissue thickness compensators
attached to, and/or for use with, staple cartridges and/or
fastener cartridges. Such tissue thickness compensators
can be utilized to compensate for variations in tissue
thickness from one end of a staple cartridge to another,
or for variations in tissue thickness captured within one
staple, or fastener, as compared to another. Such tissue
thickness compensators can also be utilized to compen-
sate for variations in tissue thickness from one side of a
staple cartridge to another. Such embodiments, and the
teachings thereof, can be applied to embodiments which
include a layer, or layers, of material attached to, and/or
for use with, staple cartridges and/or fastener cartridges.
A layer can include buttress material.
[0145] Various embodiments described herein are de-
scribed in the context of linear end effectors and/or linear
fastener cartridges. Such embodiments, and the teach-

ings thereof, can be applied to non-linear end effectors
and/or non-linear fastener cartridges, such as, for exam-
ple, circular and/or contoured end effectors. For example,
various end effectors, including non-linear end effectors,
are disclosed in U.S. Patent Application Ser. No.
13/036,64, filed February 28, 2011, entitled SURGICAL
STAPLING INSTRUMENT, now U.S. Patent Application
Publication No. 2011/0226837; U.S. Patent Application
Ser. No. 12/893,461, filed September 29, 2012, entitled
STAPLE CARTRIDGE, now U.S. Patent Application
Publication No. 2012/0074198; and U.S. Patent Applica-
tion Ser. No. 12/031,873, filed February 15, 2008, entitled
END EFFECTORS FOR A SURGICAL CUTTING AND
STAPLING INSTRUMENT, now U.S. Patent No.
7,980,443.
[0146] While this invention has been described as hav-
ing exemplary designs, the present invention may be fur-
ther modified within the scope of the disclosure. This ap-
plication is therefore intended to cover any variations,
uses, or adaptations of the invention using its general
principles. Further, this application is intended to cover
such departures from the present disclosure as come
within known or customary practice in the art to which
this invention pertains.

Claims

1. A staple cartridge assembly, comprising:

a cartridge body, comprising:

a deck; and
a plurality of staples movable between un-
fired positions and fired positions;

a layer (1000) of material, wherein said staples
are configured to at least partially capture said
layer (1000) when said staples are moved be-
tween said unfired positions and said fired po-
sitions; and
characterised in that the cartridge assembly
comprises a cushioning member (1043) at least
partially extending around a peripheral portion
(1006) of said layer such that the cushioning
member provides a pliable edge that is config-
ured to contact tissue.

2. The staple cartridge assembly of Claim 1, wherein
said layer (1000) is comprised from a first biocom-
patible material, wherein said cushioning member
(1043) is comprised from a second biocompatible
material, and wherein said first biocompatible mate-
rial is different from said second biocompatible ma-
terial.

3. The staple cartridge assembly of Claim 1, wherein
said cushioning member (1043) is comprised from
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oxidized regenerated cellulose.

4. The staple cartridge assembly of Claim 1, wherein
said cushioning member (1043) comprises beads
configured to soften upon implantation in a patient.

5. The staple cartridge assembly of Claim 1, wherein
said cushioning member (1043) comprises alginate
beads.

Patentansprüche

1. Klammermagazinanordnung, umfassend:

einen Magazinkörper, umfassend:

ein Deck; und
eine Vielzahl von Klammern, die zwischen
nicht abgefeuerten Positionen und abge-
feuerten Positionen bewegbar sind;

eine Schicht (1000) aus Material, wobei die
Klammern ausgelegt sind, die Schicht (1000)
zumindest teilweise zu erfassen, wenn die
Klammern zwischen den nicht abgefeuerten Po-
sitionen und den abgefeuerten Positionen be-
wegt werden; und
dadurch gekennzeichnet, dass die Magazin-
anordnung
ein Polsterungselement (1043) umfasst, das
sich zumindest teilweise um einen Umfangsab-
schnitt (1006) der Schicht erstreckt, derart, dass
das Polsterungselement einen biegsamen
Rand bereitstellt, der für Kontakt mit Gewebe
ausgelegt ist.

2. Klammermagazinanordnung nach Anspruch 1, wo-
bei die Schicht (1000) aus einem ersten biokompa-
tiblen Material besteht, wobei das Polsterungsele-
ment (1043) aus einem zweiten biokompatiblen Ma-
terial besteht und wobei sich das erste biokompatible
Material vom zweiten biokompatiblen Material unter-
scheidet.

3. Klammermagazinanordnung nach Anspruch 1, wo-
bei das Polsterungselement (1043) aus oxidierter re-
generierter Cellulose besteht.

4. Klammermagazinanordnung nach Anspruch 1, wo-
bei das Polsterungselement (1043) Perlen umfasst,
die ausgelegt sind, bei Implantation in einen Patien-
ten weich zu werden.

5. Klammermagazinanordnung nach Anspruch 1, wo-
bei das Polsterungselement (1043) Alginatperlen
umfasst.

Revendications

1. Ensemble cartouche d’agrafes, comprenant :

un corps de cartouche, comprenant :

une plateforme ; et
une pluralité d’agrafes mobiles entre des
positions non éjectées et des positions
éjectées ;

une couche (1000) de matériau, lesdites agrafes
étant configurées pour capturer au moins par-
tiellement ladite couche (1000) lorsque lesdites
agrafes sont déplacées entre lesdites positions
non éjectées et lesdites positions éjectées ; et
caractérisé en ce que l’ensemble cartouche
comprend
un élément de matelassage (1043) s’étendant
au moins partiellement autour d’une partie pé-
riphérique (1006) de ladite couche de telle sorte
que l’élément de matelassage forme un bord
souple qui est configuré pour venir en contact
avec un tissu.

2. Ensemble cartouche d’agrafes selon la revendica-
tion 1, dans lequel ladite couche (1000) est consti-
tuée d’un premier matériau biocompatible, dans le-
quel ledit élément de matelassage (1043) est cons-
titué d’un second matériau biocompatible, et dans
lequel ledit premier matériau biocompatible est dif-
férent dudit second matériau biocompatible.

3. Ensemble cartouche d’agrafes selon la revendica-
tion 1, dans lequel ledit élément de matelassage
(1043) est constitué de cellulose régénérée oxydée.

4. Ensemble cartouche d’agrafes selon la revendica-
tion 1, dans lequel ledit élément de matelassage
(1043) comprend des billes configurées pour se ra-
mollir lors de l’implantation dans un patient.

5. Ensemble cartouche d’agrafes selon la revendica-
tion 1, dans lequel ledit élément de matelassage
(1043) comprend des billes d’alginate.
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