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(57) The present invention provides an apparatus
operation device, an apparatus operation method, and
an electronic apparatus system that enable a necessary
operation to be easily performed by using a line of sight
and a gesture and that reduce restrictions on the arrange-
ment of an apparatus. In an endoscope system (10) ac-
cording to an embodiment of the present invention, it is
not necessary to touch an actual keyboard, mouse, or
button to operate an endoscope apparatus (100), and
thus it is not necessary to shift an instrument from one
hand to the other hand or peel of/put on gloves in a med-
ical setting. Accordingly, a necessary operation can be
easily performed by using a line of sight and a gesture.
In addition, it is not necessary to provide a keyboard,
mouse, or button for operating the endoscope apparatus,
and restrictions on the arrangement of the apparatus can
be reduced. Furthermore, virtual objects corresponding
to an apparatus to be operated and operation details are
displayed in a pseudo manner, and thus the virtual object
on which an operation is to be performed can be easily
determined.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to an apparatus
operation device, an apparatus operation method, and
an electronic apparatus system, and particularly relates
to a technique for operating an apparatus by using a line
of sight and a gesture of a user.

2. Description of the Related Art

[0002] Various types of apparatuses are typically op-
erated by a user directly touching an apparatus with
his/her hand or foot or operating an operation apparatus
or device provided in the apparatus. However, depending
on a type or usage situation of an apparatus, restrictions
may be imposed on a user’s action of operating a main
body of the apparatus or a peripheral apparatus, or on
the arrangement of the operation apparatus or device.
For example, in an operation of a mobile apparatus, such
as a smartphone or a game machine, driving of a car, or
an operation of a medical apparatus, a user may be un-
able to freely use both hands while holding or operating
the apparatus. As for a medical apparatus, the user may
need to peel of/put on gloves or wash hands before/after
operating the apparatus, and it may be difficult to smooth-
ly operate the apparatus.
[0003] Accordingly, a technique for operating an ap-
paratus by using a line of sight and a gesture in these
situations is known (see, for example, JP2014-218199A,
JP2014-149640A, and JP2001-070293A).
JP2014-218199A describes that a line of sight of a driver
is detected to select an image displayed on a windshield
of a car and the selection of the image is confirmed by a
motion of a hand. JP2014-149640A describes that a tar-
get apparatus to be operated, such as an instrument pan-
el switch, is selected by using a line of sight and a gesture,
such as a hand gesture, sign, or change in the shape of
a hand, of a driver, and then the selected apparatus is
operated. JP2001-070293A describes that an operation,
such as selection of a command of an X-ray diagnostic
apparatus, is performed by using visual point detecting
means and noncontact fingertip detecting means.

SUMMARY OF THE INVENTION

[0004] However, in the related art described in
JP2014-218199A, JP2014-149640A, and
JP2001-070293A, it is not easy to perform a necessary
operation. For example, in JP2014-218199A and
JP2014-149640A, if an operation to be performed is com-
plicated, an action of a user (movement of a line of sight
or a gesture) is complicated and troublesome. If a nec-
essary gesture is forgotten, performing a gesture is likely
to interfere with driving of a car. In JP2001-070293A,

fingertip detecting means that is provided near a hand of
an operator is used, but use of an actual instrument or
the like for operating an apparatus is likely to restrict the
arrangement of the apparatus.
[0005] As described above, in the related art, it is dif-
ficult to easily perform a necessary operation in an ap-
paratus that is to be operated by using a line of sight and
a gesture, and many restrictions are imposed on the ar-
rangement of the apparatus.
[0006] The present invention has been made in view
of the above-described circumstances, and an object of
the present invention is to provide an apparatus operation
device, an apparatus operation method, and an electron-
ic apparatus system that enable a necessary operation
to be easily performed by using a line of sight and a ges-
ture and that reduce restrictions on the arrangement of
an apparatus.
[0007] To achieve the above-described object, an ap-
paratus operation device according to a first aspect of
the present invention includes a line-of-sight detecting
unit that detects a line of sight of a user; a pseudo display
unit that displays a virtual object in a pseudo manner; a
gesture detecting unit that detects one or more gestures
of the user performed on the virtual object that is dis-
played in a pseudo manner; a determining unit that de-
termines, based on the line of sight that has been detect-
ed and the one or more gestures that have been detected,
a target apparatus to be operated and operation details
for the target apparatus; and a control unit that controls
the target apparatus and causes the target apparatus to
execute the operation details that have been determined.
[0008] In the apparatus operation device according to
the first aspect, a virtual object is displayed in a pseudo
manner and a gesture performed on the virtual object is
detected, and thus a necessary operation can be easily
performed. In addition, since determination and control
are performed based on a line of sight and a gesture
performed on a virtual object, it is not necessary to actu-
ally provide an instrument or member for operation and
it is not necessary to directly touch the instrument or
member. Accordingly, restrictions on the arrangement of
the apparatus are reduced.
[0009] In the first aspect, pseudo display of a virtual
object may be performed in accordance with a target ap-
paratus to be operated and operation details. Specifical-
ly, for example, an object to be displayed in a pseudo
manner and a display mode can be determined by con-
sidering conditions, for example, which type of apparatus
is used as a target apparatus to be operated, and which
process can be executed by the target apparatus.
[0010] In the first aspect, a virtual object that is dis-
played in a pseudo manner may be an object imitating
an instrument or member that is actually used for an op-
eration or may be an object unrelated to the instrument
or member. The virtual object may have a character, fig-
ure, or symbol displayed thereon or may be colored in
accordance with a target apparatus to be operated and
operation details. Alternatively, the display may be
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changed in accordance with a gesture that has been de-
tected. A gesture may be performed by using a part of
the body, such as a hand or foot. In the first aspect, a
single target apparatus to be operated may be used, or
one or more apparatuses may be selected from among
a plurality of apparatuses, based on a line of sight and a
gesture.
[0011] In an apparatus operation device according to
a second aspect, in the first aspect, the determining unit
determines, based on the line of sight that has been de-
tected and a first gesture among the one or more gestures
that have been detected, the target apparatus and the
operation details, and confirms the determination, based
on a second gesture among the one or more gestures
that have been detected. The second aspect is for defin-
ing a condition for confirming the determination. The sec-
ond gesture is a gesture for confirming the determination
and thus may be simpler than the first gesture.
[0012] In an apparatus operation device according to
a third aspect, in the second aspect, the virtual object is
one of a plurality of virtual objects, the pseudo display
unit displays the plurality of virtual objects in a pseudo
manner, and the gesture detecting unit detects, as the
first gesture, a gesture performed on a first virtual object
among the plurality virtual objects, and detects, as the
second gesture, a gesture performed on a second virtual
object among the plurality of virtual objects. According
to the third aspect, a gesture is detected by associating
the first and second virtual objects with the first and sec-
ond gestures, respectively, and thus a target to be oper-
ated and operation details can be designated reliably and
easily. The first and second virtual objects may be simul-
taneously displayed. Alternatively, the first virtual object
may be displayed first, the first gesture may be detected,
and then the second virtual object may be displayed.
[0013] In an apparatus operation device according to
a fourth aspect, in any one of the first to third aspects,
the line-of-sight detecting unit detects a movement of the
line of sight, and the determining unit determines, based
on the movement of the line of sight that has been de-
tected, the target apparatus and the operation details for
the target apparatus. According to the fourth aspect, a
target apparatus to be operated and operation details are
determined based on not only the position of a line of
sight (point of gaze) at a certain point of time but also a
movement of the line of sight, and thus the target to be
operated and the operation details can be appropriately
designated.
[0014] In an apparatus operation device according to
a fifth aspect, in any one of the first to fourth aspects, the
operation details include a function that the control unit
causes the target apparatus to execute, and an execution
condition for the function. In the fifth aspect, a function
to be executed by a target apparatus to be operated and
an execution condition can be designated, and thus the
user can easily perform an intended operation. In the fifth
aspect, an "execution condition" is a specific value of a
condition that needs to be specified to execute a function,

for example, a range, an amount, a time, or a level of a
process.
[0015] In an apparatus operation device according to
a sixth aspect, in any one of the first to fifth aspects, the
gesture detecting unit detects a hand gesture of the user.
The sixth aspect defines a specific portion used in a ges-
ture. In the sixth aspect, a gesture of a portion from a
wrist to fingertips may be detected.
[0016] In an apparatus operation device according to
a seventh aspect, in any one of the first to sixth aspects,
the line-of-sight detecting unit suspends detection of the
line of sight upon detection of the one or more gestures
being started by the gesture detecting unit, and starts
detection of the line of sight upon detection of the one or
more gestures being finished by the gesture detecting
unit. In the seventh aspect, conditions for starting and
finishing detection of a line of sight are provided, so that
detection of a line of sight, operation of an apparatus,
and so forth can be stably performed.
[0017] To achieve the above-described object, an ap-
paratus operation method according to an eighth aspect
of the present invention is an apparatus operation meth-
od for an apparatus operation device including a line-of-
sight detecting unit that detects a line of sight of a user,
a pseudo display unit that displays a virtual object in a
pseudo manner, and a gesture detecting unit that detects
one or more gestures of the user performed on the virtual
object that is displayed in a pseudo manner, the appa-
ratus operation method including a determination step of
determining, based on the line of sight that has been
detected by the line-of-sight detecting unit and the one
or more gestures that have been detected by the gesture
detecting unit, a target apparatus to be operated and op-
eration details for the target apparatus; and a control step
of controlling the target apparatus and causing the target
apparatus to execute the operation details that have been
determined. In the apparatus operation method accord-
ing to the eighth aspect, a necessary operation can be
easily performed by using a line of sight and a gesture
performed on a virtual object, and restrictions on the ar-
rangement of the apparatus can be reduced, as in the
first aspect.
[0018] To achieve the above-described object, an
electronic apparatus system according to a ninth aspect
of the present invention includes the apparatus operation
device according to any one of the first to seventh as-
pects; and an electronic apparatus which is the target
apparatus. In the electronic apparatus system according
to the ninth aspect, a necessary operation can be easily
performed by using a line of sight and a gesture per-
formed on a virtual object, and restrictions on the arrange-
ment of the apparatus can be reduced, as described
above regarding the first to seventh aspects.
[0019] In an electronic apparatus system according to
a tenth aspect, in the ninth aspect, the electronic appa-
ratus includes an image display unit that displays an im-
age, and the control unit controls the electronic apparatus
and causes the electronic apparatus to process the im-
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age displayed on the image display unit. According to
the ninth aspect, a process for an image obtained by the
electronic apparatus can be executed by using a line of
sight and a gesture.
[0020] In an electronic apparatus system according to
an eleventh aspect, in the ninth or tenth aspect, the elec-
tronic apparatus is a medical apparatus. In a medical
apparatus, there are restrictions on the maintenance, ac-
tions, usage situations, and so forth. In the electronic
apparatus system according to the eleventh aspect, a
medical apparatus can be easily operated by using a line
of sight and a gesture performed on a virtual object, and
the arrangement of the apparatus is less restricted. In
the eleventh aspect, the medical apparatus may be an
endoscope apparatus, an X-ray diagnostic apparatus, an
ultrasound diagnostic apparatus, an image interpretation
support apparatus, a dental diagnostic/treatment appa-
ratus, or the like, but is not limited thereto.
[0021] An apparatus operation device, an apparatus
operation method, and an electronic apparatus system
according to the present invention enable a necessary
operation to be easily performed by using a line of sight
and a gesture, and reduce restrictions on the arrange-
ment of an apparatus.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

Fig. 1 is a diagram illustrating the overall configura-
tion of an electronic apparatus system according to
an embodiment of the present invention;
Fig. 2 is a block diagram illustrating the configuration
of the electronic apparatus system according to an
embodiment of the present invention;
Fig. 3 is a diagram illustrating a state of observation
using an endoscope included in the electronic appa-
ratus system;
Fig. 4 is a diagram illustrating a state where the elec-
tronic apparatus system is being used;
Fig. 5 is a flowchart illustrating a process of operating
an apparatus in the electronic apparatus system ac-
cording to an embodiment of the present invention;
Fig. 6 is a diagram illustrating an example of an im-
age obtained by the endoscope;
Figs. 7A and 7B are diagrams illustrating a state
where virtual objects are displayed in a pseudo man-
ner;
Figs. 8A and 8B are diagrams illustrating a gesture
performed on a virtual object that is displayed in a
pseudo manner;
Figs. 9A and 9B are diagrams illustrating a state
where an enlargement range of an image is desig-
nated by using a line of sight; and
Fig. 10 is a diagram illustrating an enlarged image.

DESCRIPTION OF THE PREFERRED EMBODI-
MENTS

First Embodiment

[0023] Hereinafter, an embodiment of an apparatus
operation device, an apparatus operation method, and
an electronic apparatus system according to the present
invention will be described with reference to the attached
drawings. Fig. 1 is an external view illustrating an endo-
scope system 10 (an electronic apparatus system) ac-
cording to a first embodiment. Fig. 2 is a block diagram
illustrating the configuration of a main part of the endo-
scope system 10. As illustrated in Figs. 1 and 2, the en-
doscope system 10 includes an endoscope apparatus
100 (an electronic apparatus which is a medical appara-
tus) formed of an endoscope main body 110, an endo-
scope processor 200, a light source device 300, and a
monitor 400 (an image display unit), and an endoscope
operation device 500 (an apparatus operation device).

Configuration of Endoscope Main Body

[0024] The endoscope main body 110 includes a hand-
held operation section 102 and an insertion section 104
that is connected to the handheld operation section 102.
An operator operates the handheld operation section 102
while grasping it and inserts the insertion section 104 into
a body of a subject to perform observation. The insertion
section 104 is constituted by a flexible portion 112, a
bending portion 114, and a distal end portion 116, which
are arranged in this order from the handheld operation
section 102 side. The distal end portion 116 is provided
with an imaging optical system 130 (see Fig. 2), an illu-
mination unit 123, a water supply nozzle 124, a forceps
port 126, and so forth.
[0025] At the time of observation or treatment, an op-
eration of an operation unit 208 (see Fig. 2) enables either
or both of visible light and infrared light to be emitted from
illumination lenses 123A or 123B of the illumination unit
123. In addition, an operation of the operation unit 208
enables washing water to be ejected from the water sup-
ply nozzle 124, so that a lens 132 of the imaging optical
system 130 and the illumination lenses 123A and 123B
can be washed. The forceps port 126 allows a treatment
tool, which is used to extirpate or remove a tumor and
which is not illustrated, to be inserted therethrough, and
accordingly necessary treatment can be given to a sub-
ject by moving the treatment tool forward or backward
as appropriate.
[0026] As illustrated in Fig. 2, the lens 132 of the im-
aging optical system 130 is disposed on a distal end sur-
face of the distal end portion 116. An imaging device 134
of a complementary metal-oxide semiconductor (CMOS)
type, a driving circuit 136, and an analog front end (AFE)
138 are disposed behind the lens 132, so as to output
an image signal. In this embodiment, a description will
be given of a case where the imaging device 134 is a
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CMOS type imaging device, but the imaging device 134
may be of a charge coupled device (CCD) type.
[0027] An observation image that has been taken
through the lens 132 and so forth is formed on a light
reception surface of the imaging device 134, converted
into an electric signal, output to the endoscope processor
200 through a signal cable that is not illustrated, and con-
verted into a video signal. Accordingly, the observation
image is displayed on the monitor 400, which is connect-
ed to the endoscope processor 200.

Display of Observation Image

[0028] Fig. 3 is a diagram illustrating a state where the
insertion section 104 of the endoscope apparatus 100 is
inserted into a subject, and illustrating a state where an
observation image is obtained via the imaging optical
system 130. In Fig. 3, a reference symbol IA denotes an
imaging range and a reference symbol tm denotes a tu-
mor (a black raised portion in Fig. 3).
[0029] As illustrated in Figs. 1 to 3, the illumination lens
123A (for visible light) and the illumination lens 123B (for
infrared light) of the illumination unit 123 are disposed
next to the lens 132 on the distal end surface of the distal
end portion 116. An emission end of a light guide 170,
which will be described below, is disposed behind the
illumination lenses 123A and 123B. The light guide 170
is inserted through the insertion section 104, the hand-
held operation section 102, and a universal cable 106,
and an incidence end of the light guide 170 is located in
a light guide connector 108.

Configuration of Light Source Device

[0030] As illustrated in Fig. 2, the light source device
300 is constituted by a light source 310, a diaphragm
330, a condenser lens 340, and so forth, and causes
illumination light to enter the light guide 170. The light
source 310 includes a visible light source 310A and an
infrared light source 310B and is capable of emitting one
or both of visible light and infrared light. Accordingly, with
the light guide connector 108 (see Fig. 1) being connect-
ed to the light source device 300, illumination light emitted
by the light source device 300 is transmitted to the illu-
mination lenses 123A and 123B through the light guide
170 and is applied to an observation range from the illu-
mination lenses 123A and 123B.

Configuration of Endoscope Processor

[0031] Next, the configuration of the endoscope proc-
essor 200 will be described with reference to Fig. 2. In
the endoscope processor 200, an image input controller
202 receives an image signal output from the endoscope
apparatus 100, an image processing unit 204 performs
necessary image processing thereon, and a video output
unit 206 outputs a resulting image signal. Accordingly,
an observation image is displayed on the monitor 400.

These processes are performed under control of a central
processing unit (CPU) 210. The image processing unit
204 performs, in addition to image processing such as
white balance adjustment, switching or superimposition
of an image displayed on the monitor 400, electronic
zoom processing, display and switching of an image ac-
cording to an operation mode, or extraction of a specific
component (for example, a brightness signal) from an
image signal.
[0032] The endoscope processor 200 includes the op-
eration unit 208. The operation unit 208 includes an op-
eration mode setting/selecting switch, a water supply in-
struction button, or the like (not illustrated), and is capable
of performing an operation of emitting visible light or in-
frared light.

Configuration of Endoscope Operation Device

[0033] As illustrated in Figs. 1 and 2, the endoscope
operation device 500 (an apparatus operation device)
includes a head-mounted terminal 510 (a pseudo display
unit), a line-of-sight detecting camera 520 (a line-of-sight
detecting unit), an arithmetic unit 530 (a line-of-sight de-
tecting unit, a pseudo display unit, a gesture detecting
unit, a determination unit, and a control unit), and a dis-
play 540 (a pseudo display unit).
[0034] The head-mounted terminal 510 is a terminal
that is to be mounted on the head of a user and includes
visual field cameras 512 and 514 (a pseudo display unit),
each of which obtains a visual field image (an image ob-
tained through photographing in a line-of-sight direction)
of the user. The visual field cameras 512 and 514 are
arranged so as to be located near the left and right eyes
of the user when the head-mounted terminal 510 is
mounted on the head of the user. With use of the visual
field cameras 512 and 514, a stereo image is obtained,
and then the arithmetic unit 530 calculates, based on the
stereo image, the position of a photographic subject rel-
ative to the visual field cameras 512 and 514 and the
distances from the visual field cameras 512 and 514 to
the photographic subject. The line-of-sight detecting
camera 520 is located near the monitor 400 and the dis-
play 540 and captures an image of an eye of the user.
Accordingly, a line of sight of the user is detected. A plu-
rality of line-of-sight detecting cameras 520 may be pro-
vided to reliably and stably detect a line of sight. The
arithmetic unit 530 calculates, based on the stereo image
obtained by the visual field cameras 512 and 514, the
position of a photographic subject and the distance to
the photographic subject; detects, based on an image of
an eye captured by the line-of-sight detecting camera
520, a line of sight; controls pseudo display; detects a
gesture performed on a virtual object; controls an oper-
ation of the endoscope apparatus 100; and so forth. The
display 540 displays a visual field image and also displays
a virtual object on the visual field image in a pseudo man-
ner.
[0035] The details of the operation of the endoscope
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apparatus 100 performed by the endoscope operation
device 500 having the above-described configuration will
be described below.

Usage Situation of Endoscope Operation Device

[0036] Fig. 4 is a conceptual diagram illustrating a state
where the endoscope apparatus 100 is operated by using
the endoscope operation device 500. In the example il-
lustrated in Fig. 4, a user who is wearing the head-mount-
ed terminal 510 is looking at the monitor 400 and the
display 540 while operating the endoscope apparatus
100, and the visual field cameras 512 and 514 are con-
tinuously obtaining visual field images of the user (the
visual field camera 514 is not illustrated here). The line-
of-sight detecting camera 520 is provided near the mon-
itor 400 and the display 540 and obtains an image of the
eyes of the user.

Operation of Endoscope Apparatus Using Endoscope 
Operation Device

[0037] Next, a description will be given of an operation
of the endoscope apparatus 100 performed by using the
endoscope operation device 500 in the endoscope sys-
tem 10 having the above-described configuration. Fig. 5
is a flowchart illustrating an operation process of the en-
doscope apparatus 100. The flowchart in Fig. 5 illustrates
a process in a case where the endoscope operation de-
vice 500 operates the endoscope apparatus 100 to proc-
ess an observation image displayed on the monitor 400.
[0038] Upon the process being started, in step S100,
an observation image is obtained via the imaging optical
system 130 of the endoscope apparatus 100 as illustrat-
ed in Fig. 3 and the observation image is displayed on
the monitor 400 as illustrated in Fig. 6 (a reference symbol
tm in Fig. 6 denotes a tumor, as in Fig. 3). Subsequently,
the process proceeds to step S102, where visual field
images of a user captured by the visual field cameras
512 and 514 are obtained.
[0039] In this embodiment, a virtual object is displayed
on the display 540 in a pseudo manner, as will be de-
scribed in detail below. A condition for starting pseudo
display is satisfied when a specific object is recognized
in a visual field image. Specifically, as illustrated in Fig.
7A, it is determined whether or not a hand (left hand) of
the user has been recognized in a visual field image (step
S104). If the left hand is detected (YES in step S104),
the process proceeds to step S106 and pseudo display
is started. The determination in step S104 is repeated
until the left hand is detected.
[0040] In step S106, virtual objects corresponding to
functions that can be executed when the hand is recog-
nized among functions of the endoscope apparatus 100
are displayed in a pseudo manner at the position of the
hand of the user in the image displayed on the display
540, as illustrated in Fig. 7B. The position of the hand in
the pseudo display can be calculated based on a stereo

image obtained by the visual field cameras 512 and 514,
as described above. In this embodiment, a description is
given of a case where an observation image of the en-
doscope apparatus 100 is displayed on the monitor 400
(see Fig. 6), and enlargement, printing, and illumination
(change of illumination) can be performed on the obser-
vation image. As illustrated in Fig. 7B, virtual objects IO1,
IO2, and IO3 (a first virtual object), which are keys of a
keyboard on which characters representing individual
functions are written, are displayed in a pseudo manner.
As will be described in detail below, these virtual objects
IO1, IO2, and IO3 can be operated in a pseudo manner
by gesture.
[0041] In the recognition of a hand and the pseudo dis-
play in steps S104 and S106, a real object or space, not
a figure or the like (marker) of a predetermined pattern,
is recognized by using a vision-based markerless aug-
mented reality (AR) technology, and a virtual object is
displayed at the position of and near the recognized ob-
ject or the like. Pseudo display can be performed even
if there is no marker, and thus restrictions on the arrange-
ment of an apparatus can be reduced. Note that, in the
present invention, pseudo display is not limited to that
performed by using the markerless AR technology. Pseu-
do display may be performed by using a marker-based
AR technology in accordance with a condition, such as
restrictions on the arrangement of an apparatus. The AR
technologies are introduced in, for example, the following
website.
http://www.atmarkit.co.jp/ait/arti-
cles/1109/26/news136_2.html
[0042] In this embodiment, the left hand of the user is
recognized and displayed in a pseudo manner. The ob-
ject to be recognized is not limited to the left hand, but
may be another part of the body, such as the right hand
or a foot, or may be an object other than the body of the
user. For example, the handheld operation section 102
of the endoscope apparatus 100 may be recognized and
displayed in a pseudo manner. In the case of using the
marker-based AR technology, a marker may be provided
to the hand or glove of the user or the handheld operation
section 102 by attaching the marker thereto.
[0043] After the virtual objects IO1, IO2, and IO3 are
displayed in step S106, the process proceeds to step
S108, where it is determined whether or not a gesture (a
first gesture) has been performed on the virtual object
IO1, IO2, or IO3. Specifically, it is determined in the fol-
lowing steps 1 to 4 whether or not a gesture of touching
or pressing any one of the virtual objects IO1, IO2, and
IO3 has been performed. Here, it is assumed that the
user touches any one of the virtual objects IO1, IO2, and
IO3 with a finger of the right hand. At this time, a message
indicating a gesture to be performed on the virtual object
IO1, IO2, or IO3 (for example, "touch the key to be exe-
cuted with the right hand") may be displayed on the
screen of the display 540.
[0044] (Step 1) A stereo image of the vicinity of the left
hand of the user is obtained by the visual field cameras
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512 and 514.
[0045] (Step 2) Based on the obtained stereo image,
the positional relationship between a finger of the right
hand and the virtual objects IO1, IO2, and IO3 that are
displayed in a pseudo manner is calculated by the arith-
metic unit 530.
[0046] (Step 3) If the user moves the hand and if the
distance between any one of the virtual objects IO1, IO2,
and IO3 and the finger of the right hand becomes smaller
than or equal to a threshold, it is determined that a gesture
of touching the virtual object has been performed. The
distance can be calculated based on the stereo image
obtained by the visual field cameras 512 and 514.
[0047] (Step 4) If it is determined that a gesture has
been performed, the color of the virtual object as a target
of the gesture is changed, thereby notifying the user that
the gesture has been detected. Fig. 8A illustrates an ex-
ample of a case where a gesture is performed on the
virtual object IO1 and the color of the virtual object IO1
is changed accordingly. In addition to changing the color
or instead of changing the color, the shape of the virtual
object IO1 may be changed.
[0048] If it is determined in step S108 that a gesture
has been performed, the function corresponding to the
virtual object as a target of the gesture is determined on
as the function to be executed by the endoscope appa-
ratus 100, which is a target apparatus to be operated
(step S110: determination step). In this embodiment, it
is determined that a gesture has been performed on the
virtual object IO1, as illustrated in Fig. 8A, and the ob-
servation image displayed on the monitor 400 is en-
larged.
[0049] An execution condition for a function to be ex-
ecuted by the endoscope apparatus 100 (here, an en-
largement range, which is an execution condition for a
function of enlarging an image) can be designated by
using a line of sight (step S112). Specifically, a point of
gaze P1 (Fig. 9A) is detected from an image of an eye
of the user obtained by the line-of-sight detecting camera
520, and then a point of gaze P2 (Fig. 9B) is detected in
accordance with a movement of a line of sight of the user.
A rectangular region EA, in which the point of gaze P1
and the point of gaze P2 are at the lower left corner and
the upper right corner, respectively, is regarded as an
enlargement range. At this time, since the direction of a
line of sight is unstable, a point that has been gazed at
for a predetermined period of time (for example, 3 sec-
onds) or more may be detected as a point of gaze.
[0050] A line of sight (point of gaze) can be detected
from an image of an eye of the user, based on the position
of the iris, which is a movable point (movable portion),
relative to the inner corner of the eye, which is a reference
point (unmovable portion). In this case, for example,
when the iris of the left eye is far from the inner corner
of the left eye, the user is looking left. On the other hand,
when the iris of the left eye is close to the inner corner
of the left eye, the user is looking right.
[0051] A line of sight can also be detected based on

the position of the pupil, which is a movable point, relative
to the position of the corneal reflection, which is a refer-
ence point. In this case, for example, when the pupil of
the left eye is closer than the corneal reflection to the
outer corner side of the left eye, the user is looking left.
When the pupil of the left eye is closer than the corneal
reflection to the inner corner side of the left eye, the user
is looking right. In the case of using this method, the face
of the user is irradiated with infrared rays and photo-
graphed by an infrared camera.
[0052] The above-described technique for detecting a
line of sight is introduced in, for example, the following
website.
http://jp.fujitsu.com/group/labs/techinfo/tech-
guide/list/eye-movements_p03.html
[0053] After the enlargement range is set in step S112,
the process proceeds to step S114, where the process
of detecting a line of sight is suspended, and the process
proceeds to step S116. The process of detecting a line
of sight is suspended in step S114 to fix the set enlarge-
ment range so that the enlargement range is not changed
because a line of sight (point of gaze) is likely to move
unstably. After the execution condition for enlarging an
image has been decided on, the suspension of detection
of a line of sight is cancelled (detection of a line of sight
is restarted) in step S124.
[0054] In step S116, virtual objects IO4 and IO5 (a sec-
ond virtual object) for deciding on the image enlargement
range or cancelling image enlargement are displayed on
the display 540 in a pseudo manner (see Fig. 8B). The
virtual objects IO4 and IO5 are virtual objects imitating
an OK button and a cancel button, respectively.
[0055] After the virtual objects IO4 and IO5 are dis-
played, the process proceeds to step S118 (determina-
tion step), where it is determined whether or not a gesture
(a second gesture) has been performed on either of the
virtual objects IO4 and IO5. This gesture is a gesture of
touching or pressing a button with a finger of the right
hand, as in step S108. Whether or not a gesture has been
performed can be determined based on a stereo image
captured by the visual field cameras 512 and 514, as in
steps S104 and S108.
[0056] If a gesture performed on the virtual object IO4
is detected (YES in step S118), the process proceeds to
step S120 (a determination step), where the execution
condition for image enlargement (the enlargement range:
region EA in Fig. 9B) is decided on, and the process
proceeds to step S122. On the other hand, if a gesture
performed on the virtual object IO5 is detected (NO in
step S118, YES in step S126), image enlargement is
cancelled (step S128) and the process returns to step
S100. Upon a gesture performed on either of the virtual
objects IO4 or IO5 being detected, detection of a gesture
is finished.
[0057] In step S122 (a control step), the function of the
endoscope apparatus 100 is executed in accordance
with the execution condition designated in step S120.
Specifically, the arithmetic unit 530 instructs the endo-
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scope processor 200 to enlarge and display the range of
the region EA, and the endoscope processor 200 enlarg-
es the range of the region EA by using the image process-
ing unit 204 and causes the monitor 400 to display the
enlarged image (see Fig. 10). After the enlarged image
is displayed, the process proceeds to step S124, where
the suspension of detection of a line of sight is cancelled,
and the process returns to step S100.
[0058] As described above, with use of the endoscope
system 10 according to this embodiment, it is not neces-
sary to touch an actual keyboard, mouse, or button to
operate the endoscope apparatus 100 (to enlarge an im-
age in the foregoing example), and thus it is not neces-
sary to shift an instrument from one hand to the other
hand or peel of/put on gloves in a medical setting. Ac-
cordingly, a necessary operation can be easily performed
by using a line of sight and a gesture (for example, a
gesture with the right hand). In addition, it is not neces-
sary to provide a keyboard, mouse, or button for operat-
ing the endoscope apparatus 100, and restrictions on the
arrangement of the apparatus can be reduced. Further-
more, virtual objects corresponding to an apparatus to
be operated and operation details are displayed in a
pseudo manner (in the foregoing example, characters
representing executable functions are displayed on vir-
tual keys), and thus the virtual object on which an oper-
ation is to be performed can be easily determined.
[0059] In the endoscope system 10, the operation de-
tails of the endoscope apparatus 100 are not limited to
the foregoing examples, such as display with enlarge-
ment, change of illumination, and printing. Another func-
tion of the endoscope apparatus 100 may be executed.
The virtual objects that are displayed in a pseudo manner
are not limited to keys or buttons, but may be dials, levers,
switches, or the like. The virtual objects may be displayed
by superimposing them on an observation image on the
monitor 400 or may be displayed in a switched manner.
[0060] A gesture for operating the endoscope appara-
tus 100 is not limited to pressing of a key or a button, but
may be set in accordance with a virtual object. For ex-
ample, an action of rotating a dial, moving a lever, or
grasping a grip may be performed. A gesture is not limited
to an action of moving a finger of a hand, but may be an
action of moving a fingertip, wrist, or foot.

Others

[0061] In the foregoing embodiment, a description has
been given of a case where the target apparatus to be
operated is the endoscope apparatus 100, which is a
medical apparatus. However, the target apparatus to be
operated in the present invention is not necessarily a
medical apparatus. The embodiment is applicable to an
operation of a mobile apparatus, such as a smartphone,
a tablet terminal, or a game machine, as well as a medical
apparatus, and to an operation of an apparatus under a
situation where it is impossible to freely use both hands
while operating an apparatus, for example, driving a car,

or a situation where the arrangement of an apparatus is
restricted. The target apparatus to be operated is not
limited to a single apparatus. One of a plurality of appa-
ratuses may be selected by using a line of sight and a
gesture. In the present invention, a gesture may be per-
formed by using both hands, not one of the hands, de-
pending on the target apparatus to be operated, the us-
age situation of the apparatus, the type or importance of
an operation, or the like. A user as a target of line-of-sight
detection and a user as a target of gesture detection may
be different from each other.

Reference Signs List

[0062]

10 endoscope system
100 endoscope apparatus
110 endoscope main body
200 endoscope processor
300 light source device
400 monitor
500 endoscope operation device
510 head-mounted terminal
512, 514 visual field camera
520 line-of-sight detecting camera
530 arithmetic unit
540 display
IO1, IO2, IO3, IO4, IO5 virtual object
P1, P2 point of gaze

Claims

1. An apparatus operation device comprising:

a line-of-sight detecting unit that detects a line
of sight of a user;
a pseudo display unit that displays a virtual ob-
ject in a pseudo manner;
a gesture detecting unit that detects one or more
gestures of the user performed on the virtual ob-
ject that is displayed in a pseudo manner;
a determining unit that determines, based on the
line of sight that has been detected and the one
or more gestures that have been detected, a tar-
get apparatus to be operated and operation de-
tails for the target apparatus; and
a control unit that controls the target apparatus
and causes the target apparatus to execute the
operation details that have been determined.

2. The apparatus operation device according to claim
1, wherein the determining unit
determines, based on the line of sight that has been
detected and a first gesture among the one or more
gestures that have been detected, the target appa-
ratus and the operation details, and
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confirms the determination, based on a second ges-
ture among the one or more gestures that have been
detected.

3. The apparatus operation device according to claim
2, wherein
the virtual object is one of a plurality of virtual objects,
the pseudo display unit displays the plurality of virtual
objects in a pseudo manner, and
the gesture detecting unit detects, as the first ges-
ture, a gesture performed on a first virtual object
among the plurality virtual objects, and detects, as
the second gesture, a gesture performed on a sec-
ond virtual object among the plurality of virtual ob-
jects.

4. The apparatus operation device according to any
one of claims 1 to 3, wherein
the line-of-sight detecting unit detects a movement
of the line of sight, and
the determining unit determines, based on the move-
ment of the line of sight that has been detected, the
target apparatus and the operation details for the
target apparatus.

5. The apparatus operation device according to any
one of claims 1 to 4, wherein the operation details
include a function that the control unit causes the
target apparatus to execute, and an execution con-
dition for the function.

6. The apparatus operation device according to any
one of claims 1 to 5, wherein the gesture detecting
unit detects a hand gesture of the user.

7. The apparatus operation device according to any
one of claims 1 to 6, wherein the line-of-sight detect-
ing unit suspends detection of the line of sight upon
detection of the one or more gestures being started
by the gesture detecting unit, and starts detection of
the line of sight upon detection of the one or more
gestures being finished by the gesture detecting unit.

8. An apparatus operation method for an apparatus op-
eration device comprising a line-of-sight detecting
unit that detects a line of sight of a user, a pseudo
display unit that displays a virtual object in a pseudo
manner, and a gesture detecting unit that detects
one or more gestures of the user performed on the
virtual object that is displayed in a pseudo manner,
the apparatus operation method comprising:

a determination step of determining, based on
the line of sight that has been detected by the
line-of-sight detecting unit and the one or more
gestures that have been detected by the gesture
detecting unit, a target apparatus to be operated
and operation details for the target apparatus;

and
a control step of controlling the target apparatus
and causing the target apparatus to execute the
operation details that have been determined.

9. An electronic apparatus system comprising:

the apparatus operation device according to any
one of claims 1 to 7; and
an electronic apparatus which is the target ap-
paratus.

10. The electronic apparatus system according to claim
9, wherein
the electronic apparatus comprises an image display
unit that displays an image, and
the control unit controls the electronic apparatus and
causes the electronic apparatus to process the im-
age displayed on the image display unit.

11. The electronic apparatus system according to claim
9 or 10, wherein the electronic apparatus is a medical
apparatus.
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