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Passive  acoustics  process  for  monitoring  fluidized  bed  flow. 

©  A  method  is  described  for  the  non-intrusive  de- 
termination  of  flow  anisotropy  through  the  cross- 
section  of  a  two  phase  fluid  bed  reactor.  The  method 
involves  measuring  wall  vibrations  of  the  reactor  at 
several  positions  spaced  circumferentially  around  the 
reactor,  and  determining  the  power  spectrum  as  a 
function  of  frequency.  The  area  of  the  power  spec- 
trum  under  a  resonance  peak  for  each  position  is 

2f  determined,  and  a  change  in  the  area  of  the  power 
spectrum  between  adjacent  positions  is  correlated 

CD  with  flow  anisotropy  through  the  cross-sectionai 
2?  plane  of  the  circumference  of  the  reactor  on  which 

the  said  positions  are  located.  The  foregoing  may  be 
J2  repeated  for  another  cross-sectional  plane,  and  a 
2   change  in  the  area  of  the  power  spectrum  between 

adjacent  positions  in  one  plane  is  compared  with  the 
®  corresponding  area  between  adjacent  positions  in 
flLthe  other  cross-sectional  plane,  and  the  difference  in 
LU  changes  in  the  two  planes  is  correlated  with  a 

change  in  bed  density. 
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PASSIVE  ACOUSTICS  PROCESS  FOR  MONITORING  FLUIDIZED  BED  FLOW 

BACKGROUND  OF  THE  INVENTION 

A  fluidized  bed  is  a  suspension  of  solid  par- 
ticles  in  a  stream  of  gas  or  liquid  of  sufficient 
velocity  to  support  the  particle  by  flow  forces 
against  the  downward  force  of  gravity.  Fluidized 
beds  are  critical  components  of  important  petro- 
chemical  processing  units  such  as  the  catalytic 
cracking  ("cat-cracking")  of  petroleum  on  catalytic 
particles  to  produce  lighter  and  more  valuable  pro- 
ducts  as  well  as  thermal  cracking  of  heavy  feeds 
on  coke  particles  ("fluid  bed  cokers"  or  "flexi- 
cokers")  to  again  produce  lighter  and  more  valu- 
able  feeds.  In  cat-cracking  the  regenerator  where 
coke  is  burned  off  the  catalyst  to  produce  "flesh 
catalyst"  contains  a  fluidized  bed.  The  particles  in 
the  fluidized  bed  within  the  regenerator  are  ap- 
proximately  60  micron  diameter  pellets  of  a  zeolite. 
In  the  case  of  fluid  bed-coking  or  flexi-coking, 
fluidized  beds  can  be  found  in  the  heater,  reactor 
and  in  the  case  of  flexi-coking,  the  gasifier.  The 
particles  in  this  case  are  approximately  100  to  150 
micron  particles  of  coke. 

Other  fluidized  beds  containing  small  solids 
suspended  in  a  gas  include  advanced  coal  com- 
bustion  units  where  small  particles  of  coal  are 
suspended  and  burned  to  produce  heat  with  mini- 
mum  pollution  and  maximum  efficiency.  Yet  an- 
other  example  is  found  in  separation  processes  in 
the  chemical  industry  where  a  fine  suspension  of 
particles  is  suspended  in  a  flowing  liquid.  In  gen- 
eral,  fluidized  beds  are  used  in  many  large  scale 
processes  where  it  is  desired  to  maximize  the 
interaction  between  the  surface  of  a  particle  and  a 
surrounding  gas  or  liquid. 

Fluidized  beds  can  contain  volume  mass  den- 
sities  for  the  case  of  fluid  bed  cokers  and  regen- 
erators  of  the  order  of  40  pounds  per  cubic  foot 
and  particle  velocities  of  several  feed  per  second. 
Fluidized  beds  of  the  order  of  10  to  50  feet  in 
diameter  are  found  in  coking  and  cat  cracking. 
With  bed  heights  of  the  order  of  10  to  60  feet  the 
contained  fluids  range  from  less  than  a  hundred  to 
more  than  a  thousand  tons  of  particles.  "Gas 
Fluidization  Technology"  by  Geldart  (Wiley  1986) 
is  a  review  of  the  technology. 

In  many  cases  in  the  petrochemical  industry, 
the  material  within  the  fluidized  bed  is  at  an  ele- 
vated  temperature.  Thus  the  vessel  will  often  be 
lined  by  several  inches  of  refractory.  Direct  access 
to  the  contained  particles  is  thus  very  difficult.  This 
difficulty  is  compounded  when  heavy  petroleum 
feed  is  being  injected  into  the  fluidized  bed  as  in 
the  case  of  cokers  and  cat-crackers.  Under  these 
circumstances  the  interior  of  the  fluidized  bed  can 

foul  any  window  or  probe  if  special  precautions  are 
not  taken.  Monitoring  the  flow  condition  in  the 
fluidized  bed  is  usually  limited  to  static  pressure 
measurement  and  inferred  flow  data  derived  from 

5  such  measurements.  Special  precautions  to  avoid 
fouling  include  use  of  an  inert  gas  to  maintain 
openings  in  such  static  pressure  measurements 
and  eliminating  the  pressure  drop  of  the  inert  gas 
through  a  "pressure  bridge".  While  pressure  mea- 

w  surements  can  suggest  flow  maldistribution  within 
the  vessel  containing  the  fluidized  bed,  they  rarely 
(if  at  all)  pinpoint  the  region  of  flow  maldistribution. 

Flow  maldistribution  within  a  fluidized  bed  can 
arise  fro  a  variety  of  causes.  One  example  is  where 

75  the  bed  is  "slumped"  in  one  region  of  the  reactor, 
greatly  reducing  the  efficiency  of  the  chemical  pro- 
cess  going  on  within  the  fluidized  bed.  Under  con- 
ditions  of  "bed  slump",  fluidization  gas  can  be 
channeled  to  the  other  side  of  the  reactor,  leading 

20  to  regions  of  flow  turbulence.  Under  such  circum- 
stances  excessive  attrition  of  the  particles  within 
the  fluidized  bed  can  occur  leading  to  an  excessive 
number  of  fines  emitted  into  the  gaseous  product 
of  the  reactor  or  into  the  atmosphere. 

25  Another  example  where  flow  maldistribution  is 
a  problem  is  in  fluid  bed  cokers  where  flow  bloc- 
kage  in  the  region  where  fluidization  steam  enters 
the  reactor  can  lead  to  a  buildup  of  particle  ag- 
glomeration  and  introduce  a  bed  "bogging"  con- 

30  dition.  Under  such  circumstances  until  the  flow 
blockage  is  eliminated,  feed  cannot  be  injected  into 
the  coker.  Again  while  pressure  or  temperature 
measurements  may  be  useful  for  identifying  the 
poor  flow  state  of  the  unit  they  are  seldom  useful  in 

35  identifying  the  region  of  the  coker  reactor  on  either 
a  vertical  or  horizontal  plane  where  such  a  con- 
dition  exists. 

Another  example  is  in  the  steam  stripping  sec- 
tion  of  a  catalytic  cracking  unit  (cat-cracker)  where 

40  hydrocarbon  residues  on  the  catalyst  are  stripped 
before  the  spent  catalyst  is  sent  to  the  regenerator 
for  burning  off  of  the  coke  left  from  the  cracking 
reaction.  Efficient  stripping  has  a  direct  effect  on 
yield  of  the  unit.  Under  certain  circumstances,  ei- 

45  ther  flow  blockages  within  the  stripping  region  or 
large  differences  in  steam  input  across  the  strip- 
ping  region  can  lead  to  low  efficiency  of  the  strip- 
ping  reaction.  Again  it  would  be  desirable  to  deter- 
mine  the  region  where  a  flow  maldistribution  or 

so  blockage  is  located  in  order  to  eliminate  it. 
Another  example  is  where  a  critical  element  of 

the  flow  distribution  within  a  fluidized  bed  is 
damaged.  For  example,  in  many  cases  flow  within 
the  bed  is  dominated  by  gas  and  particle  flow 
through  a  grid  forming  the  bottom  of  the  dense 
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neutrons  to  determine  the  mass  density  of  particles 
within  the  vessel.  This  technique  can  only  be  used 
if  the  walls  and/or  diameter  of  the  vessel  are  less 
than  a  critical  value  since  the  technique  is  based 

5  on  deriving  the  density  from  absorption.  Too  large 
a  vessel  diameter,  or  too  thick  a  wall  drops  the 
detected  signal  below  the  level  of  background 
noise  and  the  mass  density  cannot  be  determined. 
In  additon  the  presence  of  intense  radioactive  sour- 

70  ces  and  the  necessity  to  construct  elaborate  struc- 
ture  to  support  the  detectors  of  the  radiation  re- 
duce  the  use  of  this  technology  to  elaborate  field 
tests  or  where  major  uncertainties  arise  over  the 
operation  of  the  fluidized  beds.  The  gamma  or 

75  neutron  technique  is  expensive,  has  to  be  sched- 
uled  in  advance  and  usually  beyond  the  capability 
of  normal  refinery  personnel. 

Non-intrusive  probes  that  can  be  used  to  moni- 
tor  the  flow  state  of  experimental  fluidized  beds 

20  would  also  be  of  great  value  in  complementing 
visual,  radiographic  and  radioactive  tracer  studies 
of  flow  in  order  to  improve  or  modify  existing 
designs,  or  for  pilot  plant  studies.  A  current  review 
of  a  wide  variety  of  electrical,  optical,  thermal  and 

25  mechanical  technology  for  studying  the 
hydrodynamics  of  experimental  gas-solid  fluidized 
beds  is  contained  in  a  recent  review  of  N.P. 
Cheremisonoff  (Ind.  Eng.  Chem.  Process  Dev.  25, 
329-351  (1986)).  The  review  presents  techniques 

30  that  are  "best  suited  for  laboratory-scale  systems, 
[although]  adaption  to  industrial  pilot  facilities 
and/or  commercial  units  is  possible  in  some 
cases".  However,  examination  of  the  presented 
techniques  suggest  they  suffer  from  the  usual  dis- 

35  advantages  of  being  intrusive,  easily  contaminated 
by  the  process  or  as  in  the  case  of  so  many  of  the 
radioactive  techniques  severely  restricted  by  envi- 
ronmental  or  safety  considerations. 

In  the  July  1985  issue  of  the  Journal  of  the 
40  American  Society  of  Lubrication  Engineers 

(Lubrication  Engineering),  J.W.  Spencer  and  D.M. 
Stevens  (of  Babcock  &  Wilcox,  a  McDermott  com- 
pany  of  Lynchburg,  Virginia)  describe  a  technique 
for  "detecting  and  characterizing  particulate  matter 

45  in  fluid  flow  systems"  by  using  "acoustic  emission 
technology".  In  this  technology  the  impact  of  par- 
ticles  generates  high  frequency  surface  vibrational 
waves  which  are  detected  as  "pulses"  by  resonant 
piezo  electric  transducers.  As  described  in  the  arti- 

50  cle,  only  sensors  in  contact  with  probes  inserted 
into  the  flow  stream  correlated  with  bulk  quantity  or 
size  of  particles  in  the  stream.  Sensors  mounted 
non-intrusively  on  the  walls  of  the  pipe  "did  not 
correlate  well  with  probe-mounted  transducers. 

55  Again,  this  technique  is  intrusive  since  it  requires 
penetration  of  the  walls  of  the  vessel  (see  also  U.S. 
Patents  3,816,773  and  4,095,474  which  describe 
similarly  intrusive  techniques). 

phase  of  the  bed.  Under  special  circumstances 
holes  in  the  grid  can  become  blocked,  leading  to 
regions  of  bed  slump.  Other  possibilities  include 
damage  to  the  support  structure  of  the  grid  due  to 
the  large  forces  exerted  by  gas  pressure  across 
the  blocked  grid.  Under  these  circumstances  a 
large  quantity  of  a  chemically  reacting  gas  may 
bubble  through  the  bed  destroying  the  uniformity  of 
the  process  and  leading  to  serious  problems  in  the 
temperature  distribution  across  the  fluidized  bed. 

In  considering  all  of  the  above  examples  where 
it  is  desirable  to  locate  the  region  of  flow  mal- 
distribution  or  anisotropy  within  a  fluidized  bed  it  is 
important  to  note  that  it  is  often  equally  important 
to  an  operator  to  know  that  the  flow  within  the 
fluidized  bed  is  uniform  and  isotropic.  With  this 
information  in  hand  the  operator  can  direct  his 
energies  toward  other  causes  of  flow,  yield,  attrition 
or  other  problems  indicated  by  global  instrumenta- 
tion  such  as  pressure,  temperature  or  excessive 
"fines"  emitted  in  the  process  either  into  the  at- 
mosphere  or  into  the  product. 

However,  if  flow  maldistribution  is  occurring 
within  a  fluidized  bed  in  a  specific  region  there  are 
a  variety  of  corrective  actions  that  can  be  taken  to 
remedy  the  flow  maldistribution  problem.  Steam 
lancing  can  be  directed  toward  the  region  of  bloc- 
kage  to  clear  obstructions.  Stripping  steam  flow 
can  be  realigned  to  produce  flow  uniformity.  In  the 
case  of  excessive  flow  of  reacting  gas  through  a 
damaged  grid  support,  "torch  oil"  can  be  injected 
into  the  unit  to  reduce  gas  flow  by  combustion  and 
hence  reduce  excessive  temperature  gradients  in 
regions  of  the  reactor  where  such  gradients  would 
damage  components  such  as  cyclones.  In  the  most 
extreme  case  where  a  region  of  the  unit  has  been 
identified  as  exhibiting  a  consistent  patter  of  flow 
maldistribution,  baffles  can  be  inserted  during  unit 
shutdown  to  produce  flow  uniformity. 

There  is  a  major  need  to  measure  the  state 
properties  of  a  fluidized  bed  non-intrusively  from 
the  exterior  without  penetrating  the  wall  of  the 
vessel  and  where  the  traditional  use  of  static  pres- 
sure  gauges  is  inadequate.  The  non-intrusive  deter- 
mination  of  local  bed  mass  density,  PM,  particle 
mass,  M,  and  particle  velocity,  V.,  and  what  can  be 
inferred  from  them  as  to  the  flow  state  of  the 
fluidized  bed  would  be  a  great  value  to  the  oper- 
ators  of  such  units,  in  maintaining  design  perfor- 
mance,  improving  product  yield  and  trouble  shoot- 
ing  poor  flow  or  fluidization  conditions  within  the 
fluidized  bed. 

While  pressure,  temperature  and  net  volume  or 
mass  flow  are  the  normal  way  of  monitoring  the 
state  of  fluidization  within  a  fluidized  bed  or  while  a 
unit  is  operating,  there  are  a  variety  of  techniques 
that  can  be  brought  to  bear  on  functioning  fluidized 
beds.  One  example  is  the  use  of  gamma  rays  or 
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A  review  of  the  prior  art  shows  that  there  are 
no  known  technologies  for  reliably  and  safely  mea- 
suring  or  inferring  the  flow  state  of  two  phase  flow 
within  a  fluidized  bed  that  meet  the  following  cri- 
teria: 

(1)  Non-intrusive  and  hence  requiring  neither 
penetration  of  the  wall  or  the  constructing  of  exter- 
nal  frame  works  to  support  radioactive  sources  and 
detectors  and  hence  permitting  trouble  shooting  of 
commercial  units; 

(2)  Non-radioactive  and/or  suitable  for  "on- 
line"  monitoring  of  fluidized  beds  or  transfer  lines 
on  working  commercial  units; 

(3)  Capable  of  applying  in  a  "non-intrusive 
manner"  to  the  refractory  lined  vessels  and  transfer 
lines  containing  solid  particles  in  the  presence  of 
gases  such  as  air,  steam  and/or  volatile  hydrocar- 
bons  with  wall  temperatures  as  high  as  250  to 
500  'C. 

guished  from  all  active  acoustic  techniques  and 
has  a  wider  breadth  of  applications. 

The  process  can  be  described  as  a  "passive" 
process  since  the  desired  information  is  obtained 

5  from  processing  vibrational  or  solid  borne  sound 
produced  by  the  process  itself. 

While  the  invention  is  of  particular  importance 
with  respect  to  commercial  units  where  there  are 
few  if  any  alternative  technologies  to  measure  it  will 

w  also  find  use  in  pilot  plant  and  experimental  stud- 
ies.  Although  the  description  is  focused  on  two 
phase  solid/gas  flow,  the  skilled  practitioner  will 
realize  that  it  is  also  applicable  to  two  phase 
solid/liquid  flow. 

75 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Figure  1  shows  a  schematic  of  a  fluidized 
20  bed  in  a  reactor  indicating  dense  and  dilute  phase 

region  of  bed. 
Figure  2  shows  a  schematic  of  fluid  bed 

reactor  indicating  location  of  accelerometers  in 
horizontal  plane  and  along  the  vertical  to  measure 

25  flow  maldistribution  within  the  fluidized  bed. 
Figure  3  shows  a  schematic  illustration  of 

some  flow  maldistributions  that  can  occur  in  fludiz- 
ed  beds:  (1)  due  to  incomplete  fluidization  in  one 
region  of  the  bed  (bed  "slump")  and  (2)  excessive 

so  turbulence  in  the  bed  arising  from  poor  gas  dis- 
tribution. 

Figure  4  shows  a  schematic  of  the  nodes 
and  antinodes  of  acceleration  of  a  compressional 
mode  wave  resonance  on  a  refractory  line  wall  as 

35  well  as  the  coupling  between  the  accelerometer 
and  charge  amplifier  and  the  subsequent  coupling 
between  the  charge  amplifier  and  a  signal  proces- 
sor. 

Figure  5  illustrates: 
40  Figure  5(a)  (left-hand  drawing),  shows  the 

signal  produced  by  accelerometer  as  a  function  of 
time. 

Figure  5(b)  (central  drawing),  shows  the 
square  of  the  signal  produced  by  the  accelero- 

45  meter  as  a  function  of  time  and  the  relationship 
between  the  mean  square  acceleration  and  the 
area  under  the  power  spectrum. 

Figure  5(c)  (right-hand  drawing),  shows  the 
power  spectrum  as  a  function  of  frequency, 

so  Figure  6  shows  a  typical  power  spectrum 
from  a  refractory  lined  wall  and  illustrates  the  loca- 
tion  of  peak  frequency  and  peak  area. 

Figure  7  shows  the  comparison  between  the 
response  of  the  wall  to  hammer  excitation  and  the 

55  response  of  the  wall  to  particle  excitation. 
Figure  8  shows  the  logarithm  of  magnitude 

of  the  RMS  acceleration  within  the  wall  resonance 
on  a  regenerator  as  a  function  of  direction  about 

SUMMARY  OF  THE  INVENTION 

The  present  invention  is  a  method  for  the  non- 
intrusive  determination  of  flow  anisotropy  through 
the  cross-section  of  a  two  phase  fluid  bed  in  a 
structure  for  processing  material  (hereinafter  re- 
ferred  to  as  a  "reactor").  The  method  includes  the 
steps  of  measuring  reactor  wall  vibrations  of  the 
reactor  and  then  determining  the  power  spectrum 
as  a  function  of  frequency.  The  wall  vibrations  are 
taken  at  several  (first)  positions  circumferentially 
about  the  reactor  and  the  area  of  the  power  spec- 
trum  under  a  resonance  peak  is  determined  for 
each  of  the  positions.  Then  a  change  in  the  area  of 
the  power  spectrum  is  correlated  with  a  change  in 
flow  distribution. 

The  method  may  be  extended  to  determine 
flow  anisotropy  in  the  vertical  direction  by  perform- 
ing  the  additional  steps  of  measuring  reactor  wall 
vibrations  of  the  reactor  and  then  determining  the 
power  spectrum  as  a  function  of  frequency,  the 
wall  vibrations  taken  at  several  second  positions 
circumferentailly  about  the  reactor,  the  second  po- 
sitions  spaced  vertically  from  the  first  positions 
about  the  reactor,  determining  the  area  of  the  pow- 
er  spectrum  under  a  resonance  peak  for  each  of 
the  second  positions,  and  comparing  a  change  in 
the  area  of  the  power  spectrum  between  adjacent 
first  positions  with  the  change  between  the  area  of 
the  power  spectrum  between  corresponding  sec- 
ond  positions  and  correlating  difference  between 
the  changes  in  the  area  of  the  power  spectrum  with 
a  change  in  bed  density. 

The  non-intrusive  method  tolerates  the  pres- 
ence  of  internal  refractory  in  the  vessel  containing 
the  fluidized  bed  and  can  operate  over  wide  ex- 
tremes  of  temperature.  It  can  be  clearly  distin- 
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the  acceleration.  The  power  spectrum  of  the  accel- 
eration  of  the  wall  exhibits  a  peak  located  at  a 
frequency  corresponding  to  the  wall  resonance. 
Both  the  frequency  of  this  peak  and  its  area  can  be 

5  determined  by  a  suitable  computer  algorithm. 
Figure  5  exhibits  the  relationship  between  the 

acceleration  and  its  square  as  a  function  of  time 
and  as  a  function  of  frequency.  The  Power  Spec- 
trum  for  a  stationary  random  function  of  time  dis- 

w  plays  the  mean  square  acceleration  as  a  function  of 
frequency.  The  area  under  the  Power  Spectrum  is 
one  half  of  the  mean  square  acceleration. 

Figure  6  shows  a  typical  power  spectrum  ob- 
tained  from  an  accelerometer  placed  on  a  refrac- 

75  tory  lined  wall  on  a  fluid  bed  regenerator.  The 
frequency  and  area  of  the  wall  resonance  is  in- 
dicated. 

Figure  4  also  illustrates  the  placement  of  the 
accelerometer  on  the  wall  of  the  vessel  containing 

20  the  dense  bed,  and  the  spatial  variation  of  the 
acceleration  normal  to  the  wall  at  the  fundamental 
mode  of  wall  vibration.  Under  these  circumstances, 
for  a  homogeneous  wall,  bounded  by  two  media 
whose  density  and  sound  velocity  is  much  less 

25  than  that  of  the  wall,  it  is  known  that  the  fundamen- 
tal  mode  has  a  node  in  the  center  and  an  antinode 
at  the  two  boundaries.  The  frequency  of  the  wall 
resonance  is  then  simply  given  by  the  average 
compressional  sound  velocity  of  the  wall  divided  by 

30  twice  the  thickness  of  the  wall.  Figure  4  also  illus- 
trates  excitation  of  the  wall  resonance,  namely  the 
impact  of  the  particles  to  the  fluid  bed  which  pro- 
duces  a  steady  state  wall  resonance  peak  in  the 
power  spectrum  of  the  accelerometer  output. 

35  Figure  7  shows  how  the  wall  resonance  can  be 
explicitly  identified  by  comparison  between  the  re- 
sponse  of  the  wall  to  hammer  excitation  and  the 
response  of  the  wall  to  particle  excitation. 

In  this  invention,  it  is  disclosed  that  the  use  of 
40  the  area  of  the  localized  wall  resonance  can  be 

used  to  obtain  direct  information  on  the  flow  imme- 
diately  adjacent  to  the  wall.  It  can  be  shown  that 
the  area  of  the  wall  resonance,  A,  is  given  by 
A(M/S2)  =  Ki[pB(1/CM3)M2(GM)  V03(FT/SEC)]  1/2 

45  (1) 
In  Eq.  (1)  the  area  of  the  wall  resonance  A  is 

defined  in  units  of  RMS  acceleration  and  is  easily 
obtained  by  integrating  through  the  wall  resonance 
as  displayed  in  a  power  spectrum  as  shown  in  Fig. 

so  4.  The  quantity  Ki  is  of  the  order  of  10  to  15  for 
walls  with  steel  of  the  order  of  0.6  "and  refractory 
of  the  order  of  5".  The  quantity  Ki  can  be  indepen- 
dently  determined  by  hammer  excitation  or  if  rela- 
tive  measurements  are  made,  preserved  as  a  con- 

55  stant  in  the  application  of  Eq.  (1).  The  other  quan- 
tities  in  Eq.  (1)are: 

the  unit  under  three  different  states  of  flow  within 
the  fluidized  bed. 

Figure  9  shows  a  polar  plot  of  the  area  of  the 
wall  resonance  of  a  coker,  under  conditions  when 
flow  through  the  sheds  was  blocked. 

Figure  10  shows  a  polar  plot  of  the  total 
RMS  acceleration  over  a  25.6  kHz  bandwidth  for 
the  same  locations  shown  in  Figure  9. 

Figure  1  1  shows  the  comparison  of  the  area 
of  the  power  spectrum  over  the  wall  resonance  and 
that  over  a  25.6  kHz  band  for  the  measurements 
shown  in  Figures  9  and  10. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENT 

The  present  invention  is  a  passive  acoustic 
process  to  monitor  flow  distribution  in  a  reactor. 
The  process  is  intended  to  permit  operation  of  the 
reactor  under  conditions  that  increase  yield  as  well 
as  to  identify  regions  where  mechanical  lead  to 
flow  maldistribution  within  the  bed  for  subsequent 
correction. 

In  order  to  utilize  the  invention,  accelerometers 
are  magnetically  or  permanently  attached  to  the 
wall  of  the  vessel  which  contains  a  fluidized  bed. 
Figure  1  shows  a  schematic  diagram  of  a  fluidized 
bed  showing  the  dense  and  dilute  phases  sepa- 
rated  by  the  splash  zone.  Figure  3  shows  a  sche- 
matic  of  the  various  flow  states  within  a  fluidized 
bed.  The  accelerometers  are  placed  circumferen- 
tially  and  vertically  around  the  reactor  vessel  as 
shown  in  Figure  2.  In  a  series  of  vertical  sections 
the  normal  momentum  flux  of  particles  to  the  wall 
flows  through  the  cross  section  bounded  by  that 
circumference  is  monitored  by  the  method  of  the 
present  invention.  The  electrical  signal  from  the 
accelerometers,  proportional  to  the  wall's  normal 
acceleration,  is  amplified  and  transmitted  either  by 
cable  or  optical  link  to  a  control  room,  Figure  4.  In 
the  control  room  by  suitable  electronics,  the  power 
spectrum  is  determined  as  indicated  in  Figure  6. 
The  area  under  the  peak  may  then  be  determined 
and  is  related  to  flow  anisotropy  through  the  bed  of 
the  reactor. 

Figure  4  shows  a  schematic  diagram  of  how 
the  measurement  of  wall  acceleration  is  made.  A 
magnetically  (or  otherwise)  attached  accelerometer 
(such  as  a  B  and  K  *  4384)  produces  an  electrical 
charge  output  proportional  to  the  instantaneous  ac- 
celeration  of  the  wall.  This  charge  is  converted  by 
a  charge  amplifier  (such  as  a  B  and  K  *  2635)  to  a 
voltage  output  which  is  again  proportional  to  the 
normal  acceleration  of  the  wall.  This  voltage  is 
processed  by  a  signal  processor  (B  and  K  *  2032 
or  equivalent)  to  produce  the  power  spectrum  of 

'Obtainable  from  Bruei  and  Kjaer  of  Naerum, Denmark 

5 
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pe  =  volume  density  of  particles  in  units  of  number 
per  cm3 
M  =  average  mass  of  a  particle  in  units  of  grams 
Vo  =  normal  velocity  of  particles  at  wall  in  units  of 
feet  per  second 

Eq.  (1)  is  derived  by  considering  the  impact  of 
solid  particles  within  the  two  phase  medium  as  the 
equivalent  of  a  random  impact  of  many  hammers. 
It  is  the  vibrational  equivalent  to  the  electrical  phe- 
nomena  of  "shot  noise".  Eq.  (1)  relates  an  easily 
measured  quantity,  A,  to  properties  of  the 
hydrodynamic  state  of  the  two  phase  fluid  adjacent 
to  the  wall. 

Thus  A,  coupled  to  the  flow  state  of  the  two 
phase  fluid  within  the  fluidized  bed  or  transfer  line 
can  be  used  to  monitor  the  flow  state  in  terms  of 
changes  in  the  quantity  pB,  M  and  Vo.  Large 
changes  in  M  are  unexpected  for  many  petro- 
chemical  processes  and  a  major  use  of  the  inven- 
tion  is  to  monitor  pB  and  Vo  at  various  locations  in 
the  bed,  and  through  these  measurements  get  in- 
formation  on  flow  or  turbulence  within  the  bed. 

We  can  recast  Eq.  (1)  in  terms  of  particle 
diameter  d  and  the  mass  density  of  the  two  phase 
fluid  pM  where 
pM  =  pBM  (2) 

With  the  substitution  of  Eq.  (2)  in  Eq.  (1)  we 
obtain  (K2  is  a  constant  of  the  order  of  1-2x  10~6 
for  refractory  walls  approximately  5  "thick  lining 
steel  walls  approximately  0.5"  thick  and  which 
again  can  be  obtained  by  calibration  under  known 
flow  conditions  or  by  hammer  excitation) 
A(M/S2)  =  K2{d(u)}3/2[pM(#/FT3)]1/2V0(FT/SEC)3/2 
(3) 
From  Eq.  (3),  if  we  assume  that  d,  the  particle 
diameter  is  a  constant,  we  see  that  the  quantity  A 
can  be  used  to  monitor  pM  or  Vo. 

The  equations  given  above  all  relate  the  quan- 
tity  A,  which  is  measured  by  determining  the  area 
of  the  wall  resonance,  to  significant  features  of  the 
two  phase  flow  within  the  fluidized  bed  of  interest. 

If  accelerometers  are  placed  circumferentially 
in  a  horizontal  plane  about  the  reactor,  the  variation 
of  A  from  accelerometer  to  accelerometer  supplies 
information  on  bed  anisotropy  such  as  bed  turbu- 
lence  due  to  improper  distribution  of  fluidization 
gas,  or  regions  of  bed  "slump"  through  the  circum- 
ferential  variation  of  [pB(1/CM3)Vo3(FT/SEQ]. 

The  same  method  permits  estimating  other 
bed  anisotropies  such  as  the  variation  of  the  bed 
density,  pB(1/CM3),  through  the  dense  phase  if  the 
horizontal  array  of  accelerometers  is  moved  verti- 
cally  along  the  reactor.  Significant  differences  in 
vertical  surveys  through  the  dense  phase  at  dif- 
ferent  points  around  the  circumference  can  be  in- 
terpreted  as  variations  in  bed  density  through  the 
dense  bed. 

An  important  feature  of  this  invention  is  the 

ability  to  place  an  accelerometer  on  the  steel  shell 
of  a  refractory  lined  vessel  or  pipe  and  distinguish 
the  wall  resonance  from  other  noise  peaks  and 
resonances.  Distinguishing  the  wall  resonance  can 

5  be  accomplished  easily  if  it  is  the  dominant  peak,  it 
falls  at  the  frequency  expected  from  prior  knowl- 
edge  of  the  thickness  of  the  wall  or  by  the  use  of 
hammer  excitation.  Once  the  wall  resonance  is 
identified  in  the  power  spectrum,  its  area  deter- 

10  mines  the  quantity  A  and  can  be  used,  as  above  to 
determine  certain  features  of  the  state  of  the  two 
phase  fluid  within  the  vessel  or  pipe.  The  constants 
K  can  be  determined  by  hammer  measurements 
and  the  theory. 

75  Some  of  the  differences  from  prior  art  are:  (1) 
the  fact  that  the  measurement  is  non-intrusive  re- 
quiring  no  modification  of  the  vessel  or  pipe  (fluffy 
insulation  might  have  to  be  separated  from  the 
steel  or  other  metal  shell);  (2)  that  it  is  passive, 

20  utilizing  vibrational  or  acoustic  noise  generated 
within  the  process  vessel  or  pipe,  not  externally 
generated  sound  or  vibrations;  (3)  that  the  fre- 
quency  range  of  the  measurements  is  in  the  range 
imposed  by  the  wall  resonance,  hence  essentially 

25  low  frequencies  compared  to  those  utilized  in 
"ultrasonic"  flow  measurements.  Another  way  of 
looking  at  this  difference  is  that  the  wavelength  of 
the  vibrational  measurements  is  of  the  order  of  the 
dimensions  of  the  wall,  whereas  in  ultrasonic  mea- 

30  surements  the  wave  length  is  considerably  smaller 
than  the  dimension  of  the  wall.  Due  to  this  observa- 
tion  the  measurement  process  described  in  this 
patent  is  relatively  immune  to  inhomogenities  if  the 
wall  which  would  seriously  effect  any  ultrasonic 

35  measurement. 

Example  1.  Flow  Maldistribution  Within  a  Fluidized 
Bed 

40 
One  can  determine  if  there  is  appreciable  flow 

maldistribution  within  a  fluidized  bed  by  the  follow- 
ing  steps: 

As  shown  in  Figure  2,  locations  are  marked  on 
45  the  vessel  containing  the  fluidized  bed:  circum- 

ferentially  at  a  constant  level  from  the  grid  of  the 
bed.  One  or  more  such  horizontal  sections  are 
located  in  the  dense  phase  of  the  bed  below  the 
"bed  level". 

so  Accelerometers  are  placed  in  contact  with  the 
locations  and  mounted  either  magnetically  or  bol- 
ted  to  permanent  tabs. 

As  shown  in  Figure  4,  the  output  of  the  ac- 
celerometer  is  led  to  a  charge  amplifier  or  other 

55  suitable  impedance  converting  and  amplifying  de- 
vice.  The  output  of  the  charge  amplifier  is  the  input 
to  either  a  portable  signal  processor  on  the  plat- 
form,  or  to  a  recording  system  and  then  to  a  signal 
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Example  shows  blocked  flow  in  a  fluid  bed 
coker.  Figure  9  is  a  polar  plot  of  the  quantity  A  as  a 
function  of  angle  taken  clockwise  from  north 
(90  =  east,  180  =  south,  270  =  west)  circumferentially 

5  in  the  "sheds"  region  near  the  bottom  of  a  fluid 
bed  coker.  Flow  was  blocked  and  information  was 
needed  on  the  region  of  flow  blockage,  so  that 
steam  lances  could  be  directed  to  the  region  in 
order  to  clear  the  obstruction  by  pulverization.  Pul- 

w  verizing  steam  injected  into  the  region  of  the  north- 
west  quadrant  where  the  RMS  acceleration  was 
low,  eliminated  the  obstruction  illustrating  the  point 
that  the  vibrational  data  is  sufficient  to  pinpoint  a 
region  of  flow  maldistribution. 

75  From  the  polar  plot  it  is  seen  that  the  northwest 
quadrant  of  the  reactor  exhibits  a  significantly 
smaller  signal  than  the  other  quadrants  suggesting 
that  the  obstruction  was  located  in  this  quadrant. 
Subsequent  steam  lancing  in  this  quadrant  elimi- 

20  nated  the  obstruction  and  the  unit  returned  to  nor- 
mal  operations. 

It  is  interesting  to  note  that  in  this  case,  the 
wall  resonance  dominates  the  entire  spectrum. 

Figure  10  shows  a  polar  plot  of  the  total  RMS 
25  acceleration  over  a  25.6  kHz  bandwidth  for  the 

same  locations  shown  in  Figure  8.  This  data  illus- 
trates  the  point  that  under  the  circumstances  when 
the  wall  resonance  is  the  dominant  contributor  to 
the  power  spectrum,  it  is  not  necessary  to  use  its 

30  area  to  pinpoint  the  region  of  low  particle  activity. 
Figure  1  1  shows  the  comparison  of  the  area  of 

the  power  spectrum  over  the  wall  resonance  and 
that  over  a  25.6  kHz  band  for  the  measurements 
shown  in  Figure  8  and  9. 

35  In  practice  the  process  described  herein  for 
monitoring  flow  conditions  with  a  fluidized  bed 
would  proceed  as  follows: 

(a)  Obtain  a  base  line  polar  plot  of  the  unit 
right  after  startup  when  it  is  known  that  the  flow 

40  within  the  bed  is  uniform  (base  case). 
(b)  Monitor  the  accelerometer  locations  on  a 

..periodic  basis  to  determine  flow  maldistribution  and 
prepare  polar  plots  for  comparison  with  the  above 
base  case. 

45  (c)  Monitor  the  accelerometer  locations  when 
other  information  indicates  the  possibility  of  flow 
maldistribution,  or  after  remedial  efforts  have  been 
made  to  eliminate  flow  blockage  and  compare  the 
obtained  polar  plot  with  the  base  case. 

so  The  method  may  be  extended  to  determine 
flow  anisotropy  in  the  vertical  direction  by  deter- 
mining  the  power  spectrum  as  a  function  of  fre- 
quency  for  another  set  of  wall  vibrations  taken  at 
positions  circumferentially  about  the  reactor  but 

55  spaced  vertically  from  the  first  positions  (see  Fig- 
ure  3).  The  area  of  the  power  spectrum  under  a 
resonance  peak  for  each  of  the  second  measure- 
ments  is  determined.  Then  the  area  of  the  power 

processor. 
The  power  spectrum  is  displayed  on  either  the 

portable  system,  or  from  the  recorded  data,  and 
the  wall  resonance  identified. 

The  area  of  the  wall  resonance,  A,  is  obtained 
and  its  variation  with  angle  at  one  or  more  vertical 
heights  above  the  grid  of  the  fluidize'd  bed. 

From  Eq.  (3)  of  the  text  it  is  seen  that  A  is  a 
strong  function  of  the  normal  particle  velocity  and  a 
relatively  weak  function  of  the  mass  density  in  the 
fluidized  bed. 

In  Figure  8  we  see  the  results  of  a  series  of 
circumferential  measurements  on  a  fluidized  bed 
regenerator  of  catalytic  cracking  unit.  The  regen- 
erator  includes  a  grid  bonded  to  walls  of  the  regen- 
erator.  The  measurements  of  the  area  of  the  all 
resonance,  A,  are  shown  on  a  polar  plot  at  various 
times  over  a  period  of  one  year.  The  radius  of  the 
polar  plot  is  taken  proportional  to  the  logarithm  of 
the  quantity  A. 

Figure  8  is  easily  interpreted  in  terms  of  turbu- 
lence  due  to: 

(a)  At  time  1  when  the  grid  was  pulled  away 
from  the  wall  and  an  excessive  gas  flow  of  turbu- 
lent  stream  of  oxygen  was  streaming  up  the  south- 
west  quadrant.  The  large  anisotropy  exhibited  in 
the  southwest  quadrant  illustrates  the  ability  of  the 
passive  acoustics  process  to  pinpoint  a  region  of 
high  turbulence  within  a  fluidized  bed. 

(b)  At  time  2  when  the  mechanical  status  of 
the  grid  had  worsened  to  the  extent  that  "torch  oil" 
had  to  be  injected  into  the  unit  at  the  location 
indicated  by  the  arrow  in  order  to  reduce  the 
injection  of  oxygen  into  upper  regions  of  the  regen- 
erator  and  reduce  excessive  temperature  gradients 
across  the  bed.  This  curve  illustrates  the  sensitivity 
of  the  passive  acoustics  process  to  changes  in  flow 
conditions. 

(c)  At  time  3  when  the  grid  had  been  re- 
placed,  its  attachment  to  the  walls  of  the  unit 
repaired,  and  flow  within  the  regenerator  restored 
to  normal  uniform  conditions.  The  uniformity  of  flow 
within  the  unit  is  shown  by  the  small  angular  vari- 
ation  in  the  area  of  the  wall  resonance. 

In  the  above  example,  the  passive  acoustic 
information  was  used  to  pinpoint  the  location  of 
large  gas  influx  into  the  bed  (see  Figure  2)  for 
correction  by  torch  oil  combustion  in  an  interim 
stage  and  repair  of  the  mechanical  defect  during 
shutdown.  The  large  variation  in  A  for  the  data  at 
time  1  between  the  northeast  and  southwest  quad- 
rants  (a  factor  of  20)  is  consistent  with  Eq.  (3)  and 
the  large  value  of  Vo  in  a  region  of  turbulence  due 
to  excessive  gas  flow. 

Example  2.  Flow  Maldistribution  Within  a  Fluid  Bed 
Coker 
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spectrum  between  adjacent  first  measurements  is 
compared  with  the  change  between  the  area  of  the 
power  spectrum  between  corresponding  adjacent 
second  positions.  The  differences  between  the 
changes  in  the  area  of  the  power  spectrum  cor-  5 
respond  to  a  change  in  bed  density.  This  follows 
because  the  area  of  the  power  spectrum,  A,  de- 
pends  on  both  density  and  velocity.  This  change  in 
density  also  indicates  bed  flow  anisotropy. 

w 

Claims 

1  .  A  method  for  the  non-intrusive  determination 
of  flow  anisotropy  through  a  two  phase  fluid  bed  in  ;s 
a  structure  comprising: 

(a)  measuring  wall  vibrations  of  said  struc- 
ture  and  then  determining  the  power  spectrum  as  a 
function  of  frequency,  said  wall  vibrations  taken  at 
several  first  positions  circumferentially  about  the  20 
structure, 

(b)  determining  the  area  of  the  power  spec- 
trum  under  a  resonance  peak  for  each  of  said  first 
positions, 

(c)  correlating  a  change  in  said  area  between  25 
adjacent  first  positions  of  the  power  spectrum  with 
flow  anisotropy  through  the  cross-section  of  said 
structure  bounded  by  the  circumference  including 
said  several  first  positions. 

2.  The  method  of  claim  1  comprising  the  steps  30 
of: 

(i)  measuring  wall  vibrations  of  said  structure 
and  then  determining  the  power  spectrum  as  a 
function  of  frequency,  said  wall  vibrations  taken  at 
several  second  positions  circumferentially  about  35 
the  structure,  said  second  positions  spaced  verti- 
cally  from  said  first  position  in  said  structure, 

(ii)  determining  the  area  of  the  power  spec- 
trum  under  a  resonance  peak  for  each  of  said 
second  positions,  40 

(iii)  comparing  a  change  in  said  area  of  said 
power  spectrum  between  adjacent  first  positions 
with  the  change  between  said  area  of  said  power 
spectrum  between  corresponding  second  positions 
and  correlating  difference  between  the  changes  in  45 
said  area  of  the  power  spectrum  with  a  change  in 
bed  density. 

3.  The  process  of  claim  1  or  claim  2  wherein 
said  step  of  measuring  wall  vibrations  is  performed 
by  using  an  accelerometer.  50 

4.  The  method  of  any  one  of  claims  1  to  3 
wherein  said  structure  is  a  fluid  bed  coker  reactor. 

5.  The  method  of  any  one  of  claims  1  to  3 
wherein  said  structure  is  a  fluidized  bed  catalytic 
cracker.  55 
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