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(54) POWER FOLLOWER FOR ELECTRIC VEHICLE, AND CONTROL APPARATUS AND METHOD 
FOR POWER BATTERY

(57) Disclosed are a power follower for an electric
vehicle, and a control apparatus and method for a power
battery, which belong to the technical field of electric ve-
hicles. The apparatus comprises a power battery (1), a
power follower (2), a controller (3) and an activation ap-
paratus (4). The controller (3) is used to control a driving
mode of the power battery (1) and the power follower (2).
The controller (3) is configured to: select, when the re-
maining electric quantity of the power battery (1) is not
greater than a first predetermined value, a second driving
mode until the remaining electric quantity of the power
battery (1) rises to a second predetermined value; select,
when the remaining electric quantity of the power battery

(1) is not less than the second predetermined value, a
first driving mode until the remaining electric quantity of
the power battery (1) is not greater than the first prede-
termined value; and alternately switch between the first
driving mode and the second driving mode. The activa-
tion apparatus (4) is used to manually control the numer-
ical value of the second predetermined value according
to the requirement of a driver. The control apparatus can
reduce oil consumption, prolong battery life and improve
energy-saving performance.
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Description

Technical Field

[0001] The present invention relates to the technical
field of electric vehicles, in particular to a control appa-
ratus and method for a power follower and a power bat-
tery for an electric vehicle.

Background of the Invention

[0002] At present, as the requirements for fuel con-
sumption and emissions of vehicles become more and
more strict, an extended-range electric vehicle for reduc-
ing the fuel consumption of vehicle and reducing the
emissions of vehicle has appeared on the market. For
such extended-range electric vehicles, the energy supply
is based on a power battery, and the power battery re-
quired is large in capacity and heavy in weight. The power
follower serves as an auxiliary energy source, and when
the remaining electric quantity (soc) ("soc" described
herein is an abbreviation of "State of Charge", indicating
the state of charge, that is, the state of battery power) of
the power battery is less than a certain value, the power
follower charges the power battery. The engine in the
power follower operates efficiently at one or several fixed
speed points, the power follower charges the power bat-
tery, and the battery outputs power to the traction motor
to drive the vehicle. The power follower charges the pow-
er battery and the battery discharges to the traction mo-
tor, both of which will lose a certain amount of energy,
and the frequent use of the power battery results in a
reduced service life. The control strategy for the power
follower and the power battery in the prior art has the
problem of high fuel consumption and poor energy-sav-
ing performance.

Summary of the Invention

[0003] An object of the present invention is to provide
a control apparatus for a power follower and a power
battery for an electric vehicle, to solve the problem of
high-power consumption and poor energy-saving per-
formance of the power follower and the power battery
control strategy in the prior art.
[0004] In particular, the present invention provides a
control apparatus and method for a power follower and
a power battery for an electric vehicle, the control appa-
ratus comprising:

a power battery used to output electric power to drive
a traction motor of the electric vehicle;
a power follower used to output electric power to
drive the traction motor and/or charge the power bat-
tery;
a controller used to control the driving modes of the
power battery and the power follower, wherein the
controller is configured to: select, when the remain-

ing electric quantity of the power battery is not greater
than a first predetermined value, a second driving
mode until the remaining electric quantity of the pow-
er battery rises to a second predetermined value;
select, when the remaining electric quantity of the
power battery is not less than the second predeter-
mined value, a first driving mode until the remaining
electric quantity of the power battery is not greater
than the first predetermined value; and alternately
switch between the first driving mode and the second
driving mode, the second predetermined value being
greater than the first predetermined value; and
an activation apparatus used to manually control the
numerical value of second predetermined value ac-
cording to the requirement of a driver,
wherein the first driving mode is that the power bat-
tery operates alone to output electric power to drive
the traction motor; and the second driving mode is
that the power follower operates alone to output elec-
tric power to drive the traction motor and to charge
the power battery.

[0005] Further, the power follower comprises an en-
gine and an electric generator.
[0006] Further, the activation apparatus is disposed at
a position in a vehicle center console, which position is
convenient for the operation of a driver.
[0007] Further, the activation apparatus comprises an
inactive state and an active state, wherein, in the inactive
state, the second predetermined value is an electric
quantity when the power battery is substantially in a fully
charged state; and in the active state, the second prede-
termined value is obtained by manual control according
to the requirement of a driver.
[0008] Further, in the inactive state, the second prede-
termined value is 82-100%.
[0009] Further, in the active state, the second prede-
termined value is 25-82%.
[0010] Further, the first predetermined value is
18-24%.
[0011] Further, the driving mode further comprises a
third driving mode in which the power battery and the
power follower simultaneously output electric power to
drive the traction motor;
wherein the controller is configured to: select the third
driving mode when the first driving mode or the second
driving mode fails to meet the instantaneous power de-
mand of the electric vehicle, and correspondingly return
to the original first driving mode or second driving mode
when the instantaneous power demand of the electric
vehicle falls back.
[0012] In particular, the present invention further pro-
vides a control method for a power follower and a power
battery for an electric vehicle, the control method com-
prising the following steps:

outputting electric power to drive a traction motor of
the electric vehicle by using a power battery;
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outputting electric power to drive the traction motor
of the electric vehicle and/or charge the power bat-
tery by using a power follower;
controlling the driving mode of the power battery and
the power follower by means of a controller, wherein
the controller is configured to: select, when the re-
maining electric quantity of the power battery is not
greater than a first predetermined value, a second
driving mode until the remaining electric quantity of
the power battery rises to a second predetermined
value; select, when the remaining electric quantity
of the power battery is not less than the second pre-
determined value, a first driving mode until the re-
maining electric quantity of the power battery is not
greater than the first predetermined value; and alter-
nately switch between the first driving mode and the
second driving mode, the second predetermined val-
ue being greater than the first predetermined value;
and wherein the first driving mode is that the power
battery operates alone to output electric power to
drive the traction motor; and the second driving mode
is that the power follower operates alone to output
electric power to drive the traction motor and to
charge the power battery; and
manually controlling the numerical value of the sec-
ond predetermined value by means of an activation
apparatus according to the requirement of a driver
to control the quantity of charge of the power battery.

[0013] Further, the driving mode further comprises a
third driving mode in which the power battery and the
power follower simultaneously output electric power to
drive the traction motor;
wherein the controller is configured to: select the third
driving mode when the first driving mode or the second
driving mode fails to meet the instantaneous power de-
mand of the electric vehicle, and correspondingly return
to the original first driving mode or second driving mode
when the instantaneous power demand of the electric
vehicle falls back.
[0014] As to the control apparatus for a power follower
and a power battery for an electric vehicle provided in
the present invention, the power follower and the power
battery are used as two energy output sources to provide
power for the electric vehicle, the power battery is used
as the main energy output source, the controller is used
to realize the switching between different driving modes
between the two energy output sources, i.e., the power
follower and the power battery, and the activation appa-
ratus is used to manually control the numerical value of
the second predetermined value according to the require-
ment of a driver to control the quantity of charge of the
power battery, thereby reducing the fuel consumption
and improving the energy-saving performance.
[0015] As to the control apparatus for a power follower
and a power battery for an electric vehicle provided in
the present invention, various predetermined values are
provided to define the range of the electric quantity of

charge and discharge of the power battery, so that the
state of charge of the power battery is maintained within
a prescribed range to prevent the state of charge of the
battery state from being too high or too low so as to pro-
long the battery life.
[0016] According to the detailed description of specific
embodiments of the present invention below in conjunc-
tion with the accompanying drawings, the above and oth-
er purposes, advantages and features will become more
apparent for a person skilled in the art.

Brief Description of the Drawings

[0017] Some specific embodiments of the present in-
vention will be described below in detail with reference
to the accompanying drawings by way of example but
not by way of limitation. The same reference signs indi-
cate the same or similar components or parts in the ac-
companying drawings. It is understood by a person
skilled in the art that the drawings are not drawn to scale
necessarily. In the accompanying drawings:

Fig. 1 is a general structural block diagram of a con-
trol apparatus for a power follower and a power bat-
tery for an electric vehicle according to one embod-
iment of the present invention;
Fig. 2 is a schematic diagram of a control strategy
for switching between different driving modes of the
control apparatus for a power follower and a power
battery for an electric vehicle according to one em-
bodiment of the present invention;
Fig. 3 is a schematic diagram of a control flow for
switching between different driving modes of the
control apparatus for a power follower and a power
battery for an electric vehicle according to one em-
bodiment of the present invention; and
Fig. 4 is a schematic diagram of a control flow for a
driver of a control apparatus requesting a quantita-
tive charging mode according to the requirement ac-
cording to one embodiment of the present invention.

Detailed Description of the Invention

[0018] Fig. 1 is a general structural block diagram of a
power follower for an electric vehicle and a control ap-
paratus for a power battery according to one embodiment
of the present invention. As shown in Fig. 1, a control
apparatus for a power follower and a power battery for
an electric vehicle may comprises a power battery 1, a
power follower 2, a controller 3 and an activation appa-
ratus 4. The power battery 1 is used to output electric
power to drive a traction motor 5 of the electric vehicle
and further drive the rotation of wheels 6 of the electric
vehicle. The power follower 2 comprises an engine 21
and an electric generator 22 used to output electric power
to drive the traction motor 5 and/or charge the power
battery 1. The engine 21 is connected to the electric gen-
erator 22 so that the engine 21, when in operation, drives
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the rotation of the electric generator 22 to generate elec-
tric power, and the engine 21 may use gasoline, diesel,
natural gas and the other energy sources. The electric
generator 22 is connected to the power battery 1 to
charge the power battery, and the electric generator 22
is connected to the traction motor 5 to output electric
power to cause the traction motor 5 to rotate. The con-
troller 3 is electrically connected to the power follower 2
and the power battery for controlling the driving modes
of the power battery 1 and the power follower 2; and
multiple driving modes are provided, and the controller
3 controls the power battery 1 and the power follower 2
to select one mode to operate from the multiple driving
modes. The multiple driving modes comprise a first driv-
ing mode and a second driving mode, wherein the first
driving mode is that the power battery 1 operates alone
to output electric power to drive the traction motor 5; and
the second driving mode is that the power follower 2 op-
erates alone to output electric power to drive the traction
motor 5 and charge the power battery 1. The controller
3 is configured to: select, when the remaining electric
quantity of the power battery is not greater than a first
predetermined value, a second driving mode until the
remaining electric quantity of the power battery 1 rises
to a second predetermined value; select, when the re-
maining electric quantity of the power battery 1 is not less
than the second predetermined value, a first driving mode
until the remaining electric quantity of the power battery
1 is not greater than the first predetermined value; and
alternately switch between the first driving mode and the
second driving mode, the second predetermined value
being greater than the first predetermined value. The ac-
tivation apparatus 4 is electrically connected to the con-
troller 3 for manually controlling the numerical value of
the second predetermined value according to the require-
ment of a driver so as to control the quantity of charge
of the power battery 1.
[0019] Specifically, in the first driving mode, the power
battery 1 operates alone to output electric power to drive
the traction motor 5, and at this time, the power follower
2 is in a stop state. In the second driving mode, the power
follower 2 operates alone to output electric power to drive
the traction motor 5 while simultaneously charging the
power battery 1. At this time, the power battery 1 is only
in a charging state, and the power battery 1 does not
output power, so that the power battery 1 can be charged
as quickly as possible. In a particular embodiment, the
activation apparatus 4 is disposed at a position in a ve-
hicle center console, which position is convenient for the
operation of a driver, for example, can be disposed on a
shift lever for ease of operation. More specifically, the
activation apparatus 4 may be a button or a switch with
a rotary scale so as to control it to be in an active state
or an inactive state. In the inactive state, the second pre-
determined value is set to be an electric quantity when
the power battery 1 is substantially in a fully charged
state, and at this time, when the controller controls the
power battery 1 and the power follower 2 to operate in

the second driving mode, the power battery 1 can be
charged from the remaining electric quantity (soc) to a
substantially fully charged state, and then the power bat-
tery 1 and the power follower 2 operates in the first driving
mode again until the soc is not greater than the first pre-
determined value. When the activation apparatus 4 is in
an active state, that is, when the driver presses or opens
the activation apparatus 4 as needed, the second pre-
determined value is set to the numerical value selected
by the driver, and at this time, when the controller controls
the power battery 1 and the power follower 2 to operate
in the second driving mode, the power battery 1 is shal-
lowly charged according to the real-time requirements of
the driver only by charging the power battery 1 from the
remaining electric quantity (soc) to the numerical value
of the second predetermined value selected by the driver,
that is, by controlling the power battery 1 and the power
follower 2 to operate in the first driving mode. The per-
centage of charge to the power battery depends on the
real-time requirements of the driver and the numerical
value of the second predetermined value set by the driv-
er. For example, in a specific embodiment, when the driv-
er has a self-charging requirement, if it is determined that
the plug-in charging can be performed after half an hour,
the activation apparatus 4 can control the switch from
the automatic full charging state to the quantitative shal-
low charging state of the battery, so that the quantity of
charge is just enough to satisfy the power consumption
for the next half hour to reduce the fuel consumption of
the engine 21 and improve the energy-saving perform-
ance.
[0020] Fig. 2 is a schematic diagram of a control strat-
egy for switching between different driving modes of the
control apparatus for a power follower and a power bat-
tery for an electric vehicle according to one embodiment
of the present invention. As shown in Fig. 2, when T = 0,
the electric quantity of the power battery 1 is at the max-
imum value (max), and during the time 0 to t1, the driving
mode is the first driving mode, and the electric quantity
of the power battery 1 is gradually reduced to the first
predetermined value. When T = t1, the electric quantity
of the power battery 1 is at a first predetermined value,
and the engine 21 is in a state for starting up, and when
the electric quantity of the power battery 1 is less than
the first predetermined value, the driving mode is
switched to the second driving mode, and at this time,
the power battery 1 stops operation, the engine 21 starts
to operate and drive the electric generator 22 to generate
power so as to simultaneously output electric power to
drive the traction motor 5 and charge the power battery
1. At this time, if the activation apparatus is in an inactive
state, during the time t1 to t2 as shown in the figure, the
second predetermined value is substantially equal to the
maximum value (max), and the power battery 1 can be
substantially charged in the second driving mode to the
fully charged state. During the time t2 to t3, after the pow-
er battery 1 is charged to the fully charged state, the
controller 3 controls the switch to the first driving mode,
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and the operating state during the time 0 to t1 is repeated.
When T = t3, the activation apparatus is in an active state,
and at this time, the second predetermined value in the
active state is the numerical value set by the driver ac-
cording to the real-time requirements, and during the time
t3 to t4, in the second driving mode, the power battery 1
is charged to the second predetermined value in the ac-
tive state, and then the charging is stopped and mean-
while it is switched to the first driving mode. During the
time t4 to t5, in the first driving mode, the power battery
1 operates alone to drive the rotation of the traction motor
5, and alternately switches between the first driving mode
and the second driving mode, so that the power battery
1 is in a shallowly charged state.
[0021] In a preferred embodiment, the first predeter-
mined value is any percentage value within 18-24%.
When the activation apparatus 4 is in the inactive state,
the second predetermined value is any percentage value
within 82-100%. When the activation apparatus 4 is in
the active state, the second predetermined value is any
percentage value within 25-82%. The present invention
further sets the minimum electric quantity (min) of the
power battery 1 to be any percentage value within
15-18%. During charging and discharging of the power
battery 1, the range of the electric quantity of charge and
discharge of the power battery 1 is defined, so that the
state of charge can always be within a prescribed range
so as to prevent the state of charge of the battery from
being too high or too low to prolong the battery life.
[0022] Further, The driving mode of the control appa-
ratus of the present invention further comprises a third
driving mode, and the power battery 1 and the power
follower 2 simultaneously output electric power to drive
the traction motor 5, wherein the controller 3 is configured
to: select the third driving mode when the first driving
mode or the second driving mode fails to meet the in-
stantaneous power demand of the electric vehicle, and
correspondingly return to the original first driving mode
or second driving mode when the instantaneous power
demand of the electric vehicle falls back. For example,
during the driving of the vehicle, some special conditions,
such as climbing a long ramp and/or sudden accelera-
tion, may not be avoided. At this time, the power demand
of the entire vehicle cannot be satisfied when the driving
mode is the first driving mode or the second driving mode,
and the controller controls the power battery 1 and the
power follower 2 to operate in the third driving mode, so
that the power battery 1 and the power follower 2 operate
simultaneously to provide electric power to drive the trac-
tion motor 5. Also, after a special condition, such as climb-
ing a long ramp and/or a sudden acceleration disappears,
when the instantaneous power demand of the electric
vehicle can be satisfied in the first driving mode or the
second driving mode, the controller 3 correspondingly
controls the power battery 1 and the power follower 2 to
return to the original first driving mode or second driving
mode before the special condition.
[0023] As to the control apparatus for a power follower

and a power battery for an electric vehicle provided in
the present invention, the power follower 2 and the power
battery 1 are used as two energy output sources to pro-
vide power for the electric vehicle, the power battery 1 is
used as the main energy output source, the controller 3
is used to realize the switching between different driving
modes between the two energy output sources, i.e., the
power follower 2 and the power battery 1, and the acti-
vation apparatus 4 is used to manually control the nu-
merical value of the second predetermined value accord-
ing to the requirement of a driver to control the quantity
of charge of the power battery 1, thereby reducing the
fuel consumption and improving the energy-saving per-
formance.
[0024] As to the control apparatus for a power follower
and a power battery for an electric vehicle provided in
the present invention, various predetermined values are
provided to define the range of the electric quantity of
charge and discharge of the power battery 1, so that the
state of charge of the power battery is maintained within
a prescribed range to prevent the state of charge of the
battery state from being too high or too low so as to pro-
long the battery life.
[0025] The present invention further provides a control
method for a power follower and a power battery for an
electric vehicle, the control method comprising the fol-
lowing steps:

outputting electric power to drive a traction motor 5
of the electric vehicle by using a power battery 1;
outputting electric power to drive the traction motor
5 of the electric vehicle and/or charge the power bat-
tery 1 by using a power follower 2;
controlling the driving mode of the power battery 1
and the power follower 2 by means of a controller 3,
wherein the controller 3 is configured to: select, when
the remaining electric quantity of the power battery
1 is not greater than a first predetermined value, a
second driving mode until the remaining electric
quantity of the power battery 1 rises to a second pre-
determined value; select, when the remaining elec-
tric quantity of the power battery 1 is not less than
the second predetermined value, a first driving mode
until the remaining electric quantity of the power bat-
tery 1 is not greater than the first predetermined val-
ue; and alternately switch between the first driving
mode and the second driving mode, the second pre-
determined value being greater than the first prede-
termined value; and wherein the first driving mode
is that the power battery 1 operates alone to output
electric power to drive the traction motor 5; and the
second driving mode is that the power follower 2 op-
erates alone to output electric power to drive the trac-
tion motor 5 and charge the power battery 1; and
the numerical value of the second predetermined
value is manually controlled by means of an activa-
tion apparatus 4 according to the requirement of a
driver to control the quantity of charge of the power
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battery 1.

[0026] Further, the driving mode further comprises a
third driving mode in which the power battery and the
power follower simultaneously output electric power to
drive the traction motor;
wherein the controller 3 is configured to: select the third
driving mode when the first driving mode or the second
driving mode fails to meet the instantaneous power de-
mand of the electric vehicle, and correspondingly return
to the original first driving mode or second driving mode
when the instantaneous power demand of the electric
vehicle falls back.
[0027] Fig. 3 is a schematic diagram of a control flow
for switching between different driving modes of the con-
trol apparatus for a power follower and a power battery
for an electric vehicle according to one embodiment of
the present invention. As shown in Fig. 3, a power battery
1 is used to output electric power to drive a traction motor
5 of the electric vehicle; and a power follower 2 is used
to output electric power to drive the traction motor 5 of
the electric vehicle and/or charge the power battery 1.
The following steps are comprised:

Step 1: the vehicle is driven by the power battery 1.
Step 2: when the electric quantity of the power bat-
tery 1 drops to a first predetermined value (the first
predetermined value > the minimum value (min) set
by the soc, to avoid damage to the battery caused
by excessive discharge), the engine is started for
power supply, and the power supplying from the bat-
tery is stopped. At this time: <1> if the driver does
not need to charge the battery, that is, the activation
apparatus 4 is not activated, the battery is automat-
ically controlled to be charged to the second prede-
termined value in the active state (which is substan-
tially equal to the maximum value (max) set by the
soc), and step 3 is executed next. <2> If the driver
has a self-charging requirement, that is, the activa-
tion apparatus 4 is activated, for example, it is de-
termined that the plug-in charging can be performed
after half an hour, the activation apparatus 4 de-
signed on a shift lever can be used to switch from
the automatic full charging state to the quantitative
shallow charging state of the battery, and step 4 is
executed next. At the same time, this function should
be informed in the operating instruction manual of
the vehicle.
Step 3: when the SOC ≥ the maximum value (max),
the engine 21 is stopped, and step 1 is repeated.
Step 4: when the SOC ≥ the second predetermined
value, the engine 21 is stopped, and step 1 is repeat-
ed.

[0028] Fig. 4 is a schematic diagram of a control flow
for a driver of a control apparatus requesting a quantita-
tive charging mode according to the requirement accord-
ing to one embodiment of the present invention. As

shown in Fig. 4, the activation apparatus 4 is integrated
at the shift lever of the vehicle. In a specific embodiment,
the activation apparatus 4 is an activation button C, which
represents Charging, and can realize the quantitative
charging of the battery. The activation button C has only
two modes, ON/OFF, which respectively indicate being
activated and inactivated, and is pressed to be ON and
lifted to be OFF. Preferably, the dashboard can also dis-
play the current status, such as gear position, whether it
is charged, the charging percentage and other informa-
tion. As shown in Fig. 4, only when the position of the
shift lever is in the D position (forward gear), the driver
is allowed to activate the button, and at the same time
the dashboard displays that the current status is D posi-
tion and quantitative charging C is carried out; if the but-
ton is not activated, the dashboard only displays running
in the D position; otherwise, the dashboard displays a
non-D position (that is, R/N gear position, i.e., reverse
gear or neutral position). At the same time, this function
should be informed in the operating instruction manual
of the vehicle.
[0029] So far, it is recognized by a person skilled in the
art that although multiple exemplary embodiments of the
present invention have been shown and described in de-
tail herein, many other variations or modifications com-
plying with the principles of the present invention can be
directly determined or derived from the contents dis-
closed in the present invention without departing from
the spirit and scope of the present invention. Therefore,
the scope of the present invention should be construed
and deemed as encompassing all these and other vari-
ations or modifications.

Claims

1. A control apparatus for a power follower and a power
battery for an electric vehicle, the control apparatus
comprising:

a power battery used to output electric power to
drive a traction motor of the electric vehicle;
a power follower used to output electric power
to drive the traction motor and/or charge the
power battery;
a controller used to control the driving modes of
the power battery and the power follower,
wherein the controller is configured to: select,
when the remaining electric quantity of the pow-
er battery is not greater than a first predeter-
mined value, a second driving mode until the
remaining electric quantity of the power battery
rises to a second predetermined value; select,
when the remaining electric quantity of the pow-
er battery is not less than the second predeter-
mined value, a first driving mode until the re-
maining electric quantity of the power battery is
not greater than the first predetermined value;
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and alternately switch between the first driving
mode and the second driving mode, the second
predetermined value being greater than the first
predetermined value; and
an activation apparatus used to manually control
the numerical value of the second predeter-
mined value according to the requirement of a
driver;
wherein the first driving mode is that the power
battery operates alone to output electric power
to drive the traction motor; and the second driv-
ing mode is that the power follower operates
alone to output electric power to drive the trac-
tion motor and to charge the power battery.

2. The control apparatus according to claim 1, wherein
the power follower comprises an engine and an elec-
tric generator.

3. The control apparatus according to claim 1, wherein
the activation apparatus is disposed at a position in
a vehicle center console, which position is conven-
ient for the operation of a driver.

4. The control apparatus according to any one of claims
1 to 3, wherein the activation apparatus comprises
an inactive state and an active state; and wherein,
in the inactive state, the second predetermined value
is an electric quantity when the power battery is sub-
stantially in a fully charged state; and in the active
state, the second predetermined value is obtained
by manual control according to the requirement of a
driver.

5. The control apparatus according to claim 4, wherein,
in the inactive state, the second predetermined value
is 82-100%.

6. The control apparatus according to claim 4, wherein,
in the active state, the second predetermined value
is 25-82%.

7. The control apparatus according to claim 1, wherein
the first predetermined value is 18-24%.

8. The control apparatus according to claim 1, wherein
the driving mode further comprises a third driving
mode in which the power battery and the power fol-
lower simultaneously output electric power to drive
the traction motor;
wherein the controller is configured to: select the
third driving mode when the first driving mode or the
second driving mode fails to meet the instantaneous
power demand of the electric vehicle, and corre-
spondingly return to the original first driving mode or
second driving mode when the instantaneous power
demand of the electric vehicle falls back.

9. A control method for a power follower and a power
battery for an electric vehicle, the control method
comprising the following steps:

outputting electric power to drive a traction motor
of the electric vehicle by using a power battery;
outputting electric power to drive the traction mo-
tor of the electric vehicle and/or charge the pow-
er battery by using a power follower;
controlling the driving modes of the power bat-
tery and the power follower by means of a con-
troller, wherein the controller is configured to:
select, when the remaining electric quantity of
the power battery is not greater than a first pre-
determined value, a second driving mode until
the remaining electric quantity of the power bat-
tery rises to a second predetermined value; se-
lect, when the remaining electric quantity of the
power battery is not less than the second pre-
determined value, a first driving mode until the
remaining electric quantity of the power battery
is not greater than the first predetermined value;
and alternately switch between the first driving
mode and the second driving mode, the second
predetermined value being greater than the first
predetermined value; and wherein the first driv-
ing mode is that the power battery operates
alone to output electric power to drive the trac-
tion motor; and the second driving mode is that
the power follower operates alone to output elec-
tric power to drive the traction motor and to
charge the power battery; and
manually controlling the numerical value of the
second predetermined value by means of an ac-
tivation apparatus according to the requirement
of a driver to control the quantity of charge of
the power battery.

10. The control method according to claim 9, wherein
the driving mode further comprises a third driving
mode in which the power battery and the power fol-
lower simultaneously output electric power to drive
the traction motor;
wherein the controller is configured to: select the
third driving mode when the first driving mode or the
second driving mode fails to meet the instantaneous
power demand of the electric vehicle, and corre-
spondingly return to the original first driving mode or
second driving mode when the instantaneous power
demand of the electric vehicle falls back.
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