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Description 

This  invention  relates  to  a  press  and  in  particu- 
lar  to  a  press  for  driving  an  applicator  for  crimping 
electrical  terminals  to  leads,  the  press  having  a 
control  circuit  arrangement  for  stopping  the  press 
ram  at  least  proximate  to  a  home,  or  top  dead 
center,  position  at  the  end  of  each  cycle  of  opera- 
tion  of  the  ram. 

A  press  of  this  kind  does  not  have  the  dis- 
advantages  of  most  conventional  presses  which  are 
provided  with  a  single  revolution  clutch  for  the 
purpose  of  ensuring  that  the  press  ram  carries  out 
only  a  single  cycle  of  operation  each  time  an 
electric  motor  for  driving  the  press  ram  is  actuated. 
These  disadvantages  are,  mainly,  that  the  press  is 
noisy  and  jerky  in  operation  and  that  the  single 
revolution  clutch  does  not  reliably  ensure  that  the 
press  ram  does  not  substantially  over-run  is  home 
position  at  the  end  of  each  cycle  of  operation.  Also, 
the  clutch  is  unduly  subject  to  wear. 

There  is  described  in  DE-A-3320023,  a  press 
comprising  a  direct  current  drive  electrical  motor 
connected  to  a  slide  ram  of  the  press  by  way  of 
reduction  gearing  and  an  eccentric  drive  shaft,  and 
a  control  circuit  arrangement  comprising  an  in- 
cremental  encoder  for  producing  a  first  output  re- 
presenting  the  angular  position  of  the  drive  shaft, 
and  thus  the  linear  position  of  the  slide  ram  and 
means  for  controlling  the  speed  of  the  drive  motor 
to  stop  the  slide  ram  at  least  proximate  to  the 
home  position  thereof  at  the  end  of  each  cycle  of 
operation  of  the  slide  ram. 

The  control  circuit  arrangement  of  this  known 
press  does  not  serve  continuously  to  monitor  the 
speed  of  the  motor  and  does  not  apply  a  corrective 
signal  to  the  motor  until  an  overshoot  or  an  under- 
shoot  of  the  press  ram  has  already  occurred,  so 
that  the  ram  is  not  stopped  proximate  to  its  home 
position  until  several  cycles  of  the  press  have  been 
carried  out. 

It  is  important  that  the  ram  should  be  returned 
to  its  home  position,  that  is  to  say  to  its  fully  raised 
position,  with  reasonable  precision  following  each 
cycle  of  its  reciprocating  movement,  because,  for 
example,  the  feed  finger,  of  an  electrical  terminal 
applicator  driven  by  the  press  will  be  incorrectly 
synchronized  with  the  end  positions  of  the  ram  of 
the  applicator,  should  that  ram,  which  is  driven  by 
the  slide  ram  of  the  press,  either  overshoot  or 
undershoot  with  respect  to  its  home  position  at  the 
end  of  a  crimping  cycle.  Further,  any  significant 
overshoot  of  the  slide  ram  of  the  press,  could 
cause  the  ram  of  the  applicator  to  obstruct  the 
insertion  of  a  lead,  to  which  a  terminal  is  to  be 
crimped  during  the  next  ram  cycle,  between  the 
crimping  die  and  the  crimping  anvil  of  the  applica- 
tor.  Proper  return  of  the  press  slide  ram,  to  its 

home  position  at  the  end  of  each  cycle,  is  of 
enhanced  importance,  where  the  applicator  is  part 
of  a  lead  making  machine  having  automatic  lead 
insertion  means  which  must  be  synchronized  with 

5  the  cycle  of  the  applicator  ram.  Further,  where  the 
applicator  is  a  stripper  crimper,  stripping  means 
thereof  must  also  be  coordinated  with  the  move- 
ment  of  the  applicator  ram. 

According  to  the  present  invention,  a  press  as 
io  defined  in  the  third  paragraph  of  this  specification, 

is  characterized  by  measuring  means  for  producing 
a  continuous  second  output  representing  the  speed 
of  the  drive  motor,  the  computer  having  registered 
therein  a  desired  motor  speed  program,  a  motor 

75  control  circuit  for  comparing  said  first  and  said 
second  outputs  with  said  program  to  provide  a  third 
output  representing  the  result  of  such  comparison, 
and  a  motor  drive  circuit,  sensitive  to  said  third 
output  to  control  the  speed  of  the  motor  in  accor- 

20  dance  with  the  desired  motor  speed  program. 
The  speed  of  the  drive  motor  is,  therefore, 

controlled  throughout  the  whole  of  the  ram  cycle  so 
that  the  ram  is  stopped  with  the  desired  accuracy 
least  proximate  to  its  home  position  as  from  the 

25  first  cycle  of  operation  thereof.  Even  when  the 
control  circuit  arrangement  of  the  known  press  has 
stabilized  the  stopping  position  of  the  press  ram, 
such  stability  could  be  disturbed  by  an  outside 
influence,  for  example  a  damaged  terminal  on  the 

30  anvil  of  the  applicator  or  no  terminal  being  present 
thereon,  when  the  ram  descends.  Since,  according 
to  the  present  invention,  the  speed  of  the  motor  is 
monitored  throughout  each  ram  cycle,  such  de- 
stabilization  of  the  stopping  position  of  the  press 

35  ram,  and  thus  of  the  applicator  ram,  cannot  occur. 
Advantageously,  the  drive  motor  is  a  three 

phase  pulse-fed,  brushless,  synchronous  motor, 
which  is  maintenance  free,  and  the  measuring 
means  comprises  Hall  effect  sensors  for  producing 

40  pulse  trains,  the  speed  of  the  drive  motor  being  a 
function  of  the  pulse  frequency.  In  order  to  stop  the 
motor  when  the  press  ram  is  at  least  proximate  to 
its  home  position,  the  motor  drive  circuit  may  be 
actuated  by  the  motor  control  circuit  to  apply  feed 

45  pulses  of  reversed  polarity  to  the  drive  motor,  so 
that  no  specific  motor  brake  arrangement,  as  pro- 
vided  in  the  known  press,  is  required. 

The  control  circuit  arrangement  may  be  pro- 
vided  with  a  control  panel  connected  to  the  com- 

50  puter  and  having  switch  means  actuable  to  cause 
the  computer  to  signal  the  motor  control  circuit  to 
actuate  the  motor  drive  circuit  to  apply  a  single 
continuous  pulse  to  a  phase  of  the  drive  motor  to 
hold  it  in  a  stopped  position.  The  control  panel  may 

55  have  a  further  switch  means,  actuable  to  cause  the 
motor  to  crawl  forwardly  and  rearwardly,  at  reduced 
speed,  and  thus  to  cause  the  press  ram  to  rise  and 
fall  slowly,  when  the  press,  or  a  lead-making  ma- 
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chine  of  which  the  press  is  a  part,  is  to  be  set  up. 
Means  may  also  be  provided  for  ensuring  that 

motor  control  circuit  can  supply  control  signals  to 
the  motor  drive  circuit  only  with  a  rapidity  that  is 
compatible  with  the  following  capacity  of  the  drive 
motor. 

Sensor  means  may  be  connected  to  the  com- 
puter  for  sensing  the  absence  of  a  terminal  on  the 
anvil  of  the  applicator  and  in  the  absence  thereof  to 
cause  the  computer  to  actuate  the  motor  control 
circuit  to  activate  the  motor  drive  circuit  to  cause 
the  motor  to  drive  the  slide  ram  of  the  press 
through  two  cycles  of  operation  so  that  the  next 
following  terminal  is  placed  on  the  anvil,  to  be 
crimped  to  a  lead  by  the  dies  of  the  applicator  ram. 

For  a  better  understanding  of  the  invention  and 
to  show  how  it  may  be  carried  into  effect  reference 
will  now  be  made  by  way  of  example  to  the  ac- 
companying  drawings  in  which; 

FIGURE  1  is  an  isometric  view  of  an  electron- 
ically  controlled  crimping  press  having  a  slide 
ram,  which  is  shown  in  a  fully  raised,  home 
position; 
FIGURE  2  is  an  enlarged  top  plan  view  of  the 
press  shown  mainly  in  section; 
FIGURE  3  is  an  enlarged  fragmentary  view  illus- 
trating  details  of  Figure  2; 
FIGURE  4  is  an  enlarged  fragmentary,  sectional 
view  of  the  press,  showing  the  slide  ram  in  an 
intermediate  position; 
FIGURE  5  is  an  enlarged  isometric  view  of  a 
bearing  ring  which  is  shown  in  Figures  2,  3  and 
8; 
FIGURE  6  is  an  enlarged  elevational  view, 
shown  partly  in  section,  of  the  lower  part  of  the 
press  shown  in  Figure  1  and  having  fixed  there- 
to  a  mounting  plate  for  an  electrical  terminal 
applicator; 
FIGURE  7  is  an  enlarged  fragmentary  side  view 
of  the  upper  part  of  the  press; 
FIGURE  8  is  an  enlarged  front  view,  shown 
partly  in  section,  of  the  upper  part  of  the  press; 
FIGURE  9  is  an  enlarged  side  view,  shown 
partly  in  section,  of  the  slide  ram; 
FIGURE  10  is  an  enlarged  front  view  of  the  slide 
ram; 
FIGURE  11  is  an  isometric  view  of  one  example 
of  an  electrical  terminal  applicator  for  the  press; 
FIGURE  12  is  a  block  schematic  diagram  illus- 
trating  an  electronic  control  circuit  arrangement 
for  the  press  and  for  a  lead  making  machine; 
FIGURE  13  is  a  graph  illustrating  the  operation 
of  the  control  circuit  arrangement;  and 
FIGURE  14  is  a  diagram  of  an  eccentric  assem- 
bly  of  the  press,  associated  with  the  graph  of 
Figure  13. 
The  mechanical  construction  of  the  press  will 

now  be  described  with  particular  reference  to  Fig- 

ures  1  to  10. 
An  electronically  controlled  crimping  press  2, 

comprises,  a  cast  metal  frame  4  having  a  generally 
rectangular  ram  drive  housing  6,  a  pedestal  8 

5  formed  integrally  therewith,  and  an  applicator 
mounting  base  10  formed  integrally  with  the  pedes- 
tal  8,  mounting  lugs  12  projecting  from  opposite 
sides  of  the  latter.  There  projects  from  the  rear  of 
the  housing  4,  as  shown  in  Figure  7,  a  lug  14 

io  supporting  a  vertical  shaft  16  carrying  a  rotatable 
storage  reel  18,  part  of  which  is  shown  in  Figure  1, 
and  about  which  is  wound  strip  S  (Figure  11)  of 
electrical  terminals  T.  Secured  to  one  side  of  the 
housing  6,  is  a  control  panel  20,  for  use  in  operat- 

15  ing  an  electronic  control  circuit,  which  is  described 
below  and  which  is  shown  in  Figure  12.  Arranged 
for  vertical,  reciprocating,  sliding  movement,  in  the 
forward  part  of  the  housing  6,  is  a  slide  ram  22, 
which  is  connected,  as  best  seen  in  Figure  2,  by 

20  way  of  a  reduction  gear  box  24,  to  a  three-phase, 
brushless,  maintenance  free,  DC  synchronous  elec- 
tric  motor  26.  The  motor  26  is  mounted  in  the 
housing  6  with  considerable  clearance  from  its  side 
walls  28,  in  which  are  provided  louvers  31  for 

25  augmented  ventilation  of  the  motor  26.  There  is 
connected  to  the  output  shaft  of  the  motor  26,  at 
the  opposite  end  of  the  shaft  to  the  gear  box  24,  an 
incremental  encoder  30  fixed  to  the  motor  26.  The 
gear  box  24  is  secured  to  the  side  walls  28  by 

30  means  of  screws  88. 
As  shown  in  Figure  6,  an  applicator  mounting 

plate  32  provided  with  applicator  mounting  lugs  34 
is  secured  to  the  base  10  by  means  of  screws  36. 
The  slide  ram  22  is  provided  at  its  lower  end  with 

35  an  adaptor  40  for  releasably  securing  the  ram  22, 
as  shown  in  Figure  7,  to  a  complementary  adaptor 
42  of  an  electrical  terminal  applicator  44,  an  exam- 
ple  of  which  is  shown  in  Figure  1  1  .  The  applicator 
shown  in  Figure  11  is  an  end  feed  applicator, 

40  comprising  a  ram  housing  46  containing  an  ap- 
plicator  ram  47  terminating  at  its  upper  end  in  the 
adaptor  42  and  at  its  lower  end,  in  terminal  crimp- 
ing  dies  48.  The  applicator  44  has  a  terminal  strip 
feeding  device  50  for  the  strip  S,  comprising  a  feed 

45  finger  52  arranged  to  be  driven  in  reciprocating 
motion  by  means  of  a  piston  and  cylinder  unit  54 
to  drive  the  strip  S  of  electrical  terminals  along  a 
feed  track  56  towards  a  terminal  crimping  anvil  58 
on  an  applicator  base  60  adapted  to  be  secured  to 

50  the  plate  32  by  means  of  the  lugs  34.  Such  an 
applicator  is  described,  for  example,  in  US-A- 
3,184,950,  which  is  incorporated  herein  by  refer- 
ence. 

The  ram  22  is  mounted  to  the  side  walls  28  of 
55  the  housing  6  by  way  of  roller  or  ball  bearings  62 

comprising  outer  tracks  64  secured  to  the  side 
walls  28  by  means  of  screws  66,  as  best  seen  in 
Figure  3,  and  inner  tracks  68  secured  to  lugs  69 

3 
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extending  along  vertical  margins  of  the  ram  22  by 
means  of  screws  70.  The  track  64  on  one  side  wall 
68  is  laterally  adjustable  by  means  of  grub  screws 
72,  as  will  best  be  appreciated  from  Figure  8.  As 
best  seen  in  Figure  3,  the  ram  22  is  mounted  in  the 
bearings  62  bisected  by  its  transverse,  or  horizon- 
tal,  central  axis  X-X  so  that  it  does  not  tend  to  tilt 
forwardly  or  rearwardly  during  its  vertical,  recipro- 
cating,  sliding  movement  on  the  bearings  62.  As 
best  seen  in  Figures  9  and  10,  the  ram  22  is 
formed  with  a  substantially  rectangular  cross  sec- 
tion,  elongate  guideway  74  opening  into  its  rear 
face  only,  extending  horizontally  thereacross  par- 
allel  to  the  axis  X-X  and  which  receives  an  eccen- 
tric  assembly  76  for  horizontal  reciprocating  move- 
ment  as  indicated  by  the  arrows  A,  in  Figure  3,  at 
right  angles  to  the  axis  of  rotation  Y-Y  of  the  shaft 
of  the  motor  26,  which  axis  is  at  right  angles  to  the 
axis  X-X.  The  ram  22  is  formed  with  channels  77 
for  oil  for  lubricating  the  guideway  74  and  the 
bearings  62.  The  eccentric  assembly  76,  com- 
prises  a  central  stub  shaft  78  which  is  mounted  for 
rotation  about  its  axis  in  a  roller  bearing  ring  80 
which  is  best  seen  in  Figure  5  and  which  is  in  turn 
mounted  in  a  circular  cross  section  bearing  block 
82  in  the  form  of  a  roller,  which  is  best  seen  in 
Figure  8.  The  shaft  78,  is  arranged  to  be  driven  in 
rotation  by  reduction  gearing  (not  shown)  in  the 
gearbox  24,  and  is  mounted  to  an  output  shaft  79 
thereof  (as  best  seen  in  Figures  4  and  14),  eccen- 
trically  with  respect  to  said  axis  Y-Y  which  is  also 
the  axis  of  rotation  of  the  output  shaft  79. 

As  the  shaft  78  is  rotated  by  the  motor  26  by 
way  of  the  reduction  gear  box  24,  assembly  76 
drives  the  ram  22  through  its  vertical,  reciprocating 
motion,  the  eccentricity  of  the  assembly  76  being 
taken  up  by  rolling  movement  thereof  along  the 
guideway  74;  as  will  be  apparent  from  a  compari- 
son  of  Figures  2  and  3,  in  which  the  ram  22  is  in  its 
fully  raised,  or  home,  position,  with  Figure  4  in 
which  the  ram  22  is  in  an  intermediate  position. 
Thus  when  the  applicator  44  is  mounted  to  the 
press  2,  in  the  manner  described  above,  the  crimp- 
ing  die  48  of  the  applicator  44  is  driven  by  the  ram 
22  in  reciprocating  motion  to  crimp  terminals  T  to 
leads  inserted  between  the  die  48  and  the  anvil  58. 
The  encoder  30,  serves  incrementally  to  measure 
the  angular  position  of  the  shaft  78  and  thus  the 
vertical  position  of  the  ram  22,  which  is  drive 
through  one  cycle  of  its  reciprocating  movement 
during  each  revolution  of  the  shaft  78.  The  bearing 
block  could  be  of  rectangular,  instead  of  circular, 
cross-section,  arranged  to  slide,  instead  of  roll, 
along  the  guideway  74. 

It  is  important  that  the  press  ram  22  should  be 
returned  to  its  home  position,  that  is  to  say  to  its 
fully  raised  position  (0°  in  Figure  14),  with  reason- 
able  precision  following  each  cycle  of  its  recipro- 

cating  movement  because  part,  for  example  the 
feed  finger,  of  an  applicator  on  the  plate  32,  driven 
according  to  the  vertical  position  the  applicator  ram 
will  be  incorrectly  synchronized  with  the  end  posi- 

5  tions  of  the  applicator  ram  should  the  latter  either 
overshoot,  or  undershoot  with  respect  to  its  home 
position  at  the  end  of  a  crimping  cycle.  Also  a 
significant  overshoot  of  the  ram  22,  could  cause 
the  applicator  ram  to  obstruct  the  insertion  of  a 

io  lead  between  the  crimping  die  and  the  crimping 
anvil  of  the  applicator,  at  the  beginning  of  a  crimp- 
ing  cycle.  Proper  return  of  the  press  ram  22  to  its 
home  position  at  the  end  of  a  cycle,  is  of  enhanced 
importance  where  the  applicator  is  part  of  a  lead 

is  making  machine  having  automatic  lead  insertion 
means  which  must  be  synchronized  with  the  cycle 
of  the  applicator  ram.  Again,  where  the  applicator  is 
a  stripper  crimper,  stripping  means  thereof  must 
also  be  coordinated  with  the  movement  of  the 

20  applicator  ram. 
A  circuit  arrangement  89,  for  controlling  the 

press  2,  so  that  the  ram  22  returns,  with  the  re- 
quired  accuracy,  to  its  top  dead  center,  or  home, 
position  at  the  end  of  each  cycle  of  the  press,  and 

25  for  controlling  the  operation  of  auxiliary  means  of 
an  applicator  of  the  press  and  associated  parts  of  a 
lead  making  machine  of  which  the  press  is  part, 
will  now  be  described  with  particular  reference  to 
Figures  12  to  14. 

30  As  shown  in  Figure  12,  the  motor  26  which  as 
mentioned  above,  is  a  maintenance  free,  brushless, 
three  phase,  synchronous,  DC  motor,  comprises  a 
permanent  magnet  90,  which  is  fixed  to  shaft  92  of 
the  motor  26  and  which  is  rotated  by  the  field  coils 

35  (not  shown)  thereof  which  are  fed  with  phased  DC 
pulses,  PU,  PV  and  PW,  respectively,  the  speed  of 
the  motor  26  being  a  function  of  the  pulse  fre- 
quency.  The  magnet  90  cooperates  with  Hall  effect 
sensors  94  each  of  which  produces  a  pulse  train 

40  PX,  PY  and  PZ,  respectively,  the  pulse  frequency 
of  which  is  a  function  of  the  speed  rotation  of  the 
shaft  92,  that  is  to  say  the  motor  speed.  Three 
inlets  IT,  V  and  W,  of  the  motor  26  are  supplied 
with  the  pulses  PU,  PV  and  PW,  respectively  by  a 

45  motor  drive  pulse  generator  96  fed  with  direct 
current  via  a  rectifying  and  smoothing  circuit  98 
connected  via  a  ganged  switch  100  to  an  alternat- 
ing  current  filter  101  which  is  in  turn  connected  to 
AC  mains  voltage  by  a  further  ganged  switch  102. 

50  The  motor  drive  pulse  generator  96  is  controlled 
via  lines  103  and  105  by  a  motor  control  digital 
logic  circuit  104,  by  way  of  an  interface  circuit  106, 
to  vary  the  frequency  of,  or  reverse  the  polarity  of, 
the  pulses  PU,  PV  and  PW  or  to  supply  a  continu- 

55  ous  pulse  to  a  phase  of  the  motor  26  to  hold  it 
stationary.  The  circuit  104  is  connected  to  a  main 
computer  108  by  way  of  a  first  optoisolator  110, 
the  computer  108  having  entered  therein  a  desired 

4 
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motor  speed  program.  112.  The  computer  108  is 
also  connected  to  a  lead  making  machine  114  by 
way  of  a  second  optoisolator  116,  in  which  ma- 
chine  the  press  2  is  incorporated.  The  computer 
108  is  supplied  from  the  AC  mains  by  way  of  a 
rectifier  and  voltage  changer  118  and  is  also  con- 
nected  to  the  control  panel  20  by  way  of  an  array 
of  lines  120. 

Both  the  sensors  94,  and  the  incremental  en- 
coder  30  are  connected  to  the  motor  control  circuit 
104  by  way  of  lines  105  and  107,  respectively.  The 
circuit  104  comprises  a  comparator  109  which 
compares  the  outputs  on  the  lines  105  and  107 
which  represent  the  speed  of  the  motor  26  and  the 
angular  position  of  its  shaft  92,  respectively,  with 
the  desired  motor  speed  registered  in  the  program 
112,  the  speed  of  the  motor  26  being  controlled  by 
the  circuit  104  by  way  of  the  pulse  generator  96 
upon  the  basis  of  such  comparison.  In  theory,  the 
motor  26  could  be  brought  to  a  halt  when  the  ram 
22  is  in  its  top  dead  center,  or  home  position,  only 
by  comparison  of  the  output  of  the  sensors  94  with 
the  program  112,  but  this  could  not  be  achieved 
with  reasonable  accuracy  in  practice  by  means  of  a 
circuit  104  of  a  kind  which  can  be  produced  com- 
mercially  at  a  reasonable  cost.  In  the  present  case, 
however,  the  speed  of  the  motor  26,  as  controlled 
upon  the  basis  of  a  comparison  between  the  pro- 
gram  112  and  the  frequency  of  the  pulses  PX,  PY 
and  PZ,  tends  to  hunt,  that  is  to  say  it  becomes 
unstable,  as  the  ram  22  is  moved  towards  its  home 
position.  At  this  stage  however,  the  signals  sup- 
plied  by  the  incremental  encoder  30  are  effective  in 
the  circuit  104  to  supply  control  signals  to  the 
pulse  generator  96  continually  to  return  the  motor 
26  to  the  desired  speed  stipulated  by  the  program 
112.  Figure  13  is  a  graph  in  which  the  ordinate 
represents  the  motor  speed  VL  and  the  abscissa, 
the  angular  position  AP  of  the  shaft  78.  It  will  be 
seen  from  the  graph  that  as  the  ram  22  descends 
towards  the  fully  depressed  position,  that  is  to  say 
the  position  at  which  the  applicator  ram  crimps  the 
terminal  to  the  lead,  the  speed  of  the  motor  26 
rises  linearly  up  to  a  point  proximate  to  the  180° 
position  of  the  shaft  78  and  falls  slightly  as  the 
crimping  operation  is  carried  out  around  that  posi- 
tion.  Thereafter  the  motor  speed  rises  slightly  and 
then  falls  again,  as  the  shaft  78  moves  towards  its 
home  position.  As  shown  in  Figure  13,  the  encoder 
30  serves  to  linearlise  the  speed  of  the  motor  26 
between  approximately  the  200°  to  300°  angular 
positions  of  the  shaft  78.  Lines  123  connecting  the 
program  112  to  the  circuit  104,  by  way  of  the 
optoisolator  110  continually  feed  into  the  circuit 
104,  the  desired  motor  speed  criteria  for  different 
angular  positions  of  the  shaft  78. 

The  control  panel  20  is  provided  with  a  bank 
121  of  touch  screens  122,  and  an  indicator  screen 

124  on  which  the  computer  causes  to  be  displayed 
operating  information  for  example  that  the  press  is 
ready  for  use  or  that  there  is  a  fault  in  a  particular 
part  of  the  system. 

5  The  motor  26  is  controlled  throughout  its  rota- 
tion  in  order  to  halt  the  ram  22  when  it  is  at  least 
approximately  in  its  home  position,  at  which  time 
the  circuit  104  signals  the  pulse  generator  96  to 
reverse  the  polarity  of  the  pulses  PU,  PV  and  PW, 

io  no  specific  brake  means  for  the  motor  26  being 
needed.  Respective  ones  of  the  touch  screens  122 
may  be  actuable  by  the  operator  to  cause  the 
computer  108  to  signal  the  pulse  generator  96  by 
way  of  the  control  circuit  104  to  the  following  ends, 

is  for  example:  to  start  the  motor  26;  to  stop  the 
motor  26  by  momentarily  reversing  the  current 
supply  thereto;  to  hold  the  motor  26  in  its  stopped 
position  by  applying  a  continuous  current  to  one  of 
its  phases;  to  reverse  the  motor  26  to  clear  a 

20  jammed  terminal;  or  to  cause  the  motor  26  to  crawl 
forwardly  and  rearwardly,  by  applying  its  feed 
pulses  at  reduced  frequency  in  the  appropriate 
senses,  when  the  press  is  being  set  up. 

The  sense  of  rotation,  of  the  motor  26  is  con- 
25  trolled  by  way  of  lines  125  between  the  computer 

108  and  the  circuit  104,  the  motor  26  is  held  in  its 
stopped  position  by  signals  applied  by  the  com- 
puter  108  to  lines  127  between  the  computer  108 
and  the  circuit  104  and  the  motor  26  is  controlled 

30  to  crawl  by  way  of  lines  129  between  the  computer 
108  and  the  circuit  104. 

A  clock  pulse  line  134  is  provided  between  the 
computer  108  and  the  control  circuit  104  for  the 
transmission  of  pulses  for  synchronizing  the  com- 

35  puter  108  therewith  so  that  the  pulse  generator  96 
is  signalled  to  control  the  motor  26,  only  with  a 
rapidity  which  is  compatible  with  the  following  ca- 
pacity  of  the  motor  26.  The  motor  26  is  provided 
with  a  temperature  sensor  132,  connected  via  lines 

40  134  to  the  computer  108  to  cause  it  to  actuate  the 
circuit  104  and  hence  the  pulse  generator  96,  to 
stop  the  motor  26  when  its  temperature  exceeds  a 
predetermined  threshold.  The  pulse  generator  96 
also  has  a  temperature  sensor  136  connected  to 

45  the  line  134  so  that  the  motor  26  is  stopped  should 
the  generator  96  become  overheated. 

When  a  strip  of  terminals  is  being  manufac- 
tured,  by  means  of  a  usual  progressive  strip  for- 
ming  process,  the  forming  process  may  comprise 

50  means  for  removing  from  the  strip,  any  terminal 
which  has  been  found  by  sensing  means  of  the 
forming  press  to  be  defective.  For  this  reason,  the 
strip  of  terminals  on  the  reel  18  of  the  press  2  may 
have  had  one  or  more  terminals  removed  there- 

55  from,  so  that  no  terminal  may  be  present  on  the 
anvil  during  a  particular  cycle  of  the  applicator  ram. 
If  the  lead  making  machine  presents  a  lead  to  the 
applicator  when  no  terminal  is  present  on  its  anvil, 

5 
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then  that  lead  will  be  wasted  and  for  this  reason, 
the  circuit  arrangement  89  is  provided  with  missing 
terminal  sensors  140  and  142  for  end  strip  termi- 
nals  and  side  strip  terminals  respectively,  which 
sensors  are  connected  to  the  computer  108  by 
lines  144  and  146  respectively,  by  way  of  the 
optoisolator  110.  If  a  missing  terminal  is  detected 
upstream  of  the  anvil,  the  main  computer  108  sig- 
nals  the  lead  presenting  means  of  the  lead  making 
machine  114,  via  lines  148  or  150,  as  the  case  may 
be,  and  the  optoisolator  116,  to  dwell  during  one 
cycle  of  operation  so  that  no  lead  is  presented  to 
the  applicator  when  there  is  no  terminal  on  its  anvil. 
The  computer  108  also  signals  the  press  2,  to 
carry  out  an  extra  cycle  during  the  dwell  period  of 
the  lead  presenting  means,  by  way  of  lines  152, 
the  optoisolator  110,  the  circuit  104  and  the  pulse 
generator  96,  so  that  the  feed  finger  of  the  applica- 
tor  places  the  next  following  terminal  of  the  strip  on 
the  anvil  at  the  proper  time. 

The  force  required  to  turn  the  reel  18  of  the 
press  2,  varies  as  a  function  of  the  length  of  the 
terminal  strip  T  that  remains  thereon,  so  that  the 
force  with  which  the  feed  finger  of  the  applicator 
must  advance  the  strip  will  similarly  vary,  whereby 
a  terminal  may  be  incorrectly  positioned  on  the 
anvil,  as  a  result  of  such  variation.  To  avoid  this 
disadvantage,  the  applicator  is  provided  with  an 
electric  motor  1  54  arranged  to  rotate  a  spool  1  56  to 
take  up  a  length  of  interleaving  paper  158  with 
which  the  turns  of  a  strip  of  terminals  on  a  reel  are 
customary  separated.  As  the  length  of  paper  is 
taken  up,  the  part  of  the  strip  of  terminals  extend- 
ing  from  the  reel  18  towards  the  applicator  is 
caused  to  sag  slightly  thereby  to  relieve  the  force 
that  the  feed  finger  needs  to  exert  against  the  strip 
to  advance  it  towards  the  anvil  of  the  applicator. 
Strip  sensors  160  and  162  are  provided,  for  sens- 
ing  the  position  of  said  part  of  the  strip  of  terminals 
in  order  to  avoid  over-winding  the  paper  length  by 
the  motor  156.  When  the  feed  finger  of  the  applica- 
tor  has  taken  up  the  terminal  strip  S  to  an  extent 
that  said  part  thereof  becomes  taut  said  part  there- 
of  engages  the  sensor  160,  which  actuates  a  relay 
164  to  close  a  switch  166  to  connect  the  motor  154 
to  the  main  supply,  via  lines  168.  The  motor  ac- 
cordingly  starts  and  rotates  the  reel  18  by  pulling 
on  the  paper  length  158  until  said  part  of  the 
terminal  strip  sags  to  an  extent  to  activate  the 
sensor  162  which  actuates  the  relay  164  to  open 
the  switch  166  to  stop  the  motor  156. 

When  the  terminals  T  are  arranged  in  side  or 
ladder  strip  form  as  shown  in  Figure  11,  the  termi- 
nals  T  of  the  strip  S  are  connected  to  each  other 
by  carrier  strip  CS,  from  which  the  applicator 
shears  a  terminal  T  during  each  crimping  opera- 
tion.  The  carrier  strips  CS  from  which  the  terminals 
are  sheared  are  waste,  and  shear  blades  170, 

driven  by  an  electric  motor  172,  are  provided  for 
shearing  the  waste  strips  CS  into  easily  disposable 
fragments  F.  If,  however,  the  terminals  are  in  end 
to  end  strip  form,  the  applicator  only  shears  out 

5  slugs  connecting  the  terminals  of  the  strip,  so  that 
the  blades  170  are  not  needed.  One  of  the  touch 
screens  122  is  therefore  actuable  to  instruct  the 
computer  108  to  bring  the  motor  172  into  operation 
if,  and  when,  it  is  needed,  by  way  of  the  op- 

io  toisolator  110,  and  the  motor  control  circuit  104  to 
which  the  motor  172  is  connected  by  way  of  lines 
174. 

Others  of  the  touch  screens  122  are  actuable 
to  control  parts  of,  or  peripheral  equipment  of,  the 

is  lead  making  machine  114,  in  the  light  of  a  particu- 
lar  lead  making  program,  by  way  of  the  computer 
108,  lines  176  and  the  optoisolator  116,  for  exam- 
ple  to  allow  for  the  type  of  applicator  to  be  used, 
such  as  a  stripper  crimper,  or  an  end  feed  or  a 

20  side  feed  applicator. 
At  least  one  set  of  lines  178  is  provided,  run- 

ning  from  the  lead  making  machine  114,  by  way  of 
the  optoisolator  116,  the  computer  108,  the  op- 
toisolator  110,  a  further  optoisolator  180  and  the 

25  interface  circuit  106,  to  the  pulse  generator  96  for 
disabling  the  pulse  generator  96  in  the  event  of  a 
fault,  for  example  a  terminal  strip  fault,  or  press 
breakdown. 

A  key  operated  shut-down  switch  182  is  con- 
30  nected  to  the  optoisolator  180  by  a  line  184,  and  to 

the  computer  108  via  the  optoisolator  110,  by  lines 
186,  for  disabling  both  the  pulse  generator  96  and 
the  computer  108  whilst  leaving  its  program  112 
intact.  A  guard  operated  switch  188,  connected  to 

35  the  motor  control  circuit  104  by  way  of  a  line  190  is 
provided  for  opening  the  switch  100  to  cut-off  pow- 
er  to  the  pulse  generator  96,  should  a  guard  (not 
shown)  of  the  press,  be  opened. 

The  control  circuit  104  is  arranged  to  signal  the 
40  computer  108  via  the  optoisolator  116,  by  way  of 

lines  192  when  the  eccentric  assembly  76  has 
reached  a  point  P1  (Figure  14)  spaced  angularly 
from  the  home  position,  0°,  of  the  ram  22,  for 
example  by  90°,  to  cause  the  computer  108,  in 

45  turn  to  signal  the  lead  making  machine  114,  by 
way  of  the  optoisolator  116  and  lines  194  to  cause 
the  lead  presenting  means  thereof  to  withdraw  a 
terminated  lead  from  between  the  dies  and  anvil  of 
the  applicator,  thereby  to  increase  the  speed  of 

50  operation  of  the  lead  making  machine  114,  by  the 
length  of  a  sector  S1  of  the  press  cycle,  that  is  to 
say  by  as  much  as  a  quarter. 

Claims 
55 

1.  A  press  (2)  comprising  a  direct  current  drive 
electric  motor  (26)  connected  to  a  slide  ram 
(22)  of  the  press  (2)  by  way  of  reduction  gear- 

6 
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ing  (24)  and  an  eccentric  drive  shaft  (78),  and 
a  control  circuit  arrangement  (89)  comprising 
an  incremental  encoder  (30)  for  producing  a 
first  output  representing  the  angular  position  of 
the  drive  shaft  (78)  and  thus  the  linear  position 
of  the  slide  ram  (22)  and  means  (104,110,96) 
for  controlling  the  speed  of  the  drive  motor 
(26)  to  stop  the  slide  ram  (22)  at  least  proxi- 
mate  to  a  home  position  (0°)  thereof  at  the 
end  of  each  cycle  of  the  slide  ram  (22);  char- 
acterized  by  measuring  means  (94)  for  produc- 
ing  a  continuous  second  output  representing 
the  speed  of  the  drive  motor  (26),  a  computer 
(108)  having  registered  therein  a  desired  motor 
speed  program  (112),  a  motor  control  circuit 
(104)  for  comparing  said  first  and  second  out- 
puts  with  said  program  (112)  to  provide  a  third 
output  representing  the  result  of  such  compari- 
son,  and  a  motor  drive  circuit  (96)  sensitive  to 
said  third  output  to  control  the  speed  of  said 
motor  (26)  in  accordance  with  the  desired  mo- 
tor  speed  program  (112). 

2.  A  press  according  to  claim  1  ,  characterized  in 
that  the  drive  motor  is  a  phased  pulse-fed, 
brushless,  synchronous  motor  (26),  and  said 
measuring  means  comprises  Hall  effect  sen- 
sors  (94)  for  producing  pulse  trains,  the  speed 
of  the  drive  motor  (26)  being  a  function  of  the 
frequency  of  said  pulse  trains. 

3.  A  press  according  to  claim  1  or  2,  character- 
ized  by  a  control  panel  (20)  connected  to  the 
computer  (108)  and  having  switch  means  (122) 
actuable  to  cause  the  computer  (108)  to  signal 
the  motor  control  circuit  (104)  to  actuate  the 
motor  drive  circuit  (96)  to  apply  a  single  con- 
tinuous  pulse  (PW)  to  a  phase  (W1)  of  the 
drive  motor  (26)  to  hold  it  in  a  stopped  posi- 
tion. 

4.  A  press  according  to  claim  1  or  2,  character- 
ized  by  a  control  panel  (20)  connected  to  the 
computer  (108)  and  having  switch  means  (122) 
actuable  to  cause  the  computer  (108)  to  signal 
the  motor  control  circuit  (104)  to  actuate  the 
motor  drive  circuit  (96)  to  apply  feed  pulses  to 
motor  (26)  at  reduced  frequency  and  with  such 
polarity  as  to  cause  the  motor  (26)  to  crawl 
forwardly  and  rearwardly  at  reduced  speed. 

5.  A  press  according  to  any  one  of  the  preceding 
claims,  characterized  in  that  the  motor  control 
circuit  (104)  is  arranged  to  actuate  the  motor 
drive  circuit  (96)  to  reverse  the  polarity  of  the 
feed  current  supply  to  the  drive  motor  (26)  to 
stop  it  in  accordance  with  the  motor  speed 
program  (112). 

6.  A  press  according  to  any  one  of  the  preceding 
claims,  characterized  by  means  (134)  for  trans- 
mitting  clock  pulse  to  synchronize  the  motor 
control  circuit  (104)  with  the  computer  (108)  so 

5  that  the  motor  control  circuit  (104)  can  supply 
control  signals  to  the  motor  drive  circuit  (96) 
only  with  a  rapidity  which  is  compatible  with 
the  following  capacity  of  the  drive  motor  (26). 

io  7.  A  press  according  to  any  one  of  the  preceding 
claims,  characterized  in  that  as  the  slide  ram 
(22)  is  being  returned  by  the  drive  motor  (26) 
to  its  home  position  (0°)  following  a  working 
stroke  of  the  ram  (22),  said  first  output  is 

is  effective  cause  the  motor  control  circuit  (104) 
to  supply  control  signals  to  the  motor  drive 
circuit  (96)  continuously  to  return  the  motor 
(26)  to  a  desired  speed  stipulated  by  the  de- 
sired  motor  speed  program  (112). 

20 
8.  A  press  according  to  any  one  of  the  preceding 

claims,  characterized  in  that  the  drive  motor 
(26)  is  provided  with  a  temperature  sensor 
(132)  connected  to  the  computer  (108)  to 

25  cause  it  to  actuate  the  motor  control  circuit 
(104)  to  stop  the  motor  (26)  when  its  tempera- 
ture  exceeds  a  predetermined  threshold  tem- 
perature. 

30  9.  A  press  according  to  any  one  of  the  preceding 
claims,  characterized  by  sensor  means  (140 
and  142)  connected  to  the  computer  (108)  for 
sensing  the  absence  of  a  workpiece  (T)  to  be 
acted  on  by  the  press  (2),  and  in  the  absence 

35  thereof,  to  cause  the  computer  (108)  to  actuate 
the  motor  control  circuit  (104)  to  activate  the 
motor  drive  circuit  (96)  to  cause  the  motor  (26) 
to  drive  the  slide  ram  (22)  through  two  cycles 
of  operation. 

40 
10.  A  press  according  to  any  one  of  the  preceding 

claims,  characterized  by  a  key  operated  shut- 
down  switch  (182)  connected  to  the  computer 
(108),  the  shut-down  switch  (182)  being  ac- 

45  tuable  to  disable  the  motor  control  circuit  (104) 
and  the  computer  (108)  whilst  leaving  its  pro- 
gram  intact. 

Patentanspruche 
50 

1.  Presse  (2)  mit  einem  elektrischen  Gleichstro- 
mantriebsmotor  (26),  der  an  eine  Schubstange 
(22)  der  Presse  (2)  uber  ein  Reduziergetriebe 
(24)  und  eine  Exzenterantriebswelle  (28)  ange- 

55  schlossen  ist,  und  mit  einer  Steuerschaltungs- 
anordnung  (89)  mit  einem  Inkrementalkodierer 
(30)  zur  Erzeugung  eines  ersten  Ausgangssi- 
gnals,  das  die  Winkelstellung  der  Antriebswelle 

7 
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(78)  und  somit  die  lineare  Stellung  der  Schub- 
stange  (22)  reprasentiert,  und  mit  Mitteln  (104, 
110,  96)  zur  Steuerung  der  Geschwindigkeit 
des  Antriebsmotors  (26),  urn  die  Schubstange 
(22)  mindestens  in  der  Nahe  einer  Ausgangs-  5 
stellung  (0°)  derselben  am  Ende  jedes  Zyklus- 
ses  der  Schubstange  (22)  anzuhalten,  gekenn- 
zeichnet  durch  MeBmittel  (94)  zur  Erzeugung 
eines  kontinuierlichen  zweiten  Ausgangssi- 
gnals,  das  die  Geschwindigkeit  des  Antriebs-  10 
motors  (26)  reprasentiert,  durch  einen  Compu- 
ter  (108)  mit  einem  darin  gespeicherten  Pro- 
gramm  (112)  fur  eine  gewunschte  Motorge- 
schwindigkeit,  durch  eine  Motorsteuerschal- 
tung  (104)  zum  Vergleich  der  ersten  und  zwei-  is 
ten  Ausgangssignale  mit  dem  Programm 
(112),  urn  ein  drittes  Ausgangssignals  zu 
schaffen,  das  das  Ergebnis  dieses  Vergleichs 
darstellt,  und  durch  eine  Motorantriebsschal- 
tung  (96),  die  auf  das  dritte  Ausgangssignal  zu  20 
reagieren  in  der  Lage  ist,  urn  die  Geschwindig- 
keit  des  Motors  (26)  in  Ubereinstimmung  mit 
dem  Programm  (112)  fur  die  gewunschte  Mo- 
torgeschwindigkeit  zu  steuern. 

25 
Presse  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  dal3  der  Antriebsmotor  ein  phasen- 
gesteuerter,  impulsversorgter,  burstenloser 
Synchronmotor  (26)  ist  und  dal3  das  MeBmittel 
Halleffektsensoren  (94)  zur  Erzeugung  von  Im-  30 
pulsserien  umfaBt,  wobei  die  Geschwindigkeit 
des  Antriebsmotors  (26)  eine  Funktion  der  Fre- 
quenz  der  Impulsserien  ist. 

Presse  nach  Anspruch  1  oder  2,  gezeichnet  35 
durch  ein  Steuerpult  (20),  das  an  den  Compu- 
ter  (108)  angeschlossen  ist  und  Schaltmittel 
(122)  aufweist,  die  betatigbar  sind,  urn  den 
Computer  (108)  zu  veranlassen,  der  Motorsteu- 
erschaltung  (104)  ein  Signal  zu  liefern,  die  40 
Motorantriebsschaltung  (96)  zu  betatigen,  urn 
einen  einzelnen  kontinuierlichen  Impuls  (PW) 
auf  eine  Phase  (W1)  des  Antriebsmotors  (26) 
zur  Einwirkung  zu  bringen,  urn  letzteren  in 
einer  angehaltenen  Stellung  zu  halten.  45 

Presse  nach  Anspruch  1  oder  2,  gekenn- 
zeichnet  durch  ein  Steuerpult  (20),  das  an 
den  Computer  (108)  angeschlossen  ist  und 
Schaltmittel  (122)  aufweist,  die  betatigbar  sind,  50 
urn  den  Computer  (108)  zu  veranlassen,  der 
Motorsteuerschaltung  (104)  ein  Signal  zu  lie- 
fern,  die  Motorantriebsschaltung  (96)  zu  betati- 
gen,  urn  zugefuhrte  Impulse  auf  den  Motor 
(26)  mit  einer  reduzierten  Frequenz  und  einer  55 
solchen  Polaritat  zur  Einwirkung  zu  bringen, 
urn  den  Motor  (26)  zu  veranlassen,  sich  mit 
einer  reduzierten  Geschwindigkeit  kriechend 

vorwarts  und  ruckwarts  zu  bewegen. 

5.  Presse  nach  irgendeinem  der  vorhergehenden 
Anspruche,  dadurch  gekennzeichnet,  dal3 
die  Motorsteuerschaltung  (104)  zur  Betatigung 
der  Motorantriebsschaltung  (96)  ausgebildet 
ist,  urn  die  Polaritat  der  zugefuhrten  Stromver- 
sorgung  zu  dem  Antriebsmotor  (26)  umzukeh- 
ren,  urn  letzteren  in  Ubereinstimmung  mit  dem 
Motorgeschwindigkeitsprogramm  (112)  anzu- 
halten. 

6.  Presse  nach  irgendeinem  der  vorhergehenden 
Anspruche,  gekennzeichnet  durch  Mittel 
(134)  zur  Ubermittlung  eines  Taktimpulses,  urn 
die  Motorsteuerschaltung  (104)  mit  dem  Com- 
puter  (108)  zu  synchronisieren,  so  dal3  die 
Motorsteuerschaltung  (104)  Steuersignale  an 
die  Motorantriebsschaltung  (96)  nur  mit  einer 
Schnelligkeit  liefern  kann,  die  mit  der  Folgeka- 
pazitat  des  Antriebsmotors  (26)  kompatibel  ist. 

7.  Presse  nach  irgendeinem  der  vorhergehenden 
Anspruche,  dadurch  gekennzeichnet,  dal3, 
wenn  die  Schubstange  (22)  mittels  des  An- 
triebsmotors  (26)  zu  ihrer  Ausgangsstellung 
(0°)  im  AnschluB  an  einen  Arbeitshub  der 
Stange  (22)  zuruckbewegt  wird,  das  erste  Aus- 
gangsignal  wirksam  ist,  urn  die  Motorsteuer- 
schaltung  (104)  zu  veranlassen,  Steuersignale 
der  Motorantriebsschaltung  (96)  fortlaufend  zu 
liefern,  urn  den  Motor  (26)  zu  einer  gewunsch- 
ten  Geschwindigkeit  zuruckkehren  zu  lassen, 
die  durch  das  Motorgeschwindigkeitspro- 
gramm  (112)  festgesetzt  ist. 

8.  Presse  nach  irgendeinem  der  vorhergehenden 
Anspruche,  dadurch  gekennzeichnet,  dal3 
der  Antriebsmotor  (26)  mit  einem  Temperatur- 
sensor  (132)  ausgestattet  ist,  der  an  den  Com- 
puter  (108)  angeschlossen  ist,  urn  diesen  zu 
veranlassen,  die  Motorsteuerschaltung  (104)  zu 
betatigen,  urn  den  Motor  (26)  anzuhalten,  wenn 
dessen  Temperatur  eine  vorbestimmte  Schwel- 
lentemperatur  uberschreitet. 

9.  Presse  nach  irgendeinem  der  vorhergehenden 
Anspruche,  gekennzeichnet  durch  Sensor- 
mittel  (140  und  142),  die  an  den  Computer 
(108)  zum  Feststellen  des  Fehlens  eines  Werk- 
stucks  (T),  das  mittels  der  Presse  (2)  zu  bear- 
beiten  ist,  angeschlossen  sind  und  urn  bei 
dessen  Fehlen  den  Computer  (108)  zu  veran- 
lassen,  die  Motorsteuerschaltung  (104)  zu  be- 
tatigen,  urn  die  Motorantriebsschaltung  (96)  zu 
betatigen,  urn  den  Motor  (26)  zu  veranlassen, 
die  Schubstange  (22)  durch  zwei  Arbeitszyklen 
zu  bewegen. 

8 
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10.  Presse  nach  irgendeinem  der  vorhergehenden 
Anspruche,  gekennzeichnet  durch  einen 
schlusselbetatigten  Abschalter  (182),  der  an 
den  Computer  (108)  angeschlossen  ist,  wobei 
der  Abschalter  (182)  betatigbar  ist,  urn  die 
Motorsteuerschaltung  (104)  und  den  Computer 
(108)  abzuschalten,  wahrend  dessen  Pro- 
gramm  intakt  gelassen  wird. 

Revendications 

1.  Presse  (2)  comportant  un  moteur  electrique 
(26)  d'entraTnement  a  courant  continu  connec- 
ts  a  un  coulisseau  (22)  de  la  presse  (2)  au 
moyen  d'un  engrenage  reducteur  (24)  et  d'un 
arbre  (78)  d'entraTnement  a  excentrique,  et  un 
dispositif  (89)  a  circuit  de  commande  compor- 
tant  un  codeur  incrementiel  (30)  destine  a  pro- 
duire  un  premier  signal  de  sortie  representant 
la  position  angulaire  de  I'arbre  d'entraTnement 
(78)  et  done  la  position  lineaire  du  coulisseau 
(22),  et  des  moyens  (104,  110,  96)  destines  a 
regler  la  vitesse  du  moteur  d'entraTnement  (26) 
pour  arreter  le  coulisseau  (22)  de  la  presse  au 
moins  a  proximite  d'une  position  de  repos  (0°) 
de  celui-ci  a  la  fin  de  chaque  cycle  du  coulis- 
seau  22  de  la  presse  ;  caracterisee  par  des 
moyens  de  mesure  (94)  destines  a  produire  un 
deuxieme  signal  continu  de  sortie  representant 
la  vitesse  du  moteur  d'entraTnement  (26),  un 
calculateur  (108)  dans  lequel  est  enregistre  un 
programme  (112)  de  vitesse  souhaitee  du  mo- 
teur,  un  circuit  (104)  de  commande  de  moteur 
destine  a  comparer  lesdits  premier  et  deuxie- 
me  signaux  de  sortie  audit  programme  (112) 
pour  produire  un  troisieme  signal  de  sortie 
representant  le  resultat  de  cette  comparaison, 
et  un  circuit  (96)  d'attaque  de  moteur  qui,  en 
reponse  audit  troisieme  signal  de  sortie,  regie 
la  vitesse  dudit  moteur  (26)  en  fonction  du 
programme  de  vitesse  souhaitee  (112)  du  mo- 
teur. 

2.  Presse  selon  la  revendication  1,  caracterisee 
en  ce  que  le  moteur  d'entraTnement  est  un 
moteur  synchrone  (26)  sans  balai,  alimente  par 
impulsions  en  relation  de  phase,  et  lesdits 
moyens  de  mesure  comprennent  des  capteurs 
(94)  a  effet  Hall  destines  a  produire  des  trains 
d'impulsions,  la  vitesse  du  moteur  d'entraTne- 
ment  (26)  etant  une  fonction  de  la  frequence 
desdits  trains  d'impulsions. 

3.  Presse  selon  la  revendication  1  ou  2,  caracteri- 
see  par  un  panneau  (20)  de  commande 
connecte  au  calculateur  (108)  et  comportant 
des  moyens  de  commutation  (122)  pouvant 
etre  actionnes  pour  amener  le  calculateur  (108) 

a  signaler  au  circuit  (104)  de  commande  de 
moteur  de  mettre  en  action  le  circuit  (96)  d'at- 
taque  de  moteur  pour  appliquer  une  impulsion 
continue  unique  (PW)  a  une  phase  (W1)  du 

5  moteur  d'entraTnement  (26)  afin  de  le  maintenir 
dans  une  position  arretee. 

4.  Presse  selon  la  revendication  1  ou  2,  caracteri- 
see  par  un  panneau  (20)  de  commande 

io  connecte  au  calculateur  (108)  et  comportant 
des  moyens  de  commutation  (122)  pouvant 
etre  actionnes  pour  amener  le  calculateur  (108) 
a  signaler  au  circuit  (104)  de  commande  de 
moteur  de  mettre  en  action  le  circuit  (96)  d'at- 

15  taque  de  moteur  pour  appliquer  des  impul- 
sions  d'alimentation  au  moteur  (26),  a  une 
frequence  reduite  et  d'une  polarite  telle  que  le 
moteur  (26)  est  amene  a  ramper  vers  I'avant  et 
vers  I'arriere  a  vitesse  reduite. 

20 
5.  Presse  selon  I'une  quelconque  des  revendica- 

tions  precedentes,  caracterisee  en  ce  que  le 
circuit  (104)  de  commande  de  moteur  est 
congu  pour  actionner  le  circuit  (96)  d'attaque 

25  de  moteur  afin  d'inverser  la  polarite  du  courant 
d'alimentation  applique  au  moteur  (26)  d'en- 
traTnement  pour  I'arreter  en  fonction  du  pro- 
gramme  (112)  de  vitesse  du  moteur. 

30  6.  Presse  selon  I'une  quelconque  des  revendica- 
tions  precedentes,  caracterisee  par  des 
moyens  (134)  destines  a  transmettre  une  im- 
pulsion  d'horloge  pour  synchroniser  le  circuit 
(104)  de  commande  de  moteur  avec  le  cal- 

35  culateur  (108)  afin  que  le  circuit  (104)  de  com- 
mande  de  moteur  puisse  fournir  des  signaux 
de  commande  au  circuit  (96)  d'attaque  de  mo- 
teur  uniquement  avec  une  rapidite  qui  est 
compatible  avec  la  capacite  a  suivre  du  mo- 

40  teur  (26)  d'entraTnement. 

7.  Presse  selon  I'une  quelconque  des  revendica- 
tions  precedentes,  caracterisee  en  ce  que, 
pendant  que  le  coulisseau  (22)  est  ramene  par 

45  le  moteur  (26)  d'entraTnement  vers  sa  position 
de  repos  (0°)  a  la  suite  d'une  course  de  travail 
du  coulisseau  (22),  ledit  premier  signal  de  sor- 
tie  a  pour  effet  d'amener  le  circuit  (104)  de 
commande  de  moteur  a  appliquer  des  signaux 

50  de  commande  au  circuit  (96)  d'attaque  de  mo- 
teur  pour  ramener  en  continu  le  moteur  (26)  a 
une  vitesse  souhaitee  stipulee  par  le  program- 
me  (112)  de  vitesse  souhaitee  du  moteur. 

55  8.  Presse  selon  I'une  quelconque  des  revendica- 
tions  precedentes,  caracterisee  en  ce  que  le 
moteur  d'entraTnement  (26)  est  pourvu  d'un 
capteur  (132)  de  temperature  connecte  au  cal- 

9 
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culateur  (108)  pour  I'amener  a  actionner  le 
circuit  (104)  de  commande  de  moteur  afin 
d'arreter  le  moteur  (26)  lorsque  sa  temperature 
depasse  une  temperature  predetermined  de 
seuil.  5 

9.  Presse  selon  I'une  quelconque  des  revendica- 
tions  precedentes,  caracterisee  par  des 
moyens  capteur  (140  et  142)  connectes  au 
calculateur  (108)  pour  capter  I'absence  d'une  10 
piece  (T)  sur  laquelle  la  presse  (2)  doit  agir,  et, 
en  son  absence,  pour  amener  le  calculateur 
(108)  a  actionner  le  circuit  (104)  de  commande 
de  moteur  afin  d'activer  le  circuit  (96)  d'atta- 
que  de  moteur  pour  amener  le  moteur  (26)  a  is 
entraTner  le  coulisseau  (22)  sur  deux  cycles  de 
fonctionnement. 

10.  Presse  selon  I'une  quelconque  des  revendica- 
tions  precedentes,  caracterisee  par  un  inter-  20 
rupteur  (182)  d'arret  commande  par  une  cle, 
connecte  au  calculateur  (108),  I'interrupteur 
(182)  d'arret  pouvant  etre  actionne  pour  mettre 
hors  fonction  le  circuit  (104)  de  commande  de 
moteur  et  le  calculateur  (108)  tout  en  laissant  25 
son  programme  intact. 
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