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(54) SURGERY SYSTEM

(57) A surgical system includes an output circuit (81)
configured to generate a driving power, an excision unit
(181) which is in contact with a predetermined portion of
the cartilage, heats the predetermined portion of the car-
tilage by energy converted based on the driving power,
and excises the cartilage by receiving pressure by an

operator while being in contact with the cartilage; and a
controller (82) configured to control the driving power out-
put from the output circuit (81) so that the predetermined
portion of the cartilage is heated to a temperature of
120°C or higher within 2.2 seconds.
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Description

Technical Field

[0001] The present invention relates to a surgical sys-
tem.

Background Art

[0002] Electrical surgical devices capable of treating
cartilage are disclosed in Jpn. PCT National Publication
No. 2007-519427, for example.
[0003] Specifically, the electrical surgical device dis-
closed in Jpn. PCT National Publication No.
2007-519427 is capable of forming a smooth and stable
cartilage surface by using radio frequency energy.
[0004] For treating cartilage, a device capable of ex-
cising a large amount of cartilage in a short time to reduce
the time for surgery is desired. Jpn. PCT National Pub-
lication No. 2007-519427 discloses a technique of form-
ing the cartilage surface to be smooth.

Summary of Invention

[0005] For treating cartilage, a device capable of ex-
cising a large amount of cartilage in a short time to reduce
the time for surgery is desired. Jpn. PCT National Pub-
lication No. 2007-519427 discloses a technique of
smoothing the cartilage surface; however, there is no in-
dication for excising the cartilage.
[0006] The present invention is to provide a surgical
system capable of performing treatment under conditions
suitable for cartilage.
[0007] According to an aspect of the invention, a sur-
gical system for treating cartilage comprises: an output
unit configured to generate a driving power; a transducer
connected to the output unit, and configured to convert
the driving power into ultrasonic vibration; an excision
unit which is in contact with a predetermined portion of
the cartilage, heats the predetermined portion of the car-
tilage by energy converted based on the driving power,
and excises the cartilage by receiving pressure by an
operator while being in contact with the cartilage; and a
controller configured to control the driving power output
from the output unit so that the predetermined portion of
the cartilage is heated to a temperature of 120°C or higher
within 2.2 seconds.

Brief Description of Drawings

[0008]

FIG. 1 illustrates components of cartilage, cancel-
lous bone, and cortical bone.
FIG. 2 illustrates the principle of cartilage excision
by an ultrasonic surgical system.
FIG. 3A illustrates the relationship between the
amount of cartilage excision and the temperature

when a soldering iron is pressed onto cartilage with
a predetermined pressure.
FIG. 3B illustrates the relationship between the
amount of cartilage excision and the temperature
when an ultrasonic excision device is pressed onto
cartilage with a predetermined pressure.
FIG. 4 illustrates a surface and a cross sectional view
of cartilage for each of the temperatures when the
soldering iron is pressed onto cartilage.
FIG. 5A illustrates an increase of the temperature of
a cartilage over time when the ultrasonic excision
device in which different outputs are applied is
pressed onto cartilage.
FIG. 5B illustrates an increase of the temperature of
a subcartilaginous bone over time when the ultra-
sonic excision device is pressed onto cartilage with
outputs A, B, and C of FIG. 5A.
FIG. 6A is a schematic diagram of temperature dis-
tribution of cartilage, subcartilaginous bone, and
cancellous bone when the temperature of the carti-
lage is 120°C at output A.
FIG. 6B is a schematic diagram of temperature dis-
tribution of cartilage, subcartilaginous bone, and
cancellous bone when the temperature of the carti-
lage is 120°C at output B.
FIG. 6C is a schematic diagram of temperature dis-
tribution of cartilage, subcartilaginous bone, and
cancellous bone when the temperature of the carti-
lage is 120°C at output C.
FIG. 7 illustrates an example of a detailed configu-
ration of the surgical system according to the em-
bodiments of the present invention.
FIG. 8 is a block diagram showing a main configu-
ration of the ultrasonic surgical system according to
the first embodiment of the present invention.
FIG. 9 is a graph showing the experimental results
of measuring the change in the amount of excision
when a pressure or an amplitude relative to cartilage
is changed.
FIG. 10 is a flowchart illustrating the treatment using
the ultrasonic surgical system.
FIG. 11 illustrates the comparison of cartilage exci-
sion results between a radio-frequency surgical sys-
tem (RF), an ultrasonic surgical system (US), and a
surgical system using a drill (BUR).
FIG. 12 illustrates a variation example in which an
output current is overshot.
FIG. 13 is a block diagram showing a main configu-
ration of the ultrasonic surgical system according to
the second embodiment of the present invention.
FIG. 14 is a flowchart illustrating the treatment using
the ultrasonic surgical system in the third embodi-
ment of the present invention.
FIG. 15 is a diagram to explain the pressure of the
excision portion in step S105.
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Description of Embodiments

[0009] Hereinafter, embodiments will be described
with reference to the drawings.
[0010] First, the basic principle of the operation of the
surgical system according to the present embodiment
will be described. The surgical system according to the
present embodiment is a surgical system for excising car-
tilage. Based on the applicant’s analysis, excision of car-
tilage is performed in a mechanism different from the
excision of different bone material such as cortical bone
and cancellous bone. The details will be described below.
[0011] FIG. 1 illustrates components of cartilage, can-
cellous bone, and cortical bone. As shown in FIG. 1, the
main component of the cortical bone and cancellous
bone is calcium phosphate, whereas the main compo-
nent of cartilage is protein (collagen). Collagen is elastic
and soft, unlike calcium phosphate. Accordingly, if an
impulse is applied to collagen, the impulse is absorbed.
Because of this characteristic, it is difficult to excise by
applying an impulse cartilage whose main component is
collagen.
[0012] However, the applicant found out that an ultra-
sonic surgical system can excise cartilage. As stated
above, cartilage absorbs an impulse. The ultrasonic sur-
gical system excises cartilage by bringing an ultrasonic
excision device (ultrasonic probe) into contact with car-
tilage, causing the ultrasonic probe to ultrasonically vi-
brate in a direction indicated by an arrow of FIG. 2 to
generate friction heat at a position where the ultrasonic
probe is in contact with cartilage. By the generated friction
heat, cartilage is melted and excised. FIG. 2 illustrates
an example of an ultrasonic surgical system. However,
the excision of cartilage by heating may also be per-
formed by using a heating device, instead of the ultra-
sonic surgical system. The excision of cartilage by heat-
ing will be explained in more detail.
[0013] FIGS. 3A and 3B illustrate the relationship be-
tween the temperature of cartilage and the amount of
excision. FIG. 3A illustrates the relationship between the
amount of cartilage excision and the temperature of car-
tilage when a soldering iron is pressed onto the cartilage
with a predetermined pressure (2.94N). FIG. 3B illus-
trates the relationship between the amount of cartilage
excision and the cartilage temperature when an ultrason-
ic excision device is pressed onto the cartilage with a
predetermined pressure (2.94N). The horizontal axes of
FIGS. 3A and 3B indicate the temperature (°C) of the
living tissue (cartilage). The vertical axes of FIGS. 3A
and 3B indicate the amount of cartilage excision (mm3).
FIG. 4 illustrates the surface and the cross sectional view
of cartilage for each of the temperatures when the sol-
dering iron is pressed onto the cartilage. FIG. 4 illustrates
the surface and the cross sectional view of cartilage at
40°C, 80°C, 120°C, 160°C, 200°C, and 240°C.
[0014] If the cartilage temperature is lower than 45°C,
the cartilage is not excised as shown in FIGS. 3A and
3B. The surface and the cross sectional view of cartilage

for temperatures lower than 45°C are shown as those at
40°C in FIG. 4.
[0015] If the temperature of cartilage is within the range
of 45°C to 120°C, the amount of cartilage excision be-
comes greater as the temperature becomes higher. The
amount of excision does not greatly change according
to the temperature within the range of 45°C to 120°C.
The surface and the cross sectional view of cartilage for
temperatures within the range of 45°C to 120°C are
shown as those at 80°C in FIG. 4.
[0016] If the cartilage temperature is within the range
of 120°C to 160°C, the amount of cartilage excision be-
comes sharply greater as the temperature becomes high-
er. The surface and the cross sectional view of cartilage
for temperatures within the range of 120°C to 160°C are
shown as those at 120°C in FIG. 4. The cartilage excision
progresses significantly within this range.
[0017] If the cartilage temperature is within the range
of 160°C to 200°C, the amount of cartilage excision in-
creases slightly as the temperature becomes higher. The
surface and the cross sectional view of cartilage for tem-
peratures within the range of 160°C to 200°C are shown
as those at 160°C in FIG. 4. If the cartilage temperature
becomes 160°C, the cartilage excision progresses, but
the surface of cartilage starts getting burned.
[0018] If the temperature of cartilage exceeds 200°C,
the burn is expanded, and the amount of excision will be
unstable, as shown in FIGS. 3A and 3B. The surface and
the cross sectional view of cartilage for the temperature
over 200°C are shown as those at 200°C and 240°C in
FIG. 4. If the cartilage temperature exceeds 200°C, the
surface of the burnt cartilage will be expanded.
[0019] As shown in FIG. 3A, cartilage is excised even
by applying heat with the soldering iron. Accordingly, it
is understood that cartilage is excised if heat is applied
to cartilage by any means except for the ultrasonic exci-
sion device. However, cartilage is not excised simply by
applying heat if the temperature is lower than 45°C. Thus,
it is necessary to heat the cartilage to a temperature of
45°C or more to excise the cartilage. In addition, if the
cartilage temperature exceeds 200°C, the cartilage is
subjected to significant heat insult. Thus, it is desirable
to heat the cartilage to a temperature of 220°C or less to
excise the cartilage. In consideration of a balance be-
tween the amount of cartilage excision and heat insult,
it is desirable to heat the cartilage to a temperature of
120°C to 160°C to excise the cartilage.
[0020] Furthermore, as can be understood from the
comparison between FIGS. 3A and 3B, the amount of
cartilage excision for a certain temperature is greater
when using the ultrasonic excision device than when us-
ing the soldering iron. The reason is because the ultra-
sonic excision device not only heats the cartilage, but
also ablates the melted cartilage away by ultrasonic vi-
bration. If the ultrasonic excision device is used for ar-
throscopic surgery performed in the state where a liquid
fills joint cavities, the liquid is stirred by the ultrasonic
vibration of the ultrasonic excision device. Since the part
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of the cartilage that has been melted is eliminated by this
action, in addition to excision by the ultrasonic vibration,
a large amount of cartilage can be excised for a certain
temperature. That is, if the ultrasonic excision device is
used for arthroscopic surgery, a larger amount of carti-
lage can be excised in a short time.
[0021] As stated above, when heat is used for excising
cartilage, it is preferable to apply the heat only to a pre-
determined area to which the treatment is necessary. For
example, if the cartilage to be excised is cartilage of a
human body, there is a specific treatment target such as
damaged cartilage or denatured cartilage. Accordingly,
it is preferable that the temperature of only a treatment
target such as damaged cartilage or denatured cartilage
is increased, and the temperature of the peripheral
healthy cartilage, subcartilaginous bone, and cancellous
bones under the cartilage is not increased. In general,
the cell structure of a human body such as cancellous
bones or cortical bones may be damaged at about 40°C.
For the aforementioned cartilage treatment, it is prefer-
able to set the temperature of cartilage to be 120°C to
160°C.
[0022] In consideration of the above, it is preferable
that the temperature of the treatment target, such as dam-
aged cartilage or denatured cartilage, is set as soon as
possible to be approximately 120°C, and that the treat-
ment is then completed before the temperature of healthy
tissue around the treatment target that is not a treatment
target, such as a cancellous bone, increases. In general,
a cancellous bone may be damaged at around 40°C.
Accordingly, it is preferable that the temperature of the
cancellous bone has not been increased to 40°C when
the temperature of the cartilage or the denatured carti-
lage becomes 120°C.
[0023] FIG. 5A illustrates the increase of the temper-
ature of a cartilage over time when the ultrasonic excision
device in which different outputs are applied is pressed
onto cartilage. The output A in FIG. 5A is an output ad-
justed so that the cartilage temperature becomes 120°C
in 2.2 seconds. The output B in FIG. 5A is an output
adjusted so that the cartilage temperature becomes
120°C in 2.8 seconds. The output C in FIG. 5A is an
output adjusted so that the cartilage temperature be-
comes 120°C in approximately 20 seconds. On the other
hand, FIG. 5B illustrates the increase of the temperature
of a subcartilaginous bone over time when the ultrasonic
excision device is pressed onto cartilage with outputs A,
B, and C of FIG. 5A. For the output A with which the
temperature of cartilage becomes 120°C in 2.2 seconds,
the temperature of the subcartilaginous bone does not
exceed 40°C when the temperature of cartilage becomes
120°C. On the other hand, for the output B with which
the temperature of cartilage becomes 120°C in 2.8 sec-
onds, the temperature of the subcartilaginous bone ex-
ceeds 40°C before the temperature of cartilage becomes
120°C, as shown in FIG. 5B. Similarly, for the output C
with which the temperature of cartilage becomes 120°C
in 20 seconds, the temperature of the subcartilaginous

bone exceeds 40°C before the temperature of cartilage
becomes 120°C, as shown in FIG. 5B.
[0024] FIG. 6A is a schematic diagram of a tempera-
ture distribution of cartilage and cancellous bone when
the temperature of the cartilage is 120°C at output A. As
shown in FIG. 6A, when the operation is performed for
2.2 seconds, only the temperature of cartilage becomes
high, and the increase of the temperature of subcartilag-
inous bone and cancellous bone around the cartilage can
be suppressed. FIG. 6B is a schematic diagram of tem-
perature distribution of cartilage, and cancellous bone
when the temperature of the cartilage is 120 °C at output
B. As shown in FIG. 6B, when the operation is performed
for 2.8 seconds, heat transmitted to cartilage is transmit-
ted to the subcartilaginous bone and the cancellous
bone, and the temperature of the cancellous bone ex-
ceeds 40°C. FIG. 6C is a schematic diagram of a tem-
perature distribution of cartilage and cancellous bone
when the temperature of the cartilage is 120°C at output
C. In the example shown in FIG. 6C, the temperature of
the subcartilaginous bone and the cancellous bone ex-
ceeds 40°C before the temperature of cartilage sufficient-
ly increases.
[0025] As can be seen from above, it is desirable that
the operation of the ultrasonic excision device is per-
formed within 2.2 seconds. That is, the surgical system
suitable for treating human cartilage can be realized by
adjusting the output, etc. so that the temperature of car-
tilage becomes 120°C within 2.2 seconds.

[First Embodiment]

[0026] The first embodiment is explained below. FIG.
7 illustrates an example of a detailed configuration of the
surgical system according to the embodiments of the
present invention. As stated above, excision of cartilage
is performed by heating the cartilage to a suitable tem-
perature. Any means for heating the cartilage to a suitable
temperature can be used. For example, the surgical sys-
tem of the present embodiment may adopt a system that
heats cartilage to a temperature of 45°C to 220°C, pref-
erably, 120°C to 160°C, by friction heat via ultrasonic
vibration; a system that heats cartilage to a temperature
of 45°C to 220°C, preferably 120°C to 160°C, by a heater;
or a system that heats cartilage to a temperature of 45°C
to 220°C, preferably 120°C to 160°C, by applying a radio
frequency current. FIG. 7 illustrates an ultrasonic surgical
system 1 as an example of the surgical system according
to the present embodiment.
[0027] The ultrasonic surgical system 1 shown in FIG.
7 includes an excision device 10 that treats a living tissue
by ultrasonic waves, a power supply device 80 that sup-
plies driving power to the excision device 10, and a foot
switch 90. The ultrasonic surgical system 1 is suitable
for treating cartilage. However, the ultrasonic surgical
system 1 may be used for treating a living tissue other
than cartilage.
[0028] The excision device 10 functioning as an energy
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excision device includes a hand piece 20, a probe 180
protruding from the hand piece 20, and a slender-shaped
sheath 30 formed around the probe 180. In the explana-
tions below, the side of the excision device 10 where the
probe 180 is provided is called a distal end, and the side
of the excision device 10 where the hand piece 20 is
provided is called a proximal end.
[0029] The hand piece 20 includes an ultrasonic trans-
ducer therein. The ultrasonic transducer ultrasonic vi-
brates in accordance with the driving power from the pow-
er supply device 80. The hand piece 20 transmits the
ultrasonic vibration generated at the ultrasonic transduc-
er to the probe 180. The probe 180 is connected to the
ultrasonic transducer, and vibrates according to the vi-
bration of the ultrasonic transducer.
[0030] The distal end of the sheath 30 has a semi-cy-
lindrical shape, and the excision portion 181 provided at
the distal end of the probe 180 is exposed from the semi-
cylindrical portion. The distal end of the sheath 30 is pro-
vided with a cold knife 182, for example. The cold knife
182 is formed of a corrosion-resistant metallic material,
and is used to facilitate excision of a living tissue. The
cold knife 182 may be omitted.
[0031] The hand piece 20 includes an input unit 22.
The input unit 22 is to input an instruction for driving the
ultrasonic transducer. The input unit 22 may include a
plurality of switches so that the driving of a plurality of
types of ultrasonic transducers may be carried out ac-
cording to a plurality of types of inputs. The plurality of
switches includes a switch to drive the ultrasonic trans-
ducer suitable for treatment of the cartilage. The input
unit 22 is connected to the power supply device 80. The
ultrasonic transducer within the hand piece 20 is con-
nected to the power supply device 80. The power supply
device 80 detects an input to the input unit 22, and sup-
plies driving power to the ultrasonic transducer in accord-
ance with the detected input.
[0032] The foot switch 90 has a function similar to that
of the input unit 22 provided to the hand piece 20. That
is, the foot switch 90 includes a switch similar to the input
unit 22. The foot switch 90 may include a plurality of
switches, similar to the input unit 22. If the power supply
device 80 detects an input to the foot switch 90, the power
supply device 80 supplies a driving electric power to the
ultrasonic transducer in accordance with the detected
input. At least one of the input unit 22 and foot switch 90
may be provided.
[0033] When performing treatment, a user holds the
hand piece 20 and brings the excision portion 181 pro-
vided in the probe 180 that is ultrasonically vibrating into
contact with a living tissue that is a treatment object. The
user operates the input unit 22 or the foot switch 90 to
vibrate the ultrasonic transducer at this time. The vibra-
tion generated at the ultrasonic transducer is transmitted
to the probe 180. The living tissue is cut or excised by
bringing the excision portion 181 of the probe 180 that is
vibrating into contact with the living tissue.
[0034] FIG. 8 is a block diagram illustrating the main

configuration of the ultrasonic surgical system 1 accord-
ing to the first embodiment of the present invention. In
FIG. 8, the same structures as explained with reference
to FIG. 7 are indicated with the same reference numerals,
and the explanations thereof will be omitted.
[0035] As shown in FIG. 8, the power supply device 80
includes an output circuit 81 and a control circuit 82.
[0036] The output circuit 81 is electrically connected
to an ultrasonic transducer 24, and generates driving
power to drive the ultrasonic transducer 24 provided in-
side of the hand piece 20 of the excision device 10. Based
on the driving power, an output voltage and an output
current are output from the output circuit 81 to the exci-
sion device 10.
[0037] The control circuit 82 is configured by an ASIC
including a CPU, for example, and controls the driving
power of the output circuit 81 in accordance with an input
from the input unit 22 or the foot switch 90. For example,
if an instruction to enter the cartilage excision mode is
made by the input from the input unit 22 or the foot switch
90, the control circuit 82 controls the output circuit 81 to
allow the ultrasonic vibration to be generated at the ex-
cision device 10 to increase the temperature of cartilage
to the aforementioned temperature, namely 45°C to
220°C, preferably to 120°C to 160°C. For the ultrasonic
surgical system, the cartilage temperature changes in
accordance with the friction heat. Based on the appli-
cant’s analysis, it is understood that the heating amount
by friction heat is determined based on the amplitude of
the ultrasonic vibration and the pressure when pressing
the excision device 10 to the cartilage, as shown FIG. 9.
Thus, if the pressure is fixed the average value of the
pressure when a doctor presses the excision device 10
onto a living tissue, the friction heat only changes by the
amplitude. In the present embodiment, amplitude where
cartilage is heated to 45°C to 220°C, preferably to 120°C
to 160°C, is measured in experiments with the fixed pres-
sure, and the measured amplitude values are stored in
a memory 821 of the control circuit 82. The control circuit
82 reads the amplitude value from the memory 821, and
controls the output current and the output voltage of the
output circuit 81 so that the ultrasonic transducer 24 vi-
brates with the read amplitude value.
[0038] In addition, as stated above, it is preferable that
the temperature of the treatment target is increased to
120°C in approximately 2.2 seconds. If the amplitude of
ultrasonic vibration is simply increased, it is possible to
increase the temperature of the treatment target for a
short time in the ultrasonic surgical system. Furthermore,
it is possible to increase the temperature of the treatment
target in a shorter time by increasing the pressure applied
to the excision portion.
[0039] The operation of the ultrasonic surgical system
1 of the present embodiment will be explained below.
FIG. 10 is a flowchart illustrating the treatment using the
ultrasonic surgical system 1 in the first embodiment. The
treatment shown in FIG. 10 is the excision of degenerated
cartilage at a knee joint. The treatment flow shown in
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FIG. 10 is not limited to a knee joint, but may be applied
to other joints such as a shoulder joint.
[0040] In step S101, a doctor uses a trocar to form a
port through which an excision device and an arthro-
scope can be inserted into a position of a living tissue to
be treated (in this case, degenerated cartilage at a knee
joint).
[0041] In step S102, the doctor inserts the arthroscope
and the excision device 10 of the ultrasonic surgical sys-
tem 1 into the knee joint through the port for the arthro-
scope.
In step S103, the doctor brings the excision portion 181
of the ultrasonic surgical system 1 into contact with the
degenerated cartilage to be treated while watching an
image of the knee joint displayed on a monitor through
the arthroscope.
[0042] In step S104, the doctor, for example, operates
the input unit 22 sets the ultrasonic surgical system 1 to
the cartilage mode, and starts excision of the degener-
ated cartilage. If the ultrasonic surgical system 1 is set
to the cartilage mode, the control circuit 82 reads the
amplitude value pre-stored in the memory 821 (for ex-
ample, the amplitude value required to heat the cartilage
to 120°C), and controls the output circuit 81 so that the
ultrasonic transducer 24 vibrates at the read amplitude.
By bringing the excision portion 181 vibrating at the read
amplitude into contact with the denatured cartilage with
a fixed pressure, the temperature of the degenerated car-
tilage becomes about 120°C. The degenerated cartilage
is then melted, and excised. The value of amplitude in
step S104 is preferably a value required to increase the
temperature of cartilage to 120°C in a predetermined
short time (within 2.2 seconds). By this process, the treat-
ment is completed in a short time, and an unnecessary
increase in the temperature of a non-treatment target is
prevented.
[0043] In accordance with the aforementioned embod-
iment, the amount of cartilage heating by the excision
device 10 is controlled to heat the cartilage to a temper-
ature of 45°C, by paying attention to the fact that the
cartilage heated to 45°C or higher is melted and excised.
By this procedure, cartilage can be reliably excised.
[0044] In addition, according to the present embodi-
ment, the heating amount of the cartilage by the excision
device 10 is controlled to heat the cartilage to be within
the predetermined range of 45°C to 220°C, preferably
within 120°C to 160°C, in consideration of heat insult to
the cartilage. By this procedure, cartilage can be excised
with a small amount of heat insult.
[0045] Furthermore, according to the present embod-
iment, the treatment can be completed in a short time by
treating cartilage by the excision portion 10. Accordingly,
an unnecessary increase in the temperature of a non-
treatment target that does not need treatment is prevent-
ed.
[0046] In the aforementioned embodiment, the ultra-
sonic surgical system is illustrated as a surgical system.
In the present embodiment, it is possible to apply a sur-

gical system using a heater, a surgical system using a
radio frequency current, or a combination thereof using
energy different from ultrasonic waves, other than the
ultrasonic surgical system if the cartilage can be heated
to the predetermined range of 45°C to 220°C, preferably
to 120°C to 160°C. However, the ultrasonic surgical sys-
tem can reduce the amount of heat insult in comparison
with the surgical system using a heater or a radio fre-
quency. In addition, the ultrasonic surgical system can
excise the cartilage to make the excised surface smooth
in comparison with the surgical system using a heater or
radio frequency. Furthermore, the ultrasonic surgical
system can excise a larger amount of cartilage in com-
parison with the surgical system using a motor.
[0047] FIG. 11 illustrates the comparison of cartilage
excision results between a radio-frequency surgical sys-
tem (RF) and an ultrasonic surgical system (US). FIG.
11 also includes the cartilage excision results of a surgical
system using a drill (BUR) (i.e., results of impulse-only
excision) for comparison. As shown in FIG. 11, the car-
tilage is hardly excised by the impulse-only excision treat-
ment. Rather, the cartilage surface becomes villus-like
shaped, without retaining its original shape. On the other
hand, with the excision treatment using radio frequency,
the amount of excision is larger than the treatment using
a drill; however, the amount of heat insult is relatively
extensive. In comparison with the above, with the exci-
sion treatment using ultrasonic waves, greater progress
is made in cartilage excision, while relatively suppressing
the amount of heat insult.
[0048] It is known that the speed of an increase in heat
is slower when using the ultrasonic surgical system than
when using the radio-frequency surgical system. Thus,
it is possible to overshoot the output current in compar-
ison with the output current corresponding to the desired
amplitude only during a predetermined period of time im-
mediately after starting the ultrasonic surgical system,
as shown in FIG. 12, so that the temperature of the car-
tilage reaches the target temperature faster.

[Second Embodiment]

[0049] The variation example of the embodiment will
be explained below. In the aforementioned embodiment,
the amount of cartilage heating by the excision device
10, to heat the cartilage to the temperature suitable for
excision, is controlled in accordance with a setting (for
example, amplitude) predetermined by actual measure-
ments. In the second embodiment, the amount of carti-
lage heating by the excision device 10 is feedback con-
trolled.
[0050] FIG. 13 is a block diagram illustrating the main
configuration of the ultrasonic surgical system 1 accord-
ing to the second embodiment of the present invention.
In FIG. 13, the same structures as explained with refer-
ence to FIG. 8 are indicated with the same reference
numerals, and the explanations thereof will be omitted.
[0051] The excision device 10 of the ultrasonic surgical
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system 1 according to the second embodiment includes
a temperature sensor 26. The temperature sensor 26 is
provided within the distal end of the excision device 10,
for example, detects the temperature of the distal end of
the excision device 10, i.e., the temperature of cartilage,
and inputs a signal according to the detected temperature
to the control circuit 82 of the power supply device 80.
Various temperature sensors such as a thermocouple
and a thermistor may be used as the temperature sensor
26.
[0052] The control circuit 82 according to the second
embodiment controls the output circuit 81 to maintain the
temperature measured by the temperature sensor 26 at
a predetermined temperature within the range of 45°C
to 220°C, preferably within 120°C to 160°C. For example,
the control circuit 82 controls the output circuit 81 to in-
crease the output current from the output circuit 81 if the
temperature measured by the temperature sensor 26 is
below the predetermined temperature. In addition, the
control circuit 82 controls the output circuit 81 to decrease
the output current from the output circuit 81 if the tem-
perature measured by the temperature sensor 26 ex-
ceeds the predetermined temperature.
[0053] According to the aforementioned second em-
bodiment, cartilage is more reliably excised by perform-
ing feedback control to the output power from the output
circuit 81 in accordance with the cartilage temperature
measured by the temperature sensor, in comparison with
the first embodiment. In the second embodiment, it is
possible to omit the memory 821 applied in the first em-
bodiment.
[0054] In the second embodiment, the temperature of
the cartilage is measured by the temperature sensor 26.
However, the cartilage temperature is not limited to being
measured by the temperature sensor.

[Third Embodiment]

[0055] The third embodiment is explained below. The
third embodiment is a variation example of the treatment
method. As described above, it is preferable that the tem-
perature of only the treatment target is increased to
120°C to 160°C during the treatment, and the tempera-
ture of non-treatment target is below 40°C. With this pur-
pose, the amplitude may be increased, or the pressure
may be increased in the ultrasonic surgical system 1.
The present embodiment accomplishes a shorter treat-
ment by a particular treatment method.
[0056] FIG. 14 is a flowchart illustrating the treatment
using the ultrasonic surgical system in the third embod-
iment. Similar to FIG. 10, the treatment shown in FIG. 14
is the excision of denatured cartilage at a knee joint. The
treatment flow shown in FIG. 14 is not limited to a knee
joint, but may be applied to other joints such as a shoulder
joint. In FIG. 14, the explanations of the same structures
as explained with reference to FIG. 10 will be omitted.
That is, the processes at steps S101 to S103 will be omit-
ted.

[0057] In step S204, the doctor, for example, operates
the input unit 22 to set the ultrasonic surgical system 1
to the cartilage mode, and starts excision of the dena-
tured cartilage. If the ultrasonic surgical system 1 is set
to the cartilage mode, the control circuit 82 reads the
amplitude value pre-stored in the memory 821 (for ex-
ample, the amplitude value required to heat the cartilage
to 120°C within 2.2 seconds), and controls the output
circuit 81 so that the ultrasonic transducer 24 vibrates at
the read amplitude. By bringing the excision unit 181 vi-
brating at the read amplitude into contact with the dena-
tured cartilage with a fixed pressure, the temperature of
the denatured cartilage increases.
[0058] In step S205, the doctor excises (energy-assist-
ed trims, removes, or accurately shaves) cartilage by the
probe 180, as shown in FIG. 15. The process shown in
FIG. 15 indicates excising (paring) cartilage by generat-
ing a continuous amount of film-shaped shavings as in
peeling away skin. Specifically, the doctor presses the
excision unit 181 in the direction substantially parallel to
the surface of cartilage, which is different from the direc-
tion of contact. By this process, a compressive force is
applied to the cartilage, and the temperature of the car-
tilage increases further. The denatured cartilage is then
melted and excised. In addition, by applying pressure to
the excision unit 181 in the direction substantially parallel
to the surface of the heated cartilage, the surface of the
cartilage is shaved as a film, as shown in FIG. 15. Ac-
cordingly, the denatured cartilage is excised more effi-
ciently.
[0059] According to the aforementioned embodiment,
a more efficient excision of the denatured cartilage is
realized by applying the pressure to the excision unit 181
in the direction substantially parallel to the surface of
heated cartilage, in addition to the advantageous effects
explained in the first embodiment. In step S205, the di-
rection of pressing is different from the direction of con-
tact. However, it may be possible to excise in the thick-
ness (depth) direction of cartilage by pressing in the di-
rection of contact.
[0060] The process at step S205 of the third embodi-
ment can be applied to a surgical system using a heater,
a surgical system using a high frequency current, or a
combination thereof using energy different from ultrason-
ic waves, other than the ultrasonic surgical system.
[0061] The embodiments have been described, but the
present invention is in no way limited to these embodi-
ments. The present invention can, of course, be modified
in various ways without departing from the spirit and
scope of the invention.

Claims

1. A surgical system for treating cartilage, the system
comprising:

an output unit configured to generate a driving
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power;
a transducer connected to the output unit, and
configured to convert the driving power into ul-
trasonic vibration;
an excision unit which is in contact with a pre-
determined portion of the cartilage, heats the
predetermined portion of the cartilage by energy
converted based on the driving power, and ex-
cises the cartilage by receiving pressure by an
operator while being in contact with the cartilage;
and
a controller configured to control the driving pow-
er output from the output unit so that the prede-
termined portion of the cartilage is heated to a
temperature of 120°C or higher within 2.2 sec-
onds.

2. The surgical system according to claim 1, wherein
the pressure is applied in a direction different from
a direction in which the excision unit is in contact with
the cartilage.

3. The surgical system according to claim 1, wherein
the predetermined portion of the cartilage is injured
cartilage or denatured cartilage.

4. The surgical system according to claim 1, wherein
the controller controls the driving power to prevent
a temperature of a subcartilaginous bone and a can-
cellous bone other than the predetermined portion
of the cartilage from exceeding 40°C.

5. The surgical system according to claim 1, wherein
the controller controls the driving power output from
the output unit so that a temperature of the cartilage
is prevented from exceeding 220°C.

6. The surgical system according to claim 1, wherein
the controller controls the driving power output from
the output unit so that a temperature of the cartilage
is at 120°C or higher but 160°C or lower.
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