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Description

Technical Field

[0001] The present invention relates to a radio com-
munication base station apparatus, a radio communica-
tion terminal apparatus and a control information gener-
ating method.

Background Art

[0002] 3GPP-LTE (3rd Generation Partnership Project
Radio Access Network Long Term Evolution) adopts
OFDMA (Orthogonal Frequency Division Multiple Ac-
cess) as a downlink communication scheme, and SC-
FDMA (Single Carrier Frequency Division Multiple Ac-
cess) as an uplink communication scheme (for example,
see Non-Patent Literatures 1, 2 and 3.)
[0003] With LTE, a radio communication base station
apparatus (hereinafter abbreviated as "base station")
communicates with radio communication terminal appa-
ratuses (hereinafter abbreviated as "terminals") by as-
signing resource blocks (RBs) in the system band to ter-
minals, per time unit referred to as subframe. In addition,
a base station transmits control information to notify, to
terminals, the result of assignment of resources for down-
link data and uplink data.
[0004] This control information is transmitted to termi-
nals using downlink control channels, for example, PD-
CCHs (physical downlink control channels.) Here, LTE
supports a frequency band having the maximum width
of 20 MHz as the system bandwidth.
[0005] In addition, a base station transmits a plurality
of PDCCHs at the same time to assign a plurality of ter-
minals to one subframe. At this time, the base station
transmits a PDCCH including CRC bits masked (scram-
bled) with a destination terminal ID to identify each PD-
CCH destination terminal. Then, a terminal performs
blind-decoding on a plurality of PDCCHs which may be
directed to the terminal by demasking (or descrambling)
CRC bits in the plurality of PDCCHs, with its terminal ID
to detect the PDCCH directed to the terminal.
[0006] In addition, standardization of 3GPP LTE-Ad-
vanced that realizes faster communication than by LTE
has been started. With LTE-Advanced, in order to realize
a downlink transmission speed equal to or higher than
the maximum 1 Gbps and an uplink transmission speed
equal to or higher than the maximum 500 Mbps, base
stations and terminals (hereinafter "LTE+ terminals") that
are able to communicate with each other at a wideband
frequency equal to or higher than 40 MHz, will be em-
ployed. In addition, an LTE-Advanced system is required
to accommodate not only LTE+ terminals but also termi-
nals (hereinafter "LTE terminals") supporting an LTE sys-
tem.
[0007] In addition, with LTE-Advanced, a band aggre-
gation scheme for communication by connecting a plu-
rality of frequency bands, is proposed. Here, a base unit

of communication bands (hereinafter "component
bands") is a frequency band having a width of 20 MHz.
Therefore, LTE-Advanced realizes a system bandwidth
of 40 MHz by connecting two component bands.
[0008] In addition, with LTE-Advanced, studies are un-
derway to associate component bands in the uplink
(hereinafter "uplink component bands") with component
bands in the downlink (hereinafter "downlink component
bands") one by one (e.g. Non-Patent Literature 4.) That
is, a base station notifies resource assignment informa-
tion about each component band to terminals using the
downlink component band in each component band. For
example, a terminal that performs transmission in a wide-
band of 40 MHz (terminal using two component bands)
acquires resource assignment information about two
component bands by receiving PDCCHs allocated to the
downlink component band in each component band.
Therefore, in an LTE-Advanced system, a base station
can notify resource assignment information per compo-
nent band, to terminals in both cases where one compo-
nent band is used (for example, in a case of communi-
cation with LTE terminals supporting a band of 20 MHz),
and where a plurality of component bands are used (for
example, in a case of communication with LTE+ terminals
supporting a band of 40 MHz.) That is, a base station
can use the same notifying method between LTE termi-
nals and LTE+ terminals, so that it is possible to construct
a simple system.

Citation List

Non-Patent Literature

[0009]

[NPL 1] 3GPP TS 36.211 V8.3.0, "Physical Channels
and Modulation (Release 8)," May 2008 
[NPL 2] 3GPP TS 36.212 V8.3.0, "Multiplexing and
channel coding (Release 8)," May 2008 
[NPL 3] 3GPP TS 36.213 V8.3.0, "Physical layer pro-
cedures (Release 8)," May 2008 
[NPL 4] 3GPP TSG RAN WG1 meeting, R1-082468,
"Carrier aggregation LTE-Advanced," July 2008 

[0010] ERICSSON: "Carrier aggregation in LTE- Ad-
vanced", 3GPP TSG-RAN WG1 #53BIS; R1-082468,
2008/06/30 - 2008/07/04, WARSAW, POLAND,
XP050110739 discloses some high-level design aspects
on LTE-Advanced including mechanisms, e.g. DRX per
component carrier, to allow an LTE-Advanced terminal
to monitor a smaller bandwidth that the system band-
width.
[0011] Lee, Moon II et al. "Method and Apparatus of
Transmitting Control Information in Wireless Communi-
cation System" 2010-02-04 WO 2010/013963 A2 dis-
closes a method and an apparatus of transmitting control
information in a wireless communication system. The
method includes transmitting first control information and
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second control information through an uplink component
carrier , wherein the first control information is for a first
downlink component carrier and the second control in-
formation is for a second downlink component carrier.
PANASONIC: "PDCCH design for carrier aggregation",
3GPP TSG-RAN WG1 Meeting #57, R1-092230,
2009/05/04 - 2009/05/08, San Francisco, USA relates to
LTE-Advanced carrier aggregation for wider bandwidth
transmission including control signaling aspects for car-
rier aggregation. Regarding the PDCCH coding to indi-
cate transport blocks on multiple Component Carriers
(CC) three options are discussed, namely separate cod-
ing (One PDCCH allocates one TB on the same CC),
separate coding (One PDCCH allocates one TB on the
same or a different CC) and joint coding (One PDCCH
may allocate multiple TBs on multiple CCs).

Summary of Invention

Technical Problem

[0012] In a terminal, when a frequency bandwidth of
received signals is wider, power consumption increases.
Therefore, power consumption of a terminal that per-
forms wideband transmission (for example, communica-
tion band of 40 MHz) is greater than that of a terminal
that performs narrowband communication (for example,
communication band of 20 MHz.) Therefore, minimiza-
tion of power consumption of a terminal is possible by
adaptively controlling the number of component bands
to be connected, according to the transmission amount
(or transmission speed) of data.
[0013] To be more specific, when the amount of trans-
mission data is greater, the number of component bands
to be connected increases.
[0014] Here, with LTE-Advanced, it is expected that
the amount of transmission data in the uplink and the
amount of transmission data in the downlink are inde-
pendent of one another. For example, there may be a
case where wideband transmission (in a communication
band of 40 MHz) is performed in the uplink while narrow-
band transmission (in a communication band of 20 MHz)
is performed in the downlink. That is, there may be a case
where, for example, two uplink component bands are
used in the uplink and only one downlink component band
is used in the downlink.
[0015] However, with the above-described prior art,
uplink component bands are associated with downlink
component bands one by one. That is, resource assign-
ment information indicating resources in an uplink com-
ponent band to assign uplink data from a terminal to, is
notified using the downlink component band associated
with that uplink component band. Therefore, even if wide-
band transmission (for example, in a communication
band of 40 MHz) is performed only in the uplink, that is,
even if both the uplink component band and the downlink
component band are used in one of two component
bands used by a terminal while only the uplink component

band is used in the other component band, the terminal
has to receive PDCCHs using the downlink component
bands associated with respective uplink component
bands to notify resource assignment information about
each uplink component band.
[0016] For example, a case in which a terminal uses
two component bands (component band 1 and compo-
nent band 2) will be explained. When wideband trans-
mission (for example, in a communication band of 40
MHz) is performed only in the uplink, a terminal uses, for
example, uplink component bands in both component
band 1 and component band 2. Meanwhile, in the down-
link, the terminal performs narrowband transmission (for
example, in a communication band of 20 MHz) by using
only the downlink component band in component band
1, not using the downlink component band in component
band 2. Here, the terminal has to receive uplink resource
assignment information indicating assignment of re-
sources in the uplink component band in component
band 2, using PDCCHs allocated to the downlink com-
ponent band in component band 2. Therefore, although
the terminal does not use the downlink component band
in component band 2 for data transmission, the terminal
needs to receive PDCCHs allocated to the downlink com-
ponent band in component band 2.
[0017] That is, although narrowband transmission (for
example, in a communication band of 20 MHz) is per-
formed in the downlink, a terminal needs to receive wide-
band signals (for example, signals in a communication
band of 40 MHz) even in the downlink, and consequently,
power consumption of the terminal increases.
[0018] It is therefore an object of the present invention
to provide a base station, a terminal and a control infor-
mation generating method to reduce power consumption
of terminals even if wideband transmission is performed
only in the uplink.

Solution to Problem

[0019] The base station according to the present in-
vention adopts a configuration to include the features of
claim 1.
[0020] The terminal according to the present invention
is defined in claim 2.
[0021] The control information generating method ac-
cording to the present invention includes the steps as
recited in claim 3.

Advantageous Effects of Invention

[0022] According to the present invention, even if wide-
band transmission is performed only in the uplink, it is
possible to reduce power consumption of terminals. The
following examples termed "embodiments" help to un-
derstand the present invention.

3 4 



EP 2 315 487 B1

4

5

10

15

20

25

30

35

40

45

50

55

Brief Description of Drawings

[0023]

FIG.1 is a block diagram showing a configuration of
a base station according to Embodiment 1 of the
present invention;
FIG.2 is a block diagram showing a configuration of
a terminal according to Embodiment 1 of the present
invention;
FIG.3 shows configuration of terminal IDs according
to Embodiment 1 of the present invention;
FIG.4 shows configuration of terminal IDs according
to Embodiment 1 of the present invention;
FIG.5 shows an example of component bands and
terminal IDs configured for each terminal according
to Embodiment 1 of the present invention;
FIG.6 shows configuration of terminal IDs according
to Embodiment 2 of the present invention;
FIG.7 shows configuration of terminal IDs according
to Embodiment 2 of the present invention;
FIG.8 shows configuration of terminal IDs according
to Embodiment 3 of the present invention;
FIG.9 shows configuration of terminal IDs according
to Embodiment 3 of the present invention;
FIG.10 is a sequence diagram showing processing
to configure terminal IDs according to Embodiment
3 of the present invention;
FIG.11 shows processing to create a temporary ter-
minal ID according to Embodiment 4 of the present
invention;
FIG.12 shows configuration of terminal IDs accord-
ing to Embodiment 4 of the present invention;
FIG.13 shows configuration of search spaces ac-
cording to Embodiment 5 of the present invention;
FIG.14 shows configuration of search spaces ac-
cording to Embodiment 5 of the present invention;
and
FIG.15 shows another configuration of terminal IDs
according to the present invention.

Description of Embodiments

[0024] Now, embodiments of the present invention will
be described in detail with reference to the accompanying
drawings. Here, in embodiments, the same components
are assigned the same reference numerals and overlap-
ping descriptions will be omitted.

(Embodiment 1)

[0025] FIG.1 is a block diagram showing a configura-
tion of base station 100 according to the present embod-
iment.
[0026] In base station 100 shown in FIG.1, configura-
tion section 101 configures one or more component
bands used in the uplink and the downlink, per terminal,
for example, according to a required transmission rate

or transmission amount of data. In addition, configuration
section 101 configures varying terminal IDs between
component bands, for each terminal. To be more specific,
configuration section 101 configures different terminal
IDs for a plurality of component bands, respectively,
where one uplink component band and one downlink
component band are associated with one another in a
component band, and either an uplink component band
or a downlink component band is configured for a termi-
nal. Then, configuration section 101 outputs configura-
tion information indicating component bands configured
for each terminal and terminal IDs configured for respec-
tive component bands, to control section 102, PDCCH
generating section 103 and modulation section 105.
[0027] Control section 102 generates uplink resource
assignment information indicating uplink resources (e.g.
PUSCHs (physical uplink shared channels)) to assign
uplink data from terminals to, and generates downlink
resource assignment information indicating downlink re-
sources (e.g. PDSCHs (physical downlink shared chan-
nels)) to assign downlink data directed to terminals to.
Then, control section 102 outputs uplink resource assign-
ment information to PDCCH generating section 103 and
extracting section 115, and outputs downlink resource
assignment information to PDCCH generating section
103 and multiplexing section 107. Here, control section
102 assigns uplink resource assignment information and
downlink resource assignment information to PDCCHs
allocated to downlink component bands configured for
respective terminals, based on configuration information
inputted from configuration section 101. To be more spe-
cific, control section 102 assigns downlink resource as-
signment information to PDCCHs allocated to the down-
link component band that is targeted for resource assign-
ment and indicated by the downlink resource assignment
information. In addition, control section 102 assigns up-
link resource assignment information to PDCCHs allo-
cated to the downlink component band associated with
the uplink component band that is targeted for resource
assignment and indicated by the uplink resource assign-
ment information. Here, when no downlink component
band associated with the uplink component band that is
targeted for resource assignment and indicated by uplink
resource assignment information, is configured for a ter-
minal, control section 102 assigns uplink resource as-
signment information to PDCCHs allocated to a specific
downlink component band, among downlink component
bands configured for the terminal, which is closest to the
downlink component band associated with the uplink
component band that is targeted for resource assignment
and indicated by the uplink resource assignment infor-
mation. Here, assignment control processing in control
section 102 will be described in detail later.
[0028] PDCCH generating section 103 generates PD-
CCH signals including uplink resource assignment infor-
mation and downlink resource assignment information
inputted from control section 102. In addition, PDCCH
generating section 103 adds CRC bits to PDCCH signals
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to which uplink resource assignment information and
downlink resource assignment information are assigned,
and masks (or scrambles) the CRC bits with terminal IDs.
Here, PDCCH generating section 103 masks CRC bits
added to each resource assignment information, with the
terminal ID configured per component band that is tar-
geted for resource assignment and indicated by each
resource assignment information. Then, PDCCH gener-
ating section 103 outputs a PDCCH signal after masking
to modulation section 104.
[0029] After channel coding, modulation section 104
modulates the PDCCH signal inputted from PDCCH gen-
erating section 103 and outputs a PDCCH signal after
modulation to multiplexing section 107.
[0030] Modulation section 105 modulates configura-
tion information inputted from configuration section 101
and outputs configuration information after modulation
to multiplexing section 107.
[0031] After channel coding, modulation section 106
modulates inputted transmission data (downlink data)
and outputs a transmission data signal after modulation
to multiplexing section 107.
[0032] Multiplexing section 107 multiplexes a PDCCH
signal inputted from modulation section 104, configura-
tion information inputted from modulation section 105
and a data signal (i.e. PDSCH signal) inputted from mod-
ulation section 106. Here, multiplexing section 107 maps
the PDCCH signal and data signal (PDSCH signal) to
each downlink component band, based on downlink re-
source assignment information inputted from control sec-
tion 102. Here, multiplexing section 107 may map con-
figuration information to PDSCHs.
[0033] IFFT (inverse fast Fourier transform) section
108 transforms a multiplexed signal to a time domain
waveform, and CP (cyclic prefix) adding section 109 adds
a CP to this time domain waveform to obtain an OFDM
signal.
[0034] Transmission RF section 110 applies transmis-
sion radio processing (up-conversion, digital-to-analog
(D/A) conversion and so forth) to the OFDM signal input-
ted from CP adding section 109, and transmits the result
via antenna 111.
[0035] Meanwhile, reception RF section 112 applies
reception radio processing (down-conversion, analog-to-
digital (A/D) conversion and so forth) to a reception radio
signal received in a reception band via antenna 111, and
outputs a resulting reception signal to CP removing sec-
tion 113.
[0036] CP removing section 113 removes a CP from
a received signal, and FFT (inverse fast Fourier trans-
form) section 114 transforms a received signal without a
CP to a frequency domain signal.
[0037] Extracting section 115 extracts uplink data from
the frequency domain signal inputted from FFT section
114, based on uplink resource assignment information
inputted from control section 102. IDFT (inverse discrete
Fourier transform) section 116 transforms an extracted
signal to a time domain signal and outputs the time do-

main signal to data receiving section 117.
[0038] Data receiving section 117 decodes the time
domain signal inputted from IDFT section 116. Then, data
receiving section 117 outputs uplink data after decoding
as received data.
[0039] FIG.2 is a block diagram showing a configura-
tion of terminal 200 according to the present embodi-
ment. Terminal 200 is able to perform communication,
using a plurality of uplink component bands and a smaller
number of specific downlink component bands than the
number of the plurality of uplink component bands.
[0040] In terminal 200 shown in FIG.2, reception RF
section 202 is formed with a reception band which can
be changed, and changes its reception band based on
band information inputted from configuration information
receiving section 206. Then, reception RF section 202
applies reception radio processing (down-conversion,
analog-to-digital (A/D) conversion and so forth) to a re-
ception radio signal (OFDM signal here) received in the
reception band via antenna 201, and outputs a resulting
received signal to CP removing section 203.
[0041] CP removing section 203 removes a CP from
the received signal, and FFT section 204 transforms a
received signal without a CP to a frequency domain sig-
nal. This frequency domain signal is outputted to demul-
tiplexing section 205.
[0042] Demultiplexing section 205 demultiplexes the
signal inputted from FFT section 204 into a high-layer
control signal (e.g. RRC signaling) including configura-
tion information, a PDCCH signal and a data signal (i.e.
PDSCH signal.) Then, demultiplexing section 205 out-
puts control information to configuration information re-
ceiving section 206, outputs a PDCCH signal to PDCCH
receiving section 207, and outputs a PDSCH signal to
PDSCH receiving section 208.
[0043] Configuration information receiving section 206
reads information indicating uplink component bands
and downlink component bands configured for terminal
200, from a control signal inputted from demultiplexing
section 205, and outputs the read information to PDCCH
receiving section 207, reception RF section 202 and
transmission RF section 214, as band information. In ad-
dition, configuration information receiving section 206
reads information indicating respective terminal IDs of
component bands, which are configured for terminal 200,
from a control signal inputted from demultiplexing section
205, and outputs the read information to PDCCH receiv-
ing section 207, as terminal ID information.
[0044] PDCCH receiving section 207 performs blind-
decoding on a PDCCH signal inputted from demultiplex-
ing section 205. Here, PDCCH signals are allocated
downlink component bands, respectively, which are con-
figured for terminal 200 and indicated by band informa-
tion inputted from configuration information receiving
section 206. PDCCH receiving section 207 demodulates
and decodes a PDCCH signal inputted from demultiplex-
ing section 205, and, when a PDCCH signal after decod-
ing indicates that CRC=OK (there is no error) by demask-
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ing CRC bits with terminal IDs of terminal 200 indicated
by terminal ID information inputted from configuration in-
formation receiving section 206, determines the PDCCH
signal is directed to terminal 200. Here, when a plurality
of component bands are configured for terminal 200, var-
ying terminal IDs between component bands are as-
signed. PDCCH receiving section 207 acquires resource
assignment information about a subject component band
by performing the above blind-decoding using respective
terminal IDs of component bands to transmit PDCCH sig-
nals. In addition, when an uplink component band in
which the associated downlink component band is not
configured (unconfigured) is configured in terminal 200,
PDCCH receiving section 207 performs blind-decoding
on the PDCCH allocated to the specific downlink com-
ponent band closest to the downlink component band
associated with that uplink component band, with the ter-
minal ID configured for that uplink component band. That
is, PDCCH receiving section 207 determines resource
assignment information obtained by demasking the ter-
minal ID configured per component band, as resource
assignment information for the component band. Then,
PDCCH receiving section 207 outputs downlink resource
assignment information included in the PDCCH signal
directed to terminal 200, to PDSCH receiving section
208, and outputs uplink resource assignment information
to frequency mapping section 211.
[0045] PDSCH receiving section 208 extracts received
data from a PDSCH signal inputted from demultiplexing
section 205, based on the downlink resource assignment
information inputted from PDCCH receiving section 207.
[0046] Modulation section 209 modulates transmis-
sion data (uplink data) and outputs a resulting modulated
signal to DFT (discrete Fourier transform) section 210.
[0047] DFT section 210 transforms the modulated sig-
nal inputted from modulation section 209, to a frequency
domain signal, and outputs a plurality of resulting fre-
quency components to frequency mapping section 211.
[0048] Frequency mapping section 211 maps the plu-
rality of frequency components inputted from DFT section
210, to PUSCHs allocated to uplink component bands,
according to uplink resource assignment information in-
putted from PDCCH receiving section 207.
[0049] Here, modulation section 209, DFT section 210
and frequency mapping section 211 may be provided per
component band.
[0050] IFFT section 212 transforms the plurality of fre-
quency components mapped to PUSCHs to a time do-
main waveform, and CP adding section 213 adds a CP
to this time-domain waveform.
[0051] Transmission RF section 214 is formed with a
transmission band which can be changed, and config-
ures its transmission band, based on band information
inputted from configuration information receiving section
206. Then, transmission RF section 214 applies trans-
mission radio processing (up-conversion, digital-to-ana-
log (D/A) conversion and so forth) to a signal with a CP,
and transmits the result via antenna 201.

[0052] Next, operations of base station 100 and termi-
nal 200 will be explained in detail.
[0053] In the following descriptions, as shown in FIG.3,
base station 100 and terminal 200 use PDCCHs and PD-
SCHs allocated to respective downlink component bands
in component band 1 and component band 2 each having
a communication bandwidth of 20 MHz, and PUSCHs
allocated to uplink component bands. In addition, as
shown in FIG.3, one downlink component band and one
uplink component band are associated with one another
in each component band. To be more specific, as shown
in FIG.3, in each of component bands 1 and 2, one down-
link component band including PDCCHs and PDSCHs
and one uplink component band including PUSCHs are
associated with one another. In addition, here, as shown
in FIG.3, in each downlink component band, eight PD-
CCHs (PDCCHs 1 to 8) are used, PDCCHs 1 to 4 are
used as downlink assignment PDCCHs, which are PD-
CCHs for downlink assignment, and PDCCHs 5 to 8 are
used as uplink assignment PDCCHs, which are PDCCHs
for uplink assignment.
[0054] Configuration section 101 in base station 100
configures uplink component bands and downlink com-
ponent bands per terminal. For example, when terminal
200 performs high-speed data communication in both
the uplink and the downlink, that is, wideband transmis-
sion (that is, transmission in a communication band of
40 MHz), configuration section 101 configures two uplink
component bands and two downlink component bands
for terminal 200, as shown in FIG.3. Meanwhile, when
terminal 200 performs wideband transmission only in the
uplink (that is, performs narrowband transmission in the
downlink), configuration section 101 configures two up-
link component bands and one downlink component
band (component band 1) for terminal 200, as shown in
FIG.4. That is, as shown in FIG.4, while configuration
section 101 configures both an uplink component band
and a downlink component band in component 1, for ter-
minal 200, configuration section 101 configures only an
uplink component band without configuring (unconfigur-
ing) a downlink component band in component band 2,
for terminal 200. That is, base station 100 and terminal
200 perform communication, using two uplink compo-
nent bands and one specific downlink component band
smaller in number than the uplink component band.
[0055] In addition, configuration section 101 config-
ures varying terminal IDs between component bands
configured for terminal 200. That is, for terminal 200, con-
figuration section 101 configures a plurality of terminal
IDs corresponding to the number of component bands
configured for terminal 200. For example, as shown in
FIG.3 and FIG.4, configuration section 101 configures
terminal ID #a and terminal ID #b for component 1 and
component band 2 configured for terminal 200, respec-
tively.
[0056] Here, component bands for each terminal,
which are configured by configuration section 101, and
respective terminal IDs of component bands configured
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for each terminal, are notified to each terminal, using con-
trol channels or PDSCHs. Here, an example of configu-
ration of terminal IDs will be shown in FIG.5. In FIG.5,
configuration section 101 configures two component
bands (component bands 1 and 2) for terminal 1, 2 and
4, and configures one component band (component band
1) for terminal 3. In addition, configuration section 101
configures terminal ID #a and terminal ID #b for compo-
nent band 1 and component band 2 configured for ter-
minal 1, respectively. Likewise, configuration section 101
configures terminal ID #c and terminal ID #d for compo-
nent band 1 and component band 2 configured for ter-
minal 2, respectively. The same applies to terminal 4.
Meanwhile, configuration section 101 configures termi-
nal ID #e for component band 1 configured for terminal
3. Here, when the number of uplink component bands
differs from the number of downlink component bands,
configuration section 101 configures terminal IDs, ac-
cording to the number of component bands configured
more. For example, when the number of uplink compo-
nent bands is greater than the number of downlink com-
ponent bands, as in a case in which wideband transmis-
sion is performed only in the uplink, configuration section
101 configures varying terminal IDs between uplink com-
ponent bands.
[0057] Next, control section 102 assigns downlink re-
source assignment information and uplink resource as-
signment information to PDCCHs in each component
band. For example, as shown in FIG.3, control section
102 assigns downlink resource assignment information
indicating assignment of PDSCHs in component band 1,
to PDCCH 1, among downlink assignment PDCCHs 1 to
4 in component band 1. Meanwhile, control section 102
assigns downlink resource assignment information indi-
cating assignment of PDSCHs in component band 2, to
PDCCH 1, among downlink assignment PDCCHs 1 to 4
in component band 2. The same applies to assignment
of downlink resource assignment information in FIG.4.
[0058] In addition, as shown in FIG.3, when wideband
transmission is performed in both the uplink and the
downlink, control section 102 assigns uplink resource as-
signment information indicating assignment of PUSCHs
in component band 1, to PDCCH 5, among uplink as-
signment PDCCHs 5 to 8 in component band 1. Mean-
while, control section 102 assigns uplink resource as-
signment information indicating assignment of PUSCHs
in component band 2, to PDCCH 5, among uplink as-
signment PDCCHs 5 to 8 in component band 2.
[0059] On the other hand, as shown in FIG.4, when
wideband transmission is performed only in the uplink
(when uplink component bands and downlink component
bands are not symmetric), control section 102 assigns
uplink resource assignment information indicating as-
signment of PUSCHs in the uplink component band as-
sociated with an unconfigured downlink component band
(downlink component band in component band 2 in
FIG.4), to PDCCHs in the uplink component band (uplink
component band in component band 1 in FIG.4) closest

to the unconfigured uplink component band. To be more
specific, as shown in FIG.4, control section 102 assigns
uplink resource assignment information indicating as-
signment of PUSCHs in component band 2, to PDCCH
6, among uplink assignment PDCCHs 5 to 8 in compo-
nent band 1 neighboring component band 2.
[0060] Next, PDCCH generating section 103 masks
CRC bits added to resource assignment information di-
rected to terminal 200, with terminal IDs configured on a
per component band basis. To be more specific, as
shown in FIG.3, when wideband transmission is per-
formed in both the uplink and the downlink, PDCCH gen-
erating section 103 masks CRC bits added to downlink
resource assignment information assigned to PDCCH 1
in component band 1 and uplink resource assignment
information assigned to PDCCH 5 in component band 1,
with terminal ID #a configured for component band 1.
Likewise, PDCCH generating section 103 masks CRC
bits added to downlink resource assignment information
assigned to PDCCH 1 in component band 2 and uplink
resource assignment information assigned to PDCCH 5
in component band 2, with terminal ID #b configured for
component band 2.
[0061] On the other hand, as shown in FIG.4, when
wideband transmission is performed only in the uplink,
PDCCH generating section 103 masks CRC bits added
to downlink resource assignment information about com-
ponent band 1 assigned to PDCCH 1 in component band
1, and uplink resource assignment information about
component band 1 assigned to PDCCH 5 in component
band 1, with terminal ID #a configured for component
band 1. Meanwhile, PDCCH generating section 103
masks CRC bits added to uplink resource assignment
information about component band 2, which is assigned
to PDCCH 6 in component band 1, with terminal ID #b
configured for component band 2. That is, PDCCH gen-
erating section 103 masks CRC bits added to resource
assignment information, with the terminal ID configured
for a component band targeted for resource assignment,
which is indicated by this resource assignment informa-
tion.
[0062] Configuration information receiving section 206
in terminal 200 determines whether terminal 200 per-
forms wideband transmission in both the uplink and the
downlink, or only in the downlink, based on configuration
information notified from base station 100. In addition,
when two downlink component bands are configured in
the downlink as shown in FIG.3, configuration information
receiving section 206 configures a reception bandwidth
of 40 MHz for reception RF section 202, and, when one
downlink component band is configured in the downlink
as shown in FIG.4, configures a reception bandwidth of
20 MHz for reception RF section 202. The same applies
to transmission bandwidths in transmission RF section
214.
[0063] PDCCH receiving section 207 performs blind-
decoding on PDCCH signals allocated to downlink com-
ponent bands configured for terminal 200, using terminal
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IDs configured on a per component band basis. For ex-
ample, in FIG.3, downlink component bands in compo-
nent band 1 and component band 2 are configured for
terminal 200, as the downlink. Therefore, PDCCH receiv-
ing section 207 determines that PDCCH 1 (downlink re-
source assignment information) and PDCCH 5 (uplink
resource assignment information) resulting in CRC=OK
by demasking PDCCHs 1 to 8 in component band 1 with
terminal ID #a, are PDCCH signals directed to terminal
200 in component band 1. In addition, PDCCH receiving
section 207 determines that PDCCH 1 (downlink re-
source assignment information) and PDCCH 5 (uplink
resource assignment information) resulting in CRC=OK
by demasking PDCCHs 1 to 8 in component band 2 with
terminal ID #b, are PDCCH signals directed to terminal
200 in component band 2.
[0064] On the other hand, in FIG.4, for terminal 200,
only the downlink component band in component band
1 is configured as the downlink, and the uplink component
bands in component band 1 and component band 2 are
configured as the uplink. Therefore, PDCCH receiving
section 207 demasks PDCCHs 1 to 8 in component band
1, with terminal ID #a, and also with terminal ID #b that
is configured for component band 2. Then, PDCCH re-
ceiving section 207 determines that PDCCH 1 (downlink
resource assignment information) and PDCCH 5 (uplink
resource assignment information) resulting in CRC=OK
by demasking with terminal ID #a, is a PDCCH signal
directed to terminal 200 in component band 1. In addition,
PDCCH receiving section 207 determines that PDCCH
6 (uplink resource assignment information) resulting in
CRC=OK by demasking with terminal ID #b, is a PDCCH
signal directed to terminal 200 in component band 2.
[0065] As described above, base station 100 config-
ures varying terminal IDs between a plurality of compo-
nent bands configured for terminal 200. By this means,
in base station 100, varying component bands are con-
figured between uplink component bands, so that PD-
CCHs resulting from masking uplink resource assign-
ment information about respective uplink component
bands, with terminal IDs configured on a per uplink com-
ponent band basis. Therefore, base station 100 can notify
resource assignment information about the uplink com-
ponent band associated with an unconfigured downlink
component band, using PDCCHs allocated to a different
component band from the component band including the
associated uplink component band. In addition, terminal
200 can specify what uplink component band is indicated
by resource allocation information assigned to PDCCHs,
based on terminal IDs.
[0066] Therefore, even if terminal 200 performs wide-
band transmission only in the uplink, that is, even if the
number of uplink component bands configured for termi-
nal 200 (two, in FIG.4) is greater than the number of
downlink component bands (one, in FIG.4), base station
100 can notify resource assignment information about a
plurality of uplink component bands (respective uplink
component bands in component band 1 and component

band 2 in FIG.4), using only a specific downlink compo-
nent band configured (downlink component band in com-
ponent band 1 in FIG.4.) That is, terminal 200 can acquire
uplink resource assignment information about the uplink
component band in component band 2 without receiving
PDCCHs in the downlink component band in component
band 2 shown in FIG.4. Therefore, even if wideband
transmission is performed only in the uplink, terminal 200
can receive signals in a narrow reception bandwidth (re-
ceived signals in a communication bandwidth of 20 MHz
(component band 1) in FIG.4), and therefore reduce its
power consumption.
[0067] As described above, according to the present
embodiment, a base station configures varying terminal
IDs between component bands configured for each ter-
minal. By this means, a terminal can know that resource
assignment information obtained by blind-decoding with
a terminal ID is the resource assignment information
about the component band for which that terminal ID is
configured. Therefore, even if wideband transmission is
performed only in the uplink, that is, even if narrowband
transmission is performed in the downlink, a terminal can
specify uplink resource assignment information about a
plurality of component bands, which is contained in nar-
rowband signals, based on terminal IDs. Consequently,
according to the present embodiment, even if wideband
transmission is performed only in the uplink, it is possible
to reduce power consumption of terminals.
[0068] Moreover, with the present embodiment, even
if resources are assigned to a different component band
from the component band that is targeted for resource
assignment and indicated by resource assignment infor-
mation, a terminal can specify which uplink component
band is indicated by that resource allocation information,
based on terminal IDs. Therefore, with the present em-
bodiment, like an LTE system, a piece of resource as-
signment information contains only resource assignment
in one component band (for example, RB assignment of
a communication band of 20 MHz), so that it is possible
to use the same format as in an LTE system. Conse-
quently, according to the present embodiment, a base
station does not add new information to resource assign-
ment information assigned to PDCCHs, and base sta-
tions mask CRC bits of downlink resource assignment
information, so that it is possible to perform the same
processing as in an LTE system and simplify processing
in a base station and terminals.

(Embodiment 2)

[0069] With the present embodiment, a base station
configures, for each terminal, component bands to which
PDCCHs to assign resource assignment information di-
rected to each terminal to, are allocated.
[0070] Like in Embodiment 1, configuration section
101 (FIG.1) in base station 100 according to the present
embodiment configures uplink component bands and
downlink component bands for each terminal, and con-
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figures component bands (hereinafter "PDCCH trans-
mission component bands") to which PDCCHs to assign
resource assignment information directed to each termi-
nal to, are allocated.
[0071] Control section 102 assigns resource assign-
ment information directed to each terminal, to PDCCHs
allocated to PDCCH transmission component bands
configured by configuration section 101.
[0072] Meanwhile, like in Embodiment 1, configuration
information receiving section 206 (FIG.2) in terminal 200
according to the present embodiment obtains information
about uplink component bands and downlink component
bands configured for terminal 200, and obtains informa-
tion indicating PDCCH transmission component bands
for terminal 200.
[0073] PDCCH receiving section 207 performs blind-
decoding on only PDCCHs which are obtained in config-
uration information receiving section 206 and allocated
to PDCCH transmission component bands for terminal
200.
[0074] Next, operations of base station 100 and termi-
nal 200 will be explained in detail. Like in Embodiment 1
(FIG.3), a case in which wideband transmission is per-
formed in both the uplink and the downlink, is shown in
FIG.6, and, like in Embodiment 1 (FIG.4), a case in which
wideband transmission is performed only in the uplink
band (that is, a downlink component band in component
band 2 is unconfigured), is shown in FIG.7. In addition,
in FIG.6 and FIG.7, like in Embodiment 1, configuration
section 101 configures terminal ID #a and terminal ID #b
for component band 1 and component band 2 configured
for terminal 200, respectively.
[0075] For example, in FIG.6 and FIG.7, configuration
section 101 configures component band 1, as a compo-
nent band to which PDCCHs to assign resource assign-
ment information directed to terminal 200 to, are allocat-
ed, that is, as a PDCCH transmission component band
for terminal 200.
[0076] Then, control section 102 assigns resource as-
signment information directed to terminal 200 in compo-
nent band 1 and component band 2, to PDCCHs in com-
ponent band 1, which is a PDCCH transmission compo-
nent band. To be more specific, with respect to PDCCHs
1 to 8 in component band 1, control section 102 assigns
downlink resource assignment information about com-
ponent band 1 to PDCCH 1, downlink resource assign-
ment information about component band 2 to PDCCH 2,
assigns uplink resource assignment information about
component band 1 to PDCCH 5, and assigns uplink re-
source assignment information about component band
2 to PDCCH 6. In this way, control section 102 assigns
both resource assignment information in component
band 1 and component band 2 configured for terminal
200, to PDCCHs in component band 1. Here, as shown
in FIG.6 and FIG.7, like in Embodiment 1, control section
102 masks CRC bits added to resource assignment in-
formation about component band 1, with terminal ID #a,
and masks CRC bits added to resource assignment in-

formation about component 2, with terminal ID #b.
[0077] By contrast with this, PDCCH receiving section
207 in terminal 200 performs blind-decoding on PDCCH
transmission component bands for terminal 200, which
are notified from base station 100, that is, PDCCHs 1 to
8 in component band 1 shown in FIG.6 and FIG.7. As a
result of this, PDCCH receiving section 207 determines
that PDCCHs resulting in CRC=OK by demasking PD-
CCHs 1 to 8 in component band 1 shown in FIG.6 and
FIG.7 with terminal ID #a, are PDCCH signals directed
to terminal 200 in component band 1, and determines
PDCCHs resulting in CRC=OK by demasking PDCCHs
1 to 8 in component band 1 by terminal ID #b, are PDCCH
signals directed to terminal 200 in component band 2.
[0078] Next, FIG.3 in Embodiment 1 and FIG.6 in the
present embodiment will be compared. In FIG.3, sixteen
PDCCHs in both component band 1 and component
band 2 are targeted for blind-decoding, so that terminal
200 performs demodulation, decoding and blind-decod-
ing processing on these sixteen PDCCHs. By contrast
with this, in FIG.6, only eight PDCCHs in component band
1 are targeted for blind-decoding, so that terminal 200
performs demodulation, decoding and blind-decoding
processing on these eight PDCCHs, that is, PDCCHs
half of these in Embodiment 1.
[0079] As described above, resource assignment in-
formation directed to terminal 200 is assigned to only
component band 1 shown in FIG.6 and FIG.7, so that
terminal 200 may target only PDCCHs in component
band 1 for blind-decoding. That is, terminal 200 can re-
duce the number of times of blind-decoding to acquire
resource allocation information directed to terminal 200.
In addition, as shown in FIG.7, when wideband transmis-
sion is performed only in the uplink, base station 100 can
notify resource assignment about two uplink component
bands, to terminal 200, using one downlink component
band, like in Embodiment 1.
[0080] As described above, according to the present
embodiment, it is possible to produce the same effect as
in Embodiment 1, and in addition, when wideband trans-
mission is performed in both the uplink and the downlink,
it is possible to reduce the number of times of blind-de-
coding in a terminal. Therefore, according to the present
embodiment, the number of times of blind-decoding is
reduced, so that it is possible to realize simple terminals.
In addition, a terminal needs only to store PDCCHs (PD-
CCHs in component band 1 in FIG.6 and FIG.7) to which
resource assignment information directed to the terminal
are assigned, in a memory, and therefore can save its
memory capacity.
[0081] In addition, according to the present embodi-
ment, a base station configures, for each terminal, com-
ponent bands to which PDCCHs to assign resource as-
signment information directed to each terminal to, are
allocated (that is, PDCCH transmission component
bands.) Moreover, a base station configures component
bands with high communication quality as PDCCH trans-
mission component bands, and therefore can reduce a
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total of radio resources (e.g. time frequency resources)
for PDCCH transmission. For example, when two com-
ponent bands belong to two different frequency bands (2
GHz band and 3.4 GHz band), a base station needs to
transmit PDCCHs only in component bands belonging
to a lower frequency band, that is, a band of 2 GHz ex-
hibiting smaller propagation loss. By this means, a base
station can transmit PDCCHs at a higher coding rate, so
that it is possible to reduce radio resources used for PD-
CCHs.

(Embodiment 3)

[0082] With the present embodiment, only when wide-
band transmission is performed only in the uplink, a base
station configures varying terminal IDs between uplink
component bands configured for each terminal.
[0083] In general (for example, in a case in which the
uplink and the downlink are symmetric, or in a case in
which wideband transmission is performed only in the
downlink), configuration section 101 (FIG.1) in base sta-
tion 100 in the present embodiment configures one pre-
determined ID per terminal. On the other hand, in a case
in which wideband transmission is performed only in the
uplink (that is, in a case in which the number of compo-
nent bands configured is greater than the number of
downlink component bands), a configuration section 101
further configures an additional terminal ID (temporary
terminal ID) for a terminal. Here, configuration section
101 generates the number of temporary terminal IDs
equivalent to the difference between the number of uplink
component bands and the number of downlink compo-
nent bands. Configuration section 101 configures the
same number of terminal IDs (a predetermined terminal
ID and a temporary terminal ID) as the number of uplink
component bands by adding a temporary terminal ID. By
this means, when wideband transmission is performed
only in uplink component bands, configuration section
101 configures varying terminal IDs between uplink com-
ponent bands, like in Embodiment 1. Configuration sec-
tion 101 outputs configuration information containing the
configured temporary terminal ID, to PDCCH generating
section 103 and modulation section 105. In addition,
when wideband transmission only in the uplink is not per-
formed again after adding a terminal ID, configuration
section 101 releases a temporary terminal ID.
[0084] Here, configuration section 101 generates a
temporary terminal ID according to a predetermined ter-
minal ID. For example, configuration section 101 may
select any different terminal ID from a predetermined ID
as a temporary terminal ID, or may generate a temporary
terminal ID based on a predetermined ID, according to
predetermined configuration rules.
[0085] PDCCH generating section 103 masks CRC
bits added to resource assignment information with ter-
minal IDs contained in configuration information inputted
from configuration section 101. To be more specific,
when a temporary terminal ID is not configured, PDCCH

generating section 103 masks CRC bits using one pre-
determined terminal ID, in all component bands config-
ured for a terminal. On the other hand, when a temporary
terminal ID is configured, PDCCH generating section 103
masks CRC bits, using terminal IDs (a predetermined
terminal ID and a temporary terminal ID) configured on
a per uplink component band basis.
[0086] By contrast with this, PDCCH receiving section
207 in terminal 200 usually performs blind-decoding, us-
ing one predetermined terminal ID contained in configu-
ration information. That is, PDCCH receiving section 207
demasks PDCCHs allocated to a downlink component
band configured for terminal 200, with a predetermined
terminal ID. Meanwhile, when wideband transmission is
performed only in the uplink, PDCCH receiving section
207 performs blind-decoding, using a predetermined ter-
minal ID and a temporary terminal ID contained in con-
figuration information.
[0087] Next, operations of base station 100 and termi-
nal 200 will be explained in detail. Like in Embodiment 1
(FIG.3), a case in which wideband transmission is per-
formed in both the uplink and downlink, is shown in FIG.8,
and, like in Embodiment 1 (FIG.4), a case in which wide-
band transmission is performed only in the uplink (that
is, in a case in which the downlink component band in
component band 2 is unconfigured), is shown in FIG.9.
[0088] As shown in FIG.8, configuration section 101
configures terminal ID #a for terminal 200, as a prede-
termined terminal ID.
[0089] Then, as shown in FIG.8, PDCCH generating
section 103 masks, with terminal ID #a, CRC bits of all
resource allocation information assigned to PDCCHs in
component band 1 and component band 2 (PDCCH 1
and PDCCH 5 in component band 1 and PDCCH 1 and
PDCCH 5 in component band 2.)
[0090] Therefore, PDCCH receiving section 207 in ter-
minal 200 demasks PDCCHs 1 to 8 allocated to compo-
nent band 1 and component band 2 shown in FIG.8, with
terminal ID #a. To be more specific, PDCCH receiving
section 207 demasks sixteen PDCCHs composed of PD-
CCHs 1 to 8 allocated to component band 1 and compo-
nent 2 shown in FIG.8, respectively, with terminal ID #a,
and determines that PDCCHs resulting in CRC=OK are
PDCCH signals directed to terminal 200.
[0091] Meanwhile, when wideband transmission is
performed only in the uplink as shown in FIG.9, config-
uration section 101 adds terminal ID #a to terminal 200,
and additionally configures terminal ID #b for terminal
200, as a temporary terminal ID. To be more specific,
configuration section 101 configures terminal ID #a for
component band 1 configured in terminal 200, and recon-
figures temporary terminal ID #b for component band 2.
[0092] Assignment section 102 assigns resource as-
signment information about component band 1 to PD-
CCH 1 and PDCCH 5 in component band 1, and assigns
uplink resource assignment information about compo-
nent band 2 to PDCCH 6 in component band 1.
[0093] Then, as shown in FIG.9, PDCCH generating
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section 103 masks CRC bits of resource assignment in-
formation about component band 1 assigned to PDCCH
1 and PDCCH 5 in component band 1, with terminal ID
#a. In addition, as shown in FIG.9, PDCCH generating
section 103 masks CRC bits of uplink resource assign-
ment information about the downlink component band in
component band 2, which is assigned to PDCCH 6 in
component band 1, with temporary terminal ID #6.
[0094] By contrast with this, like Embodiment 1, PD-
CCH receiving section 207 in terminal 200 demasks PD-
CCHs 1 to 8 in component band 1 shown in FIG.9, with
terminal ID #b, and determines that PDCCHs resulting
in CRC=OK are PDCCH signals directed to terminal 200
in component band 1, and demasks PDCCHs 1 to 8 in
component band 1, with terminal ID #b, and determines
that PDCCHs resulting in CRC=OK are PDCCH signals
directed to terminal 200 in component band 2.
[0095] Next, a sequence diagram showing processing
to configure component bands and terminal IDs is shown
in FIG.10.
[0096] In step (hereinafter "ST") 101, configuration
section 101 in base station 100 configures a terminal ID
(for example, terminal ID #a in FIG.8) for terminal 200,
and notifies to the configured terminal ID to terminal 200.
In ST 102, configuration section 101 configures uplink
component bands and downlink component bands (for
example, as shown in FIG.8, two uplink component
bands and two downlink component bands) for terminal
200 such that the uplink and the downlink are symmetric,
and notifies the configured component bands to terminal
200. Configuration information receiving section 206 in
terminal 200 configures a reception bandwidth (two
downlink component bands) and a transmission band-
width (two uplink component bands.) In ST 103, commu-
nication (communication targeting the uplink and the
downlink) is performed between base station 100 and
terminal 200. At this time, as shown in FIG.8, in base
station 100 and terminal 200, uplink and downlink re-
source assignment in component band 1 and component
band 2 are performed using PDCCHs masked with ter-
minal ID #a.
[0097] In ST 104, configuration section 101 in base
station 100 reconfigures component bands configured
for terminal 200 to perform wideband transmission only
in the uplink, based on the required data transmission
rate or the amount of transmission data in the uplink and
the downlink, and notifies the reconfigured component
bands to terminal 200. For example, configuration sec-
tion 101 configures two uplink component bands and one
downlink component band for terminal 200, as shown in
FIG.9. Configuration information receiving section 206
configures a reception bandwidth (one downlink compo-
nent band) and a transmission bandwidth (two uplink
component bands), like in ST 102.
[0098] In ST 105, configuration section 101 configures
a temporary terminal ID (for example, terminal ID #b in
FIG.9), and notifies the configured terminal ID to terminal
200. In ST 106, communication (wideband communica-

tion only in the uplink) is performed between base station
100 and terminal 200. At this time, as shown in FIG.9, in
base station 100 and terminal 200, uplink resource as-
signment and downlink resource assignment in compo-
nent band 1 are performed, using PDCCHs in component
band 1 masked with terminal ID #a, and uplink resource
assignment in component band 2 is performed, using
PDCCHs in component band 1 masked with terminal ID
#b.
[0099] In ST 107, configuration section 101 in base
station 100 reconfigures component bands, for example,
like in ST 102, that is, such that the uplink and the down-
link are symmetric as shown in FIG.8, based on the re-
quired data transmission rate or the amount of transmis-
sion data in the uplink and the downlink, and releases
the temporary terminal ID (terminal ID #b in FIG.9) con-
figured in ST 105. Configuration information receiving
section 206 in terminal 200 configures a reception band-
width (two downlink component bands) and a transmis-
sion bandwidth (two uplink component bands), like in ST
102. In ST 108, communication (communication target-
ing the uplink and downlink) is performed between base
station 100 and terminal 200.
[0100] Here, with Embodiment 1 (FIG.3 and FIG.4),
varying terminal IDs (terminal ID #a and terminal ID #b)
are configured between component bands configured for
each terminal in advance. By contrast with this, with the
present embodiment, only when wideband transmission
is performed only in the uplink as shown in FIG.9, varying
terminal IDs (terminal ID #a and temporary terminal ID
#b) are configured between component bands config-
ured for each terminal. That is, as shown in FIG.8, when
the uplink and the downlink are symmetric as shown in
FIG.8 (or when wideband transmission is performed only
in the downlink), only terminal ID #a is configured for
terminal 200, so that terminal 100 can configure, for ex-
ample, terminal ID #b for another terminal.
[0101] As described above, according to the present
embodiment, only when wideband transmission is per-
formed only in the uplink, a base station configures tem-
porary terminal IDs. That is, only when wideband trans-
mission is performed only in the uplink, a base station
configures varying terminal IDs between component
bands (uplink component bands) for each terminal.
Therefore, with the present embodiment, a base station
can minimize terminal IDs used per terminal by addition-
ally configuring a terminal ID (temporary terminal ID) per
terminal, so that it is possible to assign enough terminal
IDs to more terminals in a system.

(Embodiment 4)

[0102] With the present embodiment, only when wide-
band transmission is performed only in the uplink, a base
station additionally configures a temporary terminal ID
for each terminal, like in Embodiment 3.
[0103] With the present embodiment, a base station
creates a temporary terminal ID, according to a prede-
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termined terminal ID configured for each terminal.
[0104] To be more specific, configuration section 101
(FIG.1) in base station 100 according to the present em-
bodiment configures one predetermined terminal ID for
a terminal, like in Embodiment 3. In addition, when wide-
band transmission is performed only in the uplink, con-
figuration section 101 configures a temporary terminal
ID created according to a predetermined terminal ID. For
example, configuration section 101 creates a temporary
terminal ID by cyclically shifting (i.e. bit shifting) a prede-
termined terminal ID.
[0105] For example, by regarding a downlink compo-
nent band to which PDCCHs to assign resource assign-
ment information to, is allocated, as a reference downlink
component band, a relative index indicating how far the
downlink component band associated with an uplink
component band targeted for resource assignment indi-
cated by uplink resource assignment information, is apart
from the reference downlink component band, is the
number of cyclic shifts. For example, the downlink com-
ponent band (e.g. component band 1) neighboring a ref-
erence downlink component band (e.g. component band
1) is one component band apart from the reference down-
link component band, so that a relative index is 1. Like-
wise, for example, when the downlink component band
in component band 1 is regarded as a reference downlink
component band, for example, the downlink component
band in component band (M+1) is M component bands
apart from the reference downlink component band, so
that a relative index is M.
[0106] Then, as shown in FIG.11, configuration section
101 creates a temporary terminal ID by cyclically shifting
a predetermined terminal ID configured in terminal 200
by a relative index (M in FIG.11). By this means, config-
uration section 101 configures varying terminal IDs (a
predetermined terminal ID and a temporary terminal ID)
between a plurality of uplink component bands. Then,
PDCCH generating section 103 masks a CRC part of
resource assignment information composed of a payload
part including data in itself and the CRC part including
CRC bits, with a temporary terminal ID, as shown in
FIG.11.
[0107] Next, for example, as shown in FIG.12, a case
will be explained where three uplink component bands
(component bands 1 to 3) and one downlink component
band (component band 1) are configured for terminal 200
(FIG.2). That is, in FIG.12, downlink component bands
both in component band 1 and component band 2 are
unconfigured. In addition, in FIG.12, predetermined ter-
minal ID #a is configured for terminal 200. In addition, in
FIG.12, base station 100 assigns downlink resource as-
signment information about component band 1 to PD-
CCH 1, and assigns uplink resource assignment infor-
mation about component bands 1 to 3, to PDCCH 5, PD-
CCH 6 and PDCCH 7, respectively. That is, in FIG.12,
with respect to component band 1, relative indexes are
calculated.
[0108] As shown in FIG.12, base station 100 masks

resource assignment information about component band
1, which is assigned to PDCCH 1 and PDCCH 5 in com-
ponent band 1, with terminal ID #a configured for terminal
200. In addition, the relative index of component band 2
to component band 1 is 1, so that base station 100 masks
uplink resource assignment information about compo-
nent band 2, which is assigned to PDCCH 6 in component
band 1, with temporary terminal ID #a (+1) obtained by
cyclically shifting uplink resource assignment information
about component band 2 by relative index (1), as shown
in FIG.12. Likewise, the relative index of component band
3 to component band 1 is 2, so that base station 100
masks uplink resource assignment information about
component band 3, which is assigned to PDCCH 7 in
component band 1, with temporary terminal ID #a (+2)
obtained by cyclically shifting terminal ID #a by relative
index (2), as shown in FIG.12.
[0109] Meanwhile, when wideband transmission is
performed only in the uplink, terminal 200 creates a ter-
minal ID (temporary terminal ID) for each component
band, according to a predetermined terminal ID (terminal
ID #a in FIG.12) configured for terminal 200, like base
station 100. By this means, base station 100 does not
need to notify a temporary terminal ID to terminal 200.
In addition, configuration section 101 calculates a relative
index to a reference component band and creates a ter-
minal ID obtained by cyclically shifting a predetermined
terminal ID by the relative index, so that base station 100
does not need to notify associations between component
bands and terminal IDs. That is, base station 100 needs
only to notify only a predetermined terminal ID to terminal
200 as a notification related to terminal IDs.
[0110] In addition, terminal 200 needs only to specify
relative indexes between component bands configured
for terminal 200, and does not need to know the total
number of component bands in the system and absolute
component band numbers, so that it is possible to reduce
the amount of control information required to notify ter-
minal IDs from base station 100 to terminal 200.
[0111] As described above, according to the present
embodiment, it is possible to produce the same effect as
in Embodiment 3, and moreover, it is not necessary to
notify temporary terminal IDs from a base station to ter-
minals, so that it is possible to reduce the amount of con-
trol information. Moreover, according to the present em-
bodiment, a base station creates a terminal ID obtained
by cyclically shifting a terminal ID configured for a refer-
ence component band by a relative index, so that it is
possible to use any component band as a reference com-
ponent band. Accordingly, a base station can notify re-
source assignment information about a plurality of uplink
component bands, even from PDCCHs allocated to
downlink component bands in any component bands.
[0112] Here, with the present embodiment, a case has
been explained where a base station creates a temporary
terminal ID by cyclically shifting a predetermined terminal
ID by a relative index. However, according to the present
invention, a base station may cyclically shift a CRC part
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added to resource assignment information by a relative
index, and mask a CRC part (CRC bits) after cyclic shift,
with a predetermined terminal ID. Alternatively, a base
station may mask a CRC part with a predetermined ter-
minal ID and cyclically shift a CRC part after masking by
a relative index. In this case, it is possible to produce the
same effect as in the present embodiment.
[0113] In addition, with the present embodiment, al-
though a case has been explained where a base station
creates a temporary terminal ID by cyclically shifting a
predetermined terminal ID by a relative index, a base
station may create a temporary terminal ID by adding a
relative index to a predetermined terminal ID, according
to the present invention.

(Embodiment 5)

[0114] With the present embodiment, a base station
configures varying search spaces between component
bands configured for each terminal.
[0115] Each PDCCH is transmitted per resource or
every a plurality of resources, where a resource is re-
ferred to as "CCE (control channel element)". In addition,
in order to reduce the number of times of blind-decoding
in a terminal, LTE are studying a method for limiting CCE
regions (search spaces), which are CCEs targeted for
blind-decoding, on a per terminal basis. A base station
assigns resource assignment information to PDCCHs in
a search space assigned to a terminal, which is the des-
tination of the resource assignment information, and the
terminal performs blind-decoding on only the PDCCHs
in the search space assigned to the terminal.
[0116] With the present embodiment, a base station
configures varying search spaces between component
bands configured for each terminal, and each terminal
specifies resource assignment information per compo-
nent band by performing blind-decoding on a search
space per component band.
[0117] Configuration section 101 (FIG.1) in base sta-
tion 100 according to the present embodiment configures
varying search spaces between a plurality of component
bands configured for each terminal. For example, as
shown in FIG.13, when wideband transmission is per-
formed in both the uplink and the downlink, configuration
section 101 configures PDCCHs 1 to 4 for downlink com-
ponent bands in component band 1, as a search space
in component band 1 (search space for assignment of
component band 1.) In addition, configuration section
101 configures PDCCHs 5 to 8 for downlink component
bands in component band 2, as a search space in com-
ponent band 2 (search space for assignment of compo-
nent band 2.)
[0118] On the other hand, for example, as shown in
FIG.14, when wideband transmission is performed only
in the uplink (that is, when component band 2 is uncon-
figured), configuration section 101 configures PDCCHs
1 to 4 in the downlink component band in component
band 1 as a search space for assignment of component

band 1, and configures PDCCHs 5 to 8 in the downlink
component band in component band 1 as a search space
for assignment of component band 2.
[0119] Control section 102 assigns uplink resource as-
signment information and downlink resource assignment
information to PDCCHs in a search space configured for
each terminal, based on information related to search
spaces indicated by configuration information inputted
from configuration section 101. For example, in FIG.13
and FIG.14, control section 102 assigns resource assign-
ment information about component band 1 to any of PD-
CCHs 1 to 4 (in component band 1) in the search space
for assignment of component 1 shown in FIG.13 and
FIG.14. In addition, control section 102 assigns resource
assignment information about component band 2 to PD-
CCHs 5 to 8 (in component band 2) in the search space
for assignment of component band 2 shown in FIG.13
and FIG.14.
[0120] Here, configuration section 101 configures one
terminal ID for each terminal. Therefore, PDCCH gener-
ating section 103 masks CRC bits added to resource
assignment information directed to each terminal, with
the terminal ID configured for each terminal, independent
of component bands.
[0121] PDCCH receiving section 207 (FIG.2) in termi-
nal 200 performs blind-decoding on only PDCCHs in
search spaces configured for terminal 200. To be more
specific, PDCCH receiving section 207 obtains resource
assignment information in component band 1 directed to
terminal 200 by performing blind-decoding on only PD-
CCHs 1 to 4 in the search space for assignment of com-
ponent band 1 shown in FIG.13 and FIG.14. Likewise,
PDCCH receiving section 207 obtains resource assign-
ment information in component band 2 directed to termi-
nal 200 by performing blind-decoding on only PDCCHs
5 to 8 (in component band 2) in the search space for
assignment of component band 2 shown in FIG.13, or
PDCCHs 5 to 8 (in component band 1) in the search
space for assignment of component band 2 shown in
FIG.14.
[0122] As described above, according to the present
embodiment, a base station configures varying search
spaces between component bands configured for each
terminal. By this means, even if wideband transmission
is performed only in the uplink, a base station can assign
uplink resource assignment information about different
component bands, to different search spaces in one
downlink component band. Therefore, each terminal can
specify resource assignment information for each com-
ponent band by performing blind-decoding on only a
search space per component band. Consequently, ac-
cording to the present embodiment, it is possible to pro-
duce the same effect as in Embodiment 1.
[0123] That is, when wideband transmission is per-
formed only in the uplink, in other wards, when narrow-
band transmission is performed in the downlink, each
terminal can specify uplink resource assignment infor-
mation about a plurality of component bands, which is
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contained in narrow band signals, based on search spac-
es. Therefore, according to the present embodiment,
even if wideband transmission is performed only in the
uplink, it is possible to reduce power consumption of ter-
minals. Moreover, with the present embodiment, even if
resources are assigned to a different component band
from a component band targeted for resource assign-
ment indicated by resource assignment information, ter-
minals can specify what uplink component band is indi-
cated by that resource assignment information, based
on search spaces. Therefore, with the present embodi-
ment, like an LTE system, one piece of resource assign-
ment information contains only resource assignment (for
example, RB assignment in a communication band of 20
MHz) in one component band, so that it is possible to
use the same format as in an LTE system. Consequently,
according to the present embodiment, a base station
does not add new information to resource assignment
information assigned to PDCCHs, and terminals specify
search spaces to transmit PDCCHs, so that it is possible
to perform the same processing as in an LTE system and
simplify processing in a base station and terminals.
[0124] Here, with the present embodiment, a case has
been explained where a base station configures varying
search spaces according to component bands targeted
for assignment, for PDCCHs used for assignment of up-
link component bands. However, according to the
present invention, when a plurality of downlink compo-
nent bands are configured, a base station may similarly
configure varying search spaces according to compo-
nent bands targeted for assignment, for PDCCHs used
for assignment of downlink component bands. In this
case, it is possible to share processing between the up-
link and the downlink to allow simplification of terminals.
[0125] Each embodiment of the present invention has
been explained.
[0126] Here, in the present invention, for example, as
shown in FIG.15, when three uplink component bands
and two downlink component bands are configured, that
is, when a smaller number of downlink component bands
than the number of uplink component bands are config-
ured, there are a plurality of component bands to assign
resource assignment information to. To be more specific,
in FIG.15, PDCCHs in the downlink component bands in
both component band 1 and component band 2 are used
to notify resource assignment information. Here, with the
above-described embodiments, a case has been ex-
plained where the component band (downlink compo-
nent band in component band 2 in FIG.15) closest to the
unconfigured downlink component band (downlink com-
ponent band in component band 3 in FIG.15) is used to
notify resource assignment information about the uplink
component band associated with the unconfigured com-
ponent band. However, according to the present inven-
tion, component bands used to notify resource assign-
ment information about the uplink component band as-
sociated with an unconfigured downlink component band
may be assigned evenly to usable component bands

(component band 1 and component band 2 in FIG.15.)
By this means, it is possible to prevent resource assign-
ment information from being assigned to only a specific
component band. Alternatively, it may be determined in
advance what component band is used to notify resource
assignment information. For example, component bands
may be determined according to low-order bits of the
terminal ID configured for each terminal. By this means,
component bands to assign resource assignment infor-
mation to, are distributed, so that it is possible to prevent
resource assignment information from being assigned to
only a specific component band.
[0127] In addition, in the present invention, C-RNTIs
(cell-radio network temporary identifiers) may be used
as terminal IDs.
[0128] Moreover, with the above-described embodi-
ments, a case has been described where a base station
masks (scrambles) CRC bits added to control informa-
tion, with terminal IDs. However, according to the present
invention, CRC bits may be masked (scrambled) with,
not exclusively terminal IDs, varying sequences between
component bands, or sequences obtained by multiplying
terminal IDs by sequences varying between component
bands, respectively. Here, it is possible to perform the
same PDCCH generation processing (or PDCCH recep-
tion processing) as in an LTE system by using terminal
IDs for masking (scrambling) CRC bits. Here, when se-
quences other than terminal IDs are used for masking
(scrambling) CRC bits, additional masking (scrambling)
processing is required, but the amount of additional
processing is not large enough to influence the system,
so that it is possible to construct simple base station and
terminals, like the above-described embodiments.
[0129] In addition, with the above-described embodi-
ments, although a case has been described where a base
station applies masking (scrambling) processing to CRC
bits (for example, the CRC part shown in FIG.11). a base
station may apply masking (scrambling) processing to a
payload part (for example, the payload part shown in
FIG.11), according to the present invention. In this case,
as compared to LTE, although masking (scrambling)
processing on a payload part increases, the size of the
payload part is short, dozens of bits, so that processing
load in terminals increases little. In addition, in this case,
it is possible to use the same PDCCHs as in LTE, so that
it is possible to construct simple base station and termi-
nals.
[0130] In the present invention, masking (scrambling)
processing may be bit by bit (that is, CRC bit by terminal
ID) multiplication, or a bit and a bit may be added and
this adding result may be used to calculate mod 2 (that
is, the remainder resulting from dividing the adding result
by 2.)
[0131] In addition, with the above-described embodi-
ments, a case has been explained where, for PDCCHs
to assign uplink data transmitted in an uplink component
band, a base station masks CRC bits with the terminal
ID matching the uplink component band. However, ac-

25 26 



EP 2 315 487 B1

15

5

10

15

20

25

30

35

40

45

50

55

cording to the present invention, when a plurality of down-
link component bands are configured, a base station may
mask, also for PDCCHs to assign downlink data trans-
mitted in a downlink component band, CRC bits with the
terminal ID matching the downlink component band, like
uplink component bands. By this means, it is possible to
share processing between the uplink and the downlink
to allow simplification of terminals.
[0132] In addition, with the above-described embodi-
ments, a case has been explained where a component
band is defined as a band having the maximum width of
20 MHz and a basic unit of communication band. How-
ever, a component band may be defined as follows. For
example, a downlink component band may be defined
as a band segmented by downlink frequency band infor-
mation in a BCH (broadcast channel) notified from a base
station, or a band defined by a distribution width in a case
in which PDCCHs are distributed and allocated in the
frequency domain. In addition, an uplink may be defined
as a band segmented by uplink frequency band informa-
tion in a BCH notified from a base station, or a basic unit
of communication band equal to or lower than 20 MHz
including PUSCH near the center and PUCCHs (physical
uplink control channels) at both ends.
[0133] Moreover, although a case has been explained
where the communication bandwidth of a component
band is 20 MHz, the communication bandwidth of a com-
ponent band is not limited to 20 MHz.
[0134] Furthermore, resource assignment information
transmitted on PDCCHs may also be referred to as "DCI
(downlink control information)".
[0135] In addition, band aggregation may also be re-
ferred to as "carrier aggregation." Moreover, a compo-
nent band may also be referred to as "component carrier."
Furthermore, band aggregation is not limited to a case
in which consecutive frequency bands are connected,
but discontinuous frequency bands may be connected.
[0136] In addition, a terminal may also be referred to
as "UE", and a base station may also be "Node B" or "BS
(base station)". Moreover, a terminal ID may also be re-
ferred to as "UE-ID."
[0137] Also, although cases have been described with
the above embodiment as examples where the present
invention is configured by hardware, the present inven-
tion can also be realized by software.
[0138] Each function block employed in the description
of each of the aforementioned embodiments may typi-
cally be implemented as an LSI constituted by an inte-
grated circuit. These may be individual chips or partially
or totally contained on a single chip. "LSI" is adopted here
but this may also be referred to as "IC," "system LSI,"
"super LSI," or "ultra LSI" depending on differing extents
of integration.
[0139] Further, the method of circuit integration is not
limited to LSI’s, and implementation using dedicated cir-
cuitry or general purpose processors is also possible.
After LSI manufacture, utilization of a programmable FP-
GA (Field Programmable Gate Array) or a reconfigurable

processor where connections and settings of circuit cells
within an LSI can be reconfigured is also possible.
[0140] Further, if integrated circuit technology comes
out to replace LSI’s as a result of the advancement of
semiconductor technology or a derivative other technol-
ogy, it is naturally also possible to carry out function block
integration using this technology. Application of biotech-
nology is also possible.

Industrial Applicability

[0141] The present invention is applicable to a mobile
communication system and so forth.

Claims

1. A base station apparatus (100) comprising:

a control section (102) that assigns resource as-
signment information about each of a plurality
of uplink component bands, to each of control
channels allocated to a smaller number of spe-
cific downlink component bands than a number
of the plurality of uplink component bands for a
terminal apparatus; and
a generating section (103) that generates con-
trol information having the resource assignment
information, which is masked with each of ter-
minal IDs respectively configured for the plural-
ity of uplink component bands,
characterized by comprising:

a configuring section (101) that configures
the terminal IDs for the plurality of uplink
component bands by creating one or more
temporary terminal IDs based on a prede-
termined terminal ID configured in advance
for the terminal apparatus,
a number of the one or more temporary IDs
being equivalent to a difference between
the number of the plurality of uplink compo-
nent bands and a number of specific down-
link component bands,
wherein the configuration section creates
the temporary terminal IDs by cyclically
shifting the predetermined terminal ID by re-
spective relative indexes indicating how far
the downlink component bands respective-
ly associated with the plurality of uplink com-
ponent bands are apart from the specific
downlink component band.

2. A radio communication terminal apparatus (200)
comprising:

a decoding section (207) that obtains resource
assignment information about each of a plurality
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of uplink component bands from each of control
channels allocated to a specific downlink com-
ponent band, based on each of terminal IDs re-
spectively configured for the plurality of uplink
component bands, the control information hav-
ing the resource assignment information, which
is masked with each of the terminal IDs; and
a mapping section (211) that maps uplink data
to the plurality of uplink component bands, ac-
cording to the resource assignment information,
characterized in that
the terminal IDs are configured for the plurality
of uplink component bands by creating one or
more temporary terminal IDs based on a prede-
termined terminal ID configured in advance for
the terminal apparatus,
a number of the one or more temporary IDs be-
ing equivalent to a difference between the
number of the plurality of uplink component
bands and a number of specific downlink com-
ponent bands,
wherein the temporary terminal IDs are created
by cyclically shifting the predetermined terminal
ID by respective relative indexes indicating how
far the downlink component bands respectively
associated with the plurality of uplink component
bands are apart from the specific downlink com-
ponent band.

3. A control information generating method performed
in a base station apparatus (100), the control infor-
mation generating method comprising:

assigning resource assignment information
about each of a plurality of uplink component
bands, to each of control channels allocated to
a smaller number of specific downlink compo-
nent bands than a number of the plurality of up-
link component bands for a terminal apparatus;
and
generating control information including the re-
source assignment information, which is
masked with each of terminal IDs respectively
configured for the plurality of uplink component
bands,
characterized by comprising:

configuring the terminal IDs for the plurality
of uplink component bands by creating one
or more temporary terminal IDs based on a
predetermined terminal ID configured in ad-
vance for the terminal apparatus,
a number of the one or more temporary IDs
being equivalent to a difference between
the number of the plurality of uplink compo-
nent bands and a number of specific down-
link component bands,
wherein the temporary terminal IDs are cre-

ated by cyclically shifting the predetermined
terminal ID by respective relative indexes
indicating how far the downlink component
bands respectively associated with the plu-
rality of uplink component bands are apart
from the specific downlink component band.

Patentansprüche

1. Basisstationsvorrichtung (100), die umfasst:

einen Steuerabschnitt (102), der Ressourcen-
zuweisungsinformationen über jedes aus einer
Vielzahl von Uplink-Komponentenbändern je-
dem der Steuerkanäle zuweist, die einer kleine-
ren Anzahl von spezifischen Downlink-Kompo-
nentenbändern zugeordnet sind als einer An-
zahl aus der Vielzahl von Uplink-Komponenten-
bändern für eine Endgerätevorrichtung; und
einen Erzeugungsabschnitt (103), der Steuerin-
formationen mit den Ressourcenzuweisungsin-
formationen erzeugt, die mit jeder der Endgerä-
tekennungen maskiert sind, die jeweils für die
Vielzahl von Uplink-Komponentenbändern kon-
figuriert sind,
dadurch gekennzeichnet, dass sie umfasst:

einen Konfigurierungsabschnitt (101), der
die Endgerätekennungen für die Vielzahl
von Uplink-Komponentenbändern konfigu-
riert, indem eine oder mehrere temporäre
Endgerätekennungen auf der Basis einer
vorgegebenen Endgerätekennung erzeugt
werden, die im Voraus für die Endgeräte-
vorrichtung konfiguriert wurde,
eine Anzahl der einen oder mehreren tem-
porären Kennungen, die einer Differenz
zwischen der Anzahl aus der Vielzahl von
Uplink-Komponentenbändern und einer
Anzahl von spezifischen Downlink-Kompo-
nentenbändern entspricht,
wobei der Konfigurationsabschnitt die tem-
porären Endgerätekennungen durch zykli-
sches Verschieben der vorgegebenen End-
gerätekennung durch jeweilige relative In-
dizes erzeugt, die anzeigen, wie weit die
Downlink-Komponentenbänder, die jeweils
der Vielzahl von Uplink-Komponentenbän-
dern zugeordnet sind, von dem spezifi-
schen Downlink-Komponentenband ent-
fernt sind.

2. Funkkommunikationsendgerätevorrichtung (200),
die umfasst:

einen Dekodierabschnitt (207), der Ressour-
cenzuweisungsinformationen über jedes aus ei-

29 30 



EP 2 315 487 B1

17

5

10

15

20

25

30

35

40

45

50

55

ner Vielzahl von Uplink-Komponentenbändern
von jedem der Steuerkanäle, die einem spezifi-
schen Downlink-Komponentenband zugeord-
net sind, auf der Basis von jedem der Endgerä-
tekennungen erhält, die jeweils für die Vielzahl
von Uplink-Komponentenbändern konfiguriert
sind, wobei die Steuerinformationen die Res-
sourcenzuweisungsinformationen aufweisen,
die mit jedem der Endgerätekennungen mas-
kiert sind; und
einen Zuordnungsabschnitt (211), der Uplink-
Daten der Vielzahl von Uplink-Komponenten-
bändern entsprechend den Ressourcenzuwei-
sungsinformationen zuordnet,
dadurch gekennzeichnet, dass
die Endgerätekennungen für die Vielzahl von
Uplink-Komponentenbändern konfiguriert wer-
den, indem eine oder mehrere temporäre End-
gerätekennungen auf der Basis einer vorgege-
benen Endgerätekennung erzeugt werden, die
im Voraus für die Endgerätevorrichtung konfi-
guriert wurde,
eine Anzahl der einen oder mehreren temporä-
ren Kennungen einer Differenz zwischen der
Anzahl aus der Vielzahl von Uplink-Komponen-
tenbändern und einer Anzahl von spezifischen
Downlink-Komponentenbändern entspricht,
wobei die temporären Endgerätekennungen
durch zyklisches Verschieben der vorgegebe-
nen Endgerätekennung durch jeweilige relative
Indizes erzeugt werden, die anzeigen, wie weit
die Downlink-Komponentenbänder, die jeweils
der Vielzahl von Uplink-Komponentenbändern
zugeordnet sind, von dem spezifischen Down-
link-Komponentenband entfernt sind.

3. Verfahren zur Erzeugung von Steuerinformationen,
das in einer Basisstationsvorrichtung (100) durch-
geführt wird, wobei das Verfahren zur Erzeugung
von Steuerinformationen umfasst:

Zuweisen von Ressourcenzuweisungsinforma-
tionen über jedes aus einer Vielzahl von Uplink-
Komponentenbändern jedem der Steuerkanäle,
die einer kleineren Anzahl von spezifischen
Downlink-Komponentenbändern zugeordnet
sind als einer Anzahl aus der Vielzahl von
Uplink-Komponentenbändern für eine Endgerä-
tevorrichtung; und
Erzeugen von Steuerinformationen, die die Res-
sourcenzuweisungsinformationen aufweisen,
die mit jeder der Endgerätekennungen maskiert
sind, die jeweils für die Vielzahl von Uplink-Kom-
ponentenbändern konfiguriert sind,
dadurch gekennzeichnet, dass es umfasst:

Konfigurieren der Endgerätekennungen für
die Vielzahl von Uplink-Komponentenbän-

dern, indem eine oder mehrere temporäre
Endgerätekennungen auf der Basis einer
vorgegebenen Endgerätekennung erzeugt
werden, die im Voraus für die Endgeräte-
vorrichtung konfiguriert wurde,
eine Anzahl der einen oder mehreren tem-
porären Kennungen, die einer Differenz
zwischen der Anzahl aus der Vielzahl von
Uplink-Komponentenbändern und einer
Anzahl von spezifischen Downlink-Kompo-
nentenbändern entspricht,
wobei die temporären Endgerätekennun-
gen durch zyklisches Verschieben der vor-
gegebenen Endgerätekennung durch je-
weilige relative Indizes erzeugt werden, die
anzeigen, wie weit die Downlink-Kompo-
nentenbänder, die jeweils der Vielzahl von
Uplink-Komponentenbändern zugeordnet
sind, von dem spezifischen Downlink-Kom-
ponentenband entfernt sind.

Revendications

1. Appareil de station de base (100) comprenant:

une section de commande (102) qui attribue une
information d’affectation de ressources concer-
nant chacune d’une pluralité de bandes de com-
posants de liaison montante, à chacun des ca-
naux de commande affectés à un nombre plus
petit de bandes de composants de liaison des-
cendante spécifiques par rapport à plusieurs de
la pluralité de bandes de composants de liaisons
montantes pour un appareil terminal; et
une section de génération (103) qui génère des
informations de commande ayant les informa-
tions d’affectation de ressources, qui sont mas-
quées avec chacun des identifiants de terminal
configurés respectivement pour la pluralité de
bandes de composants de liaison montante,
caractérisé en ce qu’il comprend:

une section de configuration (101) qui con-
figure les identifiants de terminal pour la plu-
ralité de bandes de composants de liaison
montante en créant un ou plusieurs identi-
fiants de terminal temporaires sur la base
d’un identifiant de terminal prédéterminé
préalablement configuré pour l’appareil ter-
minal,
un certain nombre d’identifiants temporai-
res équivalant à une différence entre le
nombre de la pluralité de bandes de com-
posants de liaison montante et un nombre
de bandes de composants spécifiques de
liaison descendante,
dans lequel la section de configuration crée
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les identifiants de terminal temporaires en
décalant cycliquement l’identifiant de termi-
nal prédéterminé par des indices relatifs
respectifs indiquant dans quelle mesure les
bandes de composants de liaison descen-
dante associées respectivement à la plura-
lité de bandes de composants de liaison
montante sont éloignées de la bande de
composants spécifique de liaison descen-
dante.

2. Appareil terminal de radiocommunication (200) com-
prenant:

une section de décodage (207) qui obtient des
informations d’attribution de ressources concer-
nant chacune d’une pluralité de bandes de com-
posants de liaison montante à partir de chacun
des canaux de commande affectés à une bande
de composants de liaison descendante spécifi-
que, sur la base de chacun des identifiants de
terminal configurés respectivement pour la plu-
ralité de bandes de composants de liaisons
montantes, les informations de commande con-
tenant les informations d’affectation de ressour-
ces, qui sont masquées avec chacun des iden-
tifiants de terminal; et
une section de mappage (211) qui mappe des
données de liaison montante à la pluralité de
bandes de composants de liaison montante, en
fonction des informations d’attribution de res-
sources,
caractérisé en ce que
les identifiants de terminal sont configurés pour
la pluralité de bandes de composants de liaison
montante en créant un ou plusieurs identifiants
de terminal temporaires sur la base d’un identi-
fiant de terminal prédéterminé préalablement
configuré pour l’appareil terminal,
un certain nombre d’identifiants temporaires
équivalant à une différence entre le nombre de
la pluralité de bandes de composants de liaison
montante et un nombre de bandes de compo-
sants spécifiques de liaison descendante,
dans lequel les identifiants de terminal tempo-
raires sont créés en décalant cycliquement
l’identifiant de terminal prédéterminé par des in-
dices relatifs respectifs indiquant dans quelle
mesure les bandes de composants de liaison
descendante associées respectivement à la plu-
ralité de bandes de composants de liaison mon-
tante sont éloignées de la bande de composants
spécifique de liaison descendante.

3. Procédé de génération d’informations de commande
exécuté dans un appareil de station de base (100),
le procédé de génération d’informations de com-
mande comprenant:

l’attribution d’une information d’affectation de
ressources concernant chacune d’une pluralité
de bandes de composants de liaison montante,
à chacun des canaux de commande attribués à
un nombre plus petit de bandes de composants
de liaison descendante spécifiques par rapport
à plusieurs de la pluralité de bandes de compo-
sants de liaisons montantes pour un appareil
terminal; et
la génération d’informations de commande pré-
sentant des informations d’affectation de res-
sources, qui sont masquées avec chacun des
identifiants de terminal configurés respective-
ment pour la pluralité de bandes de composants
de liaison montante,
caractérisé en ce qu’il comprend:

la configuration des identifiants pour la plu-
ralité de bandes de composants de liaison
montante en créant un ou plusieurs identi-
fiants de terminal temporaires sur la base
d’un identifiant de terminal prédéterminé
préalablement configuré pour l’appareil ter-
minal,
un certain nombre d’identifiants temporai-
res équivalant à une différence entre le
nombre de la pluralité de bandes de com-
posants de liaison montante et un nombre
de bandes de composants spécifiques de
liaison descendante,
dans lequel les identifiants de terminal tem-
poraires sont créés en décalant cyclique-
ment l’identifiant de terminal prédéterminé
par des indices relatifs respectifs indiquant
dans quelle mesure les bandes de compo-
sants de liaison descendante associées
respectivement à la pluralité de bandes de
composants de liaison montante sont éloi-
gnées de la bande de composants spécifi-
que de liaison descendante.
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