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(54) VEHICULAR LAMP AND LIGHTING CONTROL CIRCUIT OF VEHICULAR LAMP

(57) A vehicular lamp such as a fog lamp for an au-
tomobile includes: an optical system (1, 7) including white
and yellow LEDs (3a, 3b, 4a, 4b) serving as a light source
and an inner lens (2) for performing light distribution con-
trol of light emitted from the LEDs (3a, 3b, 4a, 4b). In the
vehicular lamp, the inner lens (2) is composed of two
monocular lenses (10, 20) having the same shape and
size and formed of the same material, which are integrally
formed side by side in a lateral direction. The white LED
(3a, 3b) and yellow LED (4a, 4b) of different emission
colors from each other are positioned at respective line
symmetric positions with a symmetric axis (Y10, Y20) of
a bisector of each of the two monocular lenses (10, 20)
constituting the inner lens (2).

At the same time, the white LEDs (3a, 3b) of the
same emission color are positioned at respective sym-
metric positions with a symmetry axis (Y) of a bisector of
the inner lens (2) in the lateral direction, and also the
yellow LEDs (4a, 4b) are also positioned at respective
symmetric positions with the symmetry axis (Y). Further-
more, all the LEDs (3a, 3b, 4a, 4b) are positioned on a
bisector (X) of the inner lens (2) in the vertical direction.
With this configuration, the vehicular lamp can form sub-
stantially the same light distribution patterns by the re-
spective white light and yellow light, whereby the driving
safety is enhanced as light having good visibility for a
driver. Further, a lighting control circuit for a vehicular
lamp can control a switching mode of a color or a light
distribution characteristic of outgoing light satisfying the

UN standard by a simple circuit configuration, and im-
prove visibility of a driver by irradiating light of an appro-
priate color (white light or yellow light) or light distribution
characteristic according to an external driving environ-
ment such as a road surface condition or weather.
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Description

Technical Field

[0001] The present invention relates to a vehicular
lamp and a lighting control circuit of a vehicular lamp,
and more particularly, to a vehicular lamp such as a fog
lamp for an automobile capable of emitting light of differ-
ent colors (white light and yellow light, for example) using
an LED as a light source, and a lighting control circuit
configured to perform lighting control of a vehicular lamp
such as a fog lamp for an automobile capable of emitting
light of different colors (white light and yellow light, for
example).

Background Art

[0002] Conventionally, as a vehicular lamp which uses
a plurality of LEDs as a light source and obtains desired
light distribution characteristics by irradiating light emit-
ted from each LED light source, a lamp having a config-
uration shown in FIG. 29 as a "light collecting unit" of a
"vehicular lamp" has been disclosed in Japanese Patent
Application Laid-Open No. 2010-153269.
[0003] A light source unit 80 is constituted by three
LED chips 81, 82, and 83, which are arranged along the
width direction of the vehicle body. A reflector 86 is pro-
vided with a reflecting surface 85 along a virtual parabolic
plane with the position of the LED chip 82 at the center
of the light source 80 as a focal point and the virtual line
as an axis 84.
[0004] The light emitted from each of the LED chips
81, 82, and 83 is reflected in a predetermined direction
by the reflecting surface 85 of the reflector 86, and the
reflected light is irradiated toward the front of the vehicle
as irradiation light having a desired luminous intensity
distribution.
[0005] Further, conventionally, in a vehicular lamp, as
a lighting control circuit for individually lighting and con-
trolling each of two sets of LED groups formed by series
connection of a plurality of LEDs, for example, there is a
circuit disclosed as a "lighting circuit" in Japanese Patent
Application Laid-Open No. 2016-199082.
[0006] In the disclosed lighting circuit, a turn-signal
light source is constituted by a series connection of a
plurality of LEDs, and a DRL light source is constituted
by a series connection of a plurality of LEDs. In this circuit,
a power supply voltage for driving turn-signal light emis-
sion supplied from a battery is ON/OFF controlled by a
turn switch controlled by a control signal in accordance
with the timing of turning on/off of the turn-signal light
source, and is input to the lighting circuit. Similarly, the
power supply voltage for driving DRL light emission sup-
plied from the battery is ON/OFF-controlled by a DRL
switch controlled by a control signal in accordance with
the timing of turning on/off of the DRL light source, and
is input to the lighting circuit.
[0007] Then, the power supply voltage for driving the

turn-signal light emission and the power supply voltage
for driving the DRL light emission input to the lighting
circuit are voltage-converted into respective predeter-
mined voltages by a conversion unit composed of a
DC/DC converter. The output is supplied to the turn-sig-
nal light source and the DRL light source, so that the turn-
signal light source and the DRL light source are turned
on (see FIG. 2 of Japanese Patent Application Laid-Open
No. 2016-199082).
[0008] As another lighting circuit, a circuit configuration
as shown in FIG. 37 is also conceivable. An LED module
285 serving as a light source of a fog lamp 284 is formed
by a yellow LED group 281 formed by a series connection
of a plurality of yellow LEDs 280 for emitting yellow light,
and a white LED group 283 formed by a series connection
of a plurality of white LEDs 282 for emitting white light.
In this circuit, by switching a power supply changeover
switch 288 provided after a fog lamp switch 287 from a
battery 286 side, power supplied from the battery 286
side is supplied to the white LED group 283 or the yellow
LED group 281, so that light of either white light or yellow
light is emitted from the fog lamp 284.
[0009] In the middle of a power supply line 289 con-
necting the power supply changeover switch 288 and the
white LED group 283, an indicator 290 for displaying the
lighting of the fog lamp 284 is provided.
[0010] Incidentally, in a common fog lamp, the color of
the outgoing light is defined as white light or yellow light
in accordance with the UN standard, and the visibility of
a driver can be enhanced by selectively outputting either
white light or yellow light in accordance with the road
surface condition, weather, and other external driving en-
vironment.
[0011] Therefore, in the light collecting unit 90 of the
vehicular lamp disclosed in Japanese Patent Application
Laid-Open No. 2010-153269, white LEDs for emitting
white light are arranged at respective positions of two
LED chips 81, 83 out of the three LED chips 81, 82, 83
constituting the light source unit 80. At the same time, a
yellow LED for emitting yellow light is disposed at the
position of the LED chip 82. In this configuration, it is
conceivable to selectively emit white light or yellow light
by driving (lighting) and controlling either of the white
LED and the yellow LED by operating the fog lamp switch
(lighting color changeover switch).
[0012] However, in this case, a deviation may occur
between the light distribution pattern formed by white light
and the light distribution pattern formed by yellow light.
In other words, the irradiation region by the white outgo-
ing light and the irradiation region by the yellow outgoing
light are different from each other, resulting in a fog lamp
having poor visibility for a driver. In particularly, when the
light color of the outgoing light is switched, the visibility
may be remarkably lowered.
[0013] Further, the lighting circuit like that disclosed in
Japanese Patent Application Laid-Open No.
2016-199082 has a complicated circuit configuration, so
that the number of components (electric components) of
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the circuit is large, which leads to an increase in manu-
facturing cost.
[0014] In the lighting circuit having the circuit configu-
ration of FIG. 37, when the power supply changeover
switch 288 is connected to the power supply line 289 side
that is connected to the white LED group 283 (see FIG.
37), the fog lamp 284 is turned on to emit white light, and
the indicator 290 displays the lighting of the fog lamp 284
("On"). On the other hand, when the power supply
changeover switch 288 is connected to the power supply
line 291 side that is connected to the yellow LED group
281 (see FIG. 38), the fog lamp 284 is turned on to emit
yellow light, but the turning on of the fog lamp 284 is not
displayed by the indicator 290.
[0015] Furthermore, in general, a fog lamp is restricted
in terms of, for example, changes in the light color and
the light distribution characteristic of the outgoing light in
accordance with the UN standard, and specifically, the
UN standard prohibits continuous changes in the light
color and the light distribution characteristic of the out-
going light.

Summary

[0016] The present invention was devised in view of
these and other problems and features in association
with the conventional art. According to an aspect of the
present invention, there can be provided a vehicular lamp
such as a fog lamp having good visibility for a driver by
irradiating a substantially identical region with white out-
going light and yellow outgoing light, in other words, by
forming substantially identical light distribution patterns
with white outgoing light and also with yellow outgoing
light.
[0017] Furthermore, according to another aspect of the
present invention, there can be provided a vehicular lamp
such as a fog lamp capable of realizing a switching mode
of a color or a light distribution characteristic of outgoing
light satisfying the UN standard by a simple circuit con-
figuration, and improving visibility of a driver by irradiating
light having an appropriate color (white light or yellow
light) or light distribution characteristic according to an
external driving environment such as a road surface con-
dition or weather.
[0018] According to another aspect of the present in-
vention, a vehicular lamp such as a fog lamp for an au-
tomobile can include an optical system including an LED
serving as a light source and an inner lens for performing
light distribution control of light emitted from the LED.
The LED is composed of a plurality of types of LEDs
having different emission colors. The inner lens is com-
posed of an even number of lenses which have the same
shape and size and are formed of the same material, and
which are integrally formed side by side in a lateral di-
rection. In a front view of the optical system, the LEDs of
different emission colors from each other are positioned
at respective line symmetric positions with a symmetric
axis being a bisector of each of the even-numbered lens-

es constituting the inner lens in the lateral direction. In
addition, the LEDs of the same emission color are posi-
tioned at respective symmetric positions with a symmetry
axis being a bisector in a lateral direction of the inner lens.
[0019] According to still another aspect of the present
invention, a vehicular lamp such as a fog lamp for an
automobile can include an optical system including an
LED serving as a light source and an inner lens for per-
forming light distribution control of light emitted from the
LED. The LED is composed of a plurality of types of LEDs
having different emission colors. The inner lens is com-
posed of three or more odd-numbered lenses which have
the same shape and size and are formed of the same
material, and which are integrally formed side by side in
a lateral direction. In a front view of the optical system,
one of the plurality of LEDs is positioned on a bisector of
the lens located at the center of the odd-numbered lenses
constituting the inner lens in the lateral direction. Further,
the LEDs of different emission colors are positioned at
respective symmetric positions on a symmetric axis be-
ing a bisector in a lateral direction of each of the other
lenses. In addition, the LEDs of the same emission color
are positioned at respective symmetric positions with a
symmetry axis being a bisector of the inner lens in the
lateral direction.
[0020] In the foregoing configurations, each of the fore-
going LEDs has a light emitting surface with a lower end
thereof, and is arranged so that the lower end is posi-
tioned on a bisector of the inner lens in a vertical direction.
[0021] The fog lamp with any of the foregoing config-
urations can further include a light shielding member that
is disposed in the vicinity of or in contact with the plurality
of types of LEDs. The light shielding member can extend
from a lower side to an upward side to have an upper
end which is parallel to the bisector of the inner lens in
the vertical direction. The upper end is positioned at a
position covering the lower end of the light emitting sur-
face or a part of a lower portion of the light emitting surface
of each of the plurality of types of LEDs.
[0022] In the fog lamp with any of the foregoing con-
figurations, the plurality of types of the LEDs can include
a white LED configured to emit white light and a yellow
LED configured to emit yellow light.
[0023] According to still further another aspect of the
present invention, a lighting control circuit of a vehicular
lamp such as a fog lamp for an automobile can include
a light source having LED groups that are each formed
by a series connection circuit of a plurality of LEDs and
arranged in parallel in two circuits. The lighting control
circuit can include a first relay for energizing/de-energiz-
ing electric power from a battery, a second relay for
switching the electric power supplied to the first relay to
any of the LED groups to supply it with, and a three-
contact type changeover switch for switching between a
first state where the coil portion of the first relay and the
coil portion of the second relay are not energized, a sec-
ond state where the coil portion of the first relay is ener-
gized, and a third state where the coil portion of the sec-
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ond relay is energized, in this order. When the three-
contact type changeover switch selects the first state,
electric power is supplied to one LED group of the LED
groups of the two circuits to turn on the LED group. When
the three-contact type changeover switch selects the
second state, no electric power is supplied to any of the
LED groups of the two circuits, and when the three-con-
tact type changeover switch selects the third state, elec-
tric power is supplied to the other LED group of the LED
groups of the two circuits to turn on the LED group.
[0024] In the foregoing lighting control circuit, the first
relay has a break contact, and the second relay has a
common contact to which the break contact of the first
relay is connected.
[0025] The lighting control circuit with any of the fore-
going configurations can include an indicator for display-
ing a state of lighting of a vehicular lamp such as a fog
lamp, the indicator being connected to a middle of the
connection between the break contact of the first relay
and the common contact of the second relay.
[0026] In the lighting control circuit with any of the fore-
going configurations, the LED groups of the two circuits
include a white LED group composed of a plurality of
white LEDs configured to emit white light and a yellow
LED group composed of a plurality of yellow LEDs con-
figured to emit yellow light.
[0027] In the lighting control circuit with any of the fore-
going configurations, each of the LED groups of the two
circuits has an optical system having light distribution
characteristics different from each other.
[0028] According to still further another aspect of the
present invention, a lighting control circuit of a vehicular
lamp such as a fog lamp for an automobile can include
a light source having LED groups that are each formed
by a series connection circuit of a plurality of LEDs and
arranged in parallel in two circuits. The lighting control
circuit can include a switching element that is connected
to each of the LED groups of the two circuits and is con-
figured to control energization/disconnection, a switching
element control circuit having an input signal processing
circuit unit configured to signal-process an input signal,
and a microcomputer unit configured to control the
switching element by counting the input signal processed
and switch an output terminal position of an output signal,
and a momentary switch connected to the input signal
processing circuit unit. In this configuration, each time
the momentary switch is operated, the switching element
connected to the output terminal of the microcomputer
unit is controlled to repeat lighting and non-lighting in the
order of a lighting state of one LED group of the LED
groups of the two circuits, a non-lighting state of both the
LED groups of the two circuits, and a lighting state of the
other LED group of the LED groups of the two circuits..
[0029] The lighting control circuit with the foregoing
configuration can include an indicator for displaying a
state of lighting of a vehicular lamp, the indicator being
connected to a power supply line connected to each of
the LED groups of the two circuits.

[0030] In the lighting control circuit with any of the fore-
going configurations, the LED groups of the two circuits
include a white LED group composed of a plurality of
white LEDs configured to emit white light and a yellow
LED group composed of a plurality of yellow LEDs con-
figured to emit yellow light.
[0031] In the lighting control circuit with any of the fore-
going configurations, each of the LED groups of the two
circuits has an optical system having light distribution
characteristics different from each other.

Advantageous Effects of Invention

[0032] According to the present invention, even-num-
bered lenses having the same shape and size and formed
of the same material are integrally formed side by side
to form the inner lens, and the LEDs of different light
emission colors are located at respective line symmetric
positions with a symmetric axis which is a bisector in the
lateral direction of each of the lenses constituting the in-
ner lens. At the same time, the LEDs of the same emis-
sion color, white, are located at respective line symmetric
positions with the symmetric axis which is the bisector in
the lateral direction of the inner lens. Furthermore, all the
LEDs are arranged so as to be positioned on approxi-
mately the bisector of the inner lens in the vertical direc-
tion.
[0033] This configuration can provide the light distribu-
tion pattern formed by the white outgoing light and the
light distribution pattern formed by the yellow outgoing
light becoming substantially the same light distribution
pattern, and as a result, provide a fog lamp with good
visibility for a driver.
[0034] Further, according to the present invention, the
lighting control circuit can be provided with the first relay
for energizing/de-energizing electric power from a bat-
tery, the second relay for switching the electric power
supplied to the first relay to any of the LED groups of the
two circuit in parallel composed of the series connection
circuits of the plurality of LEDs, and the three-contact
type changeover switch for switching the lighting of the
LED groups different from each other by controlling the
energization of the respective coil portions of the first
relay and the second relay with the non-lighting inter-
posed therebetween.
[0035] As a result, the switching mode of the color or
the light distribution characteristic of the outgoing light
satisfying the UN standard can be realized by a simple
circuit configuration, and the visibility of a driver can be
enhanced by irradiating light with an appropriate color
(white light or yellow light) or light distribution character-
istic depending on the external driving environment such
as the road surface condition, the weather, or the like.

Brief Description of Drawings

[0036]
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FIG. 1 is a front view of a fog lamp for an automobile
according to a first embodiment of the present inven-
tion.
FIG. 2 is a plan view of the fog lamp for an automobile
according to the first embodiment of the present in-
vention.
FIG. 3 is a side view of the fog lamp for an automobile
according to the first embodiment of the present in-
vention.
FIG. 4 is a ray tracking diagram of white light whose
light distribution is controlled by a right monocular
lens.
FIG. 5 is a diagram showing a light distribution pat-
tern formed by the white light whose light distribution
is controlled by the right monocular lens.
FIG. 6 is a ray tracking diagram of white light whose
light distribution is controlled by a left monocular
lens.
FIG. 7 is a diagram showing a light distribution pat-
tern formed by the white light whose light distribution
is controlled by the left monocular lens.
FIG. 8 is a ray tracking diagram of white light whose
light distribution is controlled by an inner lens.
FIG. 9 is a diagram showing a light distribution pat-
tern formed by the white light whose light distribution
is controlled by the inner lens.
FIG. 10 is a ray tracking diagram of yellow light
whose light distribution is controlled by the right mo-
nocular lens.
FIG. 11 is a diagram showing a light distribution pat-
tern formed by the yellow light whose light distribu-
tion is controlled by the right monocular lens.
FIG. 12 is a ray tracking diagram of yellow light
whose light distribution is controlled by the left mo-
nocular lens.
FIG. 13 is a diagram showing a light distribution pat-
tern formed by the yellow light whose light distribu-
tion is controlled by the left monocular lens.
FIG. 14 is a ray tracking diagram of yellow light
whose light distribution is controlled by the inner lens.
FIG. 15 is a diagram showing a light distribution pat-
tern formed by the yellow light whose light distribu-
tion is controlled by the inner lens.
FIG. 16 is a front view of a fog lamp for an automobile
according to a second embodiment of the present
invention.
FIG. 17 is a diagram showing a light distribution pat-
tern formed by white light whose light distribution is
controlled by left and right monocular lenses.
FIG. 18 is a diagram showing a light distribution pat-
tern formed by white light whose light distribution is
controlled by a center monocular lens.
FIG. 19 is a ray diagram of white light whose light
distribution is controlled by an inner lens.
FIG. 20 is a front view of a fog lamp for an automobile
according to a modified example of the second em-
bodiment of the present invention.
FIG. 21 is a diagram showing a light distribution pat-

tern formed by yellow light whose light distribution is
controlled by left and right monocular lenses.
FIG. 22 is a diagram showing a light distribution pat-
tern formed by yellow light whose light distribution is
controlled by a center monocular lens.
FIG. 23 is a ray diagram of yellow light whose light
distribution is controlled by an inner lens.
FIG. 24 is a front view of a fog lamp for an automobile
according to a third embodiment of the present in-
vention.
FIG. 25 is a diagram showing a light distribution pat-
tern formed by light whose light distribution is con-
trolled by an inner lens.
FIG. 26 is an explanatory view of an optical path
using a cross-sectional view taken along line B-B in
FIG. 1.
FIG. 27 is an explanatory view of a light shielding
member.
FIG. 28 is an explanatory view of a light shielding
member.
FIG. 29 is a diagram describing a conventional lamp.
FIG. 30 is a circuit diagram showing a lighting control
circuit of a fog lamp for an automobile according to
a fourth embodiment of the present invention.
FIG. 31 is a circuit diagram showing the lighting con-
trol circuit when a white LED group is turned on (dis-
play "On").
FIG. 32 is a circuit diagram showing the lighting con-
trol circuit when the white LED group and yellow LED
group are not turned on (display "Off’).
FIG. 33 is a circuit diagram showing the lighting con-
trol circuit when the yellow LED group is turned on
(display "On").
FIG. 34 is a circuit diagram showing a lighting control
circuit, illustrating a case where a white lighting in-
dicator is activated when the white LED is turned on
(display "On(W)" while "Off’).
FIG. 35 is a circuit diagram showing the lighting con-
trol circuit, illustrating a case where a yellow lighting
indicator is activated when the yellow LED is turned
on (display "On(Y)" while "Off’).
FIG. 36 is a circuit diagram showing a lighting control
circuit of a fog lamp for an automobile according to
a fifth embodiment of the present invention.
FIG. 37 is a circuit diagram showing a conventional
lighting circuit.
FIG. 38 is a circuit diagram showing the conventional
lighting circuit.

Description of Exemplary Embodiments

[0037] A description will now be made below to fog
lamps for an automobile and lighting control circuits of a
fog lamp for an automobile according to the present in-
vention in detail with reference to the accompanying
drawings in accordance with exemplary embodiments.
In the drawings, the same or similar components may be
denoted by the same reference numeral.
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[0038] FIGS. 1, 2, and 3 are a front view, a plan view,
and a side view of a fog lamp for an automobile according
to a first embodiment of the present invention, respec-
tively.
[0039] In the following description, the directions of
"lateral", "upper", "lower", "left", "right", "front" and "rear"
as well as related terms indicate the directions when a
driver sitting in place views a fog lamp mounted on the
front of the vehicle body.
[0040] A fog lamp for an automobile according to the
present invention can include an optical system having
an LED(s) serving as a light source and an inner lens for
performing light distribution control of light emitted from
the LED.
[0041] The optical system 1 of the fog lamp according
to a first embodiment can have an inner lens 2, white
LEDs 3a and 3b, and yellow LEDs 4a and 4b. The inner
lens 2 is configured to have a two-lens lens configuration
in which two monocular lenses having the same shape
and size and formed of the same material, one of which
is a right-side monocular lens 10 and the other of which
is a left-side monocular lens 20, and which are integrally
arranged laterally. The white LED 3a is arranged on the
rear right side of the right-side monocular lens 10 and
the yellow LED 4a is arranged on the rear left side thereof.
The yellow LED 4b is arranged on the rear right side of
the left-side monocular lens 20 and the white LED 3b is
arranged on the rear left side thereof.
[0042] Each of the monocular lens 10 and the monoc-
ular lens 20 constituting the inner lens 2 is composed of
a meniscus lens in which a front surface (light emitting
surface) 11, 21 is composed of an aspherical convex
surface, and a back surface (light incident surface) 12,
22 is composed of an aspherical concave surface.
[0043] The white LED 3a and the yellow LED 4a each
have a light emitting surface 3aa, 4aa (front side) with its
lower end 3ab, 4ab, and are arranged behind the mo-
nocular lens 10 so that the lower ends 3ab and 4ab of
the light emitting surfaces 3aa and 4aa are positioned on
a center line (bisector) X of the inner lens 2 with respect
to the vertical direction when viewed from the front of the
light emitting surface 11. Similarly, the white LED 3b and
the yellow LED 4b each have a light emitting surface 3ba,
4ba (front side) with its lower end 3bb, 4bb, and are ar-
ranged behind the monocular lens 20 so that the lower
ends 3bb and 4bb of the light emitting surfaces 3ba and
4ba are positioned on the center line (bisector line) X of
the inner lens 2 with respect to the vertical direction when
viewed from the front of light emitting surface 21.
[0044] At the same time, the white LED 3a and the
yellow LED 4a are arranged such that the centers of the
respective light emitting surfaces 3aa and 4aa in the lat-
eral direction are symmetrically positioned relative to a
center line (bisector) Y10 of the monocular lens 10 with
respect to the lateral direction. Similarly, the white LED
3b and yellow LED 4b are arranged such that the centers
of the respective light emitting surfaces 3ba and 4ba in
the lateral direction are symmetrically positioned relative

to a center line (bisector) Y20 of the monocular lens 20
with respect to the lateral direction.
[0045] In addition, the lateral center line Y10 of the mo-
nocular lens 10 and the lateral center line Y20 of the mo-
nocular lens 20 are positioned symmetrically with respect
to a center line Y of the inner lens 2 with respect to the
lateral direction. Thus, the white LED 3a and the white
LED 3b are positioned symmetrically with respect to the
center line Y of the inner lens 2, and similarly, the yellow
LED 4a and the yellow LED 4b are positioned symmet-
rically with respect to the center line Y of the inner lens 2.
[0046] Furthermore, in the present embodiment, the
yellow LED 4a is positioned on the side closer to the
center line Y of the inner lens 2, and the white LED 3a is
positioned on the side opposed to the center line Y, with
the center line Y10 of the monocular lens 10 interposed
between the yellow LED 4a and the white LED 3a. At the
same time, the yellow LED 4b is positioned on the side
closer to the center line Y of the inner lens 2, and the
white LED 3b is positioned on the side opposed to the
center line Y with the center line Y20 of the monocular
lens 20 interposed between the yellow LED 4b and the
white LED 3b.
[0047] In the optical system having the aforementioned
configuration, a description will now be given of a com-
parison of an optical path tracking diagram of light emitted
from each LED and controlled by the inner lens in terms
of light distribution with a light distribution pattern formed
by the light controlled in light distribution. The ray tracing
diagram shows the locus of the light rays traveling along
the A-A cross section of the inner lens 2, and the light
distribution pattern shows a light distribution pattern
formed by the irradiation light irradiated on a virtual ver-
tical screen assumed to be disposed in front of the inner
lens.
[0048] First, as shown in FIG. 4, the light (light rays) is
emitted radially from the white LED 3a located on the
right side out of the white LED 3a and the white LED 3b
and passes through the monocular lens 10 constituting
the inner lens 2 - which is positioned on the right side of
the monocular lens 20 - so as to be subjected to light
distribution control. Then, the light is refracted in the con-
densing direction to such an extent that the respective
light rays do not cross each other, and at the same time,
the light path forming area of the light rays is asymmetric
with respect to a central axis Z10 extending in a front-rear
direction of the monocular lens 10 and is offset (expand-
ed) to the left side.
[0049] In this configuration, the light distribution pattern
formed on the virtual vertical screen by the light emitted
from the white LED 3a and subjected to the light distri-
bution control by the monocular lens 10 has the shape
shown in FIG. 5. In this case, in the virtual vertical screen,
a straight line in which the horizontal plane including the
center line X of the inner lens 2 intersects with the virtual
vertical screen is set as a horizontal reference line H serv-
ing as a reference line in the vertical direction, and a
straight line in which the vertical plane including the cent-
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er line Y of the inner lens 2 in the lateral direction inter-
sects with the virtual vertical screen is set as a vertical
reference line V serving as a reference line in the hori-
zontal direction.
[0050] As shown in FIG. 5, in the horizontal direction,
the light distribution pattern Wa formed on the virtual ver-
tical screen is formed at a position that is offset leftward
with respect to the vertical reference line V reflecting that
the light path forming area of the light (light rays) whose
light distribution is controlled by the monocular lens 10
is offset leftward with respect to the central axis Z10 of
the monocular lens 10.
[0051] Regarding the light distribution pattern Wa in
the vertical direction, an upper end WaU of the light dis-
tribution pattern Wa is positioned at the position substan-
tially corresponding to the horizontal reference line H and
formed below from that position. The upper end WaU of
the light distribution pattern Wa can form a cut-off line,
and be formed by projecting an image of the lower end
3ab of the light emitting surface 3aa of the white LED 3a.
[0052] On the other hand, as shown in FIG. 6, the light
(light rays) is emitted radially from the white LED 3b lo-
cated on the left side out of the white LED 3a and the
white LED 3b and passes through the monocular lens 20
constituting the inner lens 2 - which is positioned on the
left side of the monocular lens 10 - so as to be subjected
to light distribution control. Then, the light is refracted in
the condensing direction to such an extent that the re-
spective light rays do not cross each other, and at the
same time, the light path forming area of the light rays is
asymmetric with respect to a central axis Z20 extending
in a front-rear direction of the monocular lens 20 and is
offset (expanded) to the right side.
[0053] In this configuration, the light distribution pattern
formed on the virtual vertical screen by the light emitted
from the white LED 3b and subjected to the light distri-
bution control by the monocular lens 20 has the shape
shown in FIG. 7.
[0054] As shown in FIG. 7, in the horizontal direction,
the light distribution pattern Wb formed on the virtual ver-
tical screen is formed at a position that is offset rightward
with respect to the vertical reference line V reflecting that
the light path forming area of the light (light rays) whose
light distribution is controlled by the monocular lens 20
is offset rightward with respect to the central axis Z20 of
the monocular lens 20.
[0055] Regarding the light distribution pattern Wb in
the vertical direction, an upper end WbU of the light dis-
tribution pattern Wb is positioned at the position substan-
tially corresponding to the horizontal reference line H and
formed below from that position. The upper end WbU of
the light distribution pattern Wb can form a cut-off line,
and be formed by projecting an image of the lower end
3bb of the light emitting surface 3ba of the white LED 3b.
[0056] Therefore, the light (light rays) emitted from the
white LED 3a and controlled in light distribution by pass-
ing through the monocular lens 10 and the light (light
rays) emitted from the white LED 3b and controlled in

light distribution by passing through the monocular lens
20 are combined to form an optical path forming area.
As shown in FIG. 8, the optical path forming area is po-
sitioned (formed) in a substantially symmetrical range
with respect to the central axis Z of the inner lens 2 ex-
tending in the front-rear direction thereof.
[0057] Accordingly, the light distribution pattern W can
be formed by the mixed light of the white light emitted
from the white LED 3a and controlled by the monocular
lens 10 and the white light emitted from the white LED
3b and controlled by the monocular lens 20, i.e., by su-
perimposing the light distribution pattern Wa shown in
FIG. 5 and the light distribution pattern Wb shown in FIG.
7 over each other (see FIG. 9).
[0058] As can be seen from FIG. 9, the light distribution
pattern W formed of white light has a shape substantially
symmetrical with respect to the vertical reference line V.
Therefore, the driving safety is enhanced as light having
good visibility for a driver.
[0059] Regarding the yellow light, as in the case of the
white LED 3a and the white LED 3b, as shown in FIG.
10, the light (light rays) is emitted radially from the yellow
LED 4a located on the right side out of the yellow LED
4a and the yellow LED 4b and passes through the mo-
nocular lens 10 constituting the inner lens 2 - which is
positioned on the right side of the monocular lens 20 -
so as to be subjected to light distribution control. Then,
the light is refracted in the condensing direction to such
an extent that the respective light rays do not cross each
other, and at the same time, the light path forming area
of the light rays is asymmetric with respect to the central
axis Z10 extending in the front-rear direction of the mo-
nocular lens 10 and is offset (expanded) to the right side.
[0060] In this configuration, the light distribution pattern
formed on the virtual vertical screen by the light emitted
from the yellow LED 4a and subjected to the light distri-
bution control by the monocular lens 10 has the shape
shown in FIG. 11.
[0061] As shown in FIG. 10, in the horizontal direction,
the light distribution pattern Ya formed on the virtual ver-
tical screen is formed at a position that is offset rightward
with respect to the vertical reference line V reflecting that
the light path forming area of the light (light rays) whose
light distribution is controlled by the monocular lens 10
is offset rightward with respect to the central axis Z10 of
the monocular lens 10.
[0062] Regarding the light distribution pattern Ya in the
vertical direction, an upper end YaU of the light distribu-
tion pattern Ya is positioned at the position substantially
corresponding to the horizontal reference line H and
formed below from that position. The upper end YaU of
the light distribution pattern Ya can form a cut-off line,
and be formed by projecting an image of the lower end
4ab of the light emitting surface 4aa of the yellow LED 4a.
[0063] On the other hand, as shown in FIG. 12, the
light (light rays) is emitted radially from the yellow LED
4b located on the left side out of the yellow LED 4a and
the yellow LED 4b and passes through the monocular
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lens 20 constituting the inner lens 2 - which is positioned
on the left side of the monocular lens 10 - so as to be
subjected to light distribution control. Then, the light is
refracted in the condensing direction to such an extent
that the respective light rays do not cross each other, and
at the same time, the light path forming area of the light
rays is asymmetric with respect to the central axis Z20
extending in the front-rear direction of the monocular lens
20 and is offset (expanded) to the left side.
[0064] In this configuration, the light distribution pattern
formed on the virtual vertical screen by the light emitted
from the yellow LED 4b and subjected to the light distri-
bution control by the monocular lens 20 has the shape
shown in FIG. 13.
[0065] As shown in FIG. 13, in the horizontal direction,
the light distribution pattern Yb formed on the virtual ver-
tical screen is formed at a position that is offset leftward
with respect to the vertical reference line V reflecting that
the light path forming area of the light (light rays) whose
light distribution is controlled by the monocular lens 20
is offset leftward with respect to the central axis Z20 of
the monocular lens 20.
[0066] Regarding the light distribution pattern Yb in the
vertical direction, an upper end YbU of the light distribu-
tion pattern Yb is positioned at the position substantially
corresponding to the horizontal reference line H and
formed below from that position. The upper end YbU of
the light distribution pattern Yb can form a cut-off line,
and be formed by projecting an image of the lower end
4bb of the light emitting surface 4ba of the yellow LED 4b.
[0067] Therefore, the light (light rays) emitted from the
yellow LED 4a and controlled in light distribution by pass-
ing through the monocular lens 10 and the light (light
rays) emitted from the yellow LED 4b and controlled in
light distribution by passing through the monocular lens
20 are combined to form an optical path forming area.
As shown in FIG. 14, the optical path forming area is
positioned (formed) in a substantially symmetrical range
with respect to the central axis Z of the inner lens 2 ex-
tending in the front-rear direction thereof.
[0068] Accordingly, the light distribution pattern Y can
be formed by the mixed light of the yellow light emitted
from the yellow LED 4a and controlled by the monocular
lens 10 and the yellow light emitted from the yellow LED
4b and controlled by the monocular lens 20, i.e., by su-
perimposing the light distribution pattern Ya shown in
FIG. 11 and the light distribution pattern Yb shown in FIG.
13 over each other (see FIG. 15).
[0069] As can be seen from FIG. 15, the light distribu-
tion pattern Y formed of yellow light has a shape sub-
stantially symmetrical with respect to the vertical refer-
ence line V. Therefore, the driving safety is enhanced as
light having good visibility for a driver.
[0070] In addition, when comparing the light distribu-
tion pattern W (see FIG. 9) formed by white light and the
light distribution pattern Y (see FIG. 15) formed by yellow
light, they are formed in substantially the same shape
and size at substantially the same position on the virtual

vertical screen. Therefore, even if either the white light
or the yellow light is selectively emitted (switched) in ac-
cordance with the road surface condition, weather, or
other external driving environment, the light distribution
characteristics are substantially the same, so that the
driver does not feel uncomfortable and the lamp can con-
tribute to the improvement of the driving safety.
[0071] In a modified example of this embodiment, it is
possible to change the positions of the white LED and
the yellow LED with respect to the optical system having
the above-described configuration. Specifically, the yel-
low LED 4a is disposed at the position of the white LED
3a and the white LED 3a is disposed at the position of
the yellow LED 4a with respect to the right monocular
lens 10. Similarly, the yellow LED 4b is disposed at the
position of the white LED 3b and the white LED 3b is
disposed at the position of the yellow LED 4b with respect
to the left monocular 20.
[0072] In this case, the light distribution pattern formed
by the white light and the light distribution pattern formed
by the yellow light are interchanged, but since both light
distribution patterns are formed at substantially the same
position on the virtual straight-line screen and have sub-
stantially the same shape and size, there is almost no
optical difference.
[0073] Next, a description will be given of a second
embodiment of a fog lamp for an automobile according
to the present invention. FIG. 16 is a front view of the
optical system of the fog lamp according to the second
embodiment.
[0074] The optical system 5 of the fog lamp according
to the second embodiment can include an inner lens 6
that is composed of three monocular lenses having the
same shape and size and formed of the same material.
They are a right monocular lens 10, a center monocular
lens 30, and a left monocular lens 20, which are integrally
disposed laterally with each other.
[0075] In this configuration, regarding the monocular
lens 10 positioned on the right side, a white LED 3a and
a yellow LED 4a are arranged at the same positions as
those in the monocular lens 10 of the first embodiment.
Regarding the monocular lens 20 positioned on the right
side, a white LED 3b and a yellow LED 4b are arranged
at the same positions as those in the monocular lens 20
of the first embodiment. In this second embodiment, an-
other white LED 3c is disposed behind the added center
monocular lens 30.
[0076] The white LED 3c has a light emitting surface
3ca (front side) with its lower end 3cb, and is arranged
behind the monocular lens 30 so that the lower end 3cb
of the light emitting surface 3ca is positioned on a center
line (bisector) X of the inner lens 6 with respect to the
vertical direction when viewed from the front of the light
emitting surface 31. At the same time, the white LED 3c
is arranged such that the center of the light emitting sur-
face 3ca thereof is positioned on the center line Y (bisec-
tor) of the inner lens 6 with respect to the lateral direction.
[0077] The center line (bisector) Y in the lateral direc-
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tion of the inner lens 2 is located on the same position
as the center line (bisector) Y30 of the monocular lens 30
in the lateral direction.
[0078] Therefore, the light (light rays) emitted from the
white LED 3a and controlled in light distribution by pass-
ing through the monocular lens 10 and the light (light
rays) emitted from the white LED 3b and controlled in
light distribution by passing through the monocular lens
20 can form a light distribution pattern W as shown in
FIG. 17, which has a shape substantially symmetrical
with respect to the vertical reference line V.
[0079] Furthermore, light (light rays) emitted from the
white LED 3c and controlled in light distribution by pass-
ing through the center monocular lens 30 can form a light
distribution pattern Wc as shown in FIG. 18, which has
a shape substantially symmetrical with respect to the ver-
tical reference line V.
[0080] Therefore, the combined light distribution pat-
tern (W + Wc) formed by the emitted light of the three
white LEDs 3a, 3b, and 3c is substantially symmetrical
with respect to the vertical reference line V as shown in
FIG. 19.
[0081] In this case, the light distribution pattern formed
by the outgoing light of the white LED 3c is superimposed
on the light distribution pattern formed by the outgoing
light of the two white LEDs 3a and 3b. As a result, the
luminous intensity distribution of the light distribution pat-
tern by the white light is increased and the visibility of the
driver is increased, thereby improving the safety of driv-
ing.
[0082] In a modified example of this embodiment, one
yellow LED 4c may be disposed in place of the white LED
3c at the position of the white LED 3c behind the added
center monocular lens 30.
[0083] FIG. 20 shows this modified example. As
shown, the yellow LED 4c has a light emitting surface
4ca with its lower end 4cb, and is arranged behind the
monocular lens 30 so that the lower end 4cb of the light
emitting surface 4ca is positioned on the center line (bi-
sector) X of the inner lens 6 with respect to the vertical
direction when viewed from the front of the light emitting
surface 31. At the same time, the yellow LED 4c is ar-
ranged such that the center of the light emitting surface
4ca is positioned on the center line (bisector) Y of the
inner lens 2 with respect to the lateral direction.
[0084] Herein, the center line (bisector) Y in the lateral
direction of the inner lens 2 is located at the same position
as the center line (bisector) Y30 of the monocular lens 30
with respect to the lateral direction.
[0085] Therefore, the light (light rays) emitted from the
yellow LED 4a and controlled in light distribution by pass-
ing through the monocular lens 10 and the light (light
rays) emitted from the yellow LED 4b and controlled in
light distribution by passing through the monocular lens
20 can form a light distribution patterns Y as shown in
FIG. 21, which has a shape substantially symmetrical
with respect to the vertical reference line V.
[0086] Furthermore, light (light rays) emitted from the

yellow LED 4c and controlled in light distribution by pass-
ing through the center monocular lens 30 can form a light
distribution pattern Yc as shown in FIG. 22, which has a
shape substantially symmetrical with respect to the ver-
tical reference line V.
[0087] Therefore, the combined light distribution pat-
tern (Y + Yc) formed by the emitted light of the three
yellow LEDs 4a, 4b, and 4c is substantially symmetrical
with respect to the vertical reference line V as shown in
FIG. 23.
[0088] In this case, the light distribution pattern formed
by the outgoing light of the yellow LED 4c is superim-
posed on the light distribution pattern formed by the out-
going light of the two yellow LEDs 4a and 4b. As a result,
the luminous intensity distribution of the light distribution
pattern by the yellow light is increased and the visibility
of the driver is increased, thereby improving the safety
of driving.
[0089] Next, a description will be given of a third em-
bodiment of a fog lamp for an automobile according to
the present invention. FIG. 24 is a front view of the optical
system of the fog lamp according to the third embodi-
ment.
[0090] The optical system 7 of the fog lamp according
to the third embodiment can include white LEDs 3d or
blue LEDs 8 which are additionally disposed on the rear
of the right monocular lens 10 and the rear of the left
monocular lens 20 with respect to the above-described
optical system of the first embodiment, respectively.
[0091] The white LEDs 3d or blue LEDs 8 each have
a light emitting surface 3da or 8a, and are arranged on
the center line (bisector) Y10 of the monocular lens 10
and on the center line (bisector) Y20 of the monocular
lens 20, with respect to the lateral direction, so that the
light emitting surface 3da or 8a is positioned lower than
the center line (bisector) X of the inner lens 2 with respect
to the vertical line.
[0092] FIG. 25 shows a light distribution pattern formed
by the outgoing light of three white LEDs 3a, 3b, and 3d,
which is substantially symmetrical with respect to the ver-
tical reference line V. It should be noted that a light dis-
tribution pattern formed by the outgoing light of the white
LED 3a, the white LED 3b, and the blue LED 8, a light
distribution pattern formed by the outgoing light of the
yellow LED 4a, the yellow LED 4b, and the white LED
3d, and a light distribution pattern formed by the outgoing
light of the yellow LED 4a, the yellow LED 4b, and the
blue LED 8 are also formed in substantially the same
manner and have the same or similar light distribution.
[0093] The aforementioned configuration can provide
a function as an accessory lamp other than a fog lamp.
[0094] In the first embodiment, the arrangement of the
white LED 3a, the white LED 3b, the yellow LED 4a, and
the yellow LED 4b is made such that the lower ends 3ab,
3bb, 4ab, and 4bb of the respective light emitting surfaces
are positioned on the center line (bisector) X of the inner
lens 2 in the vertical direction, so that images of the lower
ends of the LEDs can be projected to form a cut-offline
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of the light distribution pattern.
[0095] A description will now be given of the formation
of the cut-off line with reference to FIG. 26. For example,
regarding the optical path formation area formed by light
(light rays) emitted from the white LED 3a and controlled
in light distribution by passing through the monocular lens
10 in the vertical direction, an upper limit portion is formed
by the light (light ray) Lu that is emitted from the lower
end 3ab of the light emitting surface 3aa and transmitted
through the uppermost portion of the monocular lens 10,
and a lower limit portion is formed by the light (light ray)
Ld that is emitted from the upper end 3ac of the light
emitting surface 3aa and transmitted through the lower-
most portion of the monocular lens 10.
[0096] Therefore, for example, when LEDs having light
emitting surfaces with different sizes are used as the light
source, the positions of the lower ends of the light emitting
surfaces of the LEDs are arranged on the center line
(bisector) X of the inner lens 2 in the vertical direction.
As a result, the cut-off line at the upper end of the light
distribution pattern is always formed at a fixed position
by the light beam Lu regardless of the size of the light
emitting surface. As the size of the light emitting surface
increases, the light distribution pattern formed in the in-
creased portion is formed so as to extend below the cut-
off line, and the size of the entire light distribution pattern
only increases to the lower side.
[0097] Therefore, in the fog lamp configured to form
the light distribution by the optical system using the inner
lens 2, even if LEDs having light emitting surfaces with
different sizes are used, the difference in size of the light
emitting surface with respect to the formed light distribu-
tion pattern affects only on the size of a portion located
below the cut-off line. Therefore, even if LEDs having
light emitting surfaces with different sizes are used, a
lamp satisfying the standard can be realized without
changing the design of the optical system using the inner
lens 2.
[0098] For example, when the lower end 3ab of the
light emitting surface 3aa of the white LED 3a is formed
in an uneven manner without being linear, the emitted
light Lu from the lower end 3ab may have a blurred edge,
and the cut-off line of the light distribution pattern formed
by the emitted light Lu may also be formed in a blurred
condition.
[0099] Therefore, in order to prevent this blurring, as
shown in FIG. 27, a light shielding member 40 can be
provided so as to extend upward from the lower side in
the vicinity of the light emitting surface 3aa of the white
LED 3a or in contact with the light emitting surface 3aa
so that the linear upper end 40a thereof is positioned on
the same line as or slightly higher than the lower end 3ab
of the light emitting surface 3aa. In other words, as shown
in FIG. 28, the light shielding member 40 is provided so
that the upper end 40a thereof when viewed from front
is positioned on the same line as the center line (bisector)
X of the inner lens 2 in the vertical direction or at a position
slightly higher than the center line (bisector) X in the front

view.
[0100] As a result, the light emitted from the vicinity of
the lower end 3ab of the light emitting surface 3aa of the
white LED 3a and the vicinity of the lower end 4ab of the
light emitting surface 4aa of the yellow LED 4a is shielded
by the light-shielding member 40, so that a clear cut-off
line can be formed by the light transmitted through the
uppermost portion of the monocular lens 10. At the same
time, the light emitted from the vicinity of the lower end
3bb of the light emitting surface 3ba of the white LED 3b
and the vicinity of the lower end 4bb of the light emitting
surface 4ba of the yellow LED 4b is shielded by the light-
shielding member 40, so that a clear cut-off line can be
formed by the light transmitted through the uppermost
portion of the monocular lens 20.
[0101] The inner lens may be formed by integrally
molding a plurality of monocular lenses, or may be formed
by bonding individual monocular lenses for integration in
a separate step.
[0102] Next, an embodiment of a lighting control circuit
of a fog lamp for an automobile according to embodi-
ments of the present invention will be described in detail
below with reference to FIGs. 30 to 36. In these embod-
iments illustrated in the drawings, the same or similar
components are denoted by the same reference numer-
al.
[0103] FIG. 30 is a circuit diagram showing a lighting
control circuit of a fog lamp for an automobile according
to a fourth embodiment of the present invention.
[0104] The lighting control circuit includes an LED
module 210 that constitutes a light source portion of a
fog lamp 201 and has a two circuit configuration including
one for a white LED group 211 and the other for a yellow
LED group 212, a lighting color changeover switch 220
that switches a light color of light emitted from the fog
lamp 201, a power supply line opening/closing relay 230
that is provided after a fog lamp switch 270 from a battery
205 side to connect or disconnect a power supply line
202a connected to the fog lamp switch 270, a power sup-
ply changeover relay 240, and a fog lamp lighting display
indicator 250 that indicates lighting or not of the fog lamp
201. Herein, the power supply changeover relay 240 is
provided after the power supply line opening/closing re-
lay 230 and the fog lamp switch 270 from the battery 205
side, and can switch the connection of the power supply
line 202b connected to the power supply line open-
ing/closing relay 230 to a power supply line 203 and a
power supply line 204 extending from the white LED
group 211 and the yellow LED group 212 of two circuits
constituting the LED module 210, respectively.
[0105] Herein, the LED module 210 includes the white
LED group 211 composed of a plurality of white LEDs
211a connected in series for emitting white light, and a
yellow LED group 212 composed of a plurality of yellow
LEDs 212a connected in series for emitting yellow light.
The white LED group 211 is connected to a current lim-
iting resistor 213 for limiting a current flowing through the
white LED group 211, and the yellow LED group 212 is
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connected to a current limiting resistor 214 for limiting a
current flowing through the yellow LED group 212.
[0106] Herein, the white LED group 211 can include
the foregoing white LEDs 3a, 3b, and 3c, whereas the
yellow LED group 212 can include the foregoing yellow
LEDs 4a and 4b in the first and other embodiments de-
scribed above.
[0107] The lighting color changeover switch 220 is a
single-pole triple throw type switch having a common
contact 220a and three changeover contacts, a first
changeover contact 220b, a second changeover contact
220c, and a third changeover contact 220d.
[0108] The power supply line opening/closing relay
230 has three contacts, i.e., a drive coil 230a, a common
contact 230b, a normally open make contact 230c, and
a normally closed break contact 230d.
[0109] The power supply changeover relay 240 has a
drive coil 240a, and three contacts: a common contact
240b, a normally open make contact 240c, and a normally
closed break contact 240d.
[0110] The power supply line 202a extending from the
battery 205 side through the fog lamp switch 270 is con-
nected to the common contact 230b of the power supply
line changeover relay 230, the break contact 230d is con-
nected to the common contact 240b of the power supply
line changeover relay 240, and the make contact 230c
of the power supply line opening/closing relay 230 is not
connected to any of them.
[0111] At the same time, the power line 202a extending
from the battery 205 side through the fog lamp switch
270 is also connected to the common contact 220a of
the lighting color changeover switch 220, and the first
switching contact 220b of the lighting color changeover
switch 220 is not connected to any of them. The second
switching contact 220c is connected to one end of the
drive coil 230a of the power supply line opening/closing
relay 230, and the other end of the drive coil 230a is
connected to GND. The third switching contact 220d is
connected to one end of the drive coil 240a of the power
supply changeover relay 240, and the other end of the
drive coil 240a is connected to GND.
[0112] The break contact 240d of the power supply
changeover relay 240 is connected to an anode AW of
the white LED group 211 constituting the LED module
210 via the power supply line 203. The make contact
240c is connected to an anode AY of the yellow LED
group 212 constituting the LED module 210 via the power
supply line 204. Furthermore, a cathode CW of the white
LED group 211 is connected to GND via the current lim-
iting resistor 213, and a cathode CY of the yellow LED
group 212 is connected to GND via the current limiting
resistor 214.
[0113] The fog lamp lighting display indicator 250 is
connected to the middle of the power supply line 202b
connecting the break contact 230d of the power supply
line changeover relay 230 and the common contact 240b
of the power supply changeover relay 240.
[0114] Therefore, as shown in the circuit diagram of

FIG. 31, when a movable element 221 connected to the
common contact 220a of the lighting color changeover
switch 220 is brought into contact with the first change-
over contact 220b, since the first changeover contact
220b is in the open state, a current does not flow to either
the drive coil 230a of the power supply line changeover
relay 230 or the drive coil 240a of the power supply
changeover relay 240, so that a non-energized state is
obtained. Therefore, the common contact 230b and the
break contact 230d of the power supply line opening/clos-
ing relay 230 are connected, and at the same time, the
common contact 240b and the break contact 240d of the
power supply changeover relay 240 are connected.
[0115] As a result, electric power supplied from the bat-
tery 205 is supplied to the white LED group 211 consti-
tuting the LED modules 10 via the power supply lines
202a and 202b, and the power supply line 203 connected
to the break contact 240d of the power supply changeo-
ver relay 240, so that the white LEDs 211a are turned on
to emit white light from the fog lamp 201.
[0116] Further, as shown in the circuit diagram of FIG.
32, when the movable element 221 connected to the
common terminal 220a of the lighting color changeover
switch 220 is brought into contact with the second
changeover contact 220c, a current flows through the
drive coil 230a of the power supply line opening/closing
relay 230 to be in an energized state. As a result, the
common contact 230b and the make contact 230c of the
power supply line opening/closing relay 230 are connect-
ed, whereby the power supply line 202a extending from
the battery 205 through the fog lamp switch 270 is dis-
connected by the power supply line opening/closing relay
230, and the fog lamp 201 is turned off without being
supplied to any of the white LED group 211 and the yellow
LED group 212 constituting the LED module 210.
[0117] Further, as shown in the circuit diagram of FIG.
33, when the movable element 221 connected to the
common terminal 220a of the lighting color changeover
switch 220 is brought into contact with the third change-
over contact 220d, a current does not flow through the
drive coil 230a of the power supply line opening/closing
relay 230, and a non-energized state is achieved. As a
result, the common contact 230b and the break contact
230d of the power supply line opening/closing relay 230
are connected to each other, and a current flows through
the drive coil 240a of the power supply changeover relay
240 to be in an energized state, so that the common
contact 240b and the make contact 240c are connected
to each other.
[0118] As a result, the electric power supplied from the
battery 205 is supplied to the yellow LED group 212 con-
stituting the LED module 210 via the power supply line
202a and 202b and the power supply line 204 connected
to the make contact 240c of the power supply changeover
relays 240, so that the yellow LEDs 212a are turned on
to emit yellow light from the fog lamp 201.
[0119] The fog lamp lighting display indicator 250 pro-
vided in the middle of the power supply line 202b is ac-
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tivated for displaying ("On" state) when the white LED
group 211 supplied with electric power through the power
supply line 202b is turned on (see FIG. 31) and when the
yellow LED group 212 supplied with electric power
through the power supply line 202b is turned on (see FIG.
33). On the other hand, when the power supply line 203
is cut off and the white LED group 211 and the yellow
LED group 212 are simultaneously turned off (see FIG.
32), the fog lamp lighting display indicator 250 is not ac-
tivated for displaying ("Off’ state). In other words, the fog
lamp lighting display indicator 250 is activated for dis-
playing corresponding to the lighting of the fog lamp 201
regardless of the light color of the light emitted from the
fog lamp 201.
[0120] Incidentally, in the lighting color changeover
switch 220 of the single-pole triple-throw type, white light
is emitted from the fog lamp 201 by the contact between
the common contact 220a and the first changeover con-
tact 220b as described above, i.e., the first changeover
contact 220b is turned on. When the common contact
220a and the second switching contact 220c come into
contact with each other, i.e., the second switching contact
220c is turned on, the fog lamp 201 is turned off. When
the common contact 220a and the third switching contact
220d come into contact with each other, i.e., the third
switching contact 220d is turned on, yellow light is emitted
from the fog lamp 201.
[0121] Therefore, in both the case of switching the light
emitted from the fog lamp 201 from white light to yellow
light and the case of switching the light emitted from the
fog lamp 201 from yellow light to white light, the non-
lighting state is always sandwiched between the switch-
ing of the light colors of the outgoing light by the operation
mode of the lighting color changeover switch 220.
[0122] As a result, with respect to the switching of the
light color of the outgoing light of the fog lamp restricted
by the UN standard, the provision of the non-lighting state
between the switching of the light colors can satisfy the
standard in which the light color is prevented from chang-
ing continuously in time.
[0123] Instead of providing the fog lamp lighting display
indicator 250 in the middle of the power supply line 202b
connecting the break contact 230d of the power supply
line opening/closing relay 230 and the common contact
240b of the power supply changeover relay 240, the fol-
lowing configuration is conceivable as another embodi-
ment. That is, as shown in the circuit diagram of FIG. 34,
an indicator (white light lighting display indicator) 251 is
connected to the first switching contact 220b of the light-
ing color changeover switch 220. With this configuration,
when white light is emitted from the fog lamp 201, the
white light lighting display indicator 51 is activated, for
example, to emit white light ("On (W)" state). Further-
more, as another embodiment, as shown in the circuit
diagram of FIG. 35, an indicator (yellow light lighting dis-
play indicator) 252 is connected to the third switching
contact 220d of the lighting color changeover switch 220.
With this configuration, when yellow light is emitted from

the fog lamp 201, the yellow light lighting display indicator
252 is activated, for example, to emit yellow light ("On
(Y)" state).
[0124] As a result, the lighting operation and lighting
color of the fog lamp 201 can be recognized by an oper-
ator (driver) with the indication of the white light lighting
display indicator 251 or the yellow light lighting display
indicator 252. In this case, it is also possible to use this
configuration in combination with the fog lamp lighting
indicator 250 provided on the power supply line 202b.
[0125] Incidentally, in the aforementioned circuit con-
figuration, although not illustrated, it is possible to con-
figure the LED module only by white LED groups of the
same color emission in two circuits in place of the yellow
LEDs constituting the yellow LED group. With this con-
figuration, different light distribution characteristics (for
example, wide-angle light distribution, narrow-angle light
distribution, or the like) can be achieved by the respective
white LED groups, for example, in combination with an-
other optical system such as a reflector, a lens, and the
like.
[0126] As a result of this configuration, the visibility of
a driver can be enhanced by appropriately switching the
light distribution characteristics of the white light emitted
from the fog lamp in accordance with the road surface
condition, the weather, and other external driving envi-
ronments.
[0127] Similarly, it is possible to configure the LED
module only by yellow LED groups of the same color
emission in two circuits in place of the white LEDs con-
stituting the white LED group. With this configuration, dif-
ferent light distribution characteristics (for example, wide-
angle light distribution, narrow-angle light distribution, or
the like) can be achieved by the respective yellow LED
groups, for example, in combination with another optical
system such as a reflector, a lens, or the like.
[0128] As a result of this configuration, the visibility of
a driver can be enhanced by appropriately switching the
light distribution characteristics of the yellow light emitted
from the fog lamp in accordance with the road surface
condition, the weather, and other external driving envi-
ronments.
[0129] Note that the switching of the light distribution
characteristic is always performed with the non-lighting
state interposed between the switched states of the light
colors described above.
[0130] Therefore, with respect to the switching of the
light distribution characteristic of the outgoing light of the
fog lamp in accordance with the UN standard, by provid-
ing a non-lighting state during the switching of the light
distribution characteristic, the light distribution character-
istic is prevented from changing continuously in time, so
that the lamp satisfies the standard.
[0131] In another embodiment, instead of the fog lamp
with the above circuit configuration, a fog lamp having a
circuit configuration shown in FIG. 36 is also conceivable.
[0132] The fog lamp can include an LED module 210
composed of a white LED group 211 and a yellow LED
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group 212, an LED group lighting control circuit 260 hav-
ing an input signal processing circuit portion 261 and a
microcomputer portion 262 connected to the input signal
processing circuit portion 261, a momentary switch (re-
bound switch) 263, and a TFT 264 and a TFT 265.
[0133] The TFT 264 is connected to the white LED
group 211 as a switching element for the white LED group
211, and the TFT 265 is connected to the yellow LED
group 212 as a switching element for the yellow LED
group 212. The TFT 264 and the TFT 265 are controlled
to be switched on/off by outputs from output terminals
262a and 262b of the microcomputer portion 262 consti-
tuting the LED group lighting control circuit 260, respec-
tively.
[0134] The momentary switch 263 is connected to an
input terminal 261a of the input signal processing circuit
portion 261 constituting the LED group lighting control
circuit 260, and the operation signal of the momentary
switch 263 is processed by the input signal processing
circuit portion 261 and sent to the microcomputer portion
262.
[0135] The anode AW side of the white LED group 211
and the anode AY side of the yellow LED group 212 are
connected to a fog lamp switch 270 provided on the bat-
tery 205 side via a power supply line 206. A fog lamp
lighting display indicator 250 is connected to the middle
of the power supply line 206.
[0136] The microcomputer portion 262 stores a pro-
gram of a counter, and each time the momentary switch
263 is operated, an operation signal is processed by the
input signal processing circuit portion 261, and taken in
by the microcomputer portion 262, and the content of the
counter is increased by one. With this operation, the po-
sition of the output terminal of the output signal (lighting
signal) from the microcomputer portion 262 is moved ac-
cordingly.
[0137] More specifically, each time an operating signal
is inputted, the output terminal position of the output sig-
nal repeats "none" → "262a" → "none" → "262b" →
"none" → "262a" → "none" → "262b", and the TFT 264
or TFT 265 is switched by this output terminal position,
so that the following operations are repeated: "non-light-
ing" → "white lighting" → "non-lighting" → "yellow light-
ing" → "non-lighting" → "white lighting" → "non-lighting"
→ "yellow lighting".
[0138] In this lighting mode, similarly to the case of
using the lighting color changeover switch 220 described
above, in either the case of switching the light emitted
from the fog lamp 201 from white light to yellow light or
the case of switching the light emitted from the fog lamp
201 from yellow light to white light, the non-lighting state
is always sandwiched between the switching of the light
colors of the emitted light by the program of the micro-
computer portion 262.
[0139] Therefore, with respect to the switching of the
light color of the outgoing light of the fog lamp in accord-
ance with the UN standard, by providing a non-lighting
state during the switching of the light colors, the light color

is prevented from changing continuously in time, so that
the lamp satisfies the standard.
[0140] In this circuit configuration, the switching of the
lighting color can be performed by repeatedly operating
one momentary switch, and electric power can be sup-
plied to the LED module by one power supply line without
the need to provide peripheral components such as ad-
ditional relays.
[0141] Therefore, a lighting control circuit having a sim-
ple configuration with a small number of parts and wiring
can be realized.
[0142] Further in this configuration, different light dis-
tribution characteristics (for example, wide-angle light
distribution, narrow-angle light distribution, or the like)
can be achieved by providing the respective white LED
group 211 and yellow LED group 212, for example, with
another optical system such as a reflector, a lens, or the
like.

Claims

1. A vehicular lamp comprising: an optical system (1,7)
including an LED (3a, 3b, 4a, 4b) serving as a light
source and an inner lens (2, 10, 20) for performing
light distribution control of light emitted from the LED
(3a, 3b, 4a, 4b), the vehicular lamp being charac-
terized in that
the LED (3a, 3b, 4a, 4b) is composed of a plurality
of types of LEDs (3a, 3b, 4a, 4b) having different
emission colors,
the inner lens (2, 10, 20) is composed of an even
number of lenses (10, 20) which have the same
shape and size and are formed of the same material,
and which are integrally formed side by side in a
lateral direction,
in a front view of the optical system (1, 7), the LEDs
(3a, 3b, 4a, 4b) of different emission colors from each
other are positioned at respective line symmetric po-
sitions with a symmetric axis (Y10, Y20) being a bi-
sector of each of the even-numbered lenses (10, 20)
constituting the inner lens (2) in the lateral direction,
and
the LEDs (3a, 3b, and 4a, 4b) of the same emission
color are positioned at respective symmetric posi-
tions with a symmetry axis (Y) being a bisector of
the inner lens (2) in the lateral direction.

2. A vehicular lamp comprising an optical system (5)
including an LED (3a, 3b, 3c, 4a, 4b, 4c) serving as
a light source and an inner lens (6, 10, 20, 30) for
performing light distribution control of light emitted
from the LED (3a, 3b, 3c, 4a, 4b, 4c), the vehicular
lamp characterized in that
the LED (3a, 3b, 3c, 4a, 4b, 4c) is composed of a
plurality of types of LEDs (3a, 3b, 3c, 4a, 4b, 4c)
having different emission colors,
the inner lens (6, 10, 20, 30) is composed of three
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or more odd-numbered lenses (10, 20, 30) which
have the same shape and size and are formed of
the same material, and which are integrally formed
side by side in a lateral direction,
in a front view of the optical system (5), one (3c) of
the plurality of LEDs (3a, 3b, 3c, 4a, 4b, 4c) is posi-
tioned on a bisector of the lens (30) located at the
center of the odd-numbered lenses (10, 20, 30) con-
stituting the inner lens (6) in the lateral direction,
the LEDs (3a, 3b, 4a, 4b) of different emission colors
are positioned at respective symmetric positions on
a symmetric axis (Y10, Y20) being a bisector of each
of the other lenses (10, 20) than the lens (30) at the
center in the lateral direction, and
the LEDs (3a, 3b, and 4a, 4b) of the same emission
color are positioned at respective symmetric posi-
tions with a symmetry axis (Y) being a bisector of
the inner lens (2) in the lateral direction.

3. The vehicular lamp according to claim 1 or 2, char-
acterized in that
each of the LEDs (3a, 3b, 3c, 4a, 4b, 4c) has a light
emitting surface (3aa, 3ba, 3ca, 4aa, 4ba, 4ca) with
a lower end (3ab, 3bb, 3cb, 4ab, 4bb, 4cb) thereof,
and is arranged so that the lower end (3ab, 3bb, 3cb,
4ab, 4bb, 4cb) is positioned on a bisector (X) of the
inner lens (2, 6) in a vertical direction.

4. The vehicular lamp according to any one of claims
1 to 3, characterized by comprising a light shielding
member (40) that is disposed in a vicinity of or in
contact with the plurality of types of LEDs (3a, 3b,
3c, 4a, 4b, 4c), and wherein
the light shielding member (40) extends from a lower
side to an upward side to have an upper end (40a)
which is parallel to the bisector (X) of the inner lens
(2, 6) in the vertical direction, and
the upper end is positioned at a position covering
the lower end (3ab, 3bb, 3cb, 4ab, 4bb, 4cb) of the
light emitting surface (3aa, 3ba, 3ca, 4aa, 4ba, 4ca)
or a part of a lower portion of the light emitting surface
(3aa, 3ba, 3ca, 4aa, 4ba, 4ca) of each of the plurality
of types of LEDs (3a, 3b, 3c, 4a, 4b, 4c).

5. The vehicular lamp according to any one of claims
1 to 4, characterized in that
the plurality of types of the LEDs (3a, 3b, 3c, 4a, 4b,
4c) include a white LED (3a, 3b, 3c) configured to
emit white light and a yellow LED (4a, 4b, 4c) con-
figured to emit yellow light.

6. The vehicular lamp according to any one of claims
1 to 5, characterized in that the vehicular lamp is
any of an accessory lamp and a fog lamp for an au-
tomobile.

7. A lighting control circuit of a vehicular lamp including
a light source having LED groups (211, 212) that are

each formed by a series connection circuit of a plu-
rality of LEDs (211a, 212a) and arranged in parallel
in two circuits,
the lighting control circuit being characterized by
comprising:

a first relay (230) for energizing/de-energizing
electric power from a battery (205),
a second relay (240) for switching the electric
power supplied to the first relay (230) to any of
the LED groups (211, 212) to supply it with, and
a three-contact type changeover switch (220)
for switching between a first state where a coil
portion (230a) of the first relay (230) and a coil
portion (240a) of the second relay (240) are not
energized, a second state where the coil portion
(230a) of the first relay (230) is energized, and
a third state where the coil portion (240a) of the
second relay (240) is energized, in this order,
wherein
when the three-contact type changeover switch
(220) selects the first state, electric power is sup-
plied to one LED group of the LED groups (211,
212) of the two circuits to turn on the LED group,
when the three-contact type changeover switch
(220) selects the state (2), no electric power is
supplied to any of the LED groups (211, 212) of
the two circuits, and
when the three-contact type changeover switch
(220) selects the third state, electric power is
supplied to the other LED group of the LED
groups (211, 212) of the two circuits to turn on
the LED group.

8. The lighting control circuit of a vehicular lamp ac-
cording to claim 7, characterized in that
the first relay (230) has a break contact (230d), and
the second relay (240) has a common contact (240b)
to which the break contact (230d) of the first relay
(230) is connected.

9. The lighting control circuit of a vehicular lamp ac-
cording to claim 7 or 8, characterized by comprising
an indicator (250, 251) for displaying a state of light-
ing of a vehicular lamp, the indicator (250, 251) being
connected to a middle of a connection between the
break contact (230d) of the first relay (230) and the
common contact (240b) of the second relay (240).

10. The lighting control circuit of a vehicular lamp ac-
cording to any one of claims 7 to 9, characterized
in that
the LED groups (211, 212) of the two circuits include
a white LED group (211) composed of a plurality of
white LEDs (211a) configured to emit white light and
a yellow LED group (212) composed of a plurality of
yellow LEDs (212a) configured to emit yellow light.
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11. The lighting control circuit of a vehicular lamp ac-
cording to any one of claims 7 to 9, characterized
in that
each of the LED groups (211, 212) of the two circuits
has an optical system having light distribution char-
acteristics different from each other.

12. A lighting control circuit of a vehicular lamp including
a light source having LED groups (211, 212) that are
each formed by a series connection circuit of a plu-
rality of LEDs (211a, 212a) and arranged in parallel
in two circuits,
the lighting control circuit being characterized by
comprising:

a switching element (264, 265) that is connected
to each of the LED groups (211, 212) of the two
circuits and is configured to control energiza-
tion/disconnection,
a switching element control circuit (260) having
an input signal processing circuit unit (261) con-
figured to signal-process an input signal, and a
microcomputer unit (262) configured to control
the switching element (264, 265) by counting
the input signal processed and switch an output
terminal position of an output signal, and
a momentary switch (263) connected to the input
signal processing circuit unit (261), wherein
each time the momentary switch (263) is oper-
ated, the switching element (264, 265) connect-
ed to the output terminal of the microcomputer
unit (262) is controlled to repeat lighting and non-
lighting in the order of a lighting state of one LED
group of the LED groups (211, 212) of the two
circuits, a non-lighting state of both the LED
groups (211, 212) of the two circuits, and a light-
ing state of the other LED group of the LED
groups (211, 212) of the two circuits.

13. The lighting control circuit of a vehicular lamp ac-
cording to claim 12, characterized by comprising
an indicator (250) for displaying a state of lighting of
a vehicular lamp, the indicator (250) being connected
to a power supply line (206) connected to each of
the LED groups (211, 212) of the two circuits.

14. The lighting control circuit of a vehicular lamp ac-
cording to claim 12 or 13, characterized in that
the LED groups (211, 212) of the two circuits include
a white LED group (211) composed of a plurality of
white LEDs (211a) configured to emit white light and
a yellow LED group (212) composed of a plurality of
yellow LEDs (212a) configured to emit yellow light.

15. The lighting control circuit of a vehicular lamp ac-
cording to claim 12 or 13, characterized in that
each of the LED groups (211, 212) of the two circuits
has an optical system having light distribution char-

acteristics different from each other.

16. The lighting control circuit of a vehicular lamp ac-
cording to any one of claims 7 to 15, characterized
in that
the vehicular lamp is any of an accessory lamp and
a fog lamp for an automobile.
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