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Description

BACKGROUND

[0001] This disclosure relates to a gas turbine engine,
and more particularly to a gas turbine engine component
and a casting system for manufacturing the gas turbine
engine component.
[0002] Gas turbine engines are widely used in aircraft
propulsion, electric power generation, shift propulsion,
and pumps. Many gas turbine engine components are
cast. One example casting process is known as invest-
ment casting. Investment casting can form metallic parts
having relatively complex geometries, such as gas tur-
bine engine components requiring internal cooling pas-
sageways. Blades and vanes are two examples of such
components.
[0003] The investment casting process typically utiliz-
es a casting system that includes a mold having one or
more mold cavities that define a shape generally corre-
sponding to the part to be cast. A wax or ceramic pattern
of the part is formed by molding wax or injecting ceramic
material around a core assembly of the casting system.
A shell is formed around the core assembly in a shelling
process and then hardened to construct the casting sys-
tem. Molten material is communicated into the casting
system to cast a component. The shell and core assem-
bly are removed once the molten material cools and so-
lidifies.
[0004] Maintaining wall thicknesses to specification
during the casting process can be difficult because of the
relatively thin walled constructions of components that
are cast to include relatively complex internal cooling
passageways. For example, the spacing between the
cores of a core assembly must be tightly controlled to
produce parts having sufficient wall or rib thicknesses.
[0005] A prior art airfoil is disclosed in EP-2011970-
A2. A prior art core assembly is disclosed in US-
2014/0072447-A1. A prior art method of producing a tur-
bine blade is disclosed in US-2002/015725-A1. A prior
art investment casting process is disclosed in GB-
2281238-A.

SUMMARY

[0006] According to the present invention, there is pro-
vided a core assembly as claimed in claim 1.
[0007] In a further non-limiting embodiment of the fore-
going component, the component is one of a vane, a
blade, a blade outer air seal, a panel, and a liner.
[0008] In a further non-limiting embodiment of either
of the foregoing components, the first rib surface faces
the first cavity and the second rib surface faces the sec-
ond cavity.
[0009] In a further non-limiting embodiment of any of
the foregoing components, the first rib surface faces the
second cavity and the second rib surface faces the first
cavity.

[0010] In a further non-limiting embodiment of any of
the foregoing components, the first cavity is a leading
edge cavity and the second cavity is a main body cavity.
[0011] In a further non-limiting embodiment of any of
the foregoing components, the first cavity is a main body
cavity and the second cavity is a trailing edge cavity.
[0012] In a further non-limiting embodiment of any of
the foregoing components, an indentation extends from
the second rib surface toward the first rib surface.
[0013] In a further non-limiting embodiment of any of
the foregoing components, the second rib surface in-
cludes a first wall that is transverse to a second wall.
[0014] In a further non-limiting embodiment of any of
the foregoing components, the first wall and the second
wall converge at a central peak.
[0015] In a further non-limiting embodiment of any of
the foregoing components, the first cavity and the second
cavity are disposed inside of an airfoil of the component.
[0016] A core assembly for a casting system according
to another exemplary aspect of the present disclosure
includes, among other things, a first core that includes a
first core surface that is substantially flat, a second core
that includes a second core surface that is tapered, and
a bumper that spaces the first core surface from the sec-
ond core surface.
[0017] In a further non-limiting embodiment of the fore-
going core assembly, the first core and the second core
are ceramic cores.
[0018] In a further non-limiting embodiment of either
of the foregoing core assemblies, the bumper extends
from the second core surface toward the first core sur-
face.
[0019] In a further non-limiting embodiment of any of
the foregoing core assemblies, the bumper is configured
to travel along the first core surface.
[0020] The embodiments, examples and alternatives
of the preceding paragraphs, the claims, or the following
description and drawings, including any of their various
aspects or respective individual features, may be taken
independently or in any combination. Features described
in connection with one embodiment are applicable to all
embodiments, unless such features are incompatible.
[0021] The various features and advantages of this dis-
closure will become apparent to those skilled in the art
from the following detailed description. The drawings that
accompany the detailed description can be briefly de-
scribed as follows.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

Figure 1 illustrates a schematic, cross-sectional view
of a gas turbine engine.
Figure 2 illustrates a gas turbine engine component.
Figure 3 is a cross-sectional view through section A-
A of Figure 2.
Figure 4 illustrates a rib according to a first gas tur-
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bine engine component.
Figure 5 illustrates a rib according to a second gas
turbine engine component.
Figure 6 illustrates a casting system.
Figure 7 illustrates a view of area B of the casting
system of Figure 6.
Figure 8 illustrates a cross-sectional view through
section C-C of Figure 7.

DETAILED DESCRIPTION

[0023] This disclosure relates to a gas turbine engine
component and a casting system for manufacturing the
gas turbine engine component. The component includes
a first cavity and a second cavity. A rib extends between
the first and second cavities. The rib includes a first rib
surface that is substantially flat and a second rib surface
that is tapered. A casting system that can be used to form
such a rib includes a first core having a substantially flat
core surface, a second core having a tapered core sur-
face, and a bumper that spaces the flat core surface from
the tapered core surface. These and other features are
discussed in greater detail herein.
[0024] Figure 1 schematically illustrates a gas turbine
engine 20. The gas turbine engine 20 is disclosed herein
as a two-spool turbofan that generally incorporates a fan
section 22, a compressor section 24, a combustor section
26 and a turbine section 28. Alternative engines might
include an augmenter section (not shown) among other
systems or features. The fan section 22 drives air along
a bypass flow path B in a bypass duct defined within a
nacelle 15, while the compressor section 24 drives air
along a core flow path C for compression and communi-
cation into the combustor section 26 then expansion
through the turbine section 28. Although depicted as a
two-spool turbofan gas turbine engine in the disclosed
non-limiting embodiment, it should be understood that
the concepts described herein are not limited to use with
two-spool turbofans as the teachings may be applied to
other types of turbine engines including three-spool ar-
chitectures.
[0025] The exemplary engine 20 generally includes a
low speed spool 30 and a high speed spool 32 mounted
for rotation about an engine central longitudinal axis A
relative to an engine static structure 36 via several bear-
ing systems 38. It should be understood that various
bearing systems 38 at various locations may alternatively
or additionally be provided, and the location of the bearing
systems 38 may be varied as appropriate to the applica-
tion.
[0026] The low speed spool 30 generally includes an
inner shaft 40 that interconnects a fan 42, a first (or low)
pressure compressor 44 and a first (or low) pressure tur-
bine 46. The inner shaft 40 is connected to the fan 42
through a speed change mechanism, which in exemplary
gas turbine engine 20 is illustrated as a geared architec-
ture 48 to drive the fan 42 at a lower speed than the low
speed spool 30. The high speed spool 32 includes an

outer shaft 50 that interconnects a second (or high) pres-
sure compressor 52 and a second (or high) pressure tur-
bine 54. A combustor 56 is arranged in exemplary gas
turbine 20 between the high pressure compressor 52 and
the high pressure turbine 54. A mid-turbine frame 57 of
the engine static structure 36 is arranged generally be-
tween the high pressure turbine 54 and the low pressure
turbine 46. The mid-turbine frame 57 further supports
bearing systems 38 in the turbine section 28. The inner
shaft 40 and the outer shaft 50 are concentric and rotate
via the bearing systems 38 about the engine central lon-
gitudinal axis A which is collinear with their longitudinal
axes.
[0027] The core airflow is compressed by the low pres-
sure compressor 44 then the high pressure compressor
52, mixed and burned with fuel in the combustor 56, then
expanded over the high pressure turbine 54 and low pres-
sure turbine 46. The mid-turbine frame 57 includes air-
foils 59 which are in the core airflow path C. The turbines
46, 54 rotationally drive the respective low speed spool
30 and high speed spool 32 in response to the expansion.
It will be appreciated that each of the positions of the fan
section 22, compressor section 24, combustor section
26, turbine section 28, and fan drive gear system 48 may
be varied. For example, gear system 48 may be located
aft of combustor section 26 or even aft of turbine section
28, and fan section 22 may be positioned forward or aft
of the location of gear system 48.
[0028] The engine 20 in one example is a high-bypass
geared aircraft engine. In a further example, the engine
20 bypass ratio is greater than about six (6:1), with an
example embodiment being greater than about ten
(10:1), the geared architecture 48 is an epicyclic gear
train, such as a planetary gear system or other gear sys-
tem, with a gear reduction ratio of greater than about 2.3
and the low pressure turbine 46 has a pressure ratio that
is greater than about five. In one disclosed embodiment,
the engine 20 bypass ratio is greater than about ten
(10:1), the fan diameter is significantly larger than that of
the low pressure compressor 44, and the low pressure
turbine 46 has a pressure ratio that is greater than about
five (5:1). Low pressure turbine 46 pressure ratio is pres-
sure measured prior to inlet of low pressure turbine 46
as related to the pressure at the outlet of the low pressure
turbine 46 prior to an exhaust nozzle. The gear system
48 may be an epicycle gear train, such as a planetary
gear system or other gear system, with a gear reduction
ratio of greater than about 2.3:1. It should be understood,
however, that the above parameters are only exemplary
of one embodiment of a geared architecture engine and
that the present invention is applicable to other gas tur-
bine engines including direct drive turbofans and tur-
boshafts.
[0029] A significant amount of thrust is provided by the
bypass flow B due to the high bypass ratio. The fan sec-
tion 22 of the engine 20 is designed for a particular flight
condition -- typically cruise at about 0.8 Mach and about
35,000 feet (10,668 meters). The flight condition of 0.8
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Mach and 35,000 ft, with the engine at its best fuel con-
sumption - also known as "bucket cruise Thrust Specific
Fuel Consumption (’TSFC’)" - is the industry standard
parameter of lbm of fuel being burned divided by lbf of
thrust the engine produces at that minimum point. "Low
fan pressure ratio" is the pressure ratio across the fan
blade alone, without a Fan Exit Guide Vane ("FEGV")
system. The low fan pressure ratio as disclosed herein
according to one non-limiting embodiment is less than
about 1.45. "Low corrected fan tip speed" is the actual
fan tip speed in ft/sec divided by an industry standard
temperature correction of [(Tram °R) / (518.7 °R)]0.5. The
"Low corrected fan tip speed" as disclosed herein ac-
cording to one non-limiting embodiment is less than
about 1,150 ft/second (350.5 meters/second).
[0030] Each of the compressor section 24 and the tur-
bine section 28 may include alternating rows of rotor as-
semblies and vane assemblies (shown schematically).
For example, the rotor assemblies can carry a plurality
of rotating blades 25, while each vane assembly can carry
a plurality of vanes 27 that extend into the core flow path
C. The blades 25 may either create or extract energy in
the form of pressure from the core airflow as it is com-
municated along the core flow path C. The vanes 27 di-
rect the core airflow to the blades 25 to either add or
extract energy.
[0031] Figures 2 and 3 illustrate a component 58 that
can be cast in a casting process, such as an investment
casting process. In one embodiment, the component 58
is a turbine blade. Although the component 58 is illus-
trated as turbine blade, the various features of this dis-
closure are applicable to any cast part, including parts
located elsewhere within a gas turbine engine, such as
vanes, blade outer air seals, combustor panels, etc.
Thus, some features that are particularly relevant to the
illustrated turbine blade are to be considered optional
and are not necessary to practice this disclosure.
[0032] In one embodiment, the component 58 includes
a platform 60, an airfoil 62 that extends in a first direction
from the platform 60, and a root 64 that extends in a
second, opposite direction from the platform 60. The air-
foil 62 includes a leading edge 66, a trailing edge 68, a
pressure side 70 and a suction side 72. The pressure
side 70 and the suction side 72 are spaced apart and
generally meet together at both the leading edge 66 and
the trailing edge 68.
[0033] The airfoil 62 connects to the platform 60 at a
fillet 69. The root 64 connects to the platform 60 at but-
tresses 71. The root 64 may include a neck 73 and one
or more serrations 75 for securing the component 58 to
a disk (not shown).
[0034] With reference to the engine 20 of Figure 1, the
airfoil 62 extends to a tip 77, which can be referred to as
an outer diameter portion of the component 58. The root
64 can be referred to as the inner diameter portion of the
component 58.
[0035] Referring to Figure 3, the component 58 can
include multiple internal cooling cavities 74A, 74B and

74C that are separated by ribs 76. The internal cooling
cavities 74A, 74B and 74C are core formed cavities that
extend inside of the airfoil 62. The internal cooling cavities
74A, 74B and 74C may form part of an internal circuitry
80 for cooling the component 58. The exemplary internal
circuitry 80 of the component 58 represents but one non-
limiting example of the many potential cooling circuits
that may be formed inside the component 58. In other
words, the component 58 could be cast to include various
alternative cooling cavities and internal circuitry config-
urations within the scope of this disclosure.
[0036] Figure 4 illustrates an exemplary rib 76 that can
be incorporated into a component 58. In one embodi-
ment, the rib 76 extends between a first cavity 74A and
a second cavity 74B that are disposed inside of the com-
ponent 58. The first cavity 74A and the second cavity
74B may be any type of cavity and are not limited to
cooling cavities. For example, the cavities 74A, 74B could
be weight reduction cavities. The cavities 74A, 74B could
also be a leading edge cavity, a main body cavity, a trail-
ing edge cavity, etc. In one non-limiting embodiment, the
first cavity 74A is a leading edge cavity and the second
cavity 74B is a main body cavity. In another embodiment,
the first cavity 74B is a main body cavity and the second
cavity 74B is a trailing edge cavity.
[0037] The rib 76 may include a first rib surface 90 that
faces toward the first cavity 74A, and a second rib surface
92 that faces toward the second cavity 74B. In one non-
limiting embodiment, the first rib surface 90 is flat and
the second rib surface 92 is tapered. For example, the
first rib surface 90 may extend in parallel with a rib axis
RA that extends through the rib 76. The term "flat" as
used in this disclosure is intended to denote a surface
that is substantially flat. In other words, a surface may
include some relatively small uneven areas and still be
considered flat.
[0038] The second rib surface 92 may include a first
wall 94 and a second wall 96 that is transverse to the first
wall 94. The first wall 94 and second wall 96 may con-
verge at a central peak 98 and are transverse, or non-
parallel, to the rib axis RA.
[0039] The rib 76 may additionally include an indenta-
tion 101 that extends from the first rib surface 90 toward
the second rib surface 92. The indentation 101 defines
a minimum neck area 103 of the rib 76.
[0040] Figure 5 illustrates an opposite configuration to
the one shown in Figure 4. In this embodiment, the first
rib surface 90 is a tapered surface that faces toward the
first cavity 74A and the second rib surface 92 is a flat
surface that faces toward the second cavity 74B. In other
words, either side of the rib 76 may include the flat sur-
face.
[0041] Figure 6 illustrates a casting system 99 that can
be used to manufacture the component 58 described
above, or some other gas turbine engine component. The
casting system 99 includes a core assembly 84 made up
of two or more cores 88. In one embodiment, the cores
88 are ceramic cores. However, other core materials are
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also contemplated as within the scope of this disclosure.
[0042] In one non-limiting embodiment, the core as-
sembly 84 includes a first core 88A, which is a leading
edge core, a second core 88B, which is a main body core,
and a third core 88C, which is a trailing edge core. A wax
pattern 82 generally surrounds the core assembly 84.
Once removed from the component 58 post cast, such
via a leeching operation, the core assembly 84 forms the
internal cavities 74A, 74B and 74C of the component 58,
and the cast metal replaces the wax pattern 82 to form
the outer body of the component 58. An area B of the
core assembly 84 is denoted in Figure 6 and highlights
a location between the first core 88A and the second core
88B.
[0043] Figure 7 illustrates the area B of the core as-
sembly 84 of Figure 6. In this embodiment, the relation-
ship between the first core 88A and the second core 88B
is illustrated. However, the features of this disclosure
could extend to any core, and this disclosure is not limited
to leading edge and main body cores.
[0044] The first core 88A includes a first core surface
85 that is flat, and the second core 88B includes a second
core surface 87 that is tapered. The second core surface
87 may include a first wall 89 that is transverse to a sec-
ond wall 91. The first wall 89 and the second wall 91 may
converge at a central peak 93.
[0045] A bumper 95 spaces the first core 88A from the
second core 88B. The bumper 95 may extend from the
second core surface 87 toward first core surface 85. A
base 105 of the bumper 95 may straddle the central peak
93 of the second core surface 87.
[0046] Referring now to Figure 7 and Figure 8, a nose
97 of the bumper 95 may be contiguous with or contact
the first core surface 85. In one non-limiting embodiment,
the nose 97 of the bumper 95 is configured to travel along
the flat first core surface 85 during a casting process.
[0047] For example, an exemplary shift of the second
core 88B relative to the first core 88A is illustrated in
phantom lines S in Figure 8. During any such shift, the
nose 97 of the bumper 95 rides along the flat, first core
surface 85 such that a minimum rib thickness RT is main-
tained during the casting process.
[0048] Although the different non-limiting embodi-
ments are illustrated as having specific components, the
embodiments of this disclosure are not limited to those
particular combinations. It is possible to use some of the
components or features from any of the non-limiting em-
bodiments in combination with features or components
from any of the other non-limiting embodiments.
[0049] It should be understood that like reference nu-
merals identify corresponding or similar elements
throughout the several drawings. It should also be un-
derstood that although a particular component arrange-
ment is disclosed and illustrated in these exemplary em-
bodiments, other arrangements could also benefit from
the teachings of this disclosure.
[0050] The foregoing description shall be interpreted
as illustrative and not in any limiting sense. A worker of

ordinary skill in the art would understand that certain mod-
ifications could come within the scope of this disclosure.
For these reasons, the following claims should be studied
to determine the true scope and content of this disclosure.

Claims

1. A core assembly (84) for a casting system, compris-
ing:

a first core (88A) that includes a first core surface
(85) that is flat;
a second core (88B) that includes a second core
surface (87) that is tapered; and
a bumper (95) that spaces said first core surface
(85) from said second core surface (87), wherein
said bumper (95):

extends from said second core surface (87)
toward said first core surface (85); and/or
is configured to travel along said first core
surface (85).

2. The core assembly (84) as recited in claim 1, wherein
said first core (88A) and said second core (88B) are
ceramic cores.

3. The core assembly (84) as recited in claim 1 or 2,
wherein said second core surface (87) includes a
first wall (89) that is transverse to a second wall (91),
said first wall (89) and said second wall (91) meeting
at a central peak (98).

4. The core assembly (84) as recited in claim 3, wherein
said bumper (95) straddles said central peak (98).

Patentansprüche

1. Kernbaugruppe (84) für ein Gießsystem, umfas-
send:

einen ersten Kern (88A), der eine erste Kernflä-
che (85) beinhaltet, die flach ist;
einen zweiten Kern (88B), der eine zweite Kern-
fläche (87) beinhaltet, die spitz zulaufend ist;
und
einen Buckel (95), der die erste Kernfläche (85)
von der zweiten Kernfläche (87) beabstandet,
wobei der Buckel (95):

sich von der zweiten Kernfläche (87) in
Richtung der ersten Kernfläche (85) er-
streckt; und/oder
ausgelegt ist, um sich entlang der ersten
Kernfläche (85) zu bewegen.
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2. Kernbaugruppe (84) nach Anspruch 1, wobei der
erste Kern (88A) und der zweite Kern (88B) Kera-
mikkerne sind.

3. Kernbaugruppe (84) nach Anspruch 1 oder 2, wobei
die zweite Kernfläche (87) eine erste Wand (89) be-
inhaltet, die querlaufend zu einer zweiten Wand (91)
ist, wobei sich die erste Wand (89) und die zweite
Wand (91) an einer zentralen Spitze (98) treffen.

4. Kernbaugruppe (84) nach Anspruch 3, wobei der Bu-
ckel (95) die zentrale Spitze (98) spreizt.

Revendications

1. Ensemble de noyau (84) pour un système de cou-
lage, comprenant :

un premier noyau (88A) qui comprend une pre-
mière surface de noyau (85) qui est plate ;
un second noyau (88B) qui comprend une se-
conde surface de noyau (87) qui est effilée ; et
une nervure (95) qui espace ladite première sur-
face de noyau (85) de ladite seconde surface
de noyau (87), dans lequel ladite nervure (95) :

s’étend de ladite seconde surface de noyau
(87) vers ladite première surface de noyau
(85) ; et/ou
est conçue pour se déplacer le long de ladite
première surface de noyau (85).

2. Ensemble de noyau (84) selon la revendication 1,
dans lequel ledit premier noyau (88A) et ledit second
noyau (88B) sont des noyaux en céramique.

3. Ensemble de noyau (84) selon la revendication 1 ou
2, dans lequel ladite seconde surface de noyau (87)
comprend une première paroi (89) qui est transver-
sale à une seconde paroi (91), ladite première paroi
(89) et ladite seconde paroi (91) se rencontrant au
niveau d’un pic central (98).

4. Ensemble de noyau (84) selon la revendication 3,
dans lequel ladite nervure (95) chevauche ledit pic
central (98).
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