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(54) LAWN MOWER ROBOT

(57) The present disclosure relates to a lawn mower
robot, including an inner body; an outer cover configured
to surround an outer side of the inner body; a plurality of
blades rotatably provided on a bottom surface of the inner
body to cut grass; casters pivotably installed at both front
sides of the inner body, respectively, to be pivotable
about a rotation shaft; wheels rotatably mounted at both
rear sides of the inner body, respectively; a driving unit
configured to drive the wheels; and a sensor unit config-
ured to sense whether or not the caster is lifted from the
ground, wherein the sensor unit comprises a drop switch
configured to sense the lowering of the caster when the
caster is lowered in a state of being floated in the air.
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Description

BACKGROUND OF THE INVENTION

1. Field of the invention

[0001] The present disclosure relates to a lawn mower
robot having a wheel driven using an electric motor as a
power source.

2. Description of the related art

[0002] A lawn mower is a device for trimming grass
planted on the yard or playground at home. Such lawn
mowers may be divided into household mowers for
household use and tractor mowers for use on a large
playground or farm.
[0003] For household lawn mowers, there exist walk-
behind type mowers in which a person mows grass while
directly pulling a lawn mower from behind and hand type
lawn mowers in which a person carries a lawn mower by
hand.
[0004] However, both types of lawn mowers require a
user to directly operate the lawn mowers.
[0005] Especially, in a busy daily life, it is difficult for
the user to directly operate the lawn mower to cut the
lawn of the yard, and therefore, workers are mostly hired
outside, resulting in employment costs.
[0006] Accordingly, automatic robot-type lawn mowers
for preventing the occurrence of such additional costs
and reducing the user’s labor have been developed.
Such an automatic robot-type lawn mower is provided
with four moving wheels at a lower portion of the vehicle
body.
[0007] For example, of the four moving wheels, front
wheels are capable of turning direction, and rear wheels
are provided with wheels that rotate using a driving force
of a motor.
[0008] However, when some of moving wheels in the
related art are caught on a cliff and floating in the air from
the ground without touching the ground, a safety accident
may occur because sensors capable of sensing it is not
provided therein.
[0009] In addition, a gear box is provided between a
conventional wheel and a motor, and gears are coupled
to each other in the gear box so that a rotational speed
of the motor is reduced by a gear ratio and transmitted
to the wheel.
[0010] For the gears provided in the conventional gear
box, a metal gear or a low-cost plastic gear may be inte-
grated thereinto depending on the type of the gear.
[0011] However, according to a lawn mower robot in
the related art, a fastening structure between a body and
a gear box of the lawn mower robot may be different
depending on which type of gear between the metal gear
and the plastic gear is applied thereto, thereby causing
difficulty in replacing the gear box having a different type
of gear on the same lawn mower robot.

SUMMARY OF THE INVENTION

[0012] Accordingly, an object of the present disclosure
is to provide a lawn mower robot having a sensor capable
of sensing a state in which a moving wheel is lifted from
the ground.
[0013] Furthermore, another object of the present dis-
closure is to provide a lawn mower robot having a wheel
drive module in which a gear box is easily replaceable
due to having the same fastening structure between a
body of the lawn mower robot and the gear box even
when which type of gear between a metal gear and a
plastic gear is applied thereto.
[0014] In order to accomplish the foregoing objectives
of the present disclosure, a lawn mower robot according
to the present disclosure may include an inner body; an
outer cover configured to surround an outer side of the
inner body; a plurality of blades rotatably provided on a
bottom surface of the inner body to cut grass; casters
pivotably installed at both front sides of the inner body,
respectively, to be pivotable about a rotation shaft;
wheels rotatably mounted at both rear sides of the inner
body, respectively; a driving unit configured to drive the
wheels; and a sensor unit configured to sense whether
or not the caster is lifted from the ground, wherein the
sensor unit comprises a drop switch configured to sense
the lowering of the caster when the caster is lowered in
a state of being floated in the air.
[0015] According to an example associated with the
present disclosure, the sensor unit may include a shaft
supporter received in a lower portion of the inner body
to be movable up and down, the shaft supporter sur-
rounding the rotation shaft of the caster and supporting
the rotation shaft to be rotatable in place; and a lowering
protrusion formed on an outer circumferential surface of
the shaft supporter, wherein the drop switch is brought
into contact with the lowering protrusion and turned on
when the lowering protrusion is lowered.
[0016] According to an example associated with the
present disclosure, a supporter receiving portion for re-
ceiving the shaft supporter may be formed on a bottom
surface of the inner body, and the supporter receiving
portion may include a height restricting portion provided
at an upper portion of the shaft supporter to restrict the
upward movement of the shaft supporter to a predeter-
mined height or less, and the supporter receiving portion
may further include a bracket coupled to a lower end of
the supporter receiving portion to restrict the downward
movement of the shaft supporter to a predetermined
height or more.
[0017] According to an example associated with the
present disclosure, the shaft supporter may include an
insertion hole formed in a penetrating manner within the
shaft supporter to insert the rotation shaft of the caster
thereinto; and a supporting groove formed in a concave
manner at an upper end of the insertion hole to have a
diameter larger than that of the insertion hole, and the
shaft supporter may further include a release preventing

1 2 



EP 3 342 267 A1

3

5

10

15

20

25

30

35

40

45

50

55

member coupled to an upper end portion of the rotation
shaft of the caster and supported by the supporting
groove to prevent the rotation shaft of the caster from
being released from the shaft supporter in a downward
direction.
[0018] According to an example associated with the
present disclosure, the lawn mower robot may further
include a plurality of guide protrusions spaced apart from
each other along an inner circumferential surface of the
receiving portion; and a plurality of rotation preventing
protrusions spaced apart from each other along an outer
circumferential surface of the shaft supporter and insert-
ed between the plurality of guide protrusions.
[0019] A lawn mower robot according to an example
associated with another aspect of the present disclosure
may include an inner body; an outer cover configured to
surround an outer side of the inner body; a plurality of
blades rotatably provided on a bottom surface of the inner
body to cut grass; casters pivotably installed at both front
sides of the inner body, respectively, to be pivotable
about a rotation shaft; wheels rotatably mounted at both
rear sides of the inner body, respectively; and a driving
unit configured to drive the wheels, wherein the driving
unit includes a housing configured to receive a drive mo-
tor and a plurality of gears for transmitting power of the
drive motor to the wheels therein, part of the housing
being received in the inner body; and housing supporters
configured to fasten the housing to both side surfaces of
the inner body, respectively.
[0020] According to an example associated with an-
other aspect of the present disclosure, the housing sup-
porter may include a housing coupling portion configured
to surround an outer circumferential surface of the hous-
ing and coupled to the housing; and a flange portion
formed to protrude radially from an outer circumferential
surface of the housing coupling portion to be fastened to
the inner body.
[0021] According to an example associated with an-
other aspect of the present disclosure, the flange portion
may be formed in a rectangular plate structure, and a
corner portion of the flange portion may be fastened to
the inner body with a bolt.
[0022] According to an example associated with an-
other aspect of the present disclosure, a plurality of fas-
tening portions for fastening the flange portion to both
side surfaces of the inner body may be formed in a pro-
truding manner.
[0023] According to an example associated with an-
other aspect of the present disclosure, the housing sup-
porter may include a rib disposed on one surface of the
flange portion to be spaced apart from each other along
an outer circumferential surface of the housing coupling
portion to connect the flange portion to the housing cou-
pling portion; a spacer formed to protrude along a cir-
cumferential direction on the other surface of the flange
portion; and a guide portion formed to protrude from a
corner portion of the other surface of the flange portion
to surround part of the fastening portion.

[0024] According to an example associated with an-
other aspect of the present disclosure, a drive motor re-
ceived in the housing may be connected to any one of a
plurality of gears through a motor shaft, and the plurality
of gears may be coupled to each other in an engaging
manner and connected to the wheel through the rotation
shaft to reduce a rotational speed of the motor according
to a preset gear ratio.
[0025] According to the present disclosure configured
as described above, the following effects can be ob-
tained.
[0026] First, a lowering protrusion may be formed on
an outer circumferential surface of a shaft supporter for
supporting a rotation shaft of a caster, and a drop switch
may be provided at a lower portion of an inner body so
as to be in contact with the lowering protrusion, and when
the caster is caught on a cliff and floating in the air without
touching the ground, the drop switch may sense the low-
ering protrusion being lowered by gravity, thereby stop-
ping the operation of the lawn mower robot in preparation
for the occurrence of an safety accident of the lawn mow-
er robot.
[0027] Second, a wheel drive motor and a gear box
may be integrated into a single module, and the integrat-
ed wheel drive module may be fastened to both sides of
the inner body, respectively, by a housing supporter,
thereby having an advantage of facilitating replacement
when different types of metal and plastic gears are se-
lectively applied thereto.
[0028] Third, the wheel drive motor and the gear box
may be modularized into one, thereby facilitating instal-
lation, disassembly, and convenient maintenance.

BRIEF DESCRIPTION OF THE DRAWINGS

[0029] The accompanying drawings, which are includ-
ed to provide a further understanding of the invention and
are incorporated in and constitute a part of this specifi-
cation, illustrate embodiments of the invention and to-
gether with the description serve to explain the principles
of the invention.
[0030] In the drawings:

FIG. 1 is a perspective view illustrating an appear-
ance of a lawn mower robot according to the present
disclosure;
FIG. 2 is an exploded perspective view of FIG. 1;
FIG. 3 is a side cross-sectional view of FIG. 1;
FIG. 4 is a conceptual view illustrating a blade in FIG.
2 and a cross-sectional shape thereof;
FIG. 5 is a conceptual view illustrating a state in
which a blade in FIG. 4 mows grass;
FIG. 6 is a bottom view illustrating a blade in FIG. 5
mounted on a rotating plate;
FIG. 7A is a perspective view illustrating a blade pro-
tection cover in FIG. 6;
FIG. 7B is a side cross-sectional view of FIG 7A;
FIG. 8 is a bottom view of FIG. 7A;

3 4 



EP 3 342 267 A1

4

5

10

15

20

25

30

35

40

45

50

55

FIG. 9 is a cross-sectional view illustrating a coupling
structure of a height adjusting unit in FIG. 3;
FIG. 10 is a conceptual view illustrating a state in
which a blade protection cover is lowered by the op-
eration of the height adjusting unit in FIG. 9;
FIG. 11 is an exploded view illustrating a lowering
detection device of a caster according to the present
disclosure;
FIG. 12 is a conceptual view illustrating a state in
which the rotation shaft is raised by the caster of FIG.
11 contacting the ground;
FIG. 13 is a conceptual view illustrating a state in
which the rotation shaft is lowered in a state where
the caster of FIG. 11 is caught on a cliff or the like,
and floating in the air;
FIG. 14 is a conceptual view illustrating a state in
which a wheel driving unit as viewed from the bottom
of FIG. 1 is mounted between a wheel and an inner
body;
FIG. 15 is an exploded view illustrating the wheel
driving unit of FIG. 14;
FIG. 16 is an enlarged exploded view illustrating a
structure in which the wheel driving unit is fastened
in FIG. 15;
FIG. 17 is a plan view illustrating an appearance of
a lawn mower robot according to the present disclo-
sure;
FIG. 18 is a side view of FIG. 17;
FIG. 19 is a perspective view illustrating a state in
which first and second covers are open in FIG. 17;
FIG. 20 is a conceptual view illustrating an IR receiv-
ing window installed at a front side of an outer cover
in FIG. 17;
FIG. 21 is a conceptual view illustrating an IR receiv-
ing window installed at a rear side of the outer cover
in FIG. 17;
FIG. 22A is a conceptual view illustrating a state in
which infrared rays emitted from an IR transmitting
window of a charging stand are received by the IR
receiving window of FIG. 20;
FIG. 22B is a conceptual view illustrating a state in
which infrared rays emitted from an IR transmitting
window of a charging stand are received by the IR
receiving window of FIG. 21;
FIG. 23 is a conceptual view illustrating an ultrasonic
sensor installed at a front side of the outer cover;
FIG. 24 is an exploded view illustrating a coupling
relation among a joystick bumper, a support portion,
and an outer cover according to the present disclo-
sure;
FIG. 25 is a conceptual view illustrating a state in
which a sensor of the joystick bumper senses a col-
lision when the outer cover of FIG. 24 collides with
an obstacle;
FIG. 26 is a cross-sectional view illustrating in detail
a shape of the support portion in FIG. 24; and
FIG. 27 is a block diagram illustrating a control flow
of a lawn mower robot according to the present dis-

closure.

DETAILED DESCRIPTION OF THE INVENTION

[0031] Hereinafter, a lawn mower robot associated
with the present disclosure will be described in detail with
reference to the accompanying drawings. A singular rep-
resentation may include a plural representation as far as
it represents a definitely different meaning from the con-
text.
[0032] In describing the embodiments disclosed here-
in, moreover, the detailed description will be omitted
when a specific description for publicly known technolo-
gies to which the invention pertains is judged to obscure
the gist of the present invention.
[0033] FIG. 1 is a perspective view illustrating an ap-
pearance of a lawn mower robot according to the present
disclosure, and FIG. 2 is an exploded perspective view
of FIG. 1, and FIG. 3 is a side cross-sectional view of
FIG. 1.
[0034] The lawn mower robot may be largely config-
ured with an outer cover 10 and an inner body 20.
[0035] The outer cover 10 is configured to surround an
outer side of the inner body 20 and forms an outer ap-
pearance of the robot. The outer cover 10 is a structure
for preventing a person’s hand or foot from entering an
inside of the outer cover 10 in order to protect him or her
from an impact due to the rotation of the blade 31 because
the blade 31 rotating at a high speed is mounted thereon.
A lower end portion of the outer cover 10 should be dis-
posed to be spaced apart at a preset height in accordance
with safety standards. It is because when a lower end
portion of the outer cover 10 is disposed too high from
the ground, a person’s hand or foot may enter the inside
from the outside and cause a fatal injury, and when the
outer cover 10 is disposed too low from the ground, the
load may increase when mowing grass.
[0036] The outer cover 10 includes a bumper portion
10a capable of colliding with an obstacle at the front and
a fender portion 10b forming a curved surface to mount
wheels 50 at the rear on both side surfaces thereof. The
bumper portion 10a surrounds a front end portion and a
front side portion of the outer cover 10 and is thicker than
the other portions. The fender portion 10b is configured
to surround an outer surface of the wheel 50 and the
width of the vehicle is wider than elsewhere.
[0037] A carry handle 10c may be provided at an upper
portion of the outer cover 10. The carry handle 10c may
be configured such that both sides of the outer cover 10
are respectively formed to be inclined upward from a side
front upper portion of the outer cover 10 to the rear side,
and a rear end portion thereof is protruded to a rear upper
portion of the outer cover to form a closed curved surface.
The carry handle 10c may be formed, for example, in a
"U" shape. The carry handle 10c having such a structure
allows the blade 31 located on a bottom surface of the
inner body 20 to face an outside of the user when the
carry handle 10c is lifted for the user’s safety during trans-
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portation.
[0038] The outer cover 10 may be disposed at an upper
portion of the inner body 20 such that the front and rear
surfaces and left and right side surfaces thereof are
spaced apart from the inner body 20 in the front, rear,
left, and right directions, thereby absorbing an impact
from an obstacle.
[0039] A first cover 11 and a second cover 14 may be
disposed at an upper portion of the outer cover 10 to be
spaced apart from each other in a front-rear direction,
and an emergency stop switch 13 may be provided be-
tween the first cover 11 and the second cover 14. The
emergency stop switch 13 may be protruded higher than
the other portions of the outer cover 10 except for the
carry handle 10c, thereby having an advantage of facil-
itating the user’s operation. The emergency stop switch
13 is disposed at a rear side of the outer cover 10, and
configured to allow the user to operate the rear cover 10
from the rear side of the outer cover 10 in consideration
of the user’s safety in an emergency.
[0040] An ultrasonic sensor 18 may be provided at a
front side of the outer cover 10. The ultrasonic sensor 18
may be configured to sense an obstacle in the front to
reduce a driving speed of the wheels 50.
[0041] The inner body 20 serves as a main body of the
robot.
[0042] The caster 40 may be mounted on a front bottom
surface of the inner body 20 to be pivotable through 360
degrees about the rotation shaft so that the driving direc-
tion of the robot can be controlled in the left and right
direction according to a pivot angle of the caster 40.
[0043] The wheels 50 are rotatably mounted on both
the rear side surfaces of the inner body 20, respectively,
to drive the robot. The wheels 50 rotate using a drive
motor as a power source to move the robot forward or
backward.
[0044] A plurality of blades 31 are rotatably provided
on a bottom surface of the inner body 20, and the plurality
of blades 31 rotate to cut down grass.
[0045] The plurality of blades 31 are rotatably mounted
at an edge portion of the rotating plate 32. The plurality
of blades 31 may be spaced apart at regular intervals
along a circumferential direction of the rotating plate 32.
The plurality of blades 31 may be configured with four
blades. The four blades 31 may face each other in the
radial direction and arranged at intervals of 90 degrees
in the circumferential direction. A number of the blades
31 is related to a driving speed of the lawn mower robot
and a rotational speed (RPM) of the blades 31. For ex-
ample, when the number of the blades 31 is four, a rota-
tional speed of the blades 31 may be reduced while driv-
ing at a higher driving speed than in the case of three
blades with the same grass cutting quality.
[0046] Each of the plurality of blades 31 may be fas-
tened to the rotating plate 32 with a bolt 3221. Each of
the plurality of blades 31 is formed with a fastening hole
311 at one end portion thereof, and the bolt 3221 may
be coupled thereto through the fastening hole 311. Each

of the plurality of blades 31 may rotate about the bolt
3221 at the other end portion thereof.
[0047] Each of the plurality of blades 31 may be un-
folded in a radial direction by a centrifugal force when
the rotating plate 32 rotates, and the blade 31 may be
folded toward the center of the circle when the rotating
plate 32 stops.
[0048] As a result, the blade 31 may be configured to
be folded when it receives an impact from a stone or the
like stuck in the ground. The blade 31 must satisfy an
amount of impact (kinetic energy) according to safety
standards, for example, 2 J. When the blade 31 is not
folded even when the amount of impact is 2 J or more
according to the safety standards, either one of the blade
31 and the stone may be broken and broken pieces may
be thrown out of the outer cover 10 to cause injuries to
workers in the vicinity. Therefore, in order to solve the
above-described problem, the blade 31 may be prefera-
bly folded at an amount of impact less than that of the
safety standards.
[0049] FIG. 4 is a conceptual view illustrating the blade
31 of FIG. 2 and a cross-sectional shape thereof, and
FIG. 5 is a conceptual view illustrating a state in which
the blade 31 of FIG. 4 cuts grass, and FIG. 6 is a bottom
view illustrating the blade of FIG. 5 mounted on the ro-
tating plate 32.
[0050] The blade 31 is very important to improve the
quality of grass cutting. The blade 31 according to the
present disclosure may be formed in a rectangular plate
shape having a long length, a narrow width, and a uniform
thickness. The blade 31 according to the present disclo-
sure is made to have a constant width along a length
direction thereof. A width of the blade 31 may be constant
to have a uniform strength of the blade 31 along the length
direction, thereby improving durability.
[0051] A fastening hole 311 for fastening the bolt 3221
is formed at one end portion of the blade 31. One end
portion of the blade 31 may be formed in a circular shape.
The blade 31 cuts grass while rotating in a circumferential
direction of the rotating plate 32. At this time, the blade
31 is made to cut only in a single rotational direction.
[0052] It is preferable that cutting portions 312 are
formed on both side surfaces of the blade 31, respec-
tively, and the cross-sectional shape of the blade 31 is a
parallelogram. In addition, it is preferable that a bottom
surface of the cutting portion 312 is horizontal and an
inclined surface of the cutting portion 312 is disposed to
face upward.
[0053] If a horizontal surface of the cutting portion 312
faces upward and an inclined surface of the cutting por-
tion 312 faces downward, then an upper portion of the
grass is first cut while being in contact with an end of the
horizontal surface end of the cutting portion 312 and a
lower portion of the grass is cut, thereby causing a prob-
lem that the cut surface of the grass is not smooth.
[0054] The reason why the cutting portion 312 is pro-
vided on both side surfaces of the blade 31 is that cutting
can be carried out in the same direction even when the
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top and bottom surfaces of the blade 31 are reversed
from each other.
[0055] The blade 31 preferably satisfies the following
conditions in order to have a good grass cutting quality
while satisfying an amount of impact according to the
safety standards, 2 J or less.
[0056] A length (L) of the blade 31 is preferably within
a range of D/9 to D/6 compared to a rotation diameter
(D) of the blade 31. The rotation diameter (D) of the blade
31 refers to a diameter between outer ends of the two
blades 31 facing each other in a radial direction of the
rotating plate 32 when the blade 31 is unfolded as illus-
trated in FIG. 6. As the lawn mower robot drives, grass
within the rotation diameter of the blade 31 is cut by the
rotating blade 31.
[0057] A thickness of the blade 31 is preferably 0.75
to 1.25 mm.
[0058] A width of the blade 31 is preferably 7.5 to
12.5mm.
[0059] It is because there is a problem in which when
the length, thickness, and width of the blade 31 are ex-
cessively larger than the upper limit values, an impact
amount condition according to the safety standards is
not satisfied, and when they are too small, the cutting
quality of the grass is deteriorated. According to the thick-
ness and width of the blade 31 within the numerical range,
the blade 31 is not broken while satisfying the conditions
of the impact amount of the safety standards or less, the
reduction of the rotational speed of the blade 31 is small
and the rotation load is low.
[0060] The rotational speed of the blade 31 is prefer-
ably 2250 to 2750 rpm. It is because there is a problem
in which when the rotational speed of the blade 31 is
excessively high, an amount of impact (kinetic energy)
according to the safety standards is exceeded, and when
it is excessively slow, the cutting quality of the grass is
deteriorated.
[0061] The rotating plate 32 is a component in which
a plurality of blades 31 are mounted to rotate the blades
31. The rotating plate 32 is rotatably mounted on a bottom
surface of the inner body 20. A drive motor for rotating
the rotating plate 32 may be provided within the inner
body 20, and the drive motor 30 may be connected to a
center portion of the rotating plate 32 through the rotation
shaft 301 to rotate the rotating plate 32.
[0062] A receiving portion 23 for receiving the blade
drive motor 30 may be formed at a central portion of the
inner body 20. The receiving portion 23 is formed in a
cylindrical tube shape that is formed from the bottom to
the top of the inner body 20.
[0063] The rotating plate 32 is preferably disposed to
be inclined downward with respect to a horizontal plane
in the advancing direction of the inner body 20. The blade
31 mounted on the rotating plate 32 is also disposed in
parallel to the rotating plate 32 and inclined downward
with respect to the horizontal plane. According to this, a
front end portion of the blade 31 is positioned lower than
a rear end portion of the blade 31 (a portion where the

fastening hole 311 of the bolt 3221 is formed) to lower a
height of the grass cut by the blade 31 as it goes to the
front, thereby reducing a rotational load of the blade 31.
[0064] A protruding portion 321 is formed directly be-
low an edge bottom surface of the rotating plate 32, and
a chamfered portion 322 formed to have a smaller diam-
eter as it goes to downward from a lower end of the pro-
truding portion 321 is formed. The bolt 3221 is fastened
to the chamfered portion 322 and the protruding portion
321 through the fastening hole 311 of the blade 31 so
that a bolt head and the chamfered portion 322 are
spaced apart from each other by a predetermined dis-
tance. A diameter of the chamfered portion 322 and the
bolt head is larger than that of the stem portion of the bolt
3221 and the fastening hole 311 of the blade 31 so that
the upward and downward movement of the blade 31
along the stem portion of the bolt 3221 is limited. As a
result, the blade 31 is disposed to be spaced apart from
the rotating plate 32 in a downward direction by the pro-
truding portion 321 and the chamfered portion 322. The
other end portion of the blade 31 is rotatable about the
bolt 3221 and may be unfolded out of the rotating plate
32 or folded into the rotating plate 32. Here, the blade 31
may rotate while being spaced apart from the rotating
plate 32 in a downward direction by the protruding portion
321 and the chamfered portion 322, thereby avoiding in-
terference between the rotating plate 32 and the blade
31 even when the blade 31 is bent while the blade 31 is
unfolded or folded.
[0065] A distance between the blade 31 and the outer
cover 10 should be maintained at a predetermined dis-
tance, for example, 12 cm or more, according to the safe-
ty standards.
[0066] FIG. 7A is a perspective view illustrating a blade
protection cover in FIG. 6, and FIG. 7B is a side cross-
sectional view of FIG 7A, and FIG. 8 is a bottom view of
FIG. 7A.
[0067] The blade protection cover 33 is configured to
surround the blade 31. The protection cover of the blade
31 is disposed between the blade 31 and the outer cover
10 to minimize an obstacle such as a stone from being
directly thrown out of the outer cover 10 while colliding
with the blade 31.
[0068] The blade protection cover 33 is spaced apart
from the blade 31 at regular intervals.
[0069] The blade protection cover 33 may be config-
ured to include a blade protection cover body 331, a ta-
pered portion 333, and a plurality of protrusion portions
335.
[0070] The blade protection cover body 331 may be
formed in a circular plate shape to have a larger diameter
than the rotating plate 32. A through hole 332 may be
formed along an edge of the blade protection cover body
331 with a constant curvature. The blade protection cover
body 331 is disposed between the rotating plate 32 and
a bottom surface of the inner body 20. At this time, the
through holes 332 may be arranged to overlap with the
edge portions of the rotating plate 32 and the blades 31
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in a height direction. The through holes 332 may be ar-
ranged to overlap with the bottom surface of the inner
body 20 in a height direction. As a result, a fragment of
an obstacle (or foreign object) such as a stone caused
by the collision with the blade 31 may be reflected to the
ground after bumping against a bottom surface of the
inner body 20 through the through hole 332. If the frag-
ment is not discharged out of the blade protection cover
33 through the through hole 332, then the fragment may
be scattered within the blade protection cover 33 several
times and be thrown out of the outer cover 10.
[0071] The tapered portion 333 is formed to be inclined
downward along a circumferential direction at a edge por-
tion of the blade protection cover body 331 and disposed
to surround the blade 31. The fragment generated by the
collision with the blade 31 is reflected to the ground by
the tapered portion 333 without being immediately thrown
out of the outer cover 10. A lower end of the edge portion
may be formed to have a lower height than the blade 31
from the ground.
[0072] However, when the height of the tapered portion
333 is excessively low, the tapered portion 333 may fur-
ther block fragments such as stones or the like from being
thrown out to the outside, but the tapered portion 333
may be in contact with the grass or the like, thereby in-
creasing load during the movement of the robot. On the
contrary, when the height of the tapered portion 333 is
excessively high, load at the time of moving the lawn
mower robot may be reduced, but there is a problem that
the possibility in which fragments such as stones or the
like is thrown out increases. Therefore, it is required to
appropriately adjust the height of the blade protection
cover 33.
[0073] When the tapered portion 333 is formed in front
of the blade protection cover 33, grass having a long
length before the cutting operation of the lawn mower
robot may be caught by a front end of the blade protection
cover 33, thereby making it difficult to enter the blade 31.
Moreover, the grass forcibly entered into the blade pro-
tection cover 33 may laid down below the blade 31, there-
by making it difficult to cut the grass to a desired height.
[0074] Therefore, the tapered portions 333 are prefer-
ably formed at both sides and rear a rear side of the blade
protection cover 33.
[0075] In addition, a grass inlet 334 formed in front of
the blade protection cover 33 to have a height higher
than that of the blade 31 so as to ensure entry into the
blade 31 is provided to secure an entry path of the grass.
[0076] On the other hand, when the grass inlet 334 is
fully open, the entry of grass may be efficiently main-
tained, but it may be impossible to prevent fragments
from being thrown out in upward and lateral directions
due to a collision with the blade 31 within the grass inlet
334.
[0077] According to the present disclosure, a plurality
of protrusion portions 335 capable of preventing frag-
ments from being thrown out in upward and lateral direc-
tions due to a collision with the blade 31 in the grass inlet

334 as well as allowing the grass to efficiently enter the
blade 31 through the grass inlet 334 are provided on the
blade protection cover 33.
[0078] The plurality of protrusion portions 335 are dis-
posed to be spaced apart from each other in an arc shape
at a front side of the blade protection cover body 331.
Each of the plurality of protrusion portions 335 may be
formed in a rectangular cross-sectional shape having a
three-step bending structure.
[0079] Describing a rectangular cross-sectional shape
having a three-step bending structure in the protrusion
portions 335 in detail, each of the protrusion portions 335
may be formed to include a front surface 335a, a first
inclined surface 335b, and a second inclined surface
335b, from a front side of the blade protection cover 33.
The front surface 335a is formed in a vertical direction in
front of the blade protection cover body 331. The first
inclined surface 335b forms a lower portion of the pro-
trusion portion 335, and is formed to be inclined down-
ward from a lower end of the front surface 335a. The
second inclined surface 335c forms a rear surface of the
protrusion portion 335, and is formed to be inclined up-
ward from a lower end of the first inclined surface 335b
toward the rear side. The protrusion portion 335 is formed
to have a larger width from the front surface 335a toward
the second inclined surface 335c and a narrower area
from an upper portion of the protrusion portion 335 toward
the downward direction. The second inclined face 335c
may be larger in area than the front surface 335a to reflect
more fragments generated due to a collision with the
blade 31 to the ground. An area of the front surface 335a
may be smaller than that of the second inclined surface
335c of the protrusion portion 335 and the area may be-
come narrower toward the downward direction of the pro-
trusion portion 335, thereby securing a larger area of the
grass inlet 334.
[0080] Furthermore, the protrusion portion 335 has
side surface portions 335d which are laterally disposed
to face each other on both side surfaces thereof. The
side surface portion 335d is connected to the front sur-
face 335a, and the first and second inclined surfaces
335c of the protrusion portion 335 to prevent fragments
from being thrown out laterally due to a collision with the
blade 31.
[0081] The protrusion portion 335 includes a connect-
ing rib 336 extended forward from a front side of the blade
protection cover body 331 to connect the front surface
335a and the side surface 335d. The connecting rib 336
may prevent fragments from being thrown out in an up-
ward direction due to a collision with the blade 31.
[0082] A plurality of protrusion portions 335 are ar-
ranged such that intervals between the protrusion por-
tions 335 toward the both side end portions of the grass
inlet 334 become gradually narrower with respect to a
longitudinal center line of the protection cover. If the plu-
rality of protrusion portions 335 are arranged at regular
intervals on an arc, an anteroposterior distance between
the protrusion portions 335 may become larger toward
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the both side end portions of the grass inlet 334 than the
center portion thereof, thereby causing a problem that
fragments are thrown out through the anteroposterior dis-
tance between the protrusion portions 335. However, ac-
cording to the arrangement of the protrusion portions 335
of the present disclosure, the plurality of protrusion por-
tions 335 may be disposed laterally to overlap at the grass
inlet 334, thereby preventing fragments from being
thrown out in a lateral direction due to a collision with the
blade 31 rotating at the grass inlet 334.
[0083] The protrusion portion 335 located at the center
of the plurality of protrusion portions 335 may be formed
to have a smaller width than the other protrusion portions
335 to minimize collision with the grass.
[0084] The blade protection cover 33 is formed to be
inclined at an angle of, for example, three degrees with
respect to the horizontal plane so that the height of the
protrusion portions 335 can be arranged lower than the
rear surface of the tapered portion. At this time, the rear
surface of the tapered portion 333 may be extended in a
more elongated manner than the protrusion portion 335
in the downward direction from the blade protection cover
body 331 in order to prevent fragments from being thrown
out to the maximum extent.
[0085] A height adjusting unit may be provided on the
blade protection cover body 331, and configured to adjust
the height of the blade protection cover 33 together with
the blade 31 and the rotating plate 32 according to the
height of the grass cutting.
[0086] In order to minimize a resistance due to a col-
lision with the grass while driving the robot and prevent
fragments such as stones or the like caused by a collision
with the blades 31 from being thrown out of the outer
cover 10 to the utmost, the blade protection cover 33 may
be required to appropriately adjust the height of the blade
protection cover 33 and the blade 31 according to the
height of the grass cutting.
[0087] The rear surface of the tapered portion 333 may
be disposed lower than a rear lower end portion of the
outer cover 10 when the height of the blade protection
cover 33 is adjusted to the lowest level, thereby minimiz-
ing fragments generated due to a collision with the blade
31 from being thrown out of the rear side of the outer
cover 10.
[0088] Here, since the blade protection cover 33 may
have a structure of moving together with the blade 31,
when the height of the blade 31 is determined, the height
of the blade protection cover 33 may be determined at
the same time. However, it may be configured such that
the height of the blade protection cover 33 and the height
of the rotating plate 32 of the blade 31 are independently
adjusted.
[0089] FIG. 9 is a cross-sectional view illustrating a
coupling structure of a height adjusting unit 34 in FIG. 3,
and FIG. 10 is a conceptual view illustrating a state in
which the blade protection cover 33 is lowered by the
operation of the height adjusting unit 34 in FIG. 9.
[0090] The height adjusting unit includes a height ad-

justing lever 341, a rotating cylindrical portion 342, and
a lifting frame 343.
[0091] The height adjusting lever 341 is rotatably
mounted on an upper portion of the receiving portion 23
of the inner body 20. The height adjusting lever 341 may
include a lever body 341a formed in a circular shape and
a handle portion 341c protruding from an upper portion
of the lever body 341a.
[0092] A rotation guide protrusion portion 342c is
formed downward at an edge portion of the lever body
341a, and the rotation guide protrusion portion 342c is
mounted on the receiving portion 23 in such a manner
as to surround an upper end of the receiving portion 23.
The lever body 341a is restricted from being released
from the receiving portion 23 of the inner body 20 by the
rotation guide protrusion portion 342c when the lever
body 341a is rotated while being arranged to cover an
upper portion of the receiving portion 23.
[0093] A scale may be displayed on an upper surface
of the lever body 341a so that the user can recognize the
height of the blade 31, and a triangular-shaped indicator
341d may be displayed on an upper portion of the receiv-
ing portion 23. As a result, the user may recognize the
height of the blade 31 by reading the scale indicated by
the indicator 341d.
[0094] The handle portion 341c may protrude in a ra-
dial direction across an upper center of the lever body
341a, and the user may manually rotate the handle por-
tion 341c.
[0095] A plurality of rotating protrusion portions 341a
may protrude at a lower inner side of the lever body 341a
to be spaced apart in a circumferential direction to per-
form the role of transmitting a rotational force by manual
operation of the handle portion 341c to the rotating cy-
lindrical portion 342.
[0096] A plurality of coupling protrusions 342a are dis-
posed apart from each other in a circumferential direction
at an upper end portion of the rotating cylindrical portion
342. Each of the plurality of coupling protrusions 342a
may be engaged and coupled to the rotating protrusion
portion 341a of the lever body 341a so that the rotating
cylindrical portion 342 can receive a rotational force from
the height adjusting lever 341.
[0097] A lowering restriction protrusion 342b may pro-
trude in a circumferential direction on an outer surface
of an upper end portion of the rotating cylindrical portion
342 to have a larger diameter than the receiving portion
23, and the lowering restriction protrusion 342b may be
engaged with an upper end of the receiving portion 23,
thereby restricting the rotating cylindrical portion 342
from being lowered.
[0098] The rotation cylindrical portion 342 may be
formed in a cylindrical tube shape, and the rotation guide
protrusion 342c may be formed in a spiral direction along
an outer circumferential surface of the rotating cylindrical
portion 342, and the rotation guide protrusion 342c may
be tooth-coupled with a spiral protrusion 343c of the lifting
frame 343a to guide the vertical movement of the lifting
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frame 343.
[0099] The lifting frame 343 is formed in a cylindrical
shape and mounted to be movable in a vertical direction
within the receiving portion 23 of the inner body 20. A
plurality of rotation restricting protrusions 343a are
spaced apart in a circumferential direction on an outer
circumferential surface of the lifting frame 343, and each
of the plurality of rotation restricting protrusions 343a ex-
tends in a vertical direction.
[0100] A plurality of rotation preventing receiving
grooves 343b may be formed within the receiving portion
23, and the rotation restricting protrusions 343a may be
respectively received in the plurality of rotation prevent-
ing receiving grooves 343b, thereby moving upward and
downward while restricting the rotation of the lifting frame
343.
[0101] The spiral protrusion 343c may be formed along
a spiral direction at an upper end portion of an inner cir-
cumferential surface of the lifting frame 343 to guide the
rotation of the rotating cylindrical portion 342. A pair of
the spiral protrusions 343c may be disposed on an inner
circumferential surface of the lifting frame to be spaced
apart from each other in a radial direction.
[0102] A mounting portion 344 for mounting a driving
motor is provided within the lifting frame 343. The drive
motor is used as a power source for driving the blade 31.
The mounting portion 344 is formed to protrude from a
bottom surface of the lifting frame 343 to an inner space
thereof.
[0103] A cylindrical hollow hole is formed within the
mounting portion 344, and a partition wall 344a is formed
at an inner upper side of the mounting portion 344 to
cross the hollow hole in a radial direction. A motor re-
ceiving groove is formed at an upper portion of the mount-
ing portion 344 by the partition wall 344a, and the drive
motor is fixed in a state of being received in the motor
receiving groove of the mounting portion 344 to restrict
the downward and lateral movement of the driving motor.
A recess portion is formed at a lower portion of the mount-
ing portion 344 by the partition wall 344a. The rotation
shaft 301 of the drive motor 30 is disposed toward a cent-
er portion of the rotating plate 32 and protrudes into the
recess portion through an insertion hole formed on the
partition wall 344a. A plurality of reinforcing ribs 344b
may be arranged on an inner circumferential surface of
the recess portion to be spaced apart in a circumferential
direction, and each of the plurality of reinforcing ribs 344b
may connect an inner circumferential surface of the re-
cess portion 344a with the partition wall 344a, thereby
increasing strength for supporting the drive motor.
[0104] A coupler 302 may be coupled to an outside of
the rotation shaft 301 of the drive motor 30. The coupler
302 may surround the rotation shaft, and a circumferen-
tial surface thereof may be configured in an elliptically
curved shape to transmit a rotational force of the rotation
shaft 301 to the rotating plate 32.
[0105] A shaft coupling portion 323 is protruded from
an upper center portion of the rotating plate 32. A coupler

receiving groove may be formed in an elliptically curved
shape corresponding to an outer circumferential surface
of the coupler 302 within the shaft coupling portion 323
to couple the shaft coupling portion 323 to the coupler
302. The coupler 302 and the shaft coupling portion 323
may be received in the recess portion. A plurality of re-
inforcing ribs 324 may be arranged on an outer circum-
ferential surface of the shaft coupling portion 323 along
a circumferential direction, and each of the plurality of
reinforcing ribs 324 may connect an outer circumferential
surface of the shaft coupling portion 323 to a center por-
tion of the rotating plate 32, thereby increase a coupling
strength between the shaft coupling portion 323 and the
rotating plate 32. A bolt is fastened to the coupler 302
through a center portion of the rotating plate 32 to couple
the rotating plate 32 to the coupler 302. As a result, a
rotational force generated from the drive motor 30 may
be transmitted to the rotating plate 32 through the coupler
302 and the shaft coupling portion 323 from the rotation
shaft 301 to rotate the rotating plate 32.
[0106] The driving motor mounted on the mounting
portion 344 of the lifting frame 343 may move upward
and downward together with the lifting frame 343.
[0107] The mounting portion 344 is formed to be in-
clined at a predetermined angle, for example, 3 degrees,
in a forward direction of the inner body 20 with respect
to a vertical center line of the receiving portion 23, and
the rotation shaft of the drive motor 30 mounted on the
mounting portion 344 is disposed to be inclined at an
angle with respect to the vertical center line of the receiv-
ing portion 23.
[0108] A lower end portion of the lifting frame 343 is
vertically fastened to an upper center of the blade pro-
tection cover 33. At this time, the blade protection cover
33 is disposed to be inclined at a predetermined angle
toward the front with respect to the horizontal plane sim-
ilarly to the rotating plate 32 and the blade 31. Further-
more, a lower end portion of the lifting frame 343 may be
inclined to correspond to an inclination angle of the blade
protection cover 33.
[0109] A depression portion 24 may be formed in a
shape corresponding to a shape of the blade protection
cover 33 on a bottom surface of the inner body 20, and
an upper surface of the blade protection cover 33 may
be received in and abutted against the depression 24 of
the inner body 20 in a state where the height of the lifting
frame 343 is adjusted to the uppermost position (see FIG.
3).
[0110] The operation of the blade protection cover 33
and the like by a structure of the height adjusting unit 34
will be described.
[0111] The height adjusting unit 34 may be operated
by the user’s manual operation.
[0112] When the user holds the handle portion 341c
of the height adjusting lever 341 to rotate it in one direc-
tion, the lever body 341a rotates in a circumferential di-
rection at an upper end of the receiving portion 23. The
rotating protrusion portion 341a at a lower end of the
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lever body 341a and the coupling protrusion 342a at an
upper end of the rotating cylindrical portion 342 are en-
gaged and coupled to each other so that the lever body
341a and the rotating cylindrical portion 342 rotate to-
gether. The height adjusting lever 341 and the rotating
cylindrical portion 342 are restricted from being lowered
by the lowering restriction protrusion 342b of the rotating
cylindrical portion 342 and rotated in place.
[0113] Though the rotation of the lifting frame 343 is
restricted by the rotation restricting protrusion 343a
formed on an outer circumferential surface thereof, the
spiral protrusion 343c formed on an inner circumferential
surface of the lifting frame 343 is tooth-coupled with the
rotation guide protrusion 342c formed on an outer cir-
cumferential surface of the rotating cylindrical portion
342, and the lifting frame 343 is lowered as the spiral
protrusion 343c moves downward along the rotation
guide protrusion 342c.
[0114] When the handle portion 341c of the height ad-
justing lever 341 is rotated in an opposite direction, the
lifting frame 343 is raised by the same principle as the
lowering mechanism.
[0115] The blade protection cover 33, the rotating plate
32, the blade 31 and the like coupled to a lower portion
of the lifting frame 343 may be adjusted in height by lifting
and lowering together with the lifting frame 343.
[0116] FIG. 11 is an exploded view illustrating a low-
ering detection device of a caster 40 according to the
present disclosure, and FIG. 12 is a conceptual view il-
lustrating a state in which the rotation shaft 41 is raised
by the caster 40 of FIG. 11 contacting the ground, and
FIG. 13 is a conceptual view illustrating in which the ro-
tating shaft 41 is lowered in a state where the caster 40
of FIG. 11 is caught on a cliff or the like, and floating in
the air.
[0117] The lawn mower robot may be caught in a pud-
dle or a cliff during driving and may cause the caster 40,
which is a front wheel, not to touch the ground while float-
ing in the air. In this case, in order to prevent the occur-
rence of a safety accident, a sensor unit for sensing
whether the caster 40 does not touch the ground while
floating in the air is provided on a bottom surface of the
inner body 20. A control unit 80 receives a sensing signal
from the sensor unit and stops the operation of the lawn
mower robot while the caster 40 is floating in the air.
[0118] The caster 40 is formed into a cylindrical shape.
The caster 40 is pivotably provided at a front bottom sur-
face of the inner body 20 through rotation shaft 41. One
side of the rotation shaft 41 is coupled to a bottom surface
of the inner body 20, and the other side of the rotation
shaft 41 is coupled to a lateral center portion of the caster
40.
[0119] The rotation shaft 41 is formed into a circular
bar shape. A vertical portion 411 formed linearly at one
side of the rotation shaft 41 is disposed perpendicular to
the ground, and rotatably coupled to a bottom surface of
the inner body 20 through the shaft supporter 42. A sup-
porter receiving portion 43 for receiving the shaft sup-

porter 42 is formed on a bottom surface of the inner body
20.
[0120] A plurality of lifting guide protrusions 431 are
formed on the supporter receiving portion 43 to be spaced
apart in a circumferential direction, and a plurality of lifting
guide protrusions 431 guide the shaft supporter 42 so
that the shaft supporter 42 can move upward and down-
ward.
[0121] The shaft supporter 42 surrounds the vertical
portion 411 of the rotation shaft 41, and supports the
rotation shaft 41 so that the rotation shaft 41 is rotatable.
[0122] The shaft supporter 42 may be formed in a cy-
lindrical shape, and a plurality of rotation preventing pro-
trusions 421 may be formed on an outer circumferential
surface of the shaft supporter 42 to be circumferentially
spaced apart from each other, and the plurality of rotation
preventing protrusions 421 may be inserted between the
lifting guide protrusion 431 of the supporter receiving por-
tion 43 to move the shaft supporter 42 upward and down-
ward.
[0123] The shaft supporter 42 has an insertion hole
422a and a coupling hole 422b therein. The insertion hole
422a is formed on a bottom surface of the shaft supporter
42 to be perpendicular to an inside thereof to insert the
vertical portion 411 of the rotation shaft 41 through the
insertion hole 422a. The coupling hole 422b is formed
so that a diameter of the coupling hole 422b becomes
narrower from an upper end of the insertion hole 422a in
a straight upward direction. A coupling groove portion
411a is formed at an upper end of the vertical portion 411
of the rotation shaft 41 to have a small diameter. When
the vertical portion 411 of the rotation shaft 41 is inserted
through the insertion hole 422a at a lower portion of the
shaft supporter 42, only the coupling groove portion 411a
on the vertical portion 411 of the rotation shaft 41 is in-
serted into the coupling hole 422b, and part of the re-
maining vertical portion 411 excluding the coupling
groove portion 411a is received and coupled to the in-
sertion hole 422a.
[0124] Furthermore, at an upper end of the shaft sup-
porter 42, a support groove 422c is formed to be larger
in diameter than the insertion hole 422a and concave in
a downward direction.
[0125] A release preventing member 423 is mounted
on an upper end portion of the vertical portion 411 of the
rotation shaft 41. A coupling groove 411b is formed to
have a small diameter at an upper end of the coupling
groove portion 411a of the rotation shaft 41, and a hole
is formed at a center portion of the release preventing
member 423 to allow the coupling groove 411b of the
rotation axis 41 to pass therethrough, and the release
preventing member 423 is inserted into the coupling
groove 411b so that an upper end of the rotation shaft
41 is caught by the release preventing member 423,
thereby preventing the rotation shaft 41 from being re-
leased in a downward direction by gravity from the shaft
supporter 42.
[0126] A height restricting portion 432 is formed at an
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upper end portion of the supporter receiving portion 43.
The height restricting portion 432 is disposed at an upper
portion of the shaft supporter 42 to block the shaft sup-
porter 42 and the vertical portion 411 of the rotation shaft
41 from being raised. As a result, the maximum rising
height is restricted when the shaft supporter 42 and the
vertical portion 411 of the rotation shaft 41 are raised
within the supporter receiving portion 43.
[0127] A bracket 433 is mounted on at lower end por-
tion of the supporter receiving portion 43. A bracket cou-
pling groove may be formed in a shape corresponding
to the bracket 433 at a lower end of the supporter receiv-
ing portion 43. The bracket 433 is received and coupled
to the bracket coupling groove, and an edge portion of
the bracket 433 is fastened to the supporter receiving
portion 43 by a plurality of screws. A shaft support hole
through which the vertical portion 411 of the rotation shaft
41 passes is formed, and a shaft support portion 433a
that is bent downward from the shaft support hole of the
bracket 433 is provided at a center portion of the bracket
433 to surround the vertical portion 411 of the rotation
shaft 41 and rotatably support the vertical portion 411 of
the rotating shaft 41. The bracket 433 is configured to
limit a minimum height of the shaft supporter 42 when
the shaft supporter 42 is lowered.
[0128] A caster coupling portion 412 is formed in a "O"
shape on the other side of the rotation shaft 41. An end
portion of the caster coupling portion 412 is coupled to a
center portion of the caster 40 through a bearing so that
the caster 40 is rotatably supported by the rotation shaft
41. The end portion of the caster coupling portion 412 of
the rotation shaft 41 is formed eccentrically to one side
from the vertical portion 411 of the rotation shaft 41 so
that the caster 40 can pivot about the vertical portion 411
of the rotation shaft 41 along a trajectory having a pre-
determined curvature.
[0129] The lowering protrusion 424 may protrude from
an upper end portion of an outer circumferential surface
of the shaft supporter 42. The lowering protrusion 424
moves upward and downward together with the shaft
supporter 42.
[0130] A drop switch 44 is provided at one side of the
supporter receiving portion 43 to detect whether the shaft
supporter 42 is lowered. The drop switch 44 has a rec-
tangular shaped switch body 441, a switch operation le-
ver 442 coupled in an inclined manner to one side of the
switch body 441 with a hinge structure, and a contact
portion 443 protruding from the switch operation lever.
At this time, the switch operation lever 442 is elastically
supported by the switch body 441.
[0131] The drop switch 44 is vertically disposed at one
side of the supporter receiving portion 43, and the switch
operation lever 442 is disposed to face the lowering pro-
trusion 424, and the contact portion 443 is disposed in
contact with a lower portion of the lowering protrusion
424. The drop switch 44 generates an electrical signal
for turning off an internal contact of the switch operation
lever 442 when a pushing force is received from the low-

ering protrusion 424, and turning off the internal contact
when the pushing force is released.
[0132] The inner body 20 is lowered by its own weight
when the caster 40 is in contact with the ground, and the
shaft supporter 42 is brought into contact with the height
restricting portion 432 formed at an upper portion of the
supporter receiving portion 43, and the vertical portion
41 of the rotation shaft supports a load of the inner body
20 through the shaft supporter 42. The vertical portion
411 of the rotation shaft 41 rises together with the shaft
supporter 42 with respect to a receiving portion of the
inner body 20.
[0133] If a front portion of the inner body 20 falls into
a cliff or the like and the caster 40 is floating in the air,
then the caster 40 and the rotation shaft 41 are lowered
by gravity. The shaft supporter 42 coupled to the vertical
portion 411 of the rotation shaft 41 is lowered while the
lowering protrusion 424 is also lowered.
[0134] The lowering protrusion 424 is brought into con-
tact with the contact portion 443 to pressurize the contact
portion 443 toward the switch body 441 when moving
downward, and push the switch operation lever 442 to-
ward the switch body 441, and thus the internal contact
of the switch body 441 generates an ON signal. As a
result, the control unit 80 receives a sensing signal from
the drop switch 44 to sense whether the caster 40 falls
into a cliff or the like and is in a floating state, and stop
the driving of the wheel 50 and the operation of the blade
31.
[0135] FIG. 14 is a conceptual view illustrating a state
in which a wheel driving unit 51 as viewed from the bottom
of FIG. 1 is mounted between the wheel 50 and the inner
body 20, and FIG. 15 is an exploded view illustrating the
wheel driving unit 51 of FIG. 14, and FIG. 16 is an en-
larged exploded view illustrating a structure in which the
wheel driving unit 51 is fastened in FIG. 15.
[0136] The wheel driving unit 51 is mounted on both
sides of the inner body 20, respectively, to drive the wheel
50.
[0137] A wheel driving unit receiving hole 53 is formed
at the rear side on both side surfaces of the inner body 20.
[0138] The wheel driving unit 51 includes a drive motor
and a power transmission gear 522. The drive motor in-
cludes a stator and a rotor, and a device configured to
receive power from a battery to generate a rotational
force by an electromagnetic interaction between the sta-
tor and the rotor.
[0139] The power transmission gear 522 is mechani-
cally connected to the drive motor and configured to re-
ceive power from the drive motor and reduce a rotational
speed of the motor so as to transmit an increased torque
to the wheel 50. The power transmission gear 522 may
include a planetary gear set such as a sun gear, a plan-
etary gear, a ring gear, and a carrier.
[0140] The drive motor and the power transmission
gear 522 may be received in a single housing 52 and
modularized into one module. A plastic gear or a metal
gear may be selectively applied to the power transmis-
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sion gear 522. In order to accommodate both the drive
motor and the power transmission gear 522, a housing
52 may be formed in a cylindrical shape having a rela-
tively long length compared to the diameter.
[0141] The rotation shaft 523 may be formed to pro-
trude in an axial direction from one side of the housing
52. One side of the rotation shaft 523 is connected to the
power transmission gear 522, and the other side of the
rotation shaft 523 is connected to the wheel 50 to transmit
a rotational force transmitted from the power transmis-
sion gear 522 to the wheel 50. The power transmission
gear 522 receives a rotational force of the drive motor,
reduces a rotational speed by the gear ratio, increases
the torque, and transmits the increased torque to the
wheel 50 through the rotation shaft 523.
[0142] Part of the housing 52 may be received in the
inner body 20 through the wheel driving unit receiving
hole 53. One side of the inner body 20 may be formed
by bending a bending portion 531 protruding outward
from the wheel driving unit receiving hole 53 along a cir-
cumferential direction, thereby supporting part of the
housing 52 received through the wheel driving unit re-
ceiving hole 53.
[0143] A housing supporter 54 is provided to mount
the housing 52 on both sides of the inner body 20 while
part of the housing 52 is received in the inner body 20.
[0144] The housing supporter 54 includes a housing
coupling portion 541 and a flange portion 542.
[0145] The housing coupling portion 541 is formed in
a cylindrical shape to surround an outer circumferential
surface of the housing 52. A housing space capable of
receiving part of the housing 52 is formed within the hous-
ing coupling portion 541. In addition, one side of the hous-
ing coupling portion 541 may be open to insert part of
the housing 52 into the housing coupling portion 541
through the opening portion. A hole is formed at a center
portion of the other side of the housing coupling part 541
to allow the rotation shaft 523 to pass therethrough. One
end portion of the housing 52 is fastened to the other
side of the housing coupling portion 541 with a bolt while
being housed inside the housing engaging portion 541.
[0146] The flange portion 542 is formed in a rectangu-
lar plate shape, and disposed vertically at one end portion
of the housing coupling portion 541. Fastening holes for
fastening a bolt 55 are formed at the corner portions of
the flange portion 542, respectively.
[0147] A plurality of ribs 542a may be provided at one
side of the flange portion 542 to increase coupling
strength between the flange portion 542 and the housing
coupling portion 541. The plurality of ribs 542a may be
spaced apart from each other in a circumferential direc-
tion of the housing coupling portion 541. The plurality of
ribs 542a may be formed in a right triangular plate shape.
One side (a bottom side a rectangle) of each rib 542a is
coupled to one side surface of the flange portion 542,
and the other side (a height side of a rectangle) of each
rib 542a is coupled to an outer circumferential surface of
the housing coupling portion 541.

[0148] A spacer 542b may be formed on the other side
surface of the flange portion 542 along a circumferential
direction. The spacer 542b may reinforce the strength of
the flange portion 542 while maintaining an interval be-
tween the flange portions 542 to be constant from a side
surface of the inner body 20.
[0149] A fastening portion 532 for fastening a corner
portion of the flange portion 542 is formed to protrude
from a side surface of the inner body 20. The fastening
portion 532 may be formed in a cylindrical tube shape,
and a plurality of reinforcing ribs 532a may be formed on
an outer circumferential surface of the fastening portion
532. The plurality of reinforcing ribs 532a may be spaced
apart from each other by three at an interval of 90 degrees
along a circumferential direction at an upper portion of
each fastening portion 532. A fastening hole for fastening
a bolt 55 is formed within the fastening portion 532.
[0150] Each of a plurality of bolts 55 may be fastened
to the fastening portion 532 formed on the side surface
of the inner body 20 through the fastening hole formed
at an edge of the flange portion 542, thereby obtaining a
secure fastening between the flange portion 542 and the
inner body 20.
[0151] A plurality of guide portions 543 may protrude
from the other side surface of the flange portion 542 to-
ward a side surface of the inner body 20. The plurality of
guide portions 543 may be formed in a semicircular
curved shape to surround a lower outer circumferential
surface of the fastening portion 532. As a result, it may
be possible to increase the fastening strength of the fas-
tening portion 532.
[0152] According to the configuration of the wheel driv-
ing unit 51, the drive motor and the power transmission
gear 522 are received in one housing 52 and modularized
into one module, and the wheel driving unit 51 in which
the drive motor and the power transmission gear 522 are
modularized is fastened to the inner body 20 through the
housing supporter 54, thereby having an advantage that
it is convenient to replace different types of gears even
when a plastic gear or metal gear is selectively applied
thereto.
[0153] FIG. 17 is a plan view illustrating an appearance
of a lawn mower robot according to the present disclo-
sure, and FIG. 18 is a side view of FIG. 17, and FIG. 19
is a perspective view illustrating a state in which a first
and a second cover 14 are open in FIG. 17.
[0154] The outer cover 10 of the lawn mower robot
according to the present disclosure is formed in a round-
ed or inclined manner so that there is no recessed shape
not to allow water (rain) or dust to be piled up or accu-
mulated on an upper portion thereof. The first cover 11
is rotatably mounted on an upper portion of the outer
cover 10, and a front end portion of the first cover 11 is
hinge-coupled so that a rear end portion of the first cover
11 is rotatable up and down. A cover coupling portion 12
to which the first cover 11 is coupled is provided on the
outer cover 10, and the cover coupling portion 12 is
formed concave downward along an edge portion of the
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first cover 11, and thus the cover coupling portion 12 may
be configured to partition outer and the inner side space
of the outer cover 10 from an upper portion of the outer
cover 10. The cover coupling portion 12 is formed in a
shape corresponding to the first cover 11, and disposed
to cover part of an upper portion of the inner body 20.
[0155] A first opening portion 12a communicating with
the height adjusting lever 341 is provided on the cover
coupling portion 12 to operate the height adjusting lever
341. The first cover 11 is configured to open and close
an upper portion of the cover coupling portion 12 and the
first opening 12a. When the first cover 11 is open, the
user may rotate the height adjusting lever 341 to adjust
the height of the blade 31 or the like. The indicator 341d
is formed adjacent to an upper end of the receiving por-
tion of the inner body 20 in the vicinity of the height ad-
justing lever 341, and part of a scale shown on the height
adjusting lever 341 corresponds to a triangle vertex of
the indicator 341d, and thus a numerical value of the
corresponding scale becomes the height of the blade 31.
[0156] A circular pressing portion 111 is formed con-
cave on an upper surface of a rear end portion of the first
cover 11 at an upper portion of the outer cover 10 to allow
the user to press the pressing portion 111. A locking pro-
trusion 112 is formed on a lower surface of the pressing
portion 111, and a locking groove is formed on the cover
coupling portion 12 at a position corresponding to the
locking protrusion 112, and thus when the pressing por-
tion 111 is pressed once, the locking protrusion 112 may
be released to open the first cover 11. When the first
cover 11 is closed, it may be locked by coupling of the
locking protrusion 112 to the locking groove. A spring
623 is provided between the first cover 11 and the cover
coupling portion 12 so that the first cover 11 can be open
by an elastic force of the spring 623. A damper may be
provided between the first cover 11 and the cover cou-
pling portion 12 to smoothly open the first cover 11 at a
constant speed by the damper.
[0157] An emergency stop switch 13 may be installed
at a rear side of the first cover 11 to allow a pressing
operation in an upward and downward direction. When
the emergency stop switch 13 is pressed by the user in
an emergency, an ON signal is generated to stop the
operation of the wheel 50 and the blade 31.
[0158] A display 21 and a keypad 211 are provided at
a rear upper portion of the inner body 20. The display 21
may be implemented as an LCD. the keypad 211 may
be provided with digits 0 to 9, BACK and ENTER, and
the like. A main PCB 22 may be mounted under the dis-
play 21 and the keypad 211.
[0159] A second opening portion 14a is formed at a
rear side of the outer cover 10. The second opening por-
tion 14a is configured to communicate with the display
21 and the keypad 211. The first cover 14 is rotatably
mounted at a rear side of the outer cover 13, and both
front side end portions of the first cover 14 is hinge-cou-
pled to rotate a rear end portion of the second cover 14.
The second cover 14 is configured to open and close the

second opening portion 14a. The second cover 14 is also
formed with a pressing portion 111 similar to the first cov-
er 11, and provided with a locking protrusion 112, a spring
623, a damper and the like for opening and closing the
second cover 14.
[0160] A plurality of charging terminals 15 are provided
at an upper side of a right fender portion 10b of the outer
cover 10.
[0161] FIG. 20 is a conceptual view illustrating an IR
receiving window 16a installed at a front side of the outer
cover 10 in FIG. 17, and FIG. 21 is a conceptual view
illustrating an IR receiving window 16b installed at a rear
side of the outer cover 10 in FIG. 17, and FIG. 22A is a
conceptual view illustrating a state in which infrared rays
emitted from an IR transmitting window 93 of a charging
stand 90 are received by the IR receiving window 16a of
FIG. 20, and FIG. 22B is a conceptual view illustrating a
state in which infrared rays emitted from the IR transmit-
ting window 93 of the charging stand 90 are received by
the IR receiving window 16b of FIG. 21.
[0162] Charging terminals 91 are provided at an upper
portion of the charging stand 90 to charge a battery of
the lawn mower robot through the charging terminals 91
when the lawn mower robot enters the charging stand 90.
[0163] The charging terminals 15 of the outer cover 10
may be formed to protrude beyond the outer cover 10 by
a predetermined height or more to avoid interference with
the charging stand 90. The charging terminals 91 of the
charging stand 90 are elastically supported by a spring
623 so as to be vertically movable so that the outer cover
10 can be easily brought into contact with the charging
terminals 15 while avoiding interference with the outer
cover 10.
[0164] A distance between an end of the right wheel
50 of the outer cover 10 and a right end of the charging
stand 90 may be spaced within a predetermined range
when the lawn mower robot enters the charging stand
90. The spring 623 type charging terminals 91 of the
charging stand 90 are formed in an elongated manner in
a front-rear direction while maintaining a constant width
at an upper portion of the charging stand 90 so that the
charging terminals 15 of the outer cover 10 are brought
into contact with the charging terminals 91 of the charging
stand 90 even when a distance between the outer cover
10 and the charging stand 90 is changed.
[0165] A docking wire 92 is connected to front and rear
ends of the charging stand 90, and the docking wire 92
is a device for guiding the lawn mower robot to enter the
charging stand 90 with a predetermined distance. The
lawn mower robot may be provided with a coil sensor at
a front side of the inner body 20 to sense the docking
wire 92. The coil sensor senses the position of the dock-
ing wire 92 to allow the lawnmower robot to enter the
charging stand 90 with a predetermined distance.
[0166] Infrared rays may be irradiated from the charg-
ing stand 90 toward the lawn mower robot to make an
efficient contact between the charging terminals 15 of
the lawn mower robot and the charging terminals 91 of
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the charging stand 90.
[0167] An IR transmitting window 93 and an IR trans-
mitting sensor for irradiating infrared rays may be in-
stalled at one side of the charging stand 90 to detect the
position of the lawn mower robot. The IR transmitting
window 93 of the charging stand 90 is made of a light
transmitting material, and infrared rays be irradiated to
the lawn mower robot through the IR transmitting window
93 when the IR transmitting sensor generates infrared
rays. The irradiation direction (irradiation angle) of the IR
transmitting sensor may be irradiated to the robot with
respect to the docking wire 92 at a predetermined incli-
nation angle, for example, 30 degrees (see FIGS. 22A
and 22B).
[0168] The IR receiving window 16a is formed on a
front surface of the outer cover 10 to transmit infrared
rays irradiated from the IR transmitting window 93. The
IR receiving window 16a is formed in an elongated man-
ner in the right direction from a longitudinal center line of
the outer cover 10, and located close to the charging
stand 90. The IR receiving sensor 17a may be disposed
at a rear side of the IR receiving window 16a to sense
infrared rays transmitted through the IR receiving window
16a so as to sense the position of the charging stand 90.
The IR receiving sensor 17a may sense the position of
the charging stand 90 through infrared rays so that the
charging terminal 15 of the outer cover 10 can be brought
into contact with the charging terminals 91 of the charging
stand 90.
[0169] The IR receiving window 16b is formed at a rear
center portion of the outer cover 10 to transmit infrared
rays irradiated from the IR transmitting window 93. The
IR receiving sensor 17b is disposed at a front side of the
IR receiving window 16b to sense infrared rays transmit-
ted through the IR receiving window 16b so as to sense
that the lawn mower robot has passed the charging stand
90.
[0170] FIG. 23 is a conceptual view illustrating an ul-
trasonic sensor 18 installed at a front side of the outer
cover 10.
[0171] The lawn mower robot has a plurality of ultra-
sonic sensors 18 capable of sensing an obstacle in the
front in order to avoid collision with the obstacle. The
plurality of ultrasonic sensors 18 are installed on a front
surface of the outer cover 10 to transmit ultrasonic waves
toward the front of the outer cover 10 and receive ultra-
sonic waves reflected from an obstacle to sense the ob-
stacle. The control unit 80 receives a sensing signal from
the ultrasonic sensor 18 to sense an obstacle in the front,
and controls the drive motor 521 of the wheel 50 to reduce
the driving speed of the lawn mower to avoid collision
with the obstacle.
[0172] However, ultrasonic waves may be reflected by
grass as well as the obstacle located in front of the outer
cover 10 when driving the lawnmower robot, and thus
the ultrasonic sensor 18 may recognize the grass to be
cut as an obstacle. As a result, it causes a problem that
the grass cutting robot stops in front of the grass to be

cut according to the sensing signal of the ultrasonic sen-
sor 18 not to cut the grass.
[0173] Therefore, in order to solve this problem, it is
necessary to limit a downward irradiation angle of ultra-
sonic waves not to irradiate ultrasonic waves to the grass
at a predetermined height or less from the ground.
[0174] To this end, an ultrasonic guide unit 181 is pro-
vided in front of the outer cover 10. The ultrasonic guide
part 181 is formed to be recessed backward while main-
taining a constant height from a front end portion of the
outer cover 10.
[0175] The ultrasonic guide unit 181 includes a hori-
zontal surface 181a horizontally formed at a preset height
from an upper end of a front end portion of the outer cover
10. The horizontal plane 181a may be located at a height
corresponding to the installation position of the ultrasonic
sensor 18. As a result, ultrasonic waves propagate over
the horizontal plane 181a without propagating below the
horizontal surface 181a to limit a downward propagation
angle of the ultrasonic waves.
[0176] There should be no structure above the hori-
zontal surface 181a. It is because when there is a struc-
ture above the horizontal surface 181a, ultrasonic waves
may be reflected by the structure and propagate below
the horizontal plane 181a.
[0177] The ultrasonic guide unit 181 has a mounting
surface 181b. The mounting surface 181b may be formed
to intersect in an upward direction from a rear end of the
horizontal surface 181a. A plurality of ultrasonic sensors
18 may be embedded in the mounting surface 181b. The
ultrasonic waves may propagate forward and upward by
the mounting surface 181b and the horizontal surface
181a. The plurality of ultrasonic sensors 18 may be dis-
posed to be spaced apart from each other along the
mounting surface 181b.
[0178] The ultrasonic guide unit 181 has side surface
portions 181c formed to be inclined at both side ends of
the mounting surface 181b. The side surface portions
181c are formed so as to be inclined to increase a dis-
tance between the side surface portions 181c as they go
toward the front side on the mounting surface 181b. The
side surface portions 181c are configured to limit a lateral
propagation angle of ultrasonic waves generated from
the ultrasonic sensor 18. As a result, it may be possible
to prevent ultrasonic waves from being spread unneces-
sarily wide.
[0179] A battery may be mounted inside the inner body
20. An electrical component mounted on the outer cover
10, such as an ultrasonic sensor 18, is electrically con-
nected to the battery to receive power from the battery.
[0180] To this end, a withdrawal hole 191 for drawing
a wire from the front to the outside of the inner body 20
may be formed at a front side of the inner body 20. A
rubber stopper 19 for fixing the wire drawn out through
the withdrawal hole 191 may be provided in the withdraw-
al hole 191. A wire protection cover 192 protruding for-
ward and upward from a front surface of the inner body
20 may be provided. A front surface of the lower portion
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of the wire protection cover 192 may clogged and opened
upward. The wire drawn out through the withdrawal hole
191 may connect the battery to the ultrasonic sensor 18
or the like.
[0181] FIG. 24 is an exploded view illustrating a cou-
pling relation among a joystick bumper 60, a support por-
tion, and an outer cover 10 according to the present dis-
closure, and FIG. 25 is a conceptual view illustrating a
state in which a sensor of the joystick bumper 60 senses
a collision when the outer cover 10 of FIG. 24 collides
with an obstacle, and FIG. 26 is a cross-sectional view
illustrating in detail a shape of the support portion in FIG.
24.
[0182] Since the configuration of the joystick bumper
60 according to the present disclosure is also illustrated
in FIG. 23, FIG. 23 will be also referred to together.
[0183] The joystick bumper 60 is a device that detects
when the outer cover 10 moves in all directions due to
collision with an obstacle, and restores the outer cover
10 to its original position when the obstacle is released
from an impact of the obstacle.
[0184] An upper end portion of the joystick bumper 60
may be connected to the outer cover 10, and thus the
upper end portion of the joystick bumper 60 may also
move in all directions when the outer cover 10 moves in
all directions. A joystick bumper fastening portion 61 may
protrude from a lower surface of the outer cover 10 to
face the joystick bumper 60. The joystick bumper fasten-
ing portion 61 may be provided at a front side of the cover
coupling portion 12 of the outer cover 10.
[0185] A fastening hole is formed through an inside of
the joystick bumper fastening portion 61 and a fastening
member 611 such as a bolt 55 may be inserted through
the fastening hole. A hole cover 612 is detachably mount-
ed on an upper portion of the joystick bumper fastening
portion 61 to open and close the fastening hole. The fas-
tening member 611 is inserted through the fastening hole
and fastened to an upper end portion of the joystick
bumper 60 to couple the outer cover 10 to an upper end
portion of the joystick bump.
[0186] The joystick bumper 60 may be vertically
mounted on a front upper portion of the inner body 20.
An upper portion of the joystick bumper 60 may be ex-
posed to an upper portion of the inner body 20, and a
lower portion of the joystick bumper 60 may be mounted
inside the inner body 20.
[0187] The joystick bumper 60 includes a bumper body
62 formed in a rod shape. The bumper body 62 may
include a first bumper portion 621 and a second bumper
portion 627. The second bumper portion 627 may be cou-
pled to an upper portion of the first bumper portion 621
through a coupling member 628. A first coupling groove
may be formed on an upper portion of the first bumper
portion 621, and a second coupling groove may be
formed on a lower portion of the second bumper portion
627. An upper portion of the coupling member 628 is
fitted and coupled to the second coupling groove, and a
lower portion of the coupling member 628 is fitted and

coupled to the first coupling groove to couple the first
bumper portion 621 to the second bumper portion 627.
The second bumper portion 627 may be coupled to the
joystick bumper coupling portion 61 of the outer cover 10
by the coupling member 611.
[0188] The inner body 20 may be separated into an
inner body main body 201 and an inner body cover 202.
The inner body cover 201 is disposed to cover an upper
portion of the main body of the inner body 20, and the
inner body main body 201 and the inner body cover are
coupled to each other at edges thereof. The joystick
bumper 60 may be mounted on the inner body cover 202.
[0189] The joystick bumper 60 has an elastic member
629. The elastic member 629 may be formed in a conical
shape to surround an upper portion of the first bumper
portion 621 and a lower portion of the second bumper
portion 627. The elastic member 629 may have a bellows
shape in which the area becomes narrower toward the
upward direction. A wrinkled portion of the elastic mem-
ber 629 is formed on an inclined surface having a conical
shape. An upper end portion of the elastic member 629
is coupled to the second bumper portion 627 and a lower
end portion of the elastic member 629 is coupled to an
upper portion of the inner body cover 202 so that the
joystick bumper 60 can be elastically supported to move
in all directions (forward, backward, leftward and right-
ward directions). The elastic member 629 may be made
of a rubber material to alleviate an impact of the joystick
bumper 60 transmitted from the outer cover 10 upon col-
lision between the outer cover 10 and the obstacle.
[0190] A joystick bumper frame 63 is provided within
the inner body 201. A joystick bumper mounting portion
631 is coupled to an upper portion of the joystick bumper
frame 63. The joystick bumper 60 has a joint protrusion
portion 622 formed along a circumferential direction on
an outer circumferential surface of the first bumper. The
joystick bumper mounting portion 631 may be provided
with a protrusion receiving groove 632 therein to sur-
round the joint protrusion portion 622, and the joint pro-
trusion portion 622 may be received and coupled to the
protrusion receiving groove 632 to rotate an upper end
portion and a lower end portion of the joystick bumper
60, respectively, around the joint protrusion portion 622
in the joystick bumper mounting portion 631.
[0191] The joystick bumper 60 includes a spring 623.
The spring 623 may be mounted under the joint protru-
sion portion 622. An upper end portion of the spring 623
is coupled to the protrusion receiving groove 632, and a
lower portion of the spring 623 is mounted on the first
bumper portion 621 to extend in a downward direction
along the first bumper portion 621 from the protrusion
receiving groove 632. A spring seat 624 may be provided
at a lower portion of the first bumper portion 621. The
spring seat 624 may be configured to surround part of
the first bumper portion 621 in a ring shape, and a lower
end portion of the spring 623 may be coupled to the spring
seat 624.
[0192] An upper end portion of the spring 623 may be
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fixed to the inner body 20, and a lower end portion of the
spring 623 is coupled to a lower portion of the joystick
bumper 60 to restore the joystick bumper 60 to an original
position by an elastic force of the spring 623. For exam-
ple, when an impact due to an obstacle is released from
the outer cover 10 due to the backward movement of the
lawn mower robot in a state where the outer cover 10
moves backward with respect to the inner body 20 due
to a collision with the obstacle, the joystick bumper 60
may be returned to its original position by an elastic force
of the spring 623.
[0193] The joystick bumper 60 includes a sensing unit
625. The sensing unit 625 may be provided below the
joystick bumper 60. The sensing unit 625 may be a mag-
net. The sensing unit 625 may be mounted on at a lower
end portion of the first bumper.
[0194] A hole sensor is provided on an inner bottom
surface of the inner body 20. The hall sensor is disposed
to face the sensing portion 625. The hall sensor may be
installed on a bottom surface of the joystick bumper frame
63 inside the inner body 20. The hall sensor may sense
whether or not the outer cover 10 collides with an obstacle
by interaction with the sensing unit 625. For example,
when the outer cover 10 moves backward with respect
to the inner body 20 due to a collision with an obstacle,
an upper end portion of the joystick bumper 60 connected
to the outer cover 10 rotates backward, and a lower end
portion of the joystick bumper 60 rotates forward. As the
lower end portion of the joystick bumper 60 rotates, the
sensing unit 625 is separated from the hall sensor, and
the hall sensor may sense that the outer cover 10 has
collided with an obstacle. The control unit 80 may sense
a collision between the outer cover 10 and the obstacle
through the hall sensor, and control the drive motor 521
of the wheel 50 to move the lawn mower robot back from
the obstacle. As a result, the lawn mower robot may move
around the obstacle.
[0195] FIG. 26 is a cross-sectional view illustrating a
coupling relationship of the support portion in FIG. 24.
[0196] FIG. 24 illustrates a state in which the outer cov-
er 10 and the support portion 70 of the present disclosure
are connected.
[0197] The outer cover 10 may be mounted on an up-
per portion of the inner body 20 to be movable in the up-
down direction and in all directions (forward, backward,
leftward and rightward directions) The outer cover 10
may be supported by a support portion 70 provided at
both the front and rear sides of the inner body 20.
[0198] A plurality of support portions 70 are coupled to
a lower surface of the outer cover 10. A coupling plate
73 for coupling with the support portion 70 is provided at
both the front and rear sides of a lower surface of the
outer cover 10, respectively. The coupling plate 73 may
be fixed to the outer cover 10 by a fixing bracket 731.
The coupling portion may extend in a horizontal direction
from the fixing bracket 731 and be disposed on the same
plane as the fixing bracket 731. The fixing bracket 731
may be fixed to the outer cover 10 by welding or by a

fastening means such as a bolt 55 or the like to fix the
coupling plate 73. The coupling plate 73 may be coupled
to the support portion 70 by the bolt 55.
[0199] Each of the plurality of support portions 70 is
formed in a rod shape, and disposed perpendicular to
the inner body 20. The inner body 20 has a support por-
tion receiving portion 74 for receiving the support portion
70.
[0200] The support portion 70 includes a support body
71 coupled to the outer cover 10. The support portion
body 71 may be formed of an elastic material such as
rubber or the like to mitigate an impact transmitted from
the outer cover 10. The support portion body 71 may
include a first bumper portion 711 and a second bumper
portion 712. A first coupling groove is formed at an upper
portion of the first supporting portion 711 and a second
coupling groove is formed at a lower portion of the second
supporting portion 712, and an upper portion of the cou-
pling member 713 may inserted into the first coupling
groove, and a lower portion of the coupling member 713
may be inserted and coupled to the second coupling
groove. The second supporting portion 712 is coupled to
an upper portion of the first supporting portion 711 by the
coupling member 713.
[0201] A wrinkled portion 72 may be provided on an
outer circumferential surface of the support portion body
71. An inner side of the wrinkled portion 72 surrounds an
outer circumferential surface of the support portion body
71 and is coupled to the support portion body 71, and an
outer side thereof is coupled to the support portion re-
ceiving portion 74 of the inner body. The wrinkled portion
72 is extended from an outer circumferential surface of
the support body 71 along a radial direction. The wrinkled
portion 72 may include a plurality of bent portions 721
formed along a circumferential direction in a cross-sec-
tional shape of "∩" and a connecting portion 722 con-
necting the plurality of bent portions 721. The plurality of
bent portions 721 may be radially spaced apart and ar-
ranged in an overlapping manner. Due to the structure
of the wrinkled portion 72, the support portion body 71 is
supported to be movable in a vertical direction and in all
directions (forward, backward, leftward and rightward di-
rections) to support the outer cover 10 at four points. An
inner end portion of the wrinkled portion 72 may be fas-
tened to the first support portion 711 by the coupling
member 713. At this time, the coupling member 713 may
be a bolt.
[0202] The first support portion 711 has a protrusion
portion 711a at one lateral side thereof to sense whether
or not the outer cover 10 is raised. When the outer cover
10 is lifted in the air, the support portion body 71 coupled
to the outer cover 10 may move in an upward direction.
[0203] A rising restriction protrusion 711b is provided
at the other side of the first support portion 711. The rising
restricting protrusion portion 711b is received in the sup-
port portion receiving portion 74 to restrict the support
portion from rising beyond a predetermined height.
[0204] A plurality of reinforcing protrusions 712a may
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be formed on an outer circumferential surface of the sec-
ond support portion 712 along a circumferential direction
to reinforce the strength of the second support portion
712.
[0205] A concave portion is formed in a concave man-
ner on an outer circumferential surface of the second
support portion 712 along a circumferential direction with
a gentle curvature so that the second support portion 712
can be bent in all directions. The reinforcing protrusions
712a may be disposed at a central portion of the concave
portion 712b in a vertical direction. The concave portion
712b may be formed to have a smaller cross-sectional
area from the upper and lower ends toward the reinforc-
ing protrusion 712a.
[0206] A cover lifting detection sensor 75 is provided
within the support portion receiving portion 74. The cover
lifting detection sensor 75 includes a switch body 751
and a switch operation lever 752.
[0207] The switch body 751 is formed in a rectangular
parallelepiped shape having a flat shape, and a contact
is provided inside the switch body 751. One side of the
switch operation lever 752 is fixed to one side corner
portion of the switch body 751 so that one side thereof
can be interlocked with a contact inside the switch body
751, and the other side thereof is separated from the
switch body 751 and inclined in a direction facing the
protrusion portion 711a of the first support portion 711.
A contact portion 753 is formed to protrude from an end
of the switch operation lever 752. The contact portion
753 is disposed on an up-and-down movement line of
the protruding portion 711a.
[0208] The protrusion portion 711a of the first support
portion 711 moves in an upward direction when the sup-
port portion body 71 is raised by lifting the outer cover
10. At this time, the switch operation lever 752 may be
pressurized toward the switch body 751 and an internal
contact of the switch body 751 may be turned on while
the contact portion 753 is brought into contact with the
protrusion portion 711a, and thus the cover lifting detec-
tion sensor 75 may be able to sense that the outer cover
10 is in the lifted state. When the outer cover 10 is lowered
to its original position, the protrusion portion 711a of the
first support portion 711 is lowered. At this time, the switch
operation lever 752 moves to its original position, and
the internal contact of the switch body 751 is turned off
while the contact portion 753 is separated from the pro-
trusion portion 711a, thereby sensing that the cover is in
an unlifted state. When the outer cover 10 senses that
the outer cover 10 is in a lifted state, the control unit 80
controls the drive motor 521 of the wheel 50 and the drive
motor 30 of the blade 31 to stop the driving of the wheel
50 and the blade 31.
[0209] In addition, a tilt detection sensor 76 may be
provided in consideration of an emergency situation. The
tilt detection sensor 76 may be mounted on the inner
body 20 to sense an inclination of the inner body 20. The
control unit 80 may stop the operation of the lawn mower
robot when it receives a sensing signal from the tilt de-

tection sensor 76 and the tilt angle exceeds a predeter-
mined tilt angle. For example, the lawn mower robot may
be turned over when the uphill slope gradient is steep,
and thus the control unit 80 may sense it in advance to
stop the operation of the wheel 50 and the blade 31.
[0210] FIG. 27 is a block diagram illustrating a control
flow of a lawn mower robot according to the present dis-
closure.
[0211] The control unit (controller) 80 of the present
disclosure controls the overall operation of the lawn mow-
er robot. In particular, in consideration of safety, the con-
trol unit 80 may receive a detection signal from the de-
tection unit to control the operation unit, that is, the drive
motor for the wheel 50 and the drive motor 30 for the
blade 31.
[0212] The detection unit includes an ultrasonic sensor
18 and an IR receiving sensor mounted on the outer cover
10, and a drop switch 44, a cover lifting detection sensor
75, a tilt detection sensor 76, and a hall sensor mounted
on the inner body 20.
[0213] The ultrasonic sensor 18 is mounted in front of
the outer cover 10 to sense an obstacle above a prede-
termined height.
[0214] The IR receiving sensors are respectively posi-
tioned on the front and rear surfaces of the outer cover
10 to sense the position of the charging stand 90.
[0215] The drop switch 44 senses whether the caster
40 is floating in the air and lowered with respect to the
inner body 20.
[0216] The cover lifting detection sensor 75 senses
whether the outer cover 10 is lifted or not.
[0217] The tilt detection sensor 76 senses an inclina-
tion of the inner body 20.
[0218] The hall sensor 626 senses whether or not the
outer cover 10 and the obstacle collide with each other
by interaction with a magnet.
[0219] The foregoing description has merely described
the technical concept of the present disclosure in an ex-
emplary manner, and it will be apparent to those skilled
in this art that various changes, modifications and sub-
stitutions may be made thereto without departing from
the gist of the present disclosure.
[0220] Furthermore, it should be noted that the embod-
iments and accompanying drawings disclosed in the
present disclosure are only illustrative and not limitative
to the technical concept of the present disclosure, and
the scope of the technical concept of the present disclo-
sure is not limited by those embodiments.
[0221] The scope protected by the present disclosure
should be construed by the accompanying claims, and
all the technical concept within the equivalent scope of
the invention should be construed to be included in the
scope of the right of the present disclosure.

Claims

1. A lawn mower robot, comprising:
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an inner body (20);
an outer cover (10) configured to surround an
outer side of the inner body (20);
a plurality of blades (31) rotatably provided on
a bottom surface of the inner body (20) to cut
grass;
casters (40) pivotably installed at both front
sides of the inner body (20), respectively, to be
pivotable about a rotation shaft (301);
wheels (50) rotatably mounted at both rear sides
of the inner body (20), respectively;
a driving unit (51) configured to drive the wheels
(50); and
a sensor unit configured to sense whether or not
the caster (40) is lifted from the ground.

2. The lawn mower robot of claim 1, wherein the sensor
unit comprises a drop switch (44) configured to
sense the lowering of the caster (40) when the caster
(40) is lowered in a state of being floated in the air.

3. The lawn mower robot of any of claims 1 or 2, wherein
the sensor unit comprises:

a shaft supporter (42) received in a lower portion
of the inner body (20) to be movable up and
down, the shaft supporter (42) surrounding the
rotation shaft (301) of the caster (40) and sup-
porting the rotation shaft (301) to be rotatable in
place; and
a lowering protrusion (424) formed on an outer
circumferential surface of the shaft supporter
(42),
wherein the drop switch (44) is brought into con-
tact with the lowering protrusion (424) and
turned on when the lowering protrusion (424) is
lowered.

4. The lawn mower robot of claim 3, wherein a support-
er receiving portion (43) for receiving the shaft sup-
porter (42) is formed on a bottom surface of the inner
body (20), and the supporter receiving portion (43)
comprises a height restricting portion (432) provided
at an upper portion of the shaft supporter (42) to re-
strict the upward movement of the shaft supporter
(42) to a predetermined height or less, and
the supporter receiving portion (43) further compris-
es a bracket (433) coupled to a lower end of the
supporter receiving portion (43) to restrict the down-
ward movement of the shaft supporter (42) to a pre-
determined height or more.

5. The lawn mower robot of any of claims 3 or 4, wherein
the shaft supporter (42) comprises:

an insertion hole (422a) formed in a penetrating
manner within the shaft supporter (42) to insert
the rotation shaft (301) of the caster (40) there-

into; and
a supporting groove formed in a concave man-
ner at an upper end of the insertion hole (422a)
to have a diameter larger than that of the inser-
tion hole (422a), and
the shaft supporter (42) further comprises a re-
lease preventing member (423) coupled to an
upper end portion of the rotation shaft (301) of
the caster (40) and supported by the supporting
groove to prevent the rotation shaft (301) of the
caster (40) from being released from the shaft
supporter (42) in a downward direction.

6. The lawn mower robot of any of claims 4 or 5, further
comprising:

a plurality of guide protrusions (431) spaced
apart from each other along an inner circumfer-
ential surface of the supporter receiving portion
(43); and
a plurality of rotation preventing protrusions
(421) spaced apart from each other along an
outer circumferential surface of the shaft sup-
porter (42) and inserted between the plurality of
guide protrusions (431).

7. The lawn mower robot of any of claims 1 to 6, wherein
the driving unit (51) comprises:

a housing (52) configured to receive a drive mo-
tor and a plurality of gears for transmitting power
of the drive motor to the wheels (50) therein, part
of the housing (52) being received in the inner
body (20); and
housing supporters (54) configured to fasten the
housing (52) to both side surfaces of the inner
body (20), respectively.

8. The lawn mower robot of claim 7, wherein the hous-
ing supporter (54) comprises:

a housing coupling portion (541) configured to
surround an outer circumferential surface of the
housing (52) and coupled to the housing (52);
and
a flange portion (542) formed to protrude radially
from an outer circumferential surface of the
housing coupling portion (541) to be fastened to
the inner body (20).

9. The lawn mower robot of claim 8, wherein the flange
portion (542) is formed in a rectangular plate struc-
ture, and a corner portion of the flange portion (542)
is fastened to the inner body (20) with a bolt.

10. The lawn mower robot of any of claims 8 or 9, wherein
a plurality of fastening portions (532) for fastening
the flange portion (542) to both side surfaces of the
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inner body (20) are formed in a protruding manner.

11. The lawn mower robot of claim 10, wherein the hous-
ing supporter (54) comprises:

a rib (542a) disposed on one surface of the
flange portion (542) to be spaced apart from
each other along an outer circumferential sur-
face of the housing coupling portion (541) to con-
nect the flange portion (542) to the housing cou-
pling portion (541);
a spacer (542b) formed to protrude along a cir-
cumferential direction on the other surface of the
flange portion (542); and
a guide portion (543) formed to protrude from a
corner portion of the other surface of the flange
portion (542) to surround part of the fastening
portion (532).

12. The lawn mower robot of any of claims 7 to 11, where-
in a drive motor received in the housing (52) is con-
nected to any one of a plurality of gears (522) through
a motor shaft, and
the plurality of gears (522) are coupled to each other
in an engaging manner and connected to the wheel
(50) through the rotation shaft (301) to reduce a ro-
tational
speed of the motor according to a preset gear ratio.
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