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(54) METHOD FOR TRANSMITTING CONTROL INFORMATION IN WIRELESS COMMUNICATION 
SYSTEM, BASE STATION AND USER EQUIPMENT

(57) The present invention discloses a method for
transmitting control information in a wireless communi-
cations system, a base station, and user equipment UE.
The method includes: determining, by a base station, a
time domain resource used by a control channel, where
the control channel is configured to transmit control in-
formation of a plurality of UEs, and the time domain re-
source includes polling time of a plurality of beams; and
receiving or sending, by the base station, the control in-

formation of the plurality of UEs within the polling time of
the plurality of beams, wherein control information of
each of the plurality of UEs is transmitted through a beam
corresponding to the UE. The method for transmitting
control information in a wireless communications system,
the base station, and the UE in embodiments of the
present invention can implement control information
transmission between a base station and a plurality of
UEs in a high-frequency system.
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Description

[0001] This application claims priority to Chinese Pat-
ent Application No. 201510628612.X, filed with the Chi-
nese Patent Office on September 28, 2015 and entitled
"METHOD FOR TRANSMITTING CONTROL INFOR-
MATION IN WIRELESS COMMUNICATIONS SYSTEM,
BASE STATION, AND USER EQUIPMENT", which is
incorporated herein by reference in its entirety.

TECHNICAL FIELD

[0002] The present invention relates to the communi-
cations field, and more specifically, to a method for trans-
mitting control information in a wireless communications
system, a base station, and user equipment (UE).

BACKGROUND

[0003] In an existing mobile communications system,
for example, a communications system such as Univer-
sal Mobile Telecommunications System (Universal Mo-
bile Telecommunications System, UMTS) or Long Term
Evolution (Long Term Evolution, LTE), control informa-
tion is transmitted by using an omnidirectional antenna.
For downlink control information, a base station sends
downlink control information by using an omnidirectional
antenna, and all user equipments (UEs) served by the
base station are capable of successfully receiving the
downlink control information. For uplink control informa-
tion, UE sends uplink control information, and the base
station is capable of successfully receiving the uplink
control information by using the omnidirectional antenna.
Therefore, in the existing LTE communications system,
the base station and the UE use the omnidirectional an-
tenna to send and receive control information, and com-
munication between the base station and the UE is not
related to beam switching.
[0004] In a high-frequency system, signal frequency is
high and line loss is relatively great. A large-scale array
antenna may be implemented by using a short wave-
length feature of a high frequency signal. Therefore, high
path loss of the high frequency system can be compen-
sated by using large directional antenna gain brought by
a beamforming technology. In this way, a directional
beam formed by using the large array antenna also needs
to be used for communication between a base station
and UE. A signal transmitted on one directional beam
can cover only a small part of areas in a specific direction.
To ensure communication quality, beam switching is re-
quired for communication between the base station and
different UEs. Therefore, a solution that supports control
information transmission of a plurality of UEs is required
if there are a plurality of beams in the high-frequency
system.

SUMMARY

[0005] Embodiments of the present invention provide
a method for transmitting control information in a wireless
communications system, a base station, and UE, to im-
plement control information transmission between a
base station and a plurality of UEs in a high-frequency
system.
[0006] According to a first aspect, a method for trans-
mitting control information in a wireless communications
system is provided, where the method includes:

determining, by a base station, a time domain re-
source used by a control channel, where the control
channel is configured to transmit control information
of a plurality of UEs, and the time domain resource
includes polling time of a plurality of beams; and
receiving or sending, by the base station, the control
information of the plurality of UEs within the polling
time of the plurality of beams, where control infor-
mation of each of the plurality of UEs is transmitted
through a beam corresponding to the UE.

[0007] With reference to the first aspect, in a first im-
plementation of the first aspect, the plurality of beams
are configured available beams, and the receiving or
sending, by the base station, the control information of
the plurality of UEs within the polling time of the plurality
of beams includes:

receiving, by the base station within polling time of
a first beam, uplink control information sent by at
least one UE corresponding to the first beam within
the polling time of the first beam; or
sending, by the base station, downlink control infor-
mation to at least one UE corresponding to a first
beam within polling time of the first beam; where
the first beam is a beam in a first beam set, and the
first beam set includes beams corresponding to the
plurality of UEs in the configured available beams.

[0008] With reference to the first aspect, in a second
implementation of the first aspect, the plurality of beams
are beams corresponding to the plurality of UEs in con-
figured available beams, and before the receiving or
sending, by the base station, the control information of
the plurality of UEs within the polling time of the plurality
of beams, the method further includes:

sending, by the base station, a broadcast message
to the plurality of UEs, where the broadcast message
is used to notify a quantity of beams corresponding
to the plurality of UEs, and the quantity of beams
corresponding to the plurality of UEs is used by the
plurality of UEs to determine the polling time of the
beams corresponding to the plurality of UEs; and
the receiving or sending, by the base station, the
control information of the plurality of UEs within the
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polling time of the plurality of beams includes:

receiving, by the base station within polling time
of a second beam, uplink control information
sent by at least one UE corresponding to the
second beam within the polling time of the
beams corresponding to the plurality of UEs; or
sending, by the base station, downlink control
information to at least one UE corresponding to
a second beam within polling time of the second
beam; where
the second beam is a beam in the beams cor-
responding to the plurality of UEs.

[0009] With reference to the first aspect, in a third im-
plementation of the first aspect, the plurality of beams
are beams corresponding to the plurality of UEs in con-
figured available beams, and before the receiving or
sending, by the base station, the control information of
the plurality of UEs within the polling time of the plurality
of beams, the method further includes:

sending, by the base station, indication information
to each of the plurality of UEs, where the indication
information is used to indicate a polling sequence of
a beam corresponding to each of the plurality of UEs
in the beams corresponding to the plurality of UEs;
and
the receiving or sending, by the base station, the
control information of the plurality of UEs within the
polling time of the plurality of beams includes:

receiving, by the base station within polling time
of a third beam, uplink control information sent
by at least one UE corresponding to the third
beam within the polling time of the third beam; or
sending, by the base station, downlink control
information to at least one UE corresponding to
a third beam within polling time of the third beam;
where
the third beam is a beam in the beams corre-
sponding to the plurality of UEs, and the polling
time of the third beam is determined by the at
least one UE corresponding to the third beam
according to a polling sequence of the third
beam.

[0010] According to a second aspect, a method for
transmitting control information in a wireless communi-
cations system is provided, where the method includes:

determining, by UE, a time domain resource used
by a control channel, where the control channel is
configured to transmit control information of a plu-
rality of UEs, the UE is one of the plurality of UEs,
and the time domain resource includes polling time
of a plurality of beams; and
receiving or sending, by the UE, control information

of the UE within the polling time of the plurality of
beams.

[0011] With reference to the second aspect, in a first
implementation of the first aspect, the plurality of beams
are configured available beams, and the receiving or
sending, by the UE, control information of the UE within
the polling time of the plurality of beams includes:

determining, by the UE, polling time of a beam cor-
responding to the UE in the configured available
beams according to a beam identifier ID of the beam
corresponding to the UE; and
receiving or sending, by the UE, the control informa-
tion of the UE within the polling time of the beam
corresponding to the UE.

[0012] With reference to the second aspect, in a sec-
ond implementation of the second aspect, the plurality
of beams are beams corresponding to the plurality of UEs
in configured available beams, and before the receiving
or sending, by the UE, control information of the UE within
the polling time of the plurality of beams, the method fur-
ther includes:

receiving, by the UE, a broadcast message sent by
a base station, where the broadcast message is used
to notify a quantity of beams corresponding to the
plurality of UEs; and
the receiving or sending, by the UE, control informa-
tion of the UE within the polling time of the plurality
of beams includes:

determining, by the UE, the polling time of the
beams corresponding to the plurality of UEs ac-
cording to the quantity of beams corresponding
to the plurality of UEs; and
receiving or sending, by the UE, the control in-
formation of the UE within the polling time of the
beams corresponding to the plurality of UEs.

[0013] With reference to the second aspect, in a third
implementation of the second aspect, the plurality of
beams are beams corresponding to the plurality of UEs
in configured available beams, and before the receiving
or sending, by the UE, control information of the UE within
the polling time of the plurality of beams, the method fur-
ther includes:

receiving, by the UE, indication information sent by
a base station, where the indication information is
used to indicate a polling sequence of a beam cor-
responding to the UE in the beams corresponding
to the plurality of UEs;
the receiving or sending, by the UE, control informa-
tion of the UE within the polling time of the plurality
of beams includes:

3 4 



EP 3 343 990 A1

4

5

10

15

20

25

30

35

40

45

50

55

determining, by the UE, polling time of the beam
corresponding to the UE in the beams corre-
sponding to the plurality of UEs according to the
polling sequence of the beam corresponding to
the UE in the beams corresponding to the plu-
rality of UEs; and
receiving or sending, by the UE, the control in-
formation of the UE within the polling time of the
beam corresponding to the UE.

[0014] According to a third aspect, a base station is
provided, including:

a determining module, configured to determine a
time domain resource used by a control channel,
where the control channel is configured to transmit
control information of a plurality of UEs, and the time
domain resource includes polling time of a plurality
of beams; and
a transceiving module, configured to receive or send
the control information of the plurality of UEs within
the polling time of the plurality of beams included in
the time domain resource determined by the deter-
mining module, where control information of each of
the plurality of UEs is transmitted through a beam
corresponding to the UE.

[0015] With reference to the third aspect, in a first im-
plementation of the third aspect, the plurality of beams
are configured available beams, and the transceiving
module is specifically configured to:

receive, within polling time of a first beam, uplink
control information sent by at least one UE corre-
sponding to the first beam within the polling time of
the first beam; or
send downlink control information to at least one UE
corresponding to a first beam within polling time of
the first beam; where
the first beam is a beam in a first beam set, and the
first beam set includes beams corresponding to the
plurality of UEs in the configured available beams.

[0016] With reference to the third aspect, in a second
implementation of the third aspect, the plurality of beams
are beams corresponding to the plurality of UEs in con-
figured available beams, and the base station further in-
cludes:

a first sending module, configured to send a broad-
cast message to the plurality of UEs, where the
broadcast message is used to notify a quantity of
beams corresponding to the plurality of UEs, and the
quantity of beams corresponding to the plurality of
UEs is used by the plurality of UEs to determine the
polling time of the beams corresponding to the plu-
rality of UEs; and
the transceiving module is specifically configured to:

receive, within polling time of a second beam,
uplink control information sent by at least one
UE corresponding to the second beam within
the polling time of the beams corresponding to
the plurality of UEs; or
send downlink control information to at least one
UE corresponding to a second beam within poll-
ing time of the second beam; where
the second beam is a beam in the beams cor-
responding to the plurality of UEs.

[0017] With reference to the third aspect, in a third im-
plementation of the third aspect, the plurality of beams
are beams corresponding to the plurality of UEs in con-
figured available beams, and the base station further in-
cludes:

a second sending module, configured to send indi-
cation information to each of the plurality of UEs,
where the indication information is used to indicate
a polling sequence of a beam corresponding to each
of the plurality of UEs in the beams corresponding
to the plurality of UEs; and
the transceiving module is specifically configured to:

receive, within polling time of a third beam, up-
link control information sent by at least one UE
corresponding to the third beam within the poll-
ing time of the third beam; or
send downlink control information to at least one
UE corresponding to a third beam within polling
time of the third beam; where
the third beam is a beam in the beams corre-
sponding to the plurality of UEs, and the polling
time of the third beam is determined by the at
least one UE corresponding to the third beam
according to a polling sequence of the third
beam.

[0018] According to a fourth aspect, user equipment
UE is provided, including:

a determining module, configured to determine a
time domain resource used by a control channel,
where the control channel is configured to transmit
control information of a plurality of UEs, the UE is
one of the plurality of UEs, and the time domain re-
source includes polling time of a plurality of beams;
and
a transceiving module, configured to receive or send
control information of the UE within the polling time
of the plurality of beams included in the time domain
resource determined by the determining module.

[0019] With reference to the fourth aspect, in a first
implementation of the fourth aspect, the plurality of
beams are configured available beams, and the deter-
mining module is further configured to:
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determine polling time of a beam corresponding to
the UE in the configured available beams according
to a beam identifier ID of the beam corresponding to
the UE;
the transceiving module is specifically configured to:
receive or send the control information of the UE
within the polling time that is of the beam correspond-
ing to the UE and that is determined by the deter-
mining module.

[0020] With reference to the fourth aspect, in a second
implementation of the fourth aspect, the plurality of
beams are beams corresponding to the plurality of UEs
in configured available beams, and the UE further in-
cludes:

a first receiving module, configured to receive a
broadcast message sent by a base station, where
the broadcast message is used to notify a quantity
of beams corresponding to the plurality of UEs;
the determining module is further configured to:

determine the polling time of the beams corre-
sponding to the plurality of UEs according to the
quantity of beams corresponding to the plurality
of UEs; and
the transceiving module is specifically config-
ured to:
receive or send the control information of the UE
within the polling time that is of the beams cor-
responding to the plurality of UEs and that is
determined by the determining module.

[0021] With reference to the fourth aspect, in a third
implementation of the fourth aspect, the plurality of
beams are beams corresponding to the plurality of UEs
in configured available beams, and the UE further in-
cludes:

a second receiving module, configured to receive
indication information sent by a base station, where
the indication information is used to indicate a polling
sequence of a beam corresponding to the UE in the
beams corresponding to the plurality of UEs;
the determining module is further configured to:

determine polling time of the beam correspond-
ing to the UE in the beams corresponding to the
plurality of UEs according to the polling se-
quence that is of the beam corresponding to the
UE in the beams corresponding to the plurality
of UEs and that is indicated by the indication
information received by the second receiving
module;
the transceiving module is specifically config-
ured to:
receive or send the control information of the UE
within the polling time that is of the beam corre-

sponding to the UE and that is determined by
the determining module.

[0022] Based on the foregoing technical solutions, in
the method for transmitting control information in a wire-
less communications system, the base station, and the
UE in the embodiments of the present invention, the base
station first determines the time domain resource used
by the control channel, and receives or sends the control
information of the plurality of UEs within the polling time
of the plurality of beams included in the time domain re-
source. This implements control information transmis-
sion between the base station and the plurality of UEs.

BRIEF DESCRIPTION OF DRAWINGS

[0023] To describe the technical solutions in the em-
bodiments of the present invention more clearly, the fol-
lowing briefly describes the accompanying drawings re-
quired for describing the embodiments. Apparently, the
accompanying drawings in the following description
show merely some embodiments of the present inven-
tion, and a person of ordinary skill in the art may still
derive other drawings from these accompanying draw-
ings without creative efforts.

FIG. 1 is a schematic diagram of a frame structure
of a 5G high-frequency system according to an em-
bodiment of the present invention;
FIG. 2 is a schematic diagram of time domain re-
sources used by control channels in different cells
according to an embodiment of the present inven-
tion;
FIG. 3 is a schematic flowchart of a method for trans-
mitting control information in a wireless communica-
tions system according to an embodiment of the
present invention;
FIG. 4 is a schematic diagram of a method for trans-
mitting control information in a wireless communica-
tions system according to an embodiment of the
present invention;
FIG. 5 is a schematic diagram of a method for trans-
mitting control information in a wireless communica-
tions system according to another embodiment of
the present invention;
FIG. 6 is a schematic diagram of a method for trans-
mitting control information in a wireless communica-
tions system according to still another embodiment
of the present invention;
FIG. 7 is a schematic flowchart of a method for trans-
mitting control information in a wireless communica-
tions system according to another embodiment of
the present invention;
FIG. 8 is a schematic flowchart of a method for trans-
mitting control information in a wireless communica-
tions system according to still another embodiment
of the present invention;
FIG. 9 is a schematic block diagram of a base station
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according to an embodiment of the present inven-
tion;
FIG. 10 is a schematic block diagram of UE accord-
ing to an embodiment of the present invention;
FIG. 11 is a schematic block diagram of a base sta-
tion according to another embodiment of the present
invention; and
FIG. 12 is a schematic block diagram of UE accord-
ing to another embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0024] The following clearly describes the technical so-
lutions in the embodiments of the present invention with
reference to the accompanying drawings in the embod-
iments of the present invention. Apparently, the de-
scribed embodiments are some but not all of the embod-
iments of the present invention. All other embodiments
obtained by a person of ordinary skill in the art based on
the embodiments of the present invention without crea-
tive efforts shall fall within the protection scope of the
present invention.
[0025] The technical solutions of the present invention
may be applied to various communications systems,
such as: Global System for Mobile Communications
(GSM, Global System for Mobile Communications), a
Code Division Multiple Access (CDMA, Code Division
Multiple Access) system, Wideband Code Division Mul-
tiple Access (WCDMA, Wideband Code Division Multiple
Access), a general packet radio service (GPRS, General
Packet Radio Service), and Long Term Evolution (LTE,
Long Term Evolution).
[0026] User equipment (UE, User Equipment), also re-
ferred to as a mobile terminal (Mobile Terminal), mobile
user equipment, or the like, may communicate with one
or more core networks by using a radio access network
(for example, RAN, Radio Access Network). The UE may
be a mobile terminal, such as a mobile phone (also re-
ferred to as a "cellular" phone) and a computer with a
mobile terminal. For example, the UE may be a portable,
pocket-sized, handheld, computer built-in, or in-vehicle
mobile apparatus, and exchanges voice and/or data with
the radio access network.
[0027] A base station may be a base station (BTS,
Base Transceiver Station) in GSM or CDMA, or may be
a base station (NodeB) in WCDMA, or may be an evolved
NodeB (eNB or e-NodeB, evolved NodeB) in LTE, and
this is not limited in the present invention. However, for
ease of description, the following embodiments are de-
scribed by using an NodeB as an example.
[0028] An embodiment of the present invention pro-
vides a method for transmitting control information in a
5G-oriented high-frequency system. Before this embod-
iment of the present invention is described, a frame struc-
ture of the 5G high-frequency system is first described.
[0029] FIG. 1 is a schematic diagram of a frame struc-
ture of a 5G high-frequency system. To be compatible
with a frame structure of an existing LTE system, the 5G

high-frequency system uses a frame length design of the
LTE system. A frame (frame) still uses a delay of 10 ms
(ms). A frame is divided into 10 subframes (subframe)
and each subframe has a delay of 1 ms. The subframe
may further be divided into 10 timeslots (slots). Each
timeslot may include different quantities of orthogonal
frequency division multiplexing (Orthogonal Frequency
Division Multiplexing, OFDM) symbols (symbol) due to
different working frequencies. In each timeslot, optional-
ly, all the symbols may be used for uplink data transmis-
sion or downlink data transmission. According to different
uplink and downlink timeslot ratios, different quantities
of timeslots in a subframe of 10 timeslots may be sepa-
rately selected to be used for uplink or downlink data
transmission. In this embodiment of the present inven-
tion, an uplink-downlink timeslot ratio 5:5 is used as an
example. That is, the first five timeslots are used for
downlink data transmission, the last five timeslots are
used for uplink data transmission, and a period of time
is reserved for switching between uplink and downlink
timeslots. It should be understood that, the foregoing up-
link-downlink timeslot ratio 5:5 is only used as an example
in this embodiment of the present invention, and does
not constitute any limitation on this embodiment of the
present invention. This embodiment of the present inven-
tion may further be applied to scenarios in which the up-
link-downlink timeslot ratio is 2:3, 3:2, 2:8, 3:7, or the like.
[0030] This embodiment of the present invention is fur-
ther based on the following prerequisite: A connection
has been established between a base station and UE.
In the high-frequency system, both the base station and
the UE may communicate on a plurality of beams. There-
fore, a beam identifier (Identifier, ID) of a beam may be
used to indicate a beam. The embodiment of this appli-
cation is based on a prerequisite that synchronization
and beam training have been completed between the
base station and the UE and an optimal beam pairing is
found. A prior-art beam training process is used, and ref-
erence may be made to the beam training process de-
scribed in section 9.35 in the Institute of Electrical and
Electronics Engineers (Institute of Electrical and Elec-
tronics Engineers, IEEE) 802.11ad standard. Through
beam training, both the base station and the UE may
know a beam identifier (Identifier, ID) of a beam used for
communication between the base station and the UE.
The base station and the UE may communicate with each
other through a successfully paired beam, and the base
station and the UE send and receive control information
on a time domain resource specified in the protocol. For
example, as shown in FIG. 2, timeslots 0 to 4 are downlink

timeslots, and timeslots 5 to 9 are uplink timeslots. 
indicates a time domain resource occupied by transmis-

sion of downlink control information,  indicates a time
domain resource occupied by transmission of uplink con-

trol information, and  indicates a switching time of
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uplink and downlink timeslots. For a cell, a time domain
resource occupied by a control channel may be several
symbols in a timeslot. Optionally, control information
transmission may occupy a full frequency band in a fre-
quency domain. In this way, the base station and the UE
may complete control information transmission on the
time domain resource. To avoid interference between
cells, control information of different cells is distin-
guished. Optionally, control channels of the different cells
may be set on different timeslots. As shown in FIG. 2, a
downlink control channel of a cell 0 may be set in the first
four symbols of the timeslot 0, an uplink control channel
may be set in the first four symbols of the timeslot 5; and
a downlink control channel of a cell 1 is set in the first
four symbols of the timeslot 1, and an uplink control chan-
nel is set in the first four symbols of the timeslot 6. In this
embodiment of the present invention, the control chan-
nels of the different cells are set on different timeslots.
In this way, the base station and the UE may determine,
according to a cell number, a time domain resource used
by a control channel, and receive and send control infor-
mation on the time domain resource, without the need of
performing signaling interaction to obtain time domain
resource information used by the control channel and
then transmitting the control information. Therefore, extra
system overheads caused by complex signaling interac-
tion are avoided.
[0031] FIG. 3 is a schematic flowchart of a method
1000 for transmitting control information in a wireless
communications system according to an embodiment of
the present invention. The method 1000 may be execut-
ed by a base station and includes the following steps.

S1100. The base station determines a time domain
resource used by a control channel, where the con-
trol channel is configured to transmit control infor-
mation of a plurality of UEs, and the time domain
resource includes polling time of a plurality of beams.
S1200. The base station receives or sends the con-
trol information of the plurality of UEs within the poll-
ing time of the plurality of beams, where control in-
formation of each UE is transmitted through a beam
corresponding to the UE.

[0032] Specifically, the base station determines the
time domain resource used by the control channel. Op-
tionally, the base station may determine, according to
the protocol, which symbols of a timeslot are used by the
control channel, and determine, according to a cell
number, the timeslot that contains the used time domain
resource, to determine a location of the time domain re-
source used by the control channel in the frame structure.
For example, if the protocol defines that the control chan-
nel uses the first four symbols of the timeslot and the cell
number is 0, optionally, as shown in FIG. 2, the base
station may determine that the time domain resource
used by the control channel is the first four symbols of a
timeslot 0 or the first four symbols of a timeslot 5. The

control channel is configured to transmit the control in-
formation of the plurality of UEs, that is, the time domain
resource is a set of time domain resources occupied by
transmission of the control information of the plurality of
UEs. Optionally, the time domain resource may be the
first four symbols of the timeslot 0 shown in FIG. 2, or
the first four symbols of the timeslot 5. This embodiment
of the present invention is not limited thereto. Each of the
plurality of UEs has a corresponding beam, and the base
station transmits the control information to the UE
through the beam corresponding to the UE. After deter-
mining the time domain resource, the base station may
sequentially poll the plurality of beams on the time domain
resource, that is, the time domain resource includes the
polling time of the plurality of beams. On the time domain
resource, each beam has its own polling time, and the
time domain resource includes the polling time of each
of the plurality of beams. Polling the plurality of beams
by the base station indicates that the base station re-
ceives or sends control information of at least one UE
corresponding to a currently polled beam through the cur-
rently polled beam within the polling time of each of the
plurality of beams. The base station receives or sends
the control information of the plurality of UEs within the
polling time of the plurality of beams. Specifically, if a first
beam is a beam in the plurality of beams, the base station
receives or sends control information of at least one UE
corresponding to the first beam within polling time of the
first beam. In this way, the base station may receive or
send the control information of the UEs corresponding
to the plurality of beams by polling the plurality of beams.
[0033] Therefore, according to the method for trans-
mitting control information in a wireless communications
system in this embodiment of the present invention, the
base station first determines the time domain resource
used by the control channel, and receives or sends the
control information of the plurality of UEs within the polling
time of the plurality of beams included in the time domain
resource. This implements control information transmis-
sion between the base station and the plurality of UEs.
[0034] Optionally, in this embodiment of the present
invention, the plurality of beams may be configured avail-
able beams. In this case, that the base station receives
or sends the control information of the plurality of UEs
within the polling time of the plurality of beams includes:

receiving, by the base station within the polling time
of the first beam, uplink control information sent by
the at least one UE corresponding to the first beam
within the polling time of the first beam; or
sending, by the base station, downlink control infor-
mation to the at least one UE corresponding to the
first beam within the polling time of the first beam;
where
the first beam is a beam in a first beam set, and the
first beam set includes beams corresponding to the
plurality of UEs in the configured available beams.
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[0035] Specifically, when the plurality of beams are
configured available beams, the base station sequential-
ly polls each of the configured available beams. Option-
ally, the base station may poll each of the configured
available beams according to a beam ID of the beam.
For example, the base station may sequentially poll each
of the configured available beams according to an as-
cending order of beam IDs, and receive, within the polling
time of the first beam, the uplink control information sent
by the at least one UE corresponding to the first beam
within the polling time of the first beam. Alternatively, the
base station may send the downlink control information
to the at least one UE corresponding to the first beam
within the polling time of the first beam. The first beam
is a beam in the first beam set, and the first beam set
includes the beams corresponding to the plurality of UEs
in the configured available beams. The beams corre-
sponding to the plurality of UEs are a set of beams cor-
responding to each of the plurality of UEs. The first beam
set may be understood as a set of beams successfully
paired between the base station and the plurality of UEs,
or may also be understood as a set of beams allocated
to the plurality of UEs in the configured available beams.
Each beam in the first beam set corresponds to at least
one UE. The control information is transmitted on the
beam in the first beam set. Therefore, the base station
may receive or send the control information of the at least
one UE corresponding to the beam on the beam in the
first beam set. Optionally, the downlink control informa-
tion may be a set of downlink control information of the
at least one UE. Downlink control information of different
UEs may be distinguished by using different coding se-
quences. After receiving the downlink control informa-
tion, different UEs may decode the downlink control in-
formation by using different decoding sequences to ob-
tain their own downlink control information. Optionally,
the downlink control information of the different UEs may
be distinguished by different frequencies. The downlink
control information of the different UEs may be sent in
different frequency bands, and the different UEs may re-
ceive respective downlink control information in the dif-
ferent frequency bands.
[0036] The following describes in detail the method for
transmitting control information in a wireless communi-
cations system in the foregoing embodiment with refer-
ence to FIG. 4. In FIG. 4, the configured available beams
include eight beams (beams B0-B7), the plurality of UEs

include three UEs (UE0-UE2), and beams corresponding

to the plurality of UEs are a beam B1, a beam B3, and a

beam B7.  may indicate a time domain resource oc-

cupied by transmission of downlink control information.

 may indicate a time domain resource occupied by

transmission of uplink control information.  is a switch-
ing time between beams, and the beams have a same

polling time.
[0037] In FIG. 4, a moment corresponding to the time
domain resource used by the control channel arrives. For
example, for the cell 0 shown in FIG. 2, a moment cor-
responding to the time domain resource used by the up-
link control information may be a moment corresponding
to the first four symbols of the timeslot 5, and a moment
corresponding to the time domain resource used by the
downlink control information may be a moment corre-
sponding to the first four symbols of the timeslot 0. When
the moment corresponding to the time domain resource
used by the control channel arrives, the base station se-
quentially polls the eight beams. Optionally, the base sta-
tion may poll the eight beams in an ascending order of
beam IDs, that is, from B0 to B7. In the eight beams, the
beams B1, B3, and B7 are the beams corresponding to
the plurality of UEs, that is, the beam B1, the beam B3,
and the beam B7 are beams allocated to the plurality of
UEs. Other beams are beams not allocated to UE. The
UEs corresponding to the beam B1, the beam B3, and
the beam B7 are UE0, UE1, and UE2. When the base
station sequentially polls the eight beams in the ascend-
ing order of the beam IDs, the base station first polls the
beam B0. Because the beam B0 is a beam not allocated
to the plurality of UEs, no control information is transmit-
ted on the beam B0 within polling time of the beam B0.
Similarly, this applies to other beams not allocated to the
plurality of UEs. The beams have a same polling time,
the base station performs polling according to the as-
cending order of the beam IDs, and the base station and
the UE know the ID of their corresponding beam. There-
fore, when the base station polls the beam B1, the UE0
corresponding to the beam B1 may determine that polling
time of the beam B1 has arrived according to an ID of the
beam B1 corresponding to the UE0. In this way, control
information may be transmitted between the base station
and the UE0 within the polling time of the beam B1. Op-
tionally, when the time domain resource is the time do-
main resource used by the uplink control information, the
base station may receive, within the polling time of the
beam B1, the uplink control information sent by the UE0
within the polling time of the beam B1. When the time
domain resource is the time domain resource used by
the downlink control information, the base station may
send the downlink control information to the UE0 within
the polling time of the beam B1. Similarly, when polling
time of the beam B3 arrives, control information may be
transmitted between the base station and the UE1 cor-
responding to the beam B3. When polling time of the
beam B7 arrives, control information may be transmitted
between the base station and the UE2 corresponding to
the beam B7. A detailed process is not described herein.
It should be noted that, the UE may determine polling
time of a beam corresponding to the UE according to a
beam ID, and therefore the UE receives or sends the
control information within the polling time of the beam
corresponding to the UE.
[0038] Optionally, in the embodiment shown in FIG. 4,
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the beam B3 may correspond to the UE1 and may also
correspond to UE3 and UE4. That is, the beam B3 may
support transmission of control information of the UE1,
the UE3, and the UE4. In this case, for uplink control in-
formation transmission, the base station receives the
control information of the UE1, the UE3, and the UE4 with-
in the polling time of the beam B3. To avoid interference
between different UEs, optionally, control information of
different UEs may be distinguished by using different
coding sequences. For downlink control information
transmission, the base station sends downlink control
information to the UE1, the UE3, and the UE4 within the
polling time of the beam B3. Optionally, the downlink con-
trol information may be a set of the downlink control in-
formation of the UE1, the UE3, and the UE4. The control
information of the different UEs may be distinguished by
different coding sequences. By means of this, after re-
ceiving the downlink control information, the UE1, the
UE3, and the UE4 may decode the downlink control in-
formation by using different decoding sequences to ob-
tain their own downlink control information. Optionally,
the control information of the different UEs may be dis-
tinguished by different frequencies, so that the UE1, the
UE3, and the UE4 can receive respective downlink control
information in different frequency bands.
[0039] It should be understood that, this embodiment
of the present invention is described by using an example
in which the configured available beams include eight
beams (beams B0-B7) and the plurality of UEs include
three UEs (UE0-UE2). This is only an example and does
not constitute any limitation on this embodiment of the
present invention. Alternatively, the plurality of beams in
this embodiment of the present invention may include 10
beams, 20 beams, or the like, and the plurality of UEs
may include five UEs, 10 UEs, or the like. It should also
be understood that, this embodiment of the present in-
vention is described by using an example in which the
time domain resource used by the control channel is the
first four symbols of the timeslot 5, and this embodiment
of the present invention is not limited thereto. Alterna-
tively, the time domain resource in this embodiment of
the present invention may be the first six symbols of the
timeslot 6, the first four symbols of the timeslot 9, or the
like.
[0040] The plurality of beams to be polled by the base
station may be the configured available beams, that is,
the plurality of beams may include a beam having no
corresponding UE. The beam is a beam not allocated to
the plurality of UEs. When the base station polls the beam
not allocated to the plurality of UEs, no control information
is transmitted on the beam. This means that some re-
dundant beams exist in the configured available beams
polled by the base station. In this case, the plurality of
beams polled by the base station may be beams corre-
sponding to the plurality of UEs in the configured avail-
able beams. That is, the plurality of beams are a set of
beams allocated to the plurality of UEs. In this case, be-
fore the base station receives or sends the control infor-

mation of the plurality of UEs within the polling time of
the plurality of beams, the method 1000 may further in-
clude:

sending, by the base station, a broadcast message
to the plurality of UEs, where the broadcast message
is used to notify a quantity of beams corresponding
to the plurality of UEs, and the quantity of beams
corresponding to the plurality of UEs is used by the
plurality of UEs to determine the polling time of the
beams corresponding to the plurality of UEs;
that the base station receives or sends the control
information of the plurality of UEs within the polling
time of the plurality of beams includes:

receiving, by the base station within polling time
of a second beam, uplink control information
sent by at least one UE corresponding to the
second beam within the polling time of the
beams corresponding to the plurality of UEs; or
sending, by the base station, downlink control
information to at least one UE corresponding to
a second beam within polling time of the second
beam; where
the second beam is a beam in the beams cor-
responding to the plurality of UEs.

[0041] Specifically, when the plurality of beams are the
beams corresponding to the plurality of UEs in the con-
figured available beams, that is, the plurality of beams to
be polled by the base station are beams actually allocated
to the plurality of UEs, or the beams to be polled by the
base station are not all the configured available beams,
but are the beams corresponding to the plurality of UEs
in the configured available beams, the base station does
not need to poll the beams that are not allocated to the
plurality of UEs. A waste of system resources is avoided.
In this case, the beam IDs of the beams that correspond
to the plurality of UEs and that are to be polled by the
base station may not be consecutive, and the UEs cannot
determine the polling time of the corresponding beams
according to the beam IDs. Optionally, the base station
may send the broadcast message to the plurality of UEs.
The broadcast message is used to notify a quantity of
beams corresponding to the plurality of UEs, and the
quantity of beams corresponding to the plurality of UEs
is used by the plurality of UEs to determine the polling
time of the beams corresponding to the plurality of UEs.
In this case, optionally, for uplink control information
transmission, the base station receives, within the polling
time of the second beam, the uplink control information
sent by the at least one UE corresponding to the second
beam within the polling time of the beams corresponding
to the plurality of UEs, that is, the at least one UE corre-
sponding to the second beam repeatedly sends the up-
link control information to the base station within the poll-
ing time of each of the beams corresponding to the plu-
rality of UEs. The second beam is a beam in the beams
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corresponding to the plurality of UEs. In this case, al-
though the at least one UE does not know the polling
time of the second beam, the uplink control information
is repeatedly sent within the polling time of each beam,
and when the base station polls the second beam, the
base station may receive the uplink control information
sent by the at least one UE. For downlink control infor-
mation transmission, the base station sends the downlink
control information to the at least one UE corresponding
to the second beam within the polling time of the second
beam. Optionally, the downlink control information may
include downlink control information of each of the at least
one UE, that is, the downlink control information may be
a set of the downlink control information of the at least
one UE. The downlink control information of different UEs
in the at least one UE may be distinguished by using
different coding sequences. Therefore, after receiving
the downlink control information, the different UEs may
decode the downlink control information by using differ-
ent decoding sequences to obtain their own downlink
control information. Optionally, the downlink control in-
formation of the different UEs may be distinguished by
different frequencies. The downlink control information
of the different UEs may be sent in different frequency
bands, and the different UEs may receive respective
downlink control information in the different frequency
bands. UE does not know when polling time of its corre-
sponding beam arrives. Optionally, the UE keeps in a
state of receiving downlink control information in the poll-
ing time of each of the beams corresponding to the plu-
rality of UEs, so that the base station can receive the
downlink control information of the UE when the base
station polls the beam corresponding to the UE.
[0042] Optionally, in this embodiment of the present
invention, the broadcast message may be used to notify
other information, as long as the information is used to
determine the polling time of the beams corresponding
to the plurality of UEs. This falls within the protection
scope of this embodiment of the present invention. For
example, the broadcast message may be used to directly
notify the polling time of the beams corresponding to the
plurality of UEs, that is, the base station may directly use
the broadcast message to notify the polling time of the
beams corresponding to the plurality of UEs. Optionally,
the base station may notify which symbols are occupied
by the polling time of the beams corresponding to the
plurality of UEs. Therefore, the plurality of UEs do not
need to determine the polling time of the beams corre-
sponding to the plurality of UEs according to the quantity
of beams corresponding to the plurality of UEs, but can
directly obtain the polling time of the beams correspond-
ing to the plurality of UEs according to the broadcast mes-
sage. Then the control information is transmitted within
the polling time of the beams corresponding to the plu-
rality of UEs.
[0043] The following describes in detail the method for
transmitting control information in a wireless communi-
cations system in the foregoing embodiment with refer-

ence to FIG. 5. In FIG. 5, the configured available beams
include eight beams (beams B0-B7), the plurality of

beams are beams (including three beams: B1, B3, and

B7) corresponding to the plurality of UEs in the configured

available beams, and the plurality of UEs include three

UEs (UE0-UE2).  indicates a time domain resource

occupied by transmission of downlink control informa-

tion.  indicates a time domain resource occupied by

transmission of uplink control information.  is a switch-
ing time between beams, and the beams have a same
polling time.
[0044] In FIG. 5, when the moment of the time domain
resource used by the control channel arrives, for exam-
ple, when the moment corresponding to the first four sym-
bols of the timeslot 5 arrives, the base station polls three
beams corresponding to the three UEs. The UEs corre-
sponding to the beams B1, B3, and beam B7 are UE0,
UE1, and UE2. Before transmitting the control information
to the UE, the base station first sends the broadcast mes-
sage to the plurality of UEs. The broadcast message is
used to notify the plurality of UEs of the quantity of beams
that correspond to the plurality of UEs and that are to be
polled by the base station. The quantity of beams corre-
sponding to the plurality of UEs is used for the plurality
of UEs to determine the polling time of the beams corre-
sponding to the plurality of UEs. Optionally, the base sta-
tion may further sequentially poll the beams in an as-
cending order of the beam IDs. That is, polling is per-
formed in an order of B1, B3, and B7. The base station
first polls the beam B1. The beam B1 corresponds to the
UE0 and the UE0 does not know when the polling time
of the corresponding beam B1 arrives. The beams have
a same polling time. The UE0 may obtain the quantity of
beams to be polled by the base station, and therefore
the UE0 may determine the polling time of the beams
corresponding to the plurality of UEs according to the
quantity of beams to be polled by the base station. Then,
the UE0 may repeatedly send the uplink control informa-
tion to the base station within the polling time of the beams
corresponding to the plurality of UEs, to ensure that the
base station can receive the uplink control information of
the UE0. That is, the UE0 repeatedly sends the uplink
control information to the base station on its correspond-
ing beam B1 from the polling time of the first beam in the
beams corresponding to the plurality of UEs. This is the
same for the UE1 and the UE2, and details are not re-
peated herein. For the base station, when the time do-
main resource is the time domain resource used by the
uplink control information, the base station receives, by
polling the beams B1, B3, and B7, the uplink control in-
formation sent by the UE0, the UE1, and the UE2. When
the time domain resource is the time domain resource
used by the downlink control information, the UE does
not know when the polling time of its corresponding beam
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arrives, either. The UE keeps in a state of receiving the
downlink control information in the polling time of each
of the beams corresponding to the plurality of UEs. In
this way, when the base station polls the beam corre-
sponding to the UE, the UE may receive the downlink
control information of the UE. For the base station, the
base station sends downlink control information to at
least one UE corresponding to a currently polled beam
through the currently polled beam within the polling time
of each beam. Optionally, the downlink control informa-
tion may include downlink control information of each of
the at least one UE. After the at least one UE receives
the downlink control information, different UEs may de-
code the downlink control information by using different
decoding sequences to obtain their own downlink control
information. Optionally, the downlink control information
of the at least one UE may be distinguished by different
frequencies. The downlink control information of the dif-
ferent UEs may be sent in different frequency bands, and
the different UEs may receive respective downlink control
information in the different frequency bands.
[0045] It should be understood that, this embodiment
of the present invention is described by using an example
in which the beams corresponding to the plurality of UEs
include three beams (the beams B1, B3, and B7) and the
plurality of UEs include three UEs (UE0-UE2). This is only
an example and does not constitute any limitation on this
embodiment of the present invention. Alternatively, the
plurality of beams in this embodiment of the present in-
vention may include 10 beams, 20 beams, or the like,
and the plurality of UEs may include five UEs, 10 UEs,
or the like. It should also be understood that, this embod-
iment of the present invention is described by using an
example in which the time domain resource used by the
control channel is the first four symbols of the timeslot 5,
and this embodiment of the present invention is not lim-
ited thereto. Alternatively, the time domain resource in
this embodiment of the present invention may be the first
six symbols of the timeslot 6, the first four symbols of the
timeslot 9, or the like.
[0046] When the plurality of beams to be polled by the
base station are the beams corresponding to the plurality
of UEs in the configured available beams, optionally, in
this embodiment of the present invention, before the base
station receives or sends the control information of the
plurality of UEs within the polling time of the plurality of
beams, the method 1000 may further include:

sending, by the base station, indication information
to each of the plurality of UEs, where the indication
information is used to indicate a polling sequence of
a beam corresponding to each of the plurality of UEs
in the beams corresponding to the plurality of UEs;
that the base station receives or sends the control
information of the plurality of UEs within the polling
time of the plurality of beams includes:

receiving, by the base station within polling time

of a third beam, uplink control information sent
by at least one UE corresponding to the third
beam within the polling time of the third beam; or
sending, by the base station, downlink control
information to at least one UE corresponding to
a third beam within polling time of the third beam;
where
the third beam is a beam in the beams corre-
sponding to the plurality of UEs, and the polling
time of the third beam is determined by the at
least one UE corresponding to the third beam
according to a polling sequence of the third
beam.

[0047] Specifically, when the UE does not know a poll-
ing sequence of its corresponding beam, the UE repeat-
edly sends or receives the control information within the
polling time of each of the plurality of beams. Optionally,
in this embodiment of the present invention, the base
station may send the indication information to each of
the plurality of UEs to indicate the polling sequence of
the beam corresponding to each of the plurality of UEs
in the beams allocated to the plurality of UEs. Because
the beams have a same polling time, the UE may deter-
mine the polling time of the beam corresponding to the
UE according to the polling sequence, and may receive
or send the control information within the polling time of
its corresponding beam, instead of repeatedly receiving
or sending the control information within the polling time
of each beam. Optionally, for uplink control information
transmission, the base station receives, within the polling
time of each of the beams corresponding to the plurality
of UEs, uplink control information sent by at least one
UE corresponding to a currently polled beam through the
currently polled beam. For example, the base station re-
ceives, within the polling time of the third beam, the uplink
control information sent by the at least one UE corre-
sponding to the third beam within the polling time of the
third beam. The third beam is a beam in the beams allo-
cated to the plurality of UEs. For downlink control infor-
mation transmission, the base station sends, through the
currently polled beam, downlink control information to
the at least one UE corresponding to the currently polled
beam within the polling time of each of the beams corre-
sponding to the plurality of UEs. For example, the base
station sends the downlink control information to the at
least one UE corresponding to the third beam within the
polling time of the third beam. Optionally, the downlink
control information may include downlink control infor-
mation of each of the at least one UE. That is, the down-
link control information may be a set of the downlink con-
trol information of the at least one UE. Downlink control
information of different UEs may be distinguished by us-
ing different coding sequences. After receiving the down-
link control information, the at least one UE may decode
the downlink control information by using different de-
coding sequences to obtain their own downlink control
information. Optionally, the downlink control information
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of the at least one UE may be distinguished by different
frequencies. The downlink control information of the dif-
ferent UEs may be sent in different frequency bands, and
the different UEs may receive respective downlink control
information in the different frequency bands.
[0048] Optionally, in this embodiment of the present
invention, the indication information may be used to in-
dicate other information, as long as the information is
used to determine the polling time of the beam corre-
sponding to each of the plurality of UEs. This falls within
the protection scope of this embodiment of the present
invention. For example, the indication information may
directly indicate the polling time of the beam correspond-
ing to each of the plurality of UEs. Optionally, the base
station may notify which symbols are occupied by the
polling time of the beam corresponding to each of the
plurality of UEs. Therefore, each UE does not need to
determine the polling time of the beam corresponding to
each UE according to the polling sequence of the beam
corresponding to each UE, but may directly obtain the
polling time of the beam corresponding to each UE ac-
cording to the indication information.
[0049] The following describes in detail the method for
transmitting control information in a wireless communi-
cations system in the foregoing embodiment with refer-
ence to FIG. 6. In FIG. 6, the plurality of beams are the
beams (including three beams: B1, B3, and B7) corre-

sponding to the plurality of UEs in the configured avail-
able beams, the plurality of UEs include three UEs
(UE0-UE2), and the UEs corresponding to the beams B1,

B3, and B7 are UE0, UE1, and UE2. In FIG. 6,  indicates

a time domain resource occupied by transmission of

downlink control information.  indicates a time domain
resource occupied by transmission of uplink control in-

formation.  is a switching time between beams, and
the beams have a same polling time.
[0050] In FIG. 6, when the moment of the time domain
resource used by the control channel arrives, for exam-
ple, when the moment corresponding to the first four sym-
bols of the timeslot 5 arrives, the base station polls the
three beams (the beams B1, B3, and B7). Optionally, the
base station may further sequentially poll the beams in
an ascending order of the beam IDs. That is, polling is
sequentially performed according to an order of B1, B3,
and B7. Before the base station starts transmitting the
control information to the UE, the base station sends the
indication information to each of the plurality of UEs. The
indication information indicates the polling sequence of
the beam corresponding to each of the plurality of UEs.
In this way, the UE may determine the polling time of its
corresponding beam according to the polling sequence.
The beams corresponding to the plurality of UEs may
have different polling sequences. Therefore, the indica-
tion information that indicates the polling sequences of
the beams corresponding to the UEs is separately sent

by the base station to the UEs. For example, when the
base station sequentially polls the three beams according
to the order of B1, B3, and B7, polling sequences indicated
by indication information sent by the base station to the
UE0, the UE1, and the UE2 corresponding to the beams
B1, B3, and B7 may be 1, 2, and 3. After receiving the
indication information, the UE0, the UE1, and the UE2
each may determine a polling sequence of its corre-
sponding beam according to the polling sequence indi-
cated by the indication information. Therefore, when the
first beam polled by the base station is the beam B1, the
base station may receive, through the beam B1, the uplink
control information sent by the UE0 within the polling time
of the beam B1 or send the downlink control information
to the UE0. This is the same for the UE1 and the UE2,
and details are not repeated herein.
[0051] It should be understood that, this embodiment
of the present invention is described by using an example
in which the plurality of beams include three beams (the
beams B1, B3, and B7) and the plurality of UEs include
three UEs (UE0-UE2). This is only an example and does
not constitute any limitation on this embodiment of the
present invention. Alternatively, the plurality of beams in
this embodiment of the present invention may include 10
beams, 20 beams, or the like, and the plurality of UEs
may include five UEs, 10 UEs, or the like. It should also
be understood that, this embodiment of the present in-
vention is described by using an example in which the
time domain resource used by the control channel is the
first four symbols of the timeslot 5, and this embodiment
of the present invention is not limited thereto. Alterna-
tively, the time domain resource in this embodiment of
the present invention may be the first six symbols of the
timeslot 6, the first four symbols of the timeslot 9, or the
like.
[0052] Therefore, according to the method for trans-
mitting control information in a wireless communications
system in this embodiment of the present invention, the
base station first determines the time domain resource
used by the control channel, and receives or sends the
control information of the plurality of UEs within the polling
time of the plurality of beams included in the time domain
resource. This implements control information transmis-
sion between the base station and the plurality of UEs.
[0053] With reference to FIG. 3 to FIG. 6, the foregoing
describes in detail the method for transmitting control in-
formation in a wireless communications system accord-
ing to this embodiment of the present invention from the
perspective of the base station. The following describes,
with reference to FIG. 7, a method for transmitting control
information in a wireless communications system ac-
cording to an embodiment of the present invention from
the perspective of UE.
[0054] FIG. 7 is a schematic block diagram of a method
2000 for transmitting control information in a wireless
communications system according to an embodiment of
the present invention. The method 2000 may be execut-
ed by UE and includes the following steps.
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S2100. The UE determines a time domain resource
used by a control channel, where the control channel
is configured to transmit control information of a plu-
rality of UEs, the UE is one of the plurality of UEs,
and the time domain resource includes polling time
of a plurality of beams.
S2200. The UE receives or sends control information
of the UE within the polling time of the plurality of
beams.

[0055] Specifically, the UE determines the time domain
resource used by the control channel. Optionally, the UE
may determine, according to the protocol, which symbols
of a timeslot are used by the control channel, and deter-
mine, according to a cell number, the timeslot that con-
tains the used time domain resource, to determine a lo-
cation of the time domain resource used by the control
channel in a frame structure. For example, if the protocol
defines that the control channel uses the first four sym-
bols of the timeslot and the cell number is 0, optionally,
as shown in FIG. 2, the UE may determine that the time
domain resource used by the control channel is the first
four symbols of a timeslot 0 or the first four symbols of a
timeslot 5. The control channel is configured to transmit
the control information of the plurality of UEs, that is, the
time domain resource is a set of time domain resources
occupied by transmission of the control information of
the plurality of UEs. The UE is one of the plurality of UEs.
Optionally, the time domain resource may be the first four
symbols of the timeslot 0 shown in FIG. 2, or the first four
symbols of the timeslot 5. This embodiment of the present
invention is not limited thereto. Each of the plurality of
UEs has a corresponding beam, and a base station trans-
mits the control information to the UE through the beam
corresponding to the UE. The time domain resource in-
cludes the polling time of the plurality of beams, that is,
the base station implements control information trans-
mission with the plurality of UEs by polling the plurality
of beams. The UE receives or sends the control informa-
tion of the UE through the beam corresponding to the UE
within the polling time of the plurality of beams. Option-
ally, when the time domain resource is a time domain
resource used by uplink control information, the UE may
receive, within the polling time of the plurality of beams,
the uplink control information to the base station through
the beam corresponding to the UE. When the time do-
main resource is a time domain resource used by down-
link control information, the UE may receive, within the
polling time of the plurality of beams, the downlink control
information sent by the base station through the beam
corresponding to the UE.
[0056] Therefore, according to the method for trans-
mitting control information in a wireless communications
system in this embodiment of the present invention, the
UE first determines the time domain resource used by
the control channel, and receives or sends the control
information of the UE within the polling time of the plurality
of beams included in the time domain resource. This im-

plements control information transmission between the
base station and the UE.
[0057] Optionally, in this embodiment of the present
invention, the plurality of beams may be configured avail-
able beams. That the UE receives or sends control infor-
mation of the UE within the polling time of the plurality of
beams may include:

determining, by the UE, polling time of the beam cor-
responding to the UE in the configured available
beams according to a beam ID of the beam corre-
sponding to the UE; and
receiving or sending, by the UE, the control informa-
tion of the UE within the polling time of the beam
corresponding to the UE.

[0058] Specifically, when the plurality of beams are the
configured available beams, that is, the plurality of beams
to be polled by the base station are the configured avail-
able beams, optionally, the base station may poll the plu-
rality of beams according to beam IDs. For example, the
base station may sequentially poll the plurality of beams
according to an ascending order of the beam IDs. Be-
cause the beams have a same polling time, the UE may
determine the polling time of the beam corresponding to
the UE according to the beam ID of its corresponding
beam. For example, if the beam ID of the beam corre-
sponding to the UE is 2 and the beam IDs start from 0,
the beam corresponding to the UE is the third one to be
polled. Because the beams have the same polling time,
the UE may determine the polling time of its correspond-
ing beam. After the polling time of the beam correspond-
ing to the UE is determined, the UE may receive or send
the control information of the UE within the polling time
of the beam corresponding to the UE. Optionally, when
the time domain resource is the time domain resource
used by the uplink control information, the UE may send,
within the polling time of the beam corresponding to the
UE, the uplink control information to the base station
through the beam corresponding to the UE. When the
time domain resource is the time domain resource used
by the downlink control information, the UE may receive,
within the polling time of the beam corresponding to the
UE, the downlink control information sent by the base
station through the beam corresponding to the UE.
[0059] For example, as shown in FIG. 4, if the UE is
UE1, a beam corresponding to the UE1 is a beam B3.
According to the beam ID, the UE may know that its cor-
responding beam is the fourth one to be polled. After the
UE determines the time domain resource used by the
control channel, for example, the first four symbols of the
timeslot 5, the UE may determine polling time of the beam
B3 in polling time of eight beams included in the time
domain resource, and receive, within the polling time of
the beam B3, downlink control information sent by the
base station or send uplink control information to the base
station through the beam B3.
[0060] Optionally, in this embodiment of the present
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invention, when the plurality of beams are the beams
corresponding to the plurality of UEs in the configured
available beams, before the UE receives or sends control
information of the UE within the polling time of the plurality
of beams, the method 2000 may further include:

receiving, by the UE, a broadcast message sent by
a base station, where the broadcast message is used
to notify a quantity of beams corresponding to the
plurality of UEs; and
that the UE receives or sends control information of
the UE within the polling time of the plurality of beams
may include:

determining, by the UE, the polling time of the
beams corresponding to the plurality of UEs ac-
cording to the quantity of beams corresponding
to the plurality of UEs; and
receiving or sending, by the UE, the control in-
formation of the UE within the polling time of the
beams corresponding to the plurality of UEs.

[0061] Specifically, when the plurality of beams are the
beams corresponding to the plurality of UEs in the con-
figured available beams, that is, the plurality of beams to
be polled by the base station are beams actually allocated
to the plurality of UEs. In this case, the beam IDs of the
beams corresponding to the plurality of UEs may not be
consecutive, and the UEs cannot determine the polling
time of the corresponding beams according to the beam
IDs. In this case, optionally, the UE may receive the
broadcast message sent by the base station. The broad-
cast message is used to notify the UE of the quantity of
beams corresponding to the plurality of UEs. The UE may
determine the polling time of the beams corresponding
to the plurality of UEs based on the quantity of beams
corresponding to the plurality of UEs, and receive or send
the control information of the UE within the polling time
of the beams corresponding to the plurality of UEs. For
uplink control information transmission, the UE repeat-
edly sends the uplink control information to the base sta-
tion within the polling time of each of the beams corre-
sponding to the plurality of UEs. In this way, because the
uplink control information is repeatedly sent within the
polling time of each beam, when the base station polls
the beam corresponding to the UE, the base station may
receive the uplink control information of the UE although
the UE does not know the polling time of its corresponding
beam. For downlink control information transmission, the
UE does not know when the polling time of its correspond-
ing beam arrives, either. Optionally, the UE keeps in a
state of receiving the downlink control information within
the polling time of each of the beams corresponding to
the plurality of UEs, so that the UE can receive the down-
link control information of the UE when the base station
polls the beam corresponding to the UE. If the beam cor-
responding to the UE supports transmission of control
information of a plurality of UEs, optionally, the downlink

control information received by the UE may include
downlink control information of each of the plurality of
UEs, that is, the downlink control information is a set of
the downlink control information of the plurality of UEs.
Downlink control information of different UEs may be dis-
tinguished by different coding sequences. After receiving
the downlink control information, the UE may decode the
downlink control information by using its decoding se-
quence, to obtain its downlink control information. Op-
tionally, the downlink control information of the at least
one UE may be distinguished by different frequencies.
The downlink control information of the different UEs may
be sent in different frequency bands, and the different
UEs may receive respective downlink control information
in the different frequency bands.
[0062] For example, as shown in FIG. 5, if the UE is
the UE1, the beam corresponding to the UE1 is the beam
B3. The beams to be polled by the base station are B1,
B3, and B7, and the beam IDs of the polled beams are
not consecutive. Therefore, the UE cannot know the poll-
ing time of the beam B3 according to the beam ID, and
the UE repeatedly sends the uplink control information
to the base station within polling time of each of the three
beams. Alternatively, the UE keeps in a state of receiving
the downlink control information within the polling time
of each of the three beams, and receives the downlink
control information of the UE.
[0063] Optionally, in this embodiment of the present
invention, when the plurality of beams are the beams
corresponding to the plurality of UEs in the configured
available beams, before the UE receives or sends control
information of the UE within the polling time of the plurality
of beams, the method 2000 may further include:

receiving, by the UE, indication information sent by
the base station, where the indication information is
used to indicate a polling sequence of the beam cor-
responding to the UE in the beams corresponding
to the plurality of UEs; and
that the UE receives or sends control information of
the UE within the polling time of the plurality of beams
may include:

determining, by the UE, the polling time of the
beam corresponding to the UE in the beams cor-
responding to the plurality of UEs according to
the polling sequence of the beam corresponding
to the UE in the beams corresponding to the
plurality of UEs; and
receiving or sending, by the UE, the control in-
formation of the UE within the polling time of the
beam corresponding to the UE.

[0064] Specifically, when the UE does not know the
polling sequence of its corresponding beam, the UE re-
peatedly sends or receives the control information within
the polling time of each of the plurality of beams. Option-
ally, in this embodiment of the present invention, the UE
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may receive the indication information sent by the base
station. The indication information is used to indicate the
polling sequence of the beam corresponding to the UE
in the beams corresponding to the plurality of UEs. There-
fore, the UE may determine the polling time of the beam
corresponding to the UE according to the polling se-
quence, and send or receive the control information of
the UE within the polling time of the beam corresponding
to the UE, instead of repeatedly sending or receiving the
control information of the UE within the polling time of
each beam. Optionally, for uplink control information
transmission, the UE sends the uplink control information
to the base station through the beam corresponding to
the UE within the polling time of the beam corresponding
to the UE. For downlink control information, the UE re-
ceives, within the polling time of the beam corresponding
to the UE, the downlink control information sent by the
base station through the beam corresponding to the UE.
If the beam corresponding to the UE supports transmis-
sion of control information of a plurality of UEs, optionally,
the downlink control information received by the UE may
include downlink control information of each of the plu-
rality of UEs, that is, the downlink control information is
a set of the downlink control information of the plurality
of UEs. Downlink control information of different UEs may
be distinguished by different coding sequences. After re-
ceiving the downlink control information, the UE may de-
code the downlink control information by using its decod-
ing sequence, to obtain its downlink control information.
Optionally, the downlink control information of the at least
one UE may be distinguished by different frequencies.
The downlink control information of the different UEs may
be sent in different frequency bands, and the different
UEs may receive respective downlink control information
in the different frequency bands.
[0065] For example, as shown in FIG. 6, when the UE
is UE2, optionally the indication information may indicate
that a polling sequence of the beam corresponding to the
UE is 3, that is, the beam corresponding to the UE is the
third one to be polled. The UE may determine the polling
time of the beam corresponding to the UE according to
the polling sequence indicated by the indication informa-
tion, and the UE may send or receive the control infor-
mation of the UE through the beam corresponding to the
UE within the polling time of the beam corresponding to
the UE.
[0066] Therefore, according to the method for trans-
mitting control information in a wireless communications
system in this embodiment of the present invention, the
UE first determines the time domain resource used by
the control channel, and receives or sends the control
information of the UE within the polling time of the plurality
of beams included in the time domain resource. This im-
plements control information transmission between the
base station and the UE.
[0067] With reference to FIG. 3 to FIG. 7, the foregoing
describes in detail the method for transmitting control in-
formation in a wireless communications system accord-

ing to the embodiments of the present invention from the
perspectives of the base station and the UE. The follow-
ing describes, with reference to FIG. 8, a method for
transmitting control information in a wireless communi-
cations system according to an embodiment of the
present invention from the perspective of device interac-
tion.
[0068] FIG. 8 is a schematic flowchart of a method for
transmitting control information in a wireless communi-
cations system according to an embodiment of the
present invention.

S301. A base station and UE determine a time do-
main resource used by a control channel.

[0069] Before the base station and the UE transmit
control information, the base station and the UE first de-
termine the time domain resource used by the control
channel. The control channel is configured to transmit
control information of a plurality of UEs, that is, the time
domain resource is a set of time domain resources oc-
cupied for transmitting the control information of the plu-
rality of UEs. After the base station and the UE determine
the time domain resource, the base station and the UE
may transmit the control information on the time domain
resource. Optionally, the time domain resource may in-
clude polling time of a plurality of beams. The base station
sends and receives the control information to and from
the UEs corresponding to the plurality of beams by polling
the plurality of beams, so that the base station can im-
plement control information transmission with the plural-
ity of UEs.
[0070] When the plurality of beams are configured
available beams, in S304, for the base station, the base
station receives, within polling time of a first beam, uplink
control information sent by at least one UE corresponding
to the first beam within the polling time of the first beam; or
the base station sends downlink control information to at
least one UE corresponding to a first beam within the
polling time of the first beam; where
the first beam is a beam in a first beam set, and the first
beam set includes beams corresponding to the plurality
of UEs in the configured available beams.
[0071] For the UE, the plurality of beams to be polled
by the base station are the configured available beams,
and the base station polls the plurality of beams accord-
ing to an order of beam IDs. Therefore, each of the plu-
rality of UEs may determine polling time of a beam cor-
responding to the UE according to a beam ID of the beam
corresponding to the UE. Optionally, if the time domain
resource is a time domain resource used by the uplink
control information, the UE may send, within the polling
time of its corresponding beam, the uplink control infor-
mation to the base station. If the time domain resource
determined by the UE is a time domain resource used
by the downlink control information, the UE may receive,
within the polling time of its corresponding beam, the
downlink control information sent by the base station. If

27 28 



EP 3 343 990 A1

16

5

10

15

20

25

30

35

40

45

50

55

the beam corresponding to the UE supports transmission
of control information of a plurality of UEs, optionally, the
downlink control information received by the UE may in-
clude downlink control information of each of the plurality
of UEs, that is, the downlink control information may be
a set of the downlink control information of the plurality
of UEs. Downlink control information of different UEs may
be distinguished by different coding sequences. After re-
ceiving the downlink control information, the UE may de-
code the downlink control information by using its decod-
ing sequence, to obtain its downlink control information.
Optionally, the downlink control information of the at least
one UE may be distinguished by different frequencies.
The downlink control information of the different UEs may
be sent in different frequency bands, and the different
UEs may receive respective downlink control information
in the different frequency bands.
[0072] When the plurality of beams are the beams cor-
responding to the plurality of UEs in the configured avail-
able beams, in S302, the base station sends a broadcast
message to the UE, where the broadcast message is
used to notify a quantity of beams corresponding to the
plurality of UEs.
[0073] In this case, in S304, for the base station, when
the time domain resource is the time domain resource
used by the downlink control information, the base station
receives, within polling time of a second beam, uplink
control information sent by at least one UE corresponding
to the second beam within polling time of the beams cor-
responding to the plurality of UEs. That is, the at least
one UE repeatedly sends the uplink control information
to the base station within polling time of each of the beams
corresponding to the plurality of UEs. The second beam
is a beam in the beams corresponding to the plurality of
UEs. For downlink control information transmission, the
base station sends downlink control information to the at
least one UE corresponding to the second beam within
the polling time of the second beam. Optionally, the
downlink control information may include downlink con-
trol information of each of the at least one UE. That is,
the downlink control information may be a set of downlink
control information of the at least one UE. Downlink con-
trol information of different UEs may be distinguished by
different coding sequences. After receiving the downlink
control information, the UE may decode the downlink
control information by using its own decoding sequence,
to obtain its own downlink control information. Optionally,
the downlink control information of the at least one UE
may be distinguished by different frequencies. The down-
link control information of the different UEs may be sent
in different frequency bands, and the different UEs may
receive respective downlink control information in the dif-
ferent frequency bands.
[0074] For the UE, because the plurality of beams are
the beams corresponding to the plurality of UEs in the
configured available beams, the beam IDs of the beams
corresponding to the plurality of UEs may not be consec-
utive. The UE cannot determine the polling time of its

corresponding beam according to the beam ID. In this
case, the UE receives or sends the control information
of the UE through the beam corresponding to the UE
within the polling time of the beams corresponding to the
plurality of UEs. That is, for uplink control information
transmission, the UE repeatedly sends the uplink control
information to the base station within polling time of each
of beams allocated to the UE. For downlink control infor-
mation transmission, the UE keeps in a state of receiving
the downlink control information within the polling time
of each of the beams allocated to the UE, so that the
base station can receive the downlink control information
of the UE when the base station polls the beam corre-
sponding to the UE.
[0075] Optionally, when the plurality of beams are the
beams corresponding to the plurality of UEs in the con-
figured available beams, in S303, the base station sends
indication information to the UE, where the indication in-
formation indicates a polling sequence of the beam cor-
responding to the UE in the beams corresponding to the
plurality of UEs.
[0076] The beams corresponding to the plurality of UEs
may have different polling sequences. Therefore, the in-
dication information that indicates the polling sequences
of the beams corresponding to the UEs is separately sent
by the base station to the UEs. The base station sends
indication information to each of the plurality of UEs to
indicate a polling sequence of a beam corresponding to
the UE, so that the UE may determine polling time of the
beam corresponding to the UE according to the polling
sequence. Then, the UE may receive or send control
information within the polling time of its corresponding
beam, instead of repeatedly sending or receiving the con-
trol information within the polling time of each beam.
[0077] In this case, in S304, the base station receives,
within polling time of a third beam, uplink control infor-
mation sent by at least one UE corresponding to the third
beam within the polling time of the third beam; or
sends downlink control information to at least one UE
corresponding to a third beam within polling time of the
third beam; where
the third beam is a beam in the beams corresponding to
the plurality of UEs, and the polling time of the third beam
is determined by the at least one UE corresponding to
the third beam according to a polling sequence of the
third beam.
[0078] Therefore, according to the method for trans-
mitting control information in a wireless communications
system in this embodiment of the present invention, the
base station first determines the time domain resource
used by the control channel, and receives or sends the
control information of the plurality of UEs within the polling
time of the plurality of beams included in the time domain
resource. This implements control information transmis-
sion between the base station and the plurality of UEs.
[0079] With reference to FIG. 3 to FIG. 8, the foregoing
describes in detail the method for transmitting control in-
formation in a wireless communications system accord-
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ing to this embodiment of the present invention. The fol-
lowing describes, with reference to FIG. 9 to FIG. 12, an
apparatus for transmitting control information in a wire-
less communications system according to embodiments
of the present invention.
[0080] FIG. 9 is a schematic block diagram of a base
station 500 for transmitting control information in a wire-
less communications system according to an embodi-
ment of the present invention. The base station 500 in-
cludes:

a determining module 510, configured to determine
a time domain resource used by a control channel,
where the control channel is configured to transmit
control information of a plurality of UEs, and the time
domain resource includes polling time of a plurality
of beams; and
a transceiving module 520, configured to receive or
send the control information of the plurality of UEs
within the polling time of the plurality of beams in-
cluded in the time domain resource determined by
the determining module 510, where control informa-
tion of each of the plurality of UEs is transmitted
through a beam corresponding to the UE.

[0081] Specifically, the determining module 510 deter-
mines the time domain resource used by the control
channel. Optionally, the determining module 510 may
determine, according to the protocol, which symbols of
a timeslot are used by the control channel, and deter-
mine, according to a cell number, the timeslot that con-
tains the used time domain resource, to determine a lo-
cation of the time domain resource used by the control
channel in a frame structure. For example, if the protocol
defines that the control channel uses the first four sym-
bols of the timeslot and the cell number is 0, optionally,
as shown in FIG. 2, the determining module 510 may
determine that the time domain resource used by the
control channel is the first four symbols of a timeslot 0 or
the first four symbols of a timeslot 5. The control channel
is configured to transmit the control information of the
plurality of UEs, that is, the time domain resource is a set
of time domain resources occupied by transmission of
the control information of the plurality of UEs. Optionally,
the time domain resource may be the first four symbols
of the timeslot 0 shown in FIG. 2, or the first four symbols
of the timeslot 5. This embodiment of the present inven-
tion is not limited thereto. Optionally, the time domain
resource may include the polling time of the plurality of
beams. That is, on the time domain resource, each beam
has its own polling time, and the time domain resource
includes the polling time of each of the plurality of beams.
After the determining module 510 determines the time
domain resource, the transceiving module 520 may re-
ceive or send the control information of the plurality of
UEs within the polling time of the plurality of beams in-
cluded in the time domain resource. For example, if a
first beam is one of the plurality of beams, the transceiving

module 520 receives or sends control information of at
least one UE corresponding to the first beam within poll-
ing time of the first beam. In this way, the transceiving
module 520 may receive or send the control information
of the UEs corresponding to the plurality of beams within
the polling time of the plurality of beams.
[0082] Therefore, according to the base station for
transmitting the control information in the wireless com-
munications system in this embodiment of the present
invention, the base station first determines the time do-
main resource used by the control channel, and receives
or sends the control information of the plurality of UEs
within the polling time of the plurality of beams included
in the time domain resource. This implements control in-
formation transmission between the base station and the
plurality of UEs.
[0083] Optionally, in this embodiment of the present
invention, the plurality of beams are configured available
beams, and in this case, the transceiving module 520 is
specifically configured to:

receive, within the polling time of the first beam, up-
link control information sent by the at least one UE
corresponding to the first beam within the polling time
of the first beam; or
send downlink control information to the at least one
UE corresponding to the first beam within the polling
time of the first beam; where
the first beam is a beam in a first beam set, and the
first beam set includes beams corresponding to the
plurality of UEs in the configured available beams.

[0084] Specifically, when the plurality of beams are the
configured available beams, the transceiving module 520
receives, within the polling time of each of the configured
available beams, the uplink control information sent by
the at least one UE corresponding to the first beam within
the polling time of the first beam, or sends the downlink
control information to the at least one UE corresponding
to the first beam within the polling time of the first beam.
The first beam is a beam in a first beam set, and the first
beam set includes beams corresponding to the plurality
of UEs in the configured available beams. Optionally, the
downlink control information may be a set of downlink
control information of the at least one UE. Downlink con-
trol information of different UEs may be distinguished by
using different coding sequences. After receiving the
downlink control information, different UEs may decode
the downlink control information by using different de-
coding sequences to obtain their own downlink control
information. Optionally, the downlink control information
of the at least one UE may be distinguished by different
frequencies. The downlink control information of the dif-
ferent UEs may be sent in different frequency bands, and
the different UEs may receive respective downlink control
information in the different frequency bands.
[0085] Because the plurality of beams are the config-
ured available beams, that is, the plurality of beams may
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include a beam having no corresponding UE. The beam
is a beam not allocated to the plurality of UEs. When the
base station polls the beam not allocated to the plurality
of UEs, no control information is transmitted on the beam.
This means that some redundant beams exist in the con-
figured available beams polled by the base station. In
this case, the plurality of beams polled by the base station
may be the beams corresponding to the plurality of UEs
in the configured available beams. That is, the plurality
of beams are a set of beams allocated to the plurality of
UEs. In this case, the base station 500 may further in-
clude:
a first sending module, configured to send a broadcast
message to the plurality of UEs, where the broadcast
message is used to notify a quantity of beams corre-
sponding to the plurality of UEs, and the quantity of
beams corresponding to the plurality of UEs is used by
the plurality of UEs to determine the polling time of the
beams corresponding to the plurality of UEs.
[0086] In this case, the transceiving module 520 is spe-
cifically configured to:

receive, within polling time of a second beam, uplink
control information sent by at least one UE corre-
sponding to the second beam within the polling time
of each of the beams corresponding to the plurality
of UEs; or
send downlink control information to at least one UE
corresponding to a second beam within polling time
of the second beam; where
the second beam is a beam in the beams corre-
sponding to the plurality of UEs.

[0087] Specifically, when the plurality of beams are the
beams corresponding to the plurality of UEs in the con-
figured available beams, that is, the plurality of beams to
be polled by the base station are beams actually allocated
to the plurality of UEs. In this case, the beam IDs of the
beams corresponding to the plurality of UEs may not be
consecutive, and the UEs cannot determine the polling
time of the corresponding beams according to the beam
IDs. In this case, optionally, the first sending module may
send the broadcast message to the plurality of UEs to
notify the plurality of UEs of a quantity of beams actually
allocated to the plurality of UEs. In this way, the UE may
determine the polling time of the beams corresponding
to the plurality of UEs according to the quantity of beams
corresponding to the plurality of UEs, and receive or send
the control information of the UE within the polling time
of the beams corresponding to the plurality of UEs. Op-
tionally, for uplink control information transmission, the
transceiving module 520 receives, within the polling time
of the second beam, the uplink control information sent
by the at least one UE corresponding to the second beam
within the polling time of each of the beams correspond-
ing to the plurality of UEs. That is, the at least one UE
repeatedly sends the uplink control information to the
base station within the polling time of each of the beams

corresponding to the plurality of UEs. The second beam
is a beam in the beams corresponding to the plurality of
UEs. In this case, because the uplink control information
is repeatedly sent within the polling time of each beam,
when the base station polls the beam corresponding to
the UE, the base station may receive the uplink control
information of the UE although the UE does not know
polling time of its corresponding beam. For downlink con-
trol information transmission, the transceiving module
520 sends the downlink control information to the at least
one UE corresponding to the second beam within the
polling time of the second beam. Optionally, the downlink
control information may include downlink control infor-
mation of each of the at least one UE, that is, the downlink
control information may be a set of the downlink control
information of the at least one UE. The downlink control
information of different UEs may be distinguished by us-
ing different coding sequences. After receiving the down-
link control information, the different UEs may decode
the downlink control information by using different de-
coding sequences to obtain their own downlink control
information. Optionally, the downlink control information
of the at least one UE may be distinguished by different
frequencies. The downlink control information of the dif-
ferent UEs may be sent in different frequency bands, and
the different UEs may receive respective downlink control
information in the different frequency bands.
[0088] Optionally, in this embodiment of the present
invention, the base station 500 may further include:
a second sending module, configured to send indication
information to each of the plurality of UEs, where the
indication information is used to indicate a polling se-
quence of a beam corresponding to each of the plurality
of UEs in the beams corresponding to the plurality of UEs.
[0089] In this case, the transceiving module 520 is spe-
cifically configured to:

receive, within polling time of a third beam, uplink
control information sent by at least one UE corre-
sponding to the third beam within the polling time of
the third beam; or
sends downlink control information to at least one
UE corresponding to a third beam within polling time
of the third beam; where
the third beam is a beam in the beams corresponding
to the plurality of UEs, and the polling time of the
third beam is determined by the at least one UE cor-
responding to the third beam according to a polling
sequence of the third beam.

[0090] Specifically, when the UE does not know a poll-
ing sequence of its corresponding beam, the UE repeat-
edly sends or receives the control information within the
polling time of each of the plurality of beams. Optionally,
the second sending module may send the indication in-
formation to each of the plurality of UEs to indicate the
polling sequence of the beam corresponding to each of
the plurality of UEs in the beams corresponding to the
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plurality of UEs. Because the beams have a same polling
time, the UE may determine the polling time of the beam
corresponding to the UE according to the polling se-
quence, and may receive or send the control information
within the polling time of its corresponding beam, instead
of repeatedly receiving or sending the control information
within the polling time of each beam. Optionally, for uplink
control information transmission, the transceiving mod-
ule 520 receives, within the polling time of each of the
beams corresponding to the plurality of UEs, uplink con-
trol information sent by at least one UE corresponding to
a currently polled beam through the currently polled
beam. For example, the transceiving module 520 re-
ceives, within the polling time of the third beam, the uplink
control information sent by the at least one UE corre-
sponding to the third beam within the polling time of the
third beam. The third beam is a beam in the beams allo-
cated to the plurality of UEs. For downlink control infor-
mation transmission, the transceiving module 520 sends,
through the currently polled beam, downlink control in-
formation to the at least one UE corresponding to the
currently polled beam within the polling time of each of
the beams corresponding to the plurality of UEs. For ex-
ample, the transceiving module 520 sends the downlink
control information to the at least one UE corresponding
to the third beam within the polling time of the third beam.
Optionally, the downlink control information includes the
downlink control information of each of the at least one
UE. That is, the downlink control information may be a
set of the downlink control information of the at least one
UE. Downlink control information of different UEs may
be distinguished by using different coding sequences.
After receiving the downlink control information, the at
least one UE may decode the downlink control informa-
tion by using different decoding sequences to obtain their
own downlink control information. Optionally, the down-
link control information of the at least one UE may be
distinguished by different frequencies. The downlink con-
trol information of the different UEs may be sent in dif-
ferent frequency bands, and the different UEs may re-
ceive respective downlink control information in the dif-
ferent frequency bands.
[0091] Therefore, according to the base station for
transmitting the control information in the wireless com-
munications system in this embodiment of the present
invention, the base station first determines the time do-
main resource used by the control channel, and receives
or sends the control information of the plurality of UEs
within the polling time of the plurality of beams included
in the time domain resource. This implements control in-
formation transmission between the base station and the
plurality of UEs.
[0092] The base station 500 according to this embod-
iment of the present invention may correspond to the
base station in the method 1000 for transmitting control
information in a wireless communications system in this
embodiment of the present invention, and the foregoing
and other operations and/or functions of the modules in

the base station 500 are separately performed to imple-
ment corresponding procedures of the foregoing method.
Details are not repeated herein for brevity.
[0093] FIG. 10 is a schematic block diagram of UE 600
for transmitting control information in a wireless commu-
nications system according to an embodiment of the
present invention. The UE 600 includes:

a determining module 610, configured to determine
a time domain resource used by a control channel,
where the control channel is configured to transmit
control information of a plurality of UEs, the UE is
one of the plurality of UEs, and the time domain re-
source includes polling time of a plurality of beams;
and
a transceiving module 620, configured to receive or
send control information of the UE within the polling
time of the plurality of beams included in the time
domain resource determined by the determining
module 610.

[0094] Specifically, the determining module 610 deter-
mines the time domain resource used by the control
channel. Optionally, the determining module 610 may
determine, according to the protocol, which symbols of
a timeslot are used by the control channel, and deter-
mine, according to a cell number, the timeslot that con-
tains the used time domain resource, to determine a lo-
cation of the time domain resource used by the control
channel in a frame structure. For example, if the protocol
defines that the control channel uses the first four sym-
bols and the cell number is 0, optionally, as shown in
FIG. 2, the determining module 610 may determine that
the time domain resource used by the control channel is
the first four symbols of a timeslot 0 or the first four sym-
bols of a timeslot 5. The control channel is configured to
transmit the control information of the plurality of UEs,
that is, the time domain resource is a set of time domain
resources occupied by transmission of the control infor-
mation of the plurality of UEs. The UE is one of the plu-
rality of UEs. Optionally, the time domain resource may
be the first four symbols of the timeslot 0 shown in FIG.
2, or the first four symbols of the timeslot 5. This embod-
iment of the present invention is not limited thereto. Each
of the plurality of UEs has a corresponding beam, and a
base station transmits the control information to the UE
through the beam corresponding to the UE. The time
domain resource includes the polling time of the plurality
of beams, that is, the base station implements control
information transmission with the plurality of UEs by poll-
ing the plurality of beams. The transceiving module 620
receives or sends the control information of the UE
through the beam corresponding to the UE within the
polling time of the plurality of beams. Optionally, when
the time domain resource is a time domain resource used
by uplink control information, the transceiving module
620 may receive, within the polling time of the plurality
of beams, the uplink control information to the base sta-
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tion through the beam corresponding to the UE. When
the time domain resource is a time domain resource used
by downlink control information, the transceiving module
620 may receive, within the polling time of the plurality
of beams, the downlink control information sent by the
base station through the beam corresponding to the UE.
Optionally, downlink control information of different UEs
may be sent in different frequency bands, and the trans-
ceiving module 620 may receive the downlink control in-
formation in the different frequency bands.
[0095] Therefore, according to the UE for transmitting
the control information in the wireless communications
system in this embodiment of the present invention, the
UE first determines the time domain resource used by
the control channel, and receives or sends the control
information of the UE within the polling time of the plurality
of beams included in the time domain resource. This im-
plements control information transmission between the
base station and the UE.
[0096] Optionally, in this embodiment of the present
invention, the plurality of beams are configured available
beams, and the determining module 610 is further con-
figured to:
determine polling time of the beam corresponding to the
UE in the configured available beams according to a
beam identifier ID of the beam corresponding to the UE.
[0097] The transceiving module 620 is specifically con-
figured to:
receive or send the control information of the UE within
the polling time that is of the beam corresponding to the
UE and that is determined by the determining module
610.
[0098] Specifically, when the plurality of beams are the
configured available beams, that is, the plurality of beams
to be polled by the base station are the configured avail-
able beams, optionally, the base station may poll the plu-
rality of beams according to beam IDs. For example, the
base station may sequentially poll the plurality of beams
according to an ascending order of the beam IDs. Be-
cause the beams have a same polling time, the deter-
mining module 610 may determine the polling time of the
beam corresponding to the UE according to the beam ID
of the beam corresponding to the UE. After the determin-
ing module 610 determines the polling time of the beam
corresponding to the UE, the transceiving module 620
may receive or send the control information of the UE
within the polling time of the beam corresponding to the
UE. Optionally, when the time domain resource is the
time domain resource used by the uplink control infor-
mation, the transceiving module 620 may send, within
the polling time of the beam corresponding to the UE,
the uplink control information to the base station through
the beam corresponding to the UE. When the time do-
main resource is the time domain resource used by the
downlink control information, the transceiving module
620 may receive, through the beam corresponding to the
UE within the polling time of the beam corresponding to
the UE, the downlink control information sent by the base

station.
[0099] Optionally, in this embodiment of the present
invention, the plurality of beams are beams correspond-
ing to the plurality of UEs in the configured available
beams, and the UE 600 may further include:
a first receiving module, configured to receive a broad-
cast message sent by the base station, where the broad-
cast message is used to notify a quantity of beams cor-
responding to the plurality of UEs.
[0100] The determining module 610 is further config-
ured to:
determine the polling time of the beams corresponding
to the plurality of UEs according to the quantity of beams
corresponding to the plurality of UEs.
[0101] The transceiving module 620 is specifically con-
figured to:
receive or send the control information of the UE within
the polling time that is of the beams corresponding to the
plurality of UEs and that is determined by the determining
module 610.
[0102] Specifically, when the plurality of beams are the
beams corresponding to the plurality of UEs in the con-
figured available beams, that is, the plurality of beams to
be polled by the base station are beams actually allocated
to the plurality of UEs. In this case, the beam IDs of the
beams corresponding to the plurality of UEs may not be
consecutive, and the UEs cannot determine the polling
time of the corresponding beams according to the beam
IDs. In this case, optionally, the first receiving module
may receive the broadcast message sent by the base
station. The broadcast message is used to notify the UE
of the quantity of beams corresponding to the plurality of
UEs. The determining module 610 may determine the
polling time of the beams corresponding to the plurality
of UEs based on the quantity of beams corresponding to
the plurality of UEs, and transceiving module 620 may
receive or send the control information of the UE within
the polling time of the beams corresponding to the plu-
rality of UEs. The control information of the UE is repeat-
edly sent within the polling time of the beams correspond-
ing to the plurality of UEs. For uplink control information
transmission, the transceiving module 620 repeatedly
sends the uplink control information to the base station
within the polling time of each of the beams correspond-
ing to the plurality of UEs. For downlink control informa-
tion transmission, the UE does not know when the polling
time of its corresponding beam arrives, either. Optionally,
the transceiving module 620 keeps in a state of receiving
the downlink control information within the polling time
of each of the beams corresponding to the plurality of
UEs, so that the transceiving module 620 can receive
the downlink control information of the UE when the base
station polls the beam corresponding to the UE. If the
beam corresponding to the UE supports transmission of
control information of a plurality of UEs, optionally, the
downlink control information received by the transceiving
module 620 may include downlink control information of
each of the plurality of UEs, that is, the downlink control
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information is a set of the downlink control information of
the plurality of UEs. Downlink control information of dif-
ferent UEs may be distinguished by different coding se-
quences. After receiving the downlink control informa-
tion, the transceiving module 620 may decode the down-
link control information by using a decoding sequence of
the UE, to obtain the downlink control information of the
UE.
[0103] Optionally, in this embodiment of the present
invention, the plurality of beams are beams correspond-
ing to the plurality of UEs in the configured available
beams, and the UE 600 may further include:
a second receiving module, configured to receive indica-
tion information sent by the base station, where the indi-
cation information is used to indicate a polling sequence
of the beam corresponding to the UE in the beams cor-
responding to the plurality of UEs.
[0104] In this case, the determining module 610 is fur-
ther configured to:
determine the polling time of the beam corresponding to
the UE in the beams corresponding to the plurality of UEs
according to the polling sequence of the beam corre-
sponding to the UE in the beams corresponding to the
plurality of UEs.
[0105] In this case, the transceiving module 620 is spe-
cifically configured to:
receive or send the control information of the UE within
the polling time of the beam corresponding to the UE.
[0106] Specifically, when the UE does not know the
polling sequence of its corresponding beam, the trans-
ceiving module 620 repeatedly sends or receives the
control information within the polling time of each of the
plurality of beams. Optionally, in this embodiment of the
present invention, the second receiving module may re-
ceive the indication information sent by the base station.
The indication information is used to indicate the polling
sequence of the beam corresponding to the UE in the
beams corresponding to the plurality of UEs. Therefore,
the determining module 610 may determine the polling
time of the beam corresponding to the UE in the beams
corresponding to the plurality of UEs according to the
polling sequence of the beam corresponding to the UE
in the beams corresponding to the plurality of UEs, and
the transceiving module 620 may send or receive the
control information of the UE within the polling time of
the beam corresponding to the UE, instead of repeatedly
sending or receiving the control information of the UE
within the polling time of each beam. Optionally, when
the time domain resource is the time domain resource
used by the uplink control information, the transceiving
module 620 may send, within the polling time of the beam
corresponding to the UE, the uplink control information
to the base station through the beam corresponding to
the UE. When the time domain resource is the time do-
main resource used by the downlink control information,
the transceiving module 620 may receive, within the poll-
ing time of the beam corresponding to the UE, the down-
link control information sent by the base station through

the beam corresponding to the UE.
[0107] Therefore, according to the UE for transmitting
the control information in the wireless communications
system in this embodiment of the present invention, the
UE first determines the time domain resource used by
the control channel, and receives or sends the control
information of the UE within the polling time of the plurality
of beams included in the time domain resource. This im-
plements control information transmission between the
base station and the UE.
[0108] The UE 600 according to this embodiment of
the present invention may correspond to the UE in the
method 2000 for transmitting control information in a
wireless communications system in this embodiment of
the present invention, and the foregoing and other oper-
ations and/or functions of the modules in the UE 600 are
separately performed to implement corresponding pro-
cedures of the foregoing method. Details are not repeat-
ed herein for brevity.
[0109] As shown in FIG. 11, an embodiment of the
present invention further provides a base station 800.
The base station 800 includes a processor 810, a mem-
ory 820, a bus system 830, and a transceiver 840. The
processor 810, the memory 820, and the transceiver 840
are connected by using the bus system 830. The memory
820 is configured to store an instruction. The processor
810 is configured to execute the instruction stored in the
memory 820, to receive or send a signal by using the
transceiver 840. The processor 810 is configured to de-
termine a time domain resource used by a control chan-
nel. The control channel is configured to transmit control
information of a plurality of UEs. The time domain re-
source includes polling time of a plurality of beams. The
transceiver 840 is configured to receive or send the con-
trol information of the plurality of UEs within the polling
time of the plurality of beams. Control information of each
of the plurality of UEs is transmitted through a beam cor-
responding to the UE.
[0110] Therefore, according to the base station for
transmitting control information in a wireless communi-
cations system in this embodiment of the present inven-
tion, the base station first determines the time domain
resource used by the control channel, and receives or
sends the control information of the plurality of UEs within
the polling time of the plurality of beams included in the
time domain resource. This implements control informa-
tion transmission between the base station and the plu-
rality of UEs.
[0111] It should be understood that, in this embodiment
of the present invention, the processor 810 may be a
central processing unit (Central Processing Unit, "CPU"
for short). Alternatively, the processor 810 may be an-
other general-purpose processor, a digital signal proc-
essor (DSP), an application-specific integrated circuit
(ASIC), a field programmable gate array (FPGA), or an-
other programmable logic device, discrete gate or tran-
sistor logic device, or a discrete hardware component.
The general-purpose processor may be a microproces-
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sor or the processor may be any conventional processor,
and the like.
[0112] The memory 820 may include a read-only mem-
ory and a random access memory, and provides an in-
struction and data to the processor 810. A part of the
memory 820 may further include a non-volatile random
access memory. For example, the memory 820 may fur-
ther store information, such as a device type.
[0113] In addition to a data bus, the bus system 830
may further include a power bus, a control bus, a status
signal bus, and the like. However, for clarity of descrip-
tion, various buses are marked as the bus system 830
in the figure.
[0114] During implementation, each step of the fore-
going method may be implemented by a hardware inte-
grated logical circuit in the processor 810 or by using an
instruction in a software form. The steps of the method
disclosed with reference to the embodiments of the
present invention may be directly performed by a hard-
ware processor, or may be performed by using a combi-
nation of hardware in the processor and a software mod-
ule. The software module may be located in a mature
storage medium in the art, such as a random access
memory, a flash memory, a read-only memory, a pro-
grammable read-only memory, an electrically erasable
programmable memory, or a register. The storage me-
dium is located in the memory 820, and the processor
810 reads information in the memory 820 and completes
the steps in the foregoing method together with hardware
of the processor. To avoid repetition, details are not de-
scribed herein again.
[0115] Optionally, the transceiver 840 may include a
transmitter and a receiver. The transmitter and the re-
ceiver may be integrated or may be separate and stand-
alone modules. The transmitter may be configured to
transmit a signal, and the receiver may be configured to
receive a signal. Optionally, in this embodiment of the
present invention, the transmitter may be configured to
send the control information, and the receiver may be
configured to receive the control information.
[0116] Optionally, in this embodiment of the present
invention, the plurality of beams are configured available
beams, and in this case, the transceiver 840 is further
configured to:

receive, within polling time of a first beam, uplink
control information sent by at least one UE corre-
sponding to the first beam within the polling time of
the first beam; or
send downlink control information to at least one UE
corresponding to a first beam within polling time of
the first beam; where
the first beam is a beam in a first beam set, and the
first beam set includes beams corresponding to the
plurality of UEs in the configured available beams.

[0117] Optionally, in this embodiment of the present
invention, the plurality of beams are beams correspond-

ing to the plurality of UEs in the configured available
beams, and the transceiver 840 is further configured to:
send a broadcast message to the plurality of UEs, where
the broadcast message is used to notify a quantity of
beams corresponding to the plurality of UEs, and the
quantity of beams corresponding to the plurality of UEs
is used by the plurality of UEs to determine the polling
time of the beams corresponding to the plurality of UEs.
[0118] In this case, the transceiver 840 is specifically
configured to:

receive, within polling time of a second beam, uplink
control information sent by at least one UE corre-
sponding to the second beam within polling time of
each of the beams corresponding to the plurality of
UEs; or
send downlink control information to at least one UE
corresponding to a second beam within polling time
of the second beam; where
the second beam is a beam in the beams corre-
sponding to the plurality of UEs.

[0119] Optionally, in this embodiment of the present
invention, the plurality of beams are beams correspond-
ing to the plurality of UEs in the configured available
beams, and the transceiver 840 is further configured to:
send indication information to each of the plurality of UEs,
where the indication information is used to indicate a poll-
ing sequence of the beam corresponding to each of the
plurality of UEs in the beams corresponding to the plu-
rality of UEs.
[0120] In this case, the transceiver 840 is specifically
configured to:

receive, within polling time of a third beam, uplink
control information sent by at least one UE corre-
sponding to the third beam within the polling time of
the third beam; or
send downlink control information to at least one UE
corresponding to a third beam within polling time of
the third beam; where
the third beam is a beam in the beams corresponding
to the plurality of UEs, and the polling time of the
third beam is determined by the at least one UE cor-
responding to the third beam according to a polling
sequence of the third beam.

[0121] Therefore, according to the base station for
transmitting control information in a wireless communi-
cations system in this embodiment of the present inven-
tion, the base station first determines the time domain
resource used by the control channel, and receives or
sends the control information of the plurality of UEs within
the polling time of the plurality of beams included in the
time domain resource. This implements control informa-
tion transmission between the base station and the plu-
rality of UEs.
[0122] As shown in FIG. 12, an embodiment of the
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present invention further provides UE 900. The UE 900
includes a processor 910, a memory 920, a bus system
930, and a transceiver 940. The processor 910, the mem-
ory 920, and the transceiver 940 are connected by using
the bus system 930. The memory 920 is configured to
store an instruction. The processor 910 is configured to
execute the instruction stored in the memory 920, to re-
ceive or send a signal by using the transceiver 940. The
processor 910 is configured to determine a time domain
resource used by a control channel. The control channel
is configured to transmit control information of a plurality
of UEs and the UE is one of the plurality of UEs. The time
domain resource includes polling time of a plurality of
beams. The transceiver 940 is configured to receive or
send the control information of the UE within the polling
time of the plurality of beams.
[0123] Therefore, according to the UE for transmitting
the control information in the wireless communications
system in this embodiment of the present invention, the
UE first determines the time domain resource used by
the control channel, and receives or sends the control
information of the UE within the polling time of the plurality
of beams included in the time domain resource. This im-
plements control information transmission between a
base station and the UE.
[0124] It should be understood that, in this embodiment
of the present invention, the processor 910 may be a
central processing unit (Central Processing Unit, "CPU"
for short). Alternatively, the processor 910 may be an-
other general-purpose processor, a digital signal proc-
essor (DSP), an application-specific integrated circuit
(ASIC), a field programmable gate array (FPGA), or an-
other programmable logic device, discrete gate or tran-
sistor logic device, or a discrete hardware component.
The general-purpose processor may be a microproces-
sor or the processor may be any conventional processor,
and the like.
[0125] The memory 920 may include a read-only mem-
ory and a random access memory, and provides an in-
struction and data to the processor 910. A part of the
memory 920 may further include a non-volatile random
access memory. For example, the memory 920 may fur-
ther store information, such as a device type.
[0126] In addition to a data bus, the bus system 930
may further include a power bus, a control bus, a status
signal bus, and the like. However, for clarity of descrip-
tion, various buses are marked as the bus system 930
in the figure.
[0127] During implementation, each step of the fore-
going method may be implemented by a hardware inte-
grated logical circuit in the processor 910 or by using an
instruction in a software form. The steps of the method
disclosed with reference to the embodiments of the
present invention may be directly performed by a hard-
ware processor, or may be performed by using a combi-
nation of hardware in the processor and a software mod-
ule. The software module may be located in a mature
storage medium in the art, such as a random access

memory, a flash memory, a read-only memory, a pro-
grammable read-only memory, an electrically erasable
programmable memory, or a register. The storage me-
dium is located in the memory 920, and the processor
910 reads information in the memory 920 and completes
the steps in the foregoing method together with hardware
of the processor. To avoid repetition, details are not de-
scribed herein again.
[0128] Optionally, the transceiver 940 may include a
transmitter and a receiver. The transmitter and the re-
ceiver may be integrated or may be separate and stand-
alone modules. The transmitter is configured to transmit
a signal, and the receiver is configured to receive a signal.
Optionally, in this embodiment of the present invention,
the transmitter may be configured to send the control
information, and the receiver may be configured to re-
ceive the control information.
[0129] Optionally, in this embodiment of the present
invention, the plurality of beams are configured available
beams, and the processor 910 is further configured to:
determine polling time of a beam corresponding to the
UE in the configured available beams according to a
beam identifier ID of the beam corresponding to the UE.
[0130] The transceiver 940 is specifically configured
to:
receive or send the control information of the UE within
the polling time of the beam corresponding to the UE.
[0131] Optionally, in this embodiment of the present
invention, the plurality of beams are beams correspond-
ing to the plurality of UEs in the configured available
beams, and the transceiver 940 is further configured to:
receive a broadcast message sent by the base station,
where the broadcast message is used to notify a quantity
of beams corresponding to the plurality of UEs.
[0132] The processor 910 is further configured to:
determine the polling time of the beams corresponding
to the plurality of UEs according to the quantity of beams
corresponding to the plurality of UEs.
[0133] The transceiver 940 is specifically configured
to:
receive or send the control information of the UE within
the polling time of the beams corresponding to the plu-
rality of UEs.
[0134] Optionally, in this embodiment of the present
invention, the plurality of beams are beams correspond-
ing to the plurality of UEs in the configured available
beams, and the transceiver 940 is further configured to:
receive indication information sent by the base station,
where the indication information is used to indicate a poll-
ing sequence of the beam corresponding to the UE in
the beams corresponding to the plurality of UEs.
[0135] The processor 910 is further configured to:
determine the polling time of the beam corresponding to
the UE in the beams corresponding to the plurality of UEs
according to the polling sequence of the beam corre-
sponding to the UE in the beams corresponding to the
plurality of UEs.
[0136] In this case, the transceiver 940 is specifically
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configured to:
receive or send the control information of the UE within
the polling time of the beam corresponding to the UE.
[0137] Therefore, according to the UE for transmitting
the control information in the wireless communications
system in this embodiment of the present invention, the
UE first determines the time domain resource used by
the control channel, and receives or sends the control
information of the UE within the polling time of the plurality
of beams included in the time domain resource. This im-
plements control information transmission between a
base station and the UE.
[0138] The term "and/or" in this specification describes
only an association relationship for describing associated
objects and represents that three relationships may exist.
For example, A and/or B may represent the following
three cases: Only A exists, both A and B exist, and only
B exists. In addition, the character "/" in this specification
generally indicates an "or" relationship between the as-
sociated objects.
[0139] It should be understood that sequence numbers
of the foregoing processes do not mean execution se-
quences in various embodiments of the present inven-
tion. The execution sequences of the processes should
be determined according to functions and internal logic
of the processes, and should not be construed as any
limitation on the implementation processes of the em-
bodiments of the present invention.
[0140] A person of ordinary skill in the art may be aware
that, in combination with the examples described in the
embodiments disclosed in this specification, units and
algorithm steps may be implemented by electronic hard-
ware or a combination of computer software and elec-
tronic hardware. Whether the functions are performed by
hardware or software depends on particular applications
and design constraint conditions of the technical solu-
tions. A person skilled in the art may use different meth-
ods to implement the described functions for each par-
ticular application, but it should not be considered that
the implementation goes beyond the scope of the present
invention.
[0141] It may be clearly understood by a person skilled
in the art that, for the purpose of convenient and brief
description, for a detailed working process of the forego-
ing system, apparatus, and unit, reference may be made
to a corresponding process in the foregoing method em-
bodiments, and details are not described herein again.
[0142] In the several embodiments provided in this ap-
plication, it should be understood that the disclosed sys-
tem, apparatus, and method may be implemented in oth-
er manners. For example, the described apparatus em-
bodiment is merely an example. For example, the unit
division is merely logical function division and may be
other division in actual implementation. For example, a
plurality of units or components may be combined or in-
tegrated into another system, or some features may be
ignored or not performed. In addition, the displayed or
discussed mutual couplings or direct couplings or com-

munication connections may be implemented by using
some interfaces. The indirect couplings or communica-
tion connections between the apparatuses or units may
be implemented in electronic, mechanical, or other forms.
[0143] The units described as separate parts may or
may not be physically separate, and parts displayed as
units may or may not be physical units, may be located
in one position, or may be distributed on a plurality of
network units. Some or all of the units may be selected
according to actual requirements to achieve the objec-
tives of the solutions of the embodiments.
[0144] In addition, functional units in the embodiments
of the present invention may be integrated into one
processing unit, or each of the units may exist alone phys-
ically, or two or more units are integrated into one unit.
[0145] When the functions are implemented in the form
of a software functional unit and sold or used as an in-
dependent product, the functions may be stored in a com-
puter-readable storage medium. Based on such an un-
derstanding, the technical solutions of the present inven-
tion essentially, or the part contributing to the prior art,
or some of the technical solutions may be implemented
in a form of a software product. The software product is
stored in a storage medium, and includes several instruc-
tions for instructing a computer device (which may be a
personal computer, a server, or a network device) to per-
form all or some of the steps of the method described in
the embodiments of the present invention. The foregoing
storage medium includes: any medium that can store pro-
gram code, such as a USB flash drive, a removable hard
disk, a read-only memory (ROM, Read-Only Memory), a
random access memory (RAM, Random Access Mem-
ory), a magnetic disk, or an optical disc.
[0146] The foregoing descriptions are merely specific
implementations of the present invention, but are not in-
tended to limit the protection scope of the present inven-
tion. Any variation or replacement readily figured out by
a person skilled in the art within the technical scope dis-
closed in the present invention shall fall within the pro-
tection scope of the present invention. Therefore, the pro-
tection scope of the present invention shall be subject to
the protection scope of the claims.

Claims

1. A method for transmitting control information in a
wireless communications system, comprising:

determining, by a base station, a time domain
resource used by a control channel, wherein the
control channel is configured to transmit control
information of a plurality of user equipments
UEs, and the time domain resource comprises
polling time of a plurality of beams; and
receiving or sending, by the base station, the
control information of the plurality of UEs within
the polling time of the plurality of beams, wherein
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control information of each of the plurality of UEs
is transmitted through a beam corresponding to
the UE.

2. The method according to claim 1, wherein the plu-
rality of beams are configured available beams, and
the receiving or sending, by the base station, the
control information of the plurality of UEs within the
polling time of the plurality of beams comprises:

receiving, by the base station within polling time
of a first beam, uplink control information sent
by at least one UE corresponding to the first
beam within the polling time of the first beam; or
sending, by the base station, downlink control
information to at least one UE corresponding to
a first beam within polling time of the first beam;
wherein
the first beam is a beam in a first beam set, and
the first beam set comprises beams correspond-
ing to the plurality of UEs in the configured avail-
able beams.

3. The method according to claim 1, wherein the plu-
rality of beams are beams corresponding to the plu-
rality of UEs in configured available beams, and be-
fore the receiving or sending, by the base station,
the control information of the plurality of UEs within
the polling time of the plurality of beams, the method
further comprises:

sending, by the base station, a broadcast mes-
sage to the plurality of UEs, wherein the broad-
cast message is used to notify a quantity of
beams corresponding to the plurality of UEs, and
the quantity of beams corresponding to the plu-
rality of UEs is used by the plurality of UEs to
determine the polling time of the beams corre-
sponding to the plurality of UEs; and
the receiving or sending, by the base station,
the control information of the plurality of UEs
within the polling time of the plurality of beams
comprises:

receiving, by the base station within polling
time of a second beam, uplink control infor-
mation sent by at least one UE correspond-
ing to the second beam within the polling
time of the beams corresponding to the plu-
rality of UEs; or
sending, by the base station, downlink con-
trol information to at least one UE corre-
sponding to a second beam within polling
time of the second beam; wherein
the second beam is a beam in the beams
corresponding to the plurality of UEs.

4. The method according to claim 1, wherein the plu-

rality of beams are beams corresponding to the plu-
rality of UEs in configured available beams, and be-
fore the receiving or sending, by the base station,
the control information of the plurality of UEs within
the polling time of the plurality of beams, the method
further comprises:

sending, by the base station, indication informa-
tion to each of the plurality of UEs, wherein the
indication information is used to indicate a poll-
ing sequence of a beam corresponding to each
of the plurality of UEs in the beams correspond-
ing to the plurality of UEs; and
the receiving or sending, by the base station,
the control information of the plurality of UEs
within the polling time of the plurality of beams
comprises:

receiving, by the base station within polling
time of a third beam, uplink control informa-
tion sent by at least one UE corresponding
to the third beam within the polling time of
the third beam; or
sending, by the base station, downlink con-
trol information to at least one UE corre-
sponding to a third beam within polling time
of the third beam; wherein
the third beam is a beam in the beams cor-
responding to the plurality of UEs, and the
polling time of the third beam is determined
by the at least one UE corresponding to the
third beam according to a polling sequence
of the third beam.

5. A method for transmitting control information in a
wireless communications system, comprising:

determining, by UE, a time domain resource
used by a control channel, wherein the control
channel is configured to transmit control infor-
mation of a plurality of UEs, the UE is one of the
plurality of UEs, and the time domain resource
comprises polling time of a plurality of beams;
and
receiving or sending, by the UE, control infor-
mation of the UE within the polling time of the
plurality of beams.

6. The method according to claim 5, wherein the plu-
rality of beams are configured available beams, and
the receiving or sending, by the UE, control informa-
tion of the UE within the polling time of the plurality
of beams comprises:

determining, by the UE, polling time of a beam
corresponding to the UE in the configured avail-
able beams according to a beam identifier ID of
the beam corresponding to the UE; and
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receiving or sending, by the UE, the control in-
formation of the UE within the polling time of the
beam corresponding to the UE.

7. The method according to claim 5, wherein the plu-
rality of beams are beams corresponding to the plu-
rality of UEs in configured available beams, and be-
fore the receiving or sending, by the UE, control in-
formation of the UE within the polling time of the plu-
rality of beams, the method further comprises:

receiving, by the UE, a broadcast message sent
by a base station, wherein the broadcast mes-
sage is used to notify a quantity of beams cor-
responding to the plurality of UEs; and
the receiving or sending, by the UE, control in-
formation of the UE within the polling time of the
plurality of beams comprises:

determining, by the UE, the polling time of
the beams corresponding to the plurality of
UEs according to the quantity of beams cor-
responding to the plurality of UEs; and
receiving or sending, by the UE, the control
information of the UE within the polling time
of the beams corresponding to the plurality
of UEs.

8. The method according to claim 5, wherein the plu-
rality of beams are beams corresponding to the plu-
rality of UEs in configured available beams, and be-
fore the receiving or sending, by the UE, control in-
formation of the UE within the polling time of the plu-
rality of beams, the method further comprises:

receiving, by the UE, indication information sent
by a base station, wherein the indication infor-
mation is used to indicate a polling sequence of
a beam corresponding to the UE in the beams
corresponding to the plurality of UEs; and
the receiving or sending, by the UE, control in-
formation of the UE within the polling time of the
plurality of beams comprises:

determining, by the UE, polling time of the
beam corresponding to the UE in the beams
corresponding to the plurality of UEs ac-
cording to the polling sequence of the beam
corresponding to the UE in the beams cor-
responding to the plurality of UEs; and
receiving or sending, by the UE, the control
information of the UE within the polling time
of the beam corresponding to the UE.

9. Abase station, comprising:

a determining module, configured to determine
a time domain resource used by a control chan-

nel, wherein the control channel is configured to
transmit control information of a plurality of UEs,
and the time domain resource comprises polling
time of a plurality of beams; and
a transceiving module, configured to receive or
send the control information of the plurality of
UEs within the polling time of the plurality of
beams comprised in the time domain resource
determined by the determining module, wherein
control information of each of the plurality of UEs
is transmitted through a beam corresponding to
the UE.

10. The base station according to claim 9, wherein the
plurality of beams are configured available beams,
and the transceiving module is specifically config-
ured to:

receive, within polling time of a first beam, uplink
control information sent by at least one UE cor-
responding to the first beam within the polling
time of the first beam; or
send downlink control information to at least one
UE corresponding to a first beam within polling
time of the first beam; wherein
the first beam is a beam in a first beam set, and
the first beam set comprises beams correspond-
ing to the plurality of UEs in the configured avail-
able beams.

11. The base station according to claim 9, wherein the
plurality of beams are beams corresponding to the
plurality of UEs in configured available beams, and
the base station further comprises:

a first sending module, configured to send a
broadcast message to the plurality of UEs,
wherein the broadcast message is used to notify
a quantity of beams corresponding to the plural-
ity of UEs, and the quantity of beams corre-
sponding to the plurality of UEs is used by the
plurality of UEs to determine the polling time of
the beams corresponding to the plurality of UEs;
and
the transceiving module is specifically config-
ured to:

receive, within polling time of a second
beam, uplink control information sent by at
least one UE corresponding to the second
beam within the polling time of the beams
corresponding to the plurality of UEs; or
send downlink control information to at least
one UE corresponding to a second beam
within polling time of the second beam;
wherein
the second beam is a beam in the beams
corresponding to the plurality of UEs.
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12. The base station according to claim 9, wherein the
plurality of beams are beams corresponding to the
plurality of UEs in configured available beams, and
the base station further comprises:

a second sending module, configured to send
indication information to each of the plurality of
UEs, wherein the indication information is used
to indicate a polling sequence of a beam corre-
sponding to each of the plurality of UEs in the
beams corresponding to the plurality of UEs; and
the transceiving module is specifically config-
ured to:

receive, within polling time of a third beam,
uplink control information sent by at least
one UE corresponding to the third beam
within the polling time of the third beam; or
send downlink control information to at least
one UE corresponding to a third beam within
polling time of the third beam; wherein
the third beam is a beam in the beams cor-
responding to the plurality of UEs, and the
polling time of the third beam is determined
by the at least one UE corresponding to the
third beam according to a polling sequence
of the third beam.

13. User equipment UE, comprising:

a determining module, configured to determine
a time domain resource used by a control chan-
nel, wherein the control channel is configured to
transmit control information of a plurality of UEs,
the UE is one of the plurality of UEs, and the
time domain resource comprises polling time of
a plurality of beams; and
a transceiving module, configured to receive or
send control information of the UE within the
polling time of the plurality of beams comprised
in the time domain resource determined by the
determining module.

14. The UE according to claim 13, wherein the plurality
of beams are configured available beams, and the
determining module is further configured to:

determine polling time of a beam corresponding
to the UE in the configured available beams ac-
cording to a beam identifier ID of the beam cor-
responding to the UE; and
the transceiving module is specifically config-
ured to:
receive or send the control information of the UE
within the polling time that is of the beam corre-
sponding to the UE and that is determined by
the determining module.

15. The UE according to claim 13, wherein the plurality
of beams are beams corresponding to the plurality
of UEs in configured available beams, and the UE
further comprises:

a first receiving module, configured to receive a
broadcast message sent by a base station,
wherein the broadcast message is used to notify
a quantity of beams corresponding to the plural-
ity of UEs;
the determining module is further configured to:

determine the polling time of the beams cor-
responding to the plurality of UEs according
to the quantity of beams corresponding to
the plurality of UEs; and
the transceiving module is specifically con-
figured to:
receive or send the control information of
the UE within the polling time that is of the
beams corresponding to the plurality of UEs
and that is determined by the determining
module.

16. The UE according to claim 13, wherein the plurality
of beams are beams corresponding to the plurality
of UEs in configured available beams, and the UE
further comprises:

a second receiving module, configured to re-
ceive indication information sent by a base sta-
tion, wherein the indication information is used
to indicate a polling sequence of a beam corre-
sponding to the UE in the beams corresponding
to the plurality of UEs;
the determining module is further configured to:

determine polling time of the beam corre-
sponding to the UE in the beams corre-
sponding to the plurality of UEs according
to the polling sequence that is of the beam
corresponding to the UE in the beams cor-
responding to the plurality of UEs and that
is indicated by the indication information re-
ceived by the second receiving module; and
the transceiving module is specifically con-
figured to:
receive or send the control information of
the UE within the polling time that is of the
beam corresponding to the UE and that is
determined by the determining module.
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