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(54) NON-CIRCULAR AFT NACELLE COWLING GEOMETRY

(57) A nacelle (22) for a turbofan propulsion system is provided that extends along a centerline (24) and includes a
forward cowling (36) and an aft cowling (38). To improve the fit of a turbofan propulsion system in the space between
the wing and ground of a fixed-wing aircraft, the aft cowling (38) of the nacelle (22) is modified. The aft cowling (38) has
a non-circular cross-sectional geometry disposed in a plane substantially perpendicular to the centerline (24). The
non-circular cross-sectional geometry includes a radially recessed section (62) disposed between first and second curved
sections (58, 60). The first and the second curved sections (58, 60) each have a radius (74, 76) that is greater than a
radial distance (86) between the centerline and a center point (82) of the radially recessed section (62).



EP 3 263 461 A1

2



EP 3 263 461 A1

3

5

10

15

20

25

30

35

40

45

50

55

Description

BACKGROUND OF THE INVENTION

1. Technical Field

[0001] This disclosure relates generally to a nacelle for
a turbofan engine and, more particularly, to a nacelle
having a non-circular aft cowling geometry.

2. Background Information

[0002] Today, many aircraft are retrofitted to include
modem turbofan propulsion systems that increase per-
formance, while reducing costs. Such modem turbofan
propulsion systems can include high or ultra-high by-
pass-ratio replacement turbofan engines designed to in-
crease thrust, minimize weight and reduce noise levels
and fuel consumption, and an aerodynamically stream-
lined nacelle. A typical high bypass engine includes a fan
section, and an engine core. The nacelle includes a for-
ward cowling disposed around the fan section, and a cir-
cular aft cowling disposed around the engine core.
[0003] Existing aircraft typically have a defined amount
of space between the wing and the ground. Retrofit pro-
pulsion systems must fit within that defined amount of
space without interfering with wing high-lift surfaces that
articulate during operation or with access to the engine
for routine maintenance. There is a need, therefore, for
a nacelle that allows the installation of a high bypass-
ratio turbofan engine, and one which does not interfere
with articulation of wing high-lift surfaces. This is also
true for the underwing installation of ultra-high bypass-
ratio engines on all-new aircraft.

SUMMARY OF THE DISCLOSURE

[0004] According to a first aspect of the invention,
which the Applicant expressly reserves the right to claim,
a nacelle is provided for a turbofan propulsion system
that extends along a centerline that includes a forward
cowling and an aft cowling. The aft cowling has a non-
circular cross-sectional geometry disposed in a plane
substantially perpendicular to the centerline. The non-
circular cross-sectional geometry includes a radially re-
cessed section disposed between first and second
curved sections. The first and the second curved sections
each have a radius that is greater than a radial distance
between the centerline and a center point of the radially
recessed section.
[0005] In an embodiment of the above, the aft cowling
further includes an intermediate region having a substan-
tially non-circular cross-sectional geometry disposed in
a plane perpendicular to the centerline.
[0006] In a further embodiment of any of the above,
the first and the second curved sections each extend
between first and second ends. The radially recessed
section extends between the first ends of the first and

the second curved sections. The non-circular cross-sec-
tional geometry further includes a second radially re-
cessed section that extends between the second ends
of the first and the second curved sections.
[0007] In a further embodiment of any of the above,
the first and the second curved sections each have a
substantially circular segmented geometry.
[0008] In a further embodiment of any of the above,
the radially recessed section has a substantially straight
or a compound cross-sectional geometry.
[0009] In a further embodiment of any of the above,
the aft cowling includes a variable area fan nozzle that
includes a plurality of nozzle panels that slide along a
plurality of track fairings.
[0010] In a further embodiment of any of the above,
the aft cowling axially extends from the forward cowling
along a centerline. The aft cowling includes a bypass
nozzle having the non-circular cross-sectional geometry.
[0011] In a further embodiment of any of the above,
the bypass nozzle is configured as a variable area fan
nozzle that includes a plurality of nozzle panels that slide
along a plurality of track fairings.
[0012] In a further embodiment of any of the above, a
first one of the track fairings is disposed on a top portion
of the aft cowling, and is circumferentially aligned be-
tween the first and the second curved sections of the
non-circular cross-sectional geometry. A second one of
the track fairings is disposed on a bottom portion of the
aft cowling, and is circumferentially aligned between the
first and the second curved sections of the non-circular
cross-sectional geometry.
[0013] According to a second aspect of the invention,
which the Applicant expressly reserves the right to claim,
a nacelle is provided for a turbofan propulsion system
that includes a forward cowling and an aft cowling. The
aft cowling axially extends from the forward cowling along
a centerline. The aft cowling includes a bypass nozzle
having a non-circular cross-sectional geometry disposed
in a plane substantially perpendicular to the centerline.
The non-circular cross-sectional geometry includes a ra-
dially recessed section disposed between first and sec-
ond curved sections. The first and the second curved
sections each have a radius that is greater than a radial
distance between the centerline and a center point of the
radially recessed section.
[0014] According to a third aspect of the invention,
which the Applicant expressly reserves the right to claim,
a turbofan propulsion system is provided that includes a
turbofan engine core having a centerline and a nacelle.
The nacelle is disposed around the turbofan engine core
and includes a forward cowling and an aft cowling. The
aft cowling has a non-circular cross-sectional geometry
disposed in a plane substantially perpendicular to the
centerline. The non-circular cross-sectional geometry in-
cludes a radially recessed section disposed between first
and second curved sections. The first and the second
curved sections each have a radius that is greater than
a radial distance between the centerline and a center
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point of the radially recessed section.
[0015] There is also provided a turbofan propulsion
system, comprising an engine core having a centerline
and a nacelle disposed around the engine core, which
nacelle is a nacelle of any of the above embodiments.
[0016] The foregoing features and advantages and the
operation of the invention will become more apparent in
light of the following description and the accompanying
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG. 1 is a perspective diagrammatic illustration of
one embodiment of a turbofan propulsion system
connected to a wing of an aircraft.
FIG. 2 is a perspective diagrammatic illustration of
an enlarged section of FIG. 1 between a top portion
of the turbofan propulsion system and a leading edge
of the wing.
FIG. 3 is an axial-sectional diagrammatic illustration
of the turbofan propulsion system in FIG. 1.
FIG. 4 is a cross-sectional diagrammatic illustration
of one embodiment of an aft nacelle cowling of the
turbofan propulsion system in FIG. 1.
FIG. 5 is a cross-sectional diagrammatic illustration
of another embodiment of the aft nacelle cowling of
the turbofan propulsion system in FIG. 1.
FIGS. 6A and 6B are perspective diagrammatic il-
lustrations of an embodiment of the turbofan propul-
sion system in FIG. 1 that includes a variable area
fan nozzle ("VAFN"). FIG. 6A illustrates the VAFN in
a closed position. FIG. 6B illustrates the VAFN in an
open position.

DETAILED DESCRIPTION OF THE INVENTION

[0018] Referring to FIGS. 1 to 3, a portion of an aircraft
10 is shown that includes a turbofan propulsion system
12 (hereinafter the "propulsion system") connected to a
wing 14 via an engine pylon 16. The propulsion system
12 includes a fan section 18, an engine core 20 and an
aerodynamic nacelle 22. The fan section 18 and the en-
gine core 20 are respectively disposed along a centerline
24, and are housed within the nacelle 22. The engine
core 20 includes a compressor section 26, a combustor
section 28 and a turbine section 30. The nacelle 22 axially
extends along the centerline 24 between a forward end
32 and an aft end 34, and includes a forward cowling 36
and an aft cowling 38. The wing 14 extends between a
leading edge 40 and a trailing edge (not shown), and
includes at least one forward high-lift surface panel 42
(hereinafter "forward high-lift surface"). When the forward
high-lift surface 42 is in a deployed position (as shown),
it extends from the leading edge 40 of the wing 14 towards
the propulsion system 12, defining a clearance 44 there
between. Referring to FIG. 2, the clearance 44 is meas-

ured as a distance between the forward high-lift surface
42 and the nacelle 22, and in particular, between a lead-
ing edge 46 of the forward high-lift surface 42 and a top
portion of an intermediate region 48 of the aft cowling 38.
As will be described below in further detail, the nacelle
22 can be configured such that this clearance 44 is sized
greater than or equal to a predetermined minimum value.
[0019] The forward cowling 36 is axially aligned with
the fan section 18 of the propulsion system 12, and ex-
tends between a forward end 50 (i.e., the forward end of
the nacelle 22) and an aft end 52. In an exemplary em-
bodiment, the forward and the aft ends 50 and 52 each
have a circular cross-sectional geometry. Alternatively,
the forward and/or the aft ends 50, 52 can each have a
non-circular cross-sectional geometry (e.g., oval, ellipti-
cal, elongated-circular, etc.).
[0020] The aft cowling 38 is axially aligned with the
engine core 20, and extends between a forward end 54
and an aft end 56 (i.e., the aft end of the nacelle 22). The
forward end 54 is connected to, and has the same cross-
sectional geometry (e.g., a circular cross-sectional ge-
ometry) as the aft end 52 of the forward cowling 36. The
aft end 56 has a non-circular cross-sectional geometry
(hereinafter "non-circular geometry"), and forms a by-
pass nozzle 58’ with the core nacelle 59 disposed radially
inside thereof. The bypass nozzle 58’ can be configured
substantially perpendicular to (see FIG. 1) or offset from
(see FIG. 3) the centerline 24. As the aft cowling 38 ex-
tends between its forward and its aft ends 54 and 56, its
cross-sectional geometry transitions between these two
respective end geometries. In the embodiment in FIG. 1,
this transition occurs, for example, gradually such that
the intermediate region 48 of the aft cowling 38 also has
a substantially non-circular cross-sectional geometry.
Thus, the clearance 44 between the leading edge 46 of
the forward high-lift surface 42 and the top portion of the
intermediate region 48 of the aft cowling 38 is a function
of the forward and the aft end geometries 54, 56. Here,
the intermediate region 48 of the aft cowling 38 is axially
aligned with the leading edge 46 of the forward high-lift
surface 42 (in the deployed position). The present inven-
tion, however, is not limited to the aforesaid configuration.
[0021] Referring to FIGS. 4 and 5, the non-circular ge-
ometry of the aft end 56 of the aft cowling 38 is disposed
in a plane substantially perpendicular to the centerline
24 (i.e., substantially parallel to an x-y plane). The non-
circular internal geometry includes first and second
curved sections 58 and 60 and one or more radially re-
cessed sections 62, 64 (hereinafter "recessed sections").
Each curved section 58, 60 extends circumferentially be-
tween a first end 66, 68 (e.g., a top end) and a second
end 70, 72 (e.g. a bottom end), and has a radius 74, 76
(see FIG. 4). In the embodiment in FIG. 4, the bottom
ends 70, 72 of the first and the second curved sections
58, 60 are connected; however, the present invention is
not limited to this configuration. The radius 74, 76 (see
FIG. 4) can be fixed or varied depending on the geometry
of the respective curved section 58, 60. For example, a
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curved section having a circular segmented geometry
has a fixed radius, whereas a curved section having, for
example, an elliptical segmented geometry has a varied
radius.
[0022] Each recessed section 62, 64 extends between
the respective end 66, 70 of the first curved section 58
and the respective end 68, 72 of the second curved sec-
tion 60. Each recessed section 62, 64 has a length 78,
80, and a center point 82, 84 disposed a radial distance
86, 88 from the centerline 24. This radial distance 86, 88
(between the respective recessed section 62, 64 and the
centerline 24) is less than either radius 74, 76 of the first
or second curved sections 58, 60. Referring now to FIGS.
1 and 4, the radial distance 86 can be sized to set the
clearance 44 between the leading edge 46 of the forward
high-lift surface 42 and the top portion of the intermediate
region 48 of the aft cowling 38 since, as set forth above,
this clearance 44 is a function of the aft end geometry of
the aft cowling 38. Under the present invention, the by-
pass nozzle 58 flow area is not limited by the radial dis-
tance 86, however. A desirable amount of bypass nozzle
58 flow area can be created by increasing the length 78
of the recessed section 62.
[0023] Referring to the specific embodiment in FIG. 5,
the non-circular geometry of the aft end 56 of the aft cowl-
ing 38 includes the first and the second curved sections
58 and 60, and first and second recessed sections 62
and 64. The first and the second curved 58 and 60 sec-
tions are diametrically disposed on opposite sides of the
centerline 24, and each has a substantially circular seg-
mented geometry. The first recessed section 62 has a
substantially straight geometry that extends between the
top ends 66 and 68 of the first and the second curved
sections 58 and 60. The second recessed section 64 has
a substantially straight geometry that extends between
the bottom ends 70 and 72 of the first and the second
curved sections 58 and 60. These recessed sections 62
and 64, however, are not limited to the aforesaid straight
geometries. For example, the first and/or the second re-
cessed sections 62, 64 can have non-circular curved or
compounded (see FIG. 4) geometries. The radial dis-
tance 88 between the centerline 24 and the second re-
cessed section 64 is greater than the radial distance 86
between the centerline 24 and the first recessed section
62. The length 78 of the first recessed section 62 is great-
er than the length 80 of the second recessed section 64.
The present invention, however, is not limited to the
aforesaid configuration.
[0024] Referring to the embodiment in FIGS. 6A and
6B, the bypass nozzle 58’ can be configured as a variable
area fan nozzle 92 (or "VAFN"). In this configuration, the
VAFN 92 includes a set of nozzle panels 94 that are
adapted to slide aftwards along a set of track fairings 96
and 98. Each track fairing 96, 98 extends axially between
a forward end 100, 102 and an aft end 104, 106. A first
one 96 of the track fairings is disposed on the top portion
of the aft cowling 38, and is circumferentially aligned be-
tween the first and the second curved section 58 and 60

of the bypass nozzle 58’. A second one 98 of the track
fairings is disposed on a bottom portion of the aft cowling
38, and is circumferentially aligned between the first and
the second curved sections 58 and 60 of the bypass noz-
zle 58’. Referring to FIG. 6B, in some embodiments,
VAFN 92 further includes an auxiliary port 108 that ex-
hausts airflow 110 from a bypass flow path 112 (see FIG.
3) when the nozzle panels 94 are disposed in the de-
ployed position. Examples of suitable VAFNs are dis-
closed in U.S. Patent Publication Nos. US 2009/0053058
to Kohlenberg et al. and US 2009/0320488 to Gilson et
al., which are hereby incorporated by reference in their
entirety. Another example of a suitable VAFN is disclosed
in U.S. Patent No. 5,778,659 to Duesler et al. The bypass
nozzle 58’, however, is not limited to any particular VAFN
configuration.
[0025] While various embodiments of the present in-
vention have been disclosed, it will be apparent to those
of ordinary skill in the art that many more embodiments
and implementations are possible within the scope of the
invention. For example, the afore-described nacelle can
further include any suitable type of thrust reversers (e.g.,
cascaded thrust reversers). An example of a suitable cas-
caded thrust reverser is disclosed in U.S. Patent No.
5,575,147 to Nikkanen, which is hereby incorporated by
reference in its entirety. Accordingly, the present inven-
tion is not to be restricted except in light of the attached
claims and their equivalents.

Claims

1. A nacelle (22) for a turbofan propulsion system that
extends along a centerline (24), comprising:

a forward cowling (36); and
an aft cowling (38) having a non-circular cross-
sectional geometry disposed in a plane substan-
tially perpendicular to the centerline (24), which
non-circular cross-sectional geometry includes
a radially recessed section (62) disposed be-
tween first and second curved sections (58, 60),
wherein the first and the second curved sections
(58, 60) each have a radius (74, 76) that is great-
er than a radial distance (86) between the cen-
terline (24) and a center point (82) of the radially
recessed section (62);
wherein the first and the second curved sections
(58, 60) each extend between top and bottom
ends (66, 68, 70, 72), wherein the radially re-
cessed section (62) extends between the top
ends (66, 68) of the first and the second curved
sections (58, 60),
wherein the first and the second curved sections
(58, 60) each have a non-circular geometry,
wherein the radially recessed section (62) has
a compound cross-sectional geometry.
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2. The nacelle of claim 1, wherein the aft cowling (38)
further includes an intermediate region (48) having
a substantially non-circular cross-sectional geome-
try disposed in a plane perpendicular to the center-
line (24).

3. The nacelle of any preceding claim, wherein the aft
cowling (38) includes a variable area fan nozzle (92)
that includes a plurality of nozzle panels (94) that
slide along a plurality of track fairings (96, 98).

4. The nacelle of claim 3, wherein a first one (96) of the
track fairings is disposed on a top portion of the aft
cowling (38), and is circumferentially aligned be-
tween the first and the second curved sections (58,
60) of the non-circular cross-sectional geometry, and
wherein a second one (98) of the track fairings is
disposed on a bottom portion of the aft cowling (38),
and is circumferentially aligned between the first and
the second curved sections (58, 60) of the non-cir-
cular cross-sectional geometry.

5. The nacelle of claim 1 or 2 wherein said aft cowling
(38) axially extends from the forward cowling (36)
along a centerline, which aft cowling (38) includes a
bypass nozzle (58’) having the non-circular cross-
sectional geometry.

6. The nacelle of claim 5, wherein the bypass nozzle
(58’) is configured as a variable area fan nozzle (92)
that includes a plurality of nozzle panels (94) that
slide along a plurality of track fairings (96, 98).

7. The nacelle of claim 6, wherein a first one (96) of the
track fairings is disposed on a top portion of the aft
cowling (38), and is circumferentially aligned be-
tween the first and the second curved sections (58,
60) of the non-circular cross-sectional geometry, and
wherein a second one (98) of the track fairings is
disposed on a bottom portion of the aft cowling (38),
and is circumferentially aligned between the first and
the second curved sections (58, 60) of the non-cir-
cular cross-sectional geometry.

8. A turbofan propulsion system, comprising:

an engine core (20) having a centerline (24); and
a nacelle (22) disposed around the engine core,
which nacelle is a nacelle of any preceding
claim.

9. The nacelle of claim 1, wherein the non-circular
cross-sectional geometry further includes a second
radially recessed section (64) that extends between
the bottom ends (70, 72) of the first and the second
curved sections (58, 60).
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