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Description

BACKGROUND

[0001] The present disclosure relates to display sys-
tems and head mounted displays.
[0002] Recently, development is promoted in a tech-
nique for setting an image forming apparatus through a
head mounted display. The head mounted display is a
type of wearable terminals or wearable computers. The
head mounted display displays an image so as to be
viewable to a user. In other words, the head mounted
display displays information. For example, development
is promoted in a technique for setting an image forming
apparatus through a monocular head mounted display
of retina projection type.
[0003] Specifically, when a main body of the head
mounted display is powered on, a setting screen or an
operation panel of a specific image forming apparatus is
projected to a user’s retina. Typically, the setting screen
displayed on the operation panel of the specific image
forming apparatus is projected to the retia. Alternatively,
the operation panel of the specific image forming appa-
ratus is projected to the retina. An image of at least a part
of a user’s viewable range is captured. When the user
moves a finger within the captured range (user’s viewable
range) for operating the setting screen or the operation
panel, the captured image is analyzed for detecting the
user’s finger motion. Through comparison between the
coordinates of the finger tip of the moving finger and the
coordinates of respective keys included in the setting
screen or the operation panel projected to the retina, a
key that the user operates is determined. The retina pro-
jection type may be called see-through type.
[0004] EP 2 372 495 A2 discloses that an information
processor includes a storage section configured to store
data representing the appearance features of a target
device and data of an operation image used for operation
of the target device, an acquisition section configured to
acquire an image captured by a camera, a recognition
section configured to recognize an object included in the
image based on the feature quantity data stored in the
storage section, and a display control section configured
to display the operation image based on the data of the
operation image stored in the storage section if the object
included in the image is recognized by the recognition
section as the target device (cf. Abstract).
[0005] EP 2 824 541 A1 discloses a method for con-
necting an electronic device using an eye tracking tech-
nique (cf. Abstract).

SUMMARY

[0006] The present invention provides a head mounted
display according to claim 1 and a display system ac-
cording to claim 8. Further embodiments of the invention
are described in the dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

FIG. 1 illustrates a configuration of a display system
according to an embodiment.
FIG. 2 illustrates a head mounted display according
to the embodiment.
FIG. 3 is a block diagram illustrating a configuration
of the head mounted display according to the em-
bodiment.
FIG. 4 is a block diagram illustrating a configuration
of an image forming apparatus according to the em-
bodiment.
FIG. 5 illustrates an image displayed in the display
system according to the embodiment.
FIG. 6 illustrates an image displayed in the display
system according to the embodiment.
FIG. 7 illustrates an image displayed in the display
system according to the embodiment.
FIG. 8 illustrates an image displayed in the display
system according to the embodiment.
FIG. 9 illustrates an image displayed in the display
system according to the embodiment.
FIGS. 10A-10C each illustrate an image displayed
in the display system according to the embodiment.
FIG. 11 is a flowchart depicting an operation of the
display system according to the embodiment.

DETAILED DESCRIPTION

[0008] The following describes an embodiment of the
present disclosure with reference to the drawings. Ele-
ments in the drawings that are the same or equivalent
are marked by the same reference signs. Furthermore,
description of such elements is not repeated.
[0009] The following explains a configuration of a dis-
play system 10 according to the present embodiment with
reference to FIG. 1. FIG. 1 illustrates a configuration of
the display system 10. As illustrated in FIG 1, the display
system 10 includes a head mounted display 20 and a
plurality of image forming apparatuses 40. In the present
embodiment, the display system 10 includes two image
forming apparatuses 40. Specifically, the display system
10 includes a first image forming apparatus 40a and a
second image forming apparatus 40b.
[0010] The display system 10 performs various set-
tings on the respective image forming apparatuses 40.
Specifically, the head mounted display 20 displays a set-
ting screen of either one of the image forming appara-
tuses 40 (fixed terminals) such as to be viewable to a
user. Setting screens of the respective image forming
apparatuses 40 are screens through which various set-
tings are set to the corresponding image forming appa-
ratuses 40. Typically, the head mounted display 20 dis-
plays a setting screen displayed on an operation panel
of either one of the image forming apparatuses 40. An
image forming apparatus 40 that presents the displayed
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setting screen is a current setting target. The head mount-
ed display 20 detects a user’s finger motion toward the
displayed setting screen. The head mounted display 20
transmits a signal corresponding to the user’s finger mo-
tion to the current setting target. Through the above, the
setting of the current setting target is updated. In the fol-
lowing description, an image forming apparatus 40 that
presents a currently displayed setting screen may be re-
ferred to as a currently targeted image forming apparatus
40.
[0011] The head mounted display 20 in the present
embodiment is a video see-through head mounted dis-
play. The head mounted display 20 includes an environ-
ment image capturing section 21. The environment im-
age capturing section 21 captures an image of a sur-
rounding environment that is inferred to be within a user’s
field of view. The environment image capturing section
21 includes an image sensor such as a complementary
metal oxide semiconductor (CMOS) image sensor or a
charge coupled device (CCD) image sensor.
[0012] A user wearing the head mounted display 20
views the surrounding environment image captured by
the environment image capturing section 21. In a situa-
tion in which a single image forming apparatus 40 is
present within a field of view of the user wearing the head
mounted display 20 (within the surrounding environment
image), the head mounted display 20 causes the user to
view a setting screen of the image forming apparatus 40
present within the surrounding environment image to-
gether with the surrounding environment image. That is,
the setting screen of the image forming apparatus 40
present within the surrounding environment image is dis-
played together with the surrounding environment image.
In a situation in which a plurality of image forming appa-
ratuses 40 are present within the field of view of the user
wearing the head mounted display 20 (within the sur-
rounding environment image), the head mounted display
20 causes the user to view a setting screen of one of the
image forming apparatuses 40 present within the sur-
rounding environment image together with the surround-
ing environment image.
[0013] The head mounted display 20 determines
through image analysis on the surrounding environment
image whether or not a user’s hand is present within the
surrounding environment image. When it is determined
that the user’s hand is present within the surrounding
environment image, the head mounted display 20 detects
a user’s finger motion through image analysis on the sur-
rounding environment image.
[0014] The head mounted display 20 in the present
embodiment is communicable wirelessly with each of the
image forming apparatuses 40. In a situation in which a
single image forming apparatus 40 is present within the
field of view of the user wearing the head mounted display
20 (within the surrounding environment image), the head
mounted display 20 transmits a first request signal to the
image forming apparatus 40 present within an image cap-
turable range of the environment image capturing section

21. The first request signal is to request transmission of
setting screen information. The head mounted display
20 receives setting screen information from the image
forming apparatus 40 to which the first request signal has
been transmitted. The head mounted display 20 displays
a setting screen based on the received setting screen
information. In a situation in which a plurality of image
forming apparatuses 40 are present within the field of
view of the user wearing the head mounted display 20
(within the surrounding environment image), the head
mounted display 20 transmits the first request signal to
any one of the image forming apparatuses 40 present
within the image capturable range of the environment
image capturing section 21. Through the above, a setting
screen of one of the image forming apparatuses 40
present within the surrounding environment image is dis-
played.
[0015] The head mounted display 20 displays for ex-
ample an icon in a balloon-like shape in the vicinity of
each of the image forming apparatuses 40 present within
the surrounding environment image. Further, the head
mounted display 20 transmits a second request signal to
each of the image forming apparatuses 40 present within
the image capturable range of the environment image
capturing section 21. The second request signal is a sig-
nal to request transmission of use status information. In
response, the head mounted display 20 receives use sta-
tus information from the image forming apparatuses 40
to which the second request signal has been transmitted.
The head mounted display 20 then changes the icons of
all of the image forming apparatuses 40 present within
the surrounding environment image according to the cor-
responding use statuses. In the present embodiment, the
icons are each set in a color corresponding to a use sta-
tus. For example, an icon corresponding to an image
forming apparatus 40 that is available is set green. An
icon corresponding to an image forming apparatus 40
that is being used by another user is set yellow. An icon
corresponding to an image forming apparatus 40 that is
unavailable is set red. By setting as above, the user can
easily determine which of the image forming apparatuses
40 is currently available. This can improve user friendli-
ness.
[0016] With reference to FIGS. 2 and 3, a configuration
of the head mounted display 20 will be described next.
FIG. 2 illustrates the head mounted display 20. Specifi-
cally, FIG. 2 illustrates the head mounted display 20 when
viewed from the side of a user’s face (side of user’s eye-
balls). In other words, FIG. 2 illustrates an inward side of
the head mounted display 20.
[0017] As illustrated in FIG. 2, the head mounted dis-
play 20 in the present embodiment is a bi-ocular head
mounted display. The head mounted display 20 accord-
ingly includes two displays 22 (a display section) to be
disposed in front of respective user’s right and left eyes
(eyeballs). The head mounted display 20 displays the
same image on the two displays 22. The displays 22 may
each be a display element such as a liquid crystal display

3 4 



EP 3 088 995 B1

4

5

10

15

20

25

30

35

40

45

50

55

or organic electroluminescence (organic EL) display.
[0018] The head mounted display 20 further includes
a pair of right and left eyeball image capturing sections
23. The pair of right and left eyeball image capturing sec-
tions 23 is disposed such as to be capable of capturing
respective images of user’s right and left eyes (eyeballs).
The eyeball images captured by the respective eyeball
image capturing sections 23 are used for detecting a us-
er’s line-of-sight direction. The head mounted display 20
specifies an image forming apparatus 40 at which the
user gazes within the surrounding environment image
based on the detected line-of-sight direction. The head
mounted display 20 then displays a setting screen of the
specified image forming apparatus 40. In a situation in
which a plurality of image forming apparatuses 40 are
present within the field of view of the user wearing the
head mounted display 20 (within the surrounding envi-
ronment image), the displayed setting screen is changed
when the image forming apparatus 40 at which the user
gazes is changed among the plurality of image forming
apparatuses 40 within the surrounding environment im-
age.
[0019] The eyeball image capturing sections 23 in the
present embodiment each include a near-infrared light
emitting diode (LED) 231 and an infrared camera 232.
The infrared camera 232 may include an image sensor
such as a CCD image sensor or an InGaAs/T2SL (Type
II Super Lattice) sensor.
[0020] In a configuration in which the eyeball image
capturing sections 23 each include the near-infrared
LED231 and the infrared camera 232, the near-infrared
LED231 irradiates a user’s eyeball with a near-infrared
ray. The infrared camera 232 captures an image of a
corresponding one of the user’s eyeballs irradiated with
the near-infrared ray. Through the above, an eyeball im-
age is captured. The head mounted display 20 detects
user’s corneal reflex points and pupils from the respective
eyeball images and detects a user’s line-of-sight direction
based on the positional relationship therebetween. In
short, the user’s line-of-sight direction is detected by a
corneal reflex method in the present embodiment.
[0021] The head mounted display 20 detects a point
at which the user gazes based on the detected line-of-
sight direction. In the following description, the point at
which the user gazes may be referred to as a point-of-
gaze. In the present embodiment, the point-of-gaze is
included in the surrounding environment image dis-
played on the displays 22. The head mounted display 20
specifies an image forming apparatus 40 at which the
user gazes based on the positional relationship between
the point-of-gaze and the image forming apparatuses 40
present within the surrounding environment image.
[0022] Further, the head mounted display 20 sets the
color of the icon corresponding to the image forming ap-
paratus 40 at which the user gazed to be a specific color.
Through the above, the user can easily determine a cur-
rently targeted image forming apparatus 40. The head
mounted display 20 may turn on and off the icon corre-

sponding to the image forming apparatus 40 at which the
user gazed. Alternatively, the head mounted display 20
may set the color of the icon corresponding to the image
forming apparatus 40 at which the user gazed to be the
specific color while turning on and off the icon.
[0023] In a situation in which the point-of-gaze is devi-
ated from all of the image forming apparatus 40 present
within the surrounding environment image, the head
mounted display 20 faintly displays the setting screen of
an image forming apparatus 40 that is closest to the head
mounted display 20 among available image forming ap-
paratuses 40 present within the field of view of the user
wearing the head mounted display 20 (within the sur-
rounding environment image). When the user thereafter
gazes at an image forming apparatus 40 corresponding
to the faintly displayed setting screen or the user gazes
at the faintly displayed setting screen, the head mounted
display 20 displays the setting screen strongly (in usual
distinctness).
[0024] FIG. 3 is a block diagram illustrating a configu-
ration of the head mounted display 20. As illustrated in
FIG. 3, the head mounted display 20 further includes a
display controller 24, a wireless communication interface
(I/F) 25, a position detecting section 26, an orientation
detecting section 27, a main controller 28, and a storage
section 29 in addition to the environment image capturing
section 21, the displays 22, and the eyeball image cap-
turing sections 23.
[0025] The display controller 24 is controlled by the
main controller 28 to cause the displays 22 to display an
image. Specifically, the display controller 24 causes the
displays 22 to display the surrounding environment im-
age captured by the environment image capturing sec-
tion 21. The display controller 24 further causes the dis-
plays 22 to display a setting screen of an image forming
apparatus 40. The display controller 24 additionally caus-
es the displays 22 to display an icon. The display con-
troller 24 in the present embodiment is a drive circuit that
drives the displays 22.
[0026] The wireless communication interface 25 is
used for wireless communication with the image forming
apparatuses 40. The communication protocol employed
herein may be for example a short-range wireless com-
munication protocol such as Bluetooth (registered Jap-
anese trademark). However, the wireless communica-
tion protocol is not limited to the short-range wireless
communication protocol.
[0027] The position detecting section 26 detects a cur-
rent position of the head mounted display 20. In other
words, the position detecting section 26 detects a current
position of the user wearing the head mounted display
20. The position detecting section 26 has a global posi-
tioning system (GPS) function, for example.
[0028] The orientation detecting section 27 detects an
orientation of the head mounted display 20. In other
words, the orientation detecting section 27 detects an
orientation of the face of the user wearing the head
mounted display 20. The orientation detecting section 27
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includes an electronic compass, for example.
[0029] The main controller 28 performs various
processing such as numeric calculation, information
processing, and device control through execution of pro-
grams stored in the storage section 29. The main con-
troller 28 may include a computing device such as a cen-
tral processing unit (CPU) or a micro processing unit
(MPU).
[0030] The storage section 29 stores therein programs
and setting information. The storage section 29 also
stores therein icon images, mapping information, etc.
The mapping information includes information on coor-
dinates (positions) of the respective image forming ap-
paratuses 40 in a real space (three-dimensional space).
The storage section 29 may be constituted by a random
access memory (RAM) and a read only memory (ROM),
for example. The storage section may include a hard disk
device (HDD).
[0031] The main controller 28 in the present embodi-
ment functions as a first determination section 31, a line-
of-sight direction detecting section 32, a terminal speci-
fying section 33, and a second determination section 34
through execution of programs stored in the storage sec-
tion 29. As such, the main controller 28 executes respec-
tive processing that the first determination section 31,
the line-of-sight direction detecting section 32, the termi-
nal specifying section 33, and the second determination
section 34 are to perform.
[0032] The first determination section 31 determines
whether or not there are any image forming apparatuses
40 (fixed terminals) present within the field of view of the
user wearing the head mounted display 20 (within the
surrounding environment image). In the present embod-
iment, the first determination section 31 determines
whether or not there are any image forming apparatuses
40 present within the surrounding environment image by
image analysis on the surrounding environment image
captured by the environment image capturing section 21.
For example, determination as to whether or not there
are any image forming apparatuses 40 present within the
surrounding environment image may be performed by
matching. Specifically, the contours of objects included
in surrounding environment image are extracted through
image analysis. The storage section 29 stores therein a
reference contour data group indicating contours of the
respective image forming apparatuses 40. The first de-
termination section 31 perform collation (matching) be-
tween the extracted contours and the reference contours
in the reference contour data group stored in advance.
Through the collation, whether or not there are any image
forming apparatuses 40 present within the surrounding
environment image is determined.
[0033] When the first determination section 31 deter-
mines that there is an image forming apparatus 40
present within the field of view of the user wearing the
head mounted display 20 (within the surrounding envi-
ronment image), the main controller 28 causes the dis-
plays 22 to display an icon.

[0034] In the present embodiment, the main controller
28 first specifies an image forming apparatus 40 present
within the image capturable range of the environment
image capturing section 21 (within the surrounding envi-
ronment image) based on the mapping information
stored in the storage section 29, information on the cur-
rent position of the head mounted display 20 (user’s cur-
rent position) detected by the position detecting section
26, and information on the orientation of the head mount-
ed display 20 (orientation of the user’s face) detected by
the orientation detecting section 27.
[0035] Subsequently, the main controller 28 transmits
the second request signal to the specified image forming
apparatus 40 via the wireless communication interface
25. That is, the head mounted display 20 requests the
image forming apparatus 40 present within the image
capturable range of the environment image capturing
section 21 to transmit use status information.
[0036] Once the wireless communication interface 25
receives the use status information from the specified
image forming apparatus 40, the main controller 28 caus-
es the displays 22 to display the surrounding environment
image including an icon. Specifically, an icon in a color
according to the use status is displayed in the vicinity of
the specified image forming apparatus 40 in the sur-
rounding environment image.
[0037] The line-of-sight direction detecting section 32
detects a user’s line-of-sight direction by the corneal re-
flex method based on the eyeball images captured by
the eyeball image capturing sections 23. In a situation in
which a plurality of image forming apparatuses 40 (plural
fixed terminals) are present within the surrounding envi-
ronment image, the terminal specifying section 33 spec-
ifies one of the image forming apparatuses 40 present
within the surrounding environment image based on the
line-of-sight direction detected by the line-of-sight direc-
tion detecting section 32. The display controller 24 caus-
es the displays 22 to display a setting screen of the image
forming apparatus 40 specified by the terminal specifying
section 33.
[0038] Specifically, the terminal specifying section 33
specifies an image forming apparatus 40 at which the
user gazes. That is, the terminal specifying section 33
detects based on the user’s line-of-sight direction, the
user’s point-of-gaze within the surrounding environment
image displayed on the displays 22. The terminal spec-
ifying section 33 then performs first detection. Specifical-
ly, the terminal specifying section 33 detects the image
forming apparatus 40 within the surrounding environ-
ment image in which the point-of-gaze is included. The
first detection is performed based on the positional rela-
tionship between the image forming apparatus 40 and
the point-of-gaze in the surrounding environment image.
By the first detection, the image forming apparatus 40 at
which the user gazes is specified.
[0039] The main controller 28 transmits the first re-
quest signal via the wireless communication interface 25
to the image forming apparatus 40 specified through the
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first detection by the terminal specifying section 33. That
is, transmission of setting screen information is request-
ed to the image forming apparatus 40 specified through
the first detection. The main controller 28 causes the dis-
plays 22 to display the setting screen based on the setting
screen information received via the wireless communi-
cation interface 25. The setting screen is located (dis-
played) in a specific region in the image displayed by
each of the displays 22
[0040] In a situation in which a plurality of image form-
ing apparatuses 40 are present within the surrounding
environment image, the image forming apparatus 40
specified through the first detection by the terminal spec-
ifying section 33 is changed when the image forming ap-
paratus 40 at which the user gazes is change among the
plurality of image forming apparatuses 40 present within
the surrounding environment image. The main controller
28 transmits the first request signal each time the image
forming apparatus 40 specified through the first detection
by the terminal specifying section 33 is changed. In the
above configuration, once the image forming apparatus
40 at which the user gazes is changed, the setting screen
displayed on the displays 22 is changed. In other words,
once a setting screen of an image forming apparatus 40
is displayed, the displayed setting screen is not changed
until the point-of-gaze is included in another image form-
ing apparatus 40 present within the surrounding environ-
ment image.
[0041] By contrast, when the first detection results in
that no image forming apparatus 40 in which the point-
of-gaze is included is detect in the surrounding environ-
ment image, the terminal specifying section 33 performs
second detection. In other words, in a situation in which
the point-of-gaze is deviated from all of the image forming
apparatuses 40, the second detection is performed. In
the above configuration, the second detection is per-
formed in a situation in which the user does not gaze at
any image forming apparatus 40. Specifically, the termi-
nal specifying section 33 detects (specifies) an image
forming apparatus 40 that satisfies an initial condition
among available image forming apparatuses 40 present
within the image capturable range of the environment
image capturing section 21. More specifically, the termi-
nal specifying section 33 detects an image forming ap-
paratus 40 located the closest to the head mounted dis-
play 20. The second detection can be performed based
on the use status information of each of the image forming
apparatuses 40 present within the surrounding environ-
ment image, information on the current position of the
head mounted display 20 detected by the position de-
tecting section 26, and mapping information stored in the
storage section 29.
[0042] The main controller 28 transmits the first re-
quest signal via the wireless communication interface 25
to the image forming apparatus 40 specified through the
second detection by the terminal specifying section 33.
That is, transmission of setting screen information is re-
quested to the image forming apparatus 40 specified

through the second detection. The main controller 28
causes the displays 22 to faintly display a setting screen
based on the setting screen information received via the
wireless communication interface 25. The setting screen
is located (displayed) in the specific region in the image
displayed by each of the displays 22.
[0043] When the user’s line of sight (point-of-gaze)
moves thereafter such that the point-of-gaze is included
in an image forming apparatus 40 within the surrounding
environment image, the image forming apparatus 40 at
which the user gazes is specified through the first detec-
tion by the terminal specifying section 33. In the above
configuration, the displays 22 display the setting screen
of the image forming apparatus 40 at which the user gaz-
es. For example, once the point-of-gaze is included in an
image forming apparatus 40 within the surrounding en-
vironment image that satisfies the initial condition, the
setting screen being displayed faintly is displayed in the
usual distinctness. Further, when the user gazes at the
setting screen displayed faintly, that is, when the point-
of-gaze is included in the setting screen displayed faintly,
the setting screen displayed faintly is displayed in the
usual distinctness in the present embodiment.
[0044] The main controller 28 in the present embodi-
ment sets the color of the icon corresponding to the cur-
rently targeted image forming apparatus 40 to a specific
color. The main controller 28 further sets the icon corre-
sponding to the currently targeted image forming appa-
ratus 40 to be turned on and off.
[0045] The second determination section 34 deter-
mines based on the surrounding environment image cap-
tured by the environment image capturing section 21
whether or not a user’s hand (specific object) is present
within the user’s field of view (surrounding environment
image). During determination by the second determina-
tion section 34 that the hand is present within the sur-
rounding environment image, the main controller 28 in-
hibits change of the setting screen displayed on the dis-
plays 22. That is, during the time when the hand is present
within the surrounding environment image, the setting
screen being displayed on the displays 22 is not changed
even if the point-of-gaze moves to an image forming ap-
paratus 40 other than the currently targeted image form-
ing apparatus 40 in the surrounding environment image.
Determination as to whether or not the hand (specific
object) is present within the surrounding environment im-
age can be performed by matching, for example.
[0046] By inhibiting change of the setting screen as
above, the setting screen is not changed even in a situ-
ation in which the user temporarily gazes at an image
forming apparatus 40 other than the currently targeted
image forming apparatus 40 in the surrounding environ-
ment image. Accordingly, the user can continue setting
thereafter. When the user completes the setting and the
hand is absent from the surrounding environment image,
change of the setting screen according to the user’s line-
of-sight direction is enabled. When the user gazes at an
image forming apparatus 40 other than the currently tar-
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geted image forming apparatus 40 within the surrounding
environment image for a predetermined time period or
more in a situation in which the change of the setting
screen is inhibited in the presence of the detected hand,
the main controller 28 may change the setting screen.
Alternatively, the main controller 28 may change the set-
ting screen when the user selects an image forming ap-
paratus 40 other than the currently targeted image form-
ing apparatus 40 in a situation in which change of the
setting screen is inhibited in the presence of the detected
hand.
[0047] In a configuration in which there are a plurality
of setting screens of the image forming apparatus 40
specified through the first detection or the second detec-
tion, the display controller 24 causes the displays 22 to
display an image in which the setting screens are partially
overlapped with each other and mutually displaced in a
given direction in the present embodiment. Further, the
display controller 24 changes a setting screen that is to
be located uppermost (to be located on top) among the
plurality of setting screens according to the line-of-sight
direction detected by the line-of-sight direction detecting
section 32.
[0048] Specifically, the main controller 28 generates
based on the setting screen information, an image in
which the setting screens partially overlapped with each
other and mutually displaced in the given direction. The
main controller 28 further performs third detection based
on the line-of-sight direction detected by the line-of-sight
direction detecting section 32. The third detection is to
detect a setting screen in which the point-of-gaze is in-
cluded from among the plurality of setting screens. In a
situation in which the third detection results in that the
point-of-gaze is included in a setting screen other than
the setting screen currently located uppermost, the main
controller 28 updates the image of the setting screens
displayed on the displays 22 such that the setting screen
in which the point-of-gaze is included is located upper-
most. Change to a setting screen that is to be located
uppermost may be inhibited during determination by the
second determination section 34 that the hand is present
within the surrounding environment image. In the config-
uration in which change of the setting screen is inhibited
as above, a situation in which the setting screen is ad-
versely changed in setting the image forming apparatus
40 can be prevented.
[0049] A configuration of an image forming apparatus
40 will be described next with reference to FIG. 4. FIG.
4 is a block diagram illustrating the configuration of the
image forming apparatus 40. As illustrated in FIG. 4, the
image forming apparatus 40 includes an operation panel
41, a FAX communication section 42, an image forming
section 43, a wireless communication interface (I/F) 44,
a controller 45, and a storage section 46.
[0050] The operation panel 41 includes an input device
such as buttons, and a display device such as a liquid
crystal display. A user operation on the operation panel
41 (input device) causes the image forming apparatus

40 to perform processing corresponding to the operation.
The user can cause the image forming apparatus 40 to
perform various processing through the operation panel
41 (input device). The display device displays various
setting screens. The display device may be a touch panel.
In the above configuration, the display device also func-
tions as the input device.
[0051] The FAX communication section 42 is connect-
ed to a public telephone line to communicate with a des-
tination facsimile machine.
[0052] The image forming section 43 forms an image
on a recording medium such as a sheet of paper. The
image forming section 43 may be an electrographic im-
age forming section or an inkjet image forming section.
A typical electrographic image forming section includes
a photosensitive drum, an optical scanning device, a de-
veloping device, and a transfer member. The optical
scanning device forms an electrostatic latent image on
the circumferential surface of the photosensitive drum.
The developing device supplies toner to the circumfer-
ential surface of the photosensitive drum to develop the
electrostatic latent image. Through the above, a toner
image is formed on the circumferential surface of the pho-
tosensitive drum. The transfer member transfers the ton-
er image to a recording medium. A typical inkjet image
forming section includes a recording head such as a line
head or a serial head. The recording head discharges
ink droplets toward a recording medium. Ink droplets
struck on the recording medium form an image on the
recording medium.
[0053] The wireless communication interface 44 is
used for wireless communication with the head mounted
display 20. That is, the wireless communication protocol
that the wireless communication interface 44 of the image
forming apparatus 40 employs is the same as the wire-
less communication protocol that the wireless communi-
cation interface 25 of the head mounted display 20 em-
ploys.
[0054] The controller 45 performs various processing
such as numeric calculation, information processing, and
device control through execution of programs stored in
the storage section 46. The controller 45 may include an
computing device such as a CPU or a MPU.
[0055] The storage section 46 stores therein programs
and setting information. For example, the storage section
46 stores therein information on various setting screens.
The storage section 46 may be constituted by a RAM
and a ROM, for example. The storage section 46 may
include a HDD.
[0056] When the wireless communication interface 44
receives the first request signal from the head mounted
display 20, the controller 45 transmits the setting screen
information stored in the storage section 46 to the head
mounted display 20 via the wireless communication in-
terface 44. When the wireless communication interface
44 receives the second request signal from the head
mounted display 20, the controller 45 transmits informa-
tion on the use status of the image forming apparatus 40
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to the head mounted display 20 via the wireless commu-
nication interface 44.
[0057] Images displayed in the display system 10 (im-
ages displayed on the displays 22) will be described next
with reference to FIGS. 5-9 and 10A-10C. FIGS. 5-9 and
10A-10C each illustrate an image displayed in the display
system 10. Line-of-sight directions are each indicated by
an arrow in FIGS. 5-9 and 10A-10C. The point pointed
by the tip end of each arrow representing the line-of-sight
direction is the user’s point-of-gaze.
[0058] FIGS. 5-9 each illustrate a setting screen dis-
played in a situation in which two image forming appa-
ratuses 40 (the first image forming apparatus 40a and
the second image forming apparatus 40b) are present
within the surrounding environment image.
[0059] In a situation in which the first and second image
forming apparatuses 40a and 40b are present within the
surrounding environment image as illustrated in FIG. 5,
"Icon 1" and "Icon 2" are displayed in the vicinities of the
first and second image forming apparatuses 40a and
40b, respectively. Specifically, "Icon 1" is displayed di-
rectly above the first image forming apparatus 40a while
"Icon 2" is displayed directly above the second image
forming apparatus 40b.
[0060] In a situation in which the user gazes at neither
the first image forming apparatus 40a nor the second
image forming apparatus 40b, the setting screen of an
image forming apparatus 40 that satisfies the initial con-
dition is displayed at a specific location (on the left side
of the surrounding environment image that the displays
22 display in the present embodiment), as illustrated in
FIG. 5. That is, the setting screen of an image forming
apparatus 40 the closest to the head mounted display 20
is displayed among available image forming apparatuses
40 present within the image capturable range of the en-
vironment image capturing section 21. In FIG. 5, "Setting
screen 1" of the first image forming apparatus 40a is dis-
played. "Setting screen 1" of the first image forming ap-
paratus 40a is displayed faintly as compared with the
usual distinctness. The broken line in FIG. 5 indicates
that "Setting screen 1" is displayed faintly.
[0061] Thereafter, when the user gazes at the first im-
age forming apparatus 40a, "Setting screen 1" of the first
image forming apparatus 40a is displayed at the usual
distinctness as illustrated in FIG. 6. Alternatively, when
the user gazes at the second image forming apparatus
40b, "Setting screen 2" of the second image forming ap-
paratus 40b is displayed at the usual distinctness as il-
lustrated in FIG. 7. The respective solid lines of the setting
screens in FIGS. 6-9 indicate that the setting screen is
displayed at the usual distinctness.
[0062] As illustrated in FIG. 8, during the time when
the user moves a finger toward "Setting screen 1" in the
surrounding environment image displayed on the dis-
plays 22 in order to change the setting of the first image
forming apparatus 40a, a hand 61 is present within the
surrounding environment image. In the above situation,
change from "Setting screen 1" to another setting screen

is inhibited. Specifically, as illustrated in FIG. 9, the dis-
plays 22 continue displaying "Setting screen 1" and do
not display "Setting screen 2" of the second image form-
ing apparatus 40b even if the user gazes at the second
image forming apparatus 40b.
[0063] Further, in a situation in which an image forming
apparatus 40 at which the user gazes presents a plurality
of setting screens, the displays 22 display an image in
which the setting screens are partially overlapped with
each other and mutually displaced in the given direction,
as illustrated in FIGS. 10A-10C. For example, the setting
screens are displayed such that the user can recognize
tabs (portions indicating respective words "Copy",
"Send", "Box", and "FAX") of the respective setting
screens, as illustrated in FIG. 10A-10C. The tabs indicate
types of the respective setting screen. FIGS. 10A-10C
each illustrate an example of setting screens for a copy
function, a send function, a box function, and a facsimi-
leing function. The send function is a function of trans-
mitting image data accumulated in an image forming ap-
paratus to another image forming apparatus, an external
personal computer (PC), or the like. The box function is
a function of accumulating image data for each user.
[0064] When the user gazes at a setting screen (send
setting screen) different from a copy setting screen that
is currently located uppermost, as illustrated in FIG. 10A,
the setting screen located uppermost is changed from
the copy setting screen to the send setting screen, as
illustrated in FIG. 10B. When the user gazes at a setting
screen (box setting screen) different from the send set-
ting screen that is currently located uppermost, as illus-
trated in FIG. 10B, the setting screen located uppermost
is changed from the send setting screen to the box setting
screen, as illustrated in FIG 10C.
[0065] With reference to FIGS. 1-4 and 11, description
will be made next about an operation of the display sys-
tem 10 according to the present embodiment. FIG. 11 is
a flowchart depicting the operation of the display system
10. When the head mounted display 20 is powered on,
the surrounding environment image captured by the en-
vironment image capturing section 21 serving as user’s
view field information is displayed (reflected) on the dis-
plays 22 of the head mounted display 20 (Step S1).
[0066] Subsequently, the first determination section 31
(main controller 28) determines whether or not there are
any image forming apparatuses 40 present within the
surrounding environment image (Step S2). The image
forming apparatuses 40 in the present embodiment each
are an image forming apparatus (terminal) for which the
display system 10 is capable of performing setting. When
the first determination section 31 (main controller 28) de-
termines that there is no image forming apparatus 40
present within the surrounding environment image (No
at Step S2), the routine proceeds to Step S3. Then, the
view field information (surrounding environment image)
displayed on the displays 22 of the head mounted display
20 is updated (Step S3) and the routine returns to Step
S2. Thereafter, Steps S2 and S3 are repeated until any
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image forming apparatus 40 is included in the surround-
ing environment image.
[0067] When the first determination section 31 (main
controller 28) determines that there is an image forming
apparatus 40 present within the surrounding environ-
ment image (Yes at Step S2), the routine proceeds to
Step S4.
[0068] At Step S4, an icon is displayed in the vicinity
of the image forming apparatus 40 in the surrounding
environment image. The line-of-sight direction detecting
section 32 (main controller 28) then detects a user’s line-
of-sight direction. The terminal specifying section 33
(main controller 28) then performs the first detection
based on the line-of-sight direction detected by the line-
of-sight direction detecting section 32. That is, process-
ing to detect an image forming apparatus 40 at which the
user gazes is executed (Step S5). When any image form-
ing apparatus 40 at which the user gazes is not detected
(No at Step S5), the routine returns to Step S3. By con-
trast, when an image forming apparatus 40 at which the
user gazes is detected (Yes at S5), the routine proceeds
to Step S6.
[0069] At Step S6, an icon corresponding to the image
forming apparatus 40 at which the user gazes is dis-
played in a manner to be turned on and off. Further, a
setting screen of the image forming apparatus 40 at which
the user gazes is displayed.
[0070] Next, the second determination section 34
(main controller 28) determines whether or not a hand is
present within the surrounding environment image (Step
S7). When the second determination section 34 (main
controller 28) determines that no hand is present within
the surrounding environment image (No at Step S7), the
routine returns to Step S3. By contrast, when the second
determination section 34 (main controller 28) determines
that a hand is present within the surrounding environment
image (Yes at Step S7), the state of the main controller
28 of the head mounted display 20 transitions to a state
in which change of the setting screen is inhibited (Step
S8).
[0071] Subsequently, the second determination sec-
tion 34 (main controller 28) determines whether or not
the hand is present within the surrounding environment
image (Step S9). When the second determination section
34 (main controller 28) determines that the hand is not
present within the surrounding environment image (No
at Step S9), the routine returns to Step S3. By contrast,
when the second determination section 34 (main control-
ler 28) determines that the hand is present within the
surrounding environment image (Yes at S9), the main
controller 28 of the head mounted display 20 determines
whether or not a user operation to set the image forming
apparatus 40 is complete (Step S10). For example, the
main controller 28 of the head mounted display 20 detects
whether or not the user operation to set the image forming
apparatus 40 is complete based on whether or not an
"OK" button in the setting screen is pressed. When the
main controller 28 determines that the user operation to

set the image forming apparatus 40 is not complete (No
at Step S10), the routine returns to Step S9. By contrast,
when the main controller 28 determines that the user
operation to set the image forming apparatus 40 is com-
plete (Yes at Step S10), the routine ends.
[0072] The embodiment of the present disclosure has
been described so far with reference to the drawings.
According to the above embodiment of the present dis-
closure, only a setting screen of an image forming appa-
ratus 40 at which a user gazed is displayed among a
plurality of image forming apparatuses 40 present within
a user’s field of view. In the above configuration, respec-
tive setting screens of the plurality of image forming ap-
paratuses 40 (terminals) can be changed and displayed.
Accordingly, any of the plurality of image forming appa-
ratuses 40 (terminals) can be set as a setting target,
thereby improving user-friendliness.
[0073] In a situation in which there are a plurality of
setting screens of an image forming apparatus 40 select-
ed through user’s gazing, an image is displayed in which
the plurality of setting screens are partially overlapped
with each other and mutually displaced in the given di-
rection. Further, a setting screen that is a target for a user
operation can be changed according to a user’s line-of-
sight direction (point-of-gaze). This can improve user-
friendliness.
[0074] When a hand (specific object) is detected within
the user’s field of view, change of the setting screen is
inhibited. This can allow the user to operate for setting
without minding the user’s point of view during the setting
operation. When the hand moves out of the user’s field
of view (outside the image capturable range of the envi-
ronment image capturing section 21), inhibition of change
of the setting screen is released. The above configuration
can easily cause display of a setting screen of another
image forming apparatus 40 (terminal). Thus, user-
friendliness can be improved. Specifically, the user can
set in succession a plurality of image forming apparatus-
es 40 (terminals) present within the user’s own field of
view.
[0075] It is noted that the present disclosure is not lim-
ited to the specific embodiment as described above and
can be practiced in various ways within the scope not
departing from the essence of the present disclosure.
[0076] For example, the terminals that each are to be
a setting target are the image forming apparatuses 40 in
the embodiment of the present disclosure, which howev-
er should not be taken to limit the present disclosure. The
present disclosure is applicable to various types of ter-
minals that each present a setting screen. For example,
the present disclosure is applicable to electronic devices
such as personal computers.
[0077] Further, the pair of right and left displays 22 dis-
plays the same image in the embodiment of the present
disclosure, which however should not be taken to limit
the present disclosure. A three-dimensional image (3D
image) may be displayed by the pair of right and left dis-
plays 22. That is, the right and left displays 22 may display
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two images with an image capturing angle shifted from
each other so that view a stereographic image is visible
to a user. In the above configuration, in displaying a plu-
rality of setting screen, the setting screens can be dis-
played in a manner to be mutually displaced in a depth
direction. In the above configuration, the main controller
28 of the head mounted display 20 detects the three-
dimensional coordinates of the user’s point-of-gaze in a
real space based on the user’s line-of-sight direction. Fur-
ther, the main controller 28 of the head mounted display
20 compares the three-dimensional coordinates of the
point-of-gaze in the real space with the respective three-
dimensional coordinates of the setting screens in the
three-dimensional image to specify a setting screen at
which the user gazes.
[0078] The setting of an image forming apparatus 40
is updated according to signals corresponding to the us-
er’s finger motion in the embodiment of the present dis-
closure, which however should not be taken to limit the
present disclosure. For example, the setting of an image
forming apparatus 40 may be updated through genera-
tion of signals corresponding to a motion of an operation
member having a specific shape (for example, a tip end
of a pen having a specific shape) rather than the user’s
finger.
[0079] An image forming apparatus 40 at which the
user gazes is specified based on the detected user’s line-
of-sight direction in the embodiment of the present dis-
closure, which however should not be taken to limit the
present disclosure. For example, an icon at which the
user gazes may be detected based on the user’s line-of-
sight direction. In the above configuration, the displays
22 are caused to display the setting screen of an image
forming apparatus 40 corresponding to the icon at which
the user gazes.
[0080] Determination as to whether or not there are
any image forming apparatuses 40 present within the
surrounding environment image is performed through
matching in the embodiment of the present disclosure,
which however should not be taken to limit the present
disclosure. Whether or not there are any image forming
apparatuses 40 present within the surrounding environ-
ment image may be determined based on coordinates
(positions) of the respective image forming apparatuses
40 in the real space, a current position of the head mount-
ed display 20 (user’s current position), and an orientation
of the head mounted display 20 (orientation of user’s
face).
[0081] An image forming apparatus 40 present within
the user’s field of view (image capturable range of the
environment image capturing section 21) is specified
based on the coordinates (positions) of the respective
image forming apparatuses 40 in the real space, the cur-
rent position of the head mounted display 20 (user’s cur-
rent position), and the orientation of the head mounted
display 20 (orientation of the user’s face), which however
should not be taken to limit the present disclosure. For
example, an image forming apparatus 40 present within

the user’s field of view may be specified by matching.
Alternatively, each image forming apparatus 40 present
within the user’s field of view may be specified in a man-
ner that marks unique to the respective image forming
apparatuses 40 are assigned to the respective image
forming apparatuses 40 and a mark is specified through
image analysis on the surrounding environment image.
[0082] Change of the setting screen and change to a
setting screen that is to be located uppermost are inhib-
ited upon detection of a hand within the user’s field of
view in the embodiment of the present disclosure, which
however should not be taken to limit the present disclo-
sure. For example, change of the setting screen and
change to a setting screen that is to be located uppermost
may be inhibited upon detection of an operation member
having a specific shape (for example, a tip end of a pen
having a specific shape) rather than the user’s hand.
[0083] The head mounted display 20 is of video see-
through type in the embodiment of the present disclosure,
which however should not be taken to limit the present
disclosure. The head mounted display 20 may be of op-
tical see-through type. The optical see-through type head
mounted display causes a user to directly view an exter-
nal environment (user’s surrounding environment). In the
above configuration, the display controller 24 may be a
projector. The display controller 24 may project (image)
a setting screen and an icon on a user’s retina or an
optical element such as a half mirror. Alternatively, the
displays 22 may each be a display element that transmits
light, such as a liquid crystal display element. In a con-
figuration in which a head mounted display of optical see-
through type is employed, an image forming apparatus
40 at which the user gazes can be specified by comparing
the three-dimensional coordinates of the user’s point-of-
gaze in the real space with the three-dimensional coor-
dinates of the respective image forming apparatuses 40
in the real space. The three-dimensional coordinates of
the point-of-gaze can be calculated based on the current
position of the head mounted display 20 (user’s current
position), the orientation of the head mounted display 20
(orientation of the user’s face), and the user’s line-of-
sight direction.
[0084] The head mounted display 20 is a bi-ocular
head mounted display in the embodiment of the present
disclosure, which however should not be taken to limit
the present disclosure. The head mounted display 20
may be a monocular or binocular head mounted display.
The monocular head mounted display causes one of us-
er’s right and left eyes to view a calculated image. The
binocular head mounted display causes respective us-
er’s right and left eyes to view different calculated images.
The binocular head mounted display can cause the user
to view a three-dimensional image (3D image).
[0085] For example, when a three-dimensional image
is displayed using a video see-through type head mount-
ed display, the user can view the surrounding environ-
ment without an uneasy feeling. When an optical see-
through type head mounted display is employed, a ste-
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reographic icon image can be displayed as if the icon is
actually present on an image forming apparatus that the
user directly views. In a configuration in which a three-
dimensional image is displayed using the video see-
through type head mounted display, an image forming
apparatus 40 at which the user gazes can be specified
by comparing the three-dimensional coordinates of the
user’s point-of-gaze in the real space with the three-di-
mensional coordinates of the respective image forming
apparatuses 40 within the three-dimensional image. Al-
ternatively, in a configuration in which a stereographic
image of an icon is displayed using the optical see-
through type head mounted display, an image forming
apparatus 40 at which the user gazes can be specified
by comparing the three-dimensional coordinates of the
user’s point-of-gaze in the real space with the three-di-
mensional coordinates of the icon within the three-dimen-
sional image.
[0086] Furthermore, the user’s line-of-sight direction is
detected by the corneal reflex method in the embodiment
of the present disclosure, which however should not be
taken to limit the present disclosure. For example, the
line-of-sight direction may be detected based on the po-
sition of an iris relative to an inner canthus of a user’s
eye that is obtained through image analysis on an eyeball
image captured using a camera that captures viewable
light.
[0087] A setting screen of an image forming apparatus
40 is displayed on the displays 22 of the head mounted
display 20 in the embodiment of the present disclosure,
which however should not be taken to limit the present
disclosure. For example, the displays 22 may display an
image of an operation panel of an image forming appa-
ratus 40.
[0088] The color of an icon is changed according to
the use status of a corresponding image forming appa-
ratus 40 in the embodiment of the present disclosure,
which however should not be taken to limit the present
disclosure. For example, the shape of the icon may be
changed according to the use status of the corresponding
image forming apparatus 40.

Claims

1. A head mounted display (20) configured to perform
wireless communication with a plurality of terminals
(40, 40a, 40b), comprising:

a wireless communication interface (25) config-
ured to perform wireless communication with the
plurality of terminals (40, 40a, and 40b);
a main controller (28) operable to detect a line-
of-sight direction of a user and specify a single
terminal out of the plurality of terminals (40, 40a,
40b) based on the detected line-of-sight direc-
tion of the user;
a display controller (24) operable to cause an

operation panel or at least one setting screen of
the terminal (40, 40a, 40b) specified by the main
controller (28) to be displayed such as to be
viewable to the user; and
an environment image capturing section (21)
configured to capture an image of a surrounding
environment within the user’s field of view,
wherein
the main controller (28) is operable to

determine whether or not a specific object
(61) is present within the user’s field of view
based on the image of the surrounding en-
vironment, and
inhibit change of the setting screen during
determination that the specific object (61)
is present within the user’s field of view,

the main controller (28) is operable to detect a
motion of the specific object (61) toward the op-
eration panel or the at least one setting screen
based on the image of the surrounding environ-
ment, and
the wireless communication interface (25) is op-
erable to transmit a signal corresponding to a
motion of the specific object (61) detected by
the main controller (28) to the terminal (40, 40a,
and 40b) specified by the main controller (28).

2. The head mounted display (20) according to claim
1, wherein
the main controller (28) is operable to specify a single
terminal at which the user gazes out of the plurality
of terminals (40, 40a, 40b).

3. The head mounted display (20) according to claim
1 or 2, wherein
the display controller (24) is operable to cause an
icon to be displayed in the vicinity of each of the
plurality of terminals (40, 40a, 40b) such as to be
viewable to the user.

4. The head mounted display (20) according to claim
3, wherein
the main controller (28) is operable to

detect a single icon at which the user gazes out
of the icons based on the detected line-of-sight
direction and
specify a single terminal that corresponds to the
detected single icon out of the plurality of termi-
nals (40, 40a, 40b).

5. The head mounted display (20) according to any one
of claims 1 to 4, wherein
the at least one setting screen includes a plurality of
setting screens,
the main controller (28) is operable to generate an
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image in which the plurality of setting screens are
partially overlapped with each other and mutually
displaced in a given direction,
the display controller (24) is operable to cause the
image in which the plurality of setting screens are
partially overlapped with each other and mutually
displaced in the given direction to be displayed, and
the main controller (28) is operable to change a set-
ting screen that is to be located uppermost among
the plurality of setting screens according to the line-
of-sight direction.

6. The head mounted display (20) according to claim
5, wherein
the main controller (28) is operable to

determine whether or not the specific object (61)
is present within the user’s field of view based
on the image of the surrounding environment
captured by the environment image capturing
section (21), and
inhibit during determination that the specific ob-
ject (61) is present within the user’s field of view,
change of the setting screen and change to a
setting screen that is to be located uppermost.

7. The head mounted display (20) according to any one
of claims 1 to 6, wherein
the main controller (28) is operable to detect three-
dimensional coordinates of a point at which the user
gazes based on the detected line-of-sight direction
and specify a single terminal out of the plurality of
terminals (40, 40a, 40b) based on the detected three-
dimensional coordinates.

8. A display system (10) comprising:

a plurality of terminals (40, 40a, 40b); and
a head mounted display (20) according to any
one of claims 1 to 7, wherein
the plurality of terminals (40, 40a, 40b) each in-
clude a wireless communication interface (44)
configured to perform wireless communication
with the head mounted display (20).

Patentansprüche

1. Eine kopfmontierte Anzeige (20), die konfiguriert ist,
um mit einer Mehrzahl von Endgeräten (40, 40a,
40b) drahtlose Kommunikation durchzuführen, auf-
weisend:

eine drahtlose Kommunikationsschnittstelle
(25), die konfiguriert ist, um mit der Mehrzahl
von Endgeräten (40, 40a und 40b) drahtlose
Kommunikation durchzuführen,
eine Hauptsteuereinrichtung (28), die betreib-

bar ist, um eine Sichtlinienrichtung eines Benut-
zers zu detektieren und basierend auf der de-
tektieren Sichtlinienrichtung des Benutzers aus
der Mehrzahl von Endgeräten (40, 40a, 40b) ein
einzelnes Endgerät zu bestimmen,
eine Anzeigesteuereinrichtung (24), die betreib-
bar ist, um zu bewirken, dass ein Bedienpaneel
oder mindestens ein Einstellungsbildschirm des
durch die Hauptsteuereinrichtung (28) bestimm-
ten Endgerätes (40, 40a, 40b) so angezeigt wird,
dass dieses/dieser für den Benutzer sichtbar ist,
und
einen Umgebungsbild-Erfassungsabschnitt
(21), der konfiguriert ist, um ein Bild eines um-
gebenden Umfelds innerhalb des Blickfeldes
des Benutzers zu erfassen, wobei
die Hauptsteuereinrichtung (28) betreibbar ist,
um

zu ermitteln, ob sich ein bestimmtes Objekt
(61) innerhalb des Blickfeldes des Benut-
zers befindet oder nicht, basierend auf dem
Bild des umgebenden Umfelds, und
eine Änderung des Einstellungsbildschirms
während des Ermittelns, dass sich das be-
stimmte Objekt (61) innerhalb des Blickfel-
des des Benutzers befindet, zu verhindern,

wobei die Hauptsteuereinrichtung (28) betreib-
bar ist, um eine Bewegung des bestimmten Ob-
jekts (61) in Richtung zu dem Bedienpaneel oder
dem mindestens einen Einstellungsbildschirm
basierend auf dem Bild des umgebenden Um-
felds zu detektieren, und
die drahtlose Kommunikationsschnittstelle (25)
betreibbar ist, um ein Signal, das einer durch die
Hauptsteuereinrichtung (28) detektierten Bewe-
gung des bestimmten Objekts (61) entspricht,
an das durch die Hauptsteuereinrichtung (28)
bestimmte Endgerät (40, 40a und 40b) zu über-
tragen.

2. Die kopfmontierte Anzeige (20) gemäß Anspruch 1,
wobei

die Hauptsteuereinrichtung (28) betreibbar ist,
um ein einziges Endgerät aus der Mehrzahl von
Endgeräten (40, 40a, 40b) zu bestimmen, das
der Benutzer betrachtet.

3. Die kopfmontierte Anzeige (20) gemäß Anspruch 1
oder 2, wobei

die Anzeigesteuereinrichtung (24) betreibbar
ist, um zu bewirken, dass ein Symbol in der
Nachbarschaft von jedem der Mehrzahl von
Endgeräten (40, 40a, 40b) derart angezeigt
wird, dass es für den Benutzer sichtbar ist.
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4. Die kopfmontierte Anzeige (20) gemäß Anspruch 3,
wobei

die Hauptsteuereinrichtung (28) betreibbar ist,
um

basierend auf der detektierten Sichtlinien-
richtung ein einziges Symbol von den Sym-
bolen zu detektieren, das der Benutzer be-
trachtet, und
aus der Mehrzahl von Endgeräten (40, 40a,
40b) ein einziges Endgerät zu bestimmen,
das dem detektierten einzigen Symbol ent-
spricht.

5. Die kopfmontierte Anzeige (20) gemäß irgendeinem
der Ansprüche 1 bis 4, wobei

der mindestens eine Einstellungsbildschirm ei-
ne Mehrzahl von Einstellungsbildschirmen ent-
hält,
die Hauptsteuereinrichtung (28) betreibbar ist,
um ein Bild zu erzeugen, in dem die Mehrzahl
von Einstellungsbildschirmen teilweise mitein-
ander überlappt und in einer bestimmten Rich-
tung zueinander versetzt ist,
die Anzeigesteuereinrichtung (24) betreibbar
ist, um zu bewirken, dass das Bild, in dem die
Mehrzahl von Einstellungsbildschirmen teilwei-
se miteinander überlappt und in der bestimmten
Richtung zueinander versetzt ist, angezeigt
wird, und
die Hauptsteuereinrichtung (28) betreibbar ist,
um einen Einstellungsbildschirm, der von der
Mehrzahl von Einstellungsbildschirmen am
höchsten anzuordnen ist, gemäß der Sichtlini-
enrichtung zu ändern.

6. Die kopfmontierte Anzeige (20) gemäß Anspruch 5,
wobei

die Hauptsteuereinrichtung (28) betreibbar ist,
um

basierend auf dem von dem Umgebungs-
bild-Erfassungsabschnitt (21) erfassten
Bild des umgebenden Umfelds zu ermitteln,
ob sich das bestimmte Objekt (61) innerhalb
des Blickfeldes des Benutzers befindet oder
nicht, und
während des Ermittelns, dass sich das be-
stimmte Objekt (61) innerhalb des Blick-
felds des Benutzers befindet, eine Ände-
rung des Einstellungsbildschirms und ein
Wechseln zu einem Einstellungsbildschirm,
der sich am höchsten befinden soll, zu ver-
hindern.

7. Die kopfmontierte Anzeige (20) gemäß irgendeinem
der Ansprüche 1 bis 6, wobei

die Hauptsteuereinrichtung (28) betreibbar ist,
um basierend auf der detektierten Sichtlinien-
richtung dreidimensionale Koordinaten eines
Punktes zu detektieren, den der Benutzer be-
trachtet, und basierend auf den detektierten
dreidimensionalen Koordinaten ein einziges
Endgerät aus der Mehrzahl von Endgeräten (40,
40a, 40b) zu bestimmen.

8. Ein Anzeigesystem (10), aufweisend:

eine Mehrzahl von Endgeräten (40, 40a, 40b)
und
eine kopfmontierte Anzeige (20) gemäß ir-
gendeinem der Ansprüche 1 bis 7, wobei
die Mehrzahl von Endgeräten (40, 40a, 40b) je-
weils eine drahtlose Kommunikationsschnitt-
stelle (44) aufweist, die konfiguriert ist, um mit
der kopfmontierten Anzeige (20) eine drahtlose
Kommunikation durchzuführen.

Revendications

1. Dispositif d’affichage monté sur la tête (20) configuré
de façon à exécuter une communication sans fil avec
une pluralité de terminaux (40, 40a, 40b),
comprenant :

une interface de communication sans fil (25)
configurée de façon à exécuter une communi-
cation sans fil avec la pluralité de terminaux (40,
40a, et 40b);
un contrôleur principal (28) fonctionnel afin de
détecter la direction d’une ligne de visée d’un
utilisateur, et spécifier un seul terminal parmi la
pluralité de terminaux (40, 40a, 40b) sur la base
de la direction détectée de la ligne de visée de
l’utilisateur ;
un contrôleur d’affichage (24) fonctionnel afin
de provoquer l’affichage d’un panneau opéra-
tionnel ou au moins d’un écran de configuration
du terminal (40, 40a, 40b) spécifié par le con-
trôleur principal (28), de façon à ce qu’il puisse
être vu par l’utilisateur ; et
une section acquisition d’image d’environne-
ment (21) configurée afin d’acquérir une image
d’un environnement environnant à l’intérieur du
champ de vision de l’utilisateur, dans lequel :

le contrôleur principal (28) est fonctionnel
afin de :

déterminer si un objet spécifique (61)
est présent ou non dans le champ de
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vision de l’utilisateur sur la base de
l’image de l’environnement
environnant ; et
empêcher la modification de l’écran de
configuration au cours de la détermina-
tion de la présence de l’objet spécifique
(61) à l’intérieur du champ de vision de
l’utilisateur ;

le contrôleur principal (28) est fonctionnel
afin de détecter un mouvement de l’objet
spécifique (61) vers le panneau opération-
nel ou vers le ou les écrans de configuration
sur la base de l’image de l’environnement
environnant ; et
l’interface de communication sans fil (25)
est fonctionnelle afin de transmettre un si-
gnal qui correspond à un mouvement de
l’objet spécifique (61) détecté par le contrô-
leur principal (28), au terminal (40, 40a, et
40b) spécifié par le contrôleur principal (28).

2. Dispositif d’affichage monté sur la tête (20) selon la
revendication 1, dans lequel :

le contrôleur principal (28) est fonctionnel afin
de spécifier un seul terminal parmi la pluralité
de terminaux (40, 40a, 40b), que l’utilisateur re-
garde fixement.

3. Dispositif d’affichage monté sur la tête (20) selon la
revendication 1 ou la revendication 2, dans lequel :

le contrôleur d’affichage (24) est fonctionnel afin
de provoquer l’affichage d’une icône à proximité
de chacun de la pluralité de terminaux (40, 40a,
40b) de façon à pouvoir être vue par l’utilisateur.

4. Dispositif d’affichage monté sur la tête (20) selon la
revendication 3, dans lequel :

le contrôleur principal (28) est fonctionnel afin
de :

détecter une seule icône que l’utilisateur re-
garde fixement parmi les icônes, sur la base
de la direction détectée de la ligne de visée ;
et
spécifier un seul terminal qui correspond à
la seule icône détectée, parmi la pluralité
de terminaux (40, 40a, 40b).

5. Dispositif d’affichage monté sur la tête (20) selon
l’une quelconque des revendications 1 à 4, dans
lequel :

le ou les écrans de configuration comprennent
une pluralité d’écrans de configuration ;

le contrôleur principal (28) est fonctionnel afin
de générer une image dans laquelle la pluralité
d’écrans de configuration se chevauchent en
partie les uns les autres et se déplacent de ma-
nière mutuelle dans une direction donnée ;
le contrôleur d’affichage (24) est fonctionnel afin
de provoquer l’affichage de l’image dans laquel-
le la pluralité d’écrans de configuration se che-
vauchent en partie les uns les autres et se dé-
placent de manière mutuelle dans la direction
donnée ; et
le contrôleur principal (28) est fonctionnel afin
de modifier un écran de configuration qui doit
se situer le plus au-dessus parmi la pluralité
d’écrans de configuration selon la direction de
la ligne de visée.

6. Dispositif d’affichage monté sur la tête (20) selon la
revendication 5, dans lequel :

le contrôleur principal (28) est fonctionnel afin
de :

déterminer si un objet spécifique (61) est
présent ou non dans le champ de vision de
l’utilisateur sur la base de l’image de l’envi-
ronnement environnant acquise par la sec-
tion acquisition d’image d’environnement
(21) ; et
interdire toute modification de l’écran de
configuration, au cours de la détermination
selon laquelle l’objet spécifique (61) est pré-
sent à l’intérieur du champ de vision de l’uti-
lisateur, et toute modification de l’écran de
configuration qui se situe le plus au-dessus.

7. Dispositif d’affichage monté sur la tête (20) selon
l’une quelconque des revendications 1 à 6, dans
lequel :

le contrôleur principal (28) est fonctionnel afin
de détecter les coordonnées tridimensionnelles
d’un point que l’utilisateur regarde fixement, sur
la base de la direction détectée de la ligne de
visée, et spécifier un seul terminal parmi la plu-
ralité de terminaux (40, 40a, 40b) sur la base
des coordonnées tridimensionnelles détectées.

8. Système d’affichage (10) comprenant :

une pluralité de terminaux (40, 40a, 40b) ; et
un dispositif d’affichage monté sur la tête (20)
selon l’une quelconque des revendications 1 à
7, dans lequel :

la pluralité de terminaux (40, 40a, 40b) com-
prennent chacun une interface de commu-
nication sans fil (44) configurée de façon à

25 26 



EP 3 088 995 B1

15

5

10

15

20

25

30

35

40

45

50

55

exécuter une communication sans fil avec
le dispositif d’affichage monté sur la tête
(20).
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