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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] This invention generally relates to video compression techniques and, more particularly, to a method for reducing
the bit size required in the computation of video coding transformations.

2. Description of the Related Art

[0002] A video information format provides visual information suitable to activate a television screen, or store on a
video tape. Generally, video data is organized in a hierarchical order. A video sequence is divided into group of frames,
and each group can be composed of a series of single frames. Each frame is roughly equivalent to a still picture, with
the still pictures being updated often enough to simulate a presentation of continuous motion. A frame is further divided
into slices, or horizontal sections which helps system design of error resilience. Each slice is coded independently so
that errors do not propagate across slices. A slice consists of macroblocks. In H.26P and Motion Picture Experts Group
(MPEG)-X standards, a macroblock is made up of 16 x 16 luma pixels and a corresponding set of chroma pixels,
depending on the video format. A macroblock always has an integer number of blocks, with the 8 x 8 pixel matrix being
the smallest coding unit.
[0003] Video compression is a critical component for any application which requires transmission or storage of video
data. Compression techniques compensate for motion by reusing stored information in different areas of the frame
(temporal redundancy). Compression also occurs by transforming data in the spatial domain to the frequency domain.
Hybrid digital video compression, exploiting temporal redundancy by motion compensation and spatial redundancy by
transformation, such as Discrete Cosine Transform (DCT), has been adapted in H.26P and MPEG-X international
standards as the basis.
[0004] As stated in US Patent 6,317,767 (Wang), DCT and inverse discrete cosine transform (IDCT) are widely used
operations in the signal processing of image data. Both are used, for example, in the international standards for moving
picture video compression put forth by the MPEG. DCT has certain properties that produce simplified and efficient coding
models. When applied to a matrix of pixel data, the DCT is a method of decomposing a block of data into a weighted
sum of spatial frequencies, or DCT coefficients. Conversely, the IDCT is used to transform a matrix of DCT coefficients
back to pixel data.
[0005] Digital video (DV) codecs are one example of a device using a DCT-based data compression method. In the
blocking stage, the image frame is divided into N by N blocks of pixel information including, for example, brightness and
color data for each pixel. A common block size is eight pixels horizontally by eight pixels vertically. The pixel blocks are
then "shuffled" so that several blocks from different portions of the image are grouped together. Shuffling enhances the
uniformity of image quality.
[0006] Different fields are recorded at different time incidents. For each block of pixel data, a motion detector looks
for the difference between two fields of a frame. The motion information is sent to the next processing stage. In the next
stage, pixel information is transformed using a DCT. An 8-8 DCT, for example, takes eight inputs and returns eight
outputs in both vertical and horizontal directions. The resulting DCT coefficients are then weighted by multiplying each
block of DCT coefficients by weighting constants.
[0007] The weighted DCT coefficients are quantized in the next stage. Quantization rounds off each DCT coefficient
within a certain range of values to be the same number. Quantizing tends to set the higher frequency components of
the frequency matrix to zero, resulting in much less data to be stored. Since the human eye is most sensitive to lower
frequencies, however, very little perceptible image quality is lost by this stage.
[0008] The quantization stage includes converting the two-dimensional matrix of quantized coefficients to a one-
dimensional linear stream of data by reading the matrix values in a zigzag pattern and dividing the one-dimensional
linear stream of quantized coefficients into segments, where each segment consists of a string of zero coefficients
followed by a non-zero quantized coefficient. Variable length coding (VLC) then is performed by transforming each
segment, consisting of the number of zero coefficients and the amplitude of the non-zero coefficient in the segment, into
a variable length codeword. Finally, a framing process packs every 30 blocks of variable length coded quantized coef-
ficients into five fixed-length synchronization blocks.
[0009] Decoding is essentially the reverse of the encoding process described above. The digital stream is first deframed.
Variable length decoding (VLD) then unpacks the data so that it may be restored to the individual coefficients. After
inverse quantizing the coefficients, inverse weighting and an inverse discrete cosine transform (IDCT) are applied to the
result. The inverse weights are the multiplicative inverses of the weights that were applied in the encoding process. The
output of the inverse weighting function is then processed by the IDCT.
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[0010] Much work has been done studying means of reducing the complexity in the calculation of DCT and IDCT.
Algorithms that compute two-dimensional IDCTs are called "type I" algorithms. Type I algorithms are easy to implement
on a parallel machine, that is, a computer formed of a plurality of processors operating simultaneously in parallel. For
example, when using N parallel processors to perform a matrix multiplication on N x N matrices, N column multiplies
can be simultaneously performed. Additionally, a parallel machine can be designed so as to contain special hardware
or software instructions for performing fast matrix transposition.
[0011] One disadvantage of type I algorithms is that more multiplications are needed. The computation sequence of
type I algorithms involves two matrix multiplies separated by a matrix transposition which, if N=4, for example, requires
64 additions and 48 multiplications for a total number of 112 instructions. It is well known by those skilled in the art that
multiplications are very time-consuming for processors to perform and that system performance is often optimized by
reducing the number of multiplications performed.
[0012] A two-dimensional IDCT can also be obtained by converting the transpose of the input matrix into a one-
dimensional vector using an L function. Next, the tensor product of constant a matrix is obtained. The tensor product is
then multiplied by the one-dimensional vector L. The result is converted back into an N x N matrix using the M function.
Assuming again that N=4, the total number of instructions used by this computational sequence is 92 instructions (68
additions and 24 multiplications). Algorithms that perform two-dimensional IDCTs using this computational sequence
are called "type II" algorithms. In type II algorithms, the two constant matrices are grouped together and performed as
one operation. The advantage of type II algorithms is that they typically require fewer instructions (92 versus 112) and,
in particular, fewer costly multiplications (24 versus 48). Type II algorithms, however, are very difficult to implement
efficiently on a parallel machine. Type II algorithms tend to reorder the data very frequently and reordering data on a
parallel machine is very time-intensive.
[0013] There exist numerous type I and type II algorithms for implementing IDCTs, however, dequantization has been
treated as an independent step depending upon DCT and IDCT calculations. Efforts to provide bit exact DCT and IDCT
definitions have led to the development of efficient integer transforms. These integer transforms typically increase the
dynamic range of the calculations. As a result, the implementation of these algorithms requires processing and storing
data that consists of more than 16 bits.
[0014] It would be advantageous if intermediate stage quantized coefficients could be limited to a maximum size in
transform processes.
[0015] It would be advantageous if a quantization process could be developed that was useful for 16-bit processors.
[0016] It would be advantageous if a decoder implementation, dequantization, and inverse transformation could be
implemented efficiently with a 16-bit processor. Likewise, it would be advantageous if the multiplication could be performed
with no more than 16 bits, and if memory access required no more than 16 bits.
[0017] A. Hallapuro and H. Malvar have proposed in "Low Complexity Transform and Quantization - Part 1: Basic
implementation," ITU STUDY GROUP 16 - VIDEO CODING EXPERTS GROUP - ISO/OEC MPEG & ITU-T VCEG
(ISO/IEC JTC1(SC29/WG11 AND ITU-T SG16 Q6), no. JVT-B038r2, February 1, 2002 an alternative set of transforms
than those in the then current TML draft standard.

SUMMARY OF THE INVENTION

[0018] The present invention is an improved process for video compression. Typical video coding algorithms predict
one frame from previously coded frames. The error is subjected to a transform and the resulting values are quantized.
The quantizer controls the degree of compression. The quantizer controls the amount of information used to represent
the video and the quality of the reconstruction.
[0019] The problem is the interaction of the transform and quantization in video coding. In the past the transform and
quantizer have been designed independently. The transform, typically the discrete cosine transform, is normalized. The
result of the transform is quantized in standard ways using scalar or vector quantization. In prior work, MPEG-1, MPEG-
2, MPEG-4, H.261, H.263, the definition of the inverse transform has not been bit exact. This allows the implementer
some freedom to select a transform algorithm suitable for their platform. A drawback of this approach is the potential for
encoder/decoder mismatch damaging the prediction loop. To solve this mismatch problem portions of the image are
periodically coded without prediction. Current work, for example H.26L, has focused on using integer transforms that
allow bit exact definition. Integer transforms may not normalized. The transform is designed so that a final shift can be
used to normalize the results of the calculation rather than intermediate divisions. Quantization also requires division.
H.26L provides an example of how these integer transforms are used along with quantization.
[0020] In the current H.26L Test Model Long-term (TML), normalization is combined with quantization and implemented
via integer multiplications and shifts following forward transform and quantization and following dequantization and
inverse transform. H.26L TML uses two arrays of integers A(QP) and B(QP) indexed by quantization parameter (QP),
see Table 1. These values are constrained by the relation shown below in Equation 1.
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[0021] Normalization and quantization are performed simultaneously using these integers and divisions by powers of 2.

Table 1 TML quantization parameters

QP ATML(QP) BTML(QP)

0 620 3881

1 553 4351

2 492 4890

3 439 5481

4 391 6154

5 348 6914

6 310 7761

7 276 8718

8 246 9781

9 219 10987

10 195 12339

11 174 13828

12 155 15523

13 138 17435

14 123 19561

15 110 21873

16 98 24552

17 87 27656

18 78 30847

19 69 34870

20 62 38807

21 55 43747

22 49 49103

23 44 54683

24 39 61694

25 35 68745

26 31 77615

27 27 89113

28 24 100253

29 22 109366

30 19 126635

31 17 141533
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[0022] Transform coding in H.26L uses a 4x4 block size and an integer transform matrix T, Equation 2. For a 4x4
block X, the transform coefficients K are calculated as in Equation 3. From the transform coefficients, the quantization
levels, L, are calculated by integer multiplication. At the decoder the levels are used to calculate a new set of coefficients,
K’. Additional integer matrix transforms followed by a shift are used to calculate the reconstructed values X’. The encoder
is allowed freedom in calculation and rounding of the forward transform. Both encoder and decoder must compute exactly
the same answer for the inverse calculations.

[0023] Where the intermediate result Y is the result of a one dimensional transform and the intermediate result Y’ is
the result of a one dimensional inverse transform.
[0024] The dynamic range required during these calculations can be determined. The primary application involves 9-
bit input, 8 bits plus sign, the dynamic range required by intermediate registers and memory accesses is presented in
Table 2.

[0025] To maintain bit-exact definitions and incorporate quantization, the dynamic range of intermediate results can
be large since division operations are postponed. The present invention combines quantization and normalization, to
eliminate the growth of dynamic range of intermediate results. With the present invention the advantages of bit exact
inverse transform and quantization definitions are kept, while controlling the bit depth required for these calculations.
Reducing the required bit depth reduces the complexity required of a hardware implementation and enables efficient
use of single instruction multiple data (SIMD) operations, such as the Intel MMX instruction set.
[0026] The same problem of the growth of the dynamic range of intermediate results occurs also in a scenario in which
the basis functions of the integer transform have different norms, which results into the joint quantization (or dequanti-
zation) and normalization parameters to be matrices, functions of QP but also of indices i, j with i, j = 1 to 4 (4 being the
size of the integer transform). This is discussed in detail in prior art document J. Liang, T. Tran, P. Topiwala: "A 16-bit
architecture for H.26L, treating DCT transforms and quantization", Document VCEG-M1 6, submitted to ITU TELECOM-
MUNICATIONS STANDARDIZATION SECTOR, STUDY GROUP 16 QUESTION 6, Video Coding Experts Group
(VCEG), for the meeting in Austin, Texas, USA, on 2-4 April 2001 .

Table 2 Dynamic range of TML transform and inverse transform (bits)

9-bit input LUMA Transform Inverse Transform

Register 30 27

Memory 21 26
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[0027] The present invention relates to a method performed in a prediction loop of a video encoder as set out in claim 1.

BRIEF DESCRIPTION OF THE DRAWINGS

[0028]

Fig. 1 is a flowchart illustrating the present invention method for the quantization of a coefficient.
Figs. 2 to 9 show embodiments or aspects of the present invention comprise systems and methods for video coding.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0029] The dynamic range requirements of the combined transform and quantization is reduced by factoring the
quantization parameters A(QP) and B(QP) into a mantissa and exponent terms as shown in Equation 4. With this
structure, only the precision due to the mantissa term needs to be preserved during calculation. The exponent term can
be included in the final normalization shift. This is illustrated in the sample calculation Equation 5.

[0030] To illustrate the present invention, a set of quantization parameters is presented that reduce the dynamic range
requirement of an H.26L decoder to 16-bit memory access. The memory access of the inverse transform is reduced to
16 bits. Values for Amanissa, Aexponent, Bmanissa, Bexponent, Aproposed, Bproposed are defined for QP=0-5 as shown in Table
3. Additional values are determined by recursion, as shown in Equation 6. The structure of these values makes it possible
to generate new quantization values in addition to those specified.

Table 3 Quantization values 0-5 for TML

QP Amantissa Aexponent Bmantissa Bexponent Aproposed Bproposed

0 5 7 235 4 640 3760

1 9 6 261 4 576 4176

2 127 2 37 7 508 4736

3 114 2 165 5 456 5280

4 25 4 47 7 400 6016

5 87 2 27 8 348 6912
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[0031] Using the defined parameters, the transform calculations can be modified to reduce the dynamic range as
shown in Equation 5. Note how only the mantissa values contribute to the growth of dynamic range. The exponent factors
are incorporated into the final normalization and do not impact the dynamic range of intermediate results.
[0032] With these values and computational method, the dynamic range at the decoder is reduced so only 16-bit
memory access is needed as seen in Table 4.

[0033] Several refinements can be applied to the joint quantization/normalization procedure described above. The
general technique of factoring the parameters into a mantissa and exponent forms the basis of these refinements.
[0034] The discussion above assumes all basis functions of the transform have an equal norm and are quantized
identically. Some integer transforms have the property that different basis functions have different norms. The present
invention technique has been generalized to support transforms having different norms by replacing the scalars A(QP)
and B(QP) above by matrices A(QP)[i](j] and B(QP)[i][j]. These parameters are linked by a normalization relation of the
form shown below, Equation 7, which is more general than the single relation shown in Equation 1. 

[0035] Following the method previously described, each element of each matrix is factored into a mantissa and an
exponent term as illustrated in the equations below, Equation 8. 

[0036] A large number of parameters are required to describe these quantization and dequantization parameters.
Several structural relations can be used to reduce the number of free parameters. The quantizer growth is designed so
that the values of A are halved after each period P at the same time the values of B are doubled maintaining the
normalization relation. Additionally, the values of Aexponent(QP)[i][j] and Bexponent(QP)[i][j] are independent of i, j and
(QP) in the range [0,P-1]. This structure is summarized by structural equations, Equation 9. With this structure there are

Table 4 Dynamic range with low-bit depth quantization (QP>6)

8-bit LUMA Transform LUMA Inverse Transform

8-bit LUMA Transform Inverse Transform

Register 28 24

Memory 21 16
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only two parameters Aexponent[0] and Bexponent[0]. 

[0037] A structure is also defined for the mantissa values. For each index pair (i,j), the mantissa values are periodic
with period P. This is summarized by the structural equation, Equation 10. With this structure, there are P independent
matrices for Amantissa and P independent matrices for Bmantissa reducing memory requirements and adding structure to
the calculations. 

[0038] The inverse transform may include integer division that requires rounding. In cases of interest the division is
by a power of 2. The rounding error is reduced by designing the dequantization factors to be multiples of the same power
of 2, giving no remainder following division. Dequantization using the mantissa values Bmantissa(QP) gives dequantized
values that are normalized differently depending upon QP. This must be compensated for following the inverse transform.
A form of this calculation is shown in Equation 11. 

[0039] In Equation 11, Level[i][j] is the quantized version of the transform coefficients and is called as "quantization
value". K[i][j] is the scaled version of the transform coefficients and is called as "dequantization value".
[0040] To eliminate the need for the inverse transform to compensate for this normalization difference, the dequanti-
zation operation is defined so that all dequantized values have the same normalization. The form of this calculation is
shown in Equation 12. 

[0041] The power of 2 can be calculated by using left-shift operation and the dequantization value K[i][j] in Equation
12 will then be given as follows. 

[0042] An example follows that illustrates the present invention use of quantization matrices. The forward and inverse
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transforms defined in Equation 13 need a quantization matrix rather than a single scalar quantization value. Sample
quantization and dequantization parameters are given. Equation 14 and 16, together with related calculations, illustrate
the use of this invention. This example uses a period P=6. In Equation 14, Amantissa is represented by Q and QP is
represented by m. In Equation 16, Bmantissa is represented by R and QP is represented by m.
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[0043] The description of the forward transformation and forward quantization, Equation 18, are given below assuming
input is in X, quantization parameter QP. 

[0044] The description of dequantization, inverse transform, and normalization for this example is given below, Equation
19 and 20. 
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[0045] Fig. 1 is a flowchart illustrating the present invention method for the quantization of a coefficient. Although this
method is depicted as a sequence of numbered steps for clarity, no order should be inferred from the numbering unless
explicitly stated. It should be understood that some of these steps may be skipped, performed in parallel, or performed
without the requirement of maintaining a strict order of sequence. The methods start at Step 100. Step 102 supplies a
coefficient K. Step 104 supplies a quantization parameter (QP). Step 106 forms a quantization value (L) from the coefficient
K using a mantissa portion (Am(QP)) and an exponential portion (xAe(QP)). Typically, the exponential portion (xAe(QP))
includes x being the value 2.
[0046] In some aspects of the method, forming a quantization value (L) from the coefficient K using a mantissa portion
(Am(QP)) and an exponential portion (xAe(QP)) in Step 106 includes: 

[0047] Some aspects of the method include a further step. Step 108 normalizes the quantization value by 2N as follows: 

[0048] In other aspects, forming a quantization value in Step 106 includes forming a set of recursive quantization
factors with a period P, where A(QP+P) = A(QP)/x. Likewise, forming a set of recursive quantization factors includes
forming recursive mantissa factors, where Am(QP) = Am(QP mod P). Then, forming a set of recursive quantization
factors includes forming recursive exponential factors, where Ae(QP) = Ae(QP mod P) - QP/P.
[0049] In some aspects, forming a quantization value includes forming a set of recursive quantization factors with a
period P, where A(QP+P) = A(QP)/2. In other aspects, forming a set of recursive quantization factors includes forming
recursive mantissa factors, where P = 6. Likewise, forming a set of recursive quantization factors includes forming
recursive exponential factors, where P = 6.
[0050] In some aspects of the method, supplying a coefficient K in Step 102 includes supplying a coefficient matrix
K[i][j]. Then, forming a quantization value (L) from the coefficient matrix K[i][j] using a mantissa portion (Am(QP) and an
exponential portion (xAe(QP)) in Step 106 includes forming a quantization value matrix (L[i][j]) using a mantissa portion
matrix (Am(QP)[i][j]) and an exponential portion matrix (xAe(QP)[i][j]). Likewise, forming a quantization value matrix (L[i][j])
using a mantissa portion matrix (Am(QP)[i][j]) and an exponential portion matrix (xAe(QP)[i][j]) includes, for each particular
value of QP, every element in the exponential portion matrix being the same value. Typically, every element in the
exponential portion matrix is the same value for a period (P) of QP values, where Ae(QP) = Ae(P * (QP/P)).
[0051] Some aspects of the method include a further step. Step 110 forms a dequantization value (X1) from the
quantization value, using a mantissa portion (Bm(QP)) and an exponential portion (xBe(QP)). Again, the exponential
portion (xBe(QP)) typically includes x being the value 2.
[0052] In some aspects of the method, forming a dequantization value (X1) from the quantization value, using a
mantissa portion (Bm(QP)) and an exponential portion (2Be(QP)) includes: 

[0053] Other aspects of the method include a further step, Step 112, of denormalizing the quantization value by 2N

as follows: 

[0054] In some aspects, forming a dequantization value in Step 110 includes forming a set of recursive dequantization
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factors with a period P, where B(QP+P) = x*B(QP). Then, forming a set of recursive dequantization factors includes
forming recursive mantissa factors, where Bm(QP) = Bm(QP mod P). Further, forming a set of recursive dequantization
factors includes forming recursive exponential factors, where Be(QP) = Be(QP mod P) + QP/P.
[0055] In some aspects, forming a set of recursive quantization factors with a period P includes the value of x being
equal to 2, and forming recursive mantissa factors includes the value of P being equal to 6. Then, forming a set of
recursive dequantization factors includes forming recursive exponential factors, where Be(QP) = Be(QP mod P) + QP/P.
[0056] In some aspects of the method, forming a dequantization value (X1), from the quantization value, using a
mantissa portion (Bm(QP)) and an exponential portion (xBe(QP)) in Step 110 includes forming a dequantization value
matrix (X1[i][j]) using a mantissa portion matrix (Bm(QP)[i][j]) and an exponential portion matrix (xBe(QP)[i][j]). Likewise,
forming a dequantization value matrix (X1[i][j] using a mantissa portion matrix (Bm(QP)[i][j]) and an exponential portion
matrix (xBe(QP)[i][j]) includes, for each particular value of QP, every element in the exponential portion matrix being the
same value. In some aspects, every element in the exponential portion matrix is the same value for a period (P) of QP
values, where Be(QP) = Be(P * (QP/P)).
[0057] Another aspect of the invention includes a method for the dequantization of a coefficient. However, the process
is essentially the same as Steps 110 and 112 above, and is not repeated in the interest of brevity.
[0058] A method for the quantization of a coefficient has been presented. An example is given illustrating a combined
dequantization and normalization procedure applied to the H.26L video coding standard with a goal of reducing the bit-
depth required at the decoder to 16 bits. The present invention concepts can also be used to meet other design goals
within H.26L. In general, this invention has application to the combination of normalization and quantization calculations.
[0059] Embodiments of the present invention may be implemented as hardware, firmware, software and other imple-
mentations. Some embodiments may be implemented on general purpose computing devices or on computing devices
specifically designed for implementation of these embodiments. Some embodiments may be stored in memory as a
means of storing the embodiment or for the purpose of executing the embodiment on a computing device.
[0060] Some embodiments of the present invention comprise systems and methods for video encoding, as shown in
Figure 2. In these embodiments, image data 130 is subtracted from 132 with data representing prior video frames 145
resulting in a differential image 133, which is sent to a transform module 134. Transform module 134 may use DCT or
other transform methods to transform the image. Generally, the result of the transform process will be coefficients (K),
which are then sent to a quantization module 136 for quantization. Quantization module 136 may have other inputs,
such as user inputs 131 for establishing quantization parameters (QPs) and for other input. Quantization module 136
may use the transformation coefficients and the quantization parameters to determine quantization levels (L) in the video
image. Quantization module 136 may use methods employing a mantissa portion and an exponential portion, however,
other quantization methods may also be employed in the quantization modules 136 of embodiments of the present
invention. These quantization levels 135 and quantization parameters 137 are output to a coding module 138 as well
as a dequantization module (DQ) 140.
[0061] Output to the coding module 138 is encoded and transmitted outside the encoder for immediate decoding or
storage. Coding module 138 may use variable length coding (VLC) in its coding processes. Coding module 138 may
use arithmetic coding in its coding process. Output from coding module 138 is encoded data 139 which may be transmitted
to the decoder or stored in the storage device.
[0062] Output from quantization module 136 is also received at dequantization module 140 to begin reconstruction of
the image. This is done to keep an accurate accounting of prior frames. Dequantization module 140 performs a process
with essentially the reverse effect as quantization module 136. Quantization levels or values (L) are dequantized yielding
transform coefficients. Dequantization modules 140 may use methods employing a mantissa portion and an exponential
portion as described herein.
[0063] The transform coefficients output from dequantization module 140 are sent to an inverse transformation (IT)
module 142 where they are inverse transformed to a differential image 141. This differential image 141 is then combined
with data from prior image frames 145 to form a video frame 149 that may be input to a frame memory 146 for reference
to succeeding frames.
[0064] Video frame 149 may also serve as input to a motion estimation module 147, which also receives image data
130. These inputs may be used to predict image similarities and help compress image data. Output from motion estimation
module 147 is sent to motion compensation module 148 and combined with output data from coding module 138, which
is sent out for later decoding and eventual image viewing.
[0065] Motion compensation module 148 uses the predicted image data to reduce frame data requirements; its output
is subtracted from input image data 130.
[0066] Some aspects of the present invention comprise systems and methods for video decoding, as shown in Figure
3. A decoder may receive encoded data 150 to a decoder module 152. Encoded data 150 may comprise data that has
been encoded by an encoder 100 such as that described with reference to Figure 2. Decoding module 152 may employ
variable length decoding methods if they were used in the encoding process. Other decoding methods may also be used
as dictated by the type of encoded data 150. Decoding module 152 performs essentially the reverse process as coding
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module 138. Output from decoding module 152 may comprise quantization parameters 156 and quantization values
154. Other output may comprise motion estimation data and image prediction data that may be sent directly to a motion
compensation module 166.
[0067] Typically, quantization parameters 156 and quantization values 154 are output to a dequantization module 158,
where quantization values are converted back to transform coefficients. Dequantization module 158 may use methods
employing a mantissa portion and an exponential portion as described herein. These coefficients are then sent to an
inverse transformation module 160 for conversion back to spatial domain image data 161.
[0068] The motion compensation unit 166 uses motion vector data and the frame memory 164 to construct a reference
image 165.
[0069] Image data 161 represents a differential image that must be combined with prior image data 165 to form a
video frame 163. This video frame 163 is output 168 for further processing, display or other purposes and may be stored
in frame memory 164 and used for reference with subsequent frames.
[0070] In some embodiments of the present invention, as illustrated in Figure 4, image data 102 may be sent to an
encoder or encoding portion 104 for the various transformation, quantization, encoding and other procedures typical of
video encoding as described above for some embodiments of the present invention. Output from the encoder may then
be stored on any computer-readable storage media 106. Storage media 106 may act as a short-term buffer or as a long-
term storage device.
[0071] When desired, encoded video data may be read from storage media 106 and decoded by a decoder or decoding
portion 108 for output 110 to a display or other device.
[0072] In some embodiments of the present invention, as illustrated in Figure 5, image data 112 may be sent to an
encoder or encoding portion 114 for the various transformation, quantization, encoding and other procedures typical of
video encoding as described above for some embodiments of the present invention. Output from the encoder may then
be sent over a network, such as a LAN, WAN or the Internet 116. A storage device such as storage media 106 may be
part of a network. Encoded video data may be received and decoded by a decoder or decoding portion 118 which also
communicates with network 116. Decoder 118 may then decode the data for local consumption 120.
[0073] In some embodiments of the present invention, as illustrated in Figure 6, a quantization method or apparatus
comprises a mantissa portion 172 and an exponential portion 174. Quantization parameters 176 are input to both portions
172 & 174. A coefficient K 170 is input to the mantissa portion 172 where it is modified using the quantization parameter
and other values as explained above. The result of this operation is combined with the result produced in the exponential
portion using the quantization parameter thereby producing a quantization level or value L 178.
[0074] In some embodiments of the present invention, as illustrated in Figure 7, a quantization method or apparatus
comprises a mantissa portion 182 and a shifting portion 184. Quantization parameters 186 are input to both portions
182 & 184. A coefficient, K 180 is input to the mantissa portion 182 where it is modified using the quantization parameter
and other values as explained above. The result of this operation is further processed in the shifting portion using the
quantization parameter thereby producing a quantization level or value, L 188.
[0075] Some embodiments of the present invention, as illustrated in Figure 8, comprise a dequantization method or
apparatus with a mantissa portion 192 and an exponential portion 194. Quantization parameters 196 are input to both
portions 192 & 194. A quantization value, L 190 is input to the mantissa portion 192 where it is modified using the
quantization parameter and other values as explained above. The result of this operation is further processed in the
exponential portion using the quantization parameter thereby producing a coefficient, X1 198.
[0076] Some embodiments of the present invention, as illustrated in Figure 9, comprise a dequantization method or
apparatus with a mantissa portion 202 and a shifting portion 204. Quantization parameters 206 are input to both portions
202 & 204. A quantization value, L 200 is input to the mantissa portion 202 where it is modified using the quantization
parameter and other values as explained above. The result of this operation is further processed in the exponential
portion using the quantization parameter thereby producing a coefficient, X1 208. Some embodiments of the present
invention may be stored on computer-readable media such as magnetic media, optical media, and other media as well
as combinations of media. Some embodiments may also be transmitted as signals across networks and communication
media. These transmissions and storage actions may take place as part of operation of embodiments of the present
invention or as a way of transmitting the embodiment to a destination.

Claims

1. A method for video encoding comprising a prediction loop, the prediction loop comprising:

a) performing integer transformation of an image block to obtain a first matrix of integer transformed coefficients
K1[i][j] using an integer transform having basis functions with different norms;
b) performing a combined quantization and normalization of the first matrix of integer transformed coefficients
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K1[i][j] to derive a quantized data matrix L[i][j] using a combined quantization and normalization matrix A(QP)[i][j];
c) performing a combined dequantization and normalization of the quantized data matrix L[i][j] to obtain a second
matrix of integer transform coefficients K2[i][j] wherein the combined dequantization and normalization includes:

c1) inputting a quantization parameter QP (206);
c2) defining a combined dequantization and normalization matrix B(QP)[i][j] so that all integer transform
coefficients K2[i][j] have the same normalization, wherein the combined quantization and normalization
matrix A(QP)[i][j] and the combined dequantization and normalization matrix B(QP)[i][j] are linked by a
normalization relation being A(QP)[i][j]*B(QP)[i][j] = N[i][j];

d) performing an inverse integer transformation of the second matrix of integer transform coefficients K2[i][j],
where the basis functions of the inverse integer transformation have different norms, to obtain an inverse integer
transformed coefficient matrix; and
e) performing a further normalization on the inverse integer transformed coefficient matrix using a single scalar
value 2N; characterized in that
the combined quantization and normalization matrix A(QP)[i][j] is factored into mantissa and exponent terms
and the combined dequantization and normalization of point c) further includes

c3) representing said combined dequantization and normalization matrix B(QP)[i][j] in mantissa exponent
format with a mantissa portion matrix Bm(QP)[i][j] being a function of the quantization parameter QP and
an exponential portion matrix Be(QP)[i][j] being a function of the quantization parameter QP and being
independent of i, j and QP in the range [0,P-1], where Bm(QP)[i][j] and Be(QP)[i][j] satisfy Bm(QP)[i][j] =
Bm(QP mod P)[i][j] and Be(QP)[i][j] = Be(0) + QP/P where P is an integer and QP/P represents the integer
obtained truncating towards zero the result of dividing QP by P; and
c4) calculating the second matrix of integer transform coefficients K2[i][j] using K2[i][j] = [L[i][j]*Bm(QP)[i][j]]
<< Be(QP)[i][j], where "<<" expresses a left-shift operation.

Patentansprüche

1. Verfahren zur Videocodierung, das eine Prädiktionsschleife umfasst, umfassend:

a) Durchführen einer Integer-Transformation eines Bild-Blocks, um eine erste Matrix von Integer-transformierten
Koeffizienten K1[i][j] zu erhalten, unter Benutzung einer Integer-Transformation, die Basisfunktionen mit unter-
schiedlichen Normen hat;
b) Durchführen einer kombinierten Quantisierung und Normalisierung der ersten Matrix von Integer-transfor-
mierten Koeffizienten K1[i][j], um eine quantisierte Daten-Matrix L[i][j] zu erhalten, unter Benutzung einer kom-
binierten Quantisierungs- und Normalisierungs-Matrix A(QP)[i][j];
c) Durchführen einer kombinierten Dequantisierung und Normalisierung der quantisierten Daten-Matrix L[i][j],
um eine zweite Matrix von Integer-Transformations-Koeffizienten K2[i][j] zu erhalten, wobei die kombinierte
Dequantisierung und Normalisierung beinhaltet:

c1) Eingeben eines Quantisierungsparameters QP (206);
c2) Definieren einer kombinierten Dequantisierungs- und Normalisierungs-Matrix B(QP)[i][j], so dass alle
Integer-Transformations-Koeffizienten K2[i][j] dieselbe Normalisierung aufweisen, wobei die kombinierte
Quantisierungs- und Normalisierungs-Matrix A(QP)[i][j] und die kombinierte Dequantisierungs- und Nor-
malisierungs-Matrix B(QP)[i][j] durch eine Normalisierungs-Relation, die A(QP)[i][j]* B(QP)[i][j] = N[i][j] lautet,
verbunden sind;

d) Durchführen einer inversen Integer-Transformation der zweiten Matrix von Integer-Transformations-Koeffi-
zienten K2[i][j], wobei die Basisfunktionen der inversen Integer-Transformation unterschiedlichen Normen ha-
ben, um eine Matrix von invers Integer-transformierten Koeffizienten zu erhalten; und
e) Anwenden einer weiteren Normalisierung auf die Matrix von invers Integer-transformierten Koeffizienten
unter Benutzung eines einzelnen skalaren Werts 2N;
gekennzeichnet dadurch, dass
die kombinierte Quantisierungs- und Normalisierungs-Matrix A(QP)[i][j] in Mantissen- und Exponenten-Terme
zerlegt wird und dass die kombinierte Dequantisierung und Normalisierung des Punkts c) weiter beinhaltet:
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c3) Darstellen der kombinierten Dequantisierungs- und Normalisierungs-Matrix B(QP)[i][j] in einem Man-
tisse-Exponent-Format mit einer Mantissen-Teil-Matrix Bm(QP)[i][j], die eine Funktion des Quantisierungs-
parameters QP ist und einer Exponenten-Teil-Matrix Be(QP)[i][j], die eine Funktion des Quantisierungspa-
rameters QP ist und die unabhängig von i, j und QP in einem Bereich von [0, P-1] ist, wobei Bm(QP)[i][j]
und Be(QP)[i][j] die Bedingungen Bm(QP)[i][j] = Bm(QP mod P)[i][j] und Be(QP)[i][j] = Be(0) + QP/P erfüllen,
wobei P ein ganzzahliger Wert ist und QP/P den ganzzahligen Wert darstellt, der erhalten wird durch
Trunkierung des Ergebnisses der Division von QP durch P nach der nullten Stelle; und
c4) Berechnen der zweiten Matrix von Integer-Transformations-Koeffizienten K2[i][j] unter Benutzung von
K2[i][j] = [L[i][j]*Bm(QP)[i][j]] << Be(QP)[i][j], wobei "<<" eine Verschiebe-Operation nach links bezeichnet.

Revendications

1. Procédé d’encodage vidéo comprenant une boucle de prédiction, la boucle de prédiction comprenant :

a) effectuer une transformation d’un bloc d’image pour obtenir une première matrice de coefficients transformés
en nombres entiers K1[i][j], utilisant une transformation de nombre entier ayant des fonctions de base avec
différentes normes ;
b) effectuer une quantification et une normalisation combinées de la première matrice de coefficients transformés
en nombres entiers K1[i][j] pour obtenir une matrice de données quantifiée L[i][j], utilisant une matrice de quan-
tification et de normalisation combinées A(QP)[i][j] ;
c) effectuer une déquantification et une normalisation combinées de la matrice de données quantifiée L[i][j]
pour obtenir une seconde matrice de coefficients de transformation de nombre entier K2[i][j], dans lequel la
déquantification et la normalisation consistent à :

c1) entrer un paramètre de quantification QP (206) ;
c2) définir une matrice de déquantification et de normalisation combinées B(QP)[i][j] de telle sorte que tous
les coefficients transformés en nombres entiers K2[i][j] présentent la même normalisation, dans lequel la
matrice de quantification et de normalisation combinées A(QP)[i][j] et la matrice de déquantification et de
normalisation combinées B(QP)[i][j] soient reliées par une relation de normalisation qui est A(QP)[i][j] *
B(QP)[i][j] = N[i][j] ;

d) effectuer une transformation inverse de nombre entier de la seconde matrice de coefficients de transformation
de nombre entier K2[i][j], où les fonctions de base de la transformation inverse de nombre entier ont des normes
différentes, afin d’obtenir une matrice inverse de coefficients transformés en nombres entiers ; et
e) effectuer une autre normalisation sur la matrice inverse de coefficients transformés en nombres entiers à
l’aide d’une seule valeur scalaire 2N ;
caractérisé en ce que la matrice de quantification et de normalisation combinées A(QP)[i][j] est factorisée sous
formes de mantisses et d’exposants et la déquantification et la normalisation combinées du point c) consistent
en outre à :

c3) représenter ladite matrice de déquantification et de normalisation combinées B(QP)[i][j] selon un format
d’exposant et de mantisse, une matrice de partie mantisse Bm(QP)[i][j] étant une fonction du paramètre
de quantification QP et une matrice de partie exponentielle Be(QP)[i][j] étant une fonction du paramètre de
quantification QP et étant indépendante de i, j et de QP dans la plage [0, P-1], où Bm(QP)[i][j] et Be(QP)[i][j]
satisfont Bm(QP)[i][j] = Bm(QP mod P) [i][j] et Be(QP)[i][j] = Be(0) + QP/P où P est un nombre entier et
QP/P représente le nombre entier obtenu par troncation vers zéro du résultat de la division QP par P ; et
c4) calculer la seconde matrice de coefficients de transformation de nombre entier K2[i][j] à l’aide de K2[i][j]
= [L[i][j] * Bm(QP)[i][j]] << Be(QP)[i][j], où « << » exprime une opération de décalage vers la gauche.
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