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(54) ELECTRIC TOOL, CONTROL METHOD, AND PROGRAM

(57) An object is to provide an electric tool, a control
method, and a program that are configured to improve
the operation efficiency of a motor. An electric tool in-
cludes a motor (1) and a motor control device (3). The
motor control device (3) is configured to update a com-

mand value (ω2*) of a speed of the motor (1) based on
a parameter relating to at least one of a voltage (Vdc) of
a direct-current power supply (8) for the motor (1) or a
magnitude of a load applied to the motor (1) during rota-
tion of the motor (1).
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Description

Technical Field

[0001] The present disclosure generally relates to
electric tools, control methods, and programs. The
present disclosure specifically relates to an electric tool
configured to control a motor by a direct-current power
supply, a control method of controlling the motor by the
direct-current power supply, and a program for executing
the control method.

Background Art

[0002] Patent Literature 1 discloses a power tool. The
power tool disclosed in Patent Literature 1 includes: a
motor; a driving circuit that supplies electric power from
a power supply to the motor; and a control part that sets
a target rotation number for the motor in accordance with
a mode selected from a plurality of modes, each mode
having a corresponding target rotation number. The pow-
er tool further includes a voltage detecting circuit for de-
tecting the voltage of the power supply while the motor
is stopped, and the target rotation number is changeably
set based on the detected voltage.
[0003] In Patent Literature 1, the target rotation number
(the speed of the motor) is set based on the voltage of
the power supply while the motor is stopped. However,
while the motor is rotating, the magnitude of a load ap-
plied to the motor and the voltage of the power supply
may vary. Thus, in Patent Literature 1, rotation of the
motor may be continued while the operation efficiency of
the motor remains low.

Citation List

Patent Literature

[0004] Patent Literature 1: JP 5408535 B2

Summary of Invention

[0005] An object is to provide an electric tool, a control
method, and a program that can improve the operation
efficiency of a motor.
[0006] An electric tool of one aspect of the present dis-
closure includes a motor and a motor control device. The
motor control device is configured to update a command
value of a speed of the motor based on a parameter. The
parameter relates to at least one of a voltage of a direct-
current power supply for the motor or a magnitude of a
load applied to the motor during rotation of the motor.
[0007] A control method of another aspect of the
present disclosure is a control method of a motor and
includes updating a command value of a speed of the
motor based on a parameter. The parameter relates to
at least one of a voltage of a direct-current power supply
for the motor or a magnitude of a load applied to the motor

during rotation of the motor.
[0008] A program of still another aspect of the present
disclosure is a program configured to cause a computer
system to execute the control method.

Brief Description of Drawings

[0009]

FIG. 1 is a block diagram illustrating an electric tool
of an embodiment;
FIG. 2 is a view illustrating control of the electric tool
by a motor control device;
FIG. 3 is a flowchart illustrating operation of the motor
control device;
FIG. 4 is a graph illustrating changes with time of a
command value of the speed of a motor; and
FIG. 5 is another graph illustrating changes with time
of the command value of the speed of the motor.

Description of Embodiments

1. Embodiment

1.1 Schema

[0010] FIG. 1 shows a block diagram of an electric tool
100 of an embodiment. The electric tool 100 includes a
motor 1 and a motor control device 3. The motor control
device 3 updates a command value ω2* of the speed of
the motor 1 based on a parameter relating to at least one
of a voltage Vdc of a direct-current power supply 8 for the
motor 1 or the magnitude of a load applied to the motor
1 during rotation of the motor 1.
[0011] In the electric tool 100, a state during rotation
of the motor 1 can be reflected in the command value
ω2*. That is, the motor control device 3 does not maintain
constant the command value ω2* of the speed of the mo-
tor 1 but can dynamically (adaptationally) control the
command value ω2*. In particular, the state during the
rotation of the motor 1 includes at least one of the mag-
nitude of the load applied to the motor 1 or the voltage
Vdc of the direct-current power supply 8 for the motor 1,
and the magnitude and the voltage Vdc may contribute
to the improvement of the operation efficiency of the mo-
tor 1. As described above, the electric tool 100 provides
the effect that the operation efficiency of the motor 1 can
be improved.

1.2 Configuration

[0012] The electric tool 100 of the present embodiment
will be described in detail below. The electric tool 100 is
a rotary impact tool (an impact driver). As illustrated in
FIG. 1, the electric tool 100 includes the motor 1, an in-
verter circuit unit 2, the motor control device 3, a spindle
4, a hammer 5, an anvil 6, an input/output unit 7, and the
direct-current power supply 8. The electric tool 100 fur-
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ther includes two phase current sensors 11.
[0013] The spindle 4, the hammer 5, and the anvil 6
are devices for performing prescribed work in the electric
tool 100. The spindle 4 is coupled to an output shaft (a
rotor) of the motor 1. The spindle 4 is rotated by rotation
of the motor 1. The hammer 5 is coupled to the spindle
4. The hammer 5 rotates together with the spindle 4.
Moreover, the hammer 5 is urged by a spring or the like
to the anvil 6, the hammer 5 and the anvil 6 engage each
other, and rotation of the hammer 5 is transmitted to the
anvil 6.
[0014] The motor 1 is coupled to the spindle 4. The
motor 1 is a DC motor equipped with a brush or a DC
brushless motor. In the present embodiment, the motor
1 is a DC brushless motor (a three-phase permanent
magnet synchronization motor), and the motor 1 includes
a rotor including a permanent magnet and a stator in-
cluding armature winding wires for three phases (i.e., a
U phase, a V phase, and a W phase).
[0015] The direct-current power supply 8 is a power
supply used to drive the motor 1. In the present embod-
iment, the direct-current power supply 8 is a secondary
battery. The direct-current power supply 8 is a so-called,
battery pack. The direct-current power supply 8 also
serves as a power supply for the inverter circuit unit 2
and the motor control device 3.
[0016] The inverter circuit unit 2 is a circuit for driving
the motor 1. The inverter circuit unit 2 converts the voltage
Vdc from the direct-current power supply 8 into a drive
voltage Va for the motor 1. In the present embodiment,
the drive voltage Va is a three-phase alternating-current
voltage including a U-phase voltage, a V-phase voltage,
and a W-phase voltage. In the following description, the
U-phase voltage is denoted by "vu", the V-phase voltage
is denoted by "vv", and the W-phase voltage is denoted
by "vw" as necessary. Moreover, each of the voltages vu,
vy, and vw is a sinusoidal voltage. The inverter circuit unit
2 can be implemented by using a PWM inverter and a
PWM converter. The PWM converter generates a PWM
signal pulse-width-modulated in accordance with target
values (voltage command values) vu*, vv*, and vw* of the
drive voltage Va (the U-phase voltage vu, the V-phase
voltage vv, and the W-phase voltage vw). The PWM in-
verter applies the drive voltage Va (vu, vv, vw) according
to the PWM signal to the motor 1, thereby driving the
motor 1. More specifically, the PWM inverter includes
half-bridge circuits and drivers for the three phases. In
the PWM inverter, the drivers turn on/off switch elements
in respective half-bridge circuits in accordance with the
PWM signal, thereby applying the drive voltage Va (vu,
vv, and vw) according to voltage command values vu*,
vv*, and vw* to the motor 1. Thus, the motor 1 is supplied
with a drive current according to the drive voltage Va (vu,
vv, and vw). The drive current includes a U-phase current
iu, a V-phase current iv, and a W-phase current iw. Spe-
cifically, the U-phase current iu, the V-phase current iv,
and the W-phase current iw are a current of the armature
winding wire for the U phase, a current of the armature

winding wire for the V phase, and a current of the arma-
ture winding wire for the W phase respectively in the sta-
tor of the motor 1.
[0017] The two phase current sensors 11 measures
the U-phase current iu and the V-phase current iv of the
drive current supplied from the inverter circuit unit 2 to
the motor 1. Note that the W-phase current iw is obtain-
able from the U-phase current iu and the V-phase current
iv. Note that the electric tool 10 may include a current
detector including a shunt resistor or the like in place of
the phase current sensor 11.
[0018] The input/output unit 7 is a user interface. The
input/output unit 7 includes devices (e.g., a display ap-
paratus, an inputter, and an operation device) for display
regarding operation of the electric tool 100, setting of the
operation of the electric tool 100, and an operation given
to the electric tool 100. In the present embodiment, the
input/output unit 7 has a function of setting a target value
ω1* of the speed of the motor 1. For example, the in-
put/output unit 7 determines the target value ω1* in ac-
cordance with an operation given by a user and gives
the target value ω1* to the motor control device 3.
[0019] The motor control device 3 determines and up-
dates the command value ω2* of the speed of the motor
1. In particular, the motor control device 3 determines
and updates the command value ω2* of the speed of the
motor 1 based on the target value ω1* of the speed of
the motor 1 given by the input/output unit 7. Moreover,
the motor control device 3 determines the target values
(the voltage command values) vu*, vv*, and vw* of the
drive voltage Va such that the speed of the motor 1 match-
es the command value ω2*, and the motor control device
3 gives the target values to the inverter circuit unit 2.
[0020] The motor control device 3 will be described
below in further detail. In the present embodiment, the
motor control device 3 controls the motor 1 by vector
control. The vector control is a type of motor control meth-
ods of: resolving a motor current into a current component
that generates torque (rotational force) and a current
component that generates magnetic flux; and independ-
ently controlling the current components.
[0021] FIG. 2 is an analytical model diagram of the mo-
tor 1 in the vector control. In FIG. 2, armature winding
wire fixed axes of the U phase, the V phase, and the W
phase are shown. The vector control takes into consid-
eration a rotating coordinate system that rotates at the
same speed as the rotation speed of magnetic flux gen-
erated by the permanent magnet provided to the rotor of
the motor 1. In the rotating coordinate system, the direc-
tion of the magnetic flux generated by the permanent
magnet is represented by the d-axis, and a control rotary
axis corresponding to the d-axis is represented by the γ-
axis. Moreover, a phase advanced by an electric angle
of 90 degrees from the d-axis is represented by the q-
axis, and a phase advanced by an electric angle of 90
degrees from the γ-axis is represented by the δ-axis. The
rotating coordinate system corresponding to a real axis
is a coordinate system obtained by selecting the d-axis
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and the q-axis as coordinate axes, and the coordinate
axes are referred to as dq-axes. A control rotating coor-
dinate system is a coordinate system obtained by select-
ing the γ-axis and the δ-axis as coordinate axes, and the
coordinate axes are referred to as γδ-axes.
[0022] The dq-axes are rotating, and the rotational
speed of the dq-axes is represented by ω. The γδ-axes
are also rotating, and the rotational speed of the γδ-axes
is represented by ωe. Moreover, on the dq-axes, the angle
(phase) of the d-axis viewed from the armature winding
wire fixed axis of the U phase is represented by θ. Sim-
ilarly, on the γδ-axis, the angle (phase) of the γ-axis
viewed on the armature winding wire fixed axis of the U
phase is represented by θe. The angles represented by
θ and θe are angles in electric angle and are also referred
to as rotor locations or magnetic pole locations in general.
The rotational speeds represented by co and ωe are an-
gular velocities in electric angle. In the following descrip-
tion, the θ or θe is also referred to as a rotor location, and
the co or ωe is also simply referred to as a speed as
necessary. When the rotor location and the speed of the
motor are derived by estimation, the γ-axis and the δ-axis
are also referred to as control estimation axes.
[0023] The motor control device 3 basically performs
the vector control such that the θ and θe match each
other. When the θ and the θe match each other, the d-
axis and the q-axis respectively match the γ-axis and the
δ-axis. Note that in the following description, a γ-axis com-
ponent and a δ-axis component of the drive voltage Va
are respectively represented by a γ-axis voltage vγ and
a δ-axis voltage vδ, and a γ-axis component and a δ-axis
component of the drive current are respectively repre-
sented by a γ-axis current iγ and a δ-axis current iδ as
necessary.
[0024] Moreover, voltage command values represent-
ing target values of the γ-axis voltage vγ and the δ-axis
voltage vδ are respectively represented by a γ-axis volt-
age command value vγ* and a δ-axis voltage command
value vδ*. Current command values representing target
values of the γ-axis current iγ and the δ-axis current iδ are
respectively represented by an γ-axis current command
value iγ* and a δ-axis current command value iδ*.
[0025] The motor control device 3 performs the vector
control such that values of the γ-axis voltage vγ and the
δ-axis voltage vδ respectively follow the γ-axis voltage
command value vγ* and the δ-axis voltage command val-
ue vδ*, and values of the γ-axis current iγ and the δ-axis
current iδ respectively follow the γ-axis current command
value iy* and the δ-axis current command value iδ*.
[0026] The motor control device 3 updates command
values (iγ*, iδ*, vv*, vδ*, vu*, vv*, and vw*) and state quan-
tities (iu, iv, iγ, iδ, θe, and ωe) which are calculated (or
detected) and are then output by the motor control device
3 itself at a prescribed updating cycle.
[0027] The motor control device 3 may be implemented
by, for example, a computer system including one or
more processors (e.g., microprocessors) and one or
more memories. That is, the one or more processors ex-

ecute one or more programs stored in the one or more
memories to function as the motor control device 3. The
one or more programs may be stored in the one or more
memories in advance, provided via a telecommunica-
tions network such as the Internet, or provided by a non-
transitory storage medium such as a memory card storing
the program.
[0028] As illustrated in FIG. 1, the motor control device
3 includes a coordinate converter 12, a subtractor 13, a
subtractor 14, a current controller 15, a magnetic flux
controller 16, a speed controller 17, a coordinate con-
verter 18, a subtractor 19, a location speed estimator 20,
a step-out detector 21, and a setting unit 22. Note that
the coordinate converter 12, the subtractors 13, 14, and
19, the current controller 15, the magnetic flux controller
16, the speed controller 17, the coordinate converter 18,
the location speed estimator 20, the step-out detector
21, and the setting unit 22 do not necessarily represent
respective components as entities but represent func-
tions implemented by the motor control device 3. Thus,
elements of the motor control device 3 may freely use
respective values generated in the motor control device
3.
[0029] The coordinate converter 12 performs coordi-
nate transformation of the U-phase current iu and the V-
phase current iv onto the γδ-axis based on the rotor lo-
cation θe to calculate and output the γ-axis current iγ and
the δ-axis current iδ respectively. Here, the γ-axis current
iγ corresponds to a d-axis current, is an excitation current,
and is a current that hardly contributes to torque. The δ-
axis current iδ corresponds to a q-axis current and is a
current that greatly contributes to torque. The rotor loca-
tion θe is calculated by the location · speed estimator 20.
[0030] The subtractor 19 refers to the speed ωe and
the command value ω2* to calculate a velocity deviation
(ω2*-ωe) between the speed ωe and the command value
ω2*. The speed ωe is calculated by the location · speed
estimator 20.
[0031] The speed controller 17 calculates, based on
proportional integral control or the like, the δ-axis current
command value iδ* such that the velocity deviation (ω2*-
ωe) converges to zero, and the speed controller 17 out-
puts the δ-axis current command value iδ*.
[0032] The magnetic flux controller 16 determines the
γ-axis current command value iγ* and outputs the γ-axis
current command value iγ* to the subtractor 14. The γ-
axis current command value iy* may take various values
depending on the type of the vector control executed by
the motor control device 3 or the speed ω of the motor
1. For example, when maximum torque control is per-
formed such that the d-axis current is adjusted to be zero,
the γ-axis current command value iγ* is set to 0. Moreover,
when field weakening control is performed by causing
the d-axis current, the γ-axis current command value iγ*
is set to a negative value according to the speed ωe. An
example in which the γ-axis current command value iγ*
is 0 will be described below.
[0033] The subtractor 13 subtracts the γ-axis current iγ
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output from the coordinate converter 12 from the γ-axis
current command value iγ* output from the magnetic flux
controller 16 to calculate a current error (iγ*-iγ). The sub-
tractor 14 subtracts the δ-axis current iδ output from the
coordinate converter 12 from the value iδ* output from
the speed controller 17 to calculate a current error (iδ*-iδ).
[0034] The current controller 15 performs current feed-
back control by proportional integral control or the like
such that both the current errors (iγ*-iγ) and (iδ*-iδ) con-
verge to zero. At this time, decoupling control for elimi-
nating interference between the γ-axis and the δ-axis is
used to calculate the γ-axis voltage command value vγ*
and the δ-axis voltage command value νδ* such that both
the (iγ*-iγ) and (iδ*-iδ) converge to zero.
[0035] The coordinate converter 18 performs coordi-
nate transformation of the vγ* and the νδ* given from the
current controller 15 20 onto a three-phase fixed coordi-
nate axis based on the rotor location θe output from the
location · speed estimator, thereby calculating and out-
putting voltage command values (vu*, vv*, and vw*).
[0036] The location · speed estimator 20 estimates the
rotor location θe and the speed ωe. More specifically, the
location ·speed estimator 20 performs proportional inte-
gral control or the like based on all or some of the iγ and
the iδ from the coordinate converter 12 and the vγ* and
the νδ* from the current controller 15. The location · speed
estimator 20 estimates the rotor location θe and the speed
ωe such that an axis error (θe-θ) between the d-axis and
the γ-axis converges to zero. Note that various methods
have been proposed as the method of estimating the
rotor location θe and the speed ωe, and the location ·
speed estimator 20 may adopt any publicly known meth-
od.
[0037] The step-out detector 21 determines whether
or not the motor 1 steps out. More specifically, the step-
out detector 21 determines, based on the magnetic flux
of the motor 1, whether or not the motor 1 steps out. The
magnetic flux of the motor 1 is obtained from the d-axis
current, the q-axis current, the γ-axis voltage command
value vγ*, and the δ-axis voltage command value vδ*. The
step-out detector 21 may determine that the motor 1
steps out when the amplitude of the magnetic flux of the
motor 1 is less than a threshold. Note that the threshold
is accordingly defined based on the amplitude of the mag-
netic flux generated by the permanent magnet of the mo-
tor 1. Note that various methods have been proposed as
step-out detection methods, and the step-out detector
154 may adopt any publicly known method.
[0038] The setting unit 22 determines and updates the
command value ω2* in the motor control device 3. Note
that defining the command value ω2* by the setting unit
22 when the setting unit 22 receives the target value ω1*
from the input/output unit 7 may be referred to as "deter-
mination of the command value ω2*". Moreover, defining
the command value ω2* by the setting unit 22 at any timing
after the "determination of the command value ω2*" may
be referred to as an "update of the command value ω2*".
[0039] More specifically, the setting unit 22 determines

and updates the command value ω2* based on the target
value ω1* received from the input/output unit 7. The set-
ting unit 22 refers to a parameter to determine and update
the command value ω2*. The parameter is defined by a
value relating to at least one of the voltage Vdc of the
direct-current power supply 8 for the motor 1 or the mag-
nitude of the load applied to the motor 1 during rotation
of the motor 1. In the present embodiment, the parameter
includes a modulation degree and a torque current value.
[0040] The modulation degree is a value relating to
conversion from a direct-current voltage into an alternat-
ing-current voltage. The modulation degree is also re-
ferred to as a modulation factor. In the present embodi-
ment, the modulation degree is defined by the voltage
Vdc of the direct-current power supply 8 in the inverter
circuit unit 2 and the target value (the voltage command
values vu*, vv*, and vw*) of the drive voltage Va given to
the inverter circuit unit 2. Specifically, the modulation de-
gree is given by 2*Vout/Vin, where Vin is the value of the
voltage Vdc of the direct-current power supply 8, and Vout
is a crest value of the target value of the drive voltage
Va. The crest value of the target value of the drive voltage
Va is a crest value of each of the U-phase voltage vu, the
V-phase voltage vv, and the W-phase voltage vw respec-
tively corresponding to the voltage command values vu*,
vv*, and vw*. Note that since the crest values of the U-
phase voltage vu, the V-phase voltage vv, and the W-
phase voltage vw match each other, the crest value of
the target value of the drive voltage Va is equal to the
crest value of any one of the U-phase voltage vu, the V-
phase voltage vv, and the W-phase voltage vw respec-
tively corresponding to the voltage command values vu*,
vv*, and vw*.
[0041] The torque current value represents the mag-
nitude of a torque component of the current (the phase
currents iu, iv, and iw) flowing through the motor 1. In the
present embodiment, the value of the δ-axis current iδ
corresponding to the value of the q-axis current is used
as the torque current value.
[0042] The setting unit 22 determines (updates) the
command value ω2* based on a comparison result be-
tween the parameter and the threshold. More specifically,
the setting unit 22 determines, based on the comparison
result of the parameter and the threshold, whether or not
the parameter satisfies a condition. The condition is a
condition for switching ways of determination and update
of the command value ω2*, and is also referred to as a
switching condition below. If the parameter does not sat-
isfy the switching condition, the setting unit 22 causes
the command value ω2* to be close to the target value
ω1* of the speed of the motor 1. In contrast, if the param-
eter satisfies the switching condition, the setting unit 22
reduces the command value ω2*. For example, the set-
ting unit 22 may subtract a prescribed value from the
command value ω2*. Alternatively, the setting unit 22 may
reduce the command value ω2* by setting the command
value ω2* to the speed ωe obtained by the location · speed
estimator 20. However, when the command value ω2* is
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changed, the command value ω2* is changed within a
range that the speed controller 17 can follow.
[0043] In the present embodiment, the parameter in-
cludes the modulation degree and the torque current val-
ue (the value of the q-axis current), and therefore, the
threshold includes a modulation degree threshold corre-
sponding to the modulation degree and a current thresh-
old corresponding to the torque current value.
[0044] The modulation degree threshold is, for exam-
ple, a value for determining whether or not the operation
of the inverter circuit unit 2 is within an allowable range.
The modulation degree threshold may be selected from
a range of the modulation degree (a modulation degree
allowable range) within which an output (the drive voltage
Va) of the inverter circuit unit 2 can be linearly varied with
respect to the modulation degree. The modulation de-
gree threshold may be the upper limit value of the mod-
ulation degree allowable range or any value as long as
it is within the modulation degree allowable range. The
upper limit value of the modulation degree allowable
range depends also on the configuration of the inverter
circuit unit 2, but in many cases, the upper limit value is,
for example, within the range of 75% to 125% or the range
of 85% to 115%, and in the present embodiment, the
upper limit value is 100%. It is of course efficient that the
modulation degree threshold is close to the upper limit
value of the modulation degree allowable range.
[0045] The current threshold is, for example, a value
for determining whether or not the load applied to the
motor 1 while the motor 1 is rotating is within an allowable
range. The current threshold may be selected from a
range (a load torque allowable range) of the torque cur-
rent value when the load applied to the motor 1 during
rotation of the motor 1 is in the allowable range. The
current threshold may be the upper limit value of the load
torque allowable range or any value as long as it is within
the load torque allowable range. It is of course efficient
that the current threshold is close to the upper limit value
of the load torque allowable range, but in many cases,
the current threshold is limited by current rating of the
inverter circuit unit 2 and/or current rating of the motor 1,
and in the present embodiment, the current threshold is
the current rating of the inverter circuit unit 2.
[0046] If at least one of a first condition that the module
degree exceeds the modulation degree threshold or a
second condition that the torque current value (the value
of the q-axis current) exceeds the current threshold is
satisfied, the setting unit 22 determines that the param-
eter satisfies the switching condition. In other words,
when neither the first condition nor the second condition
is satisfied, the setting unit 22 determines that the pa-
rameter does not satisfy the switching condition.

1.3 Operation

[0047] Next, operation of the electric tool 100, in par-
ticular, operation of the setting unit 22 of the motor control
device 3 will be described with reference to the flowchart

in FIG. 3 and the graphs in FIGS. 4 and 5. FIG. 4 shows
changes with time of the command value ω2* when a
wood screw is screwed with the electric tool 100. FIG. 5
shows changes with time of the command value ω2* when
a bolt is screwed with the electric tool 100.
[0048] When the setting unit 22 receives the target val-
ue ω1* from the input/output unit 7, or at an arbitrary timing
thereafter, the setting unit 22 starts the process of deter-
mination and update of the command value ω2*. First,
the setting unit 22 acquires a parameter (S11). Here, the
setting unit 22 acquires the modulation degree and the
torque current value. Then, the setting unit 22 determines
whether or not the parameter (the modulation degree and
the torque current value) satisfies the condition (the
switching condition) (S12). In this embodiment, the set-
ting unit 22 independently determines whether the first
condition that the modulation degree exceeds the mod-
ulation degree threshold is satisfied and the second con-
dition that the torque current value exceeds the current
threshold is satisfied.
[0049] If neither the first condition nor the second con-
dition is satisfied, the setting unit 22 determines that the
parameter does not satisfy the switching condition (S12;
No). In this case, the setting unit 22 determines whether
or not the command value ω2* matches the target value
ω1* (S13). If the command value ω2* does not match the
target value ω1* (S13; No), the setting unit 22 causes the
command value ω2* to be close to the target value ω1*
(S14). That is, the setting unit 22 increases the command
value ω2* when the command value ω2* is smaller than
the target value ω1*, and the setting unit 22 reduces the
command value ω2* when the command value ω2* is larg-
er than target value ω1*. When the command value ω2*
matches the target value ω1* (S13; Yes), the setting unit
22 maintains the command value ω2*. For example, in
FIG. 4, the parameter does not satisfy the switching con-
dition until time t10, and the setting unit 22 gradually
changes the command value ω2* such that the command
value ω2* matches the target value ω1*. Similarly, in FIG.
5, until time t20, the parameter does not satisfy the
switching condition, and therefore, the setting unit 22
gradually changes the command value ω2* such that the
command value ω2* matches the target value ω1*.
[0050] In contrast, when at least one of the first condi-
tion or the second condition is satisfied, the setting unit
22 determines that the parameter satisfies the switching
condition (S12; Yes). In this case, the setting unit 22 re-
duces the command value ω2* (S15). For example, in
FIG. 4, the parameter satisfies the switching condition at
the time t10, and hereafter, the setting unit 22 gradually
reduces the command value ω2* irrespectively of the tar-
get value ω1*. Similarly, in FIG. 5, the parameter satisfies
the switching condition at the time t20, and therefore, the
setting unit 22 gradually reduces the command value ω2*
irrespectively of the target value ω1*. Thus, the motor
control device 3 no longer attempts to forcibly maintain
the speed of the motor 1, and therefore, the motor 1 is
prevented from stepping out, so that the motor control
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device 3 can continue driving the motor 1. In particular,
when the modulation degree threshold is the upper limit
value of the modulation allowable range, the motor con-
trol device 3 can continue driving the motor 1 at a max-
imum speed (a maximum rotation speed) that suits the
modulation degree threshold even when the voltage Vdc
of the direct-current power supply 8 varies.
[0051] As described above, when the parameter does
not satisfy the switching condition (at the time of normal
operation), the motor control device 3 sets the command
value ω2* such that the speed co of the motor 1 approach-
es the target value ω1* (the target rotation speed) given
from the input/output unit 7. That is, the motor control
device 3 performs control (normal target value control)
of setting the command value ω2* to the target value ω1*.
On the other hand, when the parameter satisfies the
switching condition, the motor control device 3 reduces
the command value ω2* irrespectively of the target value
ω1* given from the input/output unit 7. That is, the motor
control device 3 performs control (dynamic speed target
value control) of updating the target value ω1* in accord-
ance with the parameter while the motor 1 is rotating.
[0052] As described above, the electric tool 100 can
dynamically respond to a variation in the voltage Vdc of
the direct-current power supply 8 and/or a variation in
the load (e.g., the load torque) applied while the motor 1
is rotating. Therefore, in response to the variation in the
load torque and/or the variation in the voltage Vdc of the
direct-current power supply 8, the motor 1 can be con-
tinuously rotated at the maximum rotation speed at which
the motor 1 does not steps out.
[0053] Thus, the rotation speed of the motor 1 does
not have to be set to a relatively low value in advance to
operate the motor 1 in case of a decrease in the voltage
Vdc and/or an increase in the load torque. In addition, the
motor 1 can be optimally operated in accordance with
the type of the direct-current power supply 8 and/or
charging and discharging conditions. Therefore, the tar-
get value ω1* of the speed of the motor 1 does not have
to be reset in accordance with the type of the direct-cur-
rent power supply 8 and/or the charging and discharging
conditions.
[0054] Moreover, also when a work object (a wood
screw, a bolt, etc.) and/or target work (screwing, boring,
retightening, etc.) changes, the motor 1 can be operated,
in accordance with the work object and/or the target work,
at the maximum speed (the maximum rotation speed) at
which the motor 1 does not step out. Therefore, compli-
cated control and/or setting of a speed target value ac-
cording to a work mode is no longer necessary. As a
result, a time required to complete work can be reduced,
and the work efficiency can be increased. Moreover, the
amount of power consumed by the direct-current power
supply 8 can be reduced.
[0055] As described above, the electric tool 100 of the
present embodiment improves the work efficiency. More-
over, the electric tool 100 reduces the amount of power
consumption. In addition, the electric tool 100 improves

the stability of the work.

1.4 Summary

[0056] As described above, the electric tool 100 in-
cludes the motor 1 and the motor control device 3. The
motor control device 3 updates a command value ω2* of
the speed of the motor 1 based on a parameter relating
to at least one of a voltage Vdc of a direct-current power
supply 8 for the motor 1 or the magnitude of a load applied
to the motor 1 during rotation of the motor 1. Thus, the
electric tool 100 improves the operation efficiency of the
motor 1.
[0057] In other words, the motor control device 3 exe-
cutes a control method (the motor control method) de-
scribed below. The control method is a control method
of the motor 1 and includes updating a command value
ω2* of the speed of the motor 1 based on a parameter
relating to at least one of a voltage Vdc of a direct-current
power supply 8 for the motor 1 or the magnitude of a load
applied to the motor 1 during rotation of the motor 1. The
control method improves the operation efficiency of the
motor 1.
[0058] The motor control device 3 is implemented by
a computer system. That is, the motor control device 3
is implemented by a program (a motor control program)
executed by the computer system. The program is a pro-
gram for causing the computer system to execute the
control method (the motor control method). Such a pro-
gram improves the operation efficiency of the motor 1 in
a similar manner to the control method.

2. Variations

[0059] The embodiment of the present disclosure is
not limited to the above-described embodiment. Various
modifications may be made depending on design and
the like as long as the object of the present disclosure is
achieved. Variations of the embodiment will be described
below.
[0060] In the above-described embodiment, the pa-
rameter includes two parameters, namely, the modula-
tion degree and the torque current value, but the param-
eter may be only the modulation degree. In this case, if
the modulation degree is lower than or equal to the mod-
ulation degree threshold, the motor control device 3 (the
setting unit 22) may cause the command value ω2* to be
close to the target value ω1* of the speed of the motor 1.
In contrast, if the modulation degree exceeds the mod-
ulation degree threshold, the motor control device 3 (the
setting unit 22) may reduce the command value ω2*. Al-
ternatively, the parameter may be only the torque current
value. In this case, if the torque current value (the value
of the q-axis current) is smaller than or equal to the current
threshold, the motor control device 3 (the setting unit 22)
may cause the command value ω2* to be close to the
target value ω1* of the speed of the motor 1. In contrast,
if the torque current value (the value of the q-axis current)
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exceeds the current threshold, the motor control device
3 (the setting unit 22) may reduce the command value
ω2*.
[0061] The parameter is not limited to the modulation
degree and the torque current value. As the parameter,
a power supply voltage value representing the magnitude
of the voltage Vdc of the direct-current power supply 8
may be used. In this case, a voltage threshold corre-
sponding to the power supply voltage value is used as
the threshold. The voltage threshold is, for example, a
value for determining whether or not the value of the volt-
age Vdc of the direct-current power supply 8 is within an
allowable range. The voltage threshold may be selected
from a range (a voltage allowable range) within which
the drive voltage Va satisfying the target values (the volt-
age command values vu*, vv*, and vw*) of the drive volt-
age Va from the direct-current power supply 8 can be
generated. The voltage threshold may be the lower limit
value of the voltage allowable range or may be any value
as long as it is within the voltage allowable range. It is of
course efficient that the voltage threshold is close to the
upper limit value of the voltage allowable range. If the
power supply voltage value is larger than or equal to the
voltage threshold, the motor control device 3 (the setting
unit 22) may cause the command value ω2* to be close
to the target value ω1* of the speed of the motor 1. In
contrast, if the power supply voltage value is smaller than
the voltage threshold, the motor control device 3 (the
setting unit 22) may reduce the command value ω2*, and
also in this case, the same effect as that obtained when
the parameter is the modulation degree is obtained.
[0062] As described above, the parameter may include
one or more values selected from the modulation degree,
the torque current value, and the power supply voltage
value. When the parameter includes two or more values
selected from the modulation degree, the torque current
value, and the power supply voltage value, it may be
determined that the parameter satisfies the condition
when the determination of reducing the command value
ω2* is obtained with regard to any of the two or more
values. Alternatively, priority levels may be given to the
two or more values included in the parameter, and when
the determination of reducing the command value ω2* is
obtained with regard to a value with a high priority level,
it may be determined that the parameter satisfies the
condition irrespectively of the other values.
[0063] In the above-described embodiment, the volt-
ages vu, vv, and vw respectively of the U phase, the V
phase, and the W phase of the drive voltage Va are si-
nusoidal voltages. However, the voltages vu, vv, and vw
respectively of the U phase, the V phase, and the W
phase of the drive voltage Va may be rectangular voltag-
es. That is, the inverter circuit unit 2 may sine-wave drive
the motor 1 or may rectangular-wave drive the motor 1.
[0064] In the above-described embodiment, the motor
control device 3 controls the motor 1 by the vector control
without a sensor. The control method of the motor control
device 3 is not limited to the vector control but may be

other methods such as 120-degree energization control.
Moreover, the electric tool 100 may include a location
sensor for detecting the location (a rotor rotational posi-
tion) of the motor 1. Furthermore, the sensor (e.g., the
phase current sensor 11) configured to detect the current
of the motor 1 may be omitted in other methods such as
the 120-degrees energization control. In the case of the
vector control, a shunt resistor or the like, other than the
phase current sensor 11, installed in the inverter circuit
unit 2 may be used. That is, a current measuring instru-
ment including a shunt resistor or the like in place of the
phase current sensor 11 may be used. In these cases,
a simplified method may be used as the control method
of the motor control device 3, which leads to simplification
of circuits and/or control.
[0065] In the above-described embodiment, the elec-
tric tool 100 includes the spindle 4, the hammer 5, and
the anvil 6 as devices for performing the prescribed work.
However, such devices are not limited to the spindle 4,
the hammer 5, and the anvil 6 but may be, for example,
a drill and a saw. That is, the electric tool 100 is not limited
to the impact driver but may be a drill driver or a jigsaw.
[0066] A subject that executes the motor control device
3 includes a computer system. The computer system in-
cludes, as hardware, a processor and memory. The proc-
essor executes a program stored in the memory of the
computer system, thereby implementing functions as the
subject that executes the motor control device 3 in the
present disclosure. The program may be stored in the
memory of the computer system in advance or may be
provided over a telecommunications network. Alterna-
tively, the program may also be distributed after having
been recorded in some non-transitory storage medium
such as a memory card, an optical disc, or a hard disk
drive, any of which is readable for the computer system.
The processor of the computer system includes one or
more electronic circuits including a semiconductor inte-
grated circuit (IC) or a large-scale integrated circuit (LSI).
The integrated circuit such as IC or LSI mentioned herein
may be referred to in another way, depending on the
degree of the integration. For example, the integrated
circuit may be an integrated circuit called system LSI,
very-large-scale integration (VLSI), or ultra-large-scale
integration (ULSI). A field programmable gate array (FG-
PA), which is programmable after fabrication of the LSI,
or a reconfigurable logical device which allows reconfig-
uration of connections in LSI or setup of circuit cells in
LSI may be used for the same purpose. Those electronic
circuits may be either integrated together on a single chip
or distributed on multiple chips, whichever is appropriate.
The plurality of chips may be collected in one device or
may be distributed in a plurality of devices.

3. Aspects

[0067] As can be seen from the above-described em-
bodiment and variations, the present disclosure includes
the below-described aspects. In the following descrip-
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tion, reference signs in parentheses are added only to
clarify the correspondence relationship to the embodi-
ment.
[0068] An electric tool (100) of a first aspect includes
a motor (1) and a motor control device (3). The motor
control device (3) is configured to update a command
value (ω2*) of a speed of the motor (1) based on a pa-
rameter. The parameter relates to at least one of a volt-
age (Vdc) of a direct-current power supply (8) for the motor
(1) or a magnitude of a load applied to the motor (1) during
rotation of the motor (1). The first aspect enables the
operation efficiency of the motor (1) to be improved.
[0069] An electric tool (100) of a second aspect, which
may be realized in combination with the first aspect. In
the second aspect, the motor control device (3) is con-
figured to update the command value (ω2*) based on a
comparison result between the parameter and a thresh-
old. The second aspect enables the operation efficiency
of the motor (1) to be improved.
[0070] An electric tool (100) of a third aspect, which
may be realized in combination with the second aspect.
In the third aspect, the parameter includes a modulation
degree. The third aspect enables the operation efficiency
of the motor (1) to be improved.
[0071] An electric tool (100) of a fourth aspect, which
may be realized in combination with the third aspect. In
the fourth aspect, the threshold includes a modulation
degree threshold. The motor control device (3) is config-
ured to reduce the command value (ω2*) when the mod-
ulation degree is higher than the modulation degree
threshold. The fourth aspect reduces the possibility that
the motor (1) steps out.
[0072] An electric tool (100) of a fifth aspect, which may
be realized in combination with the fourth aspect. In the
fifth aspect, the motor control device (3) is configured to
cause the command value (ω2*) to be close to a target
value (ω1*) of the speed of the motor (1) when the mod-
ulation degree is lower than or equal to the modulation
degree threshold. The fifth aspect enables the speed of
the motor (1) to be set to a desired target value (ω1*).
[0073] An electric tool (100) of a sixth aspect, which
may be realized in combination with any one of the sec-
ond to fifth aspects. In the sixth aspect, the parameter
includes a torque current value representing a magnitude
of a torque component of a current that flows through the
motor (1). The sixth aspect enables the operation effi-
ciency of the motor (1) to be improved.
[0074] An electric tool (100) of a seventh aspect, which
may be realized in combination with the sixth aspect. In
the seventh aspect, the threshold includes a current
threshold. The motor control device (3) is configured to
reduce the command value (ω2*) when the torque current
value is larger than the current threshold. The seventh
aspect reduces the possibility that the motor (1) steps out.
[0075] An electric tool (100) of an eighth aspect, which
may be realized in combination with the seventh aspect.
In the eighth aspect, the motor control device (3) is con-
figured to cause the command value (ω2*) to be close to

the target value (ω1*) of the speed of the motor (1) when
the torque current value is smaller than or equal to the
current threshold. The eighth aspect enables the speed
of the motor (1) to be set to a desired target value (ω1*).
[0076] An electric tool (100) of a ninth aspect, which
may be realized in combination with any one of the sec-
ond to eighth aspects. In the ninth aspect, the parameter
includes a power supply voltage value representing a
magnitude of the voltage (Vdc) of the direct-current power
supply (8). The ninth aspect enables the operation effi-
ciency of the motor (1) to be improved.
[0077] An electric tool (100) of a tenth aspect, which
may be realized in combination with the ninth aspect. In
the tenth aspect, the threshold includes a voltage thresh-
old. The motor control device (3) is configured to reduce
the command value (ω2*) when the power supply voltage
value is smaller than the voltage threshold. The tenth
aspect reduces the possibility that the motor (1) steps out.
[0078] An electric tool (100) of an eleventh aspect,
which may be realized in combination with the tenth as-
pect. In the eleventh aspect, the motor control device (3)
is configured to cause the command value (ω2*) to be
close to the target value (of the speed of the motor (1)
when the power supply voltage value is larger than or
equal to the voltage threshold. The eleventh aspect en-
ables the speed of the motor (1) to be set to a desired
target value (ω1*).
[0079] An electric tool (100) of a twelfth aspect, which
may be realized in combination with any one of the first
to eleventh aspects. In the twelfth aspect, the motor (1)
is a brushless motor. The twelfth aspect enables the op-
eration efficiency of the motor (1) to be improved.
[0080] An electric tool (100) of a thirteenth aspect,
which may be realized in combination with the twelfth
aspect. In the thirteenth aspect, the electric tool (100)
further includes an inverter circuit unit (2) configured to
generate a drive voltage (Va) from the direct-current pow-
er supply (8) and output the drive voltage (Va) to the
motor (1). The motor control device (3) is configured to
determine a target value (vu*, vv*, vw*) of the drive voltage
(Va) such that the speed of the motor (1) matches the
command value (ω2*) and give the target value to the
inverter circuit unit (2). The thirteenth aspect enables the
operation efficiency of the motor (1) to be improved.
[0081] A control method of a fourteenth aspect is a
control method of the motor (1). The control method in-
cludes updating a command value (ω2*) of a speed of
the motor (1) based on a parameter relating to at least
one of a voltage (Vdc) of a direct-current power supply
(8) for the motor (1) or a magnitude of a load applied to
the motor (1) during rotation of the motor (1). The four-
teenth aspect provides the effect that the operation effi-
ciency of the motor (1) can be improved.
[0082] A program of a fifteenth aspect is a program for
causing a computer system to execute the control meth-
od of the fourteenth aspect. The fifteenth aspect provides
the effect that the operation efficiency of the motor (1)
can be improved.
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Reference Signs List

[0083]

100 ELECTRIC TOOL
1 MOTOR
2 INVERTER CIRCUIT UNIT
3 MOTOR CONTROL DEVICE
8 DIRECT-CURRENT POWER SUPPLY
ω1* TARGET VALUE
ω2* COMMAND VALUE
Va DRIVE VOLTAGE
vu*, vv*, vw* TARGET VALUE
Vdc VOLTAGE

Claims

1. An electric tool, comprising:

a motor; and
a motor control device,
the motor control device being configured to up-
date a command value of a speed of the motor
based on a parameter relating to at least one of
a voltage of a direct-current power supply for the
motor or a magnitude of a load applied to the
motor during rotation of the motor.

2. The electric tool of claim 1, wherein
the motor control device is configured to update the
command value based on a comparison result be-
tween the parameter and a threshold.

3. The electric tool of claim 2, wherein
the parameter includes a modulation degree.

4. The electric tool of claim 3, wherein
the threshold includes a modulation degree thresh-
old, and
the motor control device is configured to reduce the
command value when the modulation degree is high-
er than the modulation degree threshold.

5. The electric tool of claim 4, wherein
the motor control device is configured to cause the
command value to be close to a target value of the
speed of the motor when the modulation degree is
lower than or equal to the modulation degree thresh-
old.

6. The electric tool of any one of claims 2 to 5, wherein
the parameter includes a torque current value rep-
resenting a magnitude of a torque component of a
current that flows through the motor.

7. The electric tool of claim 6, wherein
the threshold includes a current threshold, and

the motor control device is configured to reduce the
command value when the torque current value is
larger than the current threshold.

8. The electric tool of claim 7, wherein
the motor control device is configured to cause the
command value to be close to the target value of the
speed of the motor when the torque current value is
smaller than or equal to the current threshold.

9. The electric tool of any one of claims 2 to 8, wherein
the parameter includes a power supply voltage value
representing a magnitude of the voltage of the direct-
current power supply.

10. The electric tool of claim 9, wherein
the threshold includes a voltage threshold, and
the motor control device is configured to reduce the
command value when the power supply voltage val-
ue is smaller than the voltage threshold.

11. The electric tool of claim 10, wherein
the motor control device is configured to cause the
command value to be close to the target value of the
speed of the motor when the power supply voltage
value is larger than or equal to the voltage threshold.

12. The electric tool of any one of claims 1 to 11, wherein
the motor is a brushless motor.

13. The electric tool of claim 12, further comprising:

an inverter circuit unit configured to generate a
drive voltage from the direct-current power sup-
ply and output the drive voltage to the motor,
wherein
the motor control device is configured to deter-
mine a target value of the drive voltage such that
the speed of the motor matches the command
value and give the target value to the inverter
circuit unit.

14. A control method of a motor, the control method com-
prising:
updating a command value of a speed of the motor
based on a parameter relating to at least one of a
voltage of a direct-current power supply for the motor
or a magnitude of a load applied to the motor during
rotation of the motor.

15. A program configured to cause a computer system
to execute the control method of claim 14.
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