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Description

[Technical Field]

[0001] The embodiment relates to a step actuator.

[Background Art]

[0002] A step actuator includes a rotor and a stator.
The step actuator linearly drives a shaft according to ro-
tation of the rotor.
[0003] For instance, the step actuator is connected to
a member, which drives a reflector of a vehicle headlight
system, in order to change the lighting direction. In ad-
dition, the step actuator converts the rotational move-
ment of the rotor into the linear movement, so the step
actuator can be applied to various electric and mechan-
ical devices requiring the linear action.
[0004] JPS62117373U discloses a step actuator for
adjusting the opening degree of a control valve in a car-
buretor for an internal combustion engine.

[Disclosure]

[Technical Problem]

[0005] The embodiment provides a step actuator hav-
ing a novel structure.
[0006] The embodiment provides a step actuator in-
cluding a rotor having a novel structure.
[0007] The embodiment provides a step actuator in
which a rotor is securely coupled with a bearing.

[Technical Solution]

[0008] The invention is defined by the appended
claims.

[Advantageous Effects]

[0009] The embodiment can provide a step actuator
having a novel structure.
[0010] The embodiment can provide a step actuator
including a rotor having a novel structure.
[0011] The embodiment can provide a step actuator in
which a rotor is securely coupled with a bearing.

[Description of Drawings]

[0012]

FIG. 1 is a perspective view showing a step actuator
according to the embodiment;
FIG. 2 is a sectional view showing the step actuator
according to the embodiment;
FIGS. 3 and 4 are exploded perspective views show-
ing the step actuator according to the embodiment;
FIG. 5 is a perspective view showing the second

housing that supports the bearing in the first direction
in the step actuator according to the embodiment;
FIGS. 6 to 10 are views showing the coupling struc-
ture of a rotor and a bearing in a step actuator ac-
cording to a first embodiment;
FIGS. 11 to 14 are views showing the coupling struc-
ture of a rotor and a bearing in a step actuator ac-
cording to a second embodiment;
FIGS. 15 to 17 are views showing the coupling struc-
ture of a rotor and a bearing in a step actuator ac-
cording to a second embodiment;
FIGS. 18 to 20 are views showing the coupling struc-
ture of a rotor and a bearing in a step actuator ac-
cording to a fourth embodiment;
FIGS. 21 to 23 are views showing the coupling struc-
ture of a rotor and a bearing in a step actuator ac-
cording to a fifth embodiment;
FIG. 24 is a view showing the use of an elastic mem-
ber in order to securely couple the rotor with the bear-
ing in the step actuator according to the embodi-
ments; and
FIGS. 25 to 29 are views showing the structure and
coupling relationship between the bearing cover and
the mounting member.

[Mode for Invention]

[0013] Hereinafter, a step actuator according to the
embodiment will be described in detail with reference to
accompanying drawings.
[0014] The thickness and size of each layer shown in
the drawings may be exaggerated, omitted or schemat-
ically drawn for the purpose of convenience or clarity. In
addition, the size of elements does not utterly reflect an
actual size.
[0015] FIG. 1 is a perspective view showing a step ac-
tuator according to the embodiment, and FIG. 2 is a sec-
tional view showing the step actuator according to the
embodiment. FIGS. 3 and 4 are exploded perspective
views showing the step actuator according to the embod-
iment.
[0016] Referring to FIGS. 1 to 4, the step actuator ac-
cording to the embodiment includes a stator, a rotor that
rotates while interacting with the stator, a screw member
10 coupled to the rotor to linearly reciprocate in first and
second directions according to forward and reverse ro-
tation of the rotor, and a joint 70 coupled to the screw
member 10.
[0017] The stator includes first and second bobbins
130 and 140, and first and second yokes 150 and 160
interposed between first and second housings 110 and
120.
[0018] The rotor includes a magnet 30 installed inside
the stator to rotate while interacting with the stator, and
a nut member 20 coupled to the magnet 30.
[0019] The screw member 10 and the nut member 20
are coupled to each other in the form of a bolt-nut as-
sembly. Accordingly, if the nut member 20 rotates, the
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screw member 10 linearly moves.
[0020] In detail, the first and second bobbins 130 and
140 are provided in a space formed between the first and
second housing 110 and 120, and the first and second
yokes 150 and 160 are provided between the first and
second bobbins 130 and 140.
[0021] In addition, the magnet 30, the nut member 20
and the screw member 10 are provided radially inward
in the first and second bobbins 130 and 140.
[0022] In addition, a bearing 40, a bearing cover 50,
and a mounting member 60 are installed at one side of
the second housing 120.
[0023] In more detail, as the step actuator according
to the embodiment operates, the screw member 10 lin-
early reciprocates in the first and second directions,
which are opposite to each other, along an axis of the
screw member 10.
[0024] In addition, a first end of the screw member 10
is inserted into a protrusion pipe 132 of the first bobbin
130 and supported by the protrusion pipe 132. A second
end of the screw member 10 passes through a protrusion
61 of the mounting member 60 while supporting the pro-
trusion 61. A joint 70 is coupled to the second end of the
screw member 10.
[0025] A thread 11 is formed on an outer circumferen-
tial surface of the first end of the screw member 10, and
a stopper 12 is provided between the thread 11 and the
second end of the screw member 10.
[0026] The thread 11 of the screw member 10 is cou-
pled to a thread 21 formed on an inner circumferential
surface of the nut member 20. Therefore, the screw mem-
ber 10 moves in the first or second direction as the nut
member 20 rotates.
[0027] The stopper 12 restrains the movement of the
screw member 10 in the second direction. As the screw
member 10 moves in the second direction, the stopper
12 is blocked by the protrusion 61 of the mounting mem-
ber 60, so that the screw member 10 cannot move in the
second direction any more. In addition, a blocking portion
133 is provided at a first end of the protrusion pipe 132
of the first bobbin 130 in order to restrain the movement
of the screw member 10 in the first direction.
[0028] The movement of the screw member 10 in the
second direction can be restrained by minimizing a di-
ameter of a through hole 62 of the protrusion 61 of the
mounting member 60 such that the thread 11 of the screw
member 10 cannot pass through the protrusion 61 of the
mounting member 60. Similarly, the movement of the
screw member 10 in the first direction can be restrained
by minimizing a diameter of the first end of the protrusion
pipe 132 such that the thread 11 of the screw member
10 cannot pass through the protrusion pipe 132. There-
fore, the blocking part 133 and the stopper 12 can be
selectively provided according to designs.
[0029] Meanwhile, as described above, the screw
member 10 can linearly move in the first or second di-
rection by passing through the mounting member 60, but
the rotation of the screw member 10 about the axis is

restrained. That is, the rotation of the screw member 10
is restrained by the protrusion 61 of the mounting member
60.
[0030] For instance, the second end of the screw mem-
ber 10 is cut into a shape of "D" and the through hole 62
of the mounting member 60 has a shape corresponding
to a sectional shape of the second end of the screw mem-
ber 10.
[0031] Therefore, since the screw member 10 cannot
rotate, the screw member 10 linearly moves in the first
or second direction as the nut member 20 coupled to the
screw member 10 rotates
[0032] As described above, the second end of the
screw member 10 is coupled with the joint 70. The joint
70 may be coupled with various appliances to receive
force transferred by the linear motion of the screw mem-
ber 10. In this case, the appliances may be variously
selected according to apparatuses employing the step
actuator according to the embodiment.
[0033] The screw member 10 is provided therein with
a groove 13 at the side of the second direction, and a
portion of the joint 70 is buried in the groove 13. Accord-
ingly, the screw member 10 can be securely coupled with
the joint 70 in the axial direction.
[0034] For example, the groove 13 may be formed by
performing a knurling process or a tapping process with
respect to the screw member 10. The joint 70 is provided
therein with a joint hole 71, and the screw member 10
having the groove 13 is inserted into the joint hole 71. If
heat or an ultrasonic wave is applied to the joint 70 in a
state that the screw member 10 is inserted into the joint
hole 71, the joint 71 is melted, and the melted portion of
the joint 71 is introduced into the groove 13. In this case,
external force may be applied to the groove 13 such that
the melted portion of the joint 70 is smoothly introduced
into the groove 13.
[0035] Then, if the heat or the ultrasonic wave is re-
moved, the joint 70 is hardened, so that the screw mem-
ber 10 can be securely coupled with the joint 70.
[0036] The nut member 20 is inserted into the magnet
30 and a second end 22 of the nut member 20 protrudes
in the second direction by passing through the magnet
30. A spline 23 is provided at an outer peripheral surface
of the nut member 20 while extending in the axial direction
and coupled with a spline hole 31 formed in the magnet
30.
[0037] The nut member 20 partially overlaps with the
magnet 30 in the circumferential direction by the protru-
sion 23 and the spline hole 31, which are spline-coupled
with each other. Accordingly, force applied in the circum-
ferential direction due to the rotation of the magnet 30 is
transferred to the nut member 20, and the nut member
20 rotates as the magnet 30 rotates.
[0038] For example, the protrusion 23 and the spline
hole 31 may have a curved surface. In this case, the
spline hole 31 of the magnet 30 may be easily processed.
[0039] The second end 22 of the nut member 20 is
coupled with an inner race of the bearing 40. Thus, the
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nut member 20 can freely rotate while being supported
by the bearing 40.
[0040] In addition, the thread 21 formed at the central
portion of the inner circumferential surface of the nut
member 20 is coupled with the thread 11 of the screw
member 10. In addition, the nut member 20 is coupled
with the protrusion pipe 132 of the first bobbin 130 at the
inner circumferential surface provided at the side of the
first direction and rotatably supported by the protrusion
pipe 132 of the first bobbin 130. That is, the inner circum-
ferential surface of the nut member 20 provided in the
first direction makes contact with an outer circumferential
surface of the protrusion pipe 132.
[0041] The magnet 30 may include a permanent mag-
net having N and S poles which are alternately aligned
with each other in the circumferential direction at the reg-
ular interval. As described above, since the nut member
20 is inserted into the magnet 30, the nut member 20
rotates as the magnet 30 rotates.
[0042] Meanwhile, a second end 32 of the magnet 30
protrudes in the second direction to make contact with
the inner race of the bearing 40. Accordingly, the magnet
30 can smoothly rotate without making contact with an
outer race of the bearing 40 due to the second end 32 of
the magnet 30.
[0043] The first bobbin 130 having a first coil 131 and
the second bobbin 140 having a second coil 141 are in-
stalled around the magnet 30. In addition, the first and
second yokes 150 and 160 are interposed between the
first and second bobbins 130 and 140.
[0044] The first bobbin 130 includes a first coil winding
portion 134, around which the first coil 131 is wound in
a circumferential direction, and a first terminal portion
135 electrically connected to the first coil 131. Similarly,
the second bobbin 140 includes a second coil winding
portion 144, around which the second coil 141 is wound
in the circumferential direction, and a second terminal
portion 145 electrically connected to the second coil 141.
[0045] As described above, the first bobbin 130 has
the protrusion pipe 132, into which the screw member 10
is inserted, and a slit 136, into which a third tooth 111 of
the first housing 110 is inserted. The first bobbin 130
faces the magnet 30 and the nut member 20 in the first
direction. The first bobbin 130 has a recess 134 recessed
in the first direction to reduce friction among the first bob-
bin 130, the magnet 30 and the nut member 20 as the
magnet 30 and the nut member 20 move in the first or
second direction.
[0046] The first yoke 150 includes a first body portion
151 having a ring shape, a first tooth 152 protruding from
an inner peripheral surface of the first body portion 151
toward the first housing 110 to be interposed between
the first bobbin 130 and the magnet 30, and a first ground-
ing terminal 153 to ground the first body portion 151. In
addition, the second yoke 160 includes a second body
portion 161 having a ring shape, a second tooth 162 pro-
truding from an inner peripheral surface of the second
body portion 161 toward the second housing 120 to be

interposed between the second bobbin 140 and the mag-
net 30, and a second grounding terminal 163 to ground
the second body portion 161.
[0047] Meanwhile, the first housing 110 is provided
with the third tooth 111 protruding toward the second
housing 120 to be interposed between the first bobbin
130 and the magnet 30 by passing through the slit 136
of the first bobbin 130. The third tooth 111 and the first
tooth 152 are alternately aligned with each other along
an outer peripheral portion of the magnet 30.
[0048] The first housing 110 has a first rim portion 112,
which protrudes radially inward of the cylindrical body of
the first housing 110, and the third tooth 111 extends
from the first rim portion 112 in the second direction. A
first opening 113 is defined by the first rim portion 112
and one side of the first bobbin 130 is inserted into the
first opening 113.
[0049] In addition, the second housing 120 has a fourth
tooth 121 protruding toward the first housing 110 to be
interposed between the second bobbin 140 and the mag-
net 30. The fourth tooth 121 and the second tooth 162
are alternately aligned with each other along an outer
peripheral portion of the magnet 30.
[0050] The second housing 120 has a second rim por-
tion 122, which protrudes radially inward of the cylindrical
body of the second housing 120, and the fourth tooth 121
extends from the second rim portion 122 in the first di-
rection.
[0051] Meanwhile, a first cutting portion 114 is formed
in the first housing 110 by cutting a predetermined portion
of the first rim portion 112, and a second cutting portion
124 is formed in the second housing 120 by cutting a
predetermined portion of the second rim portion 122. The
first and second rim sections 114 and 124 define an open-
ing allowing the first terminal portion 135 formed in the
first bobbin 130, the first grounding terminal 153 formed
in the first yoke 150, a second grounding terminal 163
formed in the second yoke 160, and the second terminal
portion 145 formed in the second bobbin 140 to protrude
outward through the opening.
[0052] The bearing 40 is installed at the second end
of the second housing 120, and the bearing cover 50 is
provided to support the bearing 40. That is, the bearing
cover 50 is coupled to the second housing 120 to restrain
the bearing 40. For instance, the bearing cover 50 can
be coupled with the second housing 120 through a spot
welding scheme or a laser welding scheme.
[0053] As described above, the inner race of the bear-
ing 40 is coupled with the second end 22 of the nut mem-
ber 20 and supported by the second end 22 of the nut
member 20.
[0054] In addition, the movement of the bearing 40 in
the first direction is restrained by the second rim portion
122 of the second housing 120, and the movement of
the bearing 40 in the second direction is restrained by
the bearing cover 50.
[0055] The diameter of a second opening 123 defined
by the second rim portion 122 is greater than that of the
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magnet 30 and smaller than that of the bearing 40. Ac-
cordingly, friction may not occur between the magnet 30
and the second housing 120 and the movement of the
bearing 40 in the first direction can be restrained.
[0056] FIG. 5 is a perspective view showing the second
housing that supports the bearing in the first direction in
the step actuator according to the embodiment.
[0057] Referring to FIG. 5, the nut member 20 is in-
serted into the magnet 30 and is coupled with the inner
race of the bearing 40.
[0058] The bearing cover 50 is coupled with the second
housing 120 in the second direction, and the mounting
member 60 is coupled with the bearing cover 50 in the
second direction.
[0059] The bearing 40 is interposed between the bear-
ing cover 50 and the second housing 120. The movement
of the bearing 40 in the first direction is restrained by the
second rim portion 122 of the second housing 120.
[0060] Referring to FIG. 5, the bearing 40 is partially
exposed between the second rim portion 122 and the
magnet 30, and the remaining part of the bearing 40 is
blocked by the second rim portion 122 of the second
housing 120 so that the movement of the bearing 40 in
the first direction can be restrained.
[0061] FIGS. 6 and 24 are views showing the coupling
structure of a rotor and a bearing in a step actuator ac-
cording to other embodiments. Hereinafter, the embod-
iments shown in FIGS. 6 to 24 will be described while
focusing on only the coupling structure of the rotor and
the bearing, and the structure and components identical
to those of FIGS. 1 to 5 will be not further described in
order to avoid redundancy.
[0062] In the following description, coupling sections
and coupling members are used to securely couple the
bearing 40, the magnet 30, and the nut member 120 with
each other. The coupling portion may be realized in the
form of a coupling portion 22a or a hook portion 22c, and
the coupling member may be realized in the form of a
snap ring 25, a nut member stopper 26, and a bush 27.
[0063] FIGS. 6 to 10 are views showing the coupling
structure of a rotor and a bearing in a step actuator ac-
cording to a first embodiment.
[0064] Referring to FIGS. 6, 7, and 8, the second end
22 of the nut member 10 protrudes through the bearing
40 in the second direction. The outer peripheral portion
of the second end 22 of the nut member 20 is coupled
with the inner race of the bearing 40 while making contact
with the inner race of the bearing 40.
[0065] Referring to FIGS. 6, 9, and 10, after applying
heat or an ultrasonic wave to a protrusion of the second
end 22 of the nut member 20, the protrusion is subject
to the swaging process, thereby forming the bearing cou-
pling portion 22a coupled with the inner race of the bear-
ing 40 at the side of the second direction while making
contact with the inner race of the bearing 40.
[0066] Therefore, the bearing 40, the magnet 30, and
the nut member 20 can be securely coupled with each
other, and the bearing 40 can support the magnet 30 and

the nut member 30 such that the magnet 30 and the nut
member 20 can smoothly rotate.
[0067] FIGS. 11 to 14 are views showing the coupling
structure of a rotor and a bearing in a step actuator ac-
cording to a second embodiment.
[0068] Referring to FIGS. 11, 12, and 13, a coupling
groove 22b is formed in the second end 22 of the nut
member 20 in a circumferential direction of the second
end 22. The snap ring 25 is provided at the side of the
second direction of the bearing 40.
[0069] When the bearing 40, the magnet 30, and the
nut member 20 are coupled with each other, the second
end 22 of the nut member 20 protrudes through the bear-
ing 40 in the second direction, and the coupling groove
22b of the nut member 20 is exposed in the second di-
rection.
[0070] Referring to FIGS. 11 and 14, the snap ring 25
is inserted into the coupling groove 22b, so that the bear-
ing 40 is restrained at the side of the second direction.
The snap ring 25 is coupled with the coupling groove
22b, and makes contact with the inner race of the bearing
40 at the side of the second direction.
[0071] Therefore, the bearing 40, the magnet 30, and
the nut member 20 can be securely coupled with each
other by the coupling groove 22b and the snap ring 25,
and the bearing 40 can support the magnet 30 and the
nut member 30 such that the magnet 30 and the nut mem-
ber 20 can smoothly rotate.
[0072] FIGS. 15 to 17 are views showing the coupling
structure of a rotor and a bearing in a step actuator ac-
cording to a second embodiment.
[0073] Referring to FIGS. 15 to 17, a nut member stop-
per 26 is provided at a second end of the bearing 40 and
coupled with the nut member 22 at the side of the second
direction.
[0074] The nut member stopper 26 makes contact with
the inner race of the bearing 40 at the side of the second
direction. A portion of the nut member stopper 26 pro-
trudes in the first direction and is inserted into the nut
member 22.
[0075] An outer circumferential surface of the nut mem-
ber stopper 26 is coupled with an inner circumferential
surface of the nut member 22 while making contact with
the inner circumferential surface of the nut member 22.
Although not shown, the nut member stopper 26 may be
provided at the central portion thereof with a through hole,
so that the screw member 10 can pass through the nut
member stopper 26.
[0076] Therefore, the bearing 40, the magnet 30, and
the nut member 20 can be securely coupled with each
other by the nut member stopper 26, and the bearing 40
can support the magnet 30 and the nut member 30 such
that the magnet 30 and the nut member 20 can smoothly
rotate.
[0077] FIGS. 18 to 20 are views showing the coupling
structure of a rotor and a bearing in a step actuator ac-
cording to a fourth embodiment.
[0078] Referring to FIGS. 18 to 20, the hook portion
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22c is provided in the second end 22 of the nut member
20. The hook portion 22c makes contact with the second
end of the bearing 40 through the bearing 40. In other
words, the hook portion 22c of the nut member 20 is
coupled with the inner race of the bearing 40.
[0079] Therefore, the bearing 40, the magnet 30, and
the nut member 20 can be securely coupled with each
other by the hook portion 22c, and the bearing 40 can
support the magnet 30 and the nut member 30 such that
the magnet 30 and the nut member 20 can smoothly ro-
tate.
[0080] FIGS. 21 to 23 are views showing the coupling
structure of a rotor and a bearing in a step actuator ac-
cording to a fifth embodiment.
[0081] Referring to FIGS. 21 to 23, the coupling groove
22b is formed in the second end 22 of the nut member
20 in a circumferential direction of the second end 22.
The bush 27 having a ring shape is provided at the second
end of the bearing 40.
[0082] When the bearing 40, the magnet 30, and the
nut member 20 are coupled with each other, the second
end 22 of the nut member 20 protrudes through the bear-
ing 40 in the second direction, and the coupling groove
22b of the nut member 20 is exposed in the second di-
rection.
[0083] The bush 27 is inserted into the coupling groove
22b, and a caulking process is performed with respect
to the bush 27, so that the coupling groove 22b is securely
coupled with the bush 27. In other words, the bush 27 is
coupled with the coupling groove 22b, and makes contact
with the inner race of the bearing 40 at the side of the
second direction.
[0084] Therefore, the bearing 40, the magnet 30, and
the nut member 20 can be securely coupled with each
other by the coupling groove 22b and the bush 27, and
the bearing 40 can support the magnet 30 and the nut
member 30 such that the magnet 30 and the nut member
20 can smoothly rotate.
[0085] FIG. 24 is a view showing the use of an elastic
member in order to securely couple the rotor with the
bearing in the step actuator according to the embodi-
ments.
[0086] FIG. 24 shows a case in which first, second,
third, and fourth elastic members 28a, 28b, 28c, and 28d
are used in the coupling structure of the rotor and the
bearing according to the second embodiment shown in
FIGS. 11 to 14. However, the first to fourth elastic mem-
bers 28a to 28d are applicable to other embodiments.
[0087] Referring to FIG. 24, the first elastic member
28a may be interposed between the snap ring 25 and
the bearing 40, the second elastic member 28b may be
interposed between the bearing 40 and the magnet 30,
and the third and fourth elastic members 28c and 28d
may be interposed between the magnet 30 and the nut
member 20.
[0088] All of the first to fourth elastic members 28a,
28b 28c, and 28d may be applicable to the coupling struc-
ture of the rotor and the bearing, or only one of the first

to fourth elastic members 28a, 28b 28c, and 28d may be
applicable to the coupling structure of the rotor and the
bearing according to applications. In other words, the lo-
cations and the number of the first to fourth elastic mem-
bers 28a, 28b 28c, and 28d may be selectively deter-
mined.
[0089] The first to fourth elastic members 28a, 28b,
28c, and 28d provide elastic force in an axial direction.
Accordingly, the bearing 40, the magnet 30, and the nut
member 20 can be securely coupled with each other by
the first to fourth elastic members 28a, 28b, 28c, and
28d, and the bearing 40 can support the magnet 30 and
the nut member 30 such that the magnet 30 and the nut
member 20 can smoothly rotate.
[0090] FIGS. 25 to 29 are views showing the structure
and coupling relationship between the bearing cover and
the mounting member.
[0091] Referring to FIG. 25, the bearing cover 50 in-
cludes a coupling rim 51, a coupling pipe 52, a locking
rim 53, a support member 55, a stopper protrusion 56,
and a first contact member 57.
[0092] The coupling rim 51 has a ring shape with a
predetermined width and is coupled with the second rim
portion 122 of the second housing 120. For instance, the
coupling rim 51 is coupled with the second rim portion
122 of the second housing 120 through a welding proc-
ess.
[0093] The coupling pipe 52 extends in the second di-
rection from an inner peripheral surface of the coupling
rim 51 such that an inner circumferential surface of the
coupling pipe 52 makes contact with an outer race of the
bearing 40.
[0094] The locking rim 53 protrudes radially inward of
a second end of the coupling pipe 52 to make contact
with the outer race of the bearing 40. The locking rim 53
restrains the movement of the bearing 40 in the second
direction.
[0095] A plurality of support members 55 extend from
an outer peripheral portion of the coupling rim 51 in the
second direction while being spaced apart from each oth-
er. In this case, a virtual line connecting the support mem-
bers 55 with each other may have a circular shape.
[0096] The stopper protrusion 56 extends radially out-
ward from the support member 55. The stopper protru-
sion 56 includes first and second bending members 56a
and 56b which are arranged in the circumferential direc-
tion. The first and second bending members 56a and 56b
are supported on a locking member 64 and the locking
protrusion 65 of the mounting member 60 such that the
mounting member 60 can be prevented from rotating in
the circumferential direction when the mounting member
60 is coupled with the bearing cover 50.
[0097] The first and second bending members 56a and
56b may enlarge the contact area of the stopper protru-
sion 56, so that the stopper protrusion 56 can be securely
supported on the locking member 64 and the locking pro-
trusion 65.
[0098] The first contact member 57 extends radially

9 10 



EP 2 341 601 B1

7

5

10

15

20

25

30

35

40

45

50

55

outward from the second end of the support member 55
and makes contact with the second contact member 67
of the mounting member 60 to prevent the mounting
member 60 from moving in the axial direction.
[0099] The mounting member 60 includes the protru-
sion 61, a receptacle pipe 63, the locking member 64,
the locking protrusion 65, an extension rim 66, and the
second contact member 67.
[0100] The protrusion 61 and the receptacle pipe 63
constitute a body of the mounting member 60. The pro-
trusion 61 supports the screw member 10 such that the
screw member 10 can move in the first or second direc-
tion, and the receptacle pipe 63 provides a space for
installing the bearing 40 and the bearing cover 50 therein.
The protrusion 61 protrudes from the receptacle pipe 63
in the second direction.
[0101] The first end of the receptacle pipe 63 is inserted
between the support member 55 of the bearing cover 50
and the coupling pipe 52. Accordingly, an outer periph-
eral portion of the first end of the receptacle pipe 63
makes contact with an inner peripheral portion of the sup-
port member 55 and an inner peripheral portion of the
first end of the receptacle pipe 63 makes contact with an
outer peripheral portion of the coupling pipe 52.
[0102] The extension rim 66 extends radially outward
from an outer peripheral surface of the receptacle pipe
63 while forming a ring shape. The extension rim 66 faces
the first stopper protrusion 56 and the first contact mem-
ber 57 of the bearing cover 50.
[0103] A plurality of locking members 64 extend from
the outer peripheral portion of the extension rim 566 in
the first direction while being spaced apart from each
other. An inner peripheral portion of the locking member
64 faces an outer peripheral portion of the coupling rim
51.
[0104] When the mounting member 60 rotates clock-
wise in a state that the locking member 64 is positioned
between the support members 55 of the bearing cover
50, the first bending member 56a makes contact with the
circumferential end of the locking member 64. Accord-
ingly, the mounting member 60 does not rotate clockwise
any more.
[0105] The locking protrusion 65 has elasticity and is
formed on the extension rim 66 between the locking
members 64. The locking protrusion 65 has a shape of
a cantilever having a free end making contact with the
second bending member 56b of the stopper protrusion
56.
[0106] In other words, the locking protrusion 65 is po-
sitioned between adjacent support members 55, and
then is locked with the second bending member 56b of
the stopper protrusion 56 while moving along the stopper
protrusion 56 as the mounting member 60 rotates clock-
wise. Accordingly, the mounting member 60 does not
rotate counterclockwise any more.
[0107] The free end of the locking protrusion 65 is in-
clined such that the locking protrusion 65 smoothly
moves along the stopper protrusion 56.

[0108] The second contact member 67 extends radi-
ally inward of the first end of the locking member 64 while
being spaced apart from the extension rim 66 at a pre-
determined distance. The first contact member 57 is in-
serted between the second contact member 67 and the
extension rim 66.
[0109] The mounting member 60 is positioned at the
side of the second direction of the bearing cover 50. Thus,
when the mounting member 60 is coupled to the bearing
cover 50, the second contact member 67, which is inte-
grally formed with the mounting member 60, is positioned
at the first end of the first contact member 57, which is
integrally formed with the bearing cover 50, so that the
movement of the mounting member 60 can be restrained
in the first and second directions.
[0110] In order to securely couple the bearing cover
50 with the mounting member 60, an embossing 57a is
formed on the first contact member 57 that makes contact
with the second contact member 67. The embossing 57a
closely adheres to the second contact member 67 when
the locking member 64 and the locking protrusion 67 are
locked with the stopper protrusion 56 due to the rotation
of the mounting member 60, thereby supporting the sec-
ond contact member 67 at the side of the first direction.
[0111] Hereinafter, the method for coupling the mount-
ing member 60 with the bearing cover 50 will be described
with reference to FIGS. 26 to 29.
[0112] As shown in FIG. 26, the receptacle pipe 63 of
the mounting member 60 is inserted between the support
member 55 and the coupling pipe 52 of the bearing cover
50, and the locking member 64 and the locking protrusion
65 of the mounting member 60 are positioned between
the stopper protrusions 56 of the bearing cover 50.
[0113] Differently from FIG. 27, the first contact mem-
ber 57 of the bearing cover 50 does not overlap with the
second contact member 67 of the mounting member 60
in the axial direction in FIG. 26.
[0114] Referring to FIGS. 26 and 27, if the mounting
member 60 rotates clockwise, as shown in FIG. 28, the
locking member 64 makes contact with the first bending
member 56a, and the locking protrusion 65 moves along
the stopper protrusion 56 so that the free end of the lock-
ing protrusion 65 makes contact with the second bending
member 56b. Accordingly, the mounting member 60 is
not rotated.
[0115] Similar to FIG. 29, the first contact member 57
of the bearing cover 50 overlaps with the second contact
member 67 of the mounting member 60 in the axial di-
rection in FIG. 28. Accordingly, the first contact member
57 makes contact with the second contact member 67.
However, since the embossing 57a is formed on the first
contact member 57, the embossing 57a closely adheres
to the second contact member 67 to support the second
contact member 67 while pushing the second contact
member 67 in the first direction. Therefore, the bearing
cover 50 can be securely coupled with the mounting
member 60 without moving in the axial direction.
[0116] The mounting member 60 can be easily disas-

11 12 



EP 2 341 601 B1

8

5

10

15

20

25

30

35

40

45

50

55

sembled by rotating the mounting member 60 counter-
clockwise after lifting up the free end of the locking pro-
trusion 165 in the second direction.
[0117] The step actuator according to the embodiment
includes the bearing cover 50, which restrains the posi-
tion of the bearing 40 and supports the mounting member
60, and the mounting member 60, which guides and sup-
ports the linear movement of the screw member 10. Thus,
the mounting member 60 can be manufactured in various
shapes and easily coupled with the bearing cover 50.
[0118] In the step actuator described above, an electric
field is generated as power is applied to the first terminal
portion 135 and the second terminal portion 145, so that
the magnet 30 rotates in the forward or reverse direction
according to the electric field.
[0119] As the magnet 30 rotates, the nut member 20
coupled with the magnet 30 also rotates, so that the screw
member 10 having the thread 11 engaged with the thread
of the nut member 20 moves in the first direction or the
second direction according to the rotation direction of the
magnet 30.

[Industrial Applicability]

[0120] The embodiment is applicable to step actuators.

Claims

1. A step actuator comprising:

a housing (110, 120);
a stator in the housing;
a rotor including a magnet (30) provided radially
inward of the stator and a nut member (20) in-
serted into the magnet (30) and protruding
through one side of the housing;
a bearing (40) rotatably supporting the nut mem-
ber (20);
a screw member (10) coupled with the nut mem-
ber (20) to linearly move in first and second di-
rection; and
a mounting member (60) supported on one side
of the housing (110, 120) to support the screw
member (10) in such a manner that the screw
member (10) is linearly movable,
wherein the nut member (20) includes an end
portion passing through the bearing (40) in the
second direction and a coupling portion (22a)
extending from the end portion to couple with
the bearing (40),
wherein, the end portion of the nut member (20)
has an outer circumferential surface coupled
with an inner circumferential surface of an inner
race of the bearing and the coupling portion
(22a) is coupled with the inner race of the bear-
ing at the side of the inner race in the second
direction,

characterized in that, the coupling portion
(22a) includes a hook portion (22c) formed in
the end portion of the nut member (20),
and that, the hook portion (22c) makes contact
with second end of the bearing (40) through the
bearing (40).

2. The step actuator of claim 1, further comprising an
elastic member (28a, 28b, 28c, 28d) interposed in
at least one of a position between the hook portion
(22c) and the bearing (40), a position between the
bearing (40) and the magnet (30), and a position
between the magnet (30) and the nut member (20).

3. The step actuator of claim 1, further comprising a
bearing cover (50) coupled with the housing (110,
120) to support the bearing,
wherein the bearing (40) is interposed between the
bearing cover (50) and housing.

4. The step actuator of claim 3, wherein the coupling
portion (22a) overlaps with the bearing (40) in a di-
rection parallel to an axial direction of the screw
member (10).

5. The step actuator of claim 3, wherein the bearing
(40) has an outer race coupled with the bearing cover
(50),
and wherein the bearing cover (50) includes a cou-
pling rim (51), a coupling pipe (52), and locking rim
(53).

Patentansprüche

1. Trittaktuator, umfassend:

ein Gehäuse (110, 120);
einen Stator im Gehäuse;
einen Rotor, enthaltend einen Magneten (30),
der radial nach innen vom Stator und einem in
den Magneten (30) eingeführtes und durch eine
der Seiten des Gehäuses hervorstehendes Mut-
terglied (20) bereitgestellt ist;
ein das Mutterglied (20) drehbar stützendes La-
ger (40) ;
ein mit dem Mutterglied (20) gekoppeltes
Schraubenglied (10), um linear in eine erste und
zweite Richtung zu bewegen; und
ein an einer Seite des Gehäuses (110, 120) ge-
stütztes Montageglied (60), um das Schrauben-
glied (10) so zu stützen, dass das Schrauben-
glied (10) linear beweglich ist,
wobei das Mutterglied (20) einen durch das La-
ger (40) in die zweite Richtung durgehenden En-
dabschnitt und einen sich vom Endabschnitt er-
streckenden Kopplungsabschnitt (22a), um mit
dem Lager (40) zu koppeln, enthält,
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wobei der Endabschnitt des Mutterglieds (20)
eine Außenumfangsfläche aufweist, die mit ei-
ner Innenumfangsfläche eines Innenrings des
Lagers gekoppelt ist, und der Kopplungsab-
schnitt (22a) mit dem Innenring des Lagers an
der Seite des Innenrings in der zweiten Richtung
gekoppelt ist,
dadurch gekennzeichnet, dass der Kopp-
lungsabschnitt (22a) einen im Endabschnitt des
Mutterglieds (20) geformten Hakenabschnitt
(22c) enthält,
und dass der Hakenabschnitt (22c) einen Kon-
takt mit dem zweiten Ende des Lagers (40)
durch das Lager (40) herstellt.

2. Trittaktuator nach Anspruch 1, weiter umfassend ein
elastisches Glied (28a, 28b, 28c, 28d), das zwischen
mindestens in einem einer Position zwischen dem
Hakenabschnitt (22c) und dem Lager (40), einer Po-
sition zwischen dem Lager (40) und dem Magneten
(30) und einer Position zwischen dem Magneten (30)
und dem Mutterglied (20) dazwischengesetzt ist.

3. Trittaktuator nach Anspruch 1, weiter umfassend
eine mit dem Gehäuse (110, 120) gekoppelte La-
gerabdeckung (50), um das Lager zu stützen,
wobei das Lager (40) zwischen der Lagerabdeckung
(50) und dem Gehäuse dazwischengesetzt ist.

4. Trittaktuator nach Anspruch 3, wobei der Kopplungs-
abschnitt (22a) mit dem Lager (40) in eine Richtung
parallel zu einer axialen Richtung des Schrauben-
glieds (10) überlappt.

5. Trittaktuator nach Anspruch 3, wobei das Lager (40)
einen mit der Lagerabdeckung (50) gekoppelten Au-
ßenring aufweist,
und wobei die Lagerabdeckung (50) einen Kopp-
lungskranz (51), ein Kopplungsrohr (52) und einen
Verschlusskranz (53) enthält.

Revendications

1. Actionneur à grain comprenant :

un carter (110, 120) ;
un stator dans le carter ;
un rotor incluant un aimant (30) prévu radiale-
ment vers l’intérieur du stator et un élément de
type écrou (20) inséré dans l’aimant (30) et fai-
sant saillie à travers un côté du carter ;
un palier (40) soutenant de manière rotative
l’élément de type écrou (20) ;
un élément de type vis (10) couplé à l’élément
de type écrou (20) pour se déplacer de manière
linéaire dans une première et une seconde
direction ; et

un élément de montage (60) supporté sur un
côté du carter (110, 120) pour soutenir l’élément
de type vis (10) d’une manière telle que l’élé-
ment de type vis (10) puisse se déplacer de ma-
nière linéaire,
dans lequel l’élément de type écrou (20) inclut
une partie d’extrémité passant à travers le palier
(40) dans la seconde direction et une partie de
couplage (22a) s’étendant à partir de la partie
d’extrémité pour se coupler au palier (40),
dans lequel la partie d’extrémité de l’élément de
type écrou (20) a une surface circonférentielle
externe couplée à une surface circonférentielle
interne d’une bague interne du palier et la partie
de couplage (22a) est couplée à la bague interne
du palier au niveau du côté de la bague interne
dans la seconde direction,
caractérisé en ce que la partie de couplage
(22a) inclut une partie de type crochet (22c) for-
mée dans la partie d’extrémité de l’élément de
type écrou (20),
et en ce que la partie de type crochet (22c) vient
en contact avec la seconde extrémité du palier
(40) à travers le palier (40).

2. Actionneur à grain selon la revendication 1, compre-
nant en outre un élément élastique (28a, 28b, 28c,
28d) interposé dans au moins l’une d’une position
entre la partie de type crochet (22c) et le palier (40),
d’une position entre le palier (40) et l’aimant (30), et
d’une position entre l’aimant (30) et l’élément de type
écrou (20).

3. Actionneur à grain selon la revendication 1, compre-
nant en outre
un couvercle de palier (50) couplé au carter (110,
120) pour soutenir le palier,
dans lequel le palier (40) est interposé entre le cou-
vercle de palier (50) et le carter.

4. Actionneur à grain selon la revendication 3, dans
lequel la partie de couplage (22a) est en chevauche-
ment avec le palier (40) dans une direction parallèle
à une direction axiale de l’élément de type vis (10).

5. Actionneur à grain selon la revendication 3, dans
lequel le palier (40) a une bague externe couplée au
couvercle de palier (50),
et dans lequel le couvercle de palier (50) inclut un
rebord de couplage (51), un tube de couplage (52),
et un rebord de blocage (53).
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