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Description

Technical Field

[0001] The present disclosure relates generally to a
surgical stapling device for applying surgical staples to
body tissue. More particularly, the present disclosure re-
lates to a surgical stapling device suitable for performing
circular anastomosis and/or treatment to internal walls
of hollow tissue organs.

Background of Related Art

[0002] Anastomosis is the surgical joining of separate
hollow organ sections. Typically, an anastomosis proce-
dure follows surgery in which a diseased or defective
section of hollow tissue is removed and the remaining
end sections are to be joined. Depending on the desired
anastomosis procedure, the end sections may be joined
by either circular, end-to-end, or side-to-side organ re-
construction methods.
[0003] In a circular anastomosis procedure, the two
ends of the organ sections are joined by means of a sta-
pling instrument which drives a circular array of staples
through the end section of each organ section and simul-
taneously cores any tissue interior of the driven circular
array of staples to free the tubular passage. Examples
of instruments for performing circular anastomosis of hol-
low organs are described in U.S. Patent Nos. 6,053,390,
5,588,579, 5,119,983, 5,005,749, 4,646,745, 4,576,167,
and 4,473,077.
[0004] US 2011/284617 A1 discloses a circular stapler
which comprises a handle assembly, an elongate body
extending from the handle assembly and defining a lon-
gitudinal axis, and a drive member configured for longi-
tudinal translation in response to actuation of the handle
assembly. The drive member includes engagement fin-
gers disposed adjacent a distal portion thereof. The sta-
pler further includes a cartridge assembly which is dis-
posed adjacent a distal end of the elongate body. The
cartridge assembly includes a pusher assembly which is
configured to mechanically engage a portion of the drive
member and is longitudinally translatable to cause sta-
ples to be ejected from the cartridge assembly. The push-
er assembly includes members which are configured to
engage the engagement fingers of the drive member in
response to relative approximation between the drive
member and the pusher assembly. EP0595094A2 de-
scribes a further example of such an instrument compris-
ing a circular stapler with a handle assembly, an elongate
body extending from the handle assembly and a cartridge
assembly disposed adjacent to the distal end of the elon-
gate body. The cartridge assembly of EP0595094A2
comprises a pusher assembly and knife assembly,
wherein movement of the pusher assembly causes sta-
ples to be ejected from the cartridge assembly, and
wherein the knife assembly, comprising a knife carrier,
is moveable relative to the pusher assembly to distally

translate a knife.
[0005] Typically, these instruments include an elongat-
ed shaft having a handle portion at a proximal end to
actuate the instrument and a staple holding component
disposed at a distal end. An anvil assembly including an
anvil rod with attached anvil head is mounted to the distal
end of the instrument adjacent the staple holding com-
ponent. Opposed end portions of tissue of the hollow
organ(s) to be stapled are clamped between the anvil
head and the staple holding component. The clamped
tissue is stapled by driving one or more staples from the
staple holding component so that the ends of the staples
pass through the tissue and are deformed by the anvil
head. An annular knife is advanced to core tissue within
the hollow organ to free a tubular passage within the or-
gan. Generally, both the actuation of the staple forming
mechanism and the advancement of the knife occur at
the same time, i.e., simultaneously.
[0006] Besides anastomosis of hollow organs, surgical
stapling devices for performing circular anastomosis
have been used to treat internal hemorrhoids in the rec-
tum. Typically, during use of a circular stapling device for
hemorrhoid treatment, the anvil head and the staple hold-
ing component of the surgical stapling device are inserted
through the anus and into the rectum with the anvil head
and the staple holding component in an open or unap-
proximated position. Thereafter, a pursestring suture is
used to pull the internal hemorrhoidal tissue towards the
anvil rod. Next, the anvil head and the staple holding
component are approximated to clamp the hemorrhoid
tissue between the anvil head and the staple holding
component. The stapling device is fired to remove the
hemorrhoidal tissue and staple the cut tissue.

SUMMARY

[0007] The present invention is defined in claim 1 while
preferred embodiments are set forth in the dependent
claims.
[0008] The present invention relates to a circular sta-
pler comprising a handle assembly, an elongate body
extending from the handle assembly and defining a lon-
gitudinal axis, a drive member, and a cartridge assembly.
The drive member is configured for longitudinal transla-
tion in response to actuation of handle assembly, and
includes a recess disposed adjacent a distal portion
thereof. The cartridge assembly is disposed adjacent a
distal end of the elongate body, and includes a pusher
assembly. The pusher assembly is configured to me-
chanically engage a portion of the drive member and is
longitudinally translatable to cause staples to be ejected
from the cartridge assembly. The pusher assembly in-
cludes at least one finger with the at least one finger
including a tab. The at least one tab is configured to en-
gage the recess of the drive member in response to rel-
ative approximation between the drive member and the
pusher assembly. The at least one finger is configured
to flex toward the longitudinal axis to facilitate engage-
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ment between the drive member and the pusher assem-
bly.
[0009] In non-claimed embodiments, circular stapler
comprises a handle assembly, an elongate body, and a
cartridge assembly. The elongate body extends from the
handle assembly and defines a longitudinal axis. The car-
tridge assembly is disposed adjacent a distal end of the
elongate body. The cartridge assembly includes a pusher
assembly and a knife assembly. The pusher assembly
is movable to cause staples to be ejected from the car-
tridge assembly. The knife assembly is selectively mov-
able relative to the pusher assembly to distally translate
a knife. A knife carrier of the knife assembly includes at
least one latch thereon. The at least one latch is config-
ured to contact an engagement surface of the pusher
assembly in response to movement between the knife
carrier and the pusher assembly. The at least one latch
is prevented from distally translating beyond the engage-
ment surface.
[0010] In non-claimed embodiments, the at least one
latch of the knife carrier is included on a proximal end of
a flexible arm, and the flexible arm is configured to flex
toward the longitudinal axis. The knife carrier is config-
ured to be assembled with the pusher assembly by mov-
ing the knife carrier in a distal-to-proximal direction
through a passage extending through the pusher assem-
bly.
[0011] In non-claimed embodiments, a proximal por-
tion of knife carrier includes an annular groove. The an-
nular groove is configured to engage a drive member.
The annular groove is positioned farther proximally than
an entirety of the at least one arm and the at least one
latch. A proximal portion of the at least one latch includes
a ramped surface, and a distal portion of the at least one
latch includes a surface that is substantially perpendic-
ular to the longitudinal axis.
[0012] In disclosed embodiments, a distal wall of the
at least one tab forms an angle α1 with respect to the
longitudinal axis, and wherein α1 is between about 70°
and about 80°. Here, it is disclosed that a distal wall of
the recess forms an angle α2 with respect to the longi-
tudinal axis, and wherein α2 is between about 70° and
about 80°. It is further envisioned that α1 is between
about 75° and about 78°.
[0013] In disclosed embodiments, a height of the at
least one tab in a direction substantially perpendicular to
the longitudinal axis is between about 0.010 inches
(0,254 mm) and about 0.020 inches (0,508 mm) . It is
envisioned that the height of the at least one tab is ap-
proximately equal to 0.015 inches (0,381 mm). It is further
disclosed that a depth of the recess portion in a direction
substantially perpendicular to the longitudinal axis is be-
tween about 0.010 inches (0,254 mm) and about 0.020
inches (0,508 mm).
[0014] In disclosed embodiments, at least a portion of
the pusher assembly comprises glass-filled polycar-
bonate. The percentage of glass in the glass-filled poly-
carbonate of the pusher assembly is between about 20%

and about 40%.
[0015] In disclosed embodiments, the circular stapler
further comprises a knife assembly which is selectively
movable relative to the pusher assembly to distally trans-
late a knife.
[0016] In disclosed embodiments, the handle assem-
bly is configured to receive power from a power source.
The circular stapler comprises a communication chip dis-
posed in mechanical cooperation with the cartridge as-
sembly. The communication chip is configured to com-
municate information to and from other portions of the
circular stapler.
[0017] Also herein it is described but not claimed, an
anvil assembly for use with a circular stapler. The anvil
assembly comprises an anvil head and a cutting ring.
The anvil head includes a plurality of staple-deforming
pockets and an annular cavity. The anvil head includes
a groove disposed along an inner annular surface there-
of. The cutting ring is configured for reception at least
partially within the annular cavity, and includes at least
one tab extending radially outwardly from an outer wall
thereof. The at least one tab is configured to engage the
groove of the anvil head to help maintain at least a portion
of the cutting ring at least partially within the cavity.
[0018] In non-claimed embodiments, the cutting ring
includes an outer ring, an inner ring, an annular knife
channel disposed between the outer ring and the inner
ring, and a severable portion disposed proximally-adja-
cent the knife channel. The severable portion is config-
ured to be cut by a knife during typical use of the circular
stapler.
[0019] Also herein it is described but not claimed that
at least one tab includes a proximal surface and a distal
surface. The proximal surface of the at least one tab is
substantially perpendicular to an annular wall of the cut-
ting ring, and the distal surface of the at least one tab is
disposed at an angle with respect to the annular wall of
the cutting ring and with respect to the proximal surface
of the at least one tab. Here, it is disclosed that the cutting
ring is configured to be inserted into the annular cavity
of the anvil head in a proximal-to-distal direction such
that the distal surface of the at least one tab contacts a
portion of the anvil head and causes the cutting ring to
deflect radially inward to allow the at least one tab to
extend distally beyond a lip formed by a proximal surface
of the groove. It is further disclosed that the proximal
surface of the at least one tab is configured to engage
the lip of the groove.
[0020] In non-claimed embodiments, the cutting ring
may comprise polyethylene.
[0021] In non-claimed embodiments, the at least one
tab is configured to engage the groove of the anvil head
to help maintain at least a portion of the cutting ring at
least partially within the cavity after a knife of the circular
stapler has been advanced, and after a portion of the
cutting ring as been severed by the knife.
[0022] The present non-claimed disclosure contem-
plates a shell assembly for use with a circular stapler.
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The shell assembly comprises a housing and a staple
cartridge. The housing includes an aperture defining a
proximal wall and a distal wall, the defines a longitudinal
axis extending therethrough. The staple cartridge is con-
figured to house a plurality of staples at least partially
therein, and includes at least one tab configured to me-
chanically engage the distal wall of the aperture. The at
least one tab is configured to flex toward the longitudinal
axis to facilitate assembly between the housing and the
staple cartridge.
[0023] In non-claimed embodiments, a proximal sur-
face of the at least one tab is disposed at an angle with
respect to the longitudinal axis.
[0024] In non-claimed embodiments, a distal surface
of the at least one tab includes a first surface that is sub-
stantially perpendicular to the longitudinal axis. Here, it
is disclosed that the distal surface of the at least one tab
includes a second surface that is disposed at an angle
with respect to the first surface and with respect to the
longitudinal axis. It is further disclosed that the first sur-
face is disposed radially outward of the second surface.
It is further disclosed that a radially inward-most point of
the distal surface is the proximal-most point of the distal
surface. Additionally, it is disclosed that the distal wall of
the aperture includes a first surface that is substantially
perpendicular to the longitudinal axis, and a second sur-
face that is disposed at an angle with respect to the first
surface and with respect to the longitudinal axis.
[0025] In non-claimed embodiments, the shell assem-
bly further comprises a cylindrical sleeve positionable ad-
jacent a distal portion of the housing. The sleeve is con-
figured to cover the aperture of the housing and the at
least one tab of the staple cartridge. Here, it is disclosed
that at least a portion of the sleeve comprises plastic.
[0026] The present non-claimed disclosure also re-
lates to a shell assembly kit for use with a circular stapler.
The shell assembly kit comprises a first staple cartridge,
a second staple cartridge, a first anvil assembly and a
second anvil assembly. The first staple cartridge is con-
figured to house two rows of staples, and includes a first
trocar disposed in mechanical cooperation therewith.
The second staple cartridge is configured to house three
rows of staples, and includes a second trocar disposed
in mechanical cooperation therewith. The first anvil as-
sembly includes two rows of staple deforming pockets,
and a first retention rod configured to mechanically en-
gage the first trocar. The second anvil assembly includes
three rows of staple deforming pockets, and includes a
second retention rod configured to mechanically engage
the second trocar. The first trocar is physically prevented
from properly engaging the second retention rod, and the
second trocar is physically prevented from properly en-
gaging the first retention rod.
[0027] In non-claimed embodiments, the first trocar in-
cludes at least one indicator that is perceptible by a user
when the first trocar is improperly engaged with the sec-
ond retention rod. The at least one indicator is not per-
ceptible by a user when the first trocar is properly en-

gaged with the first retention rod.
[0028] In non-claimed embodiments, the first retention
rod includes a recess that is configured to engage a lip
of the first trocar, and the second retention rod includes
a recess that is configured to engage a lip of the second
trocar. Here, it is disclosed that the first retention rod in-
cludes a larger diameter than a corresponding diameter
of the second retention rod. It is further disclosed that a
distance between the recess and a proximal lip of the
first retention rod is less than a distance between the
recess and a proximal lip of the second retention rod.
[0029] In non-claimed embodiments, a tissue-contact-
ing portion of the first retention rod is tapered along its
entire length. Here, it is disclosed that an anvil head of
the first anvil assembly is tiltable with respect to the first
retention rod.

DESCRIPTION OF THE DRAWINGS

[0030] Embodiments of a surgical stapling instrument
are disclosed herein with reference to the drawings,
wherein:

FIG. 1 is a perspective view of a surgical stapling
instrument according to an embodiment of the
present disclosure;
FIG. 2 is an enlarged perspective view of a cartridge
assembly of the surgical stapling instrument of FIG.
1;
FIG. 3 is an exploded perspective view of the car-
tridge assembly of FIG. 2;
FIG. 4 is a perspective view of a shell assembly in
an approximated position, and includes the cartridge
assembly of FIGS. 2 and 3;
FIG. 5 is an enlarged view of the area of detail indi-
cated in FIG. 4;
FIG. 6 is a perspective view of a staple guide sepa-
rated from an outer housing of the cartridge assem-
bly;
FIG. 7 is a cut-away view of the area of detail indi-
cated in FIG. 5;
FIG. 8 is an enlarged view of the area of detail indi-
cated in FIG. 7;
FIG. 9 is a perspective view of a sleeve configured
for use with the shell assembly of the present disclo-
sure;
FIG. 10 is a perspective view of the sleeve of FIG. 9
positioned on the shell assembly;
FIG. 11 is a perspective view of a knife carrier en-
gaged with a pusher adapter of the cartridge assem-
bly of the present disclosure;
FIG. 12 is an enlarged view of the area of detail in-
dicated in FIG. 11;
FIG. 13 is a perspective view of the knife carrier of
FIG. 11;
FIG. 14 is a perspective view of the pusher adapter
of FIG. 11;
FIG. 15 is a cut-away perspective view of the pusher
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adapter taken along line 15-15 in FIG. 14;
FIG. 16 is a cross-section view of the knife carrier
engaged with the pusher adapter of FIG. 11;
FIG. 17 is enlarged view of the area of detail indicated
in FIG. 16;
FIG. 18 is a cross-sectional view of the shell assem-
bly illustrating the pusher adapter of FIG. 11 in an
advanced position;
FIG. 19 is a cross-sectional view of the shell assem-
bly illustrating the knife carrier of FIG. 11 in an ad-
vanced position;
FIG. 20 is an enlarged view of the area of detail in-
dicated in FIG. 19;
FIG. 21 is a cross-sectional view of the shell assem-
bly illustrating the knife carrier of FIG. 11 in a retract-
ed position;
FIG. 22 is a perspective view of a portion of an anvil
assembly including a cutting ring in accordance with
embodiments of the present disclosure;
FIG. 23 is a perspective view of the cutting ring of
FIG. 22;
FIG. 24 is a perspective view of an anvil head of the
anvil assembly of FIG. 22;
FIG. 25 is a cut-away perspective view of a portion
of the anvil head of FIG. 24;
FIG. 26 is a cut-away perspective view of a portion
of the anvil assembly of FIG. 22 engaged with the
shell assembly of the present disclosure, and illus-
trating a knife in a proximal position;
FIG. 27 is a cut-away perspective view of the portions
of the anvil assembly and shell assembly of FIG. 26,
and illustrating the knife in an advanced position;
FIG. 28 is a perspective view of an anvil assembly
in accordance with an embodiment of the present
disclosure;
FIG. 29 is a side view of the anvil assembly of FIG.
28 shown with the anvil head within tissue;
FIG. 30 is a side view of the anvil assembly of FIGS.
28 and 29 shown with the anvil head in a titled posi-
tion and within tissue;
FIG. 31 is a perspective view of a first trocar in ac-
cordance with the present disclosure;
FIG. 32 is a longitudinal cross-sectional view of the
first trocar of FIG. 31 engaged with a first retention
rod;
FIG. 32A is a longitudinal cross-sectional view of a
second trocar engaged with a second retention rod
in accordance with the present disclosure;
FIG. 33 is a longitudinal cross-sectional view the sec-
ond trocar partially engaged with the first retention
rod;
FIG. 34 is a longitudinal cross-scctional view the first
trocar partially engaged with the second retention
rod;
FIG. 35 is a perspective, assembly view of a portion
of a drive member and a pusher adapter in accord-
ance with embodiments of the present disclosure;
FIGS. 36-38 are longitudinal cross-sectional views

of the portion of the drive member and the pusher
adapter of FIG. 35 illustrated in various stages of
engagement;
FIG. 39 is a perspective view of the portion of the
drive member and the pusher adapter of FIG. 35 in
an engaged position;
FIG. 40 is a perspective view of communication chip
assembly in accordance with embodiments of the
present disclosure; and
FIG. 41 is a perspective, cut-away view of the com-
munication chip assembly of FIG. 40 positioned with-
in a shell assembly.

DETAILED DESCRIPTION

[0031] Embodiments and non-claimed embodiments
of the presently disclosed surgical stapling instrument
will now be described in detail with reference to the draw-
ings wherein like numerals designate identical or corre-
sponding elements in each of the several views. As is
common in the art, the term "proximal" refers to that part
or component closer to the user or operator, i.e. surgeon
or physician, while the term "distal" refers to that part or
component farther away from the user.
[0032] FIG. 1 illustrates an embodiment of a surgical
stapling instrument according to the present disclosure,
referenced generally as circular stapler 10. Circular sta-
pler 10 includes a handle assembly 20, an elongated
body portion 30 extending distally from handle assembly
20, and a shell assembly 100 mounted adjacent a distal
end of elongated body portion 30. Handle assembly 20
includes a fixed handle 22 and a moveable handle or
trigger 24. Handle assembly 20 also includes an approx-
imation knob 26 for moving an anvil assembly 105 relative
to a cartridge assembly 110 of shell assembly 100. The
structure and function of handle assembly 20 will only be
described herein to the extent necessary to fully disclose
the operation of shell assembly 100. It is envisioned that
shell assembly 100 may be used with any actuation as-
sembly, powered or manual, and capable of two inde-
pendent actuation strokes, for example. Commonly
owned U.S. Patent Application Serial No. 12/946,082,
filed November 15, 2010, discloses a surgical device hav-
ing a powered actuator assembly including first and sec-
ond drive members. In addition, it is envisioned that the
independent actuation strokes may be completed by the
same drive member completing two strokes or by two
separate drive members.
[0033] With reference to FIG. 2, cartridge assembly
110 is shown, and is operably mounted to a distal end of
elongated body portion 30 of circular stapler 10 (FIG. 1).
In disclosed embodiments, cartridge assembly 110 is re-
movably secured to elongated body portion 30 such that
cartridge assembly 110, or a portion thereof, may be re-
placed and circular stapler 10 may be reused. In other
embodiments, only a portion of cartridge assembly 110
is configured to be removed, and subsequently replaced
or reloaded. Alternatively, circular stapler 10 may be con-
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figured for a single use, i.e., disposable.
[0034] With reference to FIGS. 2 and 3, cartridge as-
sembly 110 includes a housing 120, a pusher assembly
530, a staple cartridge 150, and a knife assembly 400.
Housing 120 of cartridge assembly 110 includes an outer
cylindrical portion 122, an inner cylindrical body 124 and
a plurality of radially extending supports or ribs (not
shown) extending between and interconnecting inner cy-
lindrical portion 124 and outer cylindrical portion 122. In-
ner cylindrical portion 124 and outer cylindrical portion
122 are coaxial and define a recess 123 therebetween
configured to receive a distal portion of pusher assembly
530 and knife assembly 400.
[0035] Knife assembly 400 includes a knife carrier 420
and a circular knife 440. Knife 440 is a substantially cy-
lindrical member having a proximal end 442, a distal end
444, and defines a longitudinal opening 443 there-
through. Knife 440 is sized and configured to be received
through recess 123 of staple cartridge 150. Distal end
444 of knife 440 is configured for cutting tissue. Proximal
end 442 of knife 440 is configured to be received about
a distal portion 424 of knife carrier 420 and includes a
pair of opposed tabs 446 configured to be received within
respective recesses 421 formed in distal portion 424 of
knife carrier 420.
[0036] A proximal portion 422 of knife carrier 420 de-
fines an annular groove 463 configured to accommodate
snap ring 180 when snap ring 180 is in either a first or
compressed condition or in a second or expanded con-
dition. When circular stapler 10 is in the first or initial
position, and prior to retraction of pusher adapter 532
following the first stroke of circular stapler 10, snap ring
180 is received completely within annular groove 463
formed in knife carrier 420. Proximal portion 422 of knife
carrier 420 further defines a step 462a formed in or ad-
jacent annular groove 463. Step 462a is configured to
engage an inner annular portion of snap ring 180 when
snap ring 180 is in the second or expanded condition.
Further, engagement of snap ring 180 with step 462a
prevents radial compression of snap ring 180 during the
second or tissue cutting stroke. Further details of snap
ring 180 and its engagement with knife carrier 420 are
described in U.S. Patent Application Serial No.
13/739,246 filed on January 11, 2013,
[0037] With continued reference to FIGS. 2 and 3, a
proximal end 122a of outer cylindrical portion 122 of
housing 120 includes a plurality of tabs 125 formed ther-
eon configured to operably engage cartridge assembly
110 with a distal end of elongated body portion 30 (FIG.
1). Outer cylindrical portion 122 of housing 120 further
defines a plurality of openings 129. As will be discussed
in further detail below, each of the plurality of openings
129 is configured to engage a pair of a plurality of detents
538a, 538b formed on a distal portion 534 of a pusher
adapter 532.
[0038] With reference now to FIG. 3, pusher assembly
530 includes pusher adapter 532 and a pusher member
540. Pusher adapter 532 is a substantially cylindrical

member having a proximal portion 532a and a distal por-
tion 534. Proximal portion 532a of pusher adapter 532 is
configured for operable engagement with a drive member
800 (e.g., see the embodiment disclosed in FIGS. 35-39).
Distal portion 534 of pusher adapter 532 is configured to
operably engage pusher member 540. As will be dis-
cussed in further detail below, pusher member 540 is not
securely affixed to pusher adapter 532, such that pusher
member 540 remains in an advanced position during the
retraction of pusher adapter 532 following the first or sta-
pling stroke of circular stapler 10. In this manner, the
force required to move pusher adapter 532 during the
second or tissue cutting stroke of circular stapler 10 does
not include the force necessary to move pusher member
540.
[0039] With continued reference to FIG. 3, pusher
adapter 532 defines a longitudinal passage 531 extend-
ing therethrough. A distal end of longitudinal passage
531 is sized and configured to receive knife assembly
400 in a sliding manner. Pusher adapter 532 further de-
fines a plurality of longitudinal slots 533 extending along
a length thereof. Slots 533 correspond in size and loca-
tion to the supports (not shown) formed between and
interconnecting outer and inner cylindrical portions 122,
124 in housing 120. Pusher adapter 532 is configured to
be received within outer cylindrical portion 122 of housing
120 and about inner cylindrical portion 124 of housing
120. In this manner, slots 533 receive the respective sup-
ports of housing 120 such that inner cylindrical portion
124 of housing 120 may be received within longitudinal
passage 531 of pusher adapter 532. A plurality of recess-
es 535a are formed in a distal surface 534a of pusher
adapter 532 and are configured to engage tabs (not
shown) formed on a proximal-facing surface of pusher
member 540 (e.g., to ensure radial alignment during the
firing stroke). As discussed above, pusher adapter 532
includes a plurality of paired detents 538a, 538b config-
ured to be selectively received within openings 129
formed in outer cylindrical portion 122 of housing 120.
[0040] With continued reference to FIG. 3, pusher
member 540 includes a proximal portion 542 and a distal
portion 544. Proximal portion 542 of pusher member 540
defines a plurality of tabs (not shown) configured to be
selectively received within the plurality of recesses 535a
formed on distal surface 534a of pusher adapter 532.
Distal portion 544 of pusher member 540 includes a plu-
rality of pusher elements 546 extending distally therefrom
and arranged in three concentric rows. Pusher elements
546 align with staples "S" received within staple cartridge
150 such that advancement of pusher member 540 rel-
ative to staple cartridge 150 causes ejection of staples
"S" from staple cartridge 150. A notch 535 formed in distal
portion 534 of pusher adapter 532 is configured to receive
an outer annular portion of snap ring 180 of knife assem-
bly 400, and a ledge 536 of pusher adapter 532 is con-
figured to engage the outer annular portion of snap ring
180 during the second or cutting stroke of circular stapler
10. Additionally, tabs 536a are configured to retain snap
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ring 180 in engagement within distal portion 534 of pusher
adapter 532.
[0041] With reference to FIGS. 2 and 3, staple cartridge
150 is a substantially cylindrical member configured to
operably engage distal end 122b of outer cylindrical por-
tion 122 of housing 120 and defines a longitudinal open-
ing 151. Staple cartridge 150 includes a plurality of staple
receiving pockets 152 disposed about opening 151 ar-
ranged in three concentric rows. Staple receiving pockets
152 align with pusher elements 546 formed on distal por-
tion 544 of pusher member 540.
[0042] With reference to FIG. 4-8, the engagement be-
tween housing 120 and staple cartridge 150 is illustrated
for example only. Housing 120 and staple cartridge 150
are configured to mechanically engage each other prior
to use of circular stapler 10 (e.g., during assembly). In
this non-claimed embodiment, housing 120 is engagable
with staple cartridge 150 via a mechanical interface. More
particularly, housing 120 includes at least one aperture
200 that is engagable with at least one tab 300 on staple
cartridge 150.
[0043] Tabs 300 on staple cartridge 150 are inwardly
flexible (with respect to a longitudinal axis A-A defined
by elongated body portion 30) to facilitate assembly.
Tabs 300 include a ramped proximal surface 302, and a
distal surface 304 (FIG. 8). It is envisioned that distal
surface 304 includes a substantially perpendicular sur-
face 306 (with respect to longitudinal axis A-A), a ramped
surface 308, or a combination thereof. In the illustrated
embodiment (see FIG. 8, for example), distal surface 304
of tab 300 includes a perpendicular surface 306 and a
ramped surface 308. Ramped surface 308 is angled such
that the portion closer to the longitudinal axis A-A is dis-
posed proximally of the portion of ramped surface 308
that is farther from the longitudinal axis A-A. It is envi-
sioned that staple cartridge 150 includes any number of
tabs 300.
[0044] Apertures 200 on housing 120 are dimensioned
and positioned for mechanical engagement with tabs
300. It is envisioned that housing 120 includes any
number of apertures 200. It is further envisioned that the
number of apertures 200 is equal to or unequal to the
number of tabs 300. Additionally, it is disclosed that the
dimensions and/or orientation of tabs 300 and apertures
200 only allow engagement therebetween in a single ra-
dial orientation (e.g., for mistake-proof assembly). It is
envisioned that a distal wall 202 of aperture 200 includes
a substantially perpendicular surface 204 (with respect
to longitudinal axis A-A), a ramped surface 206, or a com-
bination thereof. In the illustrated embodiment (see FIG.
8, for example), distal wall 202 of aperture 200 includes
a perpendicular surface 204 and a ramped surface 206.
Ramped surface 206 is angled such that the portion clos-
er to the longitudinal axis A-A is disposed proximally of
the portion of ramped surface 206 that is farther from the
longitudinal axis A-A. As shown, the orientation of distal
wall 202 of aperture 200 is complementary to the orien-
tation of distal surface 304 of tab 300.

[0045] It is envisioned that the complementary surfac-
es of distal wall 202 and distal surface 304, including
ramped surfaces 206 and 308, respectively, help provide
improved retention between housing 120 and staple car-
tridge 150. In this embodiment, a greater force (e.g., in
the substantial direction of arrow "F" in Figure 8) would
be required to disengage staple cartridge 150 from outer
housing 120 with respect to an embodiment where distal
surface 304 of tab 300 and distal wall 202 of aperture
200 do not include ramped surfaces 308 and 206, re-
spectively.
[0046] In the illustrated embodiment for example only,
housing 120 also includes a plurality of longitudinal slots
220, with one slot 220 being disposed on each side of
each aperture 200. Slots 220 extend proximally from a
distal edge 222 of housing 120. It is envisioned that slots
220 enable radially outward flexing of the portion of hous-
ing 120 surrounding apertures 200 to facilitate the me-
chanical engagement between housing 120 and staple
cartridge 150. As can be appreciated, to mechanically
engage housing 120 and staple cartridge 150, the two
components are approximated such that the portion of
housing 120 surrounding apertures 200 flexes radially
outward to allow tabs 300 of staple cartridge 150 to enter
apertures 200. After tabs 300 are within respective ap-
ertures 200, the portion of housing 120 surrounding ap-
ertures 200 flexes radially inward to effectively lock hous-
ing 120 and staple cartridge 150 together.
[0047] It is envisioned that the mechanical engage-
ment between housing 120 and staple cartridge 150 is
the only type of engagement therebetween. For example,
the mechanical engagement eliminates the need for ad-
hesives between the two components or welding the
components together.
[0048] With reference to Figures 9 and 10 for example
only, the present disclosure includes a label (e.g., an ad-
hesive label) or sleeve (e.g., a shrink sleeve) 350. Sleeve
350 is positionable adjacent a distal portion of housing
120 and is configured to cover apertures 200, slots 220
and tabs 300 (see FIG. 5). The use of sleeve 350 helps
ensure tissue does not because trapped or pinched with-
in apertures 200, slots 220 or tabs 300, and also helps
limit radially outward movement of tabs 300 with regard
to apertures 200 during insertion of housing 120 into tis-
sue, for example.
[0049] Additionally, it is envisioned that sleeve 350 can
include information (e.g., indicia or a color) relating to
lumen and/or staple size of the stapling instrument, for
example. It is envisioned that the circumference of sleeve
350 is equal to or larger than the circumference of the
distal portion of housing 120. In the non-claimed embod-
iments where sleeve 350 has a larger circumference, an
overlapping portion of sleeve 350 will cover the longitu-
dinal seam between sleeve 350 and housing 120. It is
envisioned that sleeve 350 is made from plastic (e.g.,
polyvinyl chloride (PVC), polyethylene terephthalate
(PET), polypropylene, etc.) or another suitable material.
[0050] With reference to FIGS. 11-21, the engagement
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between pusher adapter 532 and knife carrier 420 is
shown for example only. With particular reference to
FIGS. 12 and 13, proximal portion 422 of knife carrier
420 includes a plurality of latches 426, which are each
configured to mechanically engage an engagement sur-
face 550 (e.g., an undercut surface) of pusher adapter
532 upon a predetermined amount of longitudinal trans-
lation of knife carrier 420 with respect to pusher adapter
532. As can be appreciated, the engagement between
latches 426 and engagement surfaces 550 prevent or
substantially prevent portions of knife carrier 420 from
translating distally beyond portions of pusher adapter
532.
[0051] More particularly, latches 426 of knife carrier
420 are disposed at a proximal end of flexible arms 428.
Arms 428 are configured to deflect toward a radial center
of knife carrier 420 to facilitate engagement/assembly
between knife carrier 420 and pusher adapter 532. Fur-
ther, to assemble knife carrier 420 and pusher adapter
532, knife carrier 420 is inserted in a proximal direction
through a distal opening 560 of pusher adapter 532 until
a ramped surface 430 of latches 426 contacts an angled
surface 562 of an interior wall of pusher adapter 532. The
contact between ramped surfaces 430 and angled sur-
face 562, in combination with the proximal movement of
knife carrier 420 with respect to pusher adapter 532,
causes arms 428 to deflect radially inwardly, which allows
a distal wall 426a of latches 426 to move proximally be-
yond engagement surfaces 550 of pusher adapter 532.
Once in this position, arms 428 deflect radially outwardly
(e.g., towards their biased position) such that distal walls
426a of latches 426 are physically prevented by engage-
ment surfaces 550 of pusher adapter 532 from longitu-
dinally translating distally therepast (see FIGS. 16 and
17). It is further envisioned that distal walls 426a of latch-
es 426 include a ramped surface (e.g., the proximal por-
tion of the ramped surface being closest to the radial
center of knife carrier 420), and that engagement surfac-
es 550 of pusher adapter 532 include a complementary
surface.
[0052] Referring now to FIGS. 16-21, the relative
movement between pusher adapter 532, knife carrier 420
and housing 120 is depicted for example only. FIG. 16
illustrates pusher adapter 532 and knife carrier 420 in a
retracted position. As shown in FIG. 17 (which is an en-
larged view of a portion of FIG. 16), the orientation of
latches 426 and engagement surfaces 550 limit the
amount of distal travel of knife carrier 420 with respect
to pusher adapter 532. As can be appreciated, this ori-
entation prevents a user from cutting tissue prior to the
tissue being stapled. FIG. 18 illustrates pusher adapter
532 in an advanced position, and knife carrier 420 in its
retracted position (e.g., in response to a first actuation
stroke to staple tissue). FIG. 19 illustrates pusher adapter
532 in its advanced position, and knife carrier 420 in an
advanced position (e.g., in response to a second actua-
tion stroke to cut tissue). As shown in FIG. 20 (which is
an enlarged view of a portion of FIG. 19), the engagement

between latches 426 and engagement surfaces 550 pre-
vent additional distal travel of knife carrier 420 with re-
spect to pusher adapter 532. FIG. 21 illustrates pusher
adapter 532 in its advanced position, and knife carrier
420 in its retracted position (e.g., after tissue has been
cut). As can be appreciated, that fact that pusher adapter
532 remains in its advanced position in this embodiment
helps prevent inadvertent contact between knife 440 and
a user of circular stapler 10, and between knife 440 and
a patient.
[0053] In addition to the non-claimed embodiment dis-
closed herein where a proximal portion 422 of knife car-
rier 420 is configured to engage snap ring 180, another
embodiment is disclosed where proximal portion 422 of
knife carrier 420 is configured to mechanically engage a
drive member or sleeve 450 when knife carrier 420 me-
chanically engages pusher adapter 532. More particu-
larly, in this non-claimed embodiment, annular groove
463 of proximal portion 422 of knife carrier 420 is included
on plurality of legs 460 (FIG. 13), with each leg 460 in-
cluding a portion of annular groove 463 which is config-
ured to engage a lip 452 of drive sleeve 450 (FIGS. 16,
18, 19 and 21). Further, legs 460 are configured to deflect
radially inwardly, which allows proximal portion 422 of
knife carrier 420 to be longitudinally translated proximally
beyond lip 452 of drive sleeve 450, thus effectively cou-
pling knife carrier 420 with drive sleeve 450 (see FIGS.
16, 18, 19 and 21, for example). As can be appreciated,
in this embodiment, longitudinal translation of drive
sleeve 450 (e.g., via a second actuation stroke of handle
24) causes a corresponding longitudinal translation of
knife carrier 420.
[0054] With reference to FIGS. 22-27 for example only,
further details of anvil assembly 105 are illustrated in ac-
cordance with non-claimed embodiments of the present
disclosure. Anvil assembly 105 is longitudinally movable
with respect to cartridge assembly 110, and includes a
retention rod 108, which selectively connects anvil as-
sembly 105 with the remainder of surgical stapler 10.
Anvil assembly 105 includes an anvil head 600 and a
cutting ring 620. Anvil head 600 includes a plurality of
staple-deforming pockets 602 formed directly therein
(i.e., without the inclusion of a traditional anvil plate).
Pockets 602 are configured to receive legs of the staples
ejected from staple cartridge 110 and to deform the legs
into an appropriate shape. In the illustrated embodiment,
pockets 602 are disposed in three rows and annularly
extend along a tissue-contacting surface 604 of anvil
head 600. Anvil assembly 105 also includes an attach-
ment member 606 extending proximally from anvil head
600. Attachment member 606 is configured to pivotably
engage retention rod 108. An annular cavity 608 is de-
fined by anvil head 606 and is disposed around (e.g.,
surrounding) attachment member 606 (FIGS. 24 and 25).
It is envisioned that the entirety of anvil head 606 is mon-
olithically formed and/or is made of the same material.
[0055] Cutting ring 620 is configured for positioning
within annular cavity 608 of anvil head 600. More partic-
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ularly, cutting ring 620 includes an outer ring 622, an
inner ring 624, an annular knife channel 626 disposed
between outer ring 622 and inner ring 624, and a sever-
able portion 628 disposed proximally-adjacent knife
channel 626. Severable portion 628 is configured to be
cut by knife 440 (see FIGS. 26 and 27) during the cutting
stroke of circular instrument 10.
[0056] Cutting ring 620 also includes a plurality of tabs
630 disposed around its outer annular edge 622. Tabs
630 are configured to mechanically engage a groove 610
disposed around an inner annular surface 612 of anvil
head 600. Any number of tabs 630 (including a single
tab 630 that extends along the entire surface 612) may
be included on cutting ring 620. More particularly, each
tab 630 includes a proximal surface 632 that is substan-
tially perpendicular to annular edge 629, and a distal sur-
face 634 that is angled with respect to annular edge 629
and with respect to proximal surface 632.
[0057] Distal surface 634 of tab 630 is configured to
facilitate assembly between cutting ring 620 and anvil
head 600. That is, during assembly, cutting ring 620 is
inserted into annular cavity 608 in a proximal-to-distal
direction such that distal surface 634 contacts a portion
of anvil head 600 and causes cutting ring 620 to deflect
radially inwardly to allow tabs 630 to extend distally be-
yond a lip 611 formed by a proximal surface of groove
610. It is further envisioned that cutting ring 620 is made
of a flexible material (e.g., polyethylene) to further facil-
itate assembly.
[0058] With reference to FIGS. 26 and 27 for illustration
only, proximal surface 632 of tabs 630 is configured to
engage lip 611 of groove 610 to help ensure engagement
therebetween. More particularly, in use, when knife 440
is advanced to cut tissue, knife 440 also penetrates sev-
erable portion 628, which separates outer ring 622 and
inner ring 624 (see FIG. 27). As shown in FIG. 27 when
compared to FIG. 26, distal advancement of knife 440
also pushes cutting ring 620 distally within cavity 608.
The engagement between outer ring 622 of cutting ring
620 and anvil head 600 helps ensure outer ring 622 is
removed from the surgical site when anvil head 600 is
removed.
[0059] With reference to Figures 20-30 for example on-
ly, further details of anvil assembly 105 and its retention
rod 108 are illustrated in accordance with embodiments
of the present disclosure. As discussed above, anvil head
600 is pivotably engaged with retention rod 108, e.g., to
facilitate removal of anvil assembly 105 from within tis-
sue. In use, tissue "T" is tied or purse-string sutured to a
distal portion 108a of retention rod 108. Distal portion
108a is defined as being disposed distally of a lip 109,
which is configured to limit proximal travel of tissue "T,"
and as being the portion of retention rod 108 that is con-
figured to contact tissue "T."
[0060] In the illustrated non-claimed embodiment, dis-
tal portion 108a of retention rod 108 is tapered along its
entire length. Further, distal portion 108a includes a con-
tinuous taper, which includes a concave portion 108b

and a convex portion 108c. As shown, distal portion 108a
lacks a stepped configuration and lacks abrupt angle
changes. It is envisioned that this tapered configuration
of distal portion 108a of retention rod 108 helps purse-
string sutured tissue "T" easily slide proximally when anvil
head 600 tilts and thus urges tissue "T" proximally (see
FIG. 30).
[0061] With reference to FIGS. 31-34 for example only,
retention rod 108 of anvil assembly 105 is configured to
selectively engage a trocar 700 extending distally beyond
cartridge assembly 110. More particularly, this non-
claimed embodiment illustrates a first retention rod 108’
that is configured to engage a first trocar 700’ (FIG. 32),
and a second retention rod 108" that is configured to en-
gage a second trocar 700" (FIG. 32A). Here, however,
first retention rod 108’ cannot properly engage second
trocar 700" (FIG. 33), and second retention rod 108" can-
not properly engage first trocar 700’ (FIG. 34). That is,
engagement between first retention rod 108’ and first tro-
car 700’, and between second retention rod 108" and
second trocar 700" would result in the two components
securely engaging each other such that longitudinal
translation of the first component (e.g., first retention rod
108’) in the opposite direction of the second component
(e.g., first trocar 700’) would result in a corresponding
amount of longitudinal translation of the second compo-
nent. Conversely, an attempted engagement between
first retention rod 108’ and second trocar 700", or be-
tween second retention rod 108" and first trocar 700’
would result in the two components being free from se-
cure engagement with each other such that longitudinal
translation of the first component (e.g., first retention rod
108’) in the opposite direction of the second component
(e.g., second trocar 700") would cause the first compo-
nent to move away from the second component.
[0062] It is envisioned that each of first retention rod
108’ and first trocar 700’ are configured for use with a
particular configuration of staples. For instance, it is en-
visioned that first retention rod 108’ is part of an anvil
assembly 105 that includes two rows of staple-deforming
pockets 602, and that first trocar 700’ is part of/usable
with a shell assembly 100 including two rows of pusher
elements 546 and a staple cartridge 150 having two rows
of staples "S." Likewise, it is envisioned that second re-
tention rod 108" is part of an anvil assembly 105 that
includes three rows of staple-deforming pockets 602, and
that second trocar 700" is part of/usable with a shell as-
sembly 100 including three rows of pusher elements 546
and a staple cartridge 150 having three rows of staples
"S."
[0063] More particularly in these non-claimed embod-
iments, first retention rod 108’ includes a recess 108’R
that is configured to engage a lip 700’L extending from
first trocar 700’ (FIG. 32). Similarly, second retention rod
108" includes a recess 108"R that is configured to en-
gage a lip 700"L extending from second trocar 700" (FIG.
32A). The geometry of retention rods 108’, 108" and tro-
cars 700’, 700" enable this mistake-proof engagement
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therebetween. More particularly, and with reference to
FIGS. 32 and 32A, it is envisioned and illustrated that
first retention rod 108’ includes a larger diameter dr’ than
a corresponding diameter dr" of second retention rod
108". Here, first trocar 700’ includes a larger diameter dt’
than a corresponding diameter dt" of second trocar 700".
Additionally, it is envisioned and illustrated that the dis-
tance between recess 108’R and a proximal lip 108’P of
first retention rod 108’ is shorter than the distance be-
tween recess 108"R and a proximal lip 108"P of second
retention rod 108". Likewise, the illustrated embodiments
show that the distance between lip 700’L and a tip 700’T
of first trocar 700’ is shorter than a corresponding dis-
tance between lip 700"L and a tip 700"T of second trocar
700".
[0064] With reference to FIGS. 33 and 34 for example
only, recess 108’R of first retention rod 108’ is not able
to properly engage lip 700"L of second trocar 700" (FIG.
33), and recess 108"R of second retention rod 108" is
not able to properly engage lip 700’L of first trocar 700’
(FIG. 34), e.g., due to the various geometries discussed
above. As discussed above, proper engagement be-
tween a retention rod 108 and a trocar 700 is the secure
engagement therebetween.
[0065] Additionally, in non-claimed embodiments it is
envisioned that each of first trocar 700’ and second trocar
700" includes an indicator 702 that is perceptible to a
user if there is not proper engagement between a reten-
tion rod 108 and a trocar 700 (e.g., if a user attempts to
engage first retention rod 108’ with second trocar 700",
or vice versa). The present disclosure includes indicators
702 that provide visual (e.g., a colored band, letters, sym-
bols, etc.), audio (e.g., beeps, clicks, etc.) and/or tactile
(e.g., vibration, etc.) information As illustrated, indicator
702 is not perceptible (e.g., visible) when there is proper
engagement between a retention rod 108 and a trocar
700. Alternatively, it is envisioned that indicator 702 is
perceptible to a user if there is proper engagement be-
tween a retention rod 108 and a trocar 700, and indicator
702 is non perceptible to a user if there is not proper
engagement between a retention rod 108 and a trocar
700.
[0066] Referring now to FIGS. 35-39, details regarding
the engagement between drive member 800 and pusher
adapter 532 are shown in accordance with an embodi-
ment of the present invention. During use of this embod-
iment of circular stapler 10, an initial actuation stroke is
performed to fire staples "S" into tissue. Here, drive mem-
ber 800 (or a portion thereof) is distally advanced into
engagement with pusher adapter 532, and continued ad-
vancement of drive member 800 causes pusher adapter
532 to urge pusher member 540 distally to eject the sta-
ples "S" (as discussed above). Next, drive member 800
and pusher adapter 532 are retracted proximally (while
pusher member 540 remains in its advanced position).
Then, in response to a second actuation stroke, for ex-
ample, drive member 800 and pusher adapter 532 are
again advanced distally so that pusher adapter 532 urges

and/or engages knife carrier 420 distally to sever tissue.
As can be appreciated, this embodiment differs from em-
bodiments described above, as here, independent actu-
ation strokes are completed by the same drive member
800 completing two strokes (as opposed to the use of
two separate drive members being used).
[0067] FIGS. 35-39 illustrate various features of the
engagement between drive member 800 and pusher
adapter 532, which are configured to help facilitate en-
gagement therebetween, and to help ensure engage-
ment therebetween during advancement and retraction
of drive member 800. More particularly, drive member
800 (e.g., an adapter nut) includes a recess 802 (e.g.,
an annular recess) configured to engage tabs 810 on
fingers 820 on proximal portion 533 of pusher adapter
532. As drive member 800 is distally translated and con-
tacts pusher adapter 532, a distal surface 804 of drive
member 800 contacts tabs 810 and forces tabs 810 and
fingers 820 radially inward (FIG. 37). Continued advance-
ment of drive member 800 with respect to pusher adapter
532 causes tabs 810 and fingers 820 to move radially
outward, such that tabs 810 are within recess 802 (FIGS.
38 and 39).
[0068] In disclosed embodiments and with particular
reference to FIGS. 36 and 37, a distal wall 803 of recess
802 forms an angle α1 of between about 70° and about
90° with respect to the longitudinal axis A-A. In embodi-
ments, angle α1 is between about 70° and about 80°, or
between about 75° and about 78°. Similarly, a distal wall
812 of tabs 810 forms an angle α2 of between about 70°
and about 90° with respect to the longitudinal axis A-A.
In embodiments, angle α2 is between about 70° and
about 80°, or between about 75° and about 78°. It is en-
visioned that the angles formed by distal wall 803 of re-
cess 802 and by distal wall 812 of tables 810 are equal,
substantially equal, or differently from each other.
[0069] Additionally, in disclosed embodiments, the
height "h" of tabs 810 (and the corresponding depth of
the corresponding portion of recess 802) is between
about 0.010 inches (0,254 mm) and about 0.020 inches
(0,508 mm) (see FIG. 36). In embodiments, height "h" is
approximately equal to 0.015 inches (0,381 mm).
[0070] It is further disclosed that pusher adapter 532
(or at least fingers 820 thereof) is made from glass-filled
polycarbonate. Here, it is envisioned that the percentage
of glass is between about 20% and about 40% (e.g.,
about equal to 30%).
[0071] It is envisioned that the combination of the an-
gles of distal walls 803 and 812, the height "h" of tabs
810, and the material that pusher adapter 532 is made
from all contribute to a secure engagement between
pusher adapter 532 and drive member 800, and result in
an optimum amount of force necessary to disengage
pusher adapter 532 from drive member 800.
[0072] With reference to FIGS. 40 and 41 for example
only, the present disclosure also includes a communica-
tion chip assembly 900, which is configured to commu-
nicate various information to and from other portions of
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circular stapler 10. With particular reference to FIG. 40,
communication chip assembly 900 includes a case 910
housing a communication chip 902. Case 910 includes
a tube portion 912 and a ring portion 914. With reference
to FIG. 41, tube portion 912 of case 910 is configured to
be press-fit into housing 120 of shell assembly 100. Ring
portion 914 is configured for surrounding (or at least par-
tially surrounding) inner cylindrical body 124 of housing
120 (e.g., via a compression-fit arrangement). Addition-
ally, case 910 includes a plurality of tabs 916 that are
configured to engage respective slots/detents (not ex-
plicitly shown) in housing 120 to help prevent rotation of
communication chip assembly 900 with respect to hous-
ing 120.
[0073] A proximal portion of communication chip 902
includes a plurality of contacts 904 for engaging contact
pins of a portion (e.g., adaptor - not shown) of circular
stapler 10. As can be appreciated, this engagement be-
tween contacts 904 and contact pins allows information
to be communicated from one portion of circular stapler
10 (e.g. handle assembly 20) to shell assembly 100. Fur-
ther, communication chip 902 is spring-loaded via a bi-
asing member 918 in a proximal direction (e.g., to allow
for positional length tolerance of the contact pins in the
adapter).
[0074] It is envisioned in non-claimed embodiments
that communication chip 902 includes both read and write
capability, and is particularly useful with a powered sur-
gical stapler. The read capability of communication chip
902 enables communication of various features of shell
assembly 100 to handle assembly 20. For example, com-
munication chip 902 can store and relay information re-
lating to cartridge size, staple length, and clamp-up dis-
tance. Once this information is received by handle as-
sembly 20, for example, firing forces and firing stroke can
be adjusted accordingly. The write capability of commu-
nication chip 902 enables handle assembly 20, for ex-
ample, to encode a used (i.e., fired) cartridge assembly
110 to prevent reuse or attempted firing of a stapleless
cartridge assembly 110. Further details of communica-
tion components (e.g., chips, transmitters, control mod-
ules, etc.) are disclosed in U.S. Patent Application Serial
No. 13/545,362, which was filed on July 10, 2012.
[0075] The use of circular stapler 10 will now be de-
scribed as it pertains to various embodiments of the
present disclosure. In use, circular stapler 10 is operated
in a manner substantially similar to a traditional circular
stapler. Once oriented such that the tissue to be stapled
is received between cartridge assembly 110 and anvil
assembly 105, and anvil assembly 105 is approximated
towards cartridge assembly 110 via rotation of approxi-
mation knob 26, trigger 24 may be squeezed to cause
the actuation of handle assembly 20. Actuation of handle
assembly 20 causes a first advancement of a drive as-
sembly (e.g., 800) which engages and causes the ad-
vancement of pusher assembly 530. During the first or
staple forming stroke, pusher assembly 530 is moved
relative to housing 120 and knife assembly 400, while

knife assembly 400 remains stationary relative to housing
120. In this manner, during the first or staple forming
stroke of circular stapler 10 only the staple forming func-
tion is performed. Accordingly, the force required for com-
pletion of the first stroke of circular stapler 10 does not
include the force necessary to also cut the tissue simul-
taneously therewith.
[0076] Upon completion of the first or staple forming
stroke, trigger 24 is released to permit the retraction of
the drive member and pusher adapter 532 of pusher as-
sembly 530. In various non-claimed embodiments, push-
er adapter 532 is retracted to a position proximal of its
initial position. For example, it is envisioned that pusher
adapter 532 is retracted about 0.25 inches (6,35 mm)
farther proximally from its initial starting position. In this
retracted position, notch 535 formed in the distal end of
pusher adapter 532 is aligned with snap ring 180 thereby
allowing snap ring 180 to expand from the first or com-
pressed condition to the second or uncompressed con-
dition.
[0077] A subsequent squeezing or actuation of trigger
24 causes a second advancement of the drive member
and pusher adapter 532. Advancement of pusher adapter
532 causes engagement of ledge 536 of pusher adapter
532 with snap ring 180. Since snap ring 180 remains
engaged with knife carrier 420 in this position, advance-
ment of pusher adapter 532 also causes the advance-
ment of knife assembly 420. Advancement of circular
knife 440 of knife assembly 400 causes the cutting of
tissue positioned between cartridge assembly 110 and
anvil assembly 105. Because staples "S" were ejected
and formed during the first stroke of circular stapler 10,
and pusher member 540 remained in the advanced po-
sition upon retraction of pusher adapter 532 following the
first or staple forming stroke, the force required to com-
plete the second or cutting stroke of circular stapler 10
is less then the force that would be necessary to complete
both the staple ejecting/forming and tissue cutting pro-
cedure. It is envisioned that the force provided by the
drive member during the second stroke would be suffi-
cient to disengage any securing mechanism maintaining
knife assembly 400 relative to inner cylindrical housing
124 of housing 120. Such securing mechanism may in-
clude protrusions (not shown) formed on the inner sur-
face of knife carrier 420 and/or on the outer surface of
inner cylindrical portion 124 of housing 120 configured
to be received within detents (not shown) formed on the
other of the outer surface of inner cylindrical portion 124
and/or on the inner surface of knife carrier 420 such that
knife assembly 400 is permitted to advance distally rel-
ative to housing 120.
[0078] Upon completion of the tissue cutting stroke,
pusher adapter 532 is retracted proximally to one of the
initial position or the retracted position. As discussed
above, pusher assembly 530 and knife assembly 400
may be configured such that either or both of pusher as-
sembly 530 and knife assembly 400 are retracted follow-
ing the second or cutting stroke of circular stapler 10.
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Retraction of pusher adapter 532 to one of the initial or
retracted positions causes disengagement of pusher
member 540 from pusher adapter 532. In this manner,
pusher member 540 and empty staple cartridge 150 may
be separated or unloaded from housing 120 and replaced
with a new pusher member 540 and/or staple cartridge
150.
[0079] Further details regarding the operation of circu-
lar stapler 10, including the operation of cartridge assem-
bly 110, will now be described as it pertains to various
illustrative only embodiments of the present disclosure.
In the initial condition, pusher assembly 530 is received
between outer and inner cylindrical portions 122, 124 of
housing 120. Knife assembly 400 is received within lon-
gitudinal passage 531 of pusher adapter 532 and about
inner cylindrical portion 124 of housing 120. Staple car-
tridge 150 is in operative engagement with a distal portion
of housing 120 to operably retain pusher assembly 530
and knife assembly 400 within housing 120. Snap ring
180 is in the first or radially compressed condition and
received within annular groove 463 formed on knife car-
rier 420. Snap ring 180 is maintained in the radially com-
pressed condition by an inner wall of pusher adapter 532.
Notch 535 formed in the distal end of pusher adapter 532
is disposed distal of annular groove 463 and snap ring
180. In this manner, pusher assembly 530 may be ad-
vanced distally without causing the advancement of knife
assembly 400.
[0080] In the initial position, pusher assembly 530 is
prevented from inadvertent distal advancement relative
to housing 120 through engagement of the plurality of
paired detents 538a, 538b (FIG. 3) formed on distal por-
tion 534 of pusher adapter 532 with openings 129 formed
in outer cylindrical portion 122 of housing 120.
[0081] During a first or staple forming stroke of circular
stapler 10, following approximation of anvil assembly 105
with respect to cartridge assembly 110 (e.g., via rotation
of approximation knob 26), actuation of trigger 24 relative
to handle 22 causes advancement of a drive assembly
(e.g., 800) which operably engages pusher adapter 532
to cause the distal translation of pusher assembly 530.
Distal translation of pusher adapter 532 advances pusher
member 540 thereby causing pusher elements 546 to be
advanced into and/or through staple receiving pockets
152 of staple cartridge 150 and to eject staples "S" from
staple cartridge 150. Although not explicitly shown, the
ejection of staples "S" from staple cartridge 150 causes
advancement of staples "S" into staple-deforming pock-
ets 602 of anvil head 600. Forming of staples "S" secures
the tissue retained between staple cartridge 150 and an-
vil assembly 105.
[0082] Upon completion of the stapling stroke, pusher
adapter 532 is retracted proximally relative to housing
120. Pusher adapter 532 is sufficiently retracted relative
to knife carrier 420 and snap ring 180 such that snap ring
180 is aligned with notch 535 formed in the distal end of
pusher adapter 532. Alignment of notch 535 with snap
ring 180 allows snap ring 180 to move from the first or

compressed condition to the uncompressed condition,
i.e., snap ring 180 is able to decompress or radially ex-
pand.
[0083] During the second or cutting stroke of circular
stapler 10, a second actuation of trigger 24 relative to
handle 26 causes advancement of the drive member
(e.g., 800) which operably engages pusher adapter 532
to cause the distal translation of pusher adapter 532. Dis-
tal translation of pusher adapter 532 causes ledge 536,
defined by notch 535 formed in the distal end of pusher
adapter 532, to engage an outer portion of snap ring 180
while an inner portion of snap ring 180 remains engaged
with knife carrier 420. In particular, step 142a, formed
within/adjacent groove 463 of knife carrier 420, engages
snap ring 180 and prevents snap ring 180 from being
radially compressed back into annular groove 463 during
the second advancement of pusher adapter 532 during
the second or tissue cutting stroke of circular stapler 10.
Accordingly, step 462a of knife carrier 420 maintains
snap ring 180 in the second or expanded condition such
that snap ring 180 remains in contact with both pusher
adapter 532 and knife carrier 420 to assure the simulta-
neous advancement of knife assembly 400 with the ad-
vancement of pusher adapter 532.
[0084] Continued advancement of pusher adapter 532
causes knife 440 to be received through longitudinal
opening 151 of staple cartridge 150, thereby severing
the tissue retained between staple cartridge 150 and an-
vil assembly 105, and thereby penetrating severable por-
tion 628 of cutting ring 620. It is envisioned that pusher
assembly 530 and knife assembly 400 may be configured
such that retraction of the drive assembly causes the
retraction of pusher adapter 532 and knife carrier 420
(see FIGS. 11-21, for example).
[0085] In addition to the reduced force requirements
provided by the two stroke operation of circular stapler
10, the independent or decoupled staple forming and tis-
sue cutting function of circular stapler 10 also permits the
varying of the staple crimp height relative to the knife
travel distance, the varying of the staple travel speed
relative to the knife travel speed, and/or the addition of
a dwell time between staple formation and tissue cutting.
This configuration allows a clinician to optimize staple
crimp heights to given conditions, such as, tissue thick-
ness, tissue compliance and clamping force. This con-
figuration may also allow for the monitoring of staple form-
ing and knife cutting forces, to alert the clinician in case
an abnormal force is detected. This configuration further
allows force and other data to be monitored and used for
data collection and research, which when analyzed, may
lead to further optimization of operational parameters,
such as staple crimp height, and dwell and travel speed.
By independently controlling and optimizing these vari-
ous parameters, improved hemostasis and anastomonic
joint strength may result across a much broader range
of tissue thicknesses, thereby allowing a clinician to have
improved and customized control over the results. Fur-
ther still, when the stapling and cutting functions are per-
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formed at the same time, the tissue being stapled may
be displaced by the knife, thereby causing the staple legs
to deflect and misalign with their intended anvil pockets,
resulting in poor staple formation and possible leakage.
[0086] It will be understood that various modifications
may be made to the embodiments disclosed herein. For
example, circular stapler 10 may include a mechanism
for changing cartridge assembly 110 from two stroke op-
eration to a single stroke operation. Therefore, the above
description should not be construed as limiting, but mere-
ly as exemplifications of particular embodiments. Those
skilled in the art will envision other modifications within
the scope of the claims appended hereto.

Claims

1. A circular stapler (10) comprising:

a handle assembly (20);
an elongate body (30) extending from the handle
assembly (20) and defining a longitudinal axis;
a drive member (800) configured for longitudinal
translation in response to actuation of the handle
assembly (20), the drive member (800) including
a recess (802) disposed adjacent a distal portion
thereof; and
a cartridge assembly (110) disposed adjacent a
distal end of the elongate body, the cartridge
assembly (110) including a pusher assembly
(530), the pusher assembly being configured to
mechanically engage a portion of the drive mem-
ber (800) and being longitudinally translatable
to cause staples to be ejected from the cartridge
assembly (110), the pusher assembly (530) in-
cluding at least one finger (820) including at least
one tab (810), the at least one tab (810) being
configured to engage the recess of the drive
member (802) in response to relative approxi-
mation between the drive member (800) and the
pusher assembly (530), the at least one finger
(820) being configured to flex toward the longi-
tudinal axis to facilitate engagement between
the drive member (802) and the pusher assem-
bly (530).

2. The circular stapler (10) of Claim 1, wherein a distal
wall (803) of recess (802) forms an angle (α1) with
respect to the longitudinal axis (A-A), and wherein
the angle (α1) is between about 70° and about 80°.

3. The circular stapler (10) of Claim 1 or claim 2, where-
in a distal wall (812) of the at least one tab (810)
forms an angle (α2) with respect to the longitudinal
axis (A-A), and wherein the angle (α2) is between
about 70° and about 80°.

4. The circular stapler (10) of any one of the preceding

claims, wherein the cartridge assembly (110) is re-
movable and replaceable.

5. The circular stapler (10) of any one of the preceding
claims, wherein a height of the at least one tab (810)
in a direction substantially perpendicular to the lon-
gitudinal axis is between about 0.254mm (0.010
inches) and about 0.508mm (0.020 inches).

6. The circular stapler (10) of Claim 5, wherein a depth
of the recess portion (802) in a direction substantially
perpendicular to the longitudinal axis is between
about 0.254mm (0.010 inches) and about 0.508mm
(0.020 inches).

7. The circular stapler (10) of any one of the preceding
claims, further comprising a knife assembly (400)
which is selectively movable relative to the pusher
assembly to distally translate a knife (440).

8. The circular stapler (10) of any one of the preceding
claims, wherein the handle assembly (20) is config-
ured to receive power from a power source.

9. The circular stapler (10) of Claim 8, further compris-
ing a communication chip (902) disposed in mechan-
ical cooperation with the cartridge assembly, the
communication chip (902) being configured to com-
municate information to and from other portions of
the circular stapler.

10. The circular stapler (10) according to any preceding
claim, wherein at least a portion of the pusher as-
sembly (530) comprises glass-filled polycarbonate.

11. The circular stapler (10) of claim 10, wherein the per-
centage of glass in the glass-filled polycarbonate of
the pusher assembly (530) is between about 20%
and about 40%.

Patentansprüche

1. Rundklammernahtgerät (10), umfassend:

eine Griffanordnung (20);
einen länglichen Körper (30), der sich von der
Griffanordnung (20) erstreckt und eine Längs-
achse definiert;
ein Antriebselement (800), das für eine Längs-
verschiebung als Reaktion auf eine Betätigung
der Griffanordnung (20) konfiguriert ist, wobei
das Antriebselement (800) eine Aussparung
(802) beinhaltet, die angrenzend an einen dis-
talen Abschnitt davon angeordnet ist; und
eine Kartuschenanordnung (110), die angren-
zend an ein distales Ende des länglichen Kör-
pers angeordnet ist, wobei die Kartuschenan-
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ordnung (110) eine Schubanordnung (530) be-
inhaltet, wobei die Schubanordnung so konfigu-
riert ist, dass sie mechanisch in einen Abschnitt
des Antriebselements (800) eingreift und in
Längsrichtung verschiebbar ist, um zu bewir-
ken, dass Klammern aus der Kartuschenanord-
nung (110) ausgeworfen werden, wobei die
Schubanordnung (530) mindestens einen Fin-
ger (820) beinhaltet, der mindestens eine La-
sche (810) beinhaltet, wobei die mindestens ei-
ne Lasche (810) so konfiguriert ist, dass sie in
die Aussparung des Antriebselements (802) als
Reaktion auf eine relative Annäherung zwi-
schen dem Antriebselement (800) und der
Schubanordnung (530) eingreift, wobei der min-
destens eine Finger (820) so konfiguriert ist,
dass er sich in Richtung der Längsachse biegt,
um den Eingriff zwischen dem Antriebselement
(802) und der Schubanordnung (530) zu ermög-
lichen.

2. Rundklammernahtgerät (10) nach Anspruch 1, wo-
bei eine distale Wand (803) der Aussparung (802)
einen Winkel (α1) in Bezug auf die Längsachse (A-
A) bildet und wobei der Winkel (α1) zwischen etwa
70° und etwa 80° beträgt.

3. Rundklammernahtgerät (10) nach Anspruch 1 oder
Anspruch 2, wobei eine distale Wand (812) der min-
destens einen Lasche (810) einen Winkel (α2) in Be-
zug auf die Längsachse (A-A) bildet und wobei der
Winkel (α2) zwischen etwa 70° und etwa 80° beträgt.

4. Rundklammernahtgerät (10) nach einem der vorher-
gehenden Ansprüche, wobei die Kartuschenanord-
nung (110) abnehmbar und austauschbar ist.

5. Rundklammernahtgerät (10) nach einem der vorher-
gehenden Ansprüche, wobei die Höhe der mindes-
tens einen Lasche (810) in einer Richtung im We-
sentlichen senkrecht zur Längsachse zwischen etwa
0,254 mm (0,010 Zoll) und etwa 0,508 mm (0,020
Zoll) liegt.

6. Rundklammernahtgerät (10) nach Anspruch 5, wo-
bei eine Tiefe des Aussparungsabschnitts (802) in
einer Richtung im Wesentlichen senkrecht zur
Längsachse zwischen etwa 0,254 mm (0,010 Zoll)
und etwa 0,508 mm (0,020 Zoll) liegt.

7. Rundklammernahtgerät (10) nach einem der vorher-
gehenden Ansprüche, ferner umfassend eine Mes-
seranordnung (400), die relativ zu der Schubanord-
nung selektiv bewegbar ist, um ein Messer (440) dis-
tal zu verschieben.

8. Rundklammernahtgerät (10) nach einem der vorher-
gehenden Ansprüche, wobei die Griffanordnung

(20) so konfiguriert ist, dass sie Strom von einer
Stromquelle erhält.

9. Rundklammernahtgerät (10) nach Anspruch 8, fer-
ner umfassend einen Kommunikationschip (902),
der in mechanischem Zusammenwirken mit der Kar-
tuschenanordnung angeordnet ist, wobei der Kom-
munikationschip (902) so konfiguriert ist, dass er In-
formationen zu und von anderen Abschnitten des
Rundklammernahtgeräts übermittelt.

10. Rundklammernahtgerät (10) nach einem der vorher-
gehenden Ansprüche, wobei mindestens ein Ab-
schnitt der Schubanordnung (530) glasgefülltes Po-
lycarbonat umfasst.

11. Rundklammernahtgerät (10) nach Anspruch 10, wo-
bei der prozentuale Anteil von Glas in dem glasge-
füllten Polycarbonat der Schubanordnung (530) zwi-
schen etwa 20 % und etwa 40 % liegt.

Revendications

1. Agrafeuse circulaire (10) comprenant :

un ensemble poignée (20) ;
un corps allongé (30) s’étendant depuis l’en-
semble poignée (20) et définissant un axe
longitudinal ;
un élément d’entraînement (800) conçu pour
une translation longitudinale en réponse à l’ac-
tionnement de l’ensemble poignée (20), l’élé-
ment d’entraînement (800) comportant un évi-
dement (802) disposé à proximité d’une partie
distale de celui-ci ; et
un ensemble cartouche (110) disposé à proxi-
mité d’une extrémité distale du corps allongé,
l’ensemble cartouche (110) comportant un en-
semble poussoir (530), l’ensemble poussoir
étant conçu pour entrer en prise mécanique-
ment avec une partie de l’élément d’entraîne-
ment (800) et étant longitudinalement translata-
ble de façon à provoquer l’éjection des agrafes
à partir de l’ensemble cartouche (110), l’ensem-
ble poussoir (530) comportant au moins un doigt
(820) comportant au moins une languette (810),
l’au moins une languette (810) étant conçue
pour entrer en prise avec l’évidement de l’élé-
ment d’entraînement (802) en réponse au rap-
prochement relatif entre l’élément d’entraîne-
ment (800) et l’ensemble poussoir (530), l’au
moins un doigt (820) étant conçu pour fléchir
vers l’axe longitudinal afin de faciliter la prise
entre l’élément d’entraînement (802) et l’ensem-
ble poussoir (530).

2. Agrafeuse circulaire (10) selon la revendication 1,
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une paroi distale (803) de l’évidement (802) formant
un angle (α1) par rapport à l’axe longitudinal (A-A),
et l’angle (α1) étant compris entre environ 70° et en-
viron 80°.

3. Agrafeuse circulaire (10) selon la revendication 1 ou
la revendication 2, une paroi distale (812) de l’au
moins une languette (810) formant un angle (α2) par
rapport à l’axe longitudinal (A-A), et l’angle (α2) étant
compris entre environ 70° et environ 80°.

4. Agrafeuse circulaire (10) selon l’une quelconque des
revendications précédentes, l’ensemble cartouche
(110) étant amovible et remplaçable.

5. Agrafeuse circulaire (10) selon l’une quelconque des
revendications précédentes, une hauteur de l’au
moins une languette (810) dans une direction sen-
siblement perpendiculaire à l’axe longitudinal étant
comprise entre environ 0,254 mm (0,010 pouce) et
environ 0,508 mm (0,020 pouces).

6. Agrafeuse circulaire (10) selon la revendication 5,
une profondeur de la partie d’évidement (802) dans
une direction sensiblement perpendiculaire à l’axe
longitudinal étant comprise entre environ 0,254 mm
(0,010 pouce) et environ 0,508 mm (0,020 pouce).

7. Agrafeuse circulaire (10) selon l’une quelconque des
revendications précédentes, comprenant en outre
un ensemble couteau (400) qui est sélectivement
mobile par rapport à l’ensemble poussoir pour trans-
later un couteau (440) de manière distale.

8. Agrafeuse circulaire (10) selon l’une quelconque des
revendications précédentes, l’ensemble poignée
(20) étant conçu pour recevoir de l’énergie d’une
source d’énergie.

9. Agrafeuse circulaire (10) selon la revendication 8,
comprenant en outre une puce de communication
(902) disposée en coopération mécanique avec l’en-
semble cartouche, la puce de communication (902)
étant configurée pour communiquer des informa-
tions vers d’autres parties de l’agrafeuse circulaire
et depuis celles-ci.

10. Agrafeuse circulaire (10) selon l’une quelconque des
revendications précédentes, au moins une partie de
l’ensemble poussoir (530) comprenant du polycar-
bonate chargé de verre.

11. Agrafeuse circulaire (10) selon la revendication 10,
le pourcentage de verre dans le polycarbonate char-
gé de verre de l’ensemble poussoir (530) étant com-
pris entre environ 20 % et environ 40 %.
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