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Description

[0001] The present invention is directed to a method for manufacturing monolayer containers having excellent barrier
properties and having one layer manufactured from a polyester resin, a polyamide material, and an oxygen scavenging
material.
[0002] Many packaged products, particularly food and beverage products, are susceptible to deterioration due to
oxygen and/or moisture absorption or loss through the wall of the package. Therefore, containers, either rigid, semirigid,
flexible, lidded, collapsible, or a combination thereof, not only serve as a package for the product, but also help prevent
the ingress of undesirable substances from the environment.
[0003] Atmospheric oxygen is one of the most reactive substances with products packaged in a container. Molecular
oxygen (O2) is reduced to various highly reactive intermediate species by the addition of one to four electrons. The
carbon-carbon double bonds present in virtually all foods and beverages are particularly susceptible to reaction with
these reactive intermediate species. The resulting oxidation products adversely affect the performance, odor, and/or
flavor of the product.
[0004] "Oxygen sensitive" materials, including foods, beverages, and pharmaceutical products, have special packaging
requirements including preventing the ingress of exterior oxygen into the package and/or scavenging of oxygen that is
present inside the package. In some cases, particularly in the orange juice and brewing industries, oxygen is removed
from the product by vacuum, inert gas sparging, or both. However, it is difficult and expensive to remove the last traces
of oxygen by these methods.
[0005] Containers made exclusively of glass or metal provide an excellent barrier both to egress of substances from
the container and to ingress of substances from the environment. In most instances, gas permeation through a glass or
metal container is negligible. Containers made of polymers, in whole or in part, generally do not possess the shelf life
or barrier properties of glass or metal containers. Therefore, despite the great advantages of polymers, deficiencies
restrict their use in containers.
[0006] The advantages of polymers include good mechanical, thermal, and optical properties, and an adaptability of
container fabrication techniques that provides homogeneous, laminated, and/or coated containers. A further advantage
of containers made from polymers include a light weight, reduced breakability, and low manufacturing cost.
[0007] Because of these advantages, the packaging industry is progressively shifting to plastic containers. This trend
relates both to beverage containers, including carbonated beverages, and to food containers. In all these applications,
insufficient barrier properties of the plastic material, particularly an insufficient capacity to prevent the passage of gases,
e.g., oxygen and carbon dioxide, and vaporized liquids, e.g., water vapor, results in a reduced shelf life for products
packaged in the plastic containers.
[0008] A number of solutions to overcome problems associated with plastic containers have been proposed. However,
the proposed solutions failed to meet the commercially established requirements of low cost, in combination with high
barrier properties, such that containers prepared from a plastic material can be practically employed. Examples of
proposed solutions include:

a) laminates wherein two or more layers of a polymeric material are used, and the polymeric material in each layer
optionally possesses a beneficial barrier property, for example, gas penetration, light penetration, or moisture pen-
etration;
b) constructions wherein a metal, such as aluminum, either is positioned between layers of polymeric materials or
forms the inner surface of the container; and
c) constructions wherein a layer of barrier material, other than a metal, is positioned between layers of a polymeric
material or forms the inner surface of the container.

[0009] Other proposed solutions are those wherein plastic materials of different types are mixed, then molded to form
containers. For example, it is known to manufacture containers of polymeric material containing a mixture of polyethylene
terephthalate (PET) and polyamide. See, for example, e.g., U.S. Patent Nos. 4,501,781; 4,837,115; 5,034,252; 5,258,233;
5,281,360; 5,641,825; and 5,759,653.
[0010] In particular, attempts to solve problems associated with polymeric, i.e., plastic, containers led to the widespread
use of oxygen barriers and/or moisture barriers in packaging materials. Typical moisture barriers include polyethylene
and polypropylene. Oxygen barriers include ethylene-vinyl alcohol copolymer (EVOH), polyvinyl alcohol (PVOH), nylon,
and blends thereof. Vinylidene chloride/- vinyl chloride copolymers and vinylidene chloride/- methyl acrylate copolymers
are used as both moisture and oxygen barriers.
[0011] It is difficult to manufacture commercially useful plastic containers solely from barrier materials because of their
high cost, unstable structural properties, and other drawbacks. For example, EVOH has superior oxygen barrier prop-
erties, but suffers from moisture problems because of the plurality of hydroxyl groups on the polymer. Other barrier
materials are sufficiently expensive such that containers manufactured solely from such materials is cost prohibitive.
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Accordingly, it became a common practice to manufacture multilayer structures whereby the amount of an expensive
or sensitive barrier material is reduced to a thin layer, and an inexpensive polymer is positioned on one or both sides of
the barrier layer as structural layers.
[0012] Although multilayer structures containing a barrier layer are less expensive and structurally stronger than a
single layer of barrier material, such containers are more complicated to manufacture than single-layered containers. In
addition, reducing the thickness of the barrier layer in a multilayer container often reduces the barrier properties of the
container. Accordingly, in addition to multilayer containers having a barrier layer, there is a need’ in the art for a monolayer
container having high barrier and structural properties, but without the high cost associated with a container prepared
solely from a barrier material.
[0013] One material commonly used in packaging applications is polyethylene terephthalate resin, hereafter referred
to as PET. PET has a number of advantageous properties for use in packaging applications, but PET does not possess
the gas barrier properties that are required or desired in many applications. For example, although PET has good oxygen
barrier properties for carbonated juices, PET has not been useful as a package material for other products, such as beer
which rapidly loses flavor due to oxygen migration into the bottle, citrus products, tomato-based products, and aseptically
packed meat. A packaging material with physical properties similar to PET is polyethylene naphthalate (PEN). PEN has
barrier properties greater than PET, but PEN is considerably more expensive than PET.
[0014] Extremely impermeable polymers, such as copolymers of ethylene and vinyl alcohol, vinylidene chloride and
vinyl chloride, and m-xylylenediamine and adipic acid (i.e., MXD6) exist. But because of practical or cost reasons, these
copolymers typically are used as thin layers on or between PET layers or, in the case of MXD6, for blending with PET,
in low weight percent amounts, to achieve an insignificant gas permeability. Also, using a xylylene group-containing
polyamide resin with PET in amounts greater than 30% by weight causes the container to become a laminated foil
structure thereby providing the possibility of exfoliation between the foil layers of the container.
[0015] From the foregoing, it is appreciated that the art requires an improved plastic, multilayered. or monolayered
container having excellent barrier properties for gases, such as oxygen and carbon dioxide. Products that can be sat-
isfactorily packaged within such containers include, for example, beer (particularly lager beer), wine (particularly white
wine), fruit juices, carbonated soft drinks, fruits, nuts, vegetables, meat products, baby foods, coffee, sauces, and dairy
products. Multilayer and monolayer plastic containers having excellent barrier properties, and methods of preparing the
same, are disclosed herein.
US5955527 discloses the use of a polymer composition which is capable of scavenging oxygen through the metal-
catalyzed oxidation of an oxidizable organic component thereof.
[0016] The present invention is directed to a method of preparing a monolayer plastic container having excellent barrier
properties. The container has one barrier layer comprising (i) a polyester, (ii) a polyamide material, and (iii) an oxygen
scavenging material. The barrier layer of the monolayer container, is prepared using an injection molding or extrusion
process wherein a preblend comprising a diluent polyester, a polyamide material, and an oxygen scavenging material
is added to a base polyester during the injection-molding or extrusion process.
[0017] More particularly, the present invention is directed to a plastic, monolayer container prepared by an injection-
molding or extrusion process wherein the container comprises one barrier layer prepared from an aromatic polyester,
an aromatic polyamide, and a transition metal oxygen scavenger. For monolayer containers, the barrier layer is the sole
layer of the container. For a monolayer container, the container is formed by expansion of a preform having a barrier
layer. The preform is prepared by an injection-molding or extrusion process wherein the barrier layer is formed from a
preblend admixed with a base polymer in a molding apparatus prior to injection molding or extrusion to form the preform.
[0018] Accordingly, one aspect of the present invention is to provide a preform having a barrier layer, the barrier layer
is prepared by injection molding or extruding a base polyester having added thereto a preblend containing a diluent
polyester, a polyamide material, and an oxygen scavenging material. Typically, the preblend is added to the base
polyester in the molding apparatus in the form of pellets or granules prior to injection. a preblend comprising (a) about
25% to about 75%, by weight, of a diluent polyester, (b) about 25% to about 75%, by weight, of a polyamide material,
and (c) about 20 to about 2000 ppm of a transition metal oxygen scavenger is described . The preblend is introduced
to, and admixed with, the base polyester prior to the injection step of an injection molding or extrusion process to form
a barrier layer of a preform. The preform then is expanded to provide a monolayer container. The diluent polyester and
the base polyester can be the same or different, for example, a polyethylene terephthalate (PET), a polyethylene naph-
thalate (PEN), or a mixture thereof.
[0019] A preblend used in the present method exhibits excellent stability, i.e., has a greater stability after six months
storage at 25°C and 40% relative humidity than a blend containing only a polyamide material and an oxygen scavenger
material under the identical storage conditions.
[0020] The preblend and base polyester are admixed in an amount of about 0.5% to about 20%, and preferably about
1% to about 15%, by weight, of the preblend and about 80% to about 99.5%, and preferably about 85% to about 99%,
by weight, of the base polyester. More preferably, the preblend and base polyester are admixed in an amount of about
2% to about 12%, by weight, of the preblend and about 88% to about 98%, by weight, of the base polymer. Typically,
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the preblend and base polymer are admixed in sufficient amounts to provide a preform containing about 10 to about 80
ppm, and preferably about 20 to about 50 ppm, of the oxygen scavenging material. The present invention provides a
method of manufacturing a monolayer plastic container by injection molding or extruding a base polyester comprising
an aromatic polyester, having added thereto a preblend comprising a diluent polyester comprising an aromatic polyester,
a polyamide, and a transition metal oxygen scavenging material. In preferred embodiments, the aromatic polyester of
the base polyester and preblend, same or different, comprises PET, PEN, or a mixture thereof; the polyamide is an
aromatic polyamide, for example, a xylylene polyamide; and the transition metal oxygen scavenger comprises a salt or
a complex of iron, cobalt, nickel, ruthenium, rhodium, palladium, osmium, iridium, platinum, or mixtures thereof.
[0021] Yet another aspect of the present invention is to provide a monolayer container comprising a polyester, a
polyamide material, and an oxygen scavenging material. The monolayer container has excellent structural strength and
maintains a high barrier capacity during storage because activation of oxygen scavenging is initiated after filling of the
container with an aqueous product. The container also exhibits excellent esthetic properties, especially with respect to
clarity of the container.
[0022] These and other aspects of the present invention will become apparent from the following detailed description
of the preferred embodiments.
[0023] Containers for products such as beer and juice require sufficient barrier properties to maintain the integrity of
the product. As previously discussed, plastic containers typically require additives to provide or enhance barrier properties.
Often barrier properties are achieved by providing a multilayer container having a barrier layer. It would be desirable to
provide improved monolayer containers having sufficient barrier properties to maintain the integrity of the packaged
product.
[0024] There are several factors that affect the appearance and performance of polymer-based containers comprising
at least one layer of a barrier material. These factors include the shear experienced by the barrier material during the
molding process, the thermal history of the material during the drying and molding processes, and the exposure of the
barrier material to air. Air exposure can degrade barrier materials by oxidative processes and by moisture contact. These
variables can be addressed, for example, by altering screw design, resin drying, and feed configuration. The present
invention provides improvements in the method of manufacturing a preform to minimize the degradative factors discussed
above.
[0025] Several methods of manufacturing a barrier layer of a plastic container on single-stage or multistage injection-
molding equipment are envisioned. These methods include:

(1) metering a polyamide material and an oxygen scavenging material into the injector screw together with a polyester,
such as PET;
(2) compounding the polyamide material. and oxygen scavenging material, then adding the resulting mixture into
the injector screw, together with the polyester; and
(3) compounding the polyamide material, oxygen scavenging material, and polyester, then using the resulting blend
for injection molding.

[0026] Method (1) cannot be practiced reliably because it requires metering of 15 ppm or less, i.e., about 0.05% or
less by weight, of the oxygen scavenging material into the injector screw then blending to provide a homogenous mixture.
The disadvantage of method (2) is that the polyamide material/oxygen scavenging material blend is temperature, oxygen,
and moisture sensitive, thus the blend typically undergoes significant degradation during preform manufacture resulting
in an unacceptable haze and yellowing of the container. The disadvantage of method (3) is the requirement of storing
large amounts of a blended material having a fixed barrier level, thus making the method economically unattractive.
[0027] The present method overcomes disadvantages associated with the prior methods, and provides a more facile
method of manufacturing containers having improved barrier performance and appearance. The present method of
preparing a preform yields monolayer containers having excellent barrier properties, and that reduces degradation of
oxygen barrier properties thereby providing a more esthetic container, e.g., having a container improved optical properties,
such as a reduced haze.
[0028] An important feature of the present invention is the preparation of a preblend that is storage stable for at least
six months at 25°C and _% relative humidity. Another important feature is the preparation of a container from a preform
of the present invention wherein the oxygen scavenging capabilities of the barrier layer are not activated until the container
is filled with an aqueous fluid. Accordingly, the container has a long shelf life prior to filling, and a longer oxygen barrier
capability after filling with an aqueous fluid.
[0029] The present invention provides a method of manufacturing a plastic container having sufficient oxygen barrier
properties to maintain the integrity of oxygen-sensitive products, such as beer, packaged in the containers. The container
also has an excellent appearance. The container is prepared from a preform by methods well known in the art, and
comprises at least one barrier layer comprising a polyester, a polyamide material, and an oxygen scavenging material.
[0030] The preform is prepared by an injection-molding or extrusion process. In particular, the barrier layer of the
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preform is prepared as follows. A preblend containing a diluent polyester, a polyamide material, and an oxygen scavenging
material first is prepared. The preblend is added to, and admixed with, a base polyester in an injection screw, prior to
the injection-molding or extrusion step.
[0031] In particular, the preblend comprises (a) about 25% to about 75%, by weight, of a diluent polyester, (b) about
25% to about 75%, by weight, of a polyamide material, and (c) about 20 to about 2000 ppm of an oxygen scavenging
material. Components (a), (b), and (c) are intimately admixed, and, preferably, formed into pellets or granules for addition
to the base polyester. It also is envisioned that a particulate, or powdered, preblend of (a), (b), and (c) can be added to
the base polyester.
[0032] More particularly, the preblend contains about 25% to about 75%, and preferably about 30% to about 70%, by
weight, of the diluent polyester. In more preferred embodiments, the preblend contains about 40% to about 60%, by
weight, of the diluent polyester.
[0033] The diluent polyester is a condensation product of a dibasic acid and a glycol. Typically, the dibasic acid
comprises an aromatic dibasic acid, or ester or anhydride thereof, such as isophthalic acid, terephthalic acid, naphthalene-
1,4-dicarboxylic acid, naphthalene-2,6,-dicarboxylic acid, phthalic acid, phthalic anhydride, tetrahydrophthalic anhydride,
trimellitic anhydride, diphenoxyethane-4,4’-dicarboxylic acid, diphenyl-4,4’-dicarboxylic acid, and mixtures thereof. The
dibasic acid also can be an aliphatic dibasic acid or anhydride, such as adipic acid, sebacic acid, decane-1,10-dicarboxylic
acid, fumaric acid, succinic anhydride, succinic acid, cyclohexanediacetic acid, glutaric acid, azeleic acid, and mixtures
thereof. Other aromatic and aliphatic dibasic acids known to persons skilled in the art also can be used. Preferably, the
dibasic acid comprises an aromatic dibasic acid, optionally further comprising up to about 20%, by weight of the dibasic
acid component, of an aliphatic dibasic acid.
[0034] The glycol, or diol, component of the diluent polyester comprises ethylene glycol, propylene glycol, butane-1,4-
diol, diethylene glycol, a polyethylene glycol, a polypropylene glycol, neopentyl glycol, a polytetramethylene glycol, 1,6-
hexylene glycol, pentane-1,5-diol, 3-methylpentanediol-(2,4), 2-methylpentanediol-(1,4), 2,2,4-trimethylpentanedi-
ol-(1,3), 2-ethylhexanediol-(1,3), 2,2-diethylpropanediol-(1,3), hexanediol-(1,3), 1,4-di-(hydroxyethoxy)benzene, 2,2-
bis-(4-hydroxycyclohexyl)propane, 2,4-dihydroxy-1,1,3,3-tetramethylcyclobutane, 2,2-bis-(3-hydroxyethoxyphenyl)pro-
pane, 2,2-bis-(4-hydroxypropoxyphenyl) propane, 1,4-dihydroxymethyl-cyclohexane, and mixtures thereof. Additional
glycols known to persons skilled in the art also can be used as the glycol component of the diluent polyester.
[0035] Two preferred diluent polyesters are PET and PEN. The PET and PEN can be homopolymers, or copolymers
further containing up to 10 mole percent of a dibasic acid different from terephthalic acid or a naphthalene dicarboxylic
acid, and/or up to 10 mole percent of a glycol different from ethylene glycol.
[0036] As used herein, the term "PEN" refers to polyethylene naphthalene 2,6-dicarboxylate, polyethylene naphthalene
1,4-dicarboxylate, polyethylene naphthalene 1,6-dicarboxylate, polyethylene naphthalene 1,8-dicarboxylate, and poly-
ethylene naphthalene 2,3-dicarboxylate. Preferably, PEN is polyethylene naphthalene 2,3-dicarboxylate.
[0037] In particular, the diluent polyester preferably comprises PET (e.g., virgin bottle grade PET or postconsumer
PET (PC-PET)), cyclohexane dimethanol/PET copolymer (PETG), polyethylene naphthalate (PEN), polybutylene tereph-
thalate (PBT), and mixtures thereof.
[0038] Suitable polyesters also can include polymer linkages, side chains, and end groups different from the formal
precursors of the simple polyesters previously specified.
[0039] Suitable polyesters for use in the present invention typically have an intrinsic viscosity of about 0.6 to about
1.2, and more preferably about 0.7 to about 1.0 (for a 60/40 blend of phenol/tetrachloroethane solvent). For PET, an
intrinsic viscosity value of 0.6 corresponds approximately to a viscosity average molecular weight of 36,000, and an
intrinsic viscosity value of 1.2 corresponds approximately to a viscosity average molecular weight of 103,000.
[0040] The diluent polyester optionally can include additives that do not adversely affect the preblend, or preforms or
containers prepared therefrom. The optional additives include, but are not limited to, stabilizers, e.g., antioxidants or
ultraviolet light screening agents, extrusion aids, drying agents, fillers, anticlogging agents, crystallization aids, impact
modifiers, additives designed to make the polymer more degradable or combustible, dyes, pigments, and mixtures
thereof. The optional additives are present in the diluent polyester in an amount of 0% to about 2%, by weight of the
diluent polyester, individually, and 0% to about 10%, by weight of the diluent polyester, in total.
[0041] In addition to the diluent polyester, the preblend contains about 25% to about 75%, and preferably about 30%
to about 70%, by weight, of a polyamide material. In more preferred embodiments, the preblend contains about 40% to
about 60%, by weight, of the polyamide material.
[0042] The polyamide material can be an aromatic polyamide or an aliphatic polyamide. The polyamide material also
can be homopolyamide material or a copolyamide material. An aromatic polyamide, either a homopolymer or a copolymer,
is preferred.
[0043] A preferred class of polyamide materials is the MX nylons. MX nylons are polymers containing at least 70 mol%
of structural units obtained from m-xylylenediamine alone or a xylylenediamine mixture containing m-xylylenediamine
and p-xylylenediamine in an amount of less than 30% of the total amount and an α,ω-aliphatic dicarboxylic acid having
6-10 carbon atoms.



EP 2 272 912 B1

6

5

10

15

20

25

30

35

40

45

50

55

[0044] Examples of MX polymers include homopolymers, such as poly-m-xylylene adipamide and poly-m-xylylene
sebacamide, copolymers, such as m-xylylene/p-xylylene adipamide copolymer, m-xylylene/p-xylylene pyperamide co-
polymer, and m-xylylene/p-xylylene azelamide copolymer, and copolymers of these homopolymer or copolymer com-
ponents and aliphatic diamines such as hexamethylenediamine, cyclic diamines such as piperazine, aromatic diamines
such as p-bis(2-aminoethyl)benzene, aromatic dicarboxylic acids such as terephthalic acid, lactams such as ε-caprol-
actam, ω-aminocarboxylic acids such as ω-amino-heptoic acid, and aromatic aminocarboxylic acids such as p-ami-
nobenzoic acid. Optionally, polymers such as nylon 6, nylon 66, nylon 610, and nylon 11 can be incorporated into the
MX polymers.
[0045] An especially preferred aromatic polyamide is the polymer formed by the polymerization of metaxylylenediamine
(i.e., H2NCH2-m-C6H4-CH2NH2) and adipic acid (i.e., HO2C(CH2)4CO2H), for example, a product manufactured and
sold by Mitsubishi Gas Chemicals, Japan, under the designation MXD6. Various grades of MXD6 are available, e.g.,
grades 6001, 6007, 6021. A preferred aliphatic polyamide material is nylon 66. Other suitable polyamides include, for
example, GRIVORY® (e.g., GRIVORY® G16 and G21, which are copolyamides having both linear aliphatic units and
ring-like aromatic components, available from EMS-Chemie Inc.) and VERSAMID® (an aliphatic polyamide typically
used as an ink resin and available from Cognis Corporation).
[0046] In addition to the diluent polyester and polyamide material, the preblend contains an oxygen scavenging material.
The oxygen scavenging material is present in an amount of about 20 to about 2000, and preferably about 50 to about
1500 ppm, by weight of the preblend. In more preferred embodiments, the preblend contains about 100 to about 1000
ppm of the oxygen scavenging material, by weight of the preblend.
[0047] An "oxygen scavenger" is any material or compound that can remove oxygen from the interior of a closed
package, or prevent oxygen from entering the interior of the package, either by reacting or combining with the entrapped
oxygen, or by promoting an oxidation reaction that yields innocuous products.
[0048] The oxygen scavenging material imparts high oxygen barrier properties, i.e., a substantial capacity to withstand
the passage of oxygen, to the container. The effect responsible for the barrier properties capacity is referred to as the
oxygen "scavenger"-effect. While not intended to be bound by any theory, it is proposed that oxygen scavenging materials
form active metal complexes having a capacity to bond with oxygen. Thus, the oxygen scavenging material confers high
oxygen barrier properties to the container.
[0049] A broad variety of metallic compounds are effective in providing the oxygen scavenging effect, and an appropriate
oxygen scavenging material is selected based on cost and compatibility with the diluent polyester and polyamide material
of the preblend. A preferred oxygen scavenging material is a metal, or a complex or salt of a metal, selected from the
first, second, and third transition series of the periodic table. Such metals include iron, cobalt, copper, manganese, zinc,
nickel, ruthenium, rhodium, palladium, osmium, iridium, and platinum. Suitable oxygen scavenging materials for use in
the present invention also include aluminum powder, aluminum carbide, aluminum chloride, cobalt powder, cobalt oxide,
cobalt chloride, antimony powder, antimony oxide, antimony triacetate, antimony chloride III, antimony chloride V, iron,
electrolytic iron, iron oxide, platinum, platinum on alumina, palladium, palladium on alumina, ruthenium, rhodium, copper,
copper oxide, nickel, and mixed metal nanoparticles (e.g., cobalt iron oxide nanoparticles) . Suitable nanoparticles have
an average particle size of less than about 200 nm, preferably less than about 100 nm, and more preferably about 5 to
about 50 nm.
[0050] A cobalt, iron, nickel, copper, or manganese compound is the preferred oxygen scavenging material. A cobalt
compound is most preferred. Typically, the oxygen scavenging material is present as a salt or a complex of a metal.
The anion of the salt can be inorganic or organic. Examples of anions include halide, especially chloride, acetate, stearate,
and octoate. Other oxygen scavenging agents include cobalt (II) bromide and cobalt carboxylate. Cobalt carboxylate is
available as cobalt SICCATOL® (trademark of Akzo Chemie Nederland B.V., Amersford, Netherlands). A cobalt car-
boxylate is a solution of C8-C10 cobalt carboxylates and the concentration of cobalt (as metal) is about 10%, by weight,
relative to the solution.
[0051] The relative amounts of the diluent polyester, polyamide material, and oxygen scavenging material in the
preblend is related to variables such as the identity of the base polyester, the product to be packaged in the container,
and the amount of the preblend added to the base polymer. The preblend can be in the form of pellets, granules, or a
powder.
[0052] A general method of preparing one embodiment of a preblend of the present invention containing PET, MXD6,
and a cobalt oxygen scavenging material on a twin screw extruder follows. In particular, the diluent polyester (PET) is
dried in a fixed bed dessicant dryer, such as a dryer manufactured by Conair. Typical drying conditions for a PET are
about four hours at about 160°C. The MXD6 either can be used as supplied in sealed foil bags from the manufacture,
or can be dried either separately or in combination with the PET at about 140°C. A cobalt oxygen scavenging material
can be in a liquid form or in a solid form. The cobalt catalyst can be preblended with one or both of the PET and MXD6
in a Henschel mixer (Henschel Industrietecknik GmBH, Kassel, Germany), or pumped separately in liquid form into a
feed throat of an extruder. Preferably, the cobalt oxygen scavenging material is introduced concurrently with at least
one of the PET and MXD6 in a first feed zone of the extruder.
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[0053] In the following, preferred embodiments of the present application are summarized:

1. A method comprising the steps of:

(a) forming a preblend comprising:

(i) a diluent polyester,
(ii) a polyamide material, and
(iii) an oxygen scavenging material;

(b) providing a base polyester;
(c) introducing the preblend of step (a) and the base polyester of step (b) into a molding apparatus to permit
melting and admixing of the preblend and the base polyester;
(d) injection molding or extruding the admixture of step (c) in the apparatus to provide a monolayer preform and
(e) expanding the preform of step (d) to provide a plastic container having a barrier layer formed from the
admixture of step (c).

4. The method of item 1 wherein barrier properties of the container are activated after the container is filled with an
aqueous’ fluid.

5. The method of item 1 wherein the preblend of step (a) has a greater stability after storage for six months at 25°C
and 40% relative humidity than a blend containing only a polyamide material and an oxygen scavenging material
storage under identical storage conditions.

6. The method of item 1 wherein the preblend is in a form of solid particles.

7. The method of item 1 wherein the diluent polyester is present in the preblend in an amount of about 25% to about
75%, by weight of the preblend.

8. The method of item 1 wherein the diluent polyester comprises a homopolymer or a copolymer of a polyethylene
terephthalate, a polyethylene naphthalate, a polybutylene terephthalate, a cyclohexane dimethanol/polyethylene
terephthalate copolymer, or a mixture thereof.

9. The method of item 8 wherein the polyethylene terephthalate comprises a virgin bottle grade polyethylene tereph-
thalate, a post consumer grade polyethylene terephthalate, or a mixture thereof.

10. The method of item 1 wherein the polyamide material is present in the preblend in an amount of about 25% to
about 75%, by weight of the preblend.

11. The method of item 1 wherein the polyamide material comprises a polymer containing m-xylylenediamine mon-
omer units, p-xylylenediamine monomer units, or a mixture thereof.

12. The method of item 1 wherein the polyamide material comprises a polymerization product of m-xylyenediamine
and adipic acid.

13. The method of item 1 wherein the oxygen scavenging material is present in the preblend in an amount of about
20 to about 2000 parts per million, by weight.

14. The method of item 1 wherein the oxygen scavenging material comprises a transition metal, or a complex or a
salt thereof, selected from the first, second, or third transition metal series of the periodic table.

15. The method of item 1 wherein the oxygen scavenging material is selected from the group consisting of cobalt,
iron, nickel, copper, manganese, and mixtures thereof, or a salt or complex thereof.

16. The method of item 1 wherein the preblend comprises about 30% to about 70%, by weight, of a diluent polyester
comprising a polyethylene terephalate, a polyethylene naphthalate, or a mixture thereof; about 30% to about 70%,
by weight, of an aromatic polyamide material; and about 50 to about 1500 ppm, by weight, of an oxygen scavenging
material comprising a salt or a complex of cobalt.
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17. The method of item 1 wherein the base polyester is in a form of solid particles.

18. The method of item 1 wherein the preblend and the base polyester are admixed in an amount of about 0.5% to
about 20%, by weight, of the preblend, and about 80% to about 99.5%, by weight, of the base polyester.

19. The method of item 1 wherein the base polyester is selected from the group consisting of a polyethylene
terephthalate, a polynaphthalene terephthalate, a polybutylene terephthalate, a cyclohexane dimethanol/polyethyl-
ene terephthalate copolymer, or a mixture thereof.

20. The method of item 19 wherein the polyethylene terephthalate comprises a virgin bottle grade polyethylene
terephthalate, a post consumer grade polyethylene terephthalate, or a mixture thereof.

21. The method of item 1 wherein the preform contains about 10 to about 80 ppm, by weight, of the oxygen scavenging
material.

[0054] The following Example 1 is a nonlimiting example of a preblend containing (a) 46%, by weight, of a PET, (b)
54%, by weight, MXD6, and (c) 500 ppm of cobalt oxygen scavenging material (as cobalt neodecanoate).

EXAMPLE 1

[0055] MXD6 Grade 6007 (16.2 pounds), available from Mitsubishi Gas Corporation, was admixed with 13.8 pounds
of PET Grade 9663, available from Voridian Chemical, and the resulting blend was dried for four hours at 140°C. To ten
pounds of this mixture was added 2.27 g (500 ppm by weight) cobalt neodecanoate (i.e., 128 ppm based on cobalt ion)
available from OM Group, Inc., Cleveland, OH. The mixture was blended by hand, then introduced into the feedthroat
of a Werner and Pfleiderer ZSK-25 twin screw extruder equipped with a volumetric feeder. The heated zones of the
extruder were maintained between 240°C and 280°C. The extruded blend was stranded onto an air-cooled belt, then
palletized. The resulting pellets were recrystallized at 120°C for four hours under vacuum.
[0056] As disclosed above, solid particles of the preblend are admixed with solid particles of a base polymer prior to
the injection step of an injection-molding or extrusion process to provide a barrier layer of a preform. The preforms are
converted into containers in subsequent process steps. In particular, the preblend particles are metered into, and admixed
with, the base polyester particles in the injector screw, prior to the injection step.
[0057] The preblend is added to the base polymer in an amount of about 0.5% to about 20%, and preferably about
1% to about 15%, by weight, of the preblend/base polyester mixture. In more preferred embodiments, the preblend is
present in an amount of about 2% to about 12%, by total weight of the preblend/base polyester mixture.
[0058] The base polyester can be the same as, or different from, the diluent polyester of the preblend. The base
polymer can comprise a single polymer or a mixture of two or more polymers. Suitable base polymers include polyesters
described above with respect to the identity of the diluent polymer. Like the preblend, the base polyester, or preblend/-
base polyester mixture, can contain optional ingredients known to persons skilled in the art.
[0059] The selection of a base polyester is not especially limited. However, a requirement is compatibility between
the base polyester and the components of the preblend. Persons skilled in the art are capable of selecting the base
polyester for use with a particular preblend. Furthermore, the components of the preblend can be selected with a view
to the desired base polyester in order to provide a physically and chemically compatible preblend/base polymer mixture.
[0060] The proportion of the preblend to the base polymer also depends on various parameters, such as the identity
of the components, and weight percents thereof, in the preblend, the identity of the base polyester, desired barrier effect,
particular end use of the container, desired container shelf life, recyclability, economics, and ease of manufacture.
[0061] Several different methods are practiced to prepare containers of the present invention.
[0062] In accordance with the present invention, to form a monolayer container, a preform is manufactured by an
injection-molding or extrusion process using the preblend and the base polyester. The preform then is converted to a
container using processes known to persons skilled in the art. In the present injection-molding or extrusion process, the
base polyester is introduced into the injector screw. Either at the feed throat or at an appropriate position along the length
of the injector screw, a preblend is added to the base copolyester. The preblend is added to the base polyester at a
point to permit sufficient admixing of the molten base polyester and the molten preblend to provide a homogeneous
admixture. The base polyester/preblend mixture then is injected or extruded to form a preform. The preform then is
heated and expanded, for example, to form a monolayer container.
[0063] In general, in the preparation of a monolayer container a base polyester/preblend mixture is fed, without exposure
to the ambient atmosphere, into a molding apparatus where, in accordance with conventional techniques, the mixture
is melted and a preform is injection molded or extruded from the molten blend. For injection molding, the base polyester/-
preblend mixture is held in the compression section of the injection-molding apparatus at a temperature of about 255°C
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to about 280°C, preferably about 260°C to about 275°C, and also in the injection nozzle generally within the same
temperature range. The preform is cooled rapidly in order to remain amorphous.
[0064] The amorphous preform subsequently is reshaped into a container. In certain physical applications, reshaping
is effected wherein a preform of amorphous material is expanded in the axial direction and/or in its circumferential
direction into an intermediate preform that is thinner than the preform, and preferably is at least a monoaxially oriented
material. The intermediate preform subsequently is subjected to further expansion into the final shape of the container.
In other physical applications, the preform is converted into the container in a single forming stage. The present method
of manufacturing a monolayer container also permits the use of post consumer PET, which substantially reduced pro-
duction costs.
[0065] The following nonlimiting examples illustrate the present invention and are not to be construed as limiting the
scope thereof.

EXAMPLE 2

[0066] Carbonated soft drink bottles were manufactured from a base polyester and a preblend containing 46%, by
weight, diluent polyester; 54%, by weight, polyamide material; and 500 ppm cobalt ion, as cobalt neodecanoate.
[0067] As set forth in the table below, a preblend was added to the base polyester in an amount of about 4%, by
weight, of the total mixture. The containers prepared from the resulting mixture were tested for barrier and esthetic
properties. Carbonated soft drink bottles used in this example were prepared in general as follows:

A preblend, such as Example 1, was dried in a Conair dryer for 3 hours at 140°C to a maximum moisture content
of 50 ppm. The dried preblend was charged into a volumetric feeder (available commercially from Maguire Products,
Aston, PA) mounted on the feedthroat of a Husky injection-molding machine. The hopper of the volumetric feeder
was fitted with a nitrogen gas purge to ensure that the dried preblend was maintained free of moisture and oxygen
during processing. Delivery of the volumetric feeder was synchronized electronically with the delivery of the PET
into the feedthroat of the injection screw. The feeder was calibrated to deliver a predetermined amount of the preblend
with each cycle, typically corresponding to about 1 to about 10 weight percent of the total composition. Preforms
containing the preblend and base polymer then were produced in the same manner as preforms containing only
PET, as is known in the art. The preforms then were blowmolded according to methods well known in the art to
provide a soft drink bottle, or, after blowmolding, were subjected to an optional heat set step to provide hot-filled
juice bottles.

[0068] Various containers were prepared by the above method from different preblends and different base polymers,
then tested for barrier properties and haze as summarized in Table 1.

[0069] Containers 1-7 were prepared from the following components. Each preblend contained 46 wt% of a PET, 54
wt% of an MXD6, and 500 ppm of cobalt neodecanoate. The PET of the preblend and the base PET are identical for
each container. All containers were prepared using 4 wt% of the preblend, which provides 20 ppm, respectively, of cobalt
ion (as cobalt neodecanoate, available from Eastman Chemicals).
[0070] Container 1--a high molecular weight PET (i.e., TRAYTUF 8506, available from M&G Polymer USA, LLC,
Houston, TX), MXD6 (Grade 6121 available from Mitsubishi Gas Corporation);
Container 2--TRAYTUF 8506 PET, MXD6 (Grade 6007);

TABLE 1

Container No. % Preblend Unfilled Cold Filled % Hase1)

1 4 0.0198 0.0137 0.34/0.10

2 4 0.0026 <0.0025 0.07/0.16

3 4 0.0246 <0.0025 0.07/0.07

4 4 0.0219 0.0043 0.03/0.10

5 4 0.0110 <0.0025 0.06/0.04

6 4 0.1183 0.0345 2.71/1.41

7 4 0.0213 0.0028 0.20/0.45

1) two replicate tests.
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Container 3--Eastman 9663 PET, available from Eastman Chemical, MXD6 (Grade 6007);
Container 4--Eastman 9663 PET, MXD6 (Grade 6007);
Container 5--TRAYTUF 8506 PET, MXD6 (Grade 6007);
Container 6--Eastman 9663 PET, MXD6 (Grade 6121); and
Container 7--TRAYTUF 8506 PET, MXD6 (Grade 6121) .
The different PET components had essentially the same intrinsic viscosity. The different MXD6 components varied in
molecular weight and viscosity.
[0071] The data in Table 1 summarizes oxygen permeability for unfilled containers and containers cold filled with water
for 48 hours. Oxygen transmission measurements were performed on a Mocon Oxtran 2/20 Model ML and SM that was
adapted for use with 10 oz. (295 ml) bottles at ambient temperature and humidity. The containers were conditioned for
24 to 48 hours prior to each measurement. The test provided Mocon data for a 120-hour examination time and illustrates
oxygen permeability in cc O2/package/day. Table 1 also contains data from a haze test performed using a Hunter
Laboratories Color-quest apparatus.
[0072] The data in Table 1 shows that containers prepared from preforms manufactured in accordance with the present
method provided excellent oxygen barrier properties, especially in the cold filled containers wherein the cobalt/MXD6
barrier system has been activated. The % haze values show that the containers also exhibit an excellent appearance
in addition to high barrier properties.
[0073] In particular, the unfilled containers exhibited an oxygen permeability greater than cold filled containers, e.g.,
about 10 times greater. This illustrates that the oxygen barrier properties of containers manufactured in accordance with
the present invention are initiated after the container is filled. This is an important aspect of the present invention because,
after activation, oxygen barrier properties degrade over time. By initiating oxygen barrier properties after filling, as
opposed to during unfilled storage, a product packaged in the container is protected for a longer period of time.
[0074] The present method overcomes problems associated with prior methods of manufacturing containers compris-
ing a polyester, a polyamide material, and an oxygen scavenging material. First, the preblend is stable over a prolonged
time period prior to forming the preform. The presence of a diluent polyester prevents or retards activation of the oxygen
barrier complex, and allows storage of the preblend for several months prior to manufacture of a preform. This feature
is a significant economic benefit to container manufacturers. Second, because oxygen barrier properties are not activated
until a container is filled, the present method allows the manufacture of a container having excellent barrier and esthetic
properties long after the container has been made.
[0075] The present method also permits a homogeneous distribution of the oxygen scavenging material throughout
the polyester, reduces degradation of the oxygen barrier effect because of a premature contact and activation of the
polyamide-oxygen scavenging metal complex, increases thermal stability of the PET/preblend mixture resulting in im-
proved stability, and is facile and economically attractive. Importantly, the preparation of the preblend minimizes or
eliminates contact between the polyamide material and the oxygen scavenging material prior to incorporation into the
base polyester. This in turn eliminates premature activation of the oxygen scavenging complex, i.e., premature oxidation,
which reduces the oxygen barrier properties of the monolayer container.
[0076] Containers manufactured using the present method exhibited permeability coefficients for oxygen of between
0.1 and 0.01. Thus, these containers are especially well suited as a package for products wherein high oxygen barrier
properties are required.
[0077] A monolayer container of the present invention provides excellent oxygen barrier properties and esthetic prop-
erties for packaging products such as carbonated soft drinks. A present container is particularly useful in packaging
products such as beer, citrus products, tomato-based products, and aseptically packaged meat, because such products
rapidly lose flavor due to oxygen migration into the bottle.

Claims

1. A method comprising the steps of:

(a) providing a preblend comprising:

(i) a diluent polyester,
(ii) a polyamide material, and
(iii) an oxygen scavenging material;

(b) providing a base polyester;
(c) introducing the preblend of step (a) and the base polyester of step (b) into a molding apparatus to permit
melting and admixing of the preblend and the base polyester;
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(d) injection molding or extruding the admixture of step (c) in the apparatus to provide a monolayer preform or
plastic container having a barrier layer formed from the admixture of step (c).

2. The method of claim 1 wherein the diluent polyester is present in the preblend in an amount of 25% to 75%, by
weight of the preblend.

3. The method of claim 1 wherein the diluent polyester comprises a homopolymer or a copolymer of a polyethylene
terephthalate, a polyethylene naphthalate, a polybutylene terephthalate, a cyclohexane dimethanol/polyethylene
terephthalate copolymer, or a mixture thereof.

4. The method of claim 1 wherein the polyamide material is present in the preblend in an amount of 25% to 75% by
weight of the preblend.

5. The method of claim 1 wherein the polyamide material comprises a polymer containing m-xylylenediamine monomer
units, p-xylylenediamine monomer units, or a mixture thereof.

6. The method of claim 1 wherein the polyamide material comprises a polymerization product of m-xylylenediamine
and adipic acid.

7. The method of claim 1 wherein the oxygen scavenging material is present in the preblend in an amount of 20 to
2000 ppm by weight.

8. The method of claim 1 wherein the oxygen scavenging material comprises a transition metal, or a complex or a salt
thereof, selected from the first, second, or third transition metal series of the periodic table.

9. The method of claim 1 wherein the preblend’ comprises 30% to 70% , by weight, of a diluent polyester comprising
a polyethylene terephthalate, a polyethylene naphthalate, or a mixture thereof; 30% to 70% by weight, of an aromatic
polyamide material; and 50 to 1500 ppm by weight, of an oxygen scavenging material comprising a salt or a complex
of cobalt.

10. The method of claim 1 wherein the preblend and the base polyester are admixed in an amount of 0.5 to 20 %, by
weight, of the preblend, and about 80% to about 99.5%, by weight, of the base polyester.

11. The method of claim 1 wherein the base polyester is selected from the group consisting of a polyethylene tereph-
thalate, a polynaphthalene terephthalate, a polybutylene terephthalate, a cyclohexane dimethanol/polyethylene
terephthalate opolymer, or a mixture thereof.

12. The method of claim 3 or claim 11 wherein the polyethylene terephthalate comprises a virgin bottle grade polyethylene
terephthalate.

Patentansprüche

1. Ein Verfahren, das die Schritte umfasst:

(a) Bereitstellen einer Vormischung, umfassend:

(i) einen Verdünner-Polyester,
(ii) ein Polyamidmaterial, und
(iii) ein sauerstoffabfangendes Material;

(b) Bereitstellen eines Basis-Polyesters;
(c) Einbringen der Vormischung aus Schritt (a) und des Basis-Polyesters aus Schritt (b) in eine Formvorrichtung,
um Schmelzen und Mischen der Vormischung und des Basis-Polyesters zu ermöglichen;
(d) Spritzgießen oder Extrudieren der Mischung aus Schritt (c) in der Vorrichtung, um eine einschichtige Vorform
oder einen Kunststoffbehälter, der eine Barriereschicht aufweist, die aus der Mischung von Schritt (c) gebildet
ist, bereitzustellen.



EP 2 272 912 B1

12

5

10

15

20

25

30

35

40

45

50

55

2. Das Verfahren gemäß Anspruch 1, wobei der Verdünner-Polyester in der Vormischung in einer Menge von 25 Gew.-
% bis 75 Gew.-% der Vormischung vorliegt.

3. Das Verfahren gemäß Anspruch 1, wobei der Verdünner-Polyester ein Homopolymer oder ein Copolymer eines
Polyethylenterephthalats, eines Polyethylennaphthalats, eines Polybutylenterephthalats, eines Cyclohexandime-
thanol/Polyethylenterephthalatcopolymers oder eines Gemischs davon umfasst.

4. Das Verfahren gemäß Anspruch 1, wobei das Polyamidmaterial in der Vormischung in einer Menge von 25 Gew.-
% bis 75 Gew.-% der Vormischung vorliegt.

5. Das Verfahren gemäß Anspruch 1, wobei das Polyamidmaterial ein Polymer, das m-Xylylendiamin-Monomerein-
heiten, p-Xylylendiamin-Monomereinheiten oder ein Gemisch davon enthält, umfasst.

6. Das Verfahren gemäß Anspruch 1, wobei das Polyamidmaterial ein Polymerisationsprodukt aus m-Xylylendiamin
und Adipinsäure umfasst.

7. Das Verfahren gemäß Anspruch 1, wobei das sauerstoffabfangende Material in der Vormischung in einer Menge
von 20 bis 2000 Gewichts-ppm vorliegt.

8. Das Verfahren gemäß Anspruch 1, wobei das sauerstoffabfangende Material ein Übergangsmetall oder einen Kom-
plex oder ein Salz davon, ausgewählt aus der ersten, zweiten oder dritten Übergangsmetallreihe des Periodensys-
tems, umfasst.

9. Das Verfahren gemäß Anspruch 1, wobei die Vormischung 30 Gew.-% bis 70 Gew.-% eines Verdünner-Polyesters,
umfassend ein Polyethylenterephthalat, ein Polyethylennaphthalat oder ein Gemisch davon; 30 Gew.-% bis 70
Gew.-% eines aromatischen Polyamidmaterials; und 50 bis 1500 Gewichts-ppm eines sauerstoffabfangenden Ma-
terials, welches ein Salz oder einen Komplex von Cobalt umfasst, umfasst.

10. Das Verfahren gemäß Anspruch 1, wobei die Vormischung und der Basis-Polyester in einer Menge von 0,5 Gew.-
% bis 20 Gew.-% der Vormischung und etwa 80 Gew.-% bis etwa 99,5 Gew.-% des Basis-Polyesters gemischt
werden.

11. Das Verfahren gemäß Anspruch 1, wobei der Basis-Polyester ausgewählt ist aus der Gruppe bestehend aus einem
Polyethylenterephthalat, einem Polynaphthalenterephthalat, einem Polybutylenterephthalat, einem Cyclohexandi-
methanol/Polyethylenterephthalatcopolymer oder einem Gemisch davon.

12. Das Verfahren gemäß Anspruch 3 oder Anspruch 11, wobei das Polyethylenterephthalat ein Polyethylenterephthalat
der Güteklasse für fabrikneue Flaschen umfasst.

Revendications

1. Procédé comprenant les étapes consistant à :

(a) fournir un prémélange comprenant :

(i) un polyester diluant,
(ii) un matériau de polyamide, et
(iii) un matériau inactiveur d’oxygène,

(b) fournir un polyester de base ;
(c) introduire le prémélange de l’étape (a) et du polyester de base de l’étape (b) dans un appareil de moulage
pour permettre la fusion et le mélange du prémélange et du polyester de base ;
(d) mouler par injection ou extruder le mélange de l’étape (c) dans l’appareil pour produire une préforme mo-
nocouche ou un récipient en plastique ayant une couche de barrière, formé à partir du mélange de l’étape (c).

2. Procédé de la revendication 1 dans lequel le polyester diluant est présent dans le prémélange en une quantité de
25 % à 75 % en poids du prémélange.
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3. Procédé de la revendication 1 dans lequel le polyester diluant comprend un homopolymère ou un copolymère d’un
polyéthylène-téréphtalate, un polyéthylène-naphtalate, un polybutylène-téréphtalate, un copolymère de cyclohexa-
ne-diméthanol/polyéthylène-téréphtalate, ou un mélange de ceux-ci.

4. Procédé de la revendication 1 dans lequel le matériau polyamide est présent dans le prémélange en une quantité
de 25 % à 75 % en poids du prémélange.

5. Procédé de la revendication 1 dans lequel le matériau de polyamide comprend un polymère contenant des motifs
de monomère de m-xylylènediamine, des motifs de monomère de p-xylylènediamine, ou un mélange de ceux-ci.

6. Procédé de la revendication 1 dans lequel le matériau de polyamide comprend un produit de polymérisation de m-
xylylènediamine et d’acide adipique.

7. Procédé de la revendication 1 dans lequel le matériau inactiveur d’oxygène est présent dans le prémélange en une
quantité de 20 à 2000 parties par million, en poids.

8. Procédé de la revendication 1 dans lequel le matériau inactiveur d’oxygène comprend un métal de transition, ou
un complexe ou un sel de celui-ci, choisi parmi les première, deuxième ou troisième séries de métaux de transition
de la table périodique.

9. Procédé de la revendication 1 dans lequel le prémélange comprend 30 % à 70 %, en poids, d’un polyester diluant
comprenant un polyéthylène-téréphtalate, un polyéthylène-naphtalate, ou un mélange de ceux-ci ; 30 % à 70 %,
en poids, d’un matériau de polyamide aromatique ; et 50 à 1500 ppm, en poids, d’un matériau inactiveur d’oxygène
comprenant un sel ou un complexe de cobalt.

10. Procédé de la revendication 1 dans lequel le prémélange et le polyester de base sont mélangés en une quantité
de 0,5 % à 20 %, en poids, du prémélange et environ 80 % à environ 99,5 %, en poids, du polyester de base.

11. Procédé de la revendication 1 dans lequel le polyester de base est choisi dans le groupe constitué d’un polyéthylène-
téréphtalate, un polynaphtalène-téréphtalate, un polybutylène-téréphtalate, un copolymère de cyclohexane-dimé-
thanol/polyéthylène-téréphtalate, ou un mélange de ceux-ci.

12. Procédé de la revendication 3 ou la revendication 11 dans lequel le polyéthylène-téréphtalate comprend un polyé-
thylène-téréphtalate de grade pour bouteille vierge.
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