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Technical  Field 

The  present  invention  relates  to  a  method  of  retrieving  conditions  for  molding  which  is  applied  to 
technological  fields  such  as  plastic  injection  molding,  and  more  particularly,  to  a  method  of  retrieving 

5  molding  conditions  using  an  expert  system. 

Background  Art 

An  expert  system  for  supporting  injection  molding  technique  which  systemizes  the  accumulated 
io  experiences  and  knowhows  that  experienced  technicians  acquired  in  actual  molding  sites  has  recently  been 

developed  in  the  plastic  molding  field. 
The  aims  of  the  injection  molding  support  expert  system  are: 

*  To  improve  efficiency  in  setting  molding  conditions 
*  To  provide  database  for  experiences  and  knowhows 

75  *  To  educate  and  train  unexperienced  technicians 
The  injection  molding  support  expert  system  determines  the  molding  conditions  by  the  following  two 

steps. 

Process  1:  Initializing  molding  conditions 
20 

Taking  the  characteristics  of  molding  machines,  materials,  molds,  etc.  into  consideration,  the  molding 
conditions  for  the  first  trial  injection  are  inferred. 

Process  2:  Setting  molding  conditions 
25 

The  causes  of  problems  are  inferred  based  on  the  situations  in  which  the  problems  occurred  and  the 
records  of  countermeasures  taken  against  the  problems.  The  molding  conditions  are  modified  according  to 
the  causes  thus  inferred. 

However,  with  such  a  conventional  injection  molding  support  expert  system,  since  molding  conditions 
30  are  determined  without  taking  mass  production  into  consideration,  the  inferred  molding  conditions  are  not 

considered  to  be  optimized. 
The  optimal  molding  conditions  are: 

(1)  The  molding  error  be  suppressed  within  its  allowable  range. 
(2)  No  defects  occur  in  molded  products  by  disturbances  during  mass  production  operations. 

35  It  is  very  difficult  even  for  skilled  technicians  to  determine  the  optimal  conditions  from  their  experience 
and  knowhow,  taking  molding  errors  and  disturbances  into  account.  For  this  reason,  in  the  current  process, 
these  factors  are  not  taken  into  consideration  in  the  conventional  system. 

Recently,  studies  of  determining  the  optimal  molding  conditions  by  using  statistical  techniques  based 
on  quality  control  techniques  started  in  injection  molding  machine  fields. 

40  As  one  of  such  statistical  techniques  parameter  design  methods,  there  is  a  parameter  design  method 
which  determines  the  optimal  conditions  by  tests  and  experiments  in  different  process  conditions.  This 
method  is  conducted  according  to  the  following  procedures. 

(1)  Selecting  factors  expectedly  influencing  the  quality  of  products  and  the  levels  of  scale  and  factors  in 
experiments. 

45  (2)  Conducting  trial  molding  based  on  an  experimental  plan  to  obtain  samples. 
(3)  Measuring  notable  characteristics  of  a  number  of  the  samples. 
(4)  Analyzing  the  measured  data  and  evaluating  the  controllability  and  variance  in  terms  of  SN  ratio. 
Examining  the  influences  of  the  condition  setting  factors  on  the  SN  ratio  and  obtaining  optimal  conditions 
by  assigning  high  SN  ratios  to  influential  factors. 

50  In  the  parameter  design  method,  however,  in  order  to  cope  with  a  plurality  of  defects  which  interact  with 
each  other  and  determining  multi-process  control  pattern  of  injection  velocity  and  pressure  maintenance,  a 
large  number  of  tests  and  high-level  specific  techniques  are  required  in  determining  the  influential  factors 
and  experimental  level.  Therefore,  there  remain  many  problems  in  practical  use. 

55  Disclosure  of  Invention: 

The  present  invention  comprises  a  first  process  of  inferring  causes  of  a  defect  from  countermeasure 
records  and  inputted  molding  defect  condition  and  determining  temporary  molding  conditions  through 
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repetitive  molding,  a  second  process  of  extracting  qualitative  defects  from  defects  occurred  in  the  first 
process;  performing  decision  analysis  over  the  extracted  qualitative  defects  with  use  of  the  countermeasure 
records  to  determine  a  boundary  of  a  defect  occurrence  region,  and  determining  molding  conditions  for 
removal  of  the  qualitative  defects  on  the  basis  of  the  defect  occurrence  region  boundary;  and  a  third 

5  process  of,  after  the  second  process,  extracting  quantitative  defects  from  the  defects  occurred  in  the  first 
process  and  executing  analysis  of  variance  based  on  design  of  experiments  with  respect  to  the  extracted 
quantitative  defects  with  use  of  the  countermeasure  records. 

In  accordance  with  the  present  invention,  a  statistical  technique  is  added  to  the  function  of  the 
conventional  expert  system. 

io  In  the  first  process,  fault  diagnosis  based  on  a  conventional  expert  system  is  carried  out  to  set  molding 
conditions.  Through  the  first  process,  the  molding  conditions  are  set  to  be  closer  to  its  optimal  conditions. 

Then  the  second  and  third  process  utilizing  the  statistical  technique  are  executed. 
In  the  second  process,  qualitative  defects  are  extracted  from  the  defects  occurred  in  the  first  process, 

decision  analysis  is  carried  out  over  the  extracted  qualitative  defects  with  use  of  the  countermeasure 
is  records  stored  in  the  expert  system  to  determine  the  boundary  of  the  defect  occurrence  region,  and 

molding  conditions  for  removal  of  the  qualitative  defects  are  determined  on  the  basis  of  the  defect 
occurrence  region  boundary.  The  molding  conditions  determined  in  the  second  process  correspond  to  a 
point  most  away  from  the  defect  occurrence  region  boundary. 

In  the  third  process,  qualitative  defects  are  extracted  from  the  defects  occurred  in  the  first  process, 
20  analysis  of  variance  based  on  design  of  experiment  is  carried  out  over  the  extracted  quantitative  defects 

with  use  of  the  countermeasure  records  to  determine  molding  conditions  for  removal  of  the  quantitative 
defects. 

The  third  process  is  carried  out  after  the  qualitative  defects  are  removed  through  the  second  process, 
so  that  the  analysis  of  variance  based  on  the  design  of  experiment  can  be  executed  over  only  the  target 

25  quantitative  defects  taken  into  consideration  while  suppressing  reoccurrence  of  the  non-target  qualitative 
defects. 

The  word  'qualitative  defects'  as  used  herein  is  referred  to  as  faults  that  can  be  identified  by  the 
presence  or  absence  of  their  occurrence  as  appearance  faults,  whereas  the  word  'quantitative  defects'  is 
referred  to  as  such  faults  evaluated  in  terms  of  numeric  value  and  variance. 

30  In  accordance  with  the  present  invention,  since  the  statistical  technique  is  linked  to  the  function  of  the 
conventional  expert  system,  the  countermeasure  records  stored  in  the  expert  system  can  be  utilized  and 
therefore  the  frequency  of  experiment  carried  out  in  the  statistical  technique  can  be  remarkably  reduced. 
Further,  in  carrying  out  the  statistical  techniques,  the  defects  are  divided  into  qualitative  and  quantitative 
defects  so  that  molding  conditions  for  removal  of  the  qualitative  defects  are  first  determined  and  then 

35  molding  conditions  for  removal  of  the  quantitative  defects  are  determined.  Therefore,  countermeasures  to  a 
plurality  of  defects  which  interact  with  each  other  are  easily  obtained  and  reliability  of  molding  conditions 
can  be  improved. 

Brief  Description  of  the  Drawings 
40 

Fig.  1  is  a  flowchart  for  illustrating  the  procedures  of  the  present  invention; 
Fig.  2  shows  a  general  injection  molding  support  expert  system; 
Fig.  3  is  a  flowchart  illustrating  the  procedures  in  determining  stable  molding  conditions  with  respect  to 
qualitative  molding  defect; 

45  Fig.  4  is  a  graph  illustrating  the  selecting  operation  of  molding  conditions  in  a  stable  molding  condition 
calculation  step; 
Figs.  5  to  7  are  graphs  illustrating  the  stable  molding  condition  calculation  step; 
Fig.  8  is  a  flowchart  illustrating  the  procedures  in  determining  optimal  conditions  for  quantitative  molding 
defect;  and 

50  Fig.  9  shows  an  example  of  analysis  of  variance. 

Best  Mode  for  Carrying  Out  the  Invention: 

The  present  invention  will  be  explained  in  connection  with  an  embodiment  shown  in  the  attached 
55  drawings. 

In  the  embodiment,  the  optimal  molding  conditions  are  determined  according  to  the  following  procedures  as 
shown  in  Fig.  1  . 

I.  Initializing  molding  conditions 

4 
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II.  Setting  molding  conditions 
III.  Determining  molding  conditions  for  qualitative  molding  defect 
IV.  Determining  molding  conditions  for  quantitative  molding  defect 

In  these  steps,  the  steps  I  and  II  are  functional  steps  conducted  in  the  conventional  injection  molding 
5  support  expert  system.  Explanation  will  first  be  made  as  to  the  steps  I  and  II. 

Fig.  2  shows  an  arrangement  of  an  expert  system  10  for  execution  of  the  steps  I  and  II.  When  an 
operator  inputs  a  defect  situation  in  response  to  a  question  from  a  computer,  the  expert  system  10  infers  a 
cause  of  the  defect  and  determines  the  optimal  countermeasure. 

The  expert  system  10  is  connected  on  line  to  an  injection  molding  machine  20,  so  that  set  conditions 
io  and  actually  measured  data  for  the  molding  machine  20  are  automatically  input  to  the  system  10,  molding 

conditions  inferred  by  the  system  10  are  automatically  set  for  the  molding  machine  20,  and  further  the 
molding  machine  is  automatically  operated  under  control  of  the  system  10.  The  expert  system  10  includes 
a  knowledge  base  30  in  which  various  sorts  of  knowledge  necessary  for  countermeasures  against  defects 
are  stored,  an  inference  engine  40  for  performing  inference  with  use  of  the  knowledge,  and  a  user  interface 

is  50  through  which  the  operator  inputs  defect  situation.  Stored  in  the  knowledge  base  30  are  various  sorts  of 
knowledge  including  the  knowledge  expressed  in  the  form  of  tables  showing  relationships  between  defects, 
causes  and  countermeasures,  the  know-how  of  setting  conditions  obtained  from  experienced  technicians, 
and  other  sorts  of  knowledge  indispensable  for  setting  the  conditions. 

When  the  system  10  is  activated,  the  system  10  asks  the  operator  a  question  on  defect  situation 
20  necessary  for  inferring  a  countermeasure.  In  response  to  the  question,  the  operator  inputs  the  detailed 

situation  through  the  user  interface  50.  On  the  basis  of  operator's  input,  the  system  10  infers  the 
countermeasure  and  provides  a  trial  injecting  operation.  Thereafter,  the  operator  again  inputs  the  situation 
after  the  injection  through  the  user  interface  50.  A  change  in  the  situation  caused  by  the  countermeasure  is 
stored  as  a  countermeasure  record  to  be  utilized  later  upon  inferring  the  subsequent  countermeasure. 

25  Inference  procedures  carried  out  by  the  system  10  are  as  follows. 

(1)  Determining  initial  molding  conditions 

When  the  operator  inputs  the  characteristics  of  the  molding  machine,  material  and  molds,  the  system 
30  infers  the  first  trial  injection  conditions. 

(2)  Automatically  setting  molding  conditions  and  conducting  trial  injection 

The  system  automatically  sets  molding  conditions  for  the  injection  molding  machine  20  to  cause  the 
35  machine  to  start  its  automatic  operation  under  the  set  conditions.  After  the  trial  injection,  the  system 

receives  from  the  molding  machine  20  and  stores  therein  the  set  values  of  the  molding  conditions  and 
actually  measured  values  such  as  cylinder  temperature  and  injection  quantity. 

(3)  Inputting  defect  situation  and  recording  countermeasures 
40 

The  operator  inputs  through  the  user  interface  50  the  type  and  location  of  a  currently  occurring  defect, 
the  defect  occurrence  situation,  etc.  After  modifying  the  set  conditions  and  conducting  the  countermeasure, 
the  operator  inputs  a  resultant  change  in  the  defect  caused  by  the  modification  and  conduction  through  the 
user  interface  50.  The  inputted  countermeasure  result  is  stored  in  the  system  for  later  utilization.  This 

45  recorded  data,  as  already  stated  above,  is  referred  to  as  the  countermeasure  record  (records  of  the  molding 
conditions  actually  set  and  the  then  defect  situation  change). 

(4)  Determining  the  countermeasure 

50  The  system  infers  the  defect  occurrence  cause  from  the  defect  occurrence  situation  and  the  coun- 
termeasure  record  and  on  the  basis  of  the  inference  result,  displays  a  list  of  several  countermeasures. 
Further,  the  system  evaluates  the  countermeasures  from  several  respects  and  determined  optimum  one  of 
the  countermeasures. 

55  (5)  Detailing  the  determined  countermeasure 

The  system  infers  how  the  parameters  of  molding  conditions  for  the  presented  countermeasure  are 
modified.  When  the  performance  of  the  countermeasure  is  expected  to  cause  occurrence  of  serious  defects 
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(such  as  burrs  or  improper  mold  release),  the  system  advises  the  operator  to  beforehand  take  a  preventive 
measure  against  it. 

(6)  Indicating  the  determined  countermeasure 
5 

The  system  indicates  the  countermeasure  determined  in  the  step  (6). 
The  operator  conducts  the  countermeasure,  modifies  the  inference  results  at  his  discretion  or  instructs 

the  system  to  retry  it.  The  injection  molding  support  expert  system  shown  in  Fig.  2  is  intended  to  remove 
various  types  of  defects  through  operator's  repetitive  interaction  with  the  system. 

io  In  this  embodiment,  the  injection  molding  support  expert  system  of  Fig.  2  is  used  to  execute  the 
aforementioned  steps  I  (initialization  of  molding  conditions)  and  II  (setting  of  molding  conditions)  and  to 
narrow  down  the  molding  conditions  to  a  certain  extent.  In  other  words,  through  the  steps  I  and  II,  major 
factors  (important  molding  parameters)  to  be  considered  for  the  occurrence  of  defects  as  well  as 
experimental  levels  (the  levels  of  the  respective  molding  parameters)  can  be  narrowed  down.  As  a  result, 

is  the  experiment  and  analysis  relating  to  the  steps  III  and  IV  can  be  conducted  under  a  so-called  less 
interactive  condition.  Further,  the  countermeasure  records  accumulated  in  the  steps  I  and  II  can  be  utilized 
in  the  statistical  technique  in  the  steps  III  and  IV. 

Next,  the  steps  III  and  IV  based  on  the  statistical  technique  are  executed  in  this  order.  In  more  detail, 
the  present  system  makes  the  molding  conditions  closer  to  its  optimal  molding  conditions  by  utilizing  the 

20  functions  of  the  steps  I  and  II  of  the  conventional  injection  molding  support  expert  system  and  then  inputs 
into  a  statistical  technique  mode  which  will  be  explained  below.  These  steps  III  and  IV  based  on  the 
statistical  technique  are  used  to  make  molded  products  with  less  tolerance  variations  through  molding 
operation  immune  to  disturbance.  It  is  an  important  point  to  execute  the  steps  III  and  IV  in  this  order.  III. 
Determining  molding  conditions  for  qualitative  molding  defect 

25  In  the  step  III,  an  appearance  defect  such  as  burr  or  jetting  that  can  be  evaluated  by  its  occurrence  or 
non-occurrence  is  referred  to  as  the  qualitative  molding  defect.  The  molding  conditions  are  determined  so 
as  to  remove  the  qualitative  molding  defect.  The  molding  conditions  determined  in  the  step  III  are  referred 
to  as  the  stable  conditions. 

Molding  parameters  to  be  adjusted  include  quantitative  parameters  such  as  resin  temperature  and 
30  injection  speed  and  qualitative  parameters  such  as  the  type  of  material  and  the  type  of  a  machine.  In  the 

step  III,  however,  only  quantitative  parameters  are  adjusted.  In  the  step  IV  of  determining  the  molding 
conditions  with  respect  to  the  quantitative  molding  defect,  adjustment  is  carried  out  for  both  of  the 
quantitative  and  qualitative  molding  parameters. 

Explanation  will  be  made  as  to  the  detailed  operation  of  the  step  III  by  referring  to  a  flowchart  of  Fig.  3. 
35  The  step  III  is  divided  further  into  sub-steps  A,  B  and  C  as  follows. 

Sub-step  A:  Determining  corresponding  defects  and  molding  parameters  (Steps  100  to  120  in  Fig.  3) 

First,  qualitative  molding  defect  such  as  burr  or  jetting  is  extracted  from  defects  occurred  in  the 
40  previous  step  II.  It  is  estimated,  on  the  basis  of  the  countermeasure  records  stored  in  the  knowledge  base, 

whether  or  not  the  qualitative  defects  occurred  in  the  step  II  again  take  place  when  the  values  of  molding 
parameters  in  the  molding  conditions  determined  in  the  step  II  are  modified  respectively  by  a  predeter- 
mined  set  amount,  and  the  qualitative  defects  judged  as  will  again  occur  and  the  molding  parameters 
corresponding  thereto  are  selected. 

45  For  example,  in  Fig.  4,  it  is  assumed  that  three  qualitative  defects  of  burr,  sink  mark  and  short  shot  took 
place  in  the  step  II  and  a  point  D  corresponds  to  the  molding  conditions  determined  in  the  step  II.  In  the 
case  of  Fig.  4,  it  is  considered  that,  when  two  molding  parameters  P1  and  P2  are  modified  by  ranges 
shown  by  arrows,  there  may  again  occur  only  burr  of  the  three  qualitative  defects  and  there  may  not  again 
occur  the  other  defects.  Accordingly,  in  this  case,  the  burr  is  selected  as  a  qualitative  defect  expectedly 

50  causing  the  re-occurrence  of  burr  and  the  parameters  P1  and  P2  are  selected  as  molding  parameters 
corresponding  to  the  burr. 

However,  how  to  set  the  modified  amount  of  the  respective  molding  parameters  requires  know-how. 
Thus,  by  taking  various  past  cases  which  show  how  each  parameter  is  changed  by  the  generation  of 
various  sorts  of  disturbance  in  mass  productions,  suitable  values  are  previously  determined. 

55  Thus,  by  conducting  the  sub-step  A,  it  becomes  possible  to  eliminate  the  defects  which  occurred  only 
in  the  step  II  and  will  be  unlikely  to  occur  thereafter,  as  well  as  the  parameters  corresponding  the  defects. 
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Sub-step  B:  Determining  the  boundary  of  region  of  defect  occurrence  (Steps  130  to  160  in  Fig.  3) 

For  each  of  the  defects  selected  in  the  sub-step  A,  decision  analysis  in  the  statistical  technique  is 
executed  on  the  basis  of  the  countermeasure  records  to  calculate  a  boundary  surface  discriminating 
between  the  presence  or  absence  of  generation  of  the  defect  in  an  n-dimensional  coordinate  system  of  a 
plurality  of  the  selected  molding  parameters. 

Assume  for  example  that  such  a  countermeasure  record  as  shown  in  Table  1  below  was  obtained 
through  the  step  II. 

10 TABLE  1 

15 

20 

25 

NO.  Hold  Pressure  Hold  pressure  Time  Defect 

1  10%  2sec.  sink 
2  30%  2sec.  sink,  burr 
3  20%  3sec.  sink 
4  25%  3sec.  burr 
5  20%  4sec.  burr 
6  15%  4sec.  Not  occurred 

Defect  occurrence  boundaries  of  the  sink  mark  and  burr  determined  by  the  decision  analysis  on  the 
basis  of  the  countermeasure  record  are  shown  by  broken  lines  in  Figs.  5  and  6  respectively.  Numbers  given 
in  these  drawings  correspond  to  the  number  in  Table  1  . 

Sub-step  C:  Determining  the  stable  conditions  (Steps  170  to  200  in  Fig.  3) 

30 

35 

40 

45 

50 

55 

Molding  conditions  away  from  the  defect  occurrence  boundaries  determined  in  the  sub-step  B  are 
determined  and  set  as  quasi-stable  molding  conditions.  More  specifically,  when  two  defect  occurrence 
boundaries  are  determined  for  example  (two-dimension),  a  circle  contacting  with  the  two  defect  occurrence 
boundaries  is  determined  and  the  center  of  the  circle  is  set  as  the  quasi-stable  conditions.  That  is,  the 
center  of  the  determined  circle  is  a  point  most  away  from  the  defect  no-occurrence  sides  of  the  respective 
defect  occurrence  boundaries. 

However,  there  may  occur  such  a  situation  that  the  aforementioned  circle  cannot  be  defined  when  a 
region  enclosed  by  the  above  defect  occurrence  boundaries  becomes  an  open  space.  In  this  case,  the 
quasi-stable  molding  conditions  can  be  determined  by  either  one  of  the  following  two  techniques. 

The  first  technique  is  to  define  a  region  in  an  open  space.  For  example,  when  a  countermeasure  record 
as  given  in  Table  1  is  stored,  defect  occurrence  boundaries  are  as  shown  in  Fig.  7  and  thus  a  closed  space 
cannot  be  defined. 

In  the  case  of  Fig.  7,  a  hold  pressure  of  15%  and  a  hold  pressure  time  of  4  seconds  (point  A)  are 
temporarily  determined  as  molding  conditions  through  the  previous  step  II  and  according  to  the  coun- 
termeasure  record,  the  hold  pressure  is  changed  by  each  5%  as  a  unit  while  the  pressure  retaining  time  is 
changed  by  each  1  second  as  a  unit.  In  this  case,  a  polygon  (rectangle  in  the  case  of  Fig.  7)  is  drawn  that 
has  corners  spaced  from  the  center  A  by  distances  corresponding  to  the  above  change  units  of  the 
parameters,  so  that  a  closed  space  is  defined  by  the  polygon  and  the  defect  occurrence  boundaries.  A 
circle  having  a  maximum  radius  is  determined  which  contacts  with  the  two  boundaries  and  within  the 
defined  closed  space.  The  center  (point  B  in  Fig.  7)  of  the  determined  circle  is  set  as  the  quasi-stable 
molding  conditions. 

In  the  second  technique,  an  additional  experiment  is  conducted  according  to  design  of  experiment  to 
obtain  additional  data  and  to  thereby  generate  a  closed  space  enclosed  by  the  defect  occurrence 
boundaries.  After  such  a  closed  space  is  determined,  a  circle  contacting  with  the  boundaries  having  a 
maximum  radius  is  determined  and  the  center  of  the  determined  circle  is  set  as  the  quasi-stable  conditions, 
in  the  similar  manner  to  the  above  case. 

Although  the  above  explanation  has  been  made  in  connection  with  the  two-dimensional  case,  the 
present  invention  may  be  similarly  applied  to  any  n-dimensional  case  to  determine  the  quasi-stable 
conditions.  In  the  n-dimensional  case,  the  quasi-stable  conditions  can  be  determined  on  the  basis  of  the 
principle  as  described  above,  although  intuitively  difficult  to  understand  it. 

In  this  connection,  a  general  equation  for  a  defect  occurrence  boundary  in  the  n-dimensional  case  is 
expressed  as  follows. 
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AO  +  A1  x  H1  +  A2  x  H2  +...+  An  x  Hn  =  0  (1) 

where 
5  Hi:  Factor  (Molding  factor  including  interaction) 

Ai:  Influence  of  each  molding  parameter  on  defect  occurrence 
When  the  quasi-stable  molding  conditions  B  are  determined  in  this  manner,  trial  injection  is  carried  out 

under  the  quasi-stable  molding  conditions  B.  When  a  defect  still  takes  place  under  the  above  conditions, 
the  occurrence  boundary  conditions  of  the  defect  are  added  to  redetermine  the  quasi-stable  molding 

io  conditions.  That  is,  in  the  example  of  Fig.  7,  the  boundary  lines  are  increased  or  modified. 
When  no  defect  occurs  in  the  above  trial  injection,  such  a  polygon  region  (rectangular  region  in  Fig.  7) 

having  the  above  quasi-stable  molding  condition  point  B  as  mentioned  above  is  again  set,  a  circle  contacted 
with  any  of  the  sides  of  the  rectangle  having  a  maximum  radius  within  the  closed  space  defined  by  the 
defect  occurrence  boundaries  is  determined,  and  the  center  of  the  determined  circle  is  set  as  a  quasi-stable 

is  molding  condition  point  B'.  Trial  injection  is  carried  out  under  the  determined  quasi-stable  molding 
conditions  B'.  When  no  defect  takes  place  in  the  trial  injection,  the  quasi-stable  molding  conditions  B  are 
determined  as  the  molding  conditions.  When  a  defect  takes  place  under  the  quasi-stable  molding  conditions 
B',  the  boundary  line  of  the  defect  is  added  to  again  determine  the  quasi-stable  molding  conditions. 

In  the  deciding  operation  of  the  quasi-stable  molding  conditions,  the  closed  space  (corresponding  to  a 
20  cross-hatched  area  in  the  case  of  Fig.  7)  derived  to  determine  the  quasi-stable  molding  conditions  is 

compared  with  the  range  of  variations  in  the  set  parameters  caused  by  disturbance.  When  the  closed  space 
is  narrower  than  the  set  variation  range  of  the  parameters  by  disturbance,  the  system  returns  to  the 
previous  step  II  where  the  parameter  adjusting  policy  is  changed  to  again  execute  the  step  II  and  then  the 
step  III. 

25  In  other  words,  in  Fig.  6  for  example,  in  the  case  where  the  set  range  of  variations  of  the  hold  pressure 
time  in  the  closed  space  is  about  2  seconds,  but  the  range  of  variations  of  the  hold  pressure  time  caused 
by  disturbance  is  more  than  2  seconds,  the  system  returns  to  the  step  II  to  change  the  parameter  adjusting 
policy,  to  again  execute  the  step  II  and  then  the  step  III. 

In  this  way,  quasi-stable  molding  conditions  that  satisfies  the  trial  injection  and  meets  the  decision 
30  conditions  of  the  parameter  variation  range  by  disturbance,  are  employed  as  the  stable  molding  conditions. 

IV.  Determining  the  optimal  molding  conditions  for  quantitative  molding  defect 

After  the  stable  molding  conditions  allowing  removal  of  the  qualitative  molding  defect  are  determined  in 
35  such  a  manner  as  described  above,  quantitative  defects  are  extracted  from  the  defects  which  occurred  in 

the  step  II. 
The  extracted  quantitative  defects  include  such  defects  that  are  evaluated  in  terms  of  numeric  value 

and  variation  as  dimension,  weight  and  strength. 
When  the  extracted  quantitative  defects  are  subjected  to  the  analysis  of  variance  based  on  the  design 

40  of  experiment,  one  of  combinations  of  the  molding  conditions  closest  to  design  values  and  providing  the 
minimum  variation  is  calculated. 

This  step  IV  is  carried  out  after  the  step  III  is  carried  out  and  the  qualitative  defects  are  eliminated,  as 
mentioned  above.  Generally  speaking,  when  experimental  analysis  comprising  mainly  analysis  of  variance  is 
carried  out  according  to  the  design  of  experiment,  defects  other  than  defects  to  be  handled  are  also 

45  generated  when  the  quantity  of  information  on  the  other  defects  is  small.  In  such  a  case,  analysis  accuracy 
is  remarkably  reduced.  For  this  reason,  in  the  present  system,  the  stable  molding  conditions  for  removal  of 
the  qualitative  molding  defect  are  first  determined  and  thereafter  experimental  analysis  taking  only  the 
objective  quantitative  molding  defect  into  consideration  is  carried  out. 

In  the  step  IV,  both  of  the  quantitative  and  qualitative  molding  parameters  are  adjusted  as  mentioned 
50  above. 

Fig.  8  is  a  flowchart  for  illustrating  the  step  IV.  The  step  IV  is  made  up  of  sub-steps  A  to  F. 

Sub-step  A 

55  Determining  molding  condition  parameters  (step  300). 
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Sub-step  B 

Selecting  experimental  levels  (steps  310  to  330). 

5  Sub-step  C 

Automatic  experiment  (step  340). 
In  this  case,  the  on-line  function  with  the  injection  molding  machine  is  utilized  to  perform  a  random  level 

test  of  the  design  of  experiment  for  realizing  automatic  experiment. 
10 

Sub-step  D 

Analysis  of  variance  (step  350). 

is  Sub-step  E 

Inputting  an  influence  Bi  (steps  360  to  370). 

Sub-step  F 
20 

Estimating  an  expectation  (step  380). 
Fig.  9  is  an  example  of  an  orthogonal  model  of  L4(2,3)  in  which  a  target  defect  is  weight  and  target 

molding  condition  parameters  are  injection  pressure,  injection  speed  and  weight. 
In  the  step  IV,  an  expectation  for  the  change  in  the  experimental  level  can  be  estimated.  When  the 

25  target  molding  condition  parameter  is  a  quantitative  factor,  a  multiple  regression  analysis  technique  is  used, 
whereas  when  the  target  parameter  is  a  qualitative  factor,  Quantification  Analysis  I  is  used. 

As  a  result,  a  general  formula  is  expressed  as  follows. 

y  =  B0  +  B1  x  H1  +  B2  x  H2  +  ...  +  Bn  x  Hn  (2) 
30 

where 
y:  Target  variable 
Hi:  Factor  (Molding  parameter  with  interaction) 
Bi:  Influence  of  each  molding  parameter  on  target  variable  y 

35  In  the  present  method,  parameters  blocking  correlation  with  the  target  variable  are  automatically 
deleted.  Therefore,  variable  terms  in  an  equation  in  Fig.  9  are  deleted. 

When  the  variance  does  not  fall  within  its  allowable  error  range  by  the  above  analysis  of  variance,  the 
procedure  returns  to  the  step  II  in  which  the  parameter  adjusting  policy  is  changed  and  the  step  II  is 
executed  again.  Thereafter,  the  steps  III  and  IV  are  executed  again. 

40  In  this  way,  the  analysis  of  variance  based  on  the  design  of  experiments  is  carried  out  in  the  step  IV  so 
as  to  calculate  a  combination  of  the  molding  conditions  which  is  the  closest  to  the  designed  value  and 
which  provides  the  minimum  variance.  In  this  procedure,  only  the  quantitative  molding  parameters  are 
adjusted  in  the  step  III  while  both  of  the  quantitative  and  qualitative  molding  parameters  are  adjusted  in  the 
step  IV,  as  explained  above.  Thus,  there  may  exist  the  same  adjusting  parameter  in  the  both  steps  III  and 

45  IV,  in  which  case  the  countermeasure  against  the  quantitative  defect  with  respect  to  the  parameter  is  taken 
in  such  a  range  that  prevents  reproduction  of  the  qualitative  defect. 

According  to  the  statistical  technique  of  the  steps  III  and  IV,  as  the  number  of  data  (countermeasure 
records)  in  the  knowledge  base  is  larger,  other  parameters  and  the  interaction  therebetween  can  be  taken 
into  consideration  in  greater  extent,  whereby  estimation  accuracy  can  be  increased.  With  regard  to  the 

50  coefficients  Ai  and  Bi  in  the  equations  (1)  and  (2),  these  values  can  be  determined  nearly  perfectly  by 
classifying  and  arranging  the  past  data  for  the  molding  machine,  material  and  molds,  respectively. 

Although  the  present  invention  has  been  applied  to  the  injection  molding  machine  in  this  embodiment, 
the  invention  may  be  applied  to  press  molding  machines,  etc. 

55  Industrial  Applicability: 

The  present  invention  is  effectively  applied  to  a  plastic  injection  molding  field  as  an  expert  system  for 
retrieval  of  molding  conditions. 

9 
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Claims 

1.  A  method  of  retrieving  molding  conditions  using  an  expert  system  comprising: 
a  first  process  of  inferring  causes  of  a  defect  from  countermeasure  records  and  inputted  defect 

5  occurrence  situation  and  determining  temporary  molding  conditions  through  repetitive  trial  molding; 
a  second  process  of  extracting  qualitative  defects  from  defects  occurred  in  the  first  process, 

performing  decision  analysis  over  the  extracted  qualitative  defects  with  use  of  the  countermeasure 
records  to  determine  a  boundary  of  a  defect  occurrence  region,  and  determining  molding  conditions  for 
removal  of  the  qualitative  defects  on  the  basis  of  the  defect  occurrence  region  boundary;  and 

io  a  third  process  of  extracting  quantitative  defects  from  the  defects  occurred  in  the  first  process  and 
executing  analysis  of  variance  based  on  design  of  experiments  with  respect  to  the  extracted  quantita- 
tive  defects  with  use  of  the  countermeasure  records,  the  third  process  being  performed  after  the 
completion  of  the  second  process. 

is  2.  A  method  of  retrieving  molding  conditions  using  an  expert  system  as  set  forth  in  claim  1  ,  wherein  the 
first  process  includes: 

a  first  step  of  determining  initial  molding  conditions  for  a  trial  injection  on  the  basis  of  inputted 
characteristics  of  a  molding  machine,  material  and  molds; 

a  second  step  of  setting  the  determined  initial  molding  conditions  and  performing  the  trial  injection; 
20  a  third  step  of  inputting  situation  of  a  defect  occurred  in  the  trial  injection  and  storing  a 

countermeasure  record  for  the  defect; 
a  fourth  step  of  inferring  a  cause  of  the  defect  occurrence  on  the  basis  of  the  defect  occurrence 

situation  and  the  countermeasure  record  and  determining  a  countermeasure;  and 
a  fifth  step  of  determining  modifying  manner  of  molding  condition  parameters  on  the  basis  of  the 

25  countermeasure. 

3.  A  method  of  retrieving  molding  conditions  using  an  expert  system  as  set  forth  in  claim  1  ,  wherein  the 
second  process  includes: 

a  first  step  of  extracting  qualitative  defects  from  the  defects  occurred  in  the  first  process,  inferring 
30  re-occurrence  of  the  qualitative  defects  on  the  basis  of  the  countermeasure  records  when  each  molding 

parameter  is  modified  respectively  by  a  set  amount  from  the  temporary  molding  conditions  determined 
in  the  first  process,  and  selecting  qualitative  defects  judged  as  expectedly  occur  again  and  molding 
parameters  corresponding  to  the  judged  qualitative  defects; 

a  second  step  of  executing  decision  analysis  of  each  of  the  qualitative  defects  selected  in  the  first 
35  step  on  the  basis  of  the  countermeasure  records  to  calculate  a  defect  occurrence  region  boundary  in 

an  n-dimensional  coordinate  system  of  the  plurality  of  the  selected  molding  parameters;  and 
a  third  step  of  determining  quasi-stable  molding  conditions  apart  from  safety  side  of  the  defect 

occurrence  boundary  determined  in  the  second  step,  perform  repetitive  trial  injection  under  the  quasi- 
stable  molding  conditions,  and  determining  the  quasi-stable  molding  conditions  causing  no  occurrence 

40  of  the  defects  as  stable  molding  conditions. 

4.  A  method  of  retrieving  molding  conditions  using  an  expert  system  as  set  forth  in  claim  3,  wherein  the 
molding  parameters  are  qualitative  molding  parameters. 

45  5.  A  method  of  retrieving  molding  conditions  using  an  expert  system  as  set  forth  in  claim  1  ,  wherein  the 
third  process  includes: 

a  first  step  of  extracting  the  quantitative  defects  from  the  defects  occurred  in  the  first  process  and 
determining  molding  condition  parameters  from  the  temporary  molding  conditions  determined  in  the 
first  process; 

50  a  second  step  of  determining  experimental  levels; 
a  third  step  of  performing  automatic  experiment; 
a  fourth  step  of  performing  analysis  of  variance; 
a  fifth  step  of  inputting  an  influence  degree;  and 
a  sixth  step  of  calculating  one  of  combinations  of  the  molding  conditions  closest  to  design  values 

55  and  providing  minimum  variance. 

6.  A  method  of  retrieving  molding  conditions  using  an  expert  system  as  set  forth  in  claim  5,  wherein  the 
molding  condition  parameters  comprise  qualitative  and  qualitative  molding  condition  parameters. 
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