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Description

Technical Field

[0001] The present invention relates to process for manufacturing a separation membrane used for separating specific
components from various mixtures.

Background Art

[0002] In recent years, production of ethanol using biomass technology has attracted attention from the viewpoint of
environmental protection and effective use of scrap wood. A process of using selective permeability of a zeolite membrane
has been known as a method for collecting ethanol produced by such a biomass technology. According to the process,
a liquid mixture containing water and ethanol obtained from woody biomass is brought in contact with a zeolite membrane
to cause only water to selectively permeate the membrane.
[0003] In addition to water and ethanol, the liquid mixture obtained from woody biomass contains organic acids such
as acetic acid. Since a zeolite membrane generally has poor resistance to acids, degradation of separation performance
and early deterioration of the membrane due to an organic acid are subject of concern.
[0004] For this reason, use of a carbon membrane which has been mainly used for separating specific components
from a gas mixture is now being studied for the separation of an organic solvent such as ethanol from water. Since the
carbon membrane is more resistant to acids than the zeolite membrane, the carbon membrane exhibits stable separation
performance over a long period of time in the presence of an organic acid. As a typical manner of using the carbon
membrane in such an application, a porous monolith substrate having through-holes with a carbon membrane provided
on the surface is known.
[0005] In one example of the method for manufacturing such a carbon membrane, a polyamide acid solution is caused
to pass through the through-holes in a porous monolith substrate, to form a polyamide acid film on the surface of the
through-holes. The monolith substrate is then put into a dryer to dry the polyamide acid film at about 200°C, and the
temperature in the dryer is increased to about 300°C to obtain a polyimide film by imidizing the polyamide acid. The
polyimide film is carbonized by thermal decomposition under a reducing atmosphere such as a nitrogen atmosphere to
obtain a carbon membrane (for example, refer to Patent documents JP-A-2003-286018, EP0608539-A or JP-A-
2006-212480).
[0006] However, if the film is dried and imidized by stationary drying in a dryer, a temperature distribution is produced
within the monolith substrate during the heat transfer from the outside to the inside of the monolith substrate. Thus, it is
difficult to uniformly dry and imidize the entire separation membrane. Uneven drying and imidization adversely affect
the separation performance of the resulting carbon membrane. Poor production efficiency due to the labor and time
required for placing the monolith substrate in a dryer is another problem. JP-A-2004-299966 discloses a method of
drying a honeycomb type monolith base by applying hot wind through the channels.

Disclosure of the Invention

[0007] The present invention has been made in view of these problems and has an object of providing a process for
manufacturing a separation membrane with excellent productivity, which can uniformly dry and imidize a separation
membrane precursor solution formed on an inner surface of through-holes of a monolith substrate and which does not
require complicated operations such as placement of a monolith substrate in a dryer.
[0008] The above object is solved in the present invention by the process of manufacturing a separation membrane
as set out in claim 1.
[0009] Preferably, the dried membrane is finally carbonized to form a separation membrane by thermal decomposition,
after the membrane of the separation membrane precursor solution is formed and then thus formed membrane is dried.
[0010] Preferably the precursor solution is a polyamide acid solution.
[0011] Preferably the membrane is dried and imidized by through
[0012] Preferably the hot wind is caused to pass through the through-holes after preheating the entire monolith substrate
or the surface of the through-holes at 50 to 350°C.
[0013] A separation membrane manufactured by the process of the invention preferably has a configuration with a
cross-section vertical to the longitudinal direction in the shape of a circle or a polygon, an external diameter of 10 to 300
mm, a length of 30 to 2,000 mm, and 1 to 10,000 through-holes formed therethrough.
[0014] According to the process of the present invention, a membrane of a separation membrane precursor solution
formed on the surface of the through-holes in a monolith substrate is dried by circulated air (hot wind). The membrane
is thus dried from the surface which is in contact with the hot wind, while transmitting the heat uniformly to the entire
membrane, so that membrane can be uniformly dried as a whole. In addition, since the membrane is dried only by
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through circulation without using a stationary dryer, a complicated operation requiring time and labor such as placement
of the monolith substrate in the dryer is unnecessary. Thus, the process has an improved production efficiency. Further-
more, according to the process of the present invention, the through circulation not only dries the membrane, but can
also imidize the membrane. In this instance, the membrane is dried from the surface which is in contact with the circulated
air (hot wind), while transmitting the heat uniformly to the entire membrane, so that imidization may occur uniformly
throughout the membrane. The separation membrane of the present invention prepared by the above-mentioned process
is uniform throughout the entire membrane and exhibits excellent separation performance.

Brief Description of the Drawings

[0015]

[Fig. 1] Fig. 1 is an explanatory diagram showing an through circulation method used in the present invention.
[Fig. 2] Fig. 2 is a cross-sectional view of a monolith substrate having through-holes with a membrane of a precursor
solution formed on the surface thereof.
[Fig. 3] Fig. 3 is a schematic diagram of an pervaporation apparatus used for the evaluation of water/ethanol sep-
aration performance in examples.

Description of Reference Numerals

[0016] 1: monolith substrate, 2: membrane of precursor solution, 3: through-hole, 4: drier, 5: container, 6: sealing
material, 7: thermostat bath, 8: beaker, 9: feed solution, 10: circulating pump, 11: circulating line, 12: circulating line, 13:
circulating line, 14: vacuum pump, 15: pervaporation line, 16: pervaporation line, 17: liquefied nitrogen, 18: cooling trap,
19: thermometer, 20: stirring bar, 21: cooling pipe

Mode for Carrying out the Invention

[0017] Preferred embodiments of the present invention will now be described. The present invention, however, should
not be construed as being limited to these embodiments.
[0018] The process for manufacturing the separation membrane of the present invention comprises causing a sepa-
ration membrane precursor solution to pass through through-holes in a porous monolith substrate, to form a membrane
of the precursor solution on the surface of the through-holes, and drying the membrane by through circulation in which
hot wind is caused to pass through the through-holes.
[0019] "Monolith substrate" in the present invention refers to a substrate with a shape of a lotus root or a honeycomb
having through-holes formed in the longitudinal direction. From the viewpoint of hardness and chemicals stability, ceramic
materials such as alumina, silica, cordierite, mullite, titania, zirconia, and silicon carbide are preferable as the material
of the monolith substrate. From the viewpoint of hardness and permeability, the porosity of the substrate is preferably
about 25 to 55%. The average pore diameter of the porous substrate is preferably about 0.005 to 5 mm.
[0020] As a precursor solution of the separation membrane used for forming the membrane, a polyamide acid solution
which is widely used for the production of common separation membranes (carbon membranes) is most preferable. The
polyamide acid solution is a solution in which the polyamide acid which is a precursor of the polyimide resin is dissolved
in an appropriate organic solvent such as N-methyl-2-pyrrolidone (NMP) or N,N-dimethylacetamide (DMAc). There are
no specific limitations to the concentration of the polyamide acid in the polyamide acid solution. In order to prepare a
solution with a viscosity which easily form a membrane, a concentration in a range of 1 to 20 mass% is preferable.
[0021] As a method of causing the precursor solution to pass through the through-holes of a monolith substrate in the
step of forming the membrane, a dipping film-forming method comprising feeding the precursor solution to the through-
holes from one open end of each through-hole, using a feed pump, at the rate of about 0.3 to 300 cm/min, for example,
is preferable. In order to prevent the precursor solution from adhering to areas other than the surface of the through-
holes, a method of sealing the outer circumference of the monolith substrate with a seal tape or the like is preferably
used. A monolith substrate 1 having through-holes 3 with a membrane 2 of the precursor solution formed on the surface,
as shown in Fig. 2, can be obtained by such a method.
[0022] In the present invention, the membrane formed from the precursor solution in this way is dried by through
circulation. If the membrane made from the precursor solution is dried by through circulation, the membrane can be
dried from the surface which is in contact with circulated air (hot wind), while transmitting the heat uniformly to the entire
membrane, so that membrane can be uniformly dried as a whole.
[0023] In the present invention, the through circulation drying not only dries, but also can imidize the membrane formed
from the precursor solution. When the precursor solution is a polyamide acid solution, for example, since the imidization
reaction of the polyamide acid requires heating at 200°C or more, in order to imidize the polyamide acid along with drying
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of the membrane (polyamide acid membrane) made from the polyamide acid solution, it is preferable to include a time
zone during which the through circulation drying is carried out by circulating hot wind at a temperature of 200 to 300°C.
For example, after drying the polyamide acid membrane for about one hour at a circulation gas temperature of about
150°C, the gas temperature is increased to about 250°C, at which the membrane is heated for about 15 minutes to
imidize the polyamide acid.
[0024] Such imidization by through circulation drying ensures uniform transmission of the heat from the surface which
is in contact with the heated circulation air (hot wind) to the entire membrane, and can make all the membrane imidized
uniformly. The polyamide acid membrane is converted into a polyimide membrane which is a precursor of the separation
membrane (carbon membrane) by imidization in this manner.
[0025] Fig. 1 is an explanatory diagram showing a method of through circulation drying used in the present invention.
In this example, a dryer 4 is disposed at one end of a monolith substrate 1, and circulation air (hot wind), which is heated
to a specified temperature and discharged from the dryer 4, is sent to a through-hole from one open end of the through-
hole. The circulation air is discharged from the through-hole opening at the other open end of the monolith substrate 1.
By causing the circulation air to pass through the through-hole in this manner, it is possible to uniformly heat the entire
membrane of polyamide acid or the like formed from the precursor solution on the surface of the through-hole, and to
uniformly dry and imidize the membrane from the surface. When a desired membrane thickness cannot be obtained by
one film-forming and drying operation, the film-forming and drying operation may be repeated until a separation membrane
with the desired thickness is obtained.
[0026] The temperature of the circulation air (hot wind) to be passed through the through-holes is preferably 50 to
300°C, more preferably 100 to 200°C, and still preferably 110 to 190°C. If the temperature of the circulation air is less
than 50°C, the drying speed is slow; if more than 300°C, the membrane may be burnt during a long-time drying operation.
The flow rate of the circulation air (the speed when passing through the through-hole) is preferably 0.5 to 30 m/s, more
preferably 1 to 15 m/s, and still more preferably 5 to 10 m/s. If the flow rate of the circulation air is less than 0.5 m/s,
drying and imidization may not be uniform; if more than 30 m/s, the solution may migrate and film-forming may become
uneven.
[0027] In the present invention, the film-forming is preferably carried out after preheating the entire monolith substrate
or the surface of the through-hole in the monolith substrate on which the membrane of the precursor solution is formed
at 50 to 350°C. Such preheating accelerates the speed of drying by through circulation and improves separation per-
formance and the like of the resulting separation membrane.
[0028] When the precursor solution is a polyamide acid solution, the polyimide membrane obtained by forming and
drying the separation membrane, and imidizing polyamide acid is subjected to heat decomposition at a temperature in
a range of about 400 to 1,000°C under vacuum or under a inert atmosphere such as a nitrogen atmosphere or an argon
atmosphere to carbonize, thereby obtaining a separation membrane (a carbon membrane). Generally, if carbonization
is carried out at a temperature below 400°C, the polyimide membrane will not be sufficiently carbonized, resulting in a
membrane with insufficient selectivity and only a poor permeation rate as a molecular-sieve membrane. If the temperature
is more than 1,000°C, on the other hand, the permeation rate decreases due to shrinkage of pores.
[0029] The thickness of the resulting separation membrane is preferably 0.1 to 10 mm, and more preferably 0.1 to 3
mm. If the thickness of the separation membrane is less than 0.1 mm, it may be difficult for the membrane to attain
sufficient selectivity; if more than 10 mm, the permeation rate may be too low.
[0030] The application of the separation membrane produced by the present invention is not particularly limited. Since
the membrane exhibits high separation performance when used for separating water from ethanol, the separation mem-
brane is suitably used for separating water from ethanol to recover the ethanol from a water/ethanol liquid mixture
obtained from biomass.
[0031] The separation membrane of the present invention is prepared using a monolith substrate having a configuration
with a cross-section vertical to the longitudinal direction in the shape of a circle or a polygon, an external diameter of 10
to 300 mm, a length of 30 to 2,000 mm, and 1 to 10,000 through-holes formed therethrough. The separation membrane
prepared by the above-mentioned process of the present invention is uniform throughout the entire membrane and
exhibits excellent separation performance.
[0032] Taking ease of manufacture into consideration, a monolith substrate having a configuration with a cross-section
vertical to the longitudinal direction in the shape of a circle or a polygon is used for manufacturing the separation
membrane in the present invention. In addition, the external diameter of the entire monolith substrate is set at 10 to 300
mm, preferably 20 to 250 mm, and still more preferably 30 to 200 mm. If the overall external diameter of the monolith
substrate is less than 10 mm, the number of through-holes decreases; if more than 300 mm, on the other hand, it is
difficult to manufacture the separation membrane. The length of the monolith substrate is set to 30 to 2,000 mm, preferably
100 to 1,700 mm, and still more preferably 200 to 1, 500 mm. If the length is less than 30 mm, the area of the separation
membrane is small; if more than 2,000 mm, the manufacture and handling are difficult. Taking the area of the membrane
per unit volume and strength into consideration, the number of through-holes is set at 1 to 10,000, preferably 10 to 5,000,
and still more preferably 30 to 2,000. If the number of through-holes is more than 10,000, it is difficult to manufacture
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the separation membrane.

Example

[0033] The present invention is described below in more detail by way of examples. Note that the present invention
is not limited to the following examples.

(Example 1)

[0034] A seal tape was wound around the outer circumference of a porous monolith substrate made of alumina. The
monolith substrate was disposed in a manner so that the axes of the through-holes provided therein are in the vertical
direction. A polyamide solution with a polyamide acid concentration of 10 mass% in N-methyl-2-pyrrolidone (NMP) used
as a solvent ("U-varnish-A" (trade name) manufactured by Ube Industries, Ltd.) was fed to the through-holes from one
open end of each through-hole at a rate of 1 cm/min using a feed pump, thereby forming a polyamide acid membrane
on the surface of the through-holes. Hot wind at 150°C was caused to pass through the through-holes from the open
end at the lower side to the open end at the upper side for 70 minutes at a rate of 10 m/s using a drier. Then, after
increasing the temperature to 250°C, the hot wind was fed for 15 minutes, thereby drying and imidizing the polyamide
acid membrane. After repeating this step three times, the monolith substrate was treated with heat at 800°C in a vacuum
box kiln to carbonize the polyimide membrane obtained by the imidization, thereby obtaining a separation membrane
(carbon membrane) with a thickness of about 1 mm. Both sides of the monolith substrate having through-holes with a
separation membrane formed on the surface were sealed with silicone, and the performance of the separation membrane
was evaluated by an pervaporation test. The results are shown pervaporation test in Table 1.
[0035] The separation performance of the membrane was evaluated in the following manner using an pervaporation
apparatus shown in Fig. 3. A monolith substrate 1 on which the separation membrane had been formed was placed in
a cylindrical container 5. The clearance between the inner circumference of the container 5 and the monolith substrate
1 was sealed around the outer circumference of both ends of the monolith substrate 1 with a sealing material 6. A feed
solution 9 warmed to a predetermined temperature in a beaker 8 disposed in a thermostat bath 7 was circulated through
circulating lines 11 to 13 using a circulating pump 10 to cause the feed solution 9 to pass through the though-holes of
the monolith substrate 1 located in the container 5, which was placed in the circulating line. In this way, while causing
the feed solution 9 to come in contact with the separation membrane formed on the surface of the through-holes of the
monolith substrate 1, vapor was suctioned off from the permeation side, that is outside, of the monolith substrate 1 using
a vacuum pump 14 to a pressure of 0.1 torr or less through pervaporation lines 15 and 16. The vapor permeating the
separation membrane was trapped as a permeated solution by a cold trap 18 which was soaked in liquefied nitrogen
17 on the pervaporation line. In the drawing, reference number 19 is a thermometer to measure the temperature of the
feed solution 9, reference number 20 is a stirring bar for stirring the feed solution 9, and reference number 21 is a cooling
pipe installed on the beaker 8. The water/ethanol separation performance of the separation membrane was evaluated
using a water/ethanol mixed solution with a ratio by mass of water to ethanol of 10:90 at a temperature of 75°C as the
feed solution 9. For evaluating the separation performance, the water/ethanol separation factor α shown by the following
formula (I) and the permeation flow rate (Flux (kg/m2·h)) shown by the following formula (II) were used. The separation
factor is defined as the ratio of the permeation side liquid composition to the supply side liquid composition. Perm (water)
and Perm (ethanol) in the formula (I) respectively indicate the concentration by volume of water and ethanol (vol%)
permeating the membrane. Feed (water) and Feed (ethanol) in the formula (I) respectively indicate the concentration
by volume of water and ethanol (vol%) in the feed solution. 

wherein Q is the mass of the permeated solution (kg), A is the area of the separation membrane (m2), and t is the time (h).

(Comparative Example 1)

[0036] In the same manner as in Example 1, a polyamide acid membrane was formed on the surface of the through-
holes of a monolith substrate. The monolith substrate was placed in a dryer in such a manner that the bottom surface
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was not plugged, and dried at 200°C for 19 hours by stationary drying. After repeating the above step three times, the
temperature in the dryer was increased to 300°C and heating was continued for a further one hour to imidize the polyamide
acid membrane. Next, the monolith substrate was treated with heat at 800°C in a vacuum box kiln to carbonize the
polyimide membrane obtained by the imidization, thereby obtaining a separation membrane (carbon membrane) with a
thickness of about 1 mm. Both ends of the monolith substrate having through-holes with a separation membrane formed
on the surface were sealed with silicone, and the performance of the separation membrane was evaluated by a per-
vaporation test in the same manner as in Example 1. The results are shown in Table 1.

(Comparative Example 2)

[0037] In the same manner as in Example 1, a polyamide acid membrane was formed on the surface of the through-
holes of a monolith substrate. Hot wind at 150°C was caused to pass through the through-holes from the open end at
the lower side to the open end at the upper side for 70 minutes at a rate of 10 m/s using a drier. The monolith substrate
was placed in a dryer in such a manner that the bottom surface was not plugged, and dried at 200°C for 16 hours by
stationary drying. After repeating the above step three times, the temperature in the dryer was increased to 300°C and
heating was continued for a further one hour to imidize the polyamide acid membrane. Next, the monolith substrate was
treated with heat at 800°C in a vacuum box kiln to carbonize the polyimide membrane obtained by the imidization,
thereby obtaining a separation membrane (carbon membrane) with a thickness of about 1 mm. Both ends of the monolith
substrate having through-holes with a separation membrane formed on the surface were sealed with silicone, and the
performance of the separation membrane was evaluated by a pervaporation test in the same manner as in Example 1.
The results are shown in Table 1.

[0038] As shown in Table 1, the separation membrane obtained in Example 1 in which drying by through circulation
was employed in all of the drying steps of polyamide acid membrane showed a higher separation performance than the
separation membranes obtained in Comparative Example 1 and Comparative Example 2 in which stationary drying in
a drier was employed in all or part of the drying steps of the polyamide acid membrane.

(Example 2: Study of temperature and flow rate of circulation air)

[0039] Separation membranes (carbon membranes) were formed in the same manner as in Example 1, except that
the temperature and flow rate of the circulation gas during drying were changed as shown in Table 2. Both sides of the
monolith substrate having a separation membrane formed on the surface were sealed with silicone, and the performance
of the separation membrane was evaluated by a pervaporation examination in the same manner as in Example 1. The
results are shown in Table 2. Beside the temperature and flow rate of the circulation gas, the same conditions as in
Example 1 were employed for forming the separation membranes.

TABLE 1

Separation performance

Separation factor α Flux

Example 1 200 0.9 kg/m2·h

Comparative Example 1 30 0.3 kg/m2·h

Comparative Example 2 100 0.7 kg/m2·h
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[0040] As shown in Table 2, the separation membranes obtained by drying with a circulation gas at a temperature of
50 to 300°C and a flow rate of 0.5 to 30 m/s exhibited a particularly high separation performance.

(Example 3)

[0041] Separation membranes (carbon membranes) were formed in the same manner as in Example 1, except that
the surface of the through-holes was heated at 150°C by causing hot wind at 150°C to pass through the through-holes
for 10 minutes by using a drier, before forming a polyamide acid membrane on the surface of the through-holes in the
monolith substrate. Both ends of the monolith substrate in which the separation membrane was formed were sealed
with silicone, and the separation performance of the membranes was evaluated by the pervaporation test in the same
manner as in Example 1. The results are shown in Table 3.

(Example 4)

[0042] Separation membranes (carbon membranes) were formed in the same manner as in Example 1, except that
the entire monolith substrate was heated at 150°C by using a drier, before forming a polyamide acid membrane on the
surface of the through-holes in the monolith substrate. Both ends of the monolith substrate in which the separation
membrane was formed were sealed with silicone, and the separation performance of the membranes was evaluated by
the pervaporation test in the same manner as in Example 1. The results are shown in Table 3.

[0043] As shown in Table 3, the separation membranes obtained in Example 3 and Example 4, in which the membrane
was formed after heating the surface of the through-holes of the monolith substrate or the entire monolith substrate at

TABLE 3

Separation performance

Separation factor α Flux

Example 1 200 0.9 kg/m2·h

Example 3 1,200 1.1 kg/m2·h

Example 4 550 1.0 kg/m2·h
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150°C, showed a higher separation performance than the separation membrane of Example 1 which was not subjected
to such a preheating treatment.

(Example 5: Study of preheating temperature)

[0044] Separation membranes (carbon membranes) were formed in the same manner as in Example 1, except that
the entire monolith substrate was heated at various temperatures as shown in Table 4 by using a drier, before forming
a polyamide acid membrane on the surface of the through-holes in the monolith substrate. Both ends of the monolith
substrate in which the separation membrane was formed were sealed with silicone, and the separation performance of
the membranes was evaluated by the pervaporation test in the same manner as in Example 1. The results are shown
in Table 4.

[0045] As shown in Table 4, the separation membranes prepared after preheating the monolith substrate at 50 to
350°C showed a higher separation performance.

Industrial Applicability

[0046] The present invention can be used suitably for manufacturing a separation membrane which is used for sep-
arating various mixtures in the biomass field, such as separation of water from ethanol.

Claims

1. A process for manufacturing a separation membrane comprising: sealing the outer circumference of a porous
monolith substrate; causing a separation membrane precursor solution to pass through through-holes in the porous
monolith substrate, to form a membrane of the precursor solution on the surface of the through-holes; disposing a
dryer at an open end of the porous monolith substrate; and drying the membrane by causing hot wind to pass through
the through-holes, wherein the hot wind is at 50 to 300°C and is caused to pass through the through-holes at a rate
of 0.5 to 30 m/s.

2. The process according to claim 1, wherein the dried membrane is finally carbonized to form a separation membrane
by thermal decomposition, after the membrane of the separation membrane precursor solution is formed and then
thus formed membrane is dried.

3. The process according to claim 1 or 2, wherein the precursor solution is a polyamide acid solution.

4. The process according to any one of claims 1 to 3, wherein the membrane is dried and imidized by through circulation.

5. The process according to any one of claims 1 to 4, including:

TABLE 4

Temperature
Separation performance

Separation factor α Flux

30°C 25 0.6 kg/m2·h

50°C 280 0.9 kg/m2·h

100°C 350 0.9 kg/m2·h

150°C 550 1.0 kg/m2·h

200°C 550 1.0 kg/m2·h

250°C 500 1.0 kg/m2·h

300°C 380 0.9 kg/m2·h

350°C 370 0.9 kg/m2·h

400°C 90 0.9 kg/m2·h
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preheating the entire monolith substrate or the surface of the though-holes at 50 to 350°C, before forming the
membrane on the surface of the through-holes.

Patentansprüche

1. Verfahren zum Herstellen einer Trennmembran, das umfasst: das Versiegeln des äußeren Umfangs eines porösen
Monolithsubstrats; das Veranlassen einer Vorläuferlösung der Trennmembran, durch Durchgangslöcher im porösen
Monolithsubstrat hindurchzutreten, um eine Membran der Vorläuferlösung auf der Oberfläche der Durchgangslöcher
auszubilden; das Anordnen eines Trockners am offenen Ende des porösen Monolithsubstrats; und das Trocknen
der Membran, indem heißer Wind veranlasst wird, durch die Durchgangslöcher hindurchzutreten, wobei der heiße
Wind eine Temperatur von 50 bis 300 °C hat und veranlasst wird, mit einer Geschwindigkeit von 0,5 bis 30 m/s
durch die Durchgangslöcher hindurchzutreten.

2. Verfahren nach Anspruch 1, wobei die getrocknete Membran schließlich karbonisiert wird, um eine Trennmembran
durch thermische Zersetzung auszubilden, nachdem die Membran der Trennmembranvorläuferlösung ausgebildet
wurde und dann die dadurch ausgebildete Membran getrocknet wurde.

3. Verfahren nach Anspruch 1 oder 2, wobei die Vorläuferlösung eine Polyamidsäurelösung ist.

4. Verfahren nach einem der Ansprüche 1 bis 3, wobei die Membran durch Durchzirkulation getrocknet und imidiert wird.

5. Verfahren nach einem der Ansprüche 1 bis 4, umfassend:

das Vorheizen des gesamten Monolithsubstrats oder der Oberfläche der Durchgangslöcher auf 50 bis 350 °C
vor dem Ausbilden der Membran auf der Oberfläche der Durchgangslöcher.

Revendications

1. Processus pour fabriquer une membrane de séparation consistant à : sceller la circonférence extérieure d’un substrat
monolithique poreux ; amener une solution de précurseur de membrane de séparation à passer à travers des trous
traversants dans le substrat monolithique poreux, pour former une membrane de la solution de précurseur sur la
surface des trous traversants ; disposer un dispositif de séchage au niveau d’une extrémité ouverte du substrat
monolithique poreux ; et sécher la membrane en amenant de l’air chaud à passer à travers les trous traversants,
dans lequel l’air chaud est à 50 à 300 °C et est amené à passer à travers les trous traversants à une vitesse de 0,5
à 30 m/s.

2. Processus selon la revendication 1, dans lequel la membrane séchée est finalement carbonisée pour former une
membrane de séparation par décomposition thermique, après la formation de la membrane de la solution de pré-
curseur de membrane de séparation et ensuite le séchage de la membrane ainsi formée.

3. Processus selon la revendication 1 ou 2, dans lequel la solution de précurseur est une solution de polyamide acide.

4. Processus selon l’une quelconque des revendications 1 à 3, dans lequel la membrane est séchée et imidisée par
une circulation traversante.

5. Processus selon l’une quelconque des revendications 1 à 4, comprenant :

le chauffage préalable du substrat monolithique entier ou de la surface des trous traversants à 50 à 350 °C,
avant de former la membrane sur la surface des trous traversants.
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