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(54) BIOPSY FORCEPS ASSEMBLIES

(57) The present invention relates to a device for ob-
taining a tissue sample, comprising a distal assembly
comprising a first jaw including multiple distinct concave
surfaces formed around a substantially pyramid-shaped
spike, and a single curved tooth positioned next to a re-
cess along a distal curved portion of a cutting perimeter
of the first jaw, and a second jaw including a separation
perimeter, an elongate cavity, and a fenestration hole
disposed in the cavity, wherein the spike does not pro-
trude through the fenestration hole when the first and
second jaws are in a closed configuration, wherein the
first and second jaws are adapted to move relative to one
another between an open configuration in which the cut-
ting perimeter of the first jaw is separated from the sep-
aration perimeter of the second jaw and the closed con-
figuration in which the cutting perimeter of the first jaw
mates with the separation perimeter of the second jaw,
and the spike is aligned with the fenestration hole.
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Description

DESCRIPTION OF THE INVENTION

[0001] This international application claims the priority
of earlier filed United States Patent Application No.
11/128,319, filed May 13, 2005.

Field of the Invention

[0002] The invention relates to biopsy forceps assem-
blies for acquiring tissue samples from a desired body
portion. For example, embodiments of the invention may
include miniature biopsy forceps assemblies for acquir-
ing tissue samples from desired body portions in order
to assist in diagnosis of anatomical diseases and disor-
ders, such as cancer.

Background of the Invention

[0003] A biopsy entails the surgical removal of tissue
or cells from the body of a patient for pathological exam-
ination of the collected sample. The purpose for taking a
biopsy sample is often to look for cellular shape changes
represented in the collected sample. The identification
of particular cellular shape changes in a collected spec-
imen can be instrumental in the identification of cancer
in a patient.
[0004] Biopsy tissue samples are required for the di-
agnosis and treatment of a wide range of diseases and
disorders that often require a physician to access the
tortuous and relatively small cross-sectional areas of a
patient’s internal anatomical body lumens. A patient’s
pancreaticobiliary system (including the anatomical re-
gions of the gall bladder, pancreas, and the biliary tree),
for example, is accessed for retrieval of biopsy samples
for the treatment of disorders of certain portions of the
digestive system.
[0005] The biliary system delivers bile produced by the
liver to the duodenum where the bile assists other gastric
fluids in digesting food. The biliary system includes the
liver, as well as a plurality of bodily channels and organs
that are disposed between the liver and the duodenum.
Within the liver lobules, there are many fine "bile canals"
that receive secretions from the hepatic cells. The canals
of neighboring lobules unite to form larger ducts, and
these converge to become the "hepatic ducts." They
merge, in turn, to form the "common hepatic duct." The
"common bile duct" is formed by the union of the common
hepatic and the cystic ducts. It leads to the duodenum,
where its exit is guarded by a sphincter muscle. This
sphincter normally remains contracted until the bile is
needed, so that bile collects in the common bile duct and
backs up to the cystic duct. When this happens, the bile
flows into the gallbladder and is stored there. Sometimes,
however, lesions may grow in portions of the biliary sys-
tem, for example, one of the biliary ducts, that impede
bile from properly flowing through the system. In some

cases, the lesions may completely prevent the bile flow.
This is undesirable as it interrupts the regular digestive
process and may even cause damage to the channels
and organs of the biliary system.
[0006] In order to properly treat the lesions, it is some-
times necessary to acquire a biopsy tissue sample from
the lesion, analyze the sample, and then determine a
proper treatment based on the analysis, such as, for ex-
ample, chemotherapy for the treatment of a cancerous
mass.
[0007] Endoscopes are often used to access and vis-
ualize a patient’s anatomical lumen, such as those in the
pancreaticobiliary system, during a medical procedure.
Once the endoscope is positioned in the desired body
portion, a biopsy instrument can be advanced through
the working channel of the endoscope to the desired body
portion. The endoscope and biopsy instrument may then
be manipulated as desired for visualization and specimen
sampling respectively.
[0008] Smaller diameter endoscopes are presently
available in the endoscopy market that help reduce un-
necessary trauma to the tissues of a patient and provide
more versatile endoscopes capable of accessing more
diverse categories of patient body lumens. With these
smaller diameter endoscopes comes necessarily smaller
working channels, which limit the size of any auxiliary
instrument used. This, in turn, limits the size of any biopsy
specimen collected.
[0009] Biopsies are often performed with a biopsy in-
strument having forceps with two jaws activated by an
internal manipulating wire or wires. The instrument is
passed through an endoscope to a desired location and
then the jaws are closed to grab and sever the biopsy
sample. The instrument with the detached specimen is
then withdrawn from the endoscope so that the sample
is removed. Frequently, due to a small moment arm of
the instrument, the cutting, biting, shearing, or tearing
force of the jaws is not sufficient or the jaws are not sharp
enough (often due to machining tolerances imposed on
small diameter elements) to cleanly shear the tissue
which is then torn off by a pulling movement. This is par-
ticularly problematic in smaller diameter endoscopes
with smaller diameter working channels. Accordingly, ad-
ditional structural jaw features are desired that allow for
improved tissue retrieval and improved sample retention,
particularly where the desired treatment lumen is of a
relatively small cross-section and/or the working channel
of the endoscope is relatively small.
[0010] Thus, it is desirable to have a miniature biopsy
forceps assembly that can access small working chan-
nels of smaller endoscopic devices, more precisely ac-
cess the tortuous and relatively small cross-sectional ar-
eas of certain anatomical body lumens, and both sever
and retain tissue samples adequate for pathology study.

SUMMARY OF THE INVENTION

[0011] Embodiments of the present invention are di-
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rected to medical devices for obtaining tissue samples
that obviate one or more of the limitations and disadvan-
tages of prior medical devices.
[0012] In one embodiment, a device for obtaining a tis-
sue sample includes a proximal actuator and a distal as-
sembly having first and second opposing jaws. The first
jaw includes a first curved distal edge defining only one
tooth offset from a center of the first curved distal edge
and an inner surface defining a substantially pyramid-
shaped spike. The second jaw includes a second curved
distal edge defining only one tooth offset from a center
of the second curved distal edge and a concave inner
surface defining at least one hole. An elongate member
connects the proximal actuator to the distal assembly
wherein actuation of the proximal actuator causes the
first and second jaws to pivot relative to one another.
[0013] According to another embodiment, a device for
obtaining a tissue sample includes a proximal actuator
and a distal assembly having first and second opposing
jaws. A cup portion of the first jaw defines an aperture
and an edge of the aperture is raised above an inner
surface of the cup portion adjacent the aperture. An elon-
gate member connects the proximal actuator to the distal
assembly wherein actuation of the proximal actuator
causes the first and second jaws to pivot relative to one
another.
[0014] According to another embodiment, a device for
obtaining a tissue sample includes a proximal actuator,
a distal assembly having first and second opposing jaws,
wherein the first jaw includes lateral, straight edges hav-
ing teeth, the lateral edges connected by a curved distal
edge not including teeth. An elongate member connects
the proximal actuator to the distal assembly and wherein
actuation of the proximal actuator causes the first and
second jaws to pivot relative to one another.
[0015] In various embodiments, the device may in-
clude one or more of the following additional features:
wherein the second jaw includes lateral, straight edges
having teeth, the lateral edges of the second jaw con-
nected by a curved distal edge not including teeth; where-
in a pattern of teeth arranged on the first jaw comple-
ments a pattern of teeth arranged on the second jaw such
that, when the jaws are closed, the edges of the first and
second jaws align substantially without space between
the edges; wherein each tooth projecting from the lateral,
straight edges of the first and second jaws includes a
substantially flat top surface and angled sides; wherein
each jaw includes two teeth on one lateral, straight edge
and only one tooth on an opposite, lateral, straight edge;
wherein a proximal portion of each jaw includes a
stepped-down heel portion to permit substantially com-
plete jaw closure; wherein each jaw includes a concave
inner surface defining a substantially hemispherical cup;
wherein the concave inner surface of the first jaw defines
at least one hole; wherein the inner concave surface of
the first jaw defines a frusto-conical shaped projection
having a center defining a hole; wherein one of the first
jaw and the second jaw includes a substantially conical-

shaped spike that points towards the other of the first jaw
and second jaw; wherein a concave inner surface of the
other of the first jaw and the second jaw defines a hole
aligned opposite the substantially conical-shaped spike
when the first and second jaws are in a closed position;
wherein one of the first jaw and the second jaw includes
a substantially pyramid-shaped spike that points towards
the other of the first jaw and the second jaw; wherein the
substantially pyramid-shaped spike includes triangular-
shaped faces that meet at a point; wherein an inner sur-
face of the one of the first jaw and the second jaw defines
distinct concave surfaces on distal, proximal, and lateral
sides of the substantially pyramid-shaped spike; wherein
the tip of the substantially pyramid-shaped spike termi-
nates to form a substantially flat square shape; and
wherein at least one of the first and second jaws is elec-
trically conductive and configured to act as an electrode
for conducting current to tissue.
[0016] According to another embodiment of the inven-
tion, a device for obtaining a tissue sample includes a
proximal actuator, a distal assembly having first and sec-
ond jaws, wherein the first jaw includes an inner surface
defining a substantially pyramid-shaped spike. An elon-
gate member connects the proximal actuator to the distal
assembly and actuation of the proximal actuator causes
the first and second jaws to pivot relative to one another.
[0017] In various embodiments, the device may in-
clude one or more of the following additional features:
wherein each jaw includes a concave inner surface de-
fining a substantially hemispherical cup; wherein the con-
cave inner surface of the second jaw defines a hole;
wherein the inner concave surface of the second jaw de-
fines a frusto-conical shaped projection having a center
defining a hole; wherein the hole is aligned opposite the
substantially pyramid-shaped spike when the first and
second jaws are in a closed position; wherein the sub-
stantially pyramid-shaped spike includes a point directed
towards the second jaw; wherein the substantially pyra-
mid-shaped spike includes triangular-shaped faces that
meet at a point; wherein the inner surface of the first jaw
defines distinct concave surfaces on distal, proximal, and
lateral sides of the substantially pyramid-shaped spike;
wherein the substantially pyramid-shaped spike is inte-
grally formed with the first jaw; wherein the first jaw in-
cludes lateral, straight edges having teeth, the lateral
edges connected by a curved distal edge not including
teeth; wherein the second jaw includes lateral, straight
edges having teeth, the lateral edges of the second jaw
connected by a curved distal edge not including teeth;
wherein a pattern of teeth arranged on the first jaw com-
plements a pattern of teeth arranged on the second jaw
such that, when the jaws are closed, the edges of the
first and second jaws align substantially without space
between the edges; wherein each tooth projecting from
the lateral, straight edges of the first and second jaws
includes a substantially flat top surface and angled sides;
wherein each jaw includes two teeth on one lateral,
straight edge and only one tooth on an opposite, lateral,
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straight edge; and wherein a proximal portion of each
jaw includes a stepped-down heel portion to permit sub-
stantially complete jaw closure.
[0018] According to another embodiment of the inven-
tion, a device for obtaining a tissue sample includes a
proximal actuator and a distal assembly having first and
second jaws. The first jaw includes a concave inner sur-
face defining a substantially hemispherical cup and
wherein a tissue retention element protrudes from the
inner surface at a distal end of the cup. An elongate mem-
ber connects the proximal actuator to the distal assembly
and wherein actuation of the proximal actuator causes
the first and second jaws to pivot relative to one another.
[0019] In various embodiments, the device may in-
clude one or more of the following additional features:
wherein the second jaw includes a concave inner surface
defining a substantially hemispherical cup, wherein a tis-
sue retention element protrudes from the inner surface
of the second jaw at a distal end of the cup; wherein the
tissue retention element includes at least one ramp that
inclines upwardly toward a distal end of the jaw; wherein
the tissue retention element includes a flat proximally di-
rected face protruding from the inner surface of the hem-
ispherical cup; wherein the tissue retention element ex-
tends from a distal portion of the inner surface of the jaw
and forms a substantially flat surface within the cup;
wherein the tissue retention element includes an inclined,
proximally directed lip; and wherein the lip includes a flat
upper surface integral with a distal edge of the cup;
wherein the tissue retention element comprises a raised
frusto-conical shaped projection having a center defining
a hole; and wherein the tissue retention element com-
prises a plurality of curved fins.
[0020] According to another embodiment of the inven-
tion, a medical device includes a distal assembly having
first and second end effectors and a proximal actuator
having first and second portions that move relative to one
another. The relative movement of the first and second
portions causes the first and second end effectors to pivot
relative to one another. An elongate tubular member de-
fining a lumen therein and connects the first portion of
the actuator to the distal assembly. A wire extends within
the lumen of the elongate tubular member and connects
the second portion of the actuator to the first and second
end effectors. A tube within the actuator is movable with
the second portion of the actuator and configured to re-
ceive the wire therein so that axial movement of the tube
causes corresponding axial movement of the wire.
[0021] in various embodiments, the device may in-
clude one or more of the following additional features:
wherein the tube includes a bent portion received by the
second portion of the actuator; wherein the bent portion
retains the wire within the tube; wherein the wire is re-
tained in the tube without affixing the wire to the tube;
wherein the wire is retained in the tube through a friction
fit or a geometric fit; wherein the tube is a hypotube;
wherein the end effectors are jaws for obtaining a tissue
sample; a retainer within the first portion of the proximal

actuator affixing the elongate tubular member to the first
portion of the actuator; wherein the first portion of the
actuator is hollow and defines a lumen housing the re-
tainer such that longitudinal movement of the retainer
within the first portion of the actuator is prevented; where-
in longitudinal movement of the retainer is prevented by
flanges along the retainer configured to mate with corre-
sponding grooves formed in the actuator lumen; wherein
a proximal end of the elongate tubular member attaches
along an exterior of a reduced diameter distal portion of
the retainer; wherein the tube is received within the re-
tainer and moves relative to the retainer; wherein the
bent portion forms an S-shaped, L-shaped, Z-shaped, or
circular configuration; wherein a portion of the wire in-
cludes a layer of polymeric coating; wherein a proximal-
most portion and a distal-most portion of the wire remains
uncoated; and wherein an exterior surface of the elon-
gate tubular member includes a polymeric coating.
[0022] According to another embodiment of the inven-
tion, a medical device includes a proximal actuator and
a distal assembly. The distal assembly has a movable
jaw and a fixed jaw, which includes a sharp distal point.
An elongate member connects the proximal actuator to
the distal assembly and wherein actuation of the proximal
actuator causes the movable jaw to pivot relative to the
fixed jaw.
[0023] In various embodiments, the device may in-
clude one or more of the following additional features:
wherein the fixed jaw includes an outer perimeter defining
cutting edges that extend distally to meet at the sharp
point; wherein the movable jaw includes cutting edges
that complement the cutting edge of the fixed jaw such
that, when the movable jaw is closed, the cutting edges
of the movable jaw and the fixed jaw align substantially
without space between the cutting edges; wherein an
inner surface of the fixed jaw includes an arch shaped
concave indentation; wherein the movable jaw includes
a triangular-shaped cutting perimeter; wherein a distal
end of the movable jaw includes a flat distally directed
surface; wherein the movable jaw defines an inner con-
cave surface retaining a severed tissue sample; wherein
the fixed jaw is integrally formed with a clevis defining a
pivot hole about which the movable jaw pivots upon ac-
tuation of the proximal actuator; wherein the fixed jaw
comprises a projection that narrows to a tissue penetrat-
ing needle tip; wherein the projection includes a concave
inner surface that aids in the retention of tissue after the
needle tip penetrates targeted tissue; and a wire extend-
ing through the elongate member for coupling the mov-
able jaw to the proximal actuator, and wherein the mov-
able jaw connects to the wire by a pair of links.
[0024] According to another embodiment of the inven-
tion, a medical device includes a proximal actuator and
a distal assembly having first and second opposing jaws.
The first jaw includes a first curved distal edge defining
only one tooth offset from a center of the first curved distal
edge. An elongate member connects the proximal actu-
ator to the distal assembly and wherein actuation of the
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proximal actuator causes the first and second jaws to
pivot relative to one another.
[0025] In various embodiments, the device may in-
clude one or more of the following additional features:
wherein the outer surface of the tooth is curved; wherein
the second jaw includes a second curved distal edge
defining only one tooth offset from a center of the second
curved distal edge; wherein the one tooth of first jaw and
the one tooth of the second jaw are offset to opposite
sides of the center of their respective curved distal edges;
wherein the first jaw includes a recess to receive the tooth
of the second jaw and the second jaw includes a recess
to receive the tooth of the first jaw; and wherein each
tooth includes a substantially flat top surface and angled
sides.
[0026] According to another embodiment of the inven-
tion, a device for obtaining a tissue sample includes a
proximal actuator and a distal assembly having first and
second jaws. The first jaw includes a concave inner sur-
face defining a substantially hemispherical cup. A curved
spike protrudes from the inner surface at a distal end of
the cup. The device further includes an elongate member
connecting the proximal actuator to the distal assembly.
Actuation of the proximal actuator causes the first and
second jaws to pivot relative to one another.
[0027] In various embodiments, the device may in-
clude one or more of the following additional features:
wherein the spike terminates in a sharp tip; wherein the
spike curves in a proximal direction from a base of the
spike; wherein the second jaw includes a concave inner
surface defining at least one hole; and wherein the sec-
ond jaw includes a concave inner surface defining a frus-
to-conical shaped projection, the projection having a
center defining a hole.
[0028] Additional objects and advantages of the inven-
tion will be set forth in part in the description which follows,
and in part will be obvious from the description, or may
be learned by practice of the invention. The objects and
advantages of the invention will be realized and attained
by means of the elements and combinations particularly
pointed out in the appended claims.
[0029] It is to be understood that both the foregoing
general description and the following detailed description
are exemplary and explanatory only and are not restric-
tive of the invention, as claimed.
The following aspects are preferred embodiments of the
invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0030] The accompanying drawings, which are incor-
porated in and constitute a part of this specification, Il-
lustrate several embodiments of the invention and to-
gether with the description, serve to explain the principles
of the invention.

1. A device for obtaining a tissue sample, comprising:

a proximal actuator;
a distal assembly having first and second op-
posing jaws, wherein the first jaw includes lat-
eral, straight edges having teeth, the lateral edg-
es connected by a curved distal edge not includ-
ing teeth; and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the first and
second jaws to pivot relative to one another.

2. The device for obtaining a tissue sample of aspect
1, wherein the second jaw includes lateral, straight
edges having teeth, the lateral edges of the second
jaw connected by a curved distal edge not including
teeth.

3. The device for obtaining a tissue sample of aspect
2, wherein a pattern of teeth arranged on the first
jaw complements a pattern of teeth arranged on the
second jaw such that, when the jaws are closed, the
edges of the first and second jaws align substantially
without space between the edges.

4. The device for obtaining a tissue sample of aspect
2, wherein each tooth projecting from the lateral,
straight edges of the first and second jaws includes
a substantially flat top surface and angled sides.

5. The device for obtaining a tissue sample of
aspect2, wherein each jaw includes two teeth on one
lateral, straight edge and only one tooth on an op-
posite, lateral, straight edge.

6. The device for obtaining a tissue sample of aspect
2, wherein a proximal portion of each jaw includes a
stepped-down heel portion to permit substantially
complete jaw closure.

7. The device for obtaining a tissue sample of aspect
1, wherein each jaw includes a concave inner sur-
face defining a substantially hemispherical cup.

8. The device for obtaining a tissue sample of aspect
7, wherein the concave inner surface of the first jaw
defines at least one hole.

9. The device for obtaining a tissue sample of
aspect7, wherein the inner concave surface of the
first jaw defines a frusto-conical shaped projection
having a center defining a hole.

10. The device for obtaining a tissue sample of as-
pect 1, wherein one of the first jaw and the second
jaw includes a substantially conical-shaped spike
that points towards the other of the first jaw and sec-
ond jaw.
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11. The device for obtaining a tissue sample of as-
pect 10, wherein a concave inner surface of the other
of the first jaw and the second jaw defines a hole
aligned opposite the substantially conical-shaped
spike when the first and second jaws are in a closed
position.

12. The device for obtaining a tissue sample of as-
pect 1, wherein one of the first jaw and the second
jaw includes a substantially pyramid-shaped spike
that points towards the other of the first jaw and the
second jaw.

13. The device for obtaining a tissue sample of as-
pect 12, wherein the substantially pyramid-shaped
spike includes triangular-shaped faces that meet at
a point.

14. The device for obtaining a tissue sample of as-
pect 12, wherein an inner surface of the one of the
first jaw and the second jaw defines distinct concave
surfaces on distal, proximal, and lateral sides of the
substantially pyramid-shaped spike.

15. The device for obtaining a tissue sample of as-
pect 12, wherein the tip of the substantially pyramid-
shaped spike terminates to form a substantially flat
square shape.

16. The device for obtaining a tissue sample of as-
pect 1, wherein at least one of the first and second
jaws is electrically conductive and configured to act
as an electrode for conducting current to tissue.

17. A device for obtaining a tissue sample, compris-
ing:

a proximal actuator;
a distal assembly having first and second jaws,
wherein the first jaw includes an inner surface
defining a substantially pyramid-shaped spike;
and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the first and
second jaws to pivot relative to one another.

18. The device for obtaining a tissue sample of as-
pect 17, wherein each jaw includes a concave inner
surface defining a substantially hemispherical cup.

19. The device for obtaining a tissue sample of
aspect18, wherein the concave inner surface of the
second jaw defines a hole.

20. The device for obtaining a tissue sample of as-
pect 18, wherein the inner concave surface of the
second jaw defines a frusto-conical shaped projec-

tion having a center defining a hole.

21. The device for obtaining a tissue sample of as-
pect 19, wherein the hole is aligned opposite the sub-
stantially pyramid-shaped spike when the first and
second jaws are in a closed position.

22. The device for obtaining a tissue sample of as-
pect 17, wherein the substantially pyramid-shaped
spike includes a point directed towards the second
jaw.

23. The device for obtaining a tissue sample of as-
pect 17, wherein the substantially pyramid-shaped
spike includes triangular-shaped faces that meet at
a point.

24. The device for obtaining a tissue sample of as-
pect 18, wherein the inner surface of the first jaw
defines distinct concave surfaces on distal, proximal,
and lateral sides of the substantially pyramid-shaped
spike.

25. The device for obtaining a tissue sample of as-
pect 17, wherein the substantially pyramid-shaped
spike is integrally formed with the first jaw.

26. The device for obtaining a tissue sample of as-
pect 17, wherein the first jaw includes lateral, straight
edges having teeth, the lateral edges connected by
a curved distal edge not including teeth.

27. The device for obtaining a tissue sample of as-
pect 26, wherein the second jaw includes lateral,
straight edges having teeth, the lateral edges of the
second jaw connected by a curved distal edge not
including teeth.

28. The device for obtaining a tissue sample of as-
pect 26, wherein a pattern of teeth arranged on the
first jaw complements a pattern of teeth arranged on
the second jaw such that, when the jaws are closed,
the edges of the first and second jaws align substan-
tially without space between the edges.

29. The device for obtaining a tissue sample of as-
pect 27, wherein each tooth projecting from the lat-
eral, straight edges of the first and second jaws in-
cludes a substantially flat top surface and angled
sides.

30. The device for obtaining a tissue sample of as-
pect 27, wherein each jaw includes two teeth on one
lateral, straight edge and only one tooth on an op-
posite, lateral, straight edge.

31. The device for obtaining a tissue sample of
aspect27, wherein a proximal portion of each jaw
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includes a stepped-down heel portion to permit sub-
stantially complete jaw closure.

32. A device for obtaining a tissue sample, compris-
ing:

a proximal actuator;
a distal assembly having first and second jaws,
wherein the first jaw includes a concave inner
surface defining a substantially hemispherical
cup, wherein a tissue retention element pro-
trudes from the inner surface at a distal end of
the cup; and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the first and
second jaws to pivot relative to one another.

33. The device for obtaining a tissue sample of as-
pect 32, wherein the second jaw includes a concave
inner surface defining a substantially hemispherical
cup, wherein a tissue retention element protrudes
from the inner surface of the second jaw at a distal
end of the cup.

34. The device for obtaining a tissue sample of as-
pect 32, wherein the tissue retention element in-
cludes at least one ramp that inclines upwardly to-
ward a distal end of the jaw.

35. The device for obtaining a tissue sample of as-
pect 32, wherein the tissue retention element in-
cludes a flat proximally directed face protruding from
the inner surface of the hemispherical cup.

36. The device for obtaining a tissue sample of as-
pect 32, wherein the tissue retention element ex-
tends from a distal portion of the inner surface of the
jaw and forms a substantially flat surface within the
cup.

37. The device for obtaining a tissue sample of as-
pect 32, wherein the tissue retention element in-
cludes an inclined, proximally directed lip.

38. The device for obtaining a tissue sample of as-
pect 37, wherein the lip includes a flat upper surface
integral with a distal edge of the cup.

39. The device for obtaining a tissue sample of
aspect32, wherein the tissue retention element com-
prises a raised frusto-conical shaped projection hav-
ing a center defining a hole.

40. The device for obtaining a tissue sample of as-
pect 32, wherein the tissue retention element com-
prises a plurality of curved fins.

41. A medical device, comprising:

a distal assembly having first and second end
effectors;
a proximal actuator having first and second por-
tions that move relative to one another, wherein
the relative movement of the first and second
portions causes the first and second end effec-
tors to pivot relative to one another;
an elongate tubular member defining a lumen
therein and connecting the first portion of the
actuator to the distal assembly;
a wire extending within the lumen of the elongate
tubular member, the wire connecting the second
portion of the actuator to the first and second
end effectors; and
a tube within the actuator, movable with the sec-
ond portion of the actuator, and configured to
receive the wire therein so that axial movement
of the tube causes corresponding axial move-
ment of the wire.

42. The medical device of aspect 41, wherein the
tube includes a bent portion received by the second
portion of the actuator.

43. The medical device of aspect 42, wherein the
bent portion retains the wire within the tube.

44. The medical device of aspect 41, wherein the
wire is retained in the tube without affixing the wire
to the tube.

45. The medical device of aspect 41, wherein the
wire is retained in the tube through a friction fit or a
geometric fit.

46. The medical device of aspect41, wherein the
tube is a hypotube.

47. The medical device of claim 41, wherein the end
effectors are jaws for obtaining a tissue sample.

48. The medical device of aspect 41, further com-
prising a retainer within the first portion of the prox-
imal actuator affixing the elongate tubular member
to the first portion of the actuator.

49. The medical device of aspect 48, wherein the
first portion of the actuator is hollow and defines a
lumen housing the retainer such that longitudinal
movement of the retainer within the first portion of
the actuator is prevented.

50. The medical device of aspect49, wherein iongi-
tudinal movement of the retainer is prevented by
flanges along the retainer configured to mate with
corresponding grooves formed in the actuator lu-
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men.

51. The medical device of aspect48, wherein a prox-
imal end of the elongate tubular member attaches
along an exterior of a reduced diameter distal portion
of the retainer.

52. The medical device of aspect 48, wherein the
tube is received within the retainer and moves rela-
tive to the retainer.

53. The medical device of aspect 42, wherein the
bent portion forms an S-shaped configuration.

54. The medical device of aspect41, wherein a por-
tion of the wire includes a layer of polymeric coating.

55. The medical device of aspect 54, wherein a prox-
imal-most portion and a distal-most portion of the
wire remains uncoated.

56. The medical device of aspect 41, wherein an
exterior surface of the elongate tubular member in-
cludes a polymeric coating.

57. A device for obtaining a tissue sample, compris-
ing:

a proximal actuator;
a distal assembly having a movable jaw and a
fixed jaw, the fixed jaw including a sharp distal
point; and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the movable
jaw to pivot relative to the fixed jaw.

58. The device of aspect 57, wherein the fixed jaw
includes an outer perimeter defining cutting edges
that extend distally to meet at the sharp point.

59. The device of aspect 58, wherein the movable
jaw includes cutting edges that complement the cut-
ting edge of the fixed jaw such that, when the mov-
able jaw is closed, the cutting edges of the movable
jaw and the fixed jaw align substantially without
space between the cutting edges.

60. The device of aspect 58, wherein an inner surface
of the fixed jaw includes an arch shaped concave
indentation.

61. The device of aspect 57, wherein the movable
jaw includes a triangular-shaped cutting perimeter.

62. The device of aspect 57, wherein a distal end of
the movable jaw includes a flat distally directed sur-
face.

63. The device of aspect 57, wherein the movable
jaw defines an inner concave surface retaining a sev-
ered tissue sample.

64. The device of aspect 57, wherein the fixed jaw
is integrally formed with a clevis defining a pivot hole
about which the movable jaw pivots upon actuation
of the proximal actuator.

65. The device of aspect 57, wherein the fixed jaw
comprises a projection that narrows to a tissue pen-
etrating needle tip.

66. The device of aspect65, wherein the projection
includes a concave inner surface that aids in the re-
tention of tissue after the needle tip penetrates tar-
geted tissue.

67. The device of aspect 57, further comprising a
wire extending through the elongate member for cou-
pling the movable jaw to the proximal actuator, and
wherein the movable jaw connects to the wire by a
pair of links.

68. A device for obtaining a tissue sample, compris-
ing:

a proximal actuator;
a distal assembly having first and second op-
posing jaws, wherein the first jaw includes a first
curved distal edge defining only one tooth offset
from a center of the first curved distal edge; and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the first and
second jaws to pivot relative to one another.

69. The device for obtaining a tissue sample of as-
pect 68, wherein the outer surface of the tooth is
curved.

70. The device for obtaining a tissue sample of as-
pect 68, wherein the second jaw includes a second
curved distal edge defining only one tooth offset from
a center of the second curved distal edge.

71. The device for obtaining a tissue sample of as-
pect 70, wherein the one tooth of first jaw and the
one tooth of the second jaw are offset to opposite
sides of the center of their respective curved distal
edges.

72. The device for obtaining a tissue sample of as-
pect 70, wherein the first jaw includes a recess to
receive the tooth of the second jaw and the second
jaw includes a recess to receive the tooth of the first
jaw.
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73. The device for obtaining a tissue sample of as-
pect 70, wherein each tooth includes a substantially
flat top surface and angled sides.

74. A device for obtaining a tissue sample, compris-
ing:

a proximal actuator;
a distal assembly having first and second jaws,
wherein the first jaw includes a concave inner
surface defining a substantially hemispherical
cup, wherein a curved spike protrudes from the
inner surface at a distal end of the cup; and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the first and
second jaws to pivot relative to one another.

75. The device for obtaining a tissue sample of as-
pect 74, wherein the spike terminates in a sharp tip.

76. The device for obtaining a tissue sample of as-
pect 74, wherein the spike curves in a proximal di-
rection from a base of the spike.

77. The device for obtaining a tissue sample of as-
pect 74, wherein the second jaw includes a concave
inner surface defining at least one hole.

78. The device for obtaining a tissue sample of as-
pect 74, wherein the second jaw includes a concave
inner surface defining a frusto-conical shaped pro-
jection, the projection having a center defining a hole.

79. A device for obtaining a tissue sample, compris-
ing:

a proximal actuator;
a distal assembly having first and second op-
posing jaws, the first jaw including a first curved
distal edge defining only one tooth offset from a
center of the first curved distal edge and an inner
surface defining a substantially pyramid-shaped
spike, the second jaw including a second curved
distal edge defining only one tooth offset from a
center of the second curved distal edge and a
concave inner surface defining at least one hole;
and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the first and
second jaws to pivot relative to one another.

80. A device for obtaining a tissue sample, compris-
ing:

a proximal actuator;
a distal assembly having first and second op-

posing jaws, wherein a cup portion of the first
jaw defines an aperture, wherein an edge of the
aperture is raised above an inner surface of the
cup portion adjacent the aperture; and
an elongate member connecting the proximal
actuator to the distal assembly, wherein actua-
tion of the proximal actuator causes the first and
second jaws to pivot relative to one another.

FIG. 1 is a fragmentary side view of a forceps as-
sembly illustrating a proximal actuator and jaws in
an open position according to an embodiment of the
present invention.
FIG. 2A is a perspective view of the distal end of a
forceps assembly illustrating jaws in an open position
according to an embodiment of the present inven-
tion.
FIG. 2B is a perspective view of the forceps assembly
of FIG. 2A, illustrating the jaws in a position midway
between an open position and a closed position.
FIG. 2C is a perspective view of the forceps assem-
bly of FIG. 2A illustrating the jaws in a closed position.
FIG. 3A is a perspective view of a clevis element
according to an embodiment of the present inven-
tion.
FIG. 3B is a perspective view of an individual jaw
link element according to an embodiment of the
present invention.
FIG. 3C is a perspective view of a core wire attach-
ment element according to an embodiment of the
present invention.
FIG. 3D is a fragmentary side view of a core wire
element according to an embodiment of the present
invention.
FIG. 3E is a perspective view of an alternative core
wire attachment element according to an embodi-
ment of the present invention.
FIG. 4 is a perspective view of a coil retainer within
a portion of a handle according to an embodiment
of the present invention.
FIG. 5 is a cross-sectional perspective view of the
coil retainer of FIG. 4 within a portion of a handle
according to an embodiment of the present inven-
tion.
FIG. 6 is a cross-sectional perspective view of a han-
dle, spool, coil, and coil retainer according to an em-
bodiment of the present invention.
FIG. 7 is a side view of a hypotube and coil retainer
assembly according to an embodiment of the present
invention.
FIG. 8 is a side view of a hypotube according to an
embodiment of the present invention.
FIG. 9A is a perspective view of a side tooth forceps
jaw assembly having a conical spike in the lower jaw
according to an embodiment of the present inven-
tion.
FIG. 9B is a perspective view of forceps jaw assem-
bly having an alternative spike arrangement in the
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lower jaw according to an embodiment of the present
invention.
FIG. 9C is a perspective view of a front tooth forceps
jaw assembly having a spike in the lower jaw accord-
ing to an embodiment of the present invention.
FIGS. 10A-10E illustrate various alternative structur-
al arrangements for the upper and lower forceps jaws
according to embodiments of the present invention.
FIGS. 11A-11E illustrate various internal tissue re-
tention features for the forceps jaws according to em-
bodiments of the present invention.
FIGS. 12A-12C illustrate components of a knife jaw
biopsy assembly according to an embodiment of the
present invention.
FIGS. 13A-13C illustrate components of a needle
jaw biopsy assembly according to an embodiment
of the present invention.
FIG. 14 is a side view of the moving components for
a single jaw biopsy assembly according to an em-
bodiment of the present invention.
FIGS. 15A and 15B are perspective views of a for-
ceps assembly, illustrating rounded features of the
assembly, according to an embodiment of the
present invention.

DESCRIPTION OF THE EMBODIMENTS

[0031] Reference will now be made in detail to the ex-
emplary embodiments of the invention, examples of
which are illustrated in the accompanying drawings.
Wherever possible, the same reference numbers will be
used throughout the drawings to refer to the same or like
parts.
[0032] According to exemplary embodiments, the in-
vention relates to a forceps assembly for severing and
retaining tissue samples. In embodiments that use the
forceps assembly in an endoscopic medical procedure,
the forceps assembly can be advanced through a work-
ing channel of an endoscope, including an endoscope
specifically designed and/or sized for use with the forceps
assembly, and into a tissue tract. When proximate a tar-
geted tissue site, the forceps assembly can apply a sep-
aration force to tissue and thereby retain a biopsy sample.
The forceps assembly is then retracted from the tissue
tract through the working channel of the endoscope. For
purposes of this disclosure, "separation" of tissue refers
to the action applied by the forceps assembly to capture
a tissue sample. Separation includes, but is not limited
to, the cutting, biting, punching, tearing, and shearing
applied by the jaws of the current forceps assembly.
[0033] In one exemplary aspect of the present inven-
tion, the biopsy forceps is designed to have an outer di-
ameter ranging from approximately 0.5 mm to approxi-
mately 2 mm when the jaws are in the closed jaw position.
Such a relatively small profile in the closed jaw position
facilitates access within smaller working channels of en-
doscopic devices, such as, for example, access through
working channels having an inner diameter as small as

about 1.2 mm. In addition, such a relatively small profile
forceps device facilitates maneuverability and precise
access throughout the tortuous and relatively small
cross-sectional areas of certain anatomical body lumens,
such as, for example, a patient’s pancreaticobiliary sys-
tem.
[0034] An embodiment of a forceps assembly accord-
ing to the present invention is depicted in FIG. 1. The
forceps assembly 10 includes a distal end effector as-
sembly 11, a proximal actuator 51, and an elongate mem-
ber 50 connecting the distal assembly 11 with the prox-
imal actuator 51. The size of the distal assembly 11 rel-
ative to the remaining components of assembly 10 in
FIG. 1 has been exaggerated for the purposes of expla-
nation and clarity and is not to be taken as literally rep-
resenting the proper scale of the components.
[0035] The main components of the distal assembly
include an upper jaw 12, a lower jaw 16, a clevis 20, and
a pair of links 22. The main components of the proximal
actuator 51 include an elongate handle 52 having a prox-
imal thumb ring 54, and a spool 56 that slides relative to
handle 52. The elongate member 50 is a tubular member
that houses a core wire 39 (see FIG. 3D) that extends
from the actuator 51 to the distal assembly 11. For pur-
poses of this disclosure, "distal" refers to the end further
from the device operator during use and "proximal" refers
to the end closer to the device operator during use. Each
of these components and their interconnection will now
be described.
[0036] FIGS. 2A-C illustrate the distal assembly 11 with
jaws 12, 16 in fully open, partially open, and closed po-
sitions, respectively. Upper jaw 12 includes a unitary
proximal tang 14 defining a mounting bore 34 (shown
more clearly in the FIG. 9 embodiment) and having a
boss or link pin 36. Lower jaw 16 includes a unitary prox-
imal tang 18 also defining a mounting bore 34 and having
a boss or link pin 36. Link pins 36 extend perpendicular
to, and away from, a central axis of forceps assembly 10.
[0037] As shown in FIG. 3A, clevis 20 is generally hol-
low and has a U-shaped configuration. Clevis 20 includes
a pair of arms 30 at a distal end a generally cylindrical
proximal portion 21. The generally cylindrical proximal
portion 21 is hollow and defines a lumen 25 extending
therethrough for receiving a core wire attachment 32 (see
FIGS. 2A-C, 3C, and 3E) configured for connection to
the distal end of core wire 39 that causes actuation of
the distal assembly 11. Each arm 30 has a generally
curved outer surface and a generally flat inner surface.
Each arm 30 defines an axle hole 28 that receives an
end of an axle pin 26. Jaws 12, 16 insert between clevis
arms 30. Axle pin 26 extends through axle holes 28 of
arms 30 and mounting bore 34 of each jaw 12, 16, to
connect jaws 12, 16 to clevis 30 and permit pivotal move-
ment of jaws 12, 16 relative to one another and clevis
20. As seen in FIG. 1 and FIG. 3B, each link 22 defines
a through-hole 24 at each of the proximal and distal ends
of link 22. The distal through-hole 24a of each link 22
receives a boss or link pin 36 of a corresponding jaw 12,
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16. A linking pin (not shown) extends through the proxi-
mal through-hole 24b of each link 22 and through the
distal through-hole 38 of core wire attachment 32, there-
by connecting the links 22 to attachment 32. The core
wire attachment 32 extends through the clevis lumen 25
and connects to a distal end of the core wire 39 housed
within elongate member 50. These connections couple
the distal assembly 11 with the proximal actuator 51. The
core wire 39 and attachment 32 are used to actuate the
links 22 and the jaws 12, 16.
[0038] The distal through-hole 24a of links 22 can be
machined to include a raised bevel 23 along the inner
surface of the through-hole 24a in order to provide a
countersink where the connection of link pins 36 and link
22 is completed through riveting. In contrast, where con-
nection by riveting is not required, the proximal through-
hole 24b does not include a raised bevel and instead has
a constant diameter. An actuation drive mechanism is
formed by the above-described interconnection of upper
jaw 12, lower jaw 16, clevis 20, links 22, and core wire
attachment 32.
[0039] FIG. 3E illustrates an alternative arrangement
depicting a core wire attachment 32’. Rather than having
a distal through-hole 38, core wire attachment 32’ in-
cludes integral boss members 33 on each side that ex-
tend perpendicular to, and away from, a central axis of
forceps assembly 10. Boss members 33 extend through
the constant diameter proximal through-hole 24b of each
arm 22, loosely fitting therein without any riveting or weld-
ing, thereby connecting the links 22 to attachment 32’.
The link arm 22 and the core wire attachment 32’ are
sized to fit within the small distance between the arms
30 of clevis 20, such that the proximal link arm through-
holes 24b remain connected to the boss members 33.
[0040] FIGS. 2A-2C illustrate the actuation of the upper
and lower jaws 12, 16 between open, partially open, and
closed positions, respectively. The elements at the distal
end of the forceps assembly 10 are interconnected such
that when the core wire 39 distally advances or proximally
withdraws core wire attachment 32, jaws 12, 16 pivot
between open (FIG. 2A) and closed (FIG. 2C) positions.
The forward, distal movement of core wire attachment
32 transfers force through the links 22 to thereby pivot
the upper and lower jaws 12, 16 about axle pin 26 to an
open position. Conversely, the rearward, proximal move-
ment of core wire attachment 32 transfers force through
the links 22 to thereby pivot the upper and lower jaws 12,
16 about axle pin 26 to a closed position.
[0041] The connection of axle pin 26, link pins 36, and
core wire attachment pin within their respective receiving
through-holes can be completed through standard rivet-
ing procedures or any suitable alternative connection
procedure known to one having ordinary skill in the art.
As noted above, where the connection of links 22 to the
remaining portion of the forceps assembly is effectuated
by a riveting process, the corresponding through-hole
may include a raised bevel 23 providing a countersink
along the inner surface of the through-hole.

[0042] Both the clevis 20 and the jaws 12, 16 may be
formed of 416 stainless steel. Alternatively, these com-
ponents can be manufactured from aluminum, brass, pol-
ymeric materials, plastic composites, reinforced ceram-
ics, nitinol, titanium, combined alloys of nickel and titani-
um, commonly referred to as nitinol, or any other suitable
material. Micro precision machining can be used to man-
ufacture these components. Other methods, such as
casting, stamping, lithography, metal injection molding,
and various deposition techniques known to one having
ordinary skill in the art may be used. The jaws 12,16 can
be injection molded and, with secondary processes, coat-
ed with nickel plating, gold plating. In addition, through
tertiary processes, other coatings such as a thin layer of
PTFE (polytetrafluroethelene) or a clear transparent ma-
terial, such as, for example, parylene may be applied to
the jaws. The other components, including the core wire
39, core wire attachment 32, links 22, axle pin 26, and
core wire attachment pin (not shown), also can all be
manufactured from stainless steel or any other suitable
material, such as those described above, and may be
made through any suitable process known in the art.
[0043] Elongate outer tubular member 50 is connected
to and extends proximally from the clevis 20. That con-
nection may be made through any suitable method, in-
cluding adhesives, soldering, welding, etc. Tubular mem-
ber 50 may be formed of a flexible, closely wound, stain-
less steel helical coil and may further include a thin cov-
ering or coating, such as a thin layer of PTFE (poly-
tetrafluroethelene) or a clear transparent material, such
as, for example, parylene. The flexible coil may be formed
to have, for example, a circular, rectangular, or D-shaped
cross-section. Other shapes for the cross-section of the
coil may be selected depending on the particular appli-
cation as would be apparent to one having ordinary skill
in the art. The coating reduces friction between moving
parts, such that the forceps assembly 10 slides more
easily within the working channel of a positioning instru-
ment, such as an endoscope. In order to provide a low
profile forceps assembly, tubular member 50 may be
formed to have, for example, an outer diameter of
about .0395 inches and a lumen with an inner diameter
of about .018 inches. These dimensions are exemplary
and nonlimiting.
[0044] FIG. 3D illustrates a fragmentary side view of
core wire 39. As noted above, core wire 39 is positioned
for relative movement within the elongate member 50
that extends from the actuator 51 to the distal assembly
11. The proximal end of a core wire 39 is inserted into a
hypotube (see FIGS. 7 and 8) where it is connected to
the spool 56. Spool 56 moves relative to handle 52 for
actuation of the core wire 39. At its distal end, the core
wire 39 is connected to the proximal end of the core wire
attachment 32, through any suitable means, including
adhesives, soldering, welding, etc. As seen in FIG. 3D,
an intermediate portion 39b of core wire 39, formed be-
tween proximal and distal portions 39a, 39c of constant
diameter, includes a narrowing taper toward the distal
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end. Core wire 39 is designed to provide flexibility to the
core wire 39, while still retaining torsional stiffness nec-
essary to transmit rotational force to the distal end of the
wire 39. Wire 39 can be formed of stainless steel and
may also include a thin layer coating (e.g. 0.0001"-
0.0007") of PTFE (polytetrafluroethelene) or other suita-
ble material to facilitate its movement within, and lessen
the friction force relative to, tubular member 50. In order
to provide a low profile forceps assembly, core wire 39
may be formed to have, for example, an outer diameter
of about 0.0150 inches along the proximal portion 39a
and tapering to a diameter of about 0.0110 inches along
a distal portion 39c. As an example, lengths for the core
wire portions 39a, 39b, and 39c may be approximately
122.475 inches; 0.250 inches; and 2.875 inches respec-
tively. These dimensions are intended to be exemplary
only and may be changed to suit particular applications
and access particular treatment regions as would be ap-
parent to one having ordinary skill in the art.
[0045] Approximately two inches at both the distal-
most and proximal-most ends of the core wire 39 may
remain masked during the coating process. The masking
leaves these portions uncoated in order to enhance the
connection of the core wire distal end to the core wire
attachment 32 and the core wire proximal end within the
hypotube (see FIGS. 7 and 8).
[0046] The right side of FIG. 1 illustrates proximal end
components of forceps assembly 10, including actuator
51. As seen in FIG. 1, the elongate outer tubular member
50 extends proximally from the clevis 20 to connect to
handle 52 including thumb ring 54. In order to facilitate
a wide range of applications and reach targeted anatom-
ical regions of small cross-section, the elongated biopsy
forceps device may be formed to a length of between
100 cm and 300 cm, and more preferably between 270
cm and 290 cm. Actuator 51 further includes movable
spool 56 capable of being grasped between an operator’s
index and middle fingers. As noted above, the movable
core wire 39 connects at the proximal end of core wire
attachment 32, extends proximally within, and is config-
ured to slide relative to, the tubular member 50, and con-
nects to the movable spool 56 in order for the operator
to actuate the forceps assembly 10.
[0047] FIGS. 4-8 illustrate the components of a handle
mechanism for the biopsy device according to an exem-
plary embodiment of the present invention. FIGS. 4 and
5 illustrate perspective views inside the handle 52 hous-
ing a coil retainer 300, according to an embodiment of
the present invention. The interior of handle 52 is hollow
and defines a lumen 53, which houses the coil retainer
300. Dual fixation flanges 302 prevent any longitudinal
movement of the coil retainer 300 within the handle 52.
Longitudinal movement of the coil retainer 300 is pre-
vented because flanges 302 are configured to mate with
corresponding grooves 55 formed within handle 52 per-
pendicular to the longitudinal axis of lumen 53.
[0048] The proximal end of the tubular member 50 (not
shown) will immovably attach within the handle lumen 53

along the exterior of a reduced diameter, stepped down
distal portion 304 of the coil retainer 300. A proximal-
most face of tubular member 50 extends to abut a distal
facing annular flange 305 of retainer 300 resulting from
the reduced diameter, stepped down distal portion 304.
The coil retainer 300 may be formed of a single integral
part and may further include, as most easily seen in FIG.
7, a reduced diameter proximal portion 307. The reduced
diameter proximal portion 307 forms a proximal facing
annular flange 309 at the point of diameter change. Large
diameter portions 303 are formed between the stepped
down distal portion 304 and the reduced diameter prox-
imal portion 307. The large diameter portions 303 are
sized to match the inner diameter of the handle lumen
53 such that lateral movement of the coil retainer 300
relative to the handle 52 is prevented. The proximal facing
annular flange 309 may also assist flanges 302 in pre-
venting longitudinal movement of the coil retainer 300
within the handle lumen 53 by preventing proximal move-
ment of the retainer 300 due to contact between flange
309 and, for example, an internally projecting portion of
handle 52.
[0049] Referring to FIG. 7, coil retainer 300 is illustrated
as housing a hypotube 310 configured to slide within the
coil retainer 300. The hypotube 310, in turn, Is configured
to receive the proximal end of the core wire 39 (FIG. 3D)
therein, such that the core wire 39 is secured by a friction
fit within an "S" bend 311 and prohibited from movement
relative to the hypotube 310. Alternatively, the core wire
39 may be secured to fit within the "S" bend not by means
of friction, but simply by means of the curved geometry
of the hypotube. This fit, either geometric or friction, pro-
vides sufficient coupling of wire 39 to hypotube 310. No
other method or means of fixation is necessary to transfer
movement of hypotube 310 to wire 39.
[0050] The hypotube may be formed of any known pol-
ymer materials commonly used in medical devices as
would be apparent to one having ordinary skill in the art.
Exemplary materials include rigid fluorinated polymers
commonly used in medical device applications. The hy-
potube should be formed of a material capable of receiv-
ing the proximal end of core wire 39 in a friction fit and
therefore should be selected to have an inner lumen of
sufficient size to properly engage core wire 39.
[0051] As seen in FIG. 6, the handle 52 Includes an
oval shaped slot 57 that receives hypotube 310 housing
the proximal end of the core wire 39. The movable spool
56 includes an exterior surface that slides along the out-
side of handle 52 and slot 57. The spool 56 also includes
an integral portion received within the oval shaped slot
57 of handle 52. That portion includes an "S" channel 59
configured to receive, in a nest, the combined hypotube
310 and core wire 39. As noted above with regard to the
hypotube 310, the fit may be secured simply by means
of the geometry of the channel 59. In the resulting nest,
movement of the spool 56 relative to the handle 52, in
turn, moves the core wire 39 within the outer tubular
member 50 in order to permit actuation of the forceps
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assembly. Alternative configurations for the shape of hy-
potube 310 and channel 59 include, but are not limited
to, a circular shape, an "L" shape, and a "Z" shape.
[0052] While actuator 51 is described above as a
thumb ring and spool arrangement, actuator 51 may be
any suitable handle known in the art that controls the
movement of an internal core wire for the actuation of a
distal forceps assembly.
[0053] As seen in FIGS. 2A-2C, each of the upper and
lower jaws 12, 16 includes generally outer/convex in-
ner/concave cup-shaped surfaces. Such inner/concave
surfaces are designed to retain severed tissue samples
therein. The exterior perimeter edge defining a separa-
tion portion 40 of the upper jaw 12 is configured to align
with a complementary pattern along the exterior perim-
eter edge defining a separation portion 42 of lower jaw
16 when closed. In FIGS. 2A-2C, both separation por-
tions 40 and 42 of the jaws 12, 16 include lateral, straight
edges having one or more teeth 47. The lateral, straight
edges of each jaw 12, 16 are connected at their distal
ends to a curved, distal edge 44 not including any teeth
47. Each of the teeth 47 projects to form a flat top surface
and angled sides.
[0054] The teeth 47 of each jaw may form an alternat-
ing side tooth configuration. As seen in FIGS. 2A-2C,
each jaw includes an arrangement of two teeth 47 on one
lateral, straight edge and a single tooth 47 on the oppo-
site, lateral, straight edge. The side tooth configuration
of each jaw is arranged such that opposing teeth 47 of
jaws 12, 16 are aligned in the closed configuration. The
side tooth configuration and alignment provides more
separation/retaining surface area to lock the tissue when
the jaws are pulled away from the target sampling site
after closing on a tissue sample. As seen in FIG. 2C, the
complementary side tooth configuration of jaws 12 and
16 results in the formation of a gap 49 at the proximal
end of the jaw structure. Due to the alternating arrange-
ment of teeth 47, the gap 49 will extend toward the upper
jaw surface on one side (as illustrated in FIG. 2C, for
example) and toward the lower jaw surface on the oppo-
site side.
[0055] The gap 49 facilitates the complete closure of
the forceps jaws at their distal end. The gap 49 facilitates
complete jaw closure by accommodating tissue between
the proximal ends of the jaws. In addition, the gap pre-
vents the jaws from contacting at their proximal ends.
The complete closure of opposing jaw members is par-
ticularly advantageous in smaller biopsy devices, where
often the small moment arms of the jaws are insufficient
to individually separate a clean tissue sample and tissue
must often be torn away from the treatment site upon
pulling the closed forceps backward. Alternative designs
of a gap formed by a taper from the proximal end to the
distal end will serve the same purpose.
[0056] The upper jaw 12 in FIGS. 2A-2C is comprised
of a biopsy cutter containing at least one fenestration
hole 58 in the center of the jaw, while the lower jaw 16
includes at least one spike feature to aid in retaining tis-

sue. The fenestration hole 58 allows for fluids and/or air
to escape the jaws during tissue retrieval and thereby
aids in the volume of tissue acquisition between the jaws.
The fenestration hole 58 can be used as a specimen
flushing port to remove a captured sample from between
the jaws once the forceps assembly is removed from the
treatment site.
[0057] The spike feature aids in retaining tissue cap-
tured within the forceps when the forceps device is pulled
away from the targeted site after pivoting to capture a
sample. A pyramid-shaped spike 62 is formed within the
lower jaw 16 having a pointed tip 67 extending towards
the fenestration hole 58 of the upper jaw 12. The tip of
the pyramid-shaped spike 62 may terminate to form a
small flat square shape or, alternatively, may be formed
to terminate at a sharp spike. The pyramid-shaped spike
62 will penetrate the tissue at the target site and the for-
ceps device can not be pulled free until some tissue
breaks loose. Such tissue retention features are partic-
ularly advantageous in separating and capturing tissue
samples in anatomical regions having relatively small
cross-section areas, where often the small moment arms
of the jaws are insufficient to separate a tissue sample.
[0058] The spike feature and fenestration hole of the
jaws work together to facilitate the capture of tissue sam-
ples. The pyramid-shaped spike 62 can be positioned to
align with the fenestration hole 58 such that the tip 67 of
the spike 62 is pointed towards the fenestration hole 58
when the jaws are in the closed position. The pyramid-
shaped spike 62 does not protrude through the fenestra-
tion hole 58 but may terminate at or below the base of
the fenestration hole 58. Such an arrangement secures
tissue between the protruding pyramid-shaped spike 62
and the inner surface defining the fenestration hole 58.
The size of the pyramid-shaped spike 62 can be varied
depending on the need to grasp and retain tissue and
depending on the particular tissue targeted and the sam-
ple size desired.
[0059] The lower jaw 16 may contain more that one
pyramid-shaped spike 62 to aid in the retention of tissue.
Similarly, the upper jaw 12 may include more than one
fenestration hole 58 aligned with each pyramid-shaped
spike 62 or, alternatively, offset from a pattern of spikes.
The lower jaw 16 can be machined so as to form the
pyramid-shaped spike 62 integral with the lower jaw sur-
face. The pyramid spike 62 can be machined to exhibit
four orthogonal surfaces or faces 63A-63D forming tri-
angles that meet at a common sharp spike point 67. The
faces 63A-63D each may be substantially concave. The
orthogonal faces can be machined such that adjoining
faces meet with each other to form a distinct pronounced
edge. Faces 63B and 63C, for example, meet to form a
distinct edge between the base of the pyramid-shaped
spike 62 and the sharpened tip point 67.
[0060] The cavities around the pyramid spike 62 can
be machined out using a small ball end mill such that
distinct concave surfaces 63A-63D are formed on the
distal, proximal, and lateral sides of the pyramid spike
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62. The separate concave surfaces 63A-63D provide the
advantage of further tissue retention by allowing target
tissue penetrated by the pyramid spike 62 to rest below
the base of the pyramid spike 62 during a biopsy proce-
dure. Upon penetration by the pyramid spike 62, captured
tissue can be securely trapped between the concave sur-
faces, formed around the pyramid spike 62 on one side,
and the fenestration hole 58 as well as the inner/concave
surface of the upper jaw on the other side. The four sur-
faces 63A-63D, provide an additional advantage of fric-
tion and resistance against captured tissue as the device
is pulled away from target tissue. The orthogonal shape
provides better retention in that captured tissue may slide
off a spike having a smooth outer surface.
[0061] FIGS. 9A and 9B depict particular forceps jaw
designs according to an embodiment of the invention.
The jaws shown in FIGS. 9A and 9B are substantially the
same as jaws shown and described with reference to
FIGS. 2A- 2C, except as discussed herein. The same
reference numerals have been used for the same or sub-
stantially similar parts of the jaws. Like the embodiment
of FIGS. 2A-2C, each lower jaw 16 shown in FIGS. 9A
and 9B includes at least one spike feature to facilitate
retaining tissue captured within the forceps when the for-
ceps device is pulled away from the targeted site after
pivoting to capture a sample. The FIG. 9A embodiment
includes a sharp conical spike 60 having a sharp tip 61
extending to a fenestration hole 58 of an upper jaw 12.
The conical spike 60 of jaw 16 is pointed towards the
fenestration hole 58 when the jaws are in the closed po-
sition. The size of the conical spike can be varied, de-
pending on the need to grasp and retain tissue, and de-
pending on the particular tissue targeted and sample size
desired. Unlike the embodiment including pyramid-
shaped spike 62, lower jaw 16 including conical spike 60
does not include distinct and separate concave surfaces
63A-63D formed around the base of conical spike 60.
Instead, the inner surface of jaw 16 is continuous, sub-
stantially concave, and cup-shaped outside of the portion
occupied by conical spike 60.
[0062] The embodiment of FIG. 9B includes a sharp
proximally curved spike 64 having a sharp tip 61’ and
extending from the inner concave surface of lower jaw
16. The proximally curved spike 64 is integrally formed
with a spike base 65. The proximally curved spike 64 and
spike base 65 are configured to "push" or "squeeze" the
tissue towards the proximal end of the jaw during closing
action. The resulting forces applied to the captured tissue
prevent the tissue from slipping out of the jaws while the
biopsy device is pulled away from the target site. Just as
in the embodiment of FIG. 9A, the spike 64 may be point-
ed towards the fenestration hole 58 when the jaws are
in the closed position. Due to the proximally curved shape
of spike 64, the tissue fenestration hole 58 on the oppo-
site jaw may be offset toward the proximal end of the jaw
in order to complement the proximally directed forces
acted upon tissue. The proximally curved spike 64 is par-
ticularly useful in piercing and retaining tissue when the

forceps jaws are closed and the forceps assembly is prox-
imally pulled away from target tissue. In the manner of a
snake’s fangs, the spike 64 will provided added friction
and resistance against captured tissue as the device is
pulled away from target tissue.
[0063] Referring to FIG. 9C, a lower jaw 66 is depicted
including multiple distinct concave surfaces 63A-63D
formed around a pyramid-shaped spike 62 having a spike
point 67. The cutting perimeter of jaw 66 includes a single
curved tooth 68 positioned next to a recess 70 along the
distal curved portion of the cutting perimeter. As seen in
FIGS. 9C, 10A, and 10E, the tooth 68 is offset from a
center of the distal curved portion and projects to form a
flat top surface and angled sides along the distal curved
portion. The recess 70 forms a shape complementary to
the tooth 68, exhibiting a flat base and angled sides. The
tooth and recess pattern of jaw 66 will be matched by an
opposing tooth and recess pattern of an upper jaw to
provide a closed surface between the jaws during use.
For example, FIGS. 9C and 10E illustrate an upper jaw
80 having a fenestration hole 58 opposed to the pyramid-
shaped spike 62 of lower jaw 66. In addition upper jaw
80 includes a tooth and recess pattern matching and
complementing the tooth and recess pattern of lower jaw
66 in FIGS. 9C and 10A. FIG. 9C depicts the comple-
mentary configuration of jaws 66 and 80 in FIGS. 10A
and 10E formed in a forceps assembly and illustrated in
a position between the fully opened and fully closed po-
sition.
[0064] FIGS. 9C, 10A, and 10E illustrate an additional
feature of a stepped-down heel portion 71 at the proximal
end of the inner/concave substantially hemispherical cup
shaped jaw surface. Stepped-down heel portions 71 fa-
cilitate the complete closure of the forceps jaws at their
distal end. The stepped-down heel portion is designed
to facilitate complete jaw closure even when tissue may
be present between the proximal-most portions of op-
posing jaw members. As the jaws close around a targeted
tissue portion, the distal end surfaces of the jaws are not
prevented from closing due to tissue positioned at the
proximal-most portions of opposing jaw members. Com-
plementary stepped-down heel portions 71 of opposing
jaw members form a distinct gap at the proximal end of
the closed jaw members for accommodating such tissue
that would otherwise inhibit jaw closure. The complete
closure of opposing jaw members is particularly advan-
tageous in smaller biopsy devices, where often the small
moment arms of the jaws are insufficient to separate a
tissue sample and tissue must often be torn away from
the treatment site upon pulling the closed forceps prox-
imally.
[0065] It is to be understood that the spike and fenes-
tration hole can be arranged on either the upper or lower
jaw, and in alternative arrangements the jaws may in-
clude multiple spikes and fenestration holes.
[0066] FIGS. 10A-10E depict various cutting patterns
formed along the cup shaped perimeter of forceps jaws
according to other exemplary embodiments of the
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present invention. Irrespective of whether each jaw de-
picted in FIGS. 10A-10E is designated as an "upper jaw"
or "lower jaw," it is to be understood that the cutting pat-
terns of opposing jaws are configured to align with and
exhibit a pattern complementary to one another. The jaws
are intended to complement each other such that the
edges align without any substantial space therebetween
when closed.
[0067] As noted above, FIG. 10A depicts a lower jaw
66 including multiple distinct concave surfaces 63A-63D
formed around a pyramid-shaped spike 62 having a spike
point 67. The cutting perimeter of jaw 66 includes a single
curved tooth 68 positioned next to a recess 70 along the
distal curved portion of the cutting perimeter.
[0068] FIG. 10B illustrates an upper jaw 72 having a
standard uniform separation perimeter and a fenestration
hole 58. Jaw 72 exhibits a "U" shaped separation perim-
eter 69. The separation perimeter 69 does not include
any teeth as in previous examples and can be machined
to have a particular sharpness, depending on the partic-
ular tissue targeted. Again, a stepped-down heel portion
71 is provided to permit distal edge contact of the upper
and lower jaws so the tissue will not slip out upon proximal
movement of the forceps device.
[0069] Referring to FIG. 10C, an upper jaw 74 is illus-
trated depicting a oval-shaped sharpened separation pe-
rimeter edge 76 useful for cutting soft tissue. The jaw 74
includes an inner concave jaw surface 77 including a
fenestration hole 58. A terminal portion 79 of the inner
jaw surface can be machined to exhibit a thinner wall
portion leading to the cutting edge 76.
[0070] FIG. 10D illustrates upper jaw 12 of FIGS. 2A-
2C, showing the inside surface of jaw 12 and the alter-
nating side tooth cutting pattern. The cutting patterns of
the various jaws shown and described herein, including
the jaws of FIGS. 10A-10E, are designed to provide more
separation/retaining surface area to lock the tissue when
the jaws are pulled away from the target sampling site.
[0071] FIGS. 11A-11D depict various internal tissue re-
tention features for the forceps jaws according to embod-
iments of the present invention. FIGS. 11A-11D illustrate
structural features within the inner/concave cup shaped
jaw surfaces designed to add retention force to separate
and retain tissue while the biopsy device is pulled away
from the target site. FIG. 11A, for example, depicts a jaw
including a step feature 82 occupying a distal portion of
the inner/concave substantially hemispherical cup
shaped jaw surface. An opposing jaw may include the
same or a similar feature. When upper and lower jaws
having the configuration of FIG. 11A come together, the
raised, horizontal flat surfaces 82a of the step features
82 present a smaller space or volume between the jaws
and thus higher compression force is exerted on the cap-
tured tissue. The sharp transition from the inner/concave
cup shaped jaw surface to the upper flat surface 82a of
the step feature 82 would also provide higher resistance
to prevent tissue from slipping out of the jaws.
[0072] In addition, FIG. 11A depicts an alternative fen-

estration hole 59, formed to provide an additional tissue
retention function. For example, the edge of the jaw sur-
face defining the fenestration hole 59 can be raised above
the remaining inner concave cup shaped surface. The
edge may be raised to form a generally frusto-conical,
volcano shaped projection 59a. The raised projecting
portions along the edge of the fenestration hole 59 can
serve to project into a captured tissue sample, thereby
more forcefully retaining the sample upon proximal
movement of the forceps assembly. Features such as
the slope and height of frusto-conical shaped projection
59a can be altered depending on factors such as, for
example, the particular procedure and tissue type being
captured. The volcano shaped projection 59a provides
the combined benefits of a fenestration hole and a tissue
retention feature. The jaws of the forceps assembly may
include the alternative fenestration hole 59 either alone,
or in addition to, other tissue retention features as de-
scribed herein.
[0073] FIG. 11B depicts a jaw having a step feature 82
similar to FIG. 11A and further including wedges or ramps
84, configured to "push" or "squeeze" the tissue towards
the proximal end of the jaw during closing action. The
resulting forces applied to the captured tissue prevent
the tissue from slipping out of the jaws while the biopsy
device is pulled away from the target site. As seen in FIG.
11B, the jaw includes dual triangular ramps 84 that incline
upwardly toward a distal end of the jaw. Ramps 84 incline
and terminate at the upper flat surface 82a of the step
feature 82. Ramps 84 may be positioned on opposing
sides of a fenestration hole 58 formed in the inner con-
cave cup surface of the jaw. In addition, the ramps 84
may be formed to exhibit inner side faces 85 orthogonal
to the upper surfaces of ramps 84 within the inner jaw
surface. The resulting configuration of FIG. 11B provides
the combined benefits of tissue retention provided by
step feature 82 and ramps 84. It is contemplated that the
ramp may assume configurations other than that depict-
ed in FIG. 11B.
[0074] FIG. 11C depicts a jaw having a flat proximally
directed face 86 at the distal end of the inner/concave
cup shaped jaw surface and a protrusion 88 at a center
of the jaw. The protrusion 88 may include a flat proximal
surface 89 and a rounded surface 91, distally projecting
from the proximally directed surface 89. The vertical drop
presented by the face 86 provides higher resistance to
captured tissue movement than a curved inner surface.
In addition, the raised protrusion 88 projects against cap-
tured tissue and provides additional resistance to the
movement of captured tissue within the inner jaw surface.
[0075] FIG. 11D depicts a jaw with an inclined, proxi-
mally directed lip 90 formed at the distal end of the in-
ner/concave cup shaped jaw surface. Lip 90 includes a
flat upper surface 93 that meets with a portion of the
curved distal perimeter at the upper edge of the jaw. The
flat upper surface 93 of lip 90 meets at its proximal end
with an inclined face 95 that extends distally to meet a
portion of the inner concave surface of the jaw. Lip 90 is
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configured to "push" or "squeeze" the tissue towards the
proximal end of the jaw during closing action. In addition,
lip 90 is configured to provide higher resistance and
"hold" the tissue when the forceps assembly is pulled
away from tissue. The resulting forces applied to the cap-
tured tissue through the lip 90 both hold the tissue and
aid in preventing the tissue from slipping out of the jaws
while the biopsy device is pulled away from the target site.
[0076] FIG. 11E depicts a jaw 97 with multiple curved
fins 96 proximally directed and formed at the inner/con-
cave cup shaped jaw surface. Curved fins 96 serve to
capture and retain tissue between the fins 96 during clos-
ing action. The fins 96 will provide greater retention ca-
pability by both directing the tissue proximally within the
inner jaw surface as well as projecting against captured
tissue to provide additional resistance to the movement
of captured tissue within the inner jaw surface. The top
of the fins 96 can extend to a height such that the fins 96
are flush with the surface defined by the outer separation
perimeter of jaw 97. The fins 96 may be arranged in rows
along the inner concave surface of the jaw 97 and on
opposite sides of a fenestration hole 58. Alternatively,
the fins 96 may be formed in a non-symmetrical alternat-
ing arrangement. Additional features, such as the
number of fins 96, the extent the fins 96 are curved, and
the thickness of the fins 96, can be altered depending on
the particular application.
[0077] In addition to the tissue retention features de-
scribed above, the surface finish of the jaws may be con-
figured to improve tissue retention. For example, the in-
ner surface of the jaws may be roughened through any
suitable method to more frictionally engage tissue. A Ra
range between 50 to 250 could be considered for the
internal surface of the jaws in order to enhance tissue
rentention.
[0078] Referring to FIGS. 12A-12C, a biopsy device
100 including a movable jaw 112 is illustrated. The biopsy
device 100 further comprises a clevis 120 having a fixed
jaw comprised of an integrated knife blade 113. An upper
profile of the movable jaw 112 matches the profile of the
fixed jaw’s blade surface. The main components at the
distal end of the biopsy device 100 include movable jaw
112 having a unitary proximal tang 114, a pair of link arms
122 having link arm through-holes 124 at their proximal
and distal ends, and the clevis 120. The distal end of
clevis 120 includes opposing pivot arms 130 with an axle
pin 126 running between axle holes 128 on opposing
pivot arms 130 of the clevis 120. The center of the clevis
120 is hollow and configured to receive the distal end of
a core wire attachment 132 that extends proximally to a
core wire 139, which itself connects to a handle actuation
mechanism.
[0079] Other than including the feature of an integral
fixed jaw comprised of a knife blade 113, the clevis 120
is similar to the clevis 20 described above. The fixed jaw
comprised of knife blade 113 includes a generally convex
outer surface and an outer perimeter defining edges 115
that extend distally to meet at a sharpened point 116.

Edges 115 may be sharpened to further aid in the pen-
etration of tissue. As seen in FIG. 12B, the inner surface
of knife blade 113 may include an arch shaped concave
indentation 117 to aid in tissue retention during penetra-
tion.
[0080] The perimeter defined by edges 115 comple-
ments the outer separation perimeter 118 of the movable
jaw 112 such that the edges align without any substantial
space therebetween when movable jaw 112 is closed.
The outer separation perimeter 118 of the movable jaw
112 may define a substantially-triangular shape, for ex-
ample. The jaw 112 may also include a flat distally di-
rected surface 119 at the front end of the jaw and an inner
concave surface for capturing severed tissue samples.
The movable jaw 112 further includes a mounting bore
134 for receiving the axle pin 126, which also runs
through the axle holes 128 on opposing pivot arms 130
of the clevis 120. The proximal tang 114 of jaw 112 in-
cludes a link pin bore 121 for receiving a link pin 136,
which also runs through the link arm through-holes 124
at the distal end of both link arms 122. Just as in the
previously described embodiments, the link arm through-
holes 124 at the proximal end of both link arms 122 con-
nect via a pin to the core wire attachment 132. The jaw
112 thereby pivots relative to the clevis 120 and the knife
blade 113 upon distal or proximal movement of the core
wire attachment 132. In addition, jaw 112 can also include
a fenestration hole 158 within the inner/concave cup
shaped jaw surface.
[0081] Compared to conventional biopsy forceps
where two movable jaws open at the same time, this bi-
opsy device 100 allows biopsies to be taken in a smaller
ductile system and can penetrate deeper into the tissue
and obtain a sample of greater depth. Greater depth is
achieved because the opening of this device is only half
that of the pinch biopsy forceps having two movable jaws.
The knife blade 113 can be used to penetrate deeper
into the target site and the moving jaw 112 will close on
a bigger and deeper sample for histological evaluation.
The biopsy device 100 would be particularly beneficial in
cases where the target site is closely attached to the duc-
tile wall and a tangential sample is desired. The knife
blade 113 can be used to access the tissue sample along
the axis of the working channel of an endoscope, for ex-
ample, at which point the movable jaw 112 can be actu-
ated to close upon the opposing tissue surface to sever
the sample.
[0082] Referring to FIG. 13A-13C, a biopsy device 200
including a movable jaw 212 is illustrated. The biopsy
device 200 further comprises a clevis 220 having a fixed
jaw comprised of an integrated projection 211 that nar-
rows to a tissue penetrating needle tip 213. As seen in
FIG. 13B, the actuation components of the biopsy device
200, including the link arms, core wire attachment, core
wire, and various pins, are similar to those described in
FIGS. 12A-12C above and therefore their description has
not been repeated.
[0083] The integrated projection 211 of clevis 220 in-
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cludes a concave inner surface 221 along the inner side
of the integrated projection 211. The inner concave sur-
face 221 aids in the retention of tissue after the needle
tip 213 penetrates targeted tissue. The projection 211
includes a generally convex outer surface and a perim-
eter along the inner side of the projection defining edges
215 that extend distally to meet at the sharpened needle
tip 213. Edges 215 may be sharpened to further aid in
the penetration of tissue.
[0084] The perimeter defined by edges 215 comple-
ments the inner separation perimeter 218 of the movable
jaw 212 such that the edges align without any substantial
space therebetween when movable jaw 212 is closed.
The distal portion of inner separation perimeter 218 nar-
rows to a distal point 219 that is aligned with the needle
tip 213 when the movable jaw 212 is closed. The jaw 212
may also include a rounded distally directed surface 221
at the front end of the jaw in order to facilitation the intro-
duction of the biopsy device 200 within a placement in-
strument, such as the working channel of an endoscope.
[0085] The biopsy device 200 includes many advan-
tages similar to the biopsy device 100 described above,
such as, for example, operating in small ductile system
and deeper penetration into the tissue. In addition, the
device 200 could be used to sample particularly rigid can-
cer tissue in the bile duct. The penetrating needle tip 213
is capable of penetrating a relatively hard mass and ac-
quiring tissue samples therefrom.
[0086] FIG. 14 illustrates an additional advantage of
the single movable jaw biopsy devices described in FIGS.
12A-13C. FIG. 14 depicts a side view illustrating the
linked components of a jaw 112 with an integral link pin
136 and a mounting bore 134, a link arm 122, and a core
wire attachment 132 having a pivot hole 138a. Because
of the single movable jaw design in the FIGS. 12A-13C,
the pivot hole 138a (shown in solid lines) on the core wire
attachment 132 could be located asymmetrically (i.e.
shifted toward the bottom of FIG. 14). Because the prox-
imal link arm through-hole 124 remains in the same po-
sition (at pin 36 shown in FIG. 14), the displacement of
core wire attachment 132 provides more room (within the
available area inside the inner lumen of the clevis) for
the link arm 122 to achieve a greater resting angle A
relative to the bottom surface of FIG. 14.
[0087] FIG. 14 depicts a line 402 connecting the center
of link pin 136 and a pivot hole 138b, represented by a
dashed circle, as positioned in embodiments with two
movable jaws. Line 404 illustrates a line connecting the
center of pivot pin 136 and the center of asymmetrically
located pivot hole 138a in the embodiments of FIGS. 12A-
13C. As is geometrically evident, line 404 forms an angle
A relative to the horizontal, and line 402 forms an angle
B relative to the horizontal, wherein angle A is greater
than angle B. The greater resting angle A, in turn, allows
for a greater moment to be generated about the mounting
bore 134 of jaw 112 than can be generated in a dual jaw
configuration.
[0088] FIGS. 15A and 15B are perspective views, from

the proximal side of the distal assembly 11 shown and
described in FIGS. 2A-2C. FIGS. 15A and 15B illustrate
additional features and advantages of embodiments of
the invention. Due to the small profile intended for the
forceps device (e.g. approximately 0.5-2 mm outer diam-
eter), and the constraints of certain small working chan-
nels within endoscopes (e.g. as small as 1.2 mm inner
diameter), the outer surfaces of the forceps assembly
can be coated with a thin layer of lubricious material to
ease introduction and removal of the small profile device
within a scope channel. In addition, components of the
forceps device can be machined to exhibit rounded
smoothed surfaces, such as those illustrated in FIGS.
15A and 15B to further facilitate movement of the assem-
bly within a small profile scope channel. For example,
FIG. 15A illustrates a rounded portion 500 of the outer
convex proximal portion of upper jaw 12. FIG. 15B, for
example, illustrates a proximal end of a link 22 rounded
to exhibit a curved atraumatic smooth surface 502. Var-
ious other surfaces may be rounded, chamfered, and/or
tapered. These surface features facilitate withdrawal of
the device from an endoscope channel.
[0089] The forceps devices according to embodiments
of the present invention may also be configured so as to
conduct electrosurgical energy to the patient’s tissues in
order to cauterize the treated tissue region during and/or
after sample collection. Accordingly, the forceps jaws
may be connected to a source of high frequency current
conducted through the jaws at the distal assembly 11.
The energy may be provided in monopolar or bipolar form
at the distal assembly 11. For example, bipolar electro-
surgical energy may be provided at the distal end of the
jaw assembly such that one jaw acts as an active elec-
trode with the opposing jaw acting as the return electrode
in a bipolar circuit through tissue. Alternatively, one or
both jaws could be connected to a monopolar source of
energy, such that the combined jaws act as an active
electrode and an electric circuit is completed with an ex-
ternal return electrode pad attached at some point along
a patient’s external skin surface. If conductive, the for-
ceps assembly 11 may be electrically connected to a
suitable power source known in the art (e.g., RF gener-
ator) via suitable electrical connections known in the art
(e.g., electrical leads and/or wires or through member 50
and/or wire 39). The power source may be disposed an-
ywhere on or relative to the device 10, for example, at
the handle 52 or connected to the handle 52.
[0090] The aforementioned embodiments may be
used in any medical or non-medical procedure, including
any medical procedure where a tissue sample is desired
from any body lumen. In addition, at least certain aspects
of the aforementioned embodiments may be combined
with other aspects of the embodiments, or removed, with-
out departing from the scope of the invention. For exam-
ple, any of the tissue retention features of FIGS. 11A-
11E may be included in the configuration of FIGS 12A-
13C or any other jaw configuration disclosed herein. In
addition any of the jaw features described with regard to
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FIGS. 10A- 10E, for example, also may be included in
the configuration of FIGS. 12A-13C or any other jaw con-
figuration disclosed herein.
[0091] Other embodiments of the invention will be ap-
parent to those skilled in the art from consideration of the
specification and practice of the invention disclosed here-
in. It is intended that the specification and examples be
considered as exemplary only, with a true scope and spirit
of the invention being indicated by the following claims.

Claims

1. A device (10) for obtaining a tissue sample, compris-
ing:
a distal assembly (11) comprising:

a first jaw (66) including multiple distinct concave
surfaces (63A, 63B, 63C, 63D) formed around
a substantially pyramid-shaped spike (62), and
a single curved tooth (68) positioned next to a
recess (70) along a distal curved portion of a
cutting perimeter of the first jaw (66); and
a second jaw (72; 74; 80) including a separation
perimeter, an elongate cavity, and a fenestration
hole (58) disposed in the cavity, wherein the
spike (62) does not protrude through the fenes-
tration hole (58) when the first and second jaws
are in a closed configuration;
wherein the first and second jaws are adapted
to move relative to one another between an open
configuration in which the cutting perimeter of
the first jaw (66) is separated from the separation
perimeter of the second jaw (72; 74; 80) and the
closed configuration in which the cutting perim-
eter of the first jaw (66) mates with the separation
perimeter of the second jaw (72; 74; 80), and
the spike (62) is aligned with the fenestration
hole (58).

2. The device of claim 1, wherein the spike (62) is a
pyramid-shaped spike having triangular shaped sur-
faces that meet at tip (67).

3. The device of claim 1 or 2, wherein the tooth (68)
disposed on the distal curved portion of the first jaw
(66) engages a recess (70) disposed on the sepa-
ration perimeter of the second jaw (80) when the first
and second jaws are in the closed configuration.

4. The device of claim 3, wherein the second jaw (80)
further includes a tooth (68) disposed adjacent the
recess (70) on the separation perimeter of the sec-
ond jaw (80).

5. The device of claim 4, wherein the tooth (68) dis-
posed on the cutting perimeter of the first jaw (66)
engages the recess (70) disposed on the separation

perimeter of the second jaw (80) when the first and
second jaws are in the closed configuration; and
the tooth (68) disposed on the separation perimeter
of the second jaw (80) engages the recess (70) dis-
posed on the cutting perimeter of the first jaw (66)
when the first and second jaws are in the closed con-
figuration.

6. The device of any one of claims 1-5, wherein lateral
edges of the first and second jaws are void of teeth.

7. The device of any one of claims 1-6, wherein the first
and second jaws are pivotally coupled to one another
via a pin.

8. The device of any one of claims 1-7, wherein the first
and second jaws each includes a proximal stepped-
down heel portion (71) to permit substantially com-
plete jaw closure when in the closed configuration.

9. The device of any one of claim 1-8, further compris-
ing a proximal actuator (51) and an elongate member
(50) connecting the proximal actuator (51) to the dis-
tal assembly (11), wherein actuation of the proximal
actuator (51) causes the first and second jaws (66,
72; 74; 80) to pivot relative to one another.

10. The device of any one of claims 1-9, wherein the first
jaw (66) includes four concave surfaces (63A, 63B,
63C, 63D), wherein a first concave surface (63A) is
formed distally of the spike (62), a second concave
surface (63C) is formed proximally of the spike (62),
a third concave surface (63B) is formed on a first
lateral side of the spike (62), and a fourth concave
surface (63D) is formed on a second lateral side of
the spike (62).

11. The device of claim 10, wherein the first and second
concave surfaces (63A, 63C) have a larger radius
of curvature than the third and fourth concave sur-
faces (63B, 63D).

12. The device of any one of claims 2-11, wherein the
tip (67) of the substantially pyramid-shaped spike
(62) terminates to form a substantially flat square
shape.
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