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Description

Brief Description of Prior Art

[0001] US2002/0073992 discloses an actuator for an
inhaler for delivering medicament by inhalation, particu-
larly a breath-actuated inhaler.

Technical Field

[0002] This disclosure relates to an inhaler spacer that
is able to store an inhaler.

Brief Description of the Drawings

[0003] FIG. 1A is a disassembled perspective view of
a spacer, a retaining device, and an inhaler according to
one embodiment.
[0004] FIG. 1B is a front perspective view of the spacer
shown in FIG. 1A with the inhaler in an active position
and a cover open.
[0005] FIG. 1C is a rear perspective view of the spacer
shown in FIG. 1A with the inhaler in the active position
and the cover open.
[0006] FIG. 1D is a cross-section view of the spacer
shown in FIG. 1A with the inhaler in the active position
and the cover open.
[0007] FIG. 1E is a cross-section view of the spacer
shown in FIG. 1A with the inhaler in a stored position,
the cover closed, and a sliding door fully extended.
[0008] FIG. 2A is a front perspective view of a spacer
with an inhaler in an active position and a cover open
according to another embodiment.
[0009] FIG. 2B is a rear perspective view of the spacer
shown in FIG. 2A with the inhaler in the active position
and the cover open.
[0010] FIG. 2C is a cross-section view of the spacer
shown in FIG. 2A with the inhaler in a stored position and
the cover closed.
[0011] FIG. 2D is a cross-section view of the spacer
shown in FIG. 2A with the inhaler being transferred from
the stored position to the active position and the cover
open.
[0012] FIG. 2E is a cross-section view of the spacer
shown in FIG. 2A with the inhaler in the active position
and the cover open.
[0013] FIG. 3A is a front perspective view of a conceal-
able mouthpiece in an active position.
[0014] FIG. 3B is a front perspective view of the con-
cealable mouthpiece shown in FIG. 3A in a stored posi-
tion.
[0015] FIG. 3C is a cross-section view of the conceal-
able mouthpiece shown in FIG. 3A in an active position.
[0016] FIG. 3D is a cross-section view of the conceal-
able mouthpiece shown in FIG. 3A in a stored position.

Detailed Description of Preferred Embodiments

[0017] Asthma, chronic obstructive pulmonary disease
(COPD) and other respiratory diseases negatively im-
pact the lives of millions of people. Inhalers, such as pres-
surized metered-dose inhalers (pMDIs), propellant-free
soft mist inhalers (SMIs), and the like, may be used to
direct medication to a person’s airway in order to manage
and/or treat diseases, such as asthma and COPD. When
used alone, these inhalers are very inefficient and may
provide an average deposition of medication to the lower
airway target as low as 20% or less.
[0018] Deposition in the lower airway target may be
improved by using a spacer. While a spacer may mark-
edly increase lung and/or lower airway drug deposition,
it may suffer the shortcoming of being too large and bulky
for practical daily use outside the home. Furthermore,
conventional spacers fail to integrate the spacer and in-
haler for improved storage and use. Therefore, there is
a need for a spacer that is both extremely portable and
easy to use. The number of patients who self-administer
inhalable drugs is set to increase significantly in the com-
ing years as many medications, such as insulin for dia-
betics and cancer therapy drugs, are being developed in
an inhalable form. Accordingly, a device that will garner
high patient compliance is critically needed.
[0019] FIGS. 1A-1E are perspective and cross-section
views of an embodiment of a spacer 100 configured to
store an inhaler 150. The spacer 100 may include a spac-
er housing 110 that defines a spacer chamber 115. The
spacer chamber 115 may receive medication discharged
by the inhaler 150 and may slow the delivery of the med-
ication so more of the medication can reach the lower
airway of the user when the user inhales. The spacer
chamber 115 may slow the delivery of the medication by
providing additional distance between the inhaler and the
user’s mouth, which may allow air friction to slow the
velocity of the medication. The spacer housing 110 may
constrain the medication from dispersing and hold the
medication until it can be inhaled by the user.
[0020] The spacer chamber 115 may be elongated
along a longitudinal axis. The medication may be dis-
charged substantially along the elongated longitudinal
axis, and the medication may have space to slow before
impacting the spacer housing 110. The length of the
spacer housing 110 along the longitudinal axis may be
selected to be short enough for the spacer 100 to fit in a
pants pocket (e.g., the length may be selected to be less
than or equal to the length of a selected pants pocket
and/or to completely conceal the spacer in the selected
pants pocket) but long enough to slow medication without
substantial deposition of the medication on the spacer
housing.
[0021] A cross-section of the spacer chamber 115 nor-
mal to the longitudinal axis may be any of various shapes,
such as a circle, an oval, a square with or without rounded
corners, a rectangle with or without rounded corners, a
hybrid between shapes, etc., and/or the size and/or
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shape of the cross-section may vary at different points
along the longitudinal axis. In the illustrated embodiment,
the spacer housing 110 forms a rectangular prism with
rounded edges, which has a rectangular cross-section
with rounded corners. In some embodiments, a height of
the cross-section along a vertical axis may be larger than
a width along a lateral axis. The additional height may
provide space for manipulating the inhaler 150, as dis-
cussed in further detail below. The height of the cross-
section may be selected to be short enough for the spacer
100 to fit in a pants pocket (e.g., the height of the cross-
section may be selected to be less than the width of a
selected pants pocket) but tall enough to permit manip-
ulation of the inhaler 150. The width of the cross-section
may be selected to be wide enough for an inhaler 150 to
fit in the spacer chamber 115 (e.g., the width of the cross-
section may be greater than or equal to the width of the
inhaler 150) but otherwise may be selected to be as nar-
row as possible (e.g., as close to the width of the inhaler
150 as possible without restricting manipulation). The
width may affect what height can fit in a pants pocket, so
the width plus height may be selected to be less than the
width of the selected pants pocket.
[0022] The spacer housing 110 may include a concave
wall 112 configured to reflect medication received from
the inhaler 150 back into the spacer chamber 115. More
medication may be deposited on corners, edges, flat sur-
faces, and the like than concave surfaces, which may
direct the medication back into the spacer chamber 115
with minimal deposition. The concave wall 112 may be
located at an edge opposite the inhaler 150, which may
maximize the distance between the inhaler 150 and the
concave wall 112. The inhaler 150 may be slightly angled
relative to the longitudinal axis to aim at the concave wall
112. The concave wall 112 and/or the spacer housing
110 may be made of a material selected to minimize dep-
osition of the medication, such as a non-adhesive mate-
rial (e.g., polytetrafluoroethylene). Alternatively, or in ad-
dition, the spacer housing 110 may be made of a light-
weight material that is resistant to deformation, such as
aluminum, anti-static coated aluminum, a polymer (e.g.,
polycarbonate), carbon fiber, carbon-fiber-reinforced
polymer, and/or the like.
[0023] The spacer 100 may include a retaining device
120 configured to receive the inhaler 150. The retaining
device 120 may restrict movement of the inhaler 150 and
may allow the inhaler 150 to be manipulated into prede-
termined positions and/or orientations. For example, in
the illustrated embodiment, the retaining device 120 may
include a ring 122 configured to rotatably couple with a
rod 121 protruding from and/or coupled to the spacer
housing 110. The rod 121 may define a coincident pivot
point about which the retaining device 120 rotates. In
alternate embodiments, the retaining device 120 may in-
clude a rod (not shown) and the spacer housing 110 may
include a cavity (not shown) that allows the rod to rotate
and/or move translationally. The retaining device 120
may include a restraining band 124 configured to encircle

an inhaler mouthpiece 151 on the inhaler 150. In an em-
bodiment, the restraining band 124 may include one or
more stiff wires encircling the inhaler 150. The retaining
device 120 may also include a backing 126 and a base
128. The restraining band 124, backing 126, and base
128 may hold the inhaler 150 sufficiently snugly to pre-
vent excessive movement and/or inadvertent dislodge-
ment by the inhaler but loose enough for the inhaler 150
to be inserted and removed from the retaining device 120
by the user.
[0024] The retaining device 120 may allow the user to
move the inhaler 150 into a predetermined stored posi-
tion, shown in FIG. 1E, and a predetermined active po-
sition, shown in FIGS. 1B-1D, for example, by rotating
the inhaler 150 and the retaining device 120. The inhaler
150 may remain coupled to the retaining device 120, and
the retaining device 120 may remain coupled to the spac-
er housing 110 during transition between the stored po-
sition and the active position. In the stored position, the
inhaler 150 may be completely contained in the spacer
housing 110. The inhaler 150 may occupy the spacer
chamber 115, which may allow the spacer 100 and in-
haler 150 to be more compact than they would be if they
were separated and/or the inhaler 150 did not occupy
the spacer chamber 115 when in the stored position. The
inhaler mouthpiece 151 may be aimed directly at the
spacer housing 110 with little or no gap between them.
Thus, the inhaler 150 may not be able to effectively de-
liver medication to the user in the stored position.
[0025] In the active position, the inhaler 150 may be
positioned to effectively deliver medication to the spacer
chamber 115 and the user. The inhaler mouthpiece 151
may be aimed into the spacer chamber 115 and have
sufficient distance between the inhaler mouthpiece 151
and the portion of the spacer housing 110 at which the
mouthpiece is aimed for the medication to slow and dis-
perse in the spacer chamber 115. The inhaler 150 may
protrude from the spacer housing 110 in the active posi-
tion, which may provide access to the inhaler 150 by the
user. The user may be able to depress the canister 154
to release medication into the spacer chamber. Because
the inhaler 150 protrudes from the spacer housing 110,
the amount of usable space in the spacer housing 110
may be increased when the inhaler 150 is in the active
position. As a result, the spacer housing 110 can be more
compact while still effectively slowing the medication for
inhalation by the user. In some embodiments, the spacer
housing 110 may be telescoping to allow the user to fur-
ther increase the usable space.
[0026] The spacer housing 110 may include a cover
130. The cover 130 may be rotatably coupled to the spac-
er housing 110 (e.g., by a hinge 132), which may allow
the cover 130 to be opened without decoupling from the
spacer housing 110. The cover 130 may rotate in any
direction, such as vertically, horizontally, and/or the like.
The cover 130 may include a sliding door 135 that can
be adjusted to increase or decrease the length of the
cover 130. In a closed position with the sliding door 135
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extended, the cover 130 may completely conceal the in-
haler 150 and the spacer chamber 115. The inhaler 150
may need to be in the stored position for the cover 130
to close completely with the sliding door 135 extended.
In some embodiments, a locking mechanism (not
shown), such as a latch, hook, clip, ridge and channel,
nub and dimple, magnet, friction coupling, and/or the like,
may secure the cover 130 in the closed position. The
cover 130 may automatically move to the open position
when the locking mechanism is released (e.g., a spring
element may rotate the cover 130 to the open position).
[0027] The cover 130 may be opened to provide ac-
cess to the inhaler 150 and allow the user to change the
inhaler 150 from the stored position to the active position
or vice versa. The cover 130 may be closed with the
sliding door 135 fully retracted or partially extended when
the inhaler 150 is in the active position. The sliding door
135 may be unable to extend completely to a closed po-
sition when the inhaler 150 is in the active position but
may frictionally engage the inhaler 150 to provide addi-
tional stability. Accordingly, the user may have easy ac-
cess the top of the inhaler 150 for actuating the inhaler
150. Alternatively, or in addition, a plug or flexible material
(not shown) may cover the top of the inhaler 150 but still
allow the user to actuate the inhaler 150. The plug or
flexible material may be made of silicone, rubber, poly-
mer, and/or the like.
[0028] The cover 130 may substantially seal the spacer
chamber 115 when the cover 130 is closed and the in-
haler 150 is in the active position. Much of the air ex-
change between the spacer chamber 115 and the outside
may occur due to holes in the inhaler 150 between the
canister 154 and the inhaler actuator/housing 152. Ac-
cordingly, the advantages of completely sealing the spac-
er chamber 115 may be minimal. The spacer chamber
115 may be substantially sealed if the area of any gaps
in the spacer housing 110, not including the mouthpiece
140 and any intake valves (not shown), is no more than
0.5, 1, 2, 3, 4, 5, 10, etc. times larger than the area of the
holes in the inhaler 150. The cover 130 may touch the
inhaler 150 when the cover 130 is closed and the inhaler
150 is in the active position, but the cover 130 may not
be shaped to conform to the inhaler 150. In another em-
bodiment, the cover 130 may be shaped to conform to
the inhaler 150 when the inhaler 150 is in the active po-
sition.
[0029] The spacer housing 110 may include an air in-
take valve (not shown) in addition to and/or instead of
gaps in the spacer housing 110. The air intake valve may
include a one-way valve (not shown) configured to let air
into the spacer chamber 115 but not out. Insufficient med-
ication may reach the lower airway target if the user in-
hales too quickly, so the intake valve may alert the user
if the user’s inhalation rate is above a predetermined
threshold. For example, the intake valve may be config-
ured to make a high-pitch whistling sound above the pre-
determined threshold, and/or an electronic switch may
be triggered, which may light an indicator and/or produce

a noise using a speaker. The predetermined threshold
may be between 25 and 30 liters per minute in some
embodiments.
[0030] The spacer housing 110 may include a mouth-
piece 140 that allows the user to inhale the medication
contained in the spacer chamber 115. The mouthpiece
140 may be configured to switch between an active po-
sition in which the medication can be retrieved from the
spacer chamber 115 and a stored position in which the
mouthpiece 140 is concealed. In an embodiment, the
mouthpiece 140 may include a flap (not shown) that ro-
tates between an open position that provides an opening
142 to the spacer chamber 115 through which medication
can be inhaled and a closed position that covers the
opening 142. A locking mechanism (not shown), such as
a latch, hook, clip, ridge and channel, nub and dimple,
magnet, friction coupling, and/or the like, may secure the
flap in the closed position. A spring, gravity, and/or the
like may automatically rotate the flap to the active position
when the locking mechanism is released. Alternatively,
or in addition, the mouthpiece 140 may rotate to hide the
opening 142, the mouthpiece 140 may be telescoping,
the mouthpiece 140 may slide on a track (not shown),
the opening 142 may be covered by a sliding door (not
shown), the mouthpiece 140 may be made of a flexible
material and may invert into the spacer chamber 115,
the mouthpiece 140 may be covered by a cap (not
shown), and/or the like to switch between the active and
stored positions. The mouthpiece 140 may not protrude
from the spacer housing 110 while in the stored position,
and/or the cap may be flush with the spacer housing 110
in some embodiments.
[0031] The mouthpiece 140 may include one or more
exhaust ports (not shown) and/or a one-way valve (not
shown) coupled to the spacer chamber 115 to prevent
the user from exhaling into the spacer chamber 115,
which may dispel the medication from the spacer cham-
ber 115. The exhaust ports may be positioned so the
user’s lips do not cover the exhaust ports. The exhaust
ports may each include a one-way exhaust valve (not
shown) that prevent medication from escaping during in-
halation. The one-way valve coupled to the spacer cham-
ber 115 may allow air and medication from the spacer
chamber 115 to travel out the mouthpiece 140 but may
prevent air from entering the spacer chamber 115
through the mouthpiece 140. The one-way valve may
include a duckbill valve, a flat valve supported by ribbing
that may include any number of sections or no sections,
and/or the like.
[0032] In an embodiment, the retaining device 120 may
be configured to receive an inhaler 150 that includes a
canister 154 and an inhaler actuator/housing 152. The
retaining device 120 may secure the inhaler actua-
tor/housing 152 in a desired position, and the inhaler ac-
tuator/housing 152 may secure the canister 154. Alter-
natively, or in addition, the retaining device 120 may be
configured to receive an inhaler including a canister 154
but without an inhaler actuator/housing 152. For exam-

5 6 



EP 2 968 800 B1

5

5

10

15

20

25

30

35

40

45

50

55

ple, the retaining device 120 may include a nozzle block
(not shown) and/or a nozzle (not shown) configured to
disperse medication from the canister 154 into the spacer
chamber 115. To secure the canister 154, the restraining
band 124 may be configured to encircle the canister 154,
and/or the nozzle block may provide sufficient friction to
hold the canister 154. The spacer 100 may include a
dose-counting mechanism (not shown) that is visible to
the user (e.g., through a window, gap, or the like) so the
number of doses used and/or remaining can be seen by
the user.
[0033] FIGS. 2A-2E are perspective and cross-section
views of another embodiment of a spacer 200 configured
to store an inhaler 250. The spacer 200 may include a
spacer housing 210 that defines a spacer chamber 215
for receiving medication discharged by the inhaler 250.
The spacer chamber 215 may include an elongated lon-
gitudinal axis and a cross-section normal to the longitu-
dinal axis that is oval shaped, a hybrid between a rec-
tangle and an ellipse, and/or the like. As with the first
spacer 100 shown in FIGS. 1A-1E, the length, width,
and/or height of the second spacer 200, shown in FIGS.
2A-2E, may be selected based on dimensions of a se-
lected pants pocket, dimensions of the inhaler 250, the
space needed to slow the medication, and/or the like so
that the spacer 200 fits in the selected pants pocket, can
completely store the inhaler, and can effectively deliver
medication to a lower airway target. The inhaler 250 may
include a canister 254 and an inhaler actuator/housing
252, or the inhaler 250 may include a canister 254 only.
[0034] The spacer 200 may include an inhaler contain-
er 220 to which the inhaler 250 may be removeably cou-
pled. The inhaler container 220 may frictionally engage
with the inhaler 250 to secure the inhaler 250. For exam-
ple, the inhaler container 220 may include a cuff 224 into
which the inhaler mouthpiece 251 may be inserted. The
user may need to apply a force greater than a predeter-
mined threshold (e.g., gravity, a predetermined multiple
of gravity, etc.) to remove the inhaler mouthpiece 251
from the cuff 224. Otherwise, the inhaler 250 may not
move and/or may move minimally relative to the inhaler
container 220. A base 228 and an upper sealing member
226 may further support and constrain movement of the
inhaler 250.
[0035] The inhaler container 220 may include one or
more nubs 222 configured to move along corresponding
tracks 221 in the spacer housing 210. In an embodiment,
the inhaler container 220 may include two nubs 222 on
opposite sides of the inhaler container 220, and the spac-
er housing 210 may include corresponding tracks on op-
posite sides of the spacer housing 210 (e.g., parallel
tracks in a plane normal to the vertical axis). The user
may slide the nubs 222 along the tracks 221 to transition
the inhaler container 220 and the inhaler 250 from the
stored position, shown in FIG. 2C, to the active position,
shown in FIGS. 2A, 2B, and 2E. In the stored position,
the inhaler 250 may be completely contained in the spac-
er housing 210, and the inhaler mouthpiece 251 may be

aimed directly at the spacer housing 210 with little or no
gap between them. In the active position, the inhaler 250
may be pointed at or substantially at the mouth piece 240
with sufficient distance between the inhaler mouthpiece
251 and the portion of the spacer housing 210 at which
the inhaler mouthpiece 251 is aimed for the medication
to slow and disperse in the spacer chamber 215. The
inhaler 250 may remain secured by the inhaler container
220, and the inhaler container 220 may remain coupled
to the inhaler housing 210 during transition between the
stored position and the active position.
[0036] The tracks 221 may constrain the movement of
the inhaler container 220 and the inhaler 250 so the
stored position and the active position are consistent be-
tween uses. For example, the tracks 221 may terminate
at the appropriate locations for each position. The inhaler
container 220 and the inhaler 250 may also need to be
rotated to transition from the stored position to the active
position, so the nubs 222 may be able to rotate relative
to the track 221. For example, to change the inhaler 250
from the stored to the active position, the user may slide
the nubs 222 to the end of the track 221 and then rotate
the inhaler container 220 and the inhaler 250. The track
221 may end and/or include stops (not shown) to prevent
excessive movement of the inhaler controller 220. In
some embodiments, the spacer housing 210 may include
a rotation inducing mechanism (not shown), such as a
hook configured to interface with a rod on the inhaler
container 220 or the inhaler actuator/housing 252 or vice
versa, a ball configured to interface with a socket on the
inhaler container 220 or the inhaler actuator/housing 252
or vice versa, and/or the like. Alternatively, or in addition,
the tracks 221 may hook at the end to induce rotation. In
an embodiment, the inhaler container 220 may include
tracks (not shown) and the spacer housing 210 may in-
clude nubs (not shown). Alternatively, or in addition, the
inhaler 250 may be secured in the spacer housing 210
by friction without the tracks 221 or nubs 222.
[0037] Once the inhaler container 220 and inhaler 250
have been shifted to the active position, the spacer cham-
ber 215 may be completely sealed and/or almost com-
pletely sealed other than the mouthpiece 240, any intake
valves (not shown), and holes in the inhaler 250. The
inhaler container 220 may include an upper sealing mem-
ber 226 and a lower sealing member 227 that seal the
back of the spacer chamber 215. The upper and lower
sealing members 226, 227 may be shaped like the spacer
housing 210 to block the back of the spacer housing 210.
The spacer housing 210, the upper sealing member 226,
and/or the lower sealing member 227 may include a sta-
bilizing and/or locking mechanism (not shown), such as
a latch, hook, clip, ridge and channel, nub and dimple,
magnet, friction coupling, and/or the like, configured to
secure the inhaler container 220 and the inhaler 250 in
the active position and/or the stored position. In some
embodiments, the lower sealing member 227 and/or the
upper sealing member 226 may include an intake valve
(not shown) and/or one or more holes (not shown) to
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improve air flow when the user inhales.
[0038] The spacer housing 210 may be rotatably cou-
pled to a cover 230, for example, by a pivot 232. The
cover 230 may be configured to completely conceal the
inhaler 250 when the cover 230 is in a closed position
and the inhaler 250 is in the stored position. The cover
230 may be rotated by the user to an open position to
provide access to the inhaler container 220 and the in-
haler 250 so that the user can manipulate the inhaler
container 220 and the inhaler 250 from the stored position
to the active position. A locking mechanism (not shown),
such as a latch, hook, clip, ridge and channel, nub and
dimple, magnet, friction coupling, and/or the like, may be
configured to secure the cover 230 in the open position
and/or the closed position. Alternatively, or in addition,
the cover 230 may be coupled to the spacer housing 210
by a hinge (not shown); the spacer housing 210 may be
configured to break apart into two parts that pivot relative
to each other (e.g., at a hinge); the cover 230 may re-
tractably slide on a track system (not shown) to open and
closed positions; the inhaler container 220 may include
a top portion (not shown) that seals the spacer chamber
115 when the inhaler container 220 is in the stored po-
sition; and/or the like. In some embodiments, the cover
230 may not be continuous so the cover 230 can clear
the spacer housing 210
[0039] Either embodiment may include one or more
ergonomic features to improve handling of the device.
For example, the spacer 100, 200 may include a traction
element (not shown), such as finger grooves, finger grips,
a grip pad on the bottom of the spacer housing 110, 120
and/or inhaler 150, 250, and/or the like, which may be
made using over molded rubber, silicon, and/or the like.
The traction element may improve the user’s grasp on
and/or the stability of the spacer 100, 200, for example,
when the user is actuating the inhaler 150, 250. A cara-
biner hole and/or key-ring hole (not shown) may allow
the user to secure the spacer 100, 200 to their person
and improve portability. A sleeve (not shown), such as a
silicon wrap, may slide over the device to protect the
spacer 100, 200, personalize the spacer 100, 200, pro-
vide traction, provide a hole for a carabiner and/or key
ring, and/or the like.
[0040] In some embodiments, the spacer 100, 200 may
include and/or be configured to receive a system to wire-
lessly transmit data on use of the spacer 100, 200. For
example, the system may include a GPS component con-
figured to record the day, time, location, etc. of each ac-
tuation. The system may transmit the recorded informa-
tion to a smartphone app., doctor’s office, server, etc.
manually and/or automatically using a wired and/or wire-
less communication device (e.g., Bluetooth). Alternative-
ly, or in addition, the system may transmit an indication
of the actuation to a smartphone app., and the smart-
phone may record the day, time, location, etc. of the ac-
tuation.
[0041] FIGS. 3A-3D are perspective and cross-section
views of a concealable mouthpiece 340 on a spacer 300.

A user may be able to transition the mouthpiece 340 be-
tween an active position, shown in FIGS. 3A and 3C, and
a stored position, shown in FIGS. 3B and 3D. In the active
position, the mouthpiece 340 may allow the user to inhale
medication from a spacer chamber 315 through a mouth-
piece opening 342. In the stored position, the mouthpiece
340 may completely or substantially seal the spacer
chamber 315 so medication in the spacer chamber 315
cannot exit through the mouthpiece 340. In the stored
position, the mouthpiece 340 may also be configured to
be flush with the spacer housing 310, which may improve
portability and/or storage of the spacer 300 when not in
use.
[0042] The mouthpiece 340 may include a door 344
configured to rotate about a pivot point to switch between
the active and stored positions. The pivot point may be
coincident with a pin 345 to which the door 344 is rotatably
coupled. The user may rotate the door 344 between the
active and stored positions to expose or conceal the
mouthpiece opening 342. In some embodiments, the
mouthpiece 340 may be spring loaded and/or gravita-
tionally loaded, and the user may push the door 344
and/or a button to release the mouthpiece 340 from the
stored position. Alternatively, or in addition, the mouth-
piece 340 may include a tab (not shown) to allow the user
to shift the mouthpiece 340 between the active and stored
positions.
[0043] While specific embodiments and applications
of the disclosure have been illustrated and described, it
is to be understood that the disclosure is not limited to
the precise configuration and components disclosed
herein. Various modifications, changes, and variations
apparent to those of skill in the art may be made in the
arrangement, operation, and details of the methods and
systems of the disclosure without departing from the
scope of the disclosure. For example, any combination
of features from the first and second spacer embodi-
ments 100, 200 may be used to create a spacer according
to this disclosure. The scope of the present disclosure
should, therefore, be determined only by the following
claims.

Claims

1. A spacer apparatus (100) to slow the delivery of med-
ication released from an inhaler (150), the spacer
apparatus (100) comprising:

a spacer housing (110) defining a spacer cham-
ber (115) wherein the spacer housing (110)
comprises a cover (130) configured to provide
user access to the inhaler (150); and
a retaining device (120) configured to receive
the inhaler (150), wherein the retaining device
(120) is rotatably coupled to the spacer housing
(110),
characterized in that
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the spacer housing (110) is configured to com-
pletely conceal the inhaler (150) when the cover
(130) is in a closed position, and
the retaining device (120) is configured to shift
the inhaler (150) from a stored position in which
the inhaler (150) is completely contained in the
spacer housing (110) to an active position in
which the inhaler (150) is able to deliver the med-
ication to the spacer chamber (115).

2. The spacer apparatus (100) of claim 1, wherein the
retaining device (120) rotates about a pivot point,
and wherein the pivot point is located in the spacer
housing (110).

3. The spacer apparatus (100) of claim 2, wherein the
pivot point is configured to move relative to the spac-
er housing (110).

4. The spacer apparatus (100) of any one of claims 1
- 3, wherein the spacer housing includes a concave
wall (112) configured to reflect received medication
into the spacer chamber (115).

5. The spacer apparatus (100) of any one of claims 1
- 4, wherein the inhaler (150) protrudes from the
spacer housing (110) in the active position.

6. The spacer apparatus (100) of any one of claims 1
- 5, wherein the spacer chamber (115) is substan-
tially sealed when the inhaler (150) is in the active
position.

7. The spacer apparatus (100) of any one of claims 1
- 6, wherein the spacer housing (110) comprises a
mouthpiece (140), and wherein the mouthpiece
(140) is configured to switch from an active position
in which the medication can be retrieved from the
spacer chamber (115) to a stored position in which
the mouthpiece (140) is concealed.

8. The spacer apparatus (100) of claim 1, wherein the
spacer housing (110) forms a rectangular prism with
rounded edges, and wherein the spacer housing
(110) is sized to fit in a pants pocket.

9. The spacer apparatus (100) of claim 1, wherein the
retaining device (120) is configured to receive an in-
haler actuator (152) configured to disperse released
medication and house a canister containing pressu-
rized medication.

10. The spacer apparatus (100) of claim 1, wherein the
retaining device is configured to receive a canister
(154) containing pressurized medication.

11. The spacer apparatus (100) of any of claims 1 - 10,
further comprising an intake valve configured to alert

the user if the user’s inhalation rate is above a pre-
determined threshold.

12. The spacer of apparatus (100) of claim 11, wherein
the intake valve comprises an electronic switch con-
figured to be triggered if the user’s inhalation rate is
above a predetermined threshold.

13. The spacer of apparatus (100) of claim 12, wherein
the electronic switch is configured to light an indica-
tor.

14. The spacer of apparatus (100) of claim 12 or 13,
wherein the electronic switch is configured to pro-
duce a noise using a speaker.

Patentansprüche

1. Eine Abstandshaltervorrichtung (100), um die Abga-
be von Medikation zu verlangsamen, die von einem
Inhalator (150) ausgestoßen wird, das Abstandshal-
tegerät (100) umfassend:

ein Abstandshaltergehäuse (110), das eine Ab-
standshalterkammer (115) definiert, wobei das
Abstandshaltergehäuse (110) eine Abdeckung
(130) umfasst, die eingerichtet ist, um Nutzer-
zugang zu dem Inhalator (150) bereitzustellen;
und
ein Rückhaltegerät (120), das eingerichtet ist
um den Inhalator (150) aufzunehmen, wobei
das Rückhaltegerät (120) drehbar an das Ab-
standshaltergehäuse (110) gekoppelt ist,
dadurch gekennzeichnet, dass
das Abstandshaltergehäuse (110) eingerichtet
ist, um vollständig den Inhalator (150) zu ver-
bergen,
wenn die Abdeckung (130) in einer geschlosse-
nen Position ist, und
das Rückhaltegerät (120) eingerichtet ist, um
den Inhalator (150) von einer gelagerten Positi-
on, in welcher der Inhalator (150) vollständig in
dem Abstandshaltergehäuse (110) enthalten
ist, in eine aktive Position, in welcher der Inha-
lator (150) fähig ist, die Medikation in die Ab-
standshalterkammer (115) zu liefern, zu ver-
schieben.

2. Die Abstandshaltervorrichtung (100) nach Anspruch
1, wobei das Rückhaltegerät (120) um einen Dreh-
punkt rotiert und wobei der Drehpunkt in dem Ab-
standshaltergehäuse (110) gelegen ist.

3. Die Abstandshaltervorrichtung (100) nach Anspruch
2, wobei der Drehpunkt eingerichtet ist, um sich re-
lativ zu dem Abstandshaltergehäuse (110) zu bewe-
gen.

11 12 



EP 2 968 800 B1

8

5

10

15

20

25

30

35

40

45

50

55

4. Die Abstandshaltervorrichtung (100) nach einem der
Ansprüche 1 - 3, wobei das Abstandshaltergehäuse
eine konkave Wand (112) einschließt, die eingerich-
tet ist, um empfangene Medikation in die Abstands-
halterkammer (115) hinein zu reflektieren.

5. Die Abstandshaltervorrichtung (100) nach einem der
Ansprüche 1 - 4, wobei der Inhalator (150) in der
aktiven Position aus dem Abstandshaltergehäuse
(110) herausragt.

6. Die Abstandshaltervorrichtung (100) nach einem der
Ansprüche 1 - 5, wobei die Abstandshalterkammer
(115) im Wesentlichen abgedichtet ist, wenn der In-
halator (150) in der aktiven Position ist.

7. Die Abstandshaltervorrichtung (100) nach einem der
Ansprüche 1 - 6, wobei das Abstandshaltergehäuse
(110) ein Mundstück (140) umfasst und wobei das
Mundstück (140) eingerichtet ist, um von einer akti-
ven Position, in welcher die Medikation aus der Ab-
standshalterkammer (115) herausgeholt werden
kann, in eine gelagerte Position, in welcher das
Mundstück (140) verborgen ist, wechseln kann.

8. Die Abstandshaltervorrichtung (100) nach Anspruch
1, wobei das Abstandshaltergehäuse (110) ein
rechtwinkliges Prisma mit abgerundeten Ecken bil-
det und wobei das Abstandshaltergehäuse (110)
ausgelegt ist, um in eine Hosentasche zu passen.

9. Die Abstandshaltervorrichtung (100) nach Anspruch
1, wobei das Rückhaltegerät (120) eingerichtet ist,
um einen Inhalatoraktor (152) aufzunehmen, der
eingerichtet ist, um ausgestoßene Medikation zu dis-
pergieren und einen Kanister zu beherbergen, der
unter Druck stehende Medikation enthält.

10. Die Abstandshaltervorrichtung (100) nach Anspruch
1, wobei das Rückhaltegerät eingerichtet ist, um ei-
nen Kanister (154) aufzunehmen, der unter Druck
stehende Medikation enthält.

11. Die Abstandshaltervorrichtung (100) nach einem der
Ansprüche 1 - 10, ferner umfassend ein Einlassven-
til, das eingerichtet ist, um den Benutzer zu warnen,
wenn die Inhalationsrate des Benutzers über einem
vorherbestimmten Grenzwert liegt.

12. Die Abstandshaltervorrichtung (100) nach Anspruch
11, wobei das Einlassventil einen elektronischen
Schalter umfasst, der eingerichtet ist, um ausgelöst
zu werden, wenn die Inhalationsrate des Benutzers
über einem vorherbestimmten Grenzwert liegt.

13. Die Abstandshaltervorrichtung (100) nach Anspruch
12, wobei der elektronische Schalter eingerichtet ist,
um einen Indikator zum Leuchten zu bringen.

14. Die Abstandshaltervorrichtung (100) nach Anspruch
12 oder 13, wobei der elektronische Schalter einge-
richtet ist, um ein Geräusch unter Verwendung eines
Lautsprechers zu erzeugen.

Revendications

1. Appareil d’espacement (100) pour ralentir l’adminis-
tration d’un médicament libéré par un inhalateur
(150), l’appareil d’espacement (100) comprenant :

un boîtier d’espacement (110) définissant une
chambre d’espacement (115), dans lequel le
boîtier d’espacement (110) comprend un cou-
vercle (130) configuré pour permettre un accès
utilisateur à l’inhalateur (150) ; et
un dispositif de retenue (120) configuré pour re-
cevoir l’inhalateur (150), dans lequel le dispositif
de retenue (120) est couplé de manière rotative
au boîtier d’espacement (110),
caractérisé en ce que
le boîtier d’espacement (110) est configuré pour
dissimuler complètement l’inhalateur (150) lors-
que le couvercle (130) est dans une position fer-
mée, et
le dispositif de retenue (120) est configuré pour
faire passer l’inhalateur (150) d’une position
stockée dans laquelle l’inhalateur (150) est com-
plètement contenu dans le boîtier d’espacement
(110) à une position active dans laquelle l’inha-
lateur (150) peut délivrer le médicament dans la
chambre d’espacement (115).

2. Appareil d’espacement (100) selon la revendication
1, dans lequel le dispositif de retenue (120) tourne
autour d’un point de pivotement, et dans lequel le
point de pivotement est situé dans le boîtier d’espa-
cement (110).

3. Appareil d’espacement (100) selon la revendication
2, dans lequel le point de pivotement est configuré
pour se déplacer par rapport au boîtier d’espace-
ment (110).

4. Appareil d’espacement (100) selon l’une quelcon-
que des revendications 1 à 3, dans lequel le boîtier
d’espacement comprend une paroi concave (112)
configurée pour refléter un médicament reçu dans
la chambre d’espacement (115).

5. Appareil d’espacement (100) selon l’une quelcon-
que des revendications 1 à 4, dans lequel l’inhalateur
(150) fait saillie depuis le boîtier d’espacement (110)
dans la position active.

6. Appareil d’espacement (100) selon l’une quelcon-
que des revendications 1 à 5, dans lequel la chambre
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d’espacement (115) est sensiblement étanche lors-
que l’inhalateur (150) est dans la position active.

7. Appareil d’espacement (100) selon l’une quelcon-
que des revendications 1 à 6, dans lequel le boîtier
d’espacement (110) comprend une embouchure
(140), et dans lequel l’embouchure (140) est confi-
gurée pour passer d’une position active dans laquel-
le le médicament peut être retiré de la chambre d’es-
pacement (115) à une position stockée dans lequel
l’embouchure (140) est dissimulée.

8. Appareil d’espacement (100) selon la revendication
1, dans lequel le boîtier d’espacement (110) forme
un prisme rectangulaire ayant des bords arrondis,
et dans lequel le boîtier d’espacement (110) est di-
mensionné pour s’ajuster dans une poche de pan-
talon.

9. Appareil d’espacement (100) selon la revendication
1, dans lequel le dispositif de retenue (120) est con-
figuré pour recevoir un actionneur d’inhalateur (152)
configuré pour disperser un médicament libéré et
loger une canette contenant un médicament sous
pression.

10. Appareil d’espacement (100) selon la revendication
1, dans lequel le dispositif de retenue est configuré
pour recevoir une canette (154) contenant un médi-
cament sous pression.

11. Appareil d’espacement (100) selon l’une quelcon-
que des revendications 1 à 10, comprenant en outre
une soupape d’admission configurée pour alerter
l’utilisateur si le débit d’inhalation de l’utilisateur est
supérieur à un seuil prédéterminé.

12. Appareil d’espacement (100) selon la revendication
11, dans lequel la soupape d’admission comprend
un commutateur électronique configuré pour être dé-
clenché si le débit d’inhalation de l’utilisateur est su-
périeur à un seuil prédéterminé.

13. Appareil d’espacement (100) selon la revendication
12, dans lequel le commutateur électronique est con-
figuré pour allumer un indicateur.

14. Appareil d’espacement (100) selon la revendication
12 ou 13, dans lequel le commutateur électronique
est configuré pour produire un bruit en utilisant un
haut-parleur.
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