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(54) COMMUNICATION METHOD AND DEVICE

(57) Embodiments of this application disclose a com-
munication method and apparatus, and relate to the field
of communication technologies, to resolve the following
conventional-technology problem. Because a modifica-
tion procedure between a master base station and a sec-
ondary base station needs to be triggered before a
handover procedure is performed, excessively long time
is required for an entire handover process, resulting in
handover performance deterioration. A specific solution
is as follows: A source access network device sends at
least one identifier of at least one first data radio bearer
DRB to a target access network device, where the source
access network device does not obtain a packet data
convergence protocol PDCP configuration of the first
DRB. The source access network device receives con-
figuration information from the target access network de-
vice, where the configuration information includes first
indication information, and the first indication information
is used to indicate a terminal to release at least one PDCP
entity of the at least one first DRB. The source access
network device sends the configuration information to
the terminal.
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Description

TECHNICAL FIELD

[0001] Embodiments of this application relate to the
field of communication technologies, and in particular, to
a communication method and apparatus.

BACKGROUND

[0002] When user equipment (User Equipment, UE)
works in a dual connectivity (Dual Connectivity, DC)
mode, the UE may perform data transmission through
both a master node (Master Node, MN) and a secondary
node (Secondary Node, SN). In a dual connectivity net-
work, a packet data convergence protocol (Packet Data
Convergence Protocol, PDCP) configuration of an SN
terminated bearer is generated by the SN, and the SN
may change, based on an implementation, the PDCP
configuration of the SN terminated bearer for the UE.
Therefore, the MN does not have the latest configuration
generated by the SN for the UE.
[0003] During inter-base-station handover, to enable
a target base station (for example, a target MN or a target
SN) to generate an incremental configuration for the UE,
before initiating the handover, a source MN may request
the latest configuration from a source SN by using a mod-
ification procedure, and then trigger the handover. How-
ever, because a modification procedure between a mas-
ter base station and a secondary base station needs to
be triggered before a handover procedure is performed,
excessively long time is required for an entire handover
process, resulting in handover performance deteriora-
tion.

SUMMARY

[0004] Embodiments of this application provide a com-
munication method and apparatus, to avoid, while ensur-
ing handover performance, service interruption of a ter-
minal caused by configuration inconsistency between a
terminal side and a target access network device side.
[0005] To achieve the foregoing objectives, embodi-
ments of this application use the following technical so-
lutions.
[0006] According to a first aspect of embodiments of
this application, a communication method is provided.
The method includes: A source access network device
sends at least one identifier of at least one first data radio
bearer DRB to a target access network device, where
the source access network device does not obtain a pack-
et data convergence protocol PDCP configuration of the
first DRB. The source access network device receives
configuration information from the target access network
device, where the configuration information includes first
indication information, and the first indication information
is used to indicate a terminal to release at least one PDCP
entity of the at least one first DRB. The source access

network device sends the configuration information to
the terminal. According to this solution, the source access
network device sends the at least one identifier of the at
least one first DRB to the target access network device,
where the source access network device does not obtain
the PDCP configuration of the at least one first DRB; and
receives the first indication information used by the target
access network device to indicate the terminal to release
the at least one PDCP entity of the at least one first DRB,
so that the terminal releases at least one PDCP entity
that is established on a source SN and that is unknown
to the target access network device. This avoids service
interruption of the terminal caused by configuration in-
consistency between a terminal side and a target access
network device side.
[0007] With reference to the first aspect, in a possible
implementation, the configuration information further in-
cludes second indication information, and the second in-
dication information is used to indicate the terminal to
add at least one PDCP configuration of at least one sec-
ond DRB. According to this solution, the target access
network device indicates the terminal to add the PDCP
configuration that is of the at least one second DRB and
that is configured by the target access network device
for the terminal, so that a configuration on the terminal
side is consistent with a configuration on the target ac-
cess network device side. This avoids the service inter-
ruption of the terminal and improves user experience.
[0008] With reference to the first aspect and the fore-
going possible implementation, in another possible im-
plementation, the first DRB and the second DRB corre-
spond to a same radio access bearer E-RAB. According
to this solution, the first DRB and the second DRB cor-
respond to the same E-RAB. To be specific, when a first
DRB corresponding to an E-RAB is released, a new sec-
ond DRB is correspondingly added for the E-RAB. An
identifier of the first DRB may be the same as or different
from an identifier of the second DRB.
[0009] With reference to the first aspect and the fore-
going possible implementations, in another possible im-
plementation, the source access network device is a
source master node MN of the terminal during dual con-
nectivity communication. According to this solution, be-
fore inter-base-station handover, the terminal works in a
dual connectivity mode. Optionally, before inter-base-
station handover, the terminal may alternatively work in
a single connectivity mode.
[0010] With reference to the first aspect and the fore-
going possible implementations, in another possible im-
plementation, the first DRB is a DRB established on the
source secondary node SN. According to this solution,
before the inter-base-station handover, when the termi-
nal works in the dual connectivity mode, the first DRB is
the DRB established on the source SN. Therefore, that
the source access network device does not obtain the
PDCP configuration of the first DRB may mean that be-
fore initiating a handover procedure, the source MN does
not initiate a modification procedure to the source SN,
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that is, the source MN does not obtain the PDCP config-
uration of the DRB established on the source SN.
[0011] With reference to the first aspect and the fore-
going possible implementations, in another possible im-
plementation, the method further includes: The source
MN receives the at least one identifier of the at least one
first DRB from the source SN. According to this solution,
the at least one identifier that is of the at least one first
DRB and that is sent by the source MN to the target ac-
cess network device may be sent by the source SN to
the source MN. For example, in an MR-DC network, the
source MN may allocate a range of available DRB IDs
to the source SN, and the source MN does not know
specific DRB IDs used by the source SN. Therefore, the
source SN may send, to the source MN, the at least one
identifier of the at least one first DRB established on the
source SN.
[0012] According to a second aspect of embodiments
of this application, a communication method is provided.
The method includes: A target access network device
receives at least one identifier of at least one first data
radio bearer DRB from a source access network device,
where the source access network device does not obtain
a packet data convergence protocol PDCP configuration
of the first DRB. The target access network device ob-
tains configuration information, where the configuration
information includes first indication information, and the
first indication information is used to indicate a terminal
to release at least one PDCP entity of the at least one
first DRB. The target access network device sends the
configuration information to the source access network
device. According to this solution, the target access net-
work device receives the at least one identifier of the at
least one first DRB, determines that the at least one first
DRB is established on a source SN, and does not obtain
the configuration of the first DRB. Therefore, the target
access network device indicates the terminal to release
the at least one PDCP entity of the at least one first DRB,
so that the terminal releases at least one PDCP entity
that is established on the source SN and that is unknown
to the target access network device. This avoids service
interruption of the terminal caused by configuration in-
consistency between a terminal side and a target access
network device side.
[0013] With reference to the second aspect, in a pos-
sible implementation, the configuration information fur-
ther includes second indication information, and the sec-
ond indication information is used to indicate the terminal
to add at least one PDCP configuration of at least one
second DRB. According to this solution, the target access
network device indicates the terminal to add the PDCP
configuration that is of the at least one second DRB and
that is configured by the target access network device
for the terminal, so that a configuration on the terminal
side is consistent with a configuration on the target ac-
cess network device side. This avoids the service inter-
ruption of the terminal and improves user experience.
[0014] With reference to any one of the second aspect

or the possible implementations of the second aspect, in
another possible implementation, the first DRB and the
second DRB correspond to a same radio access bearer
E-RAB. According to this solution, the first DRB and the
second DRB correspond to the same E-RAB. To be spe-
cific, when a first DRB corresponding to an E-RAB is
released, a new second DRB is correspondingly added
for the E-RAB. An identifier of the first DRB may be the
same as or different from an identifier of the second DRB.
[0015] With reference to any one of the second aspect
or the possible implementations of the second aspect, in
another possible implementation, the source access net-
work device is a source master node MN of the terminal
during dual connectivity communication. According to
this solution, before inter-base-station handover, the ter-
minal works in a dual connectivity mode. Optionally, be-
fore inter-base-station handover, the terminal may alter-
natively work in a single connectivity mode.
[0016] With reference to any one of the second aspect
or the possible implementations of the second aspect, in
another possible implementation, the first DRB is a DRB
established on the source secondary node SN. Accord-
ing to this solution, before the inter-base-station hando-
ver, when the terminal works in the dual connectivity
mode, the first DRB is the DRB established on the source
SN. Therefore, that the source access network device
does not obtain the PDCP configuration of the first DRB
may mean that before initiating a handover procedure,
the source MN does not initiate a modification procedure
to the source SN, that is, the source MN does not obtain
the PDCP configuration of the DRB established on the
source SN.
[0017] With reference to any one of the second aspect
or the possible implementations of the second aspect, in
another possible implementation, the target access net-
work device is a target MN of the terminal during the dual
connectivity communication, and the method further in-
cludes: The target MN sends one or more identifiers of
some or all of the first DRBs to a target SN. According
to this solution, when the target access network device
configures DC for the terminal, the target MN may send,
to the target SN, the at least one identifier of the some
or all of the first DRBs established on the source SN, so
that the target SN generates an indication used to release
one or more PDCP entities of the some or all of the first
DRBs.
[0018] With reference to any one of the second aspect
or the possible implementations of the second aspect, in
another possible implementation, that the target access
network device obtains configuration information in-
cludes: The target MN receives a third indication from
the target SN, where the third indication is used to indi-
cate the terminal to release the PDCP entity of the some
or all of the first DRBs. According to this solution, when
the target access network device configures the DC for
the terminal, the target SN may generate the third indi-
cation used to indicate the terminal to release a PDCP
entity of some or all of the second DRBs, and send the
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third indication to the target MN. It may be understood
that the first indication information may include the third
indication.
[0019] According to a third aspect of embodiments of
this application, a communication method is provided.
The method includes: A terminal receives configuration
information from a source access network device, where
the configuration information includes first indication in-
formation, the first indication information is used to indi-
cate the terminal to release a packet data convergence
protocol PDCP entity of at least one first data radio bearer
DRB, and the source access network device does not
obtain a PDCP configuration of the first DRB. The termi-
nal releases the at least one PDCP entity of the at least
one first DRB based on the configuration information.
According to this solution, when the source access net-
work device does not initiate a modification procedure
before performing a handover procedure, the terminal
may receive an indication sent by the source access net-
work device, and release at least one PDCP entity that
is established on a source SN and that is unknown to a
target access network device. This avoids service inter-
ruption of the terminal caused by configuration inconsist-
ency between a terminal side and a target access net-
work device side.
[0020] With reference to the third aspect, in a possible
implementation, the configuration information further in-
cludes second indication information, and the second in-
dication information is used to indicate the terminal to
add at least one PDCP configuration of at least one sec-
ond DRB. According to this solution, the terminal adds
the PDCP configuration that is of the at least one second
DRB and that is configured by the target access network
device for the terminal, so that a configuration on the
terminal side is consistent with a configuration on the
target access network device side. This avoids the serv-
ice interruption of the terminal and improves user expe-
rience.
[0021] With reference to any one of the third aspect or
the possible implementations of the third aspect, in an-
other possible implementation, the first DRB and the sec-
ond DRB correspond to a same radio access bearer E-
RAB. According to this solution, the first DRB and the
second DRB correspond to the same E-RAB. To be spe-
cific, when a first DRB corresponding to an E-RAB is
released, a new second DRB is correspondingly added
for the E-RAB. An identifier of the first DRB may be the
same as or different from an identifier of the second DRB.
[0022] With reference to any one of the third aspect or
the possible implementations of the third aspect, in an-
other possible implementation, the source access net-
work device is a source master node MN of the terminal
during dual connectivity communication. According to
this solution, before inter-base-station handover, the ter-
minal works in a dual connectivity mode. Optionally, be-
fore inter-base-station handover, the terminal may alter-
natively work in a single connectivity mode.
[0023] With reference to any one of the third aspect or

the possible implementations of the third aspect, in an-
other possible implementation, the first DRB is a DRB
established on the source secondary node SN. Accord-
ing to this solution, before the inter-base-station hando-
ver, when the terminal works in the dual connectivity
mode, the first DRB is the DRB established on the source
SN. Therefore, that the source access network device
does not obtain the PDCP configuration of the first DRB
may mean that before initiating the handover procedure,
the source MN does not initiate the modification proce-
dure to the source SN, that is, the source MN does not
obtain the PDCP configuration of the DRB established
on the source SN.
[0024] According to a fourth aspect of embodiments of
this application, a communication method is provided.
The method includes: A source master node MN sends
first information to a target access network device, where
the first information is used to indicate that at least one
data radio bearer DRB is established on a source sec-
ondary node SN, and the source MN does not obtain a
packet data convergence protocol PDCP configuration
of the at least one DRB. The source MN receives first
indication information from the target access network de-
vice, where the first indication information is used to in-
dicate a terminal to release a PDCP entity of the DRB
established on the source SN. The source MN sends
second information to the terminal, where the second
information includes the first indication information. Ac-
cording to this solution, the source MN sends, to the tar-
get access network device, the first information used to
indicate that the at least one DRB is established on the
source secondary node SN, and receives the first indi-
cation information used by the target access network de-
vice to indicate the terminal to release at least one PDCP
entity of the at least one DRB, so that the terminal re-
leases at least one PDCP entity that is established on
the source SN and that is unknown to the target access
network device. This avoids service interruption of the
terminal caused by configuration inconsistency between
a terminal side and a target access network device side.
[0025] With reference to the fourth aspect, in a possible
implementation, the first information includes an identifier
of the at least one DRB. According to this solution, the
first information may be delivered in a form of a DRB list.
Optionally, the first information may alternatively be one-
bit indication information.
[0026] With reference to any one of the fourth aspect
or the possible implementations of the fourth aspect, in
another possible implementation, the method further in-
cludes: The source MN receives the at least one identifier
of the at least one DRB from the source SN. According
to this solution, the at least one identifier that is of the at
least one DRB and that is sent by the source MN to the
target access network device may be sent by the source
SN to the source MN. For example, in an MR-DC network,
the source MN may allocate a range of available DRB
IDs to the source SN, and the source MN does not know
specific DRB IDs used by the source SN. Therefore, the
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source SN may send, to the source MN, the at least one
identifier of the at least one DRB established on the
source SN.
[0027] With reference to any one of the fourth aspect
or the possible implementations of the fourth aspect, in
another possible implementation, the target access net-
work device is a target MN of the terminal during dual
connectivity communication, and the second information
further includes a full PDCP configuration configured by
the target MN and/or a target SN for the terminal. Ac-
cording to this solution, the target access network device
may configure DC for the terminal. When the target ac-
cess network device configures the DC for the terminal,
both the target MN and the target SN may allocate a radio
resource to the terminal, or the target MN or the target
SN may allocate a radio resource to the terminal.
[0028] According to a fifth aspect of embodiments of
this application, a communication method is provided.
The method includes: A target access network device
determines that at least one first data radio bearer DRB
is established on a source secondary node SN, where a
source master node MN does not obtain a packet data
convergence protocol PDCP configuration of the at least
one first DRB. The target access network device sends
first indication information to the source MN, where the
first indication information is used to indicate a terminal
to release a PDCP entity of the DRB established on the
source SN. According to this solution, the target access
network device determines that the at least one first DRB
is established on the source SN, and indicates the ter-
minal to release the PDCP entity of the DRB established
on the source SN. In other words, the terminal may re-
lease, based on the indication, at least one PDCP entity
that is established on the source SN and that is unknown
to the target access network device. This avoids service
interruption of the terminal caused by radio bearer con-
figuration inconsistency between a terminal side and a
target access network device side, and improves user
experience.
[0029] With reference to the fifth aspect, in a possible
implementation, the method further includes: The target
access network device receives first information sent by
the source MN, where the first information is used to in-
dicate that the at least one first DRB is established on
the source SN. According to this solution, the target ac-
cess network device may determine, based on the first
information sent by the source MN, that the at least one
first DRB is established on the source SN. Optionally,
the target access network device may alternatively de-
termine, based on a correspondence between an E-RAB
and a DRB, that the at least one first DRB is established
on the source SN.
[0030] With reference to any one of the fifth aspect or
the possible implementations of the fifth aspect, in an-
other possible implementation, the first information in-
cludes an identifier of the at least one first DRB. Accord-
ing to this solution, the target access network device may
receive the at least one identifier that is of the at least

one first DRB and that is sent by the source MN, and
determine that the at least one first DRB is established
on the source SN.
[0031] With reference to any one of the fifth aspect or
the possible implementations of the fifth aspect, in an-
other possible implementation, the target access network
device is a target MN of the terminal during dual connec-
tivity communication, and the method further includes:
The target MN sends an SN addition request message
to a target SN. The target MN receives an SN addition
request acknowledgment message from the target SN,
where the SN addition request acknowledgment mes-
sage includes a PDCP configuration that is of at least
one second DRB and that is configured by the target SN
for the terminal. According to this solution, when the tar-
get access network device configures DC for the termi-
nal, the target MN may send the SN addition request
message to the target SN, to request the target SN to
allocate a radio resource to the terminal.
[0032] With reference to any one of the fifth aspect or
the possible implementations of the fifth aspect, in an-
other possible implementation, the first DRB and the sec-
ond DRB correspond to a same radio access bearer E-
RAB. According to this solution, the first DRB and the
second DRB correspond to the same E-RAB. To be spe-
cific, when a first DRB corresponding to an E-RAB is
released, a new second DRB is correspondingly added
for the E-RAB. An identifier of the first DRB may be the
same as or different from an identifier of the second DRB.
[0033] According to a sixth aspect of embodiments of
this application, a communication method is provided.
The method includes: A terminal receives first informa-
tion sent by a source master node MN, where the first
information includes first indication information, the first
indication information is used to indicate the terminal to
release a packet data convergence protocol PDCP entity
of a data radio bearer DRB established on a source sec-
ondary node SN, and the source MN does not obtain a
PDCP configuration of the at least one DRB. The terminal
releases, based on the first indication information, the
PDCP entity of the DRB established on the source SN.
According to this solution, the terminal may release at
least one PDCP entity that is established on the source
SN and that is unknown to a target access network de-
vice. This avoids service interruption of the terminal
caused by configuration inconsistency between a termi-
nal side and a target access network device side.
[0034] With reference to the sixth aspect, in a possible
implementation, that the terminal releases, based on the
first indication information, the PDCP entity of the DRB
established on the source SN includes: The terminal
identifies, based on the first indication information, the
DRB established on the source SN. The terminal releas-
es the PDCP entity of the identified DRB established on
the source SN. According to this solution, the terminal
may identify, based on the first indication information, a
DRB established on the source SN, and release a PDCP
entity of the identified DRB established on the source

7 8 



EP 4 030 827 A1

6

5

10

15

20

25

30

35

40

45

50

55

SN. This avoids the service interruption of the terminal
caused by the configuration inconsistency between the
terminal side and the target access network device side.
[0035] With reference to any one of the sixth aspect or
the possible implementations of the sixth aspect, in an-
other possible implementation, the first information fur-
ther includes a full PDCP configuration configured by a
target MN and/or a target SN for the terminal. According
to this solution, the target access network device may
configure DC for the terminal. When the target access
network device configures the DC for the terminal, both
the target MN and the target SN may allocate a radio
resource to the terminal, or the target MN or the target
SN may allocate a radio resource to the terminal.
[0036] According to a seventh aspect of embodiments
of this application, a communication method is provided.
The method includes: A master node MN sends an SN
modification request message to a secondary node SN,
where the SN modification request message carries a
first identifier. The MN receives an SN modification re-
quest acknowledgment message from the SN, where the
SN modification request acknowledgment message car-
ries an identifier that is the same as the first identifier.
According to this solution, the first identifier that can iden-
tify an SN modification procedure is carried in a second-
ary base station modification procedure. This avoids a
configuration failure caused by confusion between a sec-
ondary base station modification procedure triggered by
the MN and a secondary base station modification pro-
cedure triggered by the SN.
[0037] With reference to the seventh aspect, in a pos-
sible implementation, the method further includes: The
MN receives a first SN modification required message
from the SN, where the first SN modification required
message carries the first identifier. According to this so-
lution, the first SN modification required message sent
by the SN carries the first identifier, so that it can be iden-
tified that the modification procedure is the secondary
base station modification procedure initiated by the SN.
In this case, the MN may send, to the SN based on the
first SN modification required message, the SN modifi-
cation request message that carries the identifier that is
the same as the first identifier carried in the first SN mod-
ification required message. Therefore, after receiving the
SN modification request message that carries the iden-
tifier that is the same as the first identifier, the SN may
determine that the SN modification request message is
not the SN modification request message in the modifi-
cation procedure actively initiated by the MN, but a re-
quest message in response to the first SN modification
required message sent by the SN. This avoids the con-
figuration failure caused by the confusion between the
secondary base station modification procedure triggered
by the MN and the secondary base station modification
procedure triggered by the SN.
[0038] With reference to any one of the seventh aspect
or the possible implementations of the seventh aspect,
in another possible implementation, the method further

includes: The MN sends an SN modification confirm mes-
sage to the SN, where the SN modification confirm mes-
sage carries an identifier that is the same as the first
identifier. According to this solution, a same identifier is
carried in an SN modification procedure. This can avoid
the configuration failure caused by the confusion be-
tween the secondary base station modification proce-
dure triggered by the MN and the secondary base station
modification procedure triggered by the SN.
[0039] With reference to any one of the seventh aspect
or the possible implementations of the seventh aspect,
in another possible implementation, the method further
includes: The MN receives a second SN modification re-
quired message from the SN, where the second SN mod-
ification required message carries a second identifier.
The MN sends an SN modification refuse message to
the SN, where the SN modification refuse message car-
ries an identifier that is the same as the second identifier.
According to this solution, different identifiers are carried
in SN modification procedures initiated by different net-
work devices, so that the secondary base station modi-
fication procedure initiated by the MN can be distin-
guished from the secondary base station modification
procedure initiated by the SN. This can avoid the config-
uration failure caused by the confusion between the sec-
ondary base station modification procedure triggered by
the MN and the secondary base station modification pro-
cedure triggered by the SN.
[0040] According to an eighth aspect of embodiments
of this application, a communication method is provided.
The method includes: A secondary node SN receives an
SN modification request message from a master node
MN, where the SN modification request message carries
a first identifier. The SN sends an SN modification request
acknowledgment message to the MN, where the SN
modification request acknowledgment message carries
an identifier that is the same as the first identifier. Ac-
cording to this solution, the first identifier that can identify
an SN modification procedure is carried in a secondary
base station modification procedure. This avoids a con-
figuration failure caused by confusion between a second-
ary base station modification procedure triggered by the
MN and a secondary base station modification procedure
triggered by the SN.
[0041] With reference to the eighth aspect, in a possi-
ble implementation, the method further includes: The SN
sends a first SN modification required message to the
MN, where the first SN modification required message
carries the first identifier. According to this solution, the
first SN modification required message sent by the SN
carries the first identifier, so that it can be identified that
the modification procedure is the secondary base station
modification procedure initiated by the SN. In this case,
the MN may send, to the SN based on the first SN mod-
ification required message, the SN modification request
message that carries the identifier that is the same as
the first identifier carried in the first SN modification re-
quired message. Therefore, after receiving the SN mod-
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ification request message that carries the identifier that
is the same as the first identifier, the SN may determine
that the SN modification request message is not the SN
modification request message in the modification proce-
dure actively initiated by the MN, but a request message
in response to the first SN modification required message
sent by the SN. This avoids the configuration failure
caused by the confusion between the secondary base
station modification procedure triggered by the MN and
the secondary base station modification procedure trig-
gered by the SN.
[0042] With reference to any one of the eighth aspect
or the possible implementations of the eighth aspect, in
another possible implementation, the method further in-
cludes: The SN receives an SN modification confirm
message sent by the MN, where the SN modification con-
firm message carries an identifier that is the same as the
first identifier. According to this solution, a same identifier
is carried in an SN modification procedure. This can avoid
the configuration failure caused by the confusion be-
tween the secondary base station modification proce-
dure triggered by the MN and the secondary base station
modification procedure triggered by the SN.
[0043] With reference to any one of the eighth aspect
or the possible implementations of the eighth aspect, in
another possible implementation, the method further in-
cludes: The SN sends a second SN modification required
message to the MN, where the second SN modification
required message carries a second identifier. The SN
receives an SN modification refuse message sent by the
MN, where the SN modification refuse message carries
an identifier that is the same as the second identifier.
According to this solution, different identifiers are carried
in SN modification procedures initiated by different net-
work devices, so that the secondary base station modi-
fication procedure initiated by the MN can be distin-
guished from the secondary base station modification
procedure initiated by the SN. This can avoid the config-
uration failure caused by the confusion between the sec-
ondary base station modification procedure triggered by
the MN and the secondary base station modification pro-
cedure triggered by the SN.
[0044] According to a ninth aspect of embodiments of
this application, a communication method is provided.
The method includes: A master node MN receives an SN
modification required message from a secondary node
SN, where the SN modification required message carries
a first identifier. The MN sends an SN modification re-
quest message to the SN, where the SN modification
request message carries an identifier that is the same as
the first identifier. According to this solution, the first iden-
tifier that can identify an SN modification procedure is
carried in the SN modification required message and the
SN modification request message, so that an SN modi-
fication request message in a modification procedure in-
itiated by the SN can be distinguished from an SN mod-
ification request message in a modification procedure
initiated by the MN, and the SN does not mistake the SN

modification request message actively initiated by the
MN as an SN modification request message in response
to the SN modification required message initiated by the
SN. This avoids a configuration failure caused by confu-
sion between a secondary base station modification pro-
cedure triggered by the MN and a secondary base station
modification procedure triggered by the SN.
[0045] With reference to the ninth aspect, in a possible
implementation, the method further includes: The MN re-
ceives an SN modification request acknowledgment
message from the SN, where the SN modification request
acknowledgment message carries an identifier that is the
same as the first identifier. According to this solution, a
same identifier is carried in an SN modification proce-
dure. This can avoid the configuration failure caused by
the confusion between the secondary base station mod-
ification procedure triggered by the MN and the second-
ary base station modification procedure triggered by the
SN.
[0046] With reference to any one of the ninth aspect
or the possible implementations of the ninth aspect, in
another possible implementation, the method further in-
cludes: The MN sends an SN modification confirm mes-
sage to the SN, where the SN modification confirm mes-
sage carries an identifier that is the same as the first
identifier. According to this solution, a same identifier is
carried in an SN modification procedure. This can avoid
the configuration failure caused by the confusion be-
tween the secondary base station modification proce-
dure triggered by the MN and the secondary base station
modification procedure triggered by the SN.
[0047] According to a tenth aspect of embodiments of
this application, a communication method is provided.
The method includes: A secondary node SN sends an
SN modification required message to a master node MN,
where the SN modification required message carries a
first identifier. The SN receives an SN modification re-
quest message from the MN, where the SN modification
request message carries an identifier that is the same as
the first identifier. According to this solution, the first iden-
tifier that can identify an SN modification procedure is
carried in the SN modification required message and the
SN modification request message, so that an SN modi-
fication request message in a modification procedure in-
itiated by the SN can be distinguished from an SN mod-
ification request message in a modification procedure
initiated by the MN, and the SN does not mistake the SN
modification request message actively initiated by the
MN as an SN modification request message in response
to the SN modification required message initiated by the
SN. This avoids a configuration failure caused by confu-
sion between a secondary base station modification pro-
cedure triggered by the MN and a secondary base station
modification procedure triggered by the SN.
[0048] With reference to the tenth aspect, in a possible
implementation, the method further includes: The SN
sends an SN modification request acknowledgment mes-
sage to the MN, where the SN modification request ac-
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knowledgment message carries an identifier that is the
same as the first identifier. According to this solution, a
same identifier is carried in an SN modification proce-
dure. This can avoid the configuration failure caused by
the confusion between the secondary base station mod-
ification procedure triggered by the MN and the second-
ary base station modification procedure triggered by the
SN.
[0049] With reference to any one of the tenth aspect
or the possible implementations of the tenth aspect, in
another possible implementation, the method further in-
cludes: The SN receives an SN modification confirm
message from the MN, where the SN modification con-
firm message carries an identifier that is the same as the
first identifier. According to this solution, a same identifier
is carried in an SN modification procedure. This can avoid
the configuration failure caused by the confusion be-
tween the secondary base station modification proce-
dure triggered by the MN and the secondary base station
modification procedure triggered by the SN.
[0050] According to an eleventh aspect, an embodi-
ment of this application provides a communication appa-
ratus. The apparatus has a function of implementing be-
havior of the terminal in the communication method ac-
cording to the foregoing aspect. The function may be
implemented by hardware, or may be implemented by
hardware executing corresponding software. The hard-
ware or the software includes one or more units or means
(means) corresponding to the function.
[0051] In a possible design, the apparatus includes a
processor. The processor is configured to support the
apparatus in performing a corresponding function of the
terminal in the foregoing communication method. The
apparatus may further include a memory. The memory
may be coupled to the processor, and the memory stores
program instructions and data that are necessary for the
apparatus. Optionally, the apparatus further includes a
transceiver. The transceiver is configured to support
communication between the apparatus and a network
element such as a relay device or an access network
device. The transceiver may be an independent receiver,
an independent transmitter, or a transceiver integrating
a sending function and a receiving function.
[0052] In a possible implementation, the communica-
tion apparatus may be a terminal, or may be a compo-
nent, for example, a chip, a chip system, or a circuit, that
can be used in the terminal.
[0053] According to a twelfth aspect, an embodiment
of this application provides a communication apparatus.
The apparatus has a function of implementing behavior
of an access network device (for example, a source ac-
cess network device, a target access network device, a
master node, or a secondary node) in the communication
method according to the foregoing aspect. The function
may be implemented by hardware, or may be implement-
ed by hardware executing corresponding software. The
hardware or the software includes one or more units or
means (means) corresponding to the function.

[0054] In a possible design, the apparatus includes a
processor. The processor is configured to support the
apparatus in performing a corresponding function of the
access network device in the foregoing communication
method. The apparatus may further include a memory.
The memory may be coupled to the processor, and the
memory stores program instructions and data that are
necessary for the apparatus.
[0055] In a possible implementation, the communica-
tion apparatus may be an access network device, for
example, a base station, or may be a component, for
example, a chip, a chip system, or a circuit, that can be
used in the access network device.
[0056] Optionally, the apparatus further includes a
transceiver. The transceiver may be configured to: sup-
port communication between the access network device
and a terminal and/or communication between the ac-
cess network device and another network element, and
send information or instructions in the foregoing commu-
nication method to the terminal/another network element.
The transceiver may be an independent receiver, an in-
dependent transmitter, a transceiver integrating a send-
ing function and a receiving function, or a communication
interface between devices.
[0057] According to a thirteenth aspect of embodi-
ments of this application, a computer storage medium is
provided. The computer storage medium stores compu-
ter program code. When the computer program code is
run on a processor, the processor is enabled to perform
the communication method according to any one of the
foregoing aspects.
[0058] According to a fourteenth aspect of embodi-
ments of this application, a computer program product is
provided. The program product stores computer software
instructions executed by a processor, and the computer
software instructions include a program used to perform
the solutions in the foregoing aspects.
[0059] According to a fifteenth aspect of embodiments
of this application, a communication apparatus is provid-
ed. The apparatus includes a processor, and may further
include a transceiver and a memory. The transceiver is
configured to send and receive information, or is config-
ured to communicate with another network device. The
memory is configured to store computer-executable in-
structions. The processor is configured to execute the
computer-executable instructions, to implement the com-
munication method according to any one of the foregoing
aspects. The network device includes a terminal.
[0060] According to a sixteenth aspect of embodi-
ments of this application, a communication apparatus is
provided. The apparatus may exist in a product form of
a chip. A structure of the apparatus includes a processor,
and may further include a memory. The memory is con-
figured to: be coupled to the processor, and store pro-
gram instructions and data that are necessary for the
apparatus. The processor is configured to execute the
program instructions stored in the memory, to support a
terminal device or a communication device in performing
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the method according to any one of the foregoing as-
pects.
[0061] According to a seventeenth aspect of embodi-
ments of this application, a communication apparatus is
provided. The apparatus may exist in a product form of
a chip. A structure of the apparatus includes a processor
and an interface circuit. The processor is configured to
communicate with another apparatus through a receiving
circuit, to enable the apparatus to perform the commu-
nication method according to any one of the foregoing
aspects.
[0062] According to an eighteenth aspect of embodi-
ments of this application, a communication system is pro-
vided. The communication system includes a source ac-
cess network device and a target access network device.
The source access network device is configured to per-
form the communication method according to the first
aspect, and the target access network device is config-
ured to perform the communication method according to
the second aspect.
[0063] According to a nineteenth aspect of embodi-
ments of this application, a communication system is pro-
vided. The communication system includes a source
master node and a target access network device. The
source master node is configured to perform the com-
munication method according to the fourth aspect, and
the target access network device is configured to perform
the communication method according to the fifth aspect.
[0064] According to a twentieth aspect of embodi-
ments of this application, a communication system is pro-
vided. The communication system includes a master
node and a secondary node. The master node is config-
ured to perform the communication method according to
the seventh aspect, and the secondary node is config-
ured to perform the communication method according to
the eighth aspect.
[0065] According to a twenty-first aspect of embodi-
ments of this application, a communication system is pro-
vided. The communication system includes a master
node and a secondary node. The master node is config-
ured to perform the communication method according to
the ninth aspect, and the secondary node is configured
to perform the communication method according to the
tenth aspect.

BRIEF DESCRIPTION OF DRAWINGS

[0066]

FIG. 1 is a schematic diagram of a structure of a
communication system according to an embodiment
of this application;
FIG. 2(a) and FIG. 2(b) are a schematic diagram of
an architecture of a dual connectivity network ac-
cording to an embodiment of this application;
FIG. 3(a) and FIG. 3(b) are a schematic diagram of
an architecture of another dual connectivity network
according to an embodiment of this application;

FIG. 4(a) and FIG. 4(b) are a schematic diagram of
an architecture of another dual connectivity network
according to an embodiment of this application;
FIG. 5(a) and FIG. 5(b) are a schematic diagram of
an architecture of another dual connectivity network
according to an embodiment of this application;
FIG. 6 is a schematic diagram of an architecture of
an EN-DC network according to an embodiment of
this application;
FIG. 7 is a schematic diagram of a structure of a
communication apparatus according to an embodi-
ment of this application;
FIG. 8 is a schematic flowchart of a communication
method according to an embodiment of this applica-
tion;
FIG. 9 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 10 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 11 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 12 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 13 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 14 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 15 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 16 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 17 is a schematic flowchart of another commu-
nication method according to an embodiment of this
application;
FIG. 18 is a schematic diagram of a structure of an-
other communication apparatus according to an em-
bodiment of this application;
FIG. 19 is a schematic diagram of a component of a
communication apparatus according to an embodi-
ment of this application;
FIG. 20 is a schematic diagram of a structure of an-
other communication apparatus according to an em-
bodiment of this application;
FIG. 21 is a schematic diagram of a structure of an-
other communication apparatus according to an em-
bodiment of this application;
FIG. 22 is a schematic diagram of a structure of an-
other communication apparatus according to an em-
bodiment of this application; and
FIG. 23 is a schematic diagram of a structure of an-
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other communication apparatus according to an em-
bodiment of this application.

DESCRIPTION OF EMBODIMENTS

[0067] The following describes technical solutions in
embodiments of this application with reference to the ac-
companying drawings in embodiments of this applica-
tion. In this application, "at least one" means one or more,
and "a plurality of’ means two or more. The
term "and/or" describes an association relationship be-
tween associated objects and represents that three re-
lationships may exist. For example, A and/or B may rep-
resent the following cases: Only A exists, both A and B
exist, and only B exists, where A and B may be singular
or plural. The character "/" usually represents
an "or" relationship between the associated objects. "At
least one of the following items (pieces)" or a similar ex-
pression thereof means any combination of these items,
including a single item (piece) or any combination of a
plurality of items (pieces). For example, at least one item
(piece) of a, b, or c may represent a, b, c, a and b, a and
c, b and c, or a, b, and c, where a, b, and c each may be
singular or plural.
[0068] It should be noted that, in this application, the
word such as "example" or "for example" is used to rep-
resent giving an example, an illustration, or a description.
Any embodiment or design solution described by using
"example" or "for example" in this application shall not
be construed as being more preferred or having more
advantages than another embodiment or design solution.
Exactly, use of the word such as "example" or "for exam-
ple" is intended to present a relative concept in a specific
manner.
[0069] As defined in embodiments of this application,
a one-way communication link from an access network
to a terminal is a downlink, data transmitted on the down-
link is downlink data, and a transmission direction of the
downlink data is referred to as a downlink direction; and
a one-way communication link from the terminal to the
access network is an uplink, data transmitted on the up-
link is uplink data, and a transmission direction of the
uplink data is referred to as an uplink direction.
[0070] Resources in embodiments of this application
may also be referred to as transmission resources, in-
cluding one or more of a time domain resource, a fre-
quency domain resource, or a code channel resource,
and may be used to carry data or signaling in an uplink
communication process or a downlink communication
process.
[0071] It should be understood that, in embodiments
of the present invention, "B corresponding to A" indicates
that B is associated with A, and B can be determined
based on A. However, it should be further understood
that determining B based on A does not mean that B is
determined based only on A, that is, B may alternatively
be determined based on A and/or other information.
[0072] In embodiments of this application, "a plurality

of’ means two or more than two.
[0073] In embodiments of this application, descriptions
such as "first" and "second" are merely used to indicate
and distinguish between described objects, do not indi-
cate a sequence, do not indicate a specific limitation on
a quantity of devices in embodiments of this application,
and do not constitute any limitation on embodiments of
this application.
[0074] In embodiments of this application, "connec-
tion" means various connection manners such as a direct
connection or an indirect connection, to implement com-
munication between devices. This is not limited in em-
bodiments of this application.
[0075] In embodiments of this application, unless oth-
erwise specified, "transmission" (transmit/transmission)
refers to bidirectional transmission, and includes a send-
ing action and/or a receiving action. Specifically, "trans-
mission" in embodiments of this application includes data
sending, data receiving, or data sending and receiving.
That is, data transmission herein includes uplink data
transmission and/or downlink data transmission. Data
may include a channel and/or a signal. The uplink data
transmission is uplink channel transmission and/or uplink
signal transmission, and the downlink data transmission
is downlink channel transmission and/or downlink signal
transmission.
[0076] In embodiments of this application, a "network"
and a "system" express a same concept, and a commu-
nication system is a communication network.
[0077] It may be understood that, in embodiments of
this application, the terminal and/or a base station may
perform some or all steps in embodiments of this appli-
cation. These steps or operations are merely examples.
In embodiments of this application, other operations or
variations of various operations may be further per-
formed. In addition, the steps may be performed in a se-
quence different from a sequence presented in embod-
iments of this application, and not all the operations in
embodiments of this application are necessarily to be
performed.
[0078] A communication method provided in embodi-
ments of this application may be applied to a communi-
cation system shown in FIG. 1. As shown in FIG. 1, a
terminal supports dual connectivity (Dual Connectivity,
DC), and a master node (Master Node, MN) and a sec-
ondary node (secondary node, SN) jointly provide a data
transmission service for the terminal. The MN is connect-
ed to a core network (Core Network, CN) through an
S1/NG interface. The MN has at least a control plane
connection to the core network, and may further have a
user plane connection to the core network. The S1 inter-
face includes S1-U/NG-U and S1-C/NG-C. The S1-
U/NG-U represents the user plane connection, and the
S1-C/NG-C represents the control plane connection. The
SN may or may not have a user plane connection to the
core network. When the SN does not have the user plane
connection to the core network, data of the terminal may
be offloaded by the MN to the SN at a packet data con-
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vergence protocol (packet data convergence protocol,
PDCP) layer. The MN may also be referred to as a master
base station or a master access network device, and the
SN may also be referred to as a secondary base station
or a secondary access network device.
[0079] The communication system in this application
may be a long term evolution (long term evolution, LTE)
wireless communication system, a 5th generation (5th
generation, 5G) mobile communication system such as
a new radio (new radio, NR) system, another next gen-
eration (next generation, NG) communication system, or
the like. This is not limited in embodiments of this appli-
cation.
[0080] For example, the MN and the SN may each be
a base station defined in the LTE 3rd generation partner-
ship project (3rd generation partnership project, 3GPP).
For example, the MN and the SN may each be a base
station device in the LTE system, namely, an evolved
NodeB (evolved NodeB, eNB/eNodeB), or may be an
access network side device in the NR system, including
a gNB, a transmission reception point (transmission/re-
ception point, TRP), and the like.
[0081] For example, the MN and the SN may each in-
clude a centralized unit (Centralized Unit, CU) and a dis-
tributed unit (Distributed Unit, DU). Protocol layers of the
base station may be separated by using a CU-DU struc-
ture, and functions of some protocol layers are controlled
by the CU in a centralized manner. Functions of some or
all of the remaining protocol layers are distributed in the
DU, and the CU controls the DU in the centralized man-
ner. In this way, costs can be reduced and a network is
easy to be extended. For example, the MN and the SN
may each include one or more CUs and one or more
DUs. A specific architecture of the MN and a specific
architecture of the SN are not limited in embodiments of
this application.
[0082] For example, dual connectivity may be imple-
mented between access network devices of different
standards. FIG. 2(a) and FIG. 2(b) are a schematic dia-
gram of an LTE-NR dual connectivity (E-UTRA-NR Dual
Connectivity, EN-DC) network. The EN-DC network is a
dual connectivity between a 4G radio access network
and 5G NR. An LTE base station (LTE eNB) serves as
an MN, and an NR base station (NR gNB) serves as an
SN. There is an X2 interface between the LTE base sta-
tion and the NR base station. As shown in FIG. 2(a), there
is an S 1 interface between the LTE eNB and an evolved
packet core (evolved Packet Core, EPC) in an LTE sys-
tem. At least a control plane connection is included, and
a user plane connection may be further included. As
shown in FIG. 2(b), there is an S1-U interface between
the NR gNB and an EPC. That is, only a user plane con-
nection may be included. The LTE base station may pro-
vide an air interface resource for UE by using at least
one LTE cell. In this case, the at least one LTE cell is
referred to as a master cell group (Master Cell Group,
MCG). The NR base station may provide an air interface
resource for the UE by using at least one NR cell. In this

case, the at least one NR cell is referred to as a secondary
cell group (Secondary Cell Group, SCG).
[0083] FIG. 3(a) and FIG. 3(b) are a schematic diagram
of an NR-LTE dual connectivity (NR-E-UTRA Dual Con-
nectivity, NE-DC) network. The NE-DC network is dual
connectivity between a 4G radio access network and 5G
NR in a 5G core network. An NR base station (gNB)
serves as an MN, an LTE base station (ng-eNB) serves
as an SN, and both the MN and the SN are connected
to the 5G core network (5th Generation Core Network,
5GC). There is an Xn interface between the NR base
station and the LTE base station. As shown in FIG. 3(a),
there is an NG interface between the gNB and the 5GC.
At least a control plane connection is included, and a
user plane connection may be further included. The ng-
eNB sends user plane data to the 5GC through the gNB.
As shown in FIG. 3(b), there is an NG-U interface be-
tween the ng-eNB and the 5GC. Only a user plane con-
nection is established for a terminal. The ng-eNB directly
sends user plane data to the 5GC. The NR base station
may provide an air interface resource for UE by using at
least one NR cell. In this case, the at least one NR cell
is referred to as an MCG. The LTE base station may
provide an air interface resource for the UE by using at
least one LTE cell. In this case, the at least one LTE cell
is referred to as an SCG.
[0084] FIG. 4(a) and FIG. 4(b) are a schematic diagram
of a next generation E-UTRA-NR dual connectivity (Next
Generation E-UTRA-NR Dual Connectivity, NGEN-DC)
network. The NGEN-DC network is dual connectivity be-
tween a 4G radio access network and 5G NR in a 5G
core network. An LTE base station (ng-eNB) serves as
an MN, an NR base station (gNB) serves as an SN, and
both the MN and the SN are connected to the 5GC. There
is an Xn interface between the LTE base station and the
NR base station. As shown in FIG. 4(a), there is an NG
interface between the ng-eNB and the 5GC. At least a
control plane connection is included, and a user plane
connection may be further included. The gNB sends user
plane data to the 5GC through the ng-eNB. As shown in
FIG. 4(b), there is an NG-U interface between the gNB
and the 5GC. Only a user plane connection is established
for a terminal. The gNB directly sends user plane data
to the 5GC. The LTE base station may provide an air
interface resource for UE by using at least one LTE cell.
In this case, the at least one LTE cell is referred to as an
MCG. The NR base station may provide an air interface
resource for the UE by using at least one NR cell. In this
case, the at least one NR cell is referred to as an SCG.
[0085] FIG. 5(a) and FIG. 5(b) are a schematic diagram
of a 5G core network NR-NR dual connectivity (NR-NR
Dual Connectivity, NR-DC) network. In the NR-DC net-
work, both an MN and an SN are NR base stations, and
there is an Xn interface between an NR master base
station and an NR secondary base station. As shown in
FIG. 5(a), there is an NG interface between the NR mas-
ter base station and a 5GC. At least a control plane con-
nection is included, and a user plane connection may be
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further included. As shown in FIG. 5(b), there is an NG-
U interface between the NR secondary base station and
a 5GC. Only a user plane connection is established for
a terminal. The NR master base station may provide an
air interface resource for UE by using at least one NR
cell. In this case, the at least one NR cell is referred to
as an MCG. The NR secondary base station may provide
an air interface resource for the UE by using at least one
NR cell. In this case, the at least one NR cell is referred
to as an SCG.
[0086] In the dual connectivity networks in FIG. 2(a) to
FIG. 5(b), a user plane connection may alternatively not
be established between the SN and the core network,
but data is transmitted through the MN. For example, in
a downlink direction, data of the terminal arrives at the
MN, and then the MN distributes, at a PDCP layer, the
data of the terminal to the SN, where a form of the dis-
tributed data is, for example, a PDCP protocol data unit
(Protocol Data Unit, PDU).
[0087] It may be understood that the communication
method provided in embodiments of this application may
be applied to a conventional LTE dual connectivity net-
work (for example, the EN-DC network), or may be ap-
plied to a multi-radio dual connectivity (Multiple-Radio
Dual Connectivity, MR-DC) network. The MR-DC net-
work may be an NE-DC network, an NGEN-DC network,
or an NR-DC network in a 5G system, or may have an-
other future DC architecture. A specific architecture of
the dual connectivity network to which the communica-
tion method is applicable is not limited in embodiments
of this application. FIG. 2(a) to FIG. 5(b) are merely used
as examples for description herein.
[0088] In dual connectivity, a data radio bearer (Data
Radio Bearer, DRB) established between the terminal
and an access network side may be independently pro-
vided by the MN or the SN, or may be provided by both
the MN and the SN. A bearer provided by the MN is re-
ferred to as an MCG bearer, where an MCG includes a
cell managed by at least one MN configured to provide
an air interface resource for the terminal. A bearer pro-
vided by the SN is referred to as an SCG bearer, where
an SCG includes a cell managed by at least one SN con-
figured to provide an air interface resource for the termi-
nal. In addition, a bearer on which an air interface re-
source is provided by both the MN and the SN is referred
to as a split bearer (split Bearer).
[0089] When there is only one cell in the MCG, the cell
is a primary cell (Primary cell, PCell) of the terminal.
When there is only one cell in the SCG, the cell is a pri-
mary secondary cell (Primary Secondary Cell, PSCell)
of the terminal. The PCell and the PSCell may be collec-
tively referred to as a special cell (Special Cell, SpCell).
When there are a plurality of cells in the MCG or the SCG,
all cells other than the SpCell may be referred to as sec-
ondary cells (Secondary Cells, SCells). In this case, an
SCell and a SpCell in each cell group perform carrier
aggregation (carrier aggregation, CA) to jointly provide
a transmission resource for the terminal. The PSCell is

a cell, in which the UE is indicated to perform random
access or initial PUSCH transmission, in cells of the SCG.
The SCell is a cell that works on a secondary carrier.
Once a radio resource control (Radio Resource Control,
RRC) connection is established, the SCell may be con-
figured to provide an additional radio resource.
[0090] The following uses the EN-DC network as an
example to describe a user plane architecture in the EN-
DC network architecture. As shown in FIG. 6, in the EN-
DC network, a data plane radio bearer may be independ-
ently served by the MN or the SN, or may be served by
both the MN and the SN. When a bearer is provided only
by the MN, that is, a data flow flows only from a core
network to the MN, the bearer is an MCG bearer (Bearer).
When a bearer is provided only by the SN, that is, a data
flow flows only from a core network to the SN, the bearer
is an SCG bearer. When a bearer is provided by both the
MN and the SN, that is, a data flow is offloaded at the
MN or the SN, the bearer is a split bearer (split Bearer).
[0091] For example, with reference to FIG. 6, each
bearer type has corresponding PDCP layer processing
and RLC layer processing. An RLC bearer transmitted
by using an MCG air interface resource is referred to as
an MCG RLC bearer, and an RLC bearer transmitted by
using an SCG air interface resource is referred to as an
SCG RLC bearer. In FIG. 6, a PDCP entity may be ter-
minated at the MN, or may be terminated at the SN. A
bearer whose PDCP is terminated at the MN is referred
to as an MN terminated bearer. In other words, downlink
data directly arrives at the MN from the core network,
and is processed by the PDCP of the MN and then sent
to the terminal through the RLC bearer. Similarly, a bear-
er whose PDCP is terminated at the SN is referred to as
an SN terminated bearer. In other words, downlink data
directly arrives at the SN from the core network, and is
processed by the PDCP of the SN and then sent to the
terminal through the RLC bearer.
[0092] For example, depending on whether the PDCP
entity is established on the MN or the SN, a bearer in DC
may be further classified into the following types: an MN
terminated MCG bearer (MN terminated MCG Bearer),
an MN terminated SCG bearer (MN terminated SCG
Bearer), an MN terminated split bearer (MN terminated
split Bearer), an SN terminated MCG bearer (SN termi-
nated MCG Bearer), an SN terminated SCG bearer (SN
terminated SCG Bearer), and an SN terminated split
bearer (SN terminated split Bearer). For the MN termi-
nated bearer, the PDCP entity is established on the MN,
and a user plane connection to the core network is ter-
minated at the MN, that is, the MN is used as an anchor
(anchor). For the SN terminated bearer, the PDCP entity
is established on the SN, and the user plane connection
to the core network is terminated at the SN, that is, the
SN is used as an anchor. It may be understood that
whether a bearer is terminated at the MN or the SN in-
dicates whether data transmission with the core network
is performed through the MN or the SN, and an air inter-
face transmission resource is provided by the MCG or
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the SCG. For example, if the MN terminated SCG bearer
is used, downlink data delivered by the core network is
processed by a PDCP layer of the MN, and all the down-
link data is transferred to an RLC layer and a MAC layer
of the SN for further processing and then sent to the ter-
minal through the SCG. Correspondingly, uplink data
sent by the terminal is processed by the MAC layer and
the RLC layer of the SN, and all the uplink data is trans-
ferred to the PDCP layer of the MN for processing and
then sent to a core network device through an interface
between the MN and the core network. If the MN termi-
nated split bearer is used, after downlink data delivered
by the core network is processed by a PDCP layer of the
MN, a part of the data is transferred to the SN and then
sent to the terminal through the SCG, and the remaining
part of the data is still sent by the MN to the terminal
through the MCG. Correspondingly, a part of uplink data
sent by the terminal is sent to the MN through the MCG,
and the other part of the uplink data is sent to the SN
through the SCG. The two parts of data are converged
at the PDCP layer of the MN for processing, and are sent
to a core network device through an interface between
the MN and the core network.
[0093] In the DC network, a PDCP configuration of the
SN terminated bearer is generated by the SN, and the
SN may change, based on an implementation, the PDCP
configuration of the SN terminated bearer for the termi-
nal. Therefore, the MN does not have the latest config-
uration generated by the SN for the terminal. During inter-
base-station handover, to enable a target base station
(for example, a target MN or a target SN) to generate an
incremental configuration for the terminal, before initiat-
ing the handover, a source MN may request the latest
configuration from a source SN by using a modification
procedure, and then trigger the handover. However, be-
cause a modification procedure between a master base
station and a secondary base station needs to be trig-
gered before a handover procedure is performed, exces-
sively long time is required for an entire handover proc-
ess, resulting in handover performance deterioration. To
avoid handover performance deterioration caused by
first triggering the modification procedure, the modifica-
tion procedure may not be performed before the hando-
ver procedure. To be specific, the source MN does not
obtain a configuration carried on a source SN side, and
the target base station does not receive the configuration
carried on the source SN side. Therefore, the target base
station provides a full PDCP configuration for the UE in-
stead of performing incremental configuration. However,
in the full PDCP configuration, some information ele-
ments (for example, an uplink PDCP sequence number
length and a downlink PDCP sequence number length)
are allowed to be configured for the UE only when a data
radio bearer DRB is established. In this case, the target
base station considers that the DRB is initially estab-
lished, but a DRB on a UE side has been established.
Consequently, a configuration on the UE side is incon-
sistent with a configuration on a target base station side,

and the UE considers that the configuration fails. As a
result, services of the UE are interrupted, and user ex-
perience is affected.
[0094] To resolve a problem that the services of the
UE are interrupted, and user experience is affected be-
cause the configuration on the UE side is inconsistent
with the configuration on a network side when the mod-
ification procedure is not performed before the handover
procedure is triggered, embodiments of this application
provide a communication method. This avoids configu-
ration inconsistency between the UE side and the net-
work side, avoid service interruption of the UE, and im-
proves user experience.
[0095] During specific implementation, in the commu-
nication method provided in embodiments of this appli-
cation, the terminal shown in FIG. 1 may use a compo-
sition structure shown in FIG. 7, or include a component
shown in FIG. 7.
[0096] For example, FIG. 7 is a schematic diagram of
a component of a communication apparatus 700 accord-
ing to an embodiment of this application. As shown in
FIG. 7, the communication apparatus 700 may include
at least one processor 701, a memory 702, a transceiver
703, and a communication bus 704.
[0097] The following describes each component of the
communication apparatus 700 in detail with reference to
FIG. 7.
[0098] The processor 701 is a control center of the
communication apparatus 700, and may be one proces-
sor, or may be a collective term of a plurality of processing
elements. For example, the processor 701 is a central
processing unit (central processing unit, CPU) or an ap-
plication-specific integrated circuit (Application-Specific
Integrated Circuit, ASIC), or is configured as one or more
integrated circuits implementing embodiments of the
present invention, for example, one or more microproc-
essors (digital signal processors, DSPs) or one or more
field programmable gate arrays (Field Programmable
Gate Arrays, FPGAs).
[0099] The processor 701 may run or execute a soft-
ware program stored in the memory 702, and invoke data
stored in the memory 702, to perform various functions
of a communication device.
[0100] During specific implementation, in an embodi-
ment, the processor 701 may include one or more CPUs,
such as a CPU 0 and a CPU 1 shown in FIG. 7.
[0101] During specific implementation, in an embodi-
ment, the communication apparatus 700 may include a
plurality of processors, such as a processor 701 and a
processor 705 shown in FIG. 7. Each of the processors
may be a single-core processor (single-CPU), or may be
a multi-core processor (multi-CPU). The processor here-
in may refer to one or more communication devices, cir-
cuits, and/or processing cores configured to process data
(for example, computer program instructions).
[0102] The memory 702 may be a read-only memory
(read-only memory, ROM), another type of static storage
communication device capable of storing static informa-
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tion and instructions, a random access memory (random
access memory, RAM), or another type of dynamic stor-
age communication device capable of storing information
and instructions, or may be an electrically erasable pro-
grammable read-only memory (Electrically Erasable Pro-
grammable Read-Only Memory, EEPROM), a compact
disc read-only memory (Compact Disc Read-Only Mem-
ory, CD-ROM), another compact disc storage, an optical
disc storage (including a compressed optical disc, a laser
disc, an optical disc, a digital versatile disc, a Blu-ray
optical disc, and the like), a magnetic disk storage me-
dium, another magnetic storage communication device,
or any other medium capable of carrying or storing ex-
pected program code in a form of instructions or data
structures and capable of being accessed by a computer,
but is not limited thereto. The memory 702 may exist
independently, and is connected to the processor 701 by
using the communication bus 704. The memory 702 may
alternatively be integrated with the processor 701.
[0103] The memory 702 is configured to store a soft-
ware program for executing the solutions of the present
invention, and the processor 701 controls the execution.
[0104] The transceiver 703 is configured to communi-
cate with an access network device. Certainly, the trans-
ceiver 703 may alternatively be configured to communi-
cate with a communication network. The communication
network is, for example, the Ethernet, a radio access net-
work (radio access network, RAN), or a wireless local
area network (Wireless Local Area Network, WLAN). The
transceiver 703 may include a receiving unit for imple-
menting a receiving function and a sending unit for im-
plementing a sending function.
[0105] The communication bus 704 may be an industry
standard architecture (Industry Standard Architecture,
ISA) bus, a peripheral component interconnect (Periph-
eral Component Interconnect, PCI) bus, an extended in-
dustry standard architecture (Extended Industry Stand-
ard Architecture, EISA) bus, or the like. The bus may be
classified into an address bus, a data bus, a control bus,
and the like. For ease of representation, only one thick
line is used to represent the bus in FIG. 7, but this does
not mean that there is only one bus or only one type of
bus.
[0106] It should be noted that the communication ap-
paratus 700 may be a desktop computer, a portable com-
puter, a mobile phone, a tablet computer, a wireless ter-
minal, an embedded device, a chip system, or a device
having a structure similar to that in FIG. 7. In addition, a
composition structure shown in FIG. 7 does not constitute
a limitation on the communication apparatus. In addition
to the components shown in FIG. 7, the communication
apparatus may include more or fewer components than
those shown in the figure, or some components may be
combined, or different component arrangements may be
used.
[0107] With reference to FIG. 1 to FIG. 7, FIG. 8 shows
a communication method according to an embodiment
of this application. The method may include the following

steps.
[0108] S801: A source access network device sends
at least one identifier of at least one first DRB to a target
access network device.
[0109] The source access network device does not ob-
tain a PDCP configuration of the first DRB.
[0110] For example, the at least one identifier (for ex-
ample, first DRB ID) of the at least one first DRB may be
carried in a handover request (Handover Request) mes-
sage. Optionally, the at least one identifier of the at least
one first DRB may be sent in a form of a list. For example,
the handover request message carries a first DRB ID list,
and the first DRB ID list includes the ID of the at least
one first DRB.
[0111] Optionally, in step S801, the source access net-
work device may further send the PDCP configuration of
the at least one first DRB to the target access network
device, and indicate, to the target access network device,
that the PDCP configuration of the at least one first DRB
is not the latest configuration. For example, the source
access network device may further send the PDCP con-
figuration of the at least one first DRB to the target access
network device, and indicate that the PDCP configuration
of the at least one first DRB is an initial configuration. It
may be understood that, when the source access net-
work device is a source MN, because the source MN has
an initial configuration of a DRB established on a source
SN, and the source SN may change the configuration
during implementation, the source MN does not have the
latest configuration generated by the source SN for a
terminal. Therefore, the source MN may send the initial
configuration and an indication to the target access net-
work device, to indicate that the configuration is the initial
configuration. In this implementation, the PDCP config-
uration sent by the source access network device to the
target access network device carries the at least one
identifier of the at least one first DRB.
[0112] For example, the source access network device
is an access network device connected to the terminal
before inter-base-station handover. Before the inter-
base-station handover, the terminal may work in a single
connectivity mode, or may work in a dual connectivity
mode. A specific working mode of the terminal is not lim-
ited in this embodiment of this application. In the following
embodiment, only an example in which the terminal
works in the dual connectivity mode before the inter-
base-station handover is used for description. For exam-
ple, before the inter-base-station handover, the terminal
works in the dual connectivity communication mode, and
the source access network device is the source MN of
the terminal during dual connectivity communication.
[0113] For example, the first DRB may be the DRB
established on the source SN. Correspondingly, the
source MN does not obtain the PDCP configuration of
the first DRB established on the source SN.
[0114] For example, that the source MN does not ob-
tain the PDCP configuration of the first DRB established
on the source SN may be that the source MN does not
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initiate an SN modification procedure before sending the
handover request message, that is, the source MN does
not obtain, from the source SN, a source configuration
currently generated by the source SN for UE. Therefore,
the source MN does not obtain the PDCP configuration
of the first DRB established on the source SN. It may be
understood that the source MN may obtain, from the
source SN by initiating the SN modification procedure,
the source configuration of the DRB on the source SN.
However, if the SN modification procedure is initiated be-
fore a handover procedure is performed, excessively
long time is required for an entire handover process, re-
sulting in handover performance deterioration. There-
fore, in this embodiment of this application, the source
MN does not initiate the SN modification procedure be-
fore performing the handover procedure. In this case, the
source MN does not obtain the PDCP configuration of
the DRB established on the source SN.
[0115] For example, that the source access network
device does not obtain a PDCP configuration of the first
DRB may be considered as follows: When the source
MN does not obtain the PDCP configuration of the first
DRB established on the source SN, the source MN does
not send the PDCP configuration of the first DRB to the
target access network device.
[0116] For example, when the source MN obtains the
PDCP configuration of the at least one first DRB estab-
lished on the source SN, the source MN sends, to the
target access network device, the PDCP configuration
of the at least one first DRB established on the source
SN; or when the source MN does not obtain the PDCP
configuration of the at least one first DRB established on
the source SN, the source MN sends the at least one
identifier of the at least one first DRB to the target access
network device. That is, when the source MN sends the
at least one identifier of the at least one first DRB to the
target access network device, the source MN does not
obtain the PDCP configuration of the at least one first
DRB. In other words, the source MN carries the at least
one identifier of the at least one first DRB only when the
source MN does not carry the PDCP configuration of the
DRB established on the source SN.
[0117] For example, the at least one identifier that is
of the at least one first DRB and that is sent by the source
MN to the target access network device may be deter-
mined by the source MN, or may be sent by the source
SN to the source MN.
[0118] For example, in an EN-DC network, one DRB
may be established for one E-UTRAN radio access bear-
er (E-UTRAN Radio Access Bearer, E-RAB). A mapping
relationship between an E-RAB and a DRB ID is deter-
mined by the source MN. Therefore, the source MN may
send, to the target access network device, the ID of the
at least one first DRB established on the source SN, and
one first DRB corresponds to one E-RAB.
[0119] For another example, in an MR-DC network,
the source MN may allocate a range of DRB IDs to the
source SN, and the source MN does not know specific

DRB IDs used by the source SN. In this case, in an im-
plementation, the source MN sends, to the target access
network device, all DRB IDs allocated by the source MN
to the source SN. In other words, the at least one identifier
of the at least one first DRB is all the DRB identifiers
allocated by the source MN to the source SN. In another
implementation, before step S801, the source MN may
receive the at least one identifier that is of the at least
one first DRB and that is sent by the source SN, and then
send, to the target access network device by performing
step S801, the at least one identifier that is of the at least
one DRB and that is sent by the source SN.
[0120] S802: The target access network device re-
ceives the at least one identifier of the at least one first
DRB.
[0121] For example, the target access network device
receives the handover request message sent by the
source access network device, where the handover re-
quest message includes the at least one identifier of the
at least one first DRB.
[0122] For example, the target access network device
receives the at least one identifier of the at least one first
DRB, and may determine that the at least one first DRB
is the DRB established on the source SN. In addition, the
target access network device does not have the PDCP
configuration of the first DRB.
[0123] Optionally, in step S801, the source access net-
work device may further send the PDCP configuration of
the at least one first DRB to the target access network
device, and indicate, to the target access network device,
that the PDCP configuration of the at least one first DRB
is not the latest configuration. In this case, in step S802,
the target access network device may determine that the
target access network device does not obtain the latest
configuration of the at least one first DRB.
[0124] S803: The target access network device ob-
tains configuration information.
[0125] The configuration information includes first in-
dication information, and the first indication information
is used to indicate the terminal to release at least one
PDCP entity of the at least one first DRB. To be specific,
the target access network device may indicate the termi-
nal to release the at least one PDCP entity of the at least
one first DRB established on the source SN, so that the
terminal releases a configuration that is unknown to the
target access network device. This avoids service inter-
ruption of the terminal caused by configuration inconsist-
ency between a terminal side and a target access net-
work device side.
[0126] For example, the first indication information
may be a list, for example, drb-ToReleaseList (drb-ToRe-
leaseList). The drb-ToReleaseList may include the at
least one identifier of the at least one first DRB, and is
used to indicate the terminal to release at least one PDCP
entity that is of the at least one first DRB and that is in-
dicated by the list.
[0127] Optionally, the configuration information further
includes second indication information, and the second
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indication information is used to indicate the terminal to
add at least one PDCP configuration of at least one sec-
ond DRB. For example, the second indication information
may also be a list, for example, drb-ToAddmodList (drb-
ToAddmodList). The drb-ToAddmodList may include an
identifier of the at least one second DRB and a PDCP
configuration that corresponds to an identifier of each
second DRB, and is used to indicate the terminal to add
the PDCP configuration that is of the at least one second
DRB and that is indicated by the list.
[0128] For example, the identifier of the at least one
second DRB may be the same as or different from the
identifier of the at least one first DRB. For example, that
the identifier of the at least one second DRB is the same
as the identifier of the at least one first DRB means that
the identifier of the at least one second DRB is completely
the same as the identifier of the at least one first DRB;
and that the identifier of the at least one second DRB is
different from the identifier of the at least one first DRB
means that the identifier of the at least one second DRB
may be partially the same as or completely different from
the identifier of the at least one first DRB.
[0129] For example, the identifier of the at least one
first DRB may be a DRB 1, a DRB 2, and a DRB 3, and
the identifier of the at least one second DRB may also
be the DRB 1, the DRB 2, and the DRB 3; or the identifier
of the at least one second DRB may be the DRB 1, the
DRB 2, and a DRB 4; or the identifier of the at least one
second DRB may be a DRB 4, a DRB 5, and a DRB 6.
[0130] For example, the first DRB and the second DRB
correspond to a same E-RAB. It may be understood that,
when a first DRB is released, a second DRB may be
correspondingly added, and the first DRB and the second
DRB that corresponds to the first DRB correspond to a
same E-RAB. An identifier of the first DRB may be the
same as or different from an identifier of the second DRB
that corresponds to the first DRB.
[0131] For example, when the identifier of the at least
one first DRB is the DRB 1, the DRB 2, and the DRB 3,
and the identifier of the at least one second DRB is the
DRB 1, the DRB 2, and the DRB 4, the identifiers DRB
1, DRB 2, and DRB 3 of the at least one first DRB re-
spectively correspond to an E-RAB 1, an E-RAB 2, and
an E-RAB 3, and the identifiers DRB 1, DRB 2, and DRB
4 of the at least one second DRB also respectively cor-
respond to the E-RAB 1, the E-RAB 2, and the E-RAB
3. To be specific, when a first DRB corresponding to an
E-RAB is released, a new second DRB is established for
the E-RAB. An identifier of the released first DRB may
be the same as or different from an identifier of the newly
established second DRB, but the released first DRB and
the newly established second DRB correspond to a same
E-RAB, or may be mapped to a same E-RAB based on
the identifier of the released first DRB and the identifier
of the newly established second DRB.
[0132] For example, when the configuration informa-
tion includes both the first indication information and the
second indication information, because one first DRB

corresponds to one second DRB, the target access net-
work device may enable the terminal to release the
source configuration of the first DRB and then add the
new configuration of the second DRB corresponding to
the first DRB.
[0133] For example, the target access network device
may or may not configure DC for the terminal. In a sce-
nario in which the target access network device config-
ures the DC for the terminal, the target access network
device in step S803 is a target MN. In a scenario in which
the target access network device does not configure the
DC for the terminal, the target access network device in
step S803 is a target base station, that is, there is single
connectivity between the terminal and the target base
station.
[0134] For example, in the scenario in which the target
access network device configures the DC for the termi-
nal, that the target access network device obtains con-
figuration information may include: The target MN deter-
mines the first indication information, and receives the
second indication information sent by a target SN. Alter-
natively, the target MN receives the configuration infor-
mation sent by a target SN. Alternatively, both the target
MN and a target SN determine the configuration infor-
mation. In the scenario in which the target access network
device does not configure the DC for the terminal, that
that the target access network device obtains configura-
tion information may include: The target base station de-
termines the configuration information.
[0135] For example, when the target MN configures
the DC for the terminal, the second indication information
may be determined by the target MN, or may be deter-
mined by the target SN, or may be determined by both
the target MN and the target SN. For example, the target
MN may configure a PDCP configuration of some of the
at least one second DRB for the terminal, and the target
SN may configure a PDCP configuration of the other of
the at least one second DRB for the terminal. For another
example, the target SN may configure the PDCP config-
uration of at least one second DRB for the terminal, and
send the PDCP configuration of the second DRB to the
target MN. In a scenario in which the target MN configures
the DC for the terminal, a specific configuration manner
of the at least one second DRB is not limited in this em-
bodiment of this application.
[0136] S804: The target access network device sends
the configuration information to the source access net-
work device.
[0137] For example, the configuration information may
be carried in a handover request acknowledgment
(Handover Request Acknowledgement) message.
[0138] For example, the target access network device
may send, to the source MN, the handover request ac-
knowledgment message that carries the configuration in-
formation.
[0139] S805: The source access network device re-
ceives the configuration information.
[0140] For example, the source MN receives the
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handover request acknowledgment message, and ob-
tains the configuration information sent by the target ac-
cess network device.
[0141] S806: The source access network device sends
the configuration information to the terminal.
[0142] Optionally, the configuration information may
be carried in an RRC reconfiguration (RRC Reconfigu-
ration) message.
[0143] S807: The terminal receives the configuration
information from the source access network device.
[0144] For example, the terminal receives the RRC
reconfiguration message, and obtains the configuration
information sent by the source MN.
[0145] S808: The terminal releases the at least one
PDCP entity of the at least one first DRB based on the
configuration information.
[0146] For example, the terminal may release the at
least one PDCP entity of the at least one first DRB based
on the first indication information in the configuration in-
formation. That is, the terminal may release the at least
one PDCP entity of the at least one first DRB established
on the source SN. In other words, the terminal releases
at least one PDCP entity that is established on the source
SN and that is unknown to the target access network
device. This avoids the service interruption of the terminal
caused by the configuration inconsistency between the
terminal side and the target access network device side.
[0147] When the configuration information includes the
second indication information, step S808 further in-
cludes: The terminal adds the At least one PDCP con-
figuration of the at least one second DRB based on the
second indication information. To be specific, after re-
leasing the at least one PDCP entity of the at least one
first DRB established on the source SN, the terminal may
add the PDCP configuration that is of the at least one
second DRB and that is configured by the target base
station for the terminal, so that a radio bearer configura-
tion on the terminal side is consistent with a radio bearer
configuration on a target base station side.
[0148] In this embodiment, the source MN sends the
identifier of the at least one first DRB to the target access
network device, where the source MN does not obtain
the PDCP configuration of the at least one first DRB. After
receiving the identifier of the at least one first DRB, the
target access network device indicates the terminal to
release the at least one PDCP entity of the at least one
first DRB, so that the terminal releases at least one PDCP
entity that is established on the source SN and that is
unknown to the target access network device. This
avoids the service interruption of the terminal caused by
radio bearer configuration inconsistency between the ter-
minal side and the target access network device side.
[0149] An embodiment of this application further pro-
vides a communication method. As shown in FIG. 9, in
the scenario in which the target access network device
configures the DC for the terminal, the target access net-
work device in steps S801 to S808 is the target MN. After
step S802 and before step S803, the method may further

include S809 to S813.
[0150] S809: The target MN sends one or more iden-
tifiers of some or all of the first DRBs to a target SN.
[0151] For example, the identifier of the some or all of
the first DRBs may be carried in an SN addition request
(SN Addition Request) message. Optionally, the identi-
fier of the some or all of the first DRBs may be sent in a
form of a list. For example, the SN addition request mes-
sage carries a second DRB ID list, and the second DRB
ID list includes the ID of the some or all of the first DRBs.
[0152] For example, when the target MN configures
the DC for the terminal, the target MN may send the iden-
tifier of the some or all of the first DRBs to the target SN.
[0153] For example, the identifier of the at least one
first DRB in step S801 include a DRB 1, a DRB 2, and a
DRB 3. In step S809, the target MN may send one or
more DRB IDs in the DRB 1, the DRB 2, and the DRB 3
to the target SN. For example, the target MN may send
the DRB 1 and the DRB 2 to the target SN. For another
example, the target MN may send the DRB 1, the DRB
2, and the DRB 3 to the target SN.
[0154] S810: The target SN receives the identifier of
the some or all of the first DRBs.
[0155] S811: The target SN determines a third indica-
tion.
[0156] For example, when the target SN receives the
identifier that is of the some of the first DRBs and that is
sent by the target MN, the target SN determines the third
indication, where the third indication is used to indicate
the terminal to release a PDCP entity of the some of the
first DRBs. In this implementation, the target MN in step
S803 determines a fourth indication, where the fourth
indication is used to indicate the terminal to release a
DRB other than the some of the at least one first DRB.
That is, the first indication information in step S803 in-
cludes the third indication and the fourth indication.
[0157] For example, in step S801, the identifier of the
at least one first DRB includes the DRB 1, the DRB 2,
and the DRB 3, and the target SN receives the DRB 1
and the DRB 2 sent by the target MN. The target SN may
determine the third indication, where the third indication
is used to indicate the terminal to release PDCP entities
of the DRB 1 and the DRB 2. In other words, the first
indication information in step S803 may be determined
by both the target MN and the target SN.
[0158] For example, when the target SN receives the
identifier that is of all the first DRBs and that is sent by
the target MN, the target SN determines the third indica-
tion, where the third indication is used to indicate the
terminal to release at least one PDCP entity of the at
least one first DRB.
[0159] For example, in step S801, the identifier of the
at least one first DRB includes the DRB 1, the DRB 2,
and the DRB 3, and the target SN receives the DRB 1,
the DRB 2, and the DRB 3 sent by the target MN. The
target SN may determine the third indication, where the
third indication is used to indicate the terminal to release
PDCP entities of the DRB 1, the DRB 2, and the DRB 3.
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In other words, the first indication information in step
S803 may be determined by the target SN.
[0160] Optionally, in step S809, when sending the
identifier of the some or all of the first DRBs to the target
SN, the target MN may further send, to the target SN, an
identifier of an E-RAB corresponding to the some or all
of the first DRBs. In step S810, the target SN receives
the identifier of the some or all of the first DRBs and the
identifier of the E-RAB corresponding to the identifier of
the some or all of the first DRBs. Therefore, in step S811,
the target SN may further determine an indication used
to indicate the terminal to add a PDCP configuration of
a second DRB. In this implementation, when generating
the new PDCP configuration for the second DRB corre-
sponding to the some or all of the first DRBs, the target
SN may generate a release configuration for the some
or all of the first DRBs. Therefore, after receiving the con-
figuration generated by the target SN for the terminal,
the terminal releases the PDCP entity of the first DRB,
and then adds the new configuration of the second DRB.
[0161] S812: The target SN sends the third indication
to the target MN.
[0162] The third indication may be carried in an SN
addition request acknowledgment (SN Addition Request
Acknowledgement) message.
[0163] S813: The target MN receives the third indica-
tion.
[0164] For example, the target MN receives, from the
target SN, the SN addition request acknowledgment
message that carries the third indication.
[0165] It may be understood that, when the third indi-
cation is used to indicate the terminal to release the PD-
CP entity of the some of the first DRBs, the first indication
information obtained by the target access network device
in step S803 includes both the third indication sent by
the target SN and the fourth indication determined by the
target MN. When the third indication is used to indicate
the terminal to release the at least one PDCP entity of
the at least one first DRB, that the target access network
device obtains the first indication information in the con-
figuration information in step S803 includes: The target
MN receives the third indication sent by the target SN,
and the target MN determines the fourth indication.
[0166] In this embodiment, the source MN sends the
identifier of the some or all of the first DRBs to the target
SN. After receiving the identifier of the some or all of the
first DRBs, the target SN generates the third indication
and sends the third indication to the target MN. The target
MN receives the third indication sent by the target SN,
to indicate the terminal to release the at least one PDCP
entity of the at least one first DRB, so that the terminal
releases at least one PDCP entity that is established on
the source SN and that is unknown to the target access
network device. This avoids service interruption of the
terminal caused by radio bearer configuration inconsist-
ency between a terminal side and a target access net-
work device side.
[0167] An embodiment of this application further pro-

vides a communication method. As shown in FIG. 10,
before inter-base-station handover, a terminal works in
a dual connectivity mode, and the terminal may transmit
data through both a source MN and a source SN. The
method includes S1001 to S1008.
[0168] S1001: The source MN sends a handover re-
quest message to a target access network device.
[0169] The source MN does not obtain a PDCP con-
figuration of at least one first DRB.
[0170] Optionally, the handover request message car-
ries first information, and the first information is used to
indicate that the at least one first DRB is established on
the source SN.
[0171] For example, the first information may be one-
bit indication information, to indicate that the at least one
first DRB is established on the source SN.
[0172] For example, the first information may alterna-
tively be an ID of at least one first DRB. To be specific,
the source MN may send the ID of the at least one first
DRB to the target access network device, to notify the
target access network device that a DRB is established
on the source SN, and the target access network device
does not obtain a configuration of the DRB established
on the source SN.
[0173] S1002: The target access network device re-
ceives the handover request message.
[0174] S1003: The target access network device de-
termines that the at least one first DRB is established on
the source SN.
[0175] For example, when the handover request mes-
sage does not carry the first information, the target ac-
cess network device in step S1003 may determine
whether there is a DRB established on the source SN,
but the handover request message does not carry a PD-
CP configuration of the DRB. Specifically, the target ac-
cess network device may determine, by comparing an
E-RAB ID in the handover request message with a source
configuration carried in the handover request message,
that the at least one first DRB is established on the source
SN. It should be noted that, because an E-RAB is in a
one-to-one correspondence with a DRB, the target ac-
cess network device may determine, based on a corre-
spondence between an E-RAB and a DRB, that the at
least one first DRB is established on the source SN.
[0176] For example, the source master node MN sends
the handover request message to the target access net-
work device, where the handover request message car-
ries three E-RAB IDs: an E-RAB 1, an E-RAB 2, and an
E-RAB 3, and carries DRB configurations corresponding
to two E-RAB IDs, which are respectively a configuration
of the DRB 1 and a configuration of the DRB 2. In this
case, the target access network device may determine
that another DRB is established on a source base station
side, but a source configuration of the DRB is not carried.
Therefore, the target access network device may deter-
mine that one first DRB is established on the source SN.
[0177] For example, when the handover request mes-
sage carries the first information, the target access net-
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work device in step S1003 may determine, based on the
first information, that the at least one first DRB is estab-
lished on the source SN. For example, when the first
information is a one-bit indication, the target access net-
work device may determine, based on the indication, that
the at least one first DRB is established on the source
SN. For another example, when the first information is
the ID of the at least one first DRB, the target access
network device may determine that the at least one first
DRB is established on the source SN.
[0178] A specific determining method in which the tar-
get access network device determines that the at least
one first DRB is established on the source SN is not lim-
ited in this embodiment of this application, and is merely
an example for description herein.
[0179] S1004: The target access network device
sends a fifth indication to the source MN, where the fifth
indication is used to indicate the terminal to release a
PDCP entity of the DRB established on the source SN.
[0180] For example, after determining that the at least
one first DRB is established on the source SN, the target
access network device may indicate the terminal to re-
lease the PDCP entity of the DRB established on the
source SN.
[0181] For example, the fifth indication may be carried
in a handover request acknowledgment (Handover Re-
quest Acknowledgement) message. For example, the
handover request acknowledgment message may fur-
ther carry a full PDCP configuration configured by the
target access network device for the terminal. The full
PDCP configuration includes a full configuration that is
configured by the target access network device and that
is used to transmit data between the terminal and a net-
work device.
[0182] For example, the target access network device
determines not to configure DC for the terminal. In this
case, the target access network device may configure
the full PDCP configuration for the terminal. The hando-
ver request acknowledgment message may further carry
the full PDCP configuration configured by the target ac-
cess network device for the terminal. For another exam-
ple, the target access network device determines to con-
figure DC for the terminal. In this case, when the target
access network device is a target MN of the terminal dur-
ing dual connectivity communication, the handover re-
quest acknowledgment message may further carry the
full PDCP configuration configured by the target MN
and/or a target SN for the terminal.
[0183] It may be understood that, in the embodiment
shown in FIG. 8 or FIG. 9, when indicating the terminal
to release the source configuration, the target access
network device notifies the terminal of a specific DRB
whose configuration is to be released. Different from the
embodiment shown in FIG. 8 or FIG. 9, in this embodi-
ment, when indicating the terminal to release the source
configuration, the target access network device does not
notify the terminal of a specific DRB whose configuration
is to be released, but only indicates the terminal to release

a PDCP configuration of a DRB established on the source
SN. Therefore, in this embodiment, the terminal identifies
a DRB established on the source SN, and then releases
the PDCP configuration of the identified DRB established
on the source SN.
[0184] Optionally, the fifth indication sent by the target
access network device to the source MN in step S1004
may further indicate the terminal to release the PDCP
entity of the at least one DRB. The fifth indication may
be drb-ToReleaseList. The drb-ToReleaseList includes
the identifier of the at least one DRB, and is used to in-
dicate the terminal to release at least one PDCP entity
that is of the at least one DRB and that is indicated by
the Drb-ToReleaseList. The at least one identifier of the
at least one DRB is all DRB identifiers other than the DRB
identifier in the source configuration sent by the source
MN to the target access network device. For example, a
maximum value of a DRB identifier is N. The handover
request message sent by the source MN to the target
access network device carries the source configuration,
and the source configuration includes a PDCP source
configuration of the DRB 1. Therefore, the target access
network device may determine, based on the source con-
figuration, that values of DRB identifiers included in the
drb-ToReleaseList are 2 to N.
[0185] S1005: The source MN receives the fifth indi-
cation.
[0186] For example, the source MN may receive the
handover request acknowledgment message from the
target access network device, to obtain the fifth indica-
tion.
[0187] For example, when the handover request ac-
knowledgment message includes the full PDCP config-
uration configured by the target access network device
(the target MN and/or the target SN) for the terminal, the
source MN may obtain the full PDCP configuration.
[0188] S1006: The source MN sends second informa-
tion to the terminal, where the second information in-
cludes the fifth indication.
[0189] For example, the second information may fur-
ther include the full PDCP configuration configured by
the target MN and/or the target SN for the terminal.
[0190] For example, the second information may be
included in one message, or may be included in a plurality
of messages. This is not limited in this embodiment of
this application. For example, the fifth indication and the
full PDCP configuration may be included in an RRC
reconfiguration message. For another example, the fifth
indication and the full PDCP configuration may alterna-
tively be included in different messages.
[0191] S1007: The terminal receives the second infor-
mation.
[0192] For example, the terminal receives the RRC
reconfiguration message from the source MN, to obtain
the fifth indication.
[0193] For example, the second information further in-
cludes the full PDCP configuration configured by the tar-
get MN and/or the target SN for the terminal, the terminal
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may receive the RRC reconfiguration message from the
source MN, to obtain the full PDCP configuration.
[0194] S1008: The terminal releases, based on the fifth
indication, the PDCP entity of the first DRB established
on the source SN.
[0195] For example, that the terminal releases, based
on the fifth indication, the PDCP entity of the first DRB
established on the source SN includes: The terminal
identifies, based on the fifth indication, the DRB estab-
lished on the source SN; and releases the PDCP entity
of the identified DRB established on the source SN.
[0196] It may be understood that, after receiving the
fifth indication, the terminal may identify, based on the
fifth indication, a DRB established on the source SN, and
then release a PDCP entity of the identified DRB estab-
lished on the source SN. In other words, the terminal
releases at least one PDCP entity that is established on
the source SN and that is unknown to the target access
network device. This avoids service interruption of the
terminal caused by radio bearer configuration inconsist-
ency between a terminal side and a target access net-
work device side.
[0197] Optionally, after releasing the PDCP entity of
the DRB established on the source SN, the terminal may
further add, on the terminal side based on the full PDCP
configuration in the second information, the full PDCP
configuration allocated by the target access network de-
vice to the terminal. In this way, a configuration on the
terminal side is consistent with a configuration on the
target access network device side, to ensure service con-
tinuity of the terminal and improve user experience.
[0198] This application further provides an embodi-
ment. As shown in FIG. 11, in the scenario in which the
target access network device configures the DC for the
terminal, the target access network device in steps
S1001 to S1008 is the target MN. After step S1003 and
before step S1004, the method may further include
S1009 to S1012.
[0199] S1009: The target MN sends an SN addition
request message to a target SN.
[0200] The SN addition request message is used to
request the target SN to allocate a radio resource to the
terminal.
[0201] S1010: The target SN receives the SN addition
request message.
[0202] S1011: The target SN sends an SN addition re-
quest acknowledgment message to the target MN.
[0203] For example, when the target SN can accept a
resource request sent by the target MN, the target SN
sends the SN addition request acknowledgment mes-
sage to the target MN.
[0204] For example, the SN addition request acknowl-
edgment message may include a PDCP configuration
that is of at least one second DRB and that is configured
by the target SN for the terminal. An identifier of the at
least one second DRB may be the same as or different
from an identifier of the at least one first DRB. This is not
limited in this embodiment of this application.

[0205] For example, the second DRB and the first DRB
correspond to a same E-RAB. For details, refer to related
descriptions in step S803. Details are not described here-
in again.
[0206] S1012: The target MN receives the SN addition
request acknowledgment message.
[0207] For example, the target MN receives the SN
addition request acknowledgment message, to obtain
the
[0208] PDCP configuration that is of the at least one
second DRB and that is configured by the target SN for
the terminal.
[0209] Optionally, a full PDCP configuration sent by
the target MN to the terminal may be configured by both
the target MN and the target SN for the terminal. For
example, a part of the full PDCP configuration may be
configured by the target MN, and the other part of the full
PDCP configuration is configured by the target SN. Al-
ternatively, the full PDCP configuration sent by the target
MN to the terminal may be all configured by the target
SN for the terminal. This is not limited in this embodiment
of this application.
[0210] In this embodiment, the target MN sends the
SN addition request message to the target SN. After re-
ceiving the SN addition request message, the target SN
allocates the radio resource to the terminal. After receiv-
ing the fifth indication and the full PDCP configuration
that are sent by the target MN, the terminal may release
the PDCP entity of the DRB established on the source
SN, and add the full PDCP configuration allocated by the
target access network device to the terminal. In this way,
a configuration on a terminal side is consistent with a
configuration on the target access network device side,
to ensure service continuity of the terminal and improve
user experience.
[0211] In a DC network, when an SN triggers a modi-
fication procedure, an MN may also trigger a modification
procedure. In this case, the SN may mistake an SN mod-
ification request message sent by the MN as an SN mod-
ification request message in response to an SN modifi-
cation required message sent by the SN, and then returns
a response message. Consequently, the MN and the SN
fail to interact with each other due to misunderstanding.
For example, as shown in FIG. 12, the MN and the SN
almost simultaneously initiate a secondary base station
modification procedure. The MN sends an SN modifica-
tion request (SN Modification Request) message to the
SN at a moment t1, and the SN sends an SN modification
required (SN Modification Required) message to the MN
at a moment t2. After receiving the SN modification re-
quired message at a moment t4, the MN refuses the ap-
plication according to an existing solution, and then re-
turns a modification request refuse (SN Modification
Refuse) message to the SN at a moment t6. After sending
the SN modification required message at the moment t2,
the SN receives, at a moment t3, the SN modification
request message sent by the MN, considers that the SN
modification request message is in response to the SN
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modification required message sent by the SN at the mo-
ment t2, and then returns an SN modification request
acknowledgment (SN Modification Request ACK) mes-
sage. However, actually, the SN modification request
message is not in response to the SN modification re-
quired message, but is a modification request actively
initiated by the MN. Consequently, the MN and the SN
have a misunderstanding, and fail to interact with each
other.
[0212] An embodiment of this application further pro-
vides a communication method, to avoid an interaction
failure caused by misunderstanding between an MN and
an SN when a modification procedure triggered by the
MN and a modification procedure triggered by the SN
are simultaneously triggered. As shown in FIG. 13, the
method includes steps S1301 to S1304.
[0213] S1301: The MN sends an SN modification re-
quest message to the SN.
[0214] The SN modification request message carries
a first identifier. The first identifier may be used to identify
an SN modification procedure. The SN modification pro-
cedure may be the modification procedure triggered by
the MN, or may be the modification procedure triggered
by the SN. This is not limited in this embodiment of this
application.
[0215] For example, the first identifier may be a trans-
action identifier transaction ID.
[0216] For example, a value of the first identifier carried
in the SN modification request message is 3. The first
identifier may identify the SN modification procedure. It
may be understood that, herein, only an example in which
the value of the first identifier is 3 is used for description.
In actual application, the value of the first identifier may
be any natural number in 0 to 255.
[0217] S1302: The SN receives the SN modification
request message.
[0218] For example, the SN receives the SN modifica-
tion request message from the MN, and may identify the
SN modification procedure based on the first identifier
carried in the SN modification request message.
[0219] S1303: The SN sends an SN modification re-
quest acknowledgment message to the MN.
[0220] The SN modification request acknowledgment
message carries an identifier that is the same as the first
identifier. For example, that the SN modification request
acknowledgment message carries an identifier that is the
same as the first identifier may be understood as that the
SN also includes an identifier in the SN modification re-
quest acknowledgment message sent to the MN, where
a value of the identifier is the same as the value of the
first identifier carried in the SN modification request mes-
sage received by the SN from the MN. For example, that
the SN modification request acknowledgment message
carries an identifier that is the same as the first identifier
may alternatively be understood as that the SN modifi-
cation request acknowledgment message carries the first
identifier. For example, a value of the transaction ID car-
ried in the SN modification request acknowledgment

message is also 3.
[0221] For example, in a same modification procedure,
in response to the SN modification request message, the
SN may include, in the SN modification request acknowl-
edgment message, the identifier that is the same as the
first identifier. In this way, the MN may determine, based
on the identifier, that the SN modification request ac-
knowledgment message and the SN modification re-
quest message are messages in the same modification
procedure.
[0222] S1304: The MN receives the SN modification
request acknowledgment message.
[0223] For example, the MN receives the SN modifi-
cation request acknowledgment message from the SN,
and may identify the SN modification procedure based
on the first identifier carried in the SN modification request
acknowledgment message. Because the identifier car-
ried in the SN modification request acknowledgment
message is the same as the identifier carried in the SN
modification request message, the MN may determine
that the SN modification request acknowledgment mes-
sage is a message in response to the SN modification
request message sent by the MN.
[0224] It may be understood that, in this embodiment,
the first identifier that can identify the SN modification
procedure is carried in the SN modification procedure,
so that a network device may determine that messages
that carry a same identifier are messages in the same
SN modification procedure. This avoids a configuration
failure caused by confusion between a secondary base
station modification procedure triggered by the MN and
a secondary base station modification procedure trig-
gered by the SN.
[0225] Optionally, an embodiment of this application
further provides a communication method. As shown in
FIG. 14, before step S1301, steps S1305 and S1306 may
be further included.
[0226] S1305: The SN sends a first SN modification
required message to the MN.
[0227] The first SN modification required message car-
ries a first identifier.
[0228] For example, the first SN modification required
message that carries the first identifier is a message in
a secondary base station modification procedure actively
initiated by the SN.
[0229] It may be understood that, the SN modification
request message that carries the first identifier in step
S1301 is a request message in response to the first SN
modification required message. Therefore, after receiv-
ing the SN modification request message that carries the
first identifier in step S1302, the SN may determine that
the SN modification request message is not an SN mod-
ification request message in the modification procedure
actively initiated by the MN, but an SN modification re-
quest message in response to the first SN modification
required message in step S1305. That is, the SN may
identify, based on the first identifier, that the modification
procedure is the secondary base station modification pro-
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cedure initiated by the SN.
[0230] S1306: The MN receives the first SN modifica-
tion required message.
[0231] For example, after receiving the first SN modi-
fication required message that carries the first identifier,
the MN determines that the first SN modification required
message is a message in the secondary base station
modification procedure initiated by the SN. If the MN does
not initiate a secondary base station modification proce-
dure in this case, the MN sends, to the SN by performing
step S1301, the SN modification request message that
carries the identifier that is the same as the first identifier.
[0232] It may be understood that, in step S1306, the
MN receives the first SN modification required message
that carries the first identifier, and in step S1301, the MN
sends, to the SN, the SN modification request message
that carries the first identifier. In this procedure, the SN
modification request message in step S1301 is in re-
sponse to the first SN modification required message.
The SN modification request message and the first SN
modification required message are messages in a sec-
ondary base station modification procedure, and there-
fore carry identifiers having a same value.
[0233] In this embodiment, the first SN modification re-
quired message sent by the SN carries the first identifier,
so that it can be identified that the modification procedure
is the secondary base station modification procedure in-
itiated by the SN. In this case, the MN may send, to the
SN based on the first SN modification required message,
the SN modification request message that carries the
identifier that is the same as the first identifier carried in
the first SN modification required message. Therefore,
after receiving the SN modification request message that
carries the identifier that is the same as the first identifier,
the SN may determine that the SN modification request
message is not the SN modification request message in
the modification procedure actively initiated by the MN,
but a request message in response to the first SN mod-
ification required message sent by the SN. This avoids
a configuration failure caused by confusion between the
secondary base station modification procedure triggered
by the MN and the secondary base station modification
procedure triggered by the SN.
[0234] An embodiment of this application further pro-
vides a communication method. As shown in FIG. 15,
after step S 1304, steps S1307 and S1308 may be further
included.
[0235] S1307: The MN sends an SN modification con-
firm (SN Modification Confirm) message to the SN.
[0236] Optionally, the SN modification confirm mes-
sage carries an identifier that is the same as the first
identifier. For example, that the SN modification confirm
message carries an identifier that is the same as the first
identifier may be understood as that the MN also includes
an identifier in the SN modification confirm message sent
to the SN, where a value of the identifier is the same as
the value of the identifier carried in the SN modification
request acknowledgment message received by the MN

from the SN. For example, that the SN modification con-
firm message carries an identifier that is the same as the
first identifier may alternatively be understood as that the
SN modification confirm message carries the first iden-
tifier. That is, the SN modification confirm message is in
response to the SN modification request acknowledg-
ment message.
[0237] S1308: The SN receives the SN modification
confirm message.
[0238] For example, after receiving the SN modifica-
tion confirm message that carries the identifier that is the
same as the first identifier, the SN learns that the SN
modification confirm message is a message in the sec-
ondary base station modification procedure initiated by
the SN.
[0239] Embodiments of this application provides a
communication method. The SN sends the first SN mod-
ification required message to the MN, where the first SN
modification required message carries the first identifier.
The MN receives the first SN modification required mes-
sage. The MN sends the SN modification request mes-
sage to the SN, where the SN modification request mes-
sage carries the first identifier. The SN receives the SN
modification request message. The SN sends the SN
modification request acknowledgment message to the
MN, where the SN modification request acknowledgment
message carries the identifier that is the same as the first
identifier. The MN receives the SN modification request
acknowledgment message. The MN sends the SN mod-
ification confirm message to the SN. The SN receives
the SN modification confirm message. In embodiments,
the identifier that can identify the SN modification proce-
dure is carried in the SN modification procedure. This
avoids the configuration failure caused by the confusion
between the secondary base station modification proce-
dure triggered by the MN and the secondary base station
modification procedure triggered by the SN.
[0240] An embodiment of this application further pro-
vides a communication method. As shown in FIG. 16,
the foregoing method may further include steps S1309
to S1312.
[0241] S1309: The SN sends a second SN modification
required message to the MN.
[0242] The second SN modification required message
carries a second identifier. The second identifier is dif-
ferent from the first identifier in step S1301, and different
identifiers are used to identify different SN modification
procedures. For example, when the SN modification pro-
cedure identified by the first identifier in step S1301 is
the secondary base station modification procedure trig-
gered by the MN, the SN modification procedure identi-
fied by the second identifier in step S1309 is the second-
ary base station modification procedure triggered by the
SN.
[0243] It may be understood that, because the SN
modification request message in step S1301 and the sec-
ond SN modification required message in step S1309
carry different identifiers, the SN modification request
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message in step S1301 is not an SN modification request
message in response to the second SN modification re-
quired message sent by the SN, but an SN modification
request message in the secondary base station modifi-
cation procedure triggered by the MN.
[0244] S1310: The MN receives the second SN mod-
ification required message.
[0245] For example, the MN receives, from the SN, the
second SN modification required message that carries
the second identifier, and may determine that the second
SN modification required message is a message in the
secondary base station modification procedure initiated
by the SN.
[0246] For example, steps S1309 and S1310 are per-
formed after step S1301. It may be understood that steps
S1309 and S1310 may alternatively be independent of
steps S1301 to S1308 in the foregoing embodiments.
[0247] Optionally, before step S1310, the MN has sent,
to the SN, the SN modification request message that car-
ries the first identifier. Therefore, after receiving the sec-
ond SN modification required message that carries the
second identifier in step S1310, the MN may determine
that the SN modification request message in step S1301
and the second SN modification required message are
messages in different modification procedures, and de-
termine that the second SN modification required mes-
sage received by the MN conflicts with the SN modifica-
tion request message in step S1301. In this case, the MN
refuses the second SN modification required message,
and performs steps S1311 and S1312. That is, the MN
refuses the secondary base station modification proce-
dure initiated by the SN.
[0248] S1311: The MN sends an SN modification
refuse message to the SN.
[0249] Optionally, the SN modification refuse message
carries an identifier that is the same as the second iden-
tifier.
[0250] S1312: The SN receives the SN modification
refuse message.
[0251] For example, after receiving, from the MN, the
SN modification refuse message that carries the identifier
that is the same as the second identifier, the SN may
determine that the MN refuses the secondary base sta-
tion modification procedure initiated by the SN.
[0252] It may be understood that, in this embodiment
of this application, an identifier carried in each message
in the secondary base station modification procedure in-
itiated by the MN is different from an identifier carried in
each message in the secondary base station modification
procedure initiated by the SN. Therefore, the modification
procedure initiated by the MN may be distinguished from
the modification procedure initiated by the SN. This
avoids a configuration failure caused by confusion be-
tween the secondary base station modification proce-
dure triggered by the MN and the secondary base station
modification procedure triggered by the SN.
[0253] For example, an embodiment of this application
further provides a communication method, to avoid an

interaction failure caused by misunderstanding between
an MN and an SN when a modification procedure trig-
gered by the MN and a modification procedure triggered
by the SN are simultaneously triggered. In the method,
a first identifier that can identify an SN modification pro-
cedure may be carried only in an SN modification re-
quired message and an SN modification request mes-
sage. As shown in FIG. 17, the method includes steps
S1701 to S1708.
[0254] S1701: The SN sends the SN modification re-
quired message to the MN, where the SN modification
required message carries the first identifier.
[0255] For example, the first identifier is used to identify
a secondary base station modification procedure. For ex-
ample, the SN modification required message that car-
ries the first identifier is a message in a secondary base
station modification procedure initiated by the SN.
[0256] S1702: The MN receives the SN modification
required message.
[0257] S1703: The MN sends the SN modification re-
quest message to the SN.
[0258] The SN modification request message carries
an identifier that is the same as the first identifier. For
example, that the SN modification request message car-
ries an identifier that is the same as the first identifier may
be understood as that the MN also includes an identifier
in the SN modification request message sent to the SN,
where a value of the identifier is the same as a value of
the first identifier carried in the SN modification required
message received by the MN from the SN. For example,
that the SN modification request message carries an
identifier that is the same as the first identifier may alter-
natively be understood as that the SN modification re-
quest message carries the first identifier. That is, the SN
modification request message is in response to the SN
modification required message.
[0259] For example, if the MN does not actively initiate
a secondary base station modification procedure before
receiving the SN modification required message that car-
ries the first identifier, after receiving the SN modification
required message that carries the first identifier, the MN
sends the SN modification request message to the SN
in response to the message, and includes, in the SN mod-
ification request message, the identifier that is the same
as the first identifier. In this way, the SN can identify that
the SN modification request message is a request mes-
sage in response to the SN modification required mes-
sage sent by the SN.
[0260] S1704: The SN receives the SN modification
request message.
[0261] For example, after receiving the SN modifica-
tion request message that carries the identifier that is the
same as the first identifier, the SN may determine that
the SN modification request message is the request mes-
sage in response to the SN modification required mes-
sage sent by the SN.
[0262] S 1705: The SN sends an SN modification re-
quest acknowledgment message to the MN.
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[0263] Optionally, the SN modification request ac-
knowledgment message may carry an identifier that is
the same as the first identifier. For example, that the SN
modification request acknowledgment message carries
an identifier that is the same as the first identifier may be
understood as that the SN also includes an identifier in
the SN modification request acknowledgment message
sent to the MN, where a value of the identifier is the same
as the value of the first identifier carried in the SN mod-
ification request message received by the SN from the
MN. For example, that the SN modification request ac-
knowledgment message carries an identifier that is the
same as the first identifier may alternatively be under-
stood as that the SN modification request acknowledg-
ment message carries the first identifier. That is, the SN
modification request acknowledgment message is in re-
sponse to the SN modification request message.
[0264] S 1706: The MN receives the SN modification
request acknowledgment message.
[0265] S1707: The MN sends an SN modification con-
firm message to the SN.
[0266] Optionally, the SN modification confirm mes-
sage may carry an identifier that is the same as the first
identifier. For example, that the SN modification confirm
message carries an identifier that is the same as the first
identifier may be understood as that the MN also includes
an identifier in the SN modification confirm message sent
to the SN, where a value of the identifier is the same as
the value of the identifier carried in the SN modification
request acknowledgment message received by the MN
from the SN. For example, that the SN modification con-
firm message carries an identifier that is the same as the
first identifier may alternatively be understood as that the
SN modification confirm message carries the first iden-
tifier. That is, the SN modification confirm message is in
response to the SN modification request acknowledg-
ment message.
[0267] S1708: The SN receives the SN modification
confirm message.
[0268] It may be understood that, in this embodiment,
the first identifier that can identify the SN modification
procedure may be carried only in the SN modification
required message and the SN modification request mes-
sage, so that the SN modification request message in
the modification procedure initiated by the SN can be
distinguished from the SN modification request message
in the modification procedure initiated by the MN, and
the SN does not mistake the SN modification request
message actively initiated by the MN as an SN modifica-
tion request message in response to the SN modification
required message initiated by the SN. This avoids a con-
figuration failure caused by confusion between the sec-
ondary base station modification procedure triggered by
the MN and the secondary base station modification pro-
cedure triggered by the SN.
[0269] The foregoing mainly describes the solutions
provided in embodiments of this application from a per-
spective of method steps. It may be understood that, to

implement the foregoing functions, a computer includes
corresponding hardware structures and/or software
modules for performing the functions. A person skilled in
the art should be easily aware that, in combination with
modules and algorithm steps of the examples described
in embodiments disclosed in this specification, this ap-
plication can be implemented by a combination of hard-
ware and computer software. A person skilled in the art
may use different methods to implement the described
functions for each particular application, but it should not
be considered that the implementation goes beyond the
scope of this application.
[0270] In embodiments of this application, a commu-
nication apparatus may be divided into function modules
based on the foregoing method example. For example,
each function module may be obtained through division
based on each corresponding function, or two or more
functions may be integrated into one processing module.
The integrated module may be implemented in a form of
hardware, or may be implemented in a form of a software
function module. It should be noted that, in embodiments
of this application, division into the modules is an exam-
ple, and is merely logical function division. During actual
implementation, another division manner may be used.
[0271] FIG. 18 is a schematic diagram of a structure
of a communication apparatus 1800 according to this ap-
plication. The communication apparatus 1800 may be
configured to implement the communication method de-
scribed in the foregoing method embodiments. The com-
munication apparatus 1800 may be a chip, an access
network device, another wireless communication device,
or the like.
[0272] The communication apparatus 1800 includes
one or more processors 1801. The one or more proces-
sors 1801 may support the communication apparatus
1800 in implementing the method performed by the
source access network device or the source MN in em-
bodiments of this application, for example, the source
access network device or the source MN in embodiments
shown in FIG. 8 to FIG. 11. Alternatively, the one or more
processors 1801 may support the communication appa-
ratus 1800 in implementing the method performed by the
MN or the SN in embodiments of this application, for ex-
ample, the method performed by the MN or the SN in
embodiments shown in FIG. 13 to FIG. 17.
[0273] The processor 1801 may be a general-purpose
processor or a dedicated processor. For example, the
processor 1801 may include a central processing unit
(central processing unit, CPU) and/or a baseband proc-
essor. The baseband processor may be configured to
process communication data (for example, the first infor-
mation described above), and the CPU may be config-
ured to implement corresponding control and processing
functions, execute a software program, and process data
of the software program.
[0274] Optionally, the processor 1801 may alternative-
ly include instructions 1803, and the instructions may be
run by the processor, to enable the communication ap-
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paratus 1800 to perform the method described in the fore-
going method embodiments.
[0275] Further, the communication apparatus 1800
may further include a transceiver unit 1805, configured
to input (receive) and output (send) a signal.
[0276] For example, the communication apparatus
1800 may be a chip, and the transceiver unit 1805 may
be an input and/or output circuit of the chip. Alternatively,
the transceiver unit 1805 may be an interface circuit of
the chip, and the chip may be used as a component a
base station, or another wireless communication device.
[0277] For another example, the communication ap-
paratus 1800 may be an access network device, for ex-
ample, a base station. The transceiver unit 1805 may
include a transceiver or a radio frequency chip. The trans-
ceiver unit 1805 may further include a communication
interface.
[0278] Optionally, the communication apparatus 1800
may further include an antenna 1806, which may be con-
figured to support the transceiver unit 1805 in implement-
ing a sending function and a receiving function of the
communication apparatus 1800.
[0279] Optionally, the communication apparatus 1800
may include one or more memories 1802. The memory
1802 stores a program (or may be instructions or code)
1804, and the program 1804 may be run on the processor
1801, to enable the processor 1801 to perform the meth-
od described in the foregoing method embodiments. Op-
tionally, the memory 1802 may further store data. Op-
tionally, the processor 1801 may further read data (for
example, predefined information) stored in the memory
1802. The data and the program 1804 may be stored at
a same storage address, or may be stored at different
storage addresses.
[0280] The processor 1801 and the memory 1802 may
be separately disposed, or may be integrated together,
for example, integrated on a single board or a system on
chip (system on chip, SOC).
[0281] In a possible design, the communication appa-
ratus 1800 is an access network device or a chip that
can be used in the access network device. The access
network device may serve as a master node or a sec-
ondary node in DC communication. The master node
manages a master cell group, and the secondary node
manages a secondary cell group. The master cell group
and/or the secondary cell group are/is used for data com-
munication of a terminal.
[0282] For detailed descriptions of operations per-
formed by the communication apparatus 1800 in the fore-
going possible designs, refer to behavior of an access
network device (the master node/secondary node) in em-
bodiments of the communication method provided in this
application, for example, related content in embodiments
shown in FIG. 8 to FIG. 11. Details are not described
again.
[0283] It should be understood that the steps in the
foregoing method embodiments may be completed by
using a logic circuit in a form of hardware or an instruction

in a form of software in the processor 1801. The proces-
sor 1801 may be a CPU, a digital signal processor (digital
signal processor, DSP), an application-specific integrat-
ed circuit (application-specific integrated circuit, ASIC),
a field programmable gate array (field programmable
gate array, FPGA), or another programmable logic de-
vice, for example, a discrete gate, a transistor logic de-
vice, or a discrete hardware component.
[0284] When an integrated unit is used, FIG. 19 is a
schematic diagram of a possible structure of a commu-
nication apparatus 1900. The communication apparatus
may be an access network device or a chip used in the
access network device. The access network device may
perform operations of the source access network device
or the source MN in the foregoing method embodiments.
The communication apparatus 1900 includes a process-
ing unit 1901, a first transceiver unit 1902, and a second
transceiver unit 1903. The first transceiver unit 1902 may
be a transceiver unit between base stations, and the first
transceiver unit 1902 may be implemented by a first
transceiver. The first transceiver may be a communica-
tion interface, and is configured to perform communica-
tion between the communication apparatus 1900 and an-
other network device. The second transceiver unit 1903
may be a transceiver unit between a base station and a
terminal, and the second transceiver unit 1903 may be
implemented by a second transceiver. The second trans-
ceiver may include a transceiver and an antenna, and is
configured to perform communication between the com-
munication apparatus 1900 and the terminal.
[0285] The processing unit 1901 may be configured to
control and manage an action of the communication ap-
paratus 1900, for example, control an operation of the
first transceiver unit 1902.
[0286] The first transceiver unit 1902 may be config-
ured to send at least one identifier of at least one first
DRB to a target access network device, where the source
access network device does not obtain a PDCP config-
uration of the first DRB. The first DRB may be a DRB
established on a source SN. That is, the source MN does
not obtain a
[0287] PDCP configuration of the first DRB established
on the source SN.
[0288] The first transceiver unit 1902 may be further
configured to receive configuration information from the
target access network device, where the configuration
information includes first indication information, and the
first indication information is used to indicate the terminal
to release at least one PDCP entity of the at least one
first DRB. Optionally, the configuration information fur-
ther includes second indication information, and the sec-
ond indication information is used to indicate the terminal
to add at least one PDCP configuration of at least one
second DRB.
[0289] The second transceiver unit 1903 may be con-
figured to send the configuration information to the ter-
minal.
[0290] Optionally, the first transceiver unit 1902 is fur-
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ther configured to receive the at least one identifier of the
at least one first DRB from the source SN.
[0291] For example, the first transceiver unit 1902 may
be further configured to perform step S1005 in FIG. 10
or S1001 and S1005 in FIG. 11, and/or is used in another
process of the technology described in this specification.
For example, the second transceiver unit 1903 may be
further configured to perform step S1006 in FIG. 10 or
FIG. 11, and/or is used in another process of the tech-
nology described in this specification. All related content
of the steps in the foregoing method embodiments may
be cited in function descriptions of a corresponding func-
tion module. Details are not described herein again.
[0292] For example, in hardware implementation, a
processor may perform a function of the processing unit
1901, a communication interface may perform a function
of the first transceiver unit 1902, and a transceiver (trans-
mitter/receiver) may perform a function of the second
transceiver unit 1903. The processing unit 1901 may be
embedded in or independent of the processor of the com-
munication apparatus in a hardware form, or may be
stored in a memory of a base station in a software form,
so that the processor invokes and performs operations
corresponding to the foregoing units. A hardware struc-
ture of the communication apparatus 1900 is shown in
FIG. 18. Descriptions of all related content of components
in FIG. 18 may be cited in function descriptions of corre-
sponding components in the communication device
1900. Details are not described herein again.
[0293] When an integrated unit is used, FIG. 20 is a
schematic diagram of a possible structure of a commu-
nication apparatus 2000. The communication apparatus
may be an access network device or a chip used in the
access network device. The access network device may
perform operations of the target access network device
(for example, a target MN) in the foregoing method em-
bodiments. The communication apparatus 2000 includes
a processing unit 2001 and a transceiver unit 2002.
[0294] The transceiver unit 2002 may be configured to
receive at least one identifier of at least one first DRB,
where a source access network device does not obtain
a PDCP configuration of the first DRB. The first DRB may
be a DRB established on a source SN. That is, a source
MN does not obtain a PDCP configuration of the first DRB
established on the source SN.
[0295] The processing unit 2001 may be configured to
control and manage an action of the communication ap-
paratus 2000, for example, control an operation of the
transceiver unit 2002. For example, the processing unit
2001 may be configured to obtain configuration informa-
tion. The configuration information includes first indica-
tion information, and the first indication information is
used to indicate a terminal to release at least one PDCP
entity of the at least one first DRB. Optionally, the con-
figuration information further includes second indication
information, and the second indication information is
used to indicate the terminal to add at least one PDCP
configuration of at least one second DRB.

[0296] The transceiver unit 2002 may be further con-
figured to send the configuration information to the
source access network device.
[0297] For example, the processing unit 2001 may be
further configured to perform step S1003 in FIG. 10,
and/or is used in another process of the technology de-
scribed in this specification. For example, the transceiver
unit 2002 may be further configured to perform steps
S802, S804, S809, and S813 in FIG. 9, S1002 and S1004
in FIG. 10, or S 1002, S1004, S1009, and S1012 in FIG.
11, and/or is used in another process of the technology
described in this specification. All related content of the
steps in the foregoing method embodiments may be cited
in function descriptions of a corresponding function mod-
ule. Details are not described herein again.
[0298] For example, in hardware implementation, a
processor may perform a function of the processing unit
2001, and a transceiver (transmitter/receiver) and/or a
communication interface may perform a function of the
transceiver unit 2002. The processing unit 2001 may be
embedded in or independent of the processor of the com-
munication apparatus 2000 in a hardware form, or may
be stored in a memory of the communication apparatus
2000 in a software form, so that the processor invokes
and performs operations corresponding to the foregoing
units.
[0299] When an integrated unit is used, FIG. 21 is a
schematic diagram of a possible structure of a commu-
nication apparatus 2100. The communication apparatus
may be the terminal in the foregoing embodiments, or an
apparatus, for example, a chip, used in the terminal. The
communication apparatus 2100 includes a processing
unit 2101 and a transceiver unit 2102.
[0300] The transceiver unit 2102 is configured to re-
ceive configuration information from a source access net-
work device, where the configuration information in-
cludes first indication information, and the first indication
information is used to indicate the terminal to release a
PDCP entity of at least one first DRB. Optionally, the
configuration information further includes second indica-
tion information, and the second indication information
is used to indicate the terminal to add at least one PDCP
configuration of at least one second DRB.
[0301] The processing unit 2101 is configured to re-
lease the at least one PDCP entity of the at least one first
[0302] DRB based on the first indication information in
the configuration information. Optionally, the processing
unit 2101 is further configured to add, based on the sec-
ond indication information in the configuration informa-
tion, the At least one PDCP configuration of the at least
one second DRB.
[0303] For example, the processing unit 2101 may be
further configured to perform step S1008 in FIG. 10,
and/or is used in another process of the technology de-
scribed in this specification. For example, the transceiver
unit 2102 may be further configured to perform step
S1007 in FIG. 10, and/or is used in another process of
the technology described in this specification. All related
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content of the steps in the foregoing method embodi-
ments may be cited in function descriptions of a corre-
sponding function module. Details are not described
herein again.
[0304] For example, in hardware implementation, a
processor may perform a function of the processing unit
2101, and a transceiver (transmitter/receiver) and/or a
communication interface may perform a function of the
transceiver unit 2102. The processing unit 2101 may be
embedded in or independent of the processor of the com-
munication apparatus 2100 in a hardware form, or may
be stored in a memory of the communication apparatus
2100 in a software form, so that the processor invokes
and performs operations corresponding to the foregoing
units.
[0305] When an integrated unit is used, FIG. 22 is a
schematic diagram of a possible structure of a commu-
nication apparatus 2200. The communication apparatus
may be a base station or a chip used in the base station,
and may perform an operation of the master node MN in
embodiments shown in FIG. 13 to FIG. 17. The commu-
nication apparatus 2200 includes a processing unit 2201
and a transceiver unit 2202.
[0306] The transceiver unit 2202 is configured to send
an SN modification request message to an SN. The SN
modification request message carries a first identifier.
The first identifier may be used to identify an SN modifi-
cation procedure. The SN modification procedure may
be a modification procedure triggered by the MN, or may
be a modification procedure triggered by the SN.
[0307] The transceiver unit 2202 is further configured
to receive an SN modification request acknowledgment
message from the SN. The SN modification request ac-
knowledgment message carries an identifier that is the
same as the first identifier.
[0308] The processing unit 2201 is configured to de-
termine, based on the first identifier carried in the SN
modification request acknowledgment message, that the
SN modification request acknowledgment message is in
response to the SN modification request message sent
by the transceiver unit 2202.
[0309] For example, the processing unit 2201 may be
further configured to distinguish between different sec-
ondary base station modification procedures based on
identifiers carried in the messages, and/or is used in an-
other process of the technology described in this speci-
fication. For example, the transceiver unit 2202 may be
further configured to perform steps S1306, S1301, and
S1304 in FIG. 14, S 1301, S1304, S1306, and S1307 in
FIG. 15, S1301, S1310, and S1311 in FIG. 16, or S1702,
S1703, S1706, and S1707 in FIG. 17, and/or is used in
another process of the technology described in this spec-
ification. All related content of the steps in the foregoing
method embodiments may be cited in function descrip-
tions of a corresponding function module. Details are not
described herein again.
[0310] For example, in hardware implementation, a
processor may perform a function of the processing unit

2201, and a transceiver (transmitter/receiver) and/or a
communication interface may perform a function of the
transceiver unit 2202. The processing unit 2201 may be
embedded in or independent of the processor of the com-
munication apparatus 2200 in a hardware form, or may
be stored in a memory of the communication apparatus
2200 in a software form, so that the processor invokes
and performs operations corresponding to the foregoing
units.
[0311] When an integrated unit is used, FIG. 23 is a
schematic diagram of a possible structure of a commu-
nication apparatus 2300. The communication apparatus
may be a base station or a chip used in the base station,
and may perform an operation of the secondary node SN
in embodiments shown in FIG. 13 to FIG. 17. The com-
munication apparatus 2300 includes a processing unit
2301 and a transceiver unit 2302.
[0312] The transceiver unit 2302 is configured to re-
ceive an SN modification request message from an MN.
The SN modification request message carries a first iden-
tifier. The first identifier may be used to identify an SN
modification procedure. The SN modification procedure
may be a modification procedure triggered by the MN, or
may be a modification procedure triggered by the SN.
[0313] The transceiver unit 2302 is further configured
to send an SN modification request acknowledgment
message to the MN. The SN modification request ac-
knowledgment message carries an identifier that is the
same as the first identifier.
[0314] The processing unit 2301 is configured to in-
clude, in the SN modification request acknowledgment
message in response to the SN modification request
message, the identifier that is the same as the first iden-
tifier.
[0315] For example, the processing unit 2301 may be
further configured to distinguish between different sec-
ondary base station modification procedures based on
identifiers carried in the messages, and/or is used in an-
other process of the technology described in this speci-
fication. For example, the transceiver unit 2302 may be
further configured to perform steps S1305, S1302, and
S1303 in FIG. 14, S1305, S1302, S1303, and S1308 in
FIG. 15, S1309 and S1312 in FIG. 16, or S1701, S1704,
S1705, and S1708 in FIG. 17, and/or is used in another
process of the technology described in this specification.
All related content of the steps in the foregoing method
embodiments may be cited in function descriptions of a
corresponding function module. Details are not de-
scribed herein again.
[0316] For example, in hardware implementation, a
processor may perform a function of the processing unit
2301, and a transceiver (transmitter/receiver) and/or a
communication interface may perform a function of the
transceiver unit 2302. The processing unit 2301 may be
embedded in or independent of the processor of the com-
munication apparatus 2300 in a hardware form, or may
be stored in a memory of the communication apparatus
2300 in a software form, so that the processor invokes
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and performs operations corresponding to the foregoing
units.
[0317] An embodiment of this application further pro-
vides a communication apparatus. The communication
apparatus includes a processor, and may further include
a transceiver and a memory. The transceiver is config-
ured to send and receive information, or is configured to
communicate with another network element. The mem-
ory is configured to store computer-executable instruc-
tions. The processor is configured to execute the com-
puter-executable instructions, to support a terminal de-
vice in implementing the communication method in any
one of embodiments in FIG. 8 to FIG. 11, or FIG. 13 to
FIG. 17.
[0318] An embodiment of this application further pro-
vides a communication apparatus. The communication
apparatus includes a processor, and may further include
a transceiver and a memory. The transceiver is config-
ured to send and receive information, or is configured to
communicate with another network element. The mem-
ory is configured to store computer-executable instruc-
tions. The processor is configured to execute the com-
puter-executable instructions, to support an access net-
work device, for example, a base station, in implementing
the communication method in any one of embodiments
in FIG. 8 to FIG. 11, or FIG. 13 to FIG. 17.
[0319] An embodiment of this application further pro-
vides a computer storage medium. The computer storage
medium stores computer program code. When the com-
puter program code is executed by a processor, an elec-
tronic device performs the communication method in any
one of embodiments in FIG. 6 to FIG. 11, or FIG. 13 to
FIG. 17.
[0320] An embodiment of this application further pro-
vides a computer program product. When the computer
program product runs on a computer, the computer is
enabled to perform the communication method in any
one of embodiments in FIG. 6 to FIG. 11, or FIG. 13 to
FIG. 17.
[0321] An embodiment of this application further pro-
vides a communication apparatus. The apparatus may
exist in a product form of a chip. A structure of the appa-
ratus includes a processor and an interface circuit. The
processor is configured to communicate with another ap-
paratus through a receiver circuit, to enable the appara-
tus to perform the communication method in any one of
embodiments in FIG. 6 to FIG. 11, or FIG. 13 to FIG. 17.
[0322] An embodiment of this application further pro-
vides a communication system. The communication sys-
tem includes a source access network device and a target
access network device. The source access network de-
vice and the target access network device may perform
the communication method in any one of embodiments
in FIG. 6 to FIG. 11.
[0323] An embodiment of this application further pro-
vides a communication system. The communication sys-
tem includes a master node and a secondary node. The
master node and the secondary node may perform the

communication method in any one of embodiments in
FIG. 13 to FIG. 17.
[0324] The methods or algorithm steps described in
combination with the content disclosed in this application
may be implemented by hardware, or may be implement-
ed by a processor executing software instructions. The
software instructions may include a corresponding soft-
ware module. The software module may be stored in a
random access memory (Random Access Memory,
RAM), a flash memory, an erasable programmable read-
only memory (Erasable Programmable ROM, EPROM),
an electrically erasable programmable read-only mem-
ory (Electrically EPROM, EEPROM), a register, a hard
disk, a removable hard disk, a compact disc read-only
memory (CD-ROM), or any other form of storage medium
well-known in the art. For example, a storage medium is
coupled to a processor, so that the processor can read
information from the storage medium or write information
into the storage medium. Certainly, the storage medium
may be a component of the processor. The processor
and the storage medium may be located in an ASIC. In
addition, the ASIC may be located in a core network in-
terface device. Certainly, the processor and the storage
medium may exist in the core network interface device
as discrete components.
[0325] A person skilled in the art should be aware that
in one or more of the foregoing examples, the functions
described in this application may be implemented by us-
ing hardware, software, firmware, or any combination
thereof. When the functions are implemented by soft-
ware, the foregoing functions may be stored in a compu-
ter-readable medium or transmitted as one or more in-
structions or code in a computer-readable medium. The
computer-readable medium includes a computer storage
medium and a communication medium. The communi-
cation medium includes any medium that enables a com-
puter program to be transmitted from one place to anoth-
er. The storage medium may be any available medium
accessible by a general-purpose or dedicated computer.
[0326] The objectives, technical solutions, and bene-
ficial effects of this application are further described in
detail in the foregoing specific implementations. It should
be understood that the foregoing descriptions are merely
specific implementations of this application, but are not
intended to limit the protection scope of this application.
Any modification, equivalent replacement, or improve-
ment made based on the technical solutions of this ap-
plication shall fall within the protection scope of this ap-
plication.

Claims

1. A communication method, wherein the method com-
prises:

sending, by a source access network device, at
least one identifier of at least one first data radio
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bearer DRB to a target access network device,
wherein the source access network device does
not obtain a packet data convergence protocol
PDCP configuration of the first DRB;
receiving, by the source access network device,
configuration information from the target access
network device, wherein the configuration infor-
mation comprises first indication information,
and the first indication information is used to in-
dicate a terminal to release at least one PDCP
entity of the at least one first DRB; and
sending, by the source access network device,
the configuration information to the terminal.

2. The method according to claim 1, wherein the con-
figuration information further comprises second in-
dication information, and the second indication infor-
mation is used to indicate the terminal to add at least
one PDCP configuration of at least one second DRB.

3. The method according to claim 2, wherein the first
DRB and the second DRB correspond to a same
radio access bearer E-RAB.

4. The method according to any one of claims 1 to 3,
wherein the source access network device is a
source master node MN of the terminal during dual
connectivity communication.

5. The method according to claim 4, wherein the first
DRB is a DRB established on a source secondary
node SN.

6. The method according to claim 4 or 5, wherein the
method further comprises:
receiving, by the source MN, the at least one identi-
fier of the at least one first DRB from the source SN.

7. A communication method, wherein the method com-
prises:

receiving, by a target access network device, at
least one identifier of at least one first data radio
bearer DRB from a source access network de-
vice, wherein the source access network device
does not obtain a packet data convergence pro-
tocol PDCP configuration of the first DRB;
obtaining, by the target access network device,
configuration information, wherein the configu-
ration information comprises first indication in-
formation, and the first indication information is
used to indicate a terminal to release at least
one PDCP entity of the at least one first DRB;
and
sending, by the target access network device,
the configuration information to the source ac-
cess network device.

8. The method according to claim 7, wherein the con-
figuration information further comprises second in-
dication information, and the second indication infor-
mation is used to indicate the terminal to add at least
one PDCP configuration of at least one second DRB.

9. The method according to claim 8, wherein the first
DRB and the second DRB correspond to a same
radio access bearer E-RAB.

10. The method according to any one of claims 7 to 9,
wherein the source access network device is a
source master node MN of the terminal during dual
connectivity communication.

11. The method according to claim 10, wherein the first
DRB is a DRB established on a source secondary
node SN.

12. The method according to any one of claims 7 to 11,
wherein the target access network device is a target
MN of the terminal during the dual connectivity com-
munication, and the method further comprises:
sending, by the target MN, one or more identifiers of
some or all of the first DRBs to a target SN.

13. The method according to claim 12, wherein the ob-
taining, by the target access network device, config-
uration information comprises:
receiving, by the target MN, a third indication from
the target SN, wherein the third indication is used to
indicate the terminal to release one or more PDCP
entities of the some or all of the first DRBs.

14. A communication method, wherein the method com-
prises:

receiving, by a terminal, configuration informa-
tion from a source access network device,
wherein the configuration information compris-
es first indication information, the first indication
information is used to indicate the terminal to
release a packet data convergence protocol PD-
CP entity of at least one first data radio bearer
DRB, and the source access network device
does not obtain a PDCP configuration of the first
DRB; and
releasing, by the terminal, the at least one PDCP
entity of the at least one first DRB based on the
configuration information.

15. The method according to claim 14, wherein the con-
figuration information further comprises second in-
dication information, and the second indication infor-
mation is used to indicate the terminal to add at least
one PDCP configuration of at least one second DRB.

16. The method according to claim 15, wherein the first
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DRB and the second DRB correspond to a same
radio access bearer E-RAB.

17. The method according to any one of claims 14 to 16,
wherein the source access network device is a
source master node MN of the terminal during dual
connectivity communication.

18. The method according to claim 17, wherein the first
DRB is a DRB established on a source secondary
node SN.

19. A communication method, wherein the method com-
prises:

sending, by a source master node MN, first in-
formation to a target access network device,
wherein the first information is used to indicate
that at least one data radio bearer DRB is es-
tablished on a source secondary node SN, and
the source MN does not obtain a packet data
convergence protocol PDCP configuration of
the at least one DRB;
receiving, by the source MN, first indication in-
formation from the target access network de-
vice, wherein the first indication information is
used to indicate a terminal to release a PDCP
entity of the DRB established on the source SN;
and
sending, by the source MN, second information
to the terminal, wherein the second information
comprises the first indication.

20. The method according to claim 19, wherein the first
information comprises an identifier of the at least one
DRB.

21. The method according to claim 20, wherein the meth-
od further comprises:
receiving, by the source MN, the at least one identi-
fier of the at least one DRB from the source SN.

22. The method according to any one of claims 19 to 21,
wherein the target access network device is a target
MN of the terminal during dual connectivity commu-
nication, and the second information further compris-
es a full PDCP configuration configured by the target
MN and/or a target SN for the terminal.

23. A communication method, wherein the method com-
prises:

determining, by a target access network device,
that at least one first data radio bearer DRB is
established on a source secondary node SN,
wherein a source master node MN does not ob-
tain a packet data convergence protocol PDCP
configuration of the at least one first DRB; and

sending, by the target access network device,
first indication information to the source MN,
wherein the first indication information is used
to indicate a terminal to release a PDCP entity
of the DRB established on the source SN.

24. The method according to claim 23, wherein the meth-
od further comprises:
receiving, by the target access network device, first
information sent by the source MN, wherein the first
information is used to indicate that the at least one
first DRB is established on the source SN.

25. The method according to claim 24, wherein the first
information comprises an identifier of the at least one
first DRB.

26. The method according to any one of claims 23 to 25,
wherein the target access network device is a target
MN of the terminal during dual connectivity commu-
nication, and the method further comprises:

sending, by the target MN, an SN addition re-
quest message to a target SN; and
receiving, by the target MN, an SN addition re-
quest acknowledgment message from the target
SN, wherein the SN addition request acknowl-
edgment message comprises a PDCP configu-
ration that is of at least one second DRB and
that is configured by the target SN for the termi-
nal.

27. The method according to claim 26, wherein the first
DRB and the second DRB correspond to a same
radio access bearer E-RAB.

28. A communication method, wherein the method com-
prises:

receiving, by a terminal, first information sent by
a source master node MN, wherein the first in-
formation comprises first indication information,
the first indication information is used to indicate
the terminal to release a packet data conver-
gence protocol PDCP entity of a data radio bear-
er DRB established on a source secondary node
SN, and the source MN does not obtain a PDCP
configuration of the at least one DRB; and
releasing, by the terminal based on the first in-
dication, the PDCP entity of the DRB established
on the source SN.

29. The method according to claim 28, wherein the re-
leasing, by the terminal based on the first indication,
the PDCP entity of the DRB established on the
source SN comprises:

identifying, by the terminal based on the first in-

57 58 



EP 4 030 827 A1

31

5

10

15

20

25

30

35

40

45

50

55

dication, the DRB established on the source SN;
and
releasing, by the terminal, the PDCP entity of
the identified DRB established on the source
SN.

30. The method according to claim 28 or 29, wherein the
first information further comprises a full PDCP con-
figuration configured by a target MN and/or a target
SN for the terminal.

31. A communication method, wherein the method com-
prises:

sending, by a master node MN, an SN modifi-
cation request message to a secondary node
SN, wherein the SN modification request mes-
sage carries a first identifier; and
receiving, by the MN, an SN modification re-
quest acknowledgment message from the SN,
wherein the SN modification request acknowl-
edgment message carries an identifier that is
the same as the first identifier.

32. The method according to claim 31, wherein the meth-
od further comprises:
receiving, by the MN, a first SN modification required
message from the SN, wherein the first SN modifi-
cation required message carries the first identifier.

33. The method according to claim 31 or 32, wherein the
method further comprises:
sending, by the MN, an SN modification confirm mes-
sage to the SN, wherein the SN modification confirm
message carries an identifier that is the same as the
first identifier.

34. The method according to claim 31, wherein the meth-
od further comprises:

receiving, by the MN, a second SN modification
required message from the SN, wherein the sec-
ond SN modification required message carries
a second identifier; and
sending, by the MN, an SN modification refuse
message to the SN, wherein the SN modification
refuse message carries an identifier that is the
same as the second identifier.

35. A communication method, wherein the method com-
prises:

receiving, by a secondary node SN, an SN mod-
ification request message from a master node
MN, wherein the SN modification request mes-
sage carries a first identifier; and
sending, by the SN, an SN modification request
acknowledgment message to the MN, wherein

the SN modification request acknowledgment
message carries an identifier that is the same
as the first identifier.

36. The method according to claim 35, wherein the meth-
od further comprises:
sending, by the SN, a first SN modification required
message to the MN, wherein the first SN modification
required message carries the first identifier.

37. The method according to claim 35 or 36, wherein the
method further comprises:
receiving, by the SN, an SN modification confirm
message sent by the MN, wherein the SN modifica-
tion confirm message carries an identifier that is the
same as the first identifier.

38. The method according to claim 35, wherein the meth-
od further comprises:

sending, by the SN, a second SN modification
required message to the MN, wherein the sec-
ond SN modification required message carries
a second identifier; and
receiving, by the SN, an SN modification refuse
message sent by the MN, wherein the SN mod-
ification refuse message carries an identifier that
is the same as the second identifier.

39. A communication method, wherein the method com-
prises:

receiving, by a master node MN, an SN modifi-
cation required message from a secondary node
SN, wherein the SN modification required mes-
sage carries a first identifier; and
sending, by the MN, an SN modification request
message to the SN, wherein the SN modification
request message carries an identifier that is the
same as the first identifier.

40. The method according to claim 39, wherein the meth-
od further comprises:
receiving, by the MN, an SN modification request
acknowledgment message from the SN, wherein the
SN modification request acknowledgment message
carries an identifier that is the same as the first iden-
tifier.

41. The method according to claim 40, wherein the meth-
od further comprises:
sending, by the MN, an SN modification confirm mes-
sage to the SN, wherein the SN modification confirm
message carries an identifier that is the same as the
first identifier.

42. A communication method, wherein the method com-
prises:
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sending, by a secondary node SN, an SN mod-
ification required message to a master node MN,
wherein the SN modification required message
carries a first identifier; and
receiving, by the SN, an SN modification request
message from the MN, wherein the SN modifi-
cation request message carries an identifier that
is the same as the first identifier.

43. The method according to claim 42, wherein the meth-
od further comprises:
sending, by the SN, an SN modification request ac-
knowledgment message to the MN, wherein the SN
modification request acknowledgment message car-
ries an identifier that is the same as the first identifier.

44. The method according to claim 43, wherein the meth-
od further comprises:
receiving, by the SN, an SN modification confirm
message from the MN, wherein the SN modification
confirm message carries an identifier that is the
same as the first identifier.

45. A communication apparatus, wherein the communi-
cation apparatus comprises a transceiver unit and a
processing unit; the transceiver unit is configured to
communicate with another network device; and the
processing unit is configured to execute computer
program instructions, to implement the communica-
tion method according to any one of claims 1 to 44.

46. A communication apparatus, wherein the communi-
cation apparatus comprises:
a processor, configured to execute instructions, to
implement the communication method according to
any one of claims 1 to 44.

47. A computer storage medium, wherein the computer
storage medium has computer program code; and
when the computer program code is run on a proc-
essor, the processor is enabled to perform the com-
munication method according to any one of claims
1 to 44.

48. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 1 to 6.

49. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 7 to 13.

50. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 14 to 18.

51. A communication apparatus, comprising a unit or
means configured to perform the communication

method according to any one of claims 19 to 22.

52. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 23 to 27.

53. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 28 to 30.

54. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 31 to 34.

55. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 35 to 38.

56. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 39 to 41.

57. A communication apparatus, comprising a unit or
means configured to perform the communication
method according to any one of claims 42 to 44.

58. A communication apparatus, configured to perform
the communication method according to any one of
claims 1 to 44.

59. A communication system, comprising a source ac-
cess network device and a target access network
device, wherein the source access network device
is configured to perform the communication method
according to any one of claims 1 to 6, and the target
access network device is configured to perform the
communication method according to any one of
claims 7 to 13.

60. A communication system, comprising a source mas-
ter node and a target access network device, where-
in the source master node is configured to perform
the communication method according to any one of
claims 19 to 22, and the target access network device
is configured to perform the communication method
according to any one of claims 23 to 27.

61. A communication system, comprising a master node
and a secondary node, wherein the master node is
configured to perform the communication method
according to any one of claims 31 to 34, and the
secondary node is configured to perform the com-
munication method according to any one of claims
35 to 38.

62. A communication system, comprising a master node
and a secondary node, wherein the master node is
configured to perform the communication method
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according to any one of claims 39 to 41, and the
secondary node is configured to perform the com-
munication method according to any one of claims
42 to 44.
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