
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

26
4 

65
3

A
1

TEPZZ¥ 6465¥A_T
(11) EP 3 264 653 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
03.01.2018 Bulletin 2018/01

(21) Application number: 17157077.3

(22) Date of filing: 10.05.2013

(51) Int Cl.:
H04L 1/00 (2006.01) H04L 25/02 (2006.01)

H04L 27/26 (2006.01) H04L 27/38 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 07.06.2012 CN 201210185973

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
13800118.5 / 2 849 376

(71) Applicants:  
• Huawei Technologies Co., Ltd.

Longgang District
Shenzhen, Guangdong 518129 (CN)

• Tsinghua University
Beijing 100084 (CN)

(72) Inventors:  
• XIAO, Zhenyu

Shenzhen, Guangdong 518129 (CN)

• ZHANG, Changming
Shenzhen, Guangdong 518129 (CN)

• LIU, Pei
Shenzhen, Guangdong 518129 (CN)

(74) Representative: Körber, Martin Hans
Mitscherlich PartmbB 
Patent- und Rechtsanwälte 
Sonnenstrasse 33
80331 München (DE)

Remarks: 
•Claims filed after the date of receipt of the divisional 
application (Rule 68(4) EPC).
•This application was filed on 21-02-2017 as a 
divisional application to the application mentioned 
under INID code 62.

(54) METHOD, APPARATUS AND SYSTEM FOR SENDING PHYSICAL LAYER SIGNAL

(57) Embodiments of the present invention disclose
a method, an apparatus and a system for sending a phys-
ical layer signal, where the method for sending a physical
layer signal includes: constructing a signal frame of a
physical layer signal, where the signal frame includes a
single-frequency sequence, the single-frequency se-
quence is used to enable a receiving apparatus to capture
the signal frame in a frequency domain according to the
single-frequency sequence, and the single-frequency se-

quence includes a plurality of single-frequency preset
symbols; and sending the physical layer signal based on
the signal frame. Applying the present invention can fa-
cilitate capturing the signal frame in a frequency domain
by a receive end, and therefore, not only impact caused
by frequency offset is overcome, but also multipath en-
ergy may be used effectively to improve performance of
capturing.
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Description

[0001] This application claims priority to Chinese Patent Application No. 201210185973.8, filed with the Chinese Patent
Office on June 07, 2012 and entitled "METHOD, APPARATUS AND SYSTEM FOR SENDING PHYSICAL LAYER
SIGNAL", which is contained herein by reference in its entirety.

TECHNICAL FIELD

[0002] The present invention relates to the communications field, and in particular, to a method, an apparatus and a
system for sending a physical layer signal.

BACKGROUND

[0003] 60 GHz millimeter wave communications is an emerging short-distance high-speed radio communications
technology that is defined on a 60 GHz band. Because countries over the world have up to several GHz unlicensed
spectrums near the 60 GHz band, the 60 GHz millimeter wave technology has enormous communication capacity. With
a WPAN (wireless personal area network, wireless personal area network) defined by using the 60 GHz millimeter wave
technology, it can be convenient to implement high-speed interconnection between mobile devices and wireless display
of mobile devices on a large-sized television set, display or projector. In addition, ultra high-speed download and syn-
chronization can be implemented in hotspot areas, and Gbps (billions of bits per second, indicating a capability level of
network switching bandwidth) Internet (Internet) access is available, which enhances users’ Internet experience. There-
fore, it is attracting wide attention over the world. By now, two 60 GHz standards, ECMA 387 (European Computer
Manufactures Association, European Computer Manufactures Association) and IEEE 802.15.3c (Institute of Electrical
and Electronics Engineers, American Institute of Electrical and Electronics Engineers), have been released, and another
standard IEEE 802.11 ad is under formulation.
[0004] All existing 60 GHz millimeter wave standards have defined a method for sending a WPAN physical layer signal,
and a typical frame structure of the method is shown in FIG. 1. In the frame structure, an STF (short training field, short
training field) is a short training sequence part, and CE (channel estimation, channel estimation) is an auxiliary sequence
used for channel estimation. The STF is formed of sixteen Ga128 sequences and one -Ga128 sequence, and the CE
is also formed of 6Ga128 and 6Gb128, as shown in FIG. 2. Both Ga128 and Gb128 are Golay sequences that are 128
in length. During sending of a physical layer signal based on this frame structure, a receive end may use the STF to
perform burst frame capturing, frequency offset estimation and compensation, phase offset estimation and compensation,
timing error estimation and compensation, and the like; use the CE to perform channel estimation; and then restore
information of a frame header (Header) and a data block (BLK).
[0005] Impact of a non-ideal radio frequency factor is not taken into full consideration in the technical solution of the
existing method for sending a physical layer signal. For a 60 GHz millimeter wave signal, due to a high frequency and
large bandwidth, there is inevitably impact of a non-ideal factor on a radio frequency component. Typically, there are
nonlinear impact and impact of IQ (inphase, inphase component; quadrature, quadrature component) imbalance, which
are generated in a power amplification process, on the radio frequency component. Although some blind estimation-
based solutions are available for the nonlinear impact and the IQ imbalance that are generated in a power amplification
process, for a 60 GHz system, a receiver is too complex and lacks feasibility. In addition, in the Ga128-based frame
capturing, multipath energy cannot be used to improve robustness of capturing, and, due to too large carrier frequency
offset of the 60 GHz system, the capturing can only be performed by using a differential coherence method. A related
detector produces relatively good detection performance in an ideal channel. However, under impact of channel multipath,
the performance of the detector significantly deteriorates. In addition, although a multiple correlation method can resist
carrier phase offset, rotation phases are different under impact of large frequency offset, and a correlation value is
relatively greatly affected, which affects performance of capturing.

SUMMARY

[0006] Technical problems to be solved by the embodiments of the present invention are to provide a method, an
apparatus and a system for sending a physical layer signal, so as to capture a physical layer signal frame by using a
simple capturing method and improve performance of capturing.
[0007] To solve the foregoing technical problems, an embodiment of the present invention provides a method for
sending a physical layer signal, where the method for sending a physical layer signal includes:

constructing a signal frame of a physical layer signal, where the signal frame includes a single-frequency sequence,
the single-frequency sequence is used to enable a receiving apparatus to capture the signal frame in a frequency
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domain according to the single-frequency sequence, and the single-frequency sequence includes a plurality of
single-frequency preset symbols; and
sending the signal frame at a physical layer.

[0008] Correspondingly, an embodiment of the present invention further provides a method for receiving a physical
layer signal, where the method for receiving a physical layer signal includes:

receiving a signal frame of a physical layer signal; and
capturing, if the received signal frame of the physical layer signal includes a single-frequency sequence, the signal
frame in a frequency domain according to the single-frequency sequence, where the single-frequency sequence
includes a plurality of single-frequency preset symbols.

[0009] Correspondingly, an embodiment of the present invention further provides an apparatus for sending a physical
layer signal, where the apparatus for sending a physical layer signal includes:

a signal frame constructing module, configured to construct a signal frame of a physical layer signal, where the
signal frame includes a single-frequency sequence, the single-frequency sequence is used to enable a receiving
apparatus to capture the signal frame in a frequency domain according to the single-frequency sequence, and the
single-frequency sequence includes a plurality of single-frequency preset symbols; and
a sending module, configured to send the signal frame at a physical layer.

[0010] Correspondingly, an embodiment of the present invention further provides an apparatus for receiving a physical
layer signal, where the apparatus for receiving a physical layer signal includes:

a receiving module, configured to receive a signal frame of a physical layer signal; and
a frequency domain frame capturing module, configured to capture, if the signal frame of the physical layer signal
that is received by the receiving module includes a single-frequency sequence, the signal frame in a frequency
domain according to the single-frequency sequence, where the single-frequency sequence includes a plurality of
single-frequency preset symbols.

[0011] Correspondingly, an embodiment of the present invention further provides a system for transmitting a physical
layer signal, which includes the apparatus for sending a physical layer signal and the apparatus for receiving a physical
layer signal that are described above.
[0012] Implementation of the embodiments of the present invention brings the following beneficial effects: constructing
a signal frame that includes a single-frequency sequence can facilitate capturing the signal frame in a frequency domain
by a receive end, and therefore, not only impact caused by frequency offset is overcome, but also multipath energy may
be used effectively to improve performance of capturing.

BRIEF DESCRIPTION OF DRAWINGS

[0013] To describe the technical solutions in the embodiments of the present invention or in the prior art more clearly,
the following briefly introduces the accompanying drawings required for describing the embodiments or the prior art.
Apparently, the accompanying drawings in the following description show merely some embodiments of the present
invention, and a person of ordinary skill in the art may still derive other drawings from these accompanying drawings
without creative efforts.

FIG. 1 is a schematic diagram of a typical frame structure of a WPAN physical layer signal defined in a 60 GHz
millimetric wave standard in the prior art;
FIG. 2 is a schematic diagram of a composition structure of an STF and a CE in the typical signal frame shown in FIG. 1;
FIG 3 is a schematic diagram of a composition structure of a system for transmitting a physical layer signal according
to an embodiment of the present invention;
FIG. 4 is a schematic diagram of a signal frame according to an embodiment of the present invention;
FIG. 5 is a schematic structural diagram of an STF according to an embodiment of the present invention;
FIG. 6 is a schematic diagram of a composition structure of an apparatus for sending a physical layer signal according
to an embodiment of the present invention;
FIG. 7 is a schematic diagram of a composition structure of an apparatus for receiving a physical layer signal
according to an embodiment of the present invention; and
FIG. 8 is a schematic flowchart of a method for sending a physical layer signal according to an embodiment of the
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present invention.

DESCRIPTION OF EMBODIMENTS

[0014] The following clearly and completely describes the technical solutions in the embodiments of the present
invention with reference to the accompanying drawings in the embodiments of the present invention. Apparently, the
described embodiments are only a part rather than all of the embodiments of the present invention. All other embodiments
obtained by a person of ordinary skill in the art based on the embodiments of the present invention without creative
efforts shall fall within the protection scope of the present invention.
[0015] FIG. 3 is a schematic diagram of a composition structure of a system for transmitting a physical layer signal
according to an embodiment of the present invention. As shown in FIG. 3, the system for transmitting a physical layer
signal that is put forward in the present invention includes an apparatus 10 for sending a physical layer signal and an
apparatus 20 for receiving a physical layer signal, where:

the apparatus 10 for sending a physical layer signal is configured to construct a signal frame of a physical layer
signal, where the signal frame includes a single-frequency sequence, the single-frequency sequence is used to
enable a receiving apparatus to capture the signal frame in a frequency domain according to the single-frequency
sequence, and the single-frequency sequence includes a plurality of single-frequency preset symbols, and send
the signal frame at the physical layer.

[0016] The apparatus 20 for receiving a physical layer signal is configured to receive the signal frame of the physical
layer signal, and, when the received signal frame of the physical layer signal includes a single-frequency sequence,
capture the signal frame in a frequency domain according to the single-frequency sequence.
[0017] FIG. 6 is a schematic diagram of a composition structure of an apparatus for sending a physical layer signal
according to an embodiment of the present invention. As shown in FIG. 6, the apparatus for sending a physical layer
signal in this embodiment includes:

a signal frame constructing module 110, configured to construct a signal frame of a physical layer signal, where the
signal frame includes a single-frequency sequence, the single-frequency sequence is used to enable a receiving
apparatus to capture the signal frame in a frequency domain, that is, perform frequency domain frame capturing,
according to the single-frequency sequence, and the single-frequency sequence includes a plurality of single-fre-
quency preset symbols. Specifically, the signal frame of the physical layer signal in this embodiment may be shown
in FIG. 4, where a BLK (block) is a data block, which is data content that actually needs to be sent for communication.
A difference from the structure of the typical frame mentioned in the BACKGROUND is: (1) STFs for performing
estimation and compensation for the signal frame in the time domain and the frequency domain are different, and,
for details, refer to FIG. 5, the STF in this embodiment is formed of a single-frequency sequence SFSM that is M in
length, N Ga128 sequences and one -Ga128 sequence, where the SFSM sequence is ejnπ/2, n=1,2,···,M. Generally,
M is an integer multiple of 128. The single-frequency sequence SFSM may be used to capture a frequency domain
frame and estimate an IQ imbalance parameter. The N Ga128 sequences are used for frequency offset estimation
and compensation, phase offset estimation and compensation, timing error estimation and compensation, and the
subsequent one -Ga128 sequence is used for frame delimitation. Generally, the SFSM needs to be located before
the BLK in the signal frame. As shown in FIG. 4, the SFSM in this embodiment is located in the first part, the STF,
in the signal frame. In this way, the receiving apparatus can perform IQ imbalance estimation and compensation
immediately after the frequency domain frame is captured successfully, and the subsequent auxiliary sequence and
a valid data part can be compensated.

[0018] The training data block TBLK has a same structure as the BLK, and the structure is GI+DATA (GI, guard interval,
guard interval),, except that DATA in the TBLK is a preset known symbol and is used to estimate a distorted constellation
after balancing. It should be emphasized that the TBLK is an optional field, and whether it appears is defined by a specific
field in the Header in the signal frame. That is because, for some lower-order modulation such as BPSK (binary phase
shift keying, binary phase shift keying) and QPSK (quadrature phase shift keying, quadrature phase shift keying), non-
linear impact generated in a power amplification process is relatively little, and optionally, the distorted constellation may
be estimated without training, so as to improve efficiency; for some higher-order modulation such as 16QAM (quadrature
amplitude modulation, quadrature amplitude modulation) and 64QAM, however, the nonlinear impact generated in the
power amplification process is relatively severe, and therefore, a TBLK is generally required, so that the receiving
apparatus can estimate the distorted constellation diagram and perform signal demodulation based on the distorted
constellation to overcome the nonlinear impact generated in the power amplification process.
[0019] The DATA field of the TBLK is used to estimate a distorted constellation point caused by nonlinear impact
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generated in the power amplification process, and its modulation scheme should be the same as that of the DATA field
of the BLK, that is, the valid data load part. For different modulation schemes used by the sending module 120 for the
signal frame before sending the signal frame, the specific content of the DATA field of the TBLK may differ, but the
constructed TBLK should ensure equiprobable distribution of all constellation points obtained by means of modulation
under a corresponding modulation scheme, so as to ensure optimal overall estimation performance of distorted constel-
lation estimation in a case of a specific training sequence length. Generally, the TBLK is always located before the BLK
in the signal frame. In this way, a nonlinear suppressing module 240 can determine and demodulate a subsequent valid
BLK according to the distorted constellation obtained by means of estimation, so as to eliminate the nonlinear impact
generated in a power amplification process of a data signal. However, the SFSM generally appears before the TBLK,
and IQ imbalance estimation and compensation can be performed for the ignal frame.e nonlinear impact generated in
the power amplification process is still not eliminated in the STF, the CE and the frame header Header part primarily
because these parts of sequences generally use BPSK modulation, which is little affected by nonlinear impact generated
in the power amplification process, and may not resist the nonlinear impact generated in the power amplification process.
[0020] The sending module 120 is configured to send the physical layer signal based on the signal frame.
[0021] FIG. 7 is a schematic diagram of a composition structure of an apparatus for receiving a physical layer signal
according to an embodiment of the present invention. As shown in FIG. 7, the apparatus for receiving a physical layer
signal in this embodiment may include at least:

a receiving module 210, configured to receive a signal frame of a physical layer signal; and
a frequency domain frame capturing module 220, configured to capture, if the signal frame of the physical layer
signal that is received by the receiving module includes a single-frequency sequence, the signal frame in a frequency
domain according to the single-frequency sequence, where the single-frequency sequence includes a plurality of
single-frequency preset symbols. In this embodiment, the signal frame is captured in the frequency domain by using
the single-frequency sequence SFSM shown in FIG. 5, that is, frequency domain frame capturing is performed.
Because the single-frequency sequence is an impulse in the frequency domain, the apparatus 20 for receiving a
physical layer signal may use the single-frequency sequence to perform frame capturing in the following manner:
determining whether a frequency domain peak value of a sequence that is M in length reaches a specific threshold.
If the frequency domain peak value reaches the specific threshold, it is considered that a single-frequency sequence
has appeared, and it is determined that a data frame has arrived, and the frequency domain frame is captured
successfully; otherwise, it is considered that no data frame has arrived. Details are expressed by the following formula: 

where, {F(k)(1),F(k)(2),···,F(k)(M)} is an FFT (Fast Fourier Transform, fast Fourier transform) transformation result of
a signal sequence {r(k+1),r(k+2),···,r(k+M)} received by the receiving module 210. If H1 in the foregoing formula is
valid, it may be determined that {r(k+1),r(k+2),···,r(k+M)} is a single-frenquency sequence, and the frame is captured
successfully. Research shows that a single-frequency sequence is still a single-frequency sequence after multipath
crosstalk, and channel multipath leads to only fixed phase offset. Therefore, performance of the frequency domain
frame capturing based on SFSM is not impaired in a case of a multipath channel. In addition, under impact of carrier
frequency offset, unicity of frequency is still not affected. Therefore, different from a conventional solution, this
embodiment of the present invention keeps relatively good performance of the SFSM-based capturing under impact
of large frequency offset.

[0022] Further, the apparatus for receiving a physical layer signal may further include:

an IQ imbalance estimating module 230, configured to perform IQ imbalance estimation according to the received
single-frequency sequence. In this embodiment, phases of the symbols in the single-frequency sequence SFSM

received by the receiving module 210 are increased sequentially by π / 2, which may be expressed by
ejnπ/2,n=1,2,···,M. The IQ imbalance estimating module 230 may acquire an IQ imbalance parameter
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 according to a signal of the received SFSM sequence by using an estimation algorithm,

and phase imbalance is  where 

 and  and rQ[k] are an I signal and a Q signal,

respectively, of the SFSM sequence received by the receiving module 210. Generally, the SFSM needs to be located

before the BLK in the signal frame. As shown in FIG. 4, the SFSM in this embodiment is located in the first part, the

STF, in the signal frame. In this way, the IQ imbalance estimating module 230 may perform IQ imbalance estimation
and compensation immediately after the frequency domain frame capturing module 220 successfully captures the
signal frame in the frequency domain, and the subsequent auxiliary sequence and a valid data part can be com-
pensated. The compensation formula may be

 where {uI[k],uQ[k]} is a data load

signal received by the receiving module 210, and {yI[k],yQ[k]} is a compensated signal.

[0023] Optionally, the apparatus for receiving a physical layer signal may further include:

a nonlinear suppressing module 240, configured to suppress, according to the received training data block, nonlinear
impact generated in a power amplification process. The received signal frame optionally includes a preset training
data block TBLK, which has a same structure as the BLK and the structure is GI+DATA" except that the DATA in
the TBLK is a known symbol and is used to estimate a distorted constellation after balancing. When the TBLK in
the received signal frame is valid, the nonlinear suppressing module 240 may effectively suppress, according to the
TBLK, nonlinear impact generated by the signal frame in a power amplification process. The nonlinear suppressing
module 240 may specifically include the following two units:

a distortion constellation diagram estimating unit, configured to estimate a distortion constellation diagram
according to the training data block; and
a determining and demodulating unit, configured to use the distortion constellation diagram to determine and
demodulate the physical layer signal.

[0024] Generally, the TBLK is always located before the BLK in the signal frame. In this way, the nonlinear suppressing
module 240 can determine and demodulate a subsequent valid BLK according to the distorted constellation obtained
by means of estimation, so as to eliminate the nonlinear impact generated in a power amplification process of a data
signal. However, the SFSM generally appears before the TBLK, and IQ imbalance estimation and compensation can be
performed for the TBLK, but the nonlinear impact generated in the power amplification process is still not eliminated in
the STF, the CE and the frame header Header part primarily because these parts of sequences generally use BPSK
modulation, which is little affected by nonlinear impact generated in the power amplification process, and may not resist
the nonlinear impact generated in the power amplification process. In addition, when intersymbol interference exists,
constellation points are disordered. The distorted constellation estimation cannot be implemented until the intersymbol
interference is eliminated. Therefore, the setting of the TBLK part is similar to that of the subsequent BLK, thereby
facilitating channel balancing.
[0025] FIG. 8 is a schematic flowchart of a method for sending a physical layer signal according to an embodiment of
the present invention. As shown in FIG. 8, the process in this embodiment of the present invention includes the following
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steps:
[0026] Step S801: Construct a signal frame of a physical layer signal, where the signal frame includes a single-
frequency sequence, the single-frequency sequence is used to enable a receiving apparatus to capture the signal frame
in a frequency domain according to the single-frequency sequence, and the single-frequency sequence includes a
plurality of single-frequency preset symbols. Specifically, the signal frame of the physical layer signal in this embodiment
may be shown in FIG. 4. Under 16QAM modulation, the STF in this embodiment is formed of a single-frequency sequence
SFS512 that is 512 in length, 14 Ga128 sequences and one -Ga128 sequence, where the SFS512 sequence is ejnπ/2,n=12,···,
512. The single-frequency sequence SFS512 may be used to capture a frequency domain frame and estimate an IQ
imbalance parameter. The 14 Ga128 sequences are used for frequency offset estimation and compensation, phase offset
estimation and compensation, timing error estimation and compensation, and the subsequent one -Ga128 sequence is
used for frame delimitation. Both TBLK and BLK data block parts are 512 in length, and include a GI that is 64 in length
and DATA that is 448 in length and has a modulation scheme 16QAM, except that the DATA in the TBLK is a preset
known symbol and is used to estimate a distorted constellation after balancing. For the TBLK DATA field that is 448 in
length, all constellation points under 16QAM modulation are distributed with equal probability, that is, each constellation
point appears in this field for 28 times.
[0027] In the embodiment of 64QAM modulation, a difference between 64QAM modulation and the 16QAM modulation
lies only in the DATA field in the TBLK. In this case, the length of the TBLK DATA is still 448 but the modulation scheme
is 64QAM, and each constellation point appears for 7 times. For the embodiment of BPSK modulation, its modulation
scheme determines that the nonlinear impact generated in a power amplification process is unnoticeable. Therefore, it
is unnecessary to process the nonlinear impact. To improve transmission efficiency, the TBLK training data block may
not be set any longer, and other parts of the signal frame are similar to those of the signal frame in the embodiments of
16QAM and 64QAM modulation.
[0028] Step S802: Send the signal frame at a physical layer.
[0029] Step S803: The receiving apparatus captures the signal frame in the frequency domain according to the single-
frequency sequence SFS512. Because the single-frequency sequence is an impulse in the frequency domain, the re-
ceiving apparatus may use the single-frequency sequence SFS512 to capture the signal frame in the frequency domain
in the following manner: determining whether a frequency domain peak value of a sequence that is 512 in length reaches
a specific threshold. If the frequency domain peak value reaches the specific threshold, it is considered that a single-
frequency sequence SFS512 has appeared, and it is determined that a data frame has arrived, and the frequency domain
frame is captured successfully; otherwise, it is considered that no data frame has arrived. Details are expressed by the
following formula: 

where, {F(k)(1),F(k)(2),···,F(k)(512)} is an FFT transformation result of a signal sequence {r(k+1),r(k+2),···,r(k+512)} re-
ceived by the receiving module. If H1 in the foregoing formula is valid, it may be determined that {r(k+1),r(k+2),···,r(k+512)}
is a single-frequency sequence, and the frame is captured successfully. Research shows that a single-frequency se-
quence is still a single-frequency sequence after multipath crosstalk, and channel multipath leads to only fixed phase
offset. Therefore, performance of the frequency domain frame capturing based on SFSM is not impaired in a case of a
multipath channel. In addition, hnder impact of carrier frequency offset, unicity of the frequency is still not affected.
Therefore, different from a conventional solution, this embodiment of the present invention keeps relatively good per-
formance of the SFS512-based capturing under impact of large frequency offset.
[0030] Step S804: Perform IQ imbalance estimation according to the received single-frequency sequence. In this
embodiment, phases of the symbols in the single-frequency sequence SFS512 received by the receiving apparatus are

increased sequentially by π / 2, which may be expressed by ejnπ/2,n=1,2,···,512 The receiving apparatus may acquire

an IQ imbalance parameter  according to a signal of the received SFS512 sequence by using
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an estimation algorithm, and phase imbalance is  where 

 and  and rQ[k] are an signal and a Q signal, respectively,

of the SFS512 sequence received by the receiving apparatus. Generally, the SFSM needs to be located before the BLK

in the signal frame. As shown in FIG. 4, the SFS512 in this embodiment is located in the first part, the STF, in the signal

frame. In this way, the receiving apparatus can perform IQ imbalance estimation and compensation immediately after
the frequency domain frame is captured successfully, and the subsequent auxiliary sequence and a valid data part can
get compensation. The compensation formula may be

 where {uI[k],uQ[k]} is a data load signal

received by the receiving apparatus, and {yI[k],yQ[k]} is a compensated signal.

[0031] Step S805: Suppress, according to the training data block TBLK, nonlinear impact generated in a power am-
plification process. The step may specifically include: estimating, by the receiving apparatus, a distortion constellation
diagram according to the training data block; and using the distortion constellation diagram to determine and demodulate
the physical layer signal. Generally, the TBLK is always located before the BLK in the signal frame. In this way, the
receiving apparatus can determine and demodulate a subsequent valid BLK according to the distorted constellation
obtained by means of estimation, so as to eliminate the nonlinear impact generated in a power amplification process of
a data signal. However, the SFSM generally appears before the TBLK, and IQ imbalance estimation and compensation
can be performed for the TBLK, but the nonlinear impact generated in the power amplification process is still not eliminated
in the STF, the CE and the frame header Header part primarily because these parts of sequences generally use BPSK
modulation, which is little affected by nonlinear impact generated in the power amplification process, and may not resist
the nonlinear impact generated in the power amplification process.
[0032] In this embodiment of the present invention, constructing a signal frame that includes a single-frequency se-
quence can facilitate capturing the signal frame in a frequency domain by a receive end, and therefore, not only impact
caused by frequency offset is overcome, but also multipath energy may be used effectively to improve performance of
capturing. In addition, IQ imbalance estimation and compensation can be performed for a physical layer signal according
to the single-frequency sequence, and the nonlinear impact generated in a power amplification process can be eliminated
according to a training data block in the signal frame.
[0033] A person of ordinary skill in the art may understand that, all or a part of the processes for implementing the
foregoing method embodiments may be implemented by a computer program instructing relevant hardware. The program
may be stored in a computer readable storage medium. When the program is executed, the process of the embodiment
of each method described above may be included. The storage medium may be a magnetic disk, an optical disc, a read-
only memory (Read-Only Memory, ROM) or a random access memory (Random Access Memory, RAM), or the like.
[0034] The disclosed above are merely exemplary embodiments of the present invention, but certainly are not intended
to limit the rights scope of the present invention. Any equivalent modifications made according to the claims of the present
invention shall still fall within the scope of the present invention.
[0035] Further embodiments of the present invention are provided in the following. It should be noted that the numbering
used in the following section does not necessarily need to comply with the numbering used in the previous sections.

Embodiment 1. A method for sending a physical layer signal, comprising:

constructing a signal frame of a physical layer signal, wherein the signal frame comprises a single-frequency
sequence, the single-frequency sequence is used to enable a receiving apparatus to capture the signal frame
in a frequency domain according to the single-frequency sequence, and the single-frequency sequence com-
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prises a plurality of single-frequency preset symbols; and
sending the signal frame at a physical layer.

Embodiment 2. The method for sending a physical layer signal according to embodiment 1, wherein the single-
frequency sequence is contained in a short training sequence part in the signal frame, and the short training sequence
part is used to enable the receiving apparatus to perform estimation and compensation for the signal frame in a
time domain and the frequency domain according to the short training sequence part.
Embodiment 3. The method for sending a physical layer signal according to embodiment 1 or 2, wherein phases of
the symbols in the single-frequency sequence are increased sequentially by π / 2.
Embodiment 4. The method for sending a physical layer signal according to any one of embodiments 1 to 3, wherein
the single-frequency sequence is located before a data block in the signal frame.
Embodiment 5. The method for sending a physical layer signal according to any one of embodiments 1 to 4, wherein
the signal frame further comprises a preset training data block, and the training data block is used to enable the
receiving apparatus to suppress, according to the training data block, nonlinear impact generated in a power am-
plification process.
Embodiment 6. The method for sending a physical layer signal according to embodiment 5, wherein before the
sending the signal frame at a physical layer, the method further comprises modulating the signal frame to a radio
frequency, and all constellation points obtained through the modulation of the training data block are distributed with
equal probability.
Embodiment 7. The method for sending a physical layer signal according to embodiment 5 or 6, wherein the training
data block is located before the data block in the signal frame.
Embodiment 8. The method for sending a physical layer signal according to any one of embodiments 5 to 7, wherein
the single-frequency sequence is located before the training data block.
Embodiment 9. A method for receiving a physical layer signal, comprising:

receiving a signal frame of a physical layer signal;
capturing, if the received signal frame of the physical layer signal comprises a single-frequency sequence, the
signal frame in a frequency domain according to the single-frequency sequence, wherein the single-frequency
sequence comprises a plurality of single-frequency preset symbols.

Embodiment 10. The method for receiving a physical layer signal according to embodiment 9, wherein the single-
frequency sequence is contained in a short training sequence part in the signal frame, and the short training sequence
part is used to perform estimation and compensation for the signal frame in a time domain and the frequency domain.
Embodiment 11. The method for receiving a physical layer signal according to embodiment 9 or 10, wherein phases
of the symbols in the single-frequency sequence are increased sequentially by π / 2, and, after the capturing the
signal frame in a frequency domain according to the single-frequency sequence, the method for receiving a physical
layer signal further comprises:

performing IQ imbalance estimation according to the single-frequency sequence.

Embodiment 12. The method for receiving a physical layer signal according to any one of embodiments 9 to 11,
wherein the single-frequency sequence is located before a data block in the signal frame.
Embodiment 13. The method for receiving a physical layer signal according to any one of embodiments 9 to 12,
wherein the signal frame that comprises a single-frequency sequence further comprises a preset training data block,
and, after the capturing the signal frame in a frequency domain according to the single-frequency sequence, the
method for receiving a physical layer signal further comprises:

suppressing, according to the training data block, nonlinear impact generated in a power amplification process.

Embodiment 14. The method for receiving a physical layer signal according to embodiment 13, wherein the sup-
pressing, according to the training data block, nonlinear impact generated in a power amplification process comprises:

estimating a distortion constellation diagram according to the training data block; and
using the distortion constellation diagram to determine and demodulate the physical layer signal.

Embodiment 15. The method for receiving a physical layer signal according to embodiment 13 or 14, wherein the
training data block is located before the data block in the signal frame.
Embodiment 16. The method for receiving a physical layer signal according to any one of embodiments 13 to 15,
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wherein the single-frequency sequence is located before the training data block.
Embodiment 17. An apparatus for sending a physical layer signal, comprising:

a signal frame constructing module, configured to construct a signal frame of a physical layer signal, wherein
the signal frame comprises a single-frequency sequence, the single-frequency sequence is used to enable a
receiving apparatus to capture the signal frame in a frequency domain according to the single-frequency se-
quence, and the single-frequency sequence comprises a plurality of single-frequency preset symbols; and
a sending module, configured to send the signal frame at a physical layer.

Embodiment 18. The apparatus for sending a physical layer signal according to embodiment 17, wherein the single-
frequency sequence is contained in a short training sequence part in the received signal frame, and the short training
sequence part is used to enable the receiving apparatus to perform estimation and compensation for the signal
frame in a time domain and the frequency domain according to the short training sequence part.
Embodiment 19. The apparatus for sending a physical layer signal according to embodiment 17 or 18, wherein
phases of the symbols in the single-frequency sequence are increased sequentially by π / 2.
Embodiment 20. The apparatus for sending a physical layer signal according to any one of embodiments 17 to 19,
wherein the single-frequency sequence is located before a data block in the signal frame.
Embodiment 21. The apparatus for sending a physical layer signal according to any one of embodiments 17 to 20,
wherein the signal frame further comprises a preset training data block, and the training data block is used to enable
the receiving apparatus to suppress, according to the training data block, nonlinear impact generated in a power
amplification process.
Embodiment 22. The apparatus for sending a physical layer signal according to embodiment 21, wherein, before
sending the signal frame at the physical layer, the sending module modulates the signal frame to a radio frequency,
and all constellation points obtained through the modulation of the training data block are distributed with equal
probability.
Embodiment 23. The apparatus for sending a physical layer signal according to embodiment 21 or 22, wherein the
training data block is located before the data block in the signal frame.
Embodiment 24. The apparatus for sending a physical layer signal according to any one of embodiments 21 to 23,
wherein the single-frequency sequence is located before the training data block.
Embodiment 25. An apparatus for receiving a physical layer signal, comprising:

a receiving module, configured to receive a signal frame of a physical layer signal; and
a frequency domain frame capturing module, configured to capture, if the signal frame of the physical layer
signal that is received by the receiving module comprises a single-frequency sequence, the signal frame in a
frequency domain according to the single-frequency sequence, wherein the single-frequency sequence com-
prises a plurality of single-frequency preset symbols.

Embodiment 26. The apparatus for receiving a physical layer signal according to embodiment 25, wherein the single-
frequency sequence is contained in a short training sequence part in the signal frame, and the short training sequence
part is used to perform estimation and compensation for the signal frame in a time domain and the frequency domain.
Embodiment 27. The apparatus for receiving a physical layer signal according to embodiment 25 or 26, wherein
phases of the symbols in the single-frequency sequence are increased sequentially by π / 2, and the apparatus for
receiving a physical layer signal further comprises:

an IQ imbalance estimating module, configured to perform IQ imbalance estimation according to the single-
frequency sequence.

Embodiment 28. The apparatus for receiving a physical layer signal according to any one of embodiments 25 to 27,
wherein the single-frequency sequence is located before a data block in the signal frame.
Embodiment 29. The apparatus for receiving a physical layer signal according to any one of embodiments 25 to 28,
wherein the signal frame that comprises a single-frequency sequence further comprises a preset training data block,
and the apparatus for receiving a physical layer signal further comprises:

a nonlinear suppressing module, configured to suppress, according to the training data block, nonlinear impact
generated in a power amplification process.

Embodiment 30. The apparatus for receiving a physical layer signal according to embodiment 29, wherein the
nonlinear suppressing module comprises:
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a distortion constellation diagram estimating unit, configured to estimate a distortion constellation diagram
according to the training data block; and
a determining and demodulating unit, configured to use the distortion constellation diagram to determine and
demodulate the physical layer signal.

Embodiment 31. The apparatus for receiving a physical layer signal according to embodiment 29 or 30, wherein the
training data block is located before the data block in the signal frame.
Embodiment 32. The apparatus for receiving a physical layer signal according to any one of embodiments 29 to 31,
wherein the single-frequency sequence is located before the training data block.
Embodiment 33. A system for transmitting a physical layer signal, comprising the apparatus for sending a physical
layer signal according to any one of embodiments 17 to 24 and the apparatus for receiving a physical layer signal
according to any one of embodiments 25 to 32.

Claims

1. A method for sending a physical layer signal, comprising:

constructing a signal frame of a physical layer signal, wherein the signal frame comprises a single-frequency
sequence of M in length, multiple Ga128 sequences, and a -Ga128 sequence;
wherein the Ga128 and -Ga128 sequences are Golay sequences of 128 in length, M is an integer multiple of
128, and the single-frequency sequence is ejnπ/2,n=1,2,···,M; and
sending the signal frame at a physical layer.

2. The method for sending a physical layer signal according to claim 1, wherein the single-frequency sequence is
contained in a short training sequence part in the signal frame, and the short training sequence part is used to enable
a receiving apparatus to perform estimation and compensation for the signal frame in a time domain and the frequency
domain according to the short training sequence part.

3. The method for sending a physical layer signal according to any one of claims 1 to 2, wherein the frame structure
comprises a data block, and the single-frequency sequence is located before a data block in the signal frame.

4. The method for sending a physical layer signal according to any one of claims 1 to 3, wherein the signal frame
further comprises a training data block, and the training data block is used to enable a receiving apparatus to
suppress, according to the training data block, nonlinear impact generated in a power amplification process.

5. The method for sending a physical layer signal according to claim 4, wherein constellation points obtained through
a modulation of the training data block are distributed with equal probability.

6. The method for sending a physical layer signal according to claim 4 or 5, wherein the training data block is located
before the data block in the signal frame, and the single-frequency sequence is located before the training data block.

7. An apparatus for sending a physical layer signal, comprising:

a signal frame constructing module, configured to construct a signal frame of a physical layer signal, wherein
the signal frame comprises a single-frequency sequence of M in length, multiple Ga128 sequences, and a -Ga128
sequence;
wherein the Ga128 and -Ga128 sequences are Golay sequences of 128 in length, M is an integer multiple of
128, and the single-frequency sequence is ejnπ/2,n=1,2,···,M; and
a sending module, configured to send the signal frame at a physical layer.

8. The apparatus for sending a physical layer signal according to claim 7, wherein the single-frequency sequence is
contained in a short training sequence part in the received signal frame, and the short training sequence part is
used to enable the receiving apparatus to perform estimation and compensation for the signal frame in a time domain
and the frequency domain according to the short training sequence part.

9. The apparatus for sending a physical layer signal according to any one of claims 7 to 8, wherein the frame structure
comprises a data block, and the single-frequency sequence is located before a data block in the signal frame.
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10. The apparatus for sending a physical layer signal according to any one of claims 7 to 9, wherein the signal frame
further comprises a training data block, and the training data block is used to enable a receiving apparatus to
suppress, according to the training data block, nonlinear impact generated in a power amplification process.

11. The apparatus for sending a physical layer signal according to claim 9 or 10, wherein the training data block is
located before the data block in the signal frame, and the single-frequency sequence is located before the training
data block.

12. An apparatus for receiving a physical layer signal, comprising:

a receiving module, configured to receive a signal frame of a physical layer signal, wherein the signal frame
comprises a single-frequency sequence of M in length, multiple Ga128 sequences, and a -Ga128 sequence;
wherein the Ga128 and -Ga128 sequences are Golay sequences of 128 in length, M is an integer multiple of 128
and the single-frequency sequence is ejnπ/2,n=1,2,···,M; and
a frequency domain frame capturing module, configured to capture, if the signal frame of the physical layer
signal that is received by the receiving module comprises a single-frequency sequence, the signal frame in a
frequency domain according to the single-frequency sequence.

13. The apparatus for receiving a physical layer signal according to claim 12, wherein the single-frequency sequence
is contained in a short training sequence part in the signal frame, and the short training sequence part is used to
perform estimation and compensation for the signal frame in a time domain and the frequency domain.

14. The apparatus for receiving a physical layer signal according to claim 12 or 13, wherein the apparatus for receiving
a physical layer signal further comprises:

an IQ imbalance estimating module, configured to perform IQ imbalance estimation according to the single-
frequency sequence.

15. The apparatus for receiving a physical layer signal according to any one of claims 12 to 14, wherein the signal frame
that comprises a single-frequency sequence further comprises a training data block, the single-frequency sequence
is located before the training data block and the apparatus for receiving a physical layer signal further comprises:

a nonlinear suppressing module, configured to suppress, according to the training data block, nonlinear impact
generated in a power amplification process.
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