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(54) HEAT PUMP SYSTEM FOR VEHICLE

(57) A heat pump system (100) for a vehicle may
include a battery cooling line (101) that is connected with
a battery module (B) and in which coolant moves; a chiller
(110) that is connected with the battery cooling line (101)
through a first connection line (111) to adjust a temper-
ature of coolant by selectively exchanging a heat of a
refrigerant and coolant injected therein and that is con-
nected with a refrigerant line (21) of an air-conditioner
device (20) through a second connection line(113); an

electric unit device cooler (10) including a radiator (12)
and a first water pump (14) that are connected through
a cooling line (11) to circulate coolant for cooling a motor
(15) and an electronic unit (16) and that is selectively
connectable with the battery cooling line (101) and the
first connection line (111) through a first valve (V1); and
a bypass line (115) selectively connecting the second
connection line (113) and the refrigerant line (21) through
a second valve (V2) provided in the refrigerant line (21).
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Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] The present application claims priority to and
the benefit of Korean Patent Application No.
10-2016-0076562 filed on June 20, 2016, the entire con-
tents of which are incorporated herein by reference.

BACKGROUND OF THE INVENTION

Field of the Invention

[0002] The present invention relates to a heat pump
system for a vehicle. More particularly, the present in-
vention relates to a heat pump system for a vehicle that
warms up or cools a battery module using one chiller in
which a heat of a refrigerant and coolant is exchanged
and that improves heating efficiency using a waste heat
of a motor, an electronic unit, and a battery module.

Description of Related Art

[0003] In general, an air-conditioner for a vehicle in-
cludes an air-conditioner system that circulates a refrig-
erant in order to heat or air-condition a vehicle interior.
[0004] Such an air-conditioner means enables to main-
tain a comfortable indoor environment by maintaining a
temperature of a vehicle interior regardless of a temper-
ature change of the outside to an appropriate tempera-
ture, and in a process in which a refrigerant that is dis-
charged by driving of a compressor again circulates to
the compressor via a condenser, a receiver drier, an ex-
pansion valve, and an evaporator, the air-conditioner
means heats or air-conditions a vehicle interior by heat
exchange by the evaporator.
[0005] That is, in an air-conditioning mode in summer,
an air-conditioner means condenses a vapor refrigerant
of a high temperature and a high pressure that is com-
pressed by the compressor through the condenser and
lowers an indoor temperature and humidity through evap-
oration in the evaporator via the receiver drier and the
expansion valve.
[0006] Nowadays, while interest in energy efficiency
and an environment pollution problem increases, devel-
opment of an environmentally-friendly vehicle that can
substantially replace an internal combustion engine ve-
hicle is requested, and such an environmentally-friendly
vehicle is classified into an electric vehicle that is driven
using a fuel cell or electricity as a power source and a
hybrid vehicle that is driven using an engine and a battery.
[0007] In an electric vehicle or a hybrid vehicle of such
an environmentally-friendly vehicle, unlike an air-condi-
tioner of a general vehicle, an air-conditioner in which a
separate heater is not used and that is applied to the
environmentally-friendly vehicle is referred to as a heat
pump system.
[0008] The electric vehicle converts chemical reaction

energy of oxygen and hydrogen to electrical energy to
generate a driving torque, and in this process, thermal
energy occurs by a chemical reaction within a fuel cell
and it is essential in securing a performance of the fuel
cell to effectively remove a generated heat.
[0009] The hybrid vehicle generates a driving torque
by driving a motor using electricity that is supplied from
an electric battery or the fuel cell together with an engine
operating with general fuel, and when effectively remov-
ing a heat occurring in a fuel cell, a battery, and a motor,
a performance of the motor may be secured.
[0010] Accordingly, in a conventional hybrid vehicle or
electric vehicle, in order to prevent heat emission of a
motor, an electronic unit, and a battery including a fuel
cell, a battery cooling system together with an electric
unit cooling means and a heat pump system each should
be configured with a separate close and seal circuit.
[0011] Therefore, there is a defect that a size and
weight of a cooling module that is disposed at the front
side of the vehicle increase and that a layout of connec-
tion pipes that supply a refrigerant or coolant from the
inside of an engine compartment to respective heat pump
system, electric unit cooling means, and battery cooling
system becomes complex.
[0012] Further, in order to enable the battery to exhibit
an optimal performance, a battery cooling system for
warming up or cooling the battery according to a vehicle
state is separately provided, and a plurality of valves for
connecting with each connection pipe are applied, and
noise and vibration due to a frequently opening and clos-
ing operation of the valves are transferred to the vehicle
interior and thus that is a defect that ride comfort is de-
teriorated.
[0013] The information disclosed in this Background
of the Invention section is only for enhancement of un-
derstanding of the general background of the invention
and should not be taken as an acknowledgement or any
form of suggestion that this information forms the prior
art already known to a person skilled in the art.

BRIEF SUMMARY

[0014] Various aspects of the present invention are di-
rected to providing a heat pump system for a vehicle hav-
ing advantages of being capable of simplifying the sys-
tem by warming up or cooling a battery module using one
chiller in which a heat of a refrigerant and coolant is ex-
changed.
[0015] The present invention has been made in an ef-
fort to further provide a heat pump system for a vehicle
having advantages of being capable of improving heating
efficiency using a waste heat of a motor, an electronic
unit, and a battery module.
[0016] An exemplary embodiment of the present in-
vention provides a heat pump system for a vehicle in-
cluding: a battery cooling line that is connected with a
battery module and in which coolant moves; a chiller that
is connected with the battery cooling line through a first
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connection line in order to adjust a temperature of coolant
by selectively exchanging a heat of a refrigerant and cool-
ant that are injected therein and that is connected with a
refrigerant line of an air-conditioner means through a sec-
ond connection line; an electric unit cooling means in-
cluding a radiator and a first water pump that are con-
nected through a cooling line in order to circulate coolant
for cooling a motor and an electronic unit and that is se-
lectively connectable with the battery cooling line and the
first connection line through a first valve; and a bypass
line that selectively connects the second connection line
and the refrigerant line through a second valve that is
provided in the refrigerant line.
[0017] The air-conditioner means may include: a Heat-
ing, Ventilation, and Air Conditioning (HVAC) module that
is connected through the refrigerant line and that has
therein an opening and closing door that adjusts to se-
lectively inject external air that passes through an evap-
orator into an internal condenser according to an air-con-
ditioning, heating, and heating/dehumidification modes
of the vehicle; a compressor that is connected through
the refrigerant line between the evaporator and the inter-
nal condenser; an accumulator that is provided in the
refrigerant line between the compressor and the evapo-
rator; an external condenser that is connected with the
internal condenser through the refrigerant line and that
is disposed at the front side of the vehicle; a first expan-
sion valve that is provided at the refrigerant line that con-
nects the external condenser and the evaporator; a de-
humidification line having one end that is connected with
the refrigerant line between the internal condenser and
the external condenser and having the other end that is
connected with the refrigerant line between the evapo-
rator and the first expansion valve and having a third
valve; a defrosting line that is connected with the refrig-
erant line between the external condenser and the first
expansion valve through a fourth valve that is provided
at the refrigerant line between the internal condenser and
the external condenser; and a second expansion valve
that is provided at the second connection line.
[0018] The battery cooling line may include: a fifth
valve that connects the battery cooling line and the cool-
ing line that connects the motor and the electronic unit
between the radiator and the chiller; and a sixth valve
that connects the battery cooling line and the cooling line
that connect the motor and the electronic unit between
the battery module and the radiator.
[0019] The bypass line, the dehumidification line, and
the defrosting line may be closed through operation of
the second, third, and fourth valves, and the chiller may
be coupled in parallel to the evaporator and the external
condenser, when cooling the battery module in an air-
conditioning mode of a vehicle.
[0020] The bypass line, the dehumidification line, and
the defrosting line may be closed through operation of
the second, third, and fourth valves, and operation of the
first expansion valve may be stopped, and the second
expansion valve may be operated, upon cooling the bat-

tery module using a refrigerant when an air-conditioning
mode of a vehicle is not operated.
[0021] The first and second connection lines and the
bypass line may be opened through operation of the first
valve and the second valve, and the dehumidification line
and the defrosting line may be closed and operation of
the first and second expansion valves may be stopped
through operation of the third valve and the fourth valve,
when recovering a waste heat of the battery module, the
motor, and the electronic unit in a heating mode of the
vehicle.
[0022] The cooling line that connects the motor and
the electronic unit may be selectively connectable with
the first connection line through operation of the first, fifth,
and sixth valves.
[0023] The first connection line and the bypass line
may be opened through operation of the first and second
valves, the cooling line and the battery cooling line that
connect the motor and the electronic unit may be con-
nected with the first connection line through operation of
the first, fifth, and sixth valves, the dehumidification line
may be opened through operation of the third valve, and
the defrosting line may be closed and operation of the
first and second expansion valves may be stopped
through operation of the fourth valve, when recovering a
waste heat of the motor and the electronic unit in a heating
and dehumidification mode of a vehicle.
[0024] The first connection line, the bypass line, and
the defrosting line may be opened through operation of
the first, second, and third valves, the refrigerant line and
the dehumidification line that are connected with the ex-
ternal condenser may be closed through operation of the
third and fourth valves, and the battery cooling line and
the cooling line that connects the motor and the electronic
unit may be connected with the first connection line and
operation of the first and second expansion valves may
be stopped through operation of the first, fifth, and sixth
valves, when recovering a waste heat of the battery mod-
ule, the motor, and the electronic unit in a heating and
defrosting mode of a vehicle.
[0025] In the cooling line, a reservoir tank may be pro-
vided between the radiator and the fifth valve.
[0026] The first, second, fourth, fifth, and sixth valves
may be a 3-way valve that can distribute a flow rate.
[0027] The second expansion valve may operate when
cooling the battery module using an air-conditioning
mode of a vehicle or a refrigerant, expand a refrigerant
that is injected through the second connection line, and
inject the refrigerant into the chiller.
[0028] An orifice may be provided in the refrigerant line
between the internal condenser and the fourth valve.
[0029] The orifice may selectively open and close the
refrigerant line or may selectively expand a refrigerant
passing through the refrigerant line.
[0030] The dehumidification line may be connected
with the refrigerant line between the fourth valve and the
orifice.
[0031] The dehumidification line may be opened
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through operation of the third valve in a heating and de-
humidification mode of a vehicle.
[0032] A second water pump may be provided in the
battery cooling line between the chiller and the battery
module.
[0033] The electronic unit may include an Electric Pow-
er Control Unit (EPCU) that is provided on the cooling
line between the motor and the first water pump and an
On Board Charger (OBC) that is provided on the cooling
line between the motor and the radiator.
[0034] A seventh valve may be provided in the first
connection line between the first valve and the chiller,
and a heater may be provided in the battery cooling line
between the battery module and the chiller.
[0035] The heater may be turned on upon warming up
the battery module to heat coolant circulating in the bat-
tery cooling line and to inject the coolant into the battery
module.
[0036] The heater may be selectively turned on in a
heating mode of a vehicle or a heating and defrosting
mode of a vehicle to heat coolant circulating in the battery
cooling line.
[0037] As described above, in a heat pump system for
a vehicle according to an exemplary embodiment of the
present invention, in an electric vehicle or a hybrid vehi-
cle, by warming up or cooling a battery module according
to a vehicle mode using one chiller in which a heat of a
refrigerant and coolant is exchanged, the system can be
simplified.
[0038] Further, as the battery module is efficiently
warmed up and cooled to correspond to a vehicle mode,
an optimal performance of the battery module can be
exhibited, and an entire travel distance of the vehicle can
increase through efficient management of the battery
module.
[0039] Further, by selectively using a waste heat of a
motor, an electronic unit, and a battery module, heating
efficiency can be improved.
[0040] Further, through simplification of an entire sys-
tem, a production cost can be reduced and a weight can
be reduced, and space use can be improved.
[0041] The methods and apparatuses of the present
invention have other features and advantages which will
be apparent from or are set forth in more detail in the
accompanying drawings, which are incorporated herein,
and the following Detailed Description, which together
serve to explain certain principles of the present inven-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

[0042]

FIG. 1 is a block diagram illustrating a configuration
of a heat pump system for a vehicle according to an
exemplary embodiment of the present invention.

FIG. 2 is a block diagram illustrating an operation

state upon cooling a battery module according to an
air-conditioning mode of a vehicle in a heat pump
system for the vehicle according to an exemplary
embodiment of the present invention.

FIG. 3 is a block diagram illustrating an operation
state upon cooling a battery module using a refrig-
erant in a state in which an air-conditioning mode of
a vehicle is stopped in a heat pump system for a
vehicle according to an exemplary embodiment of
the present invention.

FIG. 4 is a block diagram illustrating an operation
state upon recovering a waste heat in an electronic
unit and a battery module according to a heating
mode of a vehicle in a heat pump system for the
vehicle according to an exemplary embodiment of
the present invention.

FIG. 5 is a block diagram illustrating an operation
state upon recovering a waste heat in an electronic
unit and a battery module according to heating and
dehumidification modes of a vehicle in a heat pump
system for the vehicle according to an exemplary
embodiment of the present invention.

FIG. 6 is a block diagram illustrating an operation
state upon recovering a waste heat in an electronic
unit and a battery module according to a heating and
defrosting mode of a vehicle in a heat pump system
for the vehicle according to an exemplary embodi-
ment of the present invention.

[0043] It should be understood that the appended
drawings are not necessarily to scale, presenting a some-
what simplified representation of various features illus-
trative of the basic principles of the invention. The specific
design features of the present invention as disclosed
herein, including, for example, specific dimensions, ori-
entations, locations, and shapes will be determined in
part by the particular intended application and use envi-
ronment.
[0044] In the figures, reference numbers refer to the
same or equivalent parts of the present invention
throughout the several FIGS. of the drawing.

DETAILED DESCRIPTION

[0045] Reference will now be made in detail to various
embodiments of the present invention(s), examples of
which are illustrated in the accompanying drawings and
described below. While the invention(s) will be described
in conjunction with exemplary embodiments, it will be un-
derstood that the present description is not intended to
limit the invention(s) to those exemplary embodiments.
On the contrary, the invention(s) is/are intended to cover
not only the exemplary embodiments, but also various
alternatives, modifications, equivalents and other em-
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bodiments, which may be included within the spirit and
scope of the invention as defined by the appended
claims.
[0046] An exemplary embodiment of the present in-
vention will hereinafter be described in detail with refer-
ence to the accompanying drawings.
[0047] An embodiment described in this specification
and a configuration shown in the drawing is merely an
exemplary embodiment of the present invention and do
not entirely represent the scope and spirit of the present
invention and thus it should be understood that various
equivalents and exemplary variations that can replace
the exemplary embodiment may exist at an application
time point of the present invention.
[0048] The drawings and description are to be regard-
ed as illustrative in nature and not restrictive. Like refer-
ence numerals designate like elements throughout the
specification.
[0049] Further, in the drawings, a size and thickness
of each element are randomly represented for better un-
derstanding and ease of description and the present in-
vention is not limited thereto and the thickness of several
portions and areas are exaggerated for clarity.
[0050] In addition, in the entire specification, unless
explicitly described to the contrary, the word "comprise"
and variations such as "comprises" or "comprising" will
be understood to imply the inclusion of elements but not
the exclusion of any other stated elements.
[0051] In addition, the terms "...unit", "...means",
"...unit", and "...member" described in the specification
mean units for processing at least one function and op-
eration.
[0052] FIG. 1 is a block diagram illustrating a configu-
ration of a heat pump system for a vehicle according to
an exemplary embodiment of the present invention.
[0053] A heat pump system 100 for a vehicle according
to an exemplary embodiment of the present invention
warms up or cools a battery module B that is mounted in
the vehicle or selectively uses a waste heat that is gen-
erated in a battery module B or a motor 15 and an elec-
tronic unit 16, thereby improving heating efficiency.
[0054] As shown in FIG. 1, such a heat pump system
100 is interlocked with an air-conditioner means 20,
which is an air conditioner for air-conditioning or heating
a vehicle interior and an electric unit cooling means 10
for cooling the motor 15 and the electronic unit 16 in a
hybrid vehicle or an electric vehicle.
[0055] Here, the electric unit cooling means 10 in-
cludes a radiator 12 and a first water pump 14 that con-
nected with a cooling line 11 and circulates coolant in
order to cool the motor 15 and the electronic unit 16.
[0056] The electronic unit 16 may include an Electric
Power Control Unit (EPCU) 17 that is provided on the
cooling line 11 between the motor 15 and the first water
pump 14 and an On Board Charger (OBC) 18 that is
provided on the cooling line 11 between the motor 15
and the radiator 12.
[0057] The radiator 12 is disposed at the front side of

the vehicle, and at the rear side thereof, a cooling fan 13
is provided to cool coolant through operation of the cool-
ing fan 13 and heat exchange with external air.
[0058] The electric unit cooling means 10 having the
foregoing configuration circulates coolant that is cooled
in the radiator 12 through operation of the first water pump
14 along the cooling line 11, thereby cooling the motor
15 and the electronic unit 16 to prevent from being over-
heated.
[0059] The air-conditioner means 20 includes a Heat-
ing, Ventilation, and Air Conditioning (HVAC) module 22,
a compressor 31, an accumulator 33, an external con-
denser 35, and a first expansion valve 37 that are con-
nected through a refrigerant line 21.
[0060] First, the HVAC module 22 is connected
through the refrigerant line 21 and has therein an opening
and closing door 29 that adjusts to selectively inject ex-
ternal air, having passed through an evaporator 27 into
an internal condenser 23 and a internal heater 25 ac-
cording to an air-conditioning, heating, and heating/de-
humidification mode of the vehicle.
[0061] That is, the opening and closing door 29 is
opened to inject external air, having passed through the
evaporator 27 into the internal condenser 23 and the in-
ternal heater 25 in a heating mode of the vehicle. In con-
trast, in an air-conditioning mode of the vehicle, in order
to immediately inject external air that is cooled while
passing through the evaporator 27 into the vehicle, the
opening and closing door 29 closes the internal condens-
er 23 and internal heater 25 side.
[0062] The compressor 31 is connected through the
refrigerant line 21 between the evaporator 27 and the
internal condenser 23. Such a compressor 31 compress-
es a vapor phase refrigerant.
[0063] The accumulator 33 is provided in the refriger-
ant line 21 between the compressor 31 and the evapo-
rator 27. Such an accumulator 33 supplies only a vapor
phase refrigerant to the compressor 31, thereby improv-
ing efficiency and durability of the compressor 31.
[0064] In the present exemplary embodiment, the ex-
ternal condenser 35 is connected with the internal con-
denser 23 through the refrigerant line 21. Such an exter-
nal condenser 35 is disposed at the front side of the elec-
tric field radiator 12 to exchange a heat of a refrigerant
that is injected therein with a heat of external air.
[0065] The first expansion valve 37 is provided in the
refrigerant line 21 that connects the external condenser
35 and the evaporator 27. The first expansion valve 37
receives and expands the refrigerant, having passed
through the external condenser 35.
[0066] Here, the heat pump system 100 according to
the present exemplary embodiment includes a battery
cooling line 101, a chiller 110, and a bypass line 115.
[0067] First, the battery cooling line 101 is connected
with the battery module B, and coolant is moved. The
battery module B supplies power to the motor 15 and the
electronic unit 16. Such a battery module B may be
formed in a water cooling type that cools through coolant.
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[0068] Here, in the battery cooling line 101, a second
water pump 103 may be provided between the chiller 110
and the battery module B. The second water pump 103
operates to circulate coolant through the battery cooling
line 101.
[0069] The first water pump 14 and the second water
pump 103 may be an electric motion type water pump.
[0070] The chiller 110 is connected with the battery
cooling line 101 through a first connection line 111 and
is connected with the refrigerant line 21 through a second
connection line 113. Such a chiller 110 adjusts a temper-
ature of coolant through selective heat exchange of a
refrigerant and coolant that are injected therein.
[0071] Here, the air-conditioner means 20 is selective-
ly connectable with the battery cooling line 101 and the
first connection line 111 through a first valve V1.
[0072] The first valve V1 selectively communicates the
cooling line 11 and the battery cooling line 101 or controls
a movement flow of coolant moving through the cooling
line 11 and the battery cooling line 101.
[0073] In the present exemplary embodiment, the by-
pass line 115 selectively connects the second connection
line 113 and the refrigerant line 21 through a second valve
V2 that is provided in the refrigerant line 21.
[0074] In the present exemplary embodiment, the air-
conditioner means 20 further includes a dehumidification
line 41, a defrosting line 43, and a second expansion
valve 45.
[0075] First, one end of the dehumidification line 41 is
connected with the refrigerant line 21 between the inter-
nal condenser 23 and the external condenser 35. The
other end of the dehumidification line 41 is connected
with the refrigerant line 21 between the evaporator 27
and the first expansion valve 37. In such a dehumidifica-
tion line 41, a third valve V3 is provided.
[0076] That is, in a heating and dehumidification mode
of the vehicle, the dehumidification line 41 may be
opened through operation of the third valve V3.
[0077] The defrosting line 43 is connected with the re-
frigerant line 21 between the external condenser 35 and
the first expansion valve 37 through a fourth valve V4
that is provided in the refrigerant line 21 between the
internal condenser 23 and the external condenser 35.
[0078] Here, an orifice 39 may be provided in the re-
frigerant line 21 between the internal condenser 23 and
the fourth valve V4.
[0079] The orifice 39 performs a function of expanding
a refrigerant that is discharged from the internal condens-
er 23.
[0080] Further, the orifice 39 may perform a function
of a valve that selectively circulates a refrigerant without
expansion according to an air-conditioning, heating and
heating/dehumidification mode.
[0081] That is, the orifice 39 may selectively open and
close the refrigerant line 21 or may selectively expand a
refrigerant that passes through the refrigerant line 21.
[0082] Here, the dehumidification line 41 may be con-
nected with the refrigerant line 21 between the fourth

valve V3 and the orifice 39.
[0083] Such a dehumidification line 41 may be selec-
tively opened through operation of the third valve V3 in
a heating and dehumidification mode of the vehicle.
[0084] The second expansion valve 45 is provided in
the second connection line 113 between the condenser
35 and the chiller 110.
[0085] When operating a vehicle in an air-conditioning
mode or when cooling the battery module B with a refrig-
erant, the second expansion valve 45 is operated. Such
a second expansion valve 45 expands a refrigerant that
is injected through the second connection line 113 to in-
ject the refrigerant into the chiller 110 in a low temperature
state.
[0086] That is, the second expansion valve 45 expands
a condensed refrigerant that is discharged from the con-
denser 35 and injects the refrigerant of a state in which
a temperature is lowered into the chiller 110, thereby fur-
ther lowering a water temperature of coolant passing
through-the inside of the chiller 110.
[0087] Accordingly, coolant whose water temperature
is lowered while passing through the chiller 110 is injected
into the battery module B, thereby more efficiently cooling
the battery module B.
[0088] Further, in the battery cooling line 101, a fifth
valve V5 and a sixth valve V6 are further provided.
[0089] The fifth valve V5 connects the battery cooling
line 101 and the cooling line 11 that connects the motor
15 and the electronic unit 16 between the radiator 12 and
the chiller 110.
[0090] The sixth valve V6 connects the battery cooling
line 101 and the cooling line 11 that connects the motor
15 and the electronic unit 16 between the battery module
B and the radiator 12.
[0091] That is, the cooling line 11 that connects the
motor 15 and the electronic unit 16 may be selectively
connectable with the first connection line 111 through
operation of the first, fifth, and sixth valves V1, V5, and V6.
[0092] Further, in the cooling line 11 between the ra-
diator 12 and the fifth valve V5, a reservoir tank 19 may
be provided.
[0093] The reservoir tank 19 may store coolant that is
injected from the radiator 12 and in which cooling is com-
plete.
[0094] In the present exemplary embodiment, the first
water pump 14 is provided on the cooling line 11 between
the fifth valve V5 and the power control apparatus 17,
but the present invention is not limited thereto and the
first water pump 14 may be provided on the cooling line
11 between the fifth valve V5 and the reservoir tank 19.
[0095] When the first water pump 14 is provided be-
tween the reservoir tank 19 and the fifth valve V5, upon
cooling the battery module B with coolant, while being
operated together with the second water pump 103, the
first water pump 14 can increase a flow rate of coolant
that circulates to the battery module B.
[0096] In the present exemplary embodiment, the first,
second, fourth, fifth, and sixth valves V1, V2, V4, V5, and
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V6 may be a 3-Way valve that can distribute a flow rate.
[0097] In the first connection line 111 between the first
valve V1 and the chiller 110, a seventh valve V7 may be
provided.
[0098] The seventh valve V7 performs a function of
preventing coolant from flowing backward from the chiller
110 toward the first valve V1.
[0099] Further, in the battery cooling line 101 between
the battery module B and the chiller 110, a heater 105
may be provided.
[0100] Here, the heater 105 is selectively turned on
upon warming up the battery module B to heat coolant
that circulates in the battery cooling line 101, thereby
injecting the coolant into the battery module B.
[0101] Further, the heater 105 is selectively turned on
in a heating mode or a heating and defrosting mode of
the vehicle to heat coolant circulating in the battery cool-
ing line 101.
[0102] Hereinafter, operation on each mode basis of a
heat pump system 100 for a vehicle according to an ex-
emplary embodiment of the present invention having the
forgoing configuration will be described in detail with ref-
erence to FIGS. 2 to 6.
[0103] First, operation when a heat pump system 100
for a vehicle according to an exemplary embodiment of
the present invention cools a battery module according
to an air-conditioning mode of a vehicle will be described
with reference to FIG. 2.
[0104] FIG. 2 is a block diagram illustrating an opera-
tion state upon cooling a battery module according to an
air-conditioning mode of a vehicle in a heat pump system
for the vehicle according to an exemplary embodiment
of the present invention.
[0105] Referring to FIG. 2, in an air-conditioning mode
of a vehicle, when cooling the battery module B, in the
electric unit cooling means 10, the cooling line 11 is
opened through operation of the fifth and sixth valves V5
and V6 according to a cooling request and a coolant tem-
perature of the motor 15 and the electronic unit 16.
[0106] Simultaneously, the first connection line 111 is
opened to connect the battery module B and the chiller
110 through operation of the first valve V1.
[0107] Here, the cooling line 11 and the battery cooling
line 101 are not connected through operation of the fifth
and sixth valves V5 and V6.
[0108] Accordingly, in the electric unit cooling means
10 and the battery module B, coolant is moved to respec-
tive closed circuits.
[0109] That is, in order to cool the motor 15 and the
electronic unit 16 through operation of the first water
pump 14, coolant that is cooled in the radiator 12 circu-
lates the cooling line 21.
[0110] In order to cool the battery module B through
operation of the second water pump 103, the coolant,
having passed through the chiller 110 circulates the bat-
tery cooling line 101.
[0111] The coolant that circulates the battery cooling
line 101 is cooled through heat exchange with a refrig-

erant in the chiller 110 and is supplied to the battery mod-
ule B. Accordingly, the battery module B is cooled by the
cooled coolant.
[0112] In order to air-condition a vehicle interior, the
air-conditioner means 20 circulates a refrigerant along
the refrigerant line 21 to air-condition the interior.
[0113] Here, the bypass line 115, the dehumidification
line 41, and the defrosting line 43 are closed through
operation of the second, third, and fourth valves V2, V3,
and V4.
[0114] Accordingly, the chiller 110 may be coupled in
parallel to the evaporator 27 and the external condenser
35.
[0115] Some refrigerants that are discharged from the
external condenser 35 are expanded through operation
of the second expansion valve 45 to be a low temperature
and low pressure state and are injected into the chiller
110 that is connected with the second connection line
113.
[0116] Thereafter, the refrigerant that is injected into
the chiller 110 exchanges a heat with coolant and is in-
jected into the accumulator 33 through the second con-
nection line 113.
[0117] That is, coolant whose temperature is increased
while cooling the battery module B is cooled through heat
exchange with a refrigerant of a low temperature and low
pressure within the chiller 110. The cooled coolant is sup-
plied again to the battery module B through the battery
cooling line 101.
[0118] That is, while repeating the foregoing operation,
coolant can efficiently cool the battery B.
[0119] In order to air-condition a vehicle interior, the
remaining refrigerants that are discharged from the ex-
ternal condenser 35 are moved through the refrigerant
line 21 and sequentially pass through the first expansion
valve 37, the evaporator 27, the accumulator 33, the com-
pressor 31, and the internal condenser 23.
[0120] Here, external air that is injected into the HVAC
module 22 is cooled while passing through the evapora-
tor 27 by the refrigerant of a low temperature state that
is injected into the evaporator 27.
[0121] In this case, the opening and closing door 29
closes a portion that communicates with the internal con-
denser 23 such that cooled external air does not pass
through the internal condenser 23 and the internal heater
25. Therefore, the cooled external air is directly injected
into the vehicle, thereby air-conditioning a vehicle interi-
or.
[0122] Thereafter, the refrigerant passes through the
orifice 39, is injected into the external condenser 35, and
is condensed through heat exchange with external air
while passing through the external condenser 35.
[0123] In this case, the orifice 39 may operate as a
valve.
[0124] That is, while repeating the foregoing process,
the refrigerant air-conditions the interior in an air-condi-
tioning mode of a vehicle and simultaneously cools cool-
ant through heat exchange while passing through the
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chiller 110.
[0125] In the present exemplary embodiment, in a state
in which an air-conditioning mode of a vehicle is stopped,
operation when cooling the battery module using a re-
frigerant will be described with reference to FIG. 3.
[0126] FIG. 3 is a block diagram illustrating an opera-
tion state upon cooling a battery module using a refrig-
erant in a state in which an air-conditioning mode of a
vehicle is stopped in a heat pump system for a vehicle
according to an exemplary embodiment of the present
invention.
[0127] Referring to FIG. 3, when cooling a battery mod-
ule B using a refrigerant, operation of the first expansion
valve 37 of the air-conditioner means 20 is stopped to
prevent the refrigerant from being injected into the evap-
orator 27.
[0128] Accordingly, the refrigerant is injected from the
compressor 31 into the external condenser 35 to be con-
densed through heat exchange with external air. There-
after, the refrigerant is discharged from the external con-
denser 35 to be injected into the second connection line
113 along the refrigerant line 21.
[0129] The refrigerant that is injected into the second
connection line 113 is expanded through operation of the
second expansion valve 45 to become a low temperature
and low pressure state and to be injected into the chiller
110.
[0130] The refrigerant that is injected into the chiller
110 exchanges a heat with coolant and is injected into
the accumulator 33 through the second connection line
113.
[0131] That is, coolant whose temperature is increased
while cooling the battery module B is cooled through heat
exchange with a refrigerant of a low temperature and a
low pressure within the chiller 110. The cooled coolant
is supplied again to the battery module B through the
battery cooling line 101.
[0132] Therefore, while repeating the foregoing oper-
ation, coolant may efficiently cool the battery B.
[0133] The refrigerant, having passed through the chill-
er 110 passes through the accumulator 33 and again
sequentially passes through the compressor 31 and the
internal condenser 23.
[0134] Thereafter, the refrigerant passes through the
orifice 39, is injected into the external condenser 35, and
is condensed through heat exchange with external air
while passing through the external condenser 35.
[0135] In this case, the orifice 39 may operate as a
valve.
[0136] Here, the bypass line 115, the dehumidification
line 41, and the defrosting line 43 are closed through
operation of the second, third, and fourth valves V2, V3,
and V4.
[0137] In the electric unit cooling means 10, the cooling
line 11 is opened through operation of the fifth and sixth
valves V5 and V6 according to a cooling request and a
coolant temperature of the motor 15 and the electronic
unit 16.

[0138] Simultaneously, the first connection line 111 is
opened to connect the battery module B and the chiller
110 through operation of the first valve V1.
[0139] Here, the cooling line 11 and the battery cooling
line 101 are not connected through operation of the fifth
and sixth valves V5 and V6.
[0140] Accordingly, in the electric unit cooling means
10 and the battery module B, coolant independently
moves through respective closed circuits.
[0141] That is, in order to cool the motor 15 and the
electronic unit 16 through operation of the first water
pump 14, coolant that is cooled in the radiator 12 circu-
lates the cooling line 11.
[0142] However, coolant that circulates the battery
cooling line 101 is cooled through heat exchange with
the refrigerant in the chiller 110 and is supplied to the
battery module B. Accordingly, the battery module B is
cooled by coolant that is cooled through heat exchange
with the refrigerant.
[0143] That is, in the battery module B, coolant that is
cooled through heat exchange with a refrigerant in the
chiller 110 is injected through operation of the second
water pump 103. Accordingly, the cooled coolant can ef-
ficiently cool the battery module B.
[0144] In FIGS. 2 and 3, the electric unit cooling means
10 operates, but the present invention is not limited there-
to and when cooling of the motor 15 and the electronic
unit 16 is not required, circulation of coolant to the cooling
line 11 may be stopped.
[0145] In the present exemplary embodiment, opera-
tion when recovering a waste heat in the electronic unit
and the battery module according to a heating mode of
a vehicle will be described with reference to FIG. 4.
[0146] FIG. 4 is a block diagram illustrating an opera-
tion state upon recovering a waste heat in an electronic
unit and a battery module according to a heating mode
of a vehicle in a heat pump system for the vehicle ac-
cording to an exemplary embodiment of the present in-
vention.
[0147] Referring to FIG. 4, when recovering a waste
heat of the battery module B, the motor 15, and the elec-
tronic unit 16 in a heating mode of the vehicle, the first
and second connection lines 111 and 113 and the bypass
line 115 are opened through operation of the first and
second valves V1 and V2.
[0148] The dehumidification line 41 and the defrosting
line 43 are closed through operation of the third and fourth
valves V3 and V4.
[0149] In this case, the fifth and sixth valves V5 and
V6 close connection of the cooling line 11 such that the
motor 15 and the electronic unit 16 are not connected
with the radiator 12.
[0150] Simultaneously, the fifth and sixth valves V5
and V6 communicate the cooling line 11 passing through
the motor 15 and the electronic unit 16 with the battery
cooling line 101.
[0151] Accordingly, coolant whose temperature is in-
creased due to a waste heat that is generated in the motor
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15 and the electronic unit 16 and a waste heat that is
generated in the battery module B is injected into the first
connection line 111 through operation of the first and
second water pumps 14 and 103 to pass through the
chiller 110.
[0152] Here, operation of the first and second expan-
sion valves 37 and 45 is stopped.
[0153] Therefore, the refrigerant that is discharged
from the external condenser 35 is injected into the bypass
line 115 that is opened through operation of the second
valve V2. Thereafter, the refrigerant is injected into the
chiller 110 through the second connection line 113 and
exchanges a heat with coolant whose temperature is in-
creased in the chiller 110.
[0154] That is, a waste heat that is generated in the
motor 15, the electronic unit 16, and the battery module
B increases a temperature of the refrigerant in the chiller
110.
[0155] The refrigerant whose temperature is increased
is injected into the compressor 31 by passing through
the accumulator 33 and is compressed to a state of a
high temperature and a high pressure from the compres-
sor 31 to be injected into the internal condenser 23.
[0156] Here, the opening and closing door 29 is
opened such that external air that is injected into the
HVAC module 22 and that passes through the evaporator
27 passes through the internal condenser 23.
[0157] Accordingly, when external air that is injected
from the outside passes through the evaporator 27 in
which a refrigerant is not supplied, the external air is in-
jected to a room temperature state that is not cooled. The
injected external air is converted to a high temperature
state while passing through the internal condenser 23,
passes through the selectively operating internal heater
25, and is injected into a vehicle interior, thereby heating
the vehicle interior.
[0158] Thereafter, the refrigerant is injected into the
external condenser 35 in an expanded state while pass-
ing through the orifice 39 and is condensed through heat
exchange with external air while passing through the ex-
ternal condenser 35.
[0159] In this case, the orifice 39 may operate as an
expansion valve.
[0160] The heater 105 is selectively operated, as need-
ed to heat coolant that is circulated in the battery cooling
line 101. Accordingly, a temperature of a refrigerant pass-
ing through the chiller 110 quickly increases.
[0161] That is, the heat pump system 100 according
to the present exemplary embodiment uses a waste heat
that is generated in the motor 15, the electronic unit 16,
and the battery module B in a heating mode of the vehicle
for increasing a refrigerant temperature, thereby reduc-
ing power consumption of the compressor 31 and im-
proving heating efficiency.
[0162] In the present exemplary embodiment, opera-
tion upon recovering a waste heat in the electronic unit
and the battery module according to a heating and de-
humidification mode of the vehicle will be described with

reference to FIG. 5.
[0163] FIG. 5 is a block diagram illustrating an opera-
tion state upon recovering a waste heat in an electronic
unit and a battery module according to heating and de-
humidification modes of a vehicle in a heat pump system
for the vehicle according to an exemplary embodiment
of the present invention.
[0164] Referring to FIG. 5, in a heating and dehumid-
ification mode of the vehicle, when recovering a waste
heat of the battery module B, the motor 15, and the elec-
tronic unit 16, the first and second connection lines 111
and 113 and the bypass line 115 are opened through
operation of the first and second valves V1 and V2.
[0165] The fifth and sixth valves V5 and V6 close con-
nection of the cooling line 11 such that the motor 15 and
the electronic unit 16 are not connected with the radiator
12.
[0166] Simultaneously, the battery cooling line 101 and
the cooling line 11 passing through the motor 15 and the
electronic unit 16 are connected with the first connection
line 111 through operation of the first, fifth, and sixth
valves V1, V5, and V6.
[0167] Accordingly, coolant whose temperature is in-
creased due to a waste heat that is generated in the motor
15 and the electronic unit 16 and a waste heat that is
generated in the battery module B is injected into the first
connection line 111 through operation of the first and
second water pumps 14 and 103 to pass through the
chiller 110.
[0168] Here, the dehumidification line 41 is opened
through operation of the third valve V3 such that a portion
of the refrigerant that is injected into the external con-
denser 35 circulates.
[0169] The defrosting line 43 is closed through opera-
tion of the fourth valve V4, and operation of the first and
second expansion valves 37 and 45 is stopped.
[0170] Therefore, a refrigerant that is discharged from
the external condenser 35 is injected into the bypass line
115 that is opened through operation of the second valve
V2. Thereafter, the refrigerant is injected into the chiller
110 through the second connection line 113 and ex-
changes a heat with coolant whose temperature is in-
creased in the chiller 110.
[0171] That is, a waste heat that is generated in the
motor 15, the electronic unit 16, and the battery module
B increases a temperature of the refrigerant in the chiller
110.
[0172] The refrigerant whose temperature is increased
passes through the accumulator 33, is injected into the
compressor 31, and is compressed to a state of a high
temperature and a high pressure by the compressor 31
to be injected into the internal condenser 23.
[0173] The refrigerant line 21 that connects the first
expansion valve 37 and the evaporator 27 is closed
through operation of the second valve V2. However, a
portion of the refrigerant that is expanded while passing
through the orifice 39 is injected into the evaporator 27
through the opened dehumidification line 41.
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[0174] In such a state, the opening and closing door
29 is opened such that external air that is injected into
the HVAC module 22 and that passes through the evap-
orator 27 passes through the internal condenser 23.
[0175] That is, external air that is injected into the
HVAC module 22 is dehumidified while passing through
the evaporator 27 by a refrigerant of a low temperature
state that is injected into the evaporator 27. Thereafter,
external air is converted to a high temperature state while
passing through the internal condenser 23 and is injected
into a vehicle interior by passing through the selectively
operating internal heater 25, thereby heating/dehumidi-
fying the vehicle interior.
[0176] Thereafter, the refrigerant is injected into the
external condenser 35 in an expanded state while pass-
ing through the orifice 39 and is condensed through heat
exchange with external air while passing through the ex-
ternal condenser 35.
[0177] In this case, the orifice 39 may operate as an
expansion valve.
[0178] That is, the heat pump system 100 according
to the present exemplary embodiment uses a waste heat
that is generated in the motor 15, the electronic unit 16,
and the battery module B in a heating and dehumidifica-
tion mode of the vehicle for increasing a temperature of
the refrigerant, thereby reducing power consumption of
the compressor 31 and improving heating efficiency.
[0179] Further, by injecting a portion of the refrigerant
that is expanded while passing through the orifice 39 into
the evaporator 27 through the dehumidification line 41,
indoor dehumidification can be performed without oper-
ation of the first expansion valve 37.
[0180] In the present exemplary embodiment, opera-
tion upon recovering a waste heat in the electronic unit
and the battery module according to a heating and de-
frosting mode of the vehicle will be described with refer-
ence to FIG. 6.
[0181] FIG. 6 is a block diagram illustrating an opera-
tion state upon recovering a waste heat in an electronic
unit and a battery module according to a heating and
defrosting mode of a vehicle in a heat pump system for
the vehicle according to an exemplary embodiment of
the present invention.
[0182] Here, when frost occurs in the external con-
denser 35, a defrosting mode operates.
[0183] Referring to FIG. 6, in a heating and defrosting
mode of the vehicle, when recovering a waste heat of
the battery module B, the motor 15, and the electronic
unit 16, the first connection line 111, the bypass line 115,
and the defrosting line 43 are opened through operation
of the first, second, and third valves V1, V2, and V3.
[0184] The refrigerant line 21 and the dehumidification
line 41 that are connected with the external condenser
35 are closed through operation of the third and fourth
valves V3 and V4.
[0185] The fifth and sixth valves V5 and V6 close con-
nection of the cooling line 11 such that the motor 15 and
the electronic unit 16 are not connected with the radiator

12.
[0186] Simultaneously, the battery cooling line 101 and
the cooling line 11 passing through the motor 15 and the
electronic unit 16 are connected with the first connection
line 111 through operation of the first, fifth, and sixth
valves V1, V5, and V6.
[0187] Accordingly, coolant whose temperature is in-
creased due to a waste heat that is generated in the motor
15 and the electronic unit 16 and a waste heat and that
is generated in the battery module B is injected into the
first connection line 111 through operation of the first and
second water pumps 14 and 103 to pass through the
chiller 110.
[0188] Here, the defrosting line 43 stops injection of a
refrigerant into the external condenser 35 in which frost
occurs and injects the refrigerant into the chiller 110
through the bypass line 115 and the second connection
line 113, thereby defrosting while preventing frost in-
crease in the external condenser 35.
[0189] In this case, operation of the first and second
expansion valves 37 and 45 is stopped.
[0190] Therefore, a refrigerant that passes through the
orifice 39 is injected into the bypass line 115 that is
opened through operation of the second valve V2 without
passing through the external condenser 35. Thereafter,
a refrigerant is injected into the chiller 110 through the
second connection line 113 and exchanges a heat with
coolant whose temperature is increased in the chiller 110.
[0191] That is, a waste heat that is generated in the
motor 15, the electronic unit 16, and the battery module
B increases a temperature of the refrigerant in the chiller
110.
[0192] A refrigerant whose temperature is increased
is injected into the compressor 31 by passing through
the accumulator 33 is compressed to a state of a high
temperature and a high pressure by the compressor 31
and is injected into the internal condenser 23.
[0193] The refrigerant line 21 that connects the first
expansion valve 37 and the evaporator 27 is closed
through operation of the second valve V2.
[0194] In such a state, the opening and closing door
29 is opened such that external air that is injected into
the HVAC module 22 and that passes through the evap-
orator 27 passes through the internal condenser 23.
[0195] Accordingly, when external air that is injected
from the outside passes through the evaporator 27 in
which a refrigerant is not supplied, the external air is in-
jected in a room temperature state that is not cooled. The
injected external air is converted to a high temperature
state while passing through the internal condenser 23
and is injected into a vehicle interior while passing
through the selectively operating internal heater 25,
thereby heating the vehicle interior.
[0196] Thereafter, the refrigerant is expanded while
passing through the orifice 39 and is circulated while be-
ing again injected into the defrosting line 43.
[0197] In this case, the orifice 39 may operate as an
expansion valve.
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[0198] The heater 105 is selectively operated, as need-
ed to heat coolant that is circulated in the battery cooling
line 101. Accordingly, a temperature of a refrigerant pass-
ing through the chiller 110 quickly increases.
[0199] That is, the heat pump system 100 according
to the present exemplary embodiment uses a waste heat
occurring in the motor 15, the electronic unit 16, and the
battery module B in a heating and defrosting mode of the
vehicle in order to increase a temperature of a refrigerant,
thereby reducing power consumption of the compressor
31 and improving heating efficiency.
[0200] Further, when frost occurs in the external con-
denser 35, by blocking inflow of a refrigerant through the
defrosting line 43, the external condenser 35 may be
more quickly defrosted.
[0201] In the present exemplary embodiment, in a
heating mode of the vehicle, a waste heat of the motor
15, the electronic unit 16, and the battery module B is
entirely recovered, but the present invention is not limited
thereto and in a heating mode, a waste heat that is gen-
erated in the motor 15 and the electronic unit 16 and a
waste heat that is generated in the battery module B may
be selectively recovered.
[0202] Therefore, when applying a heat pump system
100 for a vehicle according to an exemplary embodiment
of the present invention having the foregoing configura-
tion, in an electric vehicle or a hybrid vehicle, by warming
up or cooling a battery module B according to a vehicle
mode using one chiller 110 in which a heat of a refrigerant
and coolant is exchanged, the system can be simplified.
[0203] Further, as the battery module B is efficiently
warmed up and cooled to correspond to a vehicle mode,
an optimal performance of the battery module B can be
exhibited, and an entire travel distance of the vehicle can
increase through efficient management of the battery
module B.
[0204] Further, by selectively using a waste heat of the
motor 15, the electronic unit 16, and the battery module
B, heating efficiency can be improved.
[0205] Further, through simplification of an entire sys-
tem, a production cost can be reduced, a weight can be
reduced, and space use can be improved.
[0206] For convenience in explanation and accurate
definition in the appended claims, the terms "upper",
"lower", "inner", "outer", "up", "down", "upper", "lower",
"upwards", "downwards", "front", "rear", "back", "inside",
"outside", "inwardly", "outwardly", "interior", "exterior",
"inner", "outer", "forwards", and "backwards" are used to
describe features of the exemplary embodiments with
reference to the positions of such features as displayed
in the figures.The foregoing descriptions of specific ex-
emplary embodiments of the present invention have
been presented for purposes of illustration and descrip-
tion. They are not intended to be exhaustive or to limit
the invention to the precise forms disclosed, and obvi-
ously many modifications and variations are possible in
light of the above teachings. The exemplary embodi-
ments were chosen and described in order to explain

certain principles of the invention and their practical ap-
plication, to thereby enable others skilled in the art to
make and utilize various exemplary embodiments of the
present invention, as well as various alternatives and
modifications thereof. It is intended that the scope of the
invention be defined by the Claims appended hereto and
their equivalents.

Claims

1. A heat pump system for a vehicle, the heat pump
system comprising:

a battery cooling line that is connected with a
battery module and in which coolant moves;
a chiller that is connected with the battery cool-
ing line through a first connection line to adjust
a temperature of coolant by selectively exchang-
ing a heat of a refrigerant and coolant that are
injected therein and that is connected with a re-
frigerant line of an air-conditioner device through
a second connection line;
a cooler comprising a radiator and a first water
pump that are connected through a cooling line
to circulate coolant for cooling a motor and an
electronic unit and that is selectively connecta-
ble with the battery cooling line and the first con-
nection line through a first valve; and
a bypass line that selectively connects the sec-
ond connection line and the refrigerant line
through a second valve that is provided in the
refrigerant line.

2. The heat pump system of claim 1, wherein the air-
conditioner device comprises:

a Heating, Ventilation, and Air Conditioning
(HVAC) module that is connected through the
refrigerant line and that has therein an opening
and closing door that adjusts to selectively inject
external air that passes through an evaporator
into an internal condenser according to an air-
conditioning, heating, and heating/dehumidifi-
cation modes of the vehicle;
a compressor that is connected through the re-
frigerant line between the evaporator and the
internal condenser;
an accumulator that is provided in the refrigerant
line between the compressor and the evapora-
tor;
an external condenser that is connected with the
internal condenser through the refrigerant line
and that is disposed at the front side of the ve-
hicle;
a first expansion valve that is provided at the
refrigerant line that connects the external con-
denser and the evaporator;
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a dehumidification line having a first end that is
connected with the refrigerant line between the
internal condenser and the external condenser
and having a second end that is connected with
the refrigerant line between the evaporator and
the first expansion valve and having a third
valve;
a defrosting line that is connected with the re-
frigerant line between the external condenser
and the first expansion valve through a fourth
valve that is provided at the refrigerant line be-
tween the internal condenser and the external
condenser; and
a second expansion valve that is provided at the
second connection line.

3. The heat pump system of claim 2, wherein the battery
cooling line comprises:

a fifth valve that connects the battery cooling line
and the cooling line that connects the motor and
the electronic unit between the radiator and the
chiller; and
a sixth valve that connects the battery cooling
line and the cooling line that connect the motor
and the electronic unit between the battery mod-
ule and the radiator.

4. The heat pump system of claim 2 or 3, wherein the
bypass line, the dehumidification line, and the de-
frosting line are closed through operation of the sec-
ond, third, and fourth valves, and
the chiller is coupled in parallel to the evaporator and
the external condenser,
when cooling the battery module in an air-condition-
ing mode of the vehicle.

5. The heat pump system of claim 2 or 3, wherein the
bypass line, the dehumidification line, and the de-
frosting line are closed through operation of the sec-
ond, third, and fourth valves, and
operation of the first expansion valve is stopped, and
the second expansion valve is operated,
upon cooling the battery module using a refrigerant
when an air-conditioning mode of the vehicle is not
operated.

6. The heat pump system of any one of claims 2 to 5,
wherein the first and second connection lines and
the bypass line are opened through operation of the
first valve and the second valve,
the dehumidification line and the defrosting line are
closed through operation of the third valve and the
fourth valve, and
operation of the first and second expansion valves
is stopped,
when recovering a waste heat of the battery module,
the motor, and the electronic unit in a heating mode

of the vehicle.

7. The heat pump system of any one of claims 3 to 6,
wherein the cooling line that connects the motor and
the electronic unit is selectively connectable with the
first connection line through operation of the first,
fifth, and sixth valves.

8. The heat pump system of any one of claims 3 to 5,
wherein the first connection line and the bypass line
are opened through operation of the first and second
valves,
the battery cooling line and the cooling line that con-
nects the motor and the electronic unit are connected
with the first connection line through operation of the
first, fifth, and sixth valves,
the dehumidification line is opened through opera-
tion of the third valve, and the defrosting line is closed
through operation of the fourth valve,
operation of the first and second expansion valves
is stopped,
when recovering a waste heat of the motor and the
electronic unit in a heating and dehumidification
mode of the vehicle.

9. The heat pump system of any one of claims 3 to 5,
wherein the first connection line, the bypass line, and
the defrosting line are opened through operation of
the first, second, and third valves,
the refrigerant line and the dehumidification line that
are connected with the external condenser are
closed through operation of the third and fourth
valves,
the battery cooling line and the cooling line that con-
nects the motor and the electronic unit are connected
with the first connection line through operation of the
first, fifth, and sixth valves, and
operation of the first and second expansion valves
is stopped,
when recovering a waste heat of the battery module,
the motor, and the electronic unit in a heating and
defrosting mode of the vehicle.

10. The heat pump system of any one of claims 2 to 9,
wherein the second expansion valve is operated
when cooling the battery module using an air-condi-
tioning mode of the vehicle or a refrigerant, expands
a refrigerant that is injected through the second con-
nection line, and injects the refrigerant into the chiller.

11. The heat pump system of any one of claims 2 to 10,
wherein an orifice is provided in the refrigerant line
between the internal condenser and the fourth valve.

12. The heat pump system of claim 11, wherein the or-
ifice selectively opens and closes the refrigerant line
or selectively expands a refrigerant passing through
the refrigerant line.
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13. The heat pump system of claim 11 or 12, wherein
the dehumidification line is connected with the refrig-
erant line between the fourth valve and the orifice.

14. The heat pump system of any one of claims 2 to 13,
wherein the dehumidification line is opened through
operation of the third valve in a heating and dehu-
midification mode of the vehicle.

15. The heat pump system of any one of claims 1 to 14,
wherein a seventh valve is provided in the first con-
nection line between the first valve and the chiller,
and
a heater is provided in the battery cooling line be-
tween the battery module and the chiller,
wherein preferably the heater is turned on upon
warming up the battery module to heat coolant cir-
culating in the battery cooling line and to inject the
coolant into the battery module, or
wherein the heater is selectively turned on in a heat-
ing mode of the vehicle or a heating and defrosting
mode of the vehicle to heat coolant circulating in the
battery cooling line.
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