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Description

FIELD

[0001] The present invention relates to surgical instru-
ments and, in various arrangements, to surgical cutting
and fastening instruments that are designed to cut and
fasten tissue, fastener cartridges therefor, and surgical
fasteners that are designed for use therewith.
[0002] [0001a] US2010191262 (A1) relates to a surgi-
cal fastener having a base, and two legs extending away
from the base. The legs have distal end segments. The
fastener has a first shape wherein the distal end seg-
ments bend towards each other in so that they are adja-
cent and form the fastener into a first loop.
[0003] [0001b] US7267682 (B1) relates to an anasto-
mosis staple has a base from which multiple deformable
tines extend.
[0004] [0001c] EP2444008 (A2) relates to a staple
(1350) having a crown (1302), a deformable leg (1344)
extending from the crown, and a spring (1352) extending
from the crown configured to compress tissue between
the spring and the deformable member.
[0005] [0001d] US7438209 (B1) relates to an anvil of
a surgical stapler including releasable pocket elements
that can capture ends of fired staples. The invention is
defined in claim 1. Further embodiments of the invention
are defined in the dependent claims.

BACKGROUND

[0006] Surgical staplers are often used to deploy sta-
ples into soft tissue to reduce or eliminate bleeding from
the soft tissue, especially as the tissue is being transect-
ed, for example. Surgical staplers, such as an endocutter,
for example, can comprise an end effector which can be
moved, or articulated, with respect to an elongated shaft
assembly. End effectors are often configured to secure
soft tissue between first and second jaw members where
the first jaw member often includes a staple cartridge
which is configured to removably store staples therein
and the second jaw member often includes an anvil. Such
surgical staplers can include a closing system for pivoting
the anvil relative to the staple cartridge.
[0007] Surgical staplers, as outlined above, can be
configured to pivot the anvil of the end effector relative
to the staple cartridge in order to capture soft tissue ther-
ebetween. In various circumstances, the anvil can be
configured to apply a clamping force to the soft tissue in
order to hold the soft tissue tightly between the anvil and
the staple cartridge. If a surgeon is unsatisfied with the
position of the end effector, however, the surgeon must
typically activate a release mechanism on the surgical
stapler to pivot the anvil into an open position and then
reposition the end effector. Thereafter, staples are typi-
cally deployed from the staple cartridge by a sled which
traverses a channel in the staple cartridge and causes
the staples to be deformed against the anvil and secures

layers of the soft tissue together. The sled can engage
drivers positioned between the staples and the sled to
deploy the staples from the staple cartridge. Often, as
known in the art, the staples are deployed in several sta-
ple lines, or rows, in order to more reliably secure the
layers of tissue together. Staples are typically deformed
to a "B-form" by the anvil of the end effector. The end
effector may also include a cutting member, such as a
knife, for example, which is advanced between rows of
the staples to resect the soft tissue after the layers of the
soft tissue have been stapled together.
[0008] Such surgical staplers and end effectors may
be sized and configured to be inserted into a body cavity
through a trocar or other access opening. The end effec-
tor is typically coupled to an elongated shaft that is sized
to pass through the trocar or opening. The elongated
shaft assembly is often operably coupled to a handle that
supports control systems and/or triggers for controlling
the operation of the end effector. To facilitate proper lo-
cation and orientation of the end effector within the body,
many surgical instruments are configured to facilitate ar-
ticulation of the end effector relative to a portion of the
elongated shaft.
[0009] The foregoing discussion is intended only to il-
lustrate various aspects of the related art in the field of
the invention at the time, and should not be taken as a
disavowal of claim scope.

DESCRIPTION OF THE FIGURES

[0010] The features and advantages of this invention,
and the manner of attaining them, will become more ap-
parent and the invention itself will be better understood
by reference to the following description of embodiments
of the invention taken in conjunction with the accompa-
nying drawings, wherein:

FIG. 1 is a perspective view of a surgical instrument
according to various embodiments of the present dis-
closure;
FIG. 2 is an exploded perspective view of a handle
assembly of the surgical instrument of FIG. 1 accord-
ing to various embodiments of the present disclo-
sure;
FIG. 3 is an exploded perspective view of an end
effector of the surgical instrument of FIG. 1 according
to various embodiments of the present disclosure;
FIG. 4 is a perspective view of a staple cartridge of
the end effector of FIG. 3 according to various em-
bodiments of the present disclosure;
FIG. 5 is a cross-sectional perspective view of the
staple cartridge of FIG. 4 taken along the plane in-
dicated in FIG. 4 according to various embodiments
of the present disclosure;
FIG. 6 is a perspective view of the staple depicted
in the staple cartridge of FIG. 4 according to various
embodiments of the present disclosure;
FIG. 7 is a front elevation view of the staple of FIG. 6;
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FIG. 8 is a rear elevation view of the staple of FIG. 6;
FIG. 9 is a top plan view of the staple of FIG. 6;
FIG. 10 is a bottom plan view of the staple of FIG. 6;
FIG. 11 is a right elevation view of the staple of FIG. 6;
FIG. 12 is a left elevation view of the staple of FIG. 6;
FIG. 13 is a perspective view of the staple of FIG. 6;
FIG. 14 is an elevation view of the staple of FIG. 6
and a sled of the end effector of FIG. 3, depicting a
leading surface of the sled contacting an initial drive
surface of the staple, according to various embodi-
ments of the present disclosure;
FIG. 15 is a perspective view of the staple and the
sled of FIG. 14, depicting the leading surface of the
sled contacting the initial drive surface of the staple;
FIG. 16 is an elevation view of the staple and the
sled of FIG. 14, depicting a trailing surface of the
sled contacting a secondary drive surface of the sta-
ple, according to various embodiments of the present
disclosure;
FIG. 17 is a perspective view of the staple and the
sled of FIG. 14, depicting the trailing surface of the
sled contacting the secondary drive surface of the
staple;
FIGS. 18-21 are cross-sectional elevation views of
the end effector of FIG. 3, depicting a firing progres-
sion of staples from the staple cartridge, according
to various embodiments of the present disclosure;
FIG. 22 is a cross-sectional elevation view of the
staple cartridge and the sleds of FIG. 3, depicting
the staples in unfired positions, according to various
embodiments of the present disclosure;
FIG. 23 is a cross-sectional perspective view of the
cartridge and the sleds of FIG. 22, depicting the sta-
ples in the unfired positions depicted in FIG. 22;
FIG. 24 is a cross-sectional elevation view of the
cartridge and the sleds of FIG. 22, depicting a prox-
imal pair of staples in partially fired positions and the
remaining staples in unfired positions, according to
various embodiments of the present disclosure;
FIG. 25 is a cross-sectional perspective view of the
cartridge and the sleds of FIG. 22, depicting the prox-
imal pair of staples in the partially fired positions de-
picted in FIG. 24 and the remaining staples in the
unfired positions depicted in FIG. 24;
FIG. 26 is a cross-sectional elevation view of the
cartridge and the sleds of FIG. 22, depicting multiple
pairs of staples in partially fired positions and the
proximal pair of staples in partially deformed config-
urations, according to various embodiments of the
present disclosure;
FIG. 27 is a cross-sectional perspective view of the
cartridge and the sleds of FIG. 22, depicting the mul-
tiple pairs of staples in the partially fired positions of
FIG. 26 and the proximal pair of staples in the par-
tially deformed configurations depicted in FIG. 26;
FIG. 28 is a cross-sectional elevation view of the
cartridge and the sleds of FIG. 22, depicting multiple
pairs of staples in further fired positions and the prox-

imal pair of staples in further deformed configura-
tions, according to various embodiments of the
present disclosure;
FIG. 29 is a cross-sectional perspective view of the
cartridge and the sleds of FIG. 22, depicting the mul-
tiple pairs of staples in the partially fired positions
depicted in FIG. 28 and the proximal pair of staples
in the partially deformed configurations depicted in
FIG. 28;
FIG. 30 is a cross-sectional elevation view of the
cartridge and the sleds of FIG. 22, depicting multiple
pairs of staples in partially fired positions and in par-
tially deformed configurations and the proximal pair
of staples in ejected positions and in fully deformed
configurations, according to various embodiments
of the present disclosure;
FIG. 31 is a cross-sectional perspective view of the
cartridge and the sleds of FIG. 22, depicting the mul-
tiple pairs of staples in the partially fired positions
and in the partially deformed configurations depicted
in FIG. 30 and the proximal pair of staples in the
ejected positions and in the fully deformed configu-
rations depicted in FIG. 30;
FIGS. 32A-32C illustrate a method for forming sta-
ples from a sheet of material according to various
embodiments of the present disclosure;
FIG. 33 is a perspective view of the staple formed
from the method depicted in FIGS. 32A-32C, accord-
ing to various embodiments of the present disclo-
sure;
FIG. 34 is a plan view of the staple of FIG. 33;
FIG. 35 is a front elevation view of the staple of FIG.
33;
FIG. 36 is a side elevation view of the staple of FIG.
33;
FIG. 37 is a perspective view of a staple according
to various embodiments of the present disclosure;
FIG. 38 is a plan view of the staple of FIG. 37;
FIG. 39 is a front elevation view of the staple of FIG.
37;
FIG. 40 is a side elevation view of the staple of FIG.
37;
FIG. 41 is a perspective view of a staple according
to various embodiments of the present disclosure;
FIG. 42 is a plan view of the staple of FIG. 41;
FIG. 43 is a front elevation view of the staple of FIG.
41;
FIG. 44 is a side elevation view of the staple of FIG.
41;
FIG. 45 is a perspective view of a staple cartridge
according to various embodiments of the present dis-
closure;
FIG. 46 is a cross-sectional perspective view of the
staple cartridge of FIG. 45 taken along the plane in-
dicated in FIG. 45;
FIG. 47 is a plan view of the staple cartridge of FIG.
45;
FIG. 48 is a perspective view of a staple according
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to various embodiments of the present disclosure;
FIG. 49 is a plan view of the staple of FIG. 48;
FIG. 50 is a front elevation view of the staple of FIG.
48;
FIG. 51 is a side elevation view of the staple of FIG.
48;
FIG. 52 is a perspective view of a staple according
to various embodiments of the present disclosure;
FIG. 53 is a plan view of the staple of FIG. 52;
FIG. 54 is a front elevation view of the staple of FIG.
52;
FIG. 55 is a side elevation view of the staple of FIG.
52;
FIG. 56 is a partial, cross-sectional elevation view of
the staple cartridge of FIG. 4, depicting a staple in a
partially-fired position in a staple cavity, according
to various embodiments of the present disclosure;
FIG. 57 is a partial plan view of the staple cartridge
of FIG. 56, depicting the staple in the partially-fired
position depicted in FIG. 56;
FIG. 58 is a partial, cross-sectional elevation view of
the staple cartridge of FIG. 56, depicting the staple
in the partially-fired position depicted in FIG. 56;
FIG. 59 is a partial, cross-sectional elevation view of
the staple cartridge of FIG. 56, depicting the staple
in another partially-fired position, according to vari-
ous embodiments of the present disclosure;
FIG. 60 is a partial, plan view of the staple cartridge
of FIG. 56, depicting the staple in the partially-fired
position depicted in FIG. 59;
FIG. 61 is a partial, cross-sectional elevation view of
the staple cartridge of FIG. 56, depicting the staple
in the partially-fired position depicted in FIG. 59;
FIG. 62 is a partial, cross-sectional elevation view of
the staple cartridge of FIG. 56, depicting the staple
in an ejected position and in a deformed configura-
tion, according to various embodiments of the
present disclosure;
FIG. 63 is a partial plan view of the staple cartridge
of FIG. 56, depicting the staple in the ejected position
and in the deformed configuration depicted in FIG.
62;
FIG. 64 is a partial, cross-sectional elevation view of
the staple cartridge of FIG. 56, depicting the staple
in the ejected position and the deformed configura-
tion depicted in FIG. 62;
FIG. 65 is an exploded perspective view of an end
effector comprising a plurality of fasteners and a fir-
ing actuator configured to eject the fasteners from
the end effector according to various embodiments
of the present disclosure;
FIG. 66 is a plan view of a first portion of the fastener
firing actuator of FIG. 65;
FIG. 67 is an elevational view of the first portion of
FIG. 66;
FIG. 68 is a plan view of a second portion of the
fastener firing actuator of FIG. 65;
FIG. 69 is an elevational view of the second portion

of FIG. 68;
FIG. 70 is a cross-sectional view of the end effector
of FIG. 65 illustrating the firing actuator in an unfired,
unextended condition;
FIG. 71 is a cross-sectional view of the end effector
of FIG. 65 illustrating the firing actuator in an extend-
ed condition;
FIG. 72 is a cross-sectional view of the end effector
of FIG. 65 illustrating the firing actuator in an extend-
ed, advanced condition;
FIG. 73 is a cross-sectional view of the end effector
of FIG. 65 illustrating an anvil of the end effector in
an open position and the firing actuator in an unfired,
unextended condition;
FIG. 74 is a cross-sectional view of the end effector
of FIG. 65 illustrating the anvil in a closed position
and the firing actuator in an unfired, unextended con-
dition;
FIG. 75 is a cross-sectional perspective view of the
end effector of FIG. 65 illustrated in the configuration
depicted in FIG. 73;
FIG. 76 is a cross-sectional view of the end effector
of FIG. 65 illustrated in the configuration depicted in
FIG. 74;
FIG. 77 is a cross-sectional view of the end effector
of FIG. 65 illustrating the firing actuator in an extend-
ed condition and, in addition, a knife member in an
unadvanced position;
FIG. 78 is a cross-sectional view of the end effector
of FIG. 65 illustrating the firing actuator in an ad-
vanced, extended condition and the knife member
in an advanced position;
FIG. 79 is a cross-sectional perspective view of the
end effector of FIG. 65 illustrated in the configuration
depicted in FIG. 78;
FIG. 80 is a partial cross-sectional plan view of the
end effector of FIG. 65 illustrated in a fully-fired con-
dition;
FIG. 81 is a cross-sectional elevational view of the
end effector of FIG. 65 illustrated in the configuration
depicted in FIG. 80;
FIG. 82 is a cross-sectional perspective view of the
end effector of FIG. 65 illustrated in the configuration
depicted in FIG. 80;
FIG. 83 is a cross-sectional elevational view of the
end effector of FIG. 65 illustrating the knife member
in a retracted position;
FIG. 84 is a cross-sectional perspective view of the
end effector of FIG. 65 illustrated in the configuration
depicted in FIG. 83;
FIG. 85 is a perspective view of the firing member
of the end effector of FIG. 65 illustrated in the unex-
tended configuration depicted in FIG. 74;
FIG. 86 is a perspective view of the firing member
of the end effector of FIG. 65 illustrated in the ex-
tended configuration depicted in FIG. 77;
FIG. 87 is a perspective view of the firing member
of the end effector of FIG. 65 illustrated in a config-
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uration just prior to the fully-fired configuration de-
picted in FIG.80;
FIG. 88 is a perspective view of the firing member
of the end effector of FIG. 65 illustrated in the fully-
fired configuration depicted in FIG. 80;
FIG. 89 is a cross-sectional view of an end effector
including a firing actuator configured to eject fasten-
ers from a fastener cartridge illustrating the firing ac-
tuator in an unfired position;
FIG. 90 is a cross-sectional view of the end effector
of FIG. 89 illustrating the firing actuator in a partially
fired position;
FIG. 91 is a plan view of a staple cartridge body of
the end effector of FIG. 89;
FIG. 92 is a perspective view of a firing actuator for
use with the cartridge body of FIG. 91;
FIG. 93 is a perspective view of the cartridge body
of FIG. 91; and
FIG. 94 is a cross-sectional view of the cartridge body
of FIG. 91 taken along line 94-94 in FIG. 93.

DETAILED DESCRIPTION

[0011] Exemplary embodiments will now be described.
It will be understood and it is intended that where certain
characteristics or attributes are described in connection
with one embodiment, those characteristics or attributes
may also be incorporated into any other embodiment de-
scribed with which they are compatible. Such modifica-
tions and variations are intended to be included within
the scope of the present invention and are hereby spe-
cifically disclosed.
[0012] As depicted in FIGS. 1-3, a surgical instrument
100 include a handle assembly 104, a shaft 114 extend-
ing from the handle assembly 104, and an end effector
120 extending from the shaft 114. Referring primarily to
FIG. 3, a staple cartridge 140 is loaded into an elongate
channel 122 of a first jaw 123 of the end effector 120.
The staple cartridge 140 is disposable and/or replacea-
ble, for example. Additionally or alternatively, the staple
cartridge 140 is integrated into the end effector 120, for
example, and/or the end effector 120 is disposable and/or
replaceable, for example. The surgical instrument 100 is
motor-driven. For example, referring primarily to FIG. 2,
a motor 106 is positioned in the handle assembly 104.
The handle assembly 104 of the surgical instrument 100
also include a trigger 108. Actuation of the trigger 108
affects closure of the jaws 123, 124 of the end effector
120, firing of staples 160 from the staple cartridge 140,
and/or translation of a firing bar 156 and cutting element
158 through the end effector 120, for example.
[0013] Referring primarily to FIG. 3, staples 160 are
ejectably positioned in the staple cartridge 140. For ex-
ample, at least one sled 190 translates through the staple
cartridge 140 to eject the staples 160 from the staple
cartridge 140. The firing bar 156 having the cutting ele-
ment or knife 158 also translate through the staple car-
tridge 140 to cut tissue captured between the end effector

jaws, 123, 124, for example. As depicted in FIG. 3, the
firing bar 156 and cutting element 158 move from a prox-
imal position in the first jaw 123 to a distal position in the
first jaw 123. Tissue positioned intermediate the staple
cartridge 140 and The anvil 124 is stapled by the staples
160, and then cut by the cutting element 158, for example.
Referring primarily to FIGS. 4 and 5, the staple cartridge
140 includes a cartridge body 142 and staple cavities
144 defined in the cartridge body 142. Staples, such as
staples 160, for example, are removably positioned in
the staple cavities 144. Each staple cavity 144 removably
stores a single staple 160. Each staple cavity 144 has a
proximal end 146 and a distal end 148, for example, and
longitudinal sidewalls 150 extend between the proximal
end 146 and the distal end 148 of each staple cavity 144.
As described in greater detail herein, the proximal ends
146, the distal ends 148, and/or the longitudinal sidewalls
150 of the staple cavity 144 guide and/or support the
staple 160 during deployment from the staple cavity 144.
[0014] Referring now to FIGS. 6-13, the staple 160 in-
clude a base 162, a first staple leg 164 extending from
the base 162, and a second staple leg 166 extending
from the base 162. The base 162 has a proximal portion
168 and a distal portion 170, for example, and an inter-
mediate portion 172 of the base 162 is positioned be-
tween the proximal portion 168 and the distal portion 170,
for example. As depicted in FIGS. 6-13, the first staple
leg 164 extend from the proximal portion 168 of the base
162, and the second staple leg 166 extend from the distal
portion 170 of the base 162. The staple legs 164, 166
include a tip 174, for example, which has a pointed or
substantially pointed end. The tip 174 facilitates piercing
into and/or through tissue, for example. The staple legs
164, 166 include corner edges 176, which are sharp, or
substantially sharp, for example, and also facilitate pierc-
ing into and/or through tissue, for example. As an alter-
native, the staple legs 164, 166 include rounded corner
edges.
[0015] Referring still to FIGS. 6-13, chamfers 184, 186
are positioned between the staple legs 164, 166 and the
base 162. For example, an upper chamfer 184 extend
between the staple legs 164, 166 and the base 162,
and/or a lower chamfer 186 extend between the staple
legs 164, 166 and the base 162. When tissue is captured
by the staple 160, the tissue is compressed between the
base 162 and the deformed staple legs 164, 166, and
the chamfers 184, 186 contact the compressed tissue.
The chamfers 184, 186 compress the captured tissue,
for example, and prevent the base 162 from unintention-
ally piercing and/or cutting the captured tissue, for exam-
ple.
[0016] The base 162 of the staple 160 is asymmetrical
relative to the staple legs 174, 176. For example, referring
primarily to FIG. 10, a first axis A is defined between the
first and second staple legs 174, 176, and the base 162
is asymmetrical relative to the first axis A. The base 162
is non-linear, for example, and include at least one lat-
erally contoured portion 178 that bends or curves away
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from the axis A. The base 162, or at least a portion of the
base 162, are defined by a second axis B. The contoured
portion 178 includes straight and/or curved regions, and
is generally non-parallel to the first axis A and the second
axis B, for example. For example, the contoured portion
178 bend or curve away from the first axis A, include a
straight or substantially straight portion, and bend or
curve toward the second axis B (FIG. 10).
[0017] Referring still to FIG. 10, the centre of mass
(COM) of the staple 160 is offset from the first axis A. A
portion of the base 162 extends along the second axis
B, for example, which is parallel or substantially parallel
to the first axis A. For example, the intermediate portion
172 of the base 162 is parallel or substantially parallel to
the first axis A. A contoured portion 178 is positioned
between the proximal portion 168 and the intermediate
portion 172, for example, and another contoured portion
178 is positioned between the distal portion 170 and the
intermediate portion 172, for example. The contoured
portions 178 laterally offset the intermediate portion 172
of the base 162 from the staple legs 164, 166 and from
the first axis A, for example. The staple legs 164, 166 are
positioned in a first plane defined by the first axis A, and
the intermediate portion 172 of the base 162 is positioned
in a second plane defined by the second axis B. The
second plane is parallel, or substantially parallel, to the
first plane, and the centre of mass (COM) of the staple
160 is positioned between the first plane and the second
plane. The staple 160 include a leg formation plane, e.g.,
the plane defined by the first axis A, which is offset from
the COM of the staple 160. For example, deformation of
the staple 160 form a modified "B-form", for example,
and the staple legs 164, 166 are non-coplanar and/or
laterally offset from the intermediate portion 172 of the
staple base 162. The modified "B-form" staple formation
engage, capture, compress, and/or affect a greater vol-
ume of tissue, for example. Additionally, the modified "B-
form" staple formation exerts forces on the engaged tis-
sue in different and/or divergent directions, for example.
Modified "B-form" define a tissue entrapment area ex-
tending in three different directions. For instance, a por-
tion of the tissue entrapment area is defined in two direc-
tions by the legs 164 and 166 and another portion of the
tissue entrapment area is defined in a third direction be-
tween the base 162 and the legs 164, 166.
[0018] The intermediate portion 172 of the staple base
162 includes a longitudinal guide surface 173. For exam-
ple, as described in greater detail herein, the longitudinal
guide surface 173 slide and/or move against a guide sur-
face 150 in the staple cavity 144 (FIGS. 4 and 5) as the
staple 160 is fired and/or ejected from the cartridge body
142 (FIGS. 4 and 5), for example. The longitudinal guide
surface 173 balance and/or stabilize the staple 160 dur-
ing deployment. Furthermore, the intermediate portion
172 of the staple base 162 includes a tissue-contacting
surface 175 (FIG. 9), which is flat or substantially flat, for
example. The tissue-contacting surface 175 of the base
162 form a flat surface for contacting captured tissue,

which provide a broad and/or smooth surface for applying
and/or distributing pressure on the captured and/or com-
pressed tissue. Tissue tearing and/or trauma within the
staple 160 is reduced and/or minimized, for example.
[0019] The base 162 of the staple 160 includes one of
more drive surfaces. For example, the base 162 includes
an initial drive surface 180 and a secondary drive surface
182. Referring still to FIGS. 6-13, the proximal portion
168 of the base 162 includes the initial drive surface 180,
for example, and/or the intermediate portion 172 of the
base 172 includes the secondary drive surface 182. For
example, the proximal portion 168 includes a nub having
the first drive surface 180. The nub of the first drive sur-
face 180 includes a rounded and/or sloped surface, for
example. The secondary drive surface 182 comprises a
ramp on the intermediate portion 172 of the base 162.
For example, the secondary drive surface 182 is posi-
tioned distal to the initial drive surface 180 and/or be-
tween the proximal portion 168 and the distal portion 170
of the base 162, for example. The secondary drive sur-
face 182 includes an inclined surface or plane, for exam-
ple, and slope downward in the direction of the distal
portion 170 (see FIGS. 7 and 8).
[0020] Referring primarily to FIGS. 7 and 8, a staple
midline M is defined intermediate the first staple leg 164
and the second staple leg 166. The staple midline M may
bisect the staple 160, and pass through the centre of
mass (COM) of the staple 160, for example. The second-
ary drive surface 182 extends across the midline M. For
example, the secondary drive surface 182 extend along
the intermediate portion 172 of the base 162, and cross
from a proximal side of the midline M to a distal side of
the midline M. During deployment of the staple 160 via
the sled 190, as described in greater detail herein, a ramp
192 of the sled 190 drive the staple 160 at and/or near
the midline M of the staple 160 during a portion of the
staple’s deployment. The distal end of the secondary
drive surface 182 also includes a staple overdrive 188,
which is described in greater detail herein. Referring pri-
marily to FIG. 7, the staple overdrive 188 includes the
lowest point of the intermediate portion 172 of the base
162 and is vertically aligned with the lowest point of the
proximal portion 168 and/or the distal portion 170 of the
base 162, for example. As an alternative, the staple over-
drive 188 is positioned vertically below or above the low-
est portion of the proximal portion 168 and/or the distal
portion 170 of the base 162.
[0021] The drive surfaces 180, 182 of the staple 160
are separate and distinct. For example, the drive surfaces
180, 182 are laterally and/or longitudinally offset, such
that the drive surfaces 180, 182 are unconnected and/or
nonadjacent. Each drive surface is discrete, for example.
The initial drive surface 180 overlap a first plane (see
axis A in FIG. 10), for example, and the secondary drive
surface 182 overlap a second plane (see axis B in FIG.
10), for example. The drive surfaces 180, 182 may be
parallel. For example, the initial drive surface 180 ex-
tends along the first axis A (FIG. 10), and the secondary
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drive surface 180 extend along the second axis B (FIG.
10). A lateral gap having a width x (FIGS. 10 and 11) is
defined between the initial drive surface 180 and the sec-
ondary drive surface 182, for example. A longitudinal gap
having a width y (FIG. 10) is defined between the initial
drive surface 180 and the secondary drive surface 182,
for example. The initial drive surface 180 is proximal to
the secondary drive surface 182, for example. Further-
more, a non-driven portion of the base, such as the lower
chamfer 186 of the contoured portion 178 between the
proximal portion 168 and the intermediate portion 172,
for example, separate the initial drive surface 180 and
the secondary drive surface 182, for example. The con-
toured portions 178 traverse between the first plane de-
fined by axis A and the second plane defined by axis B,
for example.
[0022] Referring still to FIGS. 6-13, at least one of the
drive surfaces 180, 182 of the staple 160 is integrally
formed with the staple 160. For example, the drive sur-
faces 180, 182 are defined in the base 162 of the staple
160. The staple 160 comprises a single, unitary piece,
for example, which integrally includes the drive surfaces
180, 182. The drive surfaces 180, 182 comprise a bound-
ary or perimeter surface of the single, unitary piece, for
example. The staple 160 is seamless, for example, and
many not include any adhered and/or overmoulded fea-
tures, for example. Furthermore, the base 162 and the
staple legs 164, 166 are a contiguous part, and the base
162 integrally define the drive surfaces 180, 182, for ex-
ample. as described in greater detail herein, the staple
160 is stamped or otherwise formed from a single piece
of material, for example, and remain a single piece of
material, for example. The drive surfaces 180, 182 com-
prise a surface or flat of the formed piece.
[0023] Referring now to FIGS. 14-17, the sled 190
drives the staples 160 from the cavities 144 in the car-
tridge body 142 (FIG. 3). The sled 190 directly contacts
the staples 160 and/or directly drives the staples 160.
For example, the sled 190 include a ramp or inclined
surface 192, which contact at least one drive surface 180,
182 of the staple 160. As the sled 190 translates relative
to the staple 160, the ramp 192 pushes the drive surfaces
180, 182 to lift the staples 160. The degree of incline of
the ramp 192 varies along the length thereof. For exam-
ple, the ramp 192 is designed to lift the staple 160 faster
and/or slower during at least part of the staple’s deploy-
ment. Moreover, the degree of incline of the ramp 192 is
designed and/or selected based on the degree of incline
of a staple drive surface 180, 182. For example, the ramp
192 define an incline that is greater than, less than, and/or
equal to the incline of the initial drive surface 180 and/or
the secondary drive surface 182. The relationship be-
tween the ramp 192 incline and the drive surface 180,
182 incline affects the speed of staple deployment, for
example.
[0024] Referring still to FIGS. 14-17, the sled 190 in-
clude at least one lateral portion 191a, 191b. For exam-
ple, the sled 190 includes a single lateral portion, a pair

of lateral portions, and/or more than two lateral portions.
Each lateral portion 191a, 191b correspond to a row of
staples 160 removably positioned in the cartridge body
142. As further depicted in FIGS. 14-17, the lateral por-
tions 191a, 191b are longitudinally staggered. For exam-
ple, the first lateral portion 191a lag behind or follow the
second lateral portion 191b by a length of distance L
(FIGS. 14 and 16). As an alternative, the lateral portions
191a, 191b are longitudinally aligned and/or the second
lateral portion 191b lag or follow the first lateral portion
191a, for example. Where the sled 190 comprises mul-
tiple lateral portions 191a, 191b, an intermediate portion
193 connect and/or bridge the lateral portions 191a,
191b, for example.
[0025] Referring primarily to FIGS. 14-17, the sled 190
transfer between the drive surfaces 180, 182 of the staple
160. Stated differently, the sled 190 exert a driving force
on the initial driving surface 180 of the staple 160, for
example, and then transition to exert a driving force on
the second, or secondary, driving surface 182 of the sta-
ple 160. The sled ramp 192 includes a leading surface
194 and a trailing surface 196. The leading surface 194
is adjacent to and/or connected to the trailing surface
196, for example, and the staple 160 smoothly transition
between the leading surface 194 and the trailing surface
196. For example, the leading surface 194 contact the
staple 160 and begin to lift the staple 160, and the trailing
surface 196 move into contact with the staple 160 and
continue to lift the staple 160. The trailing surface 196
smoothly lift the staple 160 out of and/or away from en-
gagement with the leading surface 194, for example.
[0026] Referring still to FIGS. 14-17, the leading sur-
face 194 is aligned with the initial drive surface 180 and
the trailing surface 196 is aligned with the secondary drive
surface 182, for example. In operation, the leading sur-
face 194 of the ramp 192 initially contact the staple 160.
For example, referring to FIGS. 14 and 15, as the sled
190 translates, the leading surface 194 contact the initial
drive surface 180 of the staple 160. The inclined leading
surface 194 exert a driving force on the initial drive sur-
face 180, which begin to the lift the base 162 of the staple
160. For example, the staple 160 is lifted a first distance
or height by the leading surface 194. As the sled 190
continues to translate, referring now to FIGS. 16 and 17,
the trailing surface 196 move into contacting engagement
with the secondary drive surface 182 of the staple 160,
for example. The inclined trailing surface 196 exert a driv-
ing force on the secondary drive surface 182, for exam-
ple, which continue to the lift the base 162 of the staple
160. For example, the staple 160 is lifted a second dis-
tance or height by the trailing surface 194.
[0027] The trailing surface 196 lift the initial drive sur-
face 180 away from and/or out of contact with the leading
surface 194 of the ramp 192, for example. For example,
the trailing surface 196 contact the secondary drive sur-
face 182 and immediately lift the staple 160 such that the
primary drive surface 180 is moved out of driving contact
with the leading surface 194. As an alternative, the lead-
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ing surface 194 drive the initial drive surface 180 and the
trailing surface 196 drive the secondary drive surface si-
multaneously for at least a portion of the staple’s deploy-
ment. As the sled 190 continues to translate, the trailing
surface 196 lift the base 162 out of the staple cavity 144
(FIGS. 4 and 5) and/or eject the staple 160 from the car-
tridge 140 (FIGS. 4 and 5). For example, the proximal
portion of the trailing surface 196 includes a sled over-
drive 198. The sled overdrive 198 extend out of the staple
cavity 144 and lift the staple overdrive 188, i.e., the lowest
portion of the intermediate portion 172 of the base 162
(see FIG. 7), out of the staple cavity 144.
[0028] Deployment of multiple staples 160 according
to an exemplary application of the present disclosure is
depicted in FIGS. 18-21. Multiple rows of staple cavities
144 are defined in the cartridge body 142. For example,
multiple rows of staple cavities 144 are defined on a first
side of the cartridge slot 143 (FIG. 3), and multiple rows
of staple cavities 144 are defined on a second side of the
cartridge slot 143. FIGS. 18-21 depict two rows of staples
160 positioned in two rows of staples cavities 144 in the
cartridge body 142. Referring still to FIGS. 18-21, the
staples 160a, 160c, and 160e are positioned in a more
inner row of staple cavities 144, for example, and the
staples 160b, 160d, and 160f are positioned in a more
outer row of staple cavities 144, for example. The first
inner staple 160a is positioned nearer to the cartridge
slot 143 than the first outer staple 160b. For example,
the first inner staple 160a is adjacent to the cartridge slot
143, and the first outer staple 160b is intermediate the
first inner staple 160a and the side of the cartridge body
142, for example. Additional rows of staples 160 are de-
fined in the cartridge body 142. For example, at least one
row of staples are positioned intermediate the first staple
160a and the cartridge slot 143, and/or at least one row
of staples 160 are positioned intermediate the first outer
staple 160b and the side of the cartridge body 142, for
example.
[0029] Referring primarily to FIG. 18, as the sled 190
moves distally, the second lateral portion 191b contact
the first inner staple 160a. The leading surface 194
(FIGS. 14-17) of the second lateral portion 191b begin
to lift the first inner staple 160a, for example. Referring
now to FIG. 19, as the sled 190 continues to move distally,
the trailing surface 196 (FIGS. 14-17) of the second lat-
eral portion 191b continue to lift the first inner staple 160a,
and move the first inner staple 160a into forming contact
with the anvil 152 of the end effector 120, for example.
Additionally, the leading surface 194 of the second lateral
portion 191b move into contact with the second inner
staple 160c, for example. The first lateral portion 191a
move into contact with the first outer staple 160b at the
same time that the second lateral portion 191b moves
into contact with the second inner staple 160c, for exam-
ple. The longitudinal lag or offset between the first lateral
portion 191a and the second lateral portion 191b corre-
spond to the longitudinal distance between the first outer
staple 160b and the second inner staple 160c. For ex-

ample, the first lateral portion 191a lag behind the second
lateral portion 191b a length L (FIGS. 14 and 16), and
the first outer staple 160b is longitudinally offset from the
second inner staple 160c by the length L. Deployment of
the first outer staple 160b and the second inner staple
160c are simultaneous and/or synchronized, for exam-
ple.
[0030] Referring now to FIG. 20, as the sled 190 con-
tinues to progress, the trailing surface 196 of the second
lateral portion 191b continue to lift the first inner staple
160a toward the anvil 152. The staple forming pockets
154 defined in the anvil 152 catch the staple legs 164,
166, and deform the first inner staple 160a. Furthermore,
the second lateral portion 191b continue to lift the second
inner staple 160c, and the first lateral portion 191a con-
tinue to lift the first outer staple 160b, for example. Re-
ferring now to FIG. 21, as the sled 190 continues to move
distally, the second lateral portion 191b eject the first in-
ner staple 160a from the staple cavity 144. The sled over-
drive 198 (FIGS. 14-17), lift the staple overdrive 188 to
clear the staple base 162 over the cartridge body 142,
for example. As the staple forming pockets 154 of the
anvil 124 continue to form the first inner staple 160a, the
second lateral portion 191b continue to lift the second
inner staple 160c, for example, and the first lateral portion
191a continue to lift the first outer staple 160b. Addition-
ally, the second lateral portion 191b move into contact
with the third inner staple 160e, for example, and the first
lateral portion 191a move into contact with the second
outer staple 160d, for example. Similar to the above, the
second outer staple 160d is longitudinally offset from the
third inner staple 160e by the length L (FIGS. 14 and 16).
[0031] As described herein, the staples 160 are se-
quentially fired from the cartridge 140. For example, as
the sled 190 moves distally, the sled 190 sequentially fire
staples 160 from a proximal portion of the cartridge body
142 toward a distal portion of the cartridge body 142. As
described herein, the sled 190 fire a first, more proximal,
inner staple 160a before firing a second, more distal, in-
ner staple 160c. As an alternative, the sled 190 translates
proximally to fire staples 160 from a staple cartridge. The
sled 190 sequentially fire staples 160 from a distal portion
of the staple cartridge 140 toward a proximal portion of
the staple cartridge 140. Moreover, firing of the staples
160 from the staple cartridge 140 is paced or synchro-
nized. For example, the first outer staple 160b and the
second inner staple 160c are fired simultaneously, and/or
the second outer staple 160d and the third inner staple
160e are fired simultaneously, for example. For example,
the longitudinal offset between the first lateral portion
191a of the sled 190 and the second lateral portion 191b
of the sled 190 corresponds to the longitudinal distance
between a staple 160 in a first row of staple cavities and
a staple 160 in a second, different row of staple cavities.
Deployment of the staples 160 is timed such that a staple
160 in the first row of staple cavities is fired at the same
time as a staple 160 in the second row of staple cavities.
The timing or pacing of staple deployment improves tis-

13 14 



EP 2 907 454 B1

9

5

10

15

20

25

30

35

40

45

50

55

sue positioning and/or placement during firing. For ex-
ample, sections of the tissue are held in position by the
end effector jaws 123, 124 (FIG. 3), and the sections are
stapled simultaneously. Alternatively however, the offset
between 191a and 191b may not be the same as the
offset between the staples in the staple rows.
[0032] Staple deployment is further illustrated in FIGS.
22-31. For example, the staples 160a, 160b, 160c, and
160d are positioned on both sides of the cartridge slot
140, and are ejectably positioned in staple cavities 144
defined in the cartridge body 142. Referring primarily to
FIGS. 22 and 23, the staples 160a, 160b, 160c, and 160d
are unfired, and the sleds 190 are positioned proximal to
the cartridge body 142. The sleds 190 are aligned with
the rows of staple cavities 144 in the cartridge body 142.
For example, a first sled 190 is aligned with the staples
160a, 160c in the first inner row of staple cavities 144
and with the staples 160b, 160d in the first outer row of
staple cavities 144, and a second sled 190 is aligned with
the staples 160a, 160c in the second inner row of staple
cavities 144 and with the staples 160b, 160d in the sec-
ond outer row of staple cavities 144. The first lateral por-
tions 191a of each sled 190 are aligned with the outer
staples 160b, 160d, and the second lateral portions 191b
of each sled 190 are aligned with the inner staples 160a,
160c, for example.
[0033] Referring primarily to FIGS. 24 and 25, the first
inner staples 160a are moved or lifted to partially fired
positions relative to the cartridge body 142. For example,
the second lateral portions 191b of each sled 190 move
into engagement with the first inner staples 160a. The
leading surfaces 194 of the second lateral portions 191b
lift the first inner staples 160a a first distance. Subse-
quently, the trailing surfaces 196 move into engagement
with the first inner staples 160a to further lift the first inner
staples 160a. Distal translation of the sleds 190 is coor-
dinated, and the first inner staples 160a on each side of
the slot 143 are fired simultaneously, for example. As the
first inner staples 160a are lifted, a portion of each staple
160a slide or move against a longitudinal guide surface
150 of the staple cavity 144, and the longitudinal guide
surface 150 support and/or balance the torque generated
by the sled 190, as described in greater detail herein.
[0034] Referring now to FIGS. 26 and 27, as the sleds
190 continue to translate relative to the cartridge 140,
the sleds 190 move into engagement with the first outer
staples 160b and the second inner staples 160c. The
sleds 190 contact the first outer staples 160b and the
second inner staples 160c simultaneously. For example,
the first lateral portions 191a of sleds 190 contact the first
outer staples 160b as the second lateral portions 191b
of the sleds 190 contact the second inner staples 160c,
for example. Referring primarily to FIG. 27, the leading
surfaces 194 of the first lateral portions 191a and the
second lateral portions 191b of the sleds 190 engage the
initial drive surfaces 180 of the staples 160b, 160c, and
lift the staples 160b, 160c relative to the cartridge body
142. Additionally, the trailing surfaces 196 of the second

lateral portions 191b of the sleds 190 continue to lift the
first inner staples 160a, for example. As the first inner
staples 160a continue to move out of the staple cavities
144, an anvil 152 (FIGS. 18-21) begin to deform the first
inner staples 160a. For example, staple forming pockets
154 (FIGS. 18-21) catch, turn and/or bend the legs 164,
166 of the first inner staples 160a. As described herein,
the anvil 152 deforms the staples 160a into modified "B-
forms", for example.
[0035] Referring now to FIGS. 28 and 29, as the sleds
190 continue to translate relative to the staple cartridge
140, the second lateral portions 191b of the sleds 190
continue to lift the first inner staples 160a, for example,
and the anvil 152 (FIGS. 18-21) continues to deform the
first inner staples 160a, for example. The sleds 190 also
continue to lift the first outer staples 160b and the second
inner staples 160c. For example, the trailing surfaces 196
of the sleds 190 move into engagement with the second-
ary drive surfaces 182 of the first outer staples 160b and
the second inner staples 160c, and lift the staple bases
162 upward, for example, such that the staples legs 164,
166 continue to move out of the cartridge body 142.
[0036] Referring now to FIGS. 30 and 31, as the sleds
190 continue to translate relative to the cartridge 140,
the second lateral portions 191b of the sleds 190 continue
to simultaneously lift the first inner staples 160a. For ex-
ample, the sled overdrives 198 (FIGS. 16 and 17), lift the
first inner staples 160a entirely out of the cartridge body
142, such that the first inner staples 160a are entirely
ejected from the staple cartridge 140. The anvil 152
(FIGS. 18-21) continues to deform the first inner staples
160a, for example, and the first inner staples 160a are
fully deformed when lifted entirely out of the cartridge
body 142. Additionally, the trailing surfaces 196 of the
sleds 190 also continue to simultaneously lift the first out-
er staples 160b and the second inner staples 160c. For
example, the trailing surfaces 196 of the first lateral por-
tions 191a lift or drive the first outer staples 160b, and
the trailing surfaces 196 of the second lateral portions
191b lift or drive the second inner staples 160c, for ex-
ample. Moreover, as the first outer staples 160b and the
second inner staples 160c continue to move out of the
staple cavities 144, the anvil 152 (FIGS. 18-21) begin to
deform the first outer staples 160b and the second inner
staples 160c. For example, staple forming pockets 154
(FIGS. 18-21) catch, turn and/or bend the legs 164, 166
of the first outer staples 160b and the second inner sta-
ples 160c. The sleds 190 continue to translate relative
to the cartridge body 142, and the first and second lateral
portions 191a, 191b of the sleds 190 continue to pace
and/or time the deployment of the staples 160 from ad-
jacent and/or neighbouring staple rows. The sleds 190
sequentially fire staples 160 from the proximal portion of
the staple cartridge 140 to the distal portion of the staple
cartridge 140. As an alternative, the sleds 190 move prox-
imally, and fire staples 160 from the distal portion of the
staple cartridge 140 toward a proximal portion of the sta-
ple cartridge 140, for example. Moreover, the spacing
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between the staples and the lateral sled portions affects
non-synchronized deployment of the staples, for exam-
ple.
[0037] Referring now to FIGS. 56-64, the staple cavity
144 guides the staple 160 as the sled 190 moves the
staple 160 through a firing progression. For example, the
leading surface 194 of the sled 190 contact the initial
drive surface 180 of the staple 160, and exert a driving
force D1 (FIG. 58) on the staple 160 via the initial drive
surface 180 (FIGS. 56-58). The leading surface 194 lift
the staple 160 upward along a plane defined by axis E
(FIG. 57) and axis F (FIG. 58). As indicated in FIGS. 57
and 58, the staple’s centre of mass (COM) is offset from
the axes E and F and, the driving force D1 (FIG. 58) ex-
erted on the initial drive surface 180 in the plane defined
by axes E and F generate a torque T1T (FIG. 58). As
described in greater detail herein, the staple cavity 144
includes a longitudinal sidewall 150 between the proximal
end 146 and the distal end 148 of the staple cavity 144.
The staple cavity 144 includes a first sidewall 150a and
a second sidewall 150b. Moreover, as described herein,
the sidewalls 150a, 150b resist torsion of the staple 160
during firing. For example, when the leading surface 194
of the sled 190 drives the initial drive surface 180 of the
staple 160 along the plane defined by axes E and F, the
second sidewall 150b resist the counterclockwise torque
T1T (FIG. 58) corresponding to the driving force D1 gen-
erated by the sled 190. As the staple 160 is lifted a first
distance by the leading surface 194 of the sled 190, the
second sidewall 150b guide and support the intermediate
portion 172 of the staple base 162. For example, the flat
surface 173 of the intermediate portion 172 of the staple
base 162 slide along and/or move against the second
sidewall 150b.
[0038] Referring now to FIGS. 59-61, when the sled
190 transitions between the initial drive surface 180 and
the secondary drive surface 182, as described herein,
the trailing surface 196 of the sled 190 exert a driving
force D2(FIG. 61) on the staple 160 via the secondary
drive surface 182. The trailing surface 196 of the sled
190 lift the base 162 of the staple 160 upward along a
plane defined by axis I (FIG. 60) and axis J (FIG. 61). As
indicated in FIGS. 60 and 61, the staple’s centre of mass
(COM) is offset from the plane defined by axes I and J
and, the driving force D2 (FIG. 61) exerted on the sec-
ondary drive surface 182 by the trailing surface 196 of
the sled 190 generate a torque T2T (FIG. 61). Upon com-
paring FIGS. 58 and 61, it can be seen that the driving
force D1 is applied to the staple 160 on a first side of the
COM and the driving force D2 is applied on the opposite
side of the COM. The torque T1T is in a first direction,
and the torque T2T is in second direction, and the second
direction is opposite to the first direction, for example.
When the trailing surface 196 drives the secondary drive
surface 182 of the staple 160 along the plane defined by
axes I and J, the first sidewall 150a resist the clockwise
torque T2T (FIG. 61). As the staple 160 is lifted the second
distance by the trailing surface 194, the first sidewall 150a

guide and support the proximal and distal ends 168, 170
of the staple base 162. For example, the proximal and
distal ends 168, 170 of the base 162 slide along and/or
move against the first sidewall 150a.
[0039] The reader will appreciate that various staples
and/or features thereof, which are described herein with
respect to the staple’s COM, are similarly applicable to
the staple’s centre of geometry. A staple, such as staple
160, for example, comprises a single material and/or has
a uniform composition. The COM of the staple corre-
sponds to the centre of geometry of the staple. Alterna-
tively, a staple comprises multiple materials and/or a non-
uniform composition. For example, the staple is formed
from multiple pieces and/or materials that have been
welded and/or otherwise joined together. Multiple sheets
of at least two different materials are welded together,
for example, and the staple is cut from a portion of the
welded sheet comprising more than one material. Alter-
natively, multiple sheets of at least two different materials
are layered, rolled and/or sealed together, for example,
and the staple is cut from a portion of the sheet comprising
more than one material. The COM of the staple is offset
from the centre of geometry of the staple. For example,
the COM of the staple is laterally and/or longitudinally
offset from the staple’s centre of geometry.
[0040] As depicted in FIGS. 58 and 61, the sled 190
exerts a vertical driving force D1, D2 on the staple 160
during deployment. The reader will appreciate that a driv-
ing force generated by the sled 190 also comprises a
horizontal component. The proximal and/or distal ends
146, 148 of the staple cavity 144 guide and support the
staple legs 164, 166, as the staple 160 is lifted by the
sled 190. The proximal and/or distal ends 146, 148 of the
staple cavity 144 balance the torque generated by the
horizontal component of the driving force. For example,
as the sled 190 moves distally, the distal end 148 of the
staple cavity 144 resist rotation and/or torqueing of the
staple 160 during deployment. Referring now to FIGS.
62-64, the trailing surface 196 continues to lift the staple
160 out of the staple cavity 144. For example, the sled
overdrive 198 contacts the staple overdrive 188 to lift the
base 162 of the staple 160 out of the cartridge body 140.
[0041] Referring now to FIGS. 45-47, a staple car-
tridge, such as a staple cartridge 240, for example, are
loaded into the elongate channel 122 of the end effector
120 (FIG 3). Staples, such as staples 160, for example,
are ejectably positioned in the staple cartridge 240. For
example, sleds 190 (FIGS. 14-17) translate through the
staple cartridge 240 to eject the staples 160 therefrom.
The staple cartridge 240 includes a cartridge body 242
and cavities 244 defined in the cartridge body 242. Sta-
ples 160 are removably positioned in the staple cavities
244, for example. For example, each staple cavity 244
removably stores a single staple 160. Moreover, each
staple cavity 244 has a proximal end 246 and a distal
end 248, for example, and longitudinal sidewalls 250 ex-
tend between the proximal end 246 and the distal end
248 of each staple cavity 244. Similar to the cavities 144
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described herein, the proximal ends 246, distal ends 248,
and/or longitudinal sidewalls 250 guide and/or support
the staples 160 during firing. For example, the longitudi-
nal sidewalls 250 counterbalance the torque exerted on
the staple 160 by the translating sled 190. The cavities
244 also include diagonal guide surfaces 251 between
the sidewalls 250. For example, a proximal diagonal
guide surface 251a extends between the proximal end
246 of the cavity 244 and a sidewall 250 of the cavity
244. Additionally or alternatively, a distal diagonal guide
surface 251b extends between the distal end 248 of the
cavity 244 and a sidewall 250 of the cavity 244. The di-
agonal guide surfaces 251a, 251b guide and/or support
the contoured portions 178 (FIGS. 6-13) of the staple
160, for example, as the staple 160 is lifted within the
staple cavity 244. For example, a portion of the contoured
portion 178 slide along and/or move against the diagonal
guide surfaces 251a, 251b. In such an arrangement, the
diagonal guide surfaces 251a, 251b balance the torque
exerted on the staple 160, for example.
[0042] Referring now to FIGS. 32A-32C, staples, such
as the staples 160, for example, are cut, formed and/or
stamped from a sheet of material, such as a sheet of
material 130, for example. The sheet of material 130 is
metallic, for example, and comprises stainless steel
and/or titanium, for example. The sheet of material 130
is substantially flat and/or smooth. Moreover, the sheet
of material 130 is bent, folded, contoured and/or crimped
at various regions, such as a first region 134 and a second
region 136, for example. The sheet of material 130 is
bent using a punch and/or stamp, for example. Flat or
substantially flat portions 135a, 135b, and 135c of the
sheet of material 130 is positioned intermediate the re-
gions 134, 136, for example. The first region 134 is in-
termediate the flat portions 135a and 135b, for example,
and the second region 136 is intermediate the flat por-
tions 135b and 135c, for example. The flat portions 135a
and 135c are coplanar, for example, and/or the flat por-
tion 135b is parallel and/or substantially parallel to the
flat portions 135a and/or 135c, for example. Referring
primarily to FIG. 32A, multiple flat sheets 130a, 130b,
130c, 130d, 130e, 130f are stacked, and then bent at the
regions 134 and 136 simultaneously. As an alternative,
the sheets 130a, 130b, 130c, 130d, 130e, 130f are indi-
vidually bent, for example, and then stacked.
[0043] The staples 160 are cut, formed and/or stamped
from the bent sheets 130. For example, referring primarily
to FIG. 32B, a staple outline 132 is traced, etched, and/or
cut into the bent sheets 130. The staple outline 132 is
machined and/or laser cut into the bent sheets 130, for
example. An electron discharge machining (EDM) wire
138 is used to cut the staple outline 132. Furthermore,
multiple stacked sheets 130 are cut simultaneously. Re-
ferring primarily to FIG. 32C, the staple outline 132 form
the boundary or perimeter of the staple 160. For example,
the staple outline 132 form the staple 160 (FIGS. 6-13
and 33-36), and/or form a staple having various similar
features to the staple 160, for example. Multiple staple

outlines 132 are cut into the sheet of material 130, and
multiple staples 160 are formed from a single sheet of
material 130. As illustrated in FIGS. 32B and 32C, the
EDM wire 138 pass through more than one sheet of ma-
terial 130 at a time to cut more than one staple 160 at a
time. While six sheets 130 are being simultaneously cut
by the EDM wire 138, any suitable number of sheets 130
is cut at the same time. For instance, a wire 138 cut less
than six sheets 130 at the same time or more than six
sheets 130 at the same time.
[0044] For example, referring to FIGS. 32C and 33-36,
the staple outline 132 form the base 162 and/or the staple
legs 164, 166, for example. Furthermore, the staple out-
line 132 includes at least one integrally-formed staple
drive surface. For example, the staple outline 132 in-
cludes the initial drive surface 180 and/or the secondary
drive surface 182. In other words, the initial drive surface
180 and/or the secondary drive surface 182 are ma-
chined and/or formed at the time the staple 160 is cut
from the sheet of material 130. The bent or contoured
regions 134, 136 of the sheet 130 (FIGS. 32A and 32B)
form the contoured portions 178 of the staple 160. More-
over, the lateral flat portions 135a and 135c of the sheet
130 (FIGS. 32A and 32B) correspond to the staple legs
164 and 166, and the intermediate flat portion 135b of
the sheet 130 (FIGS. 32A and 32B) correspond to the
intermediate portion 172 of the base 162, for example.
[0045] The depth D1 (FIGS. 34 and 36) of the staple
160is determined by the depth of the sheet of material
130. For example, the sheet of material 130 is selected
based on the depth thereof, and the staple 160 formed
from that sheet of material 130 has the same depth as
the sheet of material 130. Furthermore, the height H1
(FIG. 35), and width W1 (FIG. 35) of the base 162 and
the staple legs 164, 166 are determined by the staple
outline 132. The staple outline 132 provides variations in
the height and/or width of the staple components along
the length of each component. For example, the height
H1 of the base 162 and/or the width W1 of the staple legs
164, 166 vary along the length thereof. Furthermore, ta-
pers, steps, and/or other variations are defined by the
staple outline 132, and thus, the geometry of the staple
160 is selected and/or manipulated based on the pur-
pose, application, and/or design of the staple 160 and/or
the end effector 120 with which the staple 160 is used.
[0046] Referring primarily to FIGS. 33-36, the staple
160 is cut such that the height H1 of the base 162 is
independent of and/or different than the depth D1 of the
staple legs 164, 166. For example, the depth D1 of the
staple legs 164, 166 corresponds to the depth of the sheet
of material 130, and the base 162 is cut to an appropriate
height H1, which is independent of the depth of the sheet
of material 130 and/or the corresponding leg depth D1,
for example. The appropriate height H1 H is based on
the purpose, application, and/or design of the staples 160
and/or the end effector 120 (FIG. 3) with which the staple
160 is used, for example. Furthermore, the height H1 of
the base 162 also vary along the length thereof. For ex-

19 20 



EP 2 907 454 B1

12

5

10

15

20

25

30

35

40

45

50

55

ample, the height H1 vary at and/or near a drive surface
of the staple 160, and/or at a gusset between one of the
staple legs 164, 166 and the base 162, for example. The
staple outline 132 provides at least one taper and/or step
along the length of the base 162, for example. The staple
outline 132 comprises a taper or ramp, for example,
which form the secondary drive surface 182 of the base
162. The degree of incline of the secondary drive surface
182 is selected, designed and implemented via the staple
outline 132. The height H1 of the base 162 is greater than
the depth D1 of the staple legs 164, 166. As an alternative,
the height H1 of the base 162 is equal to or less than the
depth D1 of the staple legs 164, 166. Comparatively, the
geometry of a staple that is formed from a bent wire is
constrained and/or limited based on the dimensions of
the initial wire. For example, in a wire-formed staple, the
height of the staple base typically corresponds to the
width of the staple legs, which typically corresponds to
the diameter of the wire. Though drawing and/or rolling,
for example, modify the diameter of the wire, the volume
of material limits and/or restrains the permissible modi-
fications.
[0047] The width W1 of the staple legs 164, 166 also
is independent of the depth D1 of the staple legs 164,
166 and the height H1 of the base 162, for example. The
staple legs 164, 166 are cut to an appropriate width W1
based on the application, purpose and/or design of the
staple 160 and/or the end effector 120 (FIG. 3) with which
the staple 160 is used, for example. The staple legs 164,
166 comprise different widths, for example, and/or the
width of the staple legs 164, 166 taper, step, or otherwise
vary along the length thereof. For example, the staple
legs 164, 166 taper at the tips 174 to form a piercing edge
or point.
[0048] Referring now to FIGS. 37-40, a staple outline
232 is traced, cut, etched, and/or machined into the sheet
of material 130 (FIGS. 32A and 32B), and a staple 260,
similar to the staple 160 (FIGS. 33-36), for example, are
formed from the sheet of material 130. For example, the
staple 260 include a base 262 and staple legs 264, 266
extending from the base 262. The staple 260 include con-
toured portions 278, which correspond to the bent and/or
contoured regions 134, 136 of the sheet of material 130
(FIGS. 32A and 32B) from which the staple 260 was
formed. The staple 260 include an intermediate portion
272 between the contoured portions 278, for example.
Moreover, at least one drive surface 280, 282 is formed
along the perimeter of the staple 260 via the staple outline
232.
[0049] Similar to the staple 160, the depth D1 of the
staples legs 264, 266 correspond to the depth of the sheet
of material 130. Furthermore, the height H2 of the staple
base 262 is independent of the depth D1 of the staple
legs 264, 266 and/or independent of the depth of the
sheet of material 130. For example, as depicted in FIGS.
37-40, the height H2 of the staple base 262 is less than
the height H1 of the staple base 162 (FIGS. 33-36), and
the depth D1 of the staples legs 264, 266 is equal to the

depth D1 of the staple legs 164, 166, for example. The
width W2 of the staple legs 264, 266 also is independent
of the depth D2 of the staple legs 264, 266. The height
H1 of the staple base 262 and the width W2 of the staple
legs 264, 266 are selected based on the purpose, appli-
cation, and/or design of the staple 260 and/or the end
effector 120 (FIG. 3), for example.
[0050] Referring now to FIGS. 41-44, a staple outline
332 is traced, cut, etched, and/or machined into the sheet
of material 130 (FIGS. 32A and 32B), and a staple 360,
similar to the staples 160 and 260 (FIGS. 33-40), for ex-
ample, are formed from the sheet of material 130. For
example, the staple 360 include a base 362 and staple
legs 364, 366 extending from the base 362. The staple
360 include contoured portions 378, which correspond
to the bent and/or contoured regions 134, 136 of the sheet
of material 130 (FIGS. 32A and 32B) from which the sta-
ple 360 was formed. The staple 360 include an interme-
diate portion 372 between the contoured portions 378,
for example. Moreover, at least one drive surface 380
and 382 is formed along the perimeter of the staple 360
via the staple outline 332.
[0051] Similar to the staples 160 and 260, the depth
D3 of the staples legs 364, 366 correspond to the depth
of the sheet of material 130. Furthermore, the height H3
of the staple base 362 is independent of the depth D3 of
the staple legs 364, 366 and/or independent of the depth
of the sheet of material 130. For example, as depicted in
FIGS. 41-44, the height H3 of the staple base 362 is great-
er than the height H1 of the staple base 162 (FIGS. 33-36)
and greater than the height H2 of the staple base 262
(FIGS. 37-40), and the depth D3 of the staples legs 364,
366 is equal to the depth D1 of the staple legs 164, 166
and equal to the depth D2 of the staple legs 264, 266, for
example. The width W3 of the staple legs 364, 366 also
is independent of the depth D3 of the staple legs 364,
366. The height H3 of the staple base 362 and the width
W3 of the staple legs 364, 366 are selected based on the
purpose, application, and/or design of the staple 360
and/or the end effector 120 (FIG. 3), for example.
[0052] Referring now to FIGS. 48-51, a staple, such
as a staple 460, for example, is used in a staple cartridge,
such as the staple cartridge 140 (FIGS. 3-5) and/or the
staple cartridge 240 (FIGS. 45-47), for example. The sta-
ple 460 include a base 462 having a proximal portion 468
and a distal portion 470. An intermediate base portion
472 is positioned between the proximal portion 468 and
the distal portion 470, for example. As depicted in FIGS.
48-51, a first staple leg 464 extend from the proximal
portion 468 of the base 462, and a second staple leg 466
extend from the distal portion 470 of the base. The staple
legs 464, 466 are cylindrical or substantially cylindrical,
for example, and include a staple tip 474, which are ta-
pered and/or include a sharp edge or point for piercing
tissue, for example. As an alternative, the staple legs
464, 466 include a rounded and/or polygonal perimeter,
for example. The intermediate portion 472 of the staple
base 462 includes a tissue-contacting surface 473, which
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are flat or substantially flat, for example. The staple 460
is formed from a wire, for example, which are bent, twist-
ed, and/or otherwise manipulated to form the staple legs
464, 466 and/or the staple base 462, for example. The
diameter of the wire defines the width and depth of the
staple legs 464, 466, for example. The wire is drawn
and/or rolled to modify the dimensions of the staple 460.
The intermediate portion 462 of the wire base 462 is
formed and/or flattened to form the tissue-contacting sur-
face 473. The base 462 is flattened between two parallel
or substantially parallel plates, for example, such that the
tissue-contacting surface 473 and a bottom surface 475
of the base 462 are flat or substantially flat and/or parallel
or substantially parallel. Modifications to the base 162
are limited and/or constrained by the volume of material
of the wire, for example.
[0053] Referring still to FIGS. 48-51, the staple 460
include chamfers and/or gussets. For example, a cham-
fer 484 extends between the first staple leg 464 and the
base 462, and/or a chamfer 484 extends between the
second staple leg 466 and the base 462. The chamfers
484 are asymmetrical relative to a longitudinal axis G
(FIG. 49) extending between the first staple leg 464 and
the second staple leg 466, and/or relative to a vertical
axis H (FIG. 51) extending along the length of the staple
legs 464, 466, for example. The chamfers 484 extend
away from the axis G and/or the axis H, for example, and
thus, the intermediate portion 472 of the base 462 is offset
from the axis G and/or the axis H. For example, the centre
of mass of the base 462 is offset from the plane defined
by the axis G and the axis H. The offset intermediate
portion 472 of the base 462 form a wide and/or flat surface
for contacting captured tissue, which provide a broad
and/or smooth surface for applying and/or distributing
pressure on the captured tissue. Tissue tearing and/or
trauma within the staple 460 is reduced and/or mini-
mized. Moreover, similar to the staples 160, 260, and/or
360 described herein, the staple 460 include a leg for-
mation plane, e.g., the plane defined by the axis G and
the axis H, which are offset from the centre of mass of
the base 462 of the staple 460, for example.
[0054] Referring now to FIGS. 52-55, a staple, such
as a staple 560, for example, is used in a staple cartridge,
such as the staple cartridge 140 (FIGS. 3-5) and/or the
staple cartridge 240 (FIGS. 45-47), for example. The sta-
ple 560 include a base 562 having a proximal portion 568
and a distal portion 570. An intermediate base portion
572 is positioned between the proximal portion 568 and
the distal portion 570, for example. As depicted in FIGS.
52-55, a first staple leg 564 extend from the proximal
portion 568 of the base 562, and a second staple leg 566
extend from the distal portion 570 of the base 562. The
intermediate portion 572 of the base 560 extends along
an axis D (FIG. 53), which are parallel and/or substantially
parallel to an axis C (FIG. 53) defined between the first
staple leg 564 and the second staple leg 566, for exam-
ple.
[0055] The staple legs 564, 566 are cylindrical or sub-

stantially cylindrical, for example, and include a staple
tip 574, which is tapered and/or include a sharp edge or
point for piercing tissue, for example. The staple 560 is
formed from a wire. For example, a wire is bent, twisted
and/or otherwise manipulated to form the staple 560. Re-
ferring still to FIGS. 52-55, the wire is manipulated at
curves 579a, 579b, 579c, and/or 579d. For example, the
staple base 562 include angled portions 578, which are
angularly oriented relative to the intermediate portion 572
of the staple base 562 and/or relative to the axis C defined
between the first and second staple legs 564, 566, for
example. The wire forming the staple 560 curve at 579a
between the first staple leg 564 and the angled portion
578a, curve at 579b between the angled portion 578a
and the intermediate portion 572, curve at 579c between
the intermediate portion 572 and the angled portion 578b,
and/or curve at 579d between the angled portion 578b
and second staple leg 566, for example. For example,
the intermediate portion 572 of the base 562 is laterally
offset from the axis C (FIG. 53) extending between the
first staple leg 564 and the second staple leg 566.
[0056] The diameter of the wire defines the width and
depth of the staple legs 564, 566 and/or the staple base
562, for example. The wire and/or portions thereof are
drawn and/or rolled to modify the dimensions of the staple
560 and/or elements of the staple 560. Furthermore, the
wire has a rounded and/or polygonal perimeter. The wire
is cut at an angle to form the staple tips 574, for example.
Similar to the staples 160, 260, 360 and/or 460 described
herein, the staple 560 include a leg formation plane, e.g.,
the plane defined by the axis C, which is offset from the
centre of mass of the base 562 of the staple 560, for
example.
[0057] Further to the above, turning now to FIG. 65, an
end effector, such as end effector 120, for example, in-
clude a staple cartridge 240 positioned within an elongate
channel 122 and, in addition, an anvil 124 positionable
opposite the staple cartridge 240. The cartridge 240 in-
clude a plurality of staple cavities 244, a fastener, such
as staple 460, for example, positioned in each of the sta-
ple cavities 244, and a longitudinal slot 243 configured
to slidably receive a knife 158 therein. While staples 460
are depicted in connection with FIG. 65, any suitable sta-
ple or fastener could be used, such as staples 160, for
example. Referring generally to FIGS. 73 and 74, the end
effector 120 extends from a shaft 114 which include a
closure tube 115. When the closure tube 115 is advanced
distally, the closure tube 115 contact the anvil 124 and
rotate the anvil 124 between an open position (FIG. 73)
and a closed position (FIG. 74). Once the anvil 124 has
been closed, the knife 158 is advanced distally to transect
tissue captured between the anvil 124 and the cartridge
240. In certain end effectors disclosed herein, the car-
tridge positioned within the end effector 120 further in-
clude a fastener firing actuator, such as sled 190, for
example, which is pushed distally by the knife 158 to
deploy staples from the cartridge at the same time that
the knife 158 transects the tissue. As depicted in FIG.

23 24 



EP 2 907 454 B1

14

5

10

15

20

25

30

35

40

45

50

55

65, a staple cartridge include a fastener firing actuator,
such as sled assembly 790, for example, which is ad-
vanced distally with, or alongside, the knife 158 to eject
the staples 460 from the cartridge 240. For instance, the
shaft 114 of the stapler includes a firing bar 157 config-
ured to advance the knife 158 and, in addition, pusher
bars 159 configured to advance the sled assembly 790.
While the firing bar 157 and the pusher bars 159 are
advanced concurrently, their operation is timed in such
a way that their initial distal movement are staggered
relative to one another, as described in greater detail
further below. In addition to the initial relative movement
between the firing bar 157 and the pusher bars 159, the
sled assembly 790 includes two or more portions which
move relative to one another, as will also be described
in greater detail further below.
[0058] Referring primarily to FIGS. 66-69, the sled as-
sembly 790 includes a first sled portion 792 and a second
sled portion 793. The first sled portion 792 includes an
inner ramp portion 791a and an outer ramp portion 791b.
As illustrated in FIGS. 66 and 67, the outer ramp portion
791b is positioned laterally with respect to the inner ramp
portion 791a. The outer ramp portion 791b also extends
distally with respect to the inner ramp portion 791a. Sim-
ilarly, the second sled portion 793 includes an inner ramp
portion 794a and an outer ramp portion 794b. As illus-
trated in FIGS. 68 and 69, the outer ramp portion 794b
is positioned laterally with respect to the inner ramp por-
tion 794a. The outer ramp portion 794b also extends dis-
tally with respect to the inner ramp portion 794a. The
inner ramp portion 791a is configured to lift, or at least
partially lift, an inner row of staples while the outer ramp
portion 791b is configured to lift, or at least partially lift,
an outer row of staples. As primarily depicted in FIG. 67,
the inner ramp portion 791a and the outer ramp portion
791b each include a ramp surface, such as ramp surfaces
795a and 795b, respectively, which slide underneath the
staples in the inner row of staples and the outer row of
staples, respectively. The ramp surfaces 795a and 795b
of the inner ramp portion 791a and the outer ramp portion
791b are configured to lift staples from an unfired position
to an at least partially-fired position. The ramp surfaces
795a and 795b of the inner ramp portion 791a and the
outer ramp portion 791b each comprises at least one
inclined surface, curved surface, actuate surface, and/or
convex surface, for example.
[0059] Further to the above, the inner ramp portion
794a of the second sled portion 793 include an inner
ramp surface 796a and, similarly, the outer ramp portion
794b of the second sled portion 793 include an outer
ramp surface 796b. The inner ramp surface 795a of the
first sled portion 792 is configured to co-operate with the
inner ramp surface 796a of the second sled portion 793
to lift the staples in the inner row of staples from their
unfired positions and their fully-fired positions. More par-
ticularly, the inner ramp portion 791a lift the staples in
the inner row of staples from an unfired position to a par-
tially-fired position wherein the inner ramp portion 794a

then lift the staples from their partially-fired positions to
a fully-fired position, for instance. In such circumstances,
the lifting motion of the staples in the inner row of staples
are initiated by the inner ramp portion 791a of the first
sled portion 792, transferred to the inner ramp surface
796a of the second ramp portion 793, and then completed
by the second ramp portion 793. Similarly, the outer ramp
surface 795b of the first sled portion 792 is configured to
co-operate with the outer ramp surface 796b of the sec-
ond sled portion 793 to lift the staples in the outer row of
staples from their unfired positions and their fully-fired
positions. More particularly, the outer ramp portion 791b
lift the staples in the outer row of staples from an unfired
position to a partially-fired position wherein the outer
ramp portion 794b then lift the staples from their partially-
fired positions to a fully-fired position, for instance. In such
circumstances, the lifting motion of the staples in the out-
er row of staples is initiated by the outer ramp portion
791b of the first sled portion 792, transferred to the outer
ramp surface 796b of the second ramp portion 793, and
then completed by the second ramp portion 793. The
firing, or lifting, motion of the staples in the inner row of
staples is completed once the apex 798 of the inner ramp
portion 794a has passed underneath the staples. Simi-
larly, the firing, or lifting, motion of the staples in the outer
row of staples is completed once the apex 798 of the
outer ramp portion 794b has passed underneath the sta-
ples.
[0060] Referring again to FIG. 65, the sled assembly
790 include more than one first sled portion 792 and/or
more than one second sled portion 793. The sled assem-
bly 790 comprises a first set of sled portions comprising
a first sled portion 792 and a second sled portion 793
and a second set of sled portions comprising a first sled
portion 792 and a second sled portion 793. The second
set of sled portions constitutes a mirror image of the first
set. For the purposes of simplifying the description of the
sled assembly 790 herein, reference is made to only one
set of sled portions; however, the reader should appre-
ciate that the description regarding the operation of one
set of sled portions could also apply to the concurrent
operation of any suitable number sets of sled portions.
[0061] Further to the above, the outer staple rows of
the cartridge 240, i.e., the rows furthest away from the
channel 243, lead the inner staple rows, i.e., the rows
closest to the channel 243. Stated another way, the de-
formation of the staples in the outer row begin before, or
at least slightly before, the deformation of the laterally
adjacent staples in the inner row. Alternatively, the outer
staple rows of the cartridge 240, i.e., the rows furthest
away from the channel 243, lag the inner staple rows,
i.e., the rows closest to the channel 243. Stated another
way, the deformation of the staples in the inner row begin
before, or at least slightly before, the deformation of the
laterally adjacent staples in the outer row. Moreover,
while two staples rows are disclosed on each side of the
channel 243 defined in the cartridge 240, alternatives are
envisioned in which more than two staple rows, such as
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three staple rows, for example, are present on each side
of the channel 243. The sled assemblies are configured
to deploy an additional row of staples at the same time
as the inner row of staples, at the same time as the outer
row of staples, and/or at a time which is staged sequen-
tially with respect to the inner row of staples and the outer
row of staples.
[0062] As mentioned above, the first sled portion 792
is movable relative to the second sled portion 793 of the
sled assembly 790. Turning now to FIGS. 70-72, the sled
assembly 790 is movable between an initial, unfired con-
figuration (FIG. 70) and a second, extended configuration
(FIGS. 71 and 72). In the initial, unfired configuration of
sled assembly 790, referring primarily to FIG. 70, the first
sled portion 792 is collapsed within, or retracted relative
to, the second portion 793. In at least one such instance,
the distal end of the first sled portion 792 does not extend
beyond the distal end of the second sled portion 793.
Alternatively, although not illustrated, the distal end of
the first sled portion 792 extends beyond the distal end
of the second sled portion 793 when the first sled portion
792 is collapsed within the second portion 793. With fur-
ther reference to FIG. 70, the reader will further appreci-
ate that the staples 460 are in an unfired position as they
have not yet been lifted toward the anvil 124. Upon com-
paring FIGS. 70 and 71, the reader will notice that the
first sled portion 792 has been extended relative to the
second sled portion 793. In such circumstances, the dis-
tal end of the first sled portion 792 is positioned distally
with respect to the distal end of the second sled portion
793. The movement of the first sled portion 792 from its
initial, unfired position to its extended position positions
the inner ramp portion 791a and/or the outer ramp portion
791b of the first sled portion 792 underneath one or more
staples 460. In other configurations, the movement of the
first sled portion 792 from its initial, unfired position to its
extended position does not position the inner ramp por-
tion 791a and/or the outer ramp portion 791b underneath
one or more staples 460. In any event, as illustrated in
FIG. 71, the extension of the first sled portion 792 at least
partially lift at least one staple 460 toward the anvil 124
and/or at least partially deform at least one staple 460
against the anvil 124. The extension of the first sled por-
tion 792 completely lifts, or completely deforms, at least
one staple 460 against the anvil 124. The second sled
portion 793 may not be advanced distally when the first
sled portion 792 is moved into its extended position; how-
ever, in certain circumstances, at least some distal move-
ment of the second sled portion 793 occur when the first
sled portion 792 is moved into its extended position.
[0063] Upon comparing FIGS. 71 and 72, it will be not-
ed that the first sled portion 792 and the second sled
portion 793 have been advanced distally to lift staples
460 toward the anvil 124. The first sled portion 792 and
the second sled portion 793 then are advanced to the
distal end of the end effector 120 to complete the firing
stroke of the end effector 120, which will be discussed in
greater detail further below. In any event, the initial pro-

gression of the sled assembly 790 during the firing stroke
of the end effector 120 is depicted in FIGS. 70-72. FIG.
70 depicts the sled assembly 790 in a retracted, unfired
position; FIG. 71 depicts the sled assembly 790 in an
extended, partially-fired position; and FIG. 72 depicts the
sled assembly 790 in an extended, fired position. As out-
lined above, the pusher bar, or bars, 159 are moved dis-
tally in order to advance the sled assembly 790 through
the progression depicted in FIGS. 70-72. With reference
to FIG. 70, a pusher bar 159 is illustrated in an initial,
unfired position in which it is in contact with the proximal
end of the first sled portion 792. The pusher bar 159 in-
cludes a contact flange 155 extending from the distal end
thereof which engage the first sled portion 792. With fur-
ther reference to FIG. 70, the pusher bar 159 not is in
contact with the second sled portion 793 when the pusher
bar 159 is in its initial, unfired position. As the pusher bar
159 is advanced distally, the pusher bar 159 moves the
first sled portion 792 distally until the contact flange 155
comes into contact with the proximal end of the second
sled portion 793, as illustrated in FIG. 71. It is this relative
motion between the first sled portion 792 and the second
sled portion 793 which extends the sled assembly 790
as discussed above. Thereafter, the pusher bar 159 is
advanced distally in order to advance the first sled portion
792 and the second sled portion 793 distally at the same
time, as illustrated in FIG. 72.
[0064] As discussed above, the end effector 120 is
configured to staple and transect tissue at the same time.
Referring again to FIG. 65, the end effector 120 include
a firing member, or knife bar, 156 comprising a knife edge
158 configured to transect the tissue as the knife bar 156
is advanced distally. Referring again to FIGS. 70 and 71,
the initial distal movement of the pusher bar, or bars, 159
may not be transferred to the knife bar 156. Stated an-
other way, the knife bar 156 remain stationary, or at least
substantially stationary, while the sled assembly 790 is
moved between its retracted position (FIG. 70) and its
extended position (FIG. 71). In such circumstances, rel-
ative movement between the pusher bars 159 and the
knife bar 156 occur, at least during the initial portion of
the end effector firing stroke. Upon comparing FIGS. 74
and 77, it can be seen that, one, the pusher barS 159
HAVE been advanced distally to extend the sled assem-
bly 790 and, two, the knife bar 156 has not been advanced
distally. Particular attention should be paid to the proxi-
mal ends of the knife bar 156 and the pusher bars 159.
More particularly, the pusher bars 159 include a drive pin
759 extending therebetween which extends through a
drive slot 757 defined in the drive bar 157 extending prox-
imally from the knife bar 156. When the pusher bars 159
are in their proximal unfired position, as illustrated in FIG.
74, the drive pin 759 is positioned in the proximal end of
the drive slot 757. When the pusher bars 159 are ad-
vanced distally, as illustrated in FIG. 77, the drive pin 759
slides distally within the drive slot 757 until the drive pin
759 reaches the distal end of the drive slot 757. In such
a position, the sled 790 has been fully extended and the
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knife bar 156 has not yet been advanced distally with the
pusher bars 159. Once the drive pin 759 is in contact with
the distal end of the drive slot 757, as illustrated in FIGS.
78 and 79, the pusher bars 156 and the knife bar 159 is
advanced distally together.
[0065] Further to the above, the knife bar 156 include
flanges 153 and 155 which are configured to engage the
anvil 124 and the staple cartridge channel 123, respec-
tively. When the knife bar 156 is in its proximal, unad-
vanced position, as illustrated in FIG. 77, the flange 153
is positioned proximally with respect to a slot 121 defined
in the anvil 124. In such a position of the knife bar 156,
the flange 155 or may not be positioned within a slot
defined within and/or in the exterior of the cartridge chan-
nel 123. As the knife bar 156 is advanced distally, the
flange 153 enters into the anvil slot 121 and the flange
155 is positioned within the cartridge channel slot. In such
circumstances, the knife bar 156 set the gap, or tissue
gap distance, between the anvil 124 and the staple car-
tridge positioned within the cartridge channel 123. The
knife bar 156 controls the forming height and/or the com-
pression of the tissue within the end effector 120 as the
knife bar 156 is advanced distally.
[0066] The arrangement described above in which the
pusher bars 159 move the sled assembly 790 before the
pusher bars 159 advance the knife 158 are advanta-
geous in many circumstances. For instance, it is often
desirable to staple tissue before it is incised and, thus,
the formation of the staples leads, or at least sufficiently
leads, the transection of the tissue by the knife bar 156.
The staggered deployment of the sled 790 and the knife
bar 156 facilitate such a relative progression between
the staple formation and the tissue incision. Moreover,
the sled 790 is compactly stored in the end effector 120
in its retracted, unfired configuration in order to permit a
shorter proximal-to-distal, or longitudinal, length of the
end effector 120. Stated another way, less longitudinal
room is required for a sled assembly that begins its firing
stroke in at least partially collapsed state. Furthermore,
owing to the longitudinal extendibility of the sled assem-
bly 790, the staple lifting surfaces of the sled assembly
790 are longer and include a shallower, or less aggres-
sive, ramp angle than a unitary sled, for instance. Stated
another way, the mechanical advantage of the sled as-
sembly 790 is improved owing to longer longitudinal
lengths available for the ramps of the sled assembly 790.
[0067] Turning now to FIGS. 80-82, the sled assembly
790 and the knife bar 156 is advanced distally toward the
distal end of the end effector 120 to complete the firing
stroke of the end effector 120. As the sled 790 approach-
es the distal end of the end effector 120, the first sled
portion 792 contacts a distal end 245 of the staple car-
tridge and retracts relative to and/or within the second
sled portion 793. More particularly, the distal end 245
blocks the distal movement of the first sled portion 792
while the second sled portion 793 is advanced distally
relative to the first sled portion 792 in order to complete
the firing stroke. The second sled portion 793 is advanced

distally until it also contacts the distal end 245 of the staple
cartridge while, Alternatively, the firing stroke is complet-
ed before the second sled portion 793 contacts the distal
end 245. In either event, where the distal flanges 155 of
the pusher bars 159 push the first sled portion 792 and
the second sled portion 793 toward the distal end of the
end effector 120, the first sled portion 792 become dis-
engaged from the pusher bars 159 when the first sled
portion 792 reaches the distal end so that that the pusher
bars 159 push the second sled portion 793 relative to the
first sled portion 792. In at least one such instance, re-
ferring primarily to FIG. 77, the distal end of the staple
cartridge includes a boss 241 which is configured to lift
the first sled portion 792 upwardly toward the anvil 124
so that the pusher bars 159 slide underneath the first
sled portion 792. In such circumstances, the first sled
portion 792 is operatively disengaged from the second
sled portion 793 and the pusher bars 159. The boss 241
are positioned and arranged such that the first sled por-
tion 792 is lifted upwardly after all of the staples of the
staple cartridge have been deployed and/or transferred
to the second sled portion 793, as discussed above.
Moreover, further to the above, the distal end of the staple
cartridge include a first boss 241 configured to lift a first
sled portion 792 and a second boss 241 configured to lift
an additional first sled portion 792. The bosses 241 are
configured to synchronously lift the first sled portions 792
at the same time. The bosses 241 are configured to lift
the first sled portions 792 sequentially.
[0068] Referring now to FIGS. 85-88, FIG. 85 depicts
the sled assembly 790 in its initial, unfired configuration.
Further to the above, a pusher bar 159 contacts a prox-
imal end 789 of the first sled portion 792 and push the
first sled portion 792 distally until the proximal end 789
of the first sled portion 792 is flush with a proximal end
787 of the second sled portion 793, as illustrated in FIG.
86. At such point, the first sled portion 792 is fully extend-
ed relative to the second sled portion 793. Thereafter,
the pusher bar 156 push on the proximal end 787 and
the proximal end 789 simultaneously to advance the sled
assembly 790 distally. As also discussed above, referring
now to FIG. 87, the first sled portion 792 is stopped by
the distal end 245 of the staple cartridge and lifted up-
wardly by the boss 241 of the staple cartridge, for in-
stance. At such point, the first sled portion 792 is elevated
relative to the second sled portion 793, and the distal
flange 155, such that the second sled portion 793 is slid
relative to, and at least partially underneath, the first sled
portion 792, in order to collapse the sled assembly 790,
as illustrated in FIG. 88. Upon comparing FIGS. 87 and
88, it can be seen that the second sled portion 793 is
moved closer toward ledge 788 defined in the bottom
surface of the first sled portion 792 and that the distal
end 789 of the first sled portion 792 is no longer aligned
with the distal end 787 of the second sled portion 793.
[0069] After the firing stroke has been completed, re-
ferring now to FIGS. 83 and 84, the knife bar 156 and
the pusher bars 159 are retracted proximally. The knife
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bar 156 is pulled proximally by the pusher bars 159. More
particularly, the pusher bars 159 are retracted proximally
relative to the knife bar 159 until the drive pin 759 contacts
the proximal end of the drive slot 759. At such point, the
pusher bars 159 pull the knife bar 156 proximally until
the flange 153 of the knife bar 156 is no longer positioned
within the slot 121 of the anvil 124. Thereafter, the anvil
124 is moved into its open position when the closure tube
115 is pulled proximally. The staple cartridge comprises
a replaceable staple cartridge. In such cases, the spent
staple cartridge is removed from the cartridge channel
122 and, if desired, an unspent staple cartridge is posi-
tioned within the cartridge channel 122 so that the sur-
gical instrument is used once again.
[0070] As illustrated in FIGS. 83 and 84, the collapsed
sled assembly 790 is left behind in the distal end of the
end effector 120 when the knife bar 156 and the pusher
bars 159 are retracted. In the event that the spent staple
cartridge is removed from the cartridge channel 122, the
collapsed sled assembly 790 is removed from the end
effector 120 with the cartridge. A staple cartridge may
not be completely spent before the pusher bars 159 and
the knife bar 156 are retracted. In such cases, the sled
assembly 790 only is partially advanced within the staple
cartridge and may not be collapsed back into its unex-
tended configuration. When the staple cartridge is then
removed from the cartridge channel 123, some of the
staples may still be positioned within their staple cavities.
[0071] As discussed herein, a firing actuator, or sled,
of a staple cartridge and/or stapling instrument include
one or more inclined ramp surfaces configured to lift, or
deploy, staples between an unfired position and a fired
position. For instance, a sled include a first inclined ramp
surface configured to deploy a first row of staples, a sec-
ond inclined ramp surface configured to deploy a second
row of staples, and so forth. Each inclined ramp surface
comprises a contiguous surface which is configured to
engage each staple in the corresponding row of staples
and lift the staples until they have been fully deformed
against an anvil positioned opposite the staple cartridge.
The contiguous surface which defines each inclined ramp
surface includes any suitable number of contours such
as, for instance, one or more linear surfaces and/or one
or more curved surfaces. The contiguous surface directly
engage each staple in the corresponding row of staples
and remain continuously engaged with a staple in that
row as it moved from its unfired position to its fully-fired
position. After a staple has reached its fully-fired position,
the inclined ramp surface becomes disengaged from that
staple. This arrangement is possible for sleds with rela-
tively movable components, such as sled assembly 790,
for instance, and/or sleds that are not comprised of rel-
atively movable components, such as sleds comprised
of a unitary piece of material, for example.
[0072] A firing actuator, or sled, comprises one or more
inclined ramp surfaces, wherein each inclined ramped
surface is comprised of two or more co-operating drive
surfaces. For instance, turning now to FIG. 92, a sled

890 include a first inclined ramp surface 891a which is
comprised of an initial, or first, drive surface 895a and a
second, or final, drive surface 896a. The initial drive sur-
face 895a and the final drive surface 896a of the first
inclined ramp surface 891a are configured to co-opera-
tively lift the staples in a first staple row between an un-
fired position and a fired position. As the sled 890 is
moved distally through a staple cartridge, referring to
FIGS. 89-92, the initial drive surface 895a contacts a sta-
ple 160, for instance, and lift the staple 160 from its unfired
position (FIG. 89) to a partially-fired position (FIG. 90).
Thereafter, the sled 890 is advanced distally such that
the final drive surface 896a lift the staple 160 between
its partially-fired position and its fully-fired position. The
initial drive surface 895a contacts the initial drive surfaces
180 of the staples 160 to lift the staples 160 into their
partially-fired positions and the final drive surface 896a
contacts the second drive surfaces 182 of the staples
160 to lift the staples 160 into their finally-fired positions.
In such cases, the staples 160 are transferred from the
initial drive surface 895a to the final drive surface 896a
to complete the deployment, or firing, thereof. Referring
to FIG. 92, the deployment, or firing, of a staple 160 is
complete once the apex 898 of the first inclined ramp
surface 891a has passed under the second drive surface
182 of the staple 160.
[0073] Further to the above, referring again to FIG. 92,
the initial drive surface 895a and the final drive surface
896a of the first inclined ramp surface 891a are config-
ured to co-operatively deploy staples within a first row of
staples. The sled 890 includes additional inclined ramp
surfaces to deploy additional rows of staples. For in-
stance, the sled 890 include a second inclined ramp sur-
face 891b comprising an initial drive surface 895b and a
final drive surface 896b which are configured to co-op-
eratively deploy staples within a second row of staples.
The sled 890 further include any suitable number of in-
clined ramp surfaces, such as a third inclined ramp sur-
face, similar to first inclined ramp surface 891a, config-
ured to deploy staples within a third row of staples and
a fourth inclined ramp surface, similar to second inclined
ramp surface 891b, configured to deploy staples within
a fourth row of staples, for example. In any event, the
drive surfaces of an inclined drive surface, such as drive
surfaces 895a, 895b, 896a, and 896b, for example, in-
clude any suitable configuration such as a linear profile
and/or a curved profile, for example. With further refer-
ence to FIG. 92, the first inclined ramp surface 891a in-
clude a transition drive surface 897a intermediate the
initial drive surface 895a and the final drive surface 896a.
Similarly, the second inclined ramp surface 891b include
a transition drive surface 897b intermediate the initial
drive surface 895b and the final drive surface 896b. A
transition drive surface comprises a transition between
one drive surface and another drive surface. A transition
drive surface comprises a surface which simultaneously
drives the initial drive surface 180 and the second drive
surface 182 of a staple 160, for example. An inclined
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ramp surface includes any suitable number of drive sur-
faces.
[0074] Further to the above, the initial drive surface
895a is positioned laterally with respect to the final drive
surface 896a. The initial drive surface 895a and the final
drive surface 896a are connected to one another. Alter-
natively, the initial drive surface 895a and the final drive
surface 896a may not be connected to one another. The
initial drive surface 895a is defined by a first height and
the final drive surface 896a is defined by a second height
which is taller than the first height. In certain circumstanc-
es, the initial drive surface 895a is defined along a first
longitudinal axis and the final drive surface 896a is de-
fined along a second longitudinal axis. The first longitu-
dinal axis and the second longitudinal axis may be par-
allel. The initial drive surface 895a is defined by a first
plane and the final drive surface 896a is defined by a
second plane which is parallel to the first plane. Alterna-
tively, the first longitudinal axis and the second longitu-
dinal axis are non-parallel. The first longitudinal axis and
the second longitudinal axis extend in directions which
converge. Alternatively, the first longitudinal axis and the
second longitudinal axis extend in directions which do
not converge. Further to the above, the transition drive
surface 897a of the first inclined surface 891a is defined
along an axis which is parallel to the first longitudinal axis
and/or the second longitudinal axis. The transition drive
surface 897a may be defined along an axis which is not
parallel to the first longitudinal axis and/or the second
longitudinal axis. Further to the above, the transition drive
surface 897a of the first inclined surface 891a may be
defined within a plane which is parallel to the first plane
and/or the second plane. The transition drive surface
897a is co-planar with the initial drive surface 895a and/or
the final drive surface 896a. The transition drive surface
897a may be defined within a plane which is different
than the first plane and/or the second plane. Further to
the above, the transition drive surface 897a connects the
initial drive surface 895a to the final drive surface 896a.
[0075] The discussion provided above in connection
with inclined ramp surface 891a, initial drive surface
895a, final drive surface 896a, and transition drive sur-
face 897a are equally applicable to inclined ramp surface
891b, initial drive surface 895b, final drive surface 896b,
and transition drive surface 897b, for example.
[0076] Further to the above, the first inclined ramp sur-
face 891a is parallel to the second inclined ramp surface
891b. Alternatively, the first inclined ramp surface 891a
may not be parallel to the second inclined ramp surface
891b. The first inclined ramp surface 891a is defined by
a first height and the second inclined ramp surface 891a
is defined by a second height. The first height is the same
as the second height. In such cases, a first row of staples
formed by the first inclined ramp surface 891a and a sec-
ond row of staples formed by the second inclined ramp
surface 891b are formed to the same height. Alternative-
ly, the first height is different that the second height. In
such cases, a first row of staples formed by the first in-

clined ramp surface 891a and a second row of staples
formed by the second inclined ramp surface 891b are
formed to different heights. U.S. Patent No. 8,317,070,
entitled SURGICAL STAPLING DEVICES THAT PRO-
DUCE FORMED STAPLES HAVING DIFFERENT
LENGTHS, which issued on November 27, 2012, con-
tains further information.
[0077] As discussed above, a sled directly drive and
deploy a staple and/or any other suitable fastener stored
within a cartridge. Stated another way, the sled directly
contact the staples wherein a driver is not present inter-
mediate the sled and the staples. Such an arrangement
is different than arrangements which include a plurality
of drivers which support the staples. In such arrange-
ments, the sled engages the drivers to lift the staples. In
these arrangements, the drivers are often configured to
completely eject the staples from the staple cavities in
which they are stored. More particularly, the drivers are
configured to lift the staples such that the staples are
completely positioned above the top surface, or deck, of
the staple cartridge when the staples are in their fully-
fired position. In order to completely lift the staples above
the deck of the staple cartridge, the drivers also are at
least partially lifted above the deck. Such an arrangement
is characterized as overdriving the staples. Many of the
teachings discussed herein may be applied to arrange-
ments including one or more sleds which directly drive
staples and, in addition, arrangements including a plu-
rality of drivers which are driven by one or more sleds in
order to drive the staples. For instance, sled 890 is dis-
cussed in connection with arrangements in which it di-
rectly drives staples 160; however, sled 890 could also
be used in arrangements which include drivers config-
ured to deploy staples from the staple cavities. Each driv-
er could include a first drive surface similar to first drive
surface 180 configured to be engaged by the initial drive
surface 895a, for instance, and a second drive surface
similar to second drive surface 182 configured to be en-
gaged by the final drive surface 896a, for instance.
[0078] Where the staples are driven directly by the
sled, i.e., without the use of drivers, further to the above,
the staples are completely lifted above the deck, or over-
driven, by the sled itself. Turning now to FIGS. 91-94,
the sled 890 is configured to partially extend above the
deck surface 141 of the cartridge 142. More particularly,
the apex 898 of the first inclined ramp surface 891a and
the apex 898 of the second inclined ramp surface 891b
extend above the deck surface 141 as the inclined ramp
surfaces 891a and 891b pass through and/or between
the cavities 144 to eject the staples 160, for example,
from the staple cavities 144. In such circumstances, the
sled 890 is configured to partially extend above the staple
cavity openings defined in the deck surface 141. The
cartridge 142 further comprises a plurality of coverings
145 positioned within and/or aligned with the rows of sta-
ple cavities 144. For instance, a covering 145 is posi-
tioned intermediate adjacent staple cavities 144 within a
staple cavity row. a covering 145 is positioned proximally
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and/or distally with respect to a staple cavity 144. Refer-
ring primarily to FIG. 94, the apexes 898 of the inclined
ramp surfaces 891 pass underneath the coverings 145.
In such cases, each covering 145 include a bottom sur-
face, such as an arched bottom surface 147, for example,
configured to permit the inclined ramp surfaces 891 to
pass thereunder. With further reference to FIG. 94, the
cartridge 142 include a first longitudinal slot 149 config-
ured to slidably receive the first inclined ramp surface
891a therein and a second longitudinal slot 149 config-
ured to receive the second inclined ramp surface 891b,
for example. The cartridge 142 includes a plurality of lon-
gitudinal slots 149 configured to receive the inclined ramp
surfaces of the sled 890. The longitudinal slots 149 are
defined by the coverings 145 and the staple cavities 144.
Each longitudinal slot 149 correspond to a longitudinal
row of staple cavities 144 wherein a longitudinal slot 149
place the staple cavities 144 within a staple cavity row in
communication with each other such that an inclined
ramp surface passing through the longitudinal slot 149
pass through the staple cavities 144 as outlined above.
[0079] The deck of a cartridge is configured to directly
contact the tissue being fastened and/or support the tis-
sue being fastened. In certain circumstances, a cartridge
assembly include a layer positioned on the deck, such
as a tissue thickness compensator, for example, which
is disclosed in U.S. Patent Application Serial No.
12/894,369, entitled IMPLANTABLE FASTENER CAR-
TRIDGE COMPRISING A SUPPORT RETAINER, now
U.S. Patent Application Publication No. 2012/0080344,
which was filed on September 30, 2010, U.S. Patent Ap-
plication Serial No. 13/097,856, entitled STAPLE CAR-
TRIDGE COMPRISING STAPLES POSITIONED WITH-
IN A COMPRESSIBLE PORTION THEREOF, now U.S.
Patent Application Publication No. 2012/0080336, which
was filed on April 29, 2011, and U.S. Patent Application
Serial No. 13/242,066, entitled CURVED END EFFEC-
TOR FOR A STAPLING INSTRUMENT, now U.S. Patent
Application Publication No. 2012/0080498, which was
filed on September 23, 2011. U.S. Patent Application Se-
rial No. 12/894,369, entitled IMPLANTABLE FASTENER
CARTRIDGE COMPRISING A SUPPORT RETAINER,
now U.S. Patent Application Publication No.
2012/0080344, which was filed on September 30, 2010,
U.S. Patent Application Serial No. 13/097,856, entitled
STAPLE CARTRIDGE COMPRISING STAPLES POSI-
TIONED WITHIN A COMPRESSIBLE PORTION
THEREOF, now U.S. Patent Application Publication No.
2012/0080336, which was filed on April 29, 2011, and
U.S. Patent Application Serial No. 13/242,066, entitled
CURVED END EFFECTOR FOR A STAPLING INSTRU-
MENT, now U.S. Patent Application Publication No.
2012/0080498, which was filed on September 23, 2011,
contain further information. Referring again to FIG. 93,
the deck 141 and the coverings 145 are configured to
directly contact tissue. In such cases, coverings 145 ex-
tend above the deck 141 and, as a result, the deck 141
and the coverings 145 comprise an uneven support sur-

face. The coverings 145, apply an additional compres-
sive pressure to the tissue positioned directly above
and/or adjacent to each longitudinal row of staples. This
additional compressive pressure push fluids present
within the tissue away from the staple lines prior to, dur-
ing, and/or after the staple forming process which, as a
result, promote better staple formation and/or staple re-
tention within the tissue. The coverings 145 also are con-
figured to grip the tissue positioned between a staple
cartridge and an anvil, especially along the staple lines
where the staple formation occurs. The coverings also
are configured to support the staples as the staples are
being ejected from the staple pockets to provide a local-
ized control over the staple forming process. U.S. Patent
Application Serial No. 12/893,461, entitled STAPLE
CARTRIDGE, now U.S. Patent Application Publication
No. 2012/0074198, which was filed on September 29,
2010, and U.S. Patent Application Serial No. 13/851,676,
entitled TISSUE THICKNESS COMPENSATOR COM-
PRISING A CUTTING MEMBER PATH, which was filed
on March 27, 2013, contain further information.
[0080] As discussed above, referring primarily to FIGS.
58, 61, and 64, a staple cavity, such as staple cavity 144,
for example, include a first sidewall 150a and a second
sidewall 150b which are configured to guide a staple,
such as a staple 160, for example, as it is lifted between
an unfired position and a fired position. The sidewalls
150a, 150b are configured and arranged such that the
entirety of the staple 160 is positioned intermediate the
sidewalls 150a, 150b when the staple 160 is in its unfired
position. In other circumstances, referring primarily to
FIGS. 22-31, the sidewalls 150 of the staple cavity 144
are configured such that less than the entirety of the sta-
ple 160 is positioned intermediate the sidewalls 150 when
the staple 160 is in its unfired position. For instance, the
162bases of the staples 160 in the outermost rows of
staple cavities 144 defined in the cartridge body 142 are
unsupported by at least one of the sidewalls 150 when
the staples 160 are in their unfired positions. As the sta-
ples 160 are lifted upwardly, however, the bases 162 of
the staples 160 then are supported by both of the side-
walls 150. Turning now to FIGS. 93 and 94, some of the
staple cavities 144 of the cartridge 142, such as cavities
144a, for example, only support both sides of the bases
162 at the end of their lifting motion. In any event, even
though the sidewalls of the staple cavities 144 defined in
the cartridge body 142 not entirely support the staples
160 in their unfired positions, the cartridge channel 123
of jaw 122, referring again to FIGS. 3 and 65, at least
partially support the staples 160. Stated another way, the
cartridge body 142 and the cartridge channel 123 co-
operate to define the staple cavities 144 in order to sup-
port and/or surround the staples 160 throughout the lifting
motion of the staples 160. For instance, the cartridge
body 142 and the cartridge channel 123 co-operate to
support and/or surround a staple 160 when the staple
160 is in its unlifted position. At some point during the
lifting motion of the staple 160, in some circumstances,
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the cartridge channel 123 no longer supports the staple
160 and, in such circumstances, the cartridge body 142
entirely supports the staple 160 for the remainder of the
lifting motion. The cartridge channel 123 and the car-
tridge body 142 co-operate to support the staple 160 for
half, or approximately half, of the lifting motion. As an
alternative, the cartridge channel 123 and the cartridge
body 142 co-operate to support the staple 160 for less
than half or more than half of the lifting motion. The car-
tridge body 142 and the cartridge channel 123 co-oper-
atively support and/or surround the staple 160 throughout
the entire lifting motion of the staple 160.
[0081] Various attributes described herein are de-
scribed in the context of linear end effectors and/or linear
fastener cartridges. Such attributes are able to be applied
to non-linear end effectors and/or non-linear fastener car-
tridges, such as, for example, circular and/or contoured
end effectors. For example, various end effectors, includ-
ing non-linear end effectors, are disclosed in U.S. Patent
Application Serial No. 13/036,647, filed February 28,
2011, entitled SURGICAL STAPLING INSTRUMENT,
now U.S. Patent Application Publication No.
2011/0226837. Additionally, U.S. Patent Application Se-
rial No. 12/893,461, filed September 29, 2012, entitled
STAPLE CARTRIDGE, now U.S. Patent Application
Publication No. 2012/0074198, contains further informa-
tion. U.S. Patent Application Serial No. 12/031,873, filed
February 15, 2008, entitled END EFFECTORS FOR A
SURGICAL CUTTING AND STAPLING INSTRUMENT,
now U.S. Patent No. 7,980,443, also contains further in-
formation. U.S. Patent No. 7,845,537, entitled SURGI-
CAL INSTRUMENT HAVING RECORDING CAPABILI-
TIES, which issued on December 7, 2010 contains fur-
ther information. U.S. Application Serial No. 13/118,241,
entitled SURGICAL STAPLING INSTRUMENTS WITH
ROTATABLE STAPLE DEPLOYMENT ARRANGE-
MENTS, now U.S. Patent Application Publication No.
2012/0298719, which was filed on May 27, 2011, con-
tains further information.
[0082] The devices disclosed herein may be designed
to be disposed of after a single use, or they may be de-
signed to be used multiple times. In either case, however,
the device may be reconditioned for reuse after at least
one use. Reconditioning include any combination of the
steps of disassembly of the device, followed by cleaning
or replacement of particular pieces, and subsequent re-
assembly. In particular, the device is disassembled, and
any number of the particular pieces or parts of the device
are selectively replaced or removed in any combination.
Upon cleaning and/or replacement of particular parts, the
device is reassembled for subsequent use either at a
reconditioning facility, or by a surgical team immediately
prior to a surgical procedure. Those skilled in the art will
appreciate that reconditioning of a device utilize a variety
of techniques for disassembly, cleaning/replacement,
and reassembly. Use of such techniques, and the result-
ing reconditioned device, are all within the scope of the
present application.

[0083] Preferably, the invention described herein will
be processed before surgery. First, a new or used instru-
ment is obtained and if necessary cleaned. The instru-
ment then is sterilized. In one sterilization technique, the
instrument is placed in a closed and sealed container,
such as a plastic or TYVEK bag. The container and in-
strument are then placed in a field of radiation that pen-
etrates the container, such as gamma radiation, x-rays,
or high-energy electrons. The radiation kills bacteria on
the instrument and in the container. The sterilized instru-
ment then is stored in the sterile container. The sealed
container keeps the instrument sterile until it is opened
in the medical facility.
[0084] While this invention has been described as hav-
ing exemplary designs, the present invention may be fur-
ther modified within the scope of the disclosure. This ap-
plication is therefore intended to cover any variations,
uses, or adaptations of the invention using its general
principles. Further, this application is intended to cover
such departures from the present disclosure as come
within known or customary practice in the art to which
this invention pertains.

Claims

1. A surgical staple (160), comprising:

a base (162) comprising an intermediate portion
(172);
only one pair of staple legs (164 and 166) defin-
ing a leg plane, wherein both legs (164 and 166)
extend linearly between the base (162) and a
respective tip (174) in the same direction;
a center of mass (COM) offset from the leg
plane;
wherein the intermediate portion (172) is planar,
wherein the intermediate portion (172) is posi-
tioned in a second plane parallel to the leg plane.

2. The surgical staple (160) of Claim 1, wherein a lon-
gitudinal axis (A) extends between the staple legs
(164 and 166), and wherein the base (162) is asym-
metrical relative to the longitudinal axis (A).

3. The surgical staple (160) of Claim 1 or Claim 2,
wherein the base (162) further comprises a first dis-
crete drive surface (180) that is aligned with the leg
plane.

4. The surgical staple (160) of Claim 3, wherein the
base (162) further comprises a second discrete drive
surface (182) that is laterally offset from the leg
plane.

5. The surgical staple (160) of Claim 4, wherein the first
discrete drive surface (180) and the second discrete
drive surface (182) are integrally formed in the base
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(162).

6. The surgical staple (160) of any one of Claims 1-5,
wherein the base (162) further comprises a drive sur-
face (182) comprising an inclined surface.

7. The surgical staple (160) of any one of Claims 1-6,
wherein the base (162) further comprises a drive sur-
face (180) comprising a nub.

8. The surgical staple (160) of any one of Claims 1-7,
wherein a gusset extends between a first staple leg
(164) and the base (162).

9. The surgical staple (160) of any one of Claims 1-8,
wherein the base (162) further defines a contour.

10. The surgical staple (160) of any one of Claims 1-9,
wherein the first leg (164) extends from a proximal
portion (168) of the base (162), and wherein the sec-
ond leg (166) extends from a distal portion (170) of
the base (162).

11. A staple cartridge (140), comprising:

a cartridge body (142);
a staple cavity (144) defined in the cartridge
body (142), wherein the staple cavity (144) com-
prises a longitudinal sidewall; and
the surgical staple (160) of any preceding claim,
wherein the base (162) further comprises a lon-
gitudinal guide surface (173) moveably posi-
tioned adjacent to the longitudinal sidewall of
the staple cavity (144).

12. The staple cartridge (140) of Claim 11, wherein the
staple cavity (144) further comprises:

a proximal end configured to guide a first staple
leg (164); and
a distal end configured to guide a second staple
leg (166), wherein the longitudinal sidewall is
intermediate the proximal end and the distal end.

13. The staple cartridge (140) of any one of Claims
11-12, wherein a longitudinally-driven sled (190) di-
rectly lifts the longitudinal guide surface (173) of the
staple (160) along the longitudinal sidewall of the
staple cavity (144).

14. The staple cartridge (140) of any one of Claims
11-13, wherein the staple (160) is asymmetrical rel-
ative to a longitudinal axis (A) of the staple (160).

15. The surgical staple (160) or staple cartridge (140) of
any preceding claim, wherein the surgical staple
(160) is stamped from a sheet of material.

Patentansprüche

1. Chirurgische Klammer (160), umfassend:

eine Basis (162), die ein Mittelstück (172) um-
fasst;
nur ein Paar von Klammerschenkeln (164 und
166), die eine Schenkelebene definieren, wobei
sich beide Schenkel (164 und 166) zwischen der
Basis (162) und der entsprechenden Spitze
(174) linear in die gleiche Richtung erstrecken;
einen Schwerpunkt (COM), der von der Schen-
kelebene versetzt ist;
wobei das Mittelstück (172) planar ist, wobei das
Mittelstück (172) in einer zweiten Ebene parallel
zu der Schenkelebene angeordnet ist.

2. Chirurgische Klammer (160) gemäß Anspruch 1,
wobei eine Längsachse (A) zwischen den Klammer-
schenkeln (164 und 166) verläuft und wobei die Ba-
sis (162) asymmetrisch bezogen auf die Längsachse
(A) ist.

3. Chirurgische Klammer (160) gemäß Anspruch 1
oder Anspruch 2, wobei die Basis (162) ferner eine
erste diskrete Treibfläche (180) aufweist, die mit der
Schenkelebene fluchtet.

4. Chirurgische Klammer (160) gemäß Anspruch 3,
wobei die Basis (162) ferner eine zweite diskrete
Treibfläche (182) aufweist, die seitlich von der
Schenkelebene versetzt ist.

5. Chirurgische Klammer (160) gemäß Anspruch 4,
wobei die erste diskrete Treibfläche (180) aufweist
und die zweite diskrete Treibfläche (182) integral in
der Basis (162) gebildet sind.

6. Chirurgische Klammer (160) gemäß einem der An-
sprüche 1-5, wobei die Basis (162) ferner eine Treib-
fläche (182) umfasst, die eine geneigte Fläche auf-
weist.

7. Chirurgische Klammer (160) gemäß einem der An-
sprüche 1-6, wobei die Basis (162) ferner eine Treib-
fläche (180) umfasst, die eine Noppe aufweist.

8. Chirurgische Klammer (160) gemäß einem der An-
sprüche 1-7, wobei zwischen dem ersten Klammer-
schenkel (164) und der Basis (162) eine Falte ver-
läuft.

9. Chirurgische Klammer (160) gemäß einem der An-
sprüche 1-8, wobei die Basis (162) ferner eine Kon-
tur definiert.

10. Chirurgische Klammer (160) gemäß einem der An-
sprüche 1-9, wobei sich der erste Schenkel (164)
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von einem proximalen Teil (168) der Basis (162) er-
streckt und wobei sich der zweite Schenkel (166)
von einem distalen Teil (170) der Basis (162) er-
streckt.

11. Klammermagazin (140), umfassend:

einen Magazinkörper (142);
einen Klammerhohlraum (144), der in dem Ma-
gazinkörper (142) definiert ist, wobei der Klam-
merhohlraum (144) eine längslaufende Seiten-
wand umfasst; und
die chirurgische Klammer (160) gemäß einem
der vorstehenden Ansprüche, wobei die Basis
(162) ferner eine längslaufende Führungsfläche
(173) umfasst, die beweglich benachbart zu der
längslaufenden Seitenwand des Klammerhohl-
raums (144) angeordnet ist.

12. Klammermagazin (140) gemäß Anspruch 11, wobei
der Klammerhohlraum (144) ferner umfasst:

ein proximales Ende, das gestaltet ist, einen ers-
ten Klammerschenkel (164) zu führen; und
ein distales Ende, das gestaltet ist, einen zwei-
ten Klammerschenkel (166) zu führen, wobei die
längslaufende Seitenwand zwischen dem pro-
ximalen Ende und dem distalen Ende liegt.

13. Klammermagazin (140) gemäß einem der Ansprü-
che 11-12, wobei ein längsgetriebener Schlitten
(190) die längslaufende Führungsfläche (173) der
Klammer (160) entlang der längslaufenden Seiten-
wand des Klammerhohlraums (144) direkt anhebt.

14. Klammermagazin (140) gemäß einem der Ansprü-
che 11-13, wobei die Klammer (160) asymmetrisch
bezogen auf eine Längsachse (A) der Klammer
(160) ist.

15. Chirurgische Klammer (160) oder Klammermagazin
(140) gemäß einem der vorstehenden Ansprüche,
wobei die chirurgische Klammer (160) aus einer Ma-
terialbahn gestanzt ist.

Revendications

1. Agrafe chirurgicale (160), comprenant :

une base (162) comprenant une partie intermé-
diaire (172) ;
seulement une paire de pattes d’agrafe (164 et
166) définissant un plan de pattes, les deux pat-
tes (164 et 166) s’étendant linéairement entre
la base (162) et une pointe respective (174)
dans la même direction ;
un centre de masse (COM) décalé par rapport

au plan de pattes ;
la partie intermédiaire (172) étant plane, la partie
intermédiaire (172) étant positionnée dans un
deuxième plan parallèle au plan de pattes.

2. Agrafe chirurgicale (160) selon la revendication 1,
dans laquelle un axe longitudinal (A) s’étend entre
les pattes d’agrafe (164 et 166), et dans laquelle la
base (162) est asymétrique par rapport à l’axe lon-
gitudinal (A).

3. Agrafe chirurgicale (160) selon la revendication 1 ou
la revendication 2, dans laquelle la base (162) com-
prend en outre une première surface d’entraînement
distincte (180) qui est alignée avec le plan de pattes.

4. Agrafe chirurgicale (160) selon la revendication 3,
dans laquelle la base (162) comprend en outre une
deuxième surface d’entraînement distincte (182) qui
est décalée latéralement par rapport au plan de pat-
tes.

5. Agrafe chirurgicale (160) selon la revendication 4,
dans lequel la première surface d’entraînement dis-
crète (180) et la deuxième surface d’entraînement
discrète (182) sont formées intégralement dans la
base (162).

6. Agrafe chirurgicale (160) selon l’une quelconque des
revendications 1 à 5, dans laquelle la base (162)
comprend en outre une surface d’entraînement
(182) comprenant une surface inclinée.

7. Agrafe chirurgicale (160) selon l’une quelconque des
revendications 1 à 6, dans laquelle la base (162)
comprend en outre une surface d’entraînement
(180) comprenant un noeud.

8. Agrafe chirurgicale (160) selon l’une quelconque des
revendications 1 à 7, dans laquelle un gousset
s’étend entre une première patte d’agrafe (164) et
la base (162).

9. Agrafe chirurgicale (160) selon l’une quelconque des
revendications 1 à 8, dans laquelle la base (162)
définit en outre un contour.

10. Agrafe chirurgicale (160) selon l’une quelconque des
revendications 1 à 9, dans laquelle la première patte
(164) s’étend depuis une partie proximale (168) de
la base (162), et dans laquelle la deuxième patte
(166) s’étend depuis une partie distale (170) de la
base (162).

11. Cartouche d’agrafes (140), comprenant :

un corps de cartouche (142) ;
une cavité d’agrafes (144) définie dans le corps
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de cartouche (142), la cavité d’agrafes (144)
comprenant une paroi latérale longitudinale ; et
l’agrafe chirurgicale (160) selon l’une quelcon-
que des revendications précédentes, la base
(162) comprenant en outre une surface de gui-
dage longitudinale (173) positionnée de maniè-
re mobile en position adjacente à la paroi laté-
rale longitudinale de la cavité d’agrafes (144).

12. Cartouche d’agrafes (140) selon la revendication 11,
dans laquelle la cavité d’agrafes (144) comprend en
outre :

une extrémité proximale configurée pour guider
une première patte d’agrafe (164) ; et
une extrémité distale configurée pour guider une
deuxième patte d’agrafe (166), la paroi latérale
longitudinale étant disposée entre l’extrémité
proximale et l’extrémité distale.

13. Cartouche d’agrafes (140) selon l’une quelconque
des revendications 11 à 12, dans laquelle un chariot
entraîné longitudinalement (190) soulève directe-
ment la surface de guidage longitudinale (173) de
l’agrafe (160) le long de la paroi latérale longitudinale
de la cavité d’agrafes (144).

14. Cartouche d’agrafes (140) selon l’une quelconque
des revendications 11 à 13, dans laquelle l’agrafe
(160) est asymétrique par rapport à un axe longitu-
dinal (A) de l’agrafe (160).

15. Agrafe chirurgicale (160) ou cartouche d’agrafes
(140) selon l’une quelconque des revendications
précédentes, dans laquelle l’agrafe chirurgicale
(160) est découpée à partir d’une feuille de matériau.
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