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©  System  for  aligning  a  read  head  gap  over  a  track  of  magnetic  data. 

©  A  track  following  system  for  maintaining  a  read 
gap  substantially  centered  on  a  data  track  by  moving 
the  read  gap  perpendicular  to  the  direction  of  the 
data  track.  This  moving  of  the  read  gap  is  performed 
to  compensate  for  any  original  misalignment  be- 
tween  the  read  gap  and  data  track  and  also  to 
compensate  for  any  wander  or  movement  of  the  data 
track  to  a  misaligned  position  with  respect  to  the 
read  gap.  The  write  gap  is  used  as  a  source  of 
position  information  to  keep  the  read  gap  correctly 
positioned  over  the  data  track.  During  a  track  follow- 

ing  operation,  the  write  gap  circuitry  is  operatively 
connected  to  a  track  following  circuit.  Several  sam- 
ples  of  data  signals  received  by  the  write  gap  are 
analyzed  by  the  track  following  circuit.  The  track 
following  circuit  operates  to  compare  (24)  a  first 
sample  (20,22)  of  such  data  signals  with  a  second 
sample  (21,23).  A  positioning  device  (13)  moves  the 
read  gap  in  a  direction  determined  from  the  result  of 
this  comparison  and  also  from  the  last  direction  in 
which  the  read  gap  was  moved. 
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BACKGROUND  OF  THE  INVENTION. 

1.  Field  of  the  Invention: 

The  present  invention  relates  to  a  system  for 
reducing  data  errors  during  the  reading  back  of 
data  recorded  on  a  recording  medium. 

2.  Related  Art: 

As  one  skilled  in  the  art  will  appreciate,  sys- 
tems  for  reducing  data  errors  caused  by  a  misalig- 
nment  of  the  read  head  and  the  data  track,  are  of 
great  utility.  With  the  variety  of  recording/reading 
devices  (i.e.,  computers,  tape  players  and  the  like) 
used  in  so  many  facets  of  today's  society,  the  use 
of  such  error  reducing  systems  can  serve  a  valu- 
able  function  in  a  wide  range  of  contexts.  More- 
over,  as  technology  advances  and  data  tracks  be- 
come  smaller  and  smaller,  it  will  become  increas- 
ingly  more  difficult  to  recover  data  without  such 
data  errors  occurring.  This  will  be  due,  in  part,  to 
the  wandering  of  the  tape  with  respect  to  the  head, 
and  to  the  misalignment  of  the  head  and  data 
tracks,  for  example,  caused  by  thermal  variations  in 
the  tape  cartridge  and  the  tape  drive.  The  present 
invention  may  be  used  to  reduce  the  error  rate 
caused  by  these  and  other  factors,  so  as  to  im- 
prove  the  overall  performance  and  efficiency  of  the 
tape  drive  system. 

Currently  used  methods  for  reducing  data  er- 
rors  include  the  process  whereby  the  read  gap  is 
moved  over  the  assumed  center  of  the  data  track 
and  a  read  operation,  for  reading  of  data,  is  started. 
If  a  data  error  occurs,  the  tape  is  backed  up  and 
the  data  is  reread.  If  the  error  is  still  present,  then 
the  tape  head  is  moved  up  or  down  a  few  steps 
and  the  data  is  reread  again.  This  process  is  re- 
peated  several  times  until  either  the  data  is  reread 
without  errors  or  a  hard  error  is  declared.  The 
disadvantage  of  this  method  is  that  it  takes  time  to 
back  the  tape  up,  move  the  head  up  or  down,  and 
reread  the  data,  possibly  several  times  to  finally 
recover  the  data  without  errors. 

SUMMARY  OF  THE  INVENTION: 

The  track  following  system  of  the  present  in- 
vention  is  designed  to  keep  the  read  gap  substan- 
tially  centered  on  the  data  track  by  moving  the 
read  gap  perpendicular  to  the  direction  of  the  data 
track.  This  moving  of  the  read  gap  may  be  per- 
formed  to  compensate  for  any  original  misalign- 
ment  between  the  read  gap  and  data  track,  and 
also  to  compensate  for  wander  or  movement  of  the 
data  track  to  a  misaligned  position  with  respect  to 
the  read  gap. 

According  to  an  embodiment  of  the  present 
invention,  the  write  gap  is  used  as  a  source  of 
position  information  to  keep  the  read  gap  correctly 
positioned  over  the  data  track.  During  a  track  fol- 

5  lowing  operation,  the  write  gap  circuitry  is  oper- 
atively  connected  to  a  track  following  circuit.  Sev- 
eral  samples  of  data  signals  received  by  the  write 
gap  are  analyzed  by  the  track  following  circuit.  The 
track  following  circuit  operates  to  compare  a  first 

io  sample  of  such  data  signals  with  a  second  sample. 
A  positioning  device  moves  the  read  gap  in  a 
direction  determined  from  the  result  of  this  com- 
parison  and  also  from  the  last  direction  in  which 
the  read  gap  was  moved. 

75 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS: 

The  detailed  description  of  the  invention  will  be 
made  with  reference  to  the  accompanying  draw- 

20  ings,  wherein  like  numerals  designate  correspond- 
ing  parts  in  the  several  figures. 

Fig.  1  shows  a  block  diagram  of  a  track  follow- 
ing  system  according  to  an  embodiment  of  the 
present  invention. 

25  Fig.  2  shows  a  block  diagram  of  a  track  follow- 
ing  system  according  to  another  embodiment  of 
the  present  invention. 

Fig.  3a  shows  a  diagram  of  the  relative  width  of 
a  read  gap,  write  gap  and  data  track,  according  to 

30  an  embodiment  of  the  present  invention. 
Fig.  3b  shows  another  diagram  of  the  relation- 

ship  between  the  widths  of  a  read  gap,  write  gap 
and  data  track  according  to  another  embodiment  of 
the  present  invention. 

35  Fig.  4  shows  a  block  diagram  of  a  track  follow- 
ing  system  according  to  yet  another  embodiment 
of  the  present  invention. 

Fig.  5  through  Fig.  9  show  a  flow  diagram  of 
the  operation  of  the  track  following  circuit  control- 

40  ling  device  according  to  an  embodiment  of  the 
present  invention. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS: 

45 
The  following  detailed  description  is  of  the  best 

presently  contemplated  mode  of  carrying  out  the 
invention.  This  description  is  not  to  be  taken  in  a 
limiting  sense,  but  is  made  merely  for  the  purpose 

50  of  illustrating  the  general  principles.  The  scope  of 
the  invention  is  best  defined  by  the  appended 
claims. 

According  to  the  following  description,  a 
reading/recording  apparatus  is  assumed  to  include 

55  a  reading/recording  head  having  a  read  gap  and  a 
write  gap.  Movement  of  the  head,  therefore,  results 
in  movement  of  both  the  read  and  the  write  gap. 
Other  embodiments,  however,  may  include  a  read 
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gap  provided  on  a  first  head  and  a  write  gap 
provided  on  a  second  head  which  is  operatively 
connected  with  the  first  head  such  that  movement 
of  one  head,  with  respect  to  the  reading  medium, 
results  in  like  movement  of  the  other  head. 

The  following  description  is  of  an  embodiment 
of  the  present  invention  wherein  a  track  following 
system  is  employed  with  a  quarter  inch  tape  drive 
which  operates  with  a  quarter  inch  tape  cartridge. 
However,  one  of  ordinary  skill  in  the  art  will  appre- 
ciate  the  applicability  of  the  present  invention  with 
other  data  recording  and/or  data  reading  devices. 

Presently,  quarter  inch  tape  drives  are  de- 
signed  with  the  write  gap  width  substantially  equal 
to  the  width  of  the  recorded  data  track  and  the  read 
gap  width  either  larger  or  smaller  than  the  write 
gap  width.  This  allows  for  a  certain  amount  of  tape 
wander  and  misalignment  between  the  read  gap 
and  the  data  track.  If  the  read  gap  was  not  per- 
fectly  aligned  with  the  data  track  at  the  start  of  a 
reading  operation,  then  the  chances  of  the  occur- 
rence  of  data  errors  increases  in  proportion  to  the 
amount  of  tape  wander  over  the  tape  guides. 

Since  the  read  gap,  generally,  is  either  larger 
or  smaller  than  the  write  gap,  the  head  can  be 
moved  in  small  steps  with  no  ill  effects  to  the 
recovery  of  data  (when  there  is  no  decrease  in 
signal  amplitude  in  the  read  circuit).  The  write  gap, 
however,  is  generally,  the  same  width  as  the  data 
track.  Therefore,  any  small  step  of  movement  off  of 
the  data  track  will  result  in  a  loss  of  amplitude  of 
any  signal  received  across  the  write  gap.  By  con- 
necting  the  write  gap  to  a  read  circuit,  a  deviation 
of  alignment  of  the  tape  head  with  respect  to  the 
data  track  can  be  measured  by  monitoring  the 
relative  change  in  amplitude  of  the  signal  received 
at  the  write  gap.  In  an  embodiment  of  the  present 
invention,  this  measured  reduction  in  amplitude, 
along  with  the  knowledge  of  the  last  direction 
moved  by  the  head,  can  be  used  in  a  servo-loop 
system  to  maintain  the  read  gap  reasonably  cen- 
tered  over  the  data  track. 

In  the  track  following  system  of  the  embodi- 
ment  of  Figure  1,  a  track  following  circuit  10  op- 
erates  with  a  tape  head  1  1  ,  a  tape  head  positioning 
device  13,  and  a  controlling  device  14.  The  tape 
head  11  is  provided  with  a  write  gap  winding  12  of 
a  write  gap  having  a  width  substantially  equal  to 
the  width  of  the  data  track.  The  head  positioning 
device  13  may  comprise,  for  example,  a  motor 
connected  to  the  tape  head  11  by  a  suitable  con- 
nection  linkage  27.  The  tape  head  positioning  de- 
vice  13  operates  in  response  to  a  signal  provided 
over  a  control  line  26  to  move  the  tape  head  1  1  in 
either  a  first  or  a  second  direction  perpendicular  to 
the  direction  of  a  data  track  (not  shown). 

The  controlling  device  14  may  comprise,  for 
example,  a  microprocessor.  An  embodiment  of  a 

system  for  operating  the  controlling  device  (or 
microprocessor)  14  is  shown  in  the  flow  chart  of 
Figs.  5  -  9.  The  controlling  device  14  receives 
signals  from  the  track  following  circuit  10  on  the 

5  conductor  25.  The  controlling  device  14  provides 
head  positioning  control  signals  on  the  control  line 
26  in  response  to  signals  received  from  the  track 
following  circuit  10  as  discussed  below. 

As  shown  in  Figure  1  ,  the  track  following  circuit 
io  10  is  connected  to  receive  signals  from  the  write 

gap  of  the  tape  head  11,  on  the  conductors  15.  The 
signals  received  from  the  tape  head  11  are  am- 
plified  in  an  amplifier  16  which  produces  amplified 
signals  on  the  conductor  17.  The  amplified  signals 

is  are  then  rectified  in  a  rectifier  18  which  produces 
rectified  voltage  signals  on  the  output  conductor 
19. 

Two  sample  and  hold  circuits  20  and  21  are 
connected  to  the  rectifier  18  so  as  to  sample  and 

20  hold  the  rectified  voltage  signals  from  the  rectifier 
18.  The  first  sample  and  hold  circuit  20  operates  to 
sample  and  hold  a  first  sample,  called  the  "A 
sample",  of  the  rectified  voltage  signals  from  the 
rectifier  18.  The  second  sample  and  hold  circuit  21 

25  operates  to  sample  and  hold  a  second  sample, 
called  the  "B  sample",  of  the  rectified  voltage 
signal  from  the  rectifier  18.  The  first  and  second 
sample  and  hold  circuits  20  and  21  are  connected 
to  a  comparator  24  by  means  of  conductors  22  and 

30  23,  respectively. 
The  comparator  24  operates  to  compare  the 

amplitude  of  the  "A  sample"  with  the  amplitude  of 
the  "B  sample".  A  signal  representing  the  result  of 
the  comparison  performed  by  the  comparator  24  is 

35  supplied  on  the  conductor  25  to  the  controlling 
device  14.  As  previously  discussed,  the  controlling 
device  14  operates  to  control  the  head  positioning 
device  13  in  accordance  with  the  signal  provided 
on  the  conductor  25. 

40  In  operation,  the  tape  drive  is  brought  up  to 
speed,  the  write  gap  of  the  tape  head  11  is  ar- 
ranged  adjacent  a  data  track,  and  the  tape  drive  is 
placed  in  a  read  mode.  Signals  received  across  the 
write  gap  by  the  write  gap  winding  12  are  con- 

45  ducted  on  the  conductors  15  to  the  amplifier  16. 
The  amplifier  16  outputs  an  amplified  signal  which 
is  supplied  to  the  rectifier  18  by  the  conductor  17. 
The  rectifier  18  provides  a  rectified  output  signal 
on  the  conductor  19.  A  controlling  device,  such  as 

50  a  microprocessor,  then  controls  the  sampling  of  the 
amplitude  of  the  signal  coming  from  the  write  gap. 
This  amplitude  sample,  called  the  "A  sample",  is 
saved  for  a  given  amount  of  time.  Thereafter,  an- 
other  sample  is  taken  and  called  the  "B  sample". 

55  These  two  samples,  "A  sample"  and  "B  sample", 
are  then  compared  and  a  decision  is  made  by  the 
microprocessor,  based  upon  the  result  of  the  com- 
parison,  as  to  which  direction  to  move  a  head 
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positioning  motor.  The  information  as  to  which  di- 
rection  the  head  positioning  motor  is  moved,  and 
which  sample  was  last  taken  is  saved  for  the  next 
sample  time.  After  enough  time  has  elapsed  so  as 
to  allow  the  head  positioning  motor  to  settle  from 
the  last  move,  another  sample  is  taken  to  replace 
the  oldest  existing  sample  (in  another  embodiment, 
two  new  samples  are  taken).  Since  a  "B  sample" 
was  last  taken,  a  new  "A  sample"  is  taken.  The 
system  again  compares  the  new  "A  sample" 
against  the  old  "B  sample"  and  determines  which 
direction  to  move  the  head  positioning  motor.  The 
direction  of  movement  is  determined  by  the  micro- 
processor  based  upon  the  result  of  the  last  com- 
parison  and  upon  the  last  direction  the  head  posi- 
tioning  motor  was  moved. 

The  track  following  system  of  the  Figure  2 
embodiment  includes  two  write  gap  windings  100 
and  101.  The  write  gap  windings  100  and  101  are 
connected  to  a  multiplexer  102.  The  multiplexer 
102  operates  in  response  to  a  control  signal  pro- 
vided  on  a  control  line  121  to  connect  at  least  one 
of  the  write  gap  windings  to  a  write  circuit  104 
when  the  system  is  operated  in  a  writing  mode  and 
to  a  track  following  channel  105  when  the  system 
is  in  a  track  following  mode.  The  multiplexer  102 
also  operates  in  response  to  a  control  signal  pro- 
vided  on  the  control  line  122  to  select  the  proper 
write  gap  winding  when  more  than  one  write  gap 
winding  is  provided  on  the  head.  The  signal  re- 
ceived  by  the  write  gap  winding  during  a  track 
following  operation  is  supplied  to  an  amplifier  106 
which  increases  the  amplitude  of  the  received  sig- 
nal  to  a  usable  level.  The  amplifier  106  may  be 
provided  with  a  low  pass  filter  to  reduce  unwanted 
noise  in  the  received  and  amplified  signal.  The 
amplified  and  filtered  signal  is  then  supplied  by  a 
conductor  107  to  an  envelope  detector  108  which 
produces  a  voltage  signal,  on  the  conductor  109, 
having  an  amplitude  proportional  to  the  amplitude 
of  the  signal  supplied  by  the  conductor  107. 

The  voltage  signal  on  the  conductor  109  is 
then  supplied  to  three  different  circuits  110,  113 
and  114.  The  first  of  these  circuits  is  a  voltage 
comparator  110  which  operates  to  detect  whether 
there  is  an  adequate  signal  amplitude  to  enable 
track  following.  The  comparator  110  compares  the 
amplitude  of  the  voltage  signal  on  the  conductor 
109  with  a  predetermined  reference  value  111.  The 
output  signal  of  the  comparator  110  is  supplied  via 
the  conductor  112  to  the  microprocessor  103.  The 
microprocessor  then  selectively  enables  the  track 
following  system  in  accordance  with  the  signal  sup- 
plied  on  the  conductor  112.  For  example,  if  the 
signal  supplied  on  the  conductor  112  reflects  that 
the  voltage  signal  supplied  by  the  conductor  109 
has  a  greater  amplitude  than  the  reference  value 
111,  then  the  track  following  system  is  enabled. 

The  voltage  signal  on  the  conductor  109  is  also 
sent  to  two  sample  and  hold  circuits,  called  the  "A 
sample"  circuit  113  and  the  "B  sample"  circuit 
114.  The  sample  rate  and  duration  for  both  sample 

5  and  hold  circuits  113  and  114  are  controlled  by  the 
microprocessor  103  through  the  control  lines  115 
and  116,  respectively.  The  output  signals  of  the  "A 
sample"  and  "B  sample"  circuits  113  and  114  are 
supplied  by  conductors  117  and  118,  respectively, 

io  to  a  comparator  119.  The  comparator  119  deter- 
mines  which  of  the  signals  on  the  conductors  117 
and  118  is  of  greater  amplitude.  The  output  of  the 
comparator  will  be  a  logic  high  signal,  for  example, 
if  the  "A  sample"  is  greater  than  the  "B  sample" 

is  and  a  logic  low  signal  if  the  "A  sample"  is  less 
than  the  "B  sample".  The  output  signal  of  the 
comparator  119  is  provided  by  the  conductor  120 
to  the  microprocessor  103  to  be  used  in  determin- 
ing  which  direction  to  move  the  head  positioning 

20  motor  (not  shown  in  Figure  2). 
In  another  embodiment,  an  analog  to  digital 

converter  could  be  used  instead  of  the  two  sample 
and  hold  circuits.  In  this  embodiment,  the  micro- 
processor  takes  a  sample  value  from  the  analog  to 

25  digital  converter  and  saves  the  sample  value  in  a 
memory  for  later  use.  This  embodiment  is  shown  in 
Figure  4  wherein  elements  similar  to  those  of  the 
Figure  1  embodiment  are  labeled  accordingly.  In 
Figure  4,  the  track  following  circuit  200  receives 

30  signals  from  the  write  gap  winding  12.  An  amplifier 
201  provides  an  amplified  signal  on  the  conductor 
202.  A  rectifier  203  rectifies  the  amplified  signal 
and  provides  a  rectified  signal  on  the  conductor 
204.  The  rectified  signal  is  then  supplied  to  an 

35  analog  to  digital  converter  205  which  then  supplies 
a  digital  signal  on  the  data  bus  206  to  the  controller 
14.  The  controller  14  may  comprise  a  microproces- 
sor. 

According  to  the  embodiments  illustrated  in 
40  Figs.  2  and  4,  the  actual  process  of  track  following 

begins  after  the  tape  drive  is  up  to  speed,  the  tape 
drive  is  in  the  read  mode,  and  the  read  gap  on  the 
head  is  positioned  over  the  data  track.  When  the 
track  following  system  is  enabled,  the  write  gap  is 

45  disconnected  from  the  write  circuit  and  is  con- 
nected  to  a  separate  read  channel  dedicated  to 
track  following.  A  controlling  device,  such  as  a 
microprocessor,  then  controls  the  sampling  of  the 
amplitude  of  the  signal  coming  from  the  write  gap. 

50  This  amplitude  sample,  called  the  "A  sample",  is 
saved  for  a  given  amount  of  time.  Thereafter,  an- 
other  sample  is  taken  and  called  the  "B  sample". 
These  two  samples,  "A  sample"  and  "B  sample", 
are  then  compared  and  a  decision  is  made  by  the 

55  microprocessor,  based  upon  the  result  of  the  com- 
parison,  as  to  which  direction  to  move  a  head 
positioning  motor.  The  information  as  to  which  di- 
rection  the  head  positioning  motor  is  moved,  and 

4 
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which  sample  was  last  taken  is  saved  for  the  next 
sample  time.  After  enough  time  has  elapsed  so  as 
to  allow  the  head  positioning  motor  to  settle  from 
the  last  move,  another  sample  is  taken  to  replace 
the  oldest  existing  sample  (in  another  embodiment, 
two  new  samples  are  taken).  Since  a  "B  sample" 
was  last  taken,  a  new  "A  sample"  is  taken.  The 
system  again  compares  the  new  "A  sample" 
against  the  old  "B  sample"  and  determines  which 
direction  to  move  the  head  positioning  motor.  The 
direction  of  movement  is  determined  by  the  micro- 
processor  based  upon  the  result  of  the  last  com- 
parison  and  upon  the  last  direction  the  head  posi- 
tioning  motor  was  moved.  (An  example  of  a  system 
for  operating  the  controlling  device,  microproces- 
sor,  is  shown  in  the  flow  chart  of  Figs.  5  -  9.)  This 
process  may  be  repeated  continuously,  with  a  fixed 
delay  between  moving  the  head  positioning  motor 
and  taking  the  next  sample  so  as  to  allow  the 
motor  to  settle.  According  to  these  embodiments  of 
the  present  invention,  the  head  positioning  motor  is 
always  moved  a  minimum  distance  each  sample, 
even  if  the  two  samples  are  the  same  amplitude. 

An  embodiment  of  a  system  of  operation  of  the 
controlling  device  (or  microprocessor)  is  shown  in 
the  flow  chart  of  Figs.  5  -  9.  According  to  this 
system,  when  the  track  following  routine  is  entered, 
a  determination  is  made  of  whether  a  track  follow- 
ing  routine  has  been  enabled.  For  example,  the 
track  following  routine  may  not  be  enabled  if  the 
drive  was  reading  a  tape  with  different  track  widths 
or  if  it  was  searching  for  a  reference  burst.  If  not 
enabled,  then  the  flow  returns  to  the  calling  routine. 
Next  the  drive  is  checked  to  insure  that  it  is  not  in 
a  write  mode.  If  it  is,  the  flow  may  return  to  the 
calling  routine.  The  delay  counter  is  then  de- 
cremented  and  checked  for  zero.  If  not  zero,  the 
flow  returns  to  the  calling  routine  again.  Next,  a 
check  is  made  of  whether  there  is  data  on  the  track 
with  sufficient  amplitude  for  the  track  follower  cir- 
cuit  to  work.  This  is  done,  for  example,  by  monitor- 
ing  the  output  of  the  comparator  110  of  Fig.  2.  If 
the  amplitude  is  insufficient,  then  flow  returns  to 
the  calling  routine. 

The  system  for  moving  the  motor  includes  two 
major  paths  that  can  be  taken,  depending  if  the  "A 
sample"  or  "B  sample"  was  the  last  sample  taken. 
Only  the  flow  for  the  "A  sample"  being  the  last 
sample  taken  will  be  followed  in  this  description, 
since  the  flow  for  the  "B  sample"  is  the  same 
except  the  conditional  branches  are  reversed. 
Since  the  "A  sample"  was  the  last  sample,  a  "B 
sample"  is  first  taken.  A  flag  is  then  set  to  indicate 
that  the  "B  sample"  is  now  the  last  sample  taken 
and  an  "A  sample"  should  be  taken  next.  A  flag 
indicates  which  direction  the  motor  was  moved  last. 
If  the  motor  was  stepped  down  last,  the  flow  fol- 
lows  "flow  1  "  and  if  the  last  step  was  up,  the  flow 

follows  "flow  2". 
Following  "flow  1  ",  the  A/B-  line  is  checked  to 

see  if  the  old  "A  sample"  is  greater  or  less  than 
the  new  "B  sample".  If  the  "A  sample"  was  great- 

5  er,  then  the  controlling  device  determines  that  the 
head  is  moving  in  the  wrong  direction  and  the 
motor  should  be  moved  up  one  increment  or  step. 
Since  the  head  is  moved  up,  a  flag  must  be  set  to 
indicate  that  up  was  the  last  direction  taken.  The 

io  system  also  keeps  track  of  the  number  of  steps  the 
head  is  from  the  starting  point.  This  value  will  be 
positive  for  steps  above  the  starting  point  and 
negative  for  steps  below.  In  this  flow  a  step  up  was 
taken,  so  the  step  counter  is  incremented.  If  the  "B 

is  sample"  was  greater  than  the  "A  sample"  in  "flow 
1  "  then  the  system  would  first  check  that  the  step 
counter  was  not  at  the  negative  limit.  If  not,  then 
the  motor  moves  the  head  down  one  step  or  incre- 
ment  and  the  step  counter  is  decremented.  Both  of 

20  the  paths  in  "flow  1  "  then  jump  to  the  end  of  the 
routine  to  reload  the  delay  counter  with  5  and 
return  to  the  calling  routine. 

If  "flow  1  "  was  not  followed,  then  the  last  step 
was  up  and  "flow  2"  will  be  taken.  Next  the  A/B- 

25  line  is  checked  to  see  if  the  old  "A  sample"  is 
greater  or  less  than  the  new  "B  sample".  If  "B 
sample"  was  greater,  then  the  head  is  moving  in 
the  right  direction.  The  system  first  checks  that  the 
step  counter  is  not  greater  than  the  limit.  If  not, 

30  then  the  head  is  moved  up  and  the  step  counter  is 
incremented.  If  the  "A  sample"  was  greater  than 
the  "B  sample"  then  the  head  is  moving  in  the 
wrong  direction.  The  motor  then  moves  the  head 
down  one  step  or  increment  and  the  step  counter 

35  is  decremented.  Since  the  motor  direction  was 
changed,  a  flag  must  be  set  to  indicate  that  the  last 
direction  was  down.  Both  of  the  paths  in  "flow  2" 
then  jump  to  the  end  of  the  routine  to  reload  the 
delay  counter  and  return  to  the  calling  routine. 

40  During  ramp  down  of  the  capstan  motor,  the 
track  following  routine  will  move  the  head  back  to 
where  it  was  prior  to  the  start  of  track  following. 
Prior  to  ramp  up,  all  flags  will  be  cleared,  and  the 
delay  counter  will  be  loaded  with  a  large  value  so 

45  that  track  following  is  not  performed  until  the  tape 
speed  is  stable. 

The  present  invention  may  be  used  on  a  sys- 
tem  where  the  read  gap  is  larger  (Figure  3a)  or 
smaller  (Figure  3b)  than  the  write  gap.  In  the  Figure 

50  3a  example,  the  write  gap  150  and  the  data  track 
151  are  shown  as  being  7  milli-inches  wide  and  the 
read  gap  152  is  shown  as  being  11  milli-inches 
wide.  In  order  to  read  data  properly,  the  center  line 
153  of  the  read  gap  152  must  be  within  +/-1  milli- 

55  inch  of  the  write  gap  center  line  154.  The  motor 
driving  the  head  (i.e.,  device  13  of  Figure  1)  may 
comprise,  for  example,  an  open  loop  stepper  motor 
which  moves  the  head  0.372  milli-inches  per  step. 

5 
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Using  nominal  values,  it  can  be  seen  that  the  read 
gap  can  be  off  of  the  track  by  +1-2  milli-inches  or 
+  /-1  milli-inch  if  the  center  line  offset  is  taken  into 
account,  and  still  recover  data  correctly.  The  +/-1 
milli-inch  margin  allows  the  stepper  motor  to  dither 
the  head  about  the  data  track  as  the  track  following 
operation  is  performed.  Since  the  track  following 
circuit  can  be  easily  confused  by  noise,  drop  outs, 
and  preamble  gaps  (due  to  the  resolution  of  the 
head),  the  two  to  three  steps  of  margin  provides 
the  track  following  system  with  adequate  time  to 
recover. 

The  track  following  systems  described  above 
may  also  be  used  with  a  single  gap  head  having 
separate  read  and  write  windings  instead  of  the 
dual  gap  head  described  above. 

In  other  embodiments,  a  sequencer  or  a  con- 
troller  could  be  used  to  control  the  track  following 
process  instead  of  a  microprocessor.  Furthermore, 
head  moving  devices  other  than  a  stepper  motor 
could  be  used  to  move  the  head.  For  example,  any 
type  of  motor  (three-phase  brushless  D.C.,  voice 
coil,  brush  D.C.,  linear,  or  the  like)  could  be  used  in 
an  open  loop  system  or  closed  loop  servo  system 
using  a  position  encoder  for  feedback.  In  other 
embodiments,  the  track  following  process  may  be 
operated  during  a  write  mode,  where  one  write  gap 
winding  operates  with  the  track  following  circuit  and 
a  second  write  gap  winding  operates  with  a  write 
circuit. 

The  disclosed  embodiments  are  to  be  consid- 
ered  in  all  respects  as  illustrative  and  not  restric- 
tive,  the  scope  of  the  invention  being  indicated  by 
the  appended  claims,  rather  than  the  foregoing 
description.  All  changes  which  come  within  the 
meaning  and  range  of  equivalency  of  the  claims 
are  intended  to  be  embraced  therein. 

Claims 

1.  A  system  for  reading  data  recorded  on  a  mag- 
netic  recording  medium,  said  system  compris- 
ing: 

a  read  head  gap  for  reading  data  signals 
on  a  data  track  on  the  magnetic  recording 
medium; 

a  write  head  gap  for  writing  data  signals  on 
a  data  track  on  the  magnetic  recording  me- 
dium,  the  write  head  gap  having  a  width  sub- 
stantially  equal  to  the  data  track  and  detecting 
the  data  signals  on  a  data  track  when  the  read 
head  gap  is  reading  the  data  signals  on  the 
data  track,  the  write  head  gap  being  oper- 
atively  connected  with  the  read  head  gap  such 
that  movement  of  one  head,  with  respect  to  the 
data  track,  results  in  movement  of  the  other 
head; 

a  means  for  moving  the  read  head  gap 

perpendicular  to  the  data  track; 
a  track  following  circuit  operable  to  receive 

data  signals  on  the  track  detected  by  the  write 
head  gap;  and 

5  a  controlling  device  operably  connected 
with  the  track  following  circuit,  for  controlling 
the  moving  means  in  response  to  the  data 
signals  received  from  the  write  head  gap; 

whereby  the  read  head  gap  remains 
io  aligned  with  the  data  track  as  the  read  head 

gap  reads  data  signals  on  the  data  track. 

2.  A  system  as  claimed  in  claim  1,  wherein  the 
first  head  gap  is  a  read  gap  and  the  second 

is  head  gap  is  a  write  gap. 

3.  A  system  as  claimed  in  claim  2,  wherein  the 
track  following  circuit  is  operable  to  receive  a 
first  sample  and  a  second  sample  of  data 

20  recorded  on  the  recording  medium  and  de- 
tected  by  the  write  gap,  and  wherein  the  track 
following  circuit  includes  comparing  means  for 
comparing  the  first  sample  of  data  and  the 
second  sample  of  data. 

25 
4.  A  system  as  claimed  in  claim  3,  wherein  the 

controlling  device  comprises  a  operating 
means  for  operating  the  moving  means  in  re- 
sponse  to  the  result  of  the  comparison  per- 

30  formed  by  the  comparing  means. 

5.  A  system  as  claimed  in  claim  2,  wherein: 
the  write  gap  is  operable  to  receive  a  first 

sample  of  data  and  a  second  sample  of  data 
35  recorded  on  the  recording  medium; 

the  track  following  circuit  includes  signal 
producing  means  for  producing  a  first  voltage 
signal  corresponding  to  the  first  sample  of  data 
and  a  second  voltage  signal  corresponding  to 

40  the  second  sample  of  data;  and 
the  track  following  circuit  further  includes  a 

comparing  means  for  comparing  the  amplitude 
of  the  first  voltage  signal  and  the  amplitude  of 
the  second  voltage  signal. 

45 
6.  A  system  as  claimed  in  claim  5,  wherein  the 

controlling  device  comprises  a  processing 
means  for  operating  the  moving  means  in  re- 
sponse  to  the  result  of  the  comparison  per- 

50  formed  by  the  comparing  means. 

7.  A  system  as  claimed  in  claim  2,  wherein: 
the  write  gap  is  operable  to  receive  data 

recorded  on  the  recording  medium; 
55  the  track  following  circuit  includes  first  and 

second  sampling  means  for  respectively  re- 
ceiving  a  first  and  second  sample  of  the  data 
received  by  the  write  gap,  the  track  following 

6 
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circuit  further  includes  a  comparing  means  for 
comparing  the  first  and  second  samples  of 
data  received  by  the  first  and  second  sampling 
means,  respectively;  and 

the  controlling  device  includes  operating 
means  for  operating  the  moving  means  in  re- 
sponse  to  the  result  of  the  comparison  per- 
formed  by  the  comparing  means. 

8.  A  system  as  claimed  in  claim  7,  wherein  the 
operating  means  include  sample  control  means 
for  controlling  the  sampling  rate  and  sample 
duration  of  the  sampling  means. 

9.  A  system  as  claimed  in  claim  2,  wherein: 
the  write  gap  is  operable  to  receive  data 

recorded  on  the  recording  medium; 
the  track  following  circuit  includes  track 

following  enabling  means,  operable  with  the 
write  gap,  for  comparing  the  data  received  by 
the  write  gap  with  a  reference  value  and  for 
enabling  the  track  following  circuit  in  response 
to  the  comparison. 

10.  A  system  as  claimed  in  claim  2,  wherein  the 
moving  means  comprises  a  motor  operable  to 
move  the  first  head  gap  in  stepped  increments 
in  a  first  direction  and  in  a  second  direction 
opposite  to  the  first  direction. 

11.  A  system  as  claimed  in  claim  10,  wherein  the 
track  following  circuit  further  includes  memory 
means  for  storing  data  representative  of  the 
last  direction  in  which  the  motor  moved  the 
first  head  gap,  and  wherein  the  controlling  de- 
vice  controls  the  moving  means  in  accordance 
with  the  comparison  performed  by  the  first 
comparing  means  and  the  last  direction  stored 
by  the  memory  means. 

12.  A  system,  operable  with  a  recording  head  po- 
sitioning  device  and  a  recording  head  having  a 
read  gap  for  reading  a  track  of  data  and  a  write 
gap  for  writing  a  track  of  data,  for  controlling 
the  positioning  of  the  read  gap  with  respect  to 
a  track  of  data  recorded  on  a  recording  me- 
dium,  said  system  having  a  track  following 
circuit  comprising: 

selective  control  means  operable  in  a  first 
mode  for  controlling  the  write  gap  to  receive 
data  from  the  track  recorded  on  the  recording 
medium  and  to  provide  a  signal  from  the  track 
data,  the  signal  dependent  upon  the  position  of 
the  write  gap  with  respect  to  the  track  of  data; 

a  voltage  signal  producing  means  oper- 
atively  connected  with  the  write  gap,  for  pro- 
ducing  a  voltage  signal  having  an  amplitude 
dependent  upon  the  signal: 

sampling  means  for  receiving  a  first  sam- 
ple  and  a  second  sample  of  the  voltage  signal; 

first  comparing  means,  operatively  con- 
nected  with  the  sampling  means  for  comparing 

5  the  amplitude  of  the  first  sample  and  the  am- 
plitude  of  the  second  sample; 

positioning  control  means  operatively  con- 
nected  with  comparing  means,  for  controlling 
the  recording  head  positioning  device  in  re- 

io  sponse  to  the  comparison  performed  by  the 
first  comparing  means. 

13.  A  system  as  claimed  in  claim  12,  further  com- 
prising  a  second  comparing  means,  operatively 

is  connected  with  the  voltage  signal  producing 
means,  for  comparing  the  amplitude  of  the 
voltage  signal  with  a  reference  value  and  for 
providing  an  enabling  signal  upon  the  voltage 
signal  exceeding  the  reference  value. 

20 
14.  A  system  as  claimed  in  claim  13,  wherein  the 

positioning  control  means  is  operable  to  re- 
ceive  the  enabling  signal  and  wherein  the  posi- 
tioning  control  means  operates  in  response  to 

25  the  enabling  signal  to  selectively  enable  the 
track  following  circuit. 

15.  A  system  as  claimed  in  claim  13,  wherein  the 
sampling  means  comprises  first  and  second 

30  sample  and  hold  circuits  and  wherein  the  posi- 
tioning  control  means  is  operatively  connected 
with  the  first  and  second  sample  and  hold 
circuits  and  includes  sampling  controlling 
means  for  controlling  the  sampling  rate  and 

35  duration  of  the  first  and  second  sample  and 
control  circuits. 

16.  A  system  as  claimed  in  claim  13,  further  com- 
prising  a  write  circuit  operatively  connected 

40  with  the  selective  control  means,  wherein  the 
selective  control  means  is  operable  in  a  sec- 
ond  mode  for  controlling  the  write  gap  to  be 
operatively  connected  with  the  write  circuit. 

45  17.  A  system  as  claimed  in  claim  16,  wherein  the 
positioning  control  means  is  operatively  con- 
nected  with  the  selective  control  means  and 
controls  the  mode  in  which  the  selective  con- 
trol  means  operates. 

50 
18.  A  system  as  claimed  in  claim  13,  wherein  the 

recording  head  positioning  device  comprises  a 
motor  operable  to  move  the  head  in  stepped 
increments  in  a  first  direction  and  in  a  second 

55  direction  opposite  to  the  first  direction,  wherein 
the  first  and  second  directions  are  substantially 
perpendicular  to  the  track  of  data  recorded  on 
the  recording  medium. 

7 
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19.  A  system  as  claimed  in  claim  18  wherein  the 
track  following  circuit  further  includes  memory 
means  for  storing  data  representing  the  last 
direction  in  which  the  motor  moved  the  head 
and  wherein  the  positioning  control  means  5 
controls  the  recording  head  positioning  device 
in  accordance  with  the  comparison  performed 
by  the  first  comparing  means  and  the  last 
direction  stored  by  the  memory  means. 

10 
20.  In  a  system  operable  with  a  tape  head  having 

a  read  gap  for  reading  a  track  of  data  and  a 
write  gap  for  writing  a  track  of  data,  the  write 
gap  positioning  the  read  gap  with  respect  to  a 
track  of  data  recorded  on  a  recording  medium,  is 
a  method  of  system  operation  comprising  the 
steps  of: 

receiving  data  with  the  write  gap  from  the 
track  recorded  on  the  recording  medium;  and 

moving  the  read  gap  in  a  direction  sub-  20 
stantially  perpendicular  to  the  track  of  data  in 
response  to  the  data  received  from  the  write 
gap; 

whereby  the  read  gap  is  aligned  with  the 
track  of  data.  25 

21.  A  system  for  reading  data  signals  recorded  on 
a  magnetic  recording  medium,  said  system 
comprising: 

a  first  head  gap  for  reading  data  signals  on  30 
a  data  track  on  the  magnetic  recording  me- 
dium; 

a  second  head  gap  for  writing  data  signals 
on  a  data  track  on  the  magnetic  recording 
medium,  the  second  head  gap  detecting  the  35 
data  signals  on  the  data  track  when  the  first 
head  gap  is  reading  the  data  signals  on  the 
data  track  and  having  a  width  substantially  as 
wide  as  the  data  track,  the  second  head  gap 
being  operatively  connected  with  the  first  head  40 
gap  such  that  movement  of  one  head,  with 
respect  to  the  data  track,  results  in  movement 
of  the  other  head; 

a  moving  means  for  moving  the  read  head 
gap  perpendicular  to  the  data  track;  45 

a  track  following  circuit  responsive  to  am- 
plitudes  of  data  signals  on  the  track  detected 
by  the  second  head  gap;  and 

a  controlling  device  operably  connected 
with  the  track  following  circuit,  for  controlling  50 
the  moving  means  in  response  to  the  am- 
plitudes  of  data  signals  received  from  the  sec- 
ond  head  gap; 

whereby  the  read  head  gap  remains 
aligned  with  the  data  track  as  the  read  head  55 
gap  heads  data  signals  on  the  data  track. 

8 
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