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©  Identification  tag  for  animals. 
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©  Identification  tag  for  animals  composed  of  a  fe- 
male  part  I,  and  a  male  part  II,  which  are  clinched 
together,  after  penetration  of  the  male  part  II  through 
the  ear  of  the  animal  in  question,  characterised  in 
that  both  parts  are  provided  with  means  for  obtaining 
a  double  lock. 

Fig  2 
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The  present  invention  relates  to  an  identifica- 
tion  tag  which  is  attached  to  the  body,  preferably  to 
one  of  the  ears,  of  an  animal. 

Everywhere  that  large  numbers  of  animals  of 
the  same  type  are  assembled,  but  especially  in 
stock  breeding  for  good  management  of  the  busi- 
ness,  it  is  necessary  in  order  to  be  able  to  distin- 
guish  the  different  animals  from  each  other.  In 
order  to  render  the  identification  of  the  different 
animals  possible  in  a  fast,  easy  and  clear  manner, 
it  is  usual  that  one  or  another  means  of  identifica- 
tion  is  applied  or  attached  to  their  body. 

A  well-known  means  of  identification  for  ani- 
mals,  consists  of  a  tag  or  label,  or  similar  means, 
that  is  attached  clearly  visible  to  the  body  of  the 
animal,  and  on  which  information,  for  example  a 
number,  is  recorded,  which  is  different  for  each 
animal,  and  which  permits  fast  and  easy  identifica- 
tion  of  each  animal. 

Such  known  identification  tags  are  described  in 
the  patents  GB-2119319  and  FR-7607114,  and 
preferably  consist  of  two  flat,  plate  shaped  pieces 
manufactured  from  flexible  plastic,  of  which  at  least 
one  bears  the  above  mentioned  information  on  a 
flat  side. 

One  part  -  the  male  part  -  has  perpendicular  to 
the  plate  shaped  part  an  extending  pin  with  a 
cylindrical  shaft  and  a  pointed  elongated  conical 
head  with  a  maximum  diameter  which  is  greater 
than  the  diameter  of  the  cylindrical  shaft,  by  which 
a  circular  extending  edge  is  formed  at  the  height  of 
the  connection  between  the  head  and  the  shaft  of 
the  pin. 

The  other  part  -  the  female  part  -  comprises  a 
cylindrical  bore  which  has  a  greater  diameter  on 
one  side  of  the  plate  shaped  part  than  on  the  other 
side,  whereby  this  change  of  diameter  forms  a 
circular  edge  in  the  bore.  The  smallest  diameter  of 
the  bore  corresponds  to  the  diameter  of  the  shaft, 
while  the  width  of  the  circular  edge,  internal  in  the 
bore,  corresponds  to  the  width  of  the  circular  edge 
at  the  height  of  the  connection  between  the  head 
and  the  shaft  of  the  pin. 

With  the  attachment  of  the  identification  tag  to 
an  ear  of  the  animal,  the  pin  is  driven  through  the 
ear  with  the  assistance  of  a  pair  of  pincers  espe- 
cially  provided  for  that  purpose.  The  female  part  is 
placed  on  the  other  side  with  the  side  where  the 
bore  has  the  smallest  diameter  directed  towards 
the  ear.  At  the  moment  the  head  of  the  pin  appears 
on  the  other  side  of  the  ear,  this  is  inserted  on  that 
side  into  the  bore,  by  deformation  of  the  material. 
The  result  is  that  the  entire  head  comes  to  rest  in 
the  part  of  the  bore  with  the  greatest  diameter.  This 
diameter  corresponds  to  the  maximum  diameter  of 
the  head.  The  edge  which  is  formed  by  the  con- 
nection  between  the  head  and  the  shaft  of  the  pin 
now  lies  against  the  edge  of  the  bore,  through 

which  the  head  can  no  longer  leave  the  bore  on  the 
side  of  the  ear.  Both  parts  of  the  tag  now  form  one 
unit  on  both  side  of  the  ear  via  the  shaft.  Further- 
more  the  plate  shaped  part  which  bears  the  neces- 

5  sary  information  is  on  the  outside  of  the  ear,  so 
that  it  is  clearly  visible.  The  identification  of  the 
animals  is  therefore  made  possible  in  that  manner. 

Nevertheless  these  known  embodiments  of 
identification  tags  have  considerable  disadvan- 

io  tages.  A  first  disadvantage  lies  in  the  fact  that  the 
conical  form  of  the  head  of  the  pin  of  the  male  part, 
with  which  a  hole  is  made  in  the  ear,  tears  open 
the  ear  in  a  rather  painful  manner  for  the  animal. 

Another  disadvantage  lies  in  the  simple  bloc- 
75  king  of  the  head  of  the  pin  in  the  bore  of  the 

female  part.  When  the  animals  hook  onto  protrud- 
ing  objects  with  the  tag  or  exert  a  great  force 
thereupon  in  one  way  or  another,  the  head  of  the 
pin  comes  loose  from  the  bore  rather  quickly.  This 

20  results  in  the  animals  losing  their  identification  tag. 
On  the  other  hand  the  identification  tag  may  no 
longer  be  removed  without  rendering  it  unusable,  in 
order  to  comply  with  certain  legislations  and/or 
control  provisions  in  stock  breeding.  This  too  easily 

25  removable  lock  obviously  does  not  satisfy  this  re- 
quirement. 

Yet  another  disadvantage  lies  in  the  non-opti- 
mum  angle  of  the  pointed  head.  Because  of  that 
the  penetration  of  that  pin  through  the  ear  is  not 

30  effected  very  well,  which  again  is  most  painful  for 
the  animal.  Another  disadvantage  lies  in  the  pos- 
sibility  that  infections  can  arise  with  the  attachment 
of  the  tags. 

The  purpose  of  the  present  invention  is  to 
35  remedy  these  disadvantages.  The  identification  tag 

for  animals  according  to  the  invention  has  as  char- 
acteristic  that  the  male  and  female  parts  are 
clinched  to  each  other  by  a  double  lock. 

Furthermore  the  identification  tag  for  animals 
40  according  to  the  invention  is  characterised  in  that  it 

is  composed  of  an  impact-resistant  and  hard  plas- 
tic  which  complies  with  the  standards  of  materials 
which  come  into  contact  with  foodstuffs. 

Other  characteristics  and  advantages  will  ap- 
45  pear  from  the  description  of  an  identification  tag  for 

animals  according  to  the  invention  with  the  assis- 
tance  of  the  attached  figures. 

Figure  1  is  a  front  view  of  an  identification  tag. 
Figure  2  is  a  cross-section  of  the  various  ele- 

50  ments  of  an  identification  tag  according  to  the 
invention  separated  from  each  other. 
An  identification  tag  for  animals  as  represented 

in  figure  1  has  a  surface  on  which  the  identification 
characters  appear.  These  characters  are  of  such 

55  nature  that  they  cannot  later  become  unreadable 
through  weather  conditions  or  through  rubbing. 

This  identification  tag  for  animals  according  to 
the  invention  is  composed  of  two  parts  I  and  II  - 
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respectively  a  female  and  male  part  -  preferably 
manufactured  from  an  impact-resistant  and  hard 
plastic. 

With  the  identification  tag  for  animals  as  repre- 
sented  in  figure  2,  the  female  part  I  is  formed  of  a 
flat  plate  shaped  part  of  impact-resistant  and  hard 
plastic  that  complies  with  the  statutory  standards 
for  materials  which  come  into  contact  with  food- 
stuffs,  and  on  which  the  identification  characters 
are  applied.  On  the  edge  of  this  flat  tag  a  small 
cylindrical  tube  (1)  is  provided,  with  a  triple  bore 
(2)  (3)  and  (4),  with  a  degressive  diameter  whereby 
bore  (2)  is  greater  than  (3),  and  (3)  greater  than  (4). 

On  the  other  hand  the  male  part  II,  is  also 
formed  of  a  flat  tag,  which  will  come  to  lie  against 
the  ear  of  the  animal,  and  is  provided  on  its  edge, 
which  can  also  be  produced  rounded  off,  with  an 
extending  cylindrical  shaft  (6),  of  flexible  material. 
At  a  small  distance  from  the  extremity  of  this  shaft 
(6)  a  laterally  extending  collar  (5)  is  provided,  which 
is  welded  to  the  cylindrical  shaft  (6).  On  this  cylin- 
drical  shaft  (6)  of  the  male  part  II  then  comes  a 
conical  head  III,  of  which  the  base  (9)  has  a  certain 
thickness,  in  which  a  hollow  (10)  is  bored  which 
can  perfectly  connect  onto  the  extremity  (7)  of  the 
cylindrical  shaft  (6)  to  against  the  collar  (5)  of  the 
male  part  II. 

On  the  other  hand  this  base  (9)  of  the  conical 
head  III  has  a  polygonal  outer  surface,  preferably 
octagonal,  with  a  diameter  which  is  greater  than  the 
middle  bore  (3),  but  is  smaller  than  the  largest  bore 
(2)  of  the  small  cylindrical  tube  (1)  of  the  female 
part  I. 

This  conical  head  III  of  impact-resistant  and 
hard  plastic  which  complies  with  the  standards  for 
materials  which  come  into  contact  with  foodstuffs, 
has  a  point  with  an  angle  of  between  55  °  and  65  ° 
and  preferably  of  60  °  . 

The  small  cylindrical  tube  (1)  of  the  female  part 
I  can  preferably  be  closed  off  by  a  cap  (11),  which 
like  the  conical  head  III  is  welded  to  the  cylindrical 
shaft  (6)  of  the  male  part  II,  by  means  of  ultrasonic 
waves. 

Both  the  cap  (11)  and  the  cylindrical  shaft  (6) 
of  respectively  the  female  I  and  the  male  part  II  are 
then  also  preferably  provided  with  central  air  chan- 
nels. 

When  the  male  part  (2)  is  driven  through  the 
ear  of  the  identified  animal,  the  conical  head  III 
goes  into  the  largest  bore  (2)  of  the  small  cylin- 
drical  tube  (1)  of  the  female  part  I  while  the  collar 
(5)  of  the  male  part  II  occupies  the  space  in  the 
middle  bore  (3)  of  the  female  part  I  on  the  open 
side,  and  the  cylindrical  shaft  (6)  sits  in  the  space 
(4). 

Through  the  use  of  identification  tags,  accord- 
ing  to  the  invention,  the  animal  experiences  less 
pain,  and  it  gets  no  chance  of  getting  the  identifica- 

tion  tag  loose.  Also  the  identification  tag,  according 
to  the  invention,  can  only  be  used  once,  which  also 
offers  advantages  against  possible  deceit. 

5  Claims 

1.  Identification  tag  for  animals  composed  of  a 
female  I,  and  male  II  part,  which  are  clinched 
to  each  other  after  penetration  of  the  male  part 

io  II  through  the  ear  of  the  animal  in  question, 
characterised  in  that  both  parts  are  provided 
with  means  for  obtaining  a  double  lock. 

2.  Identification  tag  according  to  claim  1  ,  charac- 
15  terised  in  that  the  female  part  I  is  provided 

with  a  triple  bore  (2),  (3)  and  (4),  with  a  deg- 
ressive  diameter  whereby  bore  (2)  is  greater 
than  (3),  and  bore  (3)  is  greater  than  (4),  while 
the  male  part  II  is  provided  with  a  pin  with 

20  projecting  elements  which  fit  into  these  three 
bores  (2),  (3)  and  (4)  of  the  female  part. 

3.  Identification  tag  according  to  claim  2,  charac- 
terised  in  that  the  male  part  which  is  pro- 

25  vided  with  a  drawing  out  cylindrical  shaft  (6) 
which  is  provided  with  a  collar  (5)  at  a  small 
distance  from  its  extremity,  and  on  which  the 
conical  head  III  sits  which  is  attached  to  the 
extremity  (7)  of  the  cylindrical  shaft  (6),  so  that 

30  with  the  clinching  of  both  parts  of  the  iden- 
tification  tag  the  conical  head  III  occupies  the 
space  of  bore  (2),  of  the  female  part,  the  collar 
(5)  the  space  of  the  bore  (3),  and  the  cylin- 
drical  shaft  (6)  the  space  of  the  bore  (4). 

35 
4.  Identification  tag  according  to  claim  3  charac- 

terised  in  that  the  conical  head  III  of  impact- 
resistant  and  hard  plastic  is  attached  to  the 
cylindrical  shaft  (6)  by  means  of  ultrasonic 

40  waves. 

5.  Identification  tag  according  to  claims  3  or  4 
characterised  in  that  the  conical  head  has  a 
point  with  an  angle  of  between  55  °  and  65  °  , 

45  and  preferably  of  60  °  . 

6.  Identification  tag  according  to  claims  3,  4  or  5 
characterised  in  that  the  conical  head  is 
provided  with  a  base  (9)  with  a  central  inter- 

so  mediate  hollow  (10)  which  connects  to  the  di- 
ameter  of  the  extremity  (7)  of  the  cylindrical 
shaft  (6). 

7.  Identification  tag  according  to  claims  3,  4,  5  or 
55  6  characterised  in  that  the  base  (9)  of  the 

conical  head  has  a  polygonal  outer  surface, 
preferably  octagonal. 

3 
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8.  Identification  tag  according  to  claim  2  charac- 
terised  in  that  the  small  cylindrical  tube  (1)  of 
the  female  part  I  is  closed  off  with  a  cap  (11), 
which  is  preferably  welded  on  by  ultrasonic 
waves,  whether  or  not  provided  with  an  axial  5 
air  channel. 

9.  Identification  tag  according  to  claims  1  up  to 
and  including  8,  characterised  in  that  the 
cylindrical  shaft  (6)  of  the  male  part  II  is  pro-  10 
vided  with  an  axial  air  channel  (8). 

10.  Identification  tag  according  to  claims  1  up  to 
and  including  9  characterised  in  that  the 
elements  used  are  made  from  impact-resistant  is 
and  hard  plastic,  that  complies  with  the  stan- 
dards  for  the  materials  which  come  into  con- 
tact  with  foodstuffs. 
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