
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

84
8 

64
4

B
1

TEPZZ 848644B_T
(11) EP 2 848 644 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
03.10.2018 Bulletin 2018/40

(21) Application number: 13787347.7

(22) Date of filing: 07.05.2013

(51) Int Cl.:
C08K 5/523 (2006.01) B65D 1/02 (2006.01)

C08K 5/098 (2006.01) C08L 23/00 (2006.01)

(86) International application number: 
PCT/JP2013/062859

(87) International publication number: 
WO 2013/168717 (14.11.2013 Gazette 2013/46)

(54) CLARIFYING AGENT COMPOSITION, RESIN COMPOSITION AND MOLDED ARTICLE

TRANSPARENTISIERUNGSMITTELZUSAMMENSETZUNG, HARZZUSAMMENSETZUNG UND 
FORMARTIKEL

COMPOSITION D’AGENT RENDANT TRANSPARENT, COMPOSITION DE RÉSINE ET ARTICLE 
MOULÉ

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 11.05.2012 JP 2012109253
11.05.2012 JP 2012109254

(43) Date of publication of application: 
18.03.2015 Bulletin 2015/12

(73) Proprietor: Adeka Corporation
Tokyo 116-0012 (JP)

(72) Inventors:  
• MAEDA Takuya

Saitama-shi
Saitama 336-0022 (JP)

• SAKAI Atsushi
Saitama-shi
Saitama 336-0022 (JP)

• TANJI Naoko
Saitama-shi
Saitama 336-0022 (JP)

• KAWAMOTO Naoshi
Saitama-shi
Saitama 336-0022 (JP)

(74) Representative: Gill Jennings & Every LLP
The Broadgate Tower 
20 Primrose Street
London EC2A 2ES (GB)

(56) References cited:  
EP-A1- 2 524 944 WO-A1-2007/033297
WO-A1-2012/102805 JP-A- H0 977 925
JP-A- H05 222 078 JP-A- H11 140 247
JP-A- 2000 302 986 JP-A- 2004 346 122
JP-A- 2006 225 576 JP-A- 2008 081 172
JP-A- 2009 526 123 JP-A- 2011 021 048
JP-A- 2012 152 933  



EP 2 848 644 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The present invention relates to a clarifying agent composition useful for molded article applications where
transparency is important; a resin composition; and a molded article thereof.
[0002] The present invention also relates to a method of producing a transparent material having excellent transpar-
ency; and a plastic bottle obtained by the production method.

BACKGROUND ART

[0003] It is known that polyolefins have excellent moldability, rigidity, hygienic properties and impact resistance and
that an addition of a clarifying agent thereto reduces the opacity of the resulting molded article and thus improves the
transparency; therefore, polyolefins are used in a variety of applications such as food containers, beverage containers,
protective sheets and wrapping materials.
[0004] Generally speaking, consumers tend to prefer highly transparent products in many applications. In the case of
storage containers where consumers desire to see the container contents, the more transparent the container is, the
greater becomes the appealing power of the product and the higher can be the asking price thereof in the storage
container market.
[0005] However, even if individual molded article is colorless and transparent, for example, when water is filled therein,
the background of the molded article is distorted and there is thus a problem of insufficient transparency.
[0006] Further, in order to impart a molded article with functions such as heat resistance and weather resistance,
additives such as an antioxidant, an acid removing agent, a slip agent, a brightening agent, an ultraviolet absorber and
a hindered amine compound are blended; however, since addition of these additives may cause the resulting molded
article to be colored, an improvement is demanded in this respect.
[0007] For example, in Patent Document 1, for the purpose of improving the transparency of a molded article, a
composition in which 50 to 10,000 parts of a water-insoluble colorant is added to 1,000,000 parts of a clarifying agent
is disclosed. In addition, Patent Document 2 discloses a polymer composition in which a polymeric nucleating agent, a
propylene polymer and a color pigment are blended.
[0008] Meanwhile, in polymers such as polyolefins, it is known that their molecules are each in the form of a nano-
sized string. In an amorphous state, these polymer molecules have no bending directionality and thus serve as a
homogeneous medium for light as well; however, when the polymer is molded by injection molding or the like, the polymer
molecules assume an oriented state. In such an oriented state, a birefringence phenomenon appears due to the difference
between the refractive index (n//) for light linearly polarized in the orientation direction and the refractive index (n⊥) for
light linearly polarized in the direction perpendicular to the orientation direction. Particularly, when a plastic bottle such
as a beverage container is filled with water, this birefringence phenomenon is prominent and the transparency of the
plastic bottle is impaired in some cases.
[0009] Further, in the case of plastic bottles where a material through which the product contents are visible is de-
manded, even if the plastic bottles are themselves transparent, there is a problem that they do not appear transparent
when put on store-front display.
[0010] As a method improving the transparency of an olefin molded article, a variety of methods have been examined
and, for example, Patent Document 1 and 2 disclose polypropylene-based resin films for surface protection which
comprise a nucleating agent in an amount of 100 ppm or less and have a birefringence (Δn) of 0.4 3 10-3 to 2.5 3 10-3.

RELATED ART DOCUMENTS

PATENT DOCUMENTS

[0011]

Patent Document 1: Japanese Translated PCT Patent Application Laid-open No. 2009-526123
Patent Document 2: Japanese Translated PCT Patent Application Laid-open No. 2001-522918
Patent Document 3: Japanese Unexamined Patent Application Publication No. 2010-184990
Patent Document 4: Japanese Unexamined Patent Application Publication No. 2011-74202
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SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0012] However, in Patent Document 1, when the composition is blended with additives such as antioxidant and
ultraviolet absorber and molded, there is a problem that the outer appearance of the resulting molded article is deteriorated
due to coloration. In addition, when the polymer composition of Patent Document 2 is molded into a bottle container,
the bottle container does not have satisfactory transparency; therefore, a further improvement is demanded.
[0013] Moreover, in Patent Documents 3 and 4, the blended amount of the nucleating agent is not sufficient and it is
thus difficult to obtain a thick transparent molded article such as a plastic bottle.
[0014] WO 2007/033297 A1 is directed to a polymer composition comprising a polyolefin and a nucleating or clarifying
agent dispersed or dissolved in the polyolefin.
[0015] JP 2000 302986 is directed to a composition comprising (A) a crystalline polymer compound, (B) a nucleating
agent of a compound of formula I, (C) a pigment and (D) a pigment dispersant of a metal salt of a 8-30C alkyl-bearing
mono- or dialkyl phosphate.
[0016] In view of the above, an object of the present invention is to provide a clarifying agent composition which solves
the above-described problems of prior art and is capable of yielding a molded article having excellent transparency
whose initial coloration is suppressed. In addition, other objects of the present invention are to provide a method of
producing a transparent material having excellent transparency and to provide a plastic bottle obtained by the production
method.

MEANS FOR SOLVING THE PROBLEMS

[0017] The present inventors intensively studied the above-described problems to discover that the above-described
object of the present invention can be achieved by incorporating a specific clarifying agent and a colorant, thereby
completing the present invention.
[0018] That is, the clarifying agent composition of the present invention is characterized by comprising 1.0 to 10 parts
by mass of a colorant with respect to 100 parts by mass of a clarifying agent represented by the following Formula (1):

(wherein, R1 to R4 each independently represent a hydrogen atom or an alkyl group having 1 to 9 carbon atoms; R5

represents a hydrogen atom or a methyl group; n represents 1 or 2; and M represents an alkali metal when n is 1, or
Al(OH) when n is 2).
[0019] In the clarifying agent composition of the present invention, the colorant is a blue pigment.
[0020] In the clarifying agent composition of the present invention, a fatty acid metal salt is blended. A filler is also
preferably blended.
[0021] The resin composition of the present invention is characterized by comprising 0.04 to 10 parts by mass of the
above-described clarifying agent composition with respect to 100 parts by mass of a polyolefin resin.
[0022] Further, the resin composition of the present invention is characterized by comprising: 0.04 to 10 parts by mass
of a clarifying agent represented by the following Formula (1) with respect to 100 parts by mass of a polyolefin resin;
and 1.0 to 10 parts by mass of a colorant with respect to 100 parts by mass of the clarifying agent:
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(wherein, R1 to R4 each independently represent a hydrogen atom or an alkyl group having 1 to 9 carbon atoms; R5

represents a hydrogen atom or a methyl group; n represents 1 or 2; and M represents an alkali metal when n is 1, or
Al(OH) when n is 2).
[0023] The molded article according to the present invention is obtained by molding the above-described resin com-
position.
[0024] The present inventors also discovered that the above-described other objects of the present invention can be
achieved by using a polyolefin resin composition in which a specific clarifying agent is blended at a specific ratio with
respect to a polyolefin resin so as to control the optical properties of the resulting molded article within a specific range,
thereby completing the present invention.
[0025] That is, the method of producing a transparent material is characterized by comprising the step of molding a
polyolefin resin composition that has a birefringence (Δn) in the range of 5.0 3 10-3 to 6.0 3 10-3 when molded into a
0.5 mm-thick sheet, wherein the polyolefin resin composition comprises 0.01 to 0.5 parts by mass of a clarifying agent
represented by the following Formula (1) with respect to 100 parts by mass of a polyolefin resin:

(wherein, R1 to R4 each independently represent a hydrogen atom or an alkyl group having 1 to 9 carbon atoms; R5

represents a hydrogen atom or a methyl group; n represents 1 or 2; and M represents an alkali metal when n is 1, or
Al(OH) when n is 2)
[0026] In the production method disclosed, as the above-described polyolefin resin, an ethylene-propylene random
copolymer having a melt flow rate of 0.1 to 30 g/10 min is preferably used.
[0027] In the production method disclosed, it is preferred that the above-described polyolefin resin composition further
contain a fatty acid metal salt or a filler.
[0028] The plastic bottle disclosed is characterized by being produced by the above-described method of producing
a transparent material.
[0029] The plastic bottle is preferably used as a beverage container.

EFFECTS OF THE INVENTION

[0030] According to the present invention, a clarifying agent composition which is capable of yielding a molded article
having excellent transparency whose initial coloration is suppressed; and a resin composition comprising the clarifying
agent composition can be obtained.
[0031] Further, by the production method disclosed, a molded article having excellent transparency can be obtained,
and the molded article can be suitably used as a plastic bottle, particularly as a beverage container.
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MODE FOR CARRYING OUT THE INVENTION

[Clarifying agent Composition]

[0032] First, the clarifying agent composition of the present invention will be described below in detail.
[0033] The clarifying agent composition of the present invention comprises 1.0 to 10 parts by mass of a colorant with
respect to 100 parts by mass of a clarifying agent represented by the following Formula (1):

(wherein, R1 to R4 each independently represent a hydrogen atom or an alkyl group having 1 to 9 carbon atoms; R5

represents a hydrogen atom or a methyl group; n represents 1 or 2; and M represents an alkali metal when n is 1, or
Al(OH) when n is 2).
[0034] In the clarifying agent composition of the present invention, a colorant is used within the range of 1.0 to 10
parts by mass with respect to 100 parts by mass of a clarifying agent. When the amount of the colorant is less than 1.0
part by mass, the outer appearance of the resulting molded article may be deteriorated due to coloration or the like,
while when the amount exceeds 10 parts by mass, coloration is strong and the transparency may thus be impaired. The
colorant is preferably used in the range of 1.3 to 2.0 parts by mass with respect to 100 parts by mass of a clarifying agent.
[0035] Examples of the alkyl group having 1 to 9 carbon atoms which is represented by R1, R2, R3 and R4 in the above-
described Formula (1) include a methyl group, an ethyl group, a propyl group, an isopropyl group, a butyl group, a sec-
butyl group, a tert-butyl group, an isobutyl group, an amyl group, an isoamyl group, a tert-amyl group, a hexyl group, a
cyclohexyl group, a heptyl group, an isoheptyl group and a tert-heptyl group. Thereamong, the alkyl group having 1 to
9 carbon atoms is particularly preferably a t-butyl group.
[0036] Examples of the alkali metal represented by M in the above-described Formula (1) include lithium, sodium and
potassium, and a compound in which the alkali metal is lithium is particularly preferably used.
[0037] Examples of the clarifying agent that can be used in the present invention include the below-described com-
pounds. However, the present invention is not restricted by the following compounds.
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[0038] As the above-described colorant, a blue colorant is used. Examples of the blue colorant include inorganic
materials, such as azurite blue, iron blue, cobalt blue, cerulean blue, inorganic synthetic ultramarine, Prussian blue, and
the like; and organic materials such as phthalocyanine-based pigments (e.g., phthalocyanine blue), indanthrene blue,
alkali blue lake, and the like.
[0039] In the clarifying agent composition of the present invention, in order to improve the dispersion of the colorant,
a dispersant such as a metallic soap or polyethylene wax can be used. Examples of the metallic soap include magnesium
palmitate, calcium oleate, copper oleate, lithium stearate, magnesium stearate, zinc stearate and calcium stearate.
Further, as polyethylene wax, a variety of polyethylene waxes such as general polymerized-type, decomposed-type and
modified-type polyethylene waxes can be used. Such dispersant of the colorant is preferably used in the range of 15 to
900 parts by mass with respect to 100 parts by mass of the colorant.
[0040] As the above-described colorant, a colorant coated with amorphous silica, a low-melting-point glass, or a
hydroxide, oxide, carbonate, phosphate, silicate or the like of magnesium, calcium, zinc, aluminum, titanium, zirconium,
tin, iron or rare earth element such as lanthanum, praseodymium or neodymium can also be used.
[0041] Moreover, by using a pigment that is commonly used for coloring conventional plastics, for example, an inorganic
pigment such as zinc oxide or titanium oxide or an organic pigment such as a quinacridone-based pigment or dioxazine-
based pigment, a molded article produced from the resin composition of the present invention can be adjusted to have
a desired color.
[0042] In the clarifying agent composition of the present invention, a fatty acid metal salt is used. Preferably, a fatty
acid lithium salt, a fatty acid magnesium salt, a fatty acid calcium salt or a fatty acid sodium salt can be preferably used
in combination because this allows the effects of the present invention to be prominently exhibited. In cases where the
above-described fatty acid metal salt is added as a dispersant of the clarifying agent, the fatty acid metal salt is preferably
used in the range of 1 to 100 parts by mass with respect to 100 parts by mass of the clarifying agent.
[0043] Further, it is preferred that the clarifying agent composition of the present invention contain a filler. By using a
filler in combination, the physical properties of the resulting molded article can be improved. As the filler, a known
compound can be used without any particular restriction, and examples of preferred filler include talc, mica, calcium
carbonate, calcium oxide, calcium hydroxide, magnesium carbonate, magnesium hydroxide, magnesium oxide, mag-
nesium sulfate, aluminum hydroxide, barium sulfate, glass powders, glass fibers, clays, dolomite, silica, alumina, potas-
sium titanate whiskers, wollastonite and fibrous magnesium oxysulfate. Among these fillers, those having an average
particle size (in the case of spherical or plate-form fillers) or an average fiber diameter (in the case of needle-form or
fibrous fillers) of 5 mm or less are preferred.
[0044] Next, the resin composition of the present invention will be described below in detail.
[0045] Examples of polyolefin resin that can be used in the resin composition of the present invention include α-olefin
polymers such as low-density polyethylenes, linear low-density polyethylenes, high-density polyethylenes, isotactic poly-
propylenes, syndiotactic polypropylenes, hemi-isotactic polypropylenes, cycloolefin polymers, stereo block polypropyl-
enes, poly-3-methyl-1-butene, poly-3-methyl-1-pentene and poly-4-methyl-1-pentene; and α-olefin copolymers such as
ethylene/propylene block or random copolymers.
[0046] As the polyolefin resin, a mixture of a propylene-based polymer, such as polypropylene, ethylene/propylene
block or random copolymer or non-ethylene α-olefin/propylene block or random copolymer, and other α-olefin polymer,
can also be used.
[0047] The resin composition of the present invention may further contain, as required, other conventionally known
additive(s), as long as the amount thereof is in such a range that does not impair the effects of the present invention.
[0048] Examples of other additives include a phenolic antioxidant, a phosphorus-based antioxidant, a thioether-based
antioxidant, an ultraviolet absorber, a heavy metal inactivator, a flame retardant, a metallic soap, hydrotalcite, a filler, a
lubricant, an antistatic agent, a pigment, a dye and a plasticizer.
[0049] Examples of the above-described phenolic antioxidant include 2,6-di-t-butyl-4-ethylphenol, 2-t-butyl-4,6-dimeth-
ylphenol, styrenated phenol, 2,2’-methylene-bis(4-ethyl-6-t-butylphenol), 2,2’-thiobis-(6-t-butyl-4-methylphenol), 2,2’-thi-
odiethylene-bis[3-(3,5-di-t-butyl-4-hydroxyphenyl)propionate], 2-methyl-4,6-bis(octylsulfanylmethyl)phenol, 2,2’-iso-
butylidene-bis(4,6-dimethylphenol), iso-octyl-3-(3,5-di-t-butyl-4-hydroxyphenyl)propionate, N,N’-hexane-1,6-diyl-
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bis[3-(3,5-di-t-butyl-4-hydroxyphenyl)propionamide, 2,2’-oxamide-bis[ethyl-3-(3,5-di-t-butyl-4-hydroxyphenyl)propion-
ate], 2-ethylhexyl-3-(3’,5’-di-t-butyl-4’-hydroxyphenyl)propionate, 2,2’-ethylene-bis(4,6-di-t-butylphenol), 3,5-bis(1,1-
dimethylethyl)-4-hydroxy-benzenepropanoate, C13-15 alkyl esters, 2,5-di-t-amylhydroquinone, hindered phenol polymer
(AO.OH998, manufactured by ADEKA Palmarole SAS), 2,2’-methylene-bis[6-(1-methylcyclohexyl)-p-cresol], 2-t-butyl-
6-(3 -t-butyl-2-hydroxy-5 -methylbenzyl)-4-methylphenyl acrylate, 2-[1-(2-hydroxy-3,5-di-t-pentylphenyl)ethyl]-4,6-di-t-
pentylphenyl acrylate, 6-[3-(3-t-butyl-4-hydroxy-5-methyl)propoxy]-2,4,8,10-tetra-t-butylbenzo[d,f][1,3,2]-dioxaphos-
phepin, hexamethylene-bis[3-(3,5-di-t-butyl-4-hydroxyphenyl)propionate, calcium bis[monoethyl(3,5-di-t-butyl-4-hy-
droxybenzyl)phosphonate, a reaction product between 5,7-bis(1,1-dimethylethyl)-3-hydroxy-2(3H)-benzofuranone and
o-xylene, 2,6-di-t-butyl-4-(4,6-bis(octylthio)-1,3,5-triazine-2-ylamino)phenol, DL-a-tocophenol (vitamin E), 2,6-bis(α-
methylbenzyl)-4-methylphenol, bis[3,3-bis-(4’-hydroxy-3’-t-butyl-phenyl)butyric acid]glycol ester, 2,6-di-t-butyl-p-cresol,
2,6-diphenyl-4-octadecyloxyphenol, stearyl(3,5-di-t-butyl-4-hydroxyphenyl)propionate, distearyl(3,5-di-t-butyl-4-hy-
droxybenzyl)phosphonate, tridecyl-3,5-di-t-butyl-4-hydroxybenzyl thioacetate, thiodiethylene-bis[(3,5-di-t-butyl-4-hy-
droxyphenyl)propionate], 4,4’-thiobis(6-t-butyl-m-cresol), 2-octylthio-4,6-di(3,5-di-t-butyl-4-hydroxyphenoxy)-s-triazine,
2,2’-methylene-bis(4-methyl-6-t-butylphenol), bis[3,3-bis(4-hydroxy-3-t-butylphenyl)butyric acid]glycol ester, 4,4’-butyli-
dene-bis(2,6-di-t-butylphenol), 4,4’-butylidene-bis(6-t-butyl-3-methylphenol), 2,2’-ethylidene-bis(4,6-di-t-butylphenol),
1,1,3-tris(2-methyl-4-hydroxy-5-t-butylphenyl)butane, bis[2-t-butyl-4-methyl-6-(2-hydroxy-3-t-butyl-5-methylben-
zyl)phenyl]terephthalate, 1,3,5-tris(2,6-dimethyl-3-hydroxy-4-t-butylbenzyl)isocyanurate, 1,3,5-tris(3,5-di-t-butyl-4-hy-
droxybenzyl)isocyanurate, 1,3,5-tris(3,5-di-t-butyl-4-hydroxybenzyl)-2,4,6-trimethylbenzene, 1,3,5-tris[(3,5-di-t-butyl-4-
hydroxyphenyl)propionyloxyethyl]isocyanurate, tetrakis[methylene-3-(3’,5’-di-t-butyl-4’-hydroxyphenyl)propion-
ate]methane, 2-t-butyl-4-methyl-6-(2-acryloyloxy-3-t-butyl-5-methylbenzyl)phenol, 3,9-bis[2-(3-t-butyl-4-hydroxy-5-
methylhydrocinnamoyloxy)-1,1-dimethylethyl]-2,4,8,10-tetraoxaspiro[5.5]undecane and triethylene glycol-bis[β-(3-t-
butyl-4-hydroxy-5-methylphenyl)propionate], as well as 3-(3,5-dialkyl-4-hydroxyphenyl)propionic acid derivatives such
as stearyl-3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionic acid amide, palmityl-3-(3,5-di-tert-butyl-4-hydroxyphenyl)pro-
pionic acid amide, myristyl-3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionic acid amide and lauryl-3-(3,5-di-tert-butyl-4-
hydroxyphenyl)propionic acid amide.
[0050] Examples of the above-described phosphorus-based antioxidant include triphenyl phosphite, diisooctyl phos-
phite, heptakis triphosphite, triisodecyl phosphite, diphenyl isooctyl phosphite, diisooctyl phenyl phosphite, diphenyl
tridecyl phosphite, triisooctyl phosphite, trilauryl phosphite, diphenyl phosphite, tris(dipropylene glycol)phosphite, diiso-
decyl pentaerythritol diphosphite, dioleyl hydrogen phosphite, trilauryl trithiophosphite, bis(tridecyl)phosphite, tris(iso-
decyl)phosphite, tris(tridecyl)phosphite, diphenyldecyl phosphite, dinonylphenyl-bis(nonylphenyl)phosphite, poly(dipro-
pylene glycol)phenyl phosphite, tetraphenyldipropyl glycol diphosphite, trisnonylphenyl phosphite, tris(2,4-di-t-butylphe-
nyl)phosphite, tris(2,4-di-t-butyl-5-methylphenyl)phosphite, tris[2-t-butyl-4-(3-t-butyl-4-hydroxy-5-methylphenylthio)-5-
methylphenyl]phosphite, tridecyl phosphite, octyldiphenyl phosphite, di(decyl)monophenyl phosphite, distearyl pentaer-
ythritol diphosphite, a mixture of distearyl pentaerythritol and calcium stearate, alkyl(C10) bisphenol-A phosphite, di(tri-
decyl)pentaerythritol diphosphite, di(nonylphenyl)pentaerythritol diphosphite, bis(2,4-di-t-butylphenyl)pentaerythritol di-
phosphite, bis(2,6-di-t-butyl-4-methylphenyl)pentaerythritol diphosphite, bis(2,4,6-tri-t-butylphenyl)pentaerythritol di-
phosphite, bis(2,4-dicumylphenyl)pentaerythritol diphosphite, tetraphenyl-tetra(tridecyl)pentaerythritol tetraphosphite,
bis(2,4-di-t-butyl-6-methylphenyl)ethyl phosphite, tetra(tridecyl)isopropylidene diphenol diphosphite, tetra(tridecyl)-4,4’-
n-butylidene-bis(2-t-butyl-5-methylphenol)diphosphite, hexa(tridecyl)-1,1,3 -tris(2-methyl-4-hydroxy-5 -t-butylphe-
nyl)butane triphosphite, tetrakis(2,4-di-t-butylphenyl)biphenylene diphosphonite, 9,10-dihydro-9-oxa-10-phosphaphen-
anthrene-10-oxide, (1-methyl-1-propanyl-3-ylidene)-tris(2-1,1-dimethylethyl)-5-methyl-4,1-phenylene)hexatridecyl
phosphite, 2,2’-methylene-bis(4,6-t-butylphenyl)-2-ethylhexyl phosphite, 2,2’-methylene-bis(4,6-di-t-butylphenyl)-octa-
decyl phosphite, 2,2’-ethylidene-bis(4,6-di-t-butylphenyl) fluorophosphite, 4,4’-butylidene-bis(3-methyl-6-t-butylphe-
nylditridecyl)phosphite, tris(2-[(2,4,8,10-tetrakis-t-butyldibenzo[d,f][1,3,2]dioxaphosphepin-6-yl)oxy]ethyl)amine, 3,9-
bis(4-nonylphenoxy)-2,4,8,10-tetraoxa-3,9-diphosphaspiro[5,5]undecane, 2,4,6-tri-t-butylphenyl-2-butyl-2-ethyl-1,3-
propanediol phosphite, poly-4,4’-isopropylidene diphenol C12-15 alcohol phosphite, and phosphite of 2-ethyl-2-butyl-
propylene glycol and 2,4,6-tri-t-butylphenol.
[0051] Examples of the above-described thioether-based antioxidant include tetrakis[methylene-3-(laurylthio)propion-
ate]methane, bis(methyl-4-[3-n-alkyl(C12/C14)thiopropionyloxy]-5-t-butylphenyl)sulfide, ditridecyl-3,3’-thiodipropion-
ate, dilauryl-3,3’-thiodipropionate, dimyristyl-3,3’-thiodipropionate, distearyl-3,3’-thiodipropionate, lauryl/stearyl thiodi-
propionate, 4,4’-thiobis(6-t-butyl-m-cresol), 2,2’-thiobis(6-t-butyl-p-cresol) and distearyl disulfide.
[0052] Examples of the above-described ultraviolet absorber include 2-hydroxybenzophenones such as 2,4-dihydroxy-
benzophenone, 2-hydroxy-4-methoxybenzophenone, 2-hydroxy-4-octoxybenzophenone and 5,5’-methylene-bis(2-hy-
droxy-4-methoxybenzophenone); 2-(2-hydroxyphenyl)benzotriazoles such as 2-(2-hydroxy-5-methylphenyl)benzotria-
zole, 2-(2-hydroxy-5-tert-octylphenyl)benzotriazole, 2-(2-hydroxy-3,5-di-tert-butylphenyl)-5-chlorobenzotriazole, 2-(2-
hydroxy-3-tert-butyl-5-methylphenyl)-5-chlorobenzotriazole, 2-(2-hydroxy-3,5-dicumylphenyl)benzotriazole, 2,2’-meth-
ylene-bis(4-t-octyl-6-benzotriazolylphenol), polyethylene glycol ester of 2-(2-hydroxy-3-tert-butyl-5-carboxyphenyl)ben-
zotriazole, 2-[2-hydroxy-3-(2-acryloyloxyethyl)-5-methylphenyl]benzotriazole, 2-[2-hydroxy-3-(2-methacryloyloxyethyl)-
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5-tert-butylphenyl]benzotriazole, 2-[2-hydroxy-3-(2-methacryloyloxyethyl)-5-tert-octylphenyl]benzotriazole, 2-[2-hy-
droxy-3-(2-methacryloyloxyethyl)-5-tert-butylphenyl]-5-chlorobenzotriazole, 2-[2-hydroxy-5-(2-methacryloyloxye-
thyl)phenyl]benzotriazole, 2-[2-hydroxy-3-tert-butyl-5-(2-methacryloyloxyethyl)phenyl]benzotriazole, 2-[2-hydroxy-3-
tert-amyl-5-(2-methacryloyloxyethyl)phenyl]benzotriazole, 2-[2-hydroxy-3-tert-butyl-5-(3-methacryloyloxypropyl)phe-
nyl]-5-chlorobenzotriazole, 2-[2-hydroxy-4-(2-methacryloyloxymethyl)phenyl]benzotriazole, 2-[2-hydroxy-4-(3-meth-
acryloyloxy-2-hydroxypropyl)phenyl]benzotriazole and 2-[2-hydroxy-4-(3-methacryloyloxypropyl)phenyl]benzotriazole;
2-(2-hydroxyphenyl)-4,6-diaryl-1,3,5-triazines such as 2-(2-hydroxy-4-methoxyphenyl)-4,6-diphenyl-1,3,5-triazine, 2-(2-
hydroxy-4-hexyloxyphenyl)-4,6-diphenyl-1,3,5-triazine, 2-(2-hydroxy-4-octoxyphenyl)-4,6-bis(2,4-dimethylphenyl)-
1,3,5-triazine, 2-[2-hydroxy-4-(3-C12 to 13 mixed alkoxy-2-hydroxypropoxy)phenyl]-4,6-bis(2,4-dimethylphenyl)-1,3,5-
triazine, 2-[2-hydroxy-4-(2-acryloyloxyethoxy)phenyl]-4,6-bis(4-methylphenyl)-1,3,5-triazine, 2-(2,4-dihydroxy-3-allyl-
phenyl)-4,6-bis(2,4-dimethylphenyl)-1,3,5-triazine and 2,4,6-tris(2-hydroxy-3-methyl-4-hexyloxyphenyl)-1,3,5-triazine;
benzoates such as phenyl salicylate, resorcinol monobenzoate, 2,4-di-tert-butylphenyl-3,5-di-tert-butyl-4-hydroxyben-
zoate, octyl(3,5-di-tert-butyl-4-hydroxy)benzoate, dodecyl(3,5-di-tert-butyl-4-hydroxy)benzoate, tetradecyl(3,5-di-tert-
butyl-4-hydroxy)benzoate, hexadecyl(3,5-di-tert-butyl-4-hydroxy)benzoate, octadecyl(3,5-di-tert-butyl-4-hydroxy)ben-
zoate and behenyl(3,5-di-tert-butyl-4-hydroxy)benzoate; substituted oxanilides such as 2-ethyl-2’-ethoxyoxanilide and
2-ethoxy-4’-dodecyloxanilide; cyanoacrylates such as ethyl-α-cyano-β,β-diphenyl acrylate and methyl-2-cyano-3-me-
thyl-3-(p-methoxyphenyl)acrylate; and various metal salts and metal chelates, particularly salts and chelates of nickel
and chromium.
[0053] Examples of the above-described flame retardant include aromatic phosphates such as triphenyl phosphate,
tricresyl phosphate, trixylenyl phosphate, cresyldiphenyl phosphate, cresyl-2,6-xylenyl phosphate and resorcinol-
bis(diphenylphosphate); phosphonates such as divinyl phenylphosphonate, diallyl phenylphosphonate and (1-bute-
nyl)phenylphosphonate; phosphinates such as phenyl diphenylphosphinate, methyl diphenylphosphinate and 9,10-di-
hydro-9-oxa-10-phosphaphenanthlene-10-oxide derivatives; phosphazene compounds such as bis(2-allylphe-
noxy)phosphazene and dicresylphosphazene; phosphorus-based flame retardants such as melamine phosphate, mela-
mine pyrophosphate, melamine polyphosphate, melam polyphosphate, ammonium polyphosphate, phosphorus-con-
taining vinylbenzyl compounds and red phosphorus; metal hydroxides such as magnesium hydroxide and aluminum
hydroxide; and bromine-based flame retardants such as brominated bisphenol A-type epoxy resin, brominated phenol
novolac-type epoxy resin, hexabromobenzene, pentabromotoluene, ethylene-bis(pentabromophenyl), ethylene-bis-
tetrabromophthalimide, 1,2-dibromo-4-(1,2-dibromoethyl)cyclohexane, tetrabromocyclooctane, hexabromocyclodo-
decane, bis(tribromophenoxy)ethane, brominated polyphenylene ether, brominated polystyrene, 2,4,6-tris(tribromophe-
noxy)-1,3,5-triazine, tribromophenyl maleimide, tribromophenyl acrylate, tribromophenyl methacrylate, tetrabromobi-
sphenol A-type dimethacrylate, pentabromobenzyl acrylate and brominated styrene.
[0054] Examples of the above-described filler include the same ones as those exemplified above. The above-described
lubricant is added for the purposes of imparting the surface of the resulting molded article with lubricity and improving
the damage-preventing effect. Examples of such a lubricant include unsaturated fatty acid amides such as oleic acid
amide and erucic acid amide; and saturated fatty acid amides such as behenic acid amide and stearic acid amide. These
lubricants may be used individually, or two or more thereof may be used in combination.
[0055] The above-described antistatic agent is added for the purposes of reducing the electrostaticity of the resulting
molded article and preventing adhesion of dusts caused by electrostatic charge. Examples of such antistatic agent
include cationic, anionic and non-ionic antistatic agents. Preferred examples thereof include polyoxyethylene alkylamines
and polyoxyethylene alkylamides. These antistatic agents may be used individually, or two or more thereof may be used
in combination.
[0056] The amount of the respective additives to be used in the present invention is preferably in the range of from
an amount at which the effects of adding the additive are exerted to an amount at which an improvement in the effects
of the addition is no longer observed. Preferred amounts of the respective additives to be used with respect to 100 parts
by mass of polyolefin resin are as follows: 0.1 to 20 parts by mass of plasticizer, 1 to 50 parts by mass of filler, 0.001 to
1 part by mass of surface treatment agent, 0.001 to 10 parts by mass of phenolic antioxidant, 0.001 to 10 parts by mass
of phosphorus-based antioxidant, 0.001 to 10 parts by mass of thioether-based antioxidant, 0.001 to 5 parts by mass
of ultraviolet absorber, 0.01 to 1 part by mass of hindered amine compound, 1 to 50 parts by mass of flame retardant,
0.03 to 2 parts by mass of lubricant, and 0.03 to 2 parts by mass of antistatic agent.
[0057] The resin composition of the present invention can be molded by a known molding method such as extrusion
molding, injection molding, hollow molding, blow molding or compression molding, and molded articles, such as food
containers; cosmetic and clothing containers; bottles such as food bottles, beverage bottles, cooking oil bottles and
seasoning bottles; packaging materials such as food packaging materials, wrapping materials and transport packaging
materials; sheets and films; fibers; miscellaneous daily goods; and toys, can be thereby easily obtained. Further, the
resin composition of the present invention may also be blended with glass fibers, carbon fibers and the like to produce
fiber-reinforced plastics.
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[Method of Producing Transparent Material]

[0058] The method of producing a transparent material is characterized by comprising the step of molding a polyolefin
resin composition that comprises 0.01 to 0.5 parts by mass of a clarifying agent represented by the above-described
Formula (1) with respect to 100 parts by mass of a polyolefin resin, the polyolefin resin composition having a birefringence
(Δn) in the range of 5.0 3 10-3 to 6.0 3 10-3 when molded into a 0.5 mm-thick sheet. When the refractive index for light
linearly polarized in the orientation direction of the molded article is represented by Nx and the refractive index for light
linearly polarized in the direction perpendicular to the orientation direction is represented by Ny, the birefringence (Δn)
is expressed by the following equation: 

[0059] The method of molding the polyolefin resin composition is not particularly restricted and the polyolefin resin
composition can be molded by a known method. The polyolefin resin composition can be molded by, for example,
extrusion molding, injection molding, hollow molding, blow molding or compression molding. Further, examples of the
shape of the transparent material include those of bottles, sheets, films and packaging materials.
[0060] Preferred clarifying agents that are represented by the above-described Formula (1) and specific examples
thereof include the same ones as those exemplified for the above-described embodiment of the clarifying agent com-
position. Also, specific examples of the polyolefin resin used in the polyolefin resin composition include the same ones
as those exemplified above.
[0061] In the present invention, it is preferred that the above-described polyolefin resin composition further contain a
fatty acid metal salt, particularly a fatty acid lithium salt, a fatty acid magnesium salt, a fatty acid calcium salt, a fatty acid
sodium salt or the like, because this allows the effects of the present invention to be prominently exhibited. In cases
where the above-described fatty acid metal salt is added as a dispersant of the clarifying agent, the fatty acid metal salt
is preferably used in the range of 1 to 100 parts by mass with respect to 100 parts by mass of the clarifying agent.
[0062] Further, in the present invention, it is preferred that the above-described polyolefin resin composition further
contain a filler because the physical properties of the resulting molded article can be thereby improved. As the filler, a
known compound can be used without any particular restriction, and examples of preferred filler include talc, mica,
calcium carbonate, calcium oxide, calcium hydroxide, magnesium carbonate, magnesium hydroxide, magnesium oxide,
magnesium sulfate, aluminum hydroxide, barium sulfate, glass powders, glass fibers, clays, dolomite, silica, alumina,
potassium titanate whiskers, wollastonite and fibrous magnesium oxysulfate. Among these fillers, those having an av-
erage particle size (in the case of spherical or plate-form fillers) or an average fiber diameter (in the case of needle-form
or fibrous fillers) of 5 mm or less are preferred.
[0063] In the present invention, as required, other conventionally known additive(s) may also be added to the polyolefin
resin composition, as long as the amount thereof is in such a range that does not impair the effects of the present
invention. Examples of such other additives include the same ones as those exemplified for the above-described em-
bodiment of the clarifying agent composition.
[0064] A colorant is used for adjusting the color of the resulting molded article. As the colorant, a known compound
can be used without any particular restriction; however, a blue colorant is preferably used since it improves the trans-
parency. Examples of the blue colorant include inorganic materials, such as azurite blue, iron blue, cobalt blue, cerulean
blue, inorganic synthetic ultramarine, Prussian blue, and the like; and organic materials such as phthalocyanine-based
pigments (e.g., phthalocyanine blue), indanthrene blue, alkali blue lake, and the like.
[0065] In the clarifying agent composition of the present invention, in order to improve the dispersion of the above-
described colorant, a dispersant such as a metallic soap or polyethylene wax can be used. Examples of the metallic
soap include magnesium palmitate, calcium oleate, copper oleate, lithium stearate, magnesium stearate, zinc stearate
and calcium stearate. Further, as polyethylene wax, a variety of polyethylene waxes such as general polymerized-type,
decomposed-type and modified-type polyethylene waxes can be used.
[0066] As the above-described colorant, a colorant coated with amorphous silica, a low-melting-point glass, or a
hydroxide, oxide, carbonate, phosphate, silicate or the like of magnesium, calcium, zinc, aluminum, titanium, zirconium,
tin, iron or rare earth element such as lanthanum, praseodymium or neodymium can also be used.
[0067] Moreover, by using a pigment that is commonly used for coloring conventional plastics, for example, an inorganic
pigment such as zinc oxide or titanium oxide or an organic pigment such as a quinacridone-based pigment or dioxazine-
based pigment, a molded article produced from the resin composition of the present invention can be adjusted to have
a desired color.
[0068] The amount of the above-described respective additives to be used in the present invention is preferably in the
range of from an amount at which the effects of adding the additive are exerted to an amount at which an improvement
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in the effects of the addition is no longer observed. Preferred amounts of the respective additives to be used with respect
to 100 parts by mass of polyolefin are as follows: 0.1 to 20 parts by mass of plasticizer, 1 to 50 parts by mass of filler,
0.001 to 1 part by mass of surface treatment agent, 0.001 to 10 parts by mass of phenolic antioxidant, 0.001 to 10 parts
by mass of phosphorus-based antioxidant, 0.001 to 10 parts by mass of thioether-based antioxidant, 0.001 to 5 parts
by mass of ultraviolet absorber, 0.01 to 1 part by mass of hindered amine compound, 1 to 50 parts by mass of flame
retardant, 0.03 to 2 parts by mass of lubricant, and 0.03 to 2 parts by mass of antistatic agent. It is noted here that the
above-described amounts of use indicate the final amounts of the respective additives used in the transparent material.
[0069] The above-described polyolefin resin composition can be molded by a known molding method such as extrusion
molding, injection molding, hollow molding, blow molding or compression molding, and molded articles, such as food
containers; cosmetic and clothing containers; bottles such as food bottles, beverage bottles, cooking oil bottles and
seasoning bottles; packaging materials such as food packaging materials, wrapping materials and transport packaging
materials; sheets and films; fibers; miscellaneous daily goods; and toys, can be thereby easily obtained. Further, in such
a range that does not impair the effects of the present invention, the polyolefin resin composition may also be blended
with glass fibers, carbon fibers and the like to produce fiber-reinforced plastics.

EXAMPLES

[0070] The present invention will now be described in more detail by way of examples thereof; however, the present
invention is not restricted thereto by any means.

(Examples 1-1 to 5, Comparative Examples 1-1 and 2)

[0071] With respect to 100 parts by mass of an ethylene/propylene random copolymer having a melt flow rate of 8
g/10 min, 0.1 parts by mass of a phenolic antioxidant (tetrakis[methylene-3-(3’,5’-di-tert-butyl-4’-hydroxyphenyl)propi-
onate]methane), 0.1 parts by mass of a phosphorus-based antioxidant (tris(2,4-di-tert-butylphenyl)phosphite), 0.05 parts
by mass of calcium stearate, a blue pigment (azurite blue: inorganic pigment) in an amount shown in Table 1 and the
respective clarifying agent composition shown in Table 1 were mixed for 1 minute using a Henschel mixer (FM200;
manufactured by NIPPON COKE & ENGINEERING Co., Ltd.) at 1,000 rpm. Then, using a biaxial extruder (PCM-30;
manufactured by Ikegai Corp.), the resulting mixture was extruded at a temperature of 240°C and a screw speed of 160
rpm to produce a pellet.
[0072] The thus obtained pellet was molded at a molding temperature of 200°C into the form of a 0.5 mm-thick bottle.
The bottle-form molded article was then subjected to the following evaluations.

(1) Haze

[0073] A test piece was cut out from the bottle-form molded article and the opacity (haze) thereof was determined
using a Haze-Gard 2 (manufactured by Toyo Seiki Seisaku-sho, Ltd.).

(2) Yellowness (Y.I.)

[0074] A test piece was cut out from the bottle-form molded article and the yellowness thereof was measured using
a spectrocolorimeter (SC-T; manufactured by Suga Test Instruments Co., Ltd.).

(3) Transparency

[0075] The bottle-form molded article was filled with water and the visibility of characters placed at a distance of 10
cm from the back of the bottle-form molded article was evaluated.
[0076] The evaluation was performed based on the following criteria: "3" when the characters were not readable; "Δ"
when the characters were readable but their outlines were blur; and "s" when the characters were clearly visible with
distinct outlines.
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[0077] In Comparative Example 1-1 where a clarifying agent represented by the Formula (1) was not used, a molded
article having excellent transparency was not obtained. In addition, from Comparative Example 1-2, it was confirmed
that, even with the use of a clarifying agent represented by Formula (1), when no colorant was used, the molded article
was markedly colored and its outer appearance was thus affected.
[0078] In contrast, from Examples 1-1 to 5 where a clarifying agent represented by the Formula (1) and a colorant
were both used, it was confirmed that, even with a smaller amount of clarifying agent than in Comparative Example 1-1,
a molded article having excellent transparency with limited coloration can be obtained.

(Examples 2-1 to 3, Comparative Examples 2-1 and 2)

[0079] With respect to 100 parts by mass of an ethylene/propylene random copolymer having a melt flow rate of 8
g/10 min, 0.1 parts by mass of a phenolic antioxidant (tetrakis[methylene-3-(3’,5’-di-tert-butyl-4’-hydroxyphenyl)propi-
onate]methane), 0.1 parts by mass of a phosphorus-based antioxidant (tris(2,4-di-tert-butylphenyl)phosphite), 0.05 parts
by mass of calcium stearate and the respective clarifying agent composition shown in Table 2 were mixed for 1 minute
using a Henschel mixer (FM200; manufactured by NIPPON COKE & ENGINEERING Co., Ltd.) at 1,000 rpm. Then,
using a biaxial extruder (PCM-30; manufactured by Ikegai Corp.), the resulting mixture was extruded at a temperature
of 240°C and a screw speed of 160 rpm to produce a pellet.
[0080] The thus obtained pellet was molded at a molding temperature of 200°C into a 0.5 mm-thick plastic bottle. The
thus obtained plastic bottle was then subjected to the following evaluations.

[Table 1]

Clarifying 
agent 

(Dispersant)

Amount 
[parts by 

mass]

Colorant 
Dispersant

Amount [3 10-4 
parts by mass]

Haze 
[%]

Y.I. Transparency

Example 1-1
P-5 0.08

blue 
pigment

15
47.5 7.4 s

Li myristate 0.02
Mg 

stearate
5

Example 1-2
P-5 0.075

blue 
pigment

15
47.3 7.5 s

Li myristate 0.025
Mg 

stearate
5

Example 1-3
P-5 0.055

blue 
pigment

15
48.3 7.7 s

Li myristate 0.045
Mg 

stearate
5

Example 1-4
P-5 0.055

blue 
pigment

18
48.3 7.9 s

Li myristate 0.045
Mg 

stearate
2

Example 1-5 P-2 0.1

blue 
pigment

15
42.9 8.4 s

Mg 
stearate

5

Comparative 
Example 1-1

Comparative 
Compound 1

0.20

blue 
pigment

15
53.4 9.9 Δ

Mg 
stearate

8

Comparative 
Example 1-2

P-5 0.055
none - 48.4 10.2 s

Li myristate 0.045

1) Comparative Compound 1: clarifying agent manufactured by Milliken & Company (trade name: Millad NX-8000)
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(1) Birefringence (Δn)

[0081] A sheet-form piece was cut out from the plastic bottle and the refractive index thereof was measured using a
retardation measuring apparatus (RETS-100, manufactured by Otsuka Electronics Co., Ltd.) to calculate the birefringence
(Δn) by the equation below. In the equation, Nx represents the refractive index for light linearly polarized in the orientation
direction of the sheet, and Ny represents the refractive index for light linearly polarized in the direction perpendicular to
the orientation direction. 

(2) Opacity (Haze)

[0082] The opacity (haze) of the test piece was determined in the same manner as described above.

(3) Visibility

[0083] The bottle-form molded article was filled with water and the visibility of characters placed at a distance of 10
cm from the back of the molded article was evaluated through the water-filled plastic bottle.
[0084] The evaluation was performed based on the following criteria: "3" when the characters were not readable; "Δ"
when the characters were readable but their outlines were blur; and "s" when the characters were clearly visible with
distinct outlines.

[0085] From Comparative Examples 2-1 and 2, it was confirmed that, without the use of a clarifying agent represented
by the Formula (1), a plastic bottle having satisfactory transparency and character visibility cannot be obtained. In
contrast, those plastic bottles of Examples 2-1 to 2-3, which contained the clarifying agent represented by the Formula
(1) and had a birefringence in the prescribed range, had excellent transparence despite the amount of the added clarifying
agent was smaller than that in Comparative Example 2-2.

Claims

1. A clarifying agent composition, characterized by comprising 1.0 to 10 parts by mass of a colorant with respect to
100 parts by mass of a clarifying agent represented by the following Formula (1):

[Table 2]

Clarifying agent
Amount [parts by 

mass]
Birefringence 

(Δn)
Haze 
[%]

Visibility

Example 2-1
P-5 0.08

5.91 3 10-3 48.4 s
Li myristate 0.02

Example 2-2
P-5 0.06

5.71 3 10-3 48.4 s
Li myristate 0.04

Example 2-3
P-5 0.04

5.5 1 3 10-3 49.4 s
Li myristate 0.06

Comparative Example 
2-1

Control - 7.35 3 10-3 79.5 3

Comparative Example 
2-2

Comparative 
Compound 1

0.17 6.79 3 10-3 63.5 Δ

1) Control: containing no clarifying agent
2) Comparative Compound 1: 1,3:2,4-bis-o-(3,4-dimethylbenzylidene)-D-sorbitol
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wherein, R1 to R4 each independently represent a hydrogen atom or an alkyl group having 1 to 9 carbon atoms; R5

represents a hydrogen atom or a methyl group; n represents 1 or 2; and M represents an alkali metal when n is 1,
or Al(OH) when n is 2;
wherein said colorant is a blue pigment;
and wherein said clarifying agent composition further comprises a fatty acid metal salt.

2. The clarifying agent composition according to claim 1 or 2, wherein said fatty acid metal salt is present in an amount
in the range 1 to 100 parts by mass with respect to 100 parts by mass of the clarifying agent.

3. The clarifying agent composition according to any preceding claim comprising a filler, preferably having average
particle size of 5 mm or less.

4. The clarifying agent composition according to claim 1, wherein the clarifying agent is selected from P1 to P6:

5. A resin composition, characterized by comprising 0.04 to 10 parts by mass of the clarifying agent composition
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according to any one of claims 1 to 4 with respect to 100 parts by mass of a polyolefin resin.

6. A resin composition, characterized by comprising:

0.04 to 10 parts by mass of a clarifying agent represented by the following Formula (1) with respect to 100 parts
by mass of a polyolefin resin: and
1.0 to 10 parts by mass of a colorant with respect to 100 parts by mass of said clarifying agent:

(wherein, R1 to R4 each independently represent a hydrogen atom or an alkyl group having 1 to 9 carbon atoms;
R5 represents a hydrogen atom or a methyl group; n represents 1 or 2; and M represents an alkali metal when
n is 1, or Al(OH) when n is 2).

7. The resin composition according to claim 6, further comprising a fatty acid metal salt, preferably selected from
lithium, magnesium, calcium and sodium fatty acid salts, for instance an amount in the range 1 to 100 parts by mass
with respect to 100 parts by mass of the clarifying agent.

8. The resin composition according to claims 5 to 7, wherein said polyolefin resin is an ethylene-propylene random
copolymer having a melt flow rate of 0.1 to 30 g/10 min.

9. A molded article, characterized by being obtained by molding the resin composition according to any of claims 5 to 8.

Patentansprüche

1. Klärmittelzusammensetzung, gekennzeichnet durch das Umfassen von 1,0 bis 10 Massenanteilen eines Farbmit-
tels bezogen auf 100 Massenanteile eines Klärmittels, dargestellt durch die folgende Formel (1):

wobei R1 bis R4 jeweils unabhängig ein Wasserstoffatom oder eine Alkylgruppe mit 1 bis 9 Kohlenstoffatomen
darstellen; R5 ein Wasserstoffatom oder eine Methylgruppe darstellt; n 1 oder 2 darstellt; und M ein Alkalimetall
darstellt, wenn n 1 ist, oder Al(OH), wenn n 2 ist; wobei das Farbmittel ein blaues Pigment ist; und wobei die
Klärmittelzusammensetzung ferner ein Fettsäuremetallsalz umfasst.
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2. Klärmittelzusammensetzung nach Anspruch 1 oder 2, wobei das Fettsäuremetallsalz in einer Menge im Bereich
von 1 bis 100 Massenanteilen bezogen auf 100 Massenanteile des Klärmittels vorhanden ist.

3. Klärmittelzusammensetzung nach einem der vorhergehenden Ansprüche, umfassend einen Füllstoff, der bevorzugt
eine Durchschnittspartikelgröße von 5 mm oder weniger aufweist.

4. Klärmittelzusammensetzung nach Anspruch 1, wobei das Klärmittel ausgewählt ist aus P1 bis P6:

5. Harzzusammensetzung, gekennzeichnet durch das Umfassen von 0,04 bis 10 Massenanteilen der Klärmittelzu-
sammensetzung nach einem der Ansprüche 1 bis 4 bezogen auf 100 Massenanteile eines Polyolefinharzes.

6. Harzzusammensetzung, gekennzeichnet durch das Umfassen von Folgendem:

0,04 bis 10 Massenanteilen eines Klärmittels, dargestellt durch die folgende Formel (1) bezogen auf 100 Mas-
senanteile eines Polyolefinharzes: und
1,0 bis 10 Massenanteilen eines Farbmittels bezogen auf 100 Massenanteile des Klärmittels:
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(wobei R1 bis R4 jeweils unabhängig ein Wasserstoffatom oder eine Alkylgruppe mit 1 bis 9 Kohlenstoffatomen
darstellen; R5 ein Wasserstoffatom oder eine Methylgruppe darstellt; n 1 oder 2 darstellt; und M ein Alkalimetall
darstellt, wenn n 1 ist, oder Al(OH), wenn n 2 ist).

7. Harzzusammensetzung nach Anspruch 6, ferner umfassend ein Fettsäuremetallsalz, bevorzugt ausgewählt aus
Lithium-, Magnesium-, Calcium- und Natriumfettsäuresalzen, zum Beispiel eine Menge im Bereich von 1 bis 100
Massenanteilen bezogen auf 100 Massenanteile des Klärmittels.

8. Harzzusammensetzung nach Anspruch 5 bis 7, wobei das Polyolefinharz ein statistisches Ethylen-Propylen-Copo-
lymer mit einer Schmelzflussrate von 0,1 bis 30 g/10 min ist.

9. Geformtes Erzeugnis, dadurch gekennzeichnet, dass es durch Formen der Harzzusammensetzung nach einem
der Ansprüche 5 bis 8 erhalten wird.

Revendications

1. Composition d’agent de clarification, caractérisée en ce qu’elle comprend de 1,0 à 10 parties en masse d’un
colorant par rapport à 100 parties en masse d’un agent de clarification représenté par la formule (1) suivante :

dans laquelle, R1 à R4 représentent chacun indépendamment un atome d’hydrogène ou un groupe alkyle ayant de
1 à 9 atomes de carbone ; R5 représente un atome d’hydrogène ou un groupe méthyle ; n représente 1 ou 2 ; et M
représente un métal alcalin lorsque n représente 1, ou Al(OH) lorsque n représente 2 ;
ledit colorant étant un pigment bleu ;
et ladite composition d’agent de clarification comprenant en outre un sel métallique d’acide gras.

2. Composition d’agent de clarification selon la revendication 1 ou 2, dans laquelle ledit sel métallique d’acide gras
est présent dans une quantité dans la plage comprise entre 1 et 100 parties en masse par rapport à 100 parties en
masse de l’agent de clarification.
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3. Composition d’agent de clarification selon l’une quelconque des revendications précédentes comprenant une charge,
ayant de préférence une taille moyenne de particules inférieure ou égale à 5 mm.

4. Composition d’agent de clarification selon la revendication 1, l’agent de clarification étant choisi entre P1 et P6 :

5. Composition de résine, caractérisée en ce qu’elle comprend de 0,04 à 10 parties en masse de la composition
d’agent de clarification selon l’une quelconque des revendications 1 à 4 par rapport à 100 parties en masse d’une
résine de polyoléfine.

6. Composition de résine, caractérisée en ce qu’elle comprend :

de 0,04 à 10 parties en masse d’un agent de clarification représenté par la formule (1) suivante par rapport à
100 parties en masse d’une résine de polyoléfine ; et
de 1,0 à 10 parties en masse d’un colorant par rapport à 100 parties en masse dudit agent de clarification :
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(où, R1 à R4 représentent chacun indépendamment un atome d’hydrogène ou un groupe alkyle ayant de 1 à 9
atomes de carbone ; R5 représente un atome d’hydrogène ou un groupe méthyle ; n représente 1 ou 2 ; et M
représente un métal alcalin lorsque n représente 1, ou Al(OH) lorsque n représente 2).

7. Composition de résine selon la revendication 6, comprenant en outre un sel métallique d’acide gras, choisi de
préférence parmi des sels d’acides gras de lithium, de magnésium, de calcium et de sodium, par exemple dans
une quantité dans la plage comprise entre 1 et 100 parties en masse par rapport à 100 parties en masse de l’agent
de clarification.

8. Composition de résine selon les revendications 5 à 7, dans laquelle ladite résine de polyoléfine est un copolymère
aléatoire éthylène-propylène ayant un indice de fluidité à chaud de 0,1 à 30 g/10 min.

9. Article moulé, caractérisé en ce qu’il est obtenu en moulant la composition de résine selon l’une quelconque des
revendications 5 à 8.
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