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(54) SERVICE-BASED COMMUNICATION METHOD, UNIT AND SYSTEM, AND STORAGE MEDIUM

(57) The embodiments of the present application dis-
close a service-based communication method, unit and
system, and a storage medium, which are used to support
a service framework of hybrid communication, improving
service efficiency and flexibility of framework deploy-
ment. One method comprises: acquiring a target com-
munication address, the target communication address

being a corresponding communication address when a
first destination service unit, to be accessed, provides
services; sending a first service access request to the
target communication address, the first service access
request comprising: a service type of the first destination
service unit; and receiving a service access response
from the target communication address.
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Description

RELATED APPLICATION

[0001] This application claims priority to Chinese Pat-
ent Application No. 201910036028.3, entitled "SERV-
ICE-BASED COMMUNICATION METHOD, COMMUNI-
CATION UNIT, SERVICE SUPPORT UNIT, AND SYS-
TEM" and filed on January 15, 2019, which is incorpo-
rated herein by reference in its entirety.

FIELD OF THE TECHNOLOGY

[0002] The present disclosure relates to the field of
computer technologies, and in particular, to a service-
based communication method, unit, and system, and a
storage medium.

BACKGROUND OF THE DISCLOSURE

[0003] In a fifth generation (5G) mobile communication
technology core network architecture in release 15 (R15),
all interfaces between various network function (NF) en-
tities inside a control plane are designed by using a serv-
ice interface-based design method, and internal commu-
nication is implemented in a service invocation manner.
Under such a service-based architecture (SBA), a con-
ventional invocation manner between network elements
is transformed into an invocation between services of
various NF entities.
[0004] In a 5G core network architecture in release 16
(R16), a project of enhancements to the service-based
architecture (eSBA) is provided, and a concept of a serv-
ice framework is further explicitly provided. The service
framework refers to a set of other functions than service
logic in the SBA.
[0005] The eSBA project of the 5G system provides
different deployment manners. Each deployment man-
ner has specific requirements of the deployment manner
for a communication manner of a service, that is, direct
communication or indirect communication. All services
in the SBA can be implemented based on only one of the
foregoing two communication manners. This imposes
certain constraints on the deployment of the SBA. Once
the setting of each deployment manner is completed, on-
ly a communication manner supported by the deployment
manner can be used to provide a service, and the design
of various services of different communication manners
cannot be flexibly supported, reducing the efficiency and
flexibility of providing services by the SBA.

SUMMARY

[0006] Embodiments of the present disclosure provide
a service-based communication method, unit, and sys-
tem, and a storage medium, to support a service frame-
work of hybrid communication, thereby improving the
service efficiency and flexibility of framework deploy-

ment.
[0007] The embodiments of the present disclosure pro-
vide the following technical solutions:
[0008] According to an aspect, the embodiments of the
present disclosure provide a service-based communica-
tion method, including:

obtaining, by a first communication unit, a target
communication address, the target communication
address being a communication address corre-
sponding to a service provided by a first destination
service unit that needs to be accessed, the target
communication address being provided by a network
repository function unit according to a communica-
tion manner used by the first destination service unit,
when the first destination service unit is a first service
unit using an indirect communication manner, a first
communication address being a communication ad-
dress of a first service support unit that provides a
service to the first service unit, and when the first
destination service unit is a second service unit using
a direct communication manner, the first communi-
cation address being a communication address of
the second service unit;

transmitting, by the first communication unit, a first
service access request to the target communication
address, the first service access request including a
service type of the first destination service unit; and

receiving, by the first communication unit, a service
access response from the target communication ad-
dress, the service access response being generated
after the first destination service unit provides the
service.

[0009] According to another aspect, the embodiments
of the present disclosure further provide a service-based
communication method, including:

receiving, by a first service support unit, a first service
access request transmitted by a first communication
unit to a target communication address, the first serv-
ice access request including a service type of a first
service unit that needs to be accessed, the first serv-
ice support unit being a service support unit that pro-
vides a service to the first service unit, the first service
unit using an indirect communication manner, and
the target communication address being a commu-
nication address of the first service support unit;

transmitting, by the first service support unit, the first
service access request to the first service unit, the
first service unit being configured to provide a service
according to the first service access request and
generate a service access response;

receiving, by the first service support unit, the service
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access response transmitted by the first service unit;
and

transmitting, by the first service support unit, the
service access response to the first communication
unit.

[0010] According to another aspect, the embodiments
of the present disclosure further provide a communica-
tion unit acting as a first communication unit, the first
communication unit including:

an address obtaining module, configured to: obtain
a target communication address, the target commu-
nication address being a communication address
corresponding to a service provided by a first desti-
nation service unit that needs to be accessed, the
target communication address being provided by a
network repository function unit according to a com-
munication manner used by the first destination serv-
ice unit, when the first destination service unit is a
first service unit using an indirect communication
manner, a first communication address being a com-
munication address of a first service support unit that
provides a service to the first service unit, and when
the first destination service unit is a second service
unit using a direct communication manner, the first
communication address being a communication ad-
dress of the second service unit;

a transmission module, configured to transmit a first
service access request to the target communication
address, the first service access request including a
service type of the first destination service unit; and

a receiving module, configured to receive a service
access response from the target communication ad-
dress, the service access response being generated
after the first destination service unit provides the
service.

[0011] In the foregoing aspects, composition modules
of the first communication unit may further perform steps
performed by the first communication unit in one of the
foregoing aspects and various possible implementations.
For details, refer to the foregoing descriptions of one of
the foregoing aspects and various possible implementa-
tions.
[0012] According to another aspect, the embodiments
of the present disclosure provide a service support unit,
specifically being a first service support unit, the first serv-
ice support unit including:

a receiving module, configured to receive a first serv-
ice access request transmitted by a first communi-
cation unit to a target communication address, the
first service access request including a service type
of a first service unit that needs to be accessed, the

first service support unit being a service support unit
that provides a service to the first service unit, the
first service unit using an indirect communication
manner, and the target communication address be-
ing a communication address of the first service sup-
port unit; and

a transmission module, configured to transmit the
first service access request to the first service unit,
the first service unit being configured to provide a
service according to the first service access request
and generate a service access response;

the receiving module being further configured to re-
ceive the service access response transmitted by
the first service unit; and

the transmission module being further configured to
transmit the service access response to the first com-
munication unit.

[0013] In the foregoing aspect, composition modules
of the first service support unit may further perform steps
performed by the first service support unit in one of the
foregoing aspects and various possible implementations.
For details, refer to the foregoing descriptions of one of
the foregoing aspects and various possible implementa-
tions.
[0014] According to another aspect, the embodiments
of the present disclosure provide a first communication
unit, including: a processor and a memory, the memory
being configured to store instructions; and the processor
being configured to execute the instructions in the mem-
ory, to cause the first communication unit to perform the
service-based communication method according to one
of the foregoing aspects.
[0015] According to another aspect, the embodiments
of the present disclosure provide a first service support
unit, including: a processor and a memory, the memory
being configured to store instructions; and the processor
being configured to execute the instructions in the mem-
ory, to cause the first service support unit to perform the
service-based communication method according to one
of the foregoing aspects.
[0016] According to another aspect, the embodiments
of the present disclosure provide a computer-readable
storage medium, the computer-readable storage medi-
um storing instructions, a processor, when running, per-
forming the service-based communication method based
on the instructi ons.
[0017] According to another aspect, the embodiments
of the present disclosure provide service-based commu-
nication system, where when the first destination service
unit is a first service unit using an indirect communication
manner, the service-based communication system in-
cludes: the first communication unit according to one of
the foregoing aspects, the first service support unit ac-
cording to one of the foregoing aspects, a first service
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unit, and a network repository function unit;
when the first destination service unit is a second service
unit using a direct communication manner, the service-
based communication system includes: the first commu-
nication unit according to one of the foregoing aspects,
a second service unit, and a network repository function
unit; and
the network repository function unit is configured to: pro-
vide a target communication address to the first commu-
nication unit; and store communication manners used by
the first service unit, the second service unit, and a third
service unit respectively, and communication addresses
of the service units.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018] To describe the technical solutions in embodi-
ments of the present disclosure more clearly, the follow-
ing briefly introduces the accompanying drawings re-
quired for describing the embodiments. Apparently, the
accompanying drawings in the following description
show merely some embodiments of the present disclo-
sure, and persons skilled in the art may still derive other
drawings from these accompanying drawings.

FIG. 1 is a schematic diagram of a composition struc-
ture of a service-based communication system ac-
cording to an embodiment of the present disclosure.

FIG. 2 is a schematic diagram of a composition struc-
ture of another service-based communication sys-
tem according to an embodiment of the present dis-
closure.

FIG. 3 is a schematic diagram of an interaction proc-
ess between a first communication unit, a first serv-
ice support unit, and a first service unit according to
an embodiment of the present disclosure.

FIG. 4 is a schematic diagram of a deployment man-
ner under an eSBA architecture according to an em-
bodiment of the present disclosure.

FIG. 5 is a schematic diagram of another deployment
manner under an eSBA architecture according to an
embodiment of the present disclosure.

FIG. 6 is a schematic diagram of another deployment
manner under an eSBA architecture according to an
embodiment of the present disclosure.

FIG. 7 is a schematic diagram of another deployment
manner under an eSBA architecture according to an
embodiment of the present disclosure.

FIG. 8 is a schematic block flowchart of a service-
based communication method performed by a first
communication unit according to an embodiment of

the present disclosure.

FIG. 9 is a schematic block flowchart of another serv-
ice-based communication method performed by a
first communication unit according to an embodi-
ment of the present disclosure.

FIG. 10 is a schematic block flowchart of a service-
based communication method performed by a first
service support unit according to an embodiment of
the present disclosure.

FIG. 11 is a schematic diagram of a service frame-
work of hybrid communication according to an em-
bodiment of the present disclosure.

FIG. 12 is a schematic diagram of a service discovery
and access procedure according to an embodiment
of the present disclosure.

FIG. 13 is a schematic diagram of another service
discovery and access procedure according to an em-
bodiment of the present disclosure.

FIG. 14 is a schematic diagram of a composition
structure of a first communication unit according to
an embodiment of the present disclosure.

FIG. 15 is a schematic diagram of a composition
structure of another first communication unit accord-
ing to an embodiment of the present disclosure.

FIG. 16 is a schematic diagram of a composition
structure of a first service support unit according to
an embodiment of the present disclosure.

FIG. 17 is a schematic diagram of a composition
structure of another first service support unit accord-
ing to an embodiment of the present disclosure.

FIG. 18 is a schematic diagram of a composition
structure of another first service support unit accord-
ing to an embodiment of the present disclosure.

FIG. 19 is a schematic diagram of a composition
structure of a terminal to which a service-based com-
munication method is applicable according to an em-
bodiment of the present disclosure.

FIG. 20 is a schematic diagram of a composition
structure of a server to which a service-based com-
munication method is applicable according to an em-
bodiment of the present disclosure.

DESCRIPTION OF EMBODIMENTS

[0019] Embodiments of the present disclosure provide
a service-based communication method, unit, and sys-

5 6 



EP 3 913 892 A1

5

5

10

15

20

25

30

35

40

45

50

55

tem, and a storage medium, to support a service frame-
work of hybrid communication, thereby improving the
service efficiency and flexibility of framework deploy-
ment.
[0020] To make the objectives, features, and advan-
tages of the present disclosure clearer and more com-
prehensible, the following clearly and completely de-
scribes the technical solutions in the embodiments of the
present disclosure with reference to the accompanying
drawings in the embodiments of the present disclosure.
Apparently, the embodiments described below are mere-
ly some rather than all of the embodiments of the present
disclosure. All other embodiments obtained by persons
skilled in the art based on the embodiments of the present
disclosure fall within the protection scope of the present
disclosure.
[0021] The terms "include", "contain" and any other
variants thereof in the specification, claims, and accom-
panying drawings of the present disclosure are intended
to cover a non-exclusive inclusion, so that a process,
method, system, product, or device that includes a series
of units is not necessarily limited to those units, but may
include other units not expressly listed or inherent to such
a process, method, product, or device.
[0022] Detailed descriptions are separately provided
below.
[0023] The embodiments of the present disclosure first
provide a service-based communication system. Refer-
ring to FIG. 1 and FIG. 2, FIG. 1 and FIG. 2 are schematic
diagrams of composition structures of two service-based
communication systems according to the embodiments
of the present disclosure. A service-based communica-
tion system provided in an embodiment of the present
disclosure can be applicable to a service framework un-
der an eSBA architecture. All interfaces between various
NF entities inside a control plane are designed by using
a service interface-based design method, and internal
communication is implemented in a service invocation
manner. In this embodiment of the present disclosure,
the service framework refers to a set of other functions
than service logic in the SBA, for example, functions such
as registration, authentication, discovery, selection, and
routing of a service. The service may be referred to as a
microservice. Description is made by using an example
in which a service unit provides a service in the subse-
quent embodiments.
[0024] As shown in FIG. 1, a service-based communi-
cation system 10 provided in an embodiment of the
present disclosure may include: a first communication
unit 11, a first service support unit 12, a first service unit
13, and a network repository function unit 14. The first
communication unit 11 needs to access a first destination
service unit, and the first destination service unit is the
first service unit 13 using an indirect communication man-
ner.
[0025] The service unit in this embodiment of the
present disclosure refers to a consumer or a producer in
the service framework. The service unit may be specifi-

cally an instance of a service. The service unit has a
communication address. For example, the communica-
tion address may be an Internet Protocol (IP) address,
or the communication address may be another address
for uniquely identifying a service unit provided that com-
munication between units can be met. The service unit
in this embodiment of the present disclosure may have
two communication manners (or referred to as commu-
nication modes): an indirect communication manner and
a direct communication manner.
[0026] A service support unit is provided in this em-
bodiment of the present disclosure. The service support
unit is a unit that provides a service for the service unit.
For example, the service support unit may be a service
framework support function (SFSF) unit in the service
framework. For the service unit using the indirect com-
munication manner, the service unit may communicate
with the service support unit. When the service unit using
the indirect communication manner provides the service,
a communication address corresponding to the service
is not the communication address of the service unit, but
a communication address of the service support unit that
communicates with the service unit. In the service frame-
work, one service support unit may provide service sup-
port for one or more service units, which specifically de-
pends on the structural design of the service framework
and is not limited herein.
[0027] The first communication unit provided in this
embodiment of the present disclosure may be specifically
a service unit. In this case, the first communication unit
may be a consumer in the service framework. For exam-
ple, that the first communication unit is a third service
unit is described by using examples in the subsequent
embodiments. Optionally, the first communication unit
may be further a service support unit. In this case, the
first communication unit may provide service support for
the third service unit. For example, that the first commu-
nication unit is a second service support unit is described
by using examples in the subsequent embodiments. The
communication unit in this embodiment of the present
disclosure is a general term of the service unit and the
service support unit, and whether the communication unit
is a service unit or a service support unit may be deter-
mined according to specific scenarios. This is not limited
herein.
[0028] The network repository function unit is provided
in this embodiment of the present disclosure. The net-
work repository function unit may be used for registration
of all service units. When the registration succeeds, the
network repository function unit stores respective com-
munication address reported by the service units and
communication manners used by the service units. For
example, for the service unit using the direct communi-
cation manner, the network repository function unit stores
the communication address of the service unit. For the
service unit using the indirect communication manner,
the communication address corresponding to the service
provided by the service unit is not the communication
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address of the service unit, but the communication ad-
dress of the service support unit that communicates with
the service unit. Therefore, the network repository func-
tion unit stores the communication address of the service
support unit that communicates with the service unit us-
ing the indirect communication manner, and the commu-
nication address of the service unit. For example, if a
service 1 (a service unit 1) uses the indirect communica-
tion manner, and the service 1 communicates with an
SFSF-1 (a service support unit 1), a communication ad-
dress corresponding to a service provided by the service
1 is a communication address of the SFSF-1 instead of
the communication address of the service 1. Therefore,
the network repository function unit stores the commu-
nication address of the service 1 and the communication
address of the SFSF-1 corresponding thereto. The net-
work repository function unit may be a network repository
function (NRF) in the service framework in the commu-
nication field.
[0029] In the system architecture shown in FIG. 1,
when the first communication unit needs to access the
first service unit, because the first service unit uses the
indirect communication manner, the service support is
provided for the first service unit by using the first service
support unit. Therefore, the first communication unit may
first communicate with the first service support unit, and
the first service support unit then communicates with the
first service unit, to implement indirect communication
between the first communication unit and the first service
unit.
[0030] FIG. 2 is a schematic diagram of a composition
structure of another service-based communication sys-
tem according to an embodiment of the present disclo-
sure. Different from FIG. 1, a first destination service unit
that a first communication unit 11 in FIG. 2 needs to ac-
cess is a second service unit 15. Because the second
service unit 15 uses the direct communication manner,
the first communication unit may communicate with the
second service unit 15 directly without the aid of the serv-
ice support unit, to implement direct communication be-
tween the first communication unit 11 and the second
service unit 15.
[0031] Based on the foregoing service-based commu-
nication systems shown in FIG. 1 and FIG. 2, in this em-
bodiment of the present disclosure, the indirect commu-
nication manner and the direct communication manner
may be implemented based on the same service frame-
work. That is, the embodiments of the present disclosure
provide a service framework solution of hybrid commu-
nication. In the service framework of the hybrid commu-
nication, a service in direct communication may be de-
ployed, and a service in indirect communication may also
be deployed. In addition, the service in the direct com-
munication in the service framework and the service in
the indirect communication may invoke each other, and
internal units do not sense the communication manners
from each other. To resolve the existing problem in the
related art that only one communication manner can be

provided, the embodiments of the present disclosure pro-
vide the service framework supporting the hybrid com-
munication, thereby improving the service efficiency and
flexibility of framework deployment.
[0032] FIG. 3 is a schematic diagram of an interaction
process between a first communication unit, a first serv-
ice support unit, and a first service unit according to an
embodiment of the present disclosure. Execution steps
of a service-based communication method provided in
this embodiment of the present disclosure are exempla-
rily shown. The method mainly includes the following
steps:
[0033] 301. The first communication unit obtains a tar-
get communication address, the target communication
address being a communication address corresponding
to a service provided by a first destination service unit
that needs to be accessed, the target communication ad-
dress being provided by a network repository function
unit according to a communication manner used by the
first destination service unit.
[0034] When the first communication unit needs to ac-
cess the first destination service unit, the first communi-
cation unit may obtain the communication address cor-
responding to the service provided by the first destination
service unit that needs to be accessed. For ease of de-
scription, the communication address corresponding to
the service provided by the first destination service unit
that needs to be accessed is defined as a "target com-
munication address". The target communication address
may be specifically a communication address, or a com-
munication address list, or a communication address set.
This is not limited herein.
[0035] The first communication unit in this embodiment
of the present disclosure may specifically include: a serv-
ice unit or a service support unit. For example, the first
communication unit may be specifically a service or an
SFSF. A destination service unit is a service that needs
to be accessed, for example, a service unit that needs
to be accessed. The service support unit is a unit that
provides a service support function for the service unit,
and mainly implements a routing forwarding function be-
tween the services. Any unit supporting the routing for-
warding function between the services may be regarded
as the service support unit in this embodiment of the
present disclosure. For example, the service support unit
in this embodiment of the present disclosure may be spe-
cifically the SFSF. In another example, the service sup-
port unit may be further a comment framework support
function (CFSF) unit, a message passing system, a serv-
ice agent unit, or an adapter other than the SFSF. The
network repository function unit may be an NRF
[0036] In this embodiment of the present disclosure,
the target communication address may be provided for
the first communication unit by using the network repos-
itory function unit. For example, the target communica-
tion address may be obtained after real-time interaction
between the first communication unit and the network
repository function unit, or may be stored in a local mem-
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ory after being obtained through the interaction between
the first communication unit and the network repository
function unit in advance. This is not limited herein.
[0037] In this embodiment of the present disclosure,
the target communication address has two implementa-
tion cases. When the first destination service unit is the
first service unit using the indirect communication man-
ner, the target communication address is the communi-
cation address of the first service support unit that pro-
vides a service to the first service unit. When the first
destination service unit is the second service unit using
the direct communication manner, the target communi-
cation address is a communication address of the second
service unit. Therefore, the target communication ad-
dress needs to be obtained according to the communi-
cation manner (for example, the direct communication
manner or the indirect communication manner may be
used) used by the first destination service unit that needs
to be accessed. This is not limited herein. Description is
made in FIG. 3 by using an example in which the first
destination service unit is the first service unit using the
indirect communication manner.
[0038] In some embodiments of the present disclo-
sure, FIG. 4, FIG. 5, FIG. 6, and FIG. 7 show four de-
ployment manners under the eSBA architecture. Two
services may communicate with each other. One service
may be a consumer, and the other service may be a
producer. The consumer may communicate with the pro-
ducer. For example, the consumer transmits a request
(for example, Request http:..) to the producer, the pro-
ducer transmits a response (for example, a uniform re-
source identifier (URI)) to the consumer, and then, the
consumer transmits a subsequent request (an URI) to
the producer. As shown in FIG. 4, the consumer discov-
ers the producer based on a configuration of the con-
sumer, and does not need to interact with the NRF to
obtain an address of the producer before the consumer
transmits the request (for example, Request http:..). As
shown in FIG. 5, before the consumer transmits the re-
quest (for example, Request http:..), the consumer first
interacts with the NRF. For example, the consumer trans-
mits a network unit discovery request (for example, Dis-
covery http:...?NF...) to the NRF, and the NRF returns a
communication address list (for example, NF profile(s))
of the network unit to the consumer. As shown in FIG. 6,
the consumer and the producer use the indirect commu-
nication manner. For example, the consumer transmits
the request (for example, Request http:..) to the SFSF,
and the SFSF forwards the request to the producer. Sim-
ilarly, the response (for example, the URI) returned by
the producer also needs to be forwarded by using the
SFSF. In FIG. 6, the consumer still needs to perform serv-
ice discovery by using the NRF, to obtain a communica-
tion address of the producer. As shown in FIG. 7, the
consumer does not need to perform service discovery
by using the NRF, to obtain a communication address of
the producer, but the consumer directly transmits a re-
quest (for example, Request http:...?s-nssi,...) to the

SFSF instead. The SFSF performs the service discovery
by using the NRF, to obtain the communication address
of the producer, and the SFSF then forwards the request
to the producer.
[0039] The direct communication manner is used in
FIG. 4 and FIG. 5, and the indirect communication man-
ner is used in FIG. 6 and FIG. 7. An operator may deploy
one or more of the four manners, and microservices be-
tween the four deployment manners may access each
other. In the foregoing technical solutions, when deploy-
ing the service framework, the operator has strict require-
ments on the communication manner of the service. That
is, one service framework can support only one commu-
nication manner, either the direct communication or the
indirect communication. This implementation has rela-
tively high costs and poor flexibility, and the services sup-
porting different communication manners cannot be de-
ployed in the same service framework. That is, if the serv-
ice framework is deployed in the manner in FIG. 4 or FIG.
5, the services deployed in the service framework interact
in the direct communication manner. If the service frame-
work is deployed in the manner in FIG. 6 or FIG. 7, the
services deployed in the service framework interact in
the indirect communication manner. In this embodiment
of the present disclosure, the indirect communication
manner and the direct communication manner may be
implemented based on the same service framework.
That is, the embodiments of the present disclosure pro-
vide a service framework solution of hybrid communica-
tion. In the service framework of the hybrid communica-
tion, a service in direct communication may be deployed,
and a service in indirect communication may also be de-
ployed. In addition, the service in the direct communica-
tion in the service framework and the service in the indi-
rect communication may invoke each other, and internal
units do not sense the communication manners from
each other. To resolve the existing problem in the related
art that only one communication manner can be provided,
the embodiments of the present disclosure provide the
service framework supporting the hybrid communication,
thereby improving the service efficiency and flexibility of
the service framework.
[0040] In some embodiments of the present disclo-
sure, as shown in FIG. 8, before step 301 of obtaining,
by the first communication unit, a target communication
address, the method provided in this embodiment of the
present disclosure further includes the following steps:

A1. The first communication unit transmits a first
service registration request to the network repository
function unit when the first communication unit is a
third service unit, and the third service unit uses the
direct communication manner, the first service reg-
istration request including: the direct communication
manner used by the third service unit and a commu-
nication address of the third service unit.
That is, the first communication unit may be a service
unit. Specifically, the first communication unit may
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be a third service unit. That is, before the third service
unit needs to access the first destination service unit,
the third service unit needs to be registered with the
network repository function unit. For example, the
third service unit may transmit a first service regis-
tration request to the network repository function
unit. The first service registration request includes:
the direct communication manner used by the third
service unit and the communication address of the
third service unit. The communication address of the
third service unit may be an IP address of the third
service unit, and the network repository function unit
may record the communication manner of the third
service unit being the direct communication. In ad-
dition, if the communication manner of the third serv-
ice unit is the direct communication, the network re-
pository function unit may further store the IP ad-
dress of the service.
In some embodiments of the present disclosure, af-
ter being registered with the network repository func-
tion unit, the first communication unit may obtain, in
a service discovery manner, the communication ad-
dress (that is, the target communication address)
corresponding to a service provided by the first des-
tination service unit. For example, referring to FIG.
8, step 301 of obtaining, by a first communication
unit, a target communication address includes the
following steps:

B1. The first communication unit transmits a first
service discovery request to the network repository
function unit, the first service discovery request in-
cluding: a service type of the first destination service
unit that needs to be accessed. The network repos-
itory function unit may be configured to obtain a com-
munication address of the first destination service
unit according to the first service discovery request.

B2. The first communication unit receives a service
discovery result transmitted by the network reposi-
tory function unit, the service discovery result includ-
ing the target communication address.
The service type of the first destination service unit
may be determined according to requirements of
service invocation. For example, the service type of
the first destination service unit may be a user pro-
tocol data unit (PDU) session establishment service
or an event open service. All the service units are
registered with the network repository function unit.
The network repository function unit determines, ac-
cording to the service discovery request, that the first
destination service unit uses the direct communica-
tion manner, and obtains, through service discovery,
the communication address (that is, the target com-
munication address) corresponding to the service
provided by the first destination service unit. The
service discovery result may include: a list of com-
munication addresses corresponding to the services

provided by the first destination service unit, and one
communication address list or one communication
address set or the like may be obtained through one
service discovery result. The network repository
function unit then transmits the service discovery re-
sult, so that the first communication unit may obtain
the target communication address according to the
service discovery result.
Further, in some embodiments of the present disclo-
sure, the network repository function unit may further
set a service validity time corresponding to the serv-
ice discovery result. The length of the service validity
time may be set according to a specific scenario.
Referring to FIG. 6, when the service discovery result
further includes: a service discovery validity time, the
method provided in this embodiment of the present
disclosure may further include the following steps:

C1. The first communication unit obtains a service
type of a second destination service unit that needs
to be accessed.

C2. The first communication unit determines, when
the service type of the first destination service unit
and the service type of the second destination serv-
ice unit are the same, whether a current time exceeds
the service discovery validity time.

C3. The first communication unit determines, when
the current time does not exceed the service discov-
ery validity time, that a communication address cor-
responding to a service provided by the second des-
tination service unit and the target communication
address are the same address.

[0041] The first destination service unit is a service unit
that the first communication unit needs to access for the
first time, the second destination service unit is a service
unit that the first communication unit needs to access
next time, and the first communication unit may store a
first-time service discovery result and a corresponding
service discovery validity time. When the service type of
the first destination service unit and the service type of
the second destination service unit are the same, the first
communication unit determines whether a current time
exceeds a service discovery validity time of a last service
of the same type. When the current time does not exceed
the service discovery validity time of the last service of
the same type, the first communication unit does not need
to interact with the network repository function unit again,
and the first communication unit directly obtains the tar-
get communication address from the service discovery
result of the last obtained service of the same type in the
local memory. When the target communication address
of the second destination service unit is obtained, the
service discovery procedure of the NRF does not need
to be performed, thereby implementing a service discov-
ery enhancement function and improving the service in-
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vocation efficiency.
[0042] For example, the service discovery result may
be an IP address list of the service producer, or may be
an IP address list of the SFSF corresponding to the serv-
ice producer. In addition, the NRF also returns the validity
time of the service discovery result. That is, for a terminal
device of another user connected to the service consum-
er, when the terminal device needs to select the same
type of service producer, if the validity time of the service
discovery result has not expired, the service discovery
does not need to be performed by using the NRF, and
the service discovery result returned before is directly
used. If the validity time has expired, the service discov-
ery needs to be performed again by using the NRF
[0043] In some embodiments of the present disclo-
sure, the first communication unit may be further a service
support unit. In this case, the first communication unit
may provide a service for the third service unit. The third
service unit uses the indirect communication manner. For
example, the first communication unit may be specifically
an SFSF. As shown in FIG. 9, before step 301 of obtain-
ing, by the first communication unit, a target communi-
cation address, the method provided in this embodiment
of the present disclosure further includes the following
steps:

D1. The first communication unit receives, when the
first communication unit is a second service support
unit that provides a service to a third service unit, a
second service registration request transmitted by
the third service unit, the second service registration
request including: the indirect communication man-
ner used by the third service unit and a communica-
tion address of the third service unit.

D2. The first communication unit transmits a third
service registration request to the network repository
function unit, the third service registration request
including: the indirect communication manner used
by the third service unit, the communication address
of the third service unit, and a communication ad-
dress of the second service support unit, a commu-
nication address corresponding to a service provid-
ed by the third service unit being the communication
address of the second service support unit.

[0044] The first communication unit may be further the
second service support unit. In this case, the first com-
munication unit may provide the service support for the
third service unit. Because the third service unit uses the
indirect communication manner, the third service unit first
transmits the second service registration request to the
first communication unit, the first communication unit
adds the communication address of the second service
support unit to the second service registration request,
and then generates the third service registration request,
the first communication unit transmits the third service
registration request to the network repository function

unit, and the network repository function unit stores the
third service unit using the indirect communication man-
ner and the communication address of the third service
unit, and stores the communication address of the sec-
ond service support unit as the communication address
corresponding to the service provided by the third service
unit.
[0045] Further, the first communication unit may be fur-
ther the second service support unit. In this case, the first
communication unit may provide the service support for
the third service unit. Because the third service unit uses
the indirect communication manner, the first communi-
cation unit may obtain, in the service discovery manner,
the communication address (that is, the target commu-
nication address) corresponding to the service provided
by the first destination service unit. For example, referring
to FIG. 9, step 301 of obtaining, by a first communication
unit, a target communication address includes the follow-
ing steps:

E1. The first communication unit receives a second
service access request transmitted by the third serv-
ice unit, the second service access request includ-
ing: the service type of the first destination service
unit that the third service unit needs to access and
service payload data.

E2. The first communication unit determines whether
a local memory stores a communication address of
a service unit corresponding to the service type.

E3. The first communication unit obtains a target
communication address from the local memory
when the local memory stores the communication
address of the service unit corresponding to the serv-
ice type transmitted by the network repository func-
tion unit in advance.

[0046] The third service unit needs to access the first
destination service unit. Because the third service unit
uses the indirect communication manner, the third serv-
ice unit transmits the second service access request to
the first communication unit (in this case, the first com-
munication unit is the second service support unit). The
service payload data carried in the second service ac-
cess request is used for processing the services. The
payload data may also be different according to different
specific services. This is not limited herein.
[0047] In this embodiment of the present disclosure,
the first communication unit is used as the second service
support unit. The second service support unit has a cache
function. That is, the local memory pre-stores communi-
cation addresses of the service units of different service
types when the local memory stores the communication
address of the service unit corresponding to the service
type transmitted by the network repository function unit
in advance. The first communication unit does not need
to interact with the network repository function unit again,
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and the first communication unit directly obtains the tar-
get communication address from the local memory,
thereby implementing the service discovery enhance-
ment function.
[0048] Further, in some embodiments of the present
disclosure, after step E1 is performed, step E2 may spe-
cifically include: determining, by the first communication
unit, whether a local memory stores a communication
address discovered by a service unit corresponding to
the service type, and a validity time of the service dis-
covery result.
[0049] Step E3 may specifically include: obtaining, by
the first communication unit, the target communication
address from the local memory when the local memory
stores the communication address of the service unit cor-
responding to the service type transmitted by the network
repository function unit in advance, and the validity time
of the service discovery result is not exceeded.
[0050] In some embodiments of the present disclo-
sure, the network repository function unit may further set
a validity time for each service discovery result, and the
service discovery result may be repeatedly used within
the validity time to perform service access. After the va-
lidity time has expired, the service access can be per-
formed only when the service discovery needs to be per-
formed again.
[0051] Further, in addition to including the foregoing
step E1 to step E3, referring to FIG. 9, step 301 of ob-
taining, by the first communication unit, a target commu-
nication address further includes the following steps:

E4. The first communication unit transmits a first
service discovery request to the network repository
function unit when the local memory does not store
the communication address of the service unit cor-
responding to the service type, the first service dis-
covery request including: the service type of the first
destination service unit that needs to be accessed,
the network repository function unit being configured
to obtain a communication address of the first des-
tination service unit according to the first service dis-
covery request.

E5. The first communication unit receives a service
discovery result transmitted by the network reposi-
tory function unit, the service discovery result includ-
ing the target communication address.

[0052] The first communication unit determines wheth-
er the local memory stores the communication address
of the service unit corresponding to the service type.
When the local memory does not store the communica-
tion address of the service unit corresponding to the serv-
ice type, the first communication unit further needs to
interact with the network repository function unit, to com-
plete the service discovery. For example, the first com-
munication unit may be the SFSF. When the SFSF does
not locally store the IP address corresponding to the serv-

ice provided by the first destination service unit, the SFSF
needs to perform the service discovery with the NRF
[0053] For example, the first communication unit as
the SFSF has the service discovery enhancement func-
tion. That is, after the SFSF performs the service discov-
ery by using the NRF, the NRF returns the validity time
of the service discovery result, That is, for all instances
of the same type of service consumers on the SFSF, for
access of another user equipment on any service con-
sumer, when the another user equipment needs to select
the same type of service producer, if the validity time of
the service discovery result has not expired, the service
discovery does not need to be performed by using the
NRF, and the service discovery result returned before is
directly used. If the validity time has expired, the service
discovery needs to be performed again by using the NRF
[0054] 302. The first communication unit transmits a
first service access request to the target communication
address, the first service access request including a serv-
ice type of the first destination service unit.
[0055] In this embodiment of the present disclosure,
that the target communication address has two imple-
mentation cases is recorded in step 301. When the first
destination service unit is the first service unit using the
indirect communication manner, the target communica-
tion address is the communication address of the first
service support unit that provides the service support to
the first service unit. When the first destination service
unit is the second service unit using the direct commu-
nication manner, the target communication address is a
communication address of the second service unit. For
example, when the target communication address is the
communication address of the second service unit, the
first communication unit may transmit the first service
access request to the second service unit. In another
example, when the target communication address is the
communication address of the first service support unit,
the first communication unit may transmit the first service
access request to the first service support unit.
[0056] 303. The first service support unit receives a
first service access request transmitted by the first com-
munication unit to the target communication address, the
first service access request including a service type of a
first service unit that needs to be accessed, the first serv-
ice support unit being a service support unit that provides
a service to the first service unit, the first service unit
using an indirect communication manner, and the target
communication address being a communication address
of the first service support unit.
[0057] In this embodiment of the present disclosure,
the first communication unit does not need to know the
communication manner of the first destination service
unit, the first communication unit performs step 301 and
step 302, and the first communication unit transmits the
first service access request to the target communication
address. When the target communication address is the
communication address of the first service support unit,
the first service support unit may receive the first service

17 18 



EP 3 913 892 A1

11

5

10

15

20

25

30

35

40

45

50

55

access request from the first communication unit.
[0058] In some embodiments of the present disclo-
sure, referring to FIG. 10, before step 303 of receiving,
by the first service support unit, a first service access
request transmitted by a first communication unit to a
target communication address, the method provided in
this embodiment of the present disclosure may further
include the following steps:

F1. The first service support unit receives a fourth
service registration request transmitted by the first
service unit, the fourth service registration request
including: the indirect communication manner used
by the first service unit and a communication address
of the first service unit.

F2. The first service support unit transmits a fifth
service registration request to a network repository
function unit, the fifth service registration request in-
cluding: the indirect communication manner used by
the first service unit, the communication address of
the first service unit, and the communication address
of the first service support unit.

[0059] The first service support unit may be further a
unit that provides service support for the first service unit.
For example, the first service support unit may be the
SFSF. The first service unit uses the indirect communi-
cation manner, the first service unit first transmits the
fourth service registration request to the first service sup-
port unit, the first service support unit adds the commu-
nication address of the first service support unit to the
fourth service registration request, and then generates
the fifth service registration request, the first service sup-
port unit transmits the fifth service registration request to
the network repository function unit, and the network re-
pository function unit stores the first service unit using
the indirect communication manner and the communica-
tion address of the first service unit, and stores the com-
munication address of the first service support unit as
the communication address corresponding to the service
provided by the first service unit.
[0060] Further, the first service support unit may pro-
vide the service for the first service unit, the first service
unit uses the indirect communication manner, and the
first service support unit may obtain the communication
address of the first service unit in the service discovery
manner. For example, referring to FIG. 10, before step
304 of transmitting, by the first service support unit, the
first service access request to the first service unit, the
method provided in this embodiment of the present dis-
closure may further include the following steps:

G1. The first service support unit determines whether
a local memory stores a communication address of
the first service unit.

G2. The first service support unit obtains the com-

munication address of the first service unit from the
local memory when the local memory stores the
communication address of the first service unit trans-
mitted by the network repository function unit in ad-
vance.

[0061] The first service support unit needs to access
the first service unit. The first service support unit has a
cache function. That is, the local memory pre-stores com-
munication addresses of the service units of different
service types when the local memory stores the commu-
nication address of the first service unit transmitted by
the network repository function unit in advance. The com-
munication address of the first service unit is the com-
munication address of the first service unit. The first com-
munication unit does not need to interact with the network
repository function unit again, and the first communica-
tion unit directly obtains the communication address of
the first service unit from the local memory, thereby im-
plementing the service discovery enhancement function.
[0062] Further, in addition to the foregoing step G1 and
step G2 performed by the first service support unit, re-
ferring to FIG. 10, the method provided in this embodi-
ment of the present disclosure further includes the fol-
lowing steps:

G3. The first service support unit transmits a second
service discovery request to the network repository
function unit when the local memory does not store
the communication address of the first service unit,
the second service discovery request including the
service type of the first service unit.
G4. The first service support unit receives a service
discovery result transmitted by the network reposi-
tory function unit, the service discovery result includ-
ing the communication address of the first service
unit.

[0063] The first service support unit determines wheth-
er the local memory stores the communication address
of the first service unit. When the local memory does not
store the communication address of the first service unit,
the first service support unit further needs to interact with
the network repository function unit, to complete the serv-
ice discovery. For example, the first service support unit
may be the SFSF. When the SFSF does not locally store
the IP address corresponding to the service provided by
the first destination service unit, the SFSF needs to per-
form the service discovery with the NRF.
[0064] For example, the first service support unit as
the SFSF has the service discovery enhancement func-
tion. That is, after the SFSF performs the service discov-
ery by using the NRF, the NRF returns the validity time
of the service discovery result, That is, for all instances
of the same type of service consumers on the SFSF, for
access of another user equipment on any service con-
sumer, when the another user equipment needs to select
the same type of service producer, if the validity time of
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the service discovery result has not expired, the service
discovery does not need to be performed by using the
NRF, and the service discovery result returned before is
directly used. If the validity time has expired, the service
discovery needs to be performed again by using the NRF
[0065] In the foregoing embodiments of the present
disclosure, when the first communication unit or the first
service support unit and the network repository function
unit perform the service discovery, the network repository
function unit needs to first authenticate the service unit
that initiates the access. Only when the authentication
succeeds, the network repository function unit transmits
the service discovery result. When the authentication
fails, the network repository function unit rejects the serv-
ice discovery request of the service unit that initiated the
access.
[0066] 304. The first service support unit transmits the
first service access request to the first service unit, the
first service unit being configured to provide a service
according to the first service access request and gener-
ate a service access response.
[0067] In this embodiment of the present disclosure,
the first destination service unit is the first service unit
using the indirect communication manner. The first serv-
ice support unit may provide the service for the first serv-
ice unit, and the first service support unit may obtain the
communication address of the first service unit. After the
first service support unit may receive the first service ac-
cess request from the first communication unit, the first
service support unit may forward the first service access
request to the first service unit, and the first service unit
may provide the service according to the first service ac-
cess request and generate the service access response.
[0068] In some embodiments of the present disclo-
sure, after step 304 of transmitting, by the first service
support unit, the first service access request to the first
service unit, the method provided in this embodiment of
the present disclosure may further include the following
step:
[0069] HI. The first service support unit stores a binding
relationship between the third service unit and the first
service unit when the first communication unit is the third
service unit, and the third service unit uses the direct
communication manner; or
[0070] H2. The first service support unit stores a bind-
ing relationship between the second service support unit
and the first service unit when the first communication
unit is the second service support unit that provides the
service to the third service unit.
[0071] When the first service support unit provides the
service support for the first service unit, and the access
request indicating that the third service unit needs to ac-
cess the first service unit is obtained, if the third service
unit uses the direct communication manner, the first serv-
ice support unit may store the binding relationship be-
tween the third service unit and the first service unit, so
that a service access response message is transmitted,
and the service discovery does not need to be performed

again. For example, if the first service unit is a service 2
(a service unit 2), the third service unit is a service 3 (a
service unit 3), and the first service support unit is the
SFSF, the SFSF may temporarily store a binding rela-
tionship between an instance of the service 2 (an instance
of the service unit 2) and an instance of the service 3 (an
instance of the service unit 3). The binding relationship
is valid only for access of the same user equipment. If
the third service unit uses the indirect communication
manner, the first service support unit may store the bind-
ing relationship between the second service support unit
and the first service unit, so that a service access re-
sponse message is transmitted, and the service discov-
ery does not need to be performed again.
[0072] In some embodiments of the present disclo-
sure, after storing the binding relationship between the
third service unit and the first service unit, the first service
support unit may further set a validity time for the binding
relationship, and the binding relationship may be repeat-
edly used within the validity time to perform the service
access. After the validity time has expired, the service
access can be performed only when the service discov-
ery needs to be performed again.
[0073] 305. The first service support unit receives the
service access response transmitted by the first service
unit.
[0074] The first service unit is configured to provide the
service according to the first service access request and
generate the service access response. Service functions
provided by the first service unit are not limited herein.
After generating the service access response, the first
service unit transmits the service access response to the
first service support unit.
[0075] 306. The first service support unit transmits the
service access response to the first communication unit.
[0076] The first service support unit may generate the
service access response, and then transmit the service
access response to the first communication unit.
[0077] 307. The first communication unit receives the
service access response from the target communication
address.
[0078] After the first communication unit transmits the
first service access request to the target communication
address in step 302, the first communication unit may
receive the service access response through the target
communication address. Because the first destination
service unit that needs to be accessed is the first service
unit, the service access response received by the first
communication unit is generated after the first service
unit provides the service.
[0079] In some embodiments of the present disclo-
sure, when the first communication unit is the second
service support unit that provides the service to the third
service unit, after the first communication unit receives
the service access response from the target communi-
cation address in step 307, the method provided in this
embodiment of the present disclosure further includes
the following step:
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transmitting, by the first communication unit, a second
service access response to the third service unit.
[0080] If the first communication unit is the second
service support unit, and the third service unit needs to
access the first destination service unit, after the first des-
tination service unit provides the service and generates
the service access response, the first communication unit
further needs to forward the service access response to
the third service unit after receiving the service access
response from the target communication address.
[0081] It can be learned from the descriptions of the
embodiments of the present disclosure in the foregoing
embodiments that, the first communication unit first ob-
tains the communication address corresponding to the
service provided by the first destination service unit that
needs to be accessed, that is, obtains the target commu-
nication address. When the first destination service unit
is the first service unit using the indirect communication
manner, the target communication address is the com-
munication address of the first service support unit that
provides the service to the first service unit. When the
first destination service unit is the second service unit
using the direct communication manner, the target com-
munication address is the communication address of the
second service unit. The first communication unit trans-
mits the first service access request to the target com-
munication address, the first service access request in-
cluding the service type of the first destination service
unit. The first service support unit transmits the first serv-
ice access request to the first service unit. The first serv-
ice support unit receives the service access response
transmitted by the first service unit. The first service sup-
port unit transmits the service access response to the
first communication unit. The first communication unit re-
ceives the service access response from the target com-
munication address. In this embodiment of the present
disclosure, the first communication unit may communi-
cate with the first service unit using the indirect commu-
nication manner, and may further communicate with the
second service unit using the direct communication man-
ner. Therefore, in this embodiment of the present disclo-
sure, the indirect communication manner and the direct
communication manner may be implemented based on
the same service framework. That is, the embodiments
of the present disclosure provide a service framework
solution of hybrid communication. In the service frame-
work of the hybrid communication, a service in direct
communication may be deployed, and a service in indi-
rect communication may also be deployed. In addition,
the service in the direct communication in the service
framework and the service in the indirect communication
may invoke each other, and the communication manners
from each other are not sensed. To resolve the existing
problem in the related art that only one communication
manner can be provided, the embodiments of the present
disclosure provide the service framework supporting the
hybrid communication, thereby improving the service ef-
ficiency and flexibility of framework deployment.

[0082] For better understanding and implementation
of the foregoing solutions of this embodiment of the
present disclosure, the following makes a specific de-
scription by using a corresponding application scenario
as an example.
[0083] The embodiments of the present disclosure pro-
vide a service-based communication method for defects
of a service framework in a single communication man-
ner. As shown in FIG. 11, FIG. 11 is a schematic diagram
of a service framework of hybrid communication accord-
ing to an embodiment of the present disclosure. The serv-
ice unit (that is, the service) in the service framework
described in this embodiment of the present disclosure
may refer to a microservice or a service provided in the
industry, or an NF (network function) or an NF service
mentioned in the 5G core network service-based archi-
tecture in R15.
[0084] The embodiments of the present disclosure pro-
vide a service framework solution of the hybrid commu-
nication shown in FIG. 11. In the service framework of
the hybrid communication, a microservice in direct com-
munication may be deployed, and a microservice in in-
direct communication may also be deployed. In addition,
the service in the direct communication in the service
framework and the service in the indirect communication
may invoke each other, and the communication manners
from each other are not sensed. The service framework
of the hybrid communication may include: an NRF, an
SFSF-1, an SFSF-2, a service unit 1, a service unit 2, a
service unit 3, a service unit 4, a service unit 5, and a
service unit 6. The service units 1, 2, 3, 4, 5, and 6 are
all registered with the NRF. The service unit 1 and the
service unit 2 interact in a direct communication manner,
and the service unit 3, the service unit 4, the service unit
5, and the service unit 6 interact in an indirect communi-
cation manner.
[0085] In this embodiment of the present disclosure,
each service unit first performs service registration. The
service units also register respective communication
manners while performing the registration. For example,
communication manners of the service unit 1 and the
service unit 2 are direct communication during the reg-
istration, and the NRF stores IP addresses of the services
in the direct communication. The communication man-
ners of the service unit 3, the service unit 4, the service
unit 5, and the service unit 6 are indirect communication
during the registration, and the NRF stores IP addresses
of the SFSF-1 and the SFSF-2, registers IP addresses
of the service unit 3 and the service unit 4 as the IP ad-
dress of the SFSF-1, and registers IP addresses of the
service unit 5 and the service unit 6 as the IP address of
the SFSF-2.
[0086] The NRF records communication manners of
the services: the direct communication or the indirect
communication. If a communication manner of a service
is the direct communication, a communication manner
of the service and an IP address of the service are stored.
If a communication manner of a service is the indirect
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communication, the communication manner of the serv-
ice, an IP address of the service, and an IP address of
an SFSF corresponding to the service are stored.
[0087] The service discovery and routing in this em-
bodiment of the present disclosure are next described.
In the service discovery and routing, a service consumer
in the indirect communication does not know a commu-
nication manner of a service producer, and only transmits
a service access request to the SFSF in a routine manner.
The SFSF may obtain an IP address (or an IP address
list) of a peer by accessing the NRF. If obtaining a plurality
of IP addresses, the SFSF selects one IP address from
the plurality of IP addresses to perform service access.
The SFSF does not need to know a communication man-
ner of a peer service.
[0088] In the service discovery and routing, a service
consumer in the direct communication does not know the
communication manner of the service producer either,
the service consumer transmits a service discovery re-
quest to the NRF in a routine manner, and the NRF re-
turns an IP address list of the service producer. If being
in the indirect communication manner, the service pro-
ducer returns an IP address list of the SFSF correspond-
ing to the service producer. The service consumer se-
lects one IP address from the IP address list to transmit
the service access request. The service consumer does
not need to know the communication manner of the serv-
ice of the service producer, nor does the service con-
sumer need to know whether the IP address corresponds
to the service producer or the SFSF.
[0089] According to different communication manners
of the services, the service discovery of the hybrid com-
munication may be divided into the following two cases:
two service discovery procedures shown in FIG. 12 and
FIG. 13.
[0090] As shown in FIG. 12, a microservice in direct
communication invokes a microservice in indirect com-
munication. For example, in FIG. 12, the service unit 2
invokes the service unit 3, where the service unit 2 uses
the direct communication manner, and the service unit 3
uses the indirect communication manner. A service dis-
covery and access procedure is as follows:

S01. The service unit 2 transmits a service discovery
request message to the NRF, the message including
a service type of the to-be-accessed service (the
service unit 3).

S02. The NRF authenticates whether the service unit
2 can access the service type (the service unit 3),
and simultaneously queries an IP address and a
communication manner of the service. If the service
unit 3 is allowed to be accessed by the service unit
2, an IP address (that is, an IP address of the SFSF-
1) of an instance of the service unit 3 is returned to
the service unit 2. If a plurality of instances of the
service unit 3 all perform communication routing by
using the SFSF-1, the IP address of the SFSF-1 is

returned to the service unit 2. If SFSFs correspond-
ing to different instances of the service unit 3 are
different, an IP address list of the SFSFs is returned
to the service unit 2.

S03a. If receiving a plurality of to-be-accessed IP
address lists, the service unit 2 selects one IP ad-
dress from the IP address lists to transmit the service
access request, for example, selects the IP address
of the SFSF-1 in FIG. 12. If receiving only one IP
address, the service unit 2 transmits the service ac-
cess request to the IP address. The service access
request includes the service type of the to-be-ac-
cessed service unit 3.

[0091] The service unit 2 does not know whether the
IP address corresponds to the IP address of the service
or the IP address of the SFSF.

S03b. After receiving the service access request of
the service unit 2, the SFSF-1 selects one instance
from the service instances whose service types is
the service unit 3, and transmits the service access
request to the instance. The SFSF-1 temporarily
stores a binding relationship between the instance
of the service unit 2 and the instance of the service
unit 3, and the binding relationship is valid only for
access of the user equipment. The binding relation-
ship may be valid only for the access, or a validity
time may be set by the SFSF.

S03c. After completing processing of the request,
the instance of the service unit 3 returns a response
to the SFSF-1.

S03d. The SFSF-1 returns the response message
to the instance of the service unit 2.

[0092] In another example, as shown in FIG. 13, a mi-
croservice in indirect communication invokes a micros-
ervice in direct communication. For example, in FIG. 13,
the service unit 6 invokes the service unit 1, where the
service unit 6 uses the indirect communication manner,
and the service unit 1 uses the direct communication
manner. A service discovery and access procedure is as
follows:

S11. An instance of the service unit 6 transmits a
service access request to the SFSF-2. The service
access request includes a service type of the to-be-
accessed service unit 1 and service payload data.

S12a. The SFSF-2 checks whether there is an in-
stance whose service type is the service unit 1 inside
the SFSF-2. If not, the SFSF-2 transmits a service
discovery request to the NRF. The request includes
a service type of the service unit 6, that is, the service
consumer, and the service type of the service unit
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1, that is, the service producer.

S12b. The NRF authenticates the service discovery
request. If the service type of the service unit 6 can
access the service type of the service unit 1, the au-
thentication succeeds. If the authentication by the
NRF succeeds, the IP address list of the instances
of the service units 1 is returned to the SFSF-2.

S13a. The SFSF-2 selects an IP address of one in-
stance of the service unit 1 from the returned IP ad-
dress list to transmit the access request of the in-
stance of the service unit 6 to the instance corre-
sponding to the IP address. The SFSF-2 stores a
binding relationship between the instance of the
service unit 6 and the instance of the service unit 1,
and the binding relationship is valid for access of the
user equipment. The binding relationship may be val-
id only for the access, or a validity time may be set
by the SFSF.

S13b. After completing processing of the access re-
quest, the instance of the service unit 1 transmits a
response message to the SFSF-2.

S13c. The SFSF-2 transmits the response message
after service processing to the instance of the service
unit 6.

[0093] The service discovery enhancement function in
this embodiment of the present disclosure is next de-
scribed by using examples. The service discovery result
may be an IP address list of the service producer, or may
be an IP address list of the SFSF corresponding to the
service producer. In addition, the NRF also returns the
validity time of the service discovery result. That is, for
access of another user equipment on the service con-
sumer, when the another user equipment needs to select
the same type of service producer, if the validity time of
the service discovery result has not expired, the service
discovery does not need to be performed by using the
NRF, and the service discovery result returned before is
directly used. If the validity time has expired, the service
discovery needs to be performed again by using the NRF
[0094] The service discovery enhancement function is
also applicable to the SFSF. That is, after the SFSF per-
forms the service discovery by using the NRF, the NRF
returns the validity time of the service discovery result,
That is, for all instances of the same type of service con-
sumers on the SFSF, for access of another user equip-
ment on any service consumer, when the another user
equipment needs to select the same type of service pro-
ducer, if the validity time of the service discovery result
has not expired, the service discovery does not need to
be performed by using the NRF, and the service discov-
ery result returned before is directly used. If the validity
time has expired, the service discovery needs to be per-
formed again by using the NRF

[0095] It can be learned from the foregoing exemplary
descriptions that, the embodiments of the present disclo-
sure provide a flexible service-based architecture solu-
tion, to implement registration and discovery of the mi-
croservices in different communication manners. The
SBA solution supporting the hybrid communication loos-
ens constraints imposed on the communication manners
of the microservices by the existing service-based archi-
tecture solution, and is more helpful in implementing net-
work deployment.
[0096] For ease of description, the foregoing method
embodiments are stated as a combination of a series of
action combinations. However, persons skilled in the art
are to know that the present disclosure is not limited to
the described action sequence, because according to
the present disclosure, some steps may be performed in
another sequence or simultaneously. In addition, per-
sons skilled in the art are also to understand that the
embodiments described in this specification are all ex-
emplary embodiments, and the involved actions and
modules are not necessarily required to the present dis-
closure.
[0097] To better implement the foregoing solutions of
the embodiments of the present disclosure, related ap-
paratuses for implementing the foregoing solutions are
further provided below.
[0098] Referring to FIG. 14, the embodiments of the
present disclosure provide a communication unit. The
communication unit is specifically a first communication
unit 1100. The first communication unit 1100 may in-
clude: an address obtaining module 1101, a transmission
module 1102, and a receiving module 1103.
[0099] The address obtaining module 1101 is config-
ured to: obtain a target communication address, the tar-
get communication address being a communication ad-
dress corresponding to a service provided by a first des-
tination service unit that needs to be accessed, the target
communication address being provided by a network re-
pository function unit according to a communication man-
ner used by the first destination service unit, when the
first destination service unit is a first service unit using
an indirect communication manner, a first communica-
tion address being a communication address of a first
service support unit that provides a service to the first
service unit, and when the first destination service unit
is a second service unit using a direct communication
manner, the first communication address being a com-
munication address of the second service unit.
[0100] The transmission module 1102 is configured to
transmit a first service access request to the target com-
munication address, the first service access request in-
cluding a service type of the first destination service unit.
[0101] The receiving module 1103 is configured to re-
ceive a service access response from the target commu-
nication address, the service access response being
generated after the first destination service unit provides
the service.
[0102] In some embodiments of the present disclo-
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sure, the transmission module 1102 is further configured
to: before the address obtaining module obtains the tar-
get communication address, transmit a first service reg-
istration request to the network repository function unit
when the first communication unit is a third service unit,
and the third service unit uses the direct communication
manner, the first service registration request including:
the direct communication manner used by the third serv-
ice unit and a communication address of the third service
unit.
[0103] In some embodiments of the present disclo-
sure, the address obtaining module 1101 is specifically
configured to: transmit a first service discovery request
to the network repository function unit, the first service
discovery request including: a service type of the first
destination service unit that needs to be accessed, the
network repository function unit being configured to ob-
tain a communication address of the first destination
service unit according to the first service discovery re-
quest; and receive a service discovery result transmitted
by the network repository function unit, the service dis-
covery result including the target communication ad-
dress.
[0104] In some embodiments of the present disclo-
sure, as shown in FIG. 15, when the service discovery
result further includes: a service discovery validity time,
the first communication unit 1100 may further include: a
service type obtaining module 1104 and a time determin-
ing module 1105.
[0105] The service type obtaining module 1104 is con-
figured to obtain a service type of a second destination
service unit that needs to be accessed.
[0106] The time determining module 1105 is config-
ured to determine, when the service type of the first des-
tination service unit and the service type of the second
destination service unit are the same, whether a current
time exceeds the service discovery validity time.
[0107] The address obtaining module 1101 is further
configured to determine, when the current time does not
exceed the service discovery validity time, that a com-
munication address corresponding to a service provided
by the second destination service unit and the target com-
munication address are the same address.
[0108] In some embodiments of the present disclo-
sure, the receiving module 1103 is further configured to:
before the address obtaining module obtains the target
communication address, receive, when the first commu-
nication unit is a second service support unit that provides
a service to a third service unit, a second service regis-
tration request transmitted by the third service unit, the
second service registration request including: the indirect
communication manner used by the third service unit and
a communication address of the third service unit.
[0109] The transmission module 1102 is further con-
figured to transmit a third service registration request to
the network repository function unit, the third service reg-
istration request including: the indirect communication
manner used by the third service unit, the communication

address of the third service unit, and a communication
address of the second service support unit, a communi-
cation address corresponding to a service provided by
the third service unit being the communication address
of the second service support unit.
[0110] In some embodiments of the present disclo-
sure, the address obtaining module 1101 is specifically
configured to: receive a second service access request
transmitted by the third service unit, the second service
access request including: the service type of the first des-
tination service unit that the third service unit needs to
access and service payload data; determine whether the
local memory stores the communication address of the
service unit corresponding to the service type; and obtain
the target communication address from the local memory
when the local memory stores the communication ad-
dress of the service unit corresponding to the service
type transmitted by the network repository function unit
in advance.
[0111] In some embodiments of the present disclo-
sure, the address obtaining module 1101 is specifically
configured to: transmit a first service discovery request
to the network repository function unit when the local
memory does not store the communication address of
the service unit corresponding to the service type, the
first service discovery request including: a service type
of the first destination service unit that needs to be ac-
cessed, the network repository function unit being con-
figured to obtain a communication address of the first
destination service unit according to the first service dis-
covery request; and receive a service discovery result
transmitted by the network repository function unit, the
service discovery result including the target communica-
tion address.
[0112] In some embodiments of the present disclo-
sure, the transmission module 1102 is further configured
to: when the first communication unit is the second serv-
ice support unit that provides the service to the third serv-
ice unit, after the receiving module 1103 receives the
service access response from the target communication
address, transmit the service access response to the
third service unit.
[0113] Referring to FIG. 16, the embodiments of the
present disclosure provide a service support unit. The
service support unit is specifically a first service support
unit 1200. The first service support unit 1200 may include:
a receiving module 1201 and a transmission module
1202.
[0114] The receiving module 1201 is configured to re-
ceive a first service access request transmitted by a first
communication unit to a target communication address,
the first service access request including a service type
of a first service unit that needs to be accessed, the first
service support unit being a service support unit that pro-
vides a service to the first service unit, the first service
unit using an indirect communication manner, and the
target communication address being a communication
address of the first service support unit.
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[0115] The transmission module 1202 is configured to
transmit the first service access request to the first service
unit, the first service unit being configured to provide a
service according to the first service access request and
generate a service access response.
[0116] The receiving module 1201 is further configured
to receive the service access response transmitted by
the first service unit.
[0117] The transmission module 1202 is further con-
figured to transmit the service access response to the
first communication unit.
[0118] In some embodiments of the present disclo-
sure, the receiving module 1201 is further configured to:
before receiving a first service access request transmit-
ted by a first communication unit to a target communica-
tion address, receive a fourth service registration request
transmitted by the first service unit, the fourth service
registration request including: the indirect communica-
tion manner used by the first service unit and a commu-
nication address of the first service unit.
[0119] The transmission module 1202 is further con-
figured to: transmit a fifth service registration request to
a network repository function unit, the fifth service regis-
tration request including: the indirect communication
manner used by the first service unit, the communication
address of the first service unit, and the communication
address of the first service support unit.
[0120] In some embodiments of the present disclo-
sure, as shown in FIG. 17, the first service support unit
further includes: a memory detection module 1203 and
an address obtaining module 1204. The memory detec-
tion module 1203 is configured to determine, before the
transmission module 1202 transmits the first service ac-
cess request to the first service unit, whether a local mem-
ory stores a communication address of the first service
unit. The address obtaining module 1204 is configured
to obtain the communication address of the first service
unit from the local memory when the local memory stores
the communication address of the first service unit trans-
mitted by the network repository function unit in advance.
[0121] In some embodiments of the present disclo-
sure, the transmission module 1202 is further configured
to transmit a second service discovery request to the
network repository function unit when the local memory
does not store the communication address of the first
service unit, the second service discovery request includ-
ing the service type of the first service unit. The receiving
module 1201 is further configured to: receive a service
discovery result transmitted by the network repository
function unit, the service discovery result including the
communication address of the first service unit.
[0122] In some embodiments of the present disclo-
sure, as shown in FIG. 18, the first service support unit
further includes: a storage module 1205, configured to:
after the transmission module 1202 transmits the first
service access request to the first service unit, store a
binding relationship between the third service unit and
the first service unit when the first communication unit is

the third service unit, and the third service unit uses the
direct communication manner; or store a binding rela-
tionship between the second service support unit and the
first service unit when the first communication unit is the
second service support unit that provides the service to
the third service unit.
[0123] The embodiments of the present disclosure fur-
ther provide a terminal. As shown in FIG. 19, the first
communication unit may specifically include the terminal.
For ease of description, only parts related to the embod-
iments of the present disclosure are shown. For specific
technical details that are not disclosed, refer to the meth-
od part of the embodiments of the present disclosure.
The terminal may be any terminal device, including a
mobile phone, a tablet computer, a personal digital as-
sistant (PDA), a point of sales (POS), and an in-vehicle
computer. For example, the terminal is a mobile phone.
FIG. 19 is a block diagram of a part of a structure of a
mobile phone related to a terminal according to an em-
bodiment of the present disclosure. Referring to FIG. 19,
the mobile phone includes components such as a radio
frequency (RF) circuit 1010, a memory 1020, an input
unit 1030, a display unit 1040, a sensor 1050, an audio
circuit 1060, a wireless fidelity (Wi-Fi) module 1070, a
processor 1080, and a power supply 1090. Persons
skilled in the art may understand that the structure of the
mobile phone shown in FIG. 19 does not constitute a
limitation on the mobile phone, and the mobile phone
may include more or fewer components than those
shown in the figure, or some components may be com-
bined, or a different component deployment may be
used. The following makes a specific description of the
components of the mobile phone with reference to FIG.
19.
[0124] The RF circuit 1010 may be configured to re-
ceive and transmit a signal in an information receiving
and transmission process or a call process, and in par-
ticular, after receiving downlink information of a base sta-
tion, transmit the downlink information to the processor
1080 for processing. In addition, the RF circuit transmits
uplink data to the base station. Generally, the RF circuit
1010 includes, but not limited to, an antenna, at least one
amplifier, a transceiver, a coupler, a low noise amplifier
(LNA), and a duplexer. In addition, the RF circuit 1010
may also communicate with a network and another de-
vice through wireless communication. The wireless com-
munication may use any communication standard or pro-
tocol, including, but not limited to, Global system for mo-
bile communications (GSM), general packet radio serv-
ice (GPRS), Code Division Multiple Access (CDMA),
Wideband Code Division Multiple Access (WCDMA),
Long Term Evolution (LTE), email, Short Messaging
Service (SMS), and the like.
[0125] The memory 1020 may be configured to store
a software program and module. The processor 1080
runs the software program and module stored in the
memory 1020, to implement various functional applica-
tions and data processing of the mobile phone. The mem-
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ory 1020 may mainly include a program storage area and
a data storage area.
[0126] The input unit 1030 may be configured to re-
ceive input digit or character information, and generate
a keyboard signal input related to the user setting and
function control of the mobile phone. Specifically, the in-
put unit 1030 may include a touch panel 1031 and another
input device 1032. The touch panel 1031, which may also
be referred to as a touchscreen, may collect a touch op-
eration of a user on or near the touch panel (such as an
operation of a user on or near the touch panel 1031 by
using any suitable object or accessory such as a finger
or a stylus), and drive a corresponding connection appa-
ratus according to a preset program. Optionally, the touch
panel 1031 may include two parts: a touch detection ap-
paratus and a touch controller. The touch detection ap-
paratus detects a touch orientation of the user, detects
a signal brought by the touch operation, and transmits
the signal to the touch controller. The touch controller
receives touch information from the touch detection ap-
paratus, converts the touch information into a contact
coordinate, then transmits the contact coordinate to the
processor 1080, and receives and executes a command
transmitted by the processor 1080.
[0127] The display unit 1040 may be configured to dis-
play information inputted by the user or information pro-
vided for the user, and various menus of the mobile
phone. The display unit 1040 may include a display panel
1041. Optionally, the display panel 1041 may be config-
ured by using a liquid crystal display (LCD), an organic
light-emitting diode (OLED), or the like. Further, the touch
panel 1031 may cover the display panel 1041. After de-
tecting a touch operation on or near the touch panel, the
touch panel 1031 transfers the touch operation to the
processor 1080, to determine a type of a touch event.
Then, the processor 1080 provides a corresponding vis-
ual output on the display panel 1041 according to the
type of the touch event.
[0128] The mobile phone may further include at least
one sensor 1050 such as an optical sensor, a motion
sensor, and other sensors. Specifically, the optical sen-
sor may include an ambient light sensor and a proximity
sensor. The ambient light sensor may adjust luminance
of the display panel 1041 according to brightness of the
ambient light. The proximity sensor may switch off the
display panel 1041 and/or backlight when the mobile
phone is moved to the ear.
[0129] The audio circuit 1060, a speaker 1061, and a
microphone 1062 may provide audio interfaces between
the user and the mobile phone. The audio circuit 1060
may convert received audio data into an electrical signal
and transmit the electrical signal to the speaker 1061.
The speaker 1061 converts the electrical signal into a
sound signal and outputs the sound signal. In addition,
the microphone 1062 converts a collected sound signal
into an electrical signal. After receiving the electrical sig-
nal, the audio circuit 1060 converts the electrical signal
into audio data, and then outputs the audio data. After

being processed by the processor 1080, the audio data
is transmitted through the RF circuit 1010 to, for example,
another mobile phone or the audio data is outputted to
the memory 1020 for further processing.
[0130] Wi-Fi belongs to a short distance wireless trans-
mission technology. The mobile phone may help, by us-
ing the Wi-Fi module 1070, a user to receive and transmit
an email, browse a web page, access stream media, and
the like. This provides wireless broadband Internet ac-
cess for the user. Although FIG. 19 shows the Wi-Fi mod-
ule 1070, it may be understood that the Wi-Fi module is
not a necessary component of the mobile phone, and the
Wi-Fi module may be omitted as required provided that
the scope of the essence of the present disclosure is not
changed.
[0131] The processor 1080 is a control center of the
mobile phone, and is connected to various parts of the
entire mobile phone by using various interfaces and lines.
By running or executing a software program and/or mod-
ule stored in the memory 1020, and invoking data stored
in the memory 1020, the processor executes various
functions of the mobile phone and performs data
processing, thereby monitoring the entire mobile phone.
[0132] The mobile phone further includes the power
supply 1090 (such as a battery) for supplying power to
the components. Preferably, the power supply may be
logically connected to the processor 1080 by using a pow-
er management system, thereby implementing functions
such as charging, discharging, and power consumption
management by using the power management system.
Although not shown in the figure, the mobile phone may
further include a camera, a Bluetooth module, and the
like. Details are not described herein again.
[0133] In this embodiment of the present disclosure,
the processor 1080 included in the terminal further has
the following functions:

obtaining a target communication address, the target
communication address being a communication ad-
dress corresponding to a service provided by a first
destination service unit that needs to be accessed,
the target communication address being provided
by a network repository function unit according to a
communication manner used by the first destination
service unit, when the first destination service unit is
a first service unit using an indirect communication
manner, a first communication address being a com-
munication address of a first service support unit that
provides a service to the first service unit, and when
the first destination service unit is a second service
unit using a direct communication manner, the first
communication address being a communication ad-
dress of the second service unit;

transmitting a first service access request to the tar-
get communication address, the first service access
request including a service type of the first destina-
tion service unit; and
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receiving a service access response from the target
communication address, the service access re-
sponse being generated after the first destination
service unit provides the service.

[0134] Optionally, the processor 1080 is further con-
figured to: transmit a first service registration request to
the network repository function unit when the first com-
munication unit is a third service unit, and the third service
unit uses the direct communication manner, the first serv-
ice registration request including: the direct communica-
tion manner used by the third service unit and a commu-
nication address of the third service unit.
[0135] Optionally, the processor 1080 is further con-
figured to: transmit a first service discovery request to
the network repository function unit, the first service dis-
covery request including: a service type of the first des-
tination service unit that needs to be accessed, the net-
work repository function unit being configured to obtain
a communication address of the first destination service
unit according to the first service discovery request; and
receive a service discovery result transmitted by the net-
work repository function unit, the service discovery result
including the target communication address.
[0136] Optionally, when the service discovery result
further includes: a service discovery validity time, the
processor 1080 is further configured to: obtain a service
type of a second destination service unit that needs to
be accessed; determine, when the service type of the
first destination service unit and the service type of the
second destination service unit are the same, whether a
current time exceeds the service discovery validity time;
and determine, when the current time does not exceed
the service discovery validity time, that a communication
address corresponding to a service provided by the sec-
ond destination service unit and the target communica-
tion address are the same address.
[0137] Optionally, the processor 1080 is further con-
figured to: receive, when the first communication unit is
a second service support unit that provides a service to
a third service unit, a second service registration request
transmitted by the third service unit, the second service
registration request including: the indirect communica-
tion manner used by the third service unit and a commu-
nication address of the third service unit; and transmit a
third service registration request to the network reposi-
tory function unit, the third service registration request
including: the indirect communication manner used by
the third service unit, the communication address of the
third service unit, and a communication address of the
second service support unit, a communication address
corresponding to a service provided by the third service
unit being the communication address of the second
service support unit.
[0138] Optionally, the processor 1080 is further con-
figured to: receive a second service access request
transmitted by the third service unit, the second service
access request including: the service type of the first des-

tination service unit that the third service unit needs to
access and service payload data; determine whether the
local memory stores the communication address of the
service unit corresponding to the service type; and obtain
the target communication address from the local memory
when the local memory stores the communication ad-
dress of the service unit corresponding to the service
type transmitted by the network repository function unit
in advance.
[0139] Optionally, the processor 1080 is further con-
figured to: transmit a first service discovery request to
the network repository function unit when the local mem-
ory does not store the communication address of the
service unit corresponding to the service type, the first
service discovery request including: a service type of the
first destination service unit that needs to be accessed,
the network repository function unit being configured to
obtain a communication address of the first destination
service unit according to the first service discovery re-
quest; and receive a service discovery result transmitted
by the network repository function unit, the service dis-
covery result including the target communication ad-
dress.
[0140] Optionally, the processor 1080 is further con-
figured to transmit the service access response to the
third service unit when the first communication unit is the
second service support unit that provides the service to
the third service unit.
[0141] FIG. 20 is a schematic structural diagram of a
server according to an embodiment of the present dis-
closure. The first service support unit may specifically
include a server 2000. The server 2000 may vary greatly
due to different configurations or performance, and may
include one or more central processing units (CPUs)
2022 (for example, one or more processors) and a mem-
ory 2032, and one or more storage media 2030 (for ex-
ample, one or more mass storage devices) that store an
application program 2042 or data 2044. The memory
2032 and the storage medium 2030 may be transient
storage or permanent storage. A program stored in the
storage medium 2030 may include one or more modules
(not marked in the figure), and each module may include
a series of instruction operations on the server. Further,
the CPU 2022 may be configured to communicate with
the storage medium 2030, and perform, on the server
2000, the series of instruction operations in the storage
medium 2030. The server 2000 may further include one
or more power supplies 2026, one or more wired or wire-
less network interfaces 2050, one or more input/output
interfaces 2058, and/or one or more operating systems
2041 such as Windows Server™, Mac OS X™, Unix™,

Linux™, or FreeBSD™.
[0142] The steps of the service-based communication
method performed by the server in the foregoing embod-
iments may be based on the server structure shown in
FIG. 20.
[0143] In this embodiment of the present disclosure,
the processor 2022 included in the server further has the
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following functions:

receiving a first service access request transmitted
by a first communication unit to a target communi-
cation address, the first service access request in-
cluding a service type of a first service unit that needs
to be accessed, the first service support unit being
a service support unit that provides a service to the
first service unit, the first service unit using an indirect
communication manner, and the target communica-
tion address being a communication address of the
first service support unit;

transmitting the first service access request to the
first service unit, the first service unit being config-
ured to provide a service according to the first service
access request and generate a service access re-
sponse;

receiving the service access response transmitted
by the first service unit; and

transmitting the service access response to the first
communication unit.

[0144] Optionally, the processor 2022 is further con-
figured to: receive a fourth service registration request
transmitted by the first service unit, the fourth service
registration request including: the indirect communica-
tion manner used by the first service unit and a commu-
nication address of the first service unit; and transmit a
fifth service registration request to a network repository
function unit, the fifth service registration request includ-
ing: the indirect communication manner used by the first
service unit, the communication address of the first serv-
ice unit, and the communication address of the first serv-
ice support unit.
[0145] Optionally, the processor 2022 is further con-
figured to: determine whether a local memory stores a
communication address of the first service unit; and ob-
tain the communication address of the first service unit
from the local memory when the local memory stores the
communication address of the first service unit transmit-
ted by the network repository function unit in advance.
[0146] Optionally, the processor 2022 is further con-
figured to: transmit a second service discovery request
to the network repository function unit when the local
memory does not store the communication address of
the first service unit, the second service discovery re-
quest including the service type of the first service unit;
and receive a service discovery result transmitted by the
network repository function unit, the service discovery
result including the communication address of the first
service unit.
[0147] In addition, the described apparatus embodi-
ment is merely exemplary. The units described as sep-
arate parts may or may not be physically separate, and
parts displayed as units may or may not be physical units,

may be located in one position, or may be distributed on
multiple network units. Some or all of the modules may
be selected according to needs to achieve the objectives
of the solutions of the embodiments.
[0148] In summary, the foregoing embodiments are
merely intended for describing the technical solutions of
the present disclosure, but not for limiting the present
disclosure. Although the present disclosure is described
in detail with reference to the foregoing embodiments,
persons of ordinary skill in the art understand that they
may still make modifications to the technical solutions
described in the foregoing embodiments or make equiv-
alent replacements to some technical features thereof,
without departing from the spirit and scope of the tech-
nical solutions of the embodiments of the present disclo-
sure.
[0149] In an embodiment of the present disclosure, a
computer-readable storage medium such as a memory
including instructions, applicable to a server, is further
provided, and the instructions may be executed by a proc-
essor to complete the service-based communication
method in the foregoing embodiments. For example, the
computer-readable storage medium may be a read-only
memory (ROM), a random access memory (random-ac-
cess memory, RAM), a compact disc read-only memory
(CD-ROM), a magnetic tape, a floppy disk, an optical
data storage device, and the like.

Claims

1. A service-based communication method, compris-
ing:

obtaining, by a first communication unit, a target
communication address, the target communica-
tion address being a communication address
corresponding to a service provided by a first
destination service unit that needs to be ac-
cessed, the target communication address be-
ing provided by a network repository function
unit according to a communication manner used
by the first destination service unit, when the first
destination service unit is a first service unit us-
ing an indirect communication manner, a first
communication address being a communication
address of a first service support unit that pro-
vides a service to the first service unit, and when
the first destination service unit is a second serv-
ice unit using a direct communication manner,
the first communication address being a com-
munication address of the second service unit;
transmitting, by the first communication unit, a
first service access request to the target com-
munication address, the first service access re-
quest comprising a service type of the first des-
tination service unit; and
receiving, by the first communication unit, a

37 38 



EP 3 913 892 A1

21

5

10

15

20

25

30

35

40

45

50

55

service access response from the target com-
munication address, the service access re-
sponse being generated after the first destina-
tion service unit provides the service.

2. The method according to claim 1, further comprising:

before the obtaining, by the first communication
unit, the target communication address,
transmitting, by the first communication unit, a
first service registration request to the network
repository function unit when the first communi-
cation unit is a third service unit, and the third
service unit uses the direct communication man-
ner, the first service registration request com-
prising: the direct communication manner used
by the third service unit and a communication
address of the third service unit.

3. The method according to claim 1 or 2, wherein the
obtaining, by the first communication unit, the target
communication address comprises:

transmitting, by the first communication unit, a
first service discovery request to the network re-
pository function unit, the first service discovery
request comprising: the service type of the first
destination service unit that needs to be ac-
cessed, the network repository function unit be-
ing configured to obtain a communication ad-
dress of the first destination service unit accord-
ing to the first service discovery request; and
receiving, by the first communication unit, a
service discovery result transmitted by the net-
work repository function unit, the service discov-
ery result comprising the target communication
address.

4. The method according to claim 3, wherein when the
service discovery result further comprises: a service
discovery validity time, the method further compris-
es:

obtaining, by the first communication unit, a
service type of a second destination service unit
that needs to be accessed;
determining, by the first communication unit
when the service type of the first destination
service unit and the service type of the second
destination service unit are the same, whether
a current time exceeds the service discovery va-
lidity time; and
determining, by the first communication unit
when the current time does not exceed the serv-
ice discovery validity time, that a communication
address corresponding to a service provided by
the second destination service unit and the tar-
get communication address are the same ad-

dress.

5. The method according to claim 1, further comprising:
before the obtaining the target communication ad-
dress:

receiving, by the first communication unit when
the first communication unit is a second service
support unit that provides a service to a third
service unit, a second service registration re-
quest transmitted by the third service unit, the
second service registration request comprising:
the indirect communication manner used by the
third service unit and a communication address
of the third service unit; and
transmitting, by the first communication unit, a
third service registration request to the network
repository function unit, the third service regis-
tration request comprising: the indirect commu-
nication manner used by the third service unit,
the communication address of the third service
unit, and a communication address of the sec-
ond service support unit, a communication ad-
dress corresponding to a service provided by
the third service unit being the communication
address of the second service support unit.

6. The method according to claim 5, wherein the ob-
taining, by the first communication unit, the target
communication address comprises:

receiving, by the first communication unit, a sec-
ond service access request transmitted by the
third service unit, the second service access re-
quest comprising: the service type of the first
destination service unit that the third service unit
needs to access and service payload data;
determining, by the first communication unit,
whether a local memory stores a communication
address of a service unit corresponding to the
service type; and
obtaining, by the first communication unit, the
target communication address from the local
memory when the local memory stores the com-
munication address of the service unit corre-
sponding to the service type transmitted by the
network repository function unit in advance.

7. The method according to claim 6, wherein the ob-
taining the target communication address further
comprises:

transmitting a first service discovery request to
the network repository function unit when the
local memory does not store the communication
address of the service unit corresponding to the
service type, the first service discovery request
comprising: the service type of the first destina-
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tion service unit that needs to be accessed, the
network repository function unit being config-
ured to obtain a communication address of the
first destination service unit according to the first
service discovery request; and
receiving, by the first communication unit, a
service discovery result transmitted by the net-
work repository function unit, the service discov-
ery result comprising the target communication
address.

8. The method according to any one of claims 5 to 7,
further comprising:
after the receiving the service access response from
the target communication address when the first
communication unit is the second service support
unit that provides the service to the third service unit:
transmitting, by the first communication unit, the
service access response to the third service unit.

9. A service-based communication method, compris-
ing:

receiving, by a first service support unit, a first
service access request transmitted by a first
communication unit to a target communication
address, the first service access request com-
prising a service type of a first service unit that
needs to be accessed, the first service support
unit being a service support unit that provides a
service to the first service unit, the first service
unit using an indirect communication manner,
and the target communication address being a
communication address of the first service sup-
port unit;
transmitting, by the first service support unit, the
first service access request to the first service
unit, the first service unit being configured to pro-
vide a service according to the first service ac-
cess request and generate a service access re-
sponse;
receiving, by the first service support unit, the
service access response transmitted by the first
service unit; and
transmitting, by the first service support unit, the
service access response to the first communi-
cation unit.

10. The method according to claim 9, further comprising:
before the receiving, by the first service support unit,
the first service access request transmitted by the
first communication unit to a target communication
address:

receiving, by the first service support unit, a
fourth service registration request transmitted
by the first service unit, the fourth service regis-
tration request comprising: the indirect commu-

nication manner used by the first service unit
and a communication address of the first service
unit; and
transmitting, by the first service support unit, a
fifth service registration request to a network re-
pository function unit, the fifth service registra-
tion request comprising: the indirect communi-
cation manner used by the first service unit, the
communication address of the first service unit,
and the communication address of the first serv-
ice support unit.

11. The method according to claim 9, further comprising:
before the transmitting, by the first service support
unit, the first service access request to the first serv-
ice unit:

determining, by the first service support unit,
whether a local memory stores a communication
address of the first service unit; and
obtaining, by the first service support unit, the
communication address of the first service unit
from the local memory when the local memory
stores the communication address of the first
service unit transmitted by the network reposi-
tory function unit in advance.

12. The method according to claim 11, further compris-
ing:

transmitting, by the first service support unit, a
second service discovery request to the network
repository function unit when the local memory
does not store the communication address of
the first service unit, the second service discov-
ery request comprising the service type of the
first service unit; and
receiving, by the first service support unit, a serv-
ice discovery result transmitted by the network
repository function unit, the service discovery re-
sult comprising the communication address of
the first service unit.

13. A communication unit, specifically being a first com-
munication unit, the first communication unit com-
prising: a processor and a memory,
the memory being configured to store instructions;
and
the processor being configured to:

obtain a target communication address, the tar-
get communication address being a communi-
cation address corresponding to a service pro-
vided by a first destination service unit that
needs to be accessed, the target communica-
tion address being provided by a network repos-
itory function unit according to a communication
manner used by the first destination service unit,
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when the first destination service unit is a first
service unit using an indirect communication
manner, a first communication address being a
communication address of a first service support
unit that provides a service to the first service
unit, and when the first destination service unit
is a second service unit using a direct commu-
nication manner, the first communication ad-
dress being a communication address of the
second service unit;
transmit a first service access request to the tar-
get communication address, the first service ac-
cess request comprising a service type of the
first destination service unit; and
receive a service access response from the tar-
get communication address, the service access
response being generated after the first desti-
nation service unit provides the service.

14. The first communication unit according to claim 13,
wherein the processor is further configured to: trans-
mit a first service registration request to the network
repository function unit when the first communication
unit is a third service unit, and the third service unit
uses the direct communication manner, the first serv-
ice registration request comprising: the direct com-
munication manner used by the third service unit and
a communication address of the third service unit.

15. The first communication unit according to claim 13
or 14, wherein the processor is further configured to:

transmit a first service discovery request to the
network repository function unit, the first service
discovery request comprising: the service type
of the first destination service unit that needs to
be accessed, the network repository function
unit being configured to obtain a communication
address of the first destination service unit ac-
cording to the first service discovery request;
and
receive a service discovery result transmitted by
the network repository function unit, the service
discovery result comprising the target commu-
nication address.

16. The first communication unit according to claim 15,
wherein when the service discovery result further
comprises: a service discovery validity time, the
processor is further configured to:

obtain a service type of a second destination
service unit that needs to be accessed;
determine, when the service type of the first des-
tination service unit and the service type of the
second destination service unit are the same,
whether a current time exceeds the service dis-
covery validity time; and

determine, when the current time does not ex-
ceed the service discovery validity time, that a
communication address corresponding to a
service provided by the second destination serv-
ice unit and the target communication address
are the same address.

17. The first communication unit according to claim 13,
wherein the processor is further configured to:

receive, when the first communication unit is a
second service support unit that provides a serv-
ice to a third service unit, a second service reg-
istration request transmitted by the third service
unit, the second service registration request
comprising: the indirect communication manner
used by the third service unit and a communi-
cation address of the third service unit; and
transmit a third service registration request to
the network repository function unit, the third
service registration request comprising: the in-
direct communication manner used by the third
service unit, the communication address of the
third service unit, and a communication address
of the second service support unit, a communi-
cation address corresponding to a service pro-
vided by the third service unit being the commu-
nication address of the second service support
unit.

18. The first communication unit according to claim 17,
wherein the processor is further configured to:

receive a second service access request trans-
mitted by the third service unit, the second serv-
ice access request comprising: the service type
of the first destination service unit that the third
service unit needs to access and service pay-
load data;
determine whether a local memory stores a
communication address of a service unit corre-
sponding to the service type; and
obtain the target communication address from
the local memory when the local memory stores
the communication address of the service unit
corresponding to the service type transmitted by
the network repository function unit in advance.

19. The first communication unit according to claim 18,
wherein the processor is further configured to:

transmit a first service discovery request to the
network repository function unit when the local
memory does not store the communication ad-
dress of the service unit corresponding to the
service type, the first service discovery request
comprising: the service type of the first destina-
tion service unit that needs to be accessed, the
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network repository function unit being config-
ured to obtain a communication address of the
first destination service unit according to the first
service discovery request; and
receive a service discovery result transmitted by
the network repository function unit, the service
discovery result comprising the target commu-
nication address.

20. The first communication unit according to any one
of claims 17 to 19, wherein the processor is further
configured to transmit the service access response
to the third service unit.

21. A service support unit, specifically being a first serv-
ice support unit, the first service support unit com-
prising: a processor and a memory,
the memory being configured to store instructions;
and
the processor being configured to:

receive a first service access request transmit-
ted by a first communication unit to a target com-
munication address, the first service access re-
quest comprising a service type of a first service
unit that needs to be accessed, the first service
support unit being a service support unit that pro-
vides a service to the first service unit, the first
service unit using an indirect communication
manner, and the target communication address
being a communication address of the first serv-
ice support unit;
transmit the first service access request to the
first service unit, the first service unit being con-
figured to provide a service according to the first
service access request and generate a service
access response;
receive the service access response transmitted
by the first service unit; and
transmit the service access response to the first
communication unit.

22. The first service support unit according to claim 21,
wherein the processor is further configured to:

receive a fourth service registration request
transmitted by the first service unit, the fourth
service registration request comprising: the in-
direct communication manner used by the first
service unit and a communication address of the
first service unit; and
transmit a fifth service registration request to a
network repository function unit, the fifth service
registration request comprising: the indirect
communication manner used by the first service
unit, the communication address of the first serv-
ice unit, and the communication address of the
first service support unit.

23. The first service support unit according to claim 21,
wherein the processor is further configured to:

determine whether a local memory stores a
communication address of the first service unit;
and
obtain the communication address of the first
service unit from the local memory when the lo-
cal memory stores the communication address
of the first service unit transmitted by the network
repository function unit in advance.

24. The first service support unit according to claim 23,
wherein the processor is further configured to:

transmit a second service discovery request to
the network repository function unit when the
local memory does not store the communication
address of the first service unit, the second serv-
ice discovery request comprising the service
type of the first service unit; and
receive a service discovery result transmitted by
the network repository function unit, the service
discovery result comprising the communication
address of the first service unit.

25. A service-based communication system, wherein
when a first destination service unit is a first service
unit using an indirect communication manner, the
service-based communication system comprises:
the first communication unit according to any one of
claims 1 to 8, the first service support unit according
to any one of claims 9 to 12, the first service unit,
and a network repository function unit;
when the first destination service unit is a second
service unit using a direct communication manner,
the service-based communication system compris-
es: the first communication unit according to any one
of claims 1 to 8, the second service unit, and a net-
work repository function unit; and
the network repository function unit being configured
to: provide a target communication address to the
first communication unit; and store communication
manners used by the first service unit, the second
service unit, and a third service unit respectively, and
communication addresses of the service units.

26. A computer-readable storage medium, storing at
least one instruction, the at least one instruction,
when being executed by a processor, to perform the
service-based communication method according to
any one of claims 1 to 8, or the service-based com-
munication method according to any one of claims
9 to 12.
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