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Description 

[0001]  The  present  invention  relates  to  an  image  recording  apparatus. 
[0002]  An  ink  jet  recording  apparatus  which  performs  printing  (recording)  by  discharging  ink  onto  a  recording  medium 

5  is  known  as  one  of  the  conventional  image  recording  apparatuses. 
[0003]  The  ink  jet  recording  apparatus  has  been  rapidly  spread  recently  because  it  is  a  nonimpact  type  recording 
apparatus  and  so  it  is  of  low  noise,  and  color  image  recording  can  be  easily  implemented  by  using  multiple  inks. 
[0004]  Fig.  1  is  a  schematic  perspective  view  showing  a  conventional  ink  jet  recording  apparatus. 
[0005]  In  Fig.  1  ,  a  recording  medium  5  wound  in  a  roll  passes  transport  rollers  1  and  2,  is  held  by  paper  incrementing 

10  rollers  3,  and  is  incremented  in  the  direction  of  f  in  Fig.  1  by  driving  a  subscanning  motor  4  coupled  to  one  of  the  incre- 
menting  roller  3.  Across  the  recording  medium  5,  guide  rails  6  and  7  are  disposed  in  parallel,  and  a  carriage  8  is 
mounted  thereon.  The  carriage  8  moves  in  the  lateral  direction  so  that  a  recording  head  unit  9  mounted  thereon  is 
scanned  in  that  direction.  On  the  carriage  8,  four  color  recording  heads  9Y,  9M,  9C  and  9Bk  for  yellow,  magenta,  cyan 
and  black  are  mounted,  and  four  ink  reservoirs  corresponding  to  those  colors  are  disposed.  Each  head  includes  an  ori- 

15  fice  array  including  a  plurality  of  ink  orifices,  and  orifice  arrays  of  the  heads  are  disposed  in  parallel.  The  recording 
medium  5  is  intermittently  incremented  by  the  amount  of  recording  of  the  head  unit  9,  and  the  head  unit  9  is  scanned 
in  the  direction  P  discharging  ink  droplets  in  accordance  with  a  binary  image  signal  while  the  recording  medium  is  sta- 
tionary. 
[0006]  With  such  an  ink  jet  recording  apparatus,  recording  medium  characteristics  are  very  important.  In  particular, 

20  ink  running  characteristics  on  a  recording  medium  have  strong  influence  on  image  quality.  As  one  of  the  indices  repre- 
senting  the  ink  running  characteristics  of  the  recording  medium,  a  "spreading  rate"  is  known.  It  indicates  how  many 
times  an  ink  droplet  ejected  from  an  ink  jet  nozzle  will  spread  after  arriving  on  a  recording  medium,  and  is  given  by  the 
following  equation: 

25  spreading  rate  =  dot  diameter  on  the  recording  medium  /  ink  droplet  diameter  ejected  from  the  nozzle 

For  example,  if  an  ink  droplet  of  30  urn  diameter  during  traveling  forms  a  dot  of  90  urn  diameter  on  the  recording 
medium,  the  spreading  rate  of  the  recording  medium  is  3.0.  With  recording  media  of  small  spreading  rates,  the  image 
intensity  is  low,  and  hence,  it  is  difficult  to  achieve  smooth  texture,  high  quality  images. 

30  [0007]  On  the  other  hand,  although  recording  media  of  a  high  spreading  ratio  can  increase  the  image  intensity,  the 
following  problems  arise. 
[0008]  A  serial  scanning  type  ink  jet  recording  apparatus  as  shown  in  Fig.  1  sequentially  records  images  of  width  d 
as  indicated  by  (1),  (2)  and  (3)  in  Fig.  2  by  scanning  in  the  direction  A  the  recording  head  unit  9  including  a  plurality  of 
ink  discharge  orifice  arrays  disposed  in  parallel.  For  example  when  the  number  of  orifices  per  array  is  256,  and  the 

35  recording  density  is  400  dots/inch  (dpi),  the  recording  width  d  becomes  16.256  mm  (=  256  x  25.4/400). 
[0009]  When  the  volume  of  ink  landing  on  the  recording  medium  is  small,  the  actual  width  of  the  recorded  image  is 
approximately  equal  to  the  recording  width  d  because  the  ink  is  sufficiently  absorbed  by  the  recording  medium.  Accord- 
ingly,  when  recording  is  performed  by  repeating  the  scanning  of  the  recording  head  unit  9  in  the  direction  A  and  the  sub- 
scanning  of  the  head  unit  9  by  the  amount  of  d  in  the  direction  B,  joint  portions  between  two  adjacent  images  recorded 

40  by  two  continuous  scannings  present  little  problem  as  shown  in  Fig.  2. 
[0010]  The  image  width,  however,  may  increase  to  d  +  Ad  owing  to  ink  running  when  recording  high  density  portions 
where  the  volume  of  ink  is  great  because  the  recording  medium  of  a  large  spreading  ratio  cannot  sufficiently  absorb  ink. 
In  such  a  case,  the  subscanning  of  the  head  unit  9  by  an  amount  of  d  will  cause  an  overlap  of  images  by  the  amount  of 
Ad  as  shown  in  Fig.  2B,  thereby  resulting  in  black  lines  at  the  overlapped  portions.  In  contrast  with  this,  if  the  subscan- 

45  ning  of  the  head  unit  9  is  set  at  the  amount  of  d  +  Ad,  white  lines  will  appear  at  low  density  portions  where  the  volume 
of  ink  is  small. 
[001  1  ]  The  extra  amount  Ad  of  the  image  width  at  high  density  portions  changes  depending  on  the  spreading  rate  of 
a  recording  medium,  or  the  volume  of  ink  arriving  at  the  recording  medium,  and  increases  consistently  with  the  spread- 
ing  rate  and  the  ink  volume.  For  this  reason,  to  prevent  black  lines  from  occurring,  it  is  necessary  to  use  a  recording 

so  medium  of  a  small  spreading  rate,  or  to  reduce  the  ink  volume.  In  this  case,  however,  the  image  intensity  decreases  as 
stated  before,  which  presents  a  problem  in  that  smooth  texture,  high  quality  images  cannot  be  obtained. 
[0012]  To  solve  such  a  problem,  the  applicants  of  the  present  invention  proposed  EP-A-0  347  257.  In  this  proposal,  if 
values  of  an  image  signal  at  the  boundaries  of  the  serial  scanning  exceed  a  predetermined  amount,  they  are  reduced 
before  applied  to  recording  elements  involved  in  recording  the  boundaries.  This  makes  it  possible  to  reduce  the  ink  vol- 

55  ume  discharged  from  nozzles  associated  with  the  recording  elements,  thereby  preventing  black  lines  from  occurring  at 
high  density,  boundary  portions. 
[0013]  In  this  method,  the  image  signal  applied  to  the  recording  elements  associated  with  the  nozzles  at  the  edges 
of  the  discharge  orifice  arrays  is  converted  by  a  table  as  shown  in  Fig.  3:  if  the  input  image  signal  to  the  table  exceeds 
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a  predetermined  value  T,  the  output  of  the  table  fed  to  the  recording  elements  is  restricted  at  a  fixed  value  F.  Thus,  in 
the  case  where  the  density  of  the  image  signal  applied  to  the  recording  elements  associated  with  edge  nozzles  is  rather 
high,  the  volume  of  ink  discharged  from  the  edge  nozzles  is  restricted,  thereby  circumventing  the  occurrence  of  black 
lines  at  the  joint  portions. 

5  [0014]  On  the  other  hand,  a  recording  apparatus  has  been  proposed  which  includes  a  plurality  of  recording  heads 
discharging  inks  of  different  concentration  to  improve  gradation.  For  example,  a  color  image  recording  apparatus  has 
been  proposed  which  uses  a  several  sets  of  inks,  each  set  consisting  of  inks  belonging  to  the  same  color  family  and 
having  different  concentrations,  such  as  light  black  ink  and  dark  black  ink,  light  cyan  ink  and  dark  cyan  ink,  light 
magenta  ink  and  dark  magenta  ink,  and  light  yellow  ink  and  dark  yellow  ink,  thereby  improving  graininess  at  highlighted 

10  portions.  Using  this  head  unit  makes  it  possible  to  ameliorate  the  problem  in  that  dots  appear  unnaturally  in  highlighted 
portions  in  an  image  recorded  by  a  binary  recording  type  color  image  recording  apparatus. 
[0015]  Fig.  4  shows  the  schematic  arrangement  of  a  conventional  color  ink  jet  recording  apparatus  of  this  type.  This 
recording  apparatus  is  different  from  the  recording  apparatus  of  Fig.  1  in  the  construction  of  the  recording  head  unit  9. 
The  recording  head  unit  9  comprises  eight  recording  heads  9-1  BK  for  light  black,  9-2BK  for  dark  black,  9-1  C  for  light 

15  cyan,  9-2C  for  dark  cyan,  9-1  M  for  light  magenta,  9-2M  for  dark  magenta,  9-1  Y  for  light  yellow,  and  9-2Y  for  dark  yellow, 
and  four  sets  of  color  ink  reservoirs,  each  of  which  comprises  two  inks  of  the  same  color  family  with  different  concen- 
trations.  The  recording  medium  5  is  intermittently  incremented  by  the  amount  of  a  recording  by  the  recording  head  unit 
9,  and  the  recording  is  carried  out  while  the  recording  medium  5  is  stationary.  More  specifically,  the  recording  head  unit 
9  is  scanned  in  the  direction  of  the  arrow  P  along  the  guide  rails  6  and  7  discharging  ink  droplets  in  accordance  with  an 

20  image  signal,  thereby  forming  an  color  image  consisting  of  dot  matrices  on  the  recording  medium  5. 
[0016]  Generally,  the  signal  processing  system  of  the  color  image  recording  apparatus  of  this  type  is  arranged  as 
shown  in  Fig.  5.  Since  the  signal  processing  system  has  a  similar  construction  for  each  of  the  four  color  families  of  black, 
cyan,  magenta  and  yellow,  the  system  for  one  color  family  is  described.  In  Fig.  5,  an  input  image  signal  SO  is  divided  in 
accordance  with  its  intensity  by  a  dark/light  separating  circuit  1  1  .  More  specifically,  the  input  image  signal  SO  is  divided 

25  into  a  light  black  image  signal  S1  and  a  dark  black  image  signal  S2  by  a  dark/light  separating  table  having  input  and 
output  characteristics  as  illustrated  in  Fig.  6,  and  the  image  signals  S1  and  S2  are  sent  to  a  multiple-to-binary  converter 
12  which  converts  the  multi-level  image  signals  S1  and  S2  into  binary  signals,  and  sends  them  to  corresponding  head 
drivers  13-1  and  13-2.  The  head  drivers  drive  corresponding  heads  9-1  and  9-2,  thus  recording  an  image.  Here,  the 
head  driver  13-1  and  the  recording  head  9-1  are  for  light  ink,  and  the  head  driver  13-2  and  the  recording  head  9-2  are 

30  for  dark  ink. 
[001  7]  Fig.  6  illustrates  the  driving  duty  of  the  dark  and  light  heads  for  the  input  image  signal  SO.  When  the  input  image 
signal  SO  is  smaller  than  P  (P  =  127  for  an  8-bit  signal,  for  example),  only  the  light  head  9-1  is  used.  On  the  other  hand, 
when  the  input  image  signal  SO  is  greater  than  P,  the  recording  duty  of  the  light  head  9-1  is  gradually  reduced  whereas 
the  recording  duty  of  the  dark  head  9-2  is  gradually  increased.  For  example,  consider  one  pixel  comprising  four 

35  squares,  onto  each  of  which  one  ink  drop  can  be  discharged.  One  pixel  can  be  formed  by  discharging  ink  drops  up  to 
twice  from  two  nozzles  of  the  dark  head  and  the  corresponding  two  nozzles  of  the  light  head,  the  nozzles  being 
arranged  in  the  vertical  direction  of  each  head.  For  instance,  let  us  assume  that,  at  the  first  discharge,  only  light  ink 
droplets  are  discharged  from  the  two  nozzles  of  the  light  head,  and  at  the  second  discharge,  a  light  ink  droplet  is  dis- 
charged  from  the  upper  nozzle  of  the  light  head  and  a  dark  ink  droplet  is  discharged  from  the  lower  nozzle  of  the  dark 

40  head.  Thus,  the  duty  of  the  light  head  is  75%  and  that  of  the  dark  head  is  25%  in  forming  this  pixel. 
[0018]  By  driving  two  recording  heads  in  accordance  with  the  image  signal  as  described  above,  the  concentration  of 
images  can  be  controlled  as  shown  in  Fig.  7.  Although  the  recorded  image  density  characteristics  as  shown  in  Fig.  7 
can  be  achieved  by  using  only  the  dark  head  9-2,  using  both  the  dark  and  light  heads  is  advantageous  in  that  the  rough 
feeling  of  dots  at  low  density  portions  is  reduced,  and  a  smooth  gradation  image  can  be  achieved. 

45  [001  9]  However,  the  recording  by  using  the  dark  and  light  heads  cannot  sometimes  accomplish  sufficient  effects  even 
if  the  image  signal  correction  for  the  edge  nozzles  is  performed  as  stated  before.  More  specifically,  when  the  image  sig- 
nal  correction  is  carried  out  by  using  the  dark/light  separation  table  whose  characteristics  are  shown  in  Fig.  6,  the  total 
ink  volume  (the  sum  of  the  light  ink  volume  and  the  dark  ink  volume)  discharged  from  the  heads  reaches  the  fixed  max- 
imum  after  the  input  image  signal  SO  exceeds  the  value  P  as  shown  in  Fig.  8.  In  the  region  where  the  image  signal  SO 

so  is  greater  than  P,  both  the  dark  and  light  heads  are  used  as  shown  in  Fig.  6.  In  this  case,  the  ink  volume  discharged 
from  the  light  head  decreases  as  the  ink  volume  discharged  from  the  dark  head  increases,  and  hence,  the  total  dis- 
charged  ink  volume  is  maintained  at  the  fixed  value.  Consequently,  if  the  maximum  total  ink  volume  is  discharged  from 
the  edge  discharging  nozzles  of  the  dark  and  light  recording  heads,  the  problem  of  ink  running  and  the  black  lines  may 
occur.  To  avoid  this,  the  total  ink  volume  discharged  from  the  edge  nozzles  must  be  restricted  if  the  input  image  signal 

55  exceeds  a  predetermined  value  Q  smaller  than  P. 
[0020]  To  achieve  this,  a  table  conversion  as  shown  in  Fig.  9  must  be  performed  on  the  image  signal  SO  inputted  to 
the  edge  nozzles.  Here,  the  value  Q  is  determined  experimentally  by  practically  printing  an  image  on  a  recording 
medium  so  as  to  obtain  optimum  conditions,  and  the  value  S  in  Fig.  9  corresponds  to  the  level  Q  of  the  input  image  sig- 

3 



EP  0  532  302  B1 

nal  SO  as  shown  in  Figs.  6.  This  conversion,  however,  is  sometimes  ineffective  to  restrict  the  ink  discharge  volume  for 
the  following  reason.  As  will  be  seen  from  Fig.  6,  when  the  image  signal  SO  is  greater  than  Q,  the  image  signals  S1  and 
S2  applied  to  the  dark  and  light  recording  heads  will  exceed  the  value  S  in  the  regions  A  and  C  of  Fig.  6,  respectively. 
Accordingly,  the  image  signals  S1  and  S2  are  restricted  as  shown  in  Fig.  9  in  the  regions  A  and  C.  On  the  other  hand, 

5  the  image  signals  S1  and  S2  do  not  exceed  S  in  the  region  B  of  Fig.  6  even  if  the  input  image  signal  SO  is  greater  than 
P.  Thus,  the  image  signals  S1  and  S2  are  not  restricted  in  the  region  B.  As  a  result,  the  total  ink  volume  is  not  restricted, 
and  the  black  lines  are  likely  to  occur. 
[0021]  The  characteristic  lines  of  Fig.  6  will  now  be  explained  in  more  detail.  When  the  image  signal  SO  takes  a  value 
from  0  to  127  in  the  8-bit  representation,  only  the  image  signal  S1  applied  to  the  recording  head  9-1  for  light  ink  is  out- 

10  putted.  This  means  that  the  optical  density  is  achieved  by  recording  a  number  of  light  ink  dots  on  the  recording  medium 
so  that  the  degradation  of  an  image  due  to  distinct  individual  dots  can  be  prevented. 
[0022]  On  the  other  hand,  when  the  image  signal  SO  ranges  from  128  to  255  in  the  8-bit  representation,  the  value  of 
the  image  signal  S2  applied  to  the  recording  head  9-2  for  the  dark  ink  after  the  separation  by  the  table  increases  linearly 
with  the  image  signal  SO,  thus  increasing  the  discharge  volume  of  the  dark  ink.  In  contrast,  the  image  signal  S1  applied 

15  to  the  recording  head  9-1  for  the  light  ink  decreases  linearly  with  the  image  signal  SO  so  as  to  restrict  the  total  ink  dis- 
charge  volume.  If  the  discharge  volume  of  the  light  ink  is  not  decreased,  the  total  ink  discharge  volume  will  exceeds  the 
allowable  ink  volume  of  a  recording  medium  when  a  plurality  of  color  inks  are  superimposed,  thereby  causing  the  over- 
flow  of  the  ink. 
[0023]  To  avoid  the  overflow  of  ink,  UCR  (under  color  removal)  processing  and  inking  processing  of  black  ink  are  car- 

20  ried  out  so  that  the  total  ink  discharge  volume  is  reduced.  More  specifically,  at  portions  where  cyan,  magenta  and  yellow 
inks  are  superimposed  to  represent  black,  the  volumes  of  these  inks  are  reduced,  and  black  ink  is  used  in  place  of  the- 
ses  inks,  thus  reducing  the  total  ink  discharge  volume.  The  conventional  method,  however,  employs  the  image  signal 
SO  before  the  dark/light  separation  to  perform  the  UCR  and  inking  processings.  This  presents  a  problem  in  that  the  total 
ink  volume  cannot  be  effectively  reduced  by  the  following  reasons.  Fig.  10  illustrates  the  relationship  between  the  input 

25  image  signal  SO  and  the  recorded  ink  volume  Vink  per  color  (the  sum  of  light  ink  and  dark  ink)  when  the  image  signal 
SO  is  separated  by  the  table  as  shown  in  Fig.  6.  As  will  be  seen  from  Fig.  10,  the  recorded  ink  volume  of  each  color  is 
maintained  at  a  fixed  value  even  if  the  image  signal  SO  decreases  in  the  range  from  128  to  255  in  the  8-bit  representa- 
tion.  Thus,  the  reduction  of  the  recorded  ink  volume  cannot  be  expected  by  the  UCR  processing.  As  a  result,  there  still 
remains  a  problem  that  the  total  recorded  ink  volume  cannot  be  effectively  reduced. 

30  [0024]  Moreover,  when  the  three  inks  of  cyan,  magenta  and  yellow  (that  is,  the  light  cyan  and  dark  cyan,  the  light 
magenta  and  dark  magenta,  and  the  light  yellow  and  dark  yellow)  are  superimposed,  the  total  ink  volume  may  exceed 
the  allowable  ink  volume  of  a  common  recording  medium,  thereby  causing  the  overflow  of  inks  on  the  recording 
medium,  even  if  the  image  signal  S1  is  decreased  as  the  image  signal  SO  increases  in  the  range  of  128  -  256  in  the  8- 
bit  representation. 

35  [0025]  JP-A-1  -55248  discloses  an  ink  jet  recording  apparatus  which  uses  either  a  dark  ink  with  a  dye  having  good 
colour  tone  or  a  light  ink  with  a  dye  having  good  light  resisting  properties. 
[0026]  The  present  invention  provides  an  image  recording  apparatus  as  set  out  in  claim  1  . 
[0027]  An  embodiment  of  the  present  invention  provides  an  image  recording  apparatus  which  can  prevent  black  lines 
at  the  boundaries  corresponding  to  the  edge  nozzles  of  the  recording  heads  when  recording  is  performed  using  a  plu- 

40  rality  of  heads  of  different  ink  concentrations. 
[0028]  An  embodiment  of  the  present  invention  provides  an  image  recording  apparatus  which  can  positively  reduce 
the  total  ink  volume  so  that  the  overflow  of  inks  is  prevented  and  a  high  quality  image  can  be  formed. 
[0029]  The  driving  duty  may  be  the  number  of  actual  discharges  to  a  unit  area  per  number  of  possible  discharges  to 
the  unit  area. 

45  [0030]  The  separating  means  may  select  one  of  the  tables  which  reduces  the  ink  discharge  volumes  at  the  edge  noz- 
zles  to  a  smaller  amount  than  that  at  the  remaining  nozzles  if  the  image  signals  are  larger  than  a  predetermined  value. 
[0031]  The  separating  means  may  select  one  of  the  tables  on  the  basis  of  the  image  signals  associated  with  a  pixel 
to  be  recorded  and  its  neighbouring  pixels. 
[0032]  The  separating  means  may  further  comprise  operation  means  for  performing  a  weighted  summation  on  image 

so  signals  of  respective  colours,  and  may  select  one  of  the  tables  in  accordance  with  the  output  of  the  operation  means 
and  the  image  signals. 
[0033]  The  image  recording  apparatus  may  further  comprise  temperature  detecting  means  for  detecting  the  temper- 
ature  of  each  of  the  recording  heads,  and  the  separating  means  may  select  one  of  the  tables  in  accordance  with  the 
locations  of  the  nozzles  and  the  temperature  detected  by  the  temperature  detecting  means. 

55  [0034]  The  plurality  of  recording  heads  may  comprise  recording  heads  for  cyan,  magenta,  yellow  and  black. 
[0035]  Each  of  the  recording  heads  may  cause  state  transition  in  ink  by  utilizing  thermal  energy,  and  discharge  ink  on 
the  basis  of  the  state  transition. 
[0036]  According  to  the  present  invention,  the  duty  of  the  recording  heads  are  relatively  reduced  when  the  image  sig- 
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nal  is  associated  with  the  edge  nozzles  of  the  nozzle  array  of  each  recording  head.  This  will  limit  the  total  volume  of  ink 
discharged  from  the  edge  nozzles  of  the  recording  heads  in  accordance  with  the  image  signal,  and  thus,  prevent  the 
occurrence  of  black  lines  at  boundaries  of  each  scanning,  which  might  be  formed  by  the  discharge  of  ink  from  the  edge 
nozzles.  In  addition,  a  high  quality  image  with  little  black  lines  can  be  achieved  by  a  serial  scanning  recording  apparatus 

5  of  a  simple  construction  in  hardware  as  well  as  in  software. 
[0037]  Moreover,  since  the  present  invention  performs  the  black  abstraction  processing,  UCR  processing  and  black 
inking  processing  on  the  basis  of  the  image  signals  after  the  dark/light  separation,  the  volume  of  recorded  inks  linearly 
corresponds  to  the  image  signals.  This  is  because  it  is  not  before  the  dark/light  separation  but  only  after  the  separation 
that  the  actually  discharged  ink  volume  can  be  predicted.  This  makes  it  possible  to  positively  reduce  the  volume  of  ink, 

10  thereby  providing  high  quality  images  without  the  overflow  of  ink. 
[0038]  The  above  and  other  effects,  features  and  advantages  of  the  present  invention  will  become  more  apparent  from 
the  following  description  of  embodiments  thereof  taken  in  conjunction  with  the  accompanying  drawings. 

Fig.  1  is  a  schematic  perspective  view  showing  an  example  of  an  ink  jet  recording  apparatus; 
15  Figs.  2A  and  2B  are  diagrams  illustrating  boundaries  in  a  conventional  serial  type  ink  jet  recording  apparatus; 

Fig.  3  is  a  diagram  illustrating  a  conventional  correction  table  for  the  edge  nozzles  of  recording  heads; 
Fig.  4  is  a  schematic  perspective  view  showing  an  example  of  a  color  image  recording  apparatus; 
Fig.  5  is  a  block  diagram  showing  an  arrangement  of  the  signal  processing  system  of  the  conventional  color  image 
recording  apparatus; 

20  Fig.  6  is  a  diagram  illustrating  a  conventional  dark/light  separation  table; 
Fig.  7  is  a  diagram  illustrating  the  relationship  between  an  image  signal  and  recorded  image  densities; 
Fig.  8  is  a  diagram  illustrating  the  relationship  between  the  image  signal  SO  and  the  total  discharged  ink  volume  in 
the  conventional  recording  apparatus; 
Fig.  9  is  a  diagram  illustrating  the  conversion  of  an  image  signal  to  restrict  the  total  ink  discharge  volume; 

25  Fig.  10  is  a  diagram  illustrating  the  relationship  between  the  image  signal  SO  before  the  dark/light  separation  and 
the  recorded  ink  volume  per  color  in  the  conventional  ink  jet  recording  apparatus  as  shown  in  Fig.  4; 
Fig.  1  1  is  a  block  diagram  showing  the  arrangement  of  a  control  system  of  a  first  embodiment  of  an  image  process- 
ing  apparatus  according  to  the  present  invention; 
Fig.  12A  is  a  diagram  illustrating  a  dark/light  separating  table  for  the  image  signal  SO  corresponding  to  nozzles 

30  other  than  the  edge  nozzles  of  a  recording  head; 
Fig.  12B  is  a  diagram  illustrating  a  dark/light  separating  table  for  the  image  signal  SO  corresponding  to  the  edge 
nozzles  of  a  recording  head; 
Fig.  13  is  a  diagram  illustrating  the  relationship  between  the  image  signal  SO  and  the  total  ink  discharge  volume; 
Figs.  14A  and  14B  are  diagrams  illustrating  the  principle  of  a  second  embodiment  of  an  image  processing  appara- 

35  tus  according  to  the  present  invention; 
Fig.  1  5  is  a  block  diagram  showing  the  arrangement  of  a  controlling  system  of  the  second  embodiment  of  the  image 
processing  apparatus  according  to  the  present  invention; 
Figs.  16A  -  16F  are  diagrams  illustrating  dark/light  separation  tables  of  the  second  embodiment; 
Fig.  17  is  a  block  diagram  showing  the  arrangement  of  a  controlling  system  of  a  third  embodiment  of  the  image 

40  processing  apparatus  according  to  the  present  invention; 
Fig.  18  is  a  block  diagram  showing  the  arrangement  of  a  controlling  system  of  a  fourth  embodiment  of  the  image 
processing  apparatus  according  to  the  present  invention; 
Figs.  19A  -  19G  are  diagrams  illustrating  dark/light  separation  tables  of  the  fourth  embodiment; 
Fig.  20  is  a  block  diagram  showing  the  arrangement  of  a  controlling  system  of  a  fifth  embodiment  of  the  image 

45  processing  apparatus  according  to  the  present  invention; 
Figs.  21  A,  21  B-1  ,  21  B-2,  21  B-3,  21  C-1  ,  21  C-2,  21  C-3,  21  D-1  ,  21  D-2  and  21  D-3  are  diagrams  illustrating  dark/light 
separation  tables  of  the  fifth  embodiment; 
Fig.  22  is  a  block  diagram  showing  the  arrangement  of  a  controlling  system  of  a  sixth  embodiment  of  the  image 
processing  apparatus  according  to  the  present  invention; 

50 
[0039]  The  invention  will  now  be  described  with  reference  to  the  accompanying  drawings. 

EMBODIMENT  1 

55  [0040]  Fig.  1  1  is  a  block  diagram  showing  the  image  signal  processing  portion  of  a  first  embodiment  of  an  ink  jet 
recording  apparatus  in  accordance  with  the  present  invention.  In  the  following  embodiments,  it  is  assumed  that  a 
recording  apparatus  wherein  ordered  dithering  or  error  diffusion  technique  is  employed  to  convert  the  input  signal  into 
a  binary  signal,  and  to  control  the  intensity  by  the  number  of  dots  in  superpixels.  With  regard  to  these  techniques,  the 
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description  on  pages  350-352  of  "Output  Hardcopy  Device",  1988,  edited  by  Robert  C.  Durbeck,  et  al.,  Academic  Press, 
Inc.  is  incorporated  here  by  reference. 
[0041  ]  An  image  signal  21  inputted  to  this  apparatus  undergoes  processing  such  as  a  gamma  conversion  in  an  image 
processor  22,  and  is  supplied  to  a  dark/light  separating  table  23  as  an  input  image  signal  SO.  The  dark/light  separating 

5  table  23  comprises  an  ROM  storing  two  types  of  dark/light  separating  tables  23A  and  23B  having  separating  character- 
istics  as  illustrated  in  Figs.  12A  and  12B,  respectively.  The  two  tables  23A  and  23B  are  switched  by  the  control  signal 
CT  fed  from  a  switch  controller  28.  The  switch  controller  28  comprises  a  microcomputer  or  a  logic  circuit  which  receives 
the  clock  signal  of  the  input  image  signal  21  ,  and  decides  whether  or  not  the  input  image  signal  21  corresponds  to  edge 
nozzles  of  recording  heads.  If  the  image  signal  21  corresponds  to  the  edge  nozzles,  the  switch  controller  28  outputs  the 

10  control  signal  CT  of  "1  ",  otherwise,  the  control  signal  CT  of  "0",  and  send  the  control  signal  CT  to  the  dark/light  separat- 
ing  table  23.  The  table  23  employs  the  table  23A  as  shown  in  Fig.  12A  when  the  control  signal  CT  is  "0",  and  the  table 
23B  as  shown  in  Fig.  12B  when  the  control  signal  CT  is  "1". 
[0042]  Using  the  separating  table  23A  gives  the  total  discharged  ink  volume  as  indicated  by  (a)  in  Fig.  13:  The  total 
discharged  ink  volume  takes  a  fixed  value  Va  in  the  range  where  the  input  image  signal  SO  is  greater  than  P  as  stated 

15  before  with  regard  to  Fig.  8.  In  contrast,  using  the  separating  table  23B  gives  the  total  discharged  ink  volume  as  indi- 
cated  by  (b)  in  Fig.  13:  The  total  discharged  ink  volume  takes  a  fixed  value  Vb  in  the  range  where  the  input  image  signal 
SO  is  greater  than  Q.  The  fixed  value  Vb  is  smaller  than  Va  because  the  table  23B  has  separating  characteristics  as 
indicated  by  solid  lines  in  Fig.  12B,  which  is  different  from  the  characteristics  of  the  normal  table  23A  whose  character- 
istics  are  indicated  by  dotted  lines.  Thus,  the  ink  volume  discharged  from  the  edge  nozzles  of  the  recording  heads  are 

20  reduced  to  smaller  values  than  in  the  normal  case,  thereby  preventing  black  lines  from  occurring. 
[0043]  Here,  the  values  P  and  Q  can  be  determined  as  follows:  First,  the  value  P  is  determined  depending  on  (1)  the 
concentrations  of  the  dark  and  light  inks,  and  (2)  the  color  development  characteristics  of  each  recording  medium. 
Although  the  value  P  is  set  at  127  or  half  the  maximum  value  of  the  image  signal  in  this  embodiment,  it  is  not  limited 
thereto.  On  the  other  hand,  the  value  Q  is  determined  depending  on  the  running  characteristics  of  a  recording  medium, 

25  and  is  experimentally  determined  by  printing  to  achieve  optimum  results.  Furthermore,  the  figure  of  Fig.  12B  is  not 
restricted  to  a  trapezoid:  a  trapezium  whose  top  side  slopes  can  also  be  employed. 
[0044]  The  edge  nozzles  are  specified  in  accordance  with  an  amount  of  ink  running.  Thus,  the  edge  nozzles  are 
defined  as  each  one  nozzle  or  a  few  nozzles  at  the  top  and  bottom  of  the  nozzle  array  in  accordance  with  pixel  density 
and  ink  absorption  ratio  of  a  recording  medium. 

30 
EMBODIMENT  2 

[0045]  In  the  first  embodiment,  the  total  ink  discharge  volume  is  restricted  if  the  image  signal  supplied  to  the  edge 
nozzles  indicates  high  intensity.  However,  if  the  image  signal  associated  with  the  boundaries  of  a  recording  indicates 

35  high  intensity  in  isolation,  the  spread  of  the  image  width  due  to  running  will  be  little.  In  such  a  case,  the  first  embodiment 
may  present  a  problem  because  it  reduces  the  discharge  volume  from  the  edge  nozzles  regardless  of  this  fact.  In  con- 
trast,  large  volume  of  ink  discharged  from  the  nozzles  near  the  edges  will  cause  a  running,  and  hence,  the  discharge 
volume  from  the  edge  nozzles  may  have  to  be  further  reduced  to  achieve  sufficient  effect.  The  second  embodiment 
according  to  the  present  invention  is  implemented  in  view  of  this  problem. 

40  [0046]  Fig.  14A  schematically  illustrates  the  nozzle  array  of  the  recording  head  9  as  shown  in  Fig.  1.  Reference 
numeral  51  designates  nozzles.  Fig.  14B  illustrates  a  matrix  52  of  image  data  where  the  row  i  indicates  the  image  data 
supplied  to  the  bottom  nozzle  of  the  recording  head  9  during  the  previous  scanning  of  the  head,  the  row  j  represents 
the  image  data  supplied  to  the  top  nozzle  of  the  recording  head  9  during  the  current  scanning  of  the  head,  and  the  row 
k  indicates  the  image  data  applied  to  the  immediately  below  the  top  nozzle,  that  is,  the  second  top  nozzle.  In  addition, 

45  the  m  column  indicates  the  image  data  associated  with  the  current  discharge,  the  I  column  represents  the  image  data 
associated  with  the  previous  discharge,  and  the  n  column  indicates  the  image  data  associated  with  the  next  discharge. 
[0047]  In  this  embodiment,  a  3  x  3  pixel  matrix  is  used  which  is  arranged  around  the  central  pixel  G,m)  recorded  by 
the  discharge  from  the  edge  nozzle  so  that  the  volume  of  ink  discharged  from  the  edge  nozzle  is  controlled  by  the  sum 
of  the  image  data  in  the  matrix.  More  specifically,  each  image  data  in  the  matrix  is  weighted  in  accordance  with  the  loca- 

50  tion  in  the  matrix  by  multiplying  a  weighting  coefficient,  and  the  total  sum  of  the  weighted  image  data  is  calculated.  If 
the  total  sum  exceeds  a  predetermined  value,  the  value  of  the  image  data  applied  to  the  edge  nozzle  is  limited. 
[0048]  Fig.  15  is  a  block  diagram  showing  the  arrangement  of  a  controlling  portion  performing  the  processing 
described  above. 
[0049]  In  Fig.  1  5,  reference  numerals  60a  -  60i  denotes  buffers  for  temporarily  storing  the  image  data  as  shown  in  Fig. 

55  14B.  The  image  data  outputted  from  the  buffers  60a  -  60i  are  supplied  to  multipliers  61a  -  61  i.  The  multipliers  61a  -  61  i 
multiply  weighting  coefficients  <x-|  -  <x9  to  the  image  data,  respectively,  and  provides  the  results  for  an  adder  62.  The 
adder  62  adds  all  the  outputs  of  the  multipliers  61  a  -  61  i,  and  supplies  the  resultant  sum  SM  to  the  dark/light  separating 
table  23  including  an  ROM.  The  dark/light  separating  table  23  stores  six  types  of  dark/light  separating  tables  as  shown 
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in  Figs.  16A  -  16F.  These  six  table  are  different  in  the  degree  of  restricting  the  ink  volume,  and  are  switched  by  the  con- 
trol  signal  CT  sent  from  the  switch  controller  28  and  the  sum  SM  fed  from  the  adder  62.  More  specifically,  when  the  con- 
trol  signal  CT  is  "0"  the  separating  table  as  shown  in  Fig.  16A  is  selected.  On  the  other  hand,  when  the  control  signal 
CT  is  "1",  one  of  the  five  tables  as  shown  in  Figs.  16B  -  16F  is  selected  in  accordance  with  the  sum  SM  fed  from  the 

5  adder  62.  For  example,  if  the  sum  SM  is  small,  the  table  as  shown  in  Fig.  16B  is  selected  whose  degree  of  restriction 
is  small.  As  the  sum  SM  increases,  the  degree  of  restriction  is  raised  as  illustrated  in  Figs  16C  -  16F. 
[0050]  According  to  the  second  embodiment,  the  ink  volume  discharged  from  the  edge  nozzles  is  restricted  taking 
into  account  not  only  the  image  data  associated  with  the  edge  nozzles  but  also  with  the  nozzles  near  the  edge  nozzles, 
thus  effectively  preventing  black  lines  from  occurring. 

10 
EMBODIMENT  3 

[0051  ]  The  present  invention  can  be  applied  to  a  color  recording  apparatus  as  in  a  third  embodiment.  Since  the  color 
recording  uses  recording  heads  for  a  plurality  of  colors,  the  ink  volume  exceeds  that  of  a  monochromatic  recording. 

15  Since  the  total  ink  volume  for  one  pixel  is  the  sum  of  all  colors,  independent  application  of  the  present  invention  to  each 
color  cannot  achieve  sufficient  effect.  The  present  embodiment  improves  this. 
[0052]  Fig.  17  is  a  block  diagram  of  a  controlling  system  in  accordance  with  the  third  embodiment.  Reference  char- 
acters  31  BK,  31  M,  31  Y  and  31  C  denote  input  image  signals  for  black,  magenta,  yellow  and  cyan,  respectively.  These 
signals  are  inputted  to  a  weighting  circuit  32  which  performs  weighted  summation  on  respective  image  signals.  Assum- 

20  ing  that  the  values  of  the  cyan,  magenta,  yellow  and  black  image  signals  are  C,  M,  Y  and  BK,  the  sum  SM  is  given  by 

SM  =  a1C+a2M  +  a3Y+  a4BK 

where  ai  -  a4  are  weighting  coefficients  which  can  be  obtained  experimentally  from  the  spread  ratio  of  each  color  ink. 
25  If  the  simple  summing  achieves  enough  effect,  they  can  be  determined  as  <xi  =  <x2  =  <x3  =  <x4  =  1  . 

[0053]  The  sum  SM  is  inputted  to  the  dark/light  separating  table  23  which  stores  the  six  types  of  tables  as  shown  in 
Figs.  1  6A  -  1  6F,  and  selects  one  of  them  most  suitable  for  separating  the  cyan  image  signal  in  accordance  with  the  con- 
trol  signal  CT  and  the  sum  signal  SM.  Thus,  the  ink  restriction  at  the  edges  of  the  recording  heads  is  carried  out  taking 
account  of  the  total  volume  of  all  the  color  inks,  thereby  preventing  black  lines  from  occurring. 

30  [0054]  In  the  three  embodiments  described  above,  although  a  pair  of  dark  and  light  heads  for  each  color  are 
employed,  the  present  invention  can  also  be  applied  to  the  case  where  a  set  of  three  or  more  heads  are  used  for  each 
color. 

EMBODIMENT  4 
35 

[0055]  In  the  embodiments  described  above,  the  occurrence  of  black  lines  at  boundaries  is  prevented  by  using  differ- 
ent  separating  tables  for  edge  nozzles  and  the  other  nozzles. 
[0056]  The  ink  discharge  volume,  however,  changes  depending  on  the  temperature  of  the  recording  heads.  This  is 
because  the  viscosity  of  ink  reduces,  and  hence,  the  ink  discharge  volume  increases  as  the  temperature  rises.  Accord- 

40  ingly,  when  the  recording  heads  continue  recording  to  reach  a  high  temperature,  or  are  used  in  a  high  ambient  temper- 
ature,  the  ink  discharge  volume  increases,  thereby  causing  more  distinct  black  lines.  The  fourth  embodiment  controls 
the  selection  of  the  separating  tables  in  view  of  this  fact. 
[0057]  Fig.  18  is  a  block  diagram  showing  the  arrangement  of  a  controlling  system  associated  with  the  fourth  embod- 
iment  of  the  present  invention.  In  this  figure,  the  input  image  signal  SO  is  inputted  to  the  dark/light  separating  table  23 

45  including  an  ROM  storing  dark/light  separating  tables  as  shown  in  Figs.  19A  -  19G,  and  is  separated  into  the  dark  signal 
S2  and  the  light  signal  S1  .  The  dark  signal  S2  and  the  light  signal  S1  are  inputted  to  a  dark  head  portion  26  and  a  light 
head  portion  27,  respectively,  to  form  an  image  by  discharging  dark  ink  and  light  ink.  Temperature  sensors  26A  and  27A 
are  attached  to  these  head  portions  26  and  27,  respectively.  The  temperature  sensors  26A  and  27A  detect  the  temper- 
ature  of  the  head  portions  26  and  27,  and  supplied  the  dark/light  separating  portion  23  with  temperature  signals  T2  and 

50  T1. 
[0058]  The  control  signal  CT  takes  a  value  "1  "  if  the  image  signal  SO  fed  to  the  dark/light  separating  table  23  corre- 
sponds  to  the  edge  nozzles,  and  otherwise  takes  a  value  "0".  When  the  control  signal  CT  is  "0",  a  separating  table  as 
shown  in  Fig.  19A  is  used.  When  the  control  signal  CT  is  "1"  and  the  temperatures  of  all  the  recording  heads  are  kept 
within  a  predetermined  range  (below  45  °C,  for  example),  a  separating  table  as  shown  in  Fig.  19B  is  employed  so  that 

55  the  maximum  ink  volumes  discharges  from  the  dark  and  light  heads  are  restricted,  thereby  preventing  black  lines  from 
occurring  at  the  boundaries. 
[0059]  When  the  temperature  of  the  light  head  rises,  the  maximum  value  of  the  light  signal  S1  is  further  limited  in 
accordance  with  the  degree  of  the  temperature  rise  as  shown  in  Figs.  19C  and  19D.  On  the  other  hand,  if  the  temper- 
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ature  of  the  dark  head  rises,  the  maximum  value  of  the  dark  signal  S2  is  further  limited  in  accordance  with  the  degree 
of  the  temperature  rise  as  shown  in  Figs.  19E  and  19F.  Moreover,  if  the  temperatures  of  both  the  dark  and  light  heads 
rise,  the  maximum  values  of  both  the  dark  and  light  signals  S1  and  S2  are  limited  by  a  table  as  shown  in  Fig.  19G. 
[0060]  According  to  this  embodiment,  one  of  the  dark/light  separation  tables  as  shown  in  Figs.  1  9A  -  1  9G  is  selected 
in  accordance  with  the  temperatures  of  the  dark  and  light  heads  so  that  the  occurrence  of  black  lines  is  prevented  inde- 
pendently  of  the  temperature. 

EMBODIMENT  5 

[0061]  The  weighted  summation  on  the  image  data  using  the  neighboring  pixels  as  in  the  second  embodiment  can 
be  applied  to  the  method  of  the  fourth  embodiment  which  selects  one  of  the  separating  tables  taking  account  of  the  tem- 
peratures  of  the  recording  heads. 
[0062]  Fig.  20  is  a  block  diagram  of  an  example  of  a  control  system  for  such  processing.  In  this  figure,  like  reference 
numerals  denote  like  portions  in  Fig.  15,  and  hence,  the  description  thereof  is  omitted  here.  The  dark/light  separating 
table  23  comprises  a  plurality  of  tables  as  shown  in  Figs.  21  A  to  21  D,  and  selects  one  of  them  in  response  to  the  sum 
SM,  the  temperature  T2  of  the  dark  head,  the  temperature  T1  of  the  light  head,  and  the  control  signal  CT. 
[0063]  Figs.  21  A  -  21  D  illustrate  separating  tables  employed  in  this  embodiment.  When  the  control  signal  CT  is  "0", 
that  is,  when  the  input  image  signal  SO  does  not  correspond  to  the  edge  nozzles,  the  separating  table  as  shown  in  Fig. 
21  A  is  used.  On  the  other  hand,  when  the  control  signal  is  "1",  that  is,  when  the  input  image  signal  SO  corresponds  to 
the  edge  nozzles,  the  separating  table  is  switched  from  the  table  of  Fig.  21  B-1  ,  to  that  of  Fig.  21  C-1  ,  and  then  to  that  of 
Fig.  21  D-1  ,  as  the  sum  SM  increases.  For  example,  if  the  temperatures  of  the  recording  heads  are  maintained  within  a 
predetermined  temperature  range  (below  45  °C,  for  example)  and  the  sum  SM  is  also  within  a  predetermined  range, 
the  table  as  shown  in  Fig.  21  B-1  is  used.  If  the  temperatures  of  the  recording  heads  are  in  the  predetermined  temper- 
ature  range  and  the  sum  SM  increases  beyond  the  predetermined  range,  one  of  the  tables  as  shown  in  Figs.  21  C-1  and 
21  D-1  is  selected  in  accordance  with  the  value  of  the  sum  SM.  If  the  temperatures  of  the  recording  heads  exceeds  the 
predetermined  temperature  range  (45  °C,  for  example),  one  of  the  tables  other  than  these  primary  tables  is  selected. 
For  example,  if  the  temperature  of  the  light  head  exceeds  the  predetermined  temperature  range  while  the  primary  table 
as  shown  in  Fig.  21  C-1  is  selected  in  accordance  with  the  sum  SM,  the  table  as  shown  in  Figs.  21C-2  is  selected.  Fur- 
ther,  if  the  temperature  of  the  dark  head  exceed  the  predetermined  range  (45  °C,  for  example),  the  table  as  shown  in 
Fig.  21C-3  is  selected. 
[0064]  In  summary,  the  table  is  selected  according  to  the  rules  as  shown  in  Table  1  . 

TABLE  1 

Control  Signal  (CT)  SM  T1  T2  Table  to  be  selected 

0  . . .   21A 

1  small  low  low  21  B-1 

1  small  high  low  21B-2 

1  small  low  high  21B-3 

1  medium  low  low  21  C-1 

1  medium  high  low  21C-2 

1  medium  low  high  21C-3 

1  large  low  low  21  D-1 

1  large  high  low  21D-2 

1  large  low  high  21D-3 

[0065]  If  both  temperature  signals  exceed  the  predetermined  temperature  range,  the  table  that  restrict  both  maximum 
values  for  the  dark  and  light  heads  should  be  selected. 
[0066]  According  to  the  fifth  embodiment,  the  occurrence  of  black  lines  can  be  prevented  taking  into  account  the  ink 
volumes  of  neighboring  pixels. 
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EMBODIMENT  6 

[0067]  The  temperatures  of  the  recording  heads  can  be  taken  into  consideration  in  the  color  recording  as  in  the  third 
embodiment.  Fig.  22  is  a  block  diagram  showing  the  arrangement  of  a  control  system  associated  with  a  sixth  embodi- 

5  ment  of  the  present  invention. 
[0068]  The  weighted  sum  SM  of  respective  colors  is  inputted  to  the  dark/light  separating  table  23.  The  separating 
table  23  stores  ten  types  of  tables  as  shown  in  Figs.  21  A  -  21  D,  and  selects  the  optimum  separating  table  in  accordance 
with  the  control  signal  CT,  the  sum  SM  and  the  head  temperatures  T1  and  T2.  Thus,  the  volume  of  ink  discharged  from 
the  edge  nozzles  can  be  limited  in  accordance  with  the  temperatures  of  the  recording  heads  taking  into  account  the  ink 

10  volume  of  each  color,  thereby  preventing  the  occurrence  of  the  black  lines  boundaries. 
[0069]  Although  the  multi-level  image  signal  is  used  to  drive  the  recording  heads  in  the  embodiments  described 
above,  a  binary  image  signal  consisting  of  only  two  levels  of  "0"  and  "1  "  can  also  be  used  to  obtain  similar  effect  by  sub- 
sampling  "1"  signal  at  a  certain  probability  instead  of  restricting  the  dark  level. 

15  (SUPPLEMENT) 

[0070]  The  present  invention  achieves  distinct  effect  when  applied  to  a  recording  head  or  a  recording  apparatus  which 
has  means  for  generating  thermal  energy  such  as  electrothermal  transducers  or  laser  light,  and  which  causes  changes 
in  ink  by  the  thermal  energy  so  as  to  eject  ink.  This  is  because  such  a  system  can  achieve  a  high  density  and  high  res- 

20  olution  recording. 
[0071]  A  typical  structure  and  operational  principle  thereof  is  disclosed  in  U.S.  patent  Nos.  4,723,129  and  4,740,796, 
and  it  is  preferable  to  use  this  basic  principle  to  implement  such  a  system.  Although  this  system  can  be  applied  either 
to  on-demand  type  or  continuous  type  ink  jet  recording  systems,  it  is  particularly  suitable  for  the  on-demand  type  appa- 
ratus.  This  is  because  the  on-demand  type  apparatus  has  electrothermal  transducers,  each  disposed  on  a  sheet  or  liq- 

25  uid  passage  that  retains  liquid  (ink),  and  operates  as  follows:  first,  one  or  more  drive  signals  are  applied  to  the 
electrothermal  transducers  to  cause  thermal  energy  corresponding  to  recording  information;  second,  the  thermal 
energy  induces  sudden  temperature  rise  that  exceeds  the  nucleate  boiling  so  as  to  cause  the  film  boiling  on  heating 
portions  of  the  recording  head;  and  third,  bubbles  are  grown  in  the  liquid  (ink)  corresponding  to  the  drive  signals.  By 
using  the  growth  and  collapse  of  the  bubbles,  the  ink  is  expelled  from  at  least  one  of  the  ink  ejection  orifices  of  the  head 

30  to  form  one  or  more  ink  drops.  The  drive  signal  in  the  form  of  a  pulse  is  preferable  because  the  growth  and  collapse  of 
the  bubbles  can  be  achieved  instantaneously  and  suitably  by  this  form  of  drive  signal.  As  a  drive  signal  in  the  form  of  a 
pulse,  those  described  in  U.S.  patent  Nos.  4,463,359  and  4,345,262  are  preferable.  In  addition,  it  is  preferable  that  the 
rate  of  temperature  rise  of  the  heating  portions  described  in  U.S.  patent  No.  4,313,124  be  adopted  to  achieve  better 
recording. 

35  [0072]  U.S.  patent  Nos.  4,558,333  and  4,459,600  disclose  the  following  structure  of  a  recording  head,  which  is  incor- 
porated  to  the  present  invention:  this  structure  includes  heating  portions  disposed  on  bent  portions  in  addition  to  a  com- 
bination  of  the  ejection  orifices,  liquid  passages  and  the  electrothermal  transducers  disclosed  in  the  above  patents. 
Moreover,  the  present  invention  can  be  applied  to  structures  disclosed  in  Japanese  Patent  Application  Laying-open 
Nos.  123670/1984  and  138461/1984  in  order  to  achieve  similar  effects.  The  former  discloses  a  structure  in  which  a  slit 

40  common  to  all  the  electrothermal  transducers  is  used  as  ejection  orifices  of  the  electrothermal  transducers,  and  the  lat- 
ter  discloses  a  structure  in  which  openings  for  absorbing  pressure  waves  caused  by  thermal  energy  are  formed  corre- 
sponding  to  the  ejection  orifices.  Thus,  irrespective  of  the  type  of  the  recording  head,  the  present  invention  can  achieve 
recording  positively  and  effectively. 
[0073]  The  present  invention  can  be  also  applied  to  a  so-called  full-line  type  recording  head  whose  length  equals  the 

45  maximum  length  across  a  recording  medium.  Such  a  recording  head  may  consists  of  a  plurality  of  recording  heads 
combined  together,  or  one  integrally  arranged  recording  head. 
[0074]  In  addition,  the  present  invention  can  be  applied  to  various  serial  type  recording  heads:  a  recording  head  fixed 
to  the  main  assembly  of  a  recording  apparatus;  a  conveniently  replaceable  chip  type  recording  head  which,  when 
loaded  on  the  main  assembly  of  a  recording  apparatus,  is  electrically  connected  to  the  main  assembly,  and  is  supplied 

so  with  ink  therefrom;  and  a  cartridge  type  recording  head  integrally  including  an  ink  reservoir. 
[0075]  It  is  further  preferable  to  add  a  recovery  system,  or  a  preliminary  auxiliary  system  for  a  recording  head  as  a 
constituent  of  the  recording  apparatus  because  they  serve  to  make  the  effect  of  the  present  invention  more  reliable.  As 
examples  of  the  recovery  system,  are  a  capping  means  and  a  cleaning  means  for  the  recording  head,  and  a  pressure 
or  suction  means  for  the  recording  head.  As  examples  of  the  preliminary  auxiliary  system,  are  a  preliminary  heating 

55  means  utilizing  electrothermal  transducers  or  a  combination  of  other  heater  elements  and  the  electrothermal  transduc- 
ers,  and  a  means  for  carrying  out  preliminary  ejection  of  ink  independently  of  the  ejection  for  recording.  These  systems 
are  effective  for  reliable  recording. 
[0076]  The  number  and  type  of  recording  heads  to  be  mounted  on  a  recording  apparatus  can  be  also  changed.  For 
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example,  only  one  recording  head  corresponding  to  a  single  color  ink,  or  a  plurality  of  recording  heads  corresponding 
to  a  plurality  of  inks  different  in  color  or  concentration  can  be  used.  In  other  words,  the  present  invention  can  be  effec- 
tively  applied  to  an  apparatus  having  at  least  one  of  the  monochromatic,  multi-color  and  full-color  modes.  Here,  the 
monochromatic  mode  performs  recording  by  using  only  one  major  color  such  as  black.  The  multi-color  mode  carries  out 

5  recording  by  using  different  color  inks,  and  the  full-color  mode  performs  recording  by  color  mixing. 
[0077]  Furthermore,  although  the  above-described  embodiments  use  liquid  ink,  inks  that  are  liquid  when  the  record- 
ing  signal  is  applied  can  be  used:  for  example,  inks  can  be  employed  that  solidify  at  a  temperature  lower  than  the  room 
temperature  and  are  softened  or  liquefied  in  the  room  temperature.  This  is  because  in  the  ink  jet  system,  the  ink  is  gen- 
erally  temperature  adjusted  in  a  range  of  30°C  -70°C  so  that  the  viscosity  of  the  ink  is  maintained  at  such  a  value  that 

10  the  ink  can  be  ejected  reliably. 
[0078]  In  addition,  the  present  invention  can  be  applied  to  such  apparatus  where  the  ink  is  liquefied  just  before  the 
ejection  by  the  thermal  energy  as  follows  so  that  the  ink  is  expelled  from  the  orifices  in  the  liquid  state,  and  then  begins 
to  solidify  on  hitting  the  recording  medium,  thereby  preventing  the  ink  evaporation:  the  ink  is  transformed  from  solid  to 
liquid  state  by  positively  utilizing  the  thermal  energy  which  would  otherwise  cause  the  temperature  rise;  or  the  ink,  which 

15  is  dry  when  left  in  air,  is  liquefied  in  response  to  the  thermal  energy  of  the  recording  signal.  In  such  cases,  the  ink  may 
be  retained  in  recesses  or  through  holes  formed  in  a  porous  sheet  as  liquid  or  solid  substances  so  that  the  ink  faces  the 
electrothermal  transducers  as  described  in  Japanese  Patent  Application  Laying-open  Nos.  56847/1979  or  71260/1985. 
The  present  invention  is  most  effective  when  it  uses  the  film  boiling  phenomenon  to  expel  the  ink. 
[0079]  Furthermore,  the  ink  jet  recording  apparatus  of  the  present  invention  can  be  employed  not  only  as  an  image 

20  output  terminal  of  an  information  processing  device  such  as  a  computer,  but  also  as  an  output  device  of  a  copying 
machine  including  a  reader,  and  as  an  output  device  of  a  facsimile  apparatus  having  a  transmission  and  receiving  func- 
tion. 
[0080]  Although  specific  embodiments  of  an  image  recording  apparatus  constructed  in  accordance  with  the  present 
invention  have  been  disclosed,  it  is  not  intended  that  the  invention  be  restricted  to  either  the  specific  configurations  or 

25  the  uses  disclosed  herein.  Modifications  may  be  made  in  a  manner  obvious  to  those  skilled  in  the  art.  Accordingly,  it  is 
intended  that  the  invention  be  limited  only  by  the  scope  of  the  appended  claims. 

Claims 

30  1.  An  image  recording  apparatus  for  performing  image  recording  using  a  plurality  of  recording  heads,  each  of  said 
recording  heads  having  a  plurality  of  nozzles  for  discharging  ink,  and  at  least  two  of  said  recording  heads  being 
arranged  to  discharge  inks  of  the  same  colour  family  but  with  different  concentrations,  characterized  in  that  the 
apparatus  comprises: 

35  separating  means  (23)  having  at  least  two  different  types  of  tables  each  for  controlling  separation  of  a  single 
colour  family  input  image  signal  into  respective  separate  output  image  signals  determining  the  driving  duty  of 
said  at  least  two  different  concentration  ink  discharging  recording  heads  in  accordance  with  the  intensity  of  the 
input  image  signal  to  be  recorded,  the  two  different  types  of  tables  being  arranged  so  that  the  maximum  total 
volume  of  ink  discharged  by  said  at  least  two  different  concentration  ink  discharging  recording  heads  varies  in 

40  accordance  with  the  table  used  to  produce  said  separate  output  image  signals; 
separation  control  means  (28)  for  determining  whether  the  nozzles  in  each  of  said  at  least  two  recording  heads 
from  which  ink  is  to  be  discharged  in  accordance  with  the  image  signal  are  nozzles  at  the  edge  of  the  recording 
head  and  for  selecting  the  one  of  said  at  least  two  different  types  of  tables  not  providing  the  greatest  maximum 
total  ink  discharge  volume  when  the  nozzles  from  which  ink  is  to  be  discharged  in  accordance  with  the  image 

45  signal  are  determined  to  be  edge  nozzles;  and 
head  driving  means  for  driving  each  of  said  recording  heads  in  accordance  with  the  head  driving  duty  deter- 
mined  by  said  separating  means  (23). 

2.  An  image  recording  apparatus  according  to  claim  1  ,  wherein  the  driving  duty  is  the  number  of  actual  discharges  to 
so  a  unit  area  per  number  of  possible  discharges  to  the  unit  area. 

3.  An  image  recording  apparatus  according  to  claim  1  or  claim  2,  wherein  the  plurality  of  nozzles  are  arranged  in  a 
line  in  each  recording  head  to  form  a  nozzle  array  and  the  separation  control  means  is  arranged  to  select  one  of 
the  tables  representing  an  ink  discharge  volume  of  the  edge  nozzle  at  edges  in  the  nozzle  array  for  which  the  dis- 

ss  charge  volume  is  smaller  than  that  of  the  remaining  nozzles  if  values  representative  of  concentrations  of  the  input 
image  signals  are  larger  than  a  predetermined  value. 

4.  An  image  recording  apparatus  according  to  claim  1  ,  wherein  said  separation  control  means  (28)  is  arranged  to 
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select  one  of  said  tables  on  the  basis  of  the  image  signals  associated  with  a  pixel  to  be  recorded  and  its  neighbour- 
ing  pixels. 

5.  An  image  recording  apparatus  according  to  claim  1  ,  wherein  said  separating  means  (23)  further  comprises  opera- 
5  tion  means  (32)  for  performing  a  weighted  summation  on  image  signals  of  respective  colours,  and  is  arranged  to 

select  one  of  the  tables  in  accordance  with  the  output  of  said  operation  means  and  the  image  signals. 

6.  An  image  recording  apparatus  according  to  any  one  of  the  preceding  claims,  further  comprising  temperature 
detecting  means  (26A,  27A)  for  detecting  the  temperature  of  each  of  said  recording  heads,  wherein  said  separating 

10  means  (23)  is  arranged  to  select  the  predetermined  table  from  the  plurality  of  tables  in  accordance  with  the  loca- 
tions  of  the  nozzles  and  the  temperature  detected  by  said  temperature  detecting  means  (26A,  27A). 

7.  An  image  recording  apparatus  according  to  any  one  of  the  preceding  claims,  wherein  the  plurality  of  recording 
heads  comprise  recording  heads  for  cyan,  magenta,  yellow  and  black. 

15 
8.  An  image  recording  apparatus  according  to  any  one  of  the  preceding  claims,  wherein  each  of  the  recording  heads 

is  arranged  to  discharge  ink  by  causing  a  state  transition  by  utilising  thermal  energy. 

9.  An  image  recording  apparatus  according  to  claim  4  or  claim  5,  wherein  the  nozzles  are  located  at  a  plurality  of  loca- 
20  tions,  said  apparatus  further  comprising  temperature  detecting  means  (26A,  27A)  for  detecting  a  temperature  of 

each  of  said  recording  heads,  wherein  said  separating  means  (23)  is  arranged  to  select  the  predetermined  table 
from  the  plurality  of  tables  in  accordance  with  the  locations  of  the  nozzles  and  the  temperature  detected  by  said 
temperature  detecting  means  (26A,  27A). 

25  10.  An  image  recording  apparatus  according  to  claim  4,  wherein  the  neighbouring  pixels  are  in  a  direction  of  arrange- 
ment  of  nozzles  of  the  recording  heads. 

11.  An  image  recording  apparatus  according  to  any  one  of  the  preceding  claims,  wherein  said  separation  control 
means  (28)  is  arranged  to  select  the  table  on  the  basis  of  a  recording  medium  used  for  recording. 

30 
12.  An  image  recording  apparatus  according  to  any  one  of  the  preceding  claims,  wherein  the  plurality  of  recording 

heads  are  associated  with  different  colour  families  and  the  separation  control  means  (28)  is  arranged  to  perform 
selection  of  the  table  only  for  recording  heads  associated  with  black  ink. 

35  13.  An  image  recording  apparatus  according  to  claim  12  when  dependent  upon  claim  5,  wherein  said  separation  con- 
trol  means  (28)  is  arranged  to  vary  weighting  of  pixels  recorded  by  the  recording  heads  associated  with  black  ink 
in  accordance  with  a  type  of  recording  medium. 

14.  An  image  recording  apparatus  according  to  claim  12,  wherein  the  plurality  of  colours  are  black,  cyan,  magenta,  and 
40  yellow. 

15.  An  image  recording  apparatus  according  to  claim  14,  wherein  said  separation  control  means  (28)  is  arranged  to 
generate  a  signal  supplied  to  said  head  driving  means  in  such  a  manner  that  the  signal  associated  with  the  black 
ink  is  outputted  second  or  later  in  order  in  the  plurality  of  colour  inks. 

45 
Patentanspruche 

1.  Bildaufzeichnungsvorrichtung  zum  Durchfiihren  einer  Bildaufzeichnung  unter  Verwendung  einer  Vielzahl  von  Auf- 
zeichnungskopfen,  wobei  jeder  der  Aufzeichnungskopfe  eine  Vielzahl  von  Dtisen  zum  AusstoBen  einer  Tinte  auf- 

50  weist,  und  wobei  zumindest  zwei  der  Aufzeichnungskopfe  zum  AusstoBen  von  Tinten  derselben  Farbfamilie  aber 
mit  unterschiedlichen  Konzentrationen  ausgestaltet  sind, 
dadurch  gekennzeichnet,  dafi 
die  Vorrichtung  umfaBt: 

55  eine  Trennungseinrichtung  (23)  mit  zumindest  zwei  verschiedenen  Tabellenarten  jeweils  zum  Steuern  einer 
Trennung  eines  Eingangsbildsignals  einer  einzelnen  Farbfamilie  in  entsprechende  getrennte  Ausgangsbildsi- 
gnale,  die  die  Ansteuerauslastung  der  zumindest  zwei  Aufzeichnungskopfe  zum  AusstoBen  der  Tinten  mit  ver- 
schiedenen  Konzentrationen  in  Ubereinstimmung  mit  der  Intensitat  des  aufzuzeichnenden 
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Eingangsbildsignals  bestimmen,  wobei  die  beiden  verschiedenen  Tabellenarten  so  ausgestaltet  sind,  daB  sich 
das  maximale  Gesamtvolumen  der  durch  die  zumindest  zwei  Aufzeichnungskopfe  zum  AusstoBen  der  Tinten 
mit  verschiedener  Konzentration  ausgestoBenen  Tinte  in  Ubereinstimmung  mit  der  zum  Erzeugen  der  getrenn- 
ten  Ausgangsbildsignale  verwendeten  Tabelle  andert; 

5  eine  Trennungssteuereinrichtung  (28)  zum  Bestimmen,  ob  es  sich  bei  den  Dtisen  in  jedem  der  zumindest  zweit 
Aufzeichnungskopfe,  aus  denen  Tinte  in  Ubereinstimmung  mit  dem  Bildsignal  ausgestoBen  werden  soil,  urn 
Dtisen  am  Rand  des  Aufzeichnungskopfs  handelt,  und  zum  Auswahlen  derjenigen  aus  den  zumindest  zwei 
verschiedenen  Tabellenarten,  die  nicht  das  groBte  maximale  GesamttintenausstoBvolumen  bereitstellt,  wenn 
die  Dusen,  aus  denen  die  Tinte  in  Ubereinstimmung  mit  dem  Bildsignal  ausgestoBen  werden  soil,  als  Randdu- 

10  sen  bestimmt  sind;  und 
eine  Kopfansteuereinrichtung  zum  Ansteuern  eines  jeden  der  Aufzeichnungskopfe  in  Ubereinstimmung  mit  der 
durch  die  Trennungseinrichtung  (23)  bestimmten  Kopfansteuerauslastung. 

2.  Bildaufzeichnungsvorrichtung  nach  Anspruch  1  ,  wobei  die  Ansteuerauslastung  der  Zahl  aktueller  AusstoBe  auf 
15  eine  Einheitsf  lache  pro  Zahl  moglicher  AusstoBe  auf  die  Einheitsf  lache  entspricht. 

3.  Bildaufzeichnungsvorrichtung  nach  Anspruch  1  oder  Anspruch  2,  wobei  die  Vielzahl  von  Dtisen  in  jedem  Aufzeich- 
nungskopf  in  einer  Linie  angeordnet  sind,  urn  eine  Diisenanordnung  zu  bilden,  und  wobei  die  Trennungssteuerein- 
richtung  ausgestaltet  ist  zum  Auswahlen  einer  der  Tabellen,  die  ein  TintenausstoBvolumen  der  Randdiisen  an 

20  Randern  der  Diisenanordnung  reprasentiert,  fur  die  das  AusstoBvolumen  geringer  ist  als  das  der  ubrigen  Dtisen, 
wenn  Werte,  die  die  Konzentrationen  der  Eingangsbildsignale  reprasentieren,  groBer  als  ein  vorbestimmter  Wert 
sind. 

4.  Bildaufzeichnungsvorrichtung  nach  Anspruch  1  ,  wobei  die  Trennungssteuereinrichtung  (28)  ausgestaltet  ist  zum 
25  Auswahlen  einer  der  Tabellen  auf  Grundlage  der  auf  einen  aufzuzeichnenden  Bildpunkt  und  dessen  Nachbarbild- 

punkte  bezogenen  Bildsignale. 

5.  Bildaufzeichnungsvorrichtung  nach  Anspruch  1  ,  wobei  die  Trennungseinrichtung  (23)  des  weiteren  eine  Operati- 
onseinrichtung  (32)  umfaBt  zum  Durchfiihren  einer  gewichteten  Summation  der  Bildsignale  entsprechender  Far- 

30  ben,  und  ausgestaltet  ist  zum  Auswahlen  einer  der  Tabellen  in  Ubereinstimmung  mit  der  AusgangsgroBe  der 
Operationseinrichtung  und  den  Bildsignalen. 

6.  Bildaufzeichnungsvorrichtung  nach  einem  der  vorgenannten  Anspriiche,  weiterhin  umfassend  eine  Temperaturer- 
fassungseinrichtung  (26A,  27A)  zum  Erfassen  der  Temperatur  eines  jeden  der  Aufzeichnungskopfe,  wobei  die 

35  Trennungseinrichtung  (23)  ausgestaltet  ist  zum  Auswahlen  der  vorbestimmten  Tabelle  aus  der  Vielzahl  von  Tabel- 
len  in  Ubereinstimmung  mit  der  Position  der  Dtisen  und  der  durch  die  Temperaturerfassungseinrichtung  (26A,  27A) 
erfaBten  Temperatur. 

7.  Bildaufzeichnungsvorrichtung  nach  einem  der  vorgenannten  Anspriiche,  wobei  die  Vielzahl  von  Aufzeichnungs- 
40  kopfen  Aufzeichnungskopfe  fur  Cyan,  Magenta,  Gelb  und  Schwarz  umfassen. 

8.  Bildaufzeichnungsvorrichtung  nach  einem  der  vorgenannten  Anspriiche,  wobei  jeder  der  Aufzeichnungskopfe  aus- 
gestaltet  ist  zum  AusstoBen  von  Tinte  durch  Verursachen  eines  Zustandsiibergangs  unter  Verwendung  thermi- 
scher  Energie. 

45 
9.  Bildaufzeichnungsvorrichtung  nach  Anspruch  4  oder  Anspruch  5,  wobei  die  Dtisen  an  einer  Vielzahl  von  Positionen 

angeordnet  sind,  und  wobei  die  Vorrichtung  weiterhin  umfaBt  eine  Temperaturerfassungseinrichtung  (26A,  27A) 
zum  Erfassen  einer  Temperatur  eines  jeden  der  Aufzeichnungskopfe,  wobei  die  Trennungseinrichtung  (23)  ausge- 
staltet  ist  zum  Auswahlen  der  vorbestimmten  Tabelle  aus  der  Vielzahl  von  Tabellen  in  Ubereinstimmung  mit  den 

so  Positionen  der  Dtisen  und  der  durch  die  Temperaturerfassungseinrichtung  (26A,  27A)  erfaBten  Temperatur. 

10.  Bildaufzeichnungsvorrichtung  nach  Anspruch  4,  wobei  sich  die  Nachbarbildpunkte  in  einer  Anordnungsrichtung 
der  Dtisen  des  Aufzeichnungskopfs  bef  inden. 

55  11.  Bildaufzeichnungsvorrichtung  nach  einem  der  vorgenannten  Anspriiche,  wobei  die  Trennungssteuereinrichtung 
(28)  ausgestaltet  ist,  zum  Auswahlen  der  Tabelle  auf  Grundlage  eines  fur  die  Aufzeichnung  verwendeten  Aufzeich- 
nungsmediums. 

12 
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12.  Bildaufzeichnungsvorrichtung  nach  einem  der  vorgenannten  Anspriiche,  wobei  die  Vielzahl  von  Aufzeichnungs- 
kopfen  auf  verschiedene  Farbfamilien  bezogen  sind  und  die  Trennungssteuereinrichtung  (28)  ausgestaltet  ist  zum 
Durchfiihren  der  Auswahl  der  Tabelle  lediglich  fur  auf  schwarze  Tinte  bezogene  Aufzeichnungskopfe. 

1  3.  Bildaufzeichnungsvorrichtung  nach  Anspruch  1  2  bei  dessen  Abhangigkeit  von  Anspruch  5,  wobei  die  Trennungs- 
steuereinrichtung  (28)  ausgestaltet  ist  zum  Andern  der  Gewichtung  der  durch  die  auf  schwarze  Tinte  bezogenen 
Aufzeichnungskopfe  aufgezeichneten  Bildpunkte  in  Ubereinstimmung  mit  einer  Art  des  Aufzeichnungsmediums. 

14.  Bildaufzeichnungsvorrichtung  nach  Anspruch  12,  wobei  die  Vielzahl  von  Farben  Schwarz,  Cyan,  Magenta  und 
Gelb  sind. 

15.  Bildaufzeichnungsvorrichtung  nach  Anspruch  14,  wobei  die  Trennungssteuereinrichtung  (28)  ausgestaltet  ist  zum 
Erzeugen  eines  der  Kopfsteuereinrichtung  zugefiihrten  Signals  in  der  Weise,  daB  das  auf  die  schwarze  Tinte  bezo- 
gene  Signal  in  der  Reihenfolge  der  Vielzahl  von  Farbtinten  an  zweiter  Stelle  oder  spater  ausgegeben  wird. 

Revendications 

1.  Appareil  d'enregistrement  d'image  pour  effectuer  un  enregistrement  d'image  en  utilisant  une  pluralite  de  tetes 
d'enregistrement,  chacune  desdites  tetes  d'enregistrement  comportant  une  pluralite  de  buses  pour  decharger  de 
I'encre,  et  au  moins  deux  desdites  tetes  d'enregistrement  etant  agencees  pour  decharger  des  encres  de  la  meme 
famille  de  couleur  mais  avec  des  concentrations  differentes,  caracterise  en  ce  que  I'appareil  comprend  : 

un  moyen  de  separation  (23)  comportant  au  moins  deux  types  differents  de  tables,  chacune  pour  commander 
la  separation  d'un  signal  d'image  d'entree  d'une  seule  famille  de  couleur  en  signaux  d'image  de  sortie  separes 
respectifs  determinant  le  rapport  cyclique  d'entramement  desdites  au  moins  deux  tetes  d'enregistrement  de 
decharge  d'encre  de  concentrations  differentes  en  fonction  de  I'intensite  du  signal  d'image  d'entree  a  enregis- 
trer,  les  deux  types  differents  de  tables  etant  agences  de  telle  sorte  que  le  volume  total  maximum  d'encre 
dechargee  par  lesdites  au  moins  deux  tetes  d'enregistrement  de  decharge  d'encre  de  concentrations  differen- 
tes,  varie  en  fonction  de  la  table  utilisee  pour  produire  lesdits  signaux  d'image  de  sortie  separes  ; 
un  moyen  (28)  de  commande  de  separation  pour  determiner  si  les  buses  dans  chacune  desdites  au  moins 
deux  tetes  d'enregistrement  a  partir  desquelles  de  I'encre  doit  etre  dechargee  en  fonction  du  signal  d'image 
sont  des  buses  au  bord  de  la  tete  d'enregistrement  et  pour  selectionner  celui  desdits  au  moins  deux  types  dif- 
ferents  de  tables  ne  fournissant  pas  le  plus  grand  volume  total  de  decharge  d'encre  lorsque  les  buses  a  partir 
desquelles  de  I'encre  doit  etre  dechargee  en  fonction  du  signal  d'image,  sont  determinees  comme  etant  des 
buses  de  bord  ;  et 
un  moyen  d'entramement  de  tete  pour  entramer  chacune  desdites  tetes  d'enregistrement  en  fonction  du  rap- 
port  cyclique  d'entramement  de  tete,  determine  par  ledit  moyen  de  separation  (23). 

2.  Appareil  d'enregistrement  d'image  selon  la  revendication  1  ,  dans  lequel  le  rapport  cyclique  d'entramement  est  le 
nombre  de  decharges  reelles  sur  une  surface  unitaire  par  nombre  de  decharges  possibles  sur  la  surface  unitaire. 

3.  Appareil  d'enregistrement  d'image  selon  la  revendication  1  ou  la  revendication  2,  dans  lequel  la  pluralite  de  buses 
sont  disposees  suivant  une  ligne  dans  chaque  tete  d'enregistrement  pour  former  un  reseau  de  buses  et  le  moyen 
de  commande  de  separation  est  agence  pour  selectionner  I'une  des  tables  representant  un  volume  de  decharge 
d'encre  de  la  buse  de  bord  aux  bords  du  reseau  de  buses,  pour  laquelle  le  volume  de  decharge  est  inferieur  a  celui 
des  autres  buses,  si  des  valeurs  representatives  de  concentrations  des  signaux  d'image  d'entree  sont  superieures 
a  une  valeur  predeterminee. 

4.  Appareil  d'enregistrement  d'image  selon  la  revendication  1  ,  dans  lequel  ledit  moyen  (28)  de  commande  de  sepa- 
ration  est  agence  pour  selectionner  I'une  desdites  tables  sur  la  base  des  signaux  d'image  associes  avec  un  pixel  a 
enregistrer  et  ses  pixels  voisins. 

5.  Appareil  d'enregistrement  d'image  selon  la  revendication  1  ,  dans  lequel  ledit  moyen  de  separation  (23)  comprend 
en  outre  un  moyen  operationnel  (32)  pour  effectuer  une  addition  ponderee  sur  des  signaux  d'image  de  couleurs 
respectives,  et  est  agence  pour  selectionner  I'une  des  tables  en  fonction  de  la  sortie  dudit  moyen  operationnel  et 
des  signaux  d'image. 

6.  Appareil  d'enregistrement  d'image  selon  I'une  quelconque  des  revendications  precedentes,  comprenant  en  outre 
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un  moyen  (26A,  27A)  de  detection  de  temperature  pour  detecter  la  temperature  de  chacune  desdites  tetes  d'enre- 
gistrement,  ledit  moyen  de  separation  (23)  etant  agence  pour  selectionner  la  table  predeterminee  parmi  la  pluralite 
de  tables  en  fonction  des  emplacements  des  buses  et  de  la  temperature  detectee  par  ledit  moyen  (26A,  27A)  de 
detection  de  temperature. 

.  Appareil  d'enregistrement  d'image  selon  I'une  quelconque  des  revendications  precedentes,  dans  lequel  la  pluralite 
de  tetes  d'enregistrement  comprend  des  tetes  d'enregistrement  pour  le  cyan,  le  magenta,  le  jaune  et  le  noir. 

.  Appareil  d'enregistrement  d'image  selon  I'une  quelconque  des  revendications  precedentes,  dans  lequel  chacune 
des  tetes  d'enregistrement  est  agencee  pour  decharger  de  I'encre  en  provoquant  une  transition  d'etat  en  utilisant 
de  I'energie  thermique. 

.  Appareil  d'enregistrement  d'image  selon  la  revendication  4  ou  la  revendication  5,  dans  lequel  les  buses  sont 
situees  a  une  pluralite  d'emplacements,  ledit  appareil  comprenant  en  outre  un  moyen  (26A,  27A)  de  detection  de 
temperature  pour  detecter  la  temperature  de  chacune  desdites  tetes  d'enregistrement,  ledit  moyen  de  separation 
(23)  etant  agence  pour  selectionner  la  table  predeterminee  a  partir  de  la  pluralite  de  tables  en  fonction  des  empla- 
cements  des  buses  et  de  la  temperature  detectee  par  ledit  moyen  (26A,  27A)  de  detection  de  temperature. 

0.  Appareil  d'enregistrement  d'image  selon  la  revendication  4,  dans  lequel  les  pixels  voisins  sont  dans  une  direction 
d'agencement  des  buses  des  tetes  d'enregistrement. 

1.  Appareil  d'enregistrement  d'image  selon  I'une  quelconque  des  revendications  precedentes,  dans  lequel  ledit 
moyen  (28)  de  commande  de  separation  est  agence  pour  selectionner  la  table  sur  la  base  d'un  support  d'enregis- 
trement  utilise  pour  un  enregistrement. 

2.  Appareil  d'enregistrement  d'image  selon  I'une  quelconque  des  revendications  precedentes,  dans  lequel  la  pluralite 
de  tetes  d'enregistrement  sont  associees  avec  differentes  families  de  couleur  et  le  moyen  (28)  de  commande  de 
separation  est  agence  pour  effectuer  une  selection  de  la  table,  uniquement  pour  des  tetes  d'enregistrement  asso- 
ciees  avec  de  I'encre  noire. 

3.  Appareil  d'enregistrement  d'image  selon  la  revendication  12  lorsqu'elle  depend  de  la  revendication  5,  dans  lequel 
ledit  moyen  (28)  de  commande  de  separation  est  agence  pour  faire  varier  la  ponderation  de  pixels  enregistres  par 
les  tetes  d'enregistrement  associees  avec  de  I'encre  noire  en  fonction  d'un  type  de  support  d'enregistrement. 

4.  Appareil  d'enregistrement  d'image  selon  la  revendication  12,  dans  lequel  la  pluralite  de  couleurs  sont  le  noir,  le 
cyan,  le  magenta  et  le  jaune. 

5.  Appareil  d'enregistrement  d'image  selon  la  revendication  14,  dans  lequel  ledit  moyen  (28)  de  commande  de  sepa- 
ration  est  agence  pour  generer  un  signal  applique  audit  moyen  d'entramement  de  tete,  de  maniere  telle  que  le 
signal  associe  avec  I'encre  noire  est  delivre  en  deuxieme  ou  ulterieurement  dans  I'ordre  de  la  pluralite  d'encres  en 
couleurs. 
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