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(54) COATING METHOD, COATING BAR HEAD, AND COATING DEVICE

(57) [Problem] An embodiment of the present inven-
tion provides a coating method, a coating bar head and
a coating apparatus which enables coating in which
changes in coating film thickness is less likely to occur,
even when performing meniscus coating at a high speed.

[Solution] This coating method is a coating method

including: supplying a coating liquid between a coating
bar head and a substrate to form a meniscus; and moving
the substrate, wherein a cross section of the coating sur-
face of the bar head in the direction of coating, is a convex
curve, and has bending points at both ends of the curve.
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Description

TECHINICAL FIELD

[0001] Embodiments of the present invention relates
to a coating method, a coating bar head and a coating
apparatus.

BACKGROUND ART

[0002] Organic thin-film solar cells and organic-inor-
ganic hybrid solar cells using organic semiconductors
are expected as low-cost solar cells, since inexpensive
coating methods can be used for the formation of active
layers. In order to achieve the production of organic thin-
film solar cells and organic-inorganic hybrid solar cells
at low cost, it is required to uniformly coat coating mate-
rials for forming organic active layers and other layers.
Each layer has a film thickness of from about several
nanometers to several hundred nanometers, and it is re-
quired to form such an extremely thin layer over a large
area, with a high uniformity. For example, meniscus coat-
ing is known as one of roll to roll (R2R) coating methods
which are capable of coating a very thin layer over large
area, at low cost. However, in a conventional meniscus
coating method, changes in the coating thickness are
more likely to occur, since the distance between a sub-
strate and a coating bar head is more likely to change
when coating is performed at a high speed. In cases
where a uniform coating thickness is required, as in the
case of a common solar cell module, changes in the coat-
ing thickness are required to be small. Therefore, an im-
proved meniscus coating method is needed, which al-
lows for obtaining a uniform coating thickness even when
coated at a high speed.

PRIOR ART DOCUMENTS

PATENT DOCUMENTS

[0003] [Patent document 1] Japanese Patent No.
5981594

DISCLOSURE OF INVENTION

PROBLEM TO BE SOLVED BY THE INVENTION

[0004] The embodiment of the present invention pro-
vides a coating method which enables coating in which
changes in coating film thickness is less likely to occur,
even when performing meniscus coating at a high speed,
and a coating bar head and a coating apparatus which
can realize the coating method..

MEANS FOR SOLVING PROBLEM

[0005] The coating method according to an embodi-
ment of the present invention is a coating method includ-

ing:

supplying a coating liquid between a coating bar
head and a substrate to form a meniscus; and
moving the substrate to form a coating film on the
surface of the substrate;
wherein a cross section of the coating bar head in
the direction perpendicular to the longitudinal direc-
tion thereof has, on the periphery thereof:

(a) a curve which is convex outward and which
corresponds to a cylindrical surface of the bar
head opposed to the substrate; and
(b) two bending points which are located at both
ends of the curve and which correspond to the
ends of the cylindrical surface in parallel with the
longitudinal direction thereof; and

wherein the curve in the cross section has a curva-
ture radius of from 10 to 100 mm.

[0006] The coating bar head according to an embodi-
ment of the present invention is a coating bar head for
meniscus coating,

wherein, in the meniscus coating, a coating liquid is
supplied between a coating bar head and a substrate
to form a meniscus, and the substrate is moved,
wherein a cross section of the coating bar head in
the direction perpendicular to the longitudinal direc-
tion thereof has, on the periphery thereof:

(a) a curve which is convex outward and which
corresponds to a cylindrical surface of the bar
head opposed to the substrate; and
(b) two bending points which are located at both
ends of the curve and which correspond to the
ends of the cylindrical surface in parallel with the
longitudinal direction thereof;

and
wherein the curve in the cross section has a curva-
ture radius of from 10 to 100 mm.

[0007] The coating apparatus according to an embod-
iment of the present invention is a coating apparatus in-
cluding:

a coating bar head;
a substrate transport member; and
a coating liquid supply member;
wherein these members are disposed such that a
meniscus is formed between the bar head and a sub-
strate which is transported by the substrate transport
member, when a coating liquid is supplied therebe-
tween;
wherein a cross section of the coating bar head in
the direction perpendicular to the longitudinal direc-
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tion thereof has, on the periphery thereof:

(a) a curve which is convex outward and which
corresponds to a cylindrical surface of the bar
head opposed to the substrate; and
(b) two bending points which are located at both
ends of the curve and which correspond to the
ends of the cylindrical surface in parallel with the
longitudinal direction thereof;

and
wherein the curve in the cross section has a curva-
ture radius of from 10 to 100 mm.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008]

FIG. 1 is a schematic diagram illustrating a coating
method according to an embodiment of the present
invention.
FIG. 2 is a perspective view of a coating bar head
embodiment according to an embodiment of the
present invention.
FIG. 3 is a diagram illustrating a cross-sectional
shape of the coating bar head.
FIG. 4 is a cross-sectional view illustrating the rela-
tionship among the coating bar head, a planar sub-
strate, and a meniscus formed therebetween.
FIG. 5 is a schematic diagram illustrating a coating
apparatus according to an embodiment of the
present invention.

DETAILED DESCRIPTION

[0009] Embodiments will now be explained with refer-
ence to the accompanying drawings.
[0010] Configurations common to the embodiments
are designated with the same reference numerals, and
redundant description will be omitted. Further, respective
figures are schematic diagrams for illustrating the em-
bodiments and facilitating the understanding thereof, and
the shapes, dimensions, ratios and the like thereof may
be different from those of the actual apparatus. The de-
signs of these can be modified as appropriate, in consid-
eration of the following description and known tech-
niques.
[0011] FIG. 1 is a schematic diagram (cross-sectional
view) illustrating a coating method according to an em-
bodiment of the present invention. In the coating method,
a coating liquid 3 is supplied between a curved surface
1a of a coating bar head 1, which surface is opposed to
a substrate 2, and the substrate 2 which is moving, to
continuously form a coating film 6 on a substrate surface
2a. In the embodiment shown in FIG. 1, the substrate 2
is moving upward from below in the vertical direction, and
the curved surface of the coating bar head is disposed
so as to be opposed to the substrate surface 2a. Then

the coating liquid 3 is supplied from a coating liquid supply
nozzle 5 onto the curved surface of the coating bar head,
and a meniscus 4 is formed between the curved surface
of the coating bar head and the substrate, due to the
surface tension of the coating liquid.
[0012] In the present embodiment, the coating bar
head has a specific shape. FIG. 2 shows a perspective
view of the coating bar head used in the embodiment;
FIG. 3 shows a cross-sectional view in the direction per-
pendicular to the longitudinal direction of the coating bar
head; and FIG. 4 shows a diagram illustrating the state
in which the coating liquid 6 is introduced between the
coating bar head 1 and the substrate 2, which is planar,
to form the meniscus 4. As shown in FIG. 2, the surface
1a of the coating bar head, opposed to the substrate, is
a cylindrical surface protruding outward. The cylindrical
surface has ridge lines 8 and 9 at the ends of the cylin-
drical surface in parallel with the longitudinal direction
thereof.
[0013] The shape of the coating bar head can be char-
acterized by the shape of a cross section in the direction
perpendicular to the longitudinal direction thereof. The
cross section has a shape including, on the periphery
thereof:

(a) a curve which is convex outward and which cor-
responds to a cylindrical surface of the bar head op-
posed to the substrate; and
(b) two bending points which are located at both ends
of the curve and which correspond to the ends of the
cylindrical surface in parallel with the longitudinal di-
rection thereof. Further, the curve in the cross sec-
tion has a curvature radius of from 10 to 100 mm.

[0014] The portion of the coating bar head 1 which cor-
responds to the surface 1a opposed to the substrate 2
is a curve 7. The curve 7 has a shape which is convex
outward. The curve 7 has bending points 8a and 9a cor-
responding to the ridge lines 8 and 9, respectively, at
both ends thereof. The curve 7 is typically a single circular
arc. In FIG. 3, the curve 7 is a circular arc having a cur-
vature radius of r1.
[0015] The bending points 8a and 8b have bending
angles θ8 and θ9, respectively; and the length of the curve
between the bending points 8a and 8b is length d.
[0016] The coating bar head 1 and the substrate 2 are
disposed at a minimum gap Go; the coating liquid layer
to be formed between the coating bar head 1 and the
substrate 2 has a maximum thickness G; and the coating
liquid layer has a width b.
[0017] The present inventors have investigated the re-
lationships between these parameters and the coating
film thickness in specific detail, and examined the rela-
tionships between the minimum gap Go or the curvature
radius r1, and the coating film thickness upon changes
in meniscus liquid amount L. As a result, the present in-
ventors have found out, when the surface 1a of the coat-
ing bar head is a cylindrical surface (developable surface)
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protruding outward, namely, when the portion corre-
sponding to the cylindrical surface, in the cross section
of the coating bar head, is a curve convex outward, that
changes in the coating film thickness are small in cases
where the minimum gap Go changes. When an R2R high-
speed coating is performed by meniscus coating, the gap
between the coating bar head and the substrate is prone
to change due to vibration and the like, but such an in-
fluence can be reduced by the use of a coating bar head
having a specific shape.
[0018] Further, by providing the ridge lines 8 and 9 on
both sides of the surface 1a opposed to the substrate,
instead of forming a coating bar head in the form of a
cylinder, namely, by providing the bending points 8a and
8b on both ends of the curve 7 in the cross section, the
position of the meniscus is stabilized by the pinning effect,
as a result of which changes in the coating film thickness
are reduced. Since a cylindrical bar is used in a conven-
tional meniscus coating method, the size of the coating
apparatus used needs to be increased in the case of
using a cylindrical bar having a high curvature. Further,
the shape and the position of a nozzle for introducing a
coating liquid are restricted, for example, resulting in a
poor operability. When the cylindrical surface of the coat-
ing bar head has ridge lines at both ends thereof, the size
of the bar head can be reduced, and the operability is
improved.
[0019] The respective parameters will now be de-
scribed in specific detail.
[0020] The coating film thickness increases when the
thickness G and the width b of the coating liquid layer
present between the coating bar head 1 and the substrate
2 are increased. Accordingly, when the thickness G and
the width b are stable during coating, the resulting coating
film has a uniform thickness. However, since the amount
of the coating liquid supplied from a nozzle during coating
is constant in general, changes in the thickness G or the
minimum gap Go leads to changes in the width b, and
the coating film thickness is more likely to be nonuniform.
In order to minimize the influence of such changes, it is
effective to adjust the curvature radius r1. In the present
embodiment, the curvature radius ri is from 10 to 100
mm, and preferably from 20 to 80 mm, in order to stabilize
the thickness G, the minimum gap Go or the width b, and
to form a uniform coating film. The curve 7 need not be
a single circular arc, and may include a portion having a
different curvature radius. In such a case, it is preferred
that the curve 7 have an average curvature radius within
the above described range. In such a case, the average
curvature radius is referred to as the curvature radius,
for convenience.
[0021] The minimum gap Go between the coating bar
head and the substrate is preferably from 80 to 600 mm,
more preferably from 100 to 500 mm, and particularly
preferably from 150 to 400 mm. When the minimum gap
is smaller than the above described range, streaky une-
venness is more likely to occur. When the minimum gap
is larger than the above described range, the coating film

tends to have too large a thickness, and to have an un-
even thickness due to uneven drying. The minimum gap
can be controlled using an actuator, a gap ring or the like.
[0022] The angles θ8 and θ9 at the bending points are
preferably from 90 to 150°, and more preferably from 100
to 130°. When the angles θ8 and θ9 are smaller than the
above described range, it becomes difficult for the coat-
ing liquid to return to the cylindrical surface 1a upon over-
flowing across the ridge lines. When the angles θ8 and
θ9 are larger than the above described range, the effect
of stabilizing the position of the coating liquid layer (pin-
ning effect) tends to decrease. It is noted here that the
bending points 8a and 8b need not be "points", and may
each be, for example, a chamfered or filleted corner. In
cases where each bending point is a filleted corner, and
when the filleted portion has a large curvature radius, the
pinning effect and the like are reduced; accordingly, the
curvature radius at each bending point is preferably 1
mm or less.
[0023] Further, in the coating bar head shown in FIG.
3, the angles θ8 and θ9 are different from each other, and
the cross section of the bar head is asymmetrical with
respect to the axis extending in the direction perpendic-
ular to the coating surface. However, the cross section
of the bar head may be symmetrical.
[0024] The length d of the curve between the bending
points is preferably from 5 to 30 mm, and more preferably
from 7 to 25 mm. When the length d is shorter than the
above described range, the resulting meniscus is more
likely to be unstable. When the length d is longer than
the above described range, the resulting coating film
tends to have too large a thickness, and liquid supply
tends to be difficult due to an increased size of the bar
head.
[0025] The surface of the coating bar head may be a
mirror surface, or may be a cloudy surface with uneven-
ness. The cloudy surface tends to have a better wetta-
bility with the coating liquid. Further, the surface of the
coating bar head may be a combination of a plurality of
surfaces having different wettabilities. For example, it is
preferred that the surface 1a onto which the coating liquid
is supplied have a good wettability, and the side surfaces,
which are in contact with the surface 1a with the ridge
lines 8 and 9 as boundaries, have a poor wettability, be-
cause the pinning effect can be increased.
[0026] Further, the coating bar head may include a di-
viding groove arranged in the transverse direction there-
of. This enables the formation of coating films in the form
of strips.
[0027] The moving direction of the substrate is not par-
ticularly limited. However, it is preferred that the coating
is performed while transporting the substrate upward
from below. As shown in FIG. 1, for example, gravity is
applied to the meniscus portion by moving the substrate
upward from below in the vertical direction, and thus a
uniform film can be more easily formed even when coated
at a high speed. However, the moving direction can be
adjusted depending on the configuration of the apparatus
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and the physical properties of the coating liquid to be
used, and is usually within the range of 630° with respect
to the vertical direction.
[0028] Although FIG. 1 shows an example in which the
substrate has a plate-like shape, the substrate may be
curved so as to protrude toward the side of the coating
bar head. In other words, by providing a roller or the like
on the side of the substrate opposite to the coating bar
head, the substrate can be made to curve such that the
substrate surface protrudes toward the side of the coating
bar head, at the portion where the meniscus is formed.
[0029] In this case, when the curvature radius of the
curve of the coating bar head is defined as r1, and the
curvature radius of the curved portion of the substrate is
defined as r2, r0 represented by the following formula: 

is preferably from 20 to 80 mm, and more preferably from
40 to 60 mm. Further, it is preferred that 

or 

is satisfied.
[0030] When the curved portion of the substrate has a
larger curvature radius r2, a lower stress is applied to the
substrate, resulting in a lower strain. When the substrate
includes a fragile film, the curved portion preferably has
an extremely large curvature radius r2.
[0031] FIG. 5 is a schematic diagram of a coating ap-
paratus 10. The coating apparatus 10 includes: the coat-
ing bar head 1; rollers 11 as substrate transport members
that transport the substrate 2; a nozzle 5 as a coating
liquid supply member that supplies the coating liquid 3
to the coating bar head 1; and a pump 14 that supplies
the coating liquid 3 from a tank 13 to the nozzle 5 through
a tube 12. In cases where the coating is performed over
a large coating width, namely, when the coating bar head
has a large length in the longitudinal direction, it is desir-
able to provide a plurality of nozzles arranged in parallel
in the longitudinal direction of the coating bar head. It is
preferred that the nozzles be each individually detacha-
ble, and the distances between the nozzles can be
changed, in order to facilitate maintenance, and to obtain
a uniform film depending on the physical properties of
the coating liquid. Alternatively, each nozzle may be pro-
vided as one slit. In this case, it is preferred that the in-
terior of the slit be provided with a liquid reservoir, an
uneven structure, a flow channel or the like for achieving
liquid supply in a uniform manner.
[0032] The substrate transport members are prefera-

bly those that transport the substrate upward from below,
and the coating liquid supply member is preferably one
that supplies the coating liquid from the upper portion of
the coating bar head. This makes gravity to be applied
to the meniscus portion, and enables coating at a higher
speed. Further, the dripping of the coating liquid can be
reduced by supplying the coating liquid from the upper
portion of the coating bar head.
[0033] The coating apparatus 10 can further include a
member that measures and controls the distance (G or
Go) between the coating bar head and the substrate.
This member enables to further improve the uniformity
of the coating film thickness.
[0034] The coating apparatus 10 can further include a
washing member that washes the coating bar head. This
allows for washing the coating bar head on a regular ba-
sis, and eliminating impurities coming in from an atmos-
phere and solids precipitated from the coating liquid. Spe-
cifically, the washing member may be, for example, a
member that sprays or injects a solvent such as water,
or a member that applies an ultrasonic wave.
[0035] The coating apparatus 10 can further include a
member that collects an excessive coating liquid during
coating. This member facilitates the prevention of the
backward flow of the coating liquid and the loss of an
expensive coating liquid, as well as the prevention of the
release of the solvent and the like into the environment.

(Example 1)

[0036] In Example 1, the step of coating a coating ma-
terial was carried out as follows, using the coating appa-
ratus 10 shown in FIG. 5. First, a coating bar head made
of SUS 303 and having a length in the coating width di-
rection of 100 mm is prepared, in which, in the cross
section of the coating bar head shown in FIG. 3, the cur-
vature radius r1 is 40 mm, the angles θ8 and θ9 at the
bending points are 120° and 90°, respectively, and the
length of the curve between the bending points is 25 mm.
[0037] To 1 mL of monochlorobenzene, 8 mg of PTB7
([poly{4,8-bis[(2-ethylhexyl)oxy]benzo[1,2-b:4,5-b’]dithi-
ophen e-2,6-diyl-1t-alt-3-fluoro-2-[(2-ethylhexyl)carbon-
yl]thieno[3,4-b]thiophene-4,6-diyl}]/ p-type semiconduc-
tor), and 12 mg of PC70BM ([6,6]phenyl-C71-butyric acid
methyl ester/ n-type semiconductor) are dispersed, to
prepare a coating liquid, which is a material for forming
an organic active layer of a solar cell. The coating liquid
supply member includes five nozzles, whereby the coat-
ing liquid is supplied between the coating bar head and
the substrate. The coating liquid is supplied to the nozzles
from one tank through five tubes, by applying a nitrogen
pressure to the tank. The respective nozzles are provided
at intervals of 20 mm. Each nozzle is a needle made of
stainless steel. The object to be coated is a substrate
composed of a PET film roll provided with indium tin oxide
(ITO) on the side of the surface to be coated. The coating
bar head is disposed, using an actuator, such that the
minimum gap distance between the coating bar head and
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the PET substrate is 150 mm. A quantity of 40 mL of the
coating liquid is supplied from each nozzle to the coating
bar head, to form a meniscus column. While adjusting
the angles of the nozzles and the gap distance, the coat-
ing liquid is coated on the PET substrate to obtain a coat-
ing film. The moving speed of the PET substrate is con-
trolled constant at 83 mm/s. The coating liquid is contin-
uously supplied from the nozzles, and coated to a length
of 20 m. The film thickness after drying, of the mid-portion
of the coating film in a length of 18 m, was measured
from the absorption spectrum of the film, and the coating
film thickness in a wet state was determined. As a result,
the coating film thickness is 10.5 6 0.1 mm.

(Example 2)

[0038] The coating is carried out in the same manner
as in Example 1, except for using a coating bar head
made of SUS 303 and having a curvature radius of 10
mm. The resulting coating film has a thickness of 11.2 6
0.3 mm.

(Example 3)

[0039] The coating is carried out in the same manner
as in Example 1, except for using a coating bar head
made of SUS 303 and having a curvature radius of 100
mm. The resulting coating film has a thickness of 9.5 6
0.3 mm.

(Example 4)

[0040] The coating is carried out in the same manner
as in Example 1, except that the minimum gap distance
Go is adjusted to 550 mm, and that 600 mL of the coating
liquid is supplied from each nozzle, to form a meniscus
column. The resulting coating film has a thickness of 25.0
6 0.3 mm.

(Example 5)

[0041] The coating is carried out in the same manner
as in Example 1, except that a roller having a curvature
radius of 200 mm is disposed so as to be opposed to the
coating bar head, so that the substrate is made to curve
so as to protrude toward the bar head, and that a coating
bar head made of SUS 303 and having a curvature radius
of 80 mm is used. The curvature radius r0 generated by
the above arrangement is 57 mm. The resulting coating
film has a thickness of 10.0 mm, and a nonuniformity of
less than 0.1 mm.

(Comparative Example 1)

[0042] The coating is carried out in the same manner
as in Example 1, except for using a coating bar head
made of SUS 303 and having a level bottom surface. The
resulting coating film has a thickness of 12.0 6 1.0 mm.

(Comparative Example 2)

[0043] The coating is carried out in the same manner
as in Example 1, except for using a coating bar head
made of SUS 303 and having a curvature radius of 8 mm.
The resulting coating film has a thickness of 13.0 6 0.7
mm.

(Comparative Example 3)

[0044] The coating is carried out in the same manner
as in Example 1, except for using a coating bar head
made of SUS 303 and having a curvature radius of 110
mm. The resulting coating film has a thickness of 9.2 6
0.6 mm.
[0045] While several embodiments of the present in-
vention have been described, these embodiments have
been presented by way of example only, and are not
intended to limit the scope of the inventions. These novel
embodiments can be implemented in a variety of other
forms, and various omissions, substitutions and changes
can be made without departing from the spirit of the in-
ventions. These embodiments and modifications thereof
are included in the scope and spirit of the invention, and
are included in the invention described in the claims and
their equivalents.

REFERENCE SIGNS LIST

[0046]

1 coating bar head
2 substrate
3 coating material
4 meniscus
5 nozzle
6 coating film
7 curve
8 bending point
9 bending point
10 coating apparatus
11 roller
12 tube
13 tank
14 pump

Claims

1. A coating method comprising:

supplying a coating liquid between a coating bar
head and a substrate to form a meniscus; and
moving said substrate to form a coating film on
a surface of said substrate;
wherein a cross section of said coating bar head
in the direction perpendicular to the longitudinal
direction thereof has, on the periphery thereof:
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(a) a curve which is convex outward and
which corresponds to a cylindrical surface
of said bar head opposed to said substrate;
and
(b) two bending points which are located at
both ends of the curve and which corre-
spond to the ends of said cylindrical surface
in parallel with the longitudinal direction
thereof;
and

wherein the curve in the cross section has a cur-
vature radius of from 10 to 100 mm.

2. The coating method according to claim 1, wherein
the curve is a circular arc.

3. The coating method according to claim 1 or 2, where-
in the minimum interval between said coating bar
head and said substrate is from 80 to 600 mm.

4. The coating method according to any one of claims
1 to 3, wherein at least one of the two bending points
has a bending angle of from 90 to 150°.

5. The coating method according to any one of claims
1 to 4, wherein the curve between the two bending
points has a length of from 5 to 30 mm.

6. The coating method according to any one of claims
1 to 5,

wherein said substrate is curved so as to pro-
trude toward said coating bar head, at the por-
tion thereof where the meniscus is formed; and
wherein, when the curvature radius of the curve
in the cross section of said coating bar head is
defined as r1, and the curvature radius of the
curved portion of said substrate is defined as r2,
r0 represented by the following formula: 

is from 20 to 80 mm.

7. The coating method according to claim 6, wherein 

or 

is satisfied.

8. The coating method according to any one of claims
1 to 7, wherein said coating bar head is fixed hori-
zontally, and said substrate is transported upward
from below.

9. The coating method according to claim 8, wherein
said coating liquid is supplied from the upper portion
of said coating bar head.

10. A coating bar head for meniscus coating,

wherein, in the meniscus coating, a coating liq-
uid is supplied between a coating bar head and
a substrate to form a meniscus, and said sub-
strate is moved,
wherein a cross section of said coating bar head
in the direction perpendicular to the longitudinal
direction thereof has, on the periphery thereof:

(a) a curve which is convex outward and
which corresponds to a cylindrical surface
of said bar head opposed to said substrate;
and
(b) two bending points which are located at
both ends of the curve and which corre-
spond to the ends of said cylindrical surface
in parallel with the longitudinal direction
thereof;
and

wherein the curve in the cross section has a cur-
vature radius of from 10 to 100 mm.

11. The coating bar head according to claim 10, wherein
at least one of the two bending points has a bending
angle of from 90 to 150°.

12. The coating bar head d according to claim 10 or 11,
wherein the curve between the two bending points
has a length of from 5 to 30 mm.

13. A coating apparatus comprising:

a coating bar head;
a substrate transport member; and
a coating liquid supply member;
wherein these members are disposed such that
a meniscus is formed between said bar head
and a substrate which is transported by said sub-
strate transport member, when a coating liquid
is supplied therebetween;
wherein a cross section of said coating bar head
in the direction perpendicular to the longitudinal
direction thereof has, on the periphery thereof:

(a) a curve which is convex outward and
which corresponds to a cylindrical surface
of said bar head opposed to said substrate;

11 12 
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and
(b) two bending points which are located at
both ends of the curve and which corre-
spond to the ends of said cylindrical surface
in parallel with the longitudinal direction
thereof;
and

wherein the curve in the cross section has a cur-
vature radius of from 10 to 100 mm.

14. The coating apparatus according to claim 13,

wherein said substrate is curved so as to pro-
trude toward said coating bar head, at the por-
tion thereof where the meniscus is formed; and
wherein, when the curvature radius of the curve
in the cross section of said coating bar head is
defined as r1, and the curvature radius of the
curved portion of said substrate is defined as r2,
r0 represented by the following formula: 

is from 20 to 80 mm.

15. The coating apparatus according to claim 14, where-
in 

or 

is satisfied.

16. The coating apparatus according to any one of
claims 13 to 15, wherein said coating bar head is
fixed horizontally, and said substrate transport mem-
ber transports said substrate upward from below.

17. The coating apparatus according to claim 16, where-
in a coating liquid supply nozzle is disposed at the
upper portion of said coating bar head.

18. The coating apparatus according to any one of
claims 13 to 17, further comprising a means that
measures and controls the distance between said
coating bar head and said substrate.

19. The coating apparatus according to any one of
claims 13 to 16, further comprising a washing mem-
ber that washes said coating bar head.

20. The coating apparatus according to any one of
claims 13 to 19, further comprising a member that
collects an excessive coating liquid during coating.
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