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Description

Background

[0001] As the demand for wireless data communication using wireless user equipments (UEs) has increased, wireless
access service providers are increasingly facing challenges in meeting capacity demands in regions where the density
of users is relatively high. To address capacity issues, deployment of small cells has been proposed. A small cell (or
multiple small cells) can operate within a coverage area of a larger cell, referred to as a macro cell. A small cell has a
coverage area that is smaller than the coverage area of the macro cell. A small cell (or multiple small cells) can also
operate outside the coverage area of the macro cell.
[0002] If small cells are deployed, then communications with UEs can be offloaded from the macro cell to the small
cells. In this way, data communication capacity is increased to better meet data communication demands in regions of
relatively high densities of UEs.
[0003] WO2009/086991 A1 relates to assigning global cell identifiers to all neighbour cells. "3rd Generation Partnership
Project; Technical Specification Group Services and System Aspects; 3GPP System Architecture Evolution) SAE_;
Security architecture (Release 12)", 3GPP STANDARD; 3GPP TS 33.401, 3RD GENERATION PARTNERSHIP
PROJECT (3GPP), MOBILE COMPETENCE CENTRE; describes a security architecture for 3GPP systems.

Summary

[0004] The invention is set out in the claims. In general, according to some implementations, a first radio connection
is established between a first cell and a user equipment (UE). A network identity of a second cell is determined based
on a first set of at least one network identity associated with the first cell, where the second cell is associated with a
second set of at least one network identity. The determined network identity is useable for establishing a second radio
connection between the second cell and the UE.
[0005] Other or alternative features will become apparent from the following description, from the drawings, and from
the claims.

Brief Description Of The Drawings

[0006] Some embodiments are described with respect to the following figures.

Fig. 1 is a schematic diagram of an example network arrangement that includes macro cells and small cells, in
accordance with some implementations.

Fig. 2 is a schematic diagram of an example key hierarchy for a single wireless connection between a user equipment
(UE) and a wireless access network node.

Fig. 3 is a flow diagram of a process of a macro wireless access network node, according to some implementations.

Figs. 4 and 5 are block diagrams of protocol layers in a macro wireless access network node and a small cell wireless
access network node, according to some examples.

Figs. 6 and 7 are schematic diagrams of example key hierarchies for dual wireless connections between a UE and
multiple cells, according to various implementations.

Fig. 8 is a schematic diagram of key chaining for dual wireless connections between a UE and multiple cells,
according to some implementations.

Fig. 9 is a schematic diagram of mobility of a UE in a cluster of small cells without macro cell coverage, according
to some implementations.

Fig. 10 is a schematic diagram of key chaining for a handover procedure of a UE in the cluster of cells, according
to further implementations.

Fig. 11 is a flow diagram of a cluster handover process, according to further implementations.

Fig. 12 is a block diagram of an example system according to some implementations.
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Detailed Description

[0007] Services of small cells are provided by small cell wireless access network nodes. Similarly, services of macro
cells are provided by macro wireless access network nodes. A macro cell has a coverage area that is generally larger
than the coverage area of a small cell provided by a small cell wireless access network node. A wireless access network
node is responsible for performing wireless transmissions and receptions with user equipments (UEs) within a coverage
area of the cell. A coverage area can refer to a region where mobile services can be provided by a network node to a
target level. Examples of UEs can include any of the following: smart phones, personal digital assistants, notebook
computers, tablet computers, or any other devices that are capable of wireless communications.
[0008] Examples of small cell wireless access network nodes include pico wireless access network nodes, femto
wireless access network nodes, relay nodes, and so forth. A pico cell provided by a pico wireless access network node
refers to a cell that has a relatively small coverage area, such as within a building, a train station, an airport, an aircraft,
or other small area. A femto cell provided by a femto wireless access network node is a cell that is designed for use in
a home or small business. A femto cell is associated with a closed subscriber group (CSG), which specifies that only
users within a specified group are allowed to access the femto cell. A relay node is used for wirelessly relaying data
from one wireless entity to another wireless entity. There can be other examples of small cell wireless access network
nodes.
[0009] A UE is able to establish multiple concurrent connections with respective wireless access network nodes. For
example, a UE can establish a dual connection with a macro wireless access network node and a small cell wireless
access network node. In other cases, a UE can establish more than two concurrent wireless connections with respective
wireless access network nodes, such as one macro wireless access network node and two or more small cell wireless
access network nodes. A UE that establishes multiple concurrent wireless connections with respective wireless access
network nodes consumes the radio resources provided by those wireless access network nodes.
[0010] To provide security of communications over the air between a UE and a wireless access network node, various
keys can be employed. A key can be used for protecting information in a control plane or a user plane. For example, a
key can be used for ciphering (encrypting) the information that is communicated between a UE and a wireless access
network node. Encryption encodes information using an encryption key to prevent an unauthorized entity from reading
the encoded information. A key can also be used for providing information integrity, in which an integrity key can be
used to confirm that received information is from an intended source.
[0011] A control plane exchanges control signals between a wireless access network node and a UE to perform
specified control tasks, such as any or some combination of the following: network attachment of a UE, authentication
of the UE, setup of radio bearers for the UE, mobility management to manage mobility of the UE, performance of handover
decisions based on neighbor cell measurements sent by the UE, transmission of a paging message to the UE, broadcast
of system information, control of UE measurement reporting, and so forth. Although examples of control tasks and control
messages in a control plane are listed above, it is noted that in other examples, other types of control messages and
control tasks can be provided. More generally, a control plane can perform call control and connection control functions,
and can provide messaging for setting up calls or connections, supervising calls or connections, and releasing calls or
connections.
[0012] A user plane provides communication of traffic data (e.g. voice data, user data, application data, etc.) between
a UE and a wireless access network node. User plane functions can also include exchanging control messages between
a wireless access network node and a UE associated with communicating the traffic data, such as flow control, error
recovery, and so forth.
[0013] Traditionally, the UE establishes just one wireless connection with a cell at any one time. As such, only one
set of keys has to be provided for protecting communications of the UE. However, in arrangements where a UE can
establish multiple concurrent wireless connections with respective cells provided by one or more wireless access network
nodes, the derivation of keys for use in protecting communications of the UE over the multiple wireless connections can
be more complex.
[0014] A UE establishing a wireless connection with a cell refers to the UE establishing a wireless connection with a
wireless access network node that provides the cell. A wireless access network node can provide one cell, or alternatively,
a wireless access network node can provide multiple cells. For example, a wireless access network node can operate
using a number of component carriers, which allows a UE to communicate with the wireless access network node using
one or multiple component carriers (at respectively different frequencies). The component carriers can be aggregated
together to provide carrier aggregation service for the UE, in which the UE can establish multiple concurrent wireless
connections with the wireless access network node on the respective component carriers.
[0015] Each of the component carriers can provide a respective cell. Accordingly, a wireless access network node
can provide multiple cells on the respective component carriers supported by the wireless access network node.
[0016] In accordance with some implementations, techniques or mechanisms are provided to derive keys for multiple
concurrent wireless connections of a UE. In some implementations, for a UE that has multiple wireless connections with
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multiple respective cells, one or more network identities can be selected for use in deriving keys for protecting commu-
nications of the UE with the multiple cells. In some implementations, the network identity is an identity of a public land
mobile network (PLMN). A PLMN can be identified by a mobile country code (MCC) and a mobile network code (MNC),
in some examples. A selected PLMN identity is provided to a network infrastructure for deriving a base key that can be
used for deriving other keys used for information encryption or information integrity, or both.
[0017] Although reference is made to PLMNs in this disclosure, it is noted that techniques or mechanisms according
to some implementations can be applied to other types of networks that are provided by network operators. More
generally, a network or mobile communications network can refer to any defined arrangement of network nodes that
UEs can wirelessly access for the purpose of performing communications with other endpoints. Different networks can
be provided by respective different network operators. In some cases, a network operator can provide multiple networks.
[0018] In the present disclosure, reference is made to mobile communications networks that operate according to the
Long-Term Evolution (LTE) standards as provided by the Third Generation Partnership Project (3GPP). The LTE stand-
ards are also referred to as the Evolved Universal Terrestrial Radio Access (E-UTRA) standards. Although reference is
made to E-UTRA in the ensuing discussion, it is noted that techniques or mechanisms according to some implementations
can be applied to other wireless access technologies.
[0019] In an E-UTRA network, a wireless access network node can be implemented as an enhanced Node B (eNB),
which includes functionalities of a base station and base station controller. Thus, in an E-UTRA network, a macro wireless
access network node is referred to as a macro eNB (MeNB), while a small cell wireless access network node is referred
to as a small cell eNB (SeNB).
[0020] Fig. 1 illustrates an example arrangement that includes network nodes that are part of a mobile communications
network that supports wireless communications with UEs. A macro cell 102 corresponds to a coverage area provided
by a macro eNB 104. Although just one macro cell 102 and the respective macro eNB 104 is shown in Fig. 1, note that
there can be additional macro cells and respective macro eNBs.
[0021] In addition, a number of small cells 106 are depicted as being within the coverage area of the macro cell 102.
Each small cell 106 corresponds to a coverage area provided by a respective small cell eNB 108. One of the small cells
is labeled 106-1, and the corresponding small cell eNB is labeled 108-1.
[0022] A wireless UE 110 within the coverage area of the small cell 106-1 is able to wirelessly communicate with the
small cell eNB 108-1. The UE 110 is also able to wirelessly communicate with the macro eNB 104. Although just one
UE 110 is depicted in Fig. 1, it is noted that multiple UEs may be present in coverage areas of each of the small cells
106 as well as within the coverage area of the macro cell 102.
[0023] A first wireless connection 112 can be established between the UE 110 and the small cell eNB 108-1. In addition,
a second wireless connection 114 can be established between the UE 110 and the macro eNB 104. In such an arrange-
ment, the UE 110 is considered to have established dual (i.e. concurrent) wireless connections with the macro eNB 104
and the small cell eNB 108-1. In other examples, the UE 110 can establish multiple concurrent wireless connections
with the macro eNB 104 and with multiple small cell eNBs 108. In yet another example, the small cell eNBs may be
outside of the coverage of a macro eNB, and the UE can establish multiple concurrent wireless connections with multiple
small cell eNBs.
[0024] Fig. 1 also shows a backhaul link 116 between the macro eNB 104 and each of the small cell eNBs 108. The
backhaul link 116 can represent a logical communication link between two nodes; the backhaul link 116 can either be
a direct point-to-point link or can be routed through another communication network or node. In some examples, the
backhaul link 116 is a wired link. In other examples, the backhaul link 116 is a wireless link. Although not shown, backhaul
links may also be provided between small cell eNBs 108.
[0025] In some implementations, the macro cell 102 (and more specifically the macro eNB 104) can provide all of the
control plane functions, while a small cell 106 (more specifically the corresponding small cell eNB 108) provides at least
a portion of the user plane functions for a dual-connection capable UE (i.e. a UE that is capable of concurrently connecting
to two cells controlled by two separate eNBs). Note that the macro eNB 104 can also provide user plane functions for
the dual-connection capable UE.
[0026] Although Fig. 1 shows each eNB (macro eNB 104 or small cell eNB 108) providing a respective cell, it is noted
that an eNB can also provide multiple cells. For example, an eNB can operate using a number of component carriers,
which allows a UE to communicate with the eNB using one or multiple component carriers (which are at respective
different frequencies). The component carriers can be aggregated together to provide carrier aggregation service for
the UE. Each of the component carriers can provide a respective cell.
[0027] A small cell connection can be added to or removed from a UE under the control of the macro eNB 104. In
some implementations, the action of adding or removing a small cell for a UE can be transparent to a core network 118
of the mobile communications network. The core network 118 includes a control node 120 and one or more data gateways
122. The data gateway(s) 122 can be coupled to an external packet data network (PDN) 124, such as the Internet, a
local area network (LAN), a wide area network (WAN), and so forth.
[0028] In an E-UTRA network, the control node 120 in the core network 118 can be implemented as a mobility man-
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agement entity (MME). An MME is a control node for performing various control tasks associated with an E-UTRA
network. For example, the MME can perform idle mode UE tracking and paging, bearer activation and deactivation,
selection of a serving gateway (discussed further below) when the UE initially attaches to the E-UTRA network, handover
of the UE between macro eNBs, authentication of a user, generation and allocation of a temporary identity to a UE, and
so forth. In other examples, the MME can perform other or alternative tasks.
[0029] In an E-UTRA network, the data gateway(s) 122 of the core network 118 can include a serving gateway (SGW)
and a packet data network gateway (PDN-GW). The SGW routes and forwards traffic data packets of a UE served by
the SGW. The SGW can also act as a mobility anchor for the user plane during handover procedures. The SGW provides
connectivity between the UE and the PDN 124. The PDN-GW is the entry and egress point for data communicated
between a UE in the E-UTRA network and a network element coupled to the PDN 124. There can be multiple PDNs
and corresponding PDN-GWs. Moreover, there can be multiple MMEs and SGWs.
[0030] Note that a legacy UE (a UE that is not capable of establishing multiple concurrent wireless connections with
multiple cells belonging to different eNBs, such as a macro cell and one or more small cells) can connect to either a
macro cell or a small cell using traditional wireless connection techniques.
[0031] When a UE moves under the coverage of a small cell 106, the macro eNB 104 may decide to offload some of
the user plane traffic to the small cell. This offload is referred to as a data offload. When a data offload has been performed
from the macro cell 104 to the small cell 106, then a UE that has a dual connection can transmit or receive data to and
from the corresponding small cell wireless access network node 108. Additionally, the UE 110 can also communicate
user plane traffic with the macro eNB 104. Although reference is made to data offload to one small cell, it is noted that
in other examples, the macro cell 104 can perform data offload for the UE 110 to multiple small cells.
[0032] Fig. 1 also shows that the core network 118 includes a home subscriber server (HSS) 123, which includes a
database that stores user-related and subscriber-related information. The HSS 123 provides support functions in mobility
management, call and session setup, user authentication, access authorization, and so forth.
[0033] In addition, the HSS 123 is also responsible for producing a base key that is useable for deriving other keys
for protecting communications of a UE. Protecting communications of a UE can refer to encrypting information sent by
or to the UE, or providing information integrity of information sent by or to the UE.
[0034] An example key hierarchy provided by E-UTRA is shown in Fig. 2. In Fig. 2, various entities at different hier-
archical levels are shown along with the keys in the key hierarchy produced by these entities. Each hierarchical level
shown in Fig. 2 includes an entity on the UE side, an entity on the network side, for producing a respective key(s) of the
key hierarchy. In the example of Fig. 2, a first level 202 includes a Universal Subscriber Identity Module (USIM) in a UE
or an authentication center (AuC) in the core network 118. The USIM can provide certain security functions on the UE
side, including key generation. A second level 204 includes the UE and the HSS 123. A third level 206 includes the UE
and the MME 120. A fourth level 208 includes the UE and an eNB.
[0035] The "base key" mentioned above that is generated based on a selected PLMN identity is referred to as KASME
in an E-UTRA network. The base key KASME is produced by a UE or the HSS 123. As shown in Fig. 2, a permanent key
K is used by a USIM in the UE and by an AuC in the core network 118 to produce a key CK for encryption and a key IK
for integrity protection. The key pair, CK and IK, is passed by the USIM to the UE and by the AuC to the HSS 123. The
base key, KASME, is generated from the key pair, CK and IK, using a key generation function based on an identity of a
serving network (serving PLMN) which serves the UE.
[0036] The base key KASME is passed by the HSS 123 to the MME 120 in the core network 118. The base key KASME
is also passed between components inside the UE.
[0037] From KASME, the UE or MME 120 can produce keys for protection of non-access stratum (NAS) information
provided by a NAS layer in the UE or MME 120. The NAS layer is used for managing the establishment of communication
sessions and for maintaining communication sessions between the UE and an eNB. Examples of tasks of an NAS layer
include mobility management, session management, and identity management.
[0038] In contrast, an access stratum (AS) layer is responsible for transporting bearer data over a wireless connection
between a UE and an eNB.
[0039] The keys for protection of NAS information include KNASenc (for encrypting the NAS information) and KNASint
(for integrity protection of NAS information).
[0040] The base key KASME is also used by the UE and MME to produce KeNB, which can be more generally referred
to as an access network node key. The access network node key KeNB is used for the derivation of other keys, as further
illustrated in Fig. 2, which are used for protecting AS information produced by an AS layer in the UE or eNB.
[0041] Note that KeNB can also be derived by a target eNB from a Next Hop (NH) during handover from a source eNB
to the target eNB. The NH is used by the UE and an eNB for the derivation of KeNB*, which is used by the UE and the
target eNB as a new KeNB for Radio Resource Control (RRC) information and user plane information. An RRC entity in
the UE or an eNB is used for establishing an RRC connection, which is an example of a radio connection. RRC is
described further in 3GPP TS 36.331, in some examples. Although reference is made to an RRC connection (for carrying
control plane messages) as an example of a radio connection, it is noted that in other examples, other types of radio
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connections can be established between a UE and a wireless access network node, including radio connection to transfer
data payload (i.e. user plane message).
[0042] At the UE or eNB, KeNB can be used for producing the following keys: KUPenc (for encrypting user plane data),
KRRCenc (for encrypting RRC information), and KRRCint (for providing integrity protection for RRC information). Note that
each of KUPenc, KRRCenc, and KRRCint is produced from KeNB and a respective algorithm type distinguisher. Different
algorithm type distinguishers identify respective different algorithms that are used for producing the respective keys
KUPenc, KRRCenc, and KRRCint from KeNB.
[0043] Fig. 2 also shows the derivation of KeNB* based on NH and a Next Hop Chaining Count (NCC), which is a
counter related to NH. NCC indicates the amount of key chaining that has been performed, which allows the UE to be
synchronized with the eNB and to determine whether the next KeNB* is to be based on the current KeNB or a fresh NH.

Network Identity Selection

[0044] As noted above, a UE or HSS produces KASME (or more generally, a base key) using an identity of a serving
PLMN. On the core network side, the PLMN identity is provided to a home environment (HE), which refers to a core
network infrastructure that has the responsibility for provision of a service or set of services to users associated with a
subscription. The home environment can include the HSS 123, in some examples.
[0045] The PLMN identity is provided by an eNB to the MME 120. The MME 120 can prepare an authentication data
request that includes an international mobile subscriber identity (IMSI) of a UE, the serving PLMN identity, and a network
type (e.g. E-UTRA network or some other network type). The HSS 123, in response to the authentication data request,
can generate KASME using the serving PLMN identity (and based on the key pair, CK and IK, shown in Fig. 2).
[0046] In some implementations, for a UE that has concurrent wireless connections with the macro eNB and one or
more small cell eNBs, one PLMN identity, which is common to the macro eNB and the small cell eNB(s), is selected. In
alternative implementations, different PLMN identities can be selected for the macro eNB and the small cell eNB(s).
[0047] Fig. 3 is a flow diagram of a process of a macro eNB, according to some implementations. The macro eNB
establishes (at 302) a first radio connection between a macro cell and a UE. In addition, the macro eNB determines (at
304) a PLMN identity of a small cell (to which the UE is to establish connection as part of dual connectivity or multiple
connectivity), based on a PLMN identity list associated with the macro cell. Note that each cell (e.g. macro cell and small
cell) is associated with a respective PLMN identity list (which can be referred to as plmn-IdentityList). More generally,
each cell is associated with a respective set of one or more network identities.
[0048] The PLMN identity of the small cell determined (at 304) is useable for establishing a second radio connection
between a small cell and the UE. More specifically, according to some examples, the determined small cell PLMN identity
is communicated in RRC messaging with the UE (which can be exchanged between the macro eNB or the small cell
eNB and the UE) for setting up an RRC connection.
[0049] The ensuing discussion assumes that the UE is to establish a dual connection with a macro cell and a small
cell. It is noted that the described techniques or mechanisms can also be applied in scenarios where the UE is to establish
concurrent connections with more than two cells, or to establish concurrent connections with two cells of the same type
(e.g. two small cells).

Selecting a Common PLMN Identity

[0050] In accordance with some implementations, the PLMN identity that is determined (at 304) is a PLMN identity
that is common to both the macro cell and the small cell to which the UE is to establish a dual connection. This common
PLMN identity is provided by the macro eNB to the MME 120, which can in turn forward the common PLMN identity to
the HSS 123 for use in deriving KASME.
[0051] The macro eNB can identify the one or more PLMN identities that are common between the plmn-IdentityList
of the macro cell and the plmn-IdentityList of the small cell. The identified common PLMN identity (or identities) is (are)
stored in a data structure, such as plmn-IdentityList_dual. The data structure, plmn-IdentityList_dual, lists a subset of
one or more PLMN identities that are common between the plmn-IdentityList of the macro cell and the plmn-IdentityList
of the small cell.
[0052] In some implementations, there is one plmn-IdentityList_dual for each pair of a macro cell and a small cell to
which a UE can establish dual connectivity; such a pair can be referred to as a dual-connectivity pair. Note that a dual
connectivity relationship between a macro cell and a small cell is a cell-to-cell relationship, instead of an eNB-to-eNB
relationship. Different dual-connectivity pairs of macro cells and small cells are associated with respective plmn-
IdentityList_dual’s. For example, for a given macro cell, e.g. macro_cell_A, a first plmn-IdentityList_dual is provided for
dual-connectivity pair {macro_cell_A, small_cell_B}, while a second plmn-IdentityList_dual is provided for dual-connec-
tivity pair {macro_cell_A, small_cell_C}.
[0053] In other implementations, if two or more small cells can serve the UE in addition to the macro cell, then PLMN
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identity (or identities) common to the macro cell and the two or more small cells would be identified and included in plmn-
IdentityList_dual.
[0054] The content of the data structure, plmn-IdentityList_dual, can be established when a macro eNB and small cell
eNB contact each other to establish the interface between the macro eNB and the small cell eNB. This interface between
the macro eNB and the small cell eNB can be referred to as an Xn interface, as described in 3GPP TR 36.842. Alternatively,
the data structure, plmn-IdentityList_dual, can be established when constructing the dual connectivity to serve a UE,
after the Xn interface has been established.
[0055] As part of the establishment of the Xn interface, the macro eNB and small cell eNB can exchange PLMN
information with each other. In some examples, a new PLMN information element (IE) can be provided in a Neighbor
Information IE, so that the PLMN information is exchanged as part of the PLMN IE in the Neighbor Information IE. In
some examples, the Neighbor Information IE can be included in an Xn SETUP REQUEST message and an Xn SETUP
RESPONSE message that are exchanged during the Xn interface establishment. A "new" IE refers to an IE that is not
yet defined in current wireless network standards (e.g. 3GPP standards), but which may or may not later be defined by
wireless network standards.

Selecting a PLMN for Multiple Connectivity by the UE

[0056] In some implementations, the data structure, plmn-IdentityList_dual, can be sent to the UE, from which the UE
can select a PLMN identity. Sending plmn-IdentityList_dual to the UE allows the UE to select a PLMN that ensures the
availability of dual connectivity (or multiple connectivity) by the UE with a macro cell and small cell. The PLMN identity
selected by the UE is transferred by the UE to the macro eNB, which can then provide the selected PLMN identity to
the MME 120 for forwarding to the HSS 123 for deriving KASME.
[0057] The data structure, plmn-IdentityList_dual, can be broadcast in a system information block (SIB). For example,
plmn-IdentityList_dual can be included in SIB type 1 (SIB1), which can be broadcast by the macro eNB. An SIB carries
various system information that relates to radio resource configurations. An SIB can be broadcast by an eNB to multiple
UEs within the coverage area of the eNB.
[0058] An example SIB1 that includes plmn-IdentityList_dual is set forth below:

 SystemInformationBlockType1 ::= SEQUENCE {
   cellAccessRelatedInfo SEQUENCE {
      plmn-IdentityList PLMN-IdentityList,
      plmn-IdentityList_dual PLMN-IdentityList_Dual,
 
...
}

 
 PLMN-IdentityList_Dual ::= SEQUENCE (SIZE (1..max-dual-
                                         connection)) OF PLMN-
                                         IdentityInfo_Dual
 
                                         PLMN-IdentityInfo_Dual ::= SEQUENCE {
   plmn-Identity PLMN-Identity,
   cellIdentity-SeNB CellIdentity,
   cellReservedForOperatorUse ENUMERATED {reserved, notReserved}
}

[0059] In the foregoing example SIB1, a parameter max-dual-connection is a predefined parameter that refers to a
maximum number of dual-connection combinations a macro cell can have with neighbor small cells. For example, macro
cell_A can have two possible dual-connection combinations: {macro_cell_A, small_cell_B}, {macro_cell_A,
small_cell_C}.
[0060] A field PLMN-IdentityInfo_Dual in the example SIB1 includes the following sub-fields: PLMN-Identity (an identity
of a PLMN), cellIdentity-SeNB (small cell identity in the PLMN with the associated PLMN- Identity), and cellReserved-
ForOperatorUse (indicating whether or not a cell that is reserved for operator use).
[0061] In some implementations, the UE can take into account the detected macro cell identity and small cell identity
when selecting plmn-Identity. For example, if the UE is able to detect (based on measurement by the UE) a satisfactory
link quality to both macro_cell_A and small_cell_B, then the UE can select the plmn-Identity associated with the com-
bination {macro_cell_A, small_cell_B}.
[0062] While setting up an RRC connection, the UE can set a field selectedPLMN-Identity in an RRC establishment
message to the identity of the PLMN selected by upper layers from the PLMN(s) included in the plmn-IdentityList_Dual
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in SIB1, if the UE intends to establish a dual connection with the macro cell and small cell.

Selecting Multiple PLMN Identities

[0063] The foregoing refers to examples in which a single PLMN identity common to the macro cell and small cell(s)
is selected, for use in deriving the base key KASME. In alternative implementations, different PLMN identities can be
used for the macro cell and the small cell(s) when establishing dual connectivity. The macro cell can belong to a serving
PLMN, while a small cell can belong to an assisting PLMN, which is one of the equivalent PLMNs of the UE. An equivalent
PLMN is considered to be equivalent to the serving PLMN in terms of PLMN selection or reselection, cell selection or
reselection, and handover. For example, a network operator can own both a Universal Mobile Telecommunications
(UMTS) network and an E-UTRA network in the same country or in different countries. The different types of networks
owned by the same network operator may be assigned different PLMN identities. These different PLMN identities of the
different types of networks associated with the same network operator can be considered equivalent PLMN identities
that are collected in an equivalent PLMN list. In other examples, multiple network operators may want to share a particular
network; different PLMN identities for the shared network can be assigned to the different network operators; however,
such PLMN identities are considered equivalent PLMN identities.
[0064] Two scenarios are contemplated when different PLMNs are used for the macro cell and the small cell. In a first
scenario, only one KASME is maintained for a UE. In such a scenario, the serving PLMN identity (e.g. the PLMN identity
of the macro cell) is used by the HSS 123 to derive KASME. Note that the use of one KASME can be implemented whether
the small cell eNB is visible to the MME 120 or not. Note, however, that use of just one KASME may be particularly useful
for a user plane architecture where the small cell eNB is not visible to the MME 120.
[0065] In a second scenario, multiple KASME’s are maintained simultaneously for a UE. The macro cell PLMN identity
is used to derive KASME,MeNB, which is used for producing keys for the wireless connection between the macro eNB and
the UE. The assisting (or equivalent) PLMN identity for each small cell is used to derive KASME,SeNB to produce keys for
the connection between each small cell and the UE. Note that the use of multiple KASME’s is applicable to a user plane
architecture where the small cell eNB is visible to the MME 120.
[0066] An example of a user plane architecture where the small cell eNB is visible to the MME 120 is shown in Fig.
4, which shows protocol stack layers of the macro eNB 104 and a small cell eNB 108 (for just the downlink direction).
According to the user plane architecture shown in Fig. 4, each of the macro eNB 104 and small cell eNB 108 includes
the following protocol layers: a physical (PHY) layer, a medium access control (MAC) layer, a radio link control (RLC)
layer, and a Packet Data Convergence Protocol (PDCP) layer.
[0067] The physical layer is the lowest layer in the corresponding node (UE or eNB). The physical layer can include
networking hardware for transmitting and receiving signals over a wireless link. The MAC layer provides addressing and
channel access control mechanisms. The RLC layer can provide at least some of the following example functionalities,
as described in 3GPP TS 36.322, including: transfer of upper layer packet data units (PDUs); error correction, such as
by using Automatic Repeat reQuest (ARQ); concatenation, segmentation, and reassembly of RLC service data units
(SDUs); reordering of RLC data PDUs; and so forth.
[0068] The PDCP layer can provide at least some of the following functionalities in the user plane, as described in
3GPP TS 36.323, including: header compression and decompression; in-sequence delivery of upper layer PDUs; du-
plicate detection of lower layer SDUs; retransmission of PDCP SDUs; and so forth. The PDCP layer also includes security
functionalities. For example, the security functionalities of the PDCP layer includes ciphering (encryption) and integrity
protection for the control plane, and ciphering for the user plane.
[0069] Note that one protocol stack, including the physical, MAC, RLC, and PDCP layers, can be provided for each
radio bearer. A radio bearer can refer to a data radio bearer (DRB) or a signaling radio bearer (SRB). A DRB is used to
transport data of an E-UTRAN
[0070] (Evolved Universal Terrestrial Radio Access Network) Radio Access Bearer (E-RAB) between a UE and an
eNB. An SRB is used for carrying control messages, including RRC messages, between the UE and an eNB. There can
be multiple DRBs and multiple SRBs for a given UE. Each radio bearer (DRB or SRB, except SRB0) is associated with
a respective PDCP entity.
[0071] With the user plane architecture of Fig. 4, both the macro eNB 104 and the small cell eNB 108 are connected
over an S1 interface to the core network 118 (including the MME 120 and SGW 122). As a result, the small cell eNB
108 is visible to the MME 120.
[0072] In alternative implementations, such as shown in Fig. 5, the small cell eNB 108 does not include the PDCP
layer. Instead, the small cell eNB 108 includes just the physical layer, MAC layer, and RLC layer. A split from the PDCP
layer occurs at the macro eNB 104, over the Xn interface between the macro eNB 104 and the small cell eNB 108. As
with Fig. 4, Fig. 5 also just shows the downlink direction.
[0073] In the example of Fig. 5, the macro eNB 104 includes two types of protocol stacks (stack A and stack B), where
each of stacks A and B includes a set of the following protocol layers: a physical layer, an MAC layer, an RLC layer,
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and a PDCP layer. Stack A does not support a radio bearer split, whereas stack B supports split radio bearers.

Selecting PLMN Identity(ies) for Multiple Connectivity by the Network

[0074] As discussed above, in some implementations the data structure, plmn-IdentityList_dual, is sent by the macro
eNB to the UE to allow the UE to select a PLMN identity from plmn-IdentityList_dual, where the selected PLMN identity
is common between the macro cell and small cell(s) to which the UE is to establish multiple concurrent connections.
[0075] In alternative implementations, instead of sending the data structure, plmn-IdentityList_dual, to the UE, the UE
performs a selection of a PLMN identity in the traditional fashion, where the selected PLMN identity is from the plmn-
IdentityList of the macro eNB. At this point, the UE would not know whether the selected PLMN supports dual connectivity
with a neighbor small cell.
[0076] After the macro eNB receives the selected PLMN identity from the UE, the macro eNB determines if the selected
PLMN identity received from the UE allows a dual connection with a neighbor small cell. This determination may involve
interaction between the macro eNB and the small cell eNB, where the macro eNB and the small cell eNB can exchange
information to determine whether or not the UE-selected PLMN is capable of providing dual connectivity of the UE with
the macro cell and the small cell. Alternatively, the macro eNB can perform the determination by consulting the data
structure, plmn-IdentityList_dual, stored at the macro eNB to ensure that the macro cell and the small cell can be paired
up for dual connectivity. This consultation of plmn-IdentityList_dual allows the macro eNB to determine whether the
small cell shares the UE-selected PLMN identity. If the UE-selected PLMN identity is in plmn-IdentityList_dual, then the
macro eNB can confirm that the UE-selected PLMN identity supports dual connectivity.
[0077] In alternative implementations, the macro eNB can check configuration information for the UE stored at the
macro eNB to determine whether a small cell has an equivalent PLMN (that is equivalent to the UE-selected PLMN). If
so, dual connectivity can be allowed between the UE and the macro cell and small cell. In this case, multiple PLMN
identities are employed, where the UE-selected macro cell PLMN identity is used for establishing a radio connection
between the UE and the macro cell, while the equivalent small cell PLMN identity is used for establishing a radio
connection between the UE and the small cell.
[0078] As noted above, two scenarios are possible with the use of multiple PLMNs for multiple connectivity between
the UE and the macro cell and small cell(s). In a first scenario, one base key KASME can be maintained, while in a second
scenario, multiple KASME’s can be maintained.
[0079] If the macro eNB determines that dual connectivity is possible, the macro eNB identifies the small cell to the
UE, and sends the relevant information of the small cell to the UE in a UE-specific RRC message. The RRC message
may be part of the small cell eNB addition procedure, for example.

Multi-Connectivity Relationship Information

[0080] The dual-connectivity relationship between a macro cell and a neighbor small cell can be indicated by a specific
attribute, such as an attribute of neighbor relationship (NR) information for the macro cell and the neighbor small cell.
For example, in addition to the existing attributes, a new attribute, NoDualConnectivity, can be defined for a pair of a
macro cell and a neighbor small cell. This neighbor small cell can be identified as a target cell. The NoDualConnectivity
attribute can be defined as follows:

NoDualConnectivity: If set, the target cell (i.e. small cell) in the neighbor relationship (NR) is not to be used by the
macro eNB for dual-connectivity.

[0081] Alternatively or additionally, the data structure, plmn-IdentityList_dual, can be stored as part of a conceptual
Neighbour Relation Table (NRT) in the macro eNB. An Automatic Neighbour Relation (ANR) function in the eNB can
maintain the plmn-IdentityList_dual for a pair of a macro cell and a small cell.
[0082] The ANR function in the macro eNB manages the conceptual NRT. A Neighbour Detection function in the ANR
can find new neighbor cells and can add the detected new neighbor cells to the NRT. The ANR function also includes
a Neighbour Removal Function that removes outdated NRs. For each cell of the macro eNB, the macro eNB maintains
a respective NRT.
[0083] By pre-storing information pertaining to availability of dual connectivity (or more generally, multiple connectivity)
at the macro eNB, the macro eNB would not have to perform a determination of availability of dual connectivity for each
individual UE. Instead, the macro eNB can consult the pre-stored information pertaining to availability of dual connectivity
to quickly ascertain whether a given neighbor small cell is available for dual connection (or multiple connection) for a
given UE.
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Key Hierarchy for Multiple Connectivity

[0084] At initial setup of a connection with a UE, an access network node key KeNB (discussed further above) is derived
by the UE and the MME 120 from the base key KASME. From KeNB, various access stratum keys (control plane keys and
user plane keys) are derived, including for example, KUPenc, KRRCenc, and KRRCint as discussed above.
[0085] For the control plane, if the UE maintains two (or more) RRC connections, the UE has to keep two or more
respective sets of RRC keys (a set contains KRRCenc and KRRCint). For example, a first set of RRC keys can be maintained
for a first RRC connection between the UE and the macro cell, while a second set of RRC keys can be generated when
a second RRC connection between the UE and small cell is added, such as part of offloading one or more radio bearers
(e.g. DRBs) to the small cell.
[0086] In examples where the UE maintains just one RRC connection to (e.g. with the macro cell), the UE would have
to maintain just one set of RRC keys (KRRCenc and KRRCint).
[0087] How user plane keys are maintained for the user plane depends upon the user plane architecture used. In a
first user plane architecture, such as shown in shown in Fig. 5, the PDCP layer is located in just the macro eNB, and
not in the small cell eNB. In such an arrangement, the user plane keys (KUPenc) are kept at the macro eNB. User plane
traffic with security protection (encrypted by KUPenc) is sent from the macro eNB to the small cell eNB. With this arrange-
ment, the control plane keys (KRRCint, KRRCenc) and the user plane keys (KUPenc), which are all derived from the KeNB,
are kept in the same network node (e.g. macro eNB).
[0088] Two options are possible with the first user plane architecture:

(1) Just one set of user plane keys (encryption, and integrity protection if provided) is kept for the radio connection
between the macro cell and the UE. In this option, a separate set of user plane keys does not have to be provided
for data offloaded to the small cell.
(2) Two sets of user plane keys are kept, one set for the traffic between the macro cell and the UE, the other set for
the traffic offloaded to small cell. This can be further realized by using one of the following options:

(a) Two KeNB’s are maintained for a given UE, from which two (or more) sets of user plane keys are derived,
respectively.
(b) One KeNB is maintained for a given UE, from which two (or more) sets of user plane keys are derived.

[0089] In a second user plane architecture, as shown in Fig. 4, the PDCP layer is located in both the macro eNB and
the small cell eNB. With this architecture, at least keys for the user plane (KUPenc) have to be provided in the small cell
eNB. Two sets of user plane keys (encryption, and integrity protection if provided) are maintained, one set for the radio
connection between the macro cell and the UE connection, the other set for the radio connection between the small cell
and the UE. With the second user plane architecture, one of the following options can be used:

(a) The macro eNB and the small cell eNB each receives an access network node key KeNB from an MME, which
is used to derive a user plane key (KUPenc) for the respective radio connection. The key KeNB of the macro eNB is
derived using a parameter associated with a macro cell, such as the NAS UPLINK COUNT of a NAS message
associated with the macro-cell, cell ID of the macro-cell, or a carrier frequency of the macro-cell. Similarly, the key
KeNB of the small cell eNB is derived using a parameter associated with the small cell, such as the NAS UPLINK
COUNT of a NAS message associated with the small cell, cell ID of the small cell, or a carrier frequency of the small
cell. The key KeNB of the macro eNB and the small cell eNB can be derived from a same base key KASME, or from
two base keys KASME respectively.
(b) The macro eNB derives a user plane key (e.g. KUPenc) from its KeNB for protecting data communication between
the UE and the macro cell. The macro eNB also derives a modified access network node key KeNB* from KeNB of
the macro cell for the small cell eNB, sends the modified access network node key KeNB* to the small cell eNB,
which uses KeNB* as KeNB to derive a user plane key (e.g. KUPenc) for protecting data communication between the
UE and the small cell.
(c) The macro eNB maintains a KeNB for the UE, while the small cell eNB does not maintain a KeNB for the UE. The
small cell eNB only maintains the user plane keys (e.g. KUPenc). In one embodiment, the macro eNB derives the
user plane keys (e.g. KUPenc) from a KeNB and passes the user plane keys relevant to the small cell to the small cell
eNB for protecting data communication between the UE and the small cell.

Single KeNB for a UE

[0090] As discussed above, in the first user plane architecture (such as shown in Fig. 5) in which a PDCP layer is not
provided in the small cell eNB for the dual-connected UE, just one KeNB can be generated for a given UE, for use in
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deriving keys for protecting information flow between the UE and each of the macro cell and small cell.
[0091] In a first option, the reconfiguration, addition and removal of a small cell radio connection can be performed by
using RRC messaging, in a fashion similar to reconfiguring, adding, or removing a secondary cell when carrier aggregation
is implemented. When carrier aggregation is implemented by a given eNB, one of the component carriers can be
configured as a primary cell, or Pcell, while the remaining component carrier(s) is (are) configured as secondary cell(s),
or Scell(s). The primary cell is used to communicate certain control information to UEs served by the primary cell. By
using RRC messaging as noted above, a change of a security context does not have to be provided as a result of
reconfiguring, adding, or removing a small cell radio connection. With this first option, to keep the key hierarchy as close
to that (e.g. key hierarchy of Fig. 2) used for a single radio connection as possible, just one access network node key
KeNB is generated for a given UE that has dual radio connections (or more generally, multiple radio connections).
[0092] In a second option, the addition and removal of a small cell radio connection can be performed as an intra-eNB
handover (a handover between cells of the same eNB). The macro eNB selects a primary cell for the UE (which has a
direct radio connection between macro eNB and UE). In the second user plane architecture (such as shown in Fig. 5),
the primary cell can be either provided by a component carrier of link A (associated with protocol stack A in Fig. 5 that
is not associated with bearer split) or by a component carrier of link B (associated with protocol stack B in Fig. 5 that is
associated with bearer split).
[0093] Note that each of link A and link B can implement carrier aggregation that is composed of two or more component
carriers. Link A and B may or may not uses the same carrier frequency in the component carrier(s). With the second
option, an RRC message can be used to define the primary cell. The intra-eNB handover procedure for adding or
removing a small cell radio connection triggers the macro eNB to derive a modified access network node key KeNB*. In
deriving KeNB*, a key derivation function uses a physical cell identifier (PCI) of the primary cell and a downlink frequency
information of the primary cell to produce KeNB* from KeNB. In some examples, the downlink frequency information can
include an E-UTRA Absolute Radio Frequency Channel Number-Downlink (EARFCN-DL) of the primary cell. The macro
eNB then uses KeNB* as KeNB after the intra-eNB handover.
[0094] For the first user plane architecture (e.g. Fig. 5 architecture), one set of user plane keys can be derived from
the single KeNB; this set of user plane keys can be derived and used for both the macro cell-UE connection and the small
cell-UE connection. The key hierarchy in such an arrangement can be similar to that depicted in Fig. 2.
[0095] Alternatively, for either the first user plane architecture (e.g. Fig. 5 architecture) or second user plane architecture
(e.g. Fig. 4 architecture), two sets of user plane keys can be derived from the single KeNB, with one set for the macro
cell-UE connection, and the other set for the small cell-UE connection. The key architecture for this alternative imple-
mentation is shown in Fig. 6 (discussed further below).
[0096] As also discussed above, keys that can be derived from KASME and KeNB can include the following: KNASenc
and KNASint (for encryption and integrity protection of NAS information), KRRCenc and KRRCint (for encrypting and integrity
protection of RRC information), and KUPenc (for encrypting user plane data).
[0097] When deriving the foregoing keys, according to some examples, the following parameters can be used to form
a string S (as described in 3GPP TS 33.220):

- FC = 0x15,
- P0 = algorithm type distinguisher,
- L0 = length of algorithm type distinguisher (i.e. 0x00 0x01),
- P1 = algorithm identity,
- L1 = length of algorithm identity (i.e. 0x00 0x01).

[0098] A derived key can be equal to the output of HMAC-SHA-256 computed on the string S using the key Key (which
can be KASME and KeNB as appropriate): 

[0099] Examples of values for respective different algorithm type distinguishers are provided in Table 1 below:

Table 1

Algorithm Type Distinguisher (P0) Value

NAS-enc-alg 0x01

NAS-int-alg 0x02

RRC-enc-alg 0x03
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[0100] To derive KNASenc and KNASint from KASME, the algorithm type distinguishers (P0) are NAS-enc-alg and NAS-
int-alg, respectively. To derive KRRCenc and KRRCint from KeNB, the algorithm type distinguishers are RRC-enc-alg and
RRC-int-alg, respectively, and to derive KUPenc from KeNB, the algorithm type distinguisher is UP-enc-alg. For relay
nodes, a user plane integrity key for integrity protection can be derived using the algorithm type distinguisher UP-int-alg.
[0101] For a dual-connectivity UE, the keys for the small cell radio connections can be derived from the same existing
KeNB, but with newly defined algorithm type distinguishers (P0), including UP-SeNB1-enc-alg and UP-SeNB1-int-alg in
Table 1 above, for example.
[0102] As an example, assuming that one small cell-UE radio connection is established for user plane traffic in addition
to an existing macro cell-UE radio connection, then a new set of user plane encryption keys (and possibly integrity keys)
are derived. Using the UP-SeNB1-enc-alg and UP-SeNB1-int-alg algorithm type distinguishers, the following user plane
keys (also shown in Fig. 6) can be derived for encryption and integrity protection of the user plane connection involving
a small cell (referred to as SeNB1 in Fig. 6): KUP-SeNB1enc and KUP-SeNB1int. If integrity protection is not employed, then
only UP-SeNB1-enc-alg is used for deriving KUP-SeNB1enc.
[0103] In another example, assume there are two small cells (identified as SeNB1 and SeNB2, for example) to which
the UE is connected (in addition to the macro cell). In this case, two sets of user plane encryption keys (and possibly
integrity keys) are derived for the small cell connections for SeNB1 and SeNB2. As a result, two sets of algorithm type
distinguishers {UP-SeNB1-enc-alg, UP-SeNB1-int-alg; UP-SeNB2-enc-alg, UP-SeNB2-int-alg} can be defined for de-
riving the encryption and integrity keys of the user plane connections of SeNB1 and SeNB2, respectively. The algorithm
type distinguishers for SeNB2 are illustrated in Table 2 below, which are in addition to the algorithm type distinguishers
listed in Table 1.

[0104] If integrity protection is not employed, then only {UP-SeNB1-enc-alg, UP-SeNB2-enc-alg }are used.

Multiple KeNB’s for a UE

[0105] For the second user plane architecture (e.g. Fig. 4 architecture) that has a separate PDCP layer in the small
cell eNB (separate from the PDCP layer in the macro eNB) for a dual-connectivity UE, two sets of user plane keys are
derived from two different KeNB keys, respectively. In this case, two different KeNB’s are generated and maintained for
a dual-connectivity UE. While two KeNB’s can also be maintained for the first user plane architecture (e.g. Fig. 5 archi-
tecture), the ensuing discussion below assumes the second user plane architecture is employed.
[0106] When one or more DRBs of the UE are to be offloaded from the macro cell to a target small cell, KeNB, seNB*
is derived by the UE and the macro eNB from NH using the PCI and EARFCN-DL of the target small cell, where the
KeNB, seNB* is used as the new KeNB, SeNB for RRC and user plane traffic between the target small cell and the UE.
Similarly, when the UE is to be disconnected from a first small cell and connected to a second small cell, a further
instance of KeNB, SeNB* is derived by the UE and the macro eNB from NH using the PCI and EARFCN-DL of the second
small cell, where the further instance of KeNB, SeNB* is used as the new KeNB, SeNB for RRC and user plane traffic between
the second small cell and the UE.
[0107] In this arrangement, there is a respective KeNB for each cell (macro cell or small cell) that the UE is connected
to. The key hierarchy for this arrangement is illustrated in Fig. 7. Instead of deriving RRC keys (KRRCint, KRRCenc) and
user plane keys (KUPenc, KUPint) from the same KeNB, different sets of keys are derived from different eNBs for the macro
cell and small cell, respectively. The RRC keys (KRRCint, KRRCenc) are derived from the KeNB associated with the macro

(continued)

Algorithm Type Distinguisher (P0) Value

RRC-int-alg 0x04

UP-enc-alg 0x05

UP-int-alg 0x06

UP-SeNB1-enc-alg 0x07

UP-SeNB1-int-alg 0x08

Table 2

UP-SeNB2-enc-alg 0x09

UP-SeNB2-int-alg 0x0a
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cell (KeNB in Fig. 7). The user plane keys KUPenc for the macro cell are derived from KeNB, while the user plane keys
KUPenc (and possibly KUPint) for the small cell (SeNB in Fig. 7) are derived from the K’eNB associated with the small cell.
[0108] When the UE moves from a first small cell to a second small cell, while connected to the same macro cell, the
KeNB associated with the macro cell does not have to be updated; as a result, the keys KRRCint, KRRCenc and KUPenc for
the macro cell do not have to be updated. However, in response to the UE moving from the first small cell to the second
small cell within the coverage of the macro cell, K’eNB is updated, and the associated user plane keys (KUPenc and
possibly KUPint) are updated.
[0109] Fig. 8 shows an example of updating keys in response to intra-eNB and inter-eNB handovers. Block 802
represents the initial computation of KeNB when the UE first establishes a radio connection with a macro cell. This initial
KeNB from the MME is placed into use in the macro eNB as illustrated in block 804 in Fig. 8. Subsequent intra-eNB
handovers (between cells of the macro eNB) cause horizontal key derivation of KeNB, which involves producing KeNB*
using the PCI and EARFCN-DL of the target macro cell. KeNB* is used by the target macro cell as KeNB.
[0110] A handover between macro eNBs causes a vertical key derivation, as shown by a down arrow from block 802
in Fig. 8. Such inter-eNB handover results in the NH being computed, and the NCC being incremented. KeNB* is derived
from NH as part of the inter-eNB handover, and this KeNB* is used as the KeNB at the target eNB.
[0111] Maintaining just one set of {NH, NCC} can be performed to reduce complexity in key establishment and key
change. In other words, {NH, NCC} is maintained at the macro eNB; a separate set of {NH, NCC} does not have to be
maintained at the small cell eNB to which a UE has a dual connection.
[0112] If just one set of {NH, NCC} is maintained at the macro eNB, then K’eNB of a small cell eNB for the UE is
horizontally derived using an intra-eNB handover procedure, as depicted in the oval 806 of Fig. 8. Oval 808 shows
derivation of K’eNB for a potentially different small cell after a vertical key chaining that is performed as part of macro
eNB handover.
[0113] When a small cell radio connection is added for the UE, to maintain just one set of {NH, NCC}, the macro eNB
does not perform a vertical key derivation for the small cell eNB. To maintain key synchronization between the network
and the UE, the K’eNB key for a small cell eNB is associated with a cell identifier of the small cell in an RRC message.
[0114] When the macro eNB performs handover, such as intra-eNB handover or inter-eNB handover (e.g. X2-based
handover or S1-based handover), the macro eNB first releases the small cell-UE radio connection, so that there is no
dual connection for the UE. Once the small cell-UE radio connection is released, a normal macro cell handover procedure
and key derivation can be performed for a single-connection UE. Thus the NH derivation and NCC increment are only
used for macro eNB-level handover.
[0115] If the second user plane architecture (e.g. Fig. 4 architecture) is implemented, then K’eNB of the small cell is
derived as follows. If the small cell eNB in Fig. 4 employs multiple component carriers, then one component carrier is
designated as the primary cell PCellS of the small cell eNB. This primary cell PCellS is in addition a primary cell PCellM
that is designated for the macro eNB. The input to the key derivation function of K’eNB uses the PCI and downlink
frequency EARFCN-DL of PCellS.
[0116] If the first user plane architecture (e.g. Fig. 5 architecture) is implemented, when one or more DRBs of the UE
are to be offloaded from the macro cell to a target small cell, KeNB, SeNB* is derived by the UE and the macro eNB using
the PCI and EARFCN-DL of the target small cell, where the KeNB, seNB* is used as the new K’eNB for the user plane
traffic between the target small cell and the UE. A feature here of this arrangement is that, in addition to KeNB for the
macro cell-UE radio connection, the macro eNB also holds K’eNB for data radio bearers of the small cell-UE link, since
the PDCP layer for the small cell-UE radio link resides in the macro eNB, as shown in Fig. 8.

Key Handling for Multiple eNBs in a Cluster

[0117] The foregoing discussion refers to arrangements in which small cells are within a coverage area of a macro
cell. In alternative implementations, macro cell coverage is not provided. In such alternative implementations, a cluster
of small cells can be implemented, such as a small cell cluster 900 as shown in Fig. 9. In such a small cell cluster 900,
the UE 110 can move between coverage areas of different small cells. In the example of Fig. 9, it is assumed that the
UE 110 is initially in the coverage area of small cell 0, which has neighbor small cells 1-6 in the small cell cluster 900.
[0118] In the cluster 900, security for communications of the UE 100 can also be provided with keys. To reduce key
generation or updating overhead, a PLMN identity, plmn-Identity, that is most common among all small cells in the cluster
900, and which is also acceptable to the UE 100, can be identified. By identifying such plmn-Identity and using it to
produce KASME, the instances where KASME would have to be updated as the UE 100 moves from small cell to small
cell in the cluster 900 can be reduced.
[0119] In some examples, techniques as discussed above for deriving keys in the context of a macro cell and one or
more small cells can be employed. In other examples, key derivation can be simplified by providing a list of multiple
{cluster_ID, plmn-Identity} pairs for the small cell cluster 900, where this list is shared by all member small cells in the
cluster 900. For each pair of {cluster_ID, plmn-Identity}, the cluster_ID is specific to the associated plmn-Identity, so that
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a different plmn-Identity value may have a different cluster_ID value for the cluster 900. The list that the cluster 900 is
associated with may be broadcast by the small cells in the entire coverage area of the cluster 900. Upon receipt of the
broadcast list, the UE 110 can select a plmn-Identity from the list. This selected plmn-Identity is valid for the entire
coverage region of the cluster 900, and the selected plmn-Identity can be used for generating corresponding KASME for
the entire coverage region of the cluster 900. Note that a variation of the scheme is that each pair of {cluster_ID, plmn-
Identity} may include a subset of the small cells in the cluster. For example, {cluster_ID_A, plmn-Identity_A} may be
used by small cells {0,1,2,3,4}, {cluster_ID_B, plmn-Identity_B} may be used by small cells {0,3,4,5, 6}, while
{cluster_ID_C, plmn-Identity_C} may be used by all small cells {0,1,2,3,4,5,6} in the cluster.
[0120] Due to the small footprint of each small cell in the cluster 900, handover from a source small cell to another
small cell due to mobility of the UE 110 may be complicated by the fact that it may be difficult to know accurately which
specific target small cell the UE 100 will move to. Also, if a radio link failure occurs, the UE 110 may have to connect to
a neighbor small cell after the radio link failure. Thus for mobility robustness, it may be more beneficial to prepare multiple
candidate target small cells for handover, rather than just one target small cell.
[0121] When preparing for handover of the UE 110 from a source small cell (e.g. small cell 0) to another small cell in
the cluster 900, multiple security configurations can be prepared, one for each candidate target small cell that the UE
110 may potentially move to. A security configuration includes security information, which may include a key, a token,
as well as other information, such as one or more of the following: a respective NCC, Evolved Packet System (EPS)
security capabilities of the UE 110, security algorithms used in the source small cell for computing the token, and so forth.
[0122] The set of candidate target small cells to be prepared for handover by the source small cell eNB can be
determined according to measurements performed by the UE of signals transmitted by various neighbor small cells of
the source small cell. The set of candidate target small cells includes those target small cells indicated by the respective
UE measurements as more likely to be handover targets.
[0123] In some examples, a token is calculated from VarShortMAC-Input, where VarShortMAC-Input is composed of
a source cell radio network temporary identifier (C-RNTI), a source PCI, and a target cell identifier. VarShortMAC-Input
is the input to an integrity algorithm, which outputs a 32-bit message authentication code. The token is the 16 least
significant bits of the message authentication code. The token is carried as part of an RRCConnectionReestablishmen-
tRequest message sent by the UE 110 to a target eNB to reestablish RRC connection after a connection failure, where
the failure is due to, for example, a radio link failure, a handover failure, and so forth.
[0124] The security configurations generated by the source small cell eNB can be sent to respective target small cell
eNBs. Also, the security configurations can be sent by the source small cell eNB to the UE 110. With multiple target
small cells prepared, the UE 110 can move to any of the prepared target small cells, and establish a radio connection
with such target small cell. This mitigates the shortcomings associated with not employing a macro cell, and the small
footprint of a small cell in a cluster.
[0125] In Fig. 9, it is assumed that the UE 110 is initially in small cell 0 (the "source small cell"), which has a respective
source small cell eNB. To handle the potential for handover of the UE 110, multiple target small cells (small cell 2, small
cell 4, and small cell 6) are prepared, by sending each associated eNB a respective security configuration. Among other
information as listed above, each security configuration includes a respective key, e.g. KeNB,PCI2* (for small cell 2),
KeNB,PCI4* (for small cell 4), and KeNB,PCI6* (for small cell 6). Each KeNB,PCI2*, KeNB,PCI4*, or KeNB,PCI6* can be used by
the respective target small cell 2, 4, or 6, respectively, as the corresponding KeNB that can be used to secure commu-
nication in the event that the UE establish connection.
[0126] The corresponding key chaining for K’eNB preparation of multiple target small cells is illustrated in Fig. 10. Ovals
1002, 1004, and 1006 in Fig. 10 represents the derivation of KeNB,PCI2*, KeNB,PCI4*, and KeNB,PCI6*, respectively, from
the KeNB (represented by block 1008) of the source small cell.
[0127] In some examples, a timer (which can be referred to as THOprep, for example) can be provided for a handover
preparation phase at the source small cell eNB, assuming that multiple candidate target small cell eNBs are involved.
When a first HANDOVER REQUEST message is sent by the source small cell eNB to the first candidate target small
cell eNB, the timer THOprep is started. When a HANDOVER REQUEST ACKNOWLEDGE messages (for acknowledging
the HANDOVER REQUEST message) from all candidate target small cell eNBs are received, the timer THOprep is stopped.
[0128] Otherwise, if THOprep expires before the HANDOVER REQUEST ACKNOWLEDGE messages from all candidate
target small cell eNBs are received by the source small cell eNB, the candidate target small cell eNBs that have not
acknowledged (by sending a respective HANDOVER REQUEST ACKNOWLEDGE message) are no longer considered
candidate target small cell eNBs by the source small cell eNB, and their mobility information is not passed to the UE
110. Effectively, the source small cell eNB removes the target small cell eNBs that have not acknowledged from the set
of candidate small cell eNBs. The source small cell eNB can send a HANDOVER CANCEL message to each target
small cell eNB that has not acknowledged to formally cancel the handover preparation of that target small cell.
[0129] When a HANDOVER REQUEST ACKNOWLEDGE message is received by the source small cell eNB from
any candidate target small cell eNB, the source small cell eNB can respond by sending to the UE 110 an RRCConnec-
tionReconfiguration message to convey the respective mobility control information, without waiting for the acknowledg-
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ment from other candidate target small cell eNBs. This helps to reduce handover failure. The mobility control information
included in the RRCConnectionReconfiguration message can include various information, including the carrier frequency
of target cell and various physical channel configuration and random access channel (RACH) procedure information
about the target cell.
[0130] There may be multiple RRCConnectionReconfiguration messages sent from the source small cell eNB to the
UE 110, one for each candidate target small cell eNB that has acknowledged. The delivery of multiple RRCConnection-
Reconfiguration messages can be facilitated by maintaining a dual connection towards the UE 110, one connection from
the source small cell eNB to the UE 110, and the other from a target small cell eNB to the UE 110. Note that the UE 110
does not have to immediately break the connection to the source small cell eNB when performing a random access
procedure, on a RACH with a target small cell eNB.
[0131] Once the UE 110 has been successfully handed over to a target small cell eNB, then the source small cell eNB
can send a HANDOVER CANCEL message to other prepared target small cells.
[0132] Note that while the procedure described above is for mobility handling among a cluster of small cells, a similar
procedure can be applied in other scenarios, such as a scenario that includes a deployment of a macro cell and one or
more small cells, or a deployment of multiple macro cells. Note also that variations of the procedure described above
are possible. For example, the timer THOprep is stopped a select subset of the candidate target small cell eNBs are
received. In another example, the source small cell eNB can aggregate mobility control information of multiple target
small cells into a single RRCConnectionReconfiguration message to send to the UE 110.
[0133] Fig. 11 is a flow diagram of a process according to some implementations for use in performing handover of
the UE 110 in the cluster 900 of small cells. The source small cell eNB generates (at 1102), for the UE 110, multiple
security configurations, where each security configuration is associated with a different eNB in a set of candidate target
small cell eNBs. The source small cell eNB sends (at 1104) each security configuration to the respective candidate
target small cell eNB. In addition, the source small cell eNB also sends (at 1106) the security configurations to the UE 110.
[0134] The UE 110 can use a security key of a security configuration of a particular one of the target small cell eNBs
to derive further keys that can be used for a radio connection established between the UE and the target small cell eNB.

System Architecture

[0135] Fig. 12 depicts a computing system 1200, which can be any of the macro eNB 104, small cell eNB 108, or other
network node discussed above. The computing system 1200 includes machine-readable instructions 1202, which are
executable on a processor (or multiple processors) 1204 to perform various tasks discussed above. A processor can
include a microprocessor, microcontroller, processor module or subsystem, programmable integrated circuit, program-
mable gate array, or another control or computing device.
[0136] The processor(s) 1204 can be coupled to a communication interface (or communication component) 1206 to
perform communications. For example, the communication interface 1206 can perform wireless communication over
an air interface, or perform wired communication over a wired connection. In some cases, the computing system 1200
can include multiple communication interfaces 1206 to communicate with respective different network nodes.
[0137] The processor(s) 1204 can also be coupled to a computer-readable or machine-readable storage medium (or
storage media) 1208, for storing data and instructions. The storage medium or storage media 1608 can include one or
multiple computer-readable or machine-readable storage media. The storage media include different forms of memory
including semiconductor memory devices such as dynamic or static random access memories (DRAMs or SRAMs),
erasable and programmable read-only memories (EPROMs), electrically erasable and programmable read-only mem-
ories (EEPROMs) and flash memories; magnetic disks such as fixed, floppy and removable disks; other magnetic media
including tape; optical media such as compact disks (CDs) or digital video disks (DVDs); or other types of storage
devices. Note that the instructions discussed above can be provided on one computer-readable or machine-readable
storage medium, or alternatively, can be provided on multiple computer-readable or machine-readable storage media
distributed in a large system having possibly plural nodes. Such computer-readable or machine-readable storage medium
or media is (are) considered to be part of an article (or article of manufacture). An article or article of manufacture can
refer to any manufactured single component or multiple components. The storage medium or media can be located
either in the machine running the machine-readable instructions, or located at a remote site from which machine-readable
instructions can be downloaded over a network for execution.
[0138] In general, according to some implementations, a first radio connection is established between a first cell and
a user equipment (UE). A network identity of a second cell is determined based on a first set of at least one network
identity associated with the first cell, where the second cell is associated with a second set of at least one network
identity, and the determined network identity is useable for establishing a second radio connection between the second
cell and the UE.
[0139] In general, according to further implementations, a UE includes a wireless communication component to receive,
from a wireless access network node of a first cell, a list of network identifiers, the network identifiers being composed
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according to a first set of network identifiers for the first cell, and a second set of network identifiers for a second cell,
the first cell and the second cell to provide concurrent wireless connections with the UE. The UE further includes at least
one processor configured to select, from the list of network identifiers, a network identifier to use for generating a key
for protecting data communication of the UE.
[0140] In general, according to further implementations, a source wireless access network node generates, for a UE,
a plurality of security configurations, where each security configuration is associated with a different node in a set of
candidate target wireless access network nodes. The source wireless access network node sends each security con-
figuration to the respective candidate target wireless network node. The source wireless access network node sends
security information of the plurality of security configurations to the UE.
[0141] In the foregoing description, numerous details are set forth to provide an understanding of the subject disclosed
herein. However, implementations may be practiced without some of these details. Other implementations may include
modifications and variations from the details discussed above. It is intended that the appended claims cover such
modifications and variations.

Claims

1. A method comprising:

establishing a first radio connection between a first cell (102) and a user equipment (UE) (110); and
determining a network identity of a second cell (106) based on a first set of at least one network identity associated
with the first cell, wherein the second cell is associated with a second set of at least one network identity, the
determined network identity for establishing a concurrent second radio connection between the second cell and
the UE, and wherein determining the network identity of the second cell comprises identifying a network identity
in the second set that is common with a network identity in the first set; sending, by a wireless access network
node (104) of the first cell to the UE, a list that includes one or more network identities that are common between
the first set and the second set; and receiving, by the wireless access network node from the UE, a selection
of a network identity from the list.

2. The method of claim 1, further comprising:

receiving, by the wireless access network node (104) of the first cell from the UE, a network identity of the first
cell (102) selected from the first set, wherein the network identity of the second cell (106) is determined based
on the received network identity of the first cell.

3. The method of claim 1, wherein determining the network identity of the second cell (106) is based on selecting from
the second set the network identity of the second cell that is common with the received network identity of the first
cell (102), wherein determining the network identity of the second cell is based on selecting from the second set the
network identity of the second cell that it is an equivalent network identity of the received network identity of the first
cell for the UE.

4. The method of claim 1, further comprising:

sending, to the UE (110), the determined network identity of the second cell.

5. The method of claim 1, further comprising:

storing, by the wireless access network node (104) of the first cell (102), an indicator associated with the second
cell to indicate whether the second cell (106) is eligible to have a multiple connectivity relationship with the first cell.

6. The method of claim 1 further comprising

determining a network identity of the first cell (102);
generating a security key for the UE (110) according to the network identity of the first cell.

7. The method of claim 1 further comprising
generating a security key for the UE (110) according to the network identity of the second cell (106).
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8. The method of claim 1, wherein a key is used for protection of data communication of the UE (110) with the second
cell (106), and wherein a separate key is used for protection of data communication of the UE with the first cell (102).

9. The method of claim 1, further comprising:

establishing a base key for the UE (110);

receiving, by the wireless access network node (104) of the first cell, an access network node key derived from the
base key for use in protection of data communication of the UE with both the first cell (102) and the second cell (106).

10. The method of claim 9, further comprising:

deriving, by the wireless access network node (104) of the first cell (102), a set of one or more user plane keys
from the access network node key, the set of one or more user plane keys useable in protection of data
communication of the UE (110) with both the first cell and the second cell (106) or further comprising:

deriving, by the wireless access network node of the first cell, a first set of one or more user plane keys
useable in protection of data communication of the UE with the first cell, and deriving, by a wireless access
network node of the second cell, a second set of one or more user plane keys useable in protection of data
communication of the UE with the second cell or further comprising:

deriving, by the wireless access network node of the first cell, a first set of one or more user plane keys
from the access network node key, the first set of one or more user plane keys useable in protection
of data communication of the UE with the first cell;
deriving, by the wireless access network node of the first cell, a modified access network node key
from the access network node key; and sending, by the wireless access network node of the first cell
to an wireless access network node associated with the second cell, the modified access network node
key that is useable by the wireless access network node associated with the second cell to derive a
second set of one or more user plane keys useable in protection of data communication of the UE with
the second cell.

11. The method of claim 9, further comprising:

determining at least one user plane key from the access network node key using an algorithm type distinguisher
for the second cell (106).

12. The method of claim 1, further comprising:

receiving, by the wireless access network node (104) of the first cell (102), an access network node key derived
from a base key for use in protection of data communication of the UE (110) with the first cell, and
receiving, by a wireless access network node of the second cell (106), an access network node key derived
from the base key for use in protection of data communication of the UE with the second cell.

13. The method of claim 1, further comprising:

receiving, by the wireless access network node (104) of the first cell (102), plural access network node keys
derived from a base key for use in protection of data communication of the UE (110) with the respective first
cell and second cell (106).

14. The method of claim 13, wherein a first of the plural access network node keys is derived using a parameter
associated with the first cell (102), and a second of the plural access network node keys is derived using a parameter
associated with the second cell (106).

Patentansprüche

1. Verfahren, umfassend:
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Einrichten, mittels eines Funkzugangsknotens (104) einer ersten Zelle (102), einer ersten Funkverbindung
zwischen der ersten Zelle (102) und einem Benutzergerät (110); und
Bestimmen, mittels des Funkzugangsknotens (104) der ersten Zelle (102), einer Netzwerkidentität einer zweiten
Zelle (106) auf der Grundlage eines ersten Satzes von mindestens einer Netzwerkidentität, welcher der ersten
Zelle zugeordnet ist, wobei der zweiten Zelle ein zweiter Satz von mindestens einer Netzwerkidentität zugeordnet
ist, wobei die bestimmte Netzwerkidentität für ein Einrichten einer gleichzeitigen zweiten Funkverbindung zwi-
schen der zweiten Zelle und dem Benutzergerät ist und wobei ein Bestimmen der Netzwerkidentität der zweiten
Zelle ein Identifizieren einer Netzwerkidentität in dem zweiten Satz umfasst, die mit einer Netzwerkidentität im
ersten Satz übereinstimmend ist;
Senden, mittels des Funkzugangsnetzknotens (104) der ersten Zelle, einer Liste, die eine oder mehrere Netz-
werkidentitäten umfasst, die dem ersten Satz und dem zweiten Satz gemeinsam sind, an das Benutzergerät
und Empfangen, mittels des Funkzugangsnetzknotens (104) der ersten Zelle (102), vom Benutzergerät, einer
Netzwerkidentitätsauswahl aus der Liste.

2. Verfahren nach Anspruch 1, ferner umfassend:

Empfangen, mittels des Funkzugangsnetzknotens (104) der ersten Zelle, vom Benutzergerät, einer aus dem
ersten Satz ausgewählten Netzwerkidentität der ersten Zelle (102), wobei die Netzwerkidentität der zweiten
Zelle (106) auf der Grundlage der empfangenen Netzwerkidentität der ersten Zelle bestimmt wird.

3. Verfahren nach Anspruch 1, wobei ein Bestimmen der Netzwerkidentität der zweiten Zelle (106) auf einem Aus-
wählen, aus dem zweiten Satz, derjenigen Netzwerkidentität der zweiten Zelle, die mit der empfangenen Netzwer-
kidentität der ersten Zelle (102) übereinstimmend ist, basiert, wobei ein Bestimmen der Netzwerkidentität der zweiten
Zelle auf einem Auswählen, aus dem zweiten Satz, derjenigen Netzwerkidentität der zweiten Zelle basiert, die eine
zur empfangenen Netzwerkidentität der ersten Zelle äquivalente Netzwerkidentität für das Benutzergerät ist.

4. Verfahren nach Anspruch 1, ferner umfassend:

mittels des Funkzugangsknotens (104) der ersten Zelle (102), die bestimmte Netzwerkidentität der zweiten
Zelle an das Benutzergerät (110).

5. Verfahren nach Anspruch 1, ferner umfassend:

Speichern, mittels des Funkzugangsnetzknotens (104) der ersten Zelle (102), eines Anzeigers, welcher der
zweiten Zelle zugeordnet ist, um anzuzeigen, ob die zweite Zelle (106) dafür in Frage kommt, mit der ersten
Zelle in einer Mehrfachkonnektivitätsbeziehung zu stehen.

6. Verfahren nach Anspruch 1, ferner umfassend:

Bestimmen einer Netzwerkidentität der ersten Zelle (102);
mittels des Funkzugangsknotens (104) der ersten Zelle (102), eines Sicherheitsschlüssels für das Benutzergerät
(110) entsprechend der Netzwerkidentität der ersten Zelle.

7. Verfahren nach Anspruch 1, ferner umfassend:

Generieren, mittels des Funkzugangsknotens (104) der ersten Zelle (102), eines Sicherheitsschlüssels für das
Benutzergerät (110) entsprechend der Netzwerkidentität der zweiten Zelle (106).

8. Verfahren nach Anspruch 1, wobei ein Schlüssel für den Schutz der Datenkommunikation des Benutzergeräts (110)
mit der zweiten Zelle (106) benutzt wird und wobei ein separater Schlüssel für den Schutz der Datenkommunikation
des Benutzergeräts mit der ersten Zelle (102) benutzt wird.

9. Verfahren nach Anspruch 1, ferner umfassend:

Erstellen eines Basisschlüssels für das Benutzergerät (110);
Empfangen, mittels des Funkzugangsnetzknotens (104) der ersten Zelle, eines Zugangsnetzknoten-Schlüssels,
der vom Basisschlüssel abgeleitet ist, zur Verwendung zum Schutz der Datenkommunikation des Benutzerge-
räts mit sowohl der ersten Zelle (102) als auch der zweiten Zelle (106).
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10. Verfahren nach Anspruch 9, ferner umfassend:

Ableiten, mittels des Funkzugangsnetzknotens (104) der ersten Zelle (102), eines Satzes von einem oder
mehreren Schlüsseln auf Benutzerebene von dem Zugangsnetzknoten-Schlüssel, wobei der Satz von einem
oder mehreren Schlüsseln auf Benutzerebene zum Schutz der Datenkommunikation des Benutzergeräts (110)
mit sowohl der ersten Zelle als auch der zweiten Zelle (106) verwendbar ist, oder ferner umfassend:

Ableiten, mittels des Funkzugangsnetzknotens der ersten Zelle, eines ersten Satzes von einem oder meh-
reren Schlüsseln auf Benutzerebene, der zum Schutz der Datenkommunikation des Benutzergeräts mit
der ersten Zelle verwendbar ist, und Ableiten, mittels eines Funkzugangsnetzknotens der zweiten Zelle,
eines zweiten Satzes von einem oder mehreren Schlüsseln auf Benutzerebene, der zum Schutz der Da-
tenkommunikation des Benutzergeräts mit der zweiten Zelle verwendbar ist, oder ferner umfassend: Ab-
leiten, mittels des Funkzugangsnetzknotens der ersten Zelle, eines ersten Satzes von einem oder mehreren
Schlüsseln auf Benutzerebene von dem Zugangsnetzknoten-Schlüssel, wobei der erste Satz von einem
oder mehreren Schlüsseln auf Benutzerebene zum Schutz der Datenkommunikation des Benutzergeräts
mit der ersten Zelle verwendbar ist;
Ableiten, mittels des Funkzugangsnetzknotens der ersten Zelle, eines modifizierten Zugangsnetzknoten-
Schlüssels von dem Zugangsnetzknoten-Schlüssel; und Senden, mittels des Funkzugangsnetzknotens
der ersten Zelle, des modifizierten Zugangsnetzknotenschlüssels, der vom der zweiten Zelle zugeordneten
Funkzugangsnetzknoten verwendbar ist, um einen zweiten Satz von einem oder mehreren Schlüsseln auf
Benutzerebene abzuleiten, der zum Schutz der Datenkommunikation des Benutzergeräts mit der zweiten
Zelle verwendbar ist, an einen der zweiten Zelle zugeordneten Funkzugangsnetzknoten.

11. Verfahren nach Anspruch 9, ferner umfassend:

Bestimmen mindestens eines Schlüssels auf Benutzerebene aus dem Zugangsnetzknoten-Schlüssel unter
Verwendung eines Algorithmus vom Diskriminatortyp für die zweite Zelle (106).

12. Verfahren nach Anspruch 1, ferner umfassend:

Empfangen, mittels des Funkzugangsnetzknotens (104) der ersten Zelle (102), eines Zugangsnetzknoten-
Schlüssels, der von einem Basisschlüssel abgeleitet ist, zur Verwendung zum Schutz der Datenkommunikation
des Benutzergeräts (110) mit der ersten Zelle und
Empfangen, mittels eines Funkzugangsnetzknotens der zweiten Zelle (106), eines Zugangsnetzknoten-Schlüs-
sels, der vom Basisschlüssel abgeleitet ist, zur Verwendung zum Schutz der Datenkommunikation des Benutz-
ergeräts mit der zweiten Zelle.

13. Verfahren nach Anspruch 1, ferner umfassend:

Empfangen, mittels des Funkzugangsnetzknotens (104) der ersten Zelle (102), mehrerer Zugangsnetzknoten-
Schlüssel, die von einem Basisschlüssel abgeleitet sind, zur Verwendung zum Schutz der Datenkommunikation
des Benutzergeräts (110) mit der ersten Zelle bzw. der zweiten Zelle (106).

14. Verfahren nach Anspruch 13, wobei ein erster der mehreren Zugangsnetzknoten-Schlüssel unter Verwendung eines
der ersten Zelle (102) zugeordneten Parameters abgeleitet wird und ein zweiter der mehreren Zugangsnetzknoten-
Schlüssel unter Verwendung eines der zweiten Zelle (106) zugeordneten Parameters abgeleitet wird.

Revendications

1. Procédé comprenant :

l’établissement, par un noeud d’accès sans fil (104) d’une première cellule (102), d’une première connexion
radio entre la première cellule (102) et un équipement utilisateur (UE) (110) ; et
la détermination, par le noeud d’accès sans fil (104) de la première cellule (102), d’une identité de réseau d’une
seconde cellule (106) sur la base d’un premier ensemble d’au moins une identité de réseau associée à la
première cellule, où la seconde cellule est associée à un second ensemble d’au moins une identité de réseau,
l’identité de réseau déterminée étant destinée à établir une seconde connexion radio concurrente entre la
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seconde cellule et l’UE, et la détermination de l’identité de réseau de la seconde cellule comprenant l’identification
d’une identité de réseau dans le second ensemble qui est commune avec une identité de réseau dans le premier
ensemble ;
l’envoi, par le noeud de réseau d’accès sans fil (104) de la première cellule à l’UE, d’une liste qui inclut une ou
plusieurs identités de réseau qui sont communes entre le premier ensemble et le second ensemble ; et
la réception, par le noeud de réseau d’accès sans fil (104) de la première cellule (102), en provenance de l’UE,
d’une sélection d’une identité de réseau à partir de la liste.

2. Procédé selon la revendication 1, comprenant en outre :

la réception, par le noeud de réseau d’accès sans fil (104) de la première cellule en provenance de l’UE, d’une
identité de réseau de la première cellule (102) sélectionnée à partir du premier ensemble, où l’identité de réseau
de la seconde cellule (106) est déterminée sur la base de l’identité de réseau reçue de la première cellule.

3. Procédé selon la revendication 1, dans lequel la détermination de l’identité de réseau de la seconde cellule (106)
est basée sur la sélection à partir du second ensemble de l’identité de réseau de la seconde cellule qui est commune
avec l’identité de réseau reçue de la première cellule (102), dans lequel la détermination de l’identité de réseau de
la seconde cellule est basée sur la sélection à partir du second ensemble de l’identité de réseau de la seconde
cellule qui est une identité de réseau équivalente de l’identité de réseau reçue de la première cellule pour l’UE.

4. Procédé selon la revendication 1, comprenant en outre :

par le noeud d’accès sans fil (104) de la première cellule (102) à l’UE (110), l’identité de réseau déterminée de
la seconde cellule.

5. Procédé selon la revendication 1, comprenant en outre :

le stockage, par le noeud de réseau d’accès sans fil (104) de la première cellule (102), d’un indicateur associé
à la seconde cellule pour indiquer si la seconde cellule (106) est susceptible d’avoir une relation de connectivité
multiple avec la première cellule.

6. Procédé selon la revendication 1, comprenant en outre :

la détermination d’une identité de réseau de la première cellule (102) ;
par le noeud d’accès sans fil (104) de la première cellule (102), une clé de sécurité pour l’UE (110) en fonction
de l’identité de réseau de la première cellule.

7. Procédé selon la revendication 1, comprenant en outre :

la génération, par le noeud d’accès sans fil (104) de la première cellule (102), d’une clé de sécurité pour l’UE
(110) en fonction de l’identité de réseau de la seconde cellule (106).

8. Procédé selon la revendication 1, dans lequel une clé est utilisée pour la protection de la communication de données
de l’UE (110) avec la seconde cellule (106), et dans lequel une clé distincte est utilisée pour la protection de la
communication de données de l’UE avec la première cellule (102).

9. Procédé selon la revendication 1, comprenant en outre :

l’établissement d’une clé de base pour l’UE (110) ;
la réception, par le noeud de réseau d’accès sans fil (104) de la première cellule, d’une clé de noeud de réseau
d’accès dérivée de la clé de base pour une utilisation dans la protection de la communication de données de
l’UE à la fois avec la première cellule (102) et la seconde cellule (106).

10. Procédé selon la revendication 9, comprenant en outre :

la dérivation, par le noeud de réseau d’accès sans fil (104) de la première cellule (102), d’un ensemble d’une
ou plusieurs clés de plan utilisateur à partir de la clé de noeud de réseau d’accès, l’ensemble d’une ou plusieurs
clés de plan utilisateur étant utilisable dans la protection de la communication de données de l’UE (110) à la
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fois avec la première cellule et la seconde cellule (106)
ou comprenant en outre :

la dérivation, par le noeud de réseau d’accès sans fil de la première cellule, d’un premier ensemble d’une
ou plusieurs clés de plan utilisateur utilisable dans la protection de la communication de données de l’UE
avec la première cellule, et la dérivation, par un noeud de réseau d’accès sans fil de la seconde cellule,
d’un second ensemble d’une ou plusieurs clés de plan utilisateur utilisable dans la protection de la com-
munication de données de l’UE avec la seconde cellule ou comprenant en outre :

la dérivation, par le noeud de réseau d’accès sans fil de la première cellule, d’un premier ensemble
d’une ou plusieurs clés de plan utilisateur à partir de la clé de noeud de réseau d’accès, le premier
ensemble d’une ou plusieurs clés de plan utilisateur étant utilisable dans la protection de la communi-
cation de données de l’UE avec la première cellule ;
la dérivation, par le noeud de réseau d’accès sans fil de la première cellule, d’une clé de noeud de
réseau d’accès modifiée à partir de la clé de noeud de réseau d’accès ; et l’envoi, par le noeud de
réseau d’accès sans fil de la première cellule à un noeud de réseau d’accès sans fil associé à la
seconde cellule, de la clé de noeud de réseau d’accès modifiée qui est utilisable par le noeud de réseau
d’accès sans fil associé à la seconde cellule pour dériver un second ensemble d’une ou plusieurs clés
de plan utilisateur utilisable dans la protection de la communication de données de l’UE avec la seconde
cellule.

11. Procédé selon la revendication 9, comprenant en outre :

la détermination d’au moins une clé de plan utilisateur à partir de la clé de noeud de réseau d’accès en utilisant
un distincteur de type d’algorithme pour la seconde cellule (106).

12. Procédé selon la revendication 1, comprenant en outre :

la réception, par le noeud de réseau d’accès sans fil (104) de la première cellule (102), d’une clé de noeud de
réseau d’accès dérivée d’une clé de base pour une utilisation dans la protection de la communication de données
de l’UE (110) avec la première cellule, et
la réception, par un noeud de réseau d’accès sans fil de la seconde cellule (106), d’une clé de noeud de réseau
d’accès dérivée de la clé de base pour une utilisation dans la protection de la communication de données de
l’UE avec la seconde cellule.

13. Procédé selon la revendication 1, comprenant en outre :

la réception, par le noeud de réseau d’accès sans fil (104) de la première cellule (102), de plusieurs clés de
noeud de réseau d’accès dérivées d’une clé de base pour une utilisation dans la protection de la communication
de données de l’UE (110) avec la première cellule et la seconde cellule (106) respectives.

14. Procédé selon la revendication 13, dans lequel une première des plusieurs clés de noeud de réseau d’accès est
dérivée en utilisant un paramètre associé à la première cellule (102), et une seconde des plusieurs clés de noeud
de réseau d’accès est dérivée en utilisant un paramètre associé à la seconde cellule (106).
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