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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to an antenna
switching method of a wireless communication system
for selecting one antenna, excellent in a communication
quality state, from a plurality of antennas and being ca-
pable of performing transmission/reception. More spe-
cifically, the invention relates to the antenna switching
method of a wireless communication system for accel-
erating establishment of a communication state, stably
transmitting/receiving a signal, and reducing battery con-
sumption.

2. Description of the Related Art

[0002] The applicant proposes a wireless communica-
tion system that incorporates a transmitting unit in a tight-
ening torque measuring unit attached to a rotating shaft
of a tightening machine or the like and is capable of wire-
lessly transmitting tightening information such as a
torque value and a rotating angle to a receiving unit.
[0003] However, the tightening torque measuring unit
has one antenna on a transmitting side, and this unit ro-
tates integrally with the rotating shaft. For this reason,
when the transmitting antenna moves to a position where
a quality state of the communication with a receiving unit
is deteriorated due to a position where the tightening
torque measuring unit stops, transmission/reception of a
signal to/from the receiving unit possibly fails.
[0004] It is considered that a plurality of transmitting
antennas is successively switched and signals are suc-
cessively transmitted (for example, see Japanese Unex-
amined Patent Publication No. 2000-353998). In this
case, however, there arises the problem that the trans-
mitting/receiving operation in a bad communication qual-
ity state is repeated at constant intervals.
[0005] Therefore, a method for arranging a plurality of
transmitting antennas on a tightening torque measuring
unit and transmitting tightening information from the
transmitting antennas all together is considered. Howev-
er, since the tightening torque measuring unit rotates in-
tegrally with the rotating shaft as described above, the
unit should be driven by a battery as a power source.
Hence, there arises the problem that increase in power
consumption causes consumption of the battery to be
sped up.
[0006] These problems are desired to be resolved not
only in the torque measuring unit but also particularly in
wireless communication systems required to sequential-
ly transmit various signals.
[0007] WO 03/007502 A2 discloses a method for re-
ceiving and transmitting information in a multipath envi-
ronment with diversity. Herein, a wireless communication
device includes a transmitter module for transmitting a

signal, a receiver module for receiving a signal, a plurality
of transmitting antennas for transmission/reception, a
switching module for switching either one of the plurality
of the transmitting antennas to be connected to the trans-
mitter module and to the receiver module, respectively,
and a main controller for controlling the transmitter mod-
ule, the receiver module and the switching module. The
wireless communication device is capable about trans-
mitting a signal and receiving feedback information from
a base station about the transmission characteristics and
of transmitting/receiving other signals. Upon the received
transmission characteristics, it can be decided which an-
tenna has better transmission characteristics. Therefore,
the main controller may monitor transmission character-
istics via a feedback from the base station. Thus, if the
transmission characteristics become poor for the anten-
na presently in use for transmission, the main controller
can test the transmission characteristics of the other an-
tenna by coupling the transmitter module to the other
antenna. If, for example, the first antenna has the better
transmission characteristics, the main controller main-
tains the coupling between the transmitter module and
the first antenna and maintains monitoring the transmis-
sion characteristics of the first antenna. On the other
hand, if the main controller determines that the first an-
tenna does not have the better transmission character-
istics, then the main controller may control the switching
module to couple the transmission module to the second
antenna and maintains monitoring the transmission char-
acteristics of the second antenna.
[0008] DE 103 17 689 A1 discloses an antenna system
for transferring data from an antenna arrangement on a
rotating body to a fixed receiver independent of the po-
sition of the rotating body. Herein, the transmitting an-
tennas are arranged in a peripheral direction of a rotat-
able member at predetermined intervals. A step of meas-
uring the received signal intensity is performed when the
rotatable member is in stopped or in approximately
stopped state.

SUMMARY OF THE INVENTION

[0009] It is an object of the present invention to provide
an antenna switching method of a wireless communica-
tion system that can transmit efficiently various signals
from a plurality of transmitting antennas to a receiving
unit, and particularly the antenna switching method that
is suitable for a transmitting unit arranged on a member
in which a plurality of transmitting antennas is rotatable
and a wireless communication system using a battery-
driven type transmitting unit.
[0010] In order to solve the above problem, the present
invention provides an antenna switching method of a
wireless communication system according to claim 1. An
antenna switching method of a wireless communication
system includes:

- a transmitting unit having a transmitting circuit for
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transmitting/receiving a signal, a plurality of trans-
mitting antennas for transmitting/receiving, an an-
tenna switch for switching any one of the plurality of
the transmitting antennas to be connected to the
transmitting circuit and a transmitting controller for
controlling the transmitting circuit and the antenna
switch, the transmitting circuit capable of transmit-
ting a signal including a return request and transmit-
ting/receiving another signals; and

- a receiving unit having a receiving circuit for trans-
mitting/receiving a signal to/from the transmitting
unit, a receiving antenna connected to the receiving
circuit, and a receiving controller for controlling the
receiving circuit, the receiving controller transmitting
a return signal from the receiving circuit when receiv-
ing the signal including the return request from the
transmitting unit,

the antenna switching method includes:

- a received signal intensity measuring step having a
step of allowing the transmitting controller to operate
the antenna switch so that any one of the transmitting
antennas is connected to the transmitting circuit,
transmitting the signal including the return request
from the transmitting circuit via the transmitting an-
tenna, standing by in a receiving state of the return
signal, when receiving the signal including the return
request, allowing the receiving controller to transmit
the return signal from the receiving circuit via the
receiving antenna, and allowing the transmitting con-
troller to measure and store a received signal inten-
sity of the return signal received by the transmitting
antenna within a predetermined time, and a step of
operating the antenna switch and performing the
above step on all the other transmitting antennas so
as to obtain received signal intensities for all the
transmitting antennas;

- a step of allowing the transmitting controller to com-
pare the obtained received signal intensities of all
the transmitting antennas and determine the trans-
mitting antenna wherein the received signal intensity
is the highest;

- a step of allowing the transmitting controller to oper-
ate the antenna switch so that the determined trans-
mitting antenna wherein the received signal intensity
is the highest is connected to the transmitting circuit
and fix the transmitting antenna; and

- a step of allowing the transmitting controller to trans-
mit signals thereafter from the transmitting circuit via
the fixed transmitting antenna.

[0011] The transmitting unit operates the antenna
switch so that the signals including the return request are

sequentially transmitted/received from all the transmit-
ting antennas, and measures the received signal inten-
sities of the transmitting antennas from the receiving unit.
As a result, since the transmitting antenna wherein the
received signal intensity is the highest can be selected
and fixed, optimization can be performed so that defec-
tive transmission/reception is reduced.
[0012] After the transmitting antenna is fixed, since on-
ly the fixed transmitting antenna transmits a signal, es-
tablishment of a communication state can be accelerat-
ed, and a signal can be stably transmitted/received. Fur-
ther, battery consumption can be reduced, and share of
a wireless frequency space can be cut down.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013]

FIG. 1 is a block diagram illustrating a wireless com-
munication system of the present invention;

FIG. 2 is an explanatory diagram illustrating an em-
bodiment in which a transmitting unit of the present
invention is mounted to a tightening torque measur-
ing unit of a tightening machine;

FIG. 3 is a flowchart illustrating an antenna switching
method of the wireless communication system of the
present invention; and

FIG. 4 is a sequence diagram illustrating the antenna
switching method of the wireless communication
system of the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0014] An embodiment in which a transmitting unit 20
of a wireless communication system 10 of the present
invention is mounted to a tightening torque measuring
unit 30 attachable to a rotating shaft 50 of a tightening
machine is described below with reference to the draw-
ings.
[0015] However, the transmitting unit 20 is not limited
to application to the tightening torque measuring unit 30,
and is suitably mounted to other members, particularly,
rotatable members.
[0016] FIG. 1 is a block diagram illustrating the wireless
communication system 10 of the present invention. The
wireless communication system 10 of the present inven-
tion has the transmitting unit 20 for transmitting various
signals, and a receiving unit 40 for receiving signals from
the transmitting unit 20. The transmitting unit 20 can be
arranged on the tightening torque measuring unit 30 as
shown in FIG. 2.
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<Transmitting Unit 20>

[0017] The transmitting unit 20, as shown in FIG. 1,
has a transmitting circuit 22 (RF circuit) for transmit-
ting/receiving signals, and a plurality of transmitting an-
tennas 24, 25 for transmitting/receiving. An embodiment
in which the two transmitting antennas (the transmitting
antenna 1 (24) and the transmitting antenna 2 (25)) are
used is described below, but the number of the transmit-
ting antennas may be three or more.
[0018] A power can be supplied to the transmitting unit
20 by a battery not shown.
[0019] The transmitting unit 20 can be housed in a suit-
able place in a tubular casing 35 of the tightening torque
measuring unit 30, described later. As shown in FIG. 2,
it is desirable that the transmitting antenna 1 (24) and
the transmitting antenna 2 (25) are arranged near an out-
er periphery of the casing 35 at a predetermined interval.
In this embodiment, they are arranged so as to be op-
posed to each other via a shaft center. Further, they are
arranged at opposing corners so as to be separated by
1/2 or more wavelength of a wireless communication fre-
quency used by the adjacent antennas.
[0020] Any one of the transmitting antennas 24, 25 is
selected so as to be electrically connected to the trans-
mitting circuit 22 via an antenna switch 23.
[0021] The transmitting circuit 22 and the antenna
switch 23 are controlled by a transmitting controller 21.
[0022] The transmitting controller 21 can be constitut-
ed by a CPU, a memory or the like. The transmitting con-
troller 21 processes an output from a detection sensor
31 described later, processes various signals transmitted
from the transmitting circuit 22, measures, stores and
compares received signal intensities of return signals re-
ceived via the transmitting antennas 24, 25. The trans-
mitting controller 21 selects the transmitting antenna 24
or 25 and operates the antenna switch 23 so as to switch
the transmitting antenna 24 or 25 that should transmit a
signal. As a signal transmitted from the transmitting cir-
cuit 22, a signal including a return request and/or tight-
ening information detected by the detection sensor 31,
described later, can be exemplified.
[0023] An operation of the transmitting controller 21 is
described in detail below with reference a flowchart of
FIG. 3 and a sequence diagram of FIG. 4.

<Tightening Torque Measuring Unit>

[0024] The tightening torque measuring unit 30 on
which the transmitting unit 20 is arranged is, as shown
in FIG. 2, mounted to the rotating shaft 50 of the tightening
machine in a detachable or fixed manner. The tightening
torque measuring unit 30 has an outer periphery sur-
rounded by the casing 35, and has the transmitting unit
20 arranged inside. As shown in FIG. 1, the tightening
torque measuring unit 30 has the detection sensor 31 for
electrically detecting a torque applied to the rotating shaft
50, an amplifier 32 for amplifying the tightening informa-

tion output from the detection sensor, and an A/D con-
verter 33 for A/D-converting the amplified tightening in-
formation. The tightening information converted into a
digital signal by the A/D converter 33 is transmitted to
the transmitting controller 21.
[0025] As the detection sensor 31 for measuring infor-
mation about tightening, when a tightening torque is
measured as the tightening information, a strain gauge
can be exemplified. Further, when information about the
rotating angle is measured as the tightening information,
an encoder, a gyro sensor, a photo interrupter, or a mag-
netic sensor can be exemplified. When the detection sen-
sor 31 outputs a digital signal like an encoder or a photo
interrupter, the A/D converter 33 can be omitted.
[0026] The detection sensor 31 is not limited to the
above, but various devices can be surely used.
[0027] In the following description, a torque is exem-
plified as the tightening information.
[0028] The tightening torque measuring unit 30 can be
driven by a battery (not shown) arranged in the casing
35 as a power supply. The battery may be shared by the
transmitting unit 20.
[0029] A display unit 36 may be arranged on the tight-
ening torque measuring unit 30 as shown in FIG. 2, so
that the tightening information can be visually recognized
in a direct manner.

<Receiving Unit 40>

[0030] A signal transmitted from the transmitting unit
20 can be received by a receiving unit 40 shown in FIG. 1.
[0031] The receiving unit 40 has a receiving antenna
43, a receiving circuit 42 (RF circuit) and a receiving con-
troller 41. A signal transmitted from the transmitting unit
20 is received by the receiving controller 41 via the re-
ceiving antenna 43 and the receiving circuit 42.
[0032] Every time the receiving controller 41 receives
a signal including a return request in a receiving standby
state, it transmits a return signal including an RSSI value
(received signal intensity value) from the receiving circuit
42 via the receiving antenna 43.
[0033] When the receiving controller 41 incorporates
a memory (not shown) or is connected to a display unit
45, the received tightening information can be stored in
the memory or can be suitably displayed on the display
unit 45.
[0034] A device identification number of the tightening
torque measuring unit 30, a time, and position information
such as a tightening position are included in the signal
about the tightening information transmitted from the
transmitting unit 20. This can be used for display and
management of the tightening information on the receiv-
ing side.
[0035] The receiving unit 40 and the display unit 45
can be driven by a commercial power supply or a battery
as a power supply.
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<Description of Operation>

[0036] An operation of the antenna switch 23 of the
receiving unit 40 in the wireless communication system
10 having the above constitution is described with refer-
ence to the flowchart of FIG. 3 and the sequence diagram
of FIG. 4.
[0037] A front end socket 51 of the rotating shaft 50 of
the tightening machine is fitted into a bolt or a nut and
started to be tightened.
[0038] The detection sensor 31 detects a torque ap-
plied to the rotating shaft 50, the amplifier 32 amplifies
the torque, and the A/D converter 33 A/D-converts the
torque. The converted torque is transmitted to the trans-
mitting controller 21 (step 1).
[0039] The transmitting controller 21 does not transmit
a torque value from the transmitting circuit 22 until the
tightening information detected by the detection sensor
31 satisfies a predetermined condition, in this embodi-
ment, until the torque value becomes a predetermined
threshold or more. (step 1). This is because when the
torque value is the predetermined threshold or less, the
rotating shaft 50 rotates, and a position of the tightening
torque measuring unit 30, namely, positions of the trans-
mitting antennas 24, 25 in a rotating direction are not
fixed.
[0040] When the tightening proceeds, the torque rises
and exceeds the predetermined threshold (step 1), the
rotating shaft 50 of the tightening machine hardly rotates,
and the tightening torque measuring unit 30 attached to
the rotating shaft 50 and the position in the rotating di-
rection are approximately fixed. Therefore, the positions
of the transmitting antennas 24, 25 are unmoving.
[0041] In this state, the transmitting controller 21 op-
erates the antenna switch 23 so as to set any one of the
transmitting antennas 24, 25 to be connected to the trans-
mitting circuit 22 (step 2, action 1: for example, the trans-
mitting antenna 1 (24) is connected to the transmitting
circuit 22). In this state, the signal is not yet transmitted.
[0042] In the state that the transmitting antenna 1 (24)
is connected to the transmitting circuit 22, the transmitting
controller 21 resets each RSSI integrated value to be
retained to zero. A received signal intensity integrated
value on the transmitting antenna 1 (24) is determined
as an RSSI1, and a received signal intensity integrated
value on the transmitting antenna 2 (25) is determined
as an RSSI 2.
[0043] A torque value is sequentially input into the
transmitting controller 21 at every predetermined time
(step 4). When a predetermined measured value trans-
mitting timing comes (step 5) and the transmitting anten-
nas 24, 25 are not fixed (steps 16 and 17, described later)
(step 6), the transmitting controller 21 transmits the signal
including the return request and the torque value from
the transmitting circuit 22 via the transmitting antenna 1
(24) (step 8, action 2). As a result, measurement of RSSI
of each of the transmitting antennas 24, 25 (a received
signal intensity measuring step) is started.

[0044] As the measured value transmitting timing at
step 5, timing at which the torque value is input at the
predetermined number of times (for example, 10 times)
can be exemplified.
[0045] When the receiving unit 40 receives the signal
including the return request (action 3), the receiving con-
troller 41 returns a signal (return signal) including the
received signal intensity value (RSSI) from the receiving
circuit 42 via the receiving antenna 43 (action 4).
[0046] When the transmitting unit 20 receives the re-
turns signal via the receiving antenna 24 (step 9, action
5), it updates the RSSI integrated value (RSSI1) of an
antenna number of the transmitting antenna that trans-
mits the signal (in this case, the transmitting antenna 1
(24)) (step 11). The RSSI1 is calculated by multiplying a
value of original RSSI1 (at first, zero) by the received
RSSI.
[0047] A determination is made whether a sum of the
RSSI values of the two antennas is larger than a prede-
termined threshold at next step 13. As a result, a deter-
mination is made whether the transmitting antenna 24 or
25 are selected and fixed (steps 14, 16 and 17) at this
step. This is described later.
[0048] When the return signal is received within a pre-
determined time and the sum of the RSSI values of both
the transmitting antennas 24, 25 is the predetermined
threshold or less (step 13) or when the return signal is
not received (step 9), the transmitting controller 21 op-
erates the antenna switch 23 so as to switch the trans-
mitting antenna from the transmitting antenna 1 (24) to
the transmitting antenna 2 (25) (step 15, action 6).
[0049] After the antenna is switched, the tightening in-
formation is sequentially input into the transmitting con-
troller 21 at every predetermined time similarly to the
above (step 4), and when the predetermined measured
value transmitting timing comes (step 5), the tightening
information and the signal including the return request
are transmitted from the transmitting circuit 22 via the
transmitting antenna 2 (25) (step 8, action 7).
[0050] When the receiving unit 40 receives the signal
including the return request (action 8), the receiving con-
troller 41 returns a signal including a received signal in-
tensity value (RSSI) (return signal) from the receiving
circuit 42 via the receiving antenna 43 (action 9).
[0051] When the transmitting unit 20 receives the re-
turn signal via the transmitting antenna 2 (25) (step 9,
action 10, it updates the RSSI integrated value (RSSI 2)
of the transmitting antenna 2 (25) (step 11). The RSSI 2
is calculated by multiplying a value of original RSSI 2 (at
first, zero) by the received RSSI.
[0052] When the return signal is received within the
predetermined time and the RSSI values of both the
transmitting antennas 24, 25 do not satisfy the predeter-
mined condition (step 13) or when the return signal is not
received (step 9), the transmitting controller 21 operates
the antenna switch 23) so as to again switch the trans-
mitting antenna from the transmitting antenna 2 (25) to
the transmitting antenna 1 (24) (step 15, action 11).
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[0053] At the above step, when the signal including the
return request transmitted from any one of the transmit-
ting antennas 24, 25 does not yet arrive at the receiving
unit 40 (for example, action 13), the return signal is not
transmitted from the receiving unit 40 (No at step 9). For
this reason, the RSSI values are not added (action 14).
[0054] When the sum of the RSSI integrated values of
both the transmitting antennas 24, 25 is larger than the
predetermined threshold at step 13, the transmitting con-
troller 21 compares the RSSI values of both the trans-
mitting antennas 24, 25 (step 14, action 25). The trans-
mitting controller 21 selects the transmitting antenna 24
or 25 whose RSSI value is larger and operates the an-
tenna switch 23 so as to fix the transmitting antenna 24
or 25 (steps 16 and 17, action 26).
[0055] For example, when the transmitting antenna 2
(25) is selected and fixed, the transmitting thereafter is
performed from the transmitting antenna 2 (25) (steps 6
and 7). After the transmitting antenna is fixed, the signal
transmitted from the transmitting unit 20 may not include
the return request (actions 27 to 32).
[0056] The receiving unit 40 receives a signal including
a torque value transmitted from the transmitting unit 20,
and stores it in the memory or displays it on the display
unit 45. The number of the transmitting antenna and the
RSSI value may be also displayed together.
[0057] When the torque value does not fluctuate for
predetermined time or the torque value that once rises
reduces after its peak, a determination is made that one
tightening operation is completed, and the transmitting
of the signal including the torque value may be stopped.
When new tightening is performed and the torque value
becomes the predetermined threshold or more (step 1),
the above flow is again performed.
[0058] In this embodiment, the step of measuring the
received signal intensity is performed at step 13 under
the condition that the step is repeated until the sum of
the RSSI integrated values of the two antennas becomes
larger than the predetermined threshold (actions 1 to 24).
However, the step of measuring the received signal in-
tensity can be performed once or can be performed until
any one of the RSSI values becomes the predetermined
threshold or more. The number of times at which the step
of measuring the received signal intensity is performed
is determined, and at a stage that the step is performed
at that number of times, the transmitting antenna whose
RSSI integrate value is the highest may be selected and
fixed.
[0059] In the wireless communication system 10 of the
present invention, the signals are sequentially transmit-
ted/received to/from the individual transmitting antennas
until the transmitting antenna wherein the received signal
intensity is the highest is selected from the plurality of
transmitting antennas. However, when the transmitting
antenna is once selected, the signal can be transmitted
from the transmitting antenna in a fixed manner. For this
reason, establishment of the communication state can
be accelerated, the battery consumption can be reduced,

and the share of a wireless frequency space can be cut
down.
[0060] In the above embodiment, the receiving unit 40
wirelessly communicates with one transmitting unit 20,
but a system that wirelessly communicates with the plu-
rality of transmitting units 40 and transmits/receives sig-
nals including RSSI can be constituted.
[0061] A constitution may be such that a plurality of
receiving antennas 23 are provided to the receiving unit
40 and a combination of the receiving antenna 23 wherein
the receiving quality is the highest and the transmitting
antennas 24, 25 is selected by the method similar to the
transmitting unit 20.
[0062] The above embodiment describes the case
where the antenna switching method of the wireless com-
munication system of the present invention is applied to
the tightening torque measuring unit. However, the ap-
plication of the present invention is limited only by the
scope of the appended independent claim.
[0063] The present invention is useful as the antenna
switching method of the wireless communication system
having the plurality of transmitting antennas.

Claims

1. An antenna switching method of a wireless commu-
nication system, the wireless communication system
(10) including

- a transmitting unit (20) having a transmitting
circuit (22) for transmitting/receiving a signal, a
plurality of transmitting antennas (24, 25) for
transmission/reception, an antenna switch (23)
for switching any one of the plurality of the trans-
mitting antennas (24, 25) to be connected to the
transmitting circuit (22) and a transmitting con-
troller (21) for controlling the transmitting circuit
(22) and the antenna switch (23), the transmit-
ting circuit (22) capable of transmitting a signal
including a return request and transmitting/re-
ceiving other signals, wherein the transmitting
antennas (24, 25) are arranged in a peripheral
direction of a rotating shaft (50) of a tightening
machine at predetermined intervals, and
- a receiving unit (40) having a receiving circuit
(42) for transmitting/receiving a signal to/from
the transmitting unit (20), a receiving antenna
(43) connected to the receiving circuit (42), and
a receiving controller (41) for controlling the re-
ceiving circuit (42), the receiving controller (41)
transmitting a return signal from the receiving
circuit (42) when receiving the signal including
the return request from the transmitting unit (20),
the antenna switching method comprising:
- a received signal intensity measuring step in-
cluding
- a step of allowing the transmitting controller

9 10 
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(21) to operate the antenna switch (23) so that
any one of the transmitting antennas (24, 25) is
connected to the transmitting circuit (22), trans-
mit a signal including a tightening information
and including the return request from the trans-
mitting circuit (22) via the one of the transmitting
antennas (24, 25), and stand by until the recep-
tion of a return signal, allowing the receiving con-
troller (41) to transmit the return signal including
a received signal intensity value from the receiv-
ing circuit (42) via the receiving antenna (43)
when receiving the signal including the return
request, and allowing the transmitting controller
(21) to store a received signal intensity of the
return signal received by the one of the trans-
mitting antennas (24, 25) within a predetermined
time, and
- a step of operating the antenna switch (23) and
performing the above step on all the other trans-
mitting antennas so as to obtain received signal
intensities for all the transmitting antennas (24,
25);
- a step of allowing the transmitting controller
(21) to compare the obtained received signal in-
tensities of all the transmitting antennas (24, 25)
and determine the transmitting antenna wherein
the received signal intensity is the highest;
- a step of allowing the transmitting controller
(21) to operate the antenna switch (23) so that
the determined transmitting antenna wherein
the received signal intensity is the highest is con-
nected to the transmitting circuit (22) and fix the
transmitting antenna; and
- a step of allowing the transmitting controller
(21) to transmit signals including a torque value
applied to the rotating shaft (50) and not includ-
ing the return request thereafter from the trans-
mitting circuit (22) via the fixed transmitting an-
tenna,

wherein the received signal intensity measuring step
is performed in a state when the rotating shaft (50)
is stopped, and
wherein the transmitting of the torque value via the
fixed transmitting antenna is stopped when the
torque value does not fluctuate for a predetermined
time or the torque value reduces after its peak.

2. The antenna switching method of the wireless com-
munication system according to claim 1, wherein the
received signal intensity measuring step is per-
formed repeatedly at a plurality of times, and the
transmitting controller (21) compares the received
signal intensities of the transmitting antennas (24,
25).

3. The antenna switching method of the wireless com-
munication system according to any one of claims 1

or 2, wherein the transmitting unit (20) is of a battery-
driven type.

Patentansprüche

1. Antennenschaltverfahren eines drahtlosen Kommu-
nikationssystems, wobei das drahtlose Kommunika-
tionssystem (10) enthält:

- eine Sendeeinheit (20) mit einer Sendeschal-
tung (22) zum Senden/Empfangen eines Sig-
nals, mehrere Sendeantennen (24, 25) für das
Senden/den Empfang, einen Antennenschalter
(23) zum Schalten einer der mehreren Sende-
antennen (24, 25), so dass sie mit der Sende-
schaltung (22) verbunden ist, und eine Sende-
steuereinheit (21) zum Steuern der Sendeschal-
tung (22) und des Antennenschalters (23), wo-
bei die Sendeschaltung (22) ein Signal, das eine
Antwortanforderung enthält, senden und ande-
re Signale senden/empfangen kann, wobei die
Sendeantennen (24, 25) in einer Umfangsrich-
tung einer Drehwelle (50) einer Festziehmaschi-
ne in vorgegebenen Intervallen angeordnet
sind, und
- eine Empfangseinheit (40) mit einer Emp-
fangsschaltung (42) zum Senden/Empfangen
eines Signals von/zu der Sendeeinheit (20), ei-
ne Empfangsantenne (43), die mit der Emp-
fangsschaltung (42) verbunden ist, und eine
Empfangssteuereinheit (41) zum Steuern der
Empfangsschaltung (42), wobei die Empfangs-
steuereinheit (41) ein Antwortsignal von der
Empfangsschaltung (42) sendet, wenn sie das
Signal, das die Antwortanforderung enthält, von
der Sendeeinheit (20) empfängt,

wobei das Antennenschaltverfahren umfasst:

- einen Schritt des Messens der Stärke des emp-
fangenen Signals, der enthält:
- einen Schritt, der Sendesteuereinheit (21) zu
erlauben, den Antennenschalter (23) zu betäti-
gen, so dass eine der Sendeantennen (24, 25)
mit der Sendeschaltung (22) verbunden ist, ein
Signal, das Festziehinformation enthält, und das
die Antwortanforderung enthält, von der Sende-
schaltung (22) über die eine der Sendeantennen
(24, 25) zu senden und bis zu dem Empfang
eines Antwortsignals zu warten, der Empfangs-
steuereinheit (41) zu erlauben, das Antwortsig-
nal, das einen Wert der Stärke des empfange-
nen Signals enthält, von der Empfangsschal-
tung (42) über die Empfangsantenne (43) zu
senden, wenn sie das Signal empfängt, das die
Antwortanforderung enthält, und der Sende-
steuereinheit (21) zu erlauben, eine Stärke des
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empfangenen Signals, das durch die eine der
Sendeantennen (24, 25) empfangen wurde, in-
nerhalb einer vorgegebenen Zeit zu speichern,
und
- einen Schritt, den Antennenschalter (23) zu
betätigen und den obigen Schritt an allen ande-
ren Sendeantennen auszuführen, um Stärken
der empfangenen Signale für alle Sendeanten-
nen (24, 25) zu erhalten;
- einen Schritt, der Sendesteuereinheit (21) zu
erlauben, die erhaltenen Stärken der empfan-
genen Signale aller Sendeantennen (24, 25) zu
vergleichen und die Sendeantenne zu bestim-
men, in der die Stärke des empfangenen Signals
am größten ist;
- einen Schritt, der Sendesteuereinheit (219 zu
erlauben, den Antennenschalter (23) zu betäti-
gen, so dass die bestimmte Sendeantenne, in
der die Stärke des empfangenen Signals am
größten ist, mit der Sendeschaltung (22) ver-
bunden ist, und die Sendeantenne festzulegen;
und
- einen Schritt, der Sendesteuereinheit (21) zu
erlauben, Signale, die einen Drehmomentwert
enthalten, der auf die Drehwelle (50) ausgeübt
wird, und die nicht die Antwortanforderung ent-
halten, danach von der Sendeschaltung (22)
über die festgelegte Sendeantenne zu senden,

wobei der Schritt des Messens der Stärke des emp-
fangenen Signals in einem Zustand ausgeführt wird,
in dem die Drehwelle (50) angehalten ist, und
wobei das Senden des Drehmomentwerts über die
festgelegte Antenne angehalten wird, wenn der
Drehmomentwert für eine vorgegebene Zeit nicht
schwankt oder der Drehmomentwert nach seinem
Spitzenwert abnimmt.

2. Antennenschaltverfahren des drahtlosen Kommuni-
kationssystems nach Anspruch 1, wobei der Schritt
des Messens der Stärke des empfangenen Signals
wiederholt zu mehreren Zeitpunkten ausgeführt wird
und die Sendesteuereinheit (21) die Stärken der
empfangenen Signale der Sendeantennen (24, 25)
vergleicht.

3. Antennenschaltverfahren des drahtlosen Kommuni-
kationssystems nach einem der Ansprüche 1 oder
2, wobei die Sendeeinheit (20) von einem batterie-
betriebenen Typ ist.

Revendications

1. Procédé de commutation d’antenne d’un système
de communication sans fil, ce système de commu-
nication sans fil (10) comprenant

- une unité de transmission (20) dotée d’un cir-
cuit de transmission (22) pour transmettre/rece-
voir un signal, d’une pluralité d’antennes de
transmission (24, 25) pour la transmission/ré-
ception, d’un commutateur d’antenne (23) pour
commuter l’une quelconque de la pluralité d’an-
tennes de transmission (24, 25) à connecter au
circuit de transmission (22) et un contrôleur de
transmission (21) pour contrôler le circuit de
transmission (22) et le commutateur d’antenne
(23), le circuit de transmission (22) étant apte à
transmettre un signal incluant une demande de
retour et à transmettre/recevoir d’autres si-
gnaux, les antennes de transmission (24, 25)
étant disposées dans une direction périphérique
d’un arbre rotatif (50) d’une machine de serrage
à des intervalles prédéterminés, et
- une unité de réception (40) dotée d’un circuit
de réception (42) pour transmettre/recevoir un
signal vers/depuis l’unité de transmission (20),
une antenne de réception (43) connectée au cir-
cuit de réception (42) et un contrôleur de récep-
tion (41) pour contrôler le circuit de réception
(42), le contrôleur de réception (41) transmet-
tant un signal de retour du circuit de réception
(42) à la réception du signal incluant la demande
de retour de l’unité de transmission (20),

ce procédé de commutation d’antenne comprenant :

- une étape de mesure d’intensité de signal reçu
incluant
- une étape consistant à permettre au contrôleur
de transmission (21) d’actionner le commuta-
teur d’antenne (23) de sorte que l’une quelcon-
que des antennes de transmission (24, 25) soit
connectée au circuit de transmission (22), de
transmettre un signal incluant information de
serrage et incluant la demande de retour du cir-
cuit de transmission (22) via une des antennes
de transmission (24, 25), et de rester en attente
jusqu’à la réception d’un signal de retour per-
mettant au contrôleur de réception (41) de trans-
mettre le signal de retour incluant une valeur
d’intensité de signal reçu en provenance du cir-
cuit de réception (42) via l’antenne de réception
(43) à la réception du signal incluant la demande
de retour et de permettre au contrôleur de trans-
mission (21) de stocker une intensité de signal
reçu du signal de retour reçu par une des an-
tennes de transmission (24, 25) pendant une
durée prédéterminée, et
- une étape d’actionnement du commutateur
d’antenne (23) et de réalisation de l’étape ci-
dessus sur toutes les autres antennes de trans-
mission de manière à obtenir des intensités de
signal reçu pour toutes les antennes de trans-
mission (24, 25) ;
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- une étape consistant à permettre au contrôleur
de transmission (21) de comparer les intensités
de signal reçu obtenu de toutes les antennes de
transmission (24, 25) et de déterminer l’antenne
de transmission dans laquelle l’intensité du si-
gnal reçu est la plus élevée ;
- une étape consistant à permettre au contrôleur
de transmission (21) d’actionner le commuta-
teur d’antenne (23) de manière à ce que l’an-
tenne de transmission déterminée dans laquelle
l’intensité du signal reçu est la plus élevée soit
connectée au circuit de transmission (22) et de
fixer l’antenne de transmission ; et
- une étape consistant à permettre au contrôleur
de transmission (21) de transmettre des signaux
incluant une valeur de couple appliquée à l’arbre
rotatif (50) et n’incluant pas la demande de re-
tour après celle-ci en provenance du circuit de
transmission (22) via l’antenne de transmission
fixe,

l’étape de mesure d’intensité du signal reçu étant
réalisée dans un état où l’arbre rotatif (50) est arrêté,
et
la transmission de la valeur de couple via l’antenne
de transmission fixe étant arrêtée lorsque la valeur
de couple ne fluctue pas pendant une durée prédé-
terminée ou la valeur de couple diminue après sa
pointe.

2. Procédé de commutation d’antenne du système de
communication sans fil selon la revendication 1,
dans lequel l’étape de mesure l’intensité du signal
reçu est réalisée à répétition à plusieurs reprises et
le contrôleur de transmission (21) compare les in-
tensités de signaux reçus des antennes de trans-
mission (24, 25).

3. Procédé de commutation d’antenne du système de
communication sans fil selon l’une quelconque des
revendications 1 ou 2, dans lequel l’unité de trans-
mission (20) est de type entraîné par batterie.
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