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(54) GAS-FILLING APPARATUS AND METHOD FOR FILLING GAS

(57) A gas-filling apparatus includes a gas flow pas-
sage including an inflow end to which a gas supply source
is connectable and an outflow end to which a pressure
accumulator is connectable, a compressor, a storage
portion, and an operation control portion conducting a
first compression filling operation in which a gas supplied
from the gas supply source connected to the inflow end
is compressed by the compressor to be discharged from
the outflow end and a second compression filling oper-

ation in which the gas stored in the storage portion is
compressed by the compressor to be discharged from
the outflow end, the operation control portion conducting
the first compression filling operation until a pressure of
the gas at the outflow end reaches a predetermined pres-
sure and executing a control for shifting the first com-
pression filling operation to the second compression fill-
ing operation when the pressure has reached the prede-
termined pressure.
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Description

BACKGROUND OF THE INVENTION

(FIELD OF THE INVENTION)

[0001] The present invention relates to a gas-filling ap-
paratus and a method for filling gas.

(DESCRIPTION OF THE RELATED ART)

[0002] A conventional gas-filling apparatus for supply-
ing gas to a pressure accumulator is disclosed in JP
5248607B (which will be hereinafter referred to as Ref-
erence 1). As illustrated in FIG. 10, the gas-filling appa-
ratus disclosed in Reference 1 is provided with a gas flow
circuit 63 in which a compressor 61, buffer containers
62, and on-off valves V61 are arranged. A gas supply
source 65 is connected to the gas flow circuit 63; thereby,
the gas can be supplied from the gas supply source 65.
In addition, a tank mounting unit (such as a vehicle) 66
is connectable to the gas flow circuit 63 and the gas can
be supplied through the gas flow circuit 63 to a tank of
the tank mounting unit 66. In particular, in the case of
supplying the gas to the tank of the tank mounting unit
66, at the same time as the gas stored in the buffer con-
tainers 62 is supplied to the tank (pressure equilibrium),
the gas supplied from the gas supply source 65 is com-
pressed by the compressor 61 to be supplied to the tank
without passing through the buffer containers 62. Thus,
in the gas-filling apparatus disclosed in Reference 1, the
supply of the gas from the buffer containers 62 and the
supply of the gas from the gas supply source 65 through
the compressor 61 are conducted at the same time;
thereby, a prompt gas filling can be realized.
[0003] In the gas-filling apparatus disclosed in Refer-
ence 1, the gas is supplied simultaneously from two sys-
tems; therefore, the prompt gas filling can be realized.
However, in the simultaneous supply of the gas from the
two systems, a volume of the gas compressed by the
compressor 61 and a flow rate of the gas discharged from
each of the buffer containers 62 need to be adjusted as
a pressure of the gas in the tank and a pressure of the
gas in the buffer 62 increase. Therefore, a control for
filling of the gas into the tank by the gas-filling apparatus
may be complicated.
[0004] Accordingly, the present invention is made in
view of the above-mentioned conventional gas-filling ap-
paratus, and it is mainly objected to avoid a complicated
control for filling of gas into a pressure accumulator by a
gas-filling apparatus.

SUMMARY OF THE INVENTION

[0005] In order to attain the aforementioned object, ac-
cording to the present invention, a gas-filling apparatus
invention includes a gas flow passage including an inflow
end to which a gas supply source is connectable and an

outflow end to which a pressure accumulator is connect-
able, a compressor connected to the gas flow passage,
a storage portion connected to the gas flow passage, and
an operation control portion for executing a control for a
first compression filling operation in which a gas supplied
from the gas supply source connected to the inflow end
is compressed by the compressor to be discharged from
the outflow end and a second compression filling oper-
ation in which the gas stored in the storage portion is
compressed by the compressor to be discharged from
the outflow end, the operation control portion being con-
figured to conduct the first compression filling operation
until a pressure of the gas at the outflow end or a pressure
corresponding to the pressure of the gas at the outflow
end reaches a predetermined pressure and to conduct
a control for shifting the first compression filling operation
to the second compression filling operation when the
pressure of the gas at the outflow end or the pressure
corresponding to the pressure of the gas at the outflow
end has reached the predetermined pressure.
[0006] In the present invention, the first compression
filling operation is conducted and is thereafter shifted to
the second compression filling operation. That is, in the
event of supplying the gas to the pressure accumulator,
the supply of the gas from the gas supply source and the
supply of the gas from the storage portion are not con-
ducted at the same time. Therefore, a complicated con-
trol for filling of the gas into the pressure accumulator by
the gas-filling apparatus can be avoided. In addition, the
first compression filling operation is conducted until the
pressure of the gas at the outflow end or the pressure
corresponding to the pressure of the gas at the outflow
end reaches the predetermined pressure. Thereafter, the
first compression filling operation is shifted to the second
compression filling operation; therefore, a range of pres-
sure increase of the gas in the compressor can be re-
duced. As a result, the compressor may be downsized.
That is, the number of compression stages of a compres-
sion chamber of the compressor can be reduced; there-
fore, a smaller compressor can be adopted.
[0007] Here, in the second compression filling opera-
tion, in a case where a ratio of the pressure of the gas at
the outflow end relative to a pressure of the gas in the
storage portion or the pressure of the gas in the storage
portion is equal to or greater than a storing start threshold
preliminary set for each of the ratio and the pressure of
the gas in the storage portion, the operation control por-
tion may conduct a storage operation for storing the gas
in the storage portion on the basis of either the ratio or
the pressure of the gas in the storage portion.
[0008] In such a configuration, in the second compres-
sion filling operation for supplying the gas from the stor-
age portion to the pressure accumulator, the storage op-
eration is conducted in a case where the pressure of the
gas in the storage portion is decreased in accordance
with the supply of the gas. Therefore, the pressure of the
gas in the storage portion can be obtained to be equal
to or greater than a predetermined value. As a result, a
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compression ratio in the compressor can be reduced and
the compressor may be downsized. In other words, the
number of compression stages of the compression
chamber of the compressor can be reduced; therefore,
a smaller compressor can be adopted.
[0009] The gas flow passage includes a first flow pas-
sage in which a first on-off valve is arranged and which
connects the inflow end to a suction portion of the com-
pressor, a second flow passage in which a second on-
off valve is arranged and which connects a discharge
portion of the compressor to the storage portion, a third
flow passage in which a third on-off valve is arranged
and which connects the second flow passage to the out-
flow end, and a fourth flow passage in which a fourth on-
off valve is arranged and which connects the storage
portion to the suction portion of the compressor so that
the storage portion and the suction portion are commu-
nicated with each other. In such a case, when conducting
the second compression filling operation, the operation
control portion allows the fourth and third on-off valves
to be opened and allows the first and second on-off valves
to be closed.
[0010] According to the present invention, a gas-filling
apparatus includes a gas flow passage including an in-
flow end to which a gas supply source is connectable
and an outflow end to which a pressure accumulator is
connectable, a first compressor connected to the gas flow
passage, and a storage portion connected to the gas flow
passage, the gas-filling apparatus conducting a storage
operation in which a gas from a gas supply source con-
nected to the inflow end is supplied to the storage portion
to be stored in the storage portion, a differential pressure
filling operation in which the gas stored in the storage
portion is discharged from the outflow end by a difference
between a pressure of the gas stored in the storage por-
tion and a pressure of the gas in the pressure accumu-
lator or a pressure corresponding to the pressure of the
gas in the pressure accumulator, and a compression fill-
ing operation in which the gas stored in the storage por-
tion is compressed by the first compressor to be dis-
charged from the outflow end, the gas-filling apparatus
shifting to the compression filling operation after the dif-
ferential pressure filing operation.
[0011] In the present invention, the differential pres-
sure filling operation is conducted and is thereafter shift-
ed to the compression filling operation. Then, the gas is
compressed by the first compressor to be discharged
from the outflow end. That is, in the case of supplying
the gas to the pressure accumulator, the gas supply by
use of the pressure difference and the gas supply by use
of the compression by the first compressor are not con-
ducted at the same time. Therefore, a complicated con-
trol for filling of the gas into the pressure accumulator by
the gas-filling apparatus can be avoided. In addition, the
compression filling operation by use of the compression
of the first compressor is conducted after the differential
pressure filling operation by use of the difference be-
tween the pressure of the gas in the storage portion and

the pressure of the gas in the pressure accumulator is
conducted; therefore, the gas with a pressure corre-
sponding approximately to or greater than the pressure
of the gas in the storage portion can be supplied to the
pressure accumulator while the first compressor is simply
controlled. Furthermore, the gas stored in the storage
portion is compressed by the first compressor; thereby,
a range of pressure increase of the gas in the first com-
pressor can be reduced. Therefore, the first compressor
can be downsized. That is, the number of compression
stages of a compression chamber of the first compressor
can be reduced; therefore, a smaller compressor can be
adopted.
[0012] The gas-filling apparatus further includes a sec-
ond compressor arranged in parallel with the first com-
pressor in the gas flow passage. In such a case, a re-
supply operation in which in the differential pressure fill-
ing operation and the compression filling operation the
gas sent from the gas supply source is compressed by
the second compressor to be stored in the storage portion
is conducted, and in the storage operation the gas sup-
plied from the gas supply source is compressed by both
the first compressor and the second compressor to be
stored in the storage portion.
[0013] In such a configuration, the second compressor
for compressing the gas to be introduced into the storage
portion and the first compressor for compressing the gas
discharged from the storage portion are provided. There-
fore, the gas can be supplied from the gas supply source
to the storage portion while the gas of the storage portion
is being filled into the pressure accumulator. Conse-
quently, even in a case where the capacity of the storage
portion is large or the fill volume of the gas requested
from the pressure accumulator is large, the gas-filling
apparatus can continuously operate.
[0014] The gas-filling apparatus further includes an op-
eration control portion being provided with a first pressure
detector for detecting the pressure of the gas in the stor-
age portion or a pressure corresponding to the pressure
of the gas in the storage portion and a second pressure
detector for detecting the pressure of the gas at the out-
flow end or the pressure corresponding to the pressure
of the gas at the outflow end. In such a case, when a
pressure difference obtained from a detection value of
the second pressure detector and a detection value of
the first pressure detector is equal to or smaller than a
preliminary set predetermine value, the operation control
portion shifts the differential pressure filling operation to
the compression filling operation in a state where the
number of rotations of the first compressor is increased.
[0015] In such a configuration, in the event that the
pressure difference obtained from the detection value of
the second pressure detector for detecting the pressure
of the gas at the outflow end and the detection value of
the first pressure detector for detecting the pressure of
the gas in the storage portion is equal to or smaller than
a predetermined value, the number of rotations of the
first compressor is increased; thereby, a pressure (a flow
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rate) of the gas discharged from the first compressor is
slightly increased. Accordingly, with regard to the supply
of the gas to the pressure accumulator, for example, a
relation between the fill time and a target pressure (or a
target flow rate) may be defined. Even in this case, a
pressure (or an amount) of the gas supplied to the pres-
sure accumulator can be prevented from falling against
the target pressure (or the target flow rate) at the time of
transition from the differential pressure filling operation
to the compression filling operation.
[0016] According to the present invention, a gas-filling
apparatus includes a gas flow passage including an in-
flow end to which a gas supply source is connectable
and an outflow end to which a pressure accumulator is
connectable, a compressor connected to the gas flow
passage, a storage portion connected to the gas flow
passage, and an operation control portion which can ex-
ecute a control for conducting a storage operation in
which the gas from the gas supply source connected to
the inflow end is supplied to the storage portion to be
stored in the storage portion and a differential pressure
filing operation in which the gas stored in the storage
portion is discharged from the outflow end by a difference
between a pressure of the gas in the storage portion and
a pressure of the gas in the pressure accumulator or a
pressure corresponding to the pressure of the gas in the
pressure accumulator, the operation control portion be-
ing configured to execute a control in the storage oper-
ation for conducting a first storage operation in which the
gas from the gas supply source is stored through the
compressor to the storage portion and a second storage
operation in which the gas stored in the storage portion
by the first storage operation is sent to the compressor
and is compressed by the compressor to be stored in the
storage portion.
[0017] In such a configuration, the storage operation
is divided into the first and second storage operations.
Therefore, firstly, the pressure of the gas in the storage
portion is increased to a first predetermined pressure in
the first storage operation; thereafter, the pressure of the
gas in the storage portion can be increased from the first
predetermined pressure to a second predetermined
pressure by the second storage operation. As a result,
in comparison to a configuration in which the pressure
of the gas in the storage portion is directly increased to
the predetermine pressure (corresponding to the second
predetermined pressure), a range of pressure increase
of the gas in the compressor can be reduced. In addition,
the gas is filled into the pressure accumulator by the dif-
ferential pressure filling operation; therefore, a compli-
cated control for filling of the gas into the pressure accu-
mulator by the gas-filling apparatus can be avoided.
[0018] Here, the storage portion includes a first tank
portion and a second tank portion. In such a case, the
operation control portion is configured to execute a con-
trol for the second storage operation in which the gas
stored in the first tank portion is compressed by the com-
pressor to be stored in the second tank portion.

[0019] In such a configuration, in the event that the gas
stored in the storage portion is compressed by the com-
pressor and the compressed gas is returned to the stor-
age portion, the compressed gas can be effectively
stored in the storage portion.
[0020] According to the present invention, a method
for filling gas, the method to supply the gas to a pressure
accumulator connected to an outflow end of a gas flow
passage to which a compressor and a storage portion
are connected, the method including the steps of: a first
compression filling operation in which the gas supplied
from a gas supply source connected to an inflow end of
the gas flow passage is compressed by the compressor
to be discharged from the outflow end, and a second
compression filling operation which is conducted after
the step of conducting the first compression filling oper-
ation and in which the gas stored in the storage portion
is compressed by the compressor to be discharged from
the outflow end.
[0021] In the step of conducting the second compres-
sion filling operation, in a case where a ratio of a pressure
of the gas at the outflow end relative to a pressure of the
gas in the storage portion or the pressure of the gas in
the storage portion is equal to or greater than a storing
start threshold preliminary set for each of the ratio and
the pressure of the gas in the storage portion, the storage
operation for storing the gas in the storage portion is con-
ducted on the basis of either the ratio or the pressure of
the gas in the storage portion.
[0022] According to the present invention, a method
for filling gas, the method to supply the gas to a pressure
accumulator connected to an outflow end of a gas flow
passage to which a compressor and a storage portion
are connected, the method including the steps of: a dif-
ferential pressure filling operation in which the gas stored
in the storage portion is discharged from the outflow end
by a difference between a pressure of the gas in the stor-
age portion and a pressure of the gas in the pressure
accumulator or a pressure corresponding to the pressure
of the gas in the pressure accumulator, and a compres-
sion filling operation which is conducted after the step of
conducting the differential pressure filling operation and
in which the gas stored in the storage portion is com-
pressed by the compressor to be discharged from the
outflow end.
[0023] When a pressure difference obtained from a de-
tection value detected by a second pressure detector for
detecting a pressure of the gas at the outflow end or a
pressure corresponding to the pressure of the gas at the
outflow end and a detection value detected by a first pres-
sure detector for detecting the pressure of the gas in the
storage portion or the pressure corresponding to the
pressure of the gas in the storage portion is equal to or
smaller than a preliminarily set predetermined value, the
differential pressure filling operation shifts to the step of
conducting the compression filling operation while the
number of rotations of the compressor is increased.
[0024] The method for filling gas further includes a step
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of a storage operation in which the gas from the gas sup-
ply source connected to the inflow end of the gas flow
passage is supplied to the storage portion to be stored
in the storage portion.
[0025] According to the present invention, a method
for filling gas, the method to supply the gas to a pressure
accumulator connected to an outflow end of a gas flow
passage to which a compressor and a storage portion
are connected, the method including the steps of: a stor-
age operation in which the gas from the gas supply
source connected to the inflow end of the gas flow pas-
sage is supplied to the storage portion to be stored in the
storage portion, and a differential pressure filling opera-
tion in which the gas stored in the storage portion is dis-
charged from the outflow end by a difference of a pres-
sure of the gas in the storage portion and a pressure of
the gas in the pressure accumulator or a pressure cor-
responding to the pressure of the gas in the pressure
accumulator, wherein the step of conducting the storage
operation includes steps of a first storage operation in
which the gas is supplied from the gas supply source
through the compressor to be stored in the storage por-
tion and a second storage operation in which the gas
stored in the storage portion by the first storage operation
is sent to the compressor and is compressed by the com-
pressor to be stored in the storage portion.
[0026] As described above, according to the present
invention, a complicated control for filling of the gas into
the pressure accumulator by the gas-filling apparatus can
be avoided.

BRIEF DESCRIPTION OF THE DRAWINGS

[0027] In the accompanying drawings:

FIG. 1 is a view schematically illustrating an entire
configuration of a gas-filling apparatus according to
a first embodiment of the present invention;
FIG. 2 is a flow diagram describing a method for filling
gas by the gas-filling apparatus according to the first
embodiment of the present invention;
FIG. 3 is a view schematically illustrating an entire
configuration of the gas-filling apparatus according
to a second embodiment of the present invention;
FIG. 4 is a flow diagram describing storing, differen-
tial pressure filling, and compression filling opera-
tions by the gas-filling apparatus according to the
second embodiment of the present invention;
FIG. 5 is a flow diagram illustrating a resupply oper-
ation by the gas-filling apparatus according to the
second embodiment of the present invention;
FIG. 6 is a flow diagram describing storing, differen-
tial pressure filling, and compression filling opera-
tions by the gas-filling apparatus according to a mod-
ified example of the second embodiment of the
present invention;
FIG. 7 is a view schematically illustrating an entire
configuration of the gas-filling apparatus according

to a third embodiment of the present invention;
FIG. 8 is a flow diagram describing storing and dif-
ferential pressure filling operations by the gas-filling
apparatus according to the third embodiment of the
present invention;
FIG. 9 is a view schematically illustrating an entire
configuration of the gas-filling apparatus according
to a modified example of the third embodiment of the
present invention; and
FIG. 10 is a view schematically illustrating an entire
configuration of a conventional gas-filling apparatus.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0028] Preferred embodiments of the present invention
will be hereinafter described in detail with reference to
the drawings.

[First Embodiment]

[0029] As illustrated in FIG. 1, a gas-filling apparatus
10 according to a first embodiment of the present inven-
tion serves to fill hydrogen gas (gas) into pressure accu-
mulators 12a, 12b arranged at a hydrogen station, for
example, serving as a hydrogen gas filling stand. The
hydrogen gas having a preliminarily set predetermined
pressure is stored in the pressure accumulators 12a, 12b.
A dispenser not shown is connected to the pressure ac-
cumulators 12a, 12b and the hydrogen gas stored in the
pressure accumulators 12a, 12b is supplied through the
dispenser to a fuel-cell vehicle corresponding to a tank
mounting unit.
[0030] The gas-filling apparatus 10 is provided with a
gas flow passage 16 for distributing the hydrogen gas, a
compressor 18 connected to the gas flow passage 16, a
storage portion 20 connected to the gas flow passage
16, and a controller 22. The storage portion 20 is config-
ured by a single container or plural containers.
[0031] The gas flow passage 16 includes a first flow
passage 16a, a second flow passage 16b, a third flow
passage 16c, and a fourth flow passage 16d.
[0032] An inflow end 16e to which a gas supply source
25 is connectable is arranged at an upstream end of the
first flow passage 16a. A downstream end of the first flow
passage 16a is connected to a suction portion of the com-
pressor 18. That is, the first flow passage 16a connects
the inflow end 16e to the suction portion of the compres-
sor 18. A first on-off valve V1 and a check valve 26 are
arranged in the first flow passage 16a. The check valve
26 allows a flow only in the direction from the inflow end
16e to the suction portion of the compressor 18 (or to the
storage portion 20).
[0033] One end of the second flow passage 16b is con-
nected to a discharge portion of the compressor 18 while
the other end of the second flow passage 16b is connect-
ed to the storage portion 20. That is, the second flow
passage 16b connects the discharge portion of the com-
pressor 18 to the storage portion 20. A second on-off
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valve V2 is arranged in the second flow passage 16b. In
addition, a check valve or the like may be arranged in
the second flow passage 16b in order to prevent a re-
versed flow of the hydrogen gas. Likewise, a check valve
or the like may be arranged in the third flow passage 16c
and the fourth flow passage 16d, and likewise in each
flow passage in another embodiment of the present in-
vention.
[0034] One end of the third flow passage 16c is con-
nected to a portion at an upstream side of the second
on-off valve V2 in the second flow passage 16b. The third
flow passage 16c is divided in its midstream into plural
branch flow passages 16f, 16g serving as first and sec-
ond branch flow passages (two portions in FIG. 1). An
outflow end 16h to which each of the pressure accumu-
lators 12a, 12b is connectable is arranged at a down-
stream end of each of the branch flow passages 16f, 16g.
That is, the outflow end 16h to which each of the pressure
accumulators 12a, 12b is connectable is arranged at the
other end of the third flow passage 16c. Third on-off
valves V3 are arranged at the branch flow passages 16f,
16g, respectively.
[0035] In addition, the third flow passage 16c is not
limited to such configuration as to be divided in the mid-
stream into plural branches. Alternatively, the third flow
passage 16c may be configured to extend without being
divided into the branches and to be provided with the
single outflow end 16h. In this case, the third flow pas-
sage 16c is configured to be provided with the single third
on-off valve V3.
[0036] The hydrogen gas, for example, of 90 MPa is
stored in each of the pressure accumulators 12a, 12b.
In addition, each pressure accumulator 12a, 12b may be
configured so as to store the hydrogen gas of a different
pressure level.
[0037] One end of the fourth flow passage 16d is con-
nected to the storage portion 20 while the other end of
the fourth flow passage 16d is connected to a portion
between the first on-off valve V1 (or the inflow end 16e)
and the suction portion of the compressor 18 in the first
flow passage 16a. That is, the fourth flow passage 16d
connects the storage portion 20 and the suction portion
of the compressor 18 so that the storage portion 20 and
the suction portion of the compressor 18 are communi-
cated with each other. A fourth on-off valve V4 is arranged
in the fourth flow passage 16d.
[0038] The gas supply source 25 is, for example, a gas
canister filled with hydrogen gas, a hydrogen gas man-
ufacturing system, a gas pipe distributing hydrogen gas,
or the like. The hydrogen gas, for example, of 1 MPa or
lower is supplied from the gas supply source 25.
[0039] The compressor 18 is configured by a recipro-
cating compressor which rotate a crankshaft (not shown)
driven by a motor (not shown), thereby reciprocating a
piston. In addition, the compressor 18 is not limited to
the reciprocating compressor and may be configured by
a different type of a compressor from the reciprocating
compressor.

[0040] A signal outputted from a first sensor (a first
pressure detector) 31 for detecting a pressure of the hy-
drogen gas in the storage portion 20 and a signal output-
ted from a second sensor (a second pressure detector)
32 for detecting a pressure of the hydrogen gas at the
outflow end 16h are inputted into the controller 22.
[0041] A program which executes an operation control
for the gas-filling apparatus 10 is stored in the controller
22 and the controller 22 executes the program to exert
a predetermined function. At least an operation control
portion 22a and an operation shift control portion 22b are
included in the function of the controller 22.
[0042] The operation control portion 22a executes a
control for conducting a storage operation in which the
hydrogen gas is supplied from the gas supply source 25
to the storage portion 20 to be stored therein. The storage
operation is an operation in which the hydrogen gas in-
troduced from the gas supply source 25 is compressed
by the compressor 18 and the compressed gas is stored
in the storage portion 20. During the storage operation,
the first on-off valve V1 and the second on-off valve V2
are opened while the third on-off valves V3 and the fourth
on-off valve V4 are closed.
[0043] In addition, the operation control portion 22a ex-
ecutes a control for conducting a filling operation in which
the hydrogen gas is compressed by the compressor 18
to be supplied to the pressure accumulators 12a, 12b.
The filling operation includes a case where the hydrogen
gas is supplied only to a portion of the pressure accumu-
lators 12a, 12b and a case where the hydrogen gas is
supplied to all of the pressure accumulators 12a, 12b. In
the case of supplying the hydrogen gas only to a portion
of the pressure accumulators 12a, 12b, one of the third
on-off valves V3 is opened while the other one of the third
on-off valves V3 is closed. In the case of supplying the
hydrogen gas to all of the pressure accumulators 12a,
12b, all of the third on-off valves V3 are opened and like-
wise in a third embodiment of the present invention which
is described below.
[0044] The filling operation includes first and second
compression filling operations. The first compression fill-
ing operation is an operation in which the hydrogen gas
supplied from the gas supply source 25 connected to the
inflow end 16e is compressed by the compressor 18 to
be discharged from the outflow end 16h. During the first
compression filling operation, the first on-off valve V1 is
opened while the second on-off valve V2 and the fourth
on-off valve V4 are closed. The second compression fill-
ing operation is an operation in which the hydrogen gas
stored in the storage portion 20 is compressed by the
compressor 18 to be discharged from the outflow end
16h. During the second compression filling operation, the
fourth on-off valve V4 is opened while the first on-off valve
V1 and the second on-off valve V2 are closed.
[0045] The operation shift control portion 22b com-
mands the operation control portion 22a to shift the first
compression filling operation to the second compression
filling operation. In particular, the operation shift control
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portion 22b detects detection values detected by the first
sensor 31 and the second sensor 32 and commands the
operation control portion 22a to shift the first compression
filling operation to the second compression filling opera-
tion when the detection value detected by the second
sensor 32 is equal to or greater than a preliminarily set
predetermined value. The predetermined value is set to,
for example, about from 25 MPa to 45 MPa (for example,
45 MPa in FIG. 2). The operation control portion 22a re-
ceives a command from the operation shift control portion
22b to execute a control for shifting the first compression
filling operation to the second compression filling opera-
tion.
[0046] In addition, in a case where a ratio of the pres-
sure of the hydrogen gas at the outflow end 16h to the
pressure of the hydrogen gas in the storage portion 20
has reached a value equal to or greater than a prelimi-
narily set value in the second compression filling opera-
tion, the operation shift control portion 22b commands
the operation control portion 22a to stop the second com-
pression filling operation to shift the second compression
filling operation to the storage operation. In particular, in
a case where P2/P1 which is a ratio of a detection value
P2 of the second sensor 32 relative to a detection value
P1 of the first sensor 31 has reached a value equal to or
greater than a compression ratio limit Pr during the sec-
ond compression filling operation, the operation shift con-
trol portion 22b commands the operation control portion
22a to shift the second compression filling operation to
the storage operation. The compression ratio limit Pr is
a limit value of a compression ratio which is set when the
compressor 18 is designed, and it is set on the basis of
a compression ratio which is allowable when the hydro-
gen gas is compressed to a target pressure (for example,
about 90 MPa). Therefore, in a case where the pressure
of the hydrogen gas in the storage portion 20 can be
compressed by the compressor 18 to the target pressure
within the compression ratio limit Pr, the second com-
pression filling operation is conducted. On the other
hand, for example, the pressure of the hydrogen gas in
the storage portion 20 is even compressed by the com-
pressor 18 but is decreased to such an extent that the
pressure of the hydrogen gas in the storage portion 20
is below the compression ratio limit Pr and cannot reach
the target pressure. In this case, the operation shift con-
trol portion 22b commands the operation control portion
22a to shift the second compression filling operation to
the storage operation. Thus, when the operation control
portion 22a receives such command from the operation
shift control portion 22b, the operation control portion 22a
stops the second compression filling operation to execute
the storage operation for storing the hydrogen gas sup-
plied from the gas supply source 25 in the storage portion
20.
[0047] Here, an operation control of the gas-filling ap-
paratus 10 according to the first embodiment is de-
scribed. The gas-filling apparatus 10 operates as follows;
thereby, a method for filling gas to fill the pressure accu-

mulators 12a, 12b with the hydrogen gas is implemented
(the method will be hereinafter referred to as a gas filling
method).
[0048] As illustrated in FIG. 2, the gas filling method
includes a step (steps ST1 and ST7) for conducting the
storage operation, a step (step ST2) for conducting the
first compression filling operation, and a step (step ST4)
for conducting the second compression filling operation.
The storage operation includes a before-filling storage
operation (step ST1) in which the hydrogen gas is sup-
plied to the storage portion 20 before the gas-filling ap-
paratus 10 starts an operation for supplying the hydrogen
gas to the pressure accumulators 12a, 12b, and an after-
filling storage operation (step ST7) in which the supply
of the hydrogen gas to the pressure accumulators 12a,
12b is started and thereafter it is temporarily stopped and
then the hydrogen gas is supplied to the storage portion
20.
[0049] In the before-filling storage operation of step
ST1, the first on-off valve V1 and the second on-off valve
V2 are opened while the third on-off valves V3 and the
fourth on-off valve V4 are closed, and the compressor
18 is driven. In addition, the hydrogen gas introduced
into the gas flow passage 16 from the gas supply source
25 connected to the inflow end 16e of the first flow pas-
sage 16a is suctioned from the first flow passage 16a
into the compressor 18 and is compressed and boosted
by the compressor 18. The hydrogen gas compressed
by the compressor 18 is introduced through the second
flow passage 16b into the storage portion 20. When the
pressure (the detection value P1) detected by the first
sensor 31 has reached a preliminarily set predetermined
value (for example, 45 MPa), the before-filling storage
operation finishes.
[0050] When a gas supply command from the dispens-
er is received, the first compression filling operation (step
ST2) for supplying the hydrogen gas to the pressure ac-
cumulators 12a, 12b is started. In the first compression
filling operation, the hydrogen gas may be supplied to
one of the pressure accumulators 12a, 12b or both of the
pressure accumulators 12a, 12b in response to the gas
supply command. Here, a case of supplying the hydrogen
gas to the first pressure accumulator 12a is described.
In the first compression filling operation of this case, the
third on-off valve V3 arranged in the first branch flow pas-
sage 16f to which the first pressure accumulator 12a is
connected is opened while the third on-off valve V3 ar-
ranged in the second branch flow passage 16g to which
the second pressure accumulator 12b is connected is
closed.
[0051] In the first compression filling operation, the
compressor 18 is driven. Further, in the first compression
filling operation, the first on-off valve V1 is opened while
the fourth on-off valve V4 and the second on-off valve
V2 are closed. Therefore, the hydrogen gas introduced
from the gas supply source 25 into the gas flow passage
16 is suctioned through the first flow passage 16a into
the compressor 18. The hydrogen gas compressed in
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the compressor 18 is discharged from the outflow end
16h of the third flow passage 16c to be filled in the first
pressure accumulator 12a.
[0052] In the first compression filling operation, the
pressure of the hydrogen gas at the outflow end 16h is
monitored by the second sensor 32 (step ST3). In addi-
tion, it is determined in step ST3 whether the pressure
of the hydrogen gas at the outflow end 16h (the detection
value P2 of the second sensor 32) has reached the pre-
liminarily set predetermined value (for example, 45 MPa
in FIG. 2). When the pressure of the hydrogen gas at the
outflow end 16h has reached the predetermined value,
the first compression filling operation shifts to the second
compression filling operation (step ST3 shifts to step
ST4). In addition, a value equal to or greater than a lower
limit Pmin is desirably adopted as the predetermined val-
ue. The lower limit Pmin is a value obtained by dividing
the target pressure by the compression ratio limit Pr.
[0053] In the second compression filling operation as
in the first compression filling operation, the third on-off
valve V3 arranged in the first branch flow passage 16f to
which the first pressure accumulator 12a is connected is
opened while the third on-off valve V3 arranged in the
second branch flow passage 16g to which the second
pressure accumulator 12b is connected is closed. Fur-
ther, in the second compression filling operation, the
fourth on-off valve V4 is opened while the first on-off valve
V1 and the second on-off valve V2 are closed. Therefore,
the hydrogen gas suctioned from the storage portion 20
through the fourth flow passage 16d and the first flow
passage 16a into the compressor 18 is compressed by
the compressor 18. This hydrogen gas is discharged from
the compressor 18 to be filled through the third flow pas-
sage 16c into the first pressure accumulator 12a.
[0054] In the second compression filling operation, the
pressure of the hydrogen gas in the storage portion 20
is detected by the first sensor 31 and the pressure of the
hydrogen gas at the outflow end 16h is detected by the
second sensor 32. In addition, it is determined in step
ST5 whether the ratio P2/P1 of the detection value P2 of
the second sensor 32 (corresponding to a pressure at
the discharge portion of the compressor 18) relative to
the detection value P1 of the first sensor 31 (correspond-
ing to a pressure at the suction portion of the compressor
18) is smaller than a storing start threshold (the compres-
sion ratio limit Pr in the first embodiment). When the ratio
P2/P1 is smaller than the storing start threshold, step
ST5 shifts to step ST6.
[0055] In step ST6, the pressure of the hydrogen gas
at the outflow end 16h is monitored by the second sensor
32. When the detection value P2 of the second sensor
32 has reached the predetermined value corresponding
to the target pressure (for example, 90 MPa in FIG. 2),
the second compression filling operation finishes.
[0056] In the aforementioned step ST5, when the ratio
P2/P1 of the detection value P2 of the second sensor 32
relative to the detection value P1 of the first sensor 31 is
equal to or greater than the storing start threshold, step

ST5 shifts to step ST7. In step ST7, the second compres-
sion filling operation is stopped and the after-filling stor-
age operation is conducted. The after-filling storage op-
eration of step ST7 is similar to the before-filling storage
operation of step ST1. The after-filling storage operation
is an operation in which the hydrogen gas introduced
from the gas supply source 25 connected to the inflow
end 16e of the first flow passage 16a is compressed by
the compressor 18 to be stored in the storage portion 20.
In the after-filling storage operation, the pressure of the
hydrogen gas in the storage portion 20 is detected and
it is determined in step ST8 whether the detection value
P1 of the first sensor 31 has reached the lower limit Pmin
(for example, 45MPa in FIG. 2) corresponding to the pre-
liminarily set predetermined value. When the detection
value P1 has reached a value equal to or greater than
the lower limit Pmin in step ST8, the after-filling storage
operation finishes and the second compression filling op-
eration is thereafter restarted (step ST8 shifts to step
ST4). Thus, the second compression filling operation is
conducted until the pressure of the hydrogen gas at the
outflow end 16h reaches the target pressure.
[0057] As described above, in the first embodiment,
the first compression filling operation is conducted and
is thereafter shifted to the second compression filling op-
eration. That is, in the event of supplying the hydrogen
gas to the pressure accumulators 12a, 12b, the supply
of the hydrogen gas from the gas supply source 25 and
the supply of the hydrogen gas from the storage portion
20 are not conducted at the same time. Therefore, a com-
plicated control for filling of the hydrogen gas into the
pressure accumulators 12a, 12b by the gas-filling appa-
ratus 10 can be avoided. In addition, the first compression
filling operation is conducted until the pressure of the
hydrogen gas at the outflow end 16h reaches a prede-
termined pressure. Thereafter, the first compression fill-
ing operation is shifted to the second compression filling
operation; therefore, a range of pressure increase of the
hydrogen gas in the compressor 18 can be reduced. As
a result, the compressor 18 may be downsized. That is,
the number of compression stages of a compression
chamber of the compressor 18 can be reduced; there-
fore, a smaller compressor can be adopted.

[Second Embodiment]

[0058] Next, a second embodiment of the present in-
vention will be described. In addition, same reference
numbers are assigned to components in the second em-
bodiment, which are similar to those in the first embodi-
ment, and those details will not be explained herein.
[0059] As illustrated in FIG. 3, the gas-filling apparatus
10 according to the second embodiment is provided with
the gas flow passage 16. The gas flow passage 16 in-
cludes the first flow passage 16a, the second flow pas-
sage 16b, the third flow passage 16c, a sixth flow pas-
sage 16j, and a seventh flow passage 16k.
[0060] The inflow end 16e to which the gas supply
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source 25 is connectable is arranged at the upstream
end of the first flow passage 16a. The downstream end
of the first flow passage 16a is connected to the suction
portion of the compressor 18. The check valve 26 and a
flow regulating valve 27 are arranged in the first flow pas-
sage 16a. The flow regulating valve 27 is configured by
an electric-operated valve, an opening degree of which
is regulatable. In addition, in the second embodiment,
the first on-off valve V1 is omitted. Furthermore, in the
second embodiment, the operation shift control portion
22b of the controller 22 is omitted.
[0061] One end of the seventh flow passage 16k is
connected to an outflow portion of the storage portion 20
while the other end of the seventh flow passage 16k is
connected to a portion between the inflow end 16e (or
the check valve 26) and the suction portion of the com-
pressor 18 in the first flow passage 16a. Therefore, the
hydrogen gas discharged from the storage portion 20
flows through the seventh flow passage 16k, thereafter
passing through the first flow passage 16a to be intro-
duced into the compressor 18. A seventh on-off valve V7
is arranged in the seventh flow passage 16k.
[0062] One end of the sixth flow passage 16j is con-
nected to the inflow end 16e in the first flow passage 16a
while the other end of the sixth flow passage 16j is con-
nected to an inflow portion of the storage portion 20.
[0063] A compressor 35 different from the compressor
18 is arranged in the sixth flow passage 16j. The com-
pressor 35 discharges the hydrogen gas at lower dis-
charge pressure than the compressor 18. Hereinafter,
the compressor 18 and the compressor 35 will be referred
to as a first compressor 18 and a second compressor 35,
respectively. The first compressor 18 and the second
compressor 35 are arranged in parallel with each other
in a pathway connecting the inflow end 16e of the gas
flow passage 16 and the storage portion 20 (that is, in
the first flow passage 16a, the second flow passage 16b,
and the sixth flow passage 16j).
[0064] A throttle valve V6 is arranged at an upstream
side from the second compressor 35 in the sixth flow
passage 16j. In a case where the pressure of the hydro-
gen gas supplied from the gas supply source 25 is higher
than a predetermined value, the throttle valve V6 serves
to reduce the pressure before the hydrogen gas is suc-
tioned into the second compressor 35.
[0065] One end of the second flow passage 16b is con-
nected to the discharge portion of the first compressor
18 while the other end of the second flow passage 16b
is connected to a portion at a downstream side of the
second compressor 35 in the sixth flow passage 16j. In
addition, the other end of the second flow passage 16b
may be directly connected to the storage portion 20.
[0066] One end of the third flow passage 16c is con-
nected to a portion at an upstream side from the second
on-off valve V2 in the second flow passage 16b. The
outflow end 16h to which the pressure accumulator 12a
is connectable is arranged at the other end of the third
flow passage 16c. In addition, in FIG. 3, the third flow

passage 16c is configured to be connected to the single
pressure accumulator 12a; however, it may be config-
ured to be connected to plural pressure accumulators in
the same way as in the first embodiment. In this case,
the third flow passage 16c is configured to be divided in
its midstream into plural flow passages.
[0067] The storage portion 20 includes plural contain-
ers; therefore, the hydrogen gas introduced into the stor-
age portion 20 is stored sequentially in the respective
containers.
[0068] The operation control portion 22a can execute
a control for conducting a storage operation to store the
hydrogen gas in the storage portion 20 and a filling op-
eration to fill the pressure accumulator 12a with the hy-
drogen gas.
[0069] In the storage operation, the hydrogen gas in-
troduced from the gas supply source 25 is compressed
by both the first compressor 18 and the second compres-
sor 35 to be stored in the storage portion 20. In particular,
the second compressor 35 is used to compress the hy-
drogen gas which is exclusively supplied to the storage
portion 20. The pressure of the hydrogen gas supplied
from the gas supply source 25 is, for example, from 20
MPa to 40 MPa.
[0070] The filling operation includes an operation to fill
the pressure accumulator 12a with the hydrogen gas of
the storage portion 20 by a difference between the pres-
sure of the hydrogen gas stored in the storage portion
20 and the pressure of the hydrogen gas in the pressure
accumulator 12a, and an operation to compress the hy-
drogen gas stored in the storage portion 20 by the first
compressor 18 and fill the pressure accumulator 12a with
the compressed hydrogen gas. Hereinafter, in order to
distinguish these two filling operations from each other,
the filling operation by use of the difference between the
pressure in the storage portion 20 and the pressure in
the pressure accumulator 12a will be referred to as a
differential pressure filling operation and the filling oper-
ation by use of the compression of the hydrogen gas by
the first compressor 18 will be referred to as a compres-
sion filling operation.
[0071] In any of the differential pressure filling opera-
tion and the compression filling operation, the seventh
on-off valve V7 and the third on-off valve V3 are opened
while the second on-off valve V2 is closed. That is, al-
though the hydrogen gas discharged from the storage
portion 20 passes through the first compressor 18 in any
of the differential pressure filling operation and the com-
pression filling operation, the hydrogen gas is not sub-
stantially compressed in the first compressor 18 in the
differential pressure filling operation while the hydrogen
gas is compressed by the first compressor 18 in the com-
pression filling operation. In addition, during the differen-
tial pressure filling operation, the first compressor 18 is
being driven, but it is operated under a state where the
pressure at the suction portion is higher than the pressure
at the discharge portion. Therefore, the first compressor
18 is in operation under a state where the hydrogen gas
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is not substantially compressed.
[0072] Here, an operation control for the gas-filling ap-
paratus 10 according to the second embodiment is de-
scribed. The gas-filling apparatus 10 operates as follows;
thereby, a method for filling gas (i.e., the gas filling meth-
od) to fill the pressure accumulator 12a with the hydrogen
gas is implemented.
[0073] As illustrated in FIG. 4, the gas filling method of
the second embodiment is similar to that in FIG. 2 except
for steps ST2 to ST4 of FIG. 2. In addition as illustrated
in FIG. 5, a step for conducting a resupply operation (step
ST24) is included in the second embodiment.
[0074] First, in the before-filling storage operation of
step ST1, the hydrogen gas introduced from the gas sup-
ply source 25 to the sixth flow passage 16j is regulated
by the throttle valve V6 to be suctioned into the second
compressor 35 and compressed thereby, thereafter be-
ing introduced into the storage portion 20. At the same
time, the hydrogen gas introduced into the first flow pas-
sage 16a is compressed by the first compressor 18 to be
introduced through the second flow passage 16b into the
storage portion 20. In addition, the third on-off valve V3
and the seventh on-off valve V7 are closed. During the
storage operation, the pressure of the hydrogen gas in
the storage portion 20 is detected by the first sensor 31.
When the pressure detected by the first sensor 31 has
reached a preliminarily set first predetermined pressure
(for example, 45 MPa), the before-filling storage opera-
tion finishes.
[0075] Thereafter, when the gas supply command from
the dispenser is received, the differential pressure filling
operation is started (step ST21). In the differential pres-
sure filling operation, the third on-off valve V3 and the
seventh on-off valve V7 are opened while the second on-
off valve V2 is closed. In the first compressor 18, inlet
and discharge valves of a cylinder (not shown) are
opened and the hydrogen gas in the first flow passage
16a is filled into the pressure accumulator 12a without
being substantially compressed. In the differential pres-
sure filling operation, the opening degree of the flow reg-
ulating valve 27 is regulated. In addition, the first com-
pressor 18 is practically being driven at a predetermined
speed in the differential pressure filling operation.
[0076] Meanwhile, in conjunction with the above-men-
tioned differential pressure filling operation, the resupply
operation in which the hydrogen gas supplied from the
gas supply source 25 is boosted in the second compres-
sor 35 to be filled in the storage portion 20 is conducted
(step ST24 in FIG. 5). In the compression filling operation
by the first compressor 18 to be described, the resupply
operation is continued. In the resupply operation, it is
determined in step ST12 whether the pressure P1 de-
tected by the first sensor 31 has reached a preliminarily
set predetermined pressure (for example, 45 MPa). In
step ST12, when the pressure P1 has reached the pre-
determined pressure, the resupply operation finishes. In
a case where the pressure of the hydrogen gas in the
storage portion 20 is decreased, the resupply operation

is conducted again.
[0077] In the gas-filling apparatus 10 of the second em-
bodiment, the resupply operation is conducted in con-
junction with the operation to fill the pressure accumulator
12a with the hydrogen gas. As a result, even in a case
where the capacity of the storage portion 20 is small or
in a case where the fill volume of the hydrogen gas re-
quested from the pressure accumulator 12a is large, the
volume of the hydrogen gas in the storage portion 20 is
prevented from being suddenly decreased and the time
for continuous run of the gas-filling apparatus 10 can be
extended.
[0078] When the pressure at the discharge portion of
the first compressor 18 is higher than the pressure at the
suction portion of the first compressor 18, the inlet and
discharge valves of the cylinder are brought into a closed
state; therefore, the differential pressure filling operation
shifts to the compression filling operation (step ST21
shifts to step ST22).
[0079] In the compression filling operation of step
ST22, the hydrogen gas is suctioned from the storage
portion 20 through the seventh flow passage 16k into the
first compressor 18 to be compressed therein. The hy-
drogen gas discharged from the first compressor 18 is
filled through the third flow passage 16c into the pressure
accumulator 12a.
[0080] In the compression filling operation, the pres-
sure of the hydrogen gas in the storage portion 20 is
detected by the first sensor 31 and the pressure of the
hydrogen gas at the outflow end 16h is detected by the
second sensor 32. It is determined in step ST5 whether
the ratio P2/P1 of the detection value P2 of the second
sensor 32 relative to the detection value P1 of the first
sensor 31 is smaller than the storing start threshold (the
compression ratio limit Pr in the second embodiment).
When the ratio P2/P1 is smaller than the storing start
threshold, step ST5 shifts to step ST6.
[0081] In step ST6, when the detection value P2 of the
second sensor 32 has reached a predetermined value
(for example, 90 MPa in FIG. 4) corresponding to the
target pressure, the compression filling operation finish-
es.
[0082] On the other hand, in the aforementioned step
ST5, when the ratio P2/P1 is equal to or greater than the
storing start threshold, step ST5 shifts to step ST7. In
step ST7, the compression filling operation is stopped
and the after-filling storage operation is conducted. The
after-filling storage operation of step ST7 is similar to the
before-filling storage operation of step ST1. In the after-
filling storage operation, the hydrogen gas introduced
from the gas supply source 25 is compressed in both the
second compressor 35 and the first compressor 18 to be
supplied to the storage portion 20. In the event that the
volume of the hydrogen gas introduced into the storage
portion 20 only by the resupply operation of the second
compressor 35 is deficient, the hydrogen gas is intro-
duced into the storage portion 20 from the first compres-
sor 18 in addition to from the second compressor 35 as
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describe above. After step ST7, it is determined in step
ST8 whether the detection value P1 of the first sensor
31 has reached the lower limit Pmin (for example, 45
MPa in FIG. 4) that is the preliminarily set first predeter-
mined value. When the detection value P1 has reached
a value equal to or greater than the lower limit Pmin, the
after-filling storage operation finishes and the compres-
sion filling operation restarts (step ST8 shifts to step ST4).
Thus, the compression filling operation is conducted until
the pressure of the hydrogen gas at the outflow end 16h
reaches the target pressure.
[0083] As described above, in the second embodi-
ment, the hydrogen gas is supplied to the storage portion
20 by the second compressor 35 and the first compressor
18 in the storage operation. As a result, the amount of
time for the storage operation can be shorten compared
to the case of supplying the hydrogen gas only by the
second compressor 35. In particular, a compressor, the
discharge volume of which is larger than that of the sec-
ond compressor 35 is applied as the first compressor 18;
thereby, the amount of time for the storage operation can
further shorten. In addition, in the event that a container
of the storage portion 20 is empty at the time of an in-
spection such as an overhaul, the hydrogen gas can be
promptly filled in the storage portion 20 after the inspec-
tion.
[0084] In the second embodiment, at the time of sup-
plying the hydrogen gas to the pressure accumulator 12a,
the gas supply by use of the pressure difference and the
gas supply by use of the compression by the first com-
pressor 18 are not conducted at the same time. There-
fore, a complicated control for filling of the hydrogen gas
into the pressure accumulator 12a by the gas-filling ap-
paratus 10 can be avoided. In addition, according to the
gas-filling apparatus 10 of the second embodiment, in
comparison to the case of conducting only the compres-
sion filling operation, a range of pressure increase of the
hydrogen gas in the first compressor 18 can be reduced
and the first compressor 18 can be downsized.
[0085] An operation of the gas-filling apparatus 10 ac-
cording to a modified example of the second embodiment
is illustrated in FIG. 6. With regard to the supply of the
hydrogen gas to the pressure accumulator 12a, a relation
between a fill time and a target pressure (or a target flow
rate) may be defined (for example, in a case where the
pressure accumulator 12a is a tank of a fuel-cell vehicle).
At the time of transition from the differential pressure fill-
ing operation to the compression filling operation in the
case of filling the pressure accumulator 12a with the hy-
drogen gas, the volume of the hydrogen gas supplied
from the storage portion 20 to the pressure accumulator
12a is decreased and may therefore fall below the target
pressure (or the target flow rate).
[0086] In order to respond to such a situation, the pres-
sures at the suction portion and the discharge portion of
the compressor 18 are repeatedly detected by the first
sensor 31 and the second sensor 32 in the gas-filling
apparatus 10 during the differential pressure filling oper-

ation of step ST21. When a pressure difference ΔP ob-
tained by subtracting a detection value of the second
sensor 32 from a detection value of the first sensor 31 is
equal to or smaller than a preliminarily set predetermined
value (for example, 5MPa in FIG. 6) in step ST23, the
first compressor 18 is controlled so that the number of
rotations thereof is increased. The number of rotations
of the first compressor 18 is increased; thereby, the pres-
sure (the flow rate) of the hydrogen gas discharged from
the first compressor 18 is slightly increased. As a result,
a pressure (or an amount) of the hydrogen gas supplied
to the pressure accumulator 12a can be prevented from
falling against the target pressure (or the target flow rate)
at the time of transition from the differential pressure filling
operation to the compression filling operation. In addition,
when the detection value of the second sensor 32 is
greater than the detection value of the first sensor 31,
the hydrogen gas is compressed in the first compressor
18 under a state where the discharge and inlet valves of
the first compressor 18 are closed (step ST23). Further-
more, the aforementioned control for increasing the
number of rotations of the first compressor 18 can be
regarded as a portion of the compression filling operation
or a portion of the differential pressure filling operation.

[Third Embodiment]

[0087] A third embodiment of the present invention is
illustrated in FIG. 7. In the third embodiment, the storage
portion 20 is configured to include a first tank portion 20a
and a second tank portion 20b which stores gas with
higher pressure than the first tank portion 20a. In the third
embodiment, the hydrogen gas is filled in the pressure
accumulators 12a, 12b only by the differential pressure
filling operation from the second tank portion 20b. Same
reference numbers are assigned to components in the
third embodiment, which are similar to those in the first
embodiment, and those details will not be explained here-
in.
[0088] The flow regulating valve 27 is arranged in the
first flow passage 16a. The flow regulating valve 27 is
configured by an electric-operated valve, an opening de-
gree of which is regulatable.
[0089] The first tank portion 20a is connected to one
end of the second flow passage 16b and is connected to
one end of the fourth flow passage 16d. The second tank
portion 20b is connected to one end of an eighth flow
passage 16l, the other end of which is connected to the
other end of the second flow passage 16b. In addition,
the second tank portion 20b is connected to one end of
a ninth flow passage 16m, the other end of which is con-
nected to the other end of the fourth flow passage 16d.
An eighth on-off valve V8 is arranged in the eighth flow
passage 161 and a ninth on-off valve V9 is arranged in
the ninth flow passage 16m.
[0090] The first sensor 31 for detecting a pressure of
the hydrogen gas in the first tank portion 20a is arranged
at the first tank portion 20a. A third sensor 33 (serving
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as the first pressure detector) for detecting a pressure in
the second tank portion 20b is arranged at the second
tank portion 20b. The hydrogen gas, for example, of
about 45 MPa is stored in the first tank portion 20a while
the hydrogen gas, for example, of about 90 MPa is stored
in the second tank portion 20b.
[0091] The storage operation in the third embodiment
includes first and second storage operations. The first
storage operation is an operation in which the hydrogen
gas introduced from the gas supply source 25 is com-
pressed by the compressor 18 to be stored in the first
tank portion 20a of the storage portion 20. During the first
storage operation, the first on-off valve V1 and the second
on-off valve V2 are opened while the third, fourth, eighth,
and ninth on-off valves V3, V4, V8, and V9 are closed.
The second storage operation is an operation in which
the hydrogen gas stored in the first tank portion 20a is
sent to the compressor 18 and is compressed by the
compressor 18 to be stored in the second tank portion
20b of the storage portion 20. During the second storage
operation, the fourth on-off valve V4 and the eighth on-
off valve V8 are opened while the first, second, third, and
ninth on-off valves V1, V2, V3, and V9 are closed.
[0092] The differential pressure filling operation of the
third embodiment is an operation in which the hydrogen
gas stored in the second tank portion 20b of the storage
portion 20 is supplied to the pressure accumulators 12a,
12b without being compressed by the compressor 18.
[0093] In the differential pressure filling operation, the
ninth on-off valve V9 and the third on-off valves V3 are
opened while the first, second, fourth, and eighth on-off
valves V1, V2, V4, and V8 are closed.
[0094] Here, an operation control for the gas-filling ap-
paratus 10 according to the third embodiment will be de-
scribed with reference to FIG. 8. The gas-filling apparatus
10 operates as follows; thereby, a method for filling gas
(i.e., the gas filling method) to fill the pressure accumu-
lators 12a, 12b with the hydrogen gas is implemented.
[0095] First, in the first storage operation (step ST31),
the first on-off valve V1 and the second on-off valve V2
are opened while the third, fourth, eighth, and ninth on-
off valves V3, V4, V8, and V9 are closed, and the com-
pressor 18 is driven. In addition, the hydrogen gas is sup-
plied from the gas supply source 25 through the first flow
passage 16a to the compressor 18 and is compressed
therein to be introduced through the second flow passage
16b into the first tank portion 20a.
[0096] During the first storage operation, the pressure
of the hydrogen gas in the first tank portion 20a is mon-
itored by the first sensor 31 (step ST32). In step ST32,
when the pressure detected by the first sensor 31 has
reached the preliminarily set first predetermined pres-
sure (for example, 45 MPa), the first storage operation
shifts to the second storage operation (step ST32 shifts
to step ST33).
[0097] In the second storage operation, the fourth on-
off valve V4 and the eighth on-off valve V8 are opened
while the first, second, third, and ninth on-off valves V1,

V2, V3, and V9 are closed. The compressor 18 is driven;
thereby, the hydrogen gas stored in the first tank portion
20a flows therefrom through the fourth flow passage 16d
to the first flow passage 16a to be suctioned into the
compressor 18. Afterward, the hydrogen gas is boosted
in the compressor 18 and then flows through the eighth
flow passage 16l to be stored in the second tank portion
20b.
[0098] During the second storage operation, the pres-
sure of the hydrogen gas in the second tank portion 20b
is monitored by the third sensor 33 (step ST34). In step
ST34, when the pressure detected by the third sensor
33 has reached a preliminarily set second predetermined
pressure (for example, 90MPa), the second storage op-
eration finishes. The second storage operation ends and
then shifts to the differential pressure filling operation
(step ST34 shifts to step ST35).
[0099] In the differential pressure filling operation of
step ST35, the flow rate of the hydrogen gas discharged
from the second tank portion 20b is regulated by the flow
regulating valve 27 and flows through the ninth flow pas-
sage 16m to the compressor 18 and the third flow pas-
sage 16c to be filled in the pressure accumulators 12a,
12b. In the differential pressure filling operation, the inlet
and discharge valves of the compressor 18 are opened
and the hydrogen gas is not compressed in the compres-
sor 18.
[0100] In the differential pressure filling operation, the
pressure P2 at the outflow end 16h is monitored by the
second sensor 32 (step ST36). In step ST36, when the
detection value of the second sensor 32 has reached a
predetermined value (for example, 90 MPa in FIG. 8),
the differential pressure filling operation finishes.
[0101] As described above, only the differential pres-
sure filling operation is conducted in the third embodi-
ment. That is, in the case of supplying the hydrogen gas
to the pressure accumulators 12a, 12b, the supply of the
hydrogen gas by use of the pressure difference and the
supply of the hydrogen gas by use of the compression
by the compressor 18 are not conducted at the same
time. Therefore, as in the first and second embodiments,
a complicated control for filling of the hydrogen gas into
the pressure accumulators 12a, 12b by the gas-filling ap-
paratus 10 can be avoided. Additionally, in the third em-
bodiment, the storage portion 20 includes the first and
second tank portions 20a, 20b, the pressures of which
are different from each other; thereby, a range of pres-
sure increase required for the compressor 18 when the
hydrogen gas is supplied to a single tank portion can be
reduced. As a result, in comparison to a configuration in
which the pressure of the hydrogen gas in the storage
portion 20 is directly increased to a predetermine pres-
sure (corresponding to the second predetermined pres-
sure), the number of compression stages of the compres-
sion chamber of the compressor 18 can be reduced.
[0102] In the third embodiment, in the event that the
pressure of the hydrogen gas in the second tank portion
20b is likely to be decreased compared to the pressure
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of the hydrogen gas in the pressure accumulators 12a,
12b in the course of the differential pressure filling oper-
ation, the differential pressure filling operation is returned
to the second storage operation (step ST33) and the hy-
drogen gas may be resupplied to the second tank portion
20b. Further, in the event that the compression ratio of
the compressor 18 is likely to exceed the compression
ratio limit Pr in the course of the second storage opera-
tion, the second storage operation is returned to the first
storage operation (step ST31) and the hydrogen gas may
be resupplied to the first tank portion 20a.
[0103] An operation of the gas-filling apparatus 10 ac-
cording to a modified example of the third embodiment
is illustrated in FIG. 9. In the modified example of the
third embodiment, the gas-filling apparatus 10 may be
provided with a fifth flow passage 16i in which a fifth on-
off valve V5 is arranged. The fifth flow passage 16i con-
nects the second tank portion 20b of the storage portion
20 to the third flow passage 16c. Meanwhile, the ninth
flow passage 16m is omitted.
[0104] According to the aforementioned third embod-
iment, the ninth on-off valve V9 is controlled to be opened
in the differential pressure filling operation. Alternatively,
according to the modified example of the third embodi-
ment, the fifth on-off valve V5 is opened in the differential
pressure filling operation; thereby, the hydrogen gas is
supplied from the second tank portion 20b to the pressure
accumulators 12a, 12b. The flow regulating valve 27 is
not arranged adjacent to the suction portion of the com-
pressor 18 but is arranged in the fifth flow path 16i or at
a downstream side of the fifth flow path 16i (that is, ad-
jacent to the pressure accumulators 12a, 12b).
[0105] In the modified example of the third embodiment
shown in FIG. 9, only the differential pressure filling op-
eration is conducted; thereby, a complicated control for
filling of the hydrogen gas into the pressure accumulators
12a, 12b by the gas-filling apparatus 10 can be avoided.
In addition, in the event that an on-off valve is arranged
between the second flow passage 16b and the fifth flow
passage 16i and between the eighth flow passage 161
and the fifth flow passage 16i in the third flow passage
16c, the hydrogen gas from the gas supply source 25
can be stored through the compressor 18 to the first tank
portion 20a, that is, the first storage operation can be
conducted, in conjunction with filling the pressure accu-
mulators 12a, 12b with the hydrogen gas from the second
tank portion 20b.
[0106] The present invention is not limited to the afore-
mentioned embodiments and various modifications and
alternations of the invention may be made without de-
parting from the scope and spirit of the invention. For
example, the present invention includes the configuration
connectable to the pressure accumulators 12a, 12b used
for supplying the hydrogen gas through the dispenser to
the vehicle but it is not limited to such configuration. Ac-
cording to the present invention, a tank arranged in a
tank mounting unit such as a fuel-cell vehicle may func-
tion as a pressure accumulator. That is, the present in-

vention may be configured so that the dispenser is ar-
ranged in the gas flow passage 16 and that the outflow
end 16h of the gas flow passage 16 is configured to be
connectable to a flow passage leading to the tank ar-
ranged in the tank mounting unit.
[0107] As in the first embodiment, the first compression
filling operation in which the hydrogen gas sent from the
gas supply source 25 is compressed in the first compres-
sor 18 to be filled in the pressure accumulator 12a and
the second compression filling operation in which the hy-
drogen gas sent from the storage portion 20 is com-
pressed in the first compressor 18 to be filled in the pres-
sure accumulator 12a can be conducted in the second
embodiment. In this case, the first compression filling op-
eration is conducted; thereafter, the second compression
filling operation is conducted. In the second embodiment,
the storage portion 20 can be configured only by a single
large-capacity container.
[0108] In the third embodiment, in the event that the
pressure in the second tank portion 20b of the storage
portion 20 extremely drops in the course of the differential
pressure filling operation, the hydrogen gas can be com-
pressed by the compressor 18 to be filled into the pres-
sure accumulators 12a, 12b. That is, after the differential
pressure filling operation in which the hydrogen gas
stored in the storage portion 20 is discharged therefrom
through the outflow ends 16h to the pressure accumula-
tors 12a, 12b by the pressure difference, the compres-
sion filling operation in which the hydrogen gas stored in
the storage portion 20 is compressed by the compressor
18 to be discharged from the outflow end 16h can be
conducted.
[0109] In the first, second, and third embodiments, the
first sensor 31 is configured to be arranged at the storage
portion 20 but it is not limited to such configuration. For
example, the first sensor 31 can be arranged in the sec-
ond flow passage 16b or the fourth flow passage 16d so
as to be located adjacent to the storage portion 20.
[0110] In the first, second, and third embodiments, the
second sensor 32 is configured to detect the pressure of
the hydrogen gas at the outflow end 16h but it is not
limited to such configuration. For example, the second
sensor 32 can be configured to detect the pressure of
the hydrogen gas in the pressure accumulators 12a, 12b.
[0111] In the first embodiment, a value smaller than
the compression ratio limit Pr is set as the storing start
threshold and the second compression filling operation
can be shifted to the after-filling storage operation on the
basis of this value. In addition, a value equal to or greater
than the lower limit Pmin obtained by dividing the target
pressure by the compression ratio limit Pr is set as the
storing start threshold and the after-filling storage oper-
ation can be conducted on the basis of the pressure P1
of the first sensor 31, and likewise in shifting between
the compression filling operation and the after-filling stor-
age operation in the second embodiment. Furthermore,
in the third embodiment, after the hydrogen gas is com-
pressed to the first predetermined pressure by the com-
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pressor 18 to be stored in a single tank portion or plural
tank portions, this compressed hydrogen gas can be
compressed to the second predetermined pressure by
the compressor 18 to be stored again in the single tank
portion or the plural tank portions.
[0112] A gas-filling apparatus includes a gas flow pas-
sage including an inflow end to which a gas supply source
is connectable and an outflow end to which a pressure
accumulator is connectable, a compressor, a storage
portion, and an operation control portion conducting a
first compression filling operation in which a gas supplied
from the gas supply source connected to the inflow end
is compressed by the compressor to be discharged from
the outflow end and a second compression filling oper-
ation in which the gas stored in the storage portion is
compressed by the compressor to be discharged from
the outflow end, the operation control portion conducting
the first compression filling operation until a pressure of
the gas at the outflow end reaches a predetermined pres-
sure and executing a control for shifting the first com-
pression filling operation to the second compression fill-
ing operation when the pressure has reached the prede-
termined pressure. This application is a divisional appli-
cation based on its parent application No. EP
14191673.4. The subject-matters of the original items of
the parent application which belong to the content of the
application as filed, are attached herewith as items.
[0113] Item 1. A gas-filling apparatus comprising:

a gas flow passage including an inflow end to which
a gas supply source is connectable and an outflow
end to which a pressure accumulator is connectable;
a compressor connected to the gas flow passage;
a storage portion connected to the gas flow passage;
and
an operation control portion for executing a control
for a first compression filling operation in which a gas
supplied from the gas supply source connected to
the inflow end is compressed by the compressor to
be discharged from the outflow end and a second
compression filling operation in which the gas stored
in the storage portion is compressed by the com-
pressor to be discharged from the outflow end,
wherein the operation control portion is configured
to conduct the first compression filling operation until
a pressure of the gas at the outflow end or a pressure
corresponding to the pressure of the gas at the out-
flow end reaches a predetermined pressure and to
conduct a control for shifting the first compression
filling operation to the second compression filling op-
eration when the pressure of the gas at the outflow
end or the pressure corresponding to the pressure
of the gas at the outflow end has reached the pre-
determined pressure.

[0114] Item 2. The gas-filling apparatus according to
item 1, wherein in the second compression filling opera-
tion, in a case where a ratio of the pressure of the gas at

the outflow end relative to a pressure of the gas in the
storage portion or the pressure of the gas in the storage
portion is equal to or greater than a storing start threshold
preliminary set for each of the ratio and the pressure of
the gas in the storage portion, the operation control por-
tion conducts a storage operation for storing the gas in
the storage portion on the basis of either the ratio or the
pressure of the gas in the storage portion.
[0115] Item 3. The gas-filling apparatus according to
item 1, wherein the gas flow passage includes a first flow
passage in which a first on-off valve is arranged and
which connects the inflow end to a suction portion of the
compressor, a second flow passage in which a second
on-off valve is arranged and which connects a discharge
portion of the compressor to the storage portion, a third
flow passage in which a third on-off valve is arranged
and which connects the second flow passage to the out-
flow end, and a fourth flow passage in which a fourth on-
off valve is arranged and which connects the storage
portion to the suction portion of the compressor so that
the storage portion and the suction portion are commu-
nicated with each other, and
wherein when conducting the second compression filling
operation, the operation control portion allows the fourth
and third on-off valves to be opened and allows the first
and second on-off valves to be closed.
[0116] Item 4. A gas-filling apparatus comprising:

a gas flow passage including an inflow end to which
a gas supply source is connectable and an outflow
end to which a pressure accumulator is connectable;
a first compressor connected to the gas flow pas-
sage; and
a storage portion connected to the gas flow passage,
the gas-filling apparatus conducting a storage oper-
ation in which a gas from a gas supply source con-
nected to the inflow end is supplied to the storage
portion to be stored in the storage portion, a differ-
ential pressure filling operation in which the gas
stored in the storage portion is discharged from the
outflow end by a difference between a pressure of
the gas stored in the storage portion and a pressure
of the gas in the pressure accumulator or a pressure
corresponding to the pressure of the gas in the pres-
sure accumulator, and a compression filling opera-
tion in which the gas stored in the storage portion is
compressed by the first compressor to be discharged
from the outflow end, the gas-filling apparatus shift-
ing to the compression filling operation after the dif-
ferential pressure filing operation.

[0117] Item 5. The gas-filling apparatus according to
item 4, further comprising a second compressor arranged
in parallel with the first compressor in the gas flow pas-
sage, wherein a resupply operation in which in the differ-
ential pressure filling operation and the compression fill-
ing operation the gas sent from the gas supply source is
compressed by the second compressor to be stored in
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the storage portion is conducted, and
wherein in the storage operation the gas supplied from
the gas supply source is compressed by both the first
compressor and the second compressor to be stored in
the storage portion.
[0118] Item 6. The gas-filling apparatus according to
item 4, further comprising an operation control portion
being provided with a first pressure detector for detecting
the pressure of the gas in the storage portion or a pres-
sure corresponding to the pressure of the gas in the stor-
age portion and a second pressure detector for detecting
the pressure of the gas at the outflow end or the pressure
corresponding to the pressure of the gas at the outflow
end, wherein when a pressure difference obtained from
a detection value of the second pressure detector and a
detection value of the first pressure detector is equal to
or smaller than a preliminary set predetermine value, the
operation control portion shifts the differential pressure
filling operation to the compression filling operation in a
state where the number of rotations of the first compres-
sor is increased.
[0119] Item 7. A gas-filling apparatus comprising:

a gas flow passage including an inflow end to which
a gas supply source is connectable and an outflow
end to which a pressure accumulator is connectable;
a compressor connected to the gas flow passage;
a storage portion connected to the gas flow passage;
and
an operation control portion which can execute a
control for conducting a storage operation in which
the gas from the gas supply source connected to the
inflow end is supplied to the storage portion to be
stored in the storage portion and a differential pres-
sure filing operation in which the gas stored in the
storage portion is discharged from the outflow end
by a difference between a pressure of the gas in the
storage portion and a pressure of the gas in the pres-
sure accumulator or a pressure corresponding to the
pressure of the gas in the pressure accumulator,
wherein the operation control portion is configured
to execute a control in the storage operation for con-
ducting a first storage operation in which the gas
from the gas supply source is stored through the
compressor to the storage portion and a second stor-
age operation in which the gas stored in the storage
portion by the first storage operation is sent to the
compressor and is compressed by the compressor
to be stored in the storage portion.

[0120] Item 8. The gas-filling apparatus according to
item 7, wherein the storage portion includes a first tank
portion and a second tank portion, and wherein the op-
eration control portion is configured to execute a control
for the second storage operation in which the gas stored
in the first tank portion is compressed by the compressor
to be stored in the second tank portion.
[0121] Item 9. A method for filling gas, the method to

supply the gas to a pressure accumulator connected to
an outflow end of a gas flow passage to which a com-
pressor and a storage portion are connected, the method
comprising the steps of
a first compression filling operation in which the gas sup-
plied from a gas supply source connected to an inflow
end of the gas flow passage is compressed by the com-
pressor to be discharged from the outflow end; and
a second compression filling operation which is conduct-
ed after the step of conducting the first compression filling
operation and in which the gas stored in the storage por-
tion is compressed by the compressor to be discharged
from the outflow end.
[0122] Item 10. The method for filling gas according to
item 9, wherein in the step of conducting the second com-
pression filling operation, in a case where a ratio of a
pressure of the gas at the outflow end relative to a pres-
sure of the gas in the storage portion or the pressure of
the gas in the storage portion is equal to or greater than
a storing start threshold preliminary set for each of the
ratio and the pressure of the gas in the storage portion,
the storage operation for storing the gas in the storage
portion is conducted on the basis of either the ratio or the
pressure of the gas in the storage portion.
[0123] Item 11. A method for filling gas, the method to
supply the gas to a pressure accumulator connected to
an outflow end of a gas flow passage to which a com-
pressor and a storage portion are connected, the method
comprising the steps of
a differential pressure filling operation in which the gas
stored in the storage portion is discharged from the out-
flow end by a difference between a pressure of the gas
in the storage portion and a pressure of the gas in the
pressure accumulator or a pressure corresponding to the
pressure of the gas in the pressure accumulator; and
a compression filling operation which is conducted after
the step of conducting the differential pressure filling op-
eration and in which the gas stored in the storage portion
is compressed by the compressor to be discharged from
the outflow end.
[0124] Item 12. The method for filling gas according to
item 11, wherein when a pressure difference obtained
from a detection value detected by a second pressure
detector for detecting a pressure of the gas at the outflow
end or a pressure corresponding to the pressure of the
gas at the outflow end and a detection value detected by
a first pressure detector for detecting the pressure of the
gas in the storage portion or the pressure corresponding
to the pressure of the gas in the storage portion is equal
to or smaller than a preliminarily set predetermined value,
the differential pressure filling operation shifts to the step
of conducting the compression filling operation while the
number of rotations of the compressor is increased.
[0125] Item 13. The method for filling gas according to
item 11, further comprising a step of a storage operation
in which the gas from the gas supply source connected
to the inflow end of the gas flow passage is supplied to
the storage portion to be stored in the storage portion.
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[0126] Item 14. A method for filling gas, the method to
supply the gas to a pressure accumulator connected to
an outflow end of a gas flow passage to which a com-
pressor and a storage portion are connected, the method
comprising the steps of
a storage operation in which the gas from the gas supply
source connected to the inflow end of the gas flow pas-
sage is supplied to the storage portion to be stored in the
storage portion; and
a differential pressure filling operation in which the gas
stored in the storage portion is discharged from the out-
flow end by a difference of a pressure of the gas in the
storage portion and a pressure of the gas in the pressure
accumulator or a pressure corresponding to the pressure
of the gas in the pressure accumulator, wherein the step
of conducting the storage operation includes steps of a
first storage operation in which the gas is supplied from
the gas supply source through the compressor to be
stored in the storage portion and a second storage op-
eration in which the gas stored in the storage portion by
the first storage operation is sent to the compressor and
is compressed by the compressor to be stored in the
storage portion.

Claims

1. A gas-filling apparatus comprising:

a gas flow passage including an inflow end to
which a gas supply source is connectable and
an outflow end to which a pressure accumulator
is connectable;
a first compressor connected to the gas flow
passage; and
a storage portion connected to the gas flow pas-
sage,
the gas-filling apparatus conducting a storage
operation in which a gas from a gas supply
source connected to the inflow end is supplied
to the storage portion to be stored in the storage
portion, a differential pressure filling operation
in which the gas stored in the storage portion is
discharged from the outflow end by a difference
between a pressure of the gas stored in the stor-
age portion and a pressure of the gas in the pres-
sure accumulator or a pressure corresponding
to the pressure of the gas in the pressure accu-
mulator, and a compression filling operation in
which the gas stored in the storage portion is
compressed by the first compressor to be dis-
charged from the outflow end, the gas-filling ap-
paratus shifting to the compression filling oper-
ation after the differential pressure filing opera-
tion.

2. The gas-filling apparatus according to claim 1, fur-
ther comprising a second compressor arranged in

parallel with the first compressor in the gas flow pas-
sage, wherein a resupply operation in which in the
differential pressure filling operation and the com-
pression filling operation the gas sent from the gas
supply source is compressed by the second com-
pressor to be stored in the storage portion is con-
ducted, and
wherein in the storage operation the gas supplied
from the gas supply source is compressed by both
the first compressor and the second compressor to
be stored in the storage portion.

3. The gas-filling apparatus according to claim 1, fur-
ther comprising an operation control portion being
provided with a first pressure detector for detecting
the pressure of the gas in the storage portion or a
pressure corresponding to the pressure of the gas
in the storage portion and a second pressure detec-
tor for detecting the pressure of the gas at the outflow
end or the pressure corresponding to the pressure
of the gas at the outflow end, wherein when a pres-
sure difference obtained from a detection value of
the second pressure detector and a detection value
of the first pressure detector is equal to or smaller
than a preliminary set predetermine value, the oper-
ation control portion shifts the differential pressure
filling operation to the compression filling operation
in a state where the number of rotations of the first
compressor is increased.

4. A gas-filling apparatus comprising:

a gas flow passage including an inflow end to
which a gas supply source is connectable and
an outflow end to which a pressure accumulator
is connectable;
a compressor connected to the gas flow pas-
sage;
a storage portion connected to the gas flow pas-
sage; and
an operation control portion which can execute
a control for conducting a storage operation in
which the gas from the gas supply source con-
nected to the inflow end is supplied to the stor-
age portion to be stored in the storage portion
and a differential pressure filing operation in
which the gas stored in the storage portion is
discharged from the outflow end by a difference
between a pressure of the gas in the storage
portion and a pressure of the gas in the pressure
accumulator or a pressure corresponding to the
pressure of the gas in the pressure accumulator,
wherein the operation control portion is config-
ured to execute a control in the storage opera-
tion for conducting a first storage operation in
which the gas from the gas supply source is
stored through the compressor to the storage
portion and a second storage operation in which
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the gas stored in the storage portion by the first
storage operation is sent to the compressor and
is compressed by the compressor to be stored
in the storage portion.

5. The gas-filling apparatus according to claim 4,
wherein the storage portion includes a first tank por-
tion and a second tank portion, and
wherein the operation control portion is configured
to execute a control for the second storage operation
in which the gas stored in the first tank portion is
compressed by the compressor to be stored in the
second tank portion.

6. A method for filling gas, the method to supply the
gas to a pressure accumulator connected to an out-
flow end of a gas flow passage to which a compres-
sor and a storage portion are connected, the method
comprising the steps of
a differential pressure filling operation in which the
gas stored in the storage portion is discharged from
the outflow end by a difference between a pressure
of the gas in the storage portion and a pressure of
the gas in the pressure accumulator or a pressure
corresponding to the pressure of the gas in the pres-
sure accumulator; and
a compression filling operation which is conducted
after the step of conducting the differential pressure
filling operation and in which the gas stored in the
storage portion is compressed by the compressor to
be discharged from the outflow end.

7. The method for filling gas according to claim 6,
wherein when a pressure difference obtained from
a detection value detected by a second pressure de-
tector for detecting a pressure of the gas at the out-
flow end or a pressure corresponding to the pressure
of the gas at the outflow end and a detection value
detected by a first pressure detector for detecting
the pressure of the gas in the storage portion or the
pressure corresponding to the pressure of the gas
in the storage portion is equal to or smaller than a
preliminarily set predetermined value, the differential
pressure filling operation shifts to the step of con-
ducting the compression filling operation while the
number of rotations of the compressor is increased.

8. The method for filling gas according to claim 7, fur-
ther comprising a step of a storage operation in which
the gas from the gas supply source connected to the
inflow end of the gas flow passage is supplied to the
storage portion to be stored in the storage portion.

9. A method for filling gas, the method to supply the
gas to a pressure accumulator connected to an out-
flow end of a gas flow passage to which a compres-
sor and a storage portion are connected, the method
comprising the steps of

a storage operation in which the gas from the gas
supply source connected to the inflow end of the gas
flow passage is supplied to the storage portion to be
stored in the storage portion; and
a differential pressure filling operation in which the
gas stored in the storage portion is discharged from
the outflow end by a difference of a pressure of the
gas in the storage portion and a pressure of the gas
in the pressure accumulator or a pressure corre-
sponding to the pressure of the gas in the pressure
accumulator, wherein the step of conducting the stor-
age operation includes steps of a first storage oper-
ation in which the gas is supplied from the gas supply
source through the compressor to be stored in the
storage portion and a second storage operation in
which the gas stored in the storage portion by the
first storage operation is sent to the compressor and
is compressed by the compressor to be stored in the
storage portion.
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