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(54) METHOD, DEVICE AND SYSTEM FOR FINDING WIRELESS ACCESS POINT

(57) Embodiments of the present invention provide
a method, a device, and a system for discovering a wire-
less access point AP, so as to achieve a purpose of rap-
idly discovering an available wireless access point and
saving electricity of a mobile terminal STA. A base station
controller BSC receives a request message sent by a

mobile terminal STA, acquires information about one or
more APs near the STA from an access controller AC,
and sends a notification message to the STA, so that the
STA performs an active scan based on a service set iden-
tifier SSID to discover a corresponding AP.
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Description

[0001] This application claims priority to Chinese Pat-
ent Application No. 201110371749.3, filed with the Chi-
nese Patent Office on November 21, 2011 and entitled
METHOD, APPARATUS, AND SYSTEM FOR DISCOV-
ERING WIRELESS ACCESS POINT, which is hereby
incorporated by reference in its entirety.

TECHNICAL FIELD

[0002] The present invention relates to the field of com-
munications technologies, and in particular, to a method,
a device, and a system for discovering a wireless access
point.

BACKGROUND

[0003] With gradual application and construction of 3G
mobile networks and 4G mobile network technologies,
bandwidth and speeds of existing networks are facing
large pressure. Implementing offload of a packet
switched PS data service by using a Wi-Fi (Wireless Fi-
delity, wireless fidelity) network to reduce congestion of
a cellular data network is widely recognized by operators
of various countries and enters a fast promotion period.
A Wi-Fi technology is a wireless local area network WLAN
technology that can interconnect, in a wireless manner,
terminals such as a personal computer and a handheld
device, for example, a notebook computer and a mobile
phone, and can provide wireless broadband Internet ac-
cess for a user. An area that a user can access on a Wi-
Fi network is referred to as a hotspot (hotspot). A device
that supports Wi-Fi connects to a WLAN by establishing
a connection with an AP (Access Point, wireless access
point).
[0004] To access a wireless network, a STA (station,
mobile terminal) first needs to discover a nearby available
AP, and then the STA establishes a link connection with
the AP after authentication and association. A process
that an STA acquires information about a nearby avail-
able AP is referred to as hotspot discovery. In the prior
art, the STA acquires information about an available AP
in a scanning manner. A scan is classified into an active
scan and a passive scan. In an active scan process, an
STA broadcasts a request frame Probe Request to ac-
quire information about an available AP of the STA; and
in a passive scan process, the STA does not send a Probe
Request frame, but receives a broadcast information
Beacon frame that is regularly sent by an AP to discover
a nearby available AP.
[0005] The inventor finds that, at present, when an STA
acquires information about a nearby available AP, a user
does not know whether there is an available AP nearby,
and a Wi-Fi module is activated to perform a scan only
when a data service needs to be used. Irrespective of an
active scan or a passive scan, a scanning channel list
needs to be configured for the STA and the STA needs

to scan channels one by one. When acquiring information
about an available AP by using this method, the STA
needs to activate a Wi-Fi module, and then scans each
frequency one by one. It is possible that no available AP
is found at some frequencies. Therefore, there is certain
blindness in the prior art, which may cause a waste of
power supply and time. In addition, it is difficult for a user
to know whether there is an available AP nearby and
when to activate a Wi-Fi module, which results in a non-
ideal effect of offloading a data service of a macro base
station by an AP.

SUMMARY

[0006] Embodiments of the present invention provide
a method, an apparatus, and a system for discovering a
wireless access point AP, so as to achieve a purpose of
rapidly discovering a wireless access point and saving
electricity of an STA.
[0007] One aspect of the present invention provides a
method for discovering a wireless access point AP,
where the method includes:

receiving, by a base station controller BSC, a request
message sent by a mobile terminal STA, where the
request message is used to indicate that the STA
initiates a data service and carries position informa-
tion of the STA;
acquiring, by the base station controller and by using
the position information of the STA, information
about one or more APs from an access controller
AC, where the information includes a service set
identifier SSID of the one or more APs; and
sending, by the base station controller, a notification
message to the STA, where the notification message
carries the SSID of the one or more APs, so that the
STA performs an active scan based on the SSID to
discover an AP corresponding to the SSID.

[0008] Another aspect of the present invention pro-
vides a method for discovering a wireless access point
AP, where the method includes:

sending, by a mobile terminal STA, a request mes-
sage to a base station controller BSC, where the
request message is used to indicate that the STA
initiates a data service and carries position informa-
tion of the STA;
receiving, by the mobile terminal, a notification mes-
sage sent by the BSC, where the notification mes-
sage carries information about one or more APs, and
the information includes a service set identifier SSID
of the one or more APs; and
activating, by the mobile terminal, a Wi-Fi module,
and performing an active scan based on the SSID,
to discover an AP corresponding to the SSID.

[0009] Another aspect of the present invention pro-
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vides a wireless communications system, where the sys-
tem includes:

a base station controller BSC, configured to receive
a request message sent by a mobile terminal STA,
where the request message is used to indicate that
the STA initiates a data service and carries position
information of the STA; the BSC is configured to ac-
quire, according to the position information of the
STA, information about one or more wireless access
points APs from an access controller AC, where the
information includes a service set identifier SSID of
the one or more APs; and send a notification mes-
sage to the STA, where the notification message car-
ries the SSID of the one or more APs; and
the access controller AC, configured to provide the
information about one or more APs managed by the
AC for the base station controller, where the infor-
mation includes the SSID of the one or more APs.

[0010] Another aspect of the present invention pro-
vides a base station controller BSC, where the BSC in-
cludes:

a receiver, configured to receive a request message,
where the request message is used to indicate that
the STA initiates a data service and carries position
information of the STA, and receive information
about one or more wireless access points APs,
where the information includes a service set identifier
SSID of the one or more APs;
a processor, configured to acquire, by using the po-
sition information of the STA, information about one
or more APs, where the information includes an
SSID of the one or more APs; and
a sender, configured to send a notification message,
where the notification message carries the SSID of
the one or more APs that is acquired by the proces-
sor.

[0011] Another aspect of the present invention pro-
vides an access controller AC, where the AC includes:

a memory, configured to store information about a
wireless access point AP managed by the AC, where
the information about the AP includes a service set
identifier SSID and position information; and
a sender, configured to send information about one
or more APs to a base station controller, where the
information includes an SSID of the one or more APs.

[0012] Another aspect of the present invention pro-
vides a mobile terminal STA, where the STA includes:

a sender, configured to send a request message to
a base station controller, where the request message
is used to indicate that the STA initiates a data serv-
ice and carries position information of the STA;

a receiver, configured to receive a notification mes-
sage sent by the base station controller, where the
notification message carries a service set identifier
SSID of one or more wireless access points APs; and
a processor, configured to actively scan based on
the SSID to discover an AP corresponding to the
SSID.

[0013] In a method, a device, and a system for discov-
ering an available AP provided by the embodiments of
the present invention, when a mobile terminal STA initi-
ates a data service without activating a Wi-Fi module, a
base station controller acquires an SSID and other infor-
mation of one or more APs near the STA and notifies the
STA. The STA activates the Wi-Fi module, and scans
only some APs based on the SSID, thereby reducing a
waste of electricity and time due to an invalid scan, and
improving resource utilization of a mobile communica-
tions network.

BRIEF DESCRIPTION OF DRAWINGS

[0014]

FIG. 1 is a schematic structural diagram of a wireless
local area network according to an embodiment of
the present invention;
FIG. 2 is a flowchart of a method for discovering a
wireless access point according to an embodiment
of the present invention;
FIG. 3 is a schematic structural diagram of a wireless
communications system according to an embodi-
ment of the present invention;
FIG. 4 is a schematic structural diagram of a base
station controller according to an embodiment of the
present invention;
FIG. 5 is a schematic structural diagram of an access
controller according to an embodiment of the present
invention; and
FIG. 6 is a schematic structural diagram of a mobile
terminal according to an embodiment of the present
invention.

DESCRIPTION OF EMBODIMENTS

[0015] To make the objectives, technical solutions, and
advantages of the present invention more comprehensi-
ble, the following further describes the technical solutions
of the present invention in detail with reference to specific
embodiments and accompanying drawings.
[0016] As shown in FIG. 1, in a wireless local area net-
work WLAN, a base station BS is managed by a base
station controller BSC. The base station controller refers
to different devices in different communications net-
works, which may be a base station controller BSC, a
radio network controller RNC, a baseband unit BBU, and
the like. A cell where a BS locates has a plurality of wire-
less access points APs, a plurality of APs are connected
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to a switch Switch and are uniformly managed by an ac-
cess controller AC, and a mobile terminal STA accesses,
by using an AP, the wireless local area network WLAN.
An embodiment of the present invention provides a meth-
od for discovering a wireless access point, which enables
a mobile terminal STA to rapidly obtain information about
an available AP, thereby achieving an effect of saving
electric energy of the STA.
[0017] As shown in FIG. 2, an embodiment of the
present invention provides a method for discovering a
wireless access point AP. When detecting that an STA
initiates a data service, a base station controller acquires
information about one or more APs near the STA from
an AC, the base station controller sends an SSID (Service
Set Identifier, service set identifier) and other information
of the one or more APs to the STA, and the STA actively
scans to discover an AP corresponding to the SSID and
other information.
[0018] A detailed process of the method for discovering
a wireless access point AP provided by this embodiment
of the present invention is shown in FIG. 2.
[0019] Step 201: The mobile terminal STA sends a re-
quest message to the base station controller BSC, where
the request message is used to indicate that the STA
initiates the data service and carries position information
of the STA.
[0020] The position information of the STA may be a
cell identifier Cell ID or longitude and latitude of the STA.
[0021] There may be many implementation manners
for step 201, for example, the STA may send a request
message to the BSC by using a preset IP address and
a preset port, or may use RR (Radio Resource, radio
resource management) layer signaling, for example, a
Channel Request message, as the request message. It
should be noted that the implementation manners of step
201 include but are not limited to the foregoing two man-
ners.
[0022] Optionally, after receiving the request mes-
sage, the BSC may send a request response to the STA
to notify the STA that the BSC receives the request mes-
sage.
[0023] Step 202: The base station controller acquires,
by using the position information of the STA, the infor-
mation about the one or more APs from the access con-
troller AC, where the information about the one or more
APs includes the service set identifier SSID of the one
or more APs, and optionally, may further include one or
more pieces of the following information: traffic load,
channel frequency, user quantity, MAC address or serial
number SN, authentication and encryption manner, and
the like.
[0024] It should be noted that the request message,
which is sent to the BSC by the STA, carries the position
information, such as the Cell ID of the STA or the longi-
tude and latitude of the STA. The BSC may directly ob-
tain, by querying according to the Cell ID or the longitude
and latitude of the STA carried in the request message,
the information about the one or more APs near the STA,

or may first obtain the Cell ID according to the longitude
and latitude, and then obtain, by querying according to
the Cell ID, the information about the one or more APs
near the STA. The BSC or AC can maintain a Cell ID or
longitude and latitude of an AP in its management range.
AP information that is stored by the AC may include plenty
of items. The base station controller may acquire all the
items, or may acquire only some of the items to save time
and channel resources.
[0025] There may be a plurality of manners for a base
station controller to acquire, by using position information
of an STA, information about one or more APs from an
AC, which include but are not limited to the following man-
ners:
[0026] A first manner: The AC stores position informa-
tion and an SSID of an AP managed by the AC, and may
further include one or more pieces of the following infor-
mation: traffic load, channel frequency, user quantity, au-
thentication and encryption manner, supported protocol,
and the like, where APs are distinguished by MAC ad-
dresses or serial numbers SNs. After receiving a request
message of the STA, the base station controller may send
a query request to the AC, and query an SSID of the one
or more APs according to the position information carried
in the request message, and may further query one or
more pieces of the following information: traffic load,
channel frequency, MAC address or SN, user quantity,
authentication and encryption manner, supported proto-
col, and the like.
[0027] A second manner: The base station controller
may store position information of an AP in its manage-
ment range, where different APs are distinguished by
MAC addresses or SNs. The AC stores an SSID of an
AP that the AC manages and may further include one or
more pieces of the following information: traffic load,
channel frequency, user quantity, authentication and en-
cryption manner, supported protocol, and the like. After
receiving a request message of the STA, the base station
controller queries a MAC address or an SN of the one or
more APs near the STA according to the position infor-
mation carried in the request message, and then may
send a query request to the AC, and query, by using the
MAC address or SN, information about a corresponding
AP from the AC, where the information about the AP in-
cludes an SSID, and may further include one or more
pieces of the following information: traffic load, channel
frequency, user quantity, authentication and encryption
manner, supported protocol, and the like.
[0028] A third manner: The AC stores position infor-
mation and an SSID of an AP that the AC manages, and
may further include one or more pieces of the following
information: traffic load, channel frequency, user quanti-
ty, authentication and encryption manner, supported pro-
tocol, and the like, where APs are distinguished by MAC
addresses or SNs. The AC regularly and actively reports
AP information to the base station controller, where the
AP information includes the position information and the
SSID of the AP, and may further include the one or more
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pieces of the following information: traffic load, channel
frequency, user quantity, authentication and encryption
manner, supported protocol, and the like. After receiving
a request message of the STA, the base station controller
queries the SSID and other information of one or more
APs according to the position information carried in the
request message.
[0029] Step 203: The base station controller sends a
notification message to the STA, where the notification
message carries the SSID and other information of the
one or more APs.
[0030] When sending the notification message to the
STA, the BSC may use the preset port in step 201, or
may use the RR layer signaling as the notification mes-
sage. The base station controller may send the AP infor-
mation to the STA in a form of a short message service
message or a pop-up window, or the like.
[0031] Optionally, the AP information in step 202 may
include a traffic load. Before sending the notification mes-
sage to the STA, the BSC may first perform filtering on
the APs to acquire an AP with a traffic load lower than a
preset threshold.
[0032] Step 204: The STA activates a Wi-Fi module,
and performs an active scan based on the SSID and other
information, to discover an AP corresponding to the SSID
and other information.
[0033] When the STA performs the active scan based
on the SSID and other information, it is possible that no
available AP is found. The STA may preset a time thresh-
old; and during the scan, if no available AP is found after
the time threshold is exceeded, the Wi-Fi module is de-
activated, and the STA may further report to the base
station controller that switching to Wi-Fi fails, so that the
base station controller collects statistics on a switching
success rate and updates a switching policy and algo-
rithm in a timely manner.
[0034] In a method for discovering an available AP pro-
vided by this embodiment of the present invention, when
an STA user initiates a data service without activating a
Wi-Fi module, a base station controller acquires an SSID
and other information of one or more APs near the STA
and notifies the STA. The STA activates the Wi-Fi mod-
ule, and scans only some APs based on the SSID, there-
by reducing a waste of electricity and time due to an
invalid scan, and improving resource utilization of a mo-
bile communications network.
[0035] An embodiment of the present invention pro-
vides a wireless communications system. As shown in
FIG. 3, the system includes a base station controller BSC
and an access controller AC, which are specifically as
follows:
[0036] A base station controller BSC 301 is configured
to receive a request message sent by a mobile terminal
STA, where the request message is used to indicate that
the STA initiates a data service and carries position in-
formation of the STA, and the position information of the
STA may be a cell identifier Cell ID or longitude and lat-
itude of the STA. The BSC is configured to acquire, by

using the position information of the STA, information
about one or more APs from the AC, where the informa-
tion includes an SSID of the one or more APs, and send
a notification message to the STA, where the notification
message carries the SSID of the one or more APs and
other information.
[0037] An access controller AC 302 is configured to
provide the information about one or more APs managed
by the AC for the base station controller, where the in-
formation includes the SSID of the one or more APs.
[0038] The information about the one or more APs may
further include one or more pieces of the following infor-
mation: traffic load, channel frequency, user quantity,
MAC address or serial number SN, authentication and
encryption manner, and the like.
[0039] In this embodiment of the present invention, a
specific manner in which the base station controller 301
acquires, by using the position information of the STA,
information about the one or more APs from the access
controller 302 may be any one of the three manners in
step 202 of the foregoing method embodiment, but is not
limited to the three manners, and the specific steps are
not described herein again.
[0040] That the base station controller BSC 301 re-
ceives a request message sent by a mobile terminal STA
may specifically be:
[0041] The BSC receives the request message that is
sent by the STA by using a preset IP address and a preset
port or by using RR (Radio Resource, radio resource
management) layer signaling that is used as the request
message.
[0042] In this embodiment of the present invention, the
base station controller may further be configured to per-
form filtering on the information about the one or more
APs that is acquired from the AC, so as to acquire an AP
with a traffic load lower than a preset threshold.
[0043] In this wireless communication system provided
by the embodiment of the present invention, when an
STA user initiates a data service without activating a Wi-
Fi module, a base station controller acquires an SSID
and other information of one or more APs near the STA
and notifies the STA. The STA activates the Wi-Fi mod-
ule, and scans only some APs based on the SSID, there-
by reducing a waste of electricity and time due to an
invalid scan, and improving resource utilization of a mo-
bile communications network.
[0044] An embodiment of the present invention pro-
vides a base station controller. As shown in FIG. 4, the
base station controller includes:

a receiver 401, configured to receive a request mes-
sage, where the request message is used to indicate
that the STA initiates a data service and carries po-
sition information of the STA, and the position infor-
mation of the STA may be a cell identifier Cell ID or
longitude and latitude of the STA, and receive infor-
mation about one or more APs, where the informa-
tion includes an SSID of the one or more APs;
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a processor 402, configured to acquire, by using the
position information of the STA, information about
one or more APs, where the information includes an
SSID of the one or more APs; and
a sender 403, configured to send a notification mes-
sage, where the notification message carries the
SSID of the one or more APs that is acquired by the
processor.

[0045] The information about the one or more APs may
further include one or more pieces of the following infor-
mation: traffic load, channel frequency, user quantity,
MAC address or serial number SN, authentication and
encryption manner, and the like.
[0046] In this embodiment of the present invention, the
sender may further be configured to send a query re-
quest, where the query request carries the position infor-
mation of the STA.
[0047] Optionally, in this embodiment of the present
invention, the processor may further be configured to per-
form filtering on the information about the one or more
APs, so as to acquire an AP with a traffic load lower than
a preset threshold.
[0048] The base station controller in this embodiment
may further include:

a memory 404, configured to store position informa-
tion of an AP in a management range of the BSC, or
the information about the one or more APs that is
received by the receiver, where the position informa-
tion is a Cell ID or longitude and latitude of the AP
in the management range of the BSC.

[0049] In a base station controller provided by this em-
bodiment of the present invention, when an STA user
initiates a data service without activating a Wi-Fi module,
the base station controller acquires an SSID and other
information of one or more APs near the STA and notifies
the STA. The STA activates the Wi-Fi module, and scans
only some APs based on the SSID, thereby reducing a
waste of electricity and time due to an invalid scan, and
improving resource utilization of a mobile communica-
tions network.
[0050] An embodiment of the present invention pro-
vides an access controller AC. As shown in FIG. 5, the
access controller includes:

a memory 501, configured to store information about
an AP managed by the AC, where the information
about the AP includes a service set identifier SSID
and position information, and may further include
one or more pieces of the following information: po-
sition information, traffic load, user quantity, authen-
tication and encryption manner, and the like; and
a sender 502, configure to send information about
one or more APs to a base station controller, where
the information includes an SSID of the one or more
APs, and may further include one or more pieces of

the following information: position information, traffic
load, channel frequency, user quantity, MAC ad-
dress or serial number SN, authentication and en-
cryption manner, and the like.

[0051] The position information is a cell ID or longitude
and latitude of the AP.
[0052] Optionally, the access controller provided by
this embodiment of the present invention may further in-
clude:

a receiver 503, configured to receive an AP informa-
tion query request, where the query request carries
the position information or a MAC address or an SN;
and
a processor 504, configure to query, according to
the AP information query request, the information
about one or more APs from the memory, where the
information includes an SSID of the one or more APs,
and may further include one or more pieces of the
following information: traffic load, channel frequen-
cy, user quantity, MAC address or serial number SN,
authentication and encryption manner, and the like.

[0053] In an access controller provided by the embod-
iment of the present invention, when an STA user initiates
a data service without activating a Wi-Fi module, the ac-
cess controller can enable a base station controller to
rapidly acquire information about one or more APs near
the STA, so that the base station controller notifies the
STA of an SSID and other information of the one or more
APs nearby. The STA activates the Wi-Fi module, and
scans only some APs based on the SSID, thereby reduc-
ing a waste of electricity and time due to an invalid scan,
and improving resource utilization of a mobile communi-
cations network.
[0054] An embodiment of the present invention pro-
vides a mobile terminal STA. As shown in FIG. 6, the
STA includes:

a sender 601, configured to send a request mes-
sage, where the request message is used to indicate
that the STA initiates a data service and carries po-
sition information of the STA, and
the position information of the STA may be a cell
identifier Cell ID or longitude and latitude of the STA;
a receiver 602, configured to receive a notification
message, where the notification message carries an
SSID and other information of one or more APs; and
a processor 603, configured to perform an active
scan based on the SSID to discover an AP corre-
sponding to the SSID.

[0055] A mobile terminal STA provided by this embod-
iment of the present invention can rapidly acquire an
SSID and other information of one or more APs near the
STA from a base station controller when the STA initiates
a data service without activating a Wi-Fi module. After
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acquiring the AP information from the base station con-
troller, the STA activates a Wi-Fi module, and scans only
some APs based on the SSID, thereby reducing a waste
of electricity and time due to an invalid scan, and improv-
ing resource utilization of a mobile communications net-
work.
[0056] It should be noted that the method, device, and
system embodiments provided by the embodiments of
the present invention are applicable to various mobile
communications networks, such as Wi-Fi, GSM, UMTS,
LTE, and WiMAX. The base station controller may spe-
cifically be a base station controller BSC, a radio network
controller RNC, a baseband unit BBU, and the like. Func-
tions of the BSC and AC in the embodiments of the
present invention may be implemented by another net-
work element.
[0057] Based on the foregoing descriptions of the em-
bodiments, a person skilled in the art may clearly under-
stand that the present invention may be implemented by
software plus a necessary hardware platform or by hard-
ware only. Based on such an understanding, all or the
part contributed by the technical solutions of the present
invention to the technology in the background part may
be implemented in a form of a software product. The com-
puter software product is stored in a storage medium,
such as a ROM/RAM, a magnetic disk, or an optical disc,
and includes several instructions for instructing a com-
puter device, which may be a personal computer, a serv-
er, or a network device, to perform the methods described
in the embodiments or some parts of the embodiments
of the present invention.
[0058] The foregoing embodiments are merely intend-
ed for describing the technical solutions of the present
invention other than limiting the present invention. Al-
though the present invention is described in detail with
reference to the foregoing embodiments, persons of or-
dinary skill in the art should understand that they may
still make modifications to the technical solutions de-
scribed in the foregoing embodiments or make equivalent
replacements to some technical features thereof, without
departing from the spirit and scope of the technical so-
lutions of the embodiments of the present invention.

Claims

1. A method for discovering a wireless access point
AP, wherein the method comprises:

Receiving, by a base station controller BSC, a
request message sent by a mobile terminal STA,
wherein the request message is used to indicate
that the STA initiates a data service and carries
position information of the STA;
Acquiring, by the base station controller and by
using the position information of the STA, infor-
mation about one or more APs from an access
controller AC, wherein the information compris-

es a service set identifier SSID of the one or
more APs; and
Sending, by the base station controller, a notifi-
cation message to the STA, wherein the notifi-
cation message carries the SSID of the one or
more APs, so that the STA performs an active
scan based on the SSID to discover an AP cor-
responding to the SSID.

2. The method according to claim 1, wherein the posi-
tion information of the STA comprises a cell identifier
Cell ID or longitude and latitude of the STA.

3. The method according to claim 1, wherein the infor-
mation further comprises traffic load of the one or
more APs, and the base station controller acquires,
by filtering, an AP with a traffic load lower than a
preset threshold before the base station controller
sends the notification message to the STA.

4. The method according to any one of claims 1 to 3,
wherein after the receiving, by the base station con-
troller, the request message sent by the mobile ter-
minal STA, the base station controller sends a re-
quest response to the STA, notifying the STA that
the BSC receives the request message.

5. A method for discovering a wireless access point
AP, wherein the method comprises:

sending, by a mobile terminal STA, a request
message to a base station controller BSC,
wherein the request message is used to indicate
that the STA initiates a data service and carries
position information of the STA;
receiving, by the mobile terminal, a notification
message sent by the BSC, wherein the notifica-
tion message carries information about one or
more APs, and the information comprises a
service set identifier SSID of the one or more
APs; and
activating, by the mobile terminal, a Wi-Fi mod-
ule, and performing an active scan based on the
SSID, to discover an AP corresponding to the
SSID.

6. The method according to claim 5, wherein the posi-
tion information of the STA is a cell identifier Cell ID
or longitude and latitude of the STA.

7. The method according to any one of claim 5 or 6,
wherein after the sending, by the mobile terminal
STA, the request message to the base station con-
troller BSC, the method further comprises a step:

receiving, by the STA, a request response sent
by the BSC.
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8. A wireless communications system, wherein the sys-
tem comprises:

a base station controller BSC, configured to re-
ceive a request message sent by a mobile ter-
minal STA, wherein the request message is
used to indicate that the STA initiates a data
service and carries position information of the
STA; the BSC is configured to acquire, accord-
ing to the position information of the STA, infor-
mation about one or more wireless access
points APs from an access controller AC, where-
in the information comprises a service set iden-
tifier SSID of the one or more APs; and send a
notification message to the STA, wherein the
notification message carries the SSID of the one
or more APs; and
the access controller AC, configured to provide
the information about one or more APs managed
by the AC for the base station controller, wherein
the information comprises the SSID of the one
or more APs.

9. The system according to claim 8, wherein the posi-
tion information of the STA is a cell identifier Cell ID
or longitude and latitude of the STA.

10. The system according to claim 8, wherein the infor-
mation about the one or more APs further comprises
a traffic load of the one or more APs, and the base
station controller BSC is further configured to ac-
quire, by filtering, an AP with a traffic load lower than
a preset threshold.

11. The method according to any one of claims 8 to 10,
wherein the BSC is further configured to send a re-
quest response to the STA after receiving the re-
quest message sent by the STA.

12. Abase station controller BSC, wherein the BSC com-
prises:

a receiver, configured to receive a request mes-
sage, wherein the request message is used to
indicate that a mobile terminal STA initiates a
data service and carries position information of
the STA, and receive information about one or
more wireless access points APs, wherein the
information comprises a service set identifier
SSID of the one or more APs;
a processor, configured to acquire, by using the
position information of the STA, information
about the one or more APs, wherein the infor-
mation comprises an SSID of the one or more
APs; and
a sender, configured to send a notification mes-
sage, wherein the notification message carries
the SSID of the one or more APs that is acquired

by the processor.

13. The base station controller according to claim 12,
wherein the position information of the STA is a cell
identifier Cell ID or longitude and latitude of the STA.

14. The base station controller according to claim 12,
wherein the information about the one or more APs
further comprises a traffic load of the one or more
APs, and the processing module is further configured
to acquire, by filtering, an AP with a traffic load lower
than a preset threshold.

15. The base station controller according to any one of
claims 12 to 14, wherein the sender is further con-
figured to send a query request, wherein the query
request carries the position information of the STA.

16. The base station controller according to claim 15,
wherein the base station controller further compris-
es:

a memory, configured to store position informa-
tion of an AP in a management range of the BSC,
or the information about the one or more APs
that is received by the receiver, wherein the po-
sition information is a Cell ID or longitude and
latitude of the AP in the management range of
the BSC.

17. An access controller AC, wherein the AC comprises:

a memory, configured to store information about
a wireless access point AP managed by the AC,
wherein the information about the AP comprises
a service set identifier SSID and position infor-
mation; and
a sender, configured to send information about
one or more APs to a base station controller,
wherein the information comprises an SSID of
the one or more APs.

18. The access controller according to claim 17, wherein
the position information is a cell identifier Cell ID or
longitude and latitude of the AP.

19. The access controller according to any one of claim
17 or 18, wherein the access controller further com-
prises:

a receiver, configured to receive an AP informa-
tion query request, wherein the query request
carries the position information or a MAC ad-
dress or an SN; and
a processor, configured to query, according to
the AP information query request, the informa-
tion about one or more APs from the memory,
wherein the information comprises an SSID of
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the one or more APs.

20. A mobile terminal STA, wherein the STA comprises:

a sender, configured to send a request message
to a base station controller, wherein the request
message is used to indicate that the STA initi-
ates a data service and carries position informa-
tion of the STA;
a receiver, configured to receive a notification
message sent by the base station controller,
wherein the notification message carries a serv-
ice set identifier SSID of one or more wireless
access points APs; and
a processor, configured to perform an active
scan based on the SSID to discover an AP cor-
responding to the SSID.

21. The mobile terminal according to claim 20, wherein
the position information of the STA is a cell identifier
Cell ID or longitude and latitude of the STA.
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