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(54) PIXEL, STAGE CIRCUIT AND ORGANIC LIGHT EMITTING DISPLAY DEVICE HAVING THE 
PIXEL AND THE STAGE CIRCUIT

(57) A pixel includes a pixel circuit and an organic
light emitting diode. The pixel circuit has first, second,
third, and fourth transistors. The first transistor controls
an amount of current flowing from a first driving power
supply coupled to a first node to a second driving power
supply through the organic light emitting diode. The turns
on when a scan signal is supplied to a first scan line. The
third transistor turns on when a scan signal is supplied
to a second scan line. The fourth transistor turns on when
a scan signal is supplied to a third scan line. The first
transistor is a p-type Low Temperature Poly-Silicon thin
film transistor and the third transistor and the fourth tran-
sistor are n-type oxide semiconductor thin film transis-
tors.
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Description

BACKGROUND

1. Field

[0001] One or more embodiments described herein re-
late to a pixel, a stage circuit, and an organic light emitting
display device including a pixel and a stage circuit.

2. Description of the Related Art

[0002] A variety of displays have been developed. Ex-
amples include liquid crystal displays and organic light
emitting displays. An organic light emitting display gen-
erates an image based on light emitted from pixels that
include organic light emitting diodes. Organic light emit-
ting displays has advantages including high response
speed and low power consumption.
[0003] An organic light emitting display includes pixels
connected to data lines and scan lines. Each pixel uses
a driving transistor to control the amount of current flow-
ing from a first driving power supply, through an organic
light emitting diode, and to a second driving power supply
based on a data signal. The organic light emitting diode
emits light with predetermined brightness based on the
amount of current from the driving transistor.
[0004] Attempts have been made to improve the per-
formance of organic light emitting displays. One ap-
proach involves setting the second driving power supply
to a low voltage in an attempt to improve brightness. An-
other approach involves driving the display at low fre-
quency in an attempt to reduce power consumption.
However, both approaches may allow predetermined
current leakage to occur from a gate electrode of the
driving transistor. As a result, a data signal voltage for
each pixel may not be maintained during one frame pe-
riod. Consequently, an image with a desired brightness
may not be displayed.

SUMMARY

[0005] In accordance with one or more embodiments,
a pixel comprising an organic light emitting diode; a first
transistor having a first electrode coupled to a first node
and a second electrode coupled to an anode electrode
of the organic light emitting diode, the first transistor to
control an amount of current flowing from a first driving
power supply coupled to the first node to a second driving
power supply through the organic light emitting diode; a
second transistor coupled between a data line and the
first node, the second transistor to turn on when a scan
signal is supplied to an ith first scan line, where i is a
natural number; a third transistor coupled between a gate
electrode and the second electrode of the first transistor,
the third transistor to turn on when a scan signal is sup-
plied to an ith second scan line; a fourth transistor coupled
between the gate electrode of the first transistor and an

initialization power supply, the fourth transistor to turn on
when a scan signal is supplied to an ith third scan line,
wherein the first transistor is a p-type Low Temperature
Poly-Silicon (LTPS) thin film transistor and the third tran-
sistor and the fourth transistor are n-type oxide semicon-
ductor thin film transistors.
[0006] The second transistor may be a p-type LTPS
thin film transistor. The second transistor may be an n-
type oxide semiconductor thin film transistor. The ith first
scan line and the ith second scan line may be a same
scan line. The pixel may include a fifth transistor coupled
between the initialization power supply and the anode
electrode of the organic light emitting diode, the fifth tran-
sistor to turn on when the scan signal is supplied to the
ith first scan line, the fifth transistor is a p-type LTPS thin
film transistor.
[0007] The pixel may include a fifth transistor coupled
between the initialization power supply and the anode
electrode of the organic light emitting diode, the fifth tran-
sistor is to turn on when the scan signal is supplied to
the ith second scan line, wherein the fifth transistor is an
n-type oxide semiconductor thin film transistor.
[0008] The pixel may include a sixth transistor coupled
between the second electrode of the first transistor and
the anode electrode of the organic light emitting diode,
the sixth transistor is to turn off when a light emission
control signal is supplied to a light emission control line;
and a seventh transistor coupled between the first node
and the first driving power supply, the seventh transistor
is to turn off when the light emission control signal is
supplied, wherein the sixth transistor and the seventh
transistor are p-type LTPS thin film transistors.
[0009] In accordance with one or more other embodi-
ments, a pixel includes an organic light emitting diode; a
first transistor to control an amount of current flowing from
a first driving power supply coupled to a first electrode,
through the organic light emitting diode, and to a second
driving power supply based on a voltage of a first node;
a second transistor coupled between the first node and
a second electrode of the first transistor, the second tran-
sistor is to turn on when a scan signal is supplied to an
ith first scan line; a storage capacitor coupled between
the first node and a second node; a third transistor cou-
pled between a data line and the second node, the third
transistor to turn on when a scan signal is supplied to an
ith second scan line; and a fourth transistor coupled be-
tween the second node and an initialization power sup-
ply, the fourth transistor to turn off when an inverted light
emission control signal is supplied to an inverted light
emission control line, wherein the first transistor is a p-
type LTPS thin film transistor and the third transistor and
the fourth transistor are n-type oxide semiconductor thin
film transistors.
[0010] The second transistor may be a p-type LTPS
thin film transistor. The second transistor may be an n-
type oxide semiconductor thin film transistor. The ith first
scan line and the ith second scan line may be a same
scan line. The pixel may include a fifth transistor coupled
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between the initialization power supply and an anode
electrode of the organic light emitting diode, the fifth tran-
sistor to turn on when the scan signal is supplied to the
ith first scan line, the fifth transistor is a p-type LTPS thin
film transistor.
[0011] The pixel may include a fifth transistor coupled
between the initialization power supply and an anode
electrode of the organic light emitting diode, the fifth tran-
sistor to turn on when the scan signal is supplied to the
ith second scan line, wherein the fifth transistor is an n-
type oxide semiconductor thin film transistor.
[0012] The pixel may include a sixth transistor coupled
between the second electrode of the first transistor and
the anode electrode of the organic light emitting diode,
the sixth transistor to turn off when a light emission control
signal is supplied to a light emission control line, wherein
the sixth transistor is a p-type LTPS thin film transistor
and the light emission control signal and the inverted light
emission control signal are inverted relative to each oth-
er.
[0013] In accordance with one or more other embodi-
ments, a stage circuit includes a first transistor, a second
transistor, a third transistor, and a fourth transistor cou-
pled in series between a first power supply and a second
power supply set to a voltage lower than the first power
supply; a fifth transistor, a sixth transistor, a seventh tran-
sistor, and an eighth transistor coupled in series between
the first power supply and the second power supply; and
a ninth transistor and a tenth transistor coupled in series
between the first power supply and the second power
supply, wherein: the first transistor is a p-type LTPS thin
film transistor and has a gate electrode to receive an
output signal from a previous stage or a start pulse the
second transistor is a p-type LTPS thin film transistor and
has a gate electrode to receive a first clock signal, the
third transistor is an n-type oxide semiconductor thin film
transistor and has a gate electrode to receive a second
clock signal having a same cycle as the first clock signal
and an inverted phase, the fourth transistor is an n-type
oxide semiconductor thin film transistor and has a gate
electrode to receive the output signal from the previous
stage and the start pulse, the fifth transistor is a p-type
LTPS thin film transistor and has a gate electrode coupled
to an output terminal, the sixth transistor is a p-type LTPS
thin film transistor and has a gate electrode to receive
the second clock signal, the seventh transistor is an n-
type oxide semiconductor thin film transistor and has a
gate electrode to receive the first clock signal, the eighth
transistor is an n-type oxide semiconductor thin film tran-
sistor and has a gate electrode coupled to the output
terminal, the ninth transistor is a p-type LTPS thin film
transistor and has a gate electrode coupled to a first node,
the tenth transistor is an n-type oxide semiconductor thin
film transistor and has a gate electrode coupled to the
first node, and a common node between the second tran-
sistor and the third transistor and a common node be-
tween the sixth transistor and the seventh transistor elec-
trically connected to the first node.

[0014] In accordance with one or more other embodi-
ments, an organic light emitting display device includes
pixels connected to scan lines, light emission control
lines, and data lines; a scan driver to drive the scan lines
and the light emission control lines; and a data driver to
drive the data lines, wherein at least one pixel in an ith
horizontal line, among the pixels, includes: an organic
light emitting diode; a first transistor having a first elec-
trode coupled to a first node and a second electrode cou-
pled to an anode electrode of the organic light emitting
diode, wherein the first transistor is to control an amount
of current flowing from a first driving power supply cou-
pled to the first node, through the organic light emitting
diode, and to a second driving power supply; a second
transistor coupled between a data line and the first node,
the second transistor to turn on when a scan signal is
supplied to an ith first scan line; a third transistor coupled
between a gate electrode and the second electrode of
the first transistor, the third transistor to turn on when a
scan signal is supplied to an ith second scan line; and a
fourth transistor coupled between the gate electrode of
the first transistor and an initialization power supply, the
fourth transistor to turn on when a scan signal is supplied
to an ith third scan line, wherein the first transistor is a p-
type LTPS thin film transistor and the third transistor and
the fourth transistor are n-type oxide semiconductor thin
film transistors.
[0015] The pixel may include a fifth transistor coupled
between the initialization power supply and the anode
electrode of the organic light emitting diode, the fifth tran-
sistor to turn on when the scan signal is supplied to the
ith second scan line, wherein the fifth transistor is an n-
type oxide semiconductor thin film transistor. The pixel
may include sixth transistor coupled between the second
electrode of the first transistor and the anode electrode
of the organic light emitting diode, the sixth transistor to
turn off when a light emission control signal is supplied
to an ith light emission control line; and a seventh tran-
sistor coupled between the first node and the first driving
power supply, the seventh transistor to turn off when the
light emission control signal is supplied, wherein the sixth
transistor and the seventh transistor are p-type LTPS thin
film transistors.
[0016] The scan driver may include a plurality of stage
circuits to drive the scan lines and the light emission con-
trol lines, and at least one of the stage circuits may include
an eleventh transistor, a twelfth transistor, a thirteenth
transistor, and a fourteenth transistor coupled in series
between a first power supply and a second power supply
set to a voltage lower than the first power supply; a fif-
teenth transistor, a sixteenth transistor, a seventeenth
transistor and an eighteenth transistor coupled in series
between the first power supply and the second power
supply; and a nineteenth transistor and a twentieth tran-
sistor coupled in series between the first power supply
and the second power supply, wherein the eleventh tran-
sistor is a p-type LTPS thin film transistor and has a gate
electrode to receive an output signal from a previous

3 4 



EP 3 264 408 A2

4

5

10

15

20

25

30

35

40

45

50

55

stage or a start pulse, the twelfth transistor is set to a p
type LTPS thin film transistor and has a gate electrode
to receive a first clock signal, the thirteenth transistor is
an n-type oxide semiconductor thin film transistor and
has a gate electrode to receive a second clock signal
having a same cycle as the first clock signal and an in-
verted phase, the fourteenth transistor is an n-type oxide
semiconductor thin film transistor and has a gate elec-
trode to receive the output signal from the previous stage
or the start pulse, the fifteenth transistor is set to a p type
LTPS thin film transistor and has a gate electrode coupled
to an output terminal, the sixteenth transistor is a p-type
LTPS thin film transistor and has a gate electrode to re-
ceive the second clock signal, the seventeenth transistor
is an n-type oxide semiconductor thin film transistor and
has a gate electrode to receive the first clock signal, the
eighteenth transistor is an n type oxide semiconductor
thin film transistor and has a gate electrode coupled to
the output terminal; the nineteenth transistor is a p-type
LTPS thin film transistor and has a gate electrode coupled
to the first node, the twentieth transistor is an n-type oxide
semiconductor thin film transistor and has a gate elec-
trode coupled to the first node, and a common node be-
tween the twelfth transistor and the thirteenth transistor
and a common node between the sixteenth transistor
and the seventeenth transistor are electrically connected
to the first node.
[0017] In accordance with one or more other embodi-
ments, a pixel includes a first transistor to control current
to a light emitter; and a second transistor coupled to at
least one of the light emitter, the first transistor, or a ca-
pacitor, wherein the first transistor is a Low Temperature
Poly-Silicon (LTPS) transistor and the second transistor
is different from an LTPS transistor, the first and second
transistors having different conductivity types. The sec-
ond transistor may be an oxide semiconductor transistor.
The first transistor may be a p-type transistor and the
second transistor may be an n-type transistor. The sec-
ond transistor may place the first transistor in a diode-
connected state when turned on. The second transistor
may be connected to a data line.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018] Features will become apparent to those of skill
in the art by describing in detail exemplary embodiments
with reference to the attached drawings in which:

FIG. 1 illustrates an embodiment of an organic light
emitting display device;
FIG. 2 illustrates an embodiment of a pixel;
FIGS. 3A-3B illustrate waveforms for embodiments
of a method for driving a pixel;
FIG. 4 illustrates another embodiment of a pixel;
FIG. 5 illustrates another embodiment of a pixel;
FIG. 6 illustrates an embodiment of a method of driv-
ing the pixel in FIG. 5;
FIG. 7 illustrates another embodiment of a pixel;

FIG. 8 illustrates a waveform for an embodiment of
a method for driving a pixel;
FIG. 9 illustrates another embodiment of a pixel;
FIG. 10 illustrates a waveform for an embodiment of
a method for driving a pixel; and
FIG. 11 illustrates an embodiment of a stage circuit.

DETAILED DESCRIPTION

[0019] Example embodiments will now be described
with reference to the drawings; however, they may be
embodied in different forms and should not be construed
as limited to the embodiments set forth herein. Rather,
these embodiments are provided so that this disclosure
will be thorough and complete, and will fully convey ex-
emplary implementations to those skilled in the art. The
embodiments (or portions thereof) may be combined to
form additional embodiments.
[0020] In the drawings, the dimensions of layers and
regions may be exaggerated for clarity of illustration. It
will also be understood that when a layer or element is
referred to as being "on" another layer or substrate, it
can be directly on the other layer or substrate, or inter-
vening layers may also be present. Further, it will be un-
derstood that when a layer is referred to as being "under"
another layer, it can be directly under, and one or more
intervening layers may also be present. In addition, it will
also be understood that when a layer is referred to as
being "between" two layers, it can be the only layer be-
tween the two layers, or one or more intervening layers
may also be present. Like reference numerals refer to
like elements throughout.
[0021] In the drawing figures, the dimensions of layers
and regions may be exaggerated for clarity of illustration.
It will also be understood that when a layer or element is
referred to as being "on" another layer or substrate, it
can be directly on the other layer or substrate, or inter-
vening layers may also be present. Further, it will be un-
derstood that when a layer is referred to as being "under"
another layer, it can be directly under, and one or more
intervening layers may also be present. In addition, it will
also be understood that when a layer is referred to as
being "between" two layers, it can be the only layer be-
tween the two layers, or one or more intervening layers
may also be present. Like reference numerals refer to
like elements throughout.
[0022] It will be understood that when an element is
referred to as being "connected to" another element, it
can be directly connected to the element or it can be
electrically connected to the element with one or more
intervening elements interposed. In addition, in the draw-
ings, parts that are not related to the present invention
are omitted in order to clarify the present invention. Like
reference numerals refer to like elements throughout.
[0023] FIG. 1 illustrates an embodiment of an organic
light emitting display device which includes pixels 140
connected to scan lines S11 to S1n, S21 to S2n and S31
to S3n, light emission control lines E1 to En, and data
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lines D1 to Dm, a scan driver 110 driving the scan lines
S11 to S1n, S21 to S2n and S31 to S3n and the light
emission control lines E1 to En, a data driver 120 driving
the data lines D1 to Dm, and a timing controller 150 con-
trolling the scan driver 110 and the data driver 120.
[0024] The timing controller 150 may generate a data
driving control signal DCS and a scan driving control sig-
nal SCS based on externally supplied synchronous sig-
nals. The data driving control signal DCS and the scan
driving control signal SCS generated by the timing con-
troller 150 may be supplied to the data driver 120 and
the scan driver 110, respectively. In addition, the timing
controller 150 may realign and supply externally supplied
data to the data driver 120.
[0025] The scan driving control signal SCS may in-
clude start pulses and clock signals. The start pulses may
be applied to control the first timings of scan signals and
light emission control signals. The clock signals may be
applied to shift the start pulses.
[0026] The data driving control signal DCS may include
a source start pulse and clock signals. The source start
pulse may be applied to control a sampling start point of
data and the clock signals may be applied to control a
sampling operation.
[0027] The scan driver 110 may receive the scan driv-
ing control signal SCS from the timing controller 150. The
scan driver 110 receiving the scan driving control signal
SCS may supply scan signals to the first scan lines S11
to S1n, the second scan lines S21 to S2n, and the third
scan lines S31 to S3n. For example, the scan driver 110
may sequentially supply first scan signals to the first scan
lines S11 to S1n, sequentially supply second scan sig-
nals to the second scan lines S21 to S2n, and sequen-
tially supply third scan signals to the third scan lines S31
to S3n. When the first, second and third scan signals are
sequentially supplied, pixels 140 may be selected in units
of horizontal lines.
[0028] The scan driver 110 may supply a second scan
signal to an ith second scan line S2i to overlap a first
scan signal supplied to an ith first scan line S1i, where i
is a natural number. The first scan signal and the second
scan signal may be set to signals having opposite polar-
ities. For example, the first scan signal may be set to a
low voltage and the second scan signal may be set to a
high voltage. In addition, the scan driver 110 may supply
a third scan signal to an ith third scan line S3i before
supplying the second scan signal to the ith second scan
line S2i. The third scan signal may be set to a high volt-
age. In addition, the ith third scan line scan line S3i may
be replaced by an (i-1)th second scan line S2i-1.
[0029] In addition, each of the first, second, and third
scan signals may be set to a gate-on voltage. Transistors
in the pixel 140 may be set to a turn-on state based on
the first scan signal. Another transistor in the pixel 140
may be set to a turn-on state based on the second signal.
Another transistor in the pixel 140 may be set to a turn-
on state based on the third scan signal.
[0030] The scan driver 110 receiving the scan driving

control signal SCS may supply light emission control sig-
nals to the light emission control lines E1 to En. For ex-
ample, the scan driver 110 may sequentially supply the
light emission control signals to the light emission control
lines E1 to En. Each of the light emission control signals
may be applied to control emission time of each of the
pixels 140. Thus, in one embodiment, a light emission
control signal may be set to have a greater width than a
scan signal. For example, the scan driver 110 may supply
scan signals to an (i-1)th first scan line S1i-1 and the ith
first scan line S1i to overlap with the light emission control
signal supplied to an ith light emission control signal Ei.
[0031] The scan driver 110 may be mounted on a sub-
strate, for example, through a thin film process. In one
embodiment, the scan driver 110 may be located at dif-
ferent sides of the pixel unit 130. In addition, scan driver
110 is illustrated to supply the scan signals and light emis-
sion control signals. In another embodiment, different
drivers may supply the scan signals and light emission
control signals.
[0032] The light emission control signals may be set
to gate-off voltages (e.g., high voltages) to turn off tran-
sistors in the pixels 140. Transistors in the pixel 140 may
be turned off based on the light emission control signal
and may be turned on for another period or the remaining
period.
[0033] The data driver 120 may supply data signals to
the data lines D1 to Dm based on the data driving control
signal DCS. The data signals supplied to the data lines
D1 to Dm may be supplied to the pixels 140 selected by
the first scan signals (or second scan signals). The data
driver 120 may supply the data signals to the data lines
D1 to Dm in synchronization with the first scan signals
(or second scan signals). The data driver 120 may supply
the data signals to the data lines D1 to Dm in synchroni-
zation with the first scan signals (or second scan signals).
[0034] The pixel unit 130 may include the pixels 140
coupled to the S11 to S1n, S21 to S2n, and S31 to S3n,
the light emission control lines E1 to En, and the data
lines D1 to Dm. The pixels 140 may receive a first driving
power supply ELVDD, a second driving power supply
ELVSS, and an initialization power supply Vint from an
external device.
[0035] Each of the pixels 140 may include a driving
transistor and an organic light emitting diode. The driving
transistor may control the amount of current flowing from
the first driving power supply ELVDD, through the organic
light emitting diode, and to the second driving power sup-
ply ELVSS based on a data signal. A gate electrode of
the driving transistor may be initialized based on a voltage
of the initialization power supply Vint before the data sig-
nal is supplied.
[0036] In FIG. 1, n scan lines S11 to S1n, n scan lines
S21 to S2n, n scan lines S31 to S3n, and n light emission
control lines E1 to En are illustrated. In another embod-
iment, based on the circuit configuration of the pixels 140,
pixels in the current horizontal line may be additionally
connected to a scan line in the previous horizontal line.
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In this circuit configuration of the pixels 140, dummy scan
lines and/or dummy light emission control lines may be
additionally formed.
[0037] In FIG. 1, the first scan lines S11 to S1n, the
second scan lines S21 to S2n, and the third scan lines
S31 to S3n. In another embodiment, only one of the first,
second, and third scan lines S11 to S1n, S21 to S2n, and
S31 to S3n may be included based on the circuit config-
uration of the pixels 140.
[0038] In FIG. 1, light emission control lines E1 to En
are illustrated. In another embodiment, inverted light
emission control lines may further be included based on
the circuit configuration of the pixels 140. The inverted
light emission control lines may receive inverted light
emission control signals of the light emission control sig-
nals.
[0039] FIG. 2 illustrates an embodiment of a pixel,
which, for example, may be representative of pixels 140.
For convenience of explanation, the pixel is illustrated as
being located in an ith horizontal line and connected to
an mth data line Dm.
[0040] Referring to FIG. 2, the pixel 140 may include
an oxide semiconductor thin film transistor and a Low
Temperature Poly-Silicon (LTPS) thin film transistor. The
oxide semiconductor thin film transistor may include a
gate electrode, a source electrode, and a drain electrode.
The oxide semiconductor thin film transistor may include
an active layer including an oxide semiconductor mate-
rial. The oxide semiconductor material may be, for ex-
ample, an amorphous or crystalline oxide semiconductor
material. The oxide semiconductor thin film transistor
may be, for example, an n-type transistor.
[0041] The LTPS thin film transistor may include a gate
electrode, a source electrode, and a drain electrode. The
LTPS thin film transistor may include an active layer in-
cluding polysilicon. The LTPS thin film transistor may be,
for example, a p-type thin film transistor or an n type thin
film transistor. The LTPS thin film transistor may have
high electron mobility and high driving characteristics.
[0042] The oxide semiconductor thin film transistor
may allow for a low temperature process and have lower
charge mobility than the LTPS thin film transistor. The
oxide semiconductor thin film transistor may have excel-
lent off current characteristics.
[0043] The pixel 140 may include a pixel circuit 142
and an organic light emitting diode OLED. The organic
light emitting diode OLED may have an anode electrode
coupled to the pixel circuit 142 and a cathode electrode
coupled to the second driving power supply ELVSS. The
organic light emitting diode OLED may emit light with a
predetermined brightness based on the amount of cur-
rent from the pixel circuit 142.
[0044] The pixel circuit 142 may control the amount of
current flowing from the first driving power supply
ELVDD, through the organic light emitting diode OLED,
and to the second driving power supply ELVSS based
on a data signal. The pixel circuit 142 may include a first
transistor M1(L) (driving transistor), a second transistor

M2(L), a third transistor M3(O), a fourth transistor M4(O),
a fifth transistor M5(L), a sixth transistor M6(L), a seventh
transistor M7(L), and a storage capacitor Cst.
[0045] The first transistor M1(L) may have a first elec-
trode coupled to a first node N1, a second electrode cou-
pled to a first electrode of the sixth transistor M6(L), and
a gate electrode coupled to a second node N2. The first
transistor M1(L) may control the amount of current sup-
plied from the first driving power supply ELVDD, through
the organic light emitting diode OLED, and to the second
driving power supply ELVSS based on a voltage stored
in the storage capacitor Cst. To ensure a high driving
speed, the first transistor M1(L) may include an LTPS
thin film transistor and, for example, may be a p-type
transistor.
[0046] The second transistor M2(L) may be coupled
between the data line Dm and the first node N1. A gate
electrode of the second transistor M2(L) may be coupled
to the ith first scan line S1i. The second transistor M2(L)
may be turned on when the first scan signal is supplied
to the ith first scan line S1i to electrically connect the data
line Dm to the first node N1. The second transistor M2(L)
may include an LTPS thin film transistor and, for example,
may be a p-type transistor.
[0047] The third transistor M3(O) may be coupled be-
tween a second electrode of the first transistor M1(L) and
the second node N2. A gate electrode of the third tran-
sistor M3(O) may be coupled to the ith second scan line
S2i. The third transistor M3(O) may be turned on when
a second scan signal is supplied to the ith second scan
line S2i, in order to place the first transistor M1(L) in a
diode-connected state.
[0048] When the third transistor M3(O) includes an ox-
ide semiconductor thin film transistor, the third transistor
M3(O) may be, for example, an n-type transistor. When
the third transistor M3(O) is an oxide semiconductor thin
film transistor, leakage current flowing from the second
node N2 to the second electrode of the first transistor
M1(L) may be reduced, so that an image with desired
brightness may be displayed.
[0049] The fourth transistor M4(O) may be connected
between the second node N2 and the initialization power
supply Vint. A gate electrode of the fourth transistor
M4(O) may be coupled to an ith third scan line S3i. The
fourth transistor M4(O) may be turned on when a third
scan signal is supplied to the ith third scan line S3i, in
order to supply a voltage of the initialization power supply
Vint to the second node N2.
[0050] The fourth transistor M4(O) may be an oxide
semiconductor thin film transistor and, for example, may
be an n-type transistor. When the fourth transistor M4(O)
is an oxide semiconductor thin film transistor, leakage
current flowing from the second node N2 to the initializa-
tion power supply Vint may be reduced in order to display
an image with desired brightness.
[0051] The fifth transistor M5(L) may be connected be-
tween the anode electrode of the organic light emitting
diode OLED and the initialization power supply Vint. The
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gate electrode of the fifth transistor M5(L) may be coupled
to the ith first scan line S1i. The fifth transistor M5(L) may
be turned on when the first scan signal is supplied to the
ith first scan line S1i, in order to supply the voltage of the
initialization power supply Vint to the anode electrode of
the organic light emitting diode OLED. The fifth transistor
M5(L) may be an LTPS thin film transistor and, for ex-
ample, may be a p-type transistor.
[0052] The voltage of the initialization power supply
Vint may be lower than the range of data voltages for the
data signals. When the voltage of the initialization power
supply Vint is supplied to the anode electrode of the or-
ganic light emitting diode OLED, a parasitic capacitor
(e.g., organic capacitor Coled) of the organic light emit-
ting diode OLED may be discharged. When the organic
capacitor Coled is discharged, black expression capabil-
ities of the pixel 140 may be improved.
[0053] In one embodiment, the organic capacitor
Coled may store a predetermined voltage based on cur-
rent from the pixel circuit 142 during the previous frame.
When the predetermined voltage is stored in the organic
capacitor Coled, the organic light emitting diode OLED
may easily emit light at low current.
[0054] A black data signal may be supplied to the pixel
circuit 142 during the current frame period. When the
black data signal is supplied, the pixel circuit 142 may
not, ideally, supply current to the organic light emitting
diode OLED. However, even when the black data signal
is supplied, predetermined leakage current may be sup-
plied from the first transistor M1(L) to the organic light
emitting diode OLED. When the organic capacitor Coled
stores the predetermined voltage, the organic light emit-
ting diode OLED may finely emit light and, thus, black
expression capabilities may be deteriorated.
[0055] According to one embodiment, when the organ-
ic capacitor Coled is discharged by the initialization pow-
er supply Vint, the organic light emitting diode OLED may
be set to a non-light emitting state even when leakage
current is supplied from the first transistor M1(L). Thus,
the leakage current from the first transistor M1(L) may
previously charge the organic capacitor Coled, so that
the organic capacitor Coled may maintain a non-light
emitting state.
[0056] The sixth transistor M6(L) may be coupled be-
tween the second electrode of the first transistor M1(L)
and the anode electrode of the organic light emitting di-
ode OLED. In addition, a gate electrode of the sixth tran-
sistor M6(L) may be coupled to a light emission control
line Ei. The sixth transistor M6(L) may be turned off when
a light emission control signal is supplied to the light emis-
sion control line Ei and may be turned on when the light
emission control signal is not supplied. The sixth transis-
tor M6(L) may be an LTPS thin film transistor and, for
example, may be a p-type transistor.
[0057] The seventh transistor M7(L) may be coupled
between the first driving power supply ELVDD and the
first node N1. A gate electrode of the seventh transistor
M7(L) may be connected to the light emission control line

Ei. The seventh transistor M7(L) may be turned off when
a light emission control signal is supplied to the light emis-
sion control line Ei, and may be turned on when the light
emission control signal is not supplied. The seventh tran-
sistor M7(L) may be an LTPS thin film transistor and, for
example, may be a p-type transistor.
[0058] The storage capacitor Cst may be coupled be-
tween the first driving power supply ELVDD and the sec-
ond node N2. The storage capacitor Cst may store a
voltage corresponding to the data signal and a threshold
voltage of the first transistor M1(L).
[0059] In the present embodiment, the third transistor
M3(O) and the fourth transistor M4(O) coupled to the
second node N2 may be oxide semiconductor thin film
transistors. When the third transistor M3(O) and the
fourth transistor M4(O) are oxide semiconductor thin film
transistors, current leakage from the second node N2
may be reduced. As a result, an image with desired
brightness may be displayed.
[0060] In the present embodiment, transistors M7(L),
M1(L), and M6(L) in a current supply path for supplying
current to the organic light emitting diode OLED may be
LTPS thin film transistors. When transistors M7(L),
M1(L), and M6(L) in the current supply path are LTPS
thin film transistors, current may be stably supplied to the
organic light emitting diode OLED by high driving char-
acteristics.
[0061] FIG. 3A illustrates a waveform corresponding
to an embodiment of a method for driving a pixel, for
example, as illustrated in FIG. 2. Referring to FIG. 3A, a
light emission control signal (high voltage) may be sup-
plied to the light emission control line Ei to turn off the
sixth transistor M6(L) and the seventh transistor M7(L),
which are p-type transistors. When the sixth transistor
M6(L) is turned off, electrical connection between the first
transistor M1(L) and the organic light emitting diode
OLED may be blocked. When the seventh transistor
M7(L)is turned off, electrical connection between the first
driving power supply ELVDD and the first node N1 may
be blocked. Therefore, during a period in which the light
emission control signal is supplied to the light emission
control line Ei, the pixel 140 may be set to a non-light
emitting state.
[0062] Subsequently, a third scan signal (high voltage)
may be supplied to an ith third scan line S3i. When the
third scan signal is supplied to the ith third scan line S3i,
the fourth transistor M4(O), which is an n-type transistor,
may be turned on. When the fourth transistor M4(O) is
turned on, the voltage of the initialization power supply
Vint may be supplied to the second node N2.
[0063] After the voltage of the initialization power sup-
ply Vint is supplied to the second node N2, a first scan
signal (low voltage) may be supplied to the ith first scan
line S1i and a second scan signal (high voltage) may be
supplied to the ith second scan line S2i.
[0064] When the first scan signal is supplied to the ith
first scan line S1i, the second transistor M2(L) and the
fifth transistor M5(L), which are p-type transistors, may
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be turned on. When the fifth transistor M5(L) is turned
on, the voltage of the initialization power supply Vint may
be supplied to the anode electrode of the organic light
emitting diode OLED. When the voltage of the initializa-
tion power supply Vint is supplied to the anode electrode
of the organic light emitting diode OLED, the organic ca-
pacitor Coled may be discharged. When the second tran-
sistor M2(L) is turned on, the data line Dm and the first
node N1 may be electrically connected to each other to
supply the data signal from the data line Dm to the first
node N1.
[0065] When the second scan signal is supplied to the
ith second scan line S2i, the third transistor M3(O), which
is an n-type transistor, may be turned on. When the third
transistor M3(O) is turned on, the first transistor M1(L)
may be placed in a diode-connected state. Since second
node N2 is initialized to the voltage of initialization power
supply Vint lower than the data signal, the first transistor
M1(L) may be turned on.
[0066] When the first transistor M1(L) is turned on, the
data signal supplied to the first node N1 may pass to the
second node N2 through the first transistor M1(L) in a
diode-connected state. The second node N2 may be set
to a voltage corresponding to the data signal and the
threshold voltage of the first transistor M1(L). The storage
capacitor Cst may store the voltage applied to the second
node N2.
[0067] After the voltage of the second node N2 is stored
in the storage capacitor Cst, supply of the light emission
control signal to the light emission control line Ei may be
stopped. When the supply of the light emission control
signal to the light emission control line Ei is stopped, the
sixth transistor M6(L) and the seventh transistor M7(L)
may be turned on.
[0068] When the sixth transistor M6(L) is turned on,
the first transistor M1(L) may be electrically connected
to the organic light emitting diode OLED. When the sev-
enth transistor M7(L) is turned on, the first driving power
supply ELVDD may be electrically connected to the first
node N1. The first transistor M1(L) may control the
amount of current flowing from the first driving power sup-
ply ELVDD through the organic light emitting diode OLED
to the second driving power supply ELVSS based on the
voltage of the second node N2.
[0069] The second node N2 may be connected to the
third transistor M3(O) and the fourth transistor M4(O),
which are oxide semiconductor thin film transistors, to
reduce leakage current. Therefore, the second node N2
may maintain a desired voltage during one frame period,
and the pixel 140 may generate light with desired bright-
ness based on a data signal during one frame period.
[0070] According to an embodiment, the ith third scan
line S3i may be replaced by the (i-1)th second scan line
S2i-1. In this embodiment, as illustrated in FIG. 3B, a
second scan signal supplied to the (i-1)th second scan
line S2i-1 may be supplied to the fourth transistor M4(O).
Otherwise, the same operations described above may
be performed.

[0071] FIG. 4 illustrates another embodiment of a pixel
140a, which, for example, may be representative of the
pixels in the display device of FIG. 1. Referring to FIG.
4, the pixel 140a may include a pixel circuit 142’ and the
organic light emitting diode OLED.
[0072] The organic light emitting diode OLED has an
anode electrode coupled to the pixel circuit 142’ and a
cathode electrode coupled to the second driving power
supply ELVSS. The organic light emitting diode OLED
may generate light with predetermined brightness based
on the amount of current supplied from the pixel circuit
142’.
[0073] The pixel circuit 142’ may include the first tran-
sistor M1(L), the second transistor M2(L), the third tran-
sistor M3(O), the fourth transistor M4(O), the fifth tran-
sistor M5(O), the sixth transistor M6(L), the seventh tran-
sistor M7(L) and the storage capacitor Cst. The pixel cir-
cuit 142’ in FIG. 4 may have substantially the same con-
figuration as the pixel circuit 142 in FIG. 2, except that
the fifth transistor M5(O) is an oxide semiconductor thin
film transistor.
[0074] The fifth transistor M5(O) may be coupled be-
tween the anode electrode of the organic light emitting
diode OLED and the initialization power supply Vint. The
gate electrode of the fifth transistor M5(O) may be cou-
pled to the ith second scan line S2i. The fifth transistor
M5(O) may be turned on when a second scan signal is
supplied to the ith second scan line S2i, in order to supply
a voltage of the initialization power supply Vint to the
anode electrode of the organic light emitting diode OLED.
The fifth transistor M5(O) may be an n-type transistor.
[0075] When the fifth transistor M5(O) is an oxide thin
film transistor, leakage current supplied to the initializa-
tion power supply Vint from the anode electrode of the
organic light emitting diode OLED may be reduced during
light emission time. When the leakage current supplied
from the anode electrode of the organic light emitting
diode OLED to the initialization power supply Vint is re-
duced, the organic light emitting diode OLED may gen-
erate light with desired brightness.
[0076] In addition, the fifth transistor M5(O) may be
turned on when the second scan signal is supplied to the
ith second scan line S2i. In one embodiment, the fifth
transistor M5(O) may perform substantially the same op-
erations as described in FIG. 2.
[0077] FIG. 5 illustrates another embodiment of a pixel
140b which includes a pixel circuit 142" and the organic
light emitting diode OLED. Referring to FIG. 5, the pixel
140b may include a pixel circuit 142" and the organic light
emitting diode OLED.
[0078] The organic light emitting diode OLED has an
anode electrode which may be coupled to the pixel circuit
142" and a cathode electrode coupled to the second driv-
ing power supply ELVSS. The organic light emitting diode
OLED may generate light with desired brightness based
on the amount of current supplied from the pixel circuit
142".
[0079] The pixel circuit 142" may include the first tran-
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sistor M1(L), a second transistor M2(O), the third tran-
sistor M3(O), the fourth transistor M4(O), the fifth tran-
sistor M5(O), the sixth transistor M6(L), the seventh tran-
sistor M7(L) and the storage capacitor Cst. The pixel cir-
cuit 142" may have substantially the same configuration
as the pixel circuit 142’ in FIG. 4, except that the second
transistor M2(O) is an oxide semiconductor thin film tran-
sistor.
[0080] The second transistor M2(O) may be coupled
between the data line Dm and the first node N1. A gate
electrode of the second transistor M2(O) may be coupled
to the ith second scan line S2i. The second transistor
M2(O) may be turned on when the second scan signal
is supplied to the ith second scan line S2i to electrically
connect the data line Dm to the first node N1. The second
transistor M2(O) may be an n-type transistor.
[0081] When the second transistor M2(O) is an oxide
thin film transistor, undesirable current flow between the
first node N1 and the data line Dm may be reduced and
the organic light emitting diode OLED may generate light
with desired brightness. In addition, when the second
transistor M2(O) is an n-type transistor, a first scan line
S1 may be removed.
[0082] FIG. 6 illustrates a waveform of an embodiment
of a method for driving the pixel 140b in FIG. 5. Referring
to FIG. 6, a light emission control signal may be supplied
to the light emission control line Ei to turn off the sixth
transistor M6(L) and the seventh transistor M7(L). When
the sixth transistor M6(L) and the seventh transistor
M7(L) are turned off, the pixel 140 may be set to a non-
light emitting state.
[0083] Subsequently, a third scan signal may be sup-
plied to the ith third scan line S3i. When the third scan
signal is supplied to the ith third scan line S3i, the fourth
transistor M4(O) may be turned on. When the fourth tran-
sistor M4(O) is turned on, the voltage of the initialization
power supply Vint may be supplied to the second node
N2.
[0084] A second scan signal may be supplied to the
ith second scan line S2i after the voltage of the initializa-
tion power supply Vint is supplied to the second node
N2. When the second scan signal is supplied to the ith
second scan line S2i, the second transistor M2(O), the
third transistor M3(O), and the fifth transistor M5(O) are
turned on. When the fifth transistor M5(O) is turned on,
the voltage of the initialization power supply Vint may be
supplied to the anode electrode of the organic light emit-
ting diode OLED.
[0085] When the second transistor M2(O) is turned on,
the data line Dm may be electrically connected to the first
node N1 to supply a data signal from the data line Dm to
the first node N1.
[0086] When the third transistor M3(O) is turned on,
the first transistor M1(L) may be placed in a diode-con-
nected state. Since the second node N2 is initialized to
the voltage of the initialization power supply Vint lower
than the data signal, the first transistor M1(L) may be
turned on. When the first transistor M1(L) is turned on,

the data signal supplied to the first node N1 may pass to
the second node N2 through the first transistor M1(L) in
a diode-connected state. The second node N2 may be
set to a voltage corresponding to the data signal and a
threshold voltage of the first transistor M1(L). The storage
capacitor Cst may store a voltage applied to the second
node N2.
[0087] After the voltage of the second node N2 is stored
in the storage capacitor Cst, supply of the light emission
control signal to the light emission control line Ei may be
stopped. The sixth transistor M6(L) and the seventh tran-
sistor M7(L) may be turned on when the supply of the
light emission control signal to the light emission control
line Ei is stopped.
[0088] When the sixth transistor M6(L) and the seventh
transistor M7(L) are turned on, a current supply path may
be formed from the first driving power supply ELVDD,
through the organic light emitting diode OLED, and to the
second driving power supply ELVSS. The first transistor
M1(L) may control the amount of current flowing from the
first driving power supply ELVDD through the organic
light emitting diode OLED to the second driving power
supply ELVSS based on the voltage of the second node
N2.
[0089] According to the present embodiment, transis-
tors M7(L), M1(L), and M6(L) in the current supply path
for supplying current to the organic light emitting diode
OLED may be LTPS thin film transistors. When transis-
tors M7(L), M1(L), and M6(L) in the current supply path
are LTPS thin film transistors, current may be stably sup-
plied to the organic light emitting diode OLED by high
driving characteristics.
[0090] In addition, according to the present embodi-
ment, the transistors M2(O), M3(O), M4(O), and M5(O)
which are not in the current supply path may be oxide
semiconductor thin film transistors. When the transistors
M2(O), M3(O), M4(O), and M5(O) which are not in the
current supply path are oxide semiconductor thin film
transistors, leakage current may be reduced and an im-
age with desired brightness may be displayed.
[0091] FIG. 7 illustrates another embodiment of a pixel
140c, which, for example, may be presentative of the
pixels in the display device of FIG. 1. For convenience
of explanation, in FIG. 7, pixel 140c is illustrated as being
located in the ith horizontal line and the mth data line Dm.
[0092] Referring to FIG. 7, the pixel 140c may include
a pixel circuit 144 and organic light emitting diode OLED.
The organic light emitting diode OLED has an anode elec-
trode coupled to the pixel circuit 144 and a cathode elec-
trode coupled to the second driving power supply ELVSS.
The organic light emitting diode OLED may emit light with
predetermined brightness based on the amount of cur-
rent from the pixel circuit 144.
[0093] The pixel circuit 144 may control the amount of
current flowing from the first driving power supply
ELVDD, through the organic light emitting diode OLED,
and to the second driving power supply ELVSS based
on a data signal. The pixel circuit 144 may include a first

15 16 



EP 3 264 408 A2

10

5

10

15

20

25

30

35

40

45

50

55

transistor M11(L), a second transistor M12(L), a third
transistor M13(O), a fourth transistor M14(O), a fifth tran-
sistor M15(L), a sixth transistor M16(L) and the storage
capacitor Cst.
[0094] The first transistor M11(L) has a first electrode
coupled to the first driving power supply ELVDD, a sec-
ond electrode coupled to a first electrode of the sixth tran-
sistor M16(L), and a gate electrode coupled to the first
node N1. The first transistor M11(L) may control the
amount of current flowing from the first driving power sup-
ply ELVDD, through the organic light emitting diode
OLED, and to the second driving power supply ELVSS
based on a voltage of the first node N1. To ensure high
driving speed, first transistor M11(L) may be, for exam-
ple, a p-type LTPS thin film transistor.
[0095] The second transistor M12(L) may be coupled
between the first node N1 and a second electrode of the
first transistor M11(L). A gate electrode of the second
transistor M12(L) may be coupled to the ith first scan line
S1i. The second transistor M12(L) may be turned on
when a first scan signal is supplied to the ith first scan
line S1i. When the second transistor M12(L) is turned on,
the first transistor M11(L) may be placed in a diode-con-
nected state. The second transistor M12(L) may be, for
example, a p-type LTPS thin film transistor.
[0096] The third transistor M13(O) may be coupled be-
tween the data line Dm and the second node N2. A gate
electrode of the third transistor M13(O) may be coupled
to the ith second scan line S2i. The third transistor
M13(O) may be turned on when a second scan signal is
supplied to the ith second scan line S2i. When the third
transistor M13(O) is turned on, the data line Dm may be
electrically connected to the second node N2.
[0097] When the third transistor M13(O) is an oxide
semiconductor thin film transistor, the third transistor
M13(O) may be, for example, an n-type transistor. When
the third transistor M13(O) is an oxide semiconductor
thin film transistor, leakage current between the second
node N2 and the data line Dm may be reduced and an
image with desired brightness may be displayed.
[0098] The fourth transistor M14(O) may be coupled
between the second node N2 and the initialization power
supply Vint. A gate electrode of the fourth transistor
M14(O) may be coupled to an inverted light emission
control line /Ei. The fourth transistor M14(O) may be
turned off when an inverted light emission control signal
is supplied to the inverted light emission control line /Ei,
and may be turned on when the inverted light emission
control signal is not supplied. When the fourth transistor
M14(O) is turned on, a voltage of the initialization power
supply Vint may be supplied to the second node N2.
[0099] When the fourth transistor M14(O) is an oxide
semiconductor thin film transistor, the fourth transistor
M14(O) may be, for example, an n-type transistor. When
the fourth transistor M14(O) is an oxide semiconductor
thin film transistor, leakage current between the second
node N2 and the initialization power supply Vint may be
reduced and an image with desired brightness may be

displayed.
[0100] In one embodiment, the inverted light emission
control signal supplied to the inverted light emission con-
trol line /Ei may be set to an inverted signal of the light
emission control signal supplied to the light emission con-
trol line Ei. For example, when the light emission control
signal is set to a predetermined high voltage, the inverted
light emission control signal may be set to a predeter-
mined low voltage.
[0101] The fifth transistor M15(L) may be coupled be-
tween the anode electrode of the organic light emitting
diode OLED and the initialization power supply Vint. A
gate electrode of the fifth transistor M15(L) may be cou-
pled to the ith first scan line S1i. The fifth transistor M15(L)
may be turned on when the first scan signal is supplied
to the ith first scan line S1i. When the fifth transistor
M15(L) is turned on, the voltage of the initialization power
supply Vint may be supplied to the anode electrode of
the organic light emitting diode OLED. The fifth transistor
M15(L) may be, for example, a p-type LTPS thin film tran-
sistor.
[0102] The sixth transistor M16(L) may be coupled be-
tween a second electrode of the first transistor M11(L)
and the anode electrode of the organic light emitting di-
ode OLED. A gate electrode of the sixth transistor M16(L)
may be coupled to the light emission control line Ei. The
sixth transistor M16(L) may be turned off when the light
emission control signal is supplied to the light emission
control line Ei, and may be turned on when the light emis-
sion control signal is not supplied. The sixth transistor
M16(L) may be, for example, a p-type LTPS thin film tran-
sistor.
[0103] The storage capacitor Cst may be coupled be-
tween the first node N1 and the second node N2. The
storage capacitor Cst may store a voltage corresponding
to the data signal and a threshold voltage of the first tran-
sistor M11(L).
[0104] According to the present embodiment, the third
transistor M13(O) and the fourth transistor M14(O) cou-
pled to the second node N2 may be oxide semiconductor
thin film transistors. When the third transistor M13(O) and
the fourth transistor M14(O) are oxide semiconductor thin
film transistors, voltage variations of the second node N2
by leakage current may be reduced and an image with
desired brightness may be displayed.
[0105] According to the present embodiment, transis-
tors M11(L) and M16(L) in the current supply path for
supplying current to the organic light emitting diode
OLED may be LTPS thin film transistors. When transis-
tors M11(L) and M16(L) in the current supply path are
LTPS thin film transistors, current may be stably supplied
to the organic light emitting diode OLED by high driving
characteristics.
[0106] FIG. 8 illustrates an embodiment of a waveform
for the pixel in FIG. 7. In FIG. 8, a first scan signal may
be supplied to the first scan line S1i and a second scan
signal may be supplied to the second scan line S2i.
[0107] When the first scan signal is supplied to the first
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scan line S1i, the second transistor M12(L) and the fifth
transistor M15(L) may be turned on. When the fifth tran-
sistor M15(L) is turned on, a voltage of the initialization
power supply Vint may be supplied to the anode electrode
of the organic light emitting diode OLED. When the volt-
age of the initialization power supply Vint is supplied to
the anode electrode of the organic light emitting diode
OLED, the organic capacitor Coled may be discharged.
[0108] When the second transistor M12(L) is turned
on, the first transistor M11(L) may be placed in a diode-
connected state. The first node N1 may be electrically
connected to the initialization power supply Vint through
the sixth transistor M16(L) and the fifth transistor M15(L).
Therefore, the first node N1 may be initialized to the volt-
age of the initialization power supply Vint.
[0109] When a second scan signal is supplied to the
second scan line S2i, the third transistor M13(O) may be
turned on. The data line Dm may be electrically connect-
ed to the second node N2 when the third transistor
M13(O) is turned on.
[0110] Subsequently, the light emission control signal
may be supplied to the light emission control line Ei to at
least partially overlap the first scan signal and the second
scan signal, and an inverted light emission control signal
may be supplied to the inverted light emission control line
/Ei.
[0111] The sixth transistor M16(L) may be turned off
when the light emission control signal is supplied to the
light emission control line Ei. When the sixth transistor
M16(L) is turned off, a voltage obtained by subtracting
an absolute value of a threshold voltage of the first tran-
sistor M11(L) from the first driving power supply ELVDD
may be applied to the first node N1 by the first transistor
M11(L) in a diode-connected state.
[0112] When the inverted light emission control signal
is supplied to the inverted light emission control line /Ei,
the fourth transistor M14(O) may be turned off and elec-
trical connection between the second node N2 and the
initialization power supply Vint may be blocked. Since
the third transistor M13(O) maintains a turn-on state, a
voltage of a data signal may be applied to the second
node N2.
[0113] The storage capacitor Cst may be charged with
a voltage corresponding to a voltage difference between
the second node N2 and the first node N1. Thus, the
storage capacitor Cst may store a voltage corresponding
to the data signal and the threshold voltage of the first
transistor M11(L).
[0114] After the storage capacitor Cst is charged with
a predetermined voltage, supply of the first scan signal
to the first scan line S1i and supply of the second scan
signal to the second scan line S2i may be stopped. When
supply of the first scan signal is stopped, second transis-
tor M12(L) and the fifth transistor M15(L) may be turned
off. When supply of the second scan signal is stopped,
third transistor M13(O) may be turned off.
[0115] Subsequently, supply of the light emission con-
trol signal to the light emission control line Ei may be

stopped, and supply of the inverted light emission control
signal to the inverted light emission control line /Ei may
be stopped. When supply of the light emission control
signal to the light emission control line Ei is stopped, the
sixth transistor M16(L) may be turned on. When the sixth
transistor M16(L) is turned on, first transistor M11(L) may
be electrically connected to organic light emitting diode
OLED.
[0116] When the supply of the inverted light emission
control signal to the inverted light emission control line
/Ei is stopped, the voltage of the initialization power sup-
ply Vint may be supplied to the second node N2. The
voltage of the initialization power supply Vint may be set
to a predetermined voltage in a voltage range of the data
signal.
[0117] For example, the initialization power supply Vint
may be set to a voltage higher than or equal to a black
data signal or a voltage lower than a data signal having
another grayscale level.
[0118] When the black data signal is applied to the sec-
ond node N2, a voltage of the second node N2 may re-
main the same or be increased by a predetermined volt-
age when the voltage of the initialization power supply
Vint is supplied. A voltage of the first node N1 may be
increased by a predetermined voltage based on the
change in the voltage of the second node N2 or remain
the same as the previous period. For example, the first
node N1 may be maintained at a voltage based on a
difference between an absolute value of the threshold
voltage of the first transistor M11(L) and the first driving
power supply ELVDD. The first transistor M11(L) may
maintain a turn-off state.
[0119] When a data signal corresponding to another
grayscale level, except for black, is applied to the second
node N2, the voltage of the second node N2 may be
reduced by a predetermined voltage if the voltage of the
initialization power supply Vint is supplied. The voltage
of the first node N1 may be reduced by a predetermined
voltage based on the change of the voltage of the second
node N2. When the voltage of the first node N1 is re-
duced, the first transistor M11(L) may be turned on. The
first transistor M11(L) may supply current corresponding
to the first node N1 to organic light emitting diode OLED.
[0120] A falling width of the voltage of the second node
N2 may be determined based on a data signal. For ex-
ample, a falling width of the voltage of the first node N1
may be determined by the data signal, so that the first
transistor M11(L) may control the amount of current
based on the data signal.
[0121] FIG. 9 illustrates another embodiment of a pixel
140d which includes a pixel circuit 144’ and the organic
light emitting diode OLED. The organic light emitting di-
ode OLED has an anode electrode coupled to the pixel
circuit 144’ and a cathode electrode coupled to the sec-
ond driving power supply ELVSS. The organic light emit-
ting diode OLED may emit light with predetermined
brightness based on the amount of current supplied from
the pixel circuit 144’.
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[0122] The pixel circuit 144’ may include the first tran-
sistor M11(L), a second transistor M12(O), the third tran-
sistor M13(O), the fourth transistor M14(O), a fifth tran-
sistor M15(O), the sixth transistor M16(L) and the storage
capacitor Cst. The pixel circuit 144’ may have substan-
tially the same configuration as the pixel circuit 144 in
FIG. 7, except that the second transistor M12(O) and the
fifth transistor M15(O) are oxide thin film transistors.
[0123] The second transistor M12(O) may be coupled
between the first node N1 and the second electrode of
the first transistor M11(L). A gate electrode of the second
transistor M12(O) may be connected to the ith second
scan line S2i. The second transistor M12(O) may be
turned on when the second scan signal is supplied to the
ith second scan line S2i. When the second transistor
M12(O) is turned on, the first transistor M11(L) may be
placed in a diode-connected state. The second transistor
M12(O) may be, for example, an n-type oxide thin film
transistor.
[0124] When the second transistor M12(O) is an oxide
thin film transistor, leakage current flowing from the first
node N1 to the second electrode of the first transistor
M11(L) may be reduced and the organic light emitting
diode OLED may emit light with desired brightness.
[0125] The fifth transistor M15(O) may be connected
between the anode electrode of the organic light emitting
diode OLED and the initialization power supply Vint. A
gate electrode of the fifth transistor M15(O) may be cou-
pled to the ith second scan line S2i. The fifth transistor
M15(O) may be turned on when a second scan signal is
supplied to the ith second scan line S2i. When the fifth
transistor M15(O) is turned on, a voltage of the initializa-
tion power supply Vint may be supplied to the anode elec-
trode of the organic light emitting diode OLED. The fifth
transistor M15(O) may be, for example, an n-type oxide
thin film transistor.
[0126] When the fifth transistor M15(O) is an oxide thin
film transistor, leakage current flowing from the anode
electrode of the organic light emitting diode OLED to the
initialization power supply Vint may be reduced and the
organic light emitting diode OLED may emit light with
desired brightness. In addition, when the second transis-
tor M12(O) and the fifth transistor M15(O) are n-type tran-
sistors, the first scan line S1 may be removed. The pixel
140d may be driven by a second scan line S2.
[0127] FIG. 10 illustrates an embodiment of a method
for driving the pixel in FIG. 9. The method includes, first,
supplying a second scan signal to the second scan line
S2i. When the second scan signal is supplied to the sec-
ond scan line S2i, the second transistor M12(O), the third
transistor M13(O) and the fifth transistor M15(O) may be
turned on.
[0128] When the fifth transistor M15(O) is turned on, a
voltage of the initialization power supply Vint may be sup-
plied to the anode electrode of the organic light emitting
diode OLED. When a voltage of the initialization power
supply Vint is supplied to the anode electrode of the or-
ganic light emitting diode OLED, the organic capacitor

Coled may be discharged.
[0129] When the second transistor M12(O) is turned
on, the first transistor M11(L) may be placed in a diode-
connected state. The first node N1 may be electrically
connected to the initialization power supply Vint through
the sixth transistor M16(L) and the fifth transistor M15(O).
Therefore, the first node N1 may be initialized to the volt-
age of the initialization power supply Vint.
[0130] When the third transistor M13(O) is turned on,
the data line Dm may be electrically connected to the
second node N2.
[0131] Subsequently, to partially overlap a period of
the second scan signal, a light emission control signal
may be supplied to the light emission control line Ei and
an inverted light emission control signal may be supplied
to the inverted light emission control line /Ei. When the
light emission control signal is supplied to the light emis-
sion control line Ei, the sixth transistor M16(L) may be
turned off. When the sixth transistor M16(L) is turned off,
a voltage, based on a difference between an absolute
value of a threshold voltage of the first transistor M11(L)
and first driving power supply ELVDD, is applied to the
first node N1 by the first transistor M11(L) in a diode-
connected state.
[0132] When the inverted light emission control signal
is supplied to the inverted light emission control line /Ei,
the fourth transistor M14(O) may be turned off. When the
fourth transistor M14(O) is turned off, electrical connec-
tion between the second node N2 and initialization power
supply Vint may be blocked. Since the third transistor
M13(O) maintains a turn-on state, a voltage of a data
signal may be applied to second node N2.
[0133] The storage capacitor Cst may store a voltage
based on a difference between the second node N2 and
the first node N1. For example, a voltage corresponding
to the data signal and the threshold voltage of the first
transistor M11(L) may be stored in the storage capacitor
Cst.
[0134] After a predetermined voltage is stored in the
storage capacitor Cst, supply of the second scan signal
to the second scan line S2i may be stopped. When the
supply of the second scan signal to the second scan line
S2i is stopped, the second transistor M12(O), the third
transistor M13(O) and the fifth transistor M15(O) may be
turned off.
[0135] Subsequently, supply of the light emission con-
trol signal to the light emission control line Ei may be
stopped and supply of the inverted light emission control
signal to the inverted light emission control line /Ei may
be stopped. The sixth transistor M16(L) may be turned
on when supply of the light emission control signal to the
light emission control line Ei is stopped. When the sixth
transistor M16(L) is turned on, the first transistor M11(L)
may be electrically connected to the organic light emitting
diode OLED. When supply of the inverted light emission
control signal to the inverted light emission control line
/Ei is stopped, the voltage of the initialization power sup-
ply Vint may be supplied to the second node N2.
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[0136] A voltage of the first node N1 may be changed
based on the change in voltage of the second node N2.
The first transistor M11(L) may control the amount of cur-
rent flowing from the first driving power supply ELVDD,
through the organic light emitting diode OLED, and to the
second driving power supply ELVSS based on the volt-
age of the first node N1. In one embodiment, the scan
driver 110 may include a plurality of stage circuits for
generating at least one of a first scan signal, a second
scan signal or a light emission control signal.
[0137] FIG. 11 illustrates an embodiment of a stage
circuit which includes an oxide semiconductor thin film
transistor and a Low Temperature Poly-Silicon (LTPS)
thin film transistor. The stage circuit may include a first
transistor T1(L), a second transistor T2(L), a fifth transis-
tor T5(L), a sixth transistor T6(L) and a ninth transistor
T9(L) which are composed of LTPS thin film transistors.
In addition, the stage circuit may include a third transistor
T3(O), a fourth transistor T4(O), a seventh transistor
T7(O), an eighth transistor T8(O) and a tenth transistor
T10(O) which are composed of oxide semiconductor thin
film transistors.
[0138] The first transistor T1(L), the second transistor
T2(L), the third transistor T3(O), and the fourth transistor
T4(O) may be coupled in series between a first power
supply VDD and a second power supply VSS. The first
power supply VDD may be set to a high voltage and the
second power supply VSS may be set to a low voltage.
[0139] A gate electrode of the first transistor T1(L) may
receive a start pulse FLM or an output signal from the
previous stage. The first transistor T1(L) may be, for ex-
ample, a p-type transistor which turns on when the start
pulse FLM or the output signal (high voltage) from the
previous stage is not supplied.
[0140] A gate electrode of the second transistor T2(L)
may receive a first clock signal CLK1. The second tran-
sistor T2(L) may be, for example, a p-type transistor
which is turned on when the first clock signal CLK1 is set
to a low voltage.
[0141] A gate electrode of the third transistor T3(O)
may receive a second clock signal CLK2. The third tran-
sistor T3(O) may be, for example, an n-type transistor
and turned on when the second clock signal CLK2 is set
to a high voltage. The first clock signal CLK1 and the
second clock signal CLK2 may have the same cycle and
be set to phase inverted signals.
[0142] A gate electrode of the fourth transistor T4(O)
may receive the start pulse FLM or an output signal from
the previous stage. The fourth transistor T4(O) may be,
for example, an n-type transistor and turned on when the
start pulse FLM or the output signal from the previous
stage is supplied. In addition, a common node between
the second transistor T2(L) and the third transistor T3(O)
may be electrically connected to the first node N1.
[0143] The fifth transistor T5(L), the sixth transistor
T6(L), the seventh transistor T7(O), and the eighth tran-
sistor T8(O) may be coupled in series between the first
power supply VDD and the second power supply VSS.

[0144] A gate electrode of the fifth transistor T5(L) may
be electrically connected to an output terminal. The fifth
transistor T5(L) may be, for example, a p-type transistor
and turned on or off based on a voltage from the output
terminal.
[0145] A gate electrode of the sixth transistor T6(L)
may receive the second clock signal CLK2. The sixth
transistor T6(L) may be, for example, a p-type transistor
and turned on when the second clock signal CLK2 is set
to a low voltage.
[0146] A gate electrode of the seventh transistor T7(O)
may receive the first clock signal CLK1. The seventh tran-
sistor T7(O) may be, for example, an n-type transistor
and turned on when the first clock signal CLK1 is set to
a high voltage.
[0147] A gate electrode of the eighth transistor T8(O)
may be electrically connected to the output terminal. The
eighth transistor T8(O) may be, for example, an n-type
transistor and turn on or off based on a voltage of the
output terminal. In addition, a common node between the
sixth transistor T6(L) and the seventh transistor T7(O)
may be electrically connected to the first node N1.
[0148] The ninth transistor T9(L) and the tenth transis-
tor T10(O) may be coupled in series between the first
power supply VDD and the second power supply VSS.
[0149] A gate electrode of the ninth transistor T9(L)
may be coupled to the first node N1. The ninth transistor
T9(L) may be, for example, a p-type transistor and turned
on or off based on a voltage of the first node N1.
[0150] A gate electrode of the tenth transistor T10(O)
may be connected to the first node N1. The tenth tran-
sistor T10(O) may be, for example, an n-type transistor
and turned on or off based on the voltage of the first node
N1. In addition, a common node between the ninth tran-
sistor T9(L) and the tenth transistor T10(O) may be elec-
trically connected to the output terminal.
[0151] Thus, in one embodiment, the stage circuit in-
cludes one or more p-type transistors and one or more
n-type transistors. In one embodiment, the stage circuit
may include one or more LTPS thin film transistors as p-
type transistors and one or more oxide semiconductor
thin film transistors as n-type transistors. When the stage
circuit is formed using LTPS thin film and oxide semicon-
ductor thin film transistors, leakage current may be re-
duced and a high driving speed may be ensured.
[0152] The methods, processes, and/or operations de-
scribed herein may be performed by code or instructions
to be executed by a computer, processor, controller, or
other signal processing device. The computer, proces-
sor, controller, or other signal processing device may be
those described herein or one in addition to the elements
described herein. Because the algorithms that form the
basis of the methods (or operations of the computer,
processor, controller, or other signal processing device)
are described in detail, the code or instructions for im-
plementing the operations of the method embodiments
may transform the computer, processor, controller, or
other signal processing device into a special-purpose
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processor for performing the methods herein.
[0153] The drivers, controllers, and other processing
features described herein may be implemented in logic
which, for example, may include hardware, software, or
both. When implemented at least partially in hardware,
the drivers, controllers, and other processing features
may be, for example, any one of a variety of integrated
circuits including but not limited to an application-specific
integrated circuit, a field-programmable gate array, a
combination of logic gates, a system-on-chip, a micro-
processor, or another type of processing or control circuit.
[0154] When implemented in at least partially in soft-
ware, the drivers, controllers, and other processing fea-
tures may include, for example, a memory or other stor-
age device for storing code or instructions to be executed,
for example, by a computer, processor, microprocessor,
controller, or other signal processing device. The com-
puter, processor, microprocessor, controller, or other sig-
nal processing device may be those described herein or
one in addition to the elements described herein. Be-
cause the algorithms that form the basis of the methods
(or operations of the computer, processor, microproces-
sor, controller, or other signal processing device) are de-
scribed in detail, the code or instructions for implementing
the operations of the method embodiments may trans-
form the computer, processor, controller, or other signal
processing device into a special-purpose processor for
performing the methods described herein.
[0155] In accordance with one or more of the afore-
mentioned embodiments, a pixel may include at least
one oxide semiconductor thin film transistor and at least
one LTPS thin film transistor. The oxide semiconductor
thin film transistor having excellent off characteristics
may be in a current leakage path, in order to reduce cur-
rent leakage and display an image with desired bright-
ness.
[0156] In addition, an LTPS thin film transistor having
excellent driving characteristics may be in a current sup-
ply path for supplying current to an organic light emitting
diode, so that current may be stably supplied to the or-
ganic light emitting diode by high driving characteristics
of the LTPS thin film transistor. In addition, a stage circuit
may include an oxide semiconductor thin film transistor
and an LTPS thin film transistor, so that the stage circuit
may have reduced current leakage and have a high driv-
ing speed.
[0157] Example embodiments have been disclosed
herein, and although specific terms are employed, they
are used and are to be interpreted in a generic and de-
scriptive sense only and not for purpose of limitation. The
embodiments (or portions thereof) may be combined to
form additional embodiments. In some instances, as
would be apparent to one of ordinary skill in the art as of
the filing of the present application, features, character-
istics, and/or elements described in connection with a
particular embodiment may be used singly or in combi-
nation with features, characteristics, and/or elements de-
scribed in connection with other embodiments unless

otherwise indicated.

Claims

1. A pixel (140), comprising:

an organic light emitting diode (OLED);
characterized by the following features:

a first transistor (M1(L)) having a first elec-
trode coupled to a first node (N1) and a sec-
ond electrode coupled to an anode elec-
trode of the organic light emitting diode
(OLED), the first transistor (M1(L)) to control
an amount of current flowing from a first driv-
ing power supply (ELVDD) coupled to the
first node (N1) to a second driving power
supply (ELVSS) through the organic light
emitting diode (OLED);
a second transistor (M2(L)) coupled be-
tween a data line and the first node (N1),
the second transistor (M2(L)) to turn on
when a scan signal is supplied to an ith first
scan line, where i is a natural number;
a third transistor (M3(O)) coupled between
a gate electrode and the second electrode
of the first transistor (M1(L)), the third tran-
sistor (M3(O)) to turn on when a scan signal
is supplied to an ith second scan line; and
a fourth transistor (M4(O)) coupled between
the gate electrode of the first transistor
(M1(L)) and an initialization power supply
(Vint), the fourth transistor (M4(O)) to turn
on when a scan signal is supplied to an ith
third scan line, wherein the first transistor
(M1(L)) is a p-type Low Temperature Poly-
Silicon (LTPS) thin film transistor and the
third transistor (M3(O)) and the fourth tran-
sistor (M4(O)) are n-type oxide semicon-
ductor thin film transistors.

2. The pixel (140) as claimed in claim 1, wherein the
second transistor (M2(L)) is a p-type LTPS thin film
transistor.

3. The pixel (140) as claimed in at least one of claims
1 or 2, wherein the second transistor (M2(L)) is an
n-type oxide semiconductor thin film transistor.

4. The pixel (140) as claimed in at least one of claims
1 to 3, wherein the ith first scan line and the ith second
scan line are a same scan line.

5. The pixel (140) as claimed in at least one of claims
1 to 4, further comprising:

the fifth transistor (M5(L)) coupled between the
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initialization power supply (Vint) and the anode
electrode of the organic light emitting diode
(OLED), the fifth transistor (M5(L)) to turn on
when the scan signal is supplied to the ith first
scan line, wherein the fifth transistor (M5(L)) is
a p-type LTPS thin film transistor.

6. The pixel (140) as claimed in at least one of claims
1 to 5, further comprising:

the fifth transistor (M5(L)) coupled between the
initialization power supply (Vint) and the anode
electrode of the organic light emitting diode
(OLED), the fifth transistor (M5(L)) is to turn on
when the scan signal is supplied to the ith sec-
ond scan line, wherein the fifth transistor is an
n-type oxide semiconductor thin film transistor.

7. The pixel (140) as claimed in at least one of claims
1 to 6, further comprising:

a sixth transistor (M6(L)) coupled between the
second electrode of the first transistor (M1(L))
and the anode electrode of the organic light emit-
ting diode (OLED), the sixth transistor (M6(L))
is to turn off when a light emission control signal
is supplied to a light emission control line (Ei);
and
a seventh transistor (M7(L)) coupled between
the first node (N1) and the first driving power
supply (ELVDD), the seventh transistor (M7(L))
is to turn off when the light emission control sig-
nal is supplied, wherein the sixth transistor
(M6(L)) and the seventh transistor (M7(L)) are
p-type LTPS thin film transistors.

8. A pixel (140), comprising:

an organic light emitting diode (OLED) as per
any of the preceding claims;
a first transistor (M1(L)) to control an amount of
current flowing from a first driving power supply
(ELVDD) coupled to a first electrode, through
the organic light emitting diode (OLED), and to
a second driving power supply (ELVSS) based
on a voltage of a first node (N1);
a second transistor (M2(L)) coupled between
the first node (N1) and a second electrode of the
first transistor (M1(L)), the second transistor
(M2(L)) is to turn on when a scan signal is sup-
plied to an ith first scan line;
a storage capacitor (Cst) coupled between the
first node (N1) and a second node (N2);
a third transistor (M3(L)) coupled between a data
line and the second node (N2), the third transis-
tor (M3(L)) to turn on when a scan signal is sup-
plied to an ith second scan line; and
a fourth transistor (M4(L)) coupled between the

second node (N2) and an initialization power
supply (Vint), the fourth transistor (M4(L)) to turn
off when an inverted light emission control signal
is supplied to an inverted light emission control
line (Ei), wherein the first transistor is a p-type
LTPS thin film transistor and the third transistor
(M3(L)) and the fourth transistor (M4(L)) are n-
type oxide semiconductor thin film transistors.

9. The pixel (140) as claimed in claim 8, wherein the
second transistor (M2(L)) is a p-type LTPS thin film
transistor.

10. The pixel (140) as claimed in at least one of claims
8 or 9, wherein the second transistor is an n-type
oxide semiconductor thin film transistor.

11. The pixel (140) as claimed in at least one of claims
8 to 10, wherein the ith first scan line and the ith
second scan line are a same scan line.

12. The pixel (140) as claimed in at least one of claims
8 to 11, further comprising:

a fifth transistor (M5(L)) coupled between the
initialization power supply and an anode elec-
trode of the organic light emitting diode (OLED),
the fifth transistor (M5(L)) to turn on when the
scan signal is supplied to the ith first scan line,
wherein the fifth transistor is a p-type LTPS thin
film transistor.

13. The pixel (140) as claimed in at least one of claims
8 to 12, further comprising:

the fifth transistor (M5(L)) coupled between the
initialization power supply (Vist) and an anode
electrode of the organic light emitting diode
(OLED), the fifth transistor (M5(L)) to turn on
when the scan signal is supplied to the ith sec-
ond scan line, wherein the fifth transistor is an
n-type oxide semiconductor thin film transistor.

14. The pixel (140) as claimed in at least one of claims
8 to 13, further comprising:

a sixth transistor (M6(L)) coupled between the
second electrode of the first transistor (M1(L))
and an anode electrode of the organic light emit-
ting diode (OLED), the sixth transistor (M6(L))
to turn off when a light emission control signal
is supplied to a light emission control line, where-
in the sixth transistor is a p-type LTPS thin film
transistor and the light
emission control signal and the inverted light
emission control signal are inverted relative to
each other.
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15. A stage circuit, comprising:

a first transistor (T1(L)), a second transistor
(T2(L)), a third transistor (T3(O)), and a fourth
transistor (T4(O)) coupled in series between a
first power supply (VDD) and a second power
supply (VSS) set to a voltage lower than the first
power supply (VDD);
a fifth transistor (T5(L)), a sixth transistor (T6(L)),
a seventh transistor (T7(O)), and an eighth tran-
sistor (T8(O)) coupled in series between the first
power supply (VDD) and the second power sup-
ply (VSS); and
a ninth transistor (T9(L)) and a tenth transistor
(T10(O)) coupled in series between the first
power supply (VDD) and the second power sup-
ply (VSS), wherein:

the first transistor (T1(L)) is a p-type LTPS
thin film transistor and has a gate electrode
to receive an output signal from a previous
stage or a start pulse
the second transistor (T2(L)) is a p-type
LTPS thin film transistor and has a gate
electrode to receive a first clock signal,
the third transistor (T3(O)) is an n-type oxide
semiconductor thin film transistor and has
a gate electrode to receive a second clock
signal having a same cycle as the first clock
signal and an inverted phase,
the fourth transistor (T4(O)) is an n-type ox-
ide semiconductor thin film transistor and
has a gate electrode to receive the output
signal from the previous stage and the start
pulse,
the fifth transistor (T5(L)) is a p-type LTPS
thin film transistor and has a gate electrode
coupled to an output terminal,
the sixth transistor (T6(L)) is a p-type LTPS
thin film transistor and has a gate electrode
to receive the second clock signal,
the seventh transistor (T7(O)) is an n-type
oxide semiconductor thin film transistor and
has a gate electrode to receive the first clock
signal,
the eighth transistor (T8(O)) is an n-type ox-
ide semiconductor thin film transistor and
has a gate electrode coupled to the output
terminal,
the ninth transistor (T9(L)) is a p-type LTPS
thin film transistor and has a gate electrode
coupled to a first node,
the tenth transistor (T10(O)) is an n-type ox-
ide semiconductor thin film transistor and
has a gate electrode coupled to the first
node, and

a common node between the second transistor

(T2(L)) and the third transistor (T3(O)) and a
common node between the sixth transistor
(T6(L)) and the seventh transistor (T7(O)) elec-
trically connected to the first node (N1).

16. An organic light emitting display device, comprising
an OLED as per anyone of the preceding claims,
comprising:

pixels (140) connected to scan lines, light emis-
sion control lines, and data lines;
a scan driver to drive the scan lines and the light
emission control lines; and
a data driver to drive the data lines, wherein at
least one pixel (140) in an ith horizontal line,
among the pixels, includes:

an organic light emitting diode;
a first transistor (M1(L)) having a first elec-
trode coupled to a first node (N1) and a sec-
ond electrode (M2(L)) coupled to an anode
electrode of the organic light emitting diode,
wherein the first transistor (M1(L)) is to con-
trol an amount of current flowing from a first
driving power supply (ELVDD) coupled to
the first node (N1), through the organic light
emitting diode, and to a second driving pow-
er supply (ELVSS);
a second transistor (M2(L)) coupled be-
tween a data line and the first node (N1),
the second transistor (M2(L)) to turn on
when a scan signal is supplied to an ith first
scan line;
a third transistor (M3(L)) coupled between
a gate electrode and the second electrode
of the first transistor (M1(L)), the third tran-
sistor (M3(L)) to turn on when a scan signal
is supplied to an ith second scan line; and
a fourth transistor (M4(L)) coupled between
the gate electrode of the first transistor
(M1(L)) and an initialization power supply,
the fourth transistor (M4(L)) to turn on when
a scan signal is supplied to an ith third scan
line, wherein the first transistor (M1(L)) is a
p-type LTPS thin film transistor and the third
transistor (M3(L)) and the fourth transistor
(M4(L)) are n-type oxide semiconductor thin
film transistors.

17. The organic light emitting display device as claimed
in claim 16, wherein the pixel (140) includes a fifth
transistor (M5(L)) coupled between the initialization
power supply (Vint) and the anode electrode of the
organic light emitting diode (OLED), the fifth transis-
tor (M5(L)) to turn on when the scan signal is supplied
to the ith second scan line, wherein the fifth transistor
(M5(L)) is an n-type oxide semiconductor thin film
transistor.
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18. The organic light emitting display device as claimed
in claim 16, wherein the pixel includes:

a sixth transistor (M6(L)) coupled between the
second electrode of the first transistor (M1(L))
and the anode electrode of the organic light emit-
ting diode (OLED), the sixth transistor (M6(L))
to turn off when a light emission control signal
is supplied to an ith light emission control line;
and
a seventh transistor (M7(L)) coupled between
the first node (N1) and the first driving power
supply (ELVDD), the seventh transistor (M7(L))
to turn off when the light emission control signal
is supplied, wherein the sixth transistor (M6(L))
and the seventh transistor (M7(L)) are p-type
LTPS thin film transistors.

19. The organic light emitting display device as claimed
in at least one of claims 16 to 18, wherein:

the scan driver includes a plurality of stage cir-
cuits to drive the scan lines and the light emis-
sion control lines, and
at least one of the stage circuits includes:

an eleventh transistor (M11(L)), a twelfth
transistor (M12(L)), a thirteenth transistor
(M13(L)), and a fourteenth transistor
(M14(L)) coupled in series between a first
power supply and a second power supply
set to a voltage lower than the first power
supply;
a fifteenth transistor (M15(L)), a sixteenth
transistor (M16(L)), a seventeenth transis-
tor (M17(L)) and an eighteenth transistor
(M18(L)) coupled in series between the first
power supply and the second power supply;
and
a nineteenth transistor (M19(L)) and a twen-
tieth transistor (M20(L)) coupled in series
between the first power supply and the sec-
ond power supply, wherein the eleventh
transistor is a p-type LTPS thin film transis-
tor and has a gate electrode to receive an
output signal from a previous stage or a start
pulse,
the twelfth transistor (M12(L)) is set to a p
type LTPS thin film transistor and has a gate
electrode to receive a first clock signal,
the thirteenth transistor (M13(L)) is an n-
type oxide semiconductor thin film transistor
and has a gate electrode to receive a sec-
ond clock signal having a same cycle as the
first clock signal and an inverted phase,
the fourteenth transistor (M14(L)) is an n-
type oxide semiconductor thin film transistor
and has a gate electrode to receive the out-

put signal from the previous stage or the
start pulse,
the fifteenth transistor (M15(L)) is set to a p
type LTPS thin film transistor and has a gate
electrode coupled to an output terminal,
the sixteenth transistor (M16(L)) is a p-type
LTPS thin film transistor and has a gate
electrode to receive the second clock sig-
nal,
the seventeenth transistor (M17(L)) is an n-
type oxide semiconductor thin film transistor
and has a gate electrode to receive the first
clock signal,
the eighteenth transistor (M18(L)) is an n
type oxide semiconductor thin film transistor
and has a gate electrode coupled to the out-
put terminal;
the nineteenth transistor (M19(L)) is a p-
type LTPS thin film transistor and has a gate
electrode coupled to the first node,
the twentieth transistor (M20(L)) is an n-
type oxide semiconductor thin film transistor
and has a gate electrode coupled to the first
node, and

a common node between the twelfth transistor
(M12(L)) and the thirteenth transistor (M13(L))
and a common node between the sixteenth tran-
sistor (M16(L)) and the seventeenth transistor
(M17(L)) are electrically connected to the first
node (N1).
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