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(54) HOLDER MADE OF PLASTIC FOR VIBRATION-INSULATING ATTACHMENT OF AN OBLONG 
OBJECT

(57) A holder (1) made of plastic for vibration-insu-
lating attachment of an oblong object such as a pipe or
the like to a vehicle includes a base part (2) with a bolt-ac-
commodating opening (20) and retainer parts (3, 4, 5)
that have a U-shaped retaining section (24, 25) with a
recess that has a hollow inner surface and an insertion
opening (30) at which a resilient retaining finger (29) is

provided, which is able to hold an oblong object in the
recess. The retainer parts (3, 4, 5) are connected to the
base part (2) by means of thin, flexible wall elements (32,
33, 36, 37, 41, 42). The base part (2) has a frame (9) with
openings (15, 16) and the apex regions (27) of the re-
taining sections (24, 25) on the side opposite from the
insertion opening can move into these openings.
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Description

[0001] The invention relates to a holder made of plastic
for vibration-insulating attachment of an oblong object
such as a pipe or the like to a vehicle, having a base part
in which a bolt-accommodating opening is provided and
having a retainer part that is integrally formed onto the
base part and has a retaining section formed by a wall
with a U-shaped cross-section, with a recess that is suit-
able for accommodating the oblong object and has a hol-
low inner surface and an insertion opening oriented away
from the base part, wherein a resilient retaining finger
that protrudes into the recess is provided at the insertion
opening and is able to hold the oblong object in the re-
cess, wherein the retainer part is connected to the base
part by means of one or more thin, flexible wall element(s)
and is secured to the base part without directly touching it.
[0002] Holders of the above-described type are known
from DE 299 11 639 U1 and WO 02/065009 A2. They
are primarily used for fastening pipes such as fuel lines,
brake lines, or cables in vehicles and should produce an
insulating or damping action to counteract the transmis-
sion of vibrations from the pipe to the vehicle or vice ver-
sa. Other requirements of such holders include a com-
pact design that permits it to be mounted close to adja-
cent components, the production of powerful holding
forces, a simple installation, and an inexpensive manu-
facture.
[0003] In the holder known from DE 299 11 639 U1,
an oblong base part is provided with a number of pipe-
holding parts arranged in a row in the longitudinal direc-
tion of the base part and each connected to the other by
means of a respective thin connecting element that is
curved in a V shape. The pipe-holding parts at the ends
are also connected by means of a thin elastic connecting
element to an upright wall of the base part or of a bolt-
accommodating part. Between the pipe-holding parts
and the base part, hollow, tubular cushions are addition-
ally provided, each cushion being connected to a pipe-
holding part by means of an upper holding stem and con-
nected to the base part by means of a lower holding stem.
The tubular cushions produce a buffering action with re-
gard to vibrations in the vertical direction. The V-shaped,
thin elastic connecting elements are supposed to damp
vibrations in the transverse direction. In this holder, due
to the configuration of the tubular cushions, the pipes are
spaced a relatively large distance apart from the base
part. Therefore a correspondingly large amount of instal-
lation space is required, which limits the possibilities for
using the holder.
[0004] US 2005/0139732 A1 has disclosed a holder
made of plastic for vibration-insulating attachment of a
pipe to the body of a vehicle in which a retainer part with
a U-shaped cross-section is fastened to a base part by
means of a vibration-absorbing unit. The vibration-ab-
sorbing unit is situated on the side of the retainer part
oriented away from the insertion opening and is com-
posed of two annular spring elements that are situated

spaced apart from each other on the base part, that are
each connected to the retainer part by means of a re-
spective bent leaf spring element. Between the spring
elements on the retainer element, a box-like frame part
is provided and a T-shaped regulating element, which
protrudes from the base part, engages in the frame part.
The cooperation of the frame part and the regulating el-
ement limits the mobility of the retainer part relative to
the base part and prevents separation of the retainer part
from the base part if breakage of the spring elements
occurs. Due to the configuration of the spring elements
and the frame part, the retainer part and the pipe held in
it are spaced a relatively large distance apart from the
fastening surface to which the base part can be fastened.
[0005] The object underlying the invention is to create
a holder of the type mentioned at the beginning, which
produces a vibration-insulating or damping attachment
of an oblong object to a supporting element. The holder
should also feature a low overall height and should permit
an attachment of the oblong object or several oblong ob-
jects close to the fastening substrate. The holder should
be easy to install and ensure high withdrawal forces pre-
venting detachment of the attached objects. The holder
should also be inexpensive to manufacture and require
a low amount of material for its manufacture.
[0006] According to the invention, the stated object is
attained by means of a holder having the features dis-
closed in claim 1. Advantageous modifications of the
holder are disclosed in the dependent claims.
[0007] According to the invention, in order to produce
a vibration-insulating attachment of an oblong object
such as a pipe or the like to a vehicle, the plastic holder
has the features as defined in claim 1.
[0008] In the holder according to the invention, the
base part has an opening into which the retainer part can
protrude with its apex region oriented toward the base
part when it is moved relative to the base part as a result
of vibrations. As a result, the retainer part can be situated
very close to the base part without hindering the mobility
of the retainer part relative to the base part and thus im-
pairing the associated vibration insulation. The spatial
proximity between the retainer part and the base part
permits low space requirements for the installation of the
holder and also a short distance between the oblong ob-
jects held by the holder and the substrate against which
the base part rests and to which it is fastened.
[0009] The edge of the opening in the base part can
also serve to limit the scope of the movement of the re-
tainer part relative to the base part. This prevents the
secured oblong objects from coming too close to the sub-
strate. The support of the retainer part against the edge
of the opening of the base part also provides a stabiliza-
tion of the retainer part as the oblong objects are being
inserted during installation and prevents the thin, flexible
wall element from being excessively deformed during in-
stallation. By means of the opening in the base part, the
retaining section of the retainer part, particularly in the
apex region, can be reinforced by means of a rib for ex-
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ample in order to produce more powerful holding forces
without negatively affecting the short distance between
the base part and retainer part and therefore the space
requirements of the holder.
[0010] In a preferred embodiment of the holder, the
frame-shaped support section can have a rectangular
frame with two longitudinal elements that extend parallel
to the U-shaped cross-section of the retaining section
and two transverse elements that connect them, wherein
the longitudinal elements and the transverse elements
define the opening with a rectangular edge. Each of the
longitudinal elements or transverse elements can be pro-
vided with a reinforcing rib in order to increase the rigidity
of the frame. This frame-shaped configuration of the sup-
port section permits a rigid, stable embodiment of the
base part so that a single bolt-accommodating opening
is sufficient for attaching the base part to a substrate.
[0011] According to another proposal of the invention,
the holder can be embodied to accommodate a plurality
of oblong objects; the retainer part has a plurality of re-
taining sections, each with a recess formed by a wall with
a U-shaped cross-section for accommodating an oblong
object, wherein the retaining sections are arranged in a
row so that their central U-shaped cross-sections lie in
the same plane, wherein and the frame-shaped support
section of the base part extends along the apex region
of the U-shaped walls of a plurality of retaining sections
and has openings situated adjacent to their apex regions,
into which the apex regions can move.
[0012] In order to simplify the retainer part, two adja-
cent retaining sections can be securely connected to
each other to form a unit, which is connected to the base
part by means of a respective thin, flexible wall element
at each of the opposite ends. In this way, it is possible to
reduce the number of thin, flexible wall elements, their
attachments to the base part, and the amount of space
they require.
[0013] Alternatively or in addition, adjacent retaining
sections can be situated spaced apart from each other
and connected to each other only by means of a thin,
flexible wall element. The latter is particularly advanta-
geous in retaining sections situated at the end of the row
of retaining sections. In this case, the base part can be
extended at the opposite ends by means of flat wall sec-
tions; the free ends of the flat wall sections are each con-
nected to the retainer part situated at the end of the row
by means of a respective thin, flexible wall element.
[0014] According to the invention, the bolt-accommo-
dating opening is advantageously formed by a sleeve-
like formation on the base part, which is situated on the
side of the base part oriented toward the retainer part
and is connected to the retainer part by means of a thin,
flexible wall element.
[0015] On the side oriented away from the retainer part,
the base part can also have a contact surface for con-
tacting a substrate. In order to ensure a play-free support
of the base part on the substrate to which it is fastened,
the base part can have resilient fingers protruding from

it, whose free ends are situated spaced apart from the
plane defined by the contact surface. When the base part
is attached to a substrate, the resilient fingers engage
with the substrate and are elastically deformed by the
pressure of the holder against the substrate, thus sup-
porting the holder on the substrate in a play-free fashion.
[0016] The invention will be explained in greater detail
below in conjunction with an exemplary embodiment that
is shown in the drawings. In the drawings:

Fig. 1 is a perspective depiction of a holder according
to the invention, viewed at an angle from above,
Fig. 2 is a perspective depiction of the holder accord-
ing to Fig. 1, viewed at an angle from below,
Fig. 3 is a top view of the holder according to Fig. 1,
Fig. 4 is a cross-section through the holder according
to Fig. 1 along the line IV - IV according to Fig. 3.

[0017] The holder 1 shown in the drawings is manu-
factured in the form of an injection-molded component
made of plastic and includes an essentially rigid oblong
base part 2 on which are arranged retainer parts 3, 4, 5
with retaining sections for receiving and holding oblong
objects such as pipes or cables. The underside of the
base part 2 oriented away from the retainer parts 3, 4, 5
is provided with a flat contact surface 6, which is designed
to support the holder 1 on a substrate to which the holder
1 is fastened. Resilient fingers 7 that extend out laterally
from the base part 2 protrude downward with their free
ends beyond the plane of the contact surface 6 and
should produce a resilient, play-free support of the holder
1 on the substrate supporting it.
[0018] In its middle region, the base part 2 is embodied
in the form of a rectangular frame 9 that has two parallel
longitudinal elements 10, 11 and transverse elements
12, 13, 14 connecting them. The transverse element 13
connects the longitudinal elements 10, 11 approximately
in their middle and divides the frame 9 into two sections,
each of which contains a rectangular opening 15, 16 ex-
tending through it. The longitudinal elements 10, 11 and
the transverse element 13 are reinforced by internal ribs
17, 18, whose inner edge delimits the respective opening
15, 16.
[0019] Adjacent to the transverse element 12 of the
frame 9, the base part 2 is provided with a sleeve-like
formation 19, which extends upward perpendicular to the
contact surface 6 and protrudes beyond the top surface
of the frame 9. The formation 19 contains a bolt-accom-
modating opening 20 for receiving a fastening bolt that
attaches the holder 1 to a substrate. Inside the bolt-ac-
commodating opening 20, resilient detent pawls or com-
parable holding means are provided, which secure an
inserted fastening bolt, which is provided with an external
thread, in the bolt-accommodating opening 20.
[0020] The opposite ends of the base part 2 are com-
posed of wall sections 21, 22, one of which adjoins the
formation 19 and the other of which adjoins the frame 9.
The wall sections 21, 22 are reinforced by means of ribs
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provided on their top surface.
[0021] The retainer part 4 is located on the top surface
of the frame 9 and has two retaining sections 24, 25 that
are situated next to each other and are securely fastened
to each other. Each of the retaining sections 24, 25 has
a wall that is essentially U-shaped in cross-section, which
has an apex region 27 essentially in the form of a half-
cylinder and two essentially parallel end regions 28,
which extend upward essentially perpendicular to the
frame 9. A guide opening 30 is situated between the free
ends of the end regions 28. The free ends of the end
regions 28 have resilient retaining fingers 29 formed onto
them, which extend inward toward the apex region 27 at
an angle to the end regions 28 and with their free ends,
hold an oblong object in place once it has been inserted
into the retaining section.
[0022] When a tubular object is inserted into a retaining
section 24 or 25, the retaining fingers 29 and the end
regions 28 are pushed apart from each other by the tu-
bular object and the tubular object is moved beyond the
retaining fingers 29 into a retaining position resting
against the hollow inner surface of the apex region 27.
In this position of the tubular object, the retaining fingers
29 spring back into their initial position and can thus hold
the tubular object in the retaining section securely and in
opposition to powerful withdrawal forces.
[0023] The retainer part 4 is secured to the base part
by means of two thin, flexible wall elements 32, 33. The
wall element 32 is approximately the shape of an S and
connects the end region 28 of retaining section 24 to the
upper end of the formation 19. The wall element 33 is
bent into a U shape and on the outside of the apex region
27, connects the retaining section 25 to the transverse
element 14 of the frame 9.
[0024] The wall elements 31, 32 secure the retainer
part 4 to the base part 2 so that it can be moved to a
limited degree in all directions in space, without colliding
with the base part 2. Vibrations that do not exceed the
free mobility of the retainer part 4 relative to the base part
2 are insulated by the flexible wall elements and only
transmitted in a damped fashion.
[0025] In the apex region 27 of the retaining sections
24, 25, the openings 15, 16 in the frame 9 provide for the
necessary freedom of movement of the retainer part 4.
In this way, the retainer part 4 and therefore also the
tubular objects contained in them can be situated close
to the base part 2 and spaced a correspondingly short
distance apart from the substrate that supports the base
part 2. The clearance produced by the openings 15, 16
also makes it possible for the retaining sections 24, 25
to be provided with reinforcing ribs 34 on the outside of
their apex regions 27 without having to correspondingly
increase the distance between the retaining sections 24,
25 and the base part 2.
[0026] When tubular objects are inserted into the re-
tainer part 4, the retaining sections 24, 25 are pressed
into the openings 15, 16 by the insertion forces until they
rest against the edge of the opening. As a result, the

retainer part 4 is additionally supported on the base part
2. This therefore avoids the risk of an excessive defor-
mation or overloading of the flexible wall elements 31, 32.
[0027] The secure connection of the retaining sections
24, 25 promotes a short overall length of the holder 1 in
the longitudinal direction. The invention is not, however,
limited to such an embodiment, but can also be used just
as advantageously in holder designs in which all of the
retaining sections are connected to one another only by
means of thin-walled, flexible wall elements.
[0028] The retainer part 3 has a single retaining section
35, which is formed by a wall with a U-shaped cross-
section, and is in principle embodied in the same way as
the retaining sections 24, 25 and is designed for a tubular
object with a larger diameter. Like the retainer part 4, the
retainer part 3 is connected to the formation 19 by means
of an S-shaped, thin-walled, flexible wall element 36 and
is connected by means of another S-shaped wall element
37 to the end of the wall section 21. When a tubular object
is inserted, the retainer part 3 can rest against a chamfer-
shaped surface 38 of a reinforcing rib that connects the
wall section 21 to the formation 19.
[0029] The retainer part 5 at the other end of the holder
1 is designed for oblong objects with smaller diameters.
For this purpose, the inner surface of its U-shaped re-
taining section 40 is provided with steps and a hollow
surface with a smaller diameter. The retainer part 5 is
connected to the end of the wall section 22 by means of
an S-shaped, thin, flexible wall element 41 and is con-
nected to the retaining section 25 of the retainer part 4
by means of a U-shaped, thin, flexible wall element 42.

Claims

1. A holder made of plastic for vibration-insulating at-
tachment of an oblong object such as a pipe or the
like to a vehicle, having a base part (2) in which a
bolt-accommodating opening (20) is provided and
having a retainer part (3, 4, 5) that is integrally formed
onto the base part (2) and has a retaining section
(24, 25, 35, 40) formed by a wall with a U-shaped
cross-section, with a recess that is suitable for ac-
commodating the oblong object and has a hollow
inner surface and an insertion opening (30) oriented
away from the base part (2); a resilient retaining fin-
ger (29) that protrudes into the recess is provided at
the insertion opening (30) and is able to hold the
oblong object in the recess; and the retainer part (3,
4, 5) is connected to the base part (2) by means of
one or more thin, flexible wall element(s) (32, 33, 36,
37, 41, 42) and is secured to the base part (2) without
directly touching it, wherein the base part (2) has a
frame-shaped support section with an opening (15,
16) provided in it, which is adjacent to an apex region
(27) of the U-shaped wall on its side opposite from
the insertion opening (30) and into which the apex
region (27) can move when a deformation of the flex-
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ible wall element (32, 33) occurs, characterized in
that the base part (2), in its middle region, is embod-
ied in the form of a rectangular frame (9) that has
two parallel longitudinal elements (10, 11) and trans-
verse elements (12, 13, 14) connecting them, where-
in the transverse element (13) connects the longitu-
dinal elements (10, 11) approximately in their middle
and divides the frame (9) into two sections, each of
which contains the opening (15, 16) extending
through it, and wherein the opening is rectangular.

2. The holder according to claim 1, wherein the edge
of the opening (15, 16) is situated spaced apart from
the apex region (27) of the U-shaped wall such that
the edge restricts movements of the retainer part (4)
in the direction of the base part (2).

3. The holder according to claim 1 or 2, wherein the
width of the opening (15, 16) between the transverse
elements (12, 13) is less than the corresponding out-
er diameter of the U-shaped wall of the retaining sec-
tion (24, 25).

4. The holder according to any of claims 1 to 3, wherein
width of the opening (15, 16) between the longitudi-
nal elements (10, 11) is greater than the correspond-
ing width of the apex region (27) of the U-shaped
wall of the retaining section (24, 25).

5. The holder according to any of claims 1 to 4, wherein
the longitudinal element (10, 11) and/or the trans-
verse element (12, 13) of the frame (9) is provided
with a reinforcing rib (17, 18).

6. The holder according to any of the preceding claims,
wherein the retainer part (4) has a plurality of retain-
ing sections (24, 25), each with a recess formed by
a wall with a U-shaped cross-section for accommo-
dating an oblong object; the retaining sections (24,
25) are arranged in a row so that their central U-
shaped cross-sections lie in the same plane; and the
frame-shaped support section of the base part (2)
extends along the apex region (27) of the U-shaped
walls of a plurality of retaining sections (24, 25) and
has openings situated adjacent to the apex regions
(27), into which the apex regions (27) can move.

7. The holder according to any of the preceding claims,
wherein the retainer part (3) has a single retaining
section (35), which is formed by a wall with a U-
shaped cross-section.

8. The holder according to any of the preceding claims,
characterized in that adjacent to the transverse el-
ement (12) of the frame (9), the base part (2) is pro-
vided with a sleeve-like formation (19), which ex-
tends upward perpendicular to a contact surface (6)
and protrudes beyond a top surface of the frame (9).

9. The holder according to claim 8, wherein the forma-
tion (19) contains the bolt-accommodating opening
(20) for receiving a fastening bolt that attaches the
holder (1) to a substrate.

10. The holder according to claim 8 or 9, wherein the
sleeve-like formation (19) is situated between the
two retainer parts (3, 4) that are connected to the
formation by means of thin, flexible wall elements
(32, 36).

11. The holder according to any of the preceding claims,
wherein on the side oriented away from the retainer
part (3, 4, 5), the base part (2) has a flat contact
surface (6).

12. The holder according to any of the preceding claims,
wherein the base part (2) has resilient fingers (7)
protruding out from it, whose free ends lie in a plane
that is situated spaced apart from a contact surface
(6) of the base part (2).

13. The holder according to any of the preceding claims,
wherein the retaining sections (24, 25) are provided
with reinforcing ribs (34) on the outside of their apex
regions (27).

14. The holder according to any of the preceding claims,
wherein inside the bolt-accommodating opening
(20), resilient detent pawls are provided, which se-
cure an inserted fastening bolt, which is provided
with an external thread, in the bolt-accommodating
opening (20).
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