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Description

FIELD OF THE INVENTION

[0001] The present invention relates in general to sta-
pling instruments that are capable of applying lines of
staples and, more particularly, to improvements relating
to staple cartridges for use with surgical stapling instru-
ments that are capable of applying lines of staples having
differing formed staple heights to tissue while simultane-
ously cutting the tissue.

BACKGROUND OF THE INVENTION

[0002] Surgical staplers have been used in the prior
art to simultaneously make a longitudinal incision in tis-
sue and apply lines of staples on opposing sides of the
incision. Such instruments commonly include a pair of
cooperating jaw members that, if the instrument is intend-
ed for endoscopic or laparoscopic applications, are ca-
pable of passing through a cannula passageway. One of
the jaw members receives a staple cartridge having at
least two laterally spaced rows of staples. The other jaw
member defines an anvil having staple-forming pockets
aligned with the rows of staples in the cartridge. The in-
strument includes a plurality of reciprocating wedges
that, when driven distally, pass through openings in the
staple cartridge and engage drivers supporting the sta-
ples to effect the firing of the staples toward the anvil.
[0003] An example of a surgical stapler suitable for en-
doscopic applications is described in U.S. Patent Appli-
cation No. US 2004/0232196 A1
[0004] In use, a clinician is able to close the jaw mem-
bers of the stapler upon tissue to position the tissue prior
to firing. Once the clinician has determined that the jaw
members are properly gripping tissue, the clinician can
then fire the surgical stapler, thereby severing and sta-
pling the tissue. The simultaneous severing and stapling
avoids complications that may arise when performing
such actions sequentially with different surgical tools that
respectively only sever or staple.
[0005] Whenever a transaction of tissue is across an
area of varied tissue composition, it would be advanta-
geous for the staples that are closest to the cut line to
have one formed height that is less than the formed height
of those staples that are farthest from the cut line. In
practice, the rows of inside staples serve to provide a
hemostatic barrier, while the outside rows of staples with
larger formed heights provide a cinching effect where the
tissue transitions from the tightly compressed hemostatic
section to the non-compressed adjacent section. In other
applications, it may be useful for the staples in a single
line of staples to have differing formed heights.
[0006] U.S. Patent Nos. 4,941,623 and 5,027,834 to
Pruitt disclose surgical stapler and cartridge arrange-
ments that employ staples that have different prong
lengths to ultimately achieve lines of staples that have
differing formed heights. Likewise, WO 2003/094747A1

discloses a surgical stapler and cartridge that has six
rows of staples wherein the outer two rows of staples
comprise staples that are larger than the staples em-
ployed in the inner two rows and middle rows of staples.
Thus, all of these approaches require the use of different
sizes of staples in the same cartridge.
[0007] WO03/094747 discusses a surgical stapler in-
cluding a cartridge housing a plurality of different-sized
surgical fasteners or staples for providing hemostasis,
tissue joining or welding, etc. The cartridge in a preferred
embodiment has six rows of surgical staples, three on
each side of a longitudinal knife slot, wherein the surgical
staples of at least one row have a different size .
[0008] Consequently, a significant need exists for an
improved cartridge for a stapling instrument that can form
lines of staples that have differing formed heights without
the need to employ different sizes of staples in the same
cartridge.

BRIEF SUMMARY OF THE INVENTION

[0009] In accordance with the present invention there
is provided a staple cartridge according to claim 1.
[0010] One feature of various embodiments of the
present invention is to provide a staple cartridge for a
stapling device that employs rows or other pluralities of
identically sized staples while facilitating the ability of
forming the staples with differing formed (final) heights.
In some embodiments, the final heights may be varied
across adjacent rows of staples. In other embodiments,
the formed heights of the staples may be varied from
staple to staple in a single row of staples. Accordingly,
various embodiments of the invention provide solutions
to the shortcomings of other staple cartridges and sta-
pling devices that must employ different sizes of staples
to achieve staples that have varying formed heights.
Those of ordinary skill in the art will readily appreciate,
however, that these and other details, features and ad-
vantages will become further apparent as the following
detailed description proceeds.

BRIEF DESCRIPTION OF THE FIGURES

[0011] The accompanying drawings, which are incor-
porated in and constitute a part of this specification, il-
lustrate embodiments of the invention, and, together with
the general description of the invention given above, and
the detailed description of the embodiments given below,
serve to explain the principles of the present invention.

FIG. 1 depicts a partially cut away side elevation view
of a surgical stapling and severing instrument in an
open position.

FIG. 2 depicts a cross-sectional side elevation detail
view along the line 2-2 of FIG. 1 of an end effector
of the surgical stapling and severing instrument.
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FIG. 3 depicts an enlarged side elevation view of the
firing bar of the surgical stapling and severing instru-
ment of FIG. 2.

FIG. 4 depicts an enlarged front view of the firing bar
of the surgical stapling and severing instrument of
FIG. 2.

FIG. 5 depicts a cross-sectional side elevation detail
view of an alternative end effector for the surgical
stapling and severing instrument of FIG. 1, incorpo-
rating a firing bar that lacks a middle pin for prevent-
ing pinching of the end effector.

FIG. 6 depicts a side elevational view of a handle
portion of a proximal end of the surgical stapling and
severing instrument of FIG. 1 with a left side removed
to expose interior parts in an unclamped, unfired
("start") position.

FIG. 7 depicts a perspective, exploded view of the
handle portion of the proximal end of the surgical
stapling and severing instrument of FIG. 1.

FIG. 8 depicts a side elevational view of the handle
portion of the proximal end of the surgical stapling
and severing instrument of FIG. 1 with the left side
removed to expose interior parts in the closed
("clamped") position.

FIG. 9 depicts a side elevational view of the handle
portion of proximal end of surgical stapling and sev-
ering instrument of FIG. 1 with the left side removed
to expose interior parts in the stapled and severed
("fired") position.

FIG. 10 depicts a plan view of a staple cartridge in-
stalled in an end effector of an embodiment of the
present invention.

FIG. 11 is an enlarged plan view of a portion of a
staple cartridge embodiment of the present inven-
tion.

FIG. 12 is a side view of a staple that may be em-
ployed with various embodiments of the present in-
vention.

FIG. 13 is a front elevational view of one inside dou-
ble driver of one embodiment of the staple cartridge
of the present invention supporting two staples ther-
eon.

FIG. 14 is a top view of the inside double driver and
staples of FIG. 13.

FIG. 14A is an elevational view of the inside double
driver of FIG. 13 within a portion of a staple cartridge

mounted in the end effector and also illustrating a
corresponding portion of the anvil when in a closed
position.

FIG. 15 is a right side elevational view of the inside
double driver and staples of FIGS. 13 and 14.

FIG. 15A is another side elevational view of the inside
double driver of FIG. 15 wherein corresponding por-
tions of the cartridge tray and anvil are illustrated in
broken lines to depict the relationships therebe-
tween.

FIG. 16 is a front elevational view of one outside
single driver of one embodiment of the staple car-
tridge of the present invention supporting a staple
thereon.

FIG. 16A is another front view of the outside single
driver of FIG. 16 with portions of the cartridge tray
and anvil shown to illustrate the relationships there-
between.

FIG. 17 is a top view of the outside single driver and
staple of FIG. 16.

FIG. 18 is an isometric exploded view of the imple-
ment portion of the surgical stapling and severing
instrument of FIG. 1.

FIG. 19 is a section view taken along line 19-19 of
FIG. 10 showing the crosssectional relationship be-
tween the firing bar, elongate channel, wedge sled,
staple drivers, staples and staple cartridge.

FIG. 20 is a perspective view of one wedge sled em-
bodiment of the present invention.

FIG. 21 is a side elevational view of an inside sled
cam of the wedge sled depicted in FIG. 20.

FIG. 22 is a side elevational view of an outside sled
cam of the wedge sled depicted in FIG. 20.

FIG. 23 is an isometric view of the end effector at
the distal end of the surgical stapling and severing
instrument of FIG. 1 with the anvil in the up or open
position with the cartridge largely removed exposing
a single staple driver and a double staple driver as
exemplary and the wedge sled in its start position
against a middle pin of the firing bar.

FIG. 24 is an isometric view of the end effector at
the distal end of the surgical stapling and severing
instrument of FIG. 1 with the anvil in the up or open
position exposing the staple cartridge and cutting
edge of the firing bar.
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FIG. 25 is an isometric view of the distal end of the
surgical stapling and severing instrument of FIG. 1
with the anvil in the up or open position with the staple
cartridge completely removed and a portion of an
elongate channel removed to expose a lowermost
pin of the firing bar.

FIG. 26 is a side elevation view in section showing
a mechanical relationship between the anvil, elon-
gate channel, and staple cartridge in the closed po-
sition of the surgical stapling and severing instrument
of FIG. 1, the section generally taken along lines
26-26 of FIG. 24 to expose wedge sled, staple drivers
and staples but also depicting the firing bar along
the longitudinal centerline.

FIG. 27 is a cross-sectional view of a portion of one
embodiment of a staple cartridge of the present in-
vention wherein an outside cam of a wedge is adja-
cent to an outside single driver.

FIG. 28 is a cross-sectional view of a portion of one
embodiment of a staple cartridge of the present in-
vention wherein an outside cam of a wedge sled is
engaging three outside single drivers.

FIG. 29 is a diagrammatic representation of lines of
staples installed on each side of a cut line using a
surgical stapling and severing instrument of one em-
bodiment of the present invention.

FIG. 30 depicts a staple formed by one inside driver
embodiment of the present invention.

FIG. 31 depicts another staple formed by one outside
driver embodiment of the present invention.

FIG. 32 is a diagrammatic representation of lines of
staples installed on each side of a cut line using a
surgical stapling and severing instrument of another
embodiment of the present invention.

FIG. 33 is a diagrammatic representation of lines of
staples installed on each side of a cut line using a
surgical stapling and severing instrument of another
embodiment of the present invention.

FIG. 34 is a diagrammatic representation of lines of
staples installed on each side of a cut line using a
surgical stapling and severing instrument of another
embodiment of the present invention.

FIG. 35 is a side elevation section view of the surgical
stapling and severing instrument of FIG. 1 taken
along the longitudinal centerline of the end effector
in a partially closed but unclamped position gripping
tissue.

FIG. 36 depicts a partially cut away side elevational
view of the surgical stapling and severing instrument
of FIG. 1 in the closed or clamped position.

FIG. 37 depicts a side elevation view of the surgical
stapling and severing instrument of FIG. 1 in the
closed or clamped position with tissue properly com-
pressed.

FIG. 38 depicts a view in centerline section of the
distal end of the surgical stapling and severing in-
strument of FIG. 1 in a partially fired position.

FIG. 39 depicts a partially cut away side elevation
view of the surgical stapling and severing instrument
of FIG. 1 in a partially fired position.

FIG. 40 depicts a view in centerline section of the
distal end of the surgical stapling and severing in-
strument of FIG. 1 in a fully fired position.

FIG. 41 is a partially cut-away side elevational view
of the surgical stapling and severing instrument of
FIG. 1 in a full fired position.

DETAILED DESCRIPTION OF THE INVENTION

[0012] Turning to the Drawings, wherein like numerals
denote like components throughout the several views,
FIGS. 1 and 2 depict one embodiment of a surgical sta-
pling and severing instrument 10 that is capable of prac-
ticing the unique benefits of the present invention. As the
present Detailed Description proceeds, the reader will
appreciate, however, that the unique and novel aspects
of the present invention may be advantageously em-
ployed in connection with a variety of other staplers and
stapler instruments without departing from the spirit and
scope of the present invention. Accordingly, the scope
of protection afforded to the various embodiments of the
present invention should not be limited to use only with
the specific type of surgical stapling and severing instru-
ments described herein.
[0013] As can be seen in FIGS. 1 and 2, the surgical
stapling and severing instrument 10 incorporates an end
effector 12 having an actuator or E-beam firing mecha-
nism ("firing bar") 14 that advantageously controls the
spacing of the end effector 12. In particular, an elongate
channel 16 and a pivotally translatable anvil 18 are main-
tained at a spacing that assures effective stapling and
severing. The problems are avoided associated with var-
ying amounts of tissue being captured in the end effector
12.
[0014] It will be appreciated that the terms "proximal"
and "distal" are used herein with reference to a clinician
gripping a handle of an instrument. Thus, the end effector
12 is distal with respect to the more proximal handle por-
tion 20. It will be further appreciated that for convenience
and clarity, spatial terms such as "vertical" and "horizon-
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tal" are used herein with respect to the drawings. How-
ever, surgical instruments are used in many orientations
and positions, and these terms are not intended to be
limiting and absolute.
[0015] The surgical and stapling and severing instru-
ment 10 includes a handle portion 20 that is connected
to an implement portion 22, the latter further comprising
a shaft 23 distally terminating in the end effector 12. The
handle portion 20 includes a pistol grip 24 toward which
a closure trigger 26 is pivotally drawn by the clinician to
cause clamping, or closing, of the anvil 18 toward the
elongate channel 16 of the end effector 12. A firing trigger
28 is farther outboard of the closure trigger 26 and is
pivotally drawn by the clinician to cause the stapling and
severing of clamped tissue in the end effector 12.
[0016] In practice, closure trigger 26 is actuated first.
Once the clinician is satisfied with the positioning of the
end effector 12, the clinician may draw back the closure
trigger 26 to its fully closed, locked position proximate to
the pistol grip 24. Then, the firing trigger 28 is actuated.
The firing trigger 28 springedly returns when the clinician
removes pressure. A release button 30 when depressed
on the proximal end of the handle portion 20 releases
any locked closure trigger 26.
[0017] A closure sleeve 32 encloses a frame 34, which
in turn encloses a firing drive member 36 that is posi-
tioned by the firing trigger 28. The frame 34 connects the
handle portion 20 to the end effector 12. With the closure
sleeve 32 withdrawn proximally by the closure trigger 26
as depicted, the anvil 18 springedly opens, pivoting away
from the elongate channel 16 and translating proximally
with the closure sleeve 32. The elongate channel 16 re-
ceives a staple cartridge 37.
[0018] With particular reference to FIGS. 2-4, the firing
bar 14 includes three vertically spaced pins that control
the spacing of the end effector 12 during firing. In partic-
ular, an upper pin 38 is staged to enter an anvil pocket
40 near the pivot between the anvil 18 and elongate chan-
nel 16. When fired with the anvil 18 closed, the upper pin
38 advances distally within a longitudinal anvil slot 42
extending distally through anvil 18. Any minor upward
deflection in the anvil 18 is overcome by a downward
force imparted by the upper pin 38. Firing bar 14 also
includes a lowermost pin, or firing bar cap, 44 that up-
wardly engages a channel slot 45 in the elongate channel
16, thereby cooperating with the upper pin 38 to draw
the anvil 18 and the elongate channel 16 slightly closer
together in the event of excess tissue clamped therebe-
tween.
[0019] The firing bar 14 advantageously includes a
middle pin 46 that passes through a firing drive slot 47
formed in a lower surface of the cartridge 300 and an
upward surface of the elongate channel 16, thereby driv-
ing the staples therein as described below. The middle
pin 46, by sliding against the elongate channel 16, ad-
vantageously resists any tendency for the end effector
12 to be pinched shut at its distal end. To illustrate an
advantage of the middle pin 46, FIG. 5 depicts an alter-

native end effector 12’ that lacks a middle pin on a firing
bar 14’. In this depiction, the end effector 12’ is allowed
to pinch shut at its distal end, which tends to impair de-
sired staple formation.
[0020] Returning to FIGS. 2-4, a distally presented cut-
ting edge 48 between the upper and middle pins 38, 46
on the firing bar 14 traverses through a proximally pre-
sented, vertical slot 49 in the cartridge 37 to sever
clamped tissue. The affirmative positioning of the firing
bar 14 with regard to the elongate channel 16 and anvil
18 assure that an effective cut is performed.
[0021] The affirmative vertical spacing provided by the
E-Beam firing bar 14 is suitable for the limited size avail-
able for endoscopic devices. Moreover, the E-Beam firing
bar 14 enables fabrication of an anvil 15 with a camber
imparting a vertical deflection at its distal end, similar to
the position depicted in FIG. 5. This cambered anvil 15
advantageously assists in achieving the desired gap in
the end effector 12 even with an anvil 15 having a reduced
thickness, which may be more suited to the size limita-
tions of an endoscopic device.
[0022] With reference to FIGS. 6-9, the handle portion
20 is comprised of first and second base sections 50 and
52, which are molded from a polymeric material such as
a glass-filled polycarbonate. The first base section 50 is
provided with a plurality of cylindrically-shaped pins 54.
The second base section 52 includes a plurality of ex-
tending members 56, each having a hexagonal-shaped
opening 58. The cylindrically-shaped pins 54 are re-
ceived within the hexagonal-shaped openings 58 and are
frictionally held therein for maintaining the first and sec-
ond base sections 50 and 52 in assembly.
[0023] A rotating knob 60 has a bore 62 extending com-
pletely through it for engaging and rotating the implement
portion 22 about its longitudinal axis. The rotating knob
60 includes an inwardly protruding boss 64 extending
along at least a portion of the bore 62. The protruding
boss 64 is received within a longitudinal slot 66 formed
at a proximal portion of the closure sleeve 32 such that
rotation of the rotating knob 60 effects rotation of the clo-
sure sleeve 32. It will be appreciated that the boss 64
further extends through frame 34 and into contact with a
portion of the firing drive member 36 to effect their rotation
as well. Thus, the end effector 12 (not shown in FIGS.
6-9) rotates with the rotating knob 60.
[0024] A proximal end 68 of the frame 34 passes prox-
imally through the rotating knob 60 and is provided with
a circumferential notch 70 that is engaged by opposing
channel securement members 72 extending respectively
from the base sections 50 and 52. Only the channel se-
curement member 72 of the second base section 52 is
shown. The channel securement members 72, extending
from the base sections 50, 52 serve to secure the frame
34 to the handle portion 20 such that the frame 34 does
not move longitudinally relative to the handle portion 20.
[0025] The closure trigger 26 has a handle section 74,
a gear segment section 76, and an intermediate section
78. A bore 80 extends through the intermediate section
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78. A cylindrical support member 82 extending from the
second base section 52 passes through the bore 80 for
pivotably mounting the closure trigger 26 on the handle
portion 20. A second cylindrical support member 83 ex-
tending from the second base section 52 passes through
a bore 81 of firing trigger 28 for pivotally mounting on the
handle portion 20. A hexagonal opening 84 is provided
in the cylindrical support member 83 for receiving a se-
curement pin (not shown) extending from the first base
section 50.
[0026] A closure yoke 86 is housed within the handle
portion 20 for reciprocating movement therein and serves
to transfer motion from the closure trigger 26 to the clo-
sure sleeve 32. Support members 88 extending from the
second base section 52 and securement member 72,
which extends through a recess 89 in the yoke 86, sup-
port the yoke 86 within the handle portion 20.
[0027] A proximal end 90 of the closure sleeve 32 is
provided with a flange 92 that is snap-fitted into a receiv-
ing recess 94 formed in a distal end 96 of the yoke 86.
A proximal end 98 of the yoke 86 has a gear rack 100
that is engaged by the gear segment section 76 of the
closure trigger 26. When the closure trigger 26 is moved
toward the pistol grip 24 of the handle portion 20, the
yoke 86 and, hence, the closure sleeve 32 move distally,
compressing a spring 102 that biases the yoke 86 prox-
imally. Distal movement of the closure sleeve 32 effects
pivotal translation movement of the anvil 18 distally and
toward the elongate channel 16 of the end effector 12
and proximal movement effects closing, as discussed
below.
[0028] The closure trigger 26 is forward biased to an
open position by a front surface 130 interacting with an
engaging surface 128 of the firing trigger 28. Clamp first
hook 104 that pivots top to rear in the handle portion 20
about a pin 106 restrains movement of the firing trigger
28 toward the pistol grip 24 until the closure trigger 26 is
clamped to its closed position. Hook 104 restrains firing
trigger 28 motion by engaging a lockout pin 107 in firing
trigger 28. The hook 104 is also in contact with the closure
trigger 26. In particular, a forward projection 108 of the
hook 104 engages a member 110 on the intermediate
section 78 of the closure trigger 26, the member 100 be-
ing outward of the bore 80 toward the handle section 74.
Hook 104 is biased toward contact with member 110 of
the closure trigger 26 and engagement with lockout pin
107 in firing trigger 28 by a release spring 112. As the
closure trigger 26 is depressed, the hook 104 is moved
top to rear, compressing the release spring 112 that is
captured between a rearward projection 114 on the hook
104 and a forward projection 116 on the release button
30.
[0029] As the yoke 86 moves distally in response to
proximal movement of the closure trigger 26, an upper
latch arm 118 of the release button 30 moves along an
upper surface 120 on the yoke 86 until dropping into an
upwardly presented recess 122 in a proximal, lower por-
tion of the yoke 86. The release spring 112 urges the

release button 30 outward, which pivots the upper latch
arm 118 downwardly into engagement with the upwardly
presented recess 122, thereby locking the closure trigger
26 in a tissue clamping position, such as depicted in FIG.
8.
[0030] The latch arm 118 can be moved out of the re-
cess 122 to release the anvil 18 by pushing the release
button 30 inward. Specifically, the upper latch arm 118
pivots upward about pin 123 of the second base section
52. The yoke 86 is then permitted to move proximally in
response to return movement of the closure trigger 26.
[0031] A firing trigger return spring 124 is located within
the handle portion 20 with one end attached to pin 106
of the second base section 52 and the other end attached
to a pin 126 on the firing trigger 28. The firing return spring
124 applies a return force to the pin 126 for biasing the
firing trigger 28 in a direction away from the pistol grip 24
of the handle portion 20. The closure trigger 26 is also
biased away from pistol grip 24 by engaging surface 128
of firing trigger 28 biasing front surface 130 of closure
trigger 26.
[0032] As the closure trigger 26 is moved toward the
pistol grip 24, its front surface 130 engages with the en-
gaging surface 128 on the firing trigger 28 causing the
firing trigger 28 to move to its "firing" position. When in
its firing position, the firing trigger 28 is located at an angle
of approximately 45° to the pistol grip 24. After staple
firing, the spring 124 causes the firing trigger 28 to return
to its initial position. During the return movement of the
firing trigger 28, its engaging surface 128 pushes against
the front surface 130 of the closure trigger 26 causing
the closure trigger 26 to return to its initial position. A stop
member 132 extends from the second base section 52
to prevent the closure trigger 26 from rotating beyond its
initial position.
[0033] The surgical stapling and severing instrument
10 additionally includes a reciprocating section 134, a
multiplier 136 and a drive member 138. The reciprocating
section 134 comprises a wedge sled in the implement
portion 22 (not shown in FIGS. 6-9) and a metal drive rod
140.
[0034] The drive member 138 includes first and second
gear racks 141 and 142. A first notch 144 is provided on
the drive member 138 intermediate the first and second
gear racks 141, 142. During return movement of the firing
trigger 28, a tooth 146 on the firing trigger 28 engages
with the first notch 144 for returning the drive member
138 to its initial position after staple firing. A second notch
148 is located at a proximal end of the metal drive rod
140 for locking the metal drive rod 140 to the upper latch
arm 118 of the release button 30 in its unfired position.
[0035] The multiplier 136 comprises first and second
integral pinion gears 150 and 152. The first integral pinion
gear 150 is engaged with a first gear rack 154 provided
on the metal drive rod 140. The second integral pinion
gear 152 is engaged with the first gear rack 141 on the
drive member 138. The first integral pinion gear 150 has
a first diameter and the second integral pinion gear 152
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has a second diameter which is smaller than the first
diameter.
[0036] FIGS. 6, 8 and 9 depict respectively the handle
portion 20 in the start position (open and unfired), a
clamped position (closed and unfired) and a fired posi-
tion. The firing trigger 28 is provided with a gear segment
section 156. The gear segment section 156 engages with
the second gear rack 142 on the drive member 138 such
that motion of the firing trigger 28 causes the drive mem-
ber 138 to move back and forth between a first drive
position, shown in FIG. 8, and a second drive position,
shown in FIG. 9. In order to prevent staple firing before
tissue clamping has occurred, the upper latch arm 118
on the release button 39 is engaged with the second
notch 148 on the drive member 138 such that the metal
drive rod 140 is locked in its proximal-most position, as
depicted in FIG. 6. When the upper latch arm 118 falls
into the recess 122, the upper latch arm 118 disengages
with the second notch 148 to permit distal movement of
the metal drive rod 140, as depicted in FIG. 9.
[0037] Because the first gear rack 141 on the drive
member 138 and the gear rack 154 on the metal drive
rod 140 are engaged with the multiplier 136, movement
of the firing trigger 28 causes the metal drive rod 140 to
reciprocate between a first reciprocating position, shown
in FIG. 8, and a second reciprocating position, shown in
FIG. 9. Since the diameter of the first pinion gear 150 is
greater than the diameter of the second pinion gear 152,
the multiplier 136 moves the reciprocating section 134 a
greater distance than the drive member 138 is moved by
the firing trigger 28. The diameters of the first and second
pinion gears 150 and 152 may be changed to permit the
length of the stroke of the firing trigger 28 and the force
required to move it to be varied. It will be appreciated that
the handle portion 20 is illustrative and that other actua-
tion mechanisms may be employed. For instance, the
closing and firing motions may be generated by automat-
ed means.
[0038] One embodiment of an end effector 12 of the
surgical stapling and severing instrument 10 is depicted
in further detail in FIGS. 18, 19, and 23-26. As described
above, the handle portion 20 produces separate and dis-
tinct closing and firing motions that actuate the end ef-
fector 12. The end effector 12 advantageously maintains
the clinical flexibility of this separate and distinct closing
and firing (i.e., stapling and severing). In addition, the
end effector 12 introduces the aforementioned ability to
affirmatively maintain the closed spacing during firing af-
ter the clinician positions and clamps the tissue. Both
features procedurally and structurally enhance the ability
of the surgical stapling and severing instrument 10 by
ensuring adequate spacing for instances where an oth-
erwise inadequate amount of tissue is clamped and to
enhance the clamping in instances where an otherwise
excessive amount of tissue has been clamped.
[0039] FIG. 10 depicts a staple cartridge embodiment
300 of the present invention installed in the end effector
12 with the firing bar 14 in its unfired, proximal position.

The staple cartridge 300 has a cartridge body 302 that
is divided by an elongated slot 310 that extends from a
proximal end 304 of the cartridge 300 towards a tapered
outer tip 306. A plurality of staple-receiving channels
320a-320f are formed within the staple cartridge body
302 and are arranged in six laterally spaced longitudinal
rows 500, 502, 504, 506, 508, 510, with three rows on
each side of the elongated slot 310. Positioned within the
staple-receiving channels 320a-320f are the staples 222.
See Figures 10 and 11.
[0040] The cartridge 300 further includes four laterally
spaced longitudinal rows of staple drivers 330a, 330b,
370a, and 370b as shown in Figure 11. The "first" inside
staple drivers 330a are slidably mounted within corre-
sponding channels 320b and 320c such that each driver
330a supports two staples 222, one in a channel 320b
and one in a channel 320c. Likewise, the "second" inside
drivers 330b are slidably mounted within channels 320d
and 320e such that each driver 330b supports two staples
222, one in a channel 320d and one in a channel 320e.
The "outside" drivers 370a and 370b are slidably mount-
ed within the staple-receiving channels 320a and 320f,
respectively. Each of the outside drivers 370a and 370b
supports a single staple 222. Drivers 370a are referred
to herein as "first" outside drivers and drivers 370b are
referred to herein as "second" outside drivers.
[0041] FIG. 12 illustrates a staple 222 that may be used
in connection with the various embodiments of the
present invention. The staple 222 includes a main portion
223 and two prongs 225. The prongs 225 each have a
length "P" and the main portion has a width "W". The
reader will appreciate that a variety of different types of
staples may be employed. For example, for a vascular
staple, "P" may be approximately 0.102 inches; for a reg-
ular staple, "P" may be approximately 0.134 inches; and
for a thick tissue staple, "P" may be approximately 0.160
inches. For all such staples, "W" may be approximately
0.120 inches. Other sizes of staples 222 may be em-
ployed in the manners discussed below.
[0042] The inside staple drivers 330a located on one
side of the elongated slot 310 are referred to herein as
"first" inside staple drivers and the inside staple drivers
330b located on the other side of the elongated slot 310
are referred to herein as "second" inside staple drivers.
As will be discussed in further detail below, in one em-
bodiment, the second inside staple drivers 330b are iden-
tical to the first inside staple drivers 330a, except for their
orientation in their respective channels in the cartridge
body 302.
[0043] FIGS. 13-15 illustrate one embodiment of a
"first" inside double driver 330a for supporting and driving
staples 222. As can be seen in those Figures, the staple
driver 330a has a primary driver portion 340 and a sec-
ondary driver portion 350 that is connected to the first
primary portion 340 by a central base member 360. The
primary driver portion 340 has a primary driver base 342
that has a groove 343 therein adapted to mate with a
corresponding vertically extending tongue (not shown)
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in the cartridge body 302 for guiding and stabilizing the
driver 330a as it moves within its respective channel. The
primary driver portion 340 further has a first forward sup-
port column 344 and a first rearward support column 346
protruding upward from the first driver base 342. The first
forward support column 344 has a first forward staple-
receiving groove 345 therein and the first rearward sup-
port column 346 has a first rearwardly staple-receiving
groove 347 therein. See FIGS. 13-15. The first forward
support column 344 and the first rearward support col-
umn 346 are spaced from each other and collectively
form a first staple cradle 348 for supporting the main por-
tion 223 of the staple 222 therein.
[0044] Similarly, the secondary driver portion 350 has
a secondary driver base 352 and a secondary forward
support column 354 and a secondary rearward support
column 356 protruding out from the second driver base
352. The secondary forward support column 354 has a
secondary forward staple-receiving groove 355 therein
and the secondary rearward support column 356 has a
secondary rearward staple-receiving groove 357 therein.
The secondary forward support column 354 and the sec-
ondary rearward support column 356 are spaced from
each other and collectively form a secondary staple cra-
dle 358 for supporting the main portion 223 of another
staple 222 therein.
[0045] As can be seen in FIGS. 13 and 15, the central
base member 360 has an angled rearwardly facing edge
362 adapted to be engaged by a corresponding sled cam
as will be discussed in further detail below. As can be
seen in FIGS. 13 and 14, in this embodiment, the sec-
ondary forward support column 354 of the secondary
driver portion is oriented relative to the first rearward sup-
port column 346 such that the staple 222 that is supported
in the secondary staple cradle 358 is longitudinally offset
from the staple 222 in the first staple cradle 348.
[0046] The reader will appreciate that the first inside
drivers 330a are each installed in one orientation into a
corresponding pair of channels 320b and 320c located
on one side of the elongated slot 310 in the cartridge
body 302. The second inside staple drivers 330b (located
on the opposite side of the elongated slot 310 from the
first inside staple drivers 330a) comprise inside drivers
330a rotated 180 degrees so that their respective angled
surfaces 363 face towards the proximal end 304 of the
cartridge 300 to enable them to be installed in pairs of
corresponding channels 320d and 320e. Thus, in this
embodiment, only one inside driver configuration is em-
ployed which thereby eliminates the need for two different
inside staple driver configurations for channels on each
side of the elongated slot 310.
[0047] FIGS. 16 and 17 illustrate one embodiment of
a "first" outside staple driver 370a. As can be seen in
those FIGS., a first outside staple driver 370a has a sec-
ond base 372 that has an angled rearwardly facing por-
tion 374. Protruding upward from the second base 372
is a second forward support column 375 that has a sec-
ond forward staple-receiving groove 376 therein. A sec-

ond rearward support column 377 also protrudes upward
from the second base 372 in a spaced-apart relationship
with respect to the second forward support column 375.
The second rearward support column 377 has a second
rearward staple-receiving groove 378 therein. The sup-
port columns 375, 377 collectively form a second staple
cradle 379 that is configured to support a staple 222
therein as illustrated in FIGS. 16 and 17. The staple driv-
ers 370a also have a laterally protruding rib 371 which
is received in a corresponding groove (not shown) in the
cartridge body 302 for guiding and stabilizing the driver
370a as it moves within its respective channel.
[0048] The reader will appreciate that a first outside
driver 370a is installed in one orientation into a corre-
sponding channel 320a on one side of the elongated slot
310. A second outside staple driver 370b (to be located
on the opposite side of the elongated slot 310 from the
first outside staple drivers 370a) comprises an outside
driver 370a rotated 180 degrees so that the angled sur-
face 374’ thereon faces toward the proximal end 304 of
the cartridge 300 to enable it to be installed in a corre-
sponding channel 320f in the cartridge body 302. Thus,
in this embodiment, only one outside staple driver con-
figuration is employed which avoids the need for two dif-
ferent outside staple driver configurations for channels
on each side of the elongated slot 310.
[0049] FIGS. 19 and 19A illustrate in cross-section one
embodiment of a staple cartridge of the present invention
mounted within one type of end effector 12. The end ef-
fector 12 in this embodiment employs a "stepped" anvil
18 of the type illustrated in FIGS. 23-25. In other embod-
iments, however, the bottom surface of the anvil is planar
and not stepped. Other As can be seen in FIGS.19A, and
23-25, the anvil 18 has a central portion 19 that is offset
or not coplanar with the two lateral side portions 21, 23.
Accordingly, in this embodiment, the upper surface 306
of the cartridge 300 is provided with a recessed central
portion 307 and two lateral side portions 309 that are
adapted to closely mate with the corresponding portions
19, 21, 23, respectively, of the anvil 18, when the anvil
18 is in the closed position. See FIG. 19A.
[0050] As can be seen in FIG. 24, in this embodiment,
the under surfaces 200 of anvil 18 are provided with a
series of forming pockets 202 that may be arranged in
rows that correspond to the rows of channels in the car-
tridge 300. That is, row 205 of pockets 202 may corre-
spond to channel row 500. Row 207 of pockets may cor-
respond to channel row 502. Row 209 of pockets 202
may correspond to channel row 504. Row 211 of pockets
202 may correspond to channel row 506. Row 213 of
pockets 2020 may correspond to channel row 508. Row
215 of pockets 202 may correspond to channel row 510.
Each pocket 202 has at least one forming surface 203
therein that is adapted to contact the ends of the staple
prongs 225 being driven therein to thereby cause the
prongs 225 to bend inwardly toward each other. In one
embodiment, each pocket 202 has two intersecting ar-
cuate forming surfaces 203 that are oriented as shown
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in FIG. 14A. Each arcuate forming surface has an apex
203’ that defines a maximum pocket depth "Z". However
other forming pocket configurations could be employed.
[0051] Returning to FIGS. 18 and 19, it can be seen
that in one embodiment, the cartridge body 302 is mount-
ed within the cartridge tray 224. As illustrated in FIG. 19,
the cartridge body 302 is formed with two inside longitu-
dinally extending slots 390 and two outside longitudinally
extending slots 392. Slots 390 and 392 extend from the
proximal end 304 of the cartridge to its tapered outer tip
306 (shown in FIG. 10). This embodiment further includes
a wedge sled 400 that slidably supported on the cartridge
tray 224. One wedge sled embodiment 400 includes a
pair of inside sled cams 410, wherein one inside sled
cam 410 corresponds to one of the inside longitudinally
extending slots 390 and wherein the other inside sled
cam 410 corresponds to the other inside longitudinally
extending slot 390. See FIG. 19. The wedge sled 400
further includes a pair of outside sled cams 420, wherein
one outside sled cam 420 corresponds to one of the out-
side longitudinally extending slots 392 and the other out-
side sled cam 420 corresponds to the other outside lon-
gitudinally extending slot 392 as shown in FIG. 19. When
assembled, the cartridge tray 224 holds the wedge sled
400 and the drivers 330a, 330b, 370a, 370b inside the
cartridge body 302.
[0052] As can be seen in FIG. 18, the elongate channel
16 has a proximally placed attachment cavity 226 that
receives a channel anchoring member 228 on the distal
end of the frame 34 for attaching the end effector 12 to
the handle portion 20. The elongate channel 16 also has
an anvil cam slot 230 that pivotally receives an anvil pivot
232 of the anvil 18. The closure sleeve 32 that encom-
passes the frame 34 includes a distally presented tab
234 that engages an anvil feature 236 proximate but dis-
tal to the anvil pivot 232 on the anvil 18 to thereby effect
opening and closing of the anvil 18. The firing drive mem-
ber 36 is shown as being assembled from the firing bar
14 attached to a firing connector 238 by pins 240, which
in turn is rotatingly and proximally attached to the metal
drive rod 140. The firing bar 14 is guided at a distal end
of the frame by a slotted guide 239 inserted therein.
[0053] FIGS. 20-23 illustrate one embodiment of the
wedge sled 400 of the present invention. As can be seen
in FIGS. 20 and 23, the wedge sled 400 includes a central
spacer portion 402 that extends between the inside sled
cams 410. A pusher block 404 is formed on the central
spacer portion 402 for engagement with the middle pin
46 of the firing bar 14. A side profile of one embodiment
of an inside sled cam 410 is depicted in FIG. 21. As can
be seen in that FIG., the inside sled cam 410 has a bottom
surface 412, and a first camming surface 414 that forms
an angle "G" with the bottom surface 412 and a second
camming surface 415 that extends to a top surface 416.
In one embodiment, for example, the angle "G" may be
35 degrees and the angle "G’" may be 20 degrees. The
height of the inside sled cam 410 (the distance between
the bottom surface 412 and the top surface 416) is rep-

resented as "first" sled cam height "H". In one embodi-
ment, distance "H’ is approximately 0.173 inches and the
length of the top surface 416 may vary from embodiment
to embodiment. As will be further evident as the present
Detailed Description proceeds, the first sled cam height
represents the vertical distance that the inside sled cams
410 will drive the corresponding inside drivers 330a, 330b
toward the anvil 18 during operation.
[0054] The wedge sled 400 further comprises lateral
spacer portions 406 that extend between the inside sled
cams 410 and the outside sled cams 420 as shown in
FIGS. 20 and 23. A side profile of one embodiment of an
outside sled cam 420 is depicted in FIG. 22. In this em-
bodiment, the outside sled cam 420 has a bottom surface
422 and a first camming surface 424 that forms an angle
"I" with respect to the bottom surface 422 and a second
camming surface 425 that to a top surface 426. In one
embodiment, angle "I" may be approximately 35 degrees
and angle "I’" may be approximately 20 degrees. The
height of the outside sled cam 420 (the distance between
the bottom surface 412 and the top surface 416) is rep-
resented as the "second" sled cam height "J". In one
embodiment, distance "J’ is approximately 0.163 inches.
The second sled cam height represents the vertical dis-
tance that the outside sled cams 420 will drive the cor-
responding outside drivers 370a, 370b toward the anvil
18 during operation. The reader will understand that the
above-recited dimensions are illustrative of one embod-
iment and may vary for other embodiments.
[0055] With particular reference to FIG. 23, a portion
of the staple cartridge 300 is removed to expose portions
of the elongate channel 16, such as recesses 212, 214
and to expose some components of the staple cartridge
300 in their unfired position. In particular, the cartridge
body 302 (shown in FIG. 18) has been removed. The
wedge sled 400 is shown at its proximal, unfired position
with a pusher block 404 contacting the middle pin 46 (not
shown in FIG. 23) of the firing bar 14. The wedge sled
400 is in longitudinal sliding contact upon the cartridge
tray 224 and includes wedges sled cams 410, 420 that
force upward the double drivers 330a, 330b and the sin-
gle drivers 370b, 370b as the wedge sled 400 moves
distally. Staples 222 (not shown in FIG. 23) resting upon
the drivers 330a, 330b, 370a, 370b are thus also forced
upward into contact with the anvil forming pockets 202
in anvil 18 to form closed staples. Also depicted is the
channel slot 45 in the elongate channel 16 that is aligned
with the elongated slot 310 in the staple cartridge 300.
[0056] FIG. 24 depicts the end effector 12, which is in
an open position by a retracted closure sleeve 32, with
a staple cartridge 300 installed in the elongate channel
16. The firing bar 14 is at its proximal position, with the
upper pin 38 aligned in a non-interfering fashion with the
anvil pocket 40. The anvil pocket 40 is shown as com-
municating with the longitudinal anvil slot 42 in the anvil
18. The distally presented cutting edge 48 of the firing
bar 14 is aligned with and proximally from removed from
the vertical slot 49 in the staple cartridge 300, thereby
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allowing removal of a spent cartridge and insertion of an
unfired cartridge, which may be "snapfit" into the elongate
channel 16. Specifically, in this embodiment, extension
features 316, 318 of the staple cartridge 300 engage re-
cesses 212, 214, respectively (shown in FIG. 23) of the
elongate channel 16.
[0057] FIG. 25 depicts the end effector 12 of FIG. 23
with all of the staple cartridge 300 removed to show the
middle pin 46 of the firing bar 14 as well as portion of the
elongate channel 16 removed adjacent to the channel
slot 45 to expose the firing bar cap 44. In addition, portions
of the shaft 23 are removed to expose a proximal portion
of the firing bar 14. Projecting downward from the anvil
18 near the pivot is a pair of opposing tissue stops 244
which serve to prevent tissue from being positioned too
far up into the end effector 12 during clamping.
[0058] FIG. 26 depicts the end effector 12 in a closed
position with the firing bar 14 in an unfired position. The
upper pin 38 is in the anvil pocket 40 and is vertically
aligned with the anvil slot 42 for distal longitudinal move-
ment of the firing bar 14 during firing. The middle pin 46
is positioned to push the wedge sled 400 distally so that
the sled cams 410, 420 contact and lift double drivers
330a, 330b and the single drivers 370a, 370b, respec-
tively, to drive them upwardly toward the anvil 18.
[0059] As can be appreciated from reference to FIGS.
14A, 15A and 19A, in one embodiment of the present
invention, the distance between the bottom of the first
staple-receiving grooves 345, 347 forming the first staple
cradle 349 and the apex 203’ of forming surfaces 203 of
the corresponding forming pocket 202 of anvil 18, when
the anvil 18 is in the closed position and when the inside
driver 330a, 330b is supported on the cartridge tray 224,
is referred to herein as the first staple forming distance
"A". The distance between the bottom of the secondary
staple-receiving grooves 345, 347 forming the secondary
staple cradle 349 and the apex 203’ of the forming surface
203 of the corresponding forming pocket 202 in the anvil
18 when the anvil 18 is in the closed position and the
inside driver 330a, 330b is supported on the cartridge
tray 224 is referred to herein as the secondary staple
forming distance "B". In one embodiment, the first staple
forming distance "A" and the secondary staple forming
distance "B" are substantially equal to each other. In other
embodiments, those distances "A" and "B" may differ
from each other.
[0060] As illustrated in FIGS. 16A and 19A the distance
between the bottom of the second staple-receiving
grooves 376, 378 that form the second staple cradle 379
and the apex 203’ of the forming surface 203 of a corre-
sponding forming pocket 202 in anvil 18 when the anvil
18 is in the closed position and the outside drivers 370a,
370b are supported on the cartridge channel 224, is re-
ferred to herein as a "second" staple forming distance
"C".
[0061] FIGS. 27 and 28 illustrate the forming of staples
supported on some of the first outside drivers 370a. In
FIG. 27, one of the outside sled cams 420 of the wedge

sled 400 is initially contacting one of the outside drivers
370a. As the wedge sled 400 continues in the driving
direction represented by arrow "K" in FIG. 28, the outside
sled cam 420 causes the outside drivers 370a drive the
staples 222 supported thereby into the staple forming
pockets 202 in the anvil 18. Likewise, as the wedge sled
400 is driven in the driving direction "K" , the inside sled
cams 410 contact the inside drivers 330a, 330b and caus-
es them to drive the staples 222 supported thereby into
the corresponding staple forming pockets 202 in the anvil
18.
[0062] As indicated above, in some applications involv-
ing an area of varied tissue composition, it can be desir-
able to form rows of staples wherein the formed (final)
heights of the staples in a row that is the farthest distance
away from the cut line are greater than the formed (final)
heights of those staples in the row that is closest to the
cut line. In other applications, it may be desirable for the
formed heights of the staples in a single row to increase
(or decrease) from staple to staple. Another clinical ben-
efit would be to have the formed heights of the staples
in the outermost rows larger than formed heights of the
staples in the inside rows. The various embodiments of
the subject invention can provide these results while em-
ploying identical staples in all of the rows.
[0063] As the present Detailed Description proceeds,
those staples 222 in the outermost rows 520, 530 of sta-
ples (those staples formed using the outside staple driv-
ers 370a, 370b) will be referred to hereinafter as staples
222’ and those staples in the innermost rows 522, 524,
526, 528 of staples (those staples formed using the inside
staple drivers 330a, 330b) will be referred to hereinafter
as staples 222". It will be understood, however, that sta-
ples 222’ and 222" are identical to each other prior to
being formed by the various embodiments of the present
invention. That is, staples 222’ and 222" each have iden-
tical prong lengths "P" and widths "W".
[0064] Returning to FIGS. 14A-16A and 21 and 22, the
above desired effects may be attained by altering the
staple forming distances "A", "B", and "C" relative to each
other and/or the sled cam heights "H" and "J". In one
embodiment of the subject invention, for example, the
height "H" of each of the inside sled cams 410 is sub-
stantially equal to the sled height "J" of each of the outside
sled cams 420. See FIGS. 21 and 22. In this embodiment,
the staple forming distances "A" and "B" are substantially
equal to each other, but distances "A" and "B" are less
than the staple forming distance "C". The distance "D"
between the bottoms of the first staple-receiving grooves
345, 347 and the bottom surface 342’ of the primary driver
base 342 is substantially equal to the distance "E" be-
tween the bottoms of the secondary staple-receiving
grooves 356, 357 and the bottom surface 352’ of the sec-
ondary driver base portion 352. See FIG. 15. Also in this
embodiment, the distance "F" between the bottoms of
the second staple-receiving grooves 376 and 378 and
the bottom surface 373 of the third base 372 of the outside
drivers 370a, 370b (FIG. 16) is less than distances "D"
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and "E"(FIG. 15). Because the forming distance "C" is
greater than the forming distances "A" and "B", the sta-
ples 222 supported and formed by the outside drivers
370a, 370b are not compressed as much as the staples
supported and formed by the inside drivers 330a, 330b.
It will be understood that similar results may be attained
on the opposite side of the elongated slot 310 and the
cut line 600 formed in the tissue by using the same ar-
rangements and sizes of inside drivers 330b and outside
drivers 370b. In an alternative embodiment, the same
effect may be achieved by altering the depths of the form-
ing pockets 202 corresponding to the drivers 330a and
370b such that forming distance "C" is greater than the
forming distances ""A" and "B". That is, the depth
(distance "Z’" in FIG. 16A) of the those forming pockets
202 corresponding to the outside drivers 370a. 370b may
be greater than the depth (distance "Z" in FIG. 14A) of
the forming pockets 202 that correspond to the inside
drivers 330a, 330b.
[0065] FIG. 29 illustrates the rows of staples formed
on each side of a cut line 600 utilizing this embodiment
of the present invention wherein the forming distances
"A" and "B" are equal to each other and the forming dis-
tance "C" is greater than the forming distances "A" and
"B". For example, if forming distance "C" is 0.020" greater
than forming distances "A" and "B", the formed height of
the outside staples 222’ (represented as dimension "L" in
FIG. 30) in rows 520 and 530 would be 0.020 inches is
greater than the formed height of the inside staples 222"
(represented as dimension "M" in FIG. 31) in rows 522.
524, 526, 528.
[0066] The same result may be achieved by utilizing
another embodiment of the present invention wherein
the forming distances "A", "B" and "C" are essentially
equal. In this embodiment, however, the height of each
of the inside sled cams 410 (distance "H" in FIG. 21) is
greater than the height of each of the outside sled cams
420 (distance "J" in FIG. 22). Thus, because the height
"H" of the inside sled cams 410 is greater than the height
"J’" of the outside sled cams 420, the inside sled cams
410 will drive the corresponding inside drivers 330a, 330b
further towards the anvil than the outside sled cams 420
will drive the corresponding outside drivers 370a, 370b.
Such driving action will cause the staples supported by
the inside drivers 330a, 330b to be compressed to a
greater extent than those staples supported by the out-
side drivers 370a, 370b. For example, if distance "H" is
0.020 inches greater than distance "J", the formed height
of staples 222’ in lines 520, 530 would be 0.020" greater
than the formed height of staples 222" in lines 522, 524,
526, 528.
[0067] When employing yet another embodiment of
the present invention, the outside rows 520, 530 of sta-
ples 222’ and the inside rows 522, 528 of staples
222" may be formed with heights that are greater than
the formed heights of the staples 222" in the inside rows
524, 526. See FIG. 32. This result is achieved by making
the forming distances "C" greater than the forming dis-

tance "A" and making forming distance "A" greater than
secondary forming distance "B".
[0068] Another embodiment of the present invention
can be used to install staples where it is desirable for the
formed heights of staples in a single row to vary. One
such arrangement is depicted in FIG. 33. As can be seen
in Figure 33, the formed heights of the staples 222’ in the
outside rows 520, 530 increase when moving from the
proximal ends 521, 531 of each row 520, 530, respec-
tively to the distal ends 523, 533 of each row 520, 530,
respectively. This effect may be accomplished by de-
creasing the forming distance "C" for each succeeding
driver 370a, 370b. That is, the driver 370a closest the
proximal end of the cartridge 300 would be sized to es-
tablish a forming distance "C" that is greater than the
forming distance "C" achieved by the adjacent driver
370a and so on to achieve a condition wherein each suc-
ceeding staple 222’ (moving in the direction from the
proximal end to the distal end of the cartridge 300) would
have larger formed heights. This result could also be at-
tained in the staples 222" in rows 522, 524, 526, 528 by
similarly altering the forming
distances "A" and/or "B" attained by each driver 330a,
330b. Likewise, formed heights of the staples 222’ in the
outside rows 520, 530 could be made to decrease when
moving from the proximal ends 521, 531 of each row 520,
530, respectively, to the distal ends 523, 533 of each row
520, 530, respectively. This result may be attained by
increasing the forming distance of each succeeding driv-
er 370a, 370b. That is, the driver 370a closest the prox-
imal end of the cartridge 300 would have a forming
distance "C" that is less than the forming distance "C" of
the adjacent driver 370a and so on to achieve a condition
wherein each succeeding staple 222’ (moving in the di-
rection from the proximal end to the distal end of the
cartridge) would have smaller formed heights. See FIG.
34.
[0069] In use, the surgical stapling and severing instru-
ment 10 is used as depicted in FIGS. 1-2 and 35-41. In
FIGS. 1-2, the instrument 10 is in its start position, having
had an unfired, fully loaded staple cartridge 300 snap-
fitted into the distal end of the elongate channel 16. Both
triggers 26, 28 are forward and the end effector 12 is
open, such as would be typical after inserting the end
effector 12 through a trocar or other opening into a body
cavity. The instrument 10 is then manipulated by the cli-
nician such that tissue 248 to be stapled and severed is
positioned between the staple cartridge 300 and the anvil
18, as depicted in FIG. 35.
[0070] With reference to FIGS. 36 and 37, the clinician
then moves the closure trigger 26 proximally until posi-
tioned directly adjacent to the pistol grip 24, locking the
handle portion 20 into the closed and clamped position.
The retracted firing bar 14 in the end effector 12 does
not impede the selective opening and closing of the end
effector 12, but rather resides within the anvil pocket 40.
With the anvil 18 closed and clamped, the E-beam firing
bar 14 is aligned for firing through the end effector 12. In
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particular, the upper pin 38 is aligned with the anvil slot
42 and the elongate channel 16 is affirmatively engaged
about the channel slot 45 by the middle pin 46 and the
firing bar cap 44.
[0071] With reference to FIGS. 38 and 39, after tissue
clamping has occurred, the clinician moves the firing trig-
ger 28 proximally causing the firing bar 14 to move distally
into the end effector 12. In particular, the middle pin 46
enters the staple cartridge 300 through the firing drive
slot 47 to effect the firing of the staples 222 (not shown
in FIGS. 38 and 39) via wedge sled 400 toward the anvil
18. The lowermost pin, or firing bar cap 44, cooperates
with the middle pin 46 to slidingly position cutting edge
48 of the firing bar 14 to sever tissue. The two pins 44,
46 also position the upper pin 38 of the firing bar 14 within
longitudinal anvil slot 42 of the anvil 18, affirmatively
maintaining the spacing between the anvil 18 and the
elongate channel 16 throughout its distal firing move-
ment.
[0072] With reference to FIGS. 40 and 41, the clinician
continues moving the firing trigger 28 until brought prox-
imal to the closure trigger 26 and pistol grip 24. Thereby,
all of the ends of the staples 222 are bent over as a result
of their engagement with the anvil 18. The firing bar cap
44 is arrested against a firing bar stop 250 projecting
toward the distal end of the channel slot 45. The cutting
edge 48 has traversed completely through the tissue.
The process is complete by releasing the firing trigger 28
and by then depressing the release button 30 while si-
multaneously squeezing the closure trigger 26 to open
the end effector 12.
[0073] The various embodiments of the present inven-
tion represent vast improvements over prior staple meth-
ods that require the use of different sizes of staples in a
single cartridge to achieve staples that have differing
formed (final) heights.
[0074] Accordingly, the present invention has been
discussed in terms of endoscopic procedures and appa-
ratus. However, use herein of terms such as "endoscop-
ic" should not be construed to limit the present invention
to a surgical stapling and severing instrument for use
only in conjunction with an endoscopic tube (i.e., trocar).
On the contrary, it is believed that the present invention
may find use in any procedure where access is limited
to a small incision, including but not limited to laparo-
scopic procedures, as well as open procedures. Moreo-
ver, the unique and novel aspects of the various staple
cartridge embodiments of the present invention may find
utility when used in connection with other forms of sta-
pling apparatuses.

Claims

1. A staple cartridge (300) for use with a surgical in-
strument (10) having an end effector (12) that has
an anvil portion (18) pivotally attached thereto for
travel between open and closed positions and further

including a firing bar (14) that is selectively axially
reciprocatable therein, said staple cartridge compris-
ing:

a cartridge body (302) sized to be supported
within the end effector, said cartridge body hav-
ing a longitudinally extending slot (310) therein
for reciprocatingly receiving the firing bar there-
in;
a plurality of first inside staple drivers (330a,
330b) axially aligned in a first row of first inside
staple drivers on a first side of said longitudinally
extending slot, each of said first inside staple
drivers movably supported within said cartridge
body for selective movement toward the anvil
when the anvil is in a closed position and sup-
porting at least one staple thereon;
a plurality of first outside staple drivers (370a,
370b) axially aligned in a first row of first outside
staple drivers on said first side of said longitudi-
nally extending slot and adjacent to said first row
of said first inside staple drivers, each of said
first outside staple drivers movably supported
within said cartridge body for selective driving
movement toward the anvil when the anvil is in
the closed position and supporting another one
of said staples thereon; and
a wedge sled (400) supported within said car-
tridge body for contact with said firing bar, said
wedge sled comprising:

a first inside sled cam (410) having a first
sled cam height (H), said first inside sled
cam oriented for sequential sliding actuat-
ing contact with said first inside staple driv-
ers in said first row of said first inside staple
drivers when said firing bar is axially ad-
vanced through said elongated slot in a first
axial direction such that said first inside sta-
ple drivers are driven towards the anvil a
first distance equal to said first sled cam
height; and
a first outside sled cam (420) having a sec-
ond sled cam height (J) that differs from said
first sled cam height, said first outside sled
cam oriented for sequential sliding actuat-
ing contact with said first outside staple driv-
ers in said first row of said first outside staple
drivers when said firing bar is axially ad-
vanced through said elongated slot in the
first axial direction such that said first out-
side staple drivers are driven towards the
anvil a second distance equal to said sec-
ond sled cam height;
a plurality of staples (222) of substantially
the same size,
characterized in that the formed height of
the staples supported by the plurality of first
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inside staple drivers (330a, 330b) differs
from the formed height of the staples sup-
ported by the plurality of first outside staple
drivers (370a, 370b).

2. The staple cartridge of claim 1, wherein each of the
plurality of first inside staple drivers defines a first
staple support cradle therein for supporting a staple
thereon, said first staple support cradle located a first
staple forming distance (A) from a corresponding
portion of the closed anvil; and each of the plurality
of first outside staple drivers defines a second staple
support cradle therein for supporting another staple
thereon, said second staple support cradle located
a second staple forming distance (C) from another
portion of the closed anvil.

3. The staple cartridge of claim 2, wherein said second
staple forming distance is substantially equal to said
first staple forming distance.

4. The staple cartridge of claim 2, wherein said second
staple forming distance differs to said first staple
forming distance

5. The staple cartridge of any of claims 2-4, wherein
each said first inside staple driver supports at least
two of said staples thereon.

6. The staple cartridge of claim 5 wherein said first sta-
ple support cradle is in a primary driver portion (340)
of said first staple driver and wherein each said first
staple driver further comprises a secondary driver
portion (350) attached to said primary driver portion
and defining a secondary staple support cradle lo-
cated a secondary staple forming distance (B) from
another corresponding portion of the anvil when the
anvil is in a closed position, said secondary support
cradle supporting another one of said staples ther-
eon.

7. The staple cartridge of claim 6 wherein said second-
ary staple forming distance is substantially equal to
said first staple forming distance.

8. The staple cartridge of claim 6 wherein said second-
ary staple forming distance (B) differs from said first
staple forming distance (A).

9. The staple cartridge of claim 8, wherein the formed
height of the staples supported by the secondary sta-
ple support cradles differs from the formed height of
the staples support by the first staple support cradles
and the second staple support cradles.

Patentansprüche

1. Klammerkassette (300) zur Verwendung mit einem
chirurgischen Instrument (10) mit einem Endeffektor
(12), der einen Ambossabschnitt (18) aufweist, der
daran schwenkbar befestigt ist, um sich zwischen
offenen und geschlossenen Positionen zu bewegen,
und ferner eine Schussstange (14) einschließt, die
selektiv axial hin und her bewegbar ist, wobei die
Klammerkassette umfasst:

einen Kassettenkörper (302), der so bemessen
ist, dass er innerhalb des Endeffektors gehalten
wird, wobei der Kassettenkörper einen sich in
Längsrichtung erstreckenden Schlitz (310) da-
rin aufweist, um die sich hin und her bewegende
Schussstange darin aufzunehmen;
eine Vielzahl von ersten innenliegenden Klam-
mertreibern (330a, 330b), die axial in einer ers-
ten Reihe von ersten innenliegenden Klammer-
treibern auf einer ersten Seite des sich in Längs-
richtung erstreckenden Schlitzes ausgerichtet
sind, wobei jeder der ersten innenliegenden
Klammertreiber innerhalb des Kassettenkör-
pers zur selektiven Bewegung in Richtung des
Ambosses bewegbar gehalten wird, wenn sich
der Amboss in der geschlossenen Position be-
findet und mindestens einen Klammer darauf
hält;
eine Vielzahl von ersten außenliegenden Klam-
mertreibern (370a, 370b), die axial in einer ers-
ten Reihe von ersten außenliegenden Klammer-
treibern auf einer ersten Seite des sich in Längs-
richtung erstreckenden Schlitzes und neben der
ersten Reihe der ersten innenliegenden Klam-
mertreiber ausgerichtet sind, wobei jeder der
ersten außenliegenden Klammertreiber inner-
halb des Kassettenkörpers zur selektiven An-
triebsbewegung in Richtung des Ambosses be-
wegbar gehalten wird, wenn sich der Amboss in
der geschlossenen Position befindet und min-
destens eine andere der Klammern darauf hält;
und
einen Keilschlitten (400), der zum Kontakt mit
der Schussstange innerhalb des Kassettenkör-
pers gehalten wird, wobei der Keilschlitten um-
fasst:

einen ersten innenliegenden Schlittenno-
cken (410) mit einer ersten Schlittenno-
ckenhöhe (H), wobei der erste innenliegen-
de Schlittennocken zum aufeinander fol-
genden Gleitbetätigungskontakt mit den
ersten innenliegenden Klammertreibern in
der ersten Reihe der ersten innenliegenden
Klammertreiber orientiert ist, wenn die
Schussstange axial durch den länglichen
Schlitz hindurch in einer ersten axialen
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Richtung vorwärts bewegt wird, so dass die
ersten innenliegenden Klammertreiber um
eine erste Distanz, die der ersten Schlitten-
nockenhöhe entspricht, in Richtung des
Ambosses getrieben werden; und
einen ersten außenliegenden Schlittenno-
cken (420) mit einer zweiten Schlittenno-
ckenhöhe (J), die sich von der ersten Schlit-
tennockenhöhe unterscheidet, wobei der
erste außenliegende Schlittennocken zum
aufeinander folgenden Gleitbetätigungs-
kontakt mit den ersten außenliegenden
Klammertreibern in der ersten Reihe der
ersten außenliegenden Klammertreiber ori-
entiert ist, wenn die Schussstange axial
durch den länglichen Schlitz hindurch in ei-
ner ersten axialen Richtung vorwärts be-
wegt wird, so dass die ersten außenliegen-
den Klammertreiber um eine zweite Dis-
tanz, die der zweiten Schlittennockenhöhe
entspricht, in Richtung des Ambosses ge-
trieben werden;
eine Vielzahl von Klammern (222) mit im
Wesentlichen derselben Größe,

dadurch gekennzeichnet, dass die gebildete
Höhe der Klammern, die durch die Vielzahl der
ersten innenliegenden Klammertreiber (330a,
330b) gehalten werden, sich von der gebildeten
Höhe der Klammern unterscheidet, die durch
die Vielzahl der ersten außenliegenden Klam-
mertreiber (370a, 370b) gehalten werden.

2. Klammerkassette nach Anspruch 1, wobei jeder von
der Vielzahl von ersten innenliegenden Klammertrei-
bern eine erste Klammerhalteauflage darin definiert,
um eine Klammer darauf zu halten, wobei die erste
Klammerhalteauflage in einer ersten Klammerbil-
dungsdistanz (A) von einem entsprechenden Ab-
schnitt des geschlossenen Ambosses (A) angeord-
net ist; und jeder von der Vielzahl der ersten außen-
liegenden Klammertreiber eine zweite Klammerhal-
teauflage darin definiert, um eine andere Klammer
darauf zu halten, wobei die zweite Klammerhalteauf-
lage in einer zweiten Klammerbildungsdistanz (C)
von einem anderen Abschnitt des geschlossenen
Amboss angeordnet ist.

3. Klammerkassette nach Anspruch 2, wobei die zwei-
te Klammerbildungsdistanz im Wesentlichen gleich
der ersten Klammerbildungsdistanz ist.

4. Klammerkassette nach Anspruch 2, wobei die zwei-
te Klammerbildungsdistanz sich von der ersten
Klammerbildungsdistanz unterscheidet.

5. Klammerkassette nach einem der Ansprüche 2 bis
4, wobei jeder von den ersten innenliegenden Klam-

mertreibern mindestens zwei der Klammern darauf
hält.

6. Klammerkassette nach Anspruch 5, wobei die erste
Klammerhalteaufnahme in einem primären Treiber-
abschnitt (340) des ersten Klammertreibers ist, und
wobei jeder erste Klammertreiber ferner einen se-
kundären Treiberabschnitt (350) umfasst, der an
dem primären Treiberabschnitt befestigt ist und eine
sekundäre Klammerhalteaufnahme definiert, die in
einer sekundären Klammerbildungsdistanz (B) von
einem anderen entsprechenden Abschnitt des Am-
bosses angeordnet ist, wenn sich der Amboss in ei-
ner geschlossenen Position befindet, wobei die se-
kundäre Halteaufnahme eine andere der Klammern
darauf hält.

7. Klammerkassette nach Anspruch 6, wobei die se-
kundäre Klammerbildungsdistanz im Wesentlichen
gleich der ersten Klammerbildungsdistanz ist.

8. Klammerkassette nach Anspruch 6, wobei die se-
kundäre Klammerbildungsdistanz (B) sich von der
ersten Klammerbildungsdistanz (A) unterscheidet.

9. Klammerkassette nach Anspruch 8, wobei die gebil-
dete Höhe der Klammern, die durch die sekundäre
Klammerhalteaufnahme gehalten werden, sich von
der gebildeten Höhe der Klammern unterscheidet,
die von den ersten Klammerhalteaufnahmen und
den zweiten Klammerhalteaufnahmen gehalten
werden.

Revendications

1. Cartouche d’agrafes (300) destinée à être utilisée
avec un instrument chirurgical (10) comportant un
organe terminal effecteur (12) qui comporte une par-
tie enclume (18) fixée à pivotement à celui-ci à des
fins de déplacement entre des positions ouverte et
fermée et comprenant en outre une barre d’expul-
sion (14) qui peut réaliser, de manière sélective, un
mouvement alternatif axial dans celui-ci, ladite car-
touche d’agrafes comprenant :

un corps de cartouche (302) dimensionné afin
d’être supporté à l’intérieur de l’organe terminal
effecteur, ledit corps de cartouche comportant
une fente (310) s’étendant longitudinalement
dans celui-ci et destinée à recevoir la barre d’ex-
pulsion dans celle-ci à des fins de mouvement
alternatif ;
une pluralité de premiers éléments d’entraîne-
ment d’agrafes intérieurs (330a, 330b) alignés
axialement en une première rangée de premiers
éléments d’entraînement d’agrafes intérieurs
sur un premier côté de ladite fente s’étendant
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longitudinalement, chacun desdits premiers élé-
ments d’entraînement d’agrafes intérieurs étant
supporté de manière mobile à l’intérieur dudit
corps de cartouche à des fins de déplacement
sélectif en direction de l’enclume lorsque l’en-
clume se trouve dans une position fermée et
supportant au moins une agrafe sur celui-ci ;
une pluralité de premiers éléments d’entraîne-
ment d’agrafes extérieurs (370a, 370b) alignés
axialement en une première rangée de premiers
éléments d’entraînement d’agrafes extérieurs
sur ledit premier côté de ladite fente s’étendant
longitudinalement et adjacente à ladite première
rangée desdits premiers éléments d’entraîne-
ment d’agrafes intérieurs, chacun desdits pre-
miers éléments d’entraînement d’agrafes exté-
rieurs étant supporté de manière mobile à l’in-
térieur dudit corps de cartouche à des fins de
déplacement d’entraînement sélectif en direc-
tion de l’enclume lorsque l’enclume se trouve
dans la position fermée et supportant une autre
desdites agrafes sur celui-ci ; et
un coulisseau biseauté (400) supporté à l’inté-
rieur dudit corps de cartouche à des fins de con-
tact avec ladite barre d’expulsion, ledit coulis-
seau biseauté comprenant :

une première came de coulisseau intérieure
(410) présentant une première hauteur de
came de coulisseau (H), ladite première ca-
me de coulisseau intérieure étant orientée
à des fins de contact d’actionnement cou-
lissant successif avec lesdits premiers élé-
ments d’entraînement d’agrafes intérieurs
dans ladite première rangée desdits pre-
miers éléments d’entraînement d’agrafes
intérieurs lorsque ladite barre d’expulsion
est avancée axialement à travers ladite fen-
te allongée dans une première direction
axiale de telle sorte que lesdits premiers
éléments d’entraînement d’agrafes intéri-
eurs soient entraînés en direction de l’en-
clume sur une première distance égale à
ladite première hauteur de came de
coulisseau ; et
une première came de coulisseau extérieu-
re (420) présentant une seconde hauteur
de came de coulisseau (J) qui diffère de la-
dite première hauteur de came de coulis-
seau, ladite première came de coulisseau
extérieure étant orientée à des fins de con-
tact d’actionnement coulissant successif
avec lesdits premiers éléments d’entraîne-
ment d’agrafes extérieurs dans ladite pre-
mière rangée desdits premiers éléments
d’entraînement d’agrafes extérieurs lors-
que ladite barre d’expulsion est avancée
axialement à travers ladite fente allongée

dans la première direction axiale de telle
sorte que lesdits premiers éléments d’en-
traînement d’agrafes extérieurs soient en-
traînés en direction de l’enclume sur une
seconde distance égale à ladite seconde
hauteur de came de coulisseau ;
une pluralité d’agrafes (222) essentielle-
ment de la même taille,
caractérisée en ce que la hauteur mise en
forme des agrafes supportées par la plura-
lité de premiers éléments d’entraînement
d’agrafes intérieurs (330a, 330b) diffère de
la hauteur mise en forme des agrafes sup-
portées par la pluralité de premiers élé-
ments d’entraînement d’agrafes extérieurs
(370a, 370b).

2. Cartouche d’agrafes selon la revendication 1, dans
laquelle chacun de la pluralité de premiers éléments
d’entraînement d’agrafes intérieurs définit un pre-
mier socle de support d’agrafe dans celui-ci, destiné
à supporter une agrafe sur celui-ci, ledit premier so-
cle de support d’agrafe étant situé à une première
distance de mise en forme d’agrafe (A) par rapport
à une partie correspondante de l’enclume fermée ;
et chacun de la pluralité de premiers éléments d’en-
traînement d’agrafes extérieurs définit un second so-
cle de support d’agrafe dans celui-ci, destiné à sup-
porter une autre agrafe sur celui-ci, ledit second so-
cle de support d’agrafe étant situé à une seconde
distance de mise en forme d’agrafe (C) par rapport
à une autre partie de l’enclume fermée.

3. Cartouche d’agrafes selon la revendication 2, dans
laquelle ladite seconde distance de mise en forme
d’agrafe est essentiellement égale à ladite première
distance de mise en forme d’agrafe.

4. Cartouche d’agrafes selon la revendication 2, dans
laquelle ladite seconde distance de mise en forme
d’agrafe diffère de ladite première distance de mise
en forme d’agrafe.

5. Cartouche d’agrafes selon l’une quelconque des re-
vendications 2 à 4, dans laquelle chacun desdits pre-
miers éléments d’entraînement d’agrafes intérieurs
supporte au moins deux desdites agrafes sur celui-
ci.

6. Cartouche d’agrafes selon la revendication 5, dans
laquelle ledit premier socle de support d’agrafe se
trouve dans une partie principale d’élément d’entraî-
nement (340) dudit premier élément d’entraînement
d’agrafe et dans laquelle chacun desdits premiers
éléments d’entraînement d’agrafes comprend en
outre une partie secondaire d’élément d’entraîne-
ment (350) fixée à ladite partie principale d’élément
d’entraînement et définissant un socle de support
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d’agrafe secondaire situé à une distance de mise en
forme d’agrafe secondaire (B) par rapport à une
autre partie correspondante de l’enclume lorsque
l’enclume se trouve dans une position fermée, ledit
socle de support secondaire supportant une autre
desdites agrafes sur celui-ci.

7. Cartouche d’agrafes selon la revendication 6, dans
laquelle ladite distance de mise en forme d’agrafe
secondaire est essentiellement égale à ladite pre-
mière distance de mise en forme d’agrafe.

8. Cartouche d’agrafes selon la revendication 6, dans
laquelle ladite distance de mise en forme d’agrafe
secondaire (B) diffère de ladite première distance de
mise en forme d’agrafe (A).

9. Cartouche d’agrafes selon la revendication 8, dans
laquelle la hauteur mise en forme des agrafes sup-
portées par les socles de support d’agrafes secon-
daires diffère de la hauteur mise en forme des agra-
fes supportées par les premiers socles de support
d’agrafes et les seconds socles de support d’agra-
fes.
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