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(54) DRAINAGE STRUCTURE FOR WASHING MACHINE

(57) The present invention provides a washing ma-
chine drainage structure for a washing machine in which
there is not water between an inner tub and an outer tub
in washing and rinsing processes. The drainage structure
comprises a ball valve (33) and a driving device for con-
trolling opening and closing of the ball valve (33), a drain-
age outlet is arranged at a bottom wall of an inner tub
(1), a water inlet end of the ball valve (33) is communi-
cated with the drainage outlet, and the ball valve (33) is
driven by the driving device to be closed in the washing
and rinsing processes and opened in draining and dehy-
drating processes. According to the drainage structure
provided by the present invention, the ball valve (33) is
driven by the driving device to be closed or opened so
as to close or open the drainage outlet, thereby imple-
menting drainage; and the drainage structure provided
by the present invention has a simple structure and is
convenient to be mounted.
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Description

TECHNICAL FIELD

[0001] The present invention relates to the technical
field of washing machines, and particularly relates to a
washing machine drainage structure.

BACKGROUND

[0002] With the improvement of the living standards,
people have higher and higher demands on washing ma-
chines. A washing machine with a simple clothes wash-
ing function cannot meet the demands of people. Partic-
ularly, energy and development have become a theme
of social development, so people do not only have a basic
clothes washing demand on the washing machine, but
also take energy saving as an important factor to meas-
ure the washing machine. An ordinary pulsator washing
machine has a large amount of water between an inner
tub and an outer tub in a water supplying process, so that
the water outside the inner tub is wasted in a washing
process. Currently, a water-saving type washing ma-
chine is developed, the lower part of a tub wall of the
inner tub of such washing machine is not provided with
dehydration and drainage holes, so that water only exists
in the inner tub, but does not exist between the inner tub
and the outer tub in the water supplying process; there-
fore, water in such washing machine can be fully utilized,
and the amount of water in the water supplying process
of such washing machine is 40% less than other washing
machines ess, and meanwhile, the amount of a detergent
used in such washing machine can also be reduced; fur-
thermore, the amount of the water supplied into the inner
tub is reduced, so that the load of the washing machine
is reduced to a certain extent, and more electricity is
saved.
[0003] However, the above water-saving type washing
machine also has a defect that as the inner tub is not
provided with dehydration and drainage holes, water can-
not be drained in time in a dehydrating process, and the
dehydrating process starts slowly with great vibrations
and takes a relatively long time for dehydration, so that
the energy efficiency is low and the dehydrated clothes
have a relatively high water content.
[0004] Therefore, how to better solve the drainage
problem of such washing machine is important to improve
experience of users.

SUMMARY

[0005] To solve the problems described above, the
present invention provides a washing machine drainage
structure. Specifically, a technical solution adopted by
the present invention is as follows.
[0006] A washing machine drainage structure for a
washing machine which has no water between an inner
tub and an outer tub in washing and rinsing processes,

the washing machine comprises an inner tub without
holes in the lower part of a tub side wall, a drainage outlet
is arranged at a bottom wall of the inner tub, a water inlet
end of a ball valve is communicated with the drainage
outlet, and the ball valve is driven by the driving device
to be closed in the washing and rinsing processes and
opened in a draining procedure.
[0007] Further, the ball valve comprises a first valve
rod and a second valve rod, the driving device drives the
first valve rod to rotate for 90 degrees to open the ball
valve, and the driving device drives the second valve rod
to reversely rotate for 90 degrees to close the ball valve.
[0008] Further, the ball valve comprises a valve casing
and a ball body, the ball body is rotatably arranged in the
valve casing, and the first valve rod and the second valve
rod are connected respectively with the ball body of the
ball valve through a hinge.
[0009] Further, the washing machine comprises an
outer tub coaxially mounted outside the inner tub;
the driving device comprises a first stop lever assembly
and a second stop lever assembly, both of which are
mounted on a bottom wall of the outer tub; and
the first valve rod is stopped by the first stop lever as-
sembly and rotates for 90 degrees in a reverse direction
so as to open the ball valve when the inner tub rotates
in a forward direction, and the second valve rod is
stopped by the second stop lever assembly and rotates
for 90 degrees in the forward direction so as to close the
ball valve when the inner tub rotates in the reverse direc-
tion.
[0010] Further, the lengths of the first valve rod and
the second valve rod meet: the first valve rod rotates for
90 degrees in the reverse direction as being stopped by
the first stop lever assembly and then is separated from
the first stop lever assembly, and the second valve rod
rotates for 90 degrees in the forward direction as being
stopped by the second stop lever assembly and then is
separated from the second stop lever assembly.
[0011] Further, each of the first stop lever assembly
and the second stop lever assembly respectively com-
prises a stop lever capable of moving upwards and down-
wards;
the first stop lever assembly is arranged at the outer side
of the second stop lever assembly, and the length of the
first valve rod is larger than the length of the second valve
rod, so that the stop lever of the first stop lever assembly
only stops the first valve rod when moving upwards; and
the length of the stop lever of the second stop lever as-
sembly is smaller than the length of the stop lever of the
first stop lever assembly, and a distance between the
second valve rod and the bottom wall of the outer tub is
smaller than a distance between the first valve rod and
the bottom wall of the outer tub, so that the stop lever of
the second stop lever assembly only stops the second
valve rod when moving upwards.
[0012] Further, each of the first stop lever assembly
and the second stop lever assembly comprises the stop
lever, a nut, a sealing sleeve, a fixing disk and a com-
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pression spring, the stop levers pass through the bottom
wall of the outer tub, the upper part of each stop lever is
located between the inner tub and the outer tub, the lower
part of each stop lever is located at the exterior of the
bottom wall of the outer tub, each sealing sleeve is set
on the upper part of the stop lever and extends and con-
tracts along with the movement of the stop lever, one end
of each sealing sleeve is fixed on the stop lever through
the nut, and the other end of each sealing sleeve is fixed
on the bottom wall of the outer tub through the fixing disk
in a sealed manner; and each spring is set over the lower
part of the stop lever.
[0013] Further, a stop nut for stopping one end of each
compression spring is arranged at the lower end of the
stop lever, and each compression spring is arranged be-
tween the bottom wall of the outer tub and the stop nut.
[0014] Further, the bottom wall of the outer tub is pro-
vided with a groove structure, the first stop lever assem-
bly and the second stop lever assembly are mounted in
the groove structure, and the groove structure is provided
with an outer tub drainage outlet.
[0015] Further, the driving device further comprises a
press plate, a support, a pull rod and a traction motor,
the support is fixed on the outer side of the bottom wall
of the outer tub, the pull rod is rotatably mounted on the
support, one end of the pull rod is connected with the
traction motor, the other end of the pull rod is fixedly con-
nected with the press plate, and two ends of the press
plate press on the first stop lever assembly and the sec-
ond stop lever assembly, respectively; and
the pull rod and the press plate rotate around the support
under the traction of the traction motor, when one end of
the press plate moves upwards, the press plate presses
the first stop lever assembly to move upwards, and the
other end of the press plate moves downwards and then
the second stop lever assembly moves downwards.
[0016] According to the present invention, only the up-
per part of the side wall of the inner tub is provided with
a circle of dehydration and drainage holes, the dehydra-
tion and drainage holes are arranged at positions above
the maximum water level of the inner tub of the washing
machine and are used for draining dehydrated water in
a dehydrating process, and other parts of the side wall
of the inner tub are designed to be closed and are not
provided with any through hole structure. Meanwhile, the
drainage outlet with a relatively large aperture is arranged
at the bottom wall of the inner tub, the drainage outlet is
closed in the washing and rinsing processes and is
opened in the draining process, and other parts of the
bottom wall of the inner tub are designed to be closed.
[0017] The drainage structure provided by the present
invention is applicable to the washing machine with the
inner tub, the bottom wall of the inner tub is provided with
the drainage outlet, and the ball valve of the drainage
structure is driven by the driving device to be closed in
the washing and rinsing processes and opened in the
draining process. Therefore, according to the drainage
structure provided by the present invention, the ball valve

is driven by the driving device to be closed or opened so
as to close or open the drainage outlet , thereby imple-
menting drainage of the washing machine without holes
in the lower part of the side wall of the inner tub; and the
drainage structure provided by the present invention has
a simple structure, is convenient to be mounted and is
very valuable for market popularization.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018]

Fig. 1 is a stereoscopic view of a drainage structure
mounted at the bottom of an inner tub of the present
invention;
Fig. 2 is a bottom view of a drainage structure mount-
ed at the bottom of an inner tub of the present inven-
tion;
Fig. 3 is a stereoscopic view of a drainage structure
mounted at the bottom of an outer tub of the present
invention;
Fig. 4 is a top view of Fig. 3 of the present invention;
Fig. 5 is a cutaway view of Fig. 3 of the present in-
vention;
Fig. 6 is a stereoscopic view of a first stop lever as-
sembly and a second stop lever assembly of the
present invention; and
Fig. 7 is a cutaway view of a first stop lever assembly
or a second stop lever assembly of the present in-
vention.

Reference signs:

[0019] 1-inner tub; 13-outer tub; 14-outer tub drainage
outlet ; 15-groove structure; 16-first stop lever assembly;
17-second stop lever assembly; 18-pull rope; 19-traction
motor; 20-press plate; 21-support; 22-pull rod; 23-stop
lever; 24-nut; 25-sealing sleeve; 26-fixing disk; 27-com-
pression spring; 28-fixed base; 29-stop nut; 30-first valve
rod; 31-second valve rod; 32-hinge; and 33-ball valve.

DETAILED DESCRIPTION

[0020] A washing machine drainage structure of the
present invention is described in detail below in conjunc-
tion with the accompanying drawings.
[0021] As shown in Fig. 1 and Fig. 2, a washing ma-
chine drainage structure for a washing machine in which
there is not water between an inner tub and an outer tub
in washing and rinsing processes, is provided. The wash-
ing machine comprises an inner tub 1 without holes in
the lower part of a tub side wall. The drainage structure
comprises a ball valve 33 and a driving device. A drainage
outlet is arranged at a bottom wall of the inner tub 1, a
water inlet end of the ball valve 33 is communicated with
the drainage outlet. The ball valve 33 is driven by the
driving device to be closed in the washing and rinsing
processes and opened in a draining procedure.
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[0022] In the present invention, only the upper part of
a side wall of the inner tub 1 is provided with dehydration
and drainage holes in a circle. The dehydration and drain-
age holes are arranged at positions above the maximum
water level of the inner tub of the washing machine and
are used for draining dehydrated water in a dehydrating
process, and other parts of the side wall of the inner tub
1 are designed to be closed and are not provided with
any through hole structure. Meanwhile, the drainage out-
let with a larger aperture is arranged at the bottom wall
of the inner tub 1. The drainage outlet is closed in the
washing and rinsing processes and is opened in the
draining process, and other parts of the bottom wall of
the inner tub 1 are designed to be closed.
[0023] The ball valve is a valve in which a ball body
with a circular channel serves as an open-close compo-
nent and which is opened and closed as the ball body
rotates along with valve rods. The open-close component
of the ball valve is a ball body with a hole and rotates
around an axial line vertical to the channel so as to
achieve the purpose of opening and closing the channel.
The ball valve is mainly used for opening and closing a
pipeline and a device medium. Therefore, in the washing
machine drainage structure provided by the present in-
vention, the ball valve 33 is mounted on the drainage
outlet and is opened and closed by the driving device
driving the valve rods of the ball valve 33 according to
the working principles of the ball valve.
[0024] The washing machine drainage structure of the
present invention adopting the ball valve mainly has the
following advantages:

1. the opening and closing operations can be fre-
quently performed, and it is fast and light to open
and close;
2. The fluid resistance during draining is small;
3.The ball valve has simple structure, relatively small
volume, light weight, and is easy to maintain;
4. The sealing property is good;
5. The mounting direction of the ball valve is not lim-
ited, and the medium can flow in any directions; and
6. No vibration is caused, and noise is low.

[0025] The drainage structure provided by the present
invention is applicable to the washing machine in which
there is not water between an inner tub and an outer tub
in washing and rinsing processes. The drainage outlet is
arranged at the bottom wall of the inner tub 1, and the
ball valve 33 of the drainage structure is driven by the
driving device to be closed in the washing and rinsing
processes and opened in the draining process. There-
fore, according to the drainage structure provided by the
present invention, the ball valve is driven by the driving
device to be closed or opened so as to close or open the
drainage outlet , thereby implementing drainage. And the
washing machine drainage structure provided by the
present invention has a simple structure, is convenient
to be mounted and is very valuable for market populari-

zation.
[0026] As a preferred embodiment of the present in-
vention, the ball valve 33 comprises a first valve rod 30
and a second valve rod 31. The driving device drives the
first valve rod 30 to rotate for 90 degrees to open the ball
valve 33, and the driving device drives the second valve
rod 31 to reversely rotate for 90 degrees to close the ball
valve 33.
[0027] In the present invention, the ball valve 33 com-
prises two valve rods for controlling the opening and clos-
ing of the ball valve 33 respectively, so that the ball valve
33 can be opened and closed by just controlling the driv-
ing device to control the first valve rod 30 and the second
valve rod 31 to rotate.
[0028] Specifically, the ball valve 33 comprises a valve
casing and a ball body, the ball body is rotatably arranged
in the valve casing, and the first valve rod 30 and the
second valve rod 31 are connected respectively with the
ball body of the ball valve 33 through a hinge 32.
[0029] It is a key point of the present invention how to
realize the rotation of the first valve rod 30 and the second
valve rod 31 of the present invention and then to open
and close the ball valve 33. Therefore, the present inven-
tion adopts the following technical solution to drive the
first valve rod 30 and the second valve rod 31 to rotate.
[0030] As shown in Fig. 1, Fig. 3, Fig. 4 and Fig. 5, the
washing machine comprises an outer tub 13 coaxially
mounted outside the inner tub1.
[0031] In the present invention, the driving device com-
prises a first stop lever assembly 16 and a second stop
lever assembly 17, both of which are mounted on the
bottom wall of the outer tub 13.
[0032] The first valve rod 30 is stopped by the first stop
lever assembly 16 and rotates for 90 degrees in a reverse
direction so as to open the ball valve 33 when the inner
tub 1 rotates in a forward direction, and the second valve
rod 31 is stopped by the second stop lever assembly 17
and rotates for 90 degrees in the forward direction so as
to close the ball valve 33 when the inner tub 1 rotates in
the reverse direction.
[0033] In the present invention, the rotation in the for-
ward direction or the reverse direction does not limit ro-
tation of the inner tub 1 in a constant direction, but only
limits rotation of the inner tub 1 in two directions in the
draining process. For example, when a clockwise direc-
tion is the forward direction, an anticlockwise direction is
the reverse direction, vice versa. In the accompanying
drawings of the present invention, the inner tub 1 rotates
in the clockwise direction as the forward direction, and
the inner tub 1 rotates in the anticlockwise direction as
the reverse direction. In the present invention. The inner
tub 1 rotates in two directions in order to open the ball
valve 33 before draining and to close the ball valve 33
after the draining is completed.
[0034] As a preferred embodiment of the present in-
vention, each of the first stop lever assembly 16 and the
second stop lever assembly 17 comprises a stop lever
23 capable of moving upwards and downwards. The stop
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levers 23 of the first stop lever assembly 16 and the sec-
ond stop lever assembly 17 need to respectively act on
the first valve rod 30 and the second valve rod 31. The
ball valve 33 cannot be opened and closed if action ob-
jects are wrong.
[0035] Therefore, the first stop lever assembly 16 is
arranged outside the second stop lever assembly 17. The
length of the first valve rod 30 is larger than the length of
the second valve rod 31, so that the stop lever 23 of the
first stop lever assembly 16 only stops the first valve rod
30 when moving upwards.
[0036] In this way, the first stop lever assembly 16 is
arranged on the outer side of a free end of the second
valve rod 31. The first stop lever assembly 16 cannot
stop the second valve rod 31 and only can stop the first
valve rod 30 when moving upwards. The first valve rod
30 drives the channel of the ball body of the ball valve
33 to be opened as being stopped by the first stop lever
assembly 16, and the ball valve 33 is opened.
[0037] The length of the stop lever 23 of the second
stop lever assembly 17 is smaller than the length of the
stop lever 23 of the first stop lever assembly 16. A dis-
tance between the second valve rod 31 and the bottom
wall of the outer tub 13 is smaller than a distance between
the first valve rod 30 and the bottom wall of the outer tub
13, so that the stop lever 23 of the second stop lever
assembly 17 only stops the second valve rod 31 when
moving upwards.
[0038] In this way, the height of the stop lever 23 of the
second stop lever assembly 17 moving upwards only can
allow that the stop rod 23 of the second stop rod assembly
17 to stop the second valve rod 31 rather than the first
valve rod 30. The second valve rod 31 drives the channel
of the ball body of the ball valve 33 to be closed as being
stopped by the stop lever 23 of the second stop lever
assembly 17, and the ball valve 33 is closed.
[0039] In the present invention, the lengths of the first
valve rod 30 and the second valve rod 31 meet: the first
valve rod 30 rotates for 90 degrees in the reverse direc-
tion as being stopped by the first stop lever assembly 16
and then is separated from the first stop lever assembly
16, and the second valve rod 31 rotates for 90 degrees
in the forward direction as being stopped by the second
stop lever assembly 17 and then is separated from the
second stop lever assembly 17.
[0040] In this way, the ball valve 33 can be opened and
closed only after the first valve rod 30 and the second
valve rod 31 rotate to right positions. Besides, when the
ball valve 33 is opened and closed, the first valve rod 30
and the second valve rod 31 cannot rotate anymore after
rotating to the right positions, and the first stop lever as-
sembly 16 and the second stop lever assembly 17 must
be separated from the first valve rod 30 and the second
valve rod 31 so as to not influence operation of the inner
tub1.
[0041] Therefore, free ends of the first valve rod 30 and
the second valve rod 31 cannot extend out of the edge
of the inner tub 1.

[0042] As shown in Fig. 6 and Fig. 7, in the present
invention, each of the first stop lever assembly 16 and
the second stop lever assembly 17 comprises the stop
lever 23, a nut 24, a sealing sleeve 25, a fixing disk 26
and a compression spring 27. The stop levers 23 pass
through the bottom wall of the outer tub 13. In the present
invention, the stop levers 23 of the first stop lever assem-
bly 16 and the second stop lever assembly 17 can move
upwards and downwards in order to stop the first valve
rod 30 and the second valve rod 31. The upper part of
each stop lever 23 is located between the inner tub 1 and
the outer tub 13, and the lower part of each stop lever 23
is located at the exterior of the bottom wall of the outer
tub 13. The sealing sleeve 25 is set on the upper part of
the corresponding stop lever 23 and can extend and con-
tract along with the movement of the corresponding stop
lever 23. One end of each sealing sleeve 25 is fixed on
the corresponding stop lever 23 through the nut 24, and
the other end of each sealing sleeve 25 is fixed on the
bottom wall of the outer tub 13 through the fixing disk in
a sealed manner in order to keep sealing between the
first stop lever assembly 16 and the second stop lever
assembly 17 and the outer tub 13 so as to prevent water
leakage.
[0043] In the present invention, each compression
spring 27 is arranged at the lower part of the correspond-
ing stop lever 23. A stop nut 29 for stopping one end of
each compression spring 27 is arranged at the lower end
of the corresponding stop lever 23. And each compres-
sion spring 27 is arranged between the bottom wall of
the outer tub 13 and the corresponding stop nut 29.
[0044] Further, a fixed base 28 is mounted on the outer
tub 13, the stop levers 23 pass through the fixed base
28, and the compression springs 27 are arranged be-
tween the fixed base 28 and the stop nuts 29, thereby
preventing the compression springs 27 from pressing the
outer tub 13 while being pressed so as to prevent damage
to the outer tub 13 caused by frequent press.
[0045] In the present invention, the ball valve 33 is
mounted between the inner tub 1 and the outer tub 13.
In order to provide enough space for mounting the ball
valve 33, a groove structure 15 is formed in the bottom
wall of the outer tub 13. The first stop lever assembly 16
and the second stop lever assembly 17 are mounted in
the groove structure 15, and the groove structure 15 is
provided with an outer tub drainage outlet 14.
[0046] In the present invention, in order to implement
the upwards and downwards movement of the first stop
lever assembly 16 and the second stop lever assembly
17, as a preferred embodiment of the present invention,
as shown in Fig. 3, Fig. 4 and Fig. 5, the driving device
further comprises a press plate 20, a support 21, a pull
rod 22 and a traction motor 19. The support 21 is fixed
on the outer side of the bottom wall of the outer tub 13,
the pull rod 22 is rotatably mounted on the support 21,
one end of the pull rod 22 is connected with the traction
motor 19, the other end of the pull rod 22 is fixedly con-
nected with the press plate 20, and two ends of the press
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plate 20 press on the first stop lever assembly 16 and
the second stop lever assembly 17, respectively; the pull
rod 22 and the press plate 20 rotate around the support
21 under the traction of the traction motor 19. When one
end of the press plate 20 moves upwards, the press plate
presses the first stop lever assembly 16 to move up-
wards, the other end of the press plate 20 moves down-
wards and then the second stop lever assembly 17
moves downwards.
[0047] As a preferred embodiment of the present in-
vention, the traction motor 19 is connected with the pull
rod 22 through a pull rope 18.
[0048] What described above are only preferred em-
bodiments of the present invention, but are not intended
to limiting the scope of the present invention in any forms.
Although the present invention has been disclosed in
terms of preferred embodiment, it is not limited thereto.
Without departing from the scope of the technical solution
of the present invention, any persons skilled in the
present invention can make equivalent embodiments
with various alterations and modifications as equivalent
variations by utilizing the above-mentioned technical
contents. However, without departing from the contents
of the technical solution of the present invention, any sim-
ple changes, equivalent variations and modifications
made according to the technical essence of the present
invention shall all be covered within the scope of the tech-
nical solution of the present invention.

Claims

1. A washing machine drainage structure for a washing
machine in which there is not water between an inner
tub and an outer tub in washing and rinsing process-
es, which comprises an inner tub (1) without holes
in a lower part of a tub side wall,
comprising a ball valve (33) and a driving device,
a drainage outlet arranged at a bottom wall of the
inner tub (1),
a water inlet end of the ball valve (33) being commu-
nicated with the drainage outlet, and
the ball valve (33) being driven by the driving device
to be closed in the washing and rinsing processes
and opened in a draining process.

2. The washing machine drainage structure according
to claim 1, characterized in that the ball valve (33)
comprises a first valve rod (30) and a second valve
rod (31), the driving device drives the first valve rod
(30) to rotate for 90 degrees to open the ball valve
(33), and the driving device drives the second valve
rod (31) to reversely rotate for 90 degrees to close
the ball valve (33).

3. The washing machine drainage structure according
to claim 2, characterized in that the ball valve (33)
comprises a valve casing and a ball body, the ball

body is rotatably arranged in the valve casing,
the first valve rod (30) and the second valve rod (31)
are connected respectively with the ball body of the
ball valve (33) through a hinge (32).

4. The washing machine drainage structure according
to claim 2 or 3, characterized in that, the washing
machine comprises an outer tub (13) coaxially
mounted outside the inner tub (1);
the driving device comprises a first stop lever as-
sembly (16) and a second stop lever assembly (17),
both of which are mounted on a bottom wall of the
outer tub (13); and
the first valve rod (30) is stopped by the first stop
lever assembly (16) and rotates for 90 degrees in a
reverse direction so as to open the ball valve (33)
when the inner tub (1) rotates in a forward direction,
and
the second valve rod (31) is stopped by the second
stop lever assembly (17) and rotates for 90 degrees
in the forward direction so as to close the ball valve
(33) when the inner tub (1) rotates in the reverse
direction.

5. The washing machine drainage structure according
to claim 4, characterized in that, the lengths of the
first valve rod (30) and the second valve rod (31)
allow that:

the first valve rod (30) rotates for 90 degrees in
the reverse direction as being stopped by the
first stop lever assembly (16) and then is sepa-
rated from the first stop lever assembly (16), and
the second valve rod (31) rotates for 90 degrees
in the forward direction as being stopped by the
second stop lever assembly (17) and then is
separated from the second stop lever assembly
(17).

6. The washing machine drainage structure according
to claim 4, characterized in that, each of the first
stop lever assembly (16) and the second stop lever
assembly (17) respectively comprises a stop lever
(23) capable of moving upwards and downwards;
the first stop lever assembly (16) is arranged outside
the second stop lever assembly (17), and a length
of the first valve rod (30) is larger than a length of
the second valve rod (31), so that the stop lever (23)
of the first stop lever assembly (16) only stops the
first valve rod (30) when moving upwards; and
the length of the stop lever (23) of the second stop
lever assembly (17) is smaller than the length of the
stop lever (23) of the first stop lever assembly (16),
and a distance between the second valve rod (31)
and the bottom wall of the outer tub (13) is smaller
than a distance between the first valve rod (30) and
the bottom wall of the outer tub (13), so that the stop
lever (23) of the second stop lever assembly (17)
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only stops the second valve rod (31) when moving
upwards.

7. The washing machine drainage structure according
to claim 4, characterized in that, each of the first
stop lever assembly (16) and the second stop lever
assembly (17) comprises the stop lever (23), a nut
(24), a sealing sleeve (25), a fixing disk (26) and a
compression spring (27),
the stop levers (23) pass through the bottom wall of
the outer tub (13), an upper part of each stop lever
(23) is located between the inner tub (1) and the outer
tub (13), a lower part of each stop lever (23) is located
at an exterior of the bottom wall of the outer tub (13),
each sealing sleeve (25) is set on the upper part of
the stop lever (23) and extends and contracts along
with the movement of the stop lever (23),
one end of each sealing sleeve (25) is fixed on the
stop lever (23) through the nut (24), and the other
end of each sealing sleeve (25) is fixed on the bottom
wall of the outer tub (13) through the fixing disk (26)
in a sealed manner; and each compression spring
(27) is set around the lower part of the stop lever (23).

8. The washing machine drainage structure according
to claim 7, characterized in that, a stop nut (29) for
stopping one end of each compression spring (27)
is arranged at a lower end of the stop lever (23), and
each compression spring (27) is arranged between
the bottom wall of the outer tub (13) and the stop nut
(29).

9. The washing machine drainage structure according
to claim 4, characterized in that, the bottom wall of
the outer tub (13) is provided with a groove structure
(15), the first stop lever assembly (16) and the sec-
ond stop lever assembly (17) are mounted in the
groove structure (15), and the groove structure (15)
is provided with an outer tub drainage outlet (14).

10. The washing machine drainage structure according
to claim 4, characterized in that, the driving device
further comprises a press plate (20), a support (21),
a pull rod (22) and a traction motor (19),
the support (21) is fixed on an outer side of the bottom
wall of the outer tub (13),
the pull rod (22) is rotatably mounted on the support
(21), one end of the pull rod (22) is connected with
the traction motor (19), the other end of the pull rod
(22) is fixedly connected with the press plate (20),
and two ends of the press plate (20) press on the
first stop lever assembly (16) and the second stop
lever assembly (17) respectively; and
the pull rod (22) and the press plate (20) rotate
around the support (21) under the traction of the trac-
tion motor (19),
when one end of the press plate (20) moves up-
wards, the press plate presses the first stop lever

assembly (16) to move upwards, and the other end
of the press plate (20) moves downwards and then
the second stop lever assembly (17) moves down-
wards.
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