
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

41
8 

40
3

B
1

TEPZZ 4_84Z¥B_T
(11) EP 2 418 403 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
03.01.2018 Bulletin 2018/01

(21) Application number: 10761554.4

(22) Date of filing: 12.03.2010

(51) Int Cl.:
F16H 61/425 (2010.01) E02F 9/22 (2006.01)

B60W 10/06 (2006.01) B60W 10/103 (2012.01)

B60W 30/188 (2012.01) F16H 61/47 (2010.01)

(86) International application number: 
PCT/JP2010/054248

(87) International publication number: 
WO 2010/116853 (14.10.2010 Gazette 2010/41)

(54) CONSTRUCTION VEHICLE

ERDBEWEGUNGSMASCHINE

ENGIN DE CHANTIER

(84) Designated Contracting States: 
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR 
HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL 
PT RO SE SI SK SM TR

(30) Priority: 09.04.2009 JP 2009094690

(43) Date of publication of application: 
15.02.2012 Bulletin 2012/07

(73) Proprietor: Komatsu Ltd.
Minato-ku
Tokyo 107-8414 (JP)

(72) Inventor: SHIRAO, Atsushi
Komatsu-shi
Ishikawa 923-0392 (JP)

(74) Representative: Flügel Preissner Schober Seidel
Patentanwälte PartG mbB 
Nymphenburger Strasse 20a
80335 München (DE)

(56) References cited:  
WO-A1-2006/062018 JP-A- 10 151 965
JP-A- 2002 372 148 JP-A- 2004 190 615
JP-A- 2006 090 384 JP-A- 2009 041 533



EP 2 418 403 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The present invention relates to an HST-type
construction vehicle configured to travel by driving a hy-
draulic motor for travelling by means of the pressurized
oil discharged from a hydraulic pump to be driven by an
engine.

BACKGROUND ART

[0002] Some construction vehicles such as the wheel
loaders include so-called an HST (Hydro-Static
Transmission) . In travelling, the HST is configured to
cause an engine to drive a hydraulic pump and drive a
hydraulic motor for travelling (hereinafter referred to as
the travelling hydraulic motor) by means of the pressu-
rized oil discharged from the hydraulic pump.
[0003] For example, Patent Literature 1 describes an
exemplary HST system of a 1-pump 1-motor type. Fur-
ther, Patent Literature 2 describes an exemplary HST
system of a 1-pump 2-motors type. Further HST-type
construction vehicles are known from the documents JP
2009 041533 A and JP 2002 372148 A.
[0004] The aforementioned HST-type construction ve-
hicles travel at the maximum vehicle speed when a trav-
elling load is minimized while an accelerator pedal is fully
pressed down.
[0005] Further, the construction vehicles allowed to
travel on the public roads are designed to travel within a
vehicle speed limit (normally specified in the respective
countries and regions, for instance, 38 km/h) even when
reaching the maximum vehicle speed.
[0006] It should be noted that Patent Literature 1 de-
scribes a configuration that an operator is allowed to
change the lower limit of the displacement of the travelling
hydraulic motor for arbitrarily changing the maximum ve-
hicle speed of the construction vehicle in accordance with
an operator’s intention. In this case, the construction ve-
hicle is still designed to travel within the vehicle speed
limit even when reaching the maximum vehicle speed.

SUMMARY

[0007] Meanwhile, the aforementioned construction
vehicles often travel at the maximum vehicle speed dur-
ing travelling on the flatland at a high speed while the
accelerator pedal is fully pressed down by an operator
for increasing productivity. In this case, the engine speed
is maximized in response to the maximum acceleration
opening degree.
[0008] A load during travelling on the flatland at the
maximum vehicle speed is less than that during an ex-
cavation work using a working unit or that during travelling
on an upward slope . Even when a load is small, there
still remains a room for improvement of fuel efficiency in
the well-known method that the engine speed is maxi-

mized as described above.
[0009] It is an object of the present invention to provide
a construction vehicle including an HST for enhancing
fuel consumption rate during high speed travelling and
etc.
[0010] A construction vehicle according to a first aspect
of the present invention includes an engine, a hydraulic
pump for travelling, an accelerator pedal, a hydraulic mo-
tor for travelling, a travelling load detecting section, a
vehicle speed detecting section and a control unit. The
hydraulic pump for travelling is configured to be driven
by the engine. The accelerator pedal is configured to ad-
just an acceleration opening degree in accordance with
a pressed amount thereof . The hydraulic motor for trav-
elling is configured to be driven by the pressurized oil
discharged from the hydraulic pump for travelling. The
travelling load detecting section is configured to detect a
magnitude of the travelling load applied in travelling. The
vehicle speed detecting section is configured to detect a
vehicle speed. The control unit is configured to set an
upper limit of a command value of the acceleration open-
ing degree in accordance with the magnitude of the trav-
elling load and a magnitude of the vehicle speed. Further,
the control unit is configured to set a lower limit of a dis-
placement of the hydraulic motor for travelling in order
to maximize the vehicle speed at the acceleration open-
ing degree limited to a predetermined amount.
[0011] According to the first aspect of the present in-
vention, the construction vehicle (e.g., a wheel loader)
including an HST is configured to execute the control for
changing the upper limit of the command value of the
acceleration opening degree in accordance with the trav-
elling load.
[0012] Specifically, at around the maximum vehicle
speed, the upper limit of the acceleration opening degree
is set to be smaller in proportion to increase in the vehicle
speed towards the maximum vehicle speed. Further, at
around the maximum vehicle speed, the upper limit of
the command value of the acceleration opening degree
is set to be larger/smaller in proportion to increase/re-
duction in the travelling load detected by the travelling
load detecting section. On the other hand, the lower limit
of the motor displacement is set for maximizing the ve-
hicle speed at the acceleration opening degree limited
to the predetermined amount. Accordingly, the vehicle
speed is reliably maximized even when the acceleration
opening degree is limited.
[0013] Based on the above, the engine speed is limited
at around the maximum vehicle speed even when the
accelerator pedal is fully pressed down by an operator,
for instance, during travelling on a flatland under a small
travelling load. Therefore, the construction vehicle can
travel at the maximum vehicle speed while the fuel con-
sumption is inhibited.
[0014] A construction vehicle according to a second
aspect of the present invention includes an engine, a
hydraulic pump for travelling, an accelerator pedal, a hy-
draulic motor for travelling, a vehicle speed detecting sec-
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tion, a storage section and a control unit. The hydraulic
pump for travelling is configured to be driven by the en-
gine. The accelerator pedal is configured to adjust an
acceleration opening degree in accordance with a
pressed amount thereof. The hydraulic motor for travel-
ling is configured to be driven by the pressurized oil dis-
charged from the hydraulic pump for travelling. The ve-
hicle speed detecting section is configured to detect a
vehicle speed. The storage section is configured to store
an engine torque curve having a characteristic that an
engine rotation is reduced in proportion to increase in the
vehicle speed towards a maximum vehicle speed. The
control unit is configured to control the engine based on
the engine torque curve in accordance with a magnitude
of the vehicle speed. Further, the control unit is config-
ured to set a lower limit of a displacement of the hydraulic
motor for travelling in order to maximize the vehicle speed
at the acceleration opening degree limited to a predeter-
mined amount.
[0015] According to the second aspect of the present
invention, the construction vehicle (e.g., a wheel loader)
including an HST preliminarily stores the engine torque
curve having the characteristic that the engine speed is
reduced in proportion to increase in the vehicle speed
towards the maximum vehicle speed. Further, the con-
struction vehicle is configured to change the engine
torque curve in accordance with the magnitude of the
vehicle speed in order to control the engine.
[0016] Based on the above, the optimal engine torque
curve is selected even when the accelerator pedal is fully
pressed down by an operator, for instance, during trav-
elling on a flatland under a small travelling load. There-
fore, the construction vehicle can travel at the maximum
vehicle speed while the fuel consumption is inhibited.
[0017] A construction vehicle according to a third as-
pect of the present invention relates to the construction
vehicle according to the second aspect of the present
invention. The construction vehicle further includes a
travelling load detecting section configured to detect a
magnitude of a travelling load to be applied in travelling.
Further, the storage section stores an engine torque
curve having a characteristic that an engine speed is re-
duced in proportion to reduction in the travelling load.
The control unit is configured to control the engine based
on the engine torque curve in accordance with the mag-
nitude of the travelling load. Further, the control unit is
configured to set the lower limit of the displacement of
the hydraulic motor for travelling in order to maximize the
vehicle speed at the acceleration opening degree limited
to the predetermined amount.
[0018] According to the third aspect of the present in-
vention, the construction vehicle (e.g., a wheel loader)
including an HST preliminarily stores the engine torque
curve having a characteristic that the engine speed is
reduced in proportion to reduction in the travelling load
and in proportion to increase in the vehicle speed towards
the maximum vehicle speed. Further, the construction
vehicle is configured to change the engine torque curve

in accordance with the magnitude of the travelling load
that of the vehicle speed in order to control the engine.
[0019] Based on the above, the optimal engine torque
curve is selected even when the accelerator pedal is fully
pressed down by an operator, for instance, during trav-
elling on a flatland under a small travelling load. There-
fore, the construction vehicle can travel at the maximum
vehicle speed while the fuel consumption is inhibited. On
the other hand, even under a large travelling load, for
instance, during travelling on an upward slope, the ac-
celeration performance until the vehicle speed reaches
the maximum vehicle speed is enhanced by selecting
the optimal engine torque curve in accordance with the
magnitude of the travelling load.
[0020] A construction vehicle according to a fourth as-
pect of the present invention relates to the construction
vehicle according to the first aspect or the third aspect
of the present invention. In the construction vehicle, the
travelling load is a hydraulic pressure of the pressurized
oil to be supplied to the hydraulic motor for travelling.
[0021] According to the fourth aspect of the present
invention, the travelling pressure of the hydraulic motor
for travelling is detected as a parameter in detecting the
magnitude of the travelling load.
[0022] Therefore, it is possible to appropriately detect
the magnitude of the travelling load and execute the
aforementioned control of changing the setting of the up-
per limit of the acceleration opening degree.
[0023] A construction vehicle according to a fifth aspect
of the present invention relates to the construction vehicle
according to the first aspect or the third aspect of the
present invention. In the construction vehicle, the travel-
ling load is an output torque of the engine.
[0024] According to the fifth aspect of the present in-
vention, the output torque of the engine is detected as a
parameter in detecting the magnitude of the travelling
load.
[0025] Therefore, it is possible to appropriately detect
the magnitude of the travelling load and execute the
aforementioned control of changing the setting of the up-
per limit of the acceleration opening degree.
[0026] A construction vehicle according to a sixth as-
pect of the present invention relates to the construction
vehicle according to the first aspect or the third aspect
of the present invention. In the construction vehicle, the
travelling load is a product of a hydraulic pressure of the
pressurized oil to be supplied to the hydraulic motor for
travelling and the displacement of the hydraulic motor for
travelling.
[0027] According to the sixth aspect of the present in-
vention, the product of the hydraulic pressure of the pres-
surized oil to be supplied to the hydraulic motor for trav-
elling and the displacement of the hydraulic motor for
travelling is used as a parameter in detecting the mag-
nitude of the travelling load.
[0028] The aforementioned product of the travelling
pressure and the motor displacement herein indicates
detection of the travelling load per se.
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[0029] Therefore, it is possible to appropriately detect
the magnitude of the travelling load and execute the
aforementioned control of changing the setting of the up-
per limit of the acceleration opening degree.

ADVANTAGEOUS EFFECTS OF THE INVENTION

[0030] According to the construction vehicle of the
present invention, the fuel consumption rate can be en-
hanced, for instance, during travelling at a high speed.

BRIEF DESCRIPTION OF DRAWINGS

[0031]

FIG. 1 is a structural side view of a wheel loader
according to an exemplary embodiment of the
present invention.
FIG. 2 is a hydraulic circuit diagram of an HST system
of a 1-pump 1-motor type mounted in the wheel load-
er illustrated in FIG. 1.
FIG. 3 is a chart representing a torque characteristic
of an engine mounted in the wheel loader illustrated
in FIG. 1.
FIG. 4 is a chart representing the relation between
the engine speed and the displacement of a travel-
ling hydraulic pump in the wheel loader illustrated in
FIG. 1.
FIG. 5 is a control diagram representing the specific
content of a processing to be executed in a vehicle
body controller mounted in the wheel loader illustrat-
ed in FIG. 1 for setting the displacement of a travel-
ling hydraulic motor.
FIG. 6 is a chart representing the relation between
the displacement of the travelling hydraulic motor
and a command current to be outputted from the
vehicle body controller mounted in the wheel loader
illustrated in FIG. 1.
FIG. 7 is a control diagram representing the specific
content of a processing to be executed in a control
unit mounted in the wheel loader illustrated in FIG. 1.
FIG. 8 is a chart representing a traction force char-
acteristic of the HST system mounted in the wheel
loader illustrated in FIG. 1.
FIG. 9 includes characteristic line charts (a) and (b)
respectively representing the relation between the
torque characteristic and the fuel consumption rate
in the engine mounted in the wheel loader illustrated
in FIG. 1.
FIG. 10 is a control diagram representing the specific
content of a processing to be executed in a control
unit according to a second exemplary embodiment
of the present invention.
FIG. 11 is a control diagram representing the specific
content of a processing to be executed in a control
unit according to a fourth exemplary embodiment of
the present invention.
FIG. 12 is a chart representing an engine torque

curve related to the content of a control to be exe-
cuted in a construction vehicle according to a fifth
exemplary embodiment of the present invention.
FIG. 13 is a hydraulic circuit diagram representing
an HST system of a 1-pump 2-motors type mounted
in a construction vehicle according to yet another
exemplary embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

(First Exemplary Embodiment)

[0032] A construction vehicle according to an exem-
plary embodiment of the present invention will be here-
inafter explained with reference to FIGS. 1 to 9.

(Structure of Wheel loader 50)

[0033] As illustrated in FIG. 1, a wheel loader (con-
struction vehicle) 50 according to the present exemplary
embodiment includes a vehicle body 51, lift arms (work-
ing unit) 52, a bucket (working unit) 53, four wheels (trav-
elling wheels) 54 and a cab 55. The lift arms 52 are at-
tached to the front part of the vehicle body 51. The bucket
53 is attached to the tips of the lift arms 52. The wheels
54 are rotated while supporting the vehicle body 51. The
vehicle body 51 is thereby allowed to travel. The cab 55
is mounted on the top of the vehicle body 51.
[0034] The lift arms 52 are members for lifting up the
bucket 53 attached to the tips thereof. The lift arms 52
are configured to be driven by lift cylinders 19 (see FIG.
2) disposed together therewith.
[0035] The bucket 53 is attached to the tips of the lift
arms 52. The bucket 53 is configured to be tilted by means
of bucket cylinders 56 for dumping materials therein.
[0036] As represented in FIG. 2, the lift cylinders 19
and the bucket cylinders 56 are driven by means of the
pressurized oil to be discharged from a pump 2 for the
working unit and steering (hereinafter referred to as "the
working unit steering pump 2") configured to be driven
by an engine 1. A control valve 18 is disposed in a hy-
draulic circuit for controlling the working unit (hereinafter
referred to as "the working unit controlling hydraulic cir-
cuit") connecting the working unit steering pump 2 and
components such as the lift cylinders 19 and the bucket
cylinders 56. The control valve 18 is actuated in response
to an operation of a working unit lever (not illustrated in
the figures) and is thereby configured to control move-
ments of components such as the lift cylinders 19 and
the bucket cylinders 56. Further, the pressurized oil dis-
charged from the working unit steering pump 2 is supplied
to a steering circuit (not illustrated in the figures).

<Overview of HST System>

[0037] As represented in FIG. 2, the wheel loader 50
of the present exemplary embodiment is an HST-type
construction vehicle. In the wheel loader 50, the pressu-
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rized oil, discharged from a hydraulic pump 4 for travelling
(hereinafter referred to as "the travelling hydraulic pump
4") configured to be driven by the engine 1, is supplied
to a hydraulic motor 10 for travelling (hereinafter referred
to as "the travelling hydraulic motor 10") through a closed
circuit (i.e., an HST circuit 20) and the travelling hydraulic
motor 10 is driven by means of the pressurized oil sup-
plied thereto. Accordingly, the wheel loader 50 is allowed
to travel. The closed circuit, connecting the travelling hy-
draulic pump 4 and the travelling hydraulic motor 10, is
hereinafter referred to as the HST circuit 20 and the pres-
sure in the HST circuit 20 is referred to as an HST circuit
pressure.
[0038] As represented in FIG. 2, the HST system of
the present exemplary embodiment is so-called an HST
system of a 1-pump 1-motor type that the single travelling
hydraulic motor 10 is driven by means of the pressurized
oil to be discharged from the single travelling hydraulic
pump 4.
[0039] The travelling hydraulic pump 4 is a swash-plate
type variable displacement axial piston pump. The trav-
elling hydraulic motor 10 is a bent-axis type variable dis-
placement axial piston motor.
[0040] A vehicle body controller 12 is configured to
control the angle of the swash plate of the travelling hy-
draulic pump 4 and the angle of the bent axis of the trav-
elling hydraulic motor 10. In other words, the vehicle body
controller 12 is configured to control the displacement of
the travelling hydraulic pump 4 (i.e., the amount of the
pressurized oil to be discharged in a single pump rotation)
and the displacement of the travelling hydraulic motor 10
(i.e., the amount of the pressurized oil to be required for
a single motor rotation). It should be noted that the con-
tents of the displacement controls of the travelling hy-
draulic pump 4 and the travelling hydraulic motor 10 by
the vehicle body controller 12 will be described in detail
in the following paragraphs.

<Basic Control of Engine 1>

[0041] The engine 1 is a diesel engine, and the output
torque produced in the engine 1 is transmitted to com-
ponents such as the working unit steering pump 2, a
charge pump 3 and the travelling hydraulic pump 4. The
engine 1 is provided with an engine controller 12a and a
fuel injection device 1b. The engine 1 is further provided
with an engine speed sensor 1a configured to detect the
actual engine speed of the engine 1. An engine speed
signal from the engine speed sensor 1a is inputted into
the engine controller 12a. The engine controller 12a is
configured to regulate the amount of fuel to be injected
from the fuel injection device 1b for controlling the engine
1.
[0042] An accelerator pedal 13a is a component allow-
ing an operator to control the engine speed of the engine
1. The accelerator pedal 13a is connected to an accel-
eration opening degree sensor 13. The acceleration
opening degree sensor 13 is formed by components such

as a potentiometer. The acceleration opening degree
sensor 13 is configured to transmit an opening degree
signal indicating the operating amount (i.e., the acceler-
ation opening degree) of the accelerator pedal 13a to the
engine controller 12a. The engine controller 12a is con-
figured to receive the opening degree signal from the
acceleration opening degree sensor 13 and output a
command signal to the fuel injection device 1b for con-
trolling the fuel injection amount of the fuel injection de-
vice 1b.
[0043] FIG. 3 depicts a torque characteristic of the en-
gine 1 of the present exemplary embodiment with a solid
line. In the engine 1, a target engine speed is set to be
Nmax when the acceleration opening degree is maxi-
mized (i.e., 100%). When the acceleration opening de-
gree is 85 % of the maximized opening degree, for in-
stance, the engine controller 12a is configured to set a
regulation line depicted with a dotted line R85 where the
target engine speed is N85 (= 0.85·Nmax). When the
acceleration opening degree is 70 % of the maximized
opening degree, on the other hand, the engine controller
12a is configured to set a regulation line depicted with a
dashed two-dotted line R70 where the target engine
speed is N70 (= 0.7·Nmax).
[0044] The engine controller 12a is thus configured to
set the target engine speed in accordance with the ac-
celeration opening degree. However, the actual engine
speed of the engine 1 varies in accordance with the mag-
nitude of a load. As represented in FIG. 3, for instance,
the actual engine speed of the engine 1 is Nmax when
the acceleration opening degree is 100% and no load is
applied to the engine 1. However, the engine speed is
reduced to Nx when the engine torque (i.e. , a load ap-
plied to the engine 1) is Tx. On the other hand, the engine
speed is reduced to Ny when the engine torque is Ty.

<Detailed Explanation of HST System>

[0045] As represented in FIG. 2, a hydraulic drive
mechanism 30 forming the HST system of the present
exemplary embodiment mainly includes the charge
pump 3, the travelling hydraulic pump 4, the travelling
hydraulic motor 10 and a vehicle body controller (control
unit) 12.

(Charge Pump 3)

[0046] The charge pump 3 is a fixed displacement
pump to be driven by the engine 1 for supplying the pres-
surized oil to the HST circuit 20. Further, the charge pump
3 also functions as a hydraulic source configured to pro-
duce a pilot pressure allowing a pump control valve 5 to
control a pump displacement control cylinder 6. It should
be noted that the pump control valve 5 and the pump
displacement control cylinder 6 will be described in detail
in the following paragraphs.
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(Travelling Hydraulic Pump 4)

[0047] The travelling hydraulic pump 4 is a swash plate
type variable displacement axial piston pump. The pres-
surized oil discharged from the travelling hydraulic pump
4 is supplied to the HST circuit 20. High pressure relief
valves 7 and 8 are disposed for protecting the hydraulic
machines such as the pumps and the motors. The pres-
sure of the HST circuit 20 (i.e. , an HST circuit pressure)
is kept to be less than or equal to a predetermined pres-
sure by the high pressure relief valves 7 and 8. Further,
the lowest pressure of the HST circuit 20 is corrected by
a low pressure relief valve 9 and the charge pump 3. It
should be noted that these are heretofore known com-
ponents and explanation thereof will be hereinafter omit-
ted.
[0048] The pump control valve 5 and the pump dis-
placement control cylinder 6 are connected to the trav-
elling hydraulic pump 4. The pump control valve 5 and
the pump displacement control cylinder 6 are configured
to control the angle of the swash plate of the travelling
hydraulic pump 4 for controlling the displacement of the
travelling hydraulic pump 4.
[0049] Specifically, the pump control valve 5 is config-
ured to produce a pilot pressure based on a control signal
from the vehicle body controller 12, and the pump dis-
placement control cylinder 6 is controlled by means of
the pilot pressure. Accordingly, the angle of the swash
plate of the travelling hydraulic pump 4 is controlled.
[0050] The vehicle body controller 12 is configured to
output a control signal to the pump control valve 5 for
increasing the displacement of the travelling hydraulic
pump 4 (i.e. , the amount of the pressurized oil to be
discharged in a single pump rotation) in proportion to
increase in the engine speed. Therefore, the displace-
ment of the travelling hydraulic pump 4 is increased in
proportion to increase in the engine speed where the
HST circuit pressure is constant, as represented in FIG.
4. It should be noted that Vpmax in FIG. 4 is the maximum
displacement obtainable by the travelling hydraulic pump
4.
[0051] Based on the above, the flow amount of the
pressurized oil to be discharged from the travelling hy-
draulic pump 4 (i.e. , the amount of the pressurized oil
flowing through the HST circuit 20 per unit time) is in-
creased in proportion to increase in the engine speed
after the displacement of the travelling hydraulic pump 4
is increased in proportion to the engine speed and reach-
es the maximum displacement (Vpmax) .
[0052] It should be noted that the swash plate of the
travelling hydraulic pump 4 can be tilted in either the for-
ward direction or the reverse direction. In other words,
the direction of the pressurized oil flowing through the
HST circuit 20 can be reversed by reversing the tilt di-
rection of the swash plate of the travelling hydraulic pump
4. The tilt direction of the swash plate is also controlled
based on a control signal from the vehicle body controller
12.

(Travelling Hydraulic Motor 10)

[0053] The travelling hydraulic motor 10 is a bent-axis
type variable displacement axial piston motor. The trav-
elling hydraulic motor 10 is configured to be driven by
means of the pressurized oil discharged from the travel-
ling hydraulic pump 4 and produce a driving force for
travelling. The travelling hydraulic motor 10 is provided
with a motor cylinder 11a and an electronic servo valve
11b for motor control (hereinafter referred to as the motor
control electronic servo valve 11b). The motor cylinder
11a is configured to control the angle of the bent axis of
the travelling hydraulic motor 10. The motor control elec-
tronic servo valve 11b is configured to control the motor
cylinder 11a. The motor control electronic servo valve
11b is an electromagnetic control valve configured to be
controlled based on a control signal from the vehicle body
controller 12. The motor control electronic servo valve
11b is configured to control the motor cylinder 11a for
arbitrarily changing the displacement of the travelling hy-
draulic motor 10 (i.e., the amount of the pressurized oil
required for a single motor rotation). The displacement
control of the travelling hydraulic motor 10 to be executed
by the vehicle body controller 12 will be described in detail
in the following paragraphs.

(Vehicle Body Controller 12)

[0054] The vehicle body controller 12 corresponds to
a control unit of the present invention and receives sig-
nals inputted thereto respectively from a forward/rear-
ward travel switching lever 14, a speed range selecting
switch 15, a vehicle speed sensor (vehicle speed detec-
tion section) 16 and an HST circuit sensor 17.
[0055] The signal inputted into the vehicle body con-
troller 12 from the forward/rearward travel switching lever
14 indicates the position of the forward/rearward travel
switching lever 14, i.e., any one of a forward travel posi-
tion, a neutral position and a rearward travel position.
The vehicle body controller 12 is configured to control
the pilot pressure to be released from the pump control
valve 5 to the pump displacement control cylinder 6
based on the signal from the forward/rearward travel
switching lever 14 for switching the tilt direction of the
swash plate of the travelling hydraulic pump 4. Accord-
ingly, the vehicle body controller 12 is configured to re-
verse the direction of the pressurized oil flowing within
the HST circuit 20 when the position of the forward/rear-
ward travel switching lever 14 is changed between the
forward travel position and the rearward travel position.
[0056] The speed range selecting switch 15 is a switch
allowing an operator to select any one of the speed rang-
es. The wheel loader 50 of the present exemplary em-
bodiment has first to fourth speed ranges. In an excava-
tion work or the like using the working unit, the operator
is allowed to select any one of the first to third speed
ranges for working. When high speed travelling is re-
quired, the operator is allowed to select the fourth speed
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range for travelling. The vehicle body controller 12 re-
ceives input of a signal indicating the speed range se-
lected by the speed range selecting switch 15.
[0057] The vehicle speed sensor (vehicle speed de-
tecting section) 16 is configured to detect the vehicle
speed based on the rotation speed of wheel driving
shafts. The vehicle speed sensor 16 is configured to
transmit a vehicle speed signal to the vehicle body con-
troller 12.
[0058] The HST circuit sensor 17 is configured to de-
tect the pressure of the HST circuit 20 (i.e., the HST circuit
pressure) and transmit a signal indicating the HST circuit
pressure to the vehicle body controller 12. It should be
noted that the HST circuit pressure is increased/reduced
in proportion to increase/reduction in a travelling load
where the displacement of the travelling hydraulic motor
10 is constant.
[0059] As represented in FIG. 5, the vehicle body con-
troller 12 includes a command current calculating section
41, a speed range controlling section 42, an overrun pre-
vention controlling section 43 and a maximum value se-
lecting section 45 as functional blocks. The command
current calculating section 41, the speed range control-
ling section 42 and the overrun prevention controlling
section 43 are respectively configured to calculate com-
mand currents based on signals transmitted from the re-
spective sensors and transmit the command currents to
the maximum value selecting section 45. The maximum
value selecting section 45 is configured to select the high-
est one of the command currents and transmit the se-
lected command current to the motor control electronic
servo valve 11b. It should be noted that the method of
calculating the command currents in the command cur-
rent calculating section 41, the speed range controlling
section 42 and the overrun prevention controlling section
43 will be described in detail in the following paragraphs.
[0060] In the present exemplary embodiment, the dis-
placement of the travelling hydraulic motor 10 is herein
increased/reduced in proportion to increase/reduction in
a command current to be transmitted to the motor control
electronic servo valve 11b, as represented in FIG. 6. It
should be noted that Vmmax in FIG. 6 is the mechanically
determined maximum displacement of the travelling hy-
draulic motor 10 (i.e., the upper limit of the mechanical
displacement) while Vmmin in FIG. 6 is the mechanically
determined minimum displacement of the travelling hy-
draulic motor 10 (i.e. , the lower limit of the mechanical
displacement).
[0061] With the aforementioned configuration, the ve-
hicle body controller 12 is configured to control the dis-
placement of the travelling hydraulic motor 10 to be the
largest one of the displacements calculated by the com-
mand current calculating section 41, the speed range
controlling section 42 and the overrun prevention con-
trolling section 43 in a range from Vmmin to Vmmax.

<Determination of Motor Displacement by Command 
Current Calculating Section 41>

[0062] The command current calculating section 41 is
disposed for controlling the displacement of the travelling
hydraulic motor 10 in accordance with a load.
[0063] The command current calculating section 41 is
configured to receive the HST circuit pressure from the
HST circuit sensor 17 and the engine speed from the
engine speed sensor 1a and executes a PID control of
a command current for regulating the HST circuit pres-
sure to be a target value. It should be noted that the target
value of the HST circuit pressure is uniquely set for the
respective engine speeds.
[0064] By the action of the command current calculat-
ing section 41, the displacement of the travelling hydrau-
lic motor 10 is configured to be reduced/increased in pro-
portion to reduction/increase in the HST circuit pressure
for increasing/reducing the HST circuit pressure. In other
words, the displacement of the travelling hydraulic motor
10 is reduced when the travelling load is reduced by the
action of the command current calculating section 41.
Accordingly, the vehicle speed is increased while the
driving torque of the wheels 54 is reduced. By contrast,
the displacement of the travelling hydraulic motor 10 is
increased when the travelling load is increased. Accord-
ingly, the vehicle speed is reduced while the driving
torque of the wheels 54 is increased.
[0065] It should be noted that the displacement of the
travelling hydraulic motor 10 is changed by the command
current outputted from the command current calculating
section 41 in a range from the lower limit of the mechan-
ical displacement (i.e., Vmmin in FIG. 6) to the upper limit
of the mechanical displacement (Vmmax in FIG. 6).

<Determination of Minimum Motor Displacement by 
Speed Range Controlling Section 42>

[0066] The speed range controlling section 42 is con-
figured to set the upper limits of the vehicle speed that
can be reached in the respective speed ranges.
[0067] The speed range controlling section 42 is con-
figured to select and output one of minimum command
currents I1 to I4 preliminarily stored in accordance with a
detection result in the speed range selecting switch 15,
i.e., the currently selected one of the first, second, third
and fourth speed ranges. The relation "I1 > I2 > I3 > I4" is
established among the magnitudes of the command cur-
rent I1 corresponding to the selection of the first speed
range, the command current I2 corresponding to the se-
lection of the second speed range, the command current
I3 corresponding to the selection of the third speed range
and the command current I4 corresponding to the selec-
tion of the fourth speed range.
[0068] When the accelerator pedal is fully pressed
down while the travelling load (i.e. , the HST circuit pres-
sure) is sufficiently small, the vehicle speed is limited by
the action of the speed range controlling section 42 and
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the maximum value selecting section 45 under the fol-
lowing conditions: the vehicle speed achievable in se-
lecting the third speed range is lower than that achievable
in selecting the fourth speed range; the vehicle speed
achievable in selecting the second speed range is lower
than that achievable in selecting the third speed range;
and the vehicle speed achievable in selecting the first
speed range is lower than that achievable in selecting
the second speed range.
[0069] The command current I4, configured to be out-
putted from the speed range controlling section 42 in the
fourth speed range, may be herein set to be lower than
or equal to, or alternatively, slightly higher than a current
(Imin in FIG. 6) where the displacement of the travelling
hydraulic motor 10 is the lower limit of the mechanical
displacement (Vmmin in FIG. 6). When the command
current is herein set to be lower than or equal to Imin,
the minimum displacement obtainable by the travelling
hydraulic motor 10 is the lower limit Vmmin of the me-
chanical displacement. When the command current is
slightly higher than Imin, on the other hand, the minimum
displacement obtainable by the travelling hydraulic motor
10 is a displacement corresponding to the command cur-
rent I4. In other words, the displacement corresponding
to the command current I4 is substantially the lower limit
of the displacement. The displacement of the travelling
hydraulic motor 10 is never reduced to the lower limit
Vmmin of the mechanical displacement.

<Determination of Motor Displacement by Overrun Pre-
vention Controlling Section 43>

[0070] The overrun prevention controlling section 43
is disposed for preventing occurrence of overrun on a
steep downward slope or the like.
[0071] The overrun prevention controlling section 43
is configured to output a command current in accordance
with the vehicle speed based on a chart (see III in FIG.
5) that a command current is increased when the vehicle
speed detected by the vehicle speed sensor 16 is greater
than or equal to a predetermined overrun vehicle speed.
In other words, the overrun prevention controlling section
43 is configured to increase the displacement of the trav-
elling hydraulic motor 10 when the vehicle speed is great-
er than or equal to the predetermined overrun vehicle
speed in order to prevent the vehicle speed from being
further increased.
[0072] The minimum command current (Imin’ in FIG.
6) to be outputted from the overrun prevention controlling
section 43 is herein set to be at least lower than the com-
mand current 14 to be outputted from the speed range
controlling section 42 in the fourth speed range. There-
fore, the command current to be outputted from the over-
run prevention controlling section 43 is never selected
by the maximum value selecting section 45 when the
vehicle speed is lower than or equal to the overrun vehicle
speed. In other words, the overrun prevention controlling
section 43 is configured not to substantially control the

displacement of the travelling hydraulic motor 10 when
the vehicle speed is lower than or equal to the overrun
vehicle speed.

<Setting of Upper Limit of Acceleration Opening Degree>

[0073] The vehicle body controller 12 further includes
an acceleration opening degree upper limit setting sec-
tion 47.
[0074] As represented in FIG. 7, the acceleration open-
ing degree upper limit setting section 47 is configured to
calculate the upper limit of the acceleration opening de-
gree based on a signal to be inputted from the HST circuit
sensor 17 (i.e., a signal indicating the HST circuit pres-
sure) and a signal to be inputted from the vehicle speed
sensor 16 (i.e., a signal indicting the vehicle speed) and
output the calculated upper limit of the acceleration open-
ing degree to the engine controller 12a.
[0075] As represented in FIG. 7, the engine controller
12a is configured to select a smaller one of an opening
degree signal to be outputted from the acceleration open-
ing degree sensor 13 and an acceleration opening de-
gree upper limit signal to be outputted from the vehicle
body controller 12 and determines the fuel injection
amount using the selected signal as the final acceleration
opening degree. In other words, the engine controller 12a
is configured to regulate the engine speed of the engine
1 in accordance with the pressed amount of the acceler-
ator pedal 13a (i.e., the acceleration opening degree)
within the upper limit of the acceleration opening degree
set by the acceleration opening degree upper limit setting
section 47.
[0076] In the present exemplary embodiment, the en-
gine controller 12a also forms a part of the control unit
of the present invention.
[0077] As represented in FIG. 7, the acceleration open-
ing degree upper limit setting section 47 is herein con-
figured to limit the acceleration opening degree when the
wheel loader 50 travels at around the maximum vehicle
speed (i.e., 38 km/h). The magnitude of the limit on the
acceleration opening degree is set to be increased in
proportion to increase in the vehicle speed towards the
maximum vehicle speed (i.e., 38 km/h) while being set
to be reduced in proportion to reduction in the vehicle
speed. Further, the limited amount of the acceleration
opening degree is changed in accordance with a travel-
ling load (i.e., the HST circuit pressure). Specifically, the
upper limit of the acceleration opening degree under a
small travelling load is set to be smaller than that under
a large travelling load.
[0078] In FIG. 7, a dashed dotted line depicts the lim-
ited amount during travelling on a flatland. When the ve-
hicle speed reaches the maximum vehicle speed of 38
km/h under the condition, the acceleration opening de-
gree is limited to 80 % of the maximum opening degree.
In other words, the engine speed is limited to 80 % of the
maximum engine speed when the vehicle speed reaches
the maximum vehicle speed of 38 km/h while the accel-
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erator pedal 13a is fully pressed down.
[0079] It should be noted that the engine speed is fur-
ther limited to a smaller value (p %, p < 80), as depicted
with a dashed two-dotted line in FIG. 7, when the wheel
loader 50 starts traveling on a downward slope or the like
during travelling on a flatland and the travelling load is
further reduced than that applied during travelling on a
flatland.

<Designing of Lower Limit of Motor Displacement Based 
on Vehicle Speed Limit>

[0080] By the way, the construction vehicles (e.g., the
wheel loaders) allowed to travel on the public roads are
required to be designed to travel within a vehicle speed
limit (normally specified in the respective countries and
regions, for instance, 38 km/h) even when reaching the
maximum vehicle speed.
[0081] The travelling hydraulic motor 10 is herein ro-
tated at the highest speed and the vehicle speed of the
wheel loader 50 is maximized when the flow amount of
the pressurized oil flowing into the travelling hydraulic
motor 10 is maximized and the displacement of the trav-
elling hydraulic motor 10 is minimized. It is possible to
design and obtain the engine speed when the accelerator
pedal is fully pressed down and the flow amount of the
pressurized oil herein supplied from the travelling hydrau-
lic pump 4 to the HST circuit 20 under the load applied
during travelling on a flatland. Therefore, it is possible to
calculate the lower limit of the displacement desirably set
for the travelling hydraulic motor 10 when the maximum
vehicle speed is determined. Simply put, it is possible to
arbitrarily design and determine the lower limit of the dis-
placement allowable for the travelling hydraulic motor 10
in accordance with the vehicle speed limit.
[0082] It should be noted in the present exemplary em-
bodiment that the maximum vehicle speed of the wheel
loader 50 is set to be 38 km/h as described above. Fur-
ther, the lower limit of the displacement desirably set for
the travelling hydraulic motor 10 (i.e. , either the lower
limit Vmmin of the mechanical displacement or the dis-
placement corresponding to the command current I4) is
set based on the flow amount when the engine speed is
80 % of the maximum engine speed.

<Traction Force Characteristic of HST System>

[0083] The traction force characteristic of the HST sys-
tem depends on specifications of the respective devices
such as the engine 1, the travelling hydraulic pump 4 and
the travelling hydraulic motor 10.
[0084] FIG. 8 represents the traction force character-
istic of the HST system of the present exemplary embod-
iment.
[0085] In FIG. 8, a solid lime F100 is a curve indicating
the maximum traction force that can be outputted by the
present HST system when the engine speed is maxi-
mized (i.e., 100 %). Further, a dashed dotted line F80

indicates the traction force that can be outputted by the
present HST system when the engine speed is 80 % of
the maximum engine speed. Yet further, a dashed two-
dotted line Fp indicates the traction force that can be
outputted by the present HST system when the engine
speed is p % of the maximum engine speed (p < 80). It
should be noted that the product of the traction force and
the vehicle speed is horsepower (power). As is obvious
from FIG. 8, the horsepower is reduced in proportion to
reduction in the engine speed. Further, all the curves
F100, F80 and Fp are equal horsepower curves (equal
power curves).
[0086] In the present exemplary embodiment, the ve-
hicle speed is 38 km/h where the equal horsepower curve
F80 (when the engine speed is 80 % of the maximum
engine speed) intersects with a line indicating the traction
force corresponding to a load applied during travelling
on a flatland, as represented in FIG. 8. Because of this,
the acceleration opening degree upper limit setting sec-
tion 47 is configured to limit the acceleration opening de-
gree to be 80 % of the maximum opening degree when
the vehicle speed is 38 km/h in the present exemplary
embodiment.

<Specific Control Examples>

[0087] Controls to be executed by the HST system of
the embodiment will be hereinafter explained with spe-
cific examples.

(Travelling on Flatland at Maximum Vehicle Speed)

[0088] The following relates to explanation of the con-
trol to be executed when the accelerator pedal 13a is
fully pressed down in the fourth speed range selected by
an operator and the wheel loader stably travels constant-
ly at around the maximum vehicle speed of 38 km/h on
a flatland.

The travelling load is herein sufficiently small because 
the wheel loader travels stably on a flatland. The HST 
circuit pressure is thereby sufficiently small as well. 
Therefore, the vehicle body controller 12 reduces the dis-
placement of the travelling hydraulic motor 10 to the min-
imum displacement (i.e., the lower limit of the displace-
ment).

[0089] Further, the engine speed of the engine 1 is
limited to 80 % of the maximum engine speed (see FIG.
7) by the action of the control unit (i.e., the vehicle body
controller 12 and the engine controller 12a) because the
HST circuit pressure is sufficiently small and the vehicle
speed reaches 38 km/h. In other words, the control unit
sets a regulation line R80 depicted in FIG. 9 (a). In this
case, the engine 1 is rotated at an engine speed Ng while
producing a torque Tg where a point G is set as a matched
point between the torque required for the HST system
and the torque curve of the engine 1.
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[0090] In the present exemplary embodiment, the low-
er limit of the displacement of the travelling hydraulic mo-
tor 10 is herein set for regulating the maximum vehicle
speed to be the vehicle speed limit (38 km/h) when the
engine 1 is rotated at the engine speed Ng in the point
G. Therefore, the wheel loader 50 travels constantly at
the speed limit of 38 km/h under the condition.
[0091] With reference to FIG. 9 (a), a difference will be
explained between the fuel consumption rate in the well-
known control and that in the control of the HST system
of the present exemplary embodiment. It should be noted
in FIG. 9 (a) that Fm indicates fuel efficiency and the
center part thereof indicates less fuel consumption rate
than the outer part thereof.
[0092] A point H is an intersection between a torque
curve of an acceleration opening degree of 100 % and
an equal horsepower curve (equal power curve) depicted
with a dashed dotted line passing through the point G.
The point H is herein set as the matching point at the
maximum vehicle speed (38 km/h) in the well-known con-
trol. In the well-known control, the lower limit of the dis-
placement of the travelling hydraulic motor is set for reg-
ulating the maximum vehicle speed to be the vehicle
speed limit (38 km/h) when the engine is rotated at the
engine speed in the point H.
[0093] As is obvious from FIG. 9 (a), the point G indi-
cates less fuel consumption rate than the point H in terms
of their positions. Therefore, the control of the HST sys-
tem of the present exemplary embodiment can achieve
a more reduced fuel consumption rate than the well-
known control.

(Starting Travelling on Upward Slope at Maximum Vehi-
cle Speed)

[0094] The following relates to explanation of the con-
trol to be executed when the accelerator pedal 13a is
fully pressed down in the fourth speed range selected by
an operator and the wheel loader starts travelling on an
upward slope during travelling at around the maximum
vehicle speed (38 km/h) and the travelling load is thereby
increased.
[0095] In this case, the HST circuit pressure is in-
creased. Therefore, the displacement of the travelling
hydraulic motor 10 is increased and the vehicle speed is
reduced by the action of the command current calculating
section 41 of the vehicle body controller 12.
[0096] Further, due to reduction in the HST circuit pres-
sure and the vehicle speed, the final acceleration opening
degree becomes 100 % without limitation on the upper
limit thereof by the control unit.
[0097] As represented in FIG. 9 (b), the engine 1 is
herein rotated at an engine speed Nj while producing a
torque Tj where a point J is set as a matching point be-
tween the torque curve of the engine 1 and a torque here-
in required for the HST system.
[0098] Likewise, the engine torque curve and the re-
quired torque are matched in the point J under the same

condition in the well-known control. Therefore, there is
hardly difference between the fuel consumption rate in
the well-known control and that in the control of the HST
system of the present exemplary embodiment under the
condition.

(Acceleration up to Maximum Vehicle Speed on Flatland)

[0099] The following relates to explanation of the con-
trol to be executed when the accelerator pedal 13a is
fully pressed down for accelerating the wheel loader 50
up to the maximum vehicle speed (i.e., 38 km/h) during
travelling at a relatively high speed in the fourth speed
range on a flatland.
[0100] In this case, the travelling load is firstly in-
creased for accelerating the wheel loader 50. For exam-
ple, the matching point is assumed to be positioned in
the point J of FIG. 9 (b) in the initial phase of the accel-
eration.
[0101] As described above, the matching point is as-
sumed to be finally positioned in the point G of FIG. 9 (a)
after the vehicle speed reaches the maximum vehicle
speed. Therefore, the matching point is gradually shifted
from the point J of FIG. 9 (b) towards the point G of FIG.
9 (a).
[0102] In the well-known control, by contrast, the
matching point is gradually shifted from the point J of
FIG. 9 (b) towards the point H of FIG. 9 (a).
[0103] In the present exemplary embodiment, the up-
per limit of the acceleration opening degree is not re-
duced so much under a high travelling load even when
the vehicle speed gets closer to the vehicle speed limit
(i.e. , 38 km/h) . Thus, the upper limit of the command
value of the acceleration opening degree is changed in
accordance with the travelling load. Therefore, acceler-
ation performance can be enhanced under a high load
until the vehicle speed reaches the maximum vehicle
speed.

(Second Exemplary Embodiment)

[0104] A construction vehicle according to another ex-
emplary embodiment of the present invention will be
hereinafter explained with reference to FIG. 10.
[0105] In the aforementioned first exemplary embodi-
ment, the engine controller 12a is configured to calculate
an engine output torque currently being produced by the
engine 1. Therefore, the engine output torque calculated
by the engine controller 12a can be used as the travelling
load instead of the HST circuit pressure adopted in the
aforementioned first exemplary embodiment.
[0106] As represented in FIG. 10, the following control
is specifically executed. The engine controller 12a is
herein configured to input a signal indicating the engine
output torque into an acceleration opening degree upper
limit setting section 147. The acceleration opening de-
gree setting section 147 is then configured to reduce/in-
crease the upper limit of the acceleration opening degree
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in proportion to increase/reduction in the engine output
torque (i.e., the travelling load).
[0107] It should be noted that the other components
and configurations are the same as those in the afore-
mentioned first exemplary embodiment and explanation
thereof will be thereby hereinafter omitted.
[0108] Based on the above, the present exemplary em-
bodiment can achieve the same advantageous effects
as those achieved in the aforementioned first exemplary
embodiment.

(Third Exemplary Embodiment)

[0109] Alternatively, the product of the HST circuit
pressure and the displacement of the travelling hydraulic
motor 10 may be used as the travelling load instead of
only the HST circuit pressure in the aforementioned first
exemplary embodiment.
[0110] In this case, the following control may be exe-
cuted. Not only a signal indicating the HST circuit pres-
sure and a signal indicating the vehicle speed, but also
a command current (i.e., a signal indicating the motor
displacement) to be outputted from the maximum value
selecting section 45 (see FIG. 5) may be configured to
be inputted into the acceleration opening degree upper
limit setting section 47 represented in FIG. 7. Then, the
acceleration opening degree upper limit setting section
47 may be configured to increase/reduce the limited
amount of the upper limit of the acceleration opening de-
gree in proportion to increase/reduction in the product
(i.e., the travelling load) of the HST circuit pressure and
the motor displacement.
[0111] Based on the above, the present exemplary em-
bodiment can achieve the same advantageous effects
achieved in the aforementioned first and second exem-
plary embodiments.

(Fourth Exemplary Embodiment)

[0112] A construction vehicle according to yet another
exemplary embodiment of the present invention will be
hereinafter explained with reference to FIG. 11.
[0113] The aforementioned first to third exemplary em-
bodiments have exemplified the controls of limiting the
upper limit of the acceleration opening degree based on
the magnitude of the vehicle speed and the magnitude
of the travelling load. In the present invention, however,
the control of limiting the upper limit of the acceleration
opening degree is not limited to the above.
[0114] For example, the control of limiting the upper
limit of the acceleration opening degree may be executed
only based on the vehicle speed. The content of the con-
trol of the present exemplary embodiment will be here-
inafter explained.
[0115] In the present exemplary embodiment, only a
signal indicating the vehicle speed is inputted into an ac-
celeration opening degree upper limit setting section 247
as represented in FIG. 11. The acceleration opening de-

gree upper limit setting section 247 preliminarily stores
the correspondence between the vehicle speed and the
upper limit of the acceleration opening degree. The
amount of the acceleration opening degree to be limited
by the acceleration opening degree upper limit setting
section 247 is increased in proportion to increase in the
vehicle speed towards the maximum vehicle speed (i.e.,
38 km/h) while being reduced in proportion to reduction
in the vehicle speed. When the vehicle speed reaches
the maximum vehicle speed (i.e., 38 km/h), the acceler-
ation opening degree is limited to 80 % of the maximum
opening degree. In other words, the engine speed is lim-
ited to 80 % of the maximum engine speed when the
vehicle speed reaches the maximum vehicle speed (i.e. ,
38 km/h) while the accelerator pedal 13a is fully pressed
down.
[0116] It should be noted that the other components
and configurations of the present exemplary embodiment
are the same as those of the aforementioned first exem-
plary embodiment and explanation thereof will be thereby
hereinafter omitted.
[0117] Next, the control to be executed by the control
unit in the present exemplary embodiment will be here-
inafter explained with reference to FIGS. 9 (a) and 9 (b).
[0118] First, as explained in the aforementioned first
exemplary embodiment, the following relates to expla-
nation of the control to be executed when the wheel load-
er travels at the highest vehicle speed on a flatland, i.e.,
when the accelerator pedal 13a is fully pressed down in
the fourth speed range selected by an operator and the
wheel loader stably travels constantly at around the max-
imum vehicle speed of 38 km/h on a flatland.
[0119] The travelling load is herein sufficiently small
because the wheel loader travels stably on a flatland.
The HST circuit pressure is thereby sufficiently small as
well. Therefore, the vehicle body controller 12 reduces
the displacement of the travelling hydraulic motor 10 to
the minimum displacement (i.e., the lower limit of the dis-
placement).
[0120] Further, the engine speed of the engine 1 is
limited to 80 % of the maximum engine speed (see FIG.
11) by the action of the control unit (i.e., the vehicle body
controller 12 and the engine controller 12a) because the
vehicle speed reaches 38 km/h. In other words, the con-
trol unit sets the regulation line R80 depicted in FIG. 9
(a) . In this case, the engine 1 is rotated at the engine
speed Ng while producing the torque Tg where the point
G is set as the matched point between the engine output
and the travelling load.
[0121] As is obvious from FIG. 9 (a), the present ex-
emplary embodiment achieves a more improved fuel
consumption rate than the well-known control.
[0122] Next, the following relates to explanation of the
control to be executed when the wheel loader is accel-
erated to the maximum vehicle speed on a flatland, i.e.,
when the accelerator pedal 13a is fully pressed down in
the fourth speed range selected by an operator and the
wheel loader starts travelling on an upward slope during
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travelling at around the maximum vehicle speed of 38
km/h and the travelling load is thereby increased.
[0123] In this case, the HST circuit pressure is in-
creased. Therefore, the displacement of the travelling
hydraulic motor 10 is increased and the vehicle speed is
reduced by the action of the command current calculating
section 41 of the vehicle body controller 12.
[0124] Accordingly, the final acceleration opening de-
gree becomes 100 % without limitation on the upper limit
thereof by the control unit.
[0125] As represented in FIG. 9 (b), the engine 1 is
herein rotated at the engine speed Nj while producing
the torque Tj where the point J is set as the matching
point between the engine output and the travelling load.
[0126] It should be noted that the control executed in
the aforementioned first exemplary embodiment will be
herein similarly executed when the wheel loader starts
traveling on an upward slope during travelling at the max-
imum vehicle speed and explanation thereof will be there-
by hereinafter omitted.
[0127] In the present exemplary embodiment, the up-
per limit of the acceleration opening degree is limited
regardless of the magnitude of the travelling load when
the vehicle speed gets closer to the vehicle speed limit
(i.e., 38 km/h) as described above. Therefore, the accel-
eration performance is herein slightly inferior to that in
the control of the aforementioned first exemplary embod-
iment under a high load until the vehicle speed reaches
the maximum vehicle speed. Excluding this, however,
the present exemplary embodiment can achieve the
same advantageous effects as those of the aforemen-
tioned first exemplary embodiment.

(Fifth Exemplary Embodiment)

[0128] A construction vehicle according to yet another
exemplary embodiment of the present invention will be
hereinafter explained with reference to FIG. 12.
[0129] The aforementioned first to fourth exemplary
embodiments have exemplified the cases that the accel-
eration opening degree upper limit setting section is con-
figured to change the regulation line with respect to an
arbitrary engine torque curve (see FIGS. 9 (a) and 9 (b))
for changing the engine speed. In the present invention,
however, the method of changing the engine speed may
not be limited to the above.
[0130] For example, it is possible to adopt a method
of changing the engine speed by directly changing the
torque curve based on the magnitude of the vehicle
speed and the magnitude of the travelling load without
providing the acceleration opening degree upper limit
setting section. The following explanation relates to an
exemplary embodiment related to the method.
[0131] In the present exemplary embodiment, the en-
gine controller 12a preliminarily stores an engine torque
curve depicted in FIG. 12. The torque curve has a char-
acteristic that the maximum engine speed is reduced at
around the maximum vehicle speed in proportion to re-

duction in a travelling load. Further, the torque curve has
a characteristic that the extent of the maximum engine
speed to be reduced in accordance with the travelling
load is reduced in proportion to reduction in the vehicle
speed from the maximum vehicle speed.
[0132] The engine controller 12a is configured to de-
termine the fuel injection amount and control the engine
based on the engine torque curve depicted in FIG. 12
using the acceleration opening degree commanded by
the accelerator pedal, the travelling load and the vehicle
speed.
[0133] In the present exemplary embodiment, the low-
er limit of the displacement of the travelling hydraulic mo-
tor 10 is set for achieving the maximum vehicle speed
when the engine speed is reduced to 80 % of the maxi-
mum engine speed, similarly to the aforementioned ex-
emplary embodiments.
[0134] The present exemplary embodiment can
achieve the same advantageous effects as those of the
aforementioned exemplary embodiments.

(Other Exemplary Embodiments)

[0135] The exemplary embodiments of the present in-
vention have been described above. However, the
present invention is not limited to the aforementioned ex-
emplary embodiments and a variety of changes can be
herein made without departing from the scope of the
present invention.

(A)

[0136] The aforementioned exemplary embodiments
have respectively exemplified the cases that the engine
controller 12a and the vehicle body controller 12 are sep-
arately provided. In the present invention, however, the
structure of the controllers may not be limited to the
above.
[0137] For example, the engine controller and the ve-
hicle body controller may be integrated as a single con-
troller.

(B)

[0138] The aforementioned exemplary embodiments
have respectively exemplified the cases that the wheel
loader 50 is provided with the HST system of 1-pump 1-
motor type including the single hydraulic pump and the
travelling hydraulic motor 10. In the present invention,
however, the structure of the construction vehicle is not
limited to the above.
[0139] As represented in FIG. 13, for instance, the
present invention may be applied to a construction vehi-
cle provided with an HST system of 1-pump 2-motors
type including two travelling hydraulic motors 110a and
110b, first and second motor controlling valves 111a and
111b, first and second motor cylinders 112a and 112b,
a clutch 113, a clutch controlling valve 114, a driving shaft
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115 and an HST circuit 120.

(C)

[0140] The aforementioned exemplary embodiments
have respectively exemplified the cases that the pressu-
rized oil to be discharged from the charge pump 3 is sup-
plied to the HST circuit 20 and the charge pump 3 func-
tions as a source for supplying the pilot pressure in order
to control the pump displacement control cylinder 6. In
the present invention, however, the structure of supplying
the pressurized oil and the pilot pressure is not limited to
the above.
[0141] For example, the working unit controlling hy-
draulic circuit to be connected to the working unit and the
steering pump may be provided with a priority valve for
dividing the flow of the pressurized oil. The divided pres-
surized oil may be supplied to the HST circuit 20. Further,
the pilot pressure may be produced using the divided
pressurized oil for controlling the pump displacement
control cylinder 6.

(D)

[0142] The aforementioned fifth exemplary embodi-
ment have exemplified the case that the engine torque
curve, stored in the engine controller 12a, has a charac-
teristic that the maximum engine speed is reduced in
proportion to both reduction in a travelling load and in-
crease in the vehicle speed towards the maximum vehi-
cle speed at around the maximum vehicle speed. In the
present invention, however, the characteristic of the en-
gine torque curve is not limited to the above.
[0143] For example, the engine torque curve may have
a characteristic that the maximum engine speed is re-
duced at around the maximum vehicle speed in propor-
tion to increase in the vehicle speed towards the maxi-
mum vehicle speed regardless of the magnitude of the
travelling load.
[0144] In this case, it is possible to achieve the same
advantageous effects as those of the aforementioned
fourth exemplary embodiment.

(E)

[0145] The aforementioned exemplary embodiments
have respectively exemplified the cases that the lower
limit of the displacement of the travelling hydraulic motor
10 is set to be a constant value. In the present invention,
however, the lower limit of the displacement of the hy-
draulic motor is not limited to the above.
[0146] For example, an operator may be allowed to
change the lower limit of the displacement of the travelling
hydraulic motor as described in Patent Literature 1 (Ja-
pan Laid-open Patent Application Publication No. JP-A-
2004-144254).

(F)

[0147] The aforementioned exemplary embodiments
have respectively exemplified the cases that the afore-
mentioned lower limit of the displacement of the travelling
hydraulic motor 10 is set during travelling of the wheel
loader 50 in the fourth speed range as the maximum
speed range. In the present invention, however, the set-
ting of the lower limit of the displacement of the hydraulic
motor is not limited to the above.
[0148] For example, the aforementioned control may
be executed during travelling in the maximum speed
range when the transmission mechanism of the construc-
tion vehicle has three or less speed ranges, or alterna-
tively, five or more speed ranges.
[0149] Alternatively, the aforementioned control may
be executed in the other situations excluding travelling
in the maximum vehicle speed range, such as travelling
without using the working unit at all or travelling with using
the working unit at a low load.

(G)

[0150] The aforementioned exemplary embodiments
have respectively exemplified the cases that the present
invention is applied to the wheel loader as the construc-
tion vehicle. In the present invention, however, the con-
struction vehicle is not limited to the wheel loader.
[0151] For example, the present invention can be ap-
plied to any other construction vehicles provided with the
HST.

INDUSTRIAL APPLICABILITY

[0152] The construction vehicle of the present inven-
tion can achieve an advantageous effect that it can travel
at the maximum vehicle speed while inhibiting the fuel
consumption thereof, for instance, during travelling on a
flatland with a small travelling load. Further, the construc-
tion vehicle of the present invention can achieve an ad-
vantageous effect that it can smoothly reach the maxi-
mum vehicle speed under a large travelling load, for in-
stance, during travelling on an upward slope. Therefore,
the present invention can be widely applicable to a variety
of construction vehicles including an HST.

REFERENCE SIGNS LIST

[0153]

1 Engine
1a Engine speed sensor
1b Fuel injection device
2 Working unit steering pump
3 Charge pump
4 Travelling Hydraulic pump
5 Pump control valve
6 Pump displacement control cylinder
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7, 8 High pressure relief valves
9 Low pressure relief valve
10 Travelling hydraulic motor

11a Motor cylinder
11b Motor control electronic servo valve
12 Vehicle body controller (control unit)
12a Engine controller (control unit)
13 Acceleration opening degree sensor
13a Accelerator pedal
14 Forward/rearward travel switching lever
15 Speed range selecting switch
16 Vehicle speed sensor
17 HST circuit sensor
18 Control valve
19 Lift cylinders
20 HST circuit
30 Hydraulic driving mechanism
41 Command current calculating section
42 Speed range controlling section
43 Overrun prevention controlling section
45 Maximum value selecting section
50 Wheel loader (construction vehicle)
51 Vehicle body
52 Lift arms (working unit)
53 Bucket (working unit)
54 Wheels (travelling wheels)
55 Cab
110a, 110b Travelling hydraulic motors
111a, 111b First and second motor control valves
112a, 112b First and second motor cylinders
113 Clutch
114 Clutch controlling valve
115 Driving shaft
120 HST circuit

CITATION LIST

PATENT LITERATURE

[0154]

Patent Literature 1: Japan Laid-open Patent Appli-
cation Publication No. JP-A-2004-144254 (dis-
closed on May 20, 2004)
Patent Literature 2: Japan Laid-open Patent Appli-
cation Publication No. JP-A-H11-230333 (disclosed
on August 27, 1999)

Claims

1. A construction vehicle comprising:

an engine (1);
a hydraulic pump (4) for travelling configured to
be driven by the engine;
an accelerator pedal (13a) configured to adjust

an acceleration opening degree in accordance
with a pressed amount thereof;
a hydraulic motor (10) for travelling configured
to be driven by a pressurized oil discharged from
the hydraulic pump for travelling;
a travelling load detecting section (17) config-
ured to detect a magnitude of a travelling load
applied in travelling;
a vehicle speed detecting section (16) config-
ured to detect a vehicle speed; and
a control unit (12) configured to set an upper
limit of a command value of the acceleration
opening degree in accordance with the magni-
tude of the travelling load and a magnitude of
the vehicle speed, the control unit configured to
set a lower limit of a displacement of the hydrau-
lic motor for travelling in order to maximize the
vehicle speed at the acceleration opening de-
gree limited to a predetermined amount.

2. A construction vehicle comprising:

an engine (1);
a hydraulic pump (4) for travelling configured to
be driven by the engine;
an accelerator pedal (13a) configured to adjust
an acceleration opening degree in accordance
with a pressed amount thereof;
a hydraulic motor (10) for travelling configured
to be driven by a pressurized oil discharged from
the hydraulic pump for travelling;
a vehicle speed detecting section (16) config-
ured to detect a vehicle speed;
a storage section configured to store an engine
torque curve having a characteristic that an en-
gine speed is reduced in proportion to increase
in the vehicle speed towards a maximum vehicle
speed; and
a control unit (12a) configured to control the en-
gine based on the engine torque curve in ac-
cordance with a magnitude of the vehicle speed,
the control unit configured to set a lower limit of
a displacement of the hydraulic motor for trav-
elling in order to maximize the vehicle speed at
the acceleration opening degree limited to a pre-
determined amount.

3. The construction vehicle recited in claim 2, further
comprising:

a travelling load detecting section configured to
detect a magnitude of a travelling load to be ap-
plied in travelling,
wherein the storage section stores an engine
torque curve having a characteristic that an en-
gine speed is reduced in proportion to reduction
in the travelling load, and
the control unit is configured to control the en-
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gine based on the engine torque curve in ac-
cordance with the magnitude of the travelling
load, the control unit configured to set the lower
limit of the displacement of the hydraulic motor
for travelling in order to maximize the vehicle
speed at the acceleration opening degree limit-
ed to the predetermined amount.

4. The construction vehicle recited in claim 1 or claim
3, wherein the travelling load is a hydraulic pressure
of the pressurized oil to be supplied to the hydraulic
motor for travelling.

5. The construction vehicle recited in claim 1 or claim
3, wherein the travelling load is an output torque of
the engine.

6. The construction vehicle recited in claim 1 or claim
3, wherein the travelling load is a product of a hy-
draulic pressure of the pressurized oil to be supplied
to the hydraulic motor for travelling and the displace-
ment of the hydraulic motor for travelling.

Patentansprüche

1. Baufahrzeug, umfassend:

einen Motor (1)
eine hydraulische Fahrpumpe (4), die eingerich-
tet ist, von dem Motor angetrieben zu werden;
ein Fahrpedal (13a), das eingerichtet ist, einen
Beschleunigungsöffnungsgrad entsprechend
einem Betrag ihrer Betätigung anzupassen;
einen hydraulischen Fahrmotor (10), der einge-
richtet ist, durch Drucköl angetrieben zu werden,
welches von der hydraulischen Fahrpumpe ab-
gegeben wird;
ein Fahrlast-Detektorabschnitt (17), der einge-
richtet ist, eine Größe einer Fahrlast zu detek-
tieren, die beim Fahren anliegt;
einen Fahrzeuggeschwindigkeits-Detektorab-
schnitt (16), der eingerichtet ist, eine Fahrzeug-
geschwindigkeit zu detektieren; und
eine Steuereinheit (12), die eingerichtet ist, eine
Obergrenze eines Sollwerts des Beschleuni-
gungsöffnungsgrades in Abhängigkeit von der
Größe der Fahrlast und einer Größe der Fahr-
zeuggeschwindigkeit einzustellen, wobei die
Steuereinheit eingerichtet ist, eine Untergrenze
eines Schluckvolumens des hydraulischen
Fahrmotors einzustellen, um die Fahrzeugge-
schwindigkeit bei dem auf einen vorbestimmten
Betrag begrenzten Beschleunigungsöffnungs-
grad zu maximieren.

2. Baufahrzeug, umfassend:

einen Motor (1)
eine hydraulische Fahrpumpe (4), die eingerich-
tet ist, von dem Motor angetrieben zu werden;
ein Fahrpedal (13a), das eingerichtet ist, einen
Beschleunigungsöffnungsgrad entsprechend
einem Betrag ihrer Betätigung anzupassen;
einen hydraulischen Fahrmotor (10), der einge-
richtet ist, durch Drucköl angetrieben zu werden,
welches von der hydraulischen Fahrpumpe ab-
gegeben wird;
einen Fahrzeuggeschwindigkeits-Detektorab-
schnitt (16), der eingerichtet ist, eine Fahrzeug-
geschwindigkeit zu detektieren;
einen Speicherabschnitt, der eingerichtet ist, ei-
ne Motordrehmomentkurve zu speichern mit ei-
nem Merkmal, gemäß dem eine Motordrehzahl
verringert wird proportional zur Zunahme der
Fahrzeuggeschwindigkeit hin zu einer maxima-
len Fahrzeuggeschwindigkeit; und
eine Steuereinheit (12a), die eingerichtet ist,
den Motor zu steuern auf Grundlage der Motor-
drehmomentkurve entsprechend einer Größe
der Fahrzeuggeschwindigkeit, wobei die Steu-
ereinheit eingerichtet ist, eine Untergrenze ei-
nes Schluckvolumens des hydraulischen Fahr-
motors einzustellen, um die Fahrzeuggeschwin-
digkeit bei dem auf einen vorbestimmten Betrag
begrenzten Beschleunigungsöffnungsgrad zu
maximieren.

3. Baufahrzeug nach Anspruch 2, des Weiteren um-
fassend:

ein Fahrlast-Detektorabschnitt, der eingerichtet
ist, eine Größe einer Fahrlast zu detektieren, die
beim Fahren anzulegen ist;
wobei der Speicherabschnitt eine Motordreh-
momentkurve speichert mit einem Merkmal, ge-
mäß dem eine Motordrehzahl verringert wird
proportional zur Verringerung der Fahrlast; und
die Steuereinheit eingerichtet ist, den Motor zu
steuern auf Grundlage der Motordrehmoment-
kurve entsprechend einer Größe der Fahrlast,
wobei die Steuereinheit eingerichtet ist, eine Un-
tergrenze eines Schluckvolumens des hydrau-
lischen Fahrmotors einzustellen, um die Fahr-
zeuggeschwindigkeit bei dem auf einen vorbe-
stimmten Betrag begrenzten Beschleunigungs-
öffnungsgrad zu maximieren.

4. Baufahrzeug nach Anspruch 1 oder 3, bei dem die
Fahrlast ein hydraulischer Druck des Drucköls ist,
mit dem der hydraulische Fahrmotor gespeist wird.

5. Baufahrzeug nach Anspruch 1 oder 3, bei dem die
Fahrlast ein Abtriebsdrehmoment des Motors ist.

6. Baufahrzeug nach Anspruch 1 oder 3, bei dem die
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Fahrlast ein Produkt ist von einem hydraulischen
Druck des Drucköls, mit dem der hydraulische Fahr-
motor gespeist wird, und dem Schluckvolumen des
hydraulischen Fahrmotors.

Revendications

1. Véhicule de chantier comprenant :

un moteur (1) ;
une pompe hydraulique (4) pour le déplace-
ment, configurée pour être entraînée par le
moteur ;
une pédale d’accélérateur (13a) configurée pour
ajuster un degré d’ouverture d’accélération en
accord avec une intensité du pressage exercé
sur celle-ci ;
un moteur hydraulique (10) pour la circulation,
configuré pour être entraîné par une huile pres-
surisée déchargée depuis la pompe hydraulique
pour la circulation ;
une section de détection de charge de circula-
tion (17) configurée pour détecter une amplitude
d’une charge de circulation appliquée lors de la
circulation ;
une section de détection de vitesse (16) du vé-
hicule configurée pour détecter une vitesse du
véhicule ; et
une unité de commande (12) configurée pour
fixer une limite supérieure d’une valeur d’ordre
du degré d’ouverture d’accélération en accord
avec l’amplitude de la charge de circulation et
une amplitude de la vitesse du véhicule, l’unité
de commande étant configurée pour fixer une
limite inférieure d’un déplacement du moteur hy-
draulique pour la circulation afin de maximiser
la vitesse du véhicule au degré d’ouverture d’ac-
célération limité à une valeur prédéterminée.

2. Véhicule de chantier comprenant :

un moteur (1) ;
une pompe hydraulique (4) pour la circulation,
configurée pour être entraînée par le moteur ;
une pédale d’accélérateur (13a) configurée pour
ajuster un degré d’ouverture d’accélération en
accord avec une intensité du pressage exercé
sur celle-ci ;
un moteur hydraulique (10) pour la circulation,
configuré pour être entraîné par une huile pres-
surisée déchargée depuis la pompe hydraulique
pour la circulation ;
une section de détection de vitesse (16) du vé-
hicule configurée pour détecter une vitesse du
véhicule ;
une section de stockage configurée pour stoc-
ker une courbe de couple moteur ayant une ca-

ractéristique telle qu’une vitesse du moteur est
réduite en proportion à l’augmentation de la vi-
tesse du véhicule vers une vitesse maximum du
véhicule ; et
une unité de commande (12a) configurée pour
commander le moteur sur la base de la courbe
de couple moteur en accord avec une amplitude
de la vitesse du véhicule, l’unité de commande
étant configurée pour fixer une limite inférieure
d’un déplacement du moteur hydraulique pour
la circulation afin de maximiser la vitesse du vé-
hicule au degré d’ouverture d’accélération limité
à une valeur prédéterminée.

3. Véhicule de chantier selon la revendication 2, com-
prenant en outre :

une section de détection de charge de circula-
tion configurée pour détecter une amplitude
d’une charge de circulation à appliquer lors de
la circulation,
dans lequel la section de stockage stocke une
courbe de couple moteur ayant une caractéris-
tique selon laquelle une vitesse du moteur est
réduite en proportion à la réduction de la charge
de circulation, et
l’unité de commande est configurée pour com-
mander le moteur sur la base de la courbe de
couple moteur en accord avec l’amplitude de la
charge de circulation, l’unité de commande
étant configurée pour fixer la limite inférieure du
déplacement du moteur hydraulique pour la cir-
culation afin de maximiser la vitesse du véhicule
au degré d’ouverture d’accélération limité à la
valeur prédéterminée.

4. Véhicule de chantier selon la revendication 1 ou 3,
dans lequel la charge de circulation est une pression
hydraulique de l’huile pressurisée à alimenter au mo-
teur hydraulique pour la circulation.

5. Véhicule de chantier selon la revendication 1 ou 3,
dans lequel la charge de circulation est un couple
de sortie du moteur.

6. Véhicule de chantier selon la revendication 1 ou 3,
dans lequel la charge de circulation est un produit
d’une pression hydraulique de l’huile pressurisée à
alimenter au moteur hydraulique pour la circulation
et du déplacement du moteur hydraulique pour la
circulation.
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