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@)  Digital  recording  and/or  reproduction  apparatus  of  video  signal. 

CM 
<  

o  
CM 
If) 
If) 

(57)  In  a  digital  VTR  that  carries  out  magnetic 
recording  and  reproduction  by  bit  rate  reduc- 
tion  coding  a  digital  video  signal,  a  fixed  length 
block  is  formed  by  controlling  the  code  amount 
of  a  large  block  including  a  plurality  of  small 
blocks  located  distant  from  each  other  on  a 
screen  at  the  time  of  recording.  The  fixed  length 
block  is  divided  into  a  plurality  of  recording 
blocks  so  that  the  main  components  of  respec- 
tive  small  blocks  are  included  separately  on  the 
recording  blocks,  whereby  error  correction  is 
applied  to  form  a  plurality  of  error  correction 
blocks.  The  error  correction  blocks  are 
rearranged  so  that  recording  blocks  including 
the  main  components  of  small  blocks  adjacent 
on  a  screen  are  also  adjacent  on  a  recording 
medium.  Thus,  the  possibility  of  deviation  in  the 
information  amount  of  each  large  block  is  sup- 
pressed  to  improve  efficiency  of  bit  rate  reduc- 
tion  coding,  and  to  obtain  a  high  speed 
reproduced  picture  of  high  quality. 
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BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  digital  record- 
ing  and/or  reproduction  apparatus  of  a  video  signal, 
and  more  particularly,  to  a  recording  apparatus  for 
carrying  out  bit  rate  reduction  coding  of  a  video  signal 
and  digitally  recording  the  coded  video  signal  on  a  re- 
cording  medium,  a  reproduction  apparatus  for  digitally 
reproducing  a  video  signal  at  a  changeable  speed 
from  a  recording  medium  having  such  video  signal  re- 
corded  thereon,  and  a  recording/reproduction  appa- 
ratus  having  such  digital  recording  and  reproduction 
function. 

Description  of  the  Background  Art 

In  recent  years,  an  apparatus  has  been  devel- 
oped  for  recording  digitally  a  video  signal  on  a  record- 
ing  medium  and  reproducing  digitally  the  same  from 
the  recording  medium.  One  such  typical  apparatus  is 
the  so-called  digital  video  tape  recorder  (referred  to 
as  "digital  VTR"  hereinafter)  which  is  available  for 
practical  use.  In  such  a  conventional  digital  VTR,  a 
digital  video  signal  which  is  in  a  bit  rate  reduction  cod- 
ed  (bandwidth  compressed)  state  for  the  purpose  of 
reducing  the  enormous  amount  of  information  to  a 
level  suitable  for  recording  and  reproduction  is  record- 
ed  on  a  magnetic  tape  and  reproduced  therefrom  us- 
ing  a  rotary  head. 

There  are  two  methods  of  such  bit  rate  reduction 
coding,  that  is,  one  method  of  merely  controlling  the 
code  amount  of  video  information  constituting  the  en- 
tire  screen,  and  another  method  of  dividing  the  entire 
screen  into  a  plurality  of  blocks  and  controlling  the 
code  amount  so  that  the  video  information  constitut- 
ing  each  block  has  a  fixed  length.  As  will  be  described 
afterwards,  the  latter  method  is  suitable  as  a  bit  rate 
reduction  coding  method  for  a  digital  VTR  having  re- 
production  function  at  a  changeable  speed. 

Fig.  1  is  a  block  diagram  schematically  showing 
a  structure  of  a  conventional  digital  VTR  using  the 
above  mentioned  latter  bit  rate  reduction  coding 
method.  Fig.  2  schematically  shows  the  manner  of 
dividing  screen  into  blocks  according  to  such  a  bit  rate 
reduction  coding  method.  Fig.  3  schematically  shows 
the  data  arrangement  in  tracks  on  a  tape.  Such  a  con- 
ventional  digital  VTR  is  disclosed  in  Japanese  Patent 
Laying-Open  No.  2-220270,  for  example. 

Referring  to  Fig.  1  ,  at  the  time  of  recording,  a  dig- 
ital  video  signal  provided  from  a  video  signal  source 
not  shown  is  supplied  to  a  block  shuffling  circuit  101 
included  in  a  digital  VTR.  Block  shuffling  circuit  101 
divides  the  digital  video  signal  into  blocks  each  having 
a  certain  size  to  rearrange  the  video  signal  data  on 
the  basis  of  such  block. 

More  specifically,  referring  to  Fig.  2,  the  entire 

rectangular  represents  one  whole  screen.  The  entire 
screen  is  divided  into  six  regions  of  A,  B,  C,  D,  E  and 
F.  Each  region  isfurtherdivided  into  small  rectangular 
units  (small  blocks),  where  small  blocks  in  each  re- 

5  gion  are  indicated  by  numbers  such  as  1  ,  2,  3  For 
example,  region  A  is  formed  of  a  plurality  of  small 
blocks  of  A1  ,  A2,  A3  and  region  B  is  formed  of  the 
same  number  of  small  blocks  of  B1,  B2,  B3  The 
same  can  be  said  for  the  remaining  regions  C,  D,  E 

10  and  F. 
Block  shuffling  circuit  101  divides  the  supplied 

digital  video  signal  constituting  an  entire  screen  into 
the  above-described  rectangular  units  (small  blocks). 
Then,  the  digital  video  signal  is  rearranged  on  a  small 

15  block  basis  in  such  arrangement  that  small  blocks  are 
sequentially  derived  one  by  one  from  respective  re- 
gions  of  A-F  in  ascending  order,  such  as  A1,  B1,  C1, 
D1  ,  E1  ,  F1  ,  A2,  B2,  C2,  D2,  E2,  F2,  A3  Each  group 
of  small  blocks  of  a  corresponding  number  read  out 

20  from  the  respective  six  regions  A-F,  for  example  a 
group  of  (A1,  B1,  C1,  D1,  E1,  F1),  a  group  of  (A2,  B2, 
C2,  D2,  E2,  F2)  is  defined  as  one  "large  block". 

The  digital  video  signal  rearranged  as  described 
above  is  applied  to  a  bit  rate  reduction  coding  circuit 

25  1  02  where  bit  rate  reduction  coding  of  data  on  the  ba- 
sis  of  the  above-described  large  block  is  carried  out 
to  realize  an  amount  of  information  suitable  for  re- 
cording  onto  a  tape.  More  specifically,  a  video  signal 
of  each  small  block  entered  into  bit  rate  reduction  cod- 

30  ing  circuit  102  is  subjected  to  the  well-known  ortho- 
gonal  transform  coding,  and  then  subjected  to  a  vari- 
able  length  coding  process  according  to  the  informa- 
tion  amount  of  each  small  block  so  that  the  coded 
amount  of  a  large  block  becomes  constant.  As  a  re- 

35  suit,  reduction  of  the  data  amount,  i.e.  bit  rate  reduc- 
tion  coding  is  realized.  The  data  of  the  plurality  of 
small  blocks  constituting  each  large  block  are  gath- 
ered  together  to  be  provided  as  a  block  data  of  a  fixed 
length  to  be  supplied  to  an  error  correction  coding  cir- 

40  cuit103. 
Error  correction  coding  circuit  103  adds  an  error 

correction  code  (parity)  to  the  block  data  of  a  fixed 
length  subjected  to  bit  rate  reduction  coding,  which  is 
supplied  to  a  synchronizing  signal-ID  signal  applying 

45  circuit  104.  Synchronizing  signal-ID  signal  applying 
circuit  1  04  adds  a  synchronizing  signal  and  an  ID  sig- 
nal  to  the  supplied  video  signal  to  provide  the  same 
to  a  modulation  circuit  105. 

Modulation  circuit  105  modulates  the  supplied 
so  signal  while  suppressing  the  direct  current  (DC)  com- 

ponent  thereof  to  record  the  same  on  the  above- 
described  fixed  length  block  basis  on  a  magnetic  tape 
107  as  a  recording  medium  via  a  magnetic  head  106. 
Fig.  3  shows  the  recording  manner  on  such  a  tape. 

55  Each  track  is  constituted  by  a  plurality  of  block  data 
of  a  fixed  length  M1,  M2,  M3,  M4 

At  the  time  of  reproduction,  recorded  data  M1, 
M2,  M3,  ...  on  tape  107  such  as  that  shown  in  Fig.  3 
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are  reproduced  via  a  magnetic  head  108  to  be  de- 
modulated  by  a  demodulation  circuit  109.  The  de- 
modulated  video  signal  is  supplied  to  a  synchronizing 
signal-ID  signal  detection  circuit  110  where  detection 
of  a  synchronizing  signal  and  an  ID  signal  is  carried 
out.  Then,  the  video  signal  is  applied  to  an  error  cor- 
rection  decoding  circuit  111. 

Error  correction  decoding  circuit  111  carries  out 
error  correction  to  the  applied  video  signal,  and  vari- 
able  length  decoding  and  inverse  orthogonal  trans- 
form  process  for  data  of  each  of  small  blocks  forming 
the  fixed  length  block  to  restore  the  original  data  of 
each  small  block.  The  restored  data  is  supplied  to  a 
decoding-concealment  circuit  112  where  decoding 
and  concealment  of  a  video  signal  are  carried  out  for 
the  portion  of  data  where  error  correction  could  not 
be  carried  out  in  error  correction  decoding  circuit  111  . 

The  data  subjected  to  an  error  correction  and  de- 
coding  process  is  supplied  to  a  block  de-shuffling  cir- 
cuit  113  where  a  inverse  rearrangement  of  the  rear- 
rangement  by  blockshuffling  circuit  101  of  the  record- 
ing  system  is  carried  out.  As  a  result,  the  video  signal 
of  the  original  data  arrangement  at  the  time  of  record- 
ing  is  reproduced.  The  data  signal  of  block  deshuf- 
fling  circuit  113  is  output  appropriately  to  be  provided 
to  a  monitor  device  and  the  like  not  shown. 

In  a  conventional  digital  VTR  shown  in  Figs.  1-3, 
a  plurality  of  small  blocks  that  are  located  distant  from 
each  other  on  a  screen  (for  example,  A1  ,  B1  ,  C1  ,  D1  , 
E1,  F1)  are  gathered  together  to  form  a  large  block, 
and  control  of  the  code  amount  is  carried  out  on  the 
basis  of  this  large  block  to  form  a  data  block  of  a  fixed 
length  (for  example  M1)  to  be  recorded  on  a  tape. 
Therefore,  corresponding  small  blocks  (for  example 
A1  and  A2,  B1  and  B2)  of  two  data  of  fixed  length  re- 
corded  adjacent  to  each  other  on  a  tape  (for  example 
M1  and  M2)  are  the  small  blocks  adjacent  to  each 
other  on  the  screen.  The  deviation  of  the  amount  of 
information  of  video  data  is  considered  to  be  neces- 
sarily  small  between  two  adjacent  small  blocks  on  the 
screen.  Therefore,  deviation  in  each  information 
amount  of  fixed  length  data  (M1,  M2,  ...)  recorded  ad- 
jacent  to  each  other  on  a  tape  is  less  likely  to  occur, 
so  that  the  video  signal  can  be  transmitted  with  the 
desired  quality  of  picture,  that  is,  efficiency  of  bit  rate 
reduction  coding  can  be  improved. 

More  specifically,  it  is  necessary  to  allocate  the 
code  amount  according  to  the  information  amount  of 
a  picture  in  order  to  code  the  video  data  while  main- 
taining  the  desired  picture  quality.  On  the  other  hand, 
it  is  also  required  to  make  the  code  amount  after  cod- 
ing  constant  in  each  large  block.  As  a  result,  if  the  de- 
viation  in  the  information  amount  of  each  large  block 
is  large,  the  data  of  a  large  block  having  such  large 
information  amount  is  discarded  and  it  becomes  dif- 
ficult  to  maintain  sufficient  picture  quality.  If  the  code 
length  of  the  fixed  length  block  is  made  large  to  cor- 
respond  to  t  hat  of  t  he  block  having  t  he  largest  amount 

of  information  in  order  to  maintain  sufficient  picture 
quality,  on  the  other  hand,  the  code  length  of  the 
large  block  having  a  smaller  amount  of  information  is 
also  increased  unnecessarily  and  it  becomes  difficult 

5  to  carry  out  bit  rate  reduction  coding  with  the  im- 
proved  efficiency.  Accordingly,  in  the  conventional 
digital  VTR,  the  deviation  in  the  information  amount 
of  each  fixed  length  block  was  made  small  in  the 
above  described  manner  to  carry  out  bit  rate  reduc- 

10  tion  coding  with  the  improved  efficiency. 
In  addition,  when  the  video  data  is  recorded  on 

the  basis  of  small  block  constituted  by  a  plurality  of 
pixels  and  such  recorded  data  is  reproduced  at  a  high 
speed,  small  blocks  belonging  to  different  fields 

15  (frames)  are  usually  reproduced  adjacent  to  each 
other  on  the  same  screen  and  a  boundary  between 
such  small  blocks  can  be  visually  recognized  in  such 
a  case.  If  a  large  number  of  small  blocks  belonging  to 
different  fields  (frames)  are  reproduced  in  the  minute- 

20  ly  mixed  manner,  such  boundaries  are  also  generated 
minutely,  resulting  in  the  reproduced  picture  which 
appears  as  if  a  mosaic  pattern  processing  has  been 
applied. 

Therefore,  by  maintaining  continuity  of  data  on  a 
25  screen  between  fixed  length  blocks  (for  example  M1 

and  M2)  recorded  adjacent  to  each  other  on  a  tape, 
data  continuity  on  a  screen  can  be  ensured  even  at 
the  time  of  high  speed  reproduction  such  as  in  high 
speed  search  mode  to  prevent  a  mosaic  pattern  ap- 

30  pearing  on  a  screen,  whereby  good  visual  quality  of 
the  reproduced  picture  can  be  ensured. 

The  manner  of  block  division  of  a  screen  in  the 
above-described  conventional  VTR  had  a  problem 
set  forth  in  the  following.  From  the  standpoint  of  fur- 

35  ther  improving  the  efficiency  of  bit  rate  reduction  cod- 
ing,  it  is  preferable  to  divide  the  entire  screen  into  as 
many  regions  as  possible  to  increase  the  number  of 
small  blocks  included  in  each  large  block  (fixed  length 
block)  to  suppress  deviation  in  the  information 

40  amount  of  each  fixed  length  block  data.  However, 
from  the  standpoint  of  ensuring  good  visual  quality  of 
the  reproduced  picture  at  the  time  of  high  speed  re- 
production,  it  is  preferable  to  reduce  the  number  of 
small  blocks  included  in  each  large  block  (fixed  length 

45  block)  to  ensure  continuity  of  data  on  a  screen  for  pre- 
venting  mosaic  deformation  on  the  screen. 

As  shown  in  Fig.  2,  for  example,  small  blocks  are 
derived  one  by  one  from  the  respective  six  regions  A- 
F  to  form  one  large  block  (M1  =  A1  ,  B1  ,  C1  ,  D1  ,  E1  , 

so  F1),andcodeamountcontrol  is  carried  out  for  making 
the  code  amount  for  each  large  block  constant  to  form 
a  fixed  length  block.  Then,  recording  onto  a  tape  is 
carried  out  on  t  he  basis  of  t  his  fixed  lengt  h  block  (M  1  , 
M2,  M3,  M4,  ...).  If  it  is  adapted  that  adjacent  small 

55  blocks  on  a  screen  (for  example,  A1  and  A2)  are  the 
two  small  blocks  corresponding  to  each  other  in  the 
two  adjacent  fixed  length  blocks  (for  example  M1  and 
M2)  on  the  tape,  only  1/6  (for  example,  5  small  blocks) 

3 
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of  the  small  blocks  (for  example,  30  small  blocks)  that 
can  be  reproduced  continuously  from  a  tape  at  the 
time  of  high  speed  reproduction  is  successive  in  each 
of  the  regions  A-F.  As  described  in  the  foregoing,  the 
mosaic  deformation  is  usually  caused  by  generation 
of  a  large  number  of  boundaries  among  blocks  be- 
longing  to  different  fields.  In  orderto  present  such  mo- 
saic  deformation,  therefore,  it  is  required  that  small 
blocks  belonging  to  the  same  field  is  reproduced  on 
the  screen  as  many  as  possible.  If  only  5  small  blocks, 
corresponding  to  1/6  of  30  small  blocks  which  can  be 
continuously  reproduced  on  the  screen,  can  be  con- 
tinuously  reproduced  in  each  of  the  regions  A-F  as  de- 
scribed  above,  however,  a  large  number  of  boundar- 
ies  among  blocks  belonging  to  different  fields  are 
generated  on  the  screen  and  mosaic  deformation  at 
the  time  of  high  speed  reproduction  cannot  be  pre- 
vented  sufficiently. 

Conversely,  if  the  screen  is  divided  into  a  smaller 
number,  for  example  divided  into  two,  1/2  of  the  small 
blocks  that  can  be  reproduced  continuously  from  a 
tape  at  the  time  of  high  speed  reproduction  can  be 
successive  on  each  of  the  regions,  whereby  visual 
quality  of  the  picture  at  the  time  of  high  speed  repro- 
duction  can  be  improved  to  some  degree.  However,  in 
this  case,  there  is  a  possibility  of  deviation  in  the  in- 
formation  amount  of  each  fixed  length  block  to  de- 
grade  the  efficiency  of  bit  rate  reduction  coding. 

Therefore,  the  design  parameter  of  a  digital  VTR, 
particularly  the  number  of  small  blocks  included  in 
each  fixed  length  block  can  be  determined  only  by  a 
compromise  between  the  efficiency  of  bit  rate  reduc- 
tion  coding  and  the  visual  quality  of  a  high  speed  re- 
produced  picture,  resulting  in  a  problem  that  the  de- 
sign  of  a  digital  VTR  significantly  lacks  degree  of  flex- 
ibility. 

SUMMARY  OF  THE  INVENTION 

An  object  of  the  present  invention  is  to  provide  a 
digital  recording  and/or  reproduction  apparatus  of  a 
video  signal  having  the  efficiency  of  bit  rate  reduction 
coding  of  a  video  signal  improved. 

Another  object  of  the  present  invention  is  to  pro- 
vide  a  digital  recording  and/or  reproduction  apparatus 
of  a  video  signal  having  the  picture  quality  of  a  repro- 
duced  picture  at  the  time  of  high  speed  reproduction 
improved. 

A  further  object  of  the  present  invention  is  to  pro- 
vide  a  digital  recording  and/or  reproduction  apparatus 
of  a  video  signal  promoting  individually  optimization  of 
bit  rate  reduction  coding  and  optimization  of  picture 
quality  of  high  speed  reproduction. 

Briefly  stated,  an  apparatus  for  recording  digitally 
a  digital  video  signal  according  to  the  present  inven- 
tion  comprises  a  circuit  for  forming  a  plurality  of  small 
blocks  each  having  a  plurality  of  pixels  in  the  horizon- 
tal  direction  and  the  vertical  direction  of  the  digital  vid- 

eo  signal,  a  circuit  for  forming  a  plurality  of  large 
blocks  each  having  a  plurality  of  small  blocks  located 
distant  from  each  other  on  a  screen,  a  circuit  for  cod- 
ing  the  digital  video  signal  for  each  of  the  small  blocks 

5  constituting  the  large  block,  a  circuit  for  controlling  the 
code  amount  for  each  large  block  so  that  the  total 
code  amount  of  the  plurality  of  small  blocks  constitut- 
ing  the  large  block  is  constant  to  form  a  fixed  length 
block,  a  circuit  for  dividing  the  fixed  length  block  into 

10  a  plurality  of  recording  blocks  so  that  respective  main 
components  (important  for  decoding  of  video  data)  of 
the  plurality  of  small  blocks  constituting  the  fixed 
length  block  are  included  separately  in  the  plurality  of 
recording  blocks,  a  circuit  for  applying  coding  for  error 

15  correction  to  be  made  at  the  time  of  reproduction  to 
the  plurality  of  recording  blocks  to  form  a  plurality  of 
error  correction  blocks,  a  circuit  for  rearranging  the 
plurality  of  recording  blocks  included  in  the  plurality 
of  error  correction  blocks  on  the  basis  of  the  record- 

20  ing  block  so  that  recording  blocks  including  the  main 
components  of  small  blocks  adjacent  to  each  other  on 
a  screen  are  also  adjacent  on  a  recording  medium, 
and  a  circuit  for  recording  the  rearranged  plurality  of 
recording  blocks  on  the  recording  medium. 

25  According  to  another  aspect  of  the  present  inven- 
tion,  an  apparatus  for  reproducing  digitally  a  digital 
video  signal  recorded  as  described  above  comprises 
a  circuit  for  detecting  a  plurality  of  recording  blocks  re- 
corded  on  a  recording  medium,  a  circuit  for  rearrang- 

30  ing  the  detected  recording  blocks  on  the  basis  of  the 
recording  block  to  be  included  in  the  plurality  of  error 
correction  blocks  in  the  original  order  prior  to  record- 
ing,  a  circuit  for  restoring  the  recording  blocks  at  the 
time  of  recording  by  applying  an  error  correction  proc- 

35  ess  to  the  rearranged  recording  blocks  to  correct  an 
error  generated  at  the  time  of  reproduction,  a  circuit 
for  reconstructing  a  fixed  length  block  from  the  plur- 
ality  of  recording  blocks  constituting  a  large  block,  a 
circuit  for  decoding  a  digital  video  signal  for  each  of 

40  the  plurality  of  small  blocks  constituting  the  recon- 
structed  fixed  length  block,  a  circuit  for  concealing 
the  contents  of  each  small  block  to  reduce  the  effect 
of  an  error  to  a  reproduced  picture  when  error  correc- 
tion  could  not  be  carried  out  by  the  error  correction 

45  circuit,  and  a  circuit  for  rearranging  the  plurality  of 
small  blocks  constituting  the  fixed  length  block  to  re- 
store  pixels  corresponding  to  the  digital  video  signal 
at  the  time  of  recording. 

According  to  a  further  aspect  of  the  present  in- 
50  vention,  an  apparatus  for  digital-recording  a  supplied 

digital  video  signal  and  for  digital-reproducing  a  re- 
corded  digital  video  signal  includes  a  circuit  for  form- 
ing  a  plurality  of  small  blocks,  each  including  a  plur- 
ality  of  pixels  in  the  horizontal  direction  and  the  vert- 

55  ical  direction  of  the  digital  video  signal,  a  circuit  for 
forming  a  plurality  of  large  blocks,  each  including  a 
plurality  of  the  small  blocks  located  distant  from  each 
other  on  a  screen,  a  circuit  for  coding  a  digital  video 

4 
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signal  for  each  of  the  small  blocks  constituting  the 
large  block,  a  circuit  for  controlling  the  code  amount 
for  each  large  block  so  that  the  total  code  amount  of 
the  plurality  of  small  blocks  constituting  the  large 
block  is  constant  to  form  a  fixed  length  block,  a  circuit  5 
for  dividing  the  fixed  length  block  into  a  plurality  of  re- 
cording  blocks  so  that  respective  main  components  of 
the  plurality  of  small  blocks  constituting  the  fixed 
length  block  are  included  separately  in  the  plurality  of 
recording  blocks,  a  circuit  for  applying  coding  for  error  10 
correction  to  be  made  at  the  time  of  reproduction  to 
the  plurality  of  recording  blocks  to  form  a  plurality  of 
error  correction  blocks,  a  circuit  for  rearranging  the 
plurality  of  recording  blocks  included  in  the  plurality 
of  error  correction  blocks  on  the  basis  of  the  record-  15 
ing  block  so  that  recording  blocks  including  main  com- 
ponents  of  small  blocks  adjacent  to  each  other  on  a 
screen  are  also  adjacent  on  a  recording  medium,  a  cir- 
cuit  for  recording  the  rearranged  plurality  of  recording 
blocks  onto  the  recording  medium,  a  circuit  for  detect-  20 
ing  the  plurality  of  recording  blocks  recorded  on  the 
recording  medium,  a  circuit  for  rearranging  the  de- 
tected  recording  blocks  on  the  basis  of  recording 
block  to  be  included  in  the  plurality  of  error  correction 
blocks  in  the  original  order  prior  to  recording,  a  circuit  25 
for  restoring  the  recording  blocks  at  the  time  of  re- 
cording  by  applying  an  error  correction  process  to  the 
rearranged  recording  blocks  to  correct  an  error  gen- 
erated  at  the  time  of  reproduction,  a  circuit  for  recon- 
structing  the  fixed  length  block  from  the  plurality  of  30 
recording  blocks  constituting  the  large  block,  a  circuit 
for  decoding  the  digital  video  signal  for  each  of  the 
plurality  of  the  small  blocks  constituting  the  rear- 
ranged  fixed  length  block,  a  circuit  for  concealing  the 
contents  of  each  small  block  to  reduce  the  effect  of  an  35 
error  to  a  reproduced  picture  when  error  correction 
could  not  be  carried  out  by  the  error  correction  circuit, 
and  a  circuit  for  rearranging  the  plurality  of  small 
blocks  constituting  the  fixed  length  block  to  restore 
pixels  corresponding  to  the  digital  video  signal  at  the  40 
time  of  recording. 

A  main  advantage  of  the  present  invention  is  to 
reduce  the  possibility  of  deviation  in  the  information 
amount  of  each  large  block  to  improve  the  efficiency 
of  bit  rate  reduction  coding  by  controlling  the  code  45 
amount  of  the  large  block  formed  by  a  plurality  of 
small  blocks  located  distant  from  each  other  on  a 
screen  to  form  a  fixed  length  block,  dividing  the  fixed 
length  block  so  that  the  main  components  of  respec- 
tive  small  blocks  are  included  separately  on  recording  50 
blocks,  and  rearranging  error  correction  blocks  so 
that  recording  blocks  including  the  main  components 
of  small  blocks  adjacent  on  the  screen  are  also  adja- 
cent  on  the  recording  medium. 

Another  advantage  of  the  present  invention  is  to  55 
prevent  mosaic  deformation  of  a  high  speed  repro- 
duced  picture  to  obtain  a  high  speed  reproduced  pic- 
ture  of  high  visual  quality,  because  the  number  of 

small  blocks  detected  continuously  on  a  track  at  the 
time  of  high  speed  reproduction  are  directly  the  num- 
ber  of  small  blocks  successive  on  a  screen. 

A  further  advantage  of  the  present  invention  is  to 
allow  arbitrary  setting  of  design  parameters  to  ach- 
ieve  a  desired  efficiency  of  bit  rate  reduction  coding 
regardless  of  the  picture  quality  of  a  high  speed  repro- 
duced  picture. 

The  foregoing  and  other  objects,  features,  as- 
pects  and  advantages  of  the  present  invention  will  be- 
come  more  apparent  from  the  following  detailed  de- 
scription  of  the  present  invention  when  taken  in  con- 
junction  with  the  accompanying  drawings. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  block  diagram  schematically  showing 
a  structure  of  a  conventional  digital  VTR. 

Fig.  2  schematically  shows  a  manner  of  block  di- 
vision  of  a  screen  according  to  a  bit  rate  reduction 
coding  method. 

Fig.  3  schematically  shows  a  data  arrangement  in 
a  track  formed  on  a  tape  by  a  conventional  digital 
VTR. 

Fig.  4  is  a  block  diagram  schematically  showing 
a  structure  of  a  digital  VTR  according  to  an  embodi- 
ment  of  the  present  invention. 

Fig.  5  is  a  diagram  schematically  showing  a  man- 
ner  of  block  division  of  a  screen  according  to  an  em- 
bodiment  of  the  present  invention. 

Fig.  6  schematically  shows  a  structure  of  a  fixed 
length  block  according  to  an  embodiment  of  the  pres- 
ent  invention. 

Figs.  7  and  8  schematically  show  division  meth- 
ods  of  a  fixed  length  block  according  to  an  embodi- 
ment  of  the  present  invention. 

Figs.  9A-9C  schematically  show  data  arrange- 
ment  when  four  error  correction  blocks  are  formed 
according  to  an  embodiment  of  the  present  invention. 

Fig.  10  schematically  shows  the  relationship  be- 
tween  record  tracks  formed  on  a  tape  by  a  digital  VTR 
according  to  an  embodiment  of  the  present  invention 
and  a  trace  of  a  head  at  the  time  of  high  speed  repro- 
duction. 

Fig.  11  schematically  shows  an  example  of  an  ar- 
rangement  of  heads  used  in  a  multichannel-multiseg- 
ment  recording  method. 

Figs.  12A-12C  schematically  shows  tracks 
formed  by  a  digital  VTR  according  to  a  multichannel- 
multisegment  recording  method. 

DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

Fig.  4  is  a  block  diagram  schematically  showing 
a  structure  of  a  digital  VTR  according  to  an  embodi- 
ment  of  the  present  invention.  Referring  to  Fig.  4,  at 
the  time  of  recording,  a  digital  video  signal  provided 
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from  a  video  signal  source  not  shown  is  supplied  to  a 
small  blocking  circuit  1  included  in  a  digital  VTR.  Sim- 
ilar  to  the  case  of  conventional  art  described  with  ref- 
erence  to  Figs.  1-3,  small  blocking  circuit  1  combines 
a  plurality  of  pixels  in  the  horizontal  direction  and  the 
vertical  direction  of  a  digital  video  signal  to  form  a 
plurality  of  rectangular  units  (small  blocks  of  data)  A1  , 
A2  B1  ,  B2  C1  ,  C2  D1  ,  D2  as  shown  in 
Fig.  5.  The  digital  video  signal  rearranged  in  such  a 
manner  is  supplied  to  a  large  blocking  circuit  2. 

Large  blocking  circuit  2  rearranges  the  digital  vid- 
eo  signal  on  the  basis  of  small  block  by  deriving  in  as- 
cending  order  small  blocks  sequentially  one  by  one 
from  regions  A,  B,  C  and  D  obtained  by  dividing  the 
entire  screen  into  four  as  shown  in  Fig.  5,  resulting  in 
a  plurality  of  large  blocks  (A1,  B1,  C1,  D1),  (A2,  B2, 
C2,  D2)  The  digital  video  signal  rearranged  in 
such  a  manner  is  supplied  to  an  orthogonal  transform 
circuit  3. 

Orthogonal  transform  circuit  3  applies  an  ortho- 
gonal  transform  process  to  the  entered  digital  video 
signal  of  each  small  block  using  a  well  known  method 
such  as  discrete  cosine  conversion,  and  supplies  the 
same  to  a  variable  length  coding  circuit  4.  Variable 
length  coding  circuit  4  applies  a  variable  length  cod- 
ing  process  for  each  small  block  according  to  the 
amount  of  information  of  each  entered  small  block.  Al- 
though  the  code  amount  of  information  of  each  small 
block  is  variable  in  the  variable  length  coding  process 
for  each  small  block,  variable  length  coding  circuit  4 
carries  out  control  so  that  the  total  of  the  code  length 
of  the  plurality  of  small  blocks  forming  each  large 
block  is  a  fixed  value,  whereby  a  data  block  of  a  fixed 
length  corresponding  to  each  large  block  is  obtained. 

Describing  more  specifically  the  present  embodi- 
ment  with  reference  to  Fig.  6,  four  small  blocks  of  A1, 
B1,  C1  and  D1  constitute  one  large  block  (a  fixed 
length  block),  and  four  small  blocks  A2,  B2,  C2,  and 
D2  constitute  another  large  block  (a  fixed  length 
block).  The  same  can  be  said  for  the  remaining 
blocks.  Variable  length  coding  circuit  4  controls  the 
code  amount  so  that  the  total  of  the  code  amount  of 
information  in  each  large  block  is  equal. 

Similar  to  the  case  of  the  above-described  con- 
ventional  art,  rearrangement  of  a  digital  video  signal 
of  the  present  invention  results  in  small  blocks  (for  ex- 
ample  A1  and  B1)  in  the  same  fixed  length  block  be- 
ing  located  apart  from  each  other  on  a  screen  and 
corresponding  small  blocks  (for  example  A1  and  A2) 
in  fixed  length  blocks  recorded  adjacent  being  locat- 
ed  adjacent  to  each  other  on  a  screen.  Therefore,  the 
possibility  of  deviation  in  the  information  amount  of 
each  fixed  length  block  is  reduced.  Similar  to  the  case 
of  the  above-described  conventional  art,  the  effect  of 
improving  efficiency  of  variable  length  coding  is  en- 
sured  according  to  an  embodiment  of  the  present  in- 
vention.  In  addition  to  an  effect  equal  to  that  of  con- 
ventional  art,  an  embodiment  of  the  present  invention 

has  the  following  novel  feature. 
A  digital  video  signal  subjected  to  variable  length 

coding  process  as  described  above  is  supplied  to  a  re- 
cording  blocking  circuit  5,  whereby  data  division  is 

5  carried  out  to  form  recording  blocks  which  will  be  de- 
scribed  afterwards.  More  specifically,  the  code  of 
each  block  forming  a  fixed  length  block  as  shown  in 
Fig.  6  includes  additional  information  representing 
the  code  length  after  coding,  followed  by  real  infor- 

10  mation  having  video  information  from  a  low  frequency 
component  to  a  high  frequency  component  after  or- 
thogonal  transformation  disposed  sequentially  from 
the  low  frequency  component.  The  above-mentioned 
additional  information  and  the  real  information  of  a 

15  low  frequency  component  are  called  the  main  compo- 
nents  of  information  among  the  information  included 
in  a  fixed  length  block. 

Recording  blocking  circuit  5  carries  out  data  divi- 
sion  of  each  fixed  length  block  so  that  the  above- 

20  mentioned  main  components  of  the  plurality  of  small 
blocks  constituting  the  fixed  length  blockare  included 
in  separate  recording  blocks.  As  such  divisional  meth- 
ods,  there  are  two  methods,  that  is,  a  first  method 
schematically  shown  in  Fig.  7  and  a  second  method 

25  schematically  shown  in  Fig.  8. 
The  first  method  shown  in  Fig.  7  will  be  descri- 

bed.  Fig.  7  shows  the  case  where  one  fixed  length 
block  is  divided  into  recording  blocks  of  1-5.  From  the 
information  of  small  blocks  A-D  constituting  one  fixed 

30  length  block,  the  main  component  information  of  re- 
spective  small  blocks  are  separately  disposed  into  re- 
cording  blocks  1-4,  and  components  that  are  not  so 
important  and  not  included  in  the  main  components, 
such  as  high  frequency  information,  are  gathered 

35  from  the  respective  four  small  blocks  to  be  arranged 
in  one  additional  recording  block  5.  Division  of  a  fixed 
length  block  into  recording  blocks  of  1-5  is  carried  out 
in  such  a  manner. 

The  second  method  shown  in  Fig.  8  will  be  descri- 
40  bed  hereinafter.  Fig.  8  shows  the  case  where  one 

fixed  length  block  is  divided  into  recording  blocks  of 
1-4.  More  specifically,  the  average  code  length  of 
small  blocks  A-D  constituting  one  fixed  length  block 
is  determined  as  the  code  length  for  each  recording 

45  block,  and  information  of  respective  small  blocks  A-D 
are  disposed  separately  into  recording  blocks  1-4. 
The  information,  which  could  not  be  stored  in  the  cor- 
responding  recording  block,  of  a  small  block  having  a 
code  length  longer  than  the  average  value  is  stored 

so  into  an  empty  region  of  another  recording  block 
where  data  of  a  small  block  having  a  code  length 
shorter  than  the  average  value  is  stored.  Division  of 
a  fixed  length  block  into  recording  blocks  1-4  is  car- 
ried  out  in  such  a  manner. 

55  By  dividing  a  fixed  length  data  so  that  the  main 
components  of  information  of  a  plurality  of  small 
blocks  are  arranged  in  separate  recording  blocks  ac- 
cording  to  the  above-described  first  and  second 
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methods,  whereby  any  of  the  recording  blocks  1-4 
can  be  detected  by  a  reproduction  system  of  a  digital 
VTR  as  will  be  described  in  detail  afterwards,  the  vid- 
eo  signal  of  a  small  block  included  therein  can  be  re- 
stored  without  great  degradation  of  picture  quality. 

The  first  method  of  Fig.  7  is  characterized  in  that 
the  main  components  of  respective  small  blocks  can 
readily  be  divided  into  separate  recording  blocks,  and 
that  only  the  information  required  for  high  speed  re- 
production  can  be  reliably  detected  because  the  main 
components  of  a  video  signal  are  recorded  in  one 
group.  The  second  method  of  Fig.  8  is  characterized 
in  that  the  main  components  of  respective  small 
blocks  can  readily  be  divided  into  separate  recording 
blocks  and  that  every  recording  block  necessarily  in- 
cludes  the  main  components  of  the  corresponding 
small  block  so  that  one  small  block  can  be  surely  re- 
produced  if  one  recording  block  can  be  reproduced  at 
the  time  of  high  speed  reproduction. 

Although  the  objects  of  the  present  invention  can 
be  achieved  by  either  of  the  above-described  first  or 
second  method,  the  second  method  of  Fig.  8  is  em- 
ployed  in  the  following  example  for  simplification  of 
the  description. 

The  video  signal  provided  from  recording  block- 
ing  circuit  5  is  supplied  to  error  correction  coding  cir- 
cuit  6  where  an  error  correction  code  (parity)  is  added 
for  correcting  an  error  to  be  generated  in  a  reproduc- 
tion  system.  More  specifically,  the  error  correction 
coding  process  is  carried  out  using  the  well  known 
Read-Solomon  product  codes  of  outer  codes  and  in- 
ner  codes,  resulting  in  a  plurality  of  error  correction 
blocks.  In  each  error  correction  block,  the  above- 
described  recording  blocks  are  stored  in  one-to-one 
correspondence  with  inner  codes. 

Figs.  9A-9C  schematically  show  the  data  ar- 
rangement  in  case  of  forming  4  error  correction 
blocks  according  to  the  present  invention.  More  spe- 
cifically,  Fig.  9A  corresponds  to  the  divided  screen  of 
Fig.  5  where  the  recording  blocks  corresponding  to 
small  blocks  of  A1,  A2,  A3,  A4  B1,  B2,  B3,  B4 
C1  ,  C2,  C3,  C4  D1  ,  D2,  D3,  D4,  ...  on  a  screen  are 
sequentially  stored  in  error  correction  blocks  of  the 
corresponding  numbers,  as  shown  in  Fig.  9B.  For  ex- 
ample,  recording  blocks  of  A1  ,  B1  ,  C1  ,  D1  ,  ...  are  stor- 
ed  in  the  first  error  correction  block  as  the  outer  code 
with  the  outer  parity  added,  and  A2,  B2,  C2,  D2,  ...  are 
stored  in  the  second  error  correction  block  as  the  out- 
er  code  with  the  outer  parity  added.  The  remaining  re- 
cording  blocks  are  sequentially  stored  in  the  corre- 
sponding  error  correction  blocks  in  a  similar  manner. 

Recording  blocks  subjected  to  an  error  correction 
coding  process  which  are  arranged  as  shown  in  Fig. 
9B  are  supplied  to  a  rearranging  circuit  7.  Rearrang- 
ing  circuit  7  rearranges  the  recording  blocks  arranged 
as  shown  in  Fig.  9B  as  that  shown  in  Fig.  9C  where 
small  blocks  adjacent  on  a  screen  (for  example  A1  , 
A2,  A3,  A4,  ...)  are  also  adjacent  on  a  track  when  re- 

corded  on  a  tape. 
Recording  blocks  rearranged  in  such  a  manner 

are  modulated  by  a  modulation  circuit  not  shown  to  be 
recorded  on  a  magnetic  tape  9  via  a  magnetic  head 

5  8. 
Thus,  inner  codes  corresponding  to  respective 

adjacent  small  blocks  on  a  screen  (for  example  A1 
and  A2  in  Fig.  9A)  are  included  in  a  distributed  manner 
in  separate  error  correction  blocks  (for  example,  in 

10  the  first  and  second  error  correction  blocks  of  Fig. 
9B).  Furthermore,  small  blocks  adjacent  on  a  screen 
(A1  and  A2)  have  data  rearranged  so  as  to  be  adja- 
cent  even  on  the  recording  track  as  shown  in  Fig.  9C. 
Therefore,  atthe  time  of  reproduction,  inner  codes  are 

15  sequentially  derived  one  by  one  from  the  four  error 
correction  blocks.  As  a  result,  when  there  is  a  burst 
error  along  the  longitudinal  direction  of  the  track  of 
Fig.  9C  in  the  reproduction  system,  such  a  burst  error 
is  divided  among  the  four  error  correction  blocks.  In 

20  comparison  with  the  conventional  data  arrangement 
shown  in  Fig.  3,  the  data  arrangement  of  the  present 
invention  as  described-above  provides  an  effect  that 
the  length  of  a  burst  error  that  can  be  corrected  with 
outer  codes  is  quadrupled.  There  is  also  an  advan- 

25  tage  of  improving  the  visual  quality  of  the  picture  at 
the  time  of  high  speed  reproduction. 

At  the  time  of  reproduction,  the  small  blocks  A1  , 
A2,  A3,  A4,  ...  of  recorded  data  on  tape  9  shown  in  Fig. 
9C  are  reproduced  via  a  magnetic  head  10,  and  de- 

30  modulated  by  a  demodulation  circuit  not  shown.  The 
demodulated  video  signal  is  supplied  to  a  inverse  re- 
arranging  circuit  11  where  the  plurality  of  the  error 
correction  blocks  have  the  small  blocks  rearranged  to 
the  original  arrangement  shown  in  Fig.  9B. 

35  The  rearranged  video  signal  from  inverse  rear- 
ranging  circuit  11  is  supplied  to  an  error  correction  de- 
coding  circuit  12.  Error  correction  decoding  circuit  12 
carries  out  error  correction  to  the  supplied  video  sig- 
nal  for  correcting  an  error  generated  at  the  time  of  re- 

40  production,  whereby  the  original  recording  blocks  are 
restored  and  supplied  to  a  recording  block  decompo- 
sition  circuit  13.  Error  correction  decoding  circuit  12 
applies  an  error  flag  to  a  recording  block(small  block) 
that  could  not  be  corrected,  and  provides  the  same 

45  to  recording  block  decomposition  circuit  1  3. 
Recording  block  decomposition  circuit  13  decom- 

poses  the  recording  block  formed  as  shown  in  Fig.  9B 
to  rearrange  data  so  that  coded  data  is  restored  for 
each  small  block  constituting  a  fixed  length  block 

so  shown  in  Fig.  6.  The  resulting  data  is  supplied  to  a  first 
concealment  circuit  14. 

If  there  is  no  error  in  the  portion  of  a  recording 
block,  where  the  main  components  of  the  corre- 
sponding  small  block  are  included  (the  white  area  in 

55  Figs.  7  and  8),  and  if  there  is  an  error  in  the  portion 
of  a  recording  block,  where  not-important  compo- 
nents  of  the  corresponding  small  block  are  included 
(the  shaded  area  of  Figs.  7  and  8),  first  concealment 
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circuit  14  replaces  such  not-important  components 
with  "0",  for  example,  and  cancels  the  error  flag  ap- 
plied  by  error  correction  decoding  circuit  12.  If  there 
is  an  error  in  the  portion  of  a  recording  block,  where 
the  main  components  of  the  corresponding  small 
block  are  included,  first  concealment  circuit  14  gen- 
erates  an  error  flag  which  is  supplied  to  a  second  con- 
cealment  circuit  17  at  the  succeeding  stage. 

A  video  signal  subjected  to  the  above-described 
correction  process  by  first  concealment  circuit  14  is 
applied  to  a  variable  length  decoding  circuit  15.  Vari- 
able  length  decoding  circuit  15  applies  a  variable 
length  decoding  process  of  coded  data  for  each  small 
block  to  provide  the  same  to  a  inverse  orthogonal 
transform  circuit  16.  Inverse  orthogonal  transform  cir- 
cuit  16  applies  an  orthogonal  transform  process  op- 
posite  to  that  at  the  time  of  recording  to  the  data  of 
each  small  block  to  obtain  pixels  for  each  small  block. 

Although  the  video  signal  of  a  small  block  having 
the  not-important  components  replaced  by  "0"  due  to 
an  error  by  first  concealment  circuit  14  has  its  high  fre- 
quency  components  slightly  lost,  it  is  possible  to  ob- 
tain  a  reproduced  picture  having  a  picture  quality  of  a 
certain  level.  If  there  is  an  error  in  the  portion  of  the 
recording  block,  where  the  main  components  of  the 
corresponding  small  block  are  included,  and  an  error 
flag  has  been  supplied  to  second  concealment  circuit 
17  by  first  concealment  circuit  14,  the  pixels  of  that 
small  block  are  replaced  by  pixels  of  a  small  block  at 
the  same  position  on  a  preceding  screen  by  second 
concealment  circuit  17. 

The  pixels  obtained  for  each  small  block  are  sup- 
plied  to  a  large  block  decomposition  circuit  18.  Large 
block  decomposition  circuit  18  rearranges  the  small 
blocks  as  shown  in  Fig.  9Afor  reproduction  on  their 
respective  positions  on  the  screen.  Small  block  de- 
composition  circuit  19  decomposes  the  pixels  of  each 
small  block  to  reproduce  the  arrangement  of  the  dig- 
ital  video  signal  in  the  same  manner  as  that  of  the  dig- 
ital  video  signal  supplied  to  small  blocking  circuit  1  at 
the  time  of  recording.  The  reproduced  digital  video 
signal  is  supplied  to  a  monitor  device  not  shown. 
Thus,  display  of  a  reproduced  picture  is  possible. 

Fig.  10  schematically  shows  the  relationship  be- 
tween  record  tracks  formed  on  a  tape  by  a  digital  VTR 
according  to  the  above-described  embodiment,  and  a 
trace  of  a  head  at  the  time  of  high  speed  reproduction. 
At  the  time  of  high  speed  reproduction,  a  head  for  re- 
production  traverses  the  plurality  of  record  tracks 
formed  on  the  tape  for  scanning.  By  employing  an  azi- 
muth  recording  method,  a  video  signal  can  be  detect- 
ed  from  every  other  track  using  one  head,  as  shown 
by  the  shaded  line  in  Fig.  10.  According  to  the  present 
embodiment  of  the  invention,  data  of  small  blocks  ad- 
jacent  on  a  screen  (for  example,  A1,  A2,  A3,  A4,  ...) 
are  recorded  successively  on  the  basis  of  an  inner 
code,  as  described  in  association  with  Fig.  9C,  so  that 
a  signal  can  be  detected  with  a  certain  continuity  as 

such  shown  in  Fig.  10  even  at  the  time  of  high  speed 
reproduction. 

According  to  an  embodiment  of  the  present  in- 
vention,  inner  codes  adjacent  on  a  record  track  have 

5  the  main  components  of  the  small  blocks  located  ad- 
jacent  on  a  screen  stored,  as  described  in  association 
with  Figs.  9A-9C,  so  that  the  number  of  inner  codes 
that  could  be  detected  successively  on  the  record 
track  (the  shaded  region  of  Fig.  10)  at  the  time  of  high 

10  speed  reproduction  is  directly  the  number  of  small 
blocks  continuous  on  the  screen.  As  a  result,  mosaic 
deformation  on  a  screen  at  the  time  of  high  speed  re- 
production  can  be  prevented  to  obtain  a  picture  of 
high  visual  picture  quality  at  the  time  of  high  speed  re- 

15  production. 
Although  the  basic  structure  and  operation  of  the 

present  invention  has  been  described  above,  the  so- 
called  multichannel-multisegment  recording  method 
is  employed  in  a  conventional  digital  VTR  wherein 

20  data  of  one  screen  is  divided  into  a  plurality  of  tracks 
to  be  recorded  using  a  plurality  of  heads,  considering 
the  great  amount  of  information  of  digital  video  sig- 
nals  to  be  recorded.  An  embodiment  will  be  described 
hereinafter  where  the  present  invention  is  applied  to 

25  a  digital  VTR  of  a  multichannel-multisegment  record- 
ing  method. 

Fig.  11  schematically  shows  an  example  of  an  ar- 
rangement  of  heads  used  in  a  multichannel-multiseg- 
ment  recording  method.  In  the  following  description, 

30  it  is  assumed  that,  for  the  sake  of  simplification,  the 
four  heads  shown  in  Fig.  11  are  used  to  divide  digital 
video  signal  data  of  one  screen  into  four  tracks  to  be 
recorded. 

Referring  to  Fig.  11,  heads  a1  and  a2  are  +  azi- 
35  muth  heads,  and  heads  b1  and  b2  are  -  azimuth 

heads.  With  the  pair  of  heads  a1  and  b1  and  the  pair 
of  heads  a2  and  b2,  video  data  of  one  screen  is  re- 
corded  on  a  tape  using  the  two  pairs,  i.e.  a  total  of  four 
heads,  for  every  rotation  of  the  rotary  drum  of  Fig.  1  1  . 

40  Fig.  12A  shows  the  case  where  data  of  one  screen  is 
recorded  in  four  tracks  using  the  four  heads.  Refer- 
ri  ng  to  F  ig  .  1  2A,  t  he  area  i  nd  icated  by  a  t  h  ick  sol  id  I  i  ne 
shows  the  region  where  data  of  one  screen  is  record- 
ed,  and  the  two  regions  defined  by  dividing  such  re- 

45  gion  into  two  by  a  thin  solid  line  are  regions  respec- 
tively  formed  by  the  head  pairs  of  a1  and  b1  ,  and  a2 
and  b2.  Each  region  defined  by  a  dotted  line  corre- 
sponds  to  a  track  formed  by  each  head. 

The  operations  of  error  correction  coding  circuit 
so  6  and  rearranging  circuit  7  of  the  recording  system 

shown  in  Fig.  4  will  be  described  hereinafter  accord- 
ing  to  the  present  embodiment.  As  already  described 
in  association  with  Fig.  9B,  error  correction  coding 
circuit  6  forms  a  plurality  of  error  correction  blocks  (m 

55  blocks)  to  store  recording  blocks  for  each  error  cor- 
rection  blocks.  In  order  to  interleave  tracks  and  error 
correction  blocks  with  well  balance,  it  is  desirable  to 
set  the  value  of  M  such  that  the  number  of  inner 
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codes  for  each  correction  block  and  the  number  of  in- 
ner  codes  of  the  recording  blocks  including  the  main 
components  of  the  small  blocks  are  a  multiple  of  4. 

More  specifically,  it  is  assumed  that  the  number 
of  the  inner  codes  is  X  and  the  number  of  the  inner 
codes  corresponding  to  the  recording  blocks  includ- 
ing  the  main  components  of  small  blocks  is  Yforeach 
correction  block  in  case  where  the  number  of  tracks 
is  4,  for  example,  as  in  the  case  of  embodiment.  In  or- 
der  to  carry  out  interleaving  with  well  balance,  that  is, 
to  equally  distribute  X  inner  codes  included  in  each 
correction  block  into4  tracks,  the  numberXshould  be 
a  multiple  of  4  and,  particularly  in  view  of  the  neces- 
sity  that  the  real  data  as  well  as  the  parity  data  should 
be  equally  distributed,  the  number  Yshould  be  a  mul- 
tiple  of  4  as  well. 

Here,  the  description  is  provided  assuming  that 
the  above  conditions  are  satisfied  when  the  number 
M  of  the  error  correction  blocks  is  4.  In  this  case,  as 
shown  in  Fig.  9B,  respective  error  correction  blocks 
have  data  arranged  so  that  inner  codes  including  the 
main  components  of  small  blocks  adjacent  on  a 
screen  are  distributed  onto  separate  error  correction 
blocks. 

Although  rearranging  circuit  7  functions  to  ar- 
range  data  so  that  inner  codes  including  the  main 
components  of  small  blocks  adjacent  on  a  screen  are 
adjacent  even  on  tracks,  the  two  tracks  (the  regions 
defined  by  a  thin  solid  line  and  a  thick  solid  line) 
formed  by  the  head  pairs  of  a1  and  b1,  ora2  and  b2 
are  taken  as  one  track,  in  which  data  is  rearranged  as 
in  the  arrangement  shown  in  Fig.  12B  in  the  present 
embodiment. 

More  specifically,  rearranging  circuit  7  carries 
out  rearrangement  of  data  so  that  inner  codes  includ- 
ing  small  blocks  adjacent  on  a  screen  are  alternately 
recorded  on  the  pair  of  tracks  in  a  sequence,  such  as 
block  A1  to  track  a1  ,  block  A2  to  track  b1  ,  block  A3  to 
track  a1  ,  block  A4  to  track  b1  ,  block  A5  to  track  b1  , 
block  A6  to  track  a1  ,  block  A7  to  track  b1  ,  block  A8  to 
track  a1. 

The  reason  why  data  is  not  simply  distributed  in 
the  order  of  blocks  A1  ,  A3,  A5,  A7,  ...  on  track  a1  ,  but 
distributed  in  an  exchanged  sequence  between 
blocks  A1-A4  and  blocks  A5-A8  will  be  described 
hereinafter.  If  data  is  simply  arranged  in  the  order  of 
A1,  A3,  A5,  A7,  ...  on  track  a1,  a  burst  error  when  gen- 
erated  in  the  direction  along  the  track  can  be  distrib- 
uted  into  only  two  error  correction  blocks,  i.e.  the  first 
and  third  error  correction  blocks  of  Fig.  9B.  If  data  is 
disposed  in  the  order  of  block  A1,  A3,  A6,  A8,  ...  on 
track  a1  ,  the  burst  error  can  be  distributed  into  all  the 
four  error  correction  blocks  of  1-4. 

The  invention  may  be  implemented  so  that  the  or- 
der  of  arrangement  is  exchanged  between  blocks  A1- 
A4  and  blocks  A5-A8  when  error  correction  blocks  are 
to  be  formed  by  error  correction  coding  circuit  6,  and 
then  allocated  to  the  pair  of  tracks  as  they  are  in  re- 

arranging  data  on  the  track  by  rearranging  circuit  7. 
Fig.  12C  schematically  shows  the  relationship 

between  record  tracks  on  a  tape  formed  as  shown  in 
Fig.  12B  and  the  trace  of  a  head  pair  (for  example, 

5  head  a1  and  b1)  at  the  time  of  high  speed  reproduc- 
tion.  Referring  to  Fig.  12C,  the  regions  of  tracks  a1 
and  a2  and  a1  (shaded  area)  scanned  by  head  a1  to 
have  recorded  data  detected,  and  the  regions  of  dif- 
ferent  azimuth  tracks  b1  and  b2  and  b1  (shaded  area) 

10  scanned  by  head  b1  to  have  recorded  data  detected 
are  located  in  substantially  corresponding  positions. 
As  described  in  connection  with  Fig.  12B,  by  arrang- 
ing  small  blocks  adjacent  on  a  screen  to  tracks  form- 
ing  a  pair  in  an  alternate  manner  and  carrying  out  de- 

ls  tection  simultaneously  with  the  above-described  pair 
of  heads,  two  times  the  number  of  small  blocks  can 
be  reproduced  successively,  resulting  in  a  double 
number  of  small  blocks  successively  on  a  screen,  in 
comparison  with  the  case  where  recording  blocks  (in- 

20  ner  codes)  including  the  main  components  of  small 
blocks  adjacent  on  a  screen  are  simply  disposed  ad- 
jacent  on  a  single  track  to  be  detected  by  one  head 
successively,  as  shown  in  Figs.  9  and  10.  By  applying 
the  present  invention  to  a  digital  VTR  of  a  multichan- 

25  nel-multisegment  recording  method  shown  in  Figs.  11 
and  12,  mosaic  deformation  of  a  screen  can  be  more 
effectively  avoided  at  the  time  of  high  speed  repro- 
duction  to  obtain  a  reproduced  picture  of  a  higher  level 
of  visual  picture  quality. 

30  The  present  invention  is  applicable  to  the  record- 
ing/reproduction  method  of  tapes  of  various  formats 
where  a  similar  effect  can  be  obtained  by  rearranging 
data  according  to  that  recording/reproduction  meth- 
od. 

35  In  the  above-described  embodiments,  it  is  as- 
sumed  that  recording  blocks  and  inner  codes  are  in 
one-to-one  correspondence.  If  the  code  length  of 
each  recording  block  is  too  long,  one  recording  block 
can  be  divided  to  correspond  to  a  plurality  of  inner 

40  codes  taking  into  account  the  ability  of  error  correc- 
tion  by  inner  codes.  Conversely,  if  the  code  length  of 
each  recording  block  is  too  short  and  is  disadvanta- 
geous  from  the  standpoint  of  redundancy,  a  plurality 
of  recording  blocks  including  the  main  components  of 

45  a  plurality  of  small  blocks  adjacent  on  a  screen  can  be 
combined  to  correspond  to  one  inner  code. 

Although  the  above  embodiments  of  the  present 
invention  has  the  screen  divided  into  four  as  an  exam- 
ple  of  obtaining  a  desired  efficiency  of  bit  rate  reduc- 

50  tion  coding  and  a  reproduced  picture  of  high  quality 
at  the  time  of  high  speed  reproduction,  the  present  in- 
vention  is  not  limited  to  this  division  of  4,  and  is  appli- 
cable  to  a  case  where  the  screen  is  divided  into  an- 
other  manner. 

55  As  already  described  in  the  section  of  the  de- 
scription  of  the  background  art,  it  was  conventionally 
desirable  to  divide  the  entire  screen  into  as  many  re- 
gions  as  possible  from  the  standpoint  of  improving  ef- 
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f  iciency  of  bit  rate  reduction  coding,  while  to  divide  the 
entire  screen  into  a  number  of  regions  as  few  as  pos- 
sible  from  the  standpoint  of  good  visual  picture  quality 
of  a  reproduced  picture  at  the  time  of  high  speed  re- 
production.  Conventionally,  the  achievement  of  bit 
rate  reduction  coding  and  the  achievement  of  a  good 
visual  picture  quality  of  a  high  speed  reproduced  pic- 
ture  were  evaluated  integrally  to  determine  design 
parameters  of  a  digital  VTR  based  on  compromising 
points  of  both.  By  contrast,  optimization  of  bit  rate  re- 
duction  coding  and  optimization  of  a  high  speed  repro- 
duced  picture  can  be  evaluated  individually  according 
to  the  present  invention. 

For  example,  considering  the  case  where  only 
the  efficiency  of  bit  rate  reduction  coding  is  to  be  im- 
proved  while  maintaining  the  quality  of  high  speed  re- 
produced  picture  where  a  screen  is  divided  in  4,  it  is 
necessary  to  further  reduce  the  deviation  in  the  infor- 
mation  amount  to  improve  the  efficiency  of  coding. 
This  can  be  settled  by  increasing  the  divided  number 
of  the  screen  to  increase  the  number  of  small  blocks 
included  in  a  fixed  length  block.  Because  the  present 
invention  has  data  arranged  so  that  small  blocks  ad- 
jacent  on  a  screen  are  also  adjacent  even  on  a  track, 
the  picture  quality  of  a  high  speed  reproduced  picture 
can  be  maintained  even  in  this  case.  That  is  to  say, 
according  to  the  present  invention,  a  screen  can  be 
divided  into  an  arbitrary  number  for  achieving  a  de- 
sired  efficiency  of  bit  rate  reduction  coding  indepen- 
dent  of  the  picture  quality  of  a  highspeed  reproduced 
picture. 

Although  the  present  invention  has  been  descri- 
bed  and  illustrated  in  detail,  it  is  clearly  understood 
that  the  same  is  by  way  of  illustration  and  example 
only  and  is  not  to  be  taken  by  way  of  limitation,  the 
spirit  and  scope  of  the  present  invention  being  limited 
only  by  the  terms  of  the  appended  claims. 

Claims 

1.  An  apparatus  for  recording  digitally  a  supplied 
digital  video  signal,  comprising: 

means  (1)  for  forming  a  plurality  of  small 
blocks,  each  including  a  plurality  of  pixels  in  the 
horizontal  direction  and  the  vertical  direction  of 
said  digital  video  signal, 

means  (2)  for  forming  a  plurality  of  large 
blocks,  each  including  a  plurality  of  said  small 
blocks  located  distant  from  each  other  on  a 
screen, 

means  (3)  for  coding  said  digital  video  sig- 
nal  for  each  of  said  small  blocks  constituting  said 
large  block, 

means  (4)  for  controlling  the  code  amount 
for  each  said  large  block  so  that  the  total  code 
amount  of  the  plurality  of  said  small  blocks  con- 
stituting  said  large  block  is  constant  to  form  a 

fixed  length  block, 
means  (5)  for  dividing  said  fixed  length 

block  into  a  plurality  of  recording  blocks  so  that 
respective  main  components  of  the  plurality  of 

5  said  small  blocks  constituting  said  fixed  length 
block  are  included  separately  in  the  plurality  of  re- 
cording  blocks, 

means  (6)  for  applying  coding  for  error 
correction  to  be  made  at  the  time  of  reproduction 

10  to  said  plurality  of  recording  blocks  to  form  a  plur- 
ality  of  error  correction  blocks, 

means  (7)  for  rearranging  said  plurality  of 
recording  blocks  included  in  said  plurality  of  error 
correction  blocks  on  the  basis  of  said  recording 

15  block  so  that  recording  blocks  including  the  main 
components  of  small  blocks  adjacent  to  each 
other  on  a  screen  are  also  adjacent  on  a  record- 
ing  medium,  and 

means  (8)  for  recording  said  rearranged 
20  plurality  of  recording  blocks  on  said  recording 

medium. 

2.  The  digital  recording  apparatus  according  to 
claim  1,  wherein  said  means  for  dividing  said 

25  fixed  length  block  includes  means  for  storing  re- 
spective  main  components  of  the  plurality  of  said 
small  blocks  constituting  said  fixed  length  block 
one  by  one  into  corresponding  recording  blocks, 
and  for  storing  components  other  than  the  main 

30  components  of  respective  small  block  into  an- 
other  recording  block. 

3.  The  digital  recording  apparatus  according  to 
claim  1,  wherein  said  means  for  dividing  said 

35  fixed  length  block  includes  means  for  storing  first 
the  main  component  of  each  small  block  into  the 
corresponding  recording  block,  where  an  aver- 
age  of  the  code  length  of  the  plurality  of  said 
small  blocks  constituting  said  fixed  length  block 

40  being  defined  as  the  code  length  of  the  recording 
block,  and  for  storing  the  code  which  could  not  be 
stored  in  one  recording  block  out  of  the  code  of  a 
small  block  having  a  code  length  longer  than  the 
average  code  length  into  an  empty  area  of  an- 

45  other  recording  block  in  which  another  small 
block  having  a  code  length  shorterthan  the  aver- 
age  code  length  is  stored. 

4.  The  digital  recording  apparatus  according  to 
so  claim  1,  wherein  said  error  correction  coding 

means  includes  means  for  arranging  recording 
blocks  by  carrying  out  double  coding  in  the  order 
of  outer  codes  and  inner  codes  to  said  plurality  of 
recording  blocks  to  form  a  plurality  of  error  cor- 

55  rection  blocks,  so  that  the  recording  blocks  in- 
cluding  the  main  components  of  small  blocks  ad- 
jacent  on  a  screen  are  included  in  separate  error 
correction  blocks. 

10 
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5.  The  digital  recording  apparatus  according  to 
claim  4,  wherein  the  number  of  recording  blocks 
included  in  each  of  the  plurality  of  error  correc- 
tion  blocks  formed  by  said  error  correction  coding 
means  is  identical  between  respective  error  cor-  5 
rection  blocks,  and  isa  numberthatcan  be  equal- 
ly  divided  into  a  plurality  of  tracks,  when  said  dig- 
ital  video  signal  data  of  one  screen  is  divided  into 
said  plurality  of  tracks  for  recording. 

10 
6.  The  digital  recording  apparatus  according  to 

claim  1,  wherein  said  rearranging  means  in- 
cludes  means  for  distributing  the  recording 
blocks  including  the  main  components  of  small 
blocks  adjacent  on  a  screen  to  be  arranged  alter-  15 
nately  on  a  pair  of  tracks,  when  said  digital  video 
signal  data  of  one  screen  is  divided  into  a  plurality 
of  tracks  for  recording. 

7.  An  apparatus  for  reproducing  digitally  a  recorded  20 
digital  video  signal,  at  the  time  of  recording  said 
digital  video  signal,  a  plurality  of  small  blocks  are 
formed  each  including  a  plurality  of  pixels  in  the 
horizontal  direction  and  the  vertical  direction  of  a 
supplied  digital  signal  to  be  recorded,  a  plurality  25 
of  large  blocks  are  formed  each  including  a  plur- 
ality  of  said  small  blocks  located  distant  from 
each  other  on  a  screen,  said  digital  video  signal 
is  coded  for  each  of  said  small  blocks  constituting 
said  large  block,  a  fixed  length  block  is  formed  by  30 
controlling  the  code  amount  for  each  said  large 
block  so  that  the  total  code  amount  of  the  plural- 
ity  of  said  small  blocks  constituting  said  large 
block  is  constant,  said  fixed  length  block  is  divid- 
ed  into  a  plurality  of  recording  blocks  so  that  re-  35 
spective  main  components  of  the  plurality  of  said 
small  blocks  constituting  said  fixed  length  block 
are  included  separately  in  the  plurality  of  record- 
ing  blocks,  a  plurality  of  error  correction  blocks 
are  formed  by  applying  coding  for  error  correc-  40 
tion  to  be  made  at  the  time  of  reproduction  to  said 
plurality  of  recording  blocks,  said  plurality  of  re- 
cording  blocks  included  in  said  plurality  of  error 
correction  blocks  are  rearranged  on  the  basis  of 
said  recording  block  so  that  recording  blocks  in-  45 
eluding  the  main  components  of  small  blocks  ad- 
jacent  to  each  other  on  a  screen  are  also  adjacent 
on  a  recording  medium,  said  rearranged  plurality 
of  recording  blocks  are  recorded  on  said  record- 
ing  medium,  50 

said  digital  reproduction  apparatus  com- 
prising: 

means  (1  0)  for  detecting  a  plurality  of  said 
recording  blocks  recorded  on  said  recording  me- 
dium,  55 

means  (11)  for  rearranging  said  detected 
recording  blocks  on  the  basis  of  said  recording 
block  to  be  included  in  said  plurality  of  error  cor- 

rection  blocks  in  the  original  order  prior  to  record- 
ing, 

means  (12)  for  restoring  the  recording 
blocks  at  the  time  of  recording  by  applying  an  er- 
ror  correction  process  to  said  rearranged  record- 
ing  blocks  to  correct  an  error  generated  at  the 
time  of  reproduction, 

means  (13)  for  reconstructing  said  fixed 
length  block  from  the  plurality  of  said  recording 
blocks  constituting  said  large  block, 

means  (15,  16)  for  decoding  said  digital 
video  signal  for  each  of  the  plurality  of  said  small 
blocks  constituting  said  reconstructed  fixed 
length  block, 

means  (14,  1  7)  for  concealing  the  contents 
of  each  said  small  block  to  reduce  the  effect  of  an 
error  to  a  reproduced  picture  when  error  correc- 
tion  could  not  be  carried  out  by  said  error  correc- 
tion  means,  and 

means  (18,  19)  for  rearranging  the  plural- 
ity  of  small  blocks  constituting  said  fixed  length 
block  to  restore  pixels  corresponding  to  the  digi- 
tal  video  signal  at  the  time  of  recording. 

8.  The  digital  reproduction  apparatus  according  to 
claim  7,  wherein  said  concealing  means  includes 
means  for  substituting  components  other  said 
main  components  with  a  particular  data,  if  there 
is  no  error  in  the  portion  of  said  recording  block 
wherein  the  main  components  of  a  small  block  is 
included,  and  if  there  is  an  error  in  the  portion  of 
said  recording  block  wherein  components  other 
than  the  main  components  of  a  small  block  is  in- 
cluded. 

9.  An  apparatus  for  recording  digitally  a  supplied 
digital  video  signal  and  for  reproducing  digitally  a 
recorded  digital  video  signal,  comprising: 

means  (1)  for  forming  a  plurality  of  small 
blocks,  each  including  a  plurality  of  pixels  in  the 
horizontal  direction  and  the  vertical  direction  of 
said  digital  video  signal, 

means  (2)  for  forming  a  plurality  of  large 
blocks,  each  including  a  plurality  of  said  small 
blocks  located  distant  from  each  other  on  a 
screen, 

means  (3)  for  coding  said  digital  video  sig- 
nal  for  each  of  said  small  blocks  constituting  said 
large  block, 

means  (4)  for  controlling  the  code  amount 
for  each  said  large  block  so  that  the  total  code 
amount  of  the  plurality  of  said  small  blocks  con- 
stituting  said  large  block  is  constant  to  form  a 
fixed  length  block, 

means  (5)  for  dividing  said  fixed  length 
block  into  a  plurality  of  recording  blocks  so  that 
respective  main  components  of  the  plurality  of 
said  small  blocks  constituting  said  fixed  length 
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block  are  included  separately  in  the  plurality  of  re- 
cording  blocks, 

means  (6)  for  applying  coding  for  error 
correction  to  be  made  at  the  time  of  reproduction 
to  said  plurality  of  recording  blocks  to  form  a  plur-  5 
ality  of  error  correction  blocks, 

means  (7)  for  rearranging  said  plurality  of 
recording  blocks  included  in  said  plurality  of  error 
correction  blocks  on  the  basis  of  said  recording 
block  so  that  recording  blocks  including  the  main  10 
components  of  small  blocks  adjacent  to  each 
other  on  a  screen  are  also  adjacent  on  a  record- 
ing  medium, 

means  (8)  for  recording  said  rearranged 
plurality  of  recording  blocks  onto  said  recording  15 
medium, 

means  (10)  for  detecting  said  plurality  of 
said  recording  blocks  recorded  on  said  recording 
medium, 

means  (11)  for  rearranging  said  detected  20 
recording  blocks  on  the  basis  of  said  recording 
block  to  be  included  in  said  plurality  of  error  cor- 
rection  blocks  in  the  original  order  prior  to  record- 
ing, 

means  (12)  for  restoring  the  recording  25 
blocks  at  the  time  of  recording  by  applying  an  er- 
ror  correction  process  to  said  rearranged  record- 
ing  blocks  to  correct  an  error  generated  at  the 
time  of  reproduction, 

means  (13)  for  reconstructing  said  fixed  30 
length  block  from  the  plurality  of  said  recording 
blocks  constituting  said  large  block, 

means  (15,  16)  for  decoding  said  digital 
video  signal  for  each  of  the  plurality  of  said  small 
blocks  constituting  said  reconstructed  fixed  35 
length  block, 

means  (1  4,  1  7)  for  conceal  ing  t  he  contents 
of  each  said  small  block  to  reduce  the  effect  of  an 
error  to  a  reproduced  picture  when  error  correc- 
tion  could  not  be  carried  out  by  said  error  correc-  40 
tion  means,  and 

means  (18,  19)  for  rearranging  the  plural- 
ity  of  small  blocks  constituting  said  fixed  length 
block  to  restore  pixels  corresponding  to  the  digi- 
tal  video  signal  at  the  time  of  recording.  45 

10.  The  digital  recording  and  reproduction  apparatus 
according  to  claim  9,  wherein  said  means  for  div- 
iding  said  fixed  length  block  includes  means  for 
storing  respective  main  components  of  the  plur-  50 
ality  of  said  small  blocks  constituting  said  fixed 
length  block  one  by  one  into  corresponding  re- 
cording  blocks,  and  for  storing  components  other 
than  the  main  components  of  respective  small 
blocks  into  another  recording  block.  55 

11.  The  digital  recording  and  reproduction  apparatus 
according  to  claim  9,  wherein  said  means  for  div- 

iding  said  fixed  length  block  includes  means  for 
storing  first  the  main  components  of  each  small 
block  into  the  corresponding  recording  block, 
where  an  average  of  the  code  length  of  the  plur- 
ality  of  said  small  blocks  constituting  said  fixed 
length  block  being  defined  as  the  code  length  of 
the  recording  block,  and  for  storing  the  code 
which  could  not  be  stored  in  one  recording  block 
out  of  the  code  of  a  small  block  having  a  code 
length  longer  than  the  average  code  length  into 
an  empty  area  of  another  recording  block  in 
which  a  small  block  having  a  code  length  shorter 
than  the  average  code  length  is  stored. 

12.  The  digital  recording  and  reproduction  apparatus 
according  to  claim  9,  wherein  said  error  correc- 
tion  coding  means  includes  means  for  arranging 
recording  blocks  by  carrying  out  double  coding  in 
the  order  of  outer  codes  and  inner  codes  to  said 
plurality  of  recording  blocks  to  form  a  plurality  of 
error  correction  blocks,  so  that  the  recording 
blocks  including  the  main  components  of  small 
blocks  adjacent  on  a  screen  are  included  in  sep- 
arate  error  correction  blocks. 

13.  The  digital  recording  and  reproduction  apparatus 
according  to  claim  12,  wherein  the  number  of  re- 
cording  blocks  included  in  each  of  the  plurality  of 
error  correction  blocks  formed  by  said  error  cor- 
rection  coding  means  is  identical  between  re- 
spective  error  correction  blocks,  and  is  a  number 
that  can  be  equally  divided  into  a  plurality  of 
tracks,  when  said  digital  video  signal  data  of  one 
screen  isdivided  into  said  plurality  of  tracks  for  re- 
cording  and  reproduction. 

14.  The  digital  recording  and  reproduction  apparatus 
according  to  claim  9,  wherein  said  rearranging 
means  includes  means  for  distributing  the  record- 
ing  blocks  including  the  main  components  of 
small  blocks  adjacent  on  a  screen  to  be  arranged 
alternately  on  a  pair  of  tracks,  when  said  digital 
video  signal  data  of  one  screen  is  divided  into  a 
plurality  of  tracks  for  recording  and  reproduction. 

15.  The  digital  recording  and  reproduction  apparatus 
according  to  claim  9,  wherein  said  concealing 
means  includes  means  for  substituting  compo- 
nents  other  than  said  main  components  with  a 
particular  data,  if  there  is  no  error  in  the  portion 
of  said  recording  block  wherein  the  main  compo- 
nents  of  a  small  block  are  included,  and  if  there 
is  an  error  in  the  portion  of  said  recording  block 
wherein  components  otherthan  the  main  compo- 
nents  of  a  small  block  are  included. 

16.  Apparatus  for  digitally  recording  a  supplied  digital 
video  signal  by  a  process  involving  bit  rate  reduc- 
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tion  coding,  the  apparatus  including  means  for 
forming  a  fixed  length  block  by  controlling  the 
code  amount  of  a  large  block  which  includes  a 
plurality  of  small  blocks  located  distant  from  each 
other  on  a  screen,  means  for  dividing  the  fixed  5 
length  block  into  a  plurality  of  recording  blocks  so 
that  the  main  components  of  respective  small 
blocks  are  included  separately  in  the  recording 
blocks,  whereby  error  correction  is  applied  to 
form  a  plurality  of  error  correction  blocks,  means  10 
for  rearranging  the  error  correction  blocks  so  that 
recording  blocks  including  the  main  components 
of  small  blocks  adjacent  on  a  screen  are  also  ad- 
jacent  on  a  recording  medium,  whereby  the  pos- 
sibility  of  deviation  in  the  information  amount  of  15 
each  large  block  is  suppressed  to  improve  effi- 
ciency  of  bit  rate  reduction  coding,  and  to  obtain 
a  high  speed  reproduced  picture  of  high  quality. 
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