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(54) METHOD OF CALCULATING AVERAGE REVOLUTIONS PER INDEPENDENT UNIT

(57) A method to obtain average revolutions per in-
dependent unit includes a total number of engine revo-
lutions with the engine control unit (ECU) (4) and a current
odometer value with the ECU (5) so that a final value can
be calculated by dividing the total number of engine rev-
olutions with the current odometer value for a designated
time period (6). The current odometer value can be a
distance unit (13) or time unit (14) as the final value, which
is the average revolutions per independent unit, is dis-
played with a control panel of a vehicle (7). The final value
provides an accurate conclusion regarding the current
condition of an engine in addition to the mileage of the
engine or the engine hours.
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Description

[0001] The current application claims a priority to the
U.S. Non-Provisional Patent application serial number
14/507,221 filed October 6, 2014 and U.S. Provisional
Patent application serial number 61/951,381 filed on
March 11, 2014.

FIELD OF THE INVENTION

[0002] The present invention relates generally to the
field of vehicles. More specifically, the present invention
is a method that divides the total number of revolutions
on an engine by an independent unit so that an accurate
reading can be obtained regarding the condition of the
engine in relation to a distance unit or a time unit.

BACKGROUND OF THE INVENTION

[0003] Used vehicles are valued via several variables
including, but not limited to, the interior condition, exterior
condition, model, production year, and mileage. Even
though different variables are utilized to calculate the
monetary value of used vehicles, the mileage of used
vehicles is considered to the most important aspect dur-
ing the pricing process as the mileage is directly related
to the mechanical condition of the engine. However, the
relationship between the mileage and the condition of
the engine can be misleading in some instances. For
example, some older high mileage cars may have en-
gines that have been well maintained and revved with
low engine revolutions while some older low mileage cars
may have engines that have been abused and revved
with high engine revolutions. Normally a buyer would pur-
chase the low mileage car assuming it has the better
engine compared to the high mileage car. In relation to
the example, the low mileage car has the worse condi-
tioned engine compared to the engine of the high mileage
car. This provides a real challenge for used car buyers
because they cannot find out the how the engine of a
particular used car is cared for by the previous owner.
[0004] It is an object of the present invention to intro-
duce a method to obtain average revolutions per inde-
pendent unit so that the buyer can value the used vehicle
from both the mileage and the average revolutions per
independent unit. The present invention takes into con-
sideration the number of total revolutions of the engine
and the total distance traveled by the vehicle or the total
runtime of the engine so that the average revolutions per
independent unit can be calculated. Resulting data of the
present invention can be displayed within the control pan-
el of the vehicle as the resulting data provides valuable
information not only for buyers but also for car dealers,
car rental places, insurance companies, and many other
similar vehicle related entities.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005]

FIG. 1 is a basic flow chart illustrating the overall
method of the present invention.
FIG. 2 is a basic flow chart illustrating the overall
method of the present invention in relation to the life-
time of the engine.
FIG. 3 is a basic flow chart illustrating the overall
method of the present invention in relation to the trip
time of the engine.
FIG. 4 is a basic flow chart illustrating the overall
method of the present invention, wherein the current
odometer value is a distance unit.
FIG. 5 is a basic flow chart illustrating the overall
method of the present invention, wherein the current
odometer value is a time unit.
FIG. 6 is a basic flow chart illustrating how the warn-
ing notification generated within the overall method
of the present invention.
FIG. 7 is a basic flow chart illustrating how the time-
line graph is created in relation to the present inven-
tion.

DETAILED DESCRIPTIONS OF THE INVENTION

[0006] All illustrations of the drawings are for the pur-
pose of describing selected versions of the present in-
vention and are not intended to limit the scope of the
present invention.
[0007] In reference to FIG. 1, the present invention is
a method of calculating average revolutions per inde-
pendent unit in a vehicle. The numerical value of the av-
erage revolutions per independent unit is displayed
through a control panel of a vehicle as the independent
unit of the present invention can be either a distance unit
or a time unit. The present invention provides an addi-
tional variable regarding the condition of an engine of the
vehicle so that the users of the present invention are able
to determine the condition of the engine in relation to the
driving styles of the previous users. Knowing how the
engine is revved by the previous users provides an ac-
curate conclusion about the engine in addition to the mile-
age of the engine or the engine hours. In order for the
present invention to function, the engine is required to
electronically connect with a sensor and an engine con-
trol unit (ECU) (step 1).
[0008] The sensor detects a plurality of engine revolu-
tions of the engine for a designated time period (step 2),
wherein the designated time period can be lifetime of the
engine and a trip time. Since the ECU and the sensor
are electronically connected with each other, the sensor
is able send the plurality of engine revolutions to the ECU,
wherein the sensor of the present invention can be either
a crankshaft sensor or a camshaft speed sensor. Once
the ECU receives the plurality of engine revolutions, the
ECU timestamps and records each of the plurality of en-

1 2 



EP 3 264 373 A1

3

5

10

15

20

25

30

35

40

45

50

55

gine revolutions (step 3). In other words, each timestamp
within the ECU represents a single engine revolution of
the plurality of engine revolutions so that the ECU is able
to determine the duration of each engine revolutions, ex-
act date of each engine revolutions, and exact time of
each engine revolutions. Then the ECU counts the plu-
rality of engine revolutions in order to determine a total
number of engine revolutions (step 4) for the present in-
vention. More specifically, the total number of engine rev-
olutions is considered to be zero for an engine that has
not been fired for the first time. However, once an engine
has been fired, each of the plurality of engine revolutions
is counted and added into the total number of engine
revolutions. Every time the engine completes the single
engine revolution, the respective single engine revolution
is added into the total number of engine revolutions. As
a result, the total number of engine revolutions always
increases within the present invention.
[0009] The ECU also retrieves a current odometer val-
ue (step 5), which normally displays through an odometer
of the control panel, during the designated time period in
order to calculate the average revolutions per independ-
ent unit. Then the ECU calculates a final value for the
average revolutions per independent unit by dividing the
total number of engine revolutions with the current odom-
eter value (step 6). Then the final value is sent and dis-
played with the control panel (step 7).
[0010] In reference to FIG. 1 and FIG. 4, when the cur-
rent odometer value of the vehicle is the distance unit
(step 13), the current odometer value illustrates the total
distance that the vehicle has been traveled up into that
instant. Then the ECU calculates the final value for the
average revolutions per distance unit by dividing the total
number of engine revolutions with the current odometer
value. Then the final value is sent and displayed with the
control panel. The final value that is obtained through the
present invention and the current odometer value, which
is the total distance that the vehicle has been traveled,
provide an accurate conclusion about the condition of
the engine with respect to the distance unit.
[0011] In reference to FIG. 1 and FIG. 5, when the cur-
rent odometer value of the vehicle is the time unit (step
14), the current odometer value illustrates the total time
that the vehicle has been operated up into that instant.
Then the ECU calculates the final value for the average
revolutions per time unit by dividing the total number of
engine revolutions with the current odometer value. Then
the final value is sent and displayed with the control panel.
The final value that is obtained through the present in-
vention and the current odometer value, which is the total
time that the vehicle has been operated, provide an ac-
curate conclusion about the condition of the engine with
respect to the time unit.
[0012] Following is an example how the present inven-
tion can be implemented to determine the condition of a
used car engine with respect to the distance unit.

Displaying only the mileage:

[0013]

- A buyer is looking at two similar used cars, car A and
car B, wherein both used cars having the exact mile-
age of 2500 miles.

- Car A is $1000 cheaper than the car B.
- The buyer purchases car A since car A has the lower

selling price compare to car B.

Displaying the mileage and the final value:

[0014]

- A buyer is looking at two similar used cars, car A and
car B, wherein both used cars having the exact mile-
age of 2500 miles.

- Car A is $1000 cheaper than the car B.
- Car A displays a final value of 3850 and 9,625,000

of engine revolutions for the lifetime of the engine
while car B displays a final value of 1900 and
4,750,000 of engine revolutions for the lifetime of the
engine.

- The buyer purchases car B since car B has the lower
final value compare to car A.

Conclusion:

[0015]

- In the event of the buyer purchasing car A, the buyer
initially saves $1000. But the buyer will be fixing or
replacing the engine of car A in the near future,
spending more than $1000 in repair cost.

- In the event of the buyer purchasing car B, the buyer
initially spends additional $1000. But the buyer will
have a dependable car without any additional repair
cost.

[0016] In reference to FIG. 2 and FIG. 3, the ECU dis-
plays the final value with the control panel in regards to
the two different designated time periods, which are the
lifetime of the engine and the trip time. More specifically,
the user of the vehicle can view the final value for both
the lifetime of the engine and the trip time after viewing
the total number of engine revolution and the current
odometer value respectively. When the designated time
period is the lifetime of the engine (step 8), the ECU cal-
culates and displays the final value for the engine from
a first engine revolution of the total number of engine
revolutions to a final engine revolution of the total number
of engine revolutions. Then the final value for the lifetime
of the engine is permanently recorded with the ECU (step
9). When the designated time period is the trip time (step
10), the ECU calculates and displays the final value for
the engine from a user start point of the total number of
engine revolutions to the final engine revolution of the
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total number of engine revolutions. The user of the vehi-
cle generally inputs the user start point through the con-
trol panel (step 11) so that the final value can be calcu-
lated for the trip time with the ECU. If the user of the
vehicle does not input the user start point through the
control panel, the ECU automatically assigns the first en-
gine revolution as the user start point. Additionally, the
final value for the trip time is temporally recorded with
the ECU (step 12) so that the most recent final value for
the trip time can be viewed to the users of the present
invention. However, every instant that the trip time is reset
by the user of the vehicle, the final value for the respective
trip time is stored within the ECU so that the present
invention is able to record how many times that the trip
time is activated.
[0017] In reference to FIG. 6, an outlier value of the
present invention is stored within the ECU (step 15),
wherein the outlier value is slightly higher than the max-
imum possible final value of the present invention. The
outlier value functions as a threshold value to detect any
odometer tampering of the vehicle. More specifically,
when the final value of the present invention is greater
than or equal to the outlier value for a predetermined time
period, the ECU determines that the odometer of the ve-
hicle is compromised. The predetermined time period is
defined within the ECU so that the ECU is easily able to
retrieve the predetermined time period for the calculation
of the final value. Then a warning notification for the
odometer tampering is displayed on the control panel
(step 16), wherein the warning notification only provides
a visual notification to the user of the vehicle. For exam-
ple, if the present invention detects that the plurality of
engine revolutions has occurred and the current odom-
eter value has not been changed in relation to the outlier
value for the predetermined time period, the warning no-
tification is displayed with the control panel. The ECU
applies the same process in order to validate the func-
tionality of the odometer through the present invention.
More specifically, when the final value of the present in-
vention is less than the outlier value, the ECU validates
the proper functionality of the odometer. Once the warn-
ing notification is displayed through the control panel, the
ECU records the warning notification in order to keep
track of the total number of displayed warning notifica-
tions within the present invention. For example, if an en-
gine has displayed twenty warning notifications, the
present invention records twenty different recording for
each of the warning notification within the ECU.
[0018] In reference to FIG. 7, the ECU also sends the
plurality of engine revolutions into an external computing
device with a communication mean (step 17) including,
but is not limited to, an on-board diagnostic (OBD) con-
nector, a universal serial bus (USB), a local area wireless
technology, cellular network, and a wireless technology
standard for exchanging data over short distances. More
specifically, the plurality of engine revolutions can be ex-
ported into the computing device so that the plurality of
engine revolutions can be graphically displayed on a

timeline graph. As a result, the vehicle owners or the
respective users are able to access the data regarding
how the engine is revved by the driver of the vehicle.
These data can be utilized by car manufactures, car leas-
ing companies, insurance companies, motor vehicle de-
partments, rental agencies, used car buyer, and any oth-
er related consumers to properly diagnose the condition
of the engine and the driving style of the divers.
[0019] Although the invention has been explained in
relation to its preferred embodiment, it is to be understood
that many other possible modifications and variations can
be made without departing from the spirit and scope of
the invention as hereinafter claimed.

Claims

1. A method of calculating average revolutions per in-
dependent unit in a vehicle comprises the steps of:

(A) providing an engine of a vehicle, wherein the
engine includes a sensor and an engine control
unit (ECU) (1);
(B) detecting a plurality of engine revolutions
with the sensor for a designated time period (2);
(C) sending, timestamping, and recording each
of the engine revolutions with the ECU (3);
(D) counting the plurality of engine revolutions
with the ECU in order to determine a total
number of engine revolutions (4);
(E) retrieving a current odometer value from the
ECU during the designated time period (5); and
(F) calculating a final value for average revolu-
tions per independent unit with the ECU by di-
viding the total number of engine revolutions
with the current odometer value (6).

2. The method of calculating average revolutions per
independent unit in a vehicle as claimed in claim 1
comprises the steps of:

sending and displaying the final value with a con-
trol panel of the vehicle (7);
providing an outlier value for average revolu-
tions per independent unit (15); and
displaying a warning notification for odometer
tampering on the control panel,
if the final value is greater than or equal to the
outlier value for a predetermined time period
(16).

3. The method of calculating average revolutions per
independent unit in a vehicle as claimed in claim 1
comprises the steps of:

sending the plurality of engine revolutions into
an external computing device with a communi-
cation mean in order to graphically display a
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timeline graph for the plurality of engine revolu-
tions (17).

4. The method of calculating average revolutions per
independent unit in a vehicle as claimed in claim 1
comprises the steps of:

providing the designated time period as lifetime
of the engine (8); and
permanently recording the final value for the life-
time of the engine with the ECU (9).

5. The method of calculating average revolutions per
independent unit in a vehicle as claimed in claim 1
comprises the steps of:

providing the designated time period as a trip
time (10);
receiving a user start point for the designated
time period through a control panel of the vehicle
(11); and
temporally recording the final value for the trip
time with the ECU (12).

6. The method of calculating average revolutions per
independent unit in a vehicle as claimed in claim 1
comprises, wherein the current odometer value be-
ing a distance unit for the engine (13).

7. The method of calculating average revolutions per
independent unit in a vehicle as claimed in claim 1
comprises, wherein the current odometer value be-
ing a time unit for the engine (14).
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