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(57) In general, techniques described are for band-
width sharing between resource reservation protocol la-
bel switched paths (LSPs) and non-resource reservation
protocol LSPs. For example, in networks where resource
reservation protocol LSPs and non-resource reservation
protocol LSPs co-exist within the same domain, resource
reservation protocol LSPs and non-resource reservation
protocol LSPs may share link bandwidth. However, when
non-resource reservation protocol LSPs are provisioned,
resource reservation protocol path computation ele-

ments computing resource reservation protocol paths
may not account for non-resource reservation protocol
LSP bandwidth utilization. The techniques described
herein provide a mechanism for automatically updating
traffic engineering database (TED) information about re-
source reservation protocol LSPs in a way that accounts
for non-resource reservation protocol LSP traffic flow sta-
tistics, such as bandwidth utilization. Path computation
elements may thus rely on an accurate TED for LSP path
computation.
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Description

TECHNICAL FIELD

[0001] The disclosure relates to computer networks
and, more particularly, to engineering traffic flows within
computer networks.

BACKGROUND

[0002] A computer network is a collection of intercon-
nected computing devices that exchange data and share
resources. In a packet-based network, such as the Inter-
net, computing devices communicate data by dividing
the data into small blocks called packets, which are in-
dividually routed across the network from a source device
to a destination device. The destination device extracts
the data from the packets and assembles the data into
its original form.
[0003] Certain devices within the network referred to
as routers use routing protocols to exchange and accu-
mulate topology information that describes the network.
This allows a router to construct its own routing topology
map of the network. Upon receiving an incoming data
packet, the router examines keying information within the
packet and forwards the packet in accordance with the
accumulated topology information.
[0004] Many routing protocols fall within a protocol
class referred to as Interior Gateway Protocol (IGP) in
which flooding-based distribution mechanisms are used
to announce topology information to routers within the
network. These routing protocols typically rely on routing
algorithms that require each of the routers to have syn-
chronized routing topology information for a given do-
main, referred to as the IGP area. The contents of a Link
State Database (LSDB) or a Traffic Engineering Data-
base (TED) maintained in accordance with a link state
routing protocol only have the scope of an IGP area. IGP
routing protocols typically require that all routers in the
IGP routing domain store within an internal LSDB or TED
all of the routing information that has been distributed
according to the IGP protocol. In operation, each router
typically maintains an internal link state database and
scans the entire database at a defined interval to gener-
ate and output link state messages so as to synchronize
the database to neighboring routers within the routing
domain. In this way, link state is propagated across the
entire routing domain and stored in full at each router
within the domain.
[0005] Packet-based networks increasingly utilize la-
bel switching protocols for traffic engineering and other
purposes. Multi-Protocol Label Switching (MPLS) is a
mechanism used to engineer traffic patterns within Inter-
net Protocol (IP) networks according to the routing infor-
mation maintained by the routers in the networks. By uti-
lizing MPLS protocols, such as the Label Distribution pro-
tocol (LDP), the Resource Reservation Protocol (RSVP)
with Traffic Engineering extensions (RSVP-TE), or the

Segment Routing (SR) extension, label switching routers
can forward traffic along a particular path through a net-
work to a destination device, i.e., a Label Switched Path
(LSP), using labels prepended to the traffic. An LSP de-
fines a distinct path through the network to carry MPLS
packets from the source device to a destination device.
Using a MPLS protocol, each router along an LSP allo-
cates a label in association with the destination and prop-
agates the label to the closest upstream router along the
path. Routers along the path add (push), remove (pop)
or swap the labels and perform other MPLS operations
to forward the MPLS packets along the established path.
[0006] Distributed or centralized path computation el-
ement may compute paths to establish an LSP. However,
path computation elements lack knowledge of co-exist-
ing paths of different LSPs in the same domain. Typically,
the co-existence of LSPs in the same domain introduces
inaccuracies in the TED used by the path computation
elements, thereby requiring a change in the computation
logic.

SUMMARY

[0007] The invention is defined in the appended claims.
[0008] In general, techniques described are for band-
width sharing between resource reservation protocol la-
bel switched paths (LSPs) and non-resource reservation
protocol LSPs. For example, in networks where resource
reservation protocol LSPs and non-resource reservation
protocol LSPs co-exist within the same domain, resource
reservation protocol LSPs and non-resource reservation
protocol LSPs may share link bandwidth. However, when
non-resource reservation protocol LSPs are provisioned,
resource reservation protocol path computation ele-
ments computing resource reservation protocol paths
may not account for non-resource reservation protocol
LSP bandwidth utilization. The techniques described
herein provide a mechanism for automatically updating
traffic engineering database (TED) information about re-
source reservation protocol LSPs in a way that accounts
for non-resource reservation protocol LSP traffic flow sta-
tistics, such as bandwidth utilization. Path computation
elements may thus rely on an accurate TED for LSP path
computation.
[0009] For example, the techniques may include col-
lecting traffic flow statistics forwarded on a non-resource
reservation protocol label switched path (LSP) over an
interface of an ingress network device to the non-re-
source reservation protocol LSP. The techniques may
also include computing an average of the collected traffic
flow statistics. The techniques may further include com-
paring the traffic flow statistics to a pre-defined threshold.
The techniques may also include automatically adjusting
a percentage of reservable bandwidth available for re-
source reservation protocol LSP reservations for the in-
terface of the ingress network device if the amount of
network traffic has met the pre-defined threshold for the
interface.
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[0010] In one example, a method includes comparing,
by a network device and to a pre-defined threshold, traffic
flow statistics indicating an amount of network traffic for-
warded on a non-resource reservation protocol label
switched path (LSP) over an interface of an ingress net-
work device to the non-resource reservation protocol
LSP. The method also includes, in response to determin-
ing the amount of network traffic has met the pre-defined
threshold for the interface, automatically adjusting, by
the network device, a percentage of reservable band-
width available for resource reservation protocol LSP res-
ervations for the interface of the ingress network device.
[0011] In another example, a router includes at least
one processor coupled to a memory, wherein the proc-
essor executes software configured to compare, to a pre-
defined threshold, traffic flow statistics indicating an
amount of network traffic forwarded on a non-resource
reservation protocol label switched path (LSP) over an
interface of the router to the non-resource reservation
protocol LSP. The router further includes software con-
figured to, in response to determining the amount of net-
work traffic has met the pre-defined threshold for the in-
terface, automatically adjust a percentage of reservable
bandwidth available for resource reservation protocol
LSP reservations for the interface of the router.
[0012] In another example, a controller includes at
least one processor coupled to a memory, wherein the
processor executes software configured to compare, to
a pre-defined threshold, traffic flow statistics indicating
an amount of network traffic forwarded on a non-resource
reservation protocol label switched path (LSP) over an
interface of an ingress network device to the non-re-
source reservation protocol LSP. The controller further
includes software configured to, in response to determin-
ing the amount of network traffic has met the pre-defined
threshold for the interface, automatically adjust a per-
centage of reservable bandwidth available for resource
reservation protocol LSP reservations for the interface
of the ingress network device.
[0013] In another example, a computer-readable me-
dium includes instructions for causing at least one pro-
grammable processor of a network device to compare,
to a pre-defined threshold, traffic flow statistics indicating
an amount of network traffic forwarded on a non-resource
reservation protocol label switched path (LSP) over an
interface of an ingress network device to the non-re-
source reservation protocol LSP. The computer-reada-
ble medium further includes instructions to, in response
to determining the amount of network traffic has met the
pre-defined threshold for the interface, automatically ad-
just a percentage of reservable bandwidth available for
resource reservation protocol LSP reservations for the
interface of the ingress network device.
[0014] The details of one or more examples are set
forth in the accompanying drawings and the description
below. Other features, objects, and advantages will be
apparent from the description and drawings, and from
the claims.

BRIEF DESCRIPTION OF DRAWINGS

[0015]

FIG. 1 is a block diagram illustrating an example
computer network having a plurality of different LSPs
established over the network between an ingress
router and an egress router.
FIG. 2 is a block diagram illustrating an example rout-
er capable of operating in accordance with the tech-
niques described herein.
FIG. 3 is a block diagram illustrating an example
bandwidth subscription manager in further detail.
FIG. 4 is a flowchart illustrating an example operation
of a router in establishing bandwidth sharing for re-
source reservation protocol LSP and segment rout-
ing protocol LSP, in accordance with the techniques
of this disclosure.

DETAILED DESCRIPTION

[0016] FIG. 1 is a block diagram illustrating a system
10 that includes an example computer network 14 having
a plurality of different Label Switched Paths (LSPs) es-
tablished over the network 14 between an ingress router
12A and an egress router 12B. Network 14 may include
routers 12A-12M ("routers 12") to establish a plurality of
LSPs, including resource reservation protocol and non-
resource reservation protocol LSPs. Resource reserva-
tion protocol LSPs are LSPs established by sending sig-
naling messages that request reservation of a specified
amount of bandwidth for the LSPs. The term non-re-
source reservation protocol LSPs, as used herein, refers
to LSPs that are not established by sending signaling
messages that request reservation of a specified amount
of bandwidth for the LSPs.
[0017] For illustrative purposes, routers 12 may use a
resource reservation protocol such as the Resource Res-
ervation Protocol with Traffic Engineering extensions
(RSVP-TE) to establish RSVP-TE LSPs, such as RSVP-
TE LSP 22A, 22B (collectively, RSVP-TE LSPs 22") that
extend from ingress router 12A to egress router 12B.
Routers 12 may also use non-resource reservation pro-
tocol mechanisms, e.g., non-RSVP mechanisms such
as segment routing techniques and/or the Label Distri-
bution Protocol (LDP), for establishing non- resource res-
ervation protocol LSPs, such as segment routing LSP 20
and/or LDP LSP 24 that extend from ingress router 12A
to egress router 12B, for example. In the example of FIG.
1, segment routing LSP 20, LDP LSP 24, and RSVP-TE
LSPs 22 are established across one or more of links 18A-
18X ("links 18") using segment routing techniques, LDP
protocol, and RSVP-TE protocol, respectively. Although
the example of FIG. 1 is shown with SR LSP and LDP
LSP, routers 12 may use other non-resource reservation
protocols (e.g., the Border Gateway Protocol Labeled
Unicast (BGP-LU)) and/or static LSPs to establish a non-
resource reservation protocol LSP.
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[0018] The sources of the network traffic received by
ingress router 12A may comprise one or more devices
(not shown) and/or any public or private network or the
Internet that provides traffic to ingress router 12A in net-
work 14. The destinations of the network traffic being
forwarded on non-resource reservation protocol LSPs
and resource reservation protocol LSPs may comprise
one or more destination devices and/or network that may
include LANs or wide area networks (WANs) that com-
prise a plurality of devices. For example, destination de-
vices may include personal computers, laptops, worksta-
tions, personal digital assistants (PDAs), wireless devic-
es, network-ready appliances, file servers, print servers
or other devices that access the source via network 14.
[0019] In some examples, ingress router 12A may use
the RSVP-TE protocol to compute available paths from
ingress router 12A to egress router 12B that satisfy cer-
tain constraints on RSVP-TE LSPs 22 imposed by the
network administrator. For example, ingress router 12A
may establish multiprotocol label switching (MPLS)
transport LSPs based on constraint information about
links 18 within network 14 including, for example, re-
served bandwidth availability, link color, Shared Risk Link
Group (SRLG), and the like. RSVP-TE may use reserved
bandwidth availability information accumulated by route
advertisements from a link-state interior gateway proto-
col (IGP), such as the Intermediate System - Intermediate
System (ISIS) protocol or the Open Shortest Path First
(OSPF) protocol to configure RSVP-TE LSPs 22A, 22B.
After computing the multiple paths, RSVP-TE may select
one of the computed paths and send a Path message
for establishing one of RSVP-TE LSPs 22 along the se-
lected path. RSVP-TE establishes LSPs that follow a sin-
gle path from ingress router 12A to egress router 12B,
and all network traffic sent on the LSP must follow exactly
that single path. Further examples of RSVP-TE are de-
scribed in D. Awduche et. al, "RSVP-TE: Extensions to
RSVP for LSP Tunnels," Request for Comments 3209,
December 2001.
[0020] In some examples ingress router 12A uses seg-
ment routing techniques to configure labels for paths from
ingress router 12A to egress router 12B. Segment routing
within an IGP domain (e.g., network 14) allows routers
to advertise single or multi-hop LSPs within the IGP do-
main such as segment routing LSP 20. For segment rout-
ing, the "path" information is disseminated between the
routers as part of the IGP link state information for the
domain. Routers are able to steer packets through a con-
trolled set of instructions, called segments, by prepend-
ing an segment routing header (e.g., label) to the packets.
Segment routing allows routers to enforce a flow through
any topological path and service chain while maintaining
per-flow state only at the ingress node to the segment
routing domain. One potential advantage of segment
routing may be that the segment routing architecture can
be directly applied to the MPLS data plane with no change
in the forwarding plane. A network operator need only
allocate one node segment per router and the segment

routing IGP control-plane automatically builds the re-
quired MPLS forwarding constructs from any router to
any other router.
[0021] In general, a network device, such as a router,
using a link-state routing protocol within a routing domain
(e.g., an IGP routing domain) typically maintains one or
more link state databases (LSDBs) for storing link-state
information about nodes, links and paths within a given
area referred to as the routing domain. Attributes of a
"path" stored in these traffic engineering databases
(TED) for an IGP domain typically include: head-end/tail-
end IP addresses for the path, a list of explicit route ob-
jects (EROs), a backup ERO list, a list of supported hop-
by-hop algorithms, and hop-by-hop label ranges. Seg-
ment Routing utilizes this information within an IGP do-
main to advertise path information as part of the link-state
IGP information that is flooded throughout the IGP do-
main so as to support path-based packet steering. Seg-
ment Routing is further described in Filsfils et. al., "Seg-
ment Routing Architecture," Internet-Draft draft-filsfils-rt-
gwg-segment-routing-00, June 2013, while Segment
Routing use cases are described in Filsfils et. al., "Seg-
ment Routing Use Cases," Internet-Draft draft-filsfils-rt-
gwg-segment-routing-use-cases-01, July 2013.
[0022] In some examples, operators of network 14 may
want to migrate from using resource reservation protocol
LSPs, such as RSVP-TE LSPs 22, to using non-resource
reservation protocol LSPs, such as segment routing LSP
20 or LDP LSP 24 (collectively, "non-RSVP LSPs"). In
some cases, the migration process may take years such
that resource reservation protocol LSPs and non- re-
source reservation protocol LSPs co-exist within the
same network domain during this transition period. As
more non-resource reservation protocol LSPs are placed
in the same network domain as resource reservation pro-
tocol LSPs, the amount of reservable bandwidth for re-
source reservation protocol LSPs is reduced. As a tran-
sition solution, network operators may not want to have
to expend resources modifying the resource reservation
protocol executing on the routers 12 in the network. As
such, it may be preferable for there to be no changes to
the computation logic used by deployed resource reser-
vation protocol path computation elements such that re-
sources for configuration of resource reservation proto-
col LSPs are not unnecessarily upgraded when the up-
grades are inevitably to be discarded.
[0023] When non-resource reservation protocol LSPs
are placed in the same network domain as resource res-
ervation protocol LSPs, inaccuracies may be introduced
in the TED used by resource reservation protocol path
computation elements, such as controller 30 or ingress
router 12A. For example, when non-resource reservation
protocol LSPs are provisioned, resource reservation pro-
tocol path computation elements computing resource
reservation protocol paths may not account for non-re-
source reservation protocol LSP bandwidth utilization.
[0024] In accordance with the techniques of this dis-
closure, ingress router 12A may implement collect traffic
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flow statistics of non-resource reservation protocol LSPs
(e.g., segment routing LSP 20 or LDP LSP 24) from each
interface of ingress router 12A. For example, ingress
router 12A may periodically (e.g., every 10 seconds, eve-
ry minute, etc.) collect traffic flow statistics from an inter-
face associated with link 18A, for which RSVP-TE LSPs
22 and segment routing LSP 20 and LDP LSP 24 are
established. In some examples, ingress router 12A may
use IP Flow Information Export (IPFIX) protocol, Simple
Network Management Protocol (SNMP), or Extensible
Markup Language (XML) based accounting to collect the
traffic flow statistics of non-resource reservation protocol
LSPs. Traffic flow statistics may indicate an amount of
network traffic forwarded on a non-resource reservation
protocol label switched path (LSP) (e.g., segment routing
LSP 20) over the interface of ingress router 12A.
[0025] In some examples, system 10 may include a
central controller 30, which centrally computes the paths
for non-RSVP LSPs 20, 24 and RSVP-TE LSPs 22. Con-
troller 30 may include a bandwidth subscription manager
80 for comparing traffic statistics on interfaces of ingress
routers such as router 12A to a pre-defined threshold to
trigger an adjustment of percentage of reservable band-
width available for RSVP-TE LSP reservations on par-
ticular interfaces if traffic flow statistics from non-RSVP
LSPs has met the threshold.
[0026] For example, bandwidth subscription manager
80 may receive a set of traffic flow statistics 32 from in-
gress router 12A, and computes an average from the set
of traffic flow statistics (or the ingress router 12A may
compute the average and send this to controller 30).
Bandwidth subscription manager 80 may compare a pre-
defined traffic adjust-threshold to the average and deter-
mine whether the average of traffic flow statistics of a
non-RSVP LSP (e.g., segment routing LSP 20) has met
the traffic adjust-threshold. If the threshold is met on an
interface, bandwidth subscription manager 80 of control-
ler 30 may send an adjustment instruction 34 instructing
ingress router 12A to modify percentage of reservable
bandwidth for RSVP-TE LSP reservations for corre-
sponding interfaces of ingress router 12A. In response
to detecting a change to the percentage of reservable
bandwidth (which may be part of the TED), an IGP-TE
module in turn sends an IGP-TE advertisement to its IGP
peers (e.g., other routers 12 in network 14) advertising
the adjusted reservable bandwidth for RSVP-TE LSP
reservations on corresponding interfaces of ingress rout-
er 12A.
[0027] The reservable bandwidth and the available
bandwidth configured on each interface of ingress router
12A for RSVP-TE reservations may be each be set at
100 percent by default. RSVP-TE LSP 22A may be es-
tablished in network 14 in which ingress router 12A may
reserve 10 percent of bandwidth for an interface associ-
ated with link 18A. In response, router 12A adjusts the
remaining available bandwidth to 90 percent for RSVP-
TE LSP reservations that may use the interface associ-
ated with link 18A. RSVP-TE LSP 22B may also be es-

tablished in network 14 in which ingress router 12A re-
serves 10 percent of bandwidth from an interface asso-
ciated with link 18A. As such, router 12A adjusts the re-
maining available bandwidth to 80 percent for RSVP-TE
LSP reservations that may use the interface associated
with link 18A. However, reservable bandwidth (the per-
centage of link bandwidth available for resource reser-
vation protocol LSP reservations for a given interface)
remains at 100% in this example, since all of the link’s
bandwidth can be used for RSVP LSPs.
[0028] In the example of FIG. 1, non-RSVP LSPs, e.g.,
segment routing LSP 20 and/or LDP LSP 24, may be
established in network 14 to co-exist with RSVP-TE LSPs
22. For example, ingress router 12A may include an in-
terface associated with link 18A for RSVP-TE LSPs 22,
segment routing LSP 20, and LDP LSP 24.
[0029] In accordance with the techniques of this dis-
closure, ingress router 12A may periodically (e.g., every
10 seconds, every minute, etc.) collect traffic flow statis-
tics for segment routing LSP 20 on each interface asso-
ciated with link 18A. In one example, bandwidth subscrip-
tion manager 80 of controller 30 may receive a set of the
traffic flow statistics from ingress router 12A, including
packet and byte statistics corresponding to traffic flow of
segment routing LSP 20. Ingress router 12A may stream
the traffic flow statistics at periodic intervals or continu-
ously, for example. In some examples, ingress router 12A
may compute a rolling average of the traffic statistics,
and periodically send the average value to controller 30.
In other examples, bandwidth subscription manager 80
on controller 30 may receive raw traffic statistics and may
compute an average of segment routing LSP 20 traffic
flow based on the collected set of traffic flow statistics for
segment routing LSP 20. For example, bandwidth sub-
scription manager 80 may compute an average of 20
percent bandwidth utilization by segment routing LSP 20.
[0030] Bandwidth subscription manager 80 may com-
pare a pre-defined traffic adjust-threshold with the aver-
age of segment routing LSP 20 traffic flow. As one ex-
ample, the pre-defined traffic adjust-threshold may es-
tablish an upper boundary of 15 percent bandwidth utili-
zation. In response to determining that the 20 percent
bandwidth utilization by segment routing LSP 20 has met
a configured threshold for non-RSVP LSP bandwidth 15
percent, bandwidth subscription manager 80 may cause
ingress router 12A to adjust percentage of reservable
bandwidth for RSVP-TE LSP reservations for an inter-
face of ingress router 12A associated with link 18A. For
example, in response to determining that the average of
traffic flow statistics for segment routing LSP has met the
traffic adjust-threshold, bandwidth subscription manager
80 may configure an adjustment instruction 34 to ingress
router 12A to update the TED with an adjusted percent-
age of reservable bandwidth (e.g., from 100 percent to
80 percent) available for RSVP-TE LSP reservations on
the interface associated with link 18A. The adjustment
of reservable bandwidth may in turn trigger ingress router
12A to output an IGP-TE advertisement to IGP-TE peers
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with the adjusted percentage of reservable bandwidth.
[0031] In some examples, the pre-defined traffic ad-
just-threshold may be defined as a percent change (in-
crease or decrease) in an amount of non-RSVP LSP traf-
fic for a link), and bandwidth subscription manager 80 is
configured to, in response to determining that the amount
of non-RSVP LSP traffic has changed by at least the pre-
defined threshold percent, send an adjustment instruc-
tion to ingress router 12A to update the TED with an ad-
justed percentage of reservable bandwidth (e.g., de-
creasing or increasing the reservable bandwidth) avail-
able for RSVP-TE LSP reservations on the interface as-
sociated with link 18A.
[0032] In some examples, instead of relying on a cen-
tral controller 30, each of routers 12 may include an "on-
box" bandwidth subscription manager 80 that monitors
traffic statistics relative to the traffic adjust-threshold and
adjusts the reservable bandwidth. In this example, rout-
ers 12 may be configured to collect non-resource reser-
vation protocol LSP traffic flow statistics for each of their
respective interfaces, and compare the of traffic flow sta-
tistics for non-resource reservation protocol LSPs to a
pre-defined traffic adjust-threshold. Each of routers 12
may be configured to monitor and determine when the
traffic flow statistics for non-resource reservation LSPs
is greater than the threshold such that each of routers 12
may adjust a percentage of reservable bandwidth al-
lowed for resource reservation protocol LSP reservations
on particular interfaces. In some examples, routers 12
already deployed in network 14 may be configured to add
software logic for bandwidth subscription manager 80 by
running a script, such as a commit script, to add this func-
tionality to routers 12. In other examples, routers 12 may
be configured to include software logic for bandwidth sub-
scription manager 80 by performing a software upgrade
to routers 12.
[0033] As such, when computing paths for resource
reservation protocol LSPs, an ingress router may rely on
TED information that accounts for non-resource reser-
vation protocol LSP traffic flow statistics, such as band-
width utilization. In this way, the computation logic is does
not need to be changed when computing paths for re-
source reservation protocol LSPs that co-exist with non-
resource reservation protocol LSPs. Requiring that a pre-
defined traffic adjust-threshold must be met before up-
dating the percentage of reservable bandwidth, rather
than updating the percentage of reservable bandwidth
every time that non-RSVP traffic changes, allows for
more significant changes to be addressed without mak-
ing changes just for minor traffic variations. As one ex-
ample, the pre-defined threshold to trigger adjustment of
reservable bandwidth may be 1%. As another example,
the pre-defined threshold to trigger adjustment of reserv-
able bandwidth may be 10%. As a further example, the
pre-defined threshold to trigger adjustment of reservable
bandwidth may be 20%. These values are merely exam-
ples, and other values may be used. Network adminis-
trators may configure the threshold value based on their

network needs and sensitivity to non-resource reserva-
tion protocol traffic, and may change the threshold value
as these needs change.
[0034] FIG. 2 is a block diagram illustrating an example
router 40 that performs various aspects of the techniques
described in this disclosure. Router 40 may represent
any of routers 12 of FIG. 1. In the example of FIG. 1,
router 40 is described with respect to ingress router 12A.
While described with respect to router 40, the techniques
may be implemented by any other type of network device
capable of implementing at least routing protocols includ-
ing a resource reservation protocol, such as RSVP-TE,
and a non-resource reservation protocol, such as seg-
ment routing or LDP. Thus, while described with respect
to router 40, the techniques should not be limited to router
40 described with respect to the example of FIG. 2.
[0035] In the example of FIG. 2, router 40 includes in-
terface cards 54A-54N ("IFCs 54") that receive and send
data units, such as packet flows, via network links 56A-
56N and 57A-57N, respectively. Router 40 may include
a chassis (not shown) having a number of slots for re-
ceiving a set of cards, including IFCs 54. Each card may
be inserted into a corresponding slot of the chassis for
electrically coupling the card to routing component 44 via
high-speed switch (not shown), which may comprise, for
example, switch fabric, switchgear, a configurable net-
work switch or hub, or other high-speed switching mech-
anisms. IFCs 54 may be coupled to network links 56A-
56N and 57A-57N via a number of physical interface ports
(not shown). Generally, IFCs 54 may each represent one
or more network interfaces by which router 40 may inter-
face with links of a network, such as links 18 as shown
in the example of FIG. 1.
[0036] In general, router 40 may include a control unit
42 that determines routes of received packets and for-
wards the packets accordingly via IFCs 54. In the exam-
ple of FIG. 2, control unit 38 includes routing component
44 (control plane) that configures and controls packet
forwarding operations applied by packet forwarding com-
ponent 46 (data plane).
[0037] Routing component 44 provides an operating
environment for various routing protocols 50 that execute
at different layers of a network stack. Routing component
44 is responsible for the maintenance of routing informa-
tion 60 to reflect the current topology of a network and
other network entities to which router 40 is connected.
In particular, routing protocols periodically update routing
information 60 to accurately reflect the topology of the
network and other entities based on routing protocol mes-
sages received by router 40. The protocols may be soft-
ware processes executing on one or more processors.
For example, routing component 44 includes network
protocols that operate at a network layer of the network
stack, which are typically implemented as executable
software instructions.
[0038] In the example of FIG. 2, protocols 50 may in-
clude a RSVP-TE component 51 to implement Resource
Reservation Protocol with Traffic Extensions (RSVP-TE)
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protocol to establish RSVP-TE LSPs (e.g., RSVP-TE
LSPs 22). For example, RSVP-TE component 51 may
implement RSVP-TE protocol to generate and send Path
and Resv messages for establishing LSPs. Upon router
40 receiving a Path message from a neighboring router,
router 40 allocates MPLS labels used for establishing the
LSPs based on the per-interface LSP adjustment of re-
servable bandwidth. As described below, router 40 may
advertise new Resv messages with an adjusted percent-
age of reservable bandwidth.
[0039] Protocols 50 may also include an IGP-TE com-
ponent 52 to implement an IGP protocol with traffic en-
gineering extensions to exchange link state information,
and facilitate forwarding of packets or other data units
between endpoint devices. In some examples, IGP-TE
component 52 may include an OSPF routing protocol in
accordance with one or more of the RFC 2328, by J. Moy,
entitled "OSPF Version 2," dated April 1998, RFC 5340,
by R. Coltun et al. entitled "OSPF for IPv6," dated July
2008, RFC 6845, by N. Sheth et al., entitled "OSPF Hy-
brid Broadcast and Point-to-Multipoint Interface Type,"
dated January 2013, and Internet Draft for the Network
Working Group, by A. Lindem et al., entitled "OSPFv3
LSA Extendibility," dated July 2013, draft-acee-ospfv3-
lsa-extend-01.txt. In some examples, IGP-TE compo-
nent 52 may include an IS-IS routing protocol that imple-
ments an IGP for exchanging routing and reachability
information within a routing domain in accordance with
RFC 1142, by D. Oran, entitled "OSI IS-IS Intra-domain
Routing Protocol," dated February 1990. IGP-TE com-
ponent may include traffic extensions that support traffic
engineering with Multi-protocol Label Switching (MPLS),
as described in Internet Draft for Network Working Group,
by Tony Li et al., entitled "IGP Requirements for Traffic
Engineering with MPLS," dated February 1999, draft-li-
mpls-igp-te-00.txt.
[0040] In some examples, routing component 44 in-
cludes a segment routing (SR) component 52 to imple-
ment segment routing techniques for IGP protocols (e.g.,
IS-IS and OSPF) for specifying how router 40 may ad-
vertise adjacency labels. These adjacency labels may
steer a packet through a controlled set of instructions,
called segments, by prepending the packet with a seg-
ment routing header.
[0041] In some examples, routing component 44 may
include other non-resource reservation protocols in ad-
dition to or instead of segment routing, such as other
MPLS protocols (e.g., LDP). For example, protocols 50
may also include LDP component 54 to implement LDP
protocol to distribute labels to support MPLS forwarding
along routed paths. Examples of LDP protocol are de-
scribed in RFC 3036, by L. Andersson et al., entitled "LDP
Specification," dated October 2007. Protocols 50 may
include other routing protocols (not shown), such as rout-
ing information protocol (RIP), border gateway protocol
(BGP), or other network protocols.
[0042] By executing the routing protocols, routing com-
ponent 44 identifies existing routes through the network

and determines new routes through the network. Routing
component 44 stores routing information 60 that in-
cludes, for example, known routes through the network.
Forwarding component 46 stores forwarding information
62 that includes destinations of output links 57. Forward-
ing information 62 may be generated in accordance with
routing information 60.
[0043] Forwarding component 46 may include a link
monitoring component 68 for tracking traffic flow of non-
resource reservation protocol LSPs, e.g., segment rout-
ing LSP 20. Link monitoring component 68 maintains traf-
fic flow statistics 69, which include information such as
the number of packets, the number of bytes received or
the like. For example, router 40 may implement IPFIX,
SNMP, or XML based accounting to collect traffic from
network links 56A-56N. The traffic may include label
fields that enable link monitoring component 68 to mon-
itor traffic flow statistics 69 for non-resource reservation
protocol LSPs.
[0044] In some examples, link monitoring component
68 may periodically collect traffic flow statistics 69, e.g.,
every 10 seconds, every minute, etc. In some examples,
link monitoring component 68 may collect traffic flow sta-
tistics 69 of a non-resource reservation protocol LSP from
each interface (e.g., input links 56) of router 40 associ-
ated with the links implementing at least a resource res-
ervation protocol LSP and a non-resource reservation
protocol LSP.
[0045] Routing component 44 may include a Traffic En-
gineering Database (TED) 82 for storing e.g., path infor-
mation for resource reservation protocol LSPs and non-
resource reservation protocol LSPs. In some examples,
TED 82 may include reservable bandwidth data 84 that
indicates the percentage of reservable bandwidth for re-
source reservation protocol LSPs for each interface of
router 40. As described below, when computing paths
for resource reservation LSPs, router 40 may rely on up-
dated TED information to provide an adjusted percentage
of reservable bandwidth available for resource reserva-
tion protocol LSPs per interface. TED 82 may be in the
form of a variety of data structures, such as a number of
tables, link lists, radix trees, databases, flat files, or other
data structures.
[0046] In accordance with some example aspects of
the techniques of this disclosure, routing component 44
may include a bandwidth subscription manager 80 to trig-
ger an adjustment of reservable bandwidth available for
a corresponding interface of router 40. In the example of
FIG. 2, bandwidth subscription manager 80 may compute
an average of the collected traffic flow statistics 69 for-
warded from forwarding component 46. Bandwidth sub-
scription manager 80 may calculate an average of the
collected traffic flow statistics 69 over a period of collected
samples. In some examples, the bandwidth subscription
manager 80 is a part of the router (as shown in FIG. 2),
while in other examples, the bandwidth subscription man-
ager 80 may be in a controller separate from the router
(as shown in FIG. 1), such as in PCE 67 of FIG. 2. In
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some cases, a path computation element (PCE) 67 may
alternatively or additionally provide configuration infor-
mation to router 40, e.g., may compute LSP paths and
provide them to router 40.
[0047] Bandwidth subscription manager 80 may mon-
itor the average of collected traffic flow statistics via a
pre-defined traffic adjust-threshold and trigger an adjust-
ment to a percentage of reservable bandwidth if the av-
erage of non-resource reservation protocol LSP traffic
has met the traffic adjust-threshold. The pre-defined traf-
fic adjust-threshold may be pre-defined by a network ad-
ministrator (admin 66) via user interface (UI) component
64 included within control unit 42. The network adminis-
trator 66 may set the pre-defined traffic adjust-threshold
via UI component 64. In some examples, the traffic ad-
just-threshold may be defined as a percent change (in-
crease or decrease) in total amount of non-RSVP LSP
traffic for a link (that is, adjustment is made if the amount
of non-RSVP LSP traffic has changed by the pre-defined
percent since, e.g., the last adjustment). In other exam-
ples, the traffic adjust-threshold may be defined as an
amount of non-RSVP LSP traffic as an absolute percent
of total LSP traffic for a link (that is, adjustment is made
if the amount of non-RSVP LSP traffic has met the pre-
defined percentage of total LSP traffic).
[0048] Bandwidth subscription manager 80 may com-
pare the average of non-resource reservation protocol
LSP traffic with the traffic adjust-threshold. Bandwidth
subscription manager 80 may determine whether the av-
erage of non-resource reservation protocol LSP traffic
has met the traffic adjust-threshold. If the average has
met the threshold, bandwidth subscription manager 80
may trigger an update to the reservable bandwidth data
84 to reflect the actual bandwidth utilization of the non-
resource reservation protocol LSPs. In this way, router
40 may rely on the updated TED information to provide
resource reservation protocol reservations with an ad-
justed percentage of reservable bandwidth. In one ex-
ample, router 40 distributes the labels and reserves
bandwidth on links according to the reservable bandwidth
percentage adjustment. For example, router 40 may use
RSVP-TE 51 to generate new Resv messages based on
the reservable bandwidth percentage information in re-
servable bandwidth data 84. Where the packet flows are
assigned to be forwarded on a RSVP-TE LSP, bandwidth
subscription manager 80 may provide output links 57 with
the proper bandwidth allocation based on any adjustment
by bandwidth subscription manager 80.
[0049] In response to detecting a change to subscrip-
tion data of TED 82, IGP-TE component 52 may auto-
matically output to IGP peer routers an IGP-TE adver-
tisement with the adjusted percentage of reservable
bandwidth, which in turn causes the IGP peer routers to
update their respective TEDs.
[0050] Although described for purposes of example
with respect to a router, router 40 may be more generally
a network device having routing functionality, and need
not necessarily be a dedicated routing device. The archi-

tecture of router 40 illustrated in FIG. 2 is shown for ex-
ample purposes only. The techniques of this disclosure
are not limited to this architecture. In other examples,
router 40 may be configured in a variety of ways. In one
example, some of the functionally of control unit 42 may
be distributed within IFCs 54. In another example, control
unit 42 may comprise a plurality of packet forwarding
engines operated as slave routers.
[0051] Control unit 42 may be implemented solely in
software, or hardware, or may be implemented as a com-
bination of software, hardware, or firmware. For example,
control unit 42 may include one or more processors that
execute program code in the form of software instruc-
tions. In that case, the various software compo-
nents/modules of control unit 42 may comprise execut-
able instructions stored on a computer-readable storage
medium, such as computer memory or hard disk.
[0052] FIG. 3 is a block diagram illustrating an example
of bandwidth subscription manager 80 in further detail.
In some examples, bandwidth subscription manager 80
may be located in any of routers 12 of FIG. 1. For exam-
ple, a network administrator may add scripts to configure
ingress router 12A to include bandwidth subscription
manager 80. Alternatively, a network administrator may
upgrade the software of ingress router 12A to include
bandwidth subscription manager 80. In some examples,
bandwidth subscription manager 80 may be located ex-
ternal to routers 12 in an off-the-box controller 30 (FIG.
1). For example, a network administrator may add scripts
or upgrade the software of controller 30 to include the
bandwidth subscription manager.
[0053] As shown in FIG. 3, the bandwidth subscription
manager 80 may receive a set of per-interface traffic flow
statistics 69 (e.g., packet and byte statistics) collected
from a link monitoring component 68 of an ingress router,
e.g., router 40. Bandwidth subscription manager 80 may
include a calculating component 86 to compute an aver-
age from the set of traffic flow statistics 69 over a period
of samples such that bandwidth subscription manager
80 may monitor substantive changes in shared band-
width utilization rather than a single event of bandwidth
use.
[0054] Bandwidth subscription manager 80 may in-
clude a threshold component 88 for comparing a pre-
defined traffic adjust-threshold to the average from the
set of traffic flow statistics 69. As one example, a network
administrator may pre-define a traffic adjust-threshold
value of 15 percent bandwidth utilization via UI compo-
nent 64. The network administrator may set the pre-de-
fined traffic adjust-threshold to threshold component 88
such that bandwidth subscription manager 80 may com-
pare the pre-defined traffic adjust-threshold value of 15
percent bandwidth utilization to the computed average
of traffic flow statistics 69. If the average of traffic flow
statistics for a non-resource reservation protocol LSP re-
flects a 20 percent change, bandwidth subscription man-
ager 80 may configure an adjustment instruction 34 to
update reservable bandwidth data 84 in TED 82 to in-
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clude an adjusted percentage of reservable bandwidth
(e.g., decreasing from 100 percent to 80 percent) for re-
source reservation protocol LSP reservations on the in-
terface associated with the non-resource reservation
protocol LSP. In response, RSVP-TE 51 of router 40 may
generate new Resv messages with the adjusted percent-
age of reservable bandwidth.
[0055] As another example, assume the traffic adjust-
threshold value is defined as a 10% change in total
amount of non-RSVP LSP traffic for a link (that is, ad-
justment is made if the amount of non-RSVP LSP traffic
has changed by the pre-defined percent since the last
adjustment). In this example, assume there is no RSVP
traffic initially so initial RSVP reservable bandwidth sub-
scription is 100%. When the amount of non-RSVP LSP
traffic is measured during a first adjustment interval, as-
sume the amount of non-RSVP LSP traffic is measured
at 12% so bandwidth subscription manager 80 reduces
the reservable bandwidth to 88%. Assume there is sub-
sequently RSVP traffic of 20% subscription, reducing the
reservable bandwidth to 80%, and non-RSVP LSP traffic
(e.g., segment routing LSP) is measured as having a
20% change since the last adjustment, so bandwidth sub-
scription manager 80 reduces the reservable bandwidth
to 60%. In this example, if segment routing LSP utilization
later drops by 10% (crosses the 10% threshold upwards),
bandwidth subscription manager 80 further adjusts the
reservable bandwidth from 60% to 70%.
[0056] In some examples, when resource reservation
protocol preemption is configured on router 40 such that
resource reservation protocol sessions may be preempt-
ed by higher-priority sessions (either by hard or soft
preemption), higher-priority non-resource reservation
protocol LSPs such as segment routing LSPs will natu-
rally take priority as they are established in the network.
In some examples, bandwidth subscription manager 80
may be configured such that if resource reservation pro-
tocol session preemption is not being applied on router
40 (e.g., a default resource reservation protocol preemp-
tion setting has been disabled), bandwidth subscription
manager 80 will not reduce percentage of reservable
bandwidth below reserved resource reservation protocol
LSP bandwidth. In some cases, bandwidth subscription
manager 80 may reduce the percentage of reservable
bandwidth on an interface up to the reserved resource
reservation protocol LSP bandwidth, but will not go below
the reserved bandwidth when resource reservation pro-
tocol preemption is not in force. In the case of bandwidth
subscription manager 80 in a central controller 30, con-
troller 30 may reroute the non-resource reservation pro-
tocol (e.g., segment routing LSP) traffic to a different path
if the non-resource reservation protocol LSP request can-
not be accommodated due to the current resource res-
ervation protocol LSPs being in place.
[0057] In some examples, segment routing LSPs is set
to a higher priority than RSVP-TE LSPs. A network ad-
ministrator 66 may disable RSVP-TE LSP preemption
via UI component 64. As bandwidth subscription man-

ager 80 determines that the average of segment routing
LSP bandwidth utilization has met the traffic adjust-
threshold, bandwidth subscription manager 80 will not
adjust the percentage of reservable bandwidth below the
reserved bandwidth since RSVP-TE preemption is not in
force. In examples where the bandwidth subscription
manager 80 is in a central controller 30, controller 30 may
reroute the segment routing LSP traffic to a different path,
e.g., link 18B, if the segment routing LSP request cannot
be accommodated due to the current resource reserva-
tion protocol LSPs being in place.
[0058] FIG. 4 is a flowchart illustrating an example op-
eration of a bandwidth subscription manager in estab-
lishing bandwidth sharing for resource reservation pro-
tocol LSPs and non-resource reservation protocol LSPs,
in accordance with the techniques of this disclosure. FIG.
4 will be explained with reference to bandwidth subscrip-
tion manager 80 of FIGS. 1 and 2. In the example of FIG.
4, bandwidth subscription manager may receive traffic
flow statistics of non-resource reservation protocol LSPs
from each interface of ingress router 12A (92). As one
example, a network administrator may configure an in-
gress router 12A to periodically collect an amount of net-
work traffic, e.g., packet and byte statistics, forwarded
on a non-resource reservation protocol LSP, e.g., seg-
ment routing LSP 20 and/or LDP LSP 24, over an inter-
face (e.g., IFCs 54) associated with link 18A, which es-
tablishes RSVP-TE LSPs 22, segment routing LSP 20,
and LDP LSP 24. In some examples, forwarding compo-
nent 46 of ingress router 12A may forward the traffic flow
statistics to routing component 44 that includes band-
width subscription manager 80. In some examples, in-
gress router 12A may forward the traffic flow statistics to
bandwidth subscription manager 80 located in an off-the-
box controller (e.g., controller 30 of FIG. 1).
[0059] Bandwidth subscription manager 80 may com-
pute an average based on the traffic flow statistics of non-
resource reservation protocol LSP(s) (94). In one exam-
ple, bandwidth subscription manager 80 may calculate
an average of segment routing LSP 20 traffic flow statis-
tics over a period of samples collected such that band-
width subscription manager 80 may monitor actual
changes in shared bandwidth utilization rather than a sin-
gle event of bandwidth use.
[0060] Bandwidth subscription manager 80 may deter-
mine whether the average has met a pre-defined traffic
adjust-threshold (96). In some examples, a network ad-
ministrator may pre-configure a traffic adjust-threshold
to monitor non-resource reservation protocol LSP traffic
flow statistics. The network administrator may set the pre-
defined traffic adjust-threshold for bandwidth subscrip-
tion manager 80 to compare the average of traffic flow
statistics with the traffic adjust-threshold such that when
the average of traffic flow statistics has met the traffic
adjust-threshold, bandwidth subscription manager 80
may update the TED with an adjusted percentage of re-
servable bandwidth for an interface of ingress router 12A.
[0061] As one example, RSVP-TE LSPs 22 and seg-
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ment routing LSP 20 may share link 18A such that the
reservable bandwidth for the interface associated with
link 18A is changed. As segment routing LSP 20 utilizes
more bandwidth, the percentage of reservable bandwidth
for RSVP-TE LSP reservations is reduced. Bandwidth
subscription manager 80 may determine via the traffic
adjust-threshold whether an adjustment to the reservable
bandwidth is needed. For example, if the average of traf-
fic flow statistics does not meet the traffic adjust-thresh-
old, no adjustment to the percentage of reservable band-
width is made (98). In contrast, if the average of traffic
flow statistics has met the traffic adjust-threshold, band-
width subscription manager 80 may adjust the percent-
age of reservable bandwidth for the interface of the in-
gress router. For example, bandwidth subscription man-
ager 80 may update the TED with reservable bandwidth
data 84 to reflect an adjusted percentage of reservable
bandwidth for RSVP-TE LSP reservations for a corre-
sponding interface of ingress router 12A. As such, band-
width subscription manager 80 may trigger an adjustment
of reservable bandwidth for RSVP-TE LSP reservations
on the corresponding interface of ingress router 12A
based on traffic flow statistics of non-resource reserva-
tion protocol LSPs (100).
[0062] In response, bandwidth subscription manager
80 may advertise an IGP-TE advertisement with the ad-
justed percentage of reservable bandwidth (104). In this
way, the IGP-TE advertisement may provide an updated
percentage of reservable bandwidth for a path computa-
tion element (e.g., path computation element 67) without
configuring the computation logic.
[0063] In some examples, the network device may be
configured with LSP preemption. In some examples, in
response to determining that pre-emption of resource
reservation protocol LSPs is disabled, bandwidth sub-
scription manager 80 may only adjust the percentage of
reservable bandwidth if the adjusted percentage of re-
servable bandwidth is not below an amount of bandwidth
already reserved by one or more resource reservation
protocol LSPs on the interface.
[0064] The techniques described herein may be imple-
mented in hardware, software, firmware, or any combi-
nation thereof. Various features described as compo-
nents, units or modules may be implemented together in
an integrated logic device or separately as discrete but
interoperable logic devices or other hardware devices.
In some cases, various features of electronic circuitry
may be implemented as one or more integrated circuit
devices, such as an integrated circuit chip or chipset.
[0065] If implemented in hardware, this disclosure may
be directed to an apparatus such as a processor or an
integrated circuit device, such as an integrated circuit
chip or chipset. Alternatively or additionally, if implement-
ed in software or firmware, the techniques may be real-
ized at least in part by a computer-readable data storage
medium comprising instructions that, when executed,
cause a processor to perform one or more of the methods
described above. For example, the computer-readable

data storage medium may store such instructions for ex-
ecution by a processor.
[0066] A computer-readable medium may form part of
a computer program product, which may include pack-
aging materials. A computer-readable medium may com-
prise a computer data storage medium such as random
access memory (RAM), read-only memory (ROM), non-
volatile random access memory (NVRAM), electrically
erasable programmable read-only memory (EEPROM),
Flash memory, magnetic or optical data storage media,
and the like. In some examples, an article of manufacture
may comprise one or more computer-readable storage
media.
[0067] In some examples, the computer-readable stor-
age media may comprise non-transitory media. The term
"non-transitory" may indicate that the storage medium is
not embodied in a carrier wave or a propagated signal.
In certain examples, a non-transitory storage medium
may store data that can, over time, change (e.g., in RAM
or cache).
[0068] The code or instructions may be software and/or
firmware executed by processing circuitry including one
or more processors, such as one or more digital signal
processors (DSPs), general purpose microprocessors,
application-specific integrated circuits (ASICs), field-pro-
grammable gate arrays (FPGAs), or other equivalent in-
tegrated or discrete logic circuitry. Accordingly, the term
"processor," as used herein may refer to any of the fore-
going structure or any other structure suitable for imple-
mentation of the techniques described herein. In addition,
in some aspects, functionality described in this disclosure
may be provided within software components or hard-
ware components.
[0069] In addition to or as an alternative to the above,
the following examples are described. The features de-
scribed in any of the following examples may be utilized
with any of the other examples described herein.
[0070] Therefore, from one perspective, there have
now been described techniques for bandwidth sharing
between resource reservation protocol label switched
paths (LSPs) and non-resource reservation protocol
LSPs. For example, in networks where resource reser-
vation protocol LSPs and non-resource reservation pro-
tocol LSPs co-exist within the same domain, resource
reservation protocol LSPs and non-resource reservation
protocol LSPs may share link bandwidth. However, when
non-resource reservation protocol LSPs are provisioned,
resource reservation protocol path computation ele-
ments computing resource reservation protocol paths
may not account for non-resource reservation protocol
LSP bandwidth utilization. The techniques described
herein provide a mechanism for automatically updating
traffic engineering database (TED) information about re-
source reservation protocol LSPs in a way that accounts
for non-resource reservation protocol LSP traffic flow sta-
tistics, such as bandwidth utilization. Path computation
elements may thus rely on an accurate TED for LSP path
computation.
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Example 1. A method comprising: comparing, by a
network device and to a pre-defined threshold, traffic
flow statistics indicating an amount of network traffic
forwarded on a non-resource reservation protocol
label switched path (LSP) over an interface of an
ingress network device to the non-resource reserva-
tion protocol LSP; and in response to determining
the amount of network traffic has met the pre-defined
threshold for the interface, automatically adjusting,
by the network device, a percentage of reservable
bandwidth available for resource reservation proto-
col LSP reservations for the interface of the ingress
network device.
Example 2. The method of example 1, wherein the
non-resource reservation protocol LSP comprises a
Segment Routing (SR) LSP.
Example 3. The method of example 1, wherein the
non-resource reservation protocol LSP comprises a
Label Distribution Protocol (LDP) LSP.
Example 4. The method of example 1, wherein the
non-resource reservation protocol LSP comprises a
Border Gateway Protocol Labeled Unicast (BGP-
LU) LSP.
Example 5. The method of example 1, wherein the
resource reservation protocol LSP comprises a Re-
source Reservation Protocol with Traffic Engineer-
ing extensions (RSVP-TE) LSP.
Example 6. The method of example 5, wherein the
ingress network device is an ingress network device
to at least one RSVP-TE LSP for which bandwidth
is reserved on the interface.
Example 7. The method of example 1, further com-
prising: computing, by the network device, an aver-
age based on the traffic flow statistics; and determin-
ing, by the network device, whether the average has
met the pre-defined threshold.
Example 8. The method of example 1, wherein the
ingress network device comprises the network de-
vice.
Example 9. The method of example 1, wherein the
ingress network device comprises a centralized con-
troller separate from the ingress router, wherein the
centralized controller computes paths for the re-
source reservation protocol LSP and the non-re-
source reservation protocol LSP.
Example 10. The method of example 1, wherein ad-
justing the percentage of reservable bandwidth com-
prises: updating a Traffic Engineering Database
(TED) of the ingress network device with the adjust-
ed percentage of reservable bandwidth for resource
reservation protocol LSP reservations.
Example 11. The method of example 1, wherein ad-
justing the percentage of reservable bandwidth com-
prises: in response to determining that pre-emption
of resource reservation protocol LSPs is disabled,
only adjusting the percentage of reservable band-
width if the adjusted percentage of reservable band-
width is not below an amount of bandwidth already

reserved by one or more resource reservation pro-
tocol LSPs on the interface.
Example 12. The method of example 1, wherein the
pre-defined threshold is defined as a percent change
in an amount of non-RSVP LSP traffic over the in-
terface, the method further comprising: determining
that a change in the amount of network traffic has
met the pre-defined threshold percent change,
wherein automatically adjusting comprises automat-
ically adjusting the percentage of reservable band-
width in response to determining that the change in
the amount of network traffic has met the pre-defined
threshold percent change.
Example 13. A router comprising: at least one proc-
essor coupled to a memory, wherein the processor
executes software configured to: compare, to a pre-
defined threshold, traffic flow statistics indicating an
amount of network traffic forwarded on a non-re-
source reservation protocol label switched path
(LSP) over an interface of the router to the non-re-
source reservation protocol LSP; and in response to
determining the amount of network traffic has met
the pre-defined threshold for the interface, automat-
ically adjust a percentage of reservable bandwidth
available for resource reservation protocol LSP res-
ervations for the interface of the router.
Example 14. The router of example 13, wherein the
non-resource reservation protocol LSP comprises a
Segment Routing (SR) LSP.
Example 15. The router of claim 13, wherein the non-
resource reservation protocol LSP comprises a La-
bel Distribution Protocol (LDP) LSP.
Example 16. The router of example 13, wherein the
resource reservation protocol LSP comprises a Re-
source Reservation Protocol with Traffic Engineer-
ing extensions (RSVP-TE) LSP.
Example 17. The router of example 16, wherein the
router is an ingress network device to at least one
RSVP-TE LSP for which bandwidth is reserved on
the interface.
Example 18. The method of example 13, further
comprising software configured to: compute an av-
erage based on the traffic flow statistics; and deter-
mine whether the average has met the pre-defined
threshold.
Example 19. The router of example 13, wherein the
software configured to adjust the percentage of re-
servable bandwidth comprises software configured
to: update a Traffic Engineering Database (TED) of
the router with the adjusted percentage of reservable
bandwidth for resource reservation protocol LSP
reservations.
Example 20. The router of example 13, wherein the
software configured to adjust the percentage of re-
servable bandwidth comprises software configured
to: in response to determining that pre-emption of
resource reservation protocol LSPs is disabled, only
adjust the percentage of reservable bandwidth if the
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adjusted percentage of reservable bandwidth is not
below an amount of bandwidth already reserved by
one or more resource reservation protocol LSPs on
the interface.
Example 21. A controller comprising: at least one
processor coupled to a memory, wherein the proc-
essor executes software configured to: compare, to
a pre-defined threshold, traffic flow statistics indicat-
ing an amount of network traffic forwarded on a non-
resource reservation protocol label switched path
(LSP) over an interface of an ingress network device
to the non-resource reservation protocol LSP; and
in response to determining the amount of network
traffic has met the pre-defined threshold for the in-
terface, automatically adjust a percentage of reserv-
able bandwidth available for resource reservation
protocol LSP reservations for the interface of the in-
gress network device.
Example 22. The controller of example 21, wherein
the non-resource reservation protocol LSP compris-
es a Segment Routing (SR) LSP.
Example 23. The controller of example 21, wherein
the non-resource reservation protocol LSP compris-
es a Label Distribution Protocol (LDP) LSP.
Example 24. The controller of example 21, wherein
the resource reservation protocol LSP comprises a
Resource Reservation Protocol with Traffic Engi-
neering extension (RSVP-TE) LSP.
Example 25. The controller of example 21, further
comprising software configured to: compute an av-
erage based on the traffic flow statistics; and deter-
mine whether the average has met the pre-defined
threshold.
Example 26. The controller of example 21, wherein
the software configured to adjust the percentage of
reservable bandwidth comprises software config-
ured to: update a Traffic Engineering Database
(TED) of the ingress network device with the adjust-
ed percentage of reservable bandwidth for resource
reservation protocol LSP reservations.
Example 27. The controller of example 21, wherein
the software configured to adjust the percentage of
reservable bandwidth comprises software config-
ured to: in response to determining that pre-emption
of resource reservation protocol LSPs is disabled,
only adjust the percentage of reservable bandwidth
if the adjusted percentage of reservable bandwidth
is not below an amount of bandwidth already re-
served by one or more resource reservation protocol
LSPs on the interface.
Example 28. A computer-readable medium compris-
ing instructions for causing at least one programma-
ble processor of a network device to: compare, to a
pre-defined threshold, traffic flow statistics indicating
an amount of network traffic forwarded on a non-
resource reservation protocol label switched path
(LSP) over an interface of an ingress network device
to the non-resource reservation protocol LSP; and

in response to determining the amount of network
traffic has met the pre-defined threshold for the in-
terface, automatically adjust a percentage of reserv-
able bandwidth available for resource reservation
protocol LSP reservations for the interface of the in-
gress network device.

[0071] Moreover, any of the specific features set forth
in any of the examples described above may be com-
bined into beneficial examples of the described tech-
niques. That is, any of the specific features are generally
applicable to all examples of the disclosure. Various as-
pects of the techniques have been described. These and
other aspects are within the scope of the following claims.

Claims

1. A method comprising:

comparing, by a network device and to a pre-
defined threshold, traffic flow statistics indicating
an amount of network traffic forwarded on a non-
resource reservation protocol label switched
path (LSP) over an interface of an ingress net-
work device to the non-resource reservation
protocol LSP; and
in response to determining the amount of net-
work traffic has met the pre-defined threshold
for the interface, automatically adjusting, by the
network device, a percentage of reservable
bandwidth available for resource reservation
protocol LSP reservations for the interface of the
ingress network device.

2. The method of claim 1, wherein the non-resource
reservation protocol LSP comprises a Segment
Routing (SR) LSP.

3. The method of claim 1, wherein the non-resource
reservation protocol LSP comprises a Label Distri-
bution Protocol (LDP) LSP.

4. The method of claim 1, wherein the non-resource
reservation protocol LSP comprises a Border Gate-
way Protocol Labeled Unicast (BGP-LU) LSP.

5. The method of any of claims 1-4, wherein the re-
source reservation protocol LSP comprises a Re-
source Reservation Protocol with Traffic Engineer-
ing extensions (RSVP-TE) LSP.

6. The method of claim 5, wherein the ingress network
device is an ingress network device to at least one
RSVP-TE LSP for which bandwidth is reserved on
the interface.

7. The method of and of claims 1-6, further comprising:
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computing, by the network device, an average
based on the traffic flow statistics; and
determining, by the network device, whether the
average has met the pre-defined threshold.

8. The method of any of claims 1-7, wherein the ingress
network device comprises the network device.

9. The method of any of claims 1-8, wherein the ingress
network device comprises a centralized controller
separate from the ingress router, wherein the cen-
tralized controller computes paths for the resource
reservation protocol LSP and the non-resource res-
ervation protocol LSP.

10. The method of any of claims 1-9, wherein adjusting
the percentage of reservable bandwidth comprises:

updating a Traffic Engineering Database (TED)
of the ingress network device with the adjusted
percentage of reservable bandwidth for re-
source reservation protocol LSP reservations.

11. The method of any of claims 1-10, wherein adjusting
the percentage of reservable bandwidth comprises:

in response to determining that pre-emption of
resource reservation protocol LSPs is disabled,
only adjusting the percentage of reservable
bandwidth if the adjusted percentage of reserv-
able bandwidth is not below an amount of band-
width already reserved by one or more resource
reservation protocol LSPs on the interface.

12. The method of any of claims 1-11, wherein the pre-
defined threshold is defined as a percent change in
an amount of non-RSVP LSP traffic over the inter-
face, the method further comprising:

determining that a change in the amount of net-
work traffic has met the pre-defined threshold
percent change,
wherein automatically adjusting comprises au-
tomatically adjusting the percentage of reserv-
able bandwidth in response to determining that
the change in the amount of network traffic has
met the pre-defined threshold percent change.

13. A router comprising:

at least one processor coupled to a memory,
wherein the processor executes software con-
figured to:

compare, to a pre-defined threshold, traffic
flow statistics indicating an amount of net-
work traffic forwarded on a non-resource
reservation protocol label switched path

(LSP) over an interface of the router to the
non-resource reservation protocol LSP;
and
in response to determining the amount of
network traffic has met the pre-defined
threshold for the interface, automatically ad-
just a percentage of reservable bandwidth
available for resource reservation protocol
LSP reservations for the interface of the
router.

14. The router of claim 13 comprising means for per-
forming the method recited by any of claims 2-12.

15. A computer-readable medium encoded with instruc-
tions for causing one or more programmable proc-
essors to perform the method recited by any of claims
1-12.
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