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(54) DIRECT VISUALIZATION OF A DEVICE LOCATION

(57) A system for displaying information regarding a
common axis in a subject, comprising a navigation sys-
tem (202) having a tracking system (204) configured to
determine a location of an instrument relative to at least
a first portion of a subject and a second portion of the
subject along the common axis; a navigation processor
(250) configured to execute instructions to determine the
location of the instrument for illustrating with a display
device (256) a representation of the instrument in both
of a first direction along the a common axis extending
through the first portion of the subject and a second di-
rection along the common axis extending through the
second portion of the subject; wherein a first image of
the first portion of the subject and a second image of the
second portion of the subject are operable to be displayed
along the common axis extending through the first portion
and the second portion of the subject; and wherein the
first image of the first portion of the subject and the second
image of the second portion of the subject are of the
respective first portion and second portion at least a se-

lected distance along the single common axis away from
the instrument; wherein the first image is of the first por-
tion of the subject and the second image is of the second
portion of the subject along the single common axis.
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Description

FIELD

[0001] The subject disclosure relates to display sys-
tems, and particularly to a system for displaying a position
of an instrument.

BACKGROUND

[0002] This section provides background information
related to the present disclosure which is not necessarily
prior art.
[0003] In a procedure, an instrument can be tracked
relative to a portion on which a procedure is performed.
According to various systems, the portion having the pro-
cedure performed thereon may be a human subject. The
procedure may include various surgical procedures,
such as a cardiac procedure, neurologic procedure, or
spinal procedure, or the like. In specific procedures, an
intervertebral body may be replaced. The intervertebral
body may include a complete or partial replacement of
the intervertebral body (also referred to as a spinal disc)
in a spinal column of a patient. To assist in performing
the procedure, a location of an instrument may be illus-
trated with a display device. Image data acquired of a
patient, however, may lack detail regarding various an-
atomical structures, such as soft tissue. Accordingly, the
image displayed for viewing by a user may lack details
or any information regarding various anatomical struc-
tures, such as soft tissues.

SUMMARY

[0004] This section provides a general summary of the
disclosure, and is not a comprehensive disclosure of its
full scope or all of its features.
[0005] In a selected procedure, an instrument may be
tracked. The procedure may include surgical procedures
performed on a subject. The subject may include a living
subject, such as a human subject. It is understood, how-
ever, that non-human subjects or non-living subjects may
also be subject to a procedure. Nevertheless, the location
of the instrument may be displayed on a display for view-
ing by a user to assist in performing the procedure. In
various embodiments, the display may illustrate both im-
aged and non-imaged portions.
[0006] A display may display a region of an anatomy
that is not within the field of view or directly manipulated
or contacted by the surgical instrument. For example,
according to various embodiments, an intervertebral im-
plant (also referred to as a disc) trial or implant may be
moved relative to a subject. The image data of the subject
may include x-ray image data, such as x-ray image slice
data, such as computed tomography (CT) slice image
data. When illustrating on a display device the image
data acquired of a subject, the display may display image
data not specifically within the range of the tracked in-

strument. In various embodiments, therefore, the tracked
location of the instruments can be determined and the
adjacent anatomical structures may be displayed even
though they are not specifically affected by the instrument
being tracked. Accordingly, although an intervertebral
body instrument or trial is positioned relative to an anat-
omy, the end plates of vertebral bodies may be displayed
when the location of the tracked instrument is determined
to be within a predetermined distance range of and ad-
jacent to the vertebral body. Accordingly, a user may bet-
ter or more efficiently understand and visualize the loca-
tion of a vertebral body relative to an instrument, which
may include an intervertebral body implant or trial for per-
forming a procedure.
[0007] Further areas of applicability will become ap-
parent from the description provided herein. The descrip-
tion and specific examples in this summary are intended
for purposes of illustration only and are not intended to
limit the scope of the present disclosure.

DRAWINGS

[0008] The drawings described herein are for illustra-
tive purposes only of selected embodiments and not all
possible implementations, and are not intended to limit
the scope of the present disclosure.

Fig. 1 is a schematic view of a procedure room;
Fig. 2 is a schematic detail view of a two vertebrae;
Fig. 3 is a screenshot of a navigation system illus-
trating a tracked location of an instrument; and
Fig. 4 is a screenshot of a navigation system showing
three views of a tracked location of an instrument.

[0009] Corresponding reference numerals indicate
corresponding parts throughout the several views of the
drawings.

DETAILED DESCRIPTION

[0010] Example embodiments will now be described
more fully with reference to the accompanying drawings.
[0011] An exemplary electromagnetic (EM) navigation
system 202 is shown in FIG. 1. Although the EM naviga-
tion system 202 is primarily described with respect to
performing a procedure on a human patient 152, the EM
navigation system 202 may be used to perform a proce-
dure on other animate and/or inanimate subjects. Also,
the implementations disclosed herein may be applied to
other EM systems and for purposes other than for posi-
tion tracking of devices. For example, the implementa-
tions may be used to generate EM fields in a transcranial
magnetic stimulation system. Also, procedures disclosed
herein can be performed relative to a volume, a mechan-
ical device, and/or an enclosed structure. The volume
may be of an animate or inanimate object. The subject
can be an object that includes an enclosed mechanical
device. It is further understood, that any appropriate
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tracking or navigation system may be used such as an
optical tracking system having cameras to track/view
viewable portions. Further acoustic/ultrasound tracking
systems may be used to track an instrument. Thus, al-
though the disclosure herein relates to an EM navigation
system, it is understood that any appropriate navigation
system may be used unless specifically indicated other-
wise.
[0012] With reference to Fig. 1, an instrument assem-
bly 300 may include an appropriate tool or instrument,
such as one including a handle or motor and a toolbit or
implant portion 310. According to various embodiments,
the implant portion 310 may be a trial member for use in
trialing an implant placement. The implant may be a trial
for an intervertebral or disk replacement. In various pro-
cedures, the trial implant 310 may be used to determine
or select an appropriate implant size for a specific patient
by moving the trial into the implant space.
[0013] The instrument 300 may include a portion that
is positioned relative to, such as within, a spine 150 of
the subject 152. The tool assembly 300 may include a
tracking device 330 and may be a navigated instrument.
The instrument 300 is merely exemplary, and other nav-
igated instruments may include catheters, leads, stimu-
lators, etc. Also, the tracking device 330 may be incor-
porated into a separate element, such as a removable
stylet. The stylet may be placed within a lumen of a cath-
eter.
[0014] The tracking device 330 may be interconnected
with the navigation system 202. The navigation system
202, as discussed further herein, may include a tracking
system 204 that can track the tracking device 330 in six
degrees of freedom, including three-dimensional space
including a X, Y, Z location and various orientations to
determine a position of the tracking device 330 in space.
As illustrated above, the instrument 300 may include the
tracking device 330 that allows for directly tracking the
tool 300 during an implantation and positioning of tool
300. Appropriate tracking devices can include tracking
devices as disclosed in U.S. Patent No. 8,644,907. Ad-
ditionally, the navigation system can include the naviga-
tion system disclosed in U.S. Patent Application Publi-
cation 2014/0323852..
[0015] With continuing reference to Fig. 1, the tool 300
may be inserted into an opening, such through a surgical
opening in a dermal layer of the subject 152 and into an
intervertebral space 210 in the spine 150 of the subject
152. The tool 300 may be tracked either directly via the
tracking device 330 or via the tracking device on a stylet
or other portion associated with the tool 300. Further, as
noted above, the tracking device 330 may be associated
directly with the trial member 310. Thus, any one or more
of these may be used to track the selected portion of the
tool assembly 300. Further, the tool 300 may be a cath-
eter that is placed in a vasculature of the subject 152, a
nasal cavity, or other portion of the subject 152.
[0016] The navigation of the tool assembly 300 relative
to the subject 152 may proceed according to various nav-

igation procedures and techniques, such as those gen-
erally known in the art and discussed below, to ensure
or assist in positioning the trial 310 in a selected, including
a predetermined or preselected location, within the sub-
ject 152. Further, although the following description is
related generally to positioning the tool assembly 300
relative to the spine 150 of the subject 152, other navi-
gated procedures may be performed.
[0017] The navigation system 202, which may include
an electromagnetic navigation system, is primarily de-
scribed with respect to performing a procedure on a hu-
man patient, the navigation system 202 may be used to
perform a procedure on other animate and/or inanimate
subjects, including those navigation systems as dis-
closed in U.S. Pat. App. Pub. No. 2014/0323852.. Also,
procedures disclosed herein can be performed relative
to a volume, a mechanical device, and/or an enclosed
structure. The volume may be of an animate or inanimate
object. The subject can be an object that includes an
enclosed mechanical device.
[0018] The navigation system 202 assists in perform-
ing a navigated or guided procedure. The guided proce-
dure can be, for example, a surgical procedure, a vas-
culature procedure, a cardiac procedure, a neural pro-
cedure, a spinal procedure, and an orthopedic proce-
dure. The navigation system 202 allows a user, such as
a surgeon 220, to view on a display 256 a position of the
tool assembly 300 in a coordinate system. The coordi-
nate system can be related to an image, such as in an
image guided procedure, or can be related to an image-
less procedure.
[0019] The navigation system 202 can operate as an
image-based system or as an imageless system. While
operating as an imageless system, the navigation system
202 can register a subject space (generally defined within
and near the subject 152) to a graphical display repre-
senting an area of the subject 152, rather than to both
the subject space and an image space. Image data of
the subject 152 need not be acquired at any time, al-
though image data can be acquired to confirm various
locations of instruments or anatomical portions of the
subject 152. Positions of the subject 152 can be tracked
and positions of the tool assembly 300 relative to the
subject 152 can be tracked.
[0020] While operating as an imageless system, a po-
sition of an anatomical structure can be determined rel-
ative to the instrument and the positions of the anatomical
structure and the instrument can be tracked. For exam-
ple, a plane of an acetabulum can be determined by
touching several points with the tool assembly 300, or
selected tracked tool with at least one of the tracking
devices 330. As another example, a position of a one or
more vertebrae may be determined in a similar manner
or by attached one or more dynamic reference frames
(DRF) 270 to selected vertebrae. The position of the tool
assembly 300 and the anatomical structure can be shown
on a display with icons or graphics. The display, however,
may not show actual image data captured of the subject
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152. Other data can be provided, such as atlas data or
morphed atlas data. The atlas data can be image data
that is generated or generalized from the subject 152.
For example, a brain atlas can be generated based on
detail analysis of image data of a brain of a patient. Op-
eration of the navigation system 202 as an image based
system is further described below.
[0021] Although the navigation system 202 is de-
scribed herein as acquiring image data using an imaging
device 230, other data may be acquired and/or used,
such as patient and non-patient specific data. The imag-
ing device 230 acquires pre-, intra-, or post-operative im-
age data and/or real-time image data of a subject 152.
The imaging device 230 can be, for example, a fluoro-
scopic x-ray imaging device that may be configured as
a C-arm having an x-ray source 232 and an x-ray receiv-
ing device 234. Other imaging devices may be included
and mounted on the imaging device 230. Calibration and
tracking targets and radiation sensors may be included
with the imaging system 230.
[0022] The navigation system 202 may further include
an imaging device controller 236. The imaging device
controller 236 controls the imaging device 230 to (i) cap-
ture x-ray images received at the x-ray receiving section
234, and (ii) store the x-ray images. The imaging device
controller 236 may be separate from the imaging device
230 and/or control the rotation of the imaging device 230.
For example, the imaging device 28 can move in selected
directions around the patient 152. Also, the imaging de-
vice may include an O-arm ® imaging device as sold by
Medtronic, Inc., having a place of business in Minnesota.
[0023] Further, an imager tracking device 240 may be
included to track a position of selected portions of the
imaging device 230 to identify the position of the imaging
device 230 relative to the subject 152 while acquiring the
image data to assist in registration. The image data can
then be forwarded from the imaging device controller 236
to a processing module of a navigation computer 250
wirelessly or via a link 252. The navigation computer 250
can include a processing module that is configured to
execute instructions to perform a procedure.
[0024] A work station 254 can include the navigation
computer 250, a navigation display 256, a user interface
258, and an accessible memory system 260. The image
data may be transmitted from the controller 236 to the
work station 254 or to a tracking system 204. The work-
station 254 may be a portable computer, such as a laptop
computer or a tablet computer. The navigation computer
250 including the computer module may include a gen-
eral purpose processor that executes instructions for
navigating the tool assembly 300 and/or may include an
application specific circuit. The tracking system 204, as
discussed further herein, may include a coil array con-
troller (CAC) 261 having a navigation device interface
(NDI) 262.
[0025] While the imaging device 230 is shown in Fig.
1, any other alternative 2D, 3D or 3D imaging acquired
over time to include four dimensions, imaging modality

may also be used. Examples include those discussed
above, and further any imaging device, such as isocentric
fluoroscopy, bi-plane fluoroscopy, ultrasound, computed
tomography (CT), multi-slice computed tomography
(MSCT), T1 weighted magnetic resonance imaging
(MRI), T2 weighted MRI, high frequency ultrasound (HI-
FU), positron emission tomography (PET), optical coher-
ence tomography (OCT), intra-vascular ultrasound
(IVUS), ultrasound, intraoperative, computed tomogra-
phy (CT), single photo emission computed tomography
(SPECT), and/or planar gamma scintigraphy (PGS) im-
aging devices may be used. Any of these imaging devices
may be used to acquire pre- or post-operative and/or
real-time images or image data of the subject 152. The
images may also be obtained and displayed, generally,
in two or three dimensions. In more advanced forms, 3D
surface rendering regions are achieved of the subject,
which may be rendered or changed in time (fourth dimen-
sion). The 3D surface rendering regions may be achieved
by incorporating subject data or other data from an atlas
or anatomical model map or from pre-operative image
data captured by MRI, CT, or echocardiography modal-
ities. Image data sets from hybrid modalities, such as
positron emission tomography (PET) combined with CT,
or single photon emission computer tomography
(SPECT) combined with CT, can also provide functional
image data superimposed onto anatomical data to be
used to reach target sites within the subject 152.
[0026] The navigation system 202 further includes the
tracking system 204. The tracking system 204 includes
a localizer 264, which may also be referred to as a trans-
mit coil array (TCA), a tracking array, or a transmit coil
assembly. As noted above, the tracking system may in-
clude a non-EM tracking system, thus the localizer may
be a camera array, an acoustic array, etc. as generally
known in the art. The TCA 264 includes one or more coil
groups or sets 266, as discussed further herein, that can
transmit or receive a signal and/or generate a field. The
tracking system 204 may include the CAC 261, the lo-
calizer 264, and the instrument tracking device 330, 332,
336 of the tool assembly 300. It is understood that the
tracked portion may be generally referred to as an instru-
ment and that the tracking device may be generally re-
ferred to as an instrument tracking device. The tracking
system may also track a dynamic reference frame (DRF)
270. All tracked portions are connected to the CAC 261
via the NDI 262. The CAC 261 and the NDI 262 can be
provided in a CAC/NDI container 272. The NDI 262 may
have communication ports that communicate with the lo-
calizer 264, the instrument tracking device 330, 332, 336
and/or the DRF 270 wirelessly or via wires.
[0027] The coil arrays localizer 264 can transmit sig-
nals that are received by the DRF 270 and at least one
tracking device 271 (e.g., the instrument tracking device
330). The tracking device 330 can be associated with the
tool assembly 300 at a location that is generally posi-
tioned within the subject 152 during a procedure. The
DRF 270 can then transmit and/or provide signals, from
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the DRF tracking device 271, based upon the re-
ceived/sensed signals of the generated fields from the
localizer 264 and/or other localizers. It is understood that
the tracking system may also be operated in reverse,
where the tracking devices 330 271 transmit a field that
is sensed by the TCA 264.
[0028] The DRF 270 can be connected to the NDI 262
to forward the information to the CAC 261 and/or the
navigation computer 250. The DRF 270 may be fixed to
the subject 152 and adjacent to the region where navi-
gation is occurring such that any movement of the subject
152 is detected as relative motion between the localizer
264 and the DRF 270. The DRF 270 can be intercon-
nected with the subject 152. Any relative motion is indi-
cated to the CAC 261, which updates registration corre-
lation and maintains accurate navigation.
[0029] In operation, the navigation system 202 creates
a map between points in image data or an image space,
such as one defined by an image 280 shown on the dis-
play 256, and corresponding points in a subject space
(e.g., points in an anatomy of a patient or in a patient
space). After the map is created, the image space and
subject space are registered to each other. This includes
correlating position (location and orientations) in an im-
age space with corresponding positions in a subject
space (or real space). Based on the registration, the nav-
igation system 202 may illustrate an icon 282 (which may
include a three-dimensional rendering of the instrument,
including the tool assembly 300) at a navigated position
of the tool assembly 300 relative to an image of the sub-
ject 152 in a super-imposed image. For example, the icon
282 can be illustrated relative to a proposed trajectory
and/or a determined anatomical target. The work station
254 alone and/or in combination with the CAC 261 and/or
the C-arm controller (or control module) 236 can identify
the corresponding point on the pre-acquired image or
atlas model relative to the tracked tool assembly 300;
and display the position on display 256 and relative to
the image 280. This identification is known as navigation
or localization. The work station 254, the CAC 261, and
the C-arm controller 236 and/or selected portions thereof
can be incorporated into a single system or implemented
as a single processor or control module.
[0030] To register the subject 152 to the image 280,
the user 220 may use point registration by selecting and
storing particular points from the pre-acquired images
and then touching the corresponding points on the sub-
ject 152 with a pointer probe or any appropriate tracked
device. The navigation system 202 analyzes the relation-
ship between the two sets of points that are selected and
computes a match, which allows for a correlation of every
point in the image data or image space with its corre-
sponding point on the subject 152 or the subject space.
[0031] The points that are selected to perform regis-
tration or form a map are the fiducial markers, such as
anatomical or artificial landmarks. Again, the fiducial
markers are identifiable on the images and identifiable
and accessible on the subject 152. The fiducial markers

can be artificial landmarks that are positioned on the sub-
ject 152 or anatomical landmarks that can be easily iden-
tified in the image data.
[0032] The navigation system 202 may also perform
registration using anatomic surface information or path
information (referred to as auto-registration). The navi-
gation system 202 may also perform 2D to 3D registration
by utilizing the acquired 2D images to register 3D volume
images by use of contour algorithms, point algorithms or
density comparison algorithms.
[0033] In order to maintain registration accuracy, the
navigation system 202 tracks the position of the subject
152 during registration and navigation with the DRF 270.
This is because the subject 152, DRF 270, and localizer
264 may all move during the procedure. Alternatively the
subject 152 may be held immobile once the registration
has occurred, such as with a head holder. Therefore, if
the navigation system 202 does not track the position of
the subject 152 or an area of an anatomy of the subject
152, any subject movement after registration would result
in inaccurate navigation within the corresponding image.
The DRF 270 allows the tracking system 204 to track the
anatomy and can be used during registration. Because
the DRF 270 is rigidly fixed to the subject 152, any move-
ment of the anatomy or the localizer 264 is detected as
the relative motion between the localizer 264 and the
DRF 270. This relative motion is communicated to the
CAC 261 and/or the processor 250, via the NDI 262,
which updates the registration correlation to thereby
maintain accurate navigation.
[0034] The tracking system 204 can position the local-
izer 264 adjacent to the patient space to generate an EM
field (referred to as a navigation field). Because points in
the navigation field or patient space is associated with a
unique field strength and direction, the tracking system
204 can determine the position (which can include loca-
tion and orientation) of the tool assembly 300 by meas-
uring the field strength and direction or components of
the EM field at the tracking device 330. The DRF 270 is
fixed to the subject 152 to identify the location of the sub-
ject 152 in the navigation field. The tracking system 204
continuously determines the relative position of the DRF
270 and the tool assembly 300 during localization and
relates this spatial information to subject registration da-
ta. This enables image guidance of the tool assembly
300 within and/or relative to the subject 152.
[0035] To obtain a maximum accuracy it can be select-
ed to fix the DRF 270 in each of at least six degrees of
freedom. Thus, the DRF 270 or any tracking device, such
as the tracking device 330, can be fixed relative to axial
motion X, translational motion Y, rotational motion Z,
yaw, pitch, and roll relative to a portion of the subject 152
to which the DRF 270 is attached. Any appropriate co-
ordinate system can be used to describe the various de-
grees of freedom. Fixing the DRF 270 relative to the sub-
ject 152 in this manner can assist in maintaining maxi-
mum accuracy of the navigation system 202.
[0036] The tool assembly 300 can include the stylet,
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drill, etc., as discussed above. Thus, reference to the tool
assembly 300 is not intended to limit the instrument that
may be tracked and navigated. With reference to any
appropriate navigated instrument, it may include the
tracking device 330 that may include a power source
and/or be connected directly to the CAC 261.
[0037] In the navigation system 202, illustrated in Fig.
1, the spine 150 may be the object of a procedure. During
the procedure, the image data acquired of the spine 152
may be displayed on the display device 156. In displaying
the image of the spine, however, generally, the portion
of the spine being directly affected by the instrument 300
is displayed on the display device 256. Accordingly, cer-
tain parts of an anatomy may not be viewable with a lim-
ited display.
[0038] With continued reference to Fig. 1 and addition-
al reference to Fig. 2, image data can be acquired of the
spine 150 prior to a procedure. The image data may be
acquired with the imaging system 230, or any appropriate
imaging system. Further examples include the O-arm ®
imaging device or a CT imaging system.
[0039] Image data regarding the spine 150 can be dis-
played on the display device 256 relative to the icon 282
of the instrument 300, including the trial 310 as trial icon
310’. This can allow the surgeon 220 to visualize on the
display 256 the determined location of the trial 310 rela-
tive to the spine 150. As is understood in the art, however,
image data acquired of the subject 152, including the
spine 150, can be acquired in various manners, including
those discussed above. In various examples, slice image
data can be acquired of the spine 150, such as with a CT
imaging device. Such image data generally includes slic-
es that are taken axially along the length of the spine
150. As illustrated in Fig. 2, the spine 150 can include
adjacent vertebrae 340 and 342. The vertebrae 340, 342
can include various anatomical portions including verte-
bral bodies 344 and 346. Each of the vertebral bodies
can include end plates. For example, the vertebral body
344 may include an superior end plate 348 and the ver-
tebral body 346 may include an inferior end plate 350.
Further, the vertebrae may each include a spinous proc-
ess, such as spinous process 349.
[0040] It is understood that each of the vertebral bodies
344, 346 may both include inferior and superior end-
plates, but generally, the inferior endplate 350 and the
superior endplate 348 are adjacent to or contact a disc
or define a disc or intervertebral body space 360. In var-
ious embodiments, the intervertebral implant 310 can be
positioned in the intervertebral space 360 when the nat-
ural intervertebral body is damaged or degenerated. Var-
ious implants and trials can include the implants and sys-
tem portions included with the Prestige® Cervical Disc or
the Bryan® Cervical Disc System, both sold by Medtronic,
Inc., having a place of business in Minnesota. Further, it
is understood that discs may be replaced in other portions
of the anatomy, including lumbar and thoracic regions of
the spine 150.
[0041] During imaging of the spine 150, the disc space

360 can be imaged along with portions of the adjacent
vertebrae 340, 342. As is understood in the art, however,
CT image slices may generally be substantially thin, such
as on the order of one or a few millimeters thick. Addi-
tionally, CT or other x-ray imaging techniques may not
image soft tissue with high contrast. Further, certain im-
aging techniques may allow for imaging portions of the
anatomy, such as the intervertebral space 360, while not
imaging the adjacent vertebral bodies 344, 346. Alterna-
tively, or in addition thereto, as discussed further herein,
during navigation of the trial or the implant 310, the dis-
play 256 may display generally the intervertebral space
360 as this is where the implant portion 310 is positioned.
Thus, if the imaging technique does not acquire image
data of the soft tissue, the display may be substantially
free to anatomical portions, as illustrated in Fig. 3.
[0042] Accordingly, with additional reference to Fig. 3,
in various embodiments, the display 256 may generally
include substantially only the icons 282, 310’ represent-
ing the instrument 300 and/or the implant member 310.
It is understood that although the following discussion
may refer to the implant or trial 310, that the portion 310
may refer to either or both an implant and a trial, or other
appropriate portion, being navigated relative to the pa-
tient 152. Nevertheless, the icon 282 may generally be
the only displayed portion on the display device 256 as
the imaging technique acquiring image data of the spine
150 may not substantially image soft tissue, such as a
disc or portion of a disc in the disc space 360.
[0043] As the display 256 is displaying the anatomy
adjacent to or at the dimensions of the tracked implant
310, adjacent portions of the vertebrae 340, 342 may not
be illustrated, such as the endplates 348, 350. As illus-
trated in Fig. 3, the implant portion 310 may include a
surface that is illustrated in the icon 310’ and only image
portions that are in the same plane are shown. Thus, the
disk space 360 includes no high contrast tissue (e.g.
bone). However, portions of the bone, such as the
spinous process 349 may extend into the plane (although
not within the disk space 360) and may be seen in the
view as spinous process portion 349’. In various embod-
iments, therefore, a precise relative position of the im-
plant 310 to the endplates 348, 350 may not be known
as visual clues may be missing regarding the endplates
348, 350. For example, the surgeon 220 may not have
direct visualization on the display device 256 of the spac-
ing of the implant 310 relative to the endplates 348, 350.
[0044] With reference to Fig. 4, the display 256 may
be altered based upon instructions from the user 220,
direction from the user 220, or substantially automatically
by the navigation system 202. As discussed above, the
tracking device 330 is tracked relative to the subject 152,
including the spine 150. Due to the registration of the
subject space to the image space, the navigation system
202 can determine, by tracking the tracking device 330,
the position of the implant 310 relative to the spine 150,
including the intervertebral space 360. Accordingly, once
the navigation system 202 has determined that the im-
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plant 310 is in or near the intervertebral space 360, the
navigation system can alter the display 256 to include
further images based upon image data of the subject
152. As illustrated in Fig. 3, limiting the display 256 to
display only the icon 282 may limit the amount of visual
cues for the user 220 regarding the position of the implant
310 relative to the endplates 348, 350.
[0045] With reference to Fig. 4, however, a first screen
portion 370 may illustrate the inferior endplate 348 as an
image portion 348’ and a second screen portion 372 may
illustrate the superior endplate 350 as an image portion
350’. Additionally, a third screen portion 374 may illus-
trate the intervertebral space 360 substantially alone with
the icon 282 of the instrument including an intervertebral
implant portion 310’. As discussed further herein, there-
fore, the display 256 may display an icon representing
the implant 310 and portions of the vertebrae 340, 342.
[0046] With continued reference to Fig. 4, the display
256 may automatically or manually, or combinations
thereof, display the three screen portions 370-374 to pro-
vide visual guidance and cues to the user 220. For ex-
ample, the user may view the screen portions 370-374
to view differing perspectives of the implant 310 relative
to the anatomy. All of the view portions 370-374 may be
shown on a single display device or screen 256, as illus-
trated in Figs. 1 and 4. For example, the first screen por-
tion illustrates the icon 310’ superimposed on the supe-
rior endplate of the vertebral body 344. Thus, the screen
portion 370 may provide an inferior-to-superior viewing
perspective. The second screen portion 372 illustrates
the icon 310’ superimposed on the inferior endplate of
the vertebral body 346. Thus, the screen portion 372 may
provide a superior-to-inferior viewing perspective. The
perspectives may be labeled on the screen portions 370
and 372 for identification by the user 220.
[0047] Further, the user 220 may view the display
screen portions 370-374 to understand dimensions of
the implant 310, represented by the icon 310’ relative to
the endplate images 348’, 350’. For example, as illustrat-
ed in the screen portion 370, the user 220 can view the
implant icon 310’ relative to the medial-to-lateral and pos-
terior-to-interior dimensions of the vertebrae endplate
348 based upon the image portion 348’. Further, a height
dimension may be illustrated or written on the display,
such as in a text box 380 to illustrate the dimension of
distance from a surface of the implant 310 to the endplate
348. Therefore, the user 220 may view the screen portion
370 to determine the dimension of the implant 310 rela-
tive to the endplate 348. Similarly, the user 220 can view
the image portion 372 to determine the distance of a sur-
face of the implant 310 relative to the endplate 350. Fur-
ther, a text box 382 can illustrate the distance from the
endplate 350.
[0048] The endplate images 348’, 350’ may be a single
slice image or may include an average of several slices.
As is known in the art, image data, such as in a CT image
data, may be collected as a plurality of slices. The slices
may each be a selected thickness, such as about 1 mm.

To provide a general view of the boney portion which
may include more than a small thickness (e.g. 1 mm) into
the boney portion, several slices may be averaged to-
gether. For example, as illustrated in Fig. 2, a distance
361 may extend between planes that define or form the
intervertebral area 360. A distance 345 into the vertebral
body 344 may include about 2 mm to about 10 mm, and
further include about 5 mm to about 10mm. In various
examples, the distance 345 may be about 10 mm. Thus,
all slices within the distance 345 may be averaged to-
gether. The averaged image may then be displayed at
the endplate 348’. Similarly, a distance 347 into the ver-
tebral body 346 may include about 2 mm to about 10
mm, and further include about 5 mm to about 10 mm. In
various examples, the distance 347 may be about 10
mm. Thus, all slices within the distance 347 may be av-
eraged together. The averaged image may then be dis-
played at the endplate 350’.
[0049] The averaging of the slices to form the images
348’, 350’ may be formed with pixel averaging. For ex-
ample, CT image slices are generally acquired along an
axis, such as an axis of a spine including the vertebral
bodies 344, 346. Thus, pixels from one slice to another
may be aligned along the axis. The aligned pixels from
several slices may be averaged together. In this way,
one image may be generated that is based on averaging
of several slices. It is understood that other appropriate
averaging techniques may also be used.
[0050] The averaging allows the surgeon 220 to view
portions, such as anatomical portions, that are not im-
mediately adjacent the intervertebral space 360. For ex-
ample, an anatomical feature (e.g. an osteophyte) may
be 8 mm from the space 360. Thus, an image slice that
is 1 mm or 2 mm thick would not image the osteophyte.
However, in averaging a distance, such as about 10 mm,
the osteophyte would be viewable in the averaged image
that is displayed for the user 220. This may assist the
user in selecting an appropriate implant and placing the
selected implant.
[0051] The screen portion 374 may show image data
that is substantially bounded by the implant dimensions.
Thus, the screen portion 374 may not show any of the
high contrast image data that is beyond the disc space
360. The screen portion 370 may show the endplate 348
that is away from the implant 310 in a superior direction.
The screen portion 372 may show the endplate that is a
distance away from the implant 310 in an inferior direc-
tion. Thus, the screen portions 370-374, together, may
show image data that is limited to the planes or extent of
the implant 310 (e.g. screen portion 374) along with im-
age data that is spaced away from the implant 310 (i.e.
screen portions 370 and 372). All of the screen portions,
however, may be understood to be viewed along an axis
of the spine 150 of the patient 152, but in the specific
direction for the specific anatomical portion being viewed.
Such direction information may also be provided on the
screen portions regarding direction of view.
[0052] Accordingly, the display 256 including the
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screen portions 370-374 can be used by the user 220 to
determine dimensions of the implant 310 relative to the
anatomy, including the spine 150. Further, the display
may change depending upon the implant or trial portion
moved relative to the spine 150. For example, the user
220 can view the display 256 and, based upon the dis-
play, determine that the implant 310 is not appropriate
for the subject 152. The user 220 may, then, attach a
second or different trial portion to the instrument 300 and
track it relative to the spine 150. The alternative trial may
then be displayed on the display 256 relative to the var-
ious anatomy images 348’, 350’ to make the determina-
tion of whether the alternative or different trial portion is
appropriate for the subject 152. Accordingly, it is under-
stood that at least the dimensions of the icon illustrated
in the implant 310’ may be based upon dimensions of
the specific implant portion being navigated by the user
220 that is attached to the instrument 300. The specific
dimensions and/or shape of the implant 310 may be input
into the navigation system 202 either manually by the
user 220, based upon instructions of the user 220, or
automatically based upon a communication between the
trial implant portion 310 and the new navigation system
220. For example, a radio frequency identity tag (RFID
tag) may be provided with the trial implant 310 that can
communicate with the navigation system 202, including
directly with the instrument 300, to provide selected di-
mension and shape information.
[0053] Example embodiments are provided so that this
disclosure will be thorough, and will fully convey the
scope to those who are skilled in the art. Numerous spe-
cific details are set forth such as examples of specific
components, devices, and methods, to provide a thor-
ough understanding of embodiments of the present dis-
closure. It will be apparent to those skilled in the art that
specific details need not be employed, that example em-
bodiments may be embodied in many different forms and
that neither should be construed to limit the scope of the
invention as defined by the claims. In some example em-
bodiments, well-known processes, well-known device
structures, and well-known technologies are not de-
scribed in detail.
[0054] The foregoing description of the embodiments
has been provided for purposes of illustration and de-
scription. It is not intended to be exhaustive or to limit the
disclosure. Individual elements or features of a particular
embodiment are generally not limited to that particular
embodiment, but, where applicable, are interchangeable
and can be used in a selected embodiment, even if not
specifically shown or described. The same may also be
varied in many ways. Such variations are not to be re-
garded as a departure from the disclosure, and all such
modifications are intended to be included within the
scope of the claims.

Claims

1. A system for displaying information regarding a com-
mon axis in a subject, comprising:

a navigation system (202) having a tracking sys-
tem (204) configured to determine a location of
an instrument relative to at least a first portion
of a subject and a second portion of the subject
along the common axis;
a navigation processor (250) configured to ex-
ecute instructions to determine the location of
the instrument for illustrating with a display de-
vice (256) a representation of the instrument in
both of a first direction along the a common axis
extending through the first portion of the subject
and a second direction along the common axis
extending through the second portion of the sub-
ject;
wherein a first image of the first portion of the
subject and a second image of the second por-
tion of the subject are operable to be displayed
along the common axis extending through the
first portion and the second portion of the sub-
ject; and
wherein the first image of the first portion of the
subject and the second image of the second por-
tion of the subject are of the respective first por-
tion and second portion at least a selected dis-
tance along the single common axis away from
the instrument;
wherein the first image is of the first portion of
the subject and the second image is of the sec-
ond portion of the subject along the single com-
mon axis.

2. The system of Claim 1, further comprising:
a display device (256) configured to display simulta-
neously both (i) the first image and the representa-
tion of the instrument in the first direction and (ii) the
second image and the representation of the instru-
ment in the second direction along the common axis.

3. The system of Claim 2, wherein the first direction is
opposite the second direction along the common ax-
is.

4. The system of Claim 3, wherein the display device
(256) is configured to display simultaneously both
the representation of the instrument in the first direc-
tion relative to the first image and the representation
of the instrument in the second direction relative to
the second image;
wherein the representation in the first direction and
the representation in the second direction include
representations of the instrument relative to the first
image and the second image.
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5. The system of Claim 4, wherein the display device
(256) illustrates the representation in the first direc-
tion to include the portion of the instrument viewable
relative to the first image.

6. The system of Claim 5, wherein the display device
(256) is configured to display visual cues relevant to
the tracked location of the instrument.

7. The system of Claim 6, wherein the display device
(256) is configured to display for displaying differing
perspectives of the instrument.

8. The system of Claim 6, wherein the display device
(256) is configured to display an average of a dis-
tance for selecting an implant for positioning the sub-
ject.

9. The system of any one of Claims 1 to 9, wherein the
first image of the subject is an inferior endplate of a
first vertebrae and the second image of the subject
is a superior endplate of a second vertebrae.

10. The system of Claim 9, wherein the navigation proc-
essor (250) is further configured to determine a first
distance of the instrument from at least one of the
inferior endplate of the first vertebrae or a second
distance of the instrument from the superior endplate
of the second vertebrae;
wherein the display device is configured to display
at least one of the first distance or the second dis-
tance.

11. The system of Claim 2, wherein the navigation proc-
essor (250) is configured to scale the displayed rep-
resentation of the instrument relative to either of the
first image or the second image.

12. The system of any one of Claims 1 to 11, wherein
the instrument includes a trial implant member (310)
configured to trial an implant in an implant space
displayed in the first image or the second image.

13. The system of any one of Claims 1 to 12, wherein
the first image includes a first average of a first plu-
rality of image slices and the second image includes
a second average of a second plurality of image slic-
es.

14. The system of Claim 1 or 13, wherein the first aver-
age is between about 2 millimeters (mm) to about
10 mm of image slices and the second average is
between about 2 mm and 10 mm of image slices.

15. The system of any one of Claims 1 to 14, further
comprising:

the instrument configured to move a trial mem-

ber relative to the subject;
a tracking device (330) associated with the in-
strument configured to be tracked with the nav-
igation system;
wherein the display device (256) is further con-
figured to display a distance of the trial member
from a surface of at least a surface in the first
image or the second image.
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