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Description

TECHNICAL FIELD

[0001] Following description relates to a wireless communication system, more particularly, to a method for a device
having a plurality of antennas to transmit a signal by applying CDD (cyclic delay diversity) based on a complex reference
signal and an apparatus therefor.

BACKGROUND ART

[0002] Wireless communication systems are widely deployed to provide various kinds of communication services such
as voice and data services. Generally, these communication systems are multiple access systems capable of supporting
communication with multiple users by sharing available system resources (e.g., bandwidth and transmit power). Examples
of multiple access systems include a code division multiple access (CDMA) system, a frequency division multiple access
(FDMA) system, a time division multiple access (TDMA) system, an orthogonal frequency division multiple access
(OFDMA) system, a single carrier frequency-division multiple access (SC-FDMA) system, and a multi-carrier frequency
division multiple access (MC-FDMA) system.
Prior art can be found, for example, in US 2014/0185699 A1, which generally relates to a data transmission method and
system, transmitter, and receiver, and in US 2014/0029695 A1, which generally relates to a method and an apparatus
for open loop transmission in a multiple antenna wireless communication system.

DISCLOSURE OF THE INVENTION

TECHNICAL TASK

[0003] A technical task of the present invention is to perform DMRS-based CDD (cyclic delay diversity).
[0004] Technical tasks obtainable from the present invention are non-limited by the above-mentioned technical task.
And, other unmentioned technical tasks can be clearly understood from the following description by those having ordinary
skill in the technical field to which the present invention pertains.

TECHNICAL SOLUTION

[0005] The invention is defined by independent claim 1 (method) and corresponding claim 6 (apparatus). Advantageous
embodiments are described in the dependent claims. Embodiments and/or examples mentioned in the description that
do not fall under the scope of the claims are useful for understanding the invention. We describe a method of transmitting
a signal, which is transmitted by an apparatus having a plurality of antennas in a wireless communication system, includes
the steps of mapping complex modulation symbols to L number of layers, sequentially applying a unit matrix U, a diagonal
matrix D, and a precoding matrix W to the symbols mapped to the L number of layers, and mapping symbols mapped
to DMRS ports by applying the W, the D, and the U to a resource and transmitting the symbols . In this case, the W may
correspond to one of M number of precoder sets, each of the M number of precoder sets includes a plurality of column
vectors, and if the number of the DMRS ports is less than M*L, the M number of precoder sets include at least one
identical column vector.
[0006] We further describe an apparatus having a plurality of antennas in a wireless communication system includes
a transmission apparatus and a processor, the processor configured to map complex modulation symbols to L number
of layers, the processor configured to sequentially apply a unit matrix U, a diagonal matrix D, and a precoding matrix W
to the symbols mapped to the L number of layers, the processor configured to map symbols mapped to DMRS ports by
applying the W, the D, and the U to a resource and transmit the symbols. In this case, the W may correspond to one of
M number of precoder sets, each of the M number of precoder sets include a plurality of column vectors, and if the
number of the DMRS ports is less than M*L, the M number of precoder sets include at least one identical column vector.
[0007] The identical column vector can be positioned at a different column in the M number of precoder sets.
[0008] A different DMRS port can be mapped to the column vector.
[0009] A plurality of column vectors included in the M number of precoder sets can be orthogonal to each other.
[0010] The W can be changed in the M number of precoder sets according to a change of indexes of the symbols
mapped to the L number of layers.
[0011] If the number of layers L is equal to or less than a predetermined value, the number of DMRS ports may
correspond to M*L.
[0012] If the number of layers L is greater than a predetermined value, the number of DMRS ports can be regarded
as being identical to the number of layers.



EP 3 217 568 B1

3

5

10

15

20

25

30

35

40

45

50

55

ADVANTAGEOUS EFFECTS

[0013] According to the present invention, if legacy CDD is used in an evolved antenna system, it is able to prevent
a CDD gain from being reduced.
[0014] Effects obtainable from the present invention are non-limited by the above mentioned effect. And, other un-
mentioned effects can be clearly understood from the following description by those having ordinary skill in the technical
field to which the present invention pertains.

DESCRIPTION OF DRAWINGS

[0015] The accompanying drawings, which are included to provide a further understanding of the invention and are
incorporated in and constitute a part of this specification, illustrate embodiments of the invention and together with the
description serve to explain the principles of the invention.

FIG. 1 is a diagram for a structure of a radio frame;
FIG. 2 is a diagram for a resource grid in a downlink slot;
FIG. 3 is a diagram for a structure of a downlink subframe;
FIG. 4 is a diagram for a structure of an uplink subframe;
FIG. 5 is a diagram for a configuration of a wireless communication system having multiple antennas;
FIG. 6 is a diagram for explaining an evolved antenna system;
FIGS. 7 and 8 are diagrams for explaining embodiments of the present invention;
FIG. 9 is a diagram for configurations of a transmitter and a receiver.

BEST MODE

MODE FOR INVENTION

[0016] The embodiments of the present invention described hereinbelow are combinations of elements and features
of the present invention. The elements or features may be considered selective unless otherwise mentioned. Each
element or feature may be practiced without being combined with other elements or features. Further, an embodiment
of the present invention may be constructed by combining parts of the elements and/or features. Operation orders
described in embodiments of the present invention may be rearranged. Some constructions or features of any one
embodiment may be included in another embodiment and may be replaced with corresponding constructions or features
of another embodiment.
[0017] In the embodiments of the present invention, a description is made, centering on a data transmission and
reception relationship between a Base Station (BS) and a User Equipment (UE). The BS is a terminal node of a network,
which communicates directly with a UE. In some cases, a specific operation described as performed by the BS may be
performed by an upper node of the BS.
[0018] Namely, it is apparent that, in a network comprised of a plurality of network nodes including a BS, various
operations performed for communication with a UE may be performed by the BS or network nodes other than the BS.
The term ’BS’ may be replaced with the term ’fixed station’, ’Node B’, ’evolved Node B (eNode B or eNB)’, ’Access Point
(AP)’, etc. The term ’relay’ may be replaced with the term ’Relay Node (RN)’ or ’Relay Station (RS)’. The term ’terminal’
may be replaced with the term ’UE’, ’Mobile Station (MS)’, ’Mobile Subscriber Station (MSS)’, ’Subscriber Station (SS)’,
etc.
[0019] In the following description, the term "cell" may be interpreted as a transmission/reception point such as a base
station (or eNB), a sector, a remote radio head (RRH), a relay, etc. In addition, it may be used as a comprehensive term
referring to any object capable of identifying a component carrier (CC) at a specific transmission/reception point.
[0020] Specific terms used for the embodiments of the present invention are provided to help the understanding of
the present invention. These specific terms may be replaced with other terms within the scope of the present invention,
as defined by the appended claims.
[0021] In some cases, to prevent the concept of the present invention from being ambiguous, structures and appara-
tuses of the known art will be omitted, or will be shown in the form of a block diagram based on main functions of each
structure and apparatus. Also, wherever possible, the same reference numbers will be used throughout the drawings
and the specification to refer to the same or like parts.
[0022] The embodiments of the present invention can be supported by standard documents disclosed for at least one
of wireless access systems, Institute of Electrical and Electronics Engineers (IEEE) 802, 3rd Generation Partnership
Project (3GPP), 3GPP Long Term Evolution (3GPP LTE), LTE-Advanced (LTE-A), and 3GPP2. Steps or parts that are
not described to clarify the technical features of the present invention can be supported by those documents. Further,



EP 3 217 568 B1

4

5

10

15

20

25

30

35

40

45

50

55

all terms as set forth herein can be explained by the standard documents.
[0023] Techniques described herein can be used in various wireless access systems such as Code Division Multiple
Access (CDMA), Frequency Division Multiple Access (FDMA), Time Division Multiple Access (TDMA), Orthogonal Fre-
quency Division Multiple Access (OFDMA), Single Carrier-Frequency Division Multiple Access (SC-FDMA), etc. CDMA
may be implemented as a radio technology such as Universal Terrestrial Radio Access (UTRA) or CDMA2000. TDMA
may be implemented as a radio technology such as Global System for Mobile communications (GSM)/General Packet
Radio Service (GPRS)/Enhanced Data Rates for GSM Evolution (EDGE). OFDMA may be implemented as a radio
technology such as IEEE 802.11 (Wi-Fi), IEEE 802.16 (WiMAX), IEEE 802.20, Evolved-UTRA (E-UTRA) etc. UTRA is
a part of Universal Mobile Telecommunications System (UMTS). 3GPP LTE is a part of Evolved UMTS (E-UMTS) using
E-UTRA. 3GPP LTE employs OFDMA for downlink and SC-FDMA for uplink. LTE-A is an evolution of 3GPP LTE. WiMAX
can be described by the IEEE 802.16e standard (Wireless Metropolitan Area Network (WirelessMAN)-OFDMA Reference
System) and the IEEE 802.16m standard (WirelessMAN-OFDMA Advanced System). For clarity, this application focuses
on the 3GPP LTE and LTE-A systems. However, the technical features of the present invention are not limited thereto.

LTE/LTE-A resource structure/channel

[0024] With reference to FIG. 1, the structure of a radio frame will be described below.
[0025] In a cellular Orthogonal Frequency Division Multiplexing (OFDM) wireless packet communication system, uplink
and/or downlink data packets are transmitted in subframes. One subframe is defined as a predetermined time period
including a plurality of OFDM symbols. The 3GPP LTE standard supports a type-1 radio frame structure applicable to
Frequency Division Duplex (FDD) and a type-2 radio frame structure applicable to Time Division Duplex (TDD).
[0026] FIG. 1(a) illustrates the type-1 radio frame structure. A downlink radio frame is divided into 10 subframes. Each
subframe is further divided into two slots in the time domain. A unit time during which one subframe is transmitted is
defined as a Transmission Time Interval (TTI). For example, one subframe may be 1ms in duration and one slot may
be 0.5ms in duration. A slot includes a plurality of OFDM symbols in the time domain and a plurality of Resource Blocks
(RBs) in the frequency domain. Because the 3GPP LTE system adopts OFDMA for downlink, an OFDM symbol represents
one symbol period. An OFDM symbol may be referred to as an SC-FDMA symbol or symbol period. An RB is a resource
allocation unit including a plurality of contiguous subcarriers in a slot.
[0027] The number of OFDM symbols in one slot may vary depending on a Cyclic Prefix (CP) configuration. There
are two types of CPs: extended CP and normal CP. In the case of the normal CP, one slot includes 7 OFDM symbols.
In the case of the extended CP, the length of one OFDM symbol is increased and thus the number of OFDM symbols
in a slot is smaller than in the case of the normal CP. Thus when the extended CP is used, for example, 6 OFDM symbols
may be included in one slot. If channel state gets poor, for example, during fast movement of a UE, the extended CP
may be used to further decrease Inter-Symbol Interference (ISI).
[0028] In the case of the normal CP, one subframe includes 14 OFDM symbols because one slot includes 7 OFDM
symbols. The first two or three OFDM symbols of each subframe may be allocated to a Physical Downlink Control
CHannel (PDCCH) and the other OFDM symbols may be allocated to a Physical Downlink Shared Channel (PDSCH).
[0029] FIG. 1(b) illustrates the type-2 radio frame structure. A type-2 radio frame includes two half frames, each having
5 subframes, a Downlink Pilot Time Slot (DwPTS), a Guard Period (GP), and an Uplink Pilot Time Slot (UpPTS). Each
subframe is divided into two slots. The DwPTS is used for initial cell search. synchronization, or channel estimation at
a UE. The UpPTS is used for channel estimation and acquisition of uplink transmission synchronization to a UE at an
eNB. The GP is a period between an uplink and a downlink, which eliminates uplink interference caused by multipath
delay of a downlink signal. One subframe includes two slots irrespective of the type of a radio frame.
[0030] The above-described radio frame structures are purely exemplary and thus it is to be noted that the number of
subframes in a radio frame, the number of slots in a subframe, or the number of symbols in a slot may vary.
[0031] FIG. 2 illustrates the structure of a downlink resource grid for the duration of one downlink slot. A downlink slot
includes 7 OFDM symbols in the time domain and an RB includes 12 subcarriers in the frequency domain, which does
not limit the scope of the present i invention, as defined by the appended claims. For example, a downlink slot may
include 7 OFDM symbols in the case of the normal CP, whereas a downlink slot may include 6 OFDM symbols in the
case of the extended CP. Each element of the resource grid is referred to as a Resource Element (RE). An RB includes
12x7 REs. The number of RBs in a downlink slot, NDL depends on a downlink transmission bandwidth. An uplink slot
may have the same structure as a downlink slot.
[0032] FIG. 3 illustrates the structure of a downlink subframe. Up to three OFDM symbols at the start of the first slot
in a downlink subframe are used for a control region to which control channels are allocated and the other OFDM symbols
of the downlink subframe are used for a data region to which a PDSCH is allocated. Downlink control channels used in
the 3GPP LTE system include a Physical Control Format Indicator CHannel (PCFICH), a Physical Downlink Control
CHannel (PDCCH), and a Physical Hybrid automatic repeat request (HARQ) Indicator CHannel (PHICH). The PCFICH
is located in the first OFDM symbol of a subframe, carrying information about the number of OFDM symbols used for
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transmission of control channels in the subframe. The PHICH delivers an HARQ ACKnowledgment/Negative ACKnowl-
edgment (ACK/NACK) signal in response to an uplink transmission. Control information carried on the PDCCH is called
Downlink Control Information (DCI). The DCI transports uplink or downlink scheduling information, or uplink transmission
power control commands for UE groups. The PDCCH delivers information about resource allocation and a transport
format for a Downlink Shared CHannel (DL-SCH), resource allocation information about an Uplink Shared CHannel (UL-
SCH), paging information of a Paging CHannel (PCH), system information on the DL-SCH, information about resource
allocation for a higher-layer control message such as a Random Access Response transmitted on the PDSCH, a set of
transmission power control commands for individual UEs of a UE group, transmission power control information, Voice
Over Internet Protocol (VoIP) activation information, etc. A plurality of PDCCHs may be transmitted in the control region.
A UE may monitor a plurality of PDCCHs. A PDCCH is formed by aggregating one or more consecutive Control Channel
Elements (CCEs). A CCE is a logical allocation unit used to provide a PDCCH at a coding rate based on the state of a
radio channel. The CCE corresponds to a plurality of RE groups. The number of CCEs necessary for the PDCCH may
be changed depending on a size, a coding rate and the like of the DCI. For instance, one of 1, 2, 4 and 8 CCEs
(corresponding to PDCCH formats 0, 1, 2, and 3, respectively) can be used for PDCCH transmission. If a DCI size is
large and/or if a low coding rate is required due to a poor channel state, a relatively large number of CCEs may be used
to transmit a single PDCCH. A BS determines a PDCCH format in consideration of a size of DCI transmitted to a UE, a
cell bandwidth, the number of downlink antenna ports, the amount of PHICH resources, etc. and adds CRC (cyclic
redundancy check) to control information. The CRC is masked by an Identifier (ID) known as a radio network temporary
identifier (RNTI) according to the owner or usage of the PDCCH. If the PDCCH is for a specific UE, the CRC may be
masked by a cell-RNTI (C-RNTI) of the UE. If the PDCCH is for a paging message, the CRC may be masked by a paging
indicator identifier (P-RNTI). If the PDCCH is associated with system information (particularly, a system information block
(SIB)), the CRC may be masked by a system information ID and a system information RNTI (SI-RNTI). To indicate that
the PDCCH carries a random access response in response to a random access preamble transmitted by a UE, the CRC
may be masked by a random access-RNTI (RA-RNTI).
[0033] FIG. 4 illustrates the structure of an uplink subframe. An uplink subframe may be divided into a control region
and a data region in the frequency domain. A Physical Uplink Control CHannel (PUCCH) carrying uplink control infor-
mation is allocated to the control region and a Physical Uplink Shared Channel (PUSCH) carrying user data is allocated
to the data region. To maintain the property of a single carrier, a UE does not transmit a PUSCH and a PUCCH simul-
taneously. A PUCCH for a UE is allocated to an RB pair in a subframe. The RBs of the RB pair occupy different subcarriers
in two slots. Thus it is said that the RB pair allocated to the PUCCH is frequency-hopped over a slot boundary

Reference Signal (RS)

[0034] Since a packet is transmitted on a radio channel in a wireless communication system, a signal may be distorted
in the course of transmission. A receiving end needs to correct the distorted signal using channel information to receive
a correct signal. To enable the receiving end to obtain the channel information, a transmitting end transmits a signal
known to both a transmitting end and the receiving end. Thereafter, the receiving end can obtain the channel information
based on the degree of distortion occurring when the signal is received on the radio channel. Such a signal is called a
pilot signal or a reference signal.
[0035] When data is transmitted and received through multiple antennas, the receiving ends needs to be aware of a
channel state between each transmit antenna and each receive antenna to receive the data correctively. Accordingly,
a separate reference signal needs to exist for each transmitting antenna, more particularly, for each antenna port.
[0036] A reference signal may be divided into an uplink reference signal and a downlink reference signal. According
to the current LTE system, the uplink reference signal may include:

i) a demodulation reference signal (DM-RS) for channel estimation to coherently demodulate information transmitted
through a PUSCH and a PUCCH; and
ii) a sounding reference signal (SRS) for enabling a BS to measure an uplink channel quality of a frequency band
at a different network.

[0037] On the other hand, the downlink reference signal may include:

i) a cell-specific reference signal (CRS) shared by all UEs within a cell;
ii) a UE-specific reference signal configured for only a specific UE;
iii) a demodulation reference signal (DM-RS) transmitted for coherent demodulation when a PDSCH is transmitted;
iv) a channel state information-reference signal (CSI-RS) for transmitting channel state information (CSI) when a
downlink DMRS is transmitted;
v) a multimedia broadcast single frequency network (MBSFN) reference signal transmitted for coherent demodulation
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of a signal transmitted in MBSFN mode; and
vi) a positioning reference signal used to estimate a geographic position information of a UE.

[0038] Reference signals are mainly classified into two types according to the purposes thereof: a reference signal
for channel information acquisition and a reference signal for data demodulation. Since the former reference signal is
used to allow a UE to acquire downlink channel information, it should be transmitted over a wideband. In addition, even
a UE which does not receive downlink data in a specific subframe should receive the corresponding reference signal.
In addition, this reference signal can also be used in case of handover. The latter reference signal is transmitted through
resources used when a BS transmits downlink data. By receiving this reference signal, a UE may perform a channel
measurement and then demodulate data. Such a reference signal should be transmitted in a region in which data is
transmitted.

Modeling of multi-antenna (MIMO) system

[0039] FIG. 5 is a diagram illustrating a configuration of a wireless communication system having multiple antennas.
[0040] As shown in FIG. 5(a), if the number of transmit antennas is increased to NT and the number of receive antennas
is increased to NR, a theoretical channel transmission capacity is increased in proportion to the number of antennas,
unlike the case where a plurality of antennas is used in only a transmitter or a receiver. Accordingly, it is possible to
improve a transfer rate and to remarkably improve frequency efficiency. As the channel transmission capacity is increased,
the transfer rate may be theoretically increased by a product of a maximum transfer rate Ro upon utilization of a single
antenna and a rate increase ratio Ri.

[0041] For instance, MIMO communication system using 4 transmitting antennas and 4 receiving antennas may be
able to theoretically obtain the transfer rate of 4 times of a single antenna system. After the theoretical capacity increase
of the multi-antenna system is proved in the mid-90s, various technologies for practically enhancing a data transmission
rate have been actively studied up to date and several technologies among them are already reflected in such a various
wireless communication standard as a 3rd generation mobile communication, a next generation wireless LAN and the like.
[0042] If we look at the research trend related to the multi-antenna so far, many active researches have been performed
for such a study of various points of view as a study on information theory related to a multi-antenna communication
capacity calculation in various channel environments and multiple access environment, a study on a radio channel
measurement and model deduction of the multi-antenna system, a study on a space-time signal processing technology
for enhancing a transmission reliability and a transmission rate, and the like.
[0043] In order to explain a communicating method in an MIMO system in detail, mathematical modeling can be
represented as follows. It is assumed that there are NT transmit antennas and NR receive antennas.
[0044] Regarding a transmitted signal, if there are NT transmit antennas, the maximum number of pieces of information
that can be transmitted is NT. Hence, the transmission information can be represented as shown in Equation 2.

[0045] Meanwhile, transmit powers can be set different from each other for individual pieces of transmission information
s1,s2,···,sNT, respectively. If the transmit powers are set to P1,P2,···,PNT, respectively, the transmission information with
adjusted transmit powers can be represented as Equation 3.

[0046] In addition, S can be represented as Equation 4 using diagonal matrix P of the transmission power.
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[0047] Assuming a case of configuring NT transmitted signals x1,x2,···,xNT, which are actually transmitted, by applying
weight matrix w to the information vector S having the adjusted transmit powers, the weight matrix W serves to appro-
priately distribute the transmission information to each antenna according to a transport channel state. x1,x2,···,xNT can
be expressed by using the vector X as follows.

[0048] In Equation 5, wij denotes a weight between an ith transmit antenna and jth information. W is also called a
precoding matrix.
[0049] If the NR receive antennas are present, respective received signals y1,y2,···,yNR of the antennas can be ex-
pressed as follows.

[0050] If channels are modeled in the MIMO wireless communication system, the channels may be distinguished
according to transmit/receive antenna indexes. A channel from the transmit antenna j to the receive antenna i is denoted
by hij. In hij, it is noted that the indexes of the receive antennas precede the indexes of the transmit antennas in view of
the order of indexes.
[0051] FIG. 5(b) is a diagram illustrating channels from the NT transmit antennas to the receive antenna i. The channels
may be combined and expressed in the form of a vector and a matrix. In FIG. 5(b), the channels from the NT transmit
antennas to the receive antenna i can be expressed as follows.

[0052] Accordingly, all channels from the NT transmit antennas to the NR receive antennas can be expressed as follows.

^
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[0053] An AWGN (Additive White Gaussian Noise) is added to the actual channels after a channel matrix H. The
AWGN n1,n2,···,nNR respectively added to the NR receive antennas can be expressed as follows.

[0054] Through the above-described mathematical modeling, the received signals can be expressed as follows.

[0055] Meanwhile, the number of rows and columns of the channel matrix H indicating the channel state is determined
by the number of transmit and receive antennas. The number of rows of the channel matrix H is equal to the number
NR of receive antennas and the number of columns thereof is equal to the number NR of transmit antennas. That is,
the channel matrix H is an NR3NT matrix.
[0056] The rank of the matrix is defined by the smaller of the number of rows and the number of columns, which are
independent from each other. Accordingly, the rank of the matrix is not greater than the number of rows or columns.
The rank rank(H) of the channel matrix H is restricted as follows.

[0057] Additionally, the rank of a matrix can also be defined as the number of non-zero Eigen values when the matrix
is Eigen-value-decomposed. Similarly, the rank of a matrix can be defined as the number of non-zero singular values
when the matrix is singular-value-decomposed. Accordingly, the physical meaning of the rank of a channel matrix can
be the maximum number of channels through which different pieces of information can be transmitted.
[0058] In the present specification, a ’rank’ for MIMO transmission corresponds to the number of paths capable of
independently transmitting a signal at specific timing and a specific frequency resource and ’number of layers’ corresponds
to the number of signal streams transmitted via each path. In general, since a transmitting end transmits the number of
layers corresponding to the number of ranks used for transmitting a signal, the rank and the number of layers have the
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same meaning unless there is a special comment.

Sounding reference signal (SRS)

[0059] A UE can transmit an SRS on an SRS resource for uplink channel estimation of an eNB. The SRS can be
transmitted by two trigger types including a trigger type 0 indicating an SRS resource by higher layer signaling and a
trigger type 1 indicating an SRS resource by a DCI format. If it is necessary to perform the SRS transmission transmitted
by the trigger type 0 and the SRS transmission transmitted by the trigger type 1 in an identical subframe, the UE
preferentially performs the SRS transmission transmitted by the trigger type 1.
[0060] An SRS parameter for the trigger type 0 and the trigger type 1 can be configured to a UE for each serving cell.
The SRS parameter can include kTC, start physical resource block allocation nRRC, duration indicating a section, an SRS
subframe offset Toffset, SRS period TSRS, srs-ConfigIndex ISRS for TSRS, SRS bandwidth BSRS, frequency hopping

bandwidth bhop, cyclic shift  antenna port number Np, and the like. For details, it may refer to legacy LTE standard
document.
[0061] When the SRS is transmitted by the trigger type 1, a DCI format 4 can include SRS request values shown in
Table 1 in the following and an SRS parameter set can be determined according to each SRS request value.

[0062] When the SRS is transmitted by the trigger type 1, a DCI format 0 uses a single parameter set configured by
higher layer signaling. DCI format 1A/2B/2C/2D uses a common SRS parameter configured by higher layer signaling.
[0063] In the trigger type 0, in case of TDD or FDD where TSRS > 2 , an SRS is transmitted in a subframe that satisfies
Equation 12 in the following. 

[0064] In this case, Toffset and TSRS may follow Table 2 in case of FDD and follow Table 3 in case of TDD. kSRS may
follow Table 4 in the following.

[Table 1]

Value of SRS request field Description

’00’ No type 1 SRS trigger

’01’ The 1st SRS parameter set configured by higher layers

’10’ The 2nd SRS parameter set configured by higher layers

’11’ The 3rd SRS parameter set configured by higher layers

[Table 2]

SRS Configuration Index ISRS SRS Periodicity TSRS (ms) SRS Subframe Offset Toffset

0 - 1 2 ISRS

2 - 6 5 ISRS - 2

7 - 16 10 ISRS - 7

17 - 36 20 ISRS - 17

37 - 76 40 ISRS - 37

77 - 156 80 ISRS - 77

157 - 316 160 ISRS-157

317 - 636 320 ISRS - 317

637 - 1023 reserved reserved
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[0065] In case of the trigger type 1, if a UE receives an SRS request in a subframe n, the UE can transmit an SRS in
a first subframe that satisfies n + k,k ≥ 4 and Equation 13 in the following. 

[Table 3]

SRS Configuration Index ISRS SRS Periodicity TSRS (ms) SRS Subframe Offset Toffset

0 2 0, 1

1 2 0, 2

2 2 1, 2

3 2 0, 3

4 2 1, 3

5 2 0, 4

6 2 1, 4

7 2 2, 3

8 2 2, 4

9 2 3, 4

10 - 14 5 ISRS - 10

15 - 24 10 ISRS - 15

25 - 44 20 ISRS - 25

45 - 84 40 ISRS - 45

85 - 164 80 ISRS - 85

165 - 324 160 ISRS - 165

325 - 644 320 ISRS - 325

645 - 1023 reserved reserved

[Table 4]

subframe index n

0 1 2 3 4 5 6 7 8 9

1st symbol 
of UpPTS

2nd 
symbol of 

UpPTS

1st symbol 
of UpPTS

2nd 
symbol of 

UpPTS

kSRS in case 
UpPTS length 
of 2 symbols

0 1 2 3 4 5 6 7 8 9

kSRS in case 
UpPTS length 
of 1 symbol

1 2 3 4 6 7 8 9
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[0066] In Equation 13, each parameter may follow Table 5 in case of FDD and follow Table 6 in case of TDD.

Evolved antenna system

[0067] A wireless communication system appearing after LTE Rel-12 considers introducing an active antenna system
(hereinafter, AAS). Unlike an active circuit capable of adjusting a phase and a size of a signal and a legacy passive
antenna system that antennas are separated from each other, the AAS corresponds to a system that each antenna is
configured as an active antenna including an active circuit. Since the AAS uses an active antenna, it is not necessary
for the AAS to have a separate cable for connecting an active circuit with an antenna, a connector, other hardware, and
the like. Hence, the AAS has characteristics that efficiency is high in terms of energy and management cost. In particular,
since the AAS supports an electronic beam control scheme according to each antenna, the AAS enables an evolved
MIMO technique such as forming a delicate beam pattern in consideration of a beam direction and a beam width, forming
a 3D beam pattern, and the like.
[0068] As the evolved antenna system such as the AAS and the like is introduced, a massive MIMO structure including
a plurality of input/output antennas and multidimensional antenna structure is also considered. As an example, in case
of forming a 2D antenna array instead of a legacy straight antenna array, it may be able to form a 3D beam pattern
according to the active antenna of the AAS. In the aspect of an eNB, if the 3D beam pattern is utilized, the eNB may
consider forming a sector not only in horizontal direction but also in a vertical direction of a beam. Moreover, in the aspect
of a UE, when a reception beam is formed by utilizing a massive reception antenna, the UE may expect a signal power
increasing effect according to an antenna array gain. Hence, it may have an advantage that performance requirement
of a system is satisfied by transmit power lower than legacy transmit power. FIG. 6 shows an example of the aforemen-
tioned antenna system.
[0069] In the following, when a DMRS-based CDD (cyclic delay diversity) is applied according to various embodiments
of the present invention, a method of mapping between a DMRS antenna port (AP) and an RE is explained.

[Table 5]

SRS Configuration Index ISRS SRS Periodicity TSRS,1 (ms) SRS Subframe Offset Toffset,1

0 - 1 2 ISRS

2 - 6 5 ISRS - 2

7 - 16 10 ISRS - 7

17 - 31 reserved reserved

[Table 6]

SRS Configuration Index ISRS SRS Periodicity TSRS,1 (ms) SRS Subframe Offset Toffset,1

0 2 0, 1

1 2 0, 2

2 2 1, 2

3 2 0, 3

4 2 1, 3

5 2 0, 4

6 2 1, 4

7 2 2, 3

8 2 2, 4

9 2 3, 4

10 - 14 5 ISRS - 10

15 - 24 10 ISRS - 15

25 - 31 reserved reserved
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[0070] According to a DL/UL signal transmission method of an eNB or a UE in accordance with one embodiment of

the present invention, complex-values modulation symbols (e.g.,  in FIG. 7) can be
mapped to L number of layers. In this case, a unit matrix U, a diagonal matrix D, and a precoding matrix W can be

sequentially applied to symbols  which are mapped to the L number
of layers. This can be represented as equation 14 in the following. 

[0071] In equation 14,    corresponds to the number of symbols per layer
and y(p)(i) corresponds to a signal for an antenna/DMRS port p. It is able to transmit symbols mapped to DMRS ports
by applying the W, D, and U.
[0072] In this case, the W corresponds to one of M number of precoder sets and each of the M number of precoder
sets (e.g., W(1), W(2)) can include a plurality of column vectors. For example, if precoder sets (M=2) correspond to 2∗2
matrix, each of the precoder sets may satisfy W(1) = [w1, w2] and W(2) = [w3, w4]. In this case, w1, w2, w3, and w4
may correspond to column vectors.
[0073] DMRS port number X may correspond to M*L. If the DMRS port number is smaller than M*L, the M number of
precoder sets can include at least one identical column vector (w1). A different DMRS port can be mapped to the column
vector. In other word, a DMRS port can be mapped to each of precoders belonging to a precoder set. A part of DMRS
ports can be shared within a precoder set. For example, assume a case that L=2, M=2, and the number of DMRS ports
corresponds to 3. In this case, w1 can be shared between two precoder sets such as W(1)=[w1,w2] and W(2)=[w3,wl].
The identical column vector can be located at a different column in the M number of precoder sets. In particular, when
a specific DMRS port is shared between precoders, the DMRS port uses a different layer between the precoders. This
is intended to prevent a specific layer signal from continuously using the same beam to obtain a maximum diversity gain.
A plurality of column vectors included in the M number of precoder sets can be orthogonal to each other. And, the W
can be changed in the M number of precoder sets according to the change of indexes of symbols mapped to the L
number of layers. In particular, a precoder set can be changed according to i in the M number of precoder sets.
[0074] As mentioned in the foregoing description, if a DMRS port is shared, it may be able to enhance overall per-
formance. If the number of DMRS ports is increased, since RS overhead increases, it is able to obtain a diversity gain.
However, since a codeword length is reduced, a gain can be lost or overall performance can be deteriorated compared
to a case of not using CDD.
[0075] DMRS port mapping according to a precoder used in CDD can be comprehended as DMRS port mapping
according to an RE or an RE group. This is because if CDD is applied and precoder cycling is applied according to an
RE, an RE using a corresponding precoder performs channel estimation using a specific DMRS.
[0076] An eNB can signal DMRS port mapping according to a precoder (or RE) used in the CDD to a UE via physical
layer signaling or higher layer signaling. Or, If L is equal to or less than a specific value, assume that the number of
DMRS ports is always configured by M*L. If the L is greater than the specific value, the number of DMRS ports is fixed
by L. In this case, it may be able to determine a rule that DMRS port according to an RE uses all ports. In particular, if
the number of layers L is equal to or less than a predetermined value, the number of DMRS ports corresponds to M*L.
If the number of layers L is greater than the predetermined value, the number of DMRS ports can be regarded as being
identical to the number of layers. For example, if the L is less than 8, M*L number of DMRS ports are configured. If the
L is equal to or greater than 8, it may be able to configure precoder cycling per RE not to be applied.
[0077] In the foregoing description, the D and U may use matrixes illustrated in Table 7 in the following. Yet, if the D
and U respectively correspond to a unit matrix and a diagonal matrix, it may use a matrix rather than the matrixes
illustrated in Table 7.
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[0078] The W may use matrixes illustrated in Table 8 in the following or a matrix determined by equation 15 in the
following. The present invention is not limited by the examples.

[Table 7]

1 Number of layers 

υ U D(i)

1 2

1 3

1 4

[Table 8]

1 Codebook index  1
Number of layers υ

1 2

1 0

1 1

1 2

1 3 -
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[0079] In Equation 15, I corresponds to 4∗4 identity matrix and un can be determined by Table 9 in the following.
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[0080] Subsequently, if the number of TXRUs of an eNB corresponds to N and CDD is performed by cycling M number
of precoder sets in L layer transmission, it may be able to signal an M value using one of methods described in the following.

i) A precoder set size (M) is signaled to a UE via physical layer or higher layer signaling. In this case, it is necessary
to configure M*L number of DMRS antenna ports. As a different method, it may be able to explicitly signal the number
of DMRS ports without signaling the M. In this case, it may assume that the number of transmitted layers (L) is
identical to RI fed back by a UE. Or, it may separately signal an L value (e.g., DCI).
ii) The M value can be determined in advance according to a layer size (L). In other word, in case of using DMRS-
based CDD, the number of DMRS ports in use is determined in advance according to the L. If a UE is configured
by a transmission mode, the UE performs decoding by predicting the number of DMRS ports in use according to
the L. For example, the M can be determined in advance according to the L in a manner that the M corresponds to
4 when the L corresponds to 2, the M corresponds to 2 when the L corresponds to 4, and the M corresponds to 1
when the L corresponds to 8. This value can be differently configured according to N. For example, a combination
between the L and the M can be differently configured in a BS where the N corresponds to 16 and a BS where the
N corresponds to 64.
iii) The M value can be fixed by a specific value in advance. For example, the M value can be fixed by 2. In this
case, a BS can reduce additional signaling overhead by signaling the number of DMRS ports or the number of
layers. In case of signaling the number (X) of DMRS ports, it may be able to implicitly configure the number (L) of
layers by dividing the X by the predetermined value M (e.g., L=X/M).

[0081] In the following, a method of mapping precoders according to an RE is explained in accordance with various
embodiments of the present invention.
[0082] First of all, it may be able to alternately map precoders to PDSCH using a frequency first scheme according to
a precoder cycling set size (M) except a previously transmitted main signal or a channel. In particular, it may be able to
map an RE in consideration of (determining whether to empty an RE) an RS (e.g., CRS, CSI-RS, zero-power CSI-RS,
and DMRS) transmitted to a PDSCH region. FIG. 8 shows an embodiment that a precoder is mapped to an RE when
M corresponds to 2. Referring to FIG. 8, precoders are alternately mapped by emptying (avoiding) a position of a CRS
and/or a CSI-RS and/or a PSS/SSS.
[0083] Secondly, it may be able to map an RE without considering an RS (a CRS and/or a CSI-RS and/or a PSS/SSS)
transmitted to a PDSCH region. In this case, an RE is mapped without considering a CSI-RS or other RS (zero-power
CSI-RS). In other word, it may be able to map an RE in consideration of a CRS and a DMRS only. Then, a corresponding
positon is not used according to a practically transmitted RS pattern. According to the present method, the number of
REs per precoder may vary CSI-RS configuration/CRS/zero-power CSI-RS pattern.
[0084] Thirdly, it may be able to perform precoder cycling according to an OFDM symbol or an OFDM symbol group
(e.g., slot or subframe). For example, if vertical tilting is performed by an analog scheme rather than a digital scheme,
the tilting can be applied in a unit of an OFDM symbol or an OFDM symbol group. In this case, precoder mapping per
RE may vary in a symbol unit/symbol group unit. In this case, since analog tilting is also applied to a DMRS, it is necessary
for a DMRS port and an OFDM symbol/symbol group to assume the same tilting.
[0085] Fourthly, it may consider a method of dividing precoder cycling by an OFDM symbol or an OFDM symbol group
on the basis of a symbol in which a DMRS is transmitted. For example, if a DMRS is transmitted in every symbol, it may
be able to apply different precoder cycling to each symbol. If a DMRS is transmitted to a specific symbol, precoder
cycling can be applied in a slot unit. According to the present method, since a UE is able to know whether or not a
precoder is changed only when a DMRS and data are transmitted by the same precoder, whether or not the precoder
is changed can be determined on the basis of the DMRS. The present method is not restricted to a legacy LTE DMRS
port configuration only. When a DMRS is transmitted according to a symbol or a symbol group in a different communication
system rather than LTE, precoder cycling can be applied in a unit of an OFDM symbol group adjacent to a symbol in
which the DMRS is transmitted.
[0086] Meanwhile, when the proposed DMRS-based CDD is applied, it may be able to use one of two methods
described in the following for a PRG (precoding resource block groups) configuration.
[0087] Since the CDD corresponds to a method for obtaining diversity, the PRG can be disabled. Separate channel
estimation is assumed for each PRB and channel estimation is performed in an RB unit all the time.
[0088] Or, a PRG used in legacy LTE can be applied as it is. In case of the DMRS-based CDD, it may be able to
configure DMRS ports greater than the number of layers. In this case, it may be able to continuously perform channel
estimation in a PRG unit on the same port in each RB.
[0089] In summary, one embodiment of the present invention considers the aforementioned DMRS-based CDD. In
particular, W uses a precoder applied to a DMRS. In this case, the precoder is configured based on PMI or an SRS fed
back by a UE to apply the CDD. In case of the DMRS-based CDD, the W is changed according to each RE to obtain a
diversity gain. If the DMRS-based CDD is used, it may be able to prevent a CDD gain from being reduced in AAS system.
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Specifically, if a CRS is transmitted via a specific physical antenna port or a fixed precoding matrix in the AAS system,
an SNR difference between the DMRS and the CRS may increase. In this case, if CRS-based CDD is applied to the
AAS system, channel estimation capability of the CRS is deteriorated and a gain of the CDD can be disappeared.

Configurations of Devices for Embodiments of the Present Invention

[0090] FIG. 9 is a diagram illustrating configuration of a transmit point apparatus and a UE according to one embodiment
of the present invention.
[0091] Referring to FIG. 9, a transmit point apparatus 10 may include a receive module 11, a transmit module 12, a
processor 13, a memory 14, and a plurality of antennas 15. The antennas 15 represent the transmit point apparatus
that supports MIMO transmission and reception. The receive module 11 may receive various signals, data and information
from a UE on an uplink. The transmit module 12 may transmit various signals, data and information to a UE on a downlink.
The processor 13 may control overall operation of the transmit point apparatus 10. The processor 13 of the transmit
point apparatus 10 according to one embodiment of the present invention may perform processes necessary for the
embodiments described above.
[0092] Additionally, the processor 13 of the transmit point apparatus 10 may function to operationally process infor-
mation received by the transmit point apparatus 10 or information to be transmitted from the transmit point apparatus
10, and the memory 14, which may be replaced with an element such as a buffer (not shown), may store the processed
information for a predetermined time.
[0093] Referring to FIG. 9, a UE 20 may include a receive module 21, a transmit module 22, a processor 23, a memory
24, and a plurality of antennas 25. The antennas 25 represent the UE that supports MIMO transmission and reception.
The receive module 21 may receive various signals, data and information from an eNB on a downlink. The transmit
module 22 may transmit various signals, data and information to an eNB on an uplink. The processor 23 may control
overall operation of the UE 20.
[0094] The processor 23 of the UE 20 according to one embodiment of the present invention may perform processes
necessary for the embodiments described above.
[0095] Additionally, the processor 23 of the UE 20 may function to operationally process information received by the
UE 20 or information to be transmitted from the UE 20, and the memory 24, which may be replaced with an element
such as a buffer (not shown), may store the processed information for a predetermined time.
[0096] The configurations of the transmit point apparatus and the UE as described above may be implemented such
that the above-described embodiments can be independently applied or two or more thereof can be simultaneously
applied, and description of redundant parts is omitted for clarity.
[0097] Description of the transmit point apparatus 10 in FIG. 9 may be equally applied to a relay as a downlink transmitter
or an uplink receiver, and description of the UE 20 may be equally applied to a relay as a downlink receiver or an uplink
transmitter.
[0098] The embodiments of the present invention may be implemented through various means, for example, hardware,
firmware, software, or a combination thereof.
[0099] When implemented as hardware, a method according to embodiments of the present invention may be embodied
as one or more application specific integrated circuits (ASICs), one or more digital signal processors (DSPs), one or
more digital signal processing devices (DSPDs), one or more programmable logic devices (PLDs), one or more field
programmable gate arrays (FPGAs), a processor, a controller, a microcontroller, a microprocessor, etc.
[0100] When implemented as firmware or software, a method according to embodiments of the present invention may
be embodied as a module, a procedure, or a function that performs the functions or operations described above. Software
code may be stored in a memory unit and executed by a processor. The memory unit is located at the interior or exterior
of the processor and may transmit and receive data to and from the processor via various known means.
[0101] Preferred embodiments of the present invention have been described in detail above to allow those skilled in
the art to implement and practice the present invention. Although the preferred embodiments of the present invention
have been described above, those skilled in the art will appreciate that various modifications and variations can be made
in the present invention without departing from the scope of the invention, as defined by the appended claims. For
example, those skilled in the art may use a combination of elements set forth in the above-described embodiments.
Thus, the present invention is not intended to be limited to the embodiments described herein, but is intended to accord
with the widest scope of the invention, as defined by the appended claims, corresponding to the principles and novel
features disclosed herein.
[0102] The present invention may be carried out in other specific ways than those set forth herein without departing
from essential characteristics of the present invention, as defined by the appended claims. Therefore, the above em-
bodiments should be construed in all aspects as illustrative and not restrictive. The scope of the invention should be
determined by the appended claims and all changes coming within the meaning the appended claims are intended to
be embraced therein. The present invention is not intended to be limited to the embodiments described herein, but is
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intended to accord with the widest scope of the invention, as defined by the appended claims, consistent with the
principles and novel features disclosed herein. In addition, claims that are not explicitly cited in each other in the appended
claims may be presented in combination as an embodiment of the present invention or included as a new claim by
subsequent amendment after the application is filed.

INDUSTRIAL APPLICABILITY

[0103] The embodiments of the present invention can be applied to various mobile communication systems.

Claims

1. A method of transmitting a signal, by an apparatus having a plurality of antennas in a wireless communication
system, comprising:

mapping complex modulation symbols to L number of layers;
sequentially applying a unit matrix U, a diagonal matrix D, and a precoding matrix W to the complex modulation
symbols mapped to the L number of layers; and
mapping symbols mapped to a plurality of demodulation reference signal, DMRS, ports by applying the W and
the D to a resource and transmitting the symbols,
wherein the W corresponds to one of M number of precoder set,
characterized in that:

the plurality of DMRS ports are configured to a number of DMRS ports corresponding to the M*L when the
L is less than a predetermined number,
the plurality of DMRS ports are configured to a number of DMRS ports corresponding to the L when the L
is greater than or equal to the predetermined number,
wherein the M number is 2 or 4, and,
wherein the predetermined number is configured to be 8.

2. The method of claim 1, wherein each of the M number of precoder sets comprises a plurality of column vectors,
wherein if the number of the plurality of DMRS ports is less than the M*L, the M number of precoder sets comprise
at least one identical column vector, and
wherein the identical column vector is positioned at a different column in the M number of precoder sets.

3. The method of claim 2, wherein the plurality of DMRS port is mapped to each of the M number of precoder sets.

4. The method of claim 1, wherein a plurality of column vectors contained in the M number of precoder sets are
orthogonal to each other.

5. The method of claim 1, wherein the W is changed in the M number of precoder sets according to a change of indexes
of the symbols mapped to the L number of layers.

6. An apparatus (10, 20) having a plurality of antennas in a wireless communication system, comprising:

a transmission apparatus; and
a processor (11, 23),
the processor (11, 23) configured to:

map complex modulation symbols to L number of layers,
sequentially apply a unit matrix U, a diagonal matrix D, and a precoding matrix W to the complex modulation
symbols mapped to the L number of layers,
map symbols mapped to a plurality of demodulation reference signal, DMRS, ports by applying the W and
the D to a resource and transmit the symbols, wherein the W corresponds to one of M number of precoder
sets,

characterized in that:
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the plurality of DMRS ports are configured to a number of DMRS ports corresponding to the M*L when the
L is less than a predetermined number,
the plurality of DMRS ports are configured to a number of DMRS ports corresponding to the L when the L
is greater than or equal to the predetermined number,
wherein the M number is 2 or 4, and,
wherein the predetermined number is configured to be 8.

7. The apparatus (10, 20) of claim 6, wherein each of the M number of precoder sets comprises a plurality of column
vectors,
wherein if the number of the plurality of DMRS ports is less than the M*L, the M number of precoder sets comprise
at least one identical column vector, and
wherein the identical column vector is positioned at a different column in the M number of precoder sets.

8. The apparatus (10, 20) of claim 7, wherein the plurality of DMRS port is mapped to each of the M number of precoder
sets.

9. The apparatus (10, 20) of claim 6, wherein a plurality of column vectors contained in the M number of precoder sets
are orthogonal to each other.

Patentansprüche

1. Verfahren zum Übertragen eines Signals, durch eine Vorrichtung mit einer Mehrzahl von Antennen in einem draht-
losen Kommunikationssystem, umfassend:

Abbilden von komplexen Modulationssymbolen auf eine Anzahl von L Schichten;
sequentielles Anwenden einer Einheitsmatrix U, einer Diagonalmatrix D und einer Vorkodierungsmatrix W auf
die komplexen Modulationssymbole, die auf die Anzahl von L Schichten abgebildet sind; und
Abbilden von Symbolen, die auf eine Mehrzahl von Demodulationsreferenzsignal-, DMRS-, Ports abgebildet
sind, durch Anwenden des W und des D auf eine Ressource und Übertragen der Symbole,
wobei das W einem von einer Anzahl von M Vorkodierungssätzen entspricht,
dadurch gekennzeichnet, dass:

die Mehrzahl von DMRS-Ports konfiguriert ist auf eine Anzahl von DMRS-Ports, die dem M * L entspricht,
wenn das L kleiner ist als eine vorbestimmte Anzahl,
die Mehrzahl von DMRS-Ports konfiguriert ist auf eine Anzahl von DMRS-Ports, die dem L entspricht, wenn
das L größer oder gleich der vorbestimmten Anzahl ist,
wobei die Anzahl M 2 oder 4 ist und
wobei die vorbestimmte Anzahl so konfiguriert ist, dass sie 8 ist.

2. Verfahren nach Anspruch 1, wobei jede der Anzahl von M Vorkodierungssätzen eine Mehrzahl von Spaltenvektoren
umfasst,
wobei, falls die Anzahl der Mehrzahl von DMRS-Ports kleiner als das M * L ist, die Anzahl der M Vorkodierungssätze
zumindest einen identischen Spaltenvektor umfasst, und
wobei der identische Spaltenvektor an einer anderen Spalte in der Anzahl von M Vorkodierungssätzen positioniert ist.

3. Verfahren nach Anspruch 2, wobei die Mehrzahl von DMRS-Ports auf jeden der Anzahl von M Vorkodierungssätzen
abgebildet wird.

4. Verfahren nach Anspruch 1, wobei eine Mehrzahl von Spaltenvektoren, die in der Anzahl von M Vorkodierungssätzen
enthalten sind, orthogonal zueinander ist.

5. Verfahren nach Anspruch 1, wobei das W in der Anzahl von M Vorkodierungssätzen geändert wird, gemäß einer
Änderung von Indizes der Symbole, die auf die Anzahl von L Schichten abgebildet sind.

6. Vorrichtung (10, 20) mit einer Mehrzahl von Antennen in einem drahtlosen Kommunikationssystem, umfassend:

eine Übertragungsvorrichtung; und
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einen Prozessor (11, 23),
wobei der Prozessor (11, 23) konfiguriert ist zum:

Abbilden von komplexen Modulationssymbolen auf eine Anzahl von L Schichten;
sequentiellen Anwenden einer Einheitsmatrix U, einer Diagonalmatrix D und einer Vorkodierungsmatrix W
auf die komplexen Modulationssymbole, die auf die Anzahl von L Schichten abgebildet sind; und
Abbilden von Symbolen, die auf eine Mehrzahl von Demodulationsreferenzsignal-, DMRS-, Ports abgebildet
sind, durch Anwenden des W und des D auf eine Ressource und Übertragen der Symbole,
wobei das W einem von einer Anzahl von M Vorkodierungssätzen entspricht,
dadurch gekennzeichnet, dass:

die Mehrzahl von DMRS-Ports konfiguriert ist auf eine Anzahl von DMRS-Ports, die dem M * L entspricht,
wenn das L kleiner ist als eine vorbestimmte Anzahl,
die Mehrzahl von DMRS-Ports konfiguriert ist auf eine Anzahl von DMRS-Ports, die dem L entspricht,
wenn das L größer oder gleich der vorbestimmten Anzahl ist,
wobei die Anzahl M 2 oder 4 ist und
wobei die vorbestimmte Anzahl so konfiguriert ist, dass sie 8 ist.

7. Vorrichtung (10, 20) nach Anspruch 6, wobei jede der Anzahl von M Vorkodierungssätzen eine Mehrzahl von
Spaltenvektoren umfasst,
wobei, falls die Anzahl der Mehrzahl von DMRS-Ports kleiner als das M * L ist, die Anzahl der M Vorkodierungssätze
zumindest einen identischen Spaltenvektor umfasst, und
wobei der identische Spaltenvektor an einer anderen Spalte in der Anzahl von M Vorkodierungssätzen positioniert ist.

8. Vorrichtung (10, 20) nach Anspruch 7, wobei die Mehrzahl von DMRS-Ports auf jeden der Anzahl von M Vorkodie-
rungssätzen abgebildet wird.

9. Vorrichtung (10, 20) nach Anspruch 6, wobei eine Mehrzahl von Spaltenvektoren, die in der Anzahl von M Vorko-
dierungssätzen enthalten sind, orthogonal zueinander ist.

Revendications

1. Procédé de transmission d’un signal, par un appareil ayant une pluralité d’antennes dans un système de commu-
nication sans fil, consistant à :

mettre en correspondance des symboles de modulation à L nombre de couches ;
appliquer séquentiellement une matrice unité U, une matrice diagonale D, et une matrice de précodage W aux
symboles de modulation complexe mis en correspondance avec le L nombre de couches ; et
mettre en correspondance les symboles mis en correspondance avec une pluralité de ports de signal de réfé-
rence de démodulation, DMRS, par application de W et de D à une ressource et transmettre les symboles,
W correspondant à un de M nombre d’ensemble de précodeurs,
caractérisé en ce que :

la pluralité de ports DMRS est configurée pour un certain nombre de ports DMRS correspondant à M * L
lorsque L est inférieur à un nombre prédéfini,
la pluralité de ports DMRS est configurée pour un certain nombre de ports DMRS correspondant à L lorsque
L est supérieur ou égal au nombre prédéfini,
le M nombre étant 2 ou 4, et
le nombre prédéfini étant configuré pour être 8.

2. Procédé selon la revendication 1, chacun du M nombre d’ensembles de précodeurs comprenant une pluralité de
vecteurs de colonne,
si le nombre de la pluralité de ports DMRS est inférieur à M * L, le M nombre d’ensembles de précodeurs comprenant
au moins un vecteur de colonne identique, et
le vecteur de colonne identique étant positionné dans une colonne différente dans le M nombre d’ensembles de
précodeurs.
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3. Procédé selon la revendication 2, la pluralité de ports DRMS étant mise en correspondance avec chacun du M
nombre d’ensembles de précodeurs.

4. Procédé selon la revendication 1, une pluralité de vecteurs de colonne contenus dans le M nombre d’ensembles
de précodeurs étant orthogonaux entre eux.

5. Procédé selon la revendication 1, W étant modifié dans le M nombre d’ensembles de précodeurs selon un chan-
gement d’indices des symboles mis en correspondance avec L nombre de couches.

6. Appareil (là, 20) ayant une pluralité d’antennes dans un système de communication sans fil, comprenant :

un appareil de transmission ; et
un processeur (11, 23),
le processeur (11, 23) conçu pour :

mettre en correspondance des symboles de modulation complexe avec le L nombre de couches,
appliquer séquentiellement une matrice unité U, une matrice diagonale D, et une matrice de précodage W
aux symboles de modulation complexe mis en correspondance avec le L nombre de couches,
mettre en correspondance les symboles mis en correspondance avec une pluralité de ports de signal de
référence de démodulation, DMRS, par application de W et de D à une ressource et transmettre les sym-
boles,
W correspondant à un de M nombre d’ensemble de précodeurs,
caractérisé en ce que :

la pluralité de ports DMRS est configurée pour un certain nombre de ports DMRS correspondant à M
* L lorsque L est inférieur à un nombre prédéfini,
la pluralité de ports DMRS est configurée pour un certain nombre de ports DMRS correspondant à L
lorsque L est supérieur ou égal au nombre prédéfini,
le M nombre étant 2 ou 4, et,
le nombre prédéfini étant configuré pour être 8.

7. Appareil (10, 20) selon la revendication 6, chacun du M nombre d’ensembles de précodeurs comprenant une pluralité
de vecteurs de colonne,
si le nombre de la pluralité de ports DMRS est inférieur à M * L, le M nombre d’ensembles de précodeurs comprenant
au moins un vecteur de colonne identique, et
le vecteur de colonne identique étant positionné dans une colonne différente dans le M nombre d’ensembles de
précodeurs.

8. Appareil (10, 20) selon la revendication 7, la pluralité des ports DMRS étant mise en correspondance avec chacun
du M nombre d’ensembles de précodeurs.

9. Appareil (10, 20) selon la revendication 6, une pluralité de vecteurs de colonne contenus dans le M nombre d’en-
sembles de précodeurs étant orthogonaux entre eux.
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