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©  A  device  which  can  be  used  in  technology  for 
precise  measurement,  under  diverse  pressures  and 
temperatures,  of  such  physical  properties  of  fluids 
like  isothermic  and  adiabatic  compressibility,  den- 
sity,  coefficient  of  thermal  expansion,  speed  of  prop- 
agation  and  level  of  absorption  of  ultrasound,  and  for 
determination,  on  the  basis  of  the  said  parameters, 
of  heat  capacity  and  other  thermal-physical  and  ther- 
modynamic  properties,  functions  and  potentials,  and 
which  comprises  a  casing  (1)  consisting  of  a  high- 
pressure  vessel  with  a  measurement  chamber,  a 
piston  (8),  a  unit  (14)  for  generation  and  reception  of 
signals  and  for  data  recording  and  processing,  an 
oscillation  transducer  (5)  mounted  inside  the  cham- 
ber  and  forming  two  interconnecting  measuring  cells 
with  a  permanent  (6)  and  a  variable  (7)  base.  Be- 
tween  the  piston  and  the  oscillation  transducer  may 
be  mounted  with  a  slide  fit  a  piston  insert  (17).  The 
device  allows  increased  precision  and  resolving  pow- 
er  when  measuring  physical  properties  of  fluids  at 

diverse  pressures,  volumes  and  temperatures. 

Rank  Xerox  (UK)  Business  Services 
(3.  10/3.09/3.3.4) 
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1  .  Field  of  Art 

The  present  invention  relates  to  instrument  en- 
gineering  and  can  be  utilized  for  precision  mea- 
surements  of  physical  properties  of  fluids  at  high 
pressures  in  oil  and  gas  industries,  mechanical 
engineering,  medicine,  biology,  ect. 

2.  Prior  Art 

Known  in  the  prior  art  is  a  high-pressure  ap- 
paratus  (V.  N.  Belonenko  "Ultrasonics",  1991,  vol. 
29,  March,  p.  108)  comprising  an  acoustic  chamber 
with  a  variable  base  and  a  press  with  a  piston 
combined  in  a  single  hydraulic  unit.  Connecting  the 
piston  with  a  displacement  indicator  permits  deter- 
mining  the  distance  covered  by  the  piston,  the 
changes  in  the  volume  of  test  fluid  under  pressure, 
its  density  and  isothermal  compressibility.  Said  ap- 
paratus  is  deficient  in  its  low  accuracy  of  deter- 
mination  of  said  characteristics. 

The  closest  apparatus  in  its  essence  to  the 
claimed  one  is  the  apparatus  for  testing  the  param- 
eters  of  fluids  (USSR  Inventor's  Certificate  No. 
1226279,  G  01  N  29/02,  1986).  Said  apparatus 
comprises  a  high-pressure  chamber  with  a  piston, 
and  ultrasonic  piezoconverters  disposed  outside  of 
the  casing,  a  load  unit,  a  displacement  meter,  and 
an  electronic  unit  for  excitation  of  pulse  signals, 
their  reception,  processing  and  recording  of  data. 

A  disadvantage  of  said  apparatus  lies  in  a  low 
accuracy  of  determining  acoustic  parameters,  den- 
sity  and  compressibility. 

An  essential  disadvantage  of  the  above-quoted 
apparatuses  is  a  low  accuracy  in  determining  the 
coefficient  of  isotermal  compressibility.  This  re- 
duces  radically  the  efficiency  of  acoustic  methods 
and  prevents  their  reliable  use  for  determining  the 
thermophysical  properties  of  fluids,  such  as 
isobaric  CP  and  isochoric  Cv  heat  capacities,  since 
the  relation  CP/CV  =  j8T//3s 

where  -  /3T  -  coefficient  of  isothermal  compres- 
sibility,  j8s  =  1/p«c2  -  coefficient  of  adiabatic  com- 
pressibility,  p  -  density,  and  c  -  sound  velocity. 
With  highly  accurate  determination  of  the  ultra- 
sound  velocity  the  accuracy  of  determining  the 
coefficient  of  compressibility  and  heat  capacities 
depends  on  the  accuracy  of  determining  the  den- 
sity  and  volume  and  their  changes  under  the  effect 
of  pressure  and  temperature. 

3.  Disclosure  of  the  Invention 

The  main  object  of  the  invention  resides  in 
raising  the  accuracy  and  resolving  power  when 
measuring  the  physical  properties  of  fluids  under 
varying  PVT  (P  -  pressure,  V  -  volume,  T  -  tem- 
perature). 

This  object  is  attained  by  providing  an  appara- 
tus  comprising  a  chamber  with  fluid,  a  piston,  a 
casing,  a  thermostat,  an  oscillation  converter  and  a 
unit  for  excitation  and  reception  of  signals,  record- 

5  ing  and  processing  of  data  wherein  the  oscillation 
converter  is  accommodated  inside  the  chamber 
parallel  to  the  end  surface  of  the  piston  so  as  to 
form  two  measuring  cells,  having  permanent  and 
variable  acoustic  bases,  respectively. 

io  Radiation  of  the  piezocrystal  into  the  cell  with  a 
permanent  acoustic  base  provides  for  measuring 
the  velocity  and  absorption  of  sound  while  its  radi- 
ation  into  the  variable-base  cell  gives  a  notion  of 
piston  displacement.  The  distance  covered  by  the 

75  piston  is  found  either  by  the  signal  transmission 
time  or  by  the  wave  length  and  frequency  and/or 
by  counting  the  number  of  half-waves  that  fit  into 
the  distance  between  the  crystal  and  the  reflecting 
surface  of  the  piston.  Such  an  arrangement  of  the 

20  oscillation  converter  makes  it  possible  by  the  use 
of  the  piston  to  combine  the  pressure-producing 
function  with  precision  measurement  of  piston  trav- 
el  and  change  of  volume;  density;  isotermal  com- 
pressibility;  velocity  and  absorption  of  ultrasound; 

25  determining  isobaric  and  isochoric  heat  capacities; 
coefficient  of  thermal  expansion  and  other  ther- 
mophysical  properties,  thermodynamic  functions 
and  potentials,  etc.  Besides,  the  piston  is  used  to 
compensate  for  changes  of  volume  under  various 

30  PVT  conditions. 
The  concurrent  use  of  the  permanent-base  and 

variable-base  cells  also  broadens  substantially  the 
capabilities  of  the  apparatus  in  measuring  the 
sound  attenuation  coefficient.  In  this  case  exitation 

35  of  continuous  oscillations  and  making  measure- 
ments  in  the  resonant  mode  allows  determining 
displacement  and,  therefore,  isothermal  compres- 
sibility  by  measuring  the  oscillation  frequency, 
thereby  ensuring  a  higher  accuracy. 

40  Making  the  measuring  chamber  with  a  volume 
which  is  by  far  larger  than  its  changes  enhances 
stability  of  readings  and  accuracy  of  determining 
the  values  concerned  with  the  changes  of  volume, 
density,  compressibility,  coefficient  of  thermal  ex- 

45  pansion,  etc.  because  accuracy  of  their  determina- 
tion  also  depends  on  the  relation  of  volumes  of 
variable-base  and  permanent-base  cells,  the  rela- 
tion  A  V/V,  A  f/f  accuracy  of  volume  measurement, 
and  oscillation  frequency  where  V  and  A  V  -  vol- 

50  ume  and  its  change,  f  and  A  f  -  frequency  and  its 
change  in  the  variable  accoustic  base.  These  char- 
acteristics  of  the  apparatus  make  it  also  suitable  for 
other  applications,  for  example  in  the  capacity  of  a 
precision  temperature  meter. 

55  However,  it  is  expedient  that  the  volume  of  the 
chamber  be  selected  on  the  basis  of  its  optimum 
value  which  depends  on  the  required  accuracy  of 
the  parameters  being  measured.  An  excessively 
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large  volume  complicates  the  pressure-producing 
and  maintaining  systems,  increases  the  size  and 
metal  content  of  the  apparatus. 

Putting  the  cells  in  communication  with  each 
other  creates  identical  conditions  therein,  simplifies 
the  apparatus  and  promotes  its  reliability. 

Provision  of  the  piston  whose  diameter  is  larger 
than  that  of  the  oscillation  converter  surface  which 
radiates  towards  the  piston  reduces  diffraction  dis- 
tortions  of  the  signal. 

A  piston  insert  assembled  with  a  slide  fit  in  the 
channel  between  the  piston  and  the  oscillation  con- 
verter  increases  the  reliability  of  sealing  the  ap- 
paratus  due  to  a  tight  contact  between  insert  and 
channel  surfaces  and  the  possibility  of  additional 
sealing  of  the  piston  because  the  insert  performs 
the  function  of  reflector  and  because  the  mounting 
requirements  for  the  piston  are  substantially  simpli- 
fied. 

This  expands  the  capabilities  of  the  apparatus 
for  the  tests  conducted  in  a  wider  range  of  pres- 
sure  and  temperature  variations.  Said  arrangement 
of  the  insert  also  increases  the  accuracy  of  mea- 
surements  since  it  garantees  the  parallelism  of  the 
insert  reflecting  surface  and  the  radiating  surface  of 
the  oscillation  converter.  This  is  difficult  to  achieve 
by  means  of  the  reflecting  surface  of  the  sealed 
piston  since  said  surface  will  inevitably  deviate 
from  the  required  position  under  the  influence  of 
seals  (or  glands). 

Bending  the  opposite  end  of  the  piston  insert 
into  the  insert  body  seals  off  the  measuring  cham- 
ber  additionally  so  that  in  case  of  a  pressure  rise 
this  practically  rules  out  the  influence  of  other 
reflected  waves  except  the  main  one. 

Filling  the  space  between  the  piston  and  the 
insert  with  a  fluid  whose  modulus  of  elasticity  is 
higher  than  that  of  the  test  fluid  makes  transmis- 
sion  of  pressure  into  the  measuring  chamber  with 
the  aid  of  the  main  piston  more  effective.  If  the 
selected  fluids  are  immiscible,  the  probability  of 
their  penetration  into  the  gap  between  the  insert 
and  the  casing  surface  is  reduced. 

The  casing  of  the  apparatus  or  the  member 
thereof  is  made  so  that  it  forms,  together  with  the 
piston,  a  plunger-and-barrel  pair  thereby  promoting 
the  accuracy  of  measurements  and  the  reliability  of 
the  apparatus.  Sealing  of  the  piston  also  pursues 
the  same  purpose,  simultaneously  extending  the 
range  of  built-up  pressures. 

4.  Brief  Description  of  the  Drawings 

The  design  of  the  apparatus  is  elucidated  by 
the  following  drawings: 

Fig.  1  is  a  schematic  diagram  of  the  apparatus. 
Fig.  2  shows  the  design  of  the  apparatus  with  a 
piston  insert. 

5.  Best  Mode  of  Carrying  out  the  Invention 

The  apparatus  comprises  a  casing  1  in  the 
form  of  a  high-pressure  vessel  wherein  installed  on 

5  a  holder  2  with  holes  3  by  means  of  a  fastener  4  is 
an  oscillation  converter  5  (in  this  case  a 
piezocrystal  of  lithium  niobate,  cut  Y-36)  arranged 
so  as  to  form  two  measuring  cells  with  permanent 
6  and  variable  7  acoustic  bases.  Pressure  is  built 

io  up  in  measuring  cells  by  a  piston  8  with  a  surface 
9  reflecting  ultrasonic  waves,  said  piston  conju- 
gated  with  the  member  of  the  casing  1  wherein  it 
moves  in  the  manner  of  a  plunger-and-barrel  pair. 
The  measuring  chamber  is  filled  with  fluid  through 

is  a  hole  10.  The  chamber  is  provided  with  a  pressure 
sensor  11  (e.g.  manganin  pressure  gauge)  and  a 
temperature  gauge  12  (e.g.  thermocouple),  both 
being  connected  by  electric  inputs  (not  shown)  in 
cover  13  with  an  electronic  unit  for  excitation  and 

20  reception  of  signals,  recording  and  processing  of 
data.  Electrodes  (not  shown)  sprayed  onto  the  sur- 
face  of  the  piezocrystal  5  are  connected  to  the  unit 
also  by  electric  inputs.  The  cover  13  has  a  reflect- 
ing  surface  15  which  is  parallel  with  the  radiating 

25  surface  of  the  piezocrystal  5. 
The  measuring  cells  6  and  7  may  be  filled 

either  with  one  and  the  same  test  fluid,  or  with  the 
test  and,  for  example,  reference  fluid.  In  this  case 
pressure  is  transmitted  from  the  cell  7  into  the  cell 

30  6,  for  example,  through  a  flexible  member  (not 
shown)  which  covers  the  holes  3  and  separates  the 
fluids.  In  this  case  there  is  no  need  for  installing 
sensors  11  and  12  since  the  cell  6  can  function  as 
a  pressure  or  temperature  meter. 

35  For  taking  measurements  at  varying  tempera- 
tures  and  under  different  thermodynamic  condi- 
tions,  the  apparatus  is  placed  into  a  thermostatic 
jacket  (not  shown). 

The  invention  is  illustrated  by  the  following 
40  examples. 

EXAMPLE  1.  Shown  in  Fig.  2  is  another  em- 
bodiment  of  the  apparatus  wherein  the  piezocrystal 
5  divides  the  measuring  chamber  into  the  cell  6 
with  a  permanent  acoustic  base  and  the  cell  7  with 

45  a  variable  base.  The  cells  communicate  with  each 
other  through  holes  16  in  the  crystal.  Disposed 
between  the  piston  8  and  the  piezocrystal  5  is  a 
piston  insert  17  with  a  reflecting  surface  18  and  an 
inwardly  bent  surface  19.  A  seal  20  provides  for 

50  better  pressuretightness  and  a  wider  range  of  pres- 
sures. 

EXAMPLE  2.  The  apparatus  may  be  made  with 
additional  oscillation  converters  (not  shown)  instead 
of  the  reflecting  surface  15  on  the  cover  13  and/or 

55  9  on  the  piston  8.  Such  an  arrangement  of  convert- 
ers  complicates  the  design  somewhat,  but  simulta- 
neously  widening  the  capabilities  of  the  apparatus, 
permitting  the  use  of  various  measuring  circuits, 

3 
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facilitating  the  discrimination  of  the  signal  that  has 
passed  through  the  fluid.  Similarly  to  the  prototype, 
the  additional  converters  may  be  brought  outside  of 
the  casing.  In  this  case  the  dimensions  of  the  cover 
and  piston  should  be  calculated  as  acoustic  delays 
or  they  should  be  provided  with  acoustic  lines  in 
the  capacity  of  acoustic  delays. 

The  measurements  are  made  as  follows. 
The  volume  of  the  apparatus  to  be  filled  with 

fluid  is  calculated  by  conventional  methods.  The 
measuring  chamber  is  vacuumized  through  the 
hole  10.  The  apparatus  and  the  burette  (not  shown) 
with  the  test  fluid,  in  this  example  gas  condensate, 
are  thermostated  at  room  (or  preset)  temperature. 

The  density  of  condensate  is  determined  at  the 
same  temperature  by  conventional  methods,  e.g. 
by  hydrostatic  weighing.  Then  the  cells  6,  7  are 
filled  with  gas  condensate,  the  hole  10  is  closed 
with  a  plug  (not  shown)  and  the  measuring  tem- 
perature  is  created  and  maintained  by  a  thermo- 
stat.  A  sinusoidal  signal  is  delivered  to  the 
piezocrystal  5.  Measurements  of  resonant  frequen- 
cy,  quality,  velocity  and  absorption  of  ultrasound 
are  made  in  the  permanent-base  cell  using  the 
conventional  methods  for  the  permanent  base  inter- 
ferometer.  Moving  the  piston,  pressure  is  increased 
in  both  cells  and  acoustic  characteristics  are  mea- 
sured  depending  on  pressure  at  constant  tempera- 
ture.  Changes  in  the  frequency  of  oscillations  dur- 
ing  movement  of  the  piston  are  used  for  determin- 
ing  the  amount  of  its  travel  and  changes  in  the 
volume  and  density,  while  pressure  in  the  cells  is 
measured  with  the  aid  of  the  sensor  1  1  . 

The  coefficient  of  isothermal  compressibility  is 
found  from  the  expression: 

where  V  -  volume,  T  -  temperature,  P  -  pres- 
sure,  fres.  -  resonant  frequency,  k  -  proportionality 
factor. 

The  relation  of  resonant  frequencies  of  the 
resonator  cell  with  a  variable  acoustic  base  to  the 
resonant  frequencies  of  the  resonator  cell  with  a 
permanent  base  allows  also  compensating  the  ef- 
fect  of  temperature  distortions  on  the  results. 

The  density  can  be  found  from  the  expression: 

J>P  -  Vo 
J>o  Vp 

where  p0,  V0-  density  and  volume  at  atmo- 
spheric  pressure,  respectively,  pP  and  VP  -  density 
and  volume  at  pressure  P. 

If  one  knows,  apart  from  the  traditional  acoustic 
parameters,  the  isothermal  compressibility  and 
density,  the  complex  of  thermodynamic,  ther- 
mophysical,  molecular-  kinetic  and  physicochem- 

5  ical  properties,  functions  and  potentials,  etc.  is  cal- 
culated  with  the  help  of  conventional  methods.  The 
physical  principles  built  into  the  apparatus  allow  a 
similar  design  to  be  used  for  analogous  purposes 
also  with  other  types  of  oscillation  sources  (con- 

io  verters)  of,  say,  electromagnetic  and  SHF  (micro- 
wave)  oscillations. 

6.  Industrial  Applicability 

is  The  present  invention  can  be  used  to  the  best 
advantage  for  precision  measurements  of  the  phys- 
ical  properties  of  fluids  in  oil  and  gas  industries, 
mechanical  engineering,  also  in  medicine  and  biol- 
ogy.  The  apparatus  broadens  substantially  the  pos- 

20  sibilities  of  acoustic  methods  since  it  permits  deter- 
mining  with  a  high  precision  not  only  the  traditional 
acoustic  parameters  but  also  thermophysical  prop- 
erties  determined  heretofore  mainly  by  calorimetric 
methods. 

25  Those  skilled  in  the  art  will  also  visualize  the 
other  possibilities  and  advantages  of  the  claimed 
apparatus. 

Claims 
30 

1.  An  apparatus  for  determining  the  physical 
properties  of  fluids  comprising  a  casing  with  a 
measuring  chamber  inside,  a  piston,  an  oscilla- 
tion  converter,  a  unit  for  excitation  and  recep- 

35  tion  of  signals,  for  recording  and  processing  of 
data  CHARACTERIZED  in  that  the  converter  is 
installed  inside  the  chamber  parallel  with  the 
end  surface  of  the  piston  so  that  it  divides  the 
chamber  into  two  measuring  cells  with  perma- 

40  nent  and  variable  acoustic  bases,  respectively. 

2.  The  apparatus  of  Claim  1  CHARACTERIZED  in 
that  the  volume  of  the  permanent-base  cell  is 
larger  than  that  of  the  variable-base  cell. 

45 
3.  The  apparatus  of  Claims  1,  2  CHARACTER- 

IZED  in  that  the  total  volume  of  the  measuring 
chamber  is  by  far  larger  than  that  of  the 
changing  part  of  its  volume. 

50 
4.  The  apparatus  of  Claims  1,  2  CHARACTER- 

IZED  in  that  the  measuring  cells  with  perma- 
nent  and  variable  bases  are  made  as  resona- 
tors. 

55 
5.  The  apparatus  of  Claims  1  ,  2,  4  CHARACTER- 

IZED  in  that  the  cells  with  permanent  and 
variable  bases  are  in  communication  with  each 

4 
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other. 

6.  The  apparatus  of  Claim  1  CHARACTERIZED  in 
that  the  oscillation  converter  is  made  of  a 
piezocrystal.  5 

7.  The  apparatus  of  Claim  1  CHARACTERIZED  in 
that  it  is  provided  with  a  piston  insert  having  a 
reflecting  end  surface  directed  towards  the  os- 
cillation  converter  and  disposed  with  a  slide  fit  10 
between  the  piston  and  the  oscillation  con- 
verter. 

8.  The  apparatus  of  Claim  7  CHARACTERIZED  in 
that  the  end  face  of  the  piston  insert  directed  is 
away  from  the  oscillation  converter  has  a  con- 
cave  surface. 

9.  The  apparatus  of  Claims  1  ,  7,  8  CHARACTER- 
IZED  in  that  the  space  between  the  piston  and  20 
the  piston  insert  contains  a  fluid  with  a  lower 
compressibility  than  the  test  fluid. 

10.  The  apparatus  of  Claims  1,  7-9  CHARACTER- 
IZED  in  that  the  space  between  the  piston  and  25 
the  piston  insert  contains  a  fluid  immiscible 
with  the  test  fluid. 

11.  The  apparatus  of  Claims  1,  7  CHARACTER- 
IZED  in  that  the  piston  and/or  the  piston  insert  30 
and  the  casing  member  in  which  the  piston 
and/or  the  piston  insert  moves  are  made  as  a 
plunger-and-barrel  pair. 

12.  The  apparatus  of  Claims  1,11  CHARACTER-  35 
IZED  in  that  the  piston  is  sealed. 
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