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Description

BACKGROUND OF THE INVENTION

Technical Field

[0001] The present invention relates to a construction
machine including a heat exchanger and an air suction
structure for introducing outside cooling air and guiding
the air to the heat exchanger.

Description of the Background Art

[0002] The background art of the present invention will
be described taking an excavator shown in Fig. 4 to Fig.
6 as an example.
[0003] The excavator includes a crawler-type lower
travelling body 1, an upper slewing body 2 mounted on
the lower travelling body 1 so as to be able to slew around
an axis O perpendicular to the ground, and a front at-
tachment 3 for an excavation operation attached to a
front portion of the upper slewing body 2; the lower trav-
elling body 1, the upper slewing body 2, and the front
attachment 3 are shown in Fig. 4 and Fig. 5. In the spec-
ification, "front-back" and "lateral" mean directions as
viewed from inside a cabin 4 installed in the upper slewing
body 2.
[0004] The excavator further includes a rear guard
panel 5 that covers an engine room 6 positioned in a rear
portion of the upper slewing body 2, a counterweight 11,
and a side guard panel 12, as also shown in Fig. 6.
[0005] The engine room 6 forms a first device accom-
modation space that accommodates devices. The devic-
es include an engine 7, a hydraulic pump 8, a cooling fan
9 and a heat exchanger 10, which are laterally juxtaposed
so as to locate the heat exchanger 10 at the right end of
the lateral arrangement. The heat exchanger 10 includes
a radiator and an oil cooler. The cooling fan 9 rotates to
introduce outside cooling air and blow the air through the
heat exchanger 10. The rear guard panel 5 has a non-
graphically-shown top panel that is openable and closa-
ble, for example, like a hood for maintenance of the en-
gine 7 or the like. The counterweight 11 is installed in an
area behind the engine room 6, that is, at a rear end of
the upper slewing body 2.
[0006] The side guard panel 12 covers a device room
13 positioned on a right side of the upper slewing body
2 (opposite to the cabin 4). The device room 13 forms a
second device accommodation space that accommo-
dates devices, extending in a front-back direction to com-
municate with the engine room 6A at a rear portion of the
device room 13. The devices accommodated in the de-
vice room 13 include tanks, valves, and a battery.
[0007] The side guard panel 12 has a first panel 14
and a second panel 15. The first panel 14 is an immobile,
fixed panel and has an opening 14a for maintenance lo-
cated at an upper end of the first panel 14 and shown in
Fig. 4 and Fig. 5. The second panel 15 is connected to

the first panel 14, similarly to the top panel of the rear
guard panel 5, so as to open and close the opening 14a
like a hood. Specifically, the second panel 15 has a left
peripheral portion, that is, a cabin 4-side peripheral por-
tion, which is connected to an opening edge of the first
panel 14 through a hinge. The second panel 15 pivots
around the hinge to open and close the opening 14a.
[0008] The second panel 15A is attached with a seal
member (not shown in the drawings), for example, a
weather strip, in a peripheral portion of the second panel
15A. The peripheral portion of the second panel 15 can
be supported by the opening edge of the first panel 14
in a state where the second panel 15 is closed, and, upon
this, the seal member makes close contact with the open-
ing edge.
[0009] This type of excavator preferably has an air suc-
tion structure for feeding outside cooling air toward the
heat exchanger 10. As such an air suction structure, a
commonly known is one disclosed in Japanese Patent
Publication Laid-open Nos. 2010-30472 and
2007-39936, that is, a structure having a guard panel that
covers a device accommodation space (in the excavator
described above, the engine room 6 or the device room
13), the guard panel including a plurality of openings,
namely, air suction ports. By way of example, Fig. 4 to
Fig. 6 show air suction ports 16 formed in a front right
side surface portion of the second panel 15 constituting
the side guard panel 12. Each of the air suction ports 16
is shaped like a slot that is elongate in the front-back
direction. Moreover, there can be a case of providing an
air suction port also in the first panel 14 or the rear guard
panel 5.
[0010] Furthermore, in recent years, the required
amount of introduced outside air has tended to increase
in conjunction with larger power facilities resulting from
emission control and the like, which involves a require-
ment of the sum of the areas of air suction ports, that is,
in the total opening area, specifically, a requirement of
an increase in the number and size of air suction ports.
However, such an increase in the number and size of air
suction ports may degrade the appearance of the exca-
vator or accelerate external leakage of noise such as
engine sound and infiltration of rainwater.
[0011] Moreover, a decrease in the effective area of
the guard panel may make application of design decals
and a caution label be difficult. As means for waterproof
measures against an increase in the number of the air
suction ports, there can be application of a louver to the
air suction ports or improvement of a process of making
electric components waterproof; however, these meas-
ures involve a significant increase in costs.
[0012] Furthermore, a construction machine ac-
cording to the preamble of claim 1 is known from EP
0 971 077 A1. Further construction machines are
known from JP 2012 102500 A, EP 0 468 322 A1 and
US 3 987 766 A.
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SUMMARY OF THE INVENTION

[0013] An object of the present invention is to provide
a construction machine including a guard panel with an
air suction port, the construction machine being capable
of having required intake opening area with suppressed
disadvantages of the air suction port.
[0014] According to the present invention, the
above object is solved with a construction machine
having the features of claim 1.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015]

Fig. 1 is a right side view of an upper slewing body
of a construction machine according to an embodi-
ment of the present invention, the upper slewing
body having an air suction structure;
Fig. 2 is an enlarged cross-sectional view taken
along line II-II in Fig. 1;
Fig. 3 is an enlarged cross-sectional view taken
along line III-III in Fig. 1;
Fig. 4 is a right side view of a partly cutaway con-
ventional excavator;
Fig. 5 is a rear view of the excavator shown in Fig.
4; and
Fig. 6 is a plan view of the excavator shown in Fig. 4.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0016] An embodiment of the present invention will be
described with reference to Fig. 1 to Fig. 3. In the em-
bodiment, there is an excavator, to which the present
invention is applied. The excavator according to the em-
bodiment is the same as the excavator shown in Fig. 4
to Fig. 6 in the following aspects (A) to (C). Hence, the
following explanation is made referring the above De-
scription of the Background Art and the description of
Fig. 4 to Fig. 6 for arrangements related to the same
aspects, for example, some facilities and devices such
as a lower travelling body and a front attachment, and
omitting detailed description of the arrangements.

(A) The excavator according to the embodiment in-
cludes a crawler-type lower travelling body, an upper
slewing body 2 mounted on the lower travelling body
so as to be able to slew around an axis O perpen-
dicular to the ground, and a front attachment for an
excavation. The front attachment is attached to a
front portion of the upper slewing body 2.
(B) The upper slewing body 2 is provided with a rear
guard panel in a rear portion thereof and the rear
guard cover covers an engine room 6 shown in Fig.
1, which is a first device accommodation space. The
engine room 6 accommodates devices. The devices
include an engine, a hydraulic pump, a cooling fan,
and a heat exchanger 10, which are laterally juxta-

posed so as to locate the heat exchanger 10 at the
right end of the lateral arrangement. The heat ex-
changer 10 includes a radiator and an oil cooler. The
cooling fan is adapted to rotate to introduce outside
cooling air and blow the air through the heat ex-
changer 10.
(C) A cabin 4 is installed in a left area of the upper
slewing body 2, and a counterweight 11 is installed
at a rear end of the upper slewing body 2, that is, in
an area behind the engine room 6.

[0017] The excavator according to the embodiment in-
cludes a side guard panel 22 instead of the side guard
panel 12 shown in Fig. 4 and other figures. The side guard
panel 22 covers a second device accommodation space,
namely, a device room 23. The device room 23 is pro-
vided in a right area of the upper slewing body 2, that is,
an area opposite to the cabin 4, and extends in a front-
back direction to communicate with the engine room 6
at a rear portion of the device room 23. The device room
23 accommodates devices including tanks, valves, and
a battery.
[0018] The side guard panel 22 has a first panel 24
and a second panel 25. The first panel 24 is an immobile,
fixed panel and has an upper end formed with an opening
24a for maintenance as shown in Fig. 1. The second
panel 25 is connected to the first panel 24 so as to open
and close the opening 24a like a hood. Specifically, the
second panel 25 has a proximal peripheral portion that
is a left peripheral portion, i.e., the cabin 4-side peripheral
portion. The proximal peripheral portion is connected to
an opening edge of the first panel 24 through a hinge not
shown in the drawings. The second panel 25 pivots
around the hinge to open and close the opening 24a.
[0019] The first panel 24 has an opening edge 24b that
is a peripheral portion surrounding the opening 24a. The
opening edge 24b is attached with a seal member 26 as
shown in Fig. 2, for example, a weather strip. The opening
edge 24b supports a peripheral portion of the second
panel 25 at a lower side thereof in a state where the
second panel 25 is closed. In this state, the seal member
26 makes close contact with a lower surface 25a of the
peripheral portion.
[0020] The second panel 25 is formed with a plurality
of air suction holes 27. The air suction holes 27 are ver-
tically juxtaposed in a front right side surface of the sec-
ond panel 25, each of them having a shape like a slot
elongate in the front-back direction.
[0021] Moreover, the excavator is characterized in that
the first panel 24 and the second panel 25 form an air
suction port 28 other than the air suction holes 27 in re-
spective portions where the first panel 24 and the second
panel 25 are opposed to each other. The air suction port
28 according to the embodiment is formed between an
opening edge in a right side portion of the first panel 24
and a right peripheral portion (lower end portion) of the
second panel 25. Specifically, the opening edge 24b on
the right side of the first panel 24 is formed with a recess
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portion 24c so as to locate a front-back directional part
of the opening edge 24b, i.e., a front portion (in Fig. 1, a
right portion) of the opening edge 24b in the embodiment,
at an inwardly retracted position relative to the other por-
tions as shown in Fig. 3. The recess portion 24c shifts
the opening edge 24b of the first panel 24 and the pe-
ripheral portion of the second panel 25 from each other
in an inward-outward direction, thereby forming an up-
down directional gap c1 and an inward-outward direc-
tional gap c2 between the opening edge 24b of the first
panel 24 and the peripheral portion of the second panel
25. These gaps c1 and c2 constitute the air suction port
28.
[0022] The part of the opening edge 24b of the first
panel 24 which part is inwardly retracted by the recess
portion 24c forms an upright portion 29 that stands upright
at a position shifted from the peripheral portion inward of
the peripheral portion of the second panel 25 at a distance
equal to the dimension of the gap c2, as shown in Fig.
3. The seal member 30, for example, a weather strip, is
attached to an upper end of the upright portion 29. In
terms of appearance and prevention of infiltration of rain-
water, it is preferable that the upright portion 29 has such
an up-down directional dimension that the upright portion
29 stands up to a height position which enables the up-
right portion 29 to inhibit the inside of the device room 23
from being externally visible through the air suction port
28, that is, to a height position that is the same as or
higher than the height position of a lower end 25b of the
peripheral portion of the second panel 25 which lower
end forms the air suction port 28.
[0023] The air suction port 28 may be located at a po-
sition that is the same as or different from the position of
the air suction holes 27 in the front-back direction. Fur-
thermore, the size of the air suction port 28 may be op-
tionally set according to the required amount of sucked
air.
[0024] According to the embodiment, the recess por-
tion 24c is recessed not only inward but also downward
as shown in Fig. 3 in order to form a large opening of the
air suction port 28 in the up-down direction. However, if
it is possible to obtain the required opening area of the
entire air suction port 28 only by the inward recess, the
downward recess need not be provided.
[0025] As to the gaps c1 and c2, the inward-outward
directional gap c2 is preferably larger than the up-down
directional gap c1. This enables a large channel area to
be ensured with a reduced external opening area of the
air suction port 28.
[0026] As described above, the air suction port 28 in
the excavator is formed by the partial shift of the periph-
eral portion of the second panel 25 from the opening edge
24b in the inward-outward direction, which allows the
number or opening area of air suction holes 27 drilled in
the side guard panel 22, that is, in the total opening area
of the air suction ports holes to be reduced, thereby al-
lowing the appearance of the excavator to be improved.
Moreover, the reduction in the number of air suction holes

27 allows the effective area of the guard panel to be in-
creased, thus enabling a sufficient area for application
of design decals and a caution label to be ensured.
[0027] The air suction port 28, formed by the shift of
the first panel 24 and the second panel 25 from each
other in the inward-outward direction, causes noise such
as engine sound shown by dashed arrows in Fig. 3 to be
reflected by the opening edge 24b and peripheral portion
of the first and second panels 24 and 25 that have been
shifted from each other as above, thus allowing the noise
to be inhibited from leaking to the outside in spite of the
formation of the air suction port 28. This also makes it
possible to suppress infiltration of rainwater through the
air suction port 28.
[0028] Moreover, the upright portion 29, if standing up
to a height position that is the same as or higher than the
position of the lower end 25b of the peripheral portion of
the second panel 25 forming the air suction port 28, as
described above, can further increase the advantage in
appearance and prevention of leakage of noise, and pre-
vention of infiltration of rainwater.
[0029] Besides, according to the embodiment, the seal
member 30 attached to the upper end portion of the up-
right portion 29 can hold rainwater back to enhance the
effect of the prevention of infiltration of rainwater.
[0030] The present invention is not limited to the em-
bodiment but embraces, for example, the following as-
pects.

(1) Although the air suction port 28 according to the
embodiment is provided only at one position in the
front portion of the right side surface of the side guard
panel 22, the air suction port according to the present
invention may be provided at a plurality of positions
arranged in the front-back direction.
(2) Although the air suction port 28 is formed in the
right side surface of the side guard panel 22 in the
embodiment because the left peripheral portion of
the second panel 25 is pivotably connected to the
first panel 24, the guard panel according to the
present invention is not limited to this embodiment.
For example, if the second panel of the guard panel
pivots around a rear peripheral portion or a front pe-
ripheral portion of the second panel, the air suction
port may be formed in a front surface portion or a
rear surface portion of the guard panel.
(3) Although the second panel 25 according to the
embodiment is pivotably attached to the first panel
24 by the hinge, the second panel according to the
present invention may be pivotably attached to a
structure other than the first panel, for example, to a
frame member if the frame member is provided on
the side guard panel 22 shown in Fig. 1.
(4) The guard panel formed with the air suction port
according to the present invention is not limited to
the side guard panel 22 according to the embodi-
ment. The air suction port according to the present
invention may be formed in the rear guard panel
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which covers the engine room, or across both the
rear guard panel and the side guard panel. Also in
this case, the air suction port can be formed if the
guard panel has the first panel and the second panel.
(5) The present invention includes also an embodi-
ment where either of first and second panels has an
opening-and-closing panel that pivots around a
hinge in a opening-closing direction wherein the pe-
ripheral portion of the second panel can be support-
ed by the opening edge of the first panel in a state
where the first panel is closed.
(6) The present invention is not limited to excavators
but is widely applicable to construction machines in-
cluding an opening and closing guard panel that cov-
ers a device accommodation space.

[0031] As described above, the present invention pro-
vides a construction machine including a guard panel
with an air suction port, the construction machine being
capable of having required intake opening area with sup-
pressed disadvantages of the air suction port. A construc-
tion machine provided by the present invention includes:
a lower travelling body; an upper slewing body mounted
on the lower travelling body so as to be able to slew and
having a device accommodation space; devices accom-
modated in the device accommodation space, the device
including an engine, a cooling fan and a heat exchanger,
the cooling fan adapted to rotate to introduce outside
cooling air into the device accommodation space and
blow the air through the heat exchanger; a guard panel
to cover the device accommodation space, the guard
panel including a first panel with an opening edge defining
an opening for maintenance and a second panel so piv-
otable as to open and close the opening and having a
peripheral portion adapted to be supported by the open-
ing edge of the first panel in a state where the second
panel closes the opening; and a seal member attached
to the peripheral portion of the second panel to make
close contact with the opening edge of the first panel in
a state where the second panel closes the opening. A
part of the peripheral portion of the second panel and a
corresponding part of the opening edge of the first panel
are shifted from each other in an inward-outward direc-
tion of the first and second panels to thereby form an air
suction port, which brings the device accommodation
space into communication with an outside thereof, be-
tween the second panel and the first panel.
[0032] Thus forming the air suction port by partial shift
of the opening edge of the first panel and the peripheral
portion of the second panel from each other in the inward-
outward direction enables the number or opening area
of air suction holes to be formed in the guard panel, that
is, in the sum of the opening areas of the air suction holes,
to be reduced, thereby allowing the construction machine
to have more improved appearance. Furthermore, re-
spective parts of the opening edge of the first panel and
the peripheral portion of the second panel which are shift-
ed from each other in the inward-outward direction to

form the air suction port can cause noise such as engine
sound in the device accommodation space to be reflected
to inhibit the noise from leakage to an outside and to
suppress infiltration of rainwater through the air suction
port. Moreover, the reduction in the sum of the opening
areas of the air suction holes allows the effective area of
the guard panel to be commensurately increased, thus
allowing a sufficient area for application of, for example,
design decals and a caution label to be ensured.
[0033] In a preferred specific aspect, for example, the
device accommodation space includes an engine room
provided in a rear portion of the upper slewing body and
a device room covered by the first and second panels
and communicating with the engine room; the engine,
the cooling fan, and the heat exchanger are laterally jux-
taposed in the engine room so as to locate the heat ex-
changer on one end side of the lateral arrangement; the
device room communicates with inside of the engine
room on one of a right side and a left side of the upper
slewing body at which side the heat exchanger is posi-
tioned; and at least respective parts of the opening edge
of the first panel and the peripheral portion of the second
panel, the respective parts being adapted to externally
cover the device room, are shifted from each other in the
inward-outward direction to form the air suction port. In
this aspect, in which the device accommodation space
includes the engine room and the device room which
communicate with each other on the side at which the
heat exchanger is positioned and the first and second
panels covering the device room form the air suction port,
outside air can be introduced near the heat exchanger,
which allows a sufficient amount of cooling air to be pro-
vided for the heat exchanger and thus enables cooling
performance to be improved.
[0034] As to specific structure of the first and second
panels, it is preferable that a part of the opening edge of
the first panel is inwardly recessed beyond the peripheral
portion of the second panel to form the air suction port.
This structure enables the air suction port to be easily
and efficiently formed as compared with other structures,
for example, a structure in which the peripheral portion
of the first panel is partly cut away and in which a pro-
jecting piece is provided at a distance from the second
panel inside the cut-away portion.
[0035] In this case, preferably, the second panel is po-
sitioned above the first panel, and the part of the opening
edge of the first panel which part is inwardly recessed
beyond the peripheral portion of the second panel forms
an upright portion that stands upward. The upright portion
is capable of effectively inhibiting rainwater from infiltrat-
ing from the outside through the air suction port.
[0036] In this case, more preferable is that the upright
portion has such a size that the upright portion stands up
to a height position identical to or higher than a height
position of a lower end of the peripheral portion of the
second panel.
[0037] This application is based on Japanese Patent
application No. 2013-033282 filed in Japan Patent Office
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on February 22, 2013, the contents of which are hereby
incorporated by reference.
[0038] Although the present invention has been fully
described by way of example with reference to the ac-
companying drawings, it is to be understood that various
changes and modifications will be apparent to those
skilled in the art. Therefore, unless otherwise such
changes and modifications depart from the scope of the
present invention hereinafter defined, they should be
construed as being included therein.
[0039] Provided is a construction machine including a
guard panel with an air suction port and capable of en-
suring a required intake opening area with suppressed
disadvantages of the air suction port. The construction
machine includes an engine, a cooling fan, and a heat
exchanger which are accommodated in a device accom-
modation space in an upper slewing body, and a guard
panel covering the device accommodation space. The
guard panel includes a first panel with an opening edge
defining an opening and a second panel that opens and
closes the opening and has a peripheral portion to be
supported by the opening edge with the opening closed.
Respective parts of the peripheral portion and the open-
ing edge are shifted from each other in an inward-outward
direction to form an air suction port bringing the device
accommodation space into communication with outside,
between the second panel and the first panel.

Claims

1. A construction machine comprising:

a lower travelling body;
an upper slewing body (2) mounted on the lower
travelling body so as to be able to slew and hav-
ing a device accommodation space;
devices accommodated in the device accommo-
dation space and including an engine, a cooling
fan, and a heat exchanger (10), the cooling fan
adapted to rotate to introduce outside cooling
air into the device accommodation space and
blow the air through the heat exchanger (10);
a guard cover (22) to cover the device accom-
modation space, the guard cover including a first
panel (24) with an opening edge (24b) defining
an opening (24a) for maintenance and a second
panel (25) positioned above the first panel (24)
and being pivotable so as to open and close the
opening (24a), the second panel (25) having a
peripheral portion adapted to be supported by
the opening edge (24b) of the first panel (24) in
a state where the second panel (25) closes the
opening (24a); and
a seal member (26) attached to the opening
edge (24b) of the first panel (24) and adapted
to make close contact with the peripheral portion
of the second panel (25) in a state where the

second panel (25) closes the opening (24a),
characterized in that
a part of the peripheral portion of the second
panel (25) and a corresponding part of the open-
ing edge (24b) of the first panel (24) are shifted
from each other in an inward-outward direction
to form an air suction port (28), which brings the
device accommodation space into communica-
tion with an outside of the device accommoda-
tion space, between the second panel (25) and
the first panel (24), and
wherein the corresponding part of the opening
edge (24b) is inwardly recessed beyond the pe-
ripheral portion of the second panel (25) so as
to be located at an inwardly retracted position
relative to the other portion of the opening edge
(24b) to form the air suction port (28), the cor-
responding part forming an upright portion (29)
that stands upward, and the other portion of the
opening edge (24b) supports the peripheral por-
tion of the second panel (25) at a lower side
thereof in a state where the second panel (25)
is closed and the seal member (26) makes close
contact with a lower surface (25a) of the periph-
eral portion.

2. The construction machine according to claim 1,
wherein: the device accommodation space includes
an engine room (6) provided in a rear portion of the
upper slewing body (2) and a device room (23) cov-
ered by the first and second panels (24, 25) and com-
municating with the engine room (6); the engine, the
cooling fan, and the heat exchanger (10) are laterally
juxtaposed in the engine room (6) so as to locate the
heat exchanger (10) on one end side of the lateral
arrangement; the device room (23) communicates
with inside of the engine room (6) on one of a right
side and a left side of the upper slewing body (2) at
which side the heat exchanger (10) is positioned;
and at least respective parts of the opening edge
(24b) of the first panel (24) and the peripheral portion
of the second panel (25), the respective parts being
adapted to externally cover the device room (23),
are shifted from each other in the inward-outward
direction to form the air suction port (28).

3. The construction machine according to claim 1 or 2,
wherein the upright portion (29) has such a size that
the upright portion (29) stands up to a height position
identical to or higher than a height position of a lower
end of the peripheral portion of the second panel
(25).

Patentansprüche

1. Baumaschine mit:
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einem unteren Fahrkörper;
einem oberen Schwenkkörper (2), der auf dem
unteren Fahrkörper so montiert ist, dass er in
der Lage ist, zu schwenken, und der einen Vor-
richtungsunterbringungsraum hat;
Vorrichtungen, die in dem Vorrichtungsunter-
bringungsraum untergebracht sind und eine
Kraftmaschine, ein Kühlgebläse und einen Wär-
metauscher (10) aufweisen, wobei das Kühlge-
bläse dazu angepasst ist, sich zu drehen, um
auswärtige Kühlluft in den Vorrichtungsunter-
bringungsraum einzubringen und die Luft durch
den Wärmetauscher (10) zu blasen;
einer Schutzabdeckung (22) zum Abdecken des
Vorrichtungsunterbringungsraums, wobei die
Schutzabdeckung ein erstes Paneel (24) mit ei-
ner Öffnungskante (24b), die eine Öffnung (24)
für eine Wartung definiert, und ein zweites Pa-
neel (25) aufweist, das sich über dem ersten Pa-
neel (24) befindet und so verschwenkbar ist,
dass es die Öffnung (24a) öffnet und schließt,
wobei das zweite Paneel (25) einen Umfangs-
abschnitt hat, der dazu angepasst ist, von der
Öffnungskante (24b) des ersten Paneels (24) in
einem Zustand gestützt zu werden, in dem das
zweite Paneel (25) die Öffnung (24a) schließt,
und
einem Dichtungselement (26), das an der Öff-
nungskante (24b) des ersten Paneels (24) an-
gebracht ist und dazu angepasst ist, mit dem
Umfangsabschnitt des zweiten Paneels (25) in
einem Zustand, in dem das zweite Paneel (25)
die Öffnung (24a) schließt, einen engen Kontakt
einzugehen, dadurch gekennzeichnet, dass
ein Teil des Umfangsabschnitts des zweiten Pa-
neels (25) und ein entsprechender Teil der Öff-
nungskante (24b) des ersten Paneels (24) in ei-
ner Innen-Außen-Richtung voneinander ver-
setzt sind, um zwischen dem zweiten Paneel
(25) und dem ersten Paneel (24) eine Luftan-
saugöffnung (28) zu bilden, die den Vorrich-
tungsunterbringungsraum mit einer Außenseite
des Vorrichtungsunterbringungsraums in Ver-
bindung bringt, und
wobei der entsprechende Teil der Öffnungskan-
te (24b) hinter dem Umfangsabschnitt des zwei-
ten Paneels (25) einwärts vertieft ist, sodass er
sich relativ zu dem anderen Abschnitt der Öff-
nungskante (24b) an einer einwärts zurückver-
setzten Position befindet, um die Luftansaugöff-
nung (28) zu bilden, wobei der entsprechende
Teil einen aufrechten Abschnitt (29) bildet, der
aufwärts steht, und der andere Abschnitt der Öff-
nungskante (24b) den Umfangsabschnitt des
zweiten Paneels (25) an dessen unterer Seite
in einem Zustand stützt, in dem das zweite Pa-
neel (25) geschlossen ist und das Dichtungse-
lement (26) mit einer unteren Fläche (25a) des

Umfangsabschnitts einen engen Kontakt ein-
geht.

2. Baumaschine gemäß Anspruch 1, wobei:

der Vorrichtungsunterbringungsraum einen
Kraftmaschinenraum (6), der in einem hinteren
Abschnitt des oberen Schwenkkörpers (2) vor-
gesehen ist, und einen Vorrichtungsraum (23)
aufweist, der durch das erste und das zweite
Paneel (24, 25) abgedeckt ist und mit dem Kraft-
maschinenraum (6) in Verbindung ist, wobei die
Kraftmaschine, das Kühlgebläse und der Wär-
metauscher (10) in dem Kraftmaschinenraum
(6) in Querrichtung nebeneinandergestellt sind,
sodass der Wärmetauscher (10) an einer End-
seite der Queranordnung platziert ist, wobei der
Vorrichtungsraum (23) mit der Innenseite des
Kraftmaschinenraums (6) an einer von einer
rechten Seite und einer linken Seite des oberen
Schwenkkörpers (2) in Verbindung ist, wobei an
dieser Seite der Wärmetauscher (10) positio-
niert ist, und wobei zumindest jeweilige Teile der
Öffnungskante (24b) des ersten Paneels (24)
und des Umfangsabschnitts des zweiten Pa-
neels (25), wobei die jeweiligen Teile dazu an-
gepasst sind, den Vorrichtungsraum (23) von
außen abzudecken, voneinander in der Innen-
Außen-Richtung versetzt sind, um die Luftan-
saugöffnung (28) zu bilden.

3. Baumaschine gemäß Anspruch 1 oder 2, wobei der
aufrechte Abschnitt (29) eine solche Abmessung
hat, dass der aufrechte Abschnitt (29) bis zu einer
Höhenposition steht, die identisch mit oder höher als
eine Höhenposition eines unteren Endes des Um-
fangsabschnitts des zweiten Paneels (25) ist.

Revendications

1. Machine de construction comprenant :

un corps mobile inférieur ;
un corps pivotant supérieur (2) monté sur le
corps mobile inférieur de manière à être capable
de pivoter et ayant un espace de réception de
dispositifs ;
des dispositifs reçus dans l’espace de réception
de dispositifs et comportant un moteur, un ven-
tilateur de refroidissement, et un échangeur de
chaleur (10), le ventilateur de refroidissement
étant adapté pour tourner afin d’introduire un air
de refroidissement extérieur dans l’espace de
réception de dispositifs et souffler l’air à travers
l’échangeur de chaleur (10) ;
un couvercle de protection (22) pour couvrir l’es-
pace de réception de dispositifs, le couvercle de
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protection comportant un premier panneau (24)
avec un bord d’ouverture (24b) définissant une
ouverture (24a) pour la maintenance et un
deuxième panneau (25) positionné au-dessus
du premier panneau (24) et pouvant pivoter de
manière à ouvrir et fermer l’ouverture (24a), le
deuxième panneau (25) ayant une portion péri-
phérique adaptée pour être supportée par le
bord d’ouverture (24b) du premier panneau (24)
dans un état où le deuxième panneau (25) ferme
l’ouverture (24a) ; et
un élément d’étanchéité (26) fixé au bord
d’ouverture (24b) du premier panneau (24) et
adapté pour entrer en contact étroit avec la por-
tion périphérique du deuxième panneau (25)
dans un état où le deuxième panneau (25) ferme
l’ouverture (24a), caractérisée en ce que
une partie de la portion périphérique du deuxiè-
me panneau (25) et une partie correspondante
du bord d’ouverture (24b) du premier panneau
(24) sont décalées l’une de l’autre dans une di-
rection intérieure-extérieure pour former un ori-
fice d’aspiration d’air (28), qui amène l’espace
de réception de dispositifs en communication
avec une partie extérieure de l’espace de récep-
tion de dispositifs, entre le deuxième panneau
(25) et le premier panneau (24), et
dans laquelle la partie correspondante du bord
d’ouverture (24b) est évidée vers l’intérieur au-
delà de la portion périphérique du deuxième
panneau (25) de manière à être située à une
position rétractée vers l’intérieur par rapport à
l’autre portion du bord d’ouverture (24b) pour
former l’orifice d’aspiration d’air (28), la partie
correspondante formant une portion verticale
(29) qui s’étend vers le haut, et l’autre portion
du bord d’ouverture (24b) supporte la portion
périphérique du deuxième panneau (25) au ni-
veau d’un côté inférieur de celui-ci dans un état
où le deuxième panneau (25) est fermé et l’élé-
ment d’étanchéité (26) entre en contact étroit
avec une surface inférieure (25a) de la portion
périphérique.

2. Machine de construction selon la revendication 1,
dans laquelle : l’espace de réception de dispositifs
comporte un compartiment moteur (6) prévu dans
une portion arrière du corps pivotant supérieur (2)
et un compartiment dispositif (23) couvert par les
premier et deuxième panneaux (24, 25) et commu-
niquant avec le compartiment moteur (6) ; le moteur,
le ventilateur de refroidissement, et l’échangeur de
chaleur (10) sont juxtaposés latéralement dans le
compartiment moteur (6) de manière à placer
l’échangeur de chaleur (10) sur un côté d’extrémité
de l’agencement latéral ; le compartiment dispositif
(23) communique avec la partie intérieure du com-
partiment moteur (6) sur l’un d’un côté droit et d’un

côté gauche du corps pivotant supérieur (2) au ni-
veau duquel côté l’échangeur de chaleur (10) est
positionné ; et au moins des parties respectives du
bord d’ouverture (24b) du premier panneau (24) et
la portion périphérique du deuxième panneau (25),
les parties respectives étant adaptées pour couvrir
de l’extérieur le compartiment dispositif (23), sont
décalées les unes des autres dans la direction inté-
rieure-extérieure pour former l’orifice d’aspiration
d’air (28).

3. Machine de construction selon la revendication 1 ou
2, dans laquelle la portion verticale (29) a une taille
telle que la portion verticale (29) s’étend jusqu’à une
position en hauteur identique ou supérieure à une
position en hauteur d’une extrémité inférieure de la
portion périphérique du deuxième panneau (25).
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