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©  Painting  formulations  for  anti-adherent  coatings. 

©  The  present  invention  refers  to  painting  formulations  which  are  applied  in  sequence  on  aluminium  discs 
previously  degreased  but  non-pickled  useful  for  the  fabrication  of  cookware. 

The  painting  formulations  according  to  the  present  invention  consists  of  a  product-A  having  high  adhesion 
power,  usable  as  primary  element  to  apply  on  the  aluminium  substrate;  a  product-B  having  less  adhesion  power 
than  the  previous  product-A  and  closer  to  the  anti-adherent  nature  of  the  subsequent  product-C,  usable  as 
secondary  element  to  apply  afterwardly  on  said  product-A;  and  a  product-C  having  high  anti-adhesion  power, 
usable  as  finishing  element  to  apply  afterwardly  on  said  product-B. 
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The  present  invention  refers  to  new  formulations  of  painting  products  for  water-based  anti-adherent 
coatings  containing  fluoropolymers,  in  particular  polytetrafluoroethylene  (PTFE),  applicable  by  rolling  on 
aluminium  discs  previously  non-pickled  but  only  degreased,  for  the  production  of  cookware  by  moulding. 

Moreover,  the  present  invention  refers  to  a  finished  product  which  has  been  treated  with  foresaid 
5  painting  products  after  the  moulding  operations. 

The  advantages  offered  by  a  rolling  application  process  in  comparison  with  a  spray  application  process 
are  well  known.  First  of  all  the  rolling  application  is  much  less  expensive  than  the  spray  one,  since  by  this 
way  it  is  avoided  a  large  wasting  of  dispersed  and  non-settled  material.  Secondly,  the  rolling  process 
implies  little  harmfulness  and  slight  environmental  pollution,  since  the  released  aerosol  quantities  are 

io  negligible. 
The  advantages  due  to  the  elimination  of  the  pickling  process  are  well  known  too,  like  as  the  reduction 

of  the  pre-treatment  costs  of  the  disc,  the  elimination  of  the  polluting  liquid  and  gaseous  effluents  generated 
during  the  pickling  process,  the  productivity  increasing  obtained  through  the  elimination  of  the  "bottleneck" 
represented  by  the  pickling  process  itself  that  is  "slower"  than  the  subsequent  step  of  rolling  application  of 

75  the  paints,  and  the  possibility  to  have  a  larger  elasticity  in  buying  the  aluminium  plates,  as  far  as  some 
kinds  of  aluminium  are  not  appropriate  for  pickling  and  they  have  to  be  rejected  although  they  are  very 
inexpensive. 

Referring  to  the  painting  products  for  anti-adherent  coatings  applicable  on  non-pickled  aluminium  discs 
and  only  degreased,  formulations  are  well  known  based  on  solvents  suffering  however  the  drawback  of 

20  requiring  a  high  harmfulness  degree  and  environmental  pollution  because  of  the  large  quantities  of  solvents 
released  during  the  working. 

Water-based  painting  products  for  anti-adherent  coatings  applicable  on  non-pickling  and  only  degreased 
aluminium  are  well  known  too.  These  products  have  excellent  adhesion  to  the  support,  however  they  are  not 
elastic  and  it  is  impossible  to  apply  them  on  the  discs,  as  far  as  in  this  case  the  coating  would  be  destroyed 

25  during  the  subsequent  moulding  process.  For  this  reason  it  is  possible  to  apply  them  only  by  a  spray 
application  on  the  moulded  articles. 

As  consequence  of  that,  the  purpose  of  the  present  invention  is  to  provide  water-based  formulations  of 
painting  products  for  anti-adherent  coatings  of  cookware;  these  products  contain  fluoropolymers,  in 
particular  PTFE,  that  can  be  applied  by  rolling  on  degreased  but  non-pickled  aluminium  discs  allowing  to 

30  reach  the  above  said  advantages  and  to  overcome  the  foresaid  drawbacks. 
The  formulations  according  to  the  present  invention  are  characterised  in  that  they  comprise  three 

different  kinds  of  painting  products  applicable  by  rolling  according  to  the  technology  contained  in  a  patent 
filed  by  the  same  applicant  (Italian  patent  n°  1  226  348,  filed  on  July  12,  1988;  Application  Number  21329 
A/88)  : 

35  1)  A  first  product  (Product-A)  having  high  adhesion  power,  directly  applicable  on  the  aluminium  disc, 
previously  only  degreased  and  dried; 
2)  A  second  product  (Product-B)  applicable  on  said  Product-A  and  having  less  adhesion  power  of  the 
former  Product-A  and  closer  to  the  anti-adherent  nature  of  the  subsequent  Product-C 
3)  A  third  product  (Product-C)  applicable  on  said  product-B  and  having  high  anti-adhesion  power;  this 

40  product  could  be  considered  as  a  finishing  element  of  the  anti-adherent  treatment. 
All  three  foresaid  products  are  aqueous  dispersions  and  spread,  one  by  one,  in  one  or  more  layers  on 

the  aluminium  discs  that  continuously  move  forwards,  as  provided  in  the  former  foresaid  patent.  The 
application  of  any  layer  is  followed  by  a  warm  drying  process  (temperature  of  the  element  :  50-70  °  C)  in 
order  to  evaporate  the  water  present  in  the  compositions.  After  the  last  application  and  the  relevant  drying 

45  process  the  discs  are  baked  at  a  temperature  of  400-430  °C,  preferably  of  410-420  °C. 
Through  this  operation  it  is  possible  to  obtain  a  solid  elastic  anti-adherent  film  tightly  fixed  to  the 

metallic  support  and  moulding  proof. 
As  components  of  the  water-based  formulations  which  constitue  the  product-A  it  is  provided  the  use  (as 

basic  element  for  the  fixing  of  PTFE  to  the  aluminium  substrate)  of  a  polyamideimide  resin  (PAI)  having  the 
50  following  generic  formula  : 

55 
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where  R  and  R'  are  respectively  organic  tetravalent  and  bivalent  radicals;  the  use  of  these  radicals  was 
described  in  combination  with  methylpolysiloxanic  polyether-modified  copolymers  and  colloidal  silica  in  a 
previous  Italian  patent  application  N°  20  377  A/89  (filed  by  the  same  Applicant  on  May  4,  1989)  referring  to 

is  primers  for  fluoropolymers-based  anti-adherent  coatings. 
In  the  formulation  according  to  the  present  patent  application  the  PAI  adhesive  action  is  advantageously 

strenghtened  through  an  association  with  polyphenylsolfide  (PPS)  that  helps  in  increasing  the  elastic 
characteristics  of  the  painting  film,  which  can  be  moulded  without  damages.  Moreover,  in  the  mixture  are 
also  present  surface-active  products  with  a  coalescent  action,  that  improve  the  film  forming  and  the  inter- 

20  penetration  of  the  different  product  layers,  as  : 
-  polyethoxylated  alkylphenoles  (APPE)  having  the  following  general  formula  : 

25 0  -  (C2  H4  - 0 ) n  
\  /  

wherein  n  represents  the  ethoxylation  degree  comprised  between  8  and  12  and  R  represents  an 
alkylic  group  with  a  number  of  carbon  atoms  compraised  between  6  and  12,  as  octyl  and  nonyl- 

30  phenole  ethoxylates. 
-  monoethylene  glycol 
-  propylene  glycol 

the  finishing  element  of  the  mixture  is  a  carbon  black-based  pigment. 
The  weight  percentage  of  the  components  referred  to  the  dry  substances  can  be  advantageously 

35  comprised  between  the  following  values  : 

40 

45 

PTFE  =  7-10 
PAI  =  1.3-1.9 
PPS  =  10-15.4 
APPE  =  7.4-8.6 
monoethylene  glycol  =  3.2-4.8 
propylene  glycol  =  1.6-2.4 
carbon  black  =  1  .8-2.2 
deionised  water  difference  to  100 

50 

The  formulation  of  product-B  does  not  comprise  the  PAI  resin,  it  provides  a  reduction  of  PPS  content 
and  an  increasing  of  PTFE  content  and  it  comprises  the  other  components  present  in  the  product-A. 
Together  with  carbon  black  some  mica  is  present  as  pigment  in  order  to  give  to  the  film  a  grey  tending 
colouring. 

The  weight  percentage  of  the  components  referred  to  the  dry  substances  can  be  advantageously 
comprised  between  the  following  values  : 

55 
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PTFE  =  13.6-20.4 
PPS  =  5.6-8.4 
APPE  =  7.2-8.8 
monoethylene  glycol  =  3.2-4.8 
propylene  glycol  =  1.6-2.4 
carbon  black  =  1  .8-2.2 
mica  =  1.7-2.3 
deionised  water  difference  to  100 

10 
The  formulation  of  product-C  does  not  comprise  either  PAI  resin  or  PPS  and  it  provides  only  PTFE, 

surface-active  substances  and  pigments. 
In  this  case  the  weight  percentage  of  the  components  referred  to  the  dry  substances  can  be 

advantageously  included  in  the  following  limits  : 
15 

PTFE  =  36-55 
APPE  =  7.3-8.7 
monoethylene  glycol  =3.1-5 
carbon  black  =  0.5-3 
mica  =  3-5 
deionised  water  difference  to  100 

In  order  to  better  explain  the  present  invention  three  non-limitative  examples  of  the  invention  are  given 
25  hereafter,  where  the  quantities  and  the  percentages  are  expressed  in  weight. 

Example  1  -  Product  A 

The  following  mixtures  are  prepared  in  advance  : 
30  -  Mixture  1A  :  700  parts  of  deionised  water  are  added  to  340  parts  of  PAI  solved  in  33%  N- 

methylpyrrolidone/dimethylacetamide  4/3  (RESISTHERM  Al  133L  -  Bayer),  the  mixture  is  homo- 
genised  under  stirring  for  some  minutes. 

-  Mixture  2A  :  140  part  of  octylphenole  ethoxylated  with  8  moles  of  ethyleneoxide  (TRITON  x  100  - 
Rohm  and  Haas),  70  parts  of  monoethyleneglycole  (Dow  Chemical)  and  35  parts  of  propyleneglycole 

35  (Dow  Chemical)  are  added  to  600  parts  of  deionised  water.  The  solution  is  warmed  to  30°-  40°  C 
under  stirring  to  favour  the  complete  solution  of  the  surface-active  agents,  and  then  220  parts  of  PPS 
(FORTRON  x  0205/60  Hoechst)  are  added.  The  mixture  is  stirred  at  30°-  40°  C  for  2-3  hours. 

-  Mixture  3A  :  40  parts  of  naphtalensulfonic  sodium  salt  (TAMOL  SN  -  Rohm  and  Haas)  and  400  parts 
of  carbon  black  (NERO  PRINTEX  -  Degussa)  are  added  to  560  parts  of  deionised  water.  The  resulting 

40  paste  is  charged  in  a  steel  ball  mill  and  the  pigment  is  dispersed  for  about  72  hours. 
-  Mixture  4A  is  an  aqueous  dispersion  of  PTFE  60%.  (ALGOFLON  -  Montefluos) 

Formulation 

45  The  following  mixtures  are  charged,  in  the  given  sequence,  in  a  container  provided  of  stirrer  : 
620  parts  of  mixture  2  A 
145  parts  of  mixture  4A 
50  parts  of  mixture  3  A 
The  mixtures  are  stirred  1  hour  for  homogenisation  and  then  148  parts  of  mixture  1A  are  added  stirring  for 

50  one  more  hour. 

EXAMPLE  2  -  Product  B 

The  following  mixture  are  prepared  in  advance  : 
55  -  Mixture  2B  :  140  parts  of  nonylphenole  ethoxylated  with  10  moles  of  ethylene  oxide  (CHIMIPAL  VN  10 

-  Ausimont)  70  parts  of  monoethylene  glycole  (Dow  Chemical)  and  35  parts  of  propylene  glycole  (Dow 
Chemical)  are  added  to  600  parts  of  deionised  water.  The  mixture  is  warmed  at  30  °  -  40  °  C  under 
stirring  to  favour  the  solution  of  the  surface-active  agents  and  122  parts  of  PPS  (FORTRON  x  0205/60 

4 
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Hoechst)  are  added.  The  mixture  is  stirred  at  30°  -  40°  C  for  2  -  3  hours. 
-  Mixture  3B  :  80  parts  of  naphtalene  sulfonic  acid  sodium  salt  (TAMOL  SN  -  Rohm  and  Haas),  400 

parts  of  carbon  black  (NERO  PRINTEX  -  Degussa)  and  400  parts  of  mica  (MEARLIN  SUPERFINE  - 
Merck  AG)  are  added  to  1100  parts  of  deionised  water. 

5  The  obtained  paste  is  charged  in  a  steel  ball  mill  and  the  pigments  are  dispersed  for  72  hours. 
-  Mixture  4B  is  an  aqueous  dispersion  of  PTFE  60%  (ALGOFLON  -  Montefluos). 

Formulation 

io  In  a  container  equipped  with  a  stirrer  the  following  mixture  are  charged  in  the  given  order  : 
555  parts  of  mixture  2B 
283  parts  of  mixture  4B 
100  parts  of  mixture  3B 
and  the  mass  is  homogenised  for  1  hour. 

15 
EXAMPLE  3  -  Product  C 

The  following  mixture  are  prepared  in  advance  : 
-  Mixture  2C  :  140  parts  of  octylphenole  ethoxylated  with  8  moles  of  ethylene  oxide  (TRITON  x  100  - 

20  Rohm  and  Haas)  and  70  parts  of  monoethylene  glycole  are  added  to  200  parts  of  deionised  water. 
The  mixture  is  stirred  at  room  temperature  to  favour  the  solution  of  the  surface-active  agents. 

-  Mixture  3C  :  80  parts  of  naphtalene  sulfonic  acid  sodium  salt  (TAMOL  SN  -  Rohm  and  Haas),  200 
parts  of  carbon  black  (NERO  PRINTEX  -  Degussa)  and  600  parts  of  mica  (MEARLIN  SUPERSILK  - 
Merck  AG)  are  added  to  1100  parts  of  deionised  water. 

25  The  obtained  paste  is  charged  in  a  steel  ball  mill  and  the  pigments  are  dispersed  for  72  hours. 
-  Mixture  4C  is  an  aqueous  dispersion  of  PTFE  60%  (ALGOFLON  -  Montefluos). 

Formulation 

30  In  a  container  equipped  with  a  stirrer  the  following  mixture  are  charged  in  the  given  order  : 
250  parts  of  mixture  2C 
600  parts  of  mixture  4C 
140  parts  of  mixture  3C 
and  the  mass  is  stirred  during  1  hour  for  homogenising. 

35 
Claims 

1.  Painting  formulations  for  anti-adherent  coatings  comprising  fluoropolymers  (in  particular  PTFE)  ap- 
plicable  through  a  rolling  process  with  one  or  more  layers  spaced  out  by  a  drying  process  at  50-70  °  C, 

40  on  aluminium  discs  previously  degreased  but  non-pickled  to  be  used,  after  a  baking  process  at  400- 
430  °  C,  in  a  moulding  process  for  making  cookware,  characterised  in  that  they  comprise  three  kinds  of 
products  achieved  in  an  aqueous  dispersion  and  comprising  :  a  product-A  having  high  adhesion  power, 
usable  as  primary  element  to  apply  on  the  aluminium  substrate;  a  product-B  having  less  adhesion 
power  than  the  previous  product-A  and  closer  to  the  anti-adherent  nature  of  the  subsequent  product-C, 

45  usable  as  secondary  element  to  apply  afterwardly  on  said  product-A;  and  a  product-C  having  high  anti- 
adhesion  power,  usable  as  finishing  element  to  apply  afterwardly  on  said  product-B. 

2.  Painting  formulations  according  to  claim  1  ,  characterised  in  that  said  product-A  comprises  : 
fluoropolymer  PTFE;  an  agent  having  a  binding  action  for  fixing  of  PTFE  on  the  substrate  consisting  in 

50  a  polyamideimide  resin  (PAI)  associated  with  polyphenylsolfide  (PPS);  three  surface-active  substances 
consisting  of  monoethylene  glycol,  propylene  glycol  and  polyethoxylated  alkylphenols  (PEAP)  with  an 
ethoxide  number  comprised  between  8  and  12  and  an  alkylic  group  with  a  number  of  carbon  atoms 
comprised  between  6  and  12;  a  pigment  as  carbon  black;  deionised  water  as  dispersing  medium. 

55  3.  Painting  formulations  according  to  claim  2,  characterised  in  that  the  range  of  weight  percentages  of  the 
components  of  said  product-A  are  the  following  : 

5 



EP  0  607  934  A1 

PTFE  =  7-10 
PAI  =  1.3-1.9 
PPS  =  10-15.4 
APPE  =  7.4-8.6 
monoethylene  glycol  =  3.2-4.8 
propylene  glycol  =  1.6-2.4 
carbon  black  =  1  .8-2.2 
deionised  water  difference  to  100 

Painting  formulations  according  claim  to  1,  characterised  in  that  said  product-B  comprises: 
fluoropolymer  PTFE;  a  binding  agent  constituted  only  by  PPS;  three  surface-  active  substances 
consisting  of  monoethylene  glycol,  propylene  glycol  and  polyethoxylated  alkylphenols  of  the  kind 
suitable  for  the  product-A;  two  pigments  as  carbon  black  and  mica;  deionised  water  as  dispersing 
medium. 

Painting  formulations  according  to  claim  4,  characterised  in  that  the  range  of  weight  percentages  of  the 
components  of  said  product-B  the  following  : 

PTFE  =  13.6-20.4 
PPS  =  5.6-8.4 
APPE  =  7.2-8.8 
monoethylene  glycol  =  3.2-4.8 
propylene  glycol  =  1.6-2.4 
carbon  black  =  1  .8-2.2 
mica  =  1.7-2.3 
deionised  water  difference  to  100 

Painting  formulations  according  to  claim  1,  characterised  in  that  said  product-C  comprises  : 
fluoropolymer  PTFE;  two  surface-active  substances  consisting  of  ethylene  glycol  and  polyethoxylated 
alkylphenols  of  the  kind  suitable  for  the  product-A;  two  pigments  of  the  kind  suitable  for  the  product-B; 
deionised  water  as  dispersing  medium. 

Painting  formulations  according  to  claim  6,  characterised  in  that  the  range  of  weight  percentages  of  the 
components  of  said  product-C  product  are  the  following  : 

PTFE  =  36-55 
APPE  =  7.3-8.7 
monoethylene  glycol  =  3-5 
carbon  black  =  0.5-3 
mica  =  3-5 
deionised  water  difference  to  100 

Domestic  pots  and  pans  having  an  anti-adherent  external  coating  obtained  by  moulding  of  aluminium 
discs  previously  degreased  but  non-pickled  and  covered  with  one  or  more  layers  of  painting  formula- 
tions  claimed  in  the  foregoing  claims  1-7. 
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